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Bayou  Vermillion,  La.,  Mermentau  River  and  tributaries,  La.,  2!27;  mouth  and 
passes  of  Calcasieu  River,  La.,  228;  harbor  at  Sabine  Paas,  Tex.,  230;  Sabine  River, 
Tex.,  231;  Neches  River,  Tex.,  removing  sunken  vessels  or  craft  obstructing  or 
endangering  navigation,  232. 

In  the  charge  of  Cai»t.  John  Millis,  Corps  of  Engineers— 
Securing  month  of  Bayou  Plaquemine,  La.,  from  further  caving,  232. 

In  the  charge  of  Maj.  A.  M.  Miller,  Corps  of  Engineers — 

Entrance  to  Galveston  Harbor,  Tex.,  233:  ship  channel  in  Galveston  Bay,  Tex.,  234; 
channel  in  West  Galveston  Bay,  Tex.,  Trinity  River,  Tex.,  235 ;  Cedar  Bayou,  Tex., 
236;  Buffalo  Bayou,  Tex.,  harbor  at  Brazos  Santiago,  Tex.,  237. 

WESTERN  RIVERS. 

In  the  charge  of  Capt.  J.  H.  Willard,  Corps  of  Engineers— 

Red  River,  La.  and  Ark.,  238;  Red  River  above  Fulton,  Ark.,  240;  Ouachita  and 
Black  rivers.  Ark.  and  La.,  241;  bayous  D'Arbonne  and  Corney,  La.,  Bayou  Bar- 
tholomew,  La.   and  Ark.,  242;  Bciiuf  River,  La.,  243;  Tensas  River  and  Bayou 


Tenn.,  249;  Forked  Deer  River,  Tenn.,  water  gauges  on  Mississippi  River  and  Jtt» 
principal  tributaries,  250. 
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IX  THE  CHARGE  OF  CaPT.  CaRL  F.  PaLFUEY,  CoRFS  OF  ENGINEERS — 

Kemoving  obstructions  in  Arkansas  River.  251 ;  improving  Arkansas  River,  Ark., 
Fourcho  Le  Fevre,  Ark.,  252;  Petit  Jean  liiver,  Ark.,  White  River,  Ark.,  253; 
Cache  River,  Ark.,  Black  River,  Ark.  and  Mo.,  Current  River,  Ark.  and  Mo.,  254; 
St.  Francis  River,  Ark.,  St.  Francis  River,  Mo.,  255. 

In   THE   CHARGE   OF   MaJ.  ChARLES   J.  AlLEN,  CORPS   OF   ENGINEERS — 

Removing  snags  and  wrecks  from  Mississippi  River,  improving  Mississippi  River 
between  Ohio  and  Missouri  rivers,  256;  harbor  at  St.  Louis,  Mo.,  258;  Gasconade 
River,  Mo.,  259;  Osage  River,  Mo.,  Kaskaskia  River,  111.,  260. 

In  the  CHARGE  OF  Maj.  A.  Mackenzie,  Corps  of  Engineers — 

Operating  snag  boats  and  dredge  boats  on  Upper  Mississippi  River,  261;  improving 
Mississippi  River  between  Missouri  River  and  Minneapolis,  262 ;  Des  Moines 
Rapids,  Mississippi  River,  operating  and  care  of  Des  Moines  Rapids  Canal  and 
Dry  Dock,  operating  and  care  of  Qalena  River  improvement.  111.,  263. 

In  THE  CHARGE  OF  MaJ.  W.  A.  JONES,  CORPS  OF  ENGINEERS — 

Mississippi  River  above  Falls  of  St.  Anthony,  Minn.,  reservoirs  at  headwaters  of 
Mississippi  River,  264;  Chippewa  Kiver,  including  Yellow  Banks,  Wis.,  St.  Croix 
River,  Wis.  and  Minn.,  266;  Minnesota  River,  Minn.,  267;  Red  River  of  the  North, 
Minn,  and  N.  Dak.,  268;  gauging  Mississippi  River  at  or  near  St.  Paul,  Minn.,  269. 

In   THE   CHARGE   OF   CaPT.    HaRRY   F.    HODGES,    CORFS   OF   ENGINEERS — 

Missouri  River  between  the  Great  Falls,  Mont.,  and  Sioux  City,  Iowa,  270;  remova 
of  snags  and  other  obstructions  in  Missouri  River  above  Sioux  City,  Iowa,  271; 
examination  of  Missouri  River  between  Three  Forks  and  Canyon  Ferry,  Mont., 
Yellowstone  River,  Mont,  and  N.  Dak.,  272. 

In  the  CHARGE  OF  Capt.  John  Biddle,  Corps  op  Engineers — 

Obion  Kiver,  Tenn.,  Tennessee  River  above  Chattanooga,  Tenn.,  273;  Tennessee 
River  below  Bee  Tree  Shoals,  Ala.,  274;  Hiwassee  liiver,  Tenn.,  275;  French 
Broad  River,  Tenn.,  276;  Little  Pigeon  River,  Tenn.,  Clinch  River,  Tenn.,  277; 
Cumberland  River.,  Tenn.  and  Ky.,  278;  Caney  Fork  River,  Tenn.,  282. 

In  the  charge  of  Capt.  George  W.  Goethals,  Corps  of  Engineers — 

Tennessee  River  between  Chattanooga,  Tenn.,  and  foot  of  Bee  Tree  Shoals,  Ala., 
282;  operating  and  care  of  Muscle  Shoals  Canal,  Tennessee  River,  284. 

In  the  charge  of  Lieut.  Col.  Amos  Stickney,  Corps  of  Engineers — 

Ohio  River,  285;  operating  snag  boat  on  Ohio  River,  operating  and  care  of  Davis 
Island  Dam,  Ohio  River,  near  Pittsburg,  Pa.,  movable  dam  in  Ohio  River  below 
mouth  of  Beaver  River,  Pa.,  movable  Dam  No.  2,  Ohio  Kiver,  287;  ice  harbor  at 
mouth  of  Muskingum  River,  Ohio,  Muskingum  River,  Ohio,  288;  operating  and 
care  of  locks  and  dams  on  Muskingum  River,  Ohio,  removing  sunken  vessels  or 
Craft  obstructing  or  endangering  navigation,  cxauiiuatious,  289. 

In  the  charge  of  Capt.  R.  L.  Hoxie,  Corps  of  Engineers — 

Monongahela  River,  W.  Va.  and  Pa.,  290;  operating  and  care  of  Locks  and  Dams 
Nos.  8  and  9,  Monongahela  Kiver,  purchase  of  Lock  and  Dam  No.  7,  Monongahela 
River,  purchase  of  Lock  and  Dam  No.  6,  Monongahela  Kiver,  Cheat  River,  W.  Va., 
291;  Alleghenv  River,  Pa.,  dam  at  Herr  Island,  AUegheuv  liiver,  near  Pittsburg, 
Pa.,  292. 

In  the  charge  of  Capt.  James  G.  Warren,  Corps  of  Engineers — 

Falls  of  the  Ohio  River,  at  Louisville,  Ky.,293;  Indiana  Chute,  Falls  of  the  Ohio 
River,  operating  and  care  of  Louisville  and  Portland  Canal,  Ky.,  295;  Wabash 
Eiver,  Ind.  and  111.,  296;  White  River,  Ind.,  297. 
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IX  THE  CIIAr.GK  OF  COL.  WiLLIAM  P.  CUAIGIIILL,  CORPS  OF  ENGINEERS— 

Great  Kanawha  River,  W.  Va.,  297;  operatijig  and  care  of  locks  and  dams  on  Great 
Kanawha  River,  W.  Va.,  Elk  River,  W.  Va.,  299;  Gauley  River,  W.  Va.,  300;  New 
Rivor,  Va,  and  W.  Va.,  301. 

In  the  charge  of  Maj.  D.  W.  Lockwood,  Corps  of  Engineers — 

Tradewater  River,  Ky.,  301;  Lock  No.  2,  Green  River,  at  Ramsey,  Ky.,  Green  River 
above  mouth  of  Big  Barren  River,  Ky.,  operating  and  care  of  locks  and  dams  on 
Green  and  Barren  rivers,  Ky.,  302;  Roii^h  River,  Ky.,  Kentucky  River,  Ky.,303; 
operating  and  care  of  locks  and  damson  Kentucky  River,  Ky.,  Licking  River,  Ky., 
Ijctween  Farmers  and  West  Liberty,  304;  Big  Sandy  River,  W.  Va.  and  Ky., 
Lcvisa  Fork  of  Big  Sandy  River,  Ky.,  305;  Tug  Fork  of  Big  Sandy  River,  W.Aa. 
and  Ky.,Guyandotte  River,  W.  Va.,  306;  Little  Kanawha  River,  W.  Va.,  ox^erating 
and  care  of  lock  and  dam  on  Little  Kanawha  River,  W.  Va.,  307. 

LAKE  RIVERS  AND  HARBORS. 

In  the  charge  of  Ma,i.  Clinton  B.  Sears,  Corps  of  Encjineers — 

Harbor  at  Grand  Marais,  Minn.,  harbor  at  Agate  Bay,  Minn.,  308;  harbor  at 
Duluth,  Minn.,  309;  harbor  at  Superior  Bay  and  St.  Louis  Bay,  Wis.,  310;  harbor 
at  Ashland,  Wis.,  harbor  at  Ontonagon,  Mich.,  311 ;  Eagle  Harbor,  Mich.,  waterway 
from  Keweenaw  Bay  to  Lake  Superior,  via  Portage  Lake  and  River,  Mich,  312; 
operating  and  care  of  waterway  from  Keweenaw  Bay  to  Lake  Superior,  via  Portage 
Lake  and  River,  Mich.,  harbor  at  Marquette,  Mich,  313;  harbor  of  refuge  at  Grand 
Marais,  Mich,  314. 

In  the  charge  of  Maj.  James  F.  Grecjory,  Corps  of  Engineers— 

Manisticiuo  Harbor,  Mich.,  Cedar  River  Harbor,  Mich.,  315;  Menominee  Harbor, 
Mich,  and  Wis.,  Menominee  River,  Mich,  and  Wis.,  316;  Oconto  Harbor,  Wis.,  317; 
Pensaukce  Harbor,  Wis.,  Green  Bay  Harbor,  Wis.,  318;  Sturgeon  Bay  and  Lake 
Michigan  Ship  Canal,  Wis.,  319;  operating  .and  careof  Sturgeon  Bay  and  Lake  Mich- 
igan Ship  Canal,  Wis.,  320;  harbor  of  refuge  at  eastern  entrance  of  Sturgeon  Bay  and 
Lake  Michigan  Ship  Canal,  Wis.,  Ahnapee  Harbor,  Wis.,  321;  Kewaunee  Harbor, 
Wis.,  322;  Two  Rivers  Harbor,  Wis.,  Manitowoc  Harbor,  Wis.,  323;  Sheboygan 
Harbor,  Wis.,  324;  Port  Washington  Harbor,  Wis.,  harbor  of  refuge  at  Milwaukee 
Bay,  Wis.,  325;  Milwaukee  Harbor,  Wis.,  Racine  Harbor,  Wis,,  326;  Kenosha  Har- 
bor, Wis.,  327;  Waukegan  Harbor,  111.,  328;  Fox  River,  Wis.,  329;  operating  and 
care  of  locks  and  dams  on  Fox  River,  Wis.,  removing  sunken  vessels  or  craft 
obstructing  or  endangering  navigation,  330. 

In  the  charge  of  Capt.  W.  L.  Marshall,  Corps  of  Engineers — 

Chicago  Harbor,  111.,  331;  Calumet  Harbor,  III.,  332;  Calumet  River,  111.  and  Ind., 
333;  Illinois  River,  HI.,  334;  operating  and  care  of  La  Grange  and  Kampsville 
locks  and  dams,  Illinois  River,  111.,  335;  Illinois  and  Mississippi  Canal,  111.,  336. 

In  the  charge  of  Lieut.  Col,  G.  J.  Lydecker,  Corps  of  Engineers — 

Mirhigan  City  Harbor,  Ind.,  337;  St.  Joseph  Harbor,  Mich.,  339;  St.  Joseph  River, 
Mich.,  340;  South  Haven  Harbor,  Mich.,  Saugatuck  Harbor,  Mich.,  341;  Holland 
(Black  Lake)  Harbor,  Mich.,  Grand  Haven  Harbor,  Mich.,  343;  Muskegon  Harbor, 
Mich.,  345;  White  Lake  Harbor,  Mich.,  346;  Pentwater  Harbor,  Mich.,  347;  Lud- 
ington  Harbor,  Mich.,  Manistee  Harbor,  Mich.,  348;  harbor  of  refuge  at  Portage 
Lake,  Mich.,  350;  Frankfort  Harbor,  Mich.,  351;  Charlevoix  Harbor,  Mich.,  352; 
Petoskey  Harbor,  Mich.,  Cheboygan  Harbor,  Mich,  353;  Alpena  Harbor  (Thunder 
Bay  River),  Mich.,  354;  Saginaw  River,  Mich.,  355;  harbor  of  refuge  at  Sand 
Beach,  Lake  Huron,  Mich.,  356;  Black  River  at  Port  Huron,  Mich.,  mouth  of  Black 
Rivor,  Mich.,  358;  Clinton  River,  Mich.,  359;  Rouge  River,  Mich.,  360;  turning 
basin  in  Rouge  River,  Mich.,  removing  sunken  vessels  or  craft  obstructing  or 
endangering  navigation,  361. 
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In  the  charge  of  Col.  O.  M.  Poe,  Corps  of  Engineers — 

Ship  channel  connecting  waters  of  the  Great  Lakes  between  Chicago,  l^iiluth,  and 
Buffalo,  361;  operating  and  care  of  St.  Marys  Falls  Canal,  Mich.,  St.  Marys  River 
at  the  Falls,  Mich.,  Sfe;  Hay  Lake  Channel,  St.  Marys  River,  Mich..  364;  St. 
Clair  Flats  Canal,  Mich.,  365:  operating  and  caro  of  St.  Clair  Flats  Canal,  Mich., 
Grossepoint  Channel,  Mich..  366;  Detroit  River,  Mich.,  367;  investigation  of  raft 
towing  on  the  Great  Lakes  and  their  connecting  waters,  368. 

In  the  ciiaugk  of  Lieut.  Col.  Jarei>  A.  Smith,  Corps  of  Kn(;inkehs — 

Monroe  Harbor,  Mich.,  368;  Toledo  Harbor,  Ohio,  369;  Port  Clinton  Harbor,  Ohio, 
370;  Sandnsky  Harbor,  Ohio,  371:  Sandnsky  River,  Ohio,  Hnron  Harbor,  Ohio, 
372;  Vermillion  Harbor,  Ohio,  373;  Black  River  Harbor,  Ohio,  374;  Cleveland 
Harbor,  Ohio,  375;  Fairport  Harbor,  Ohio,  Ashtabula  Harbor,  Ohio,  376;  Cou- 
ncaut  Harbor,  Ohio,  377;  removing  sunken  vessels  or  craft  obstructing  or  eudauger- 
iug  navigation,  378. 

In  the  charge  of  Maj.  E.  H.  Ruffner,  Corps  of  Engineers — 

Erie  Harbor,  Pa.,  378;  Presqno  Isle  Penmsula,  Erie  Harbor,  Pa.,  Dunkirk  Harbor, 

r,  N.  Y., 
Wilson 


N.  Y.,  379;  Buffalo  Harbor,  N.  Y.,  380;  Tonawanda  Harbor  and  Niagara  River,  N.  Y., 
Niagara  River  from  Tonawanda  to  Port  Day  (Niagara  Falls),  N.  Y.,  381 ;  Wilson 
Harbor,  N.  Y.,  Olcott  Harbor,  N.  Y.,  382;  Oak  Orchard  Harbor,  N.  Y.,  383. 


In  the  charge  of  Capt.  Dan  C.  Kingman,  Corps  of  Engineers — 

Charlotte  Harbor,  N.  Y.,  383 ;  Pultneyville  Harbor,  N.  Y.,  384 ;  harbor  at  Great  Sodus 
Bay,  N.  Y.,  385;  harbor  at  Little  Sodus  Bay,  N.  Y.,  Oswego  Harbor,  N.  Y.,  386;  har- 
bor at  Sacketts  Harbor,  N.  Y.,  388. 

N   THE    CHARGE   OF   CaPT.  SmITH   S.  LeACH,  CORPS   OF   ENGINEERS — 

Shoals  between  "Sister  Islands  and  Cross-over  Light,  St.  Lawrence  River,  N.  Y., 
Ogdensburg  Harbor,  N.  Y.,  389;  breakwater  at  Rouse  Point,  Lake  Champlain,  N.  Y., 
Great  Chazy  River,  N.  Y.,  Plattsburg  Harbor,  N.  Y.,  Burlington  Harbor,  Vt.,  390; 
Otter  Creek,  Vt.,  Ticonderoga  River,  N.  Y.,  391 ;  narrows  of  Lake  Chami)lain,  N.  Y. 
and  Vt.,  392. 

PACIFIC  COAST. 
In  the  charge  of  Col.  G.  H.  Mendell,  Corps  of  Engineers— 
Oakland  Harbor,  Cal.,  392. 

In  the  charge  of  Lieut.  Col.  W.  H.  H.  Benyacrd,  Corps  of  Engineers — 

Napa  River,  Cal.,  393;  Redwood  Creek,  Cal.,  San  Luis  Obispo  Harbor,  Cal.,  394; 
Wilmington  Harbor,  Cal.,  395;  San  Diego  Harbor,  Cal.,  396;  Coloradoand  Gila 
rivers  at  Yuma,  Ariz.,  397. 

In  the  charge  of  Maj.  W.  H.  Heukr,  Corps  of  Engineers— 

San  Joaquin  River,  Cal.,  398;  Mokelumne  River,  Cal.,  Sacramento  and  Feather 
rivers,  Cal.,  399;  Petaluma  Creek,  Cal.,  400;  Humboldt  Harbor  and  Bay,  Cal.,  401. 

In  the  charge  of  Capt.  Thomas  W.  Symons,  Corps  of  Engineers — 

Coquille  River,  Oreg.,  402;  Coquille  River,  Oreg.,  between  Coquillo  City  and  Myrtle 
Point,  entrance  to  Coos  Bay  and  Harbor,  Oreg.,  403;  Umpqua  River,  Orog.,  404; 
mouth  of  Siuslaw  River,  Oreg.,  Yaquina  Bay,  Oreg.,  405;  Tillamook  Bay  and 
Bar,  Oreg.,  406;  entrance  to  Nehalem  Bay,  Oreg.,  Upper  Snake  River,  Idaho, 
between  Huntington  Bridge  and  Seven  Devils  mining  district,  407;  Upper  Colum- 
bia and  Snake  rivers,  Oreg.  and  Wash.,  408;  Columbia  River,  between  head  of 
Rock  Island  Rapids  and  foot  of  Priest  Rapids,  Wash.,  Willapa  River  and  Harbor, 
Wash.,  409;  Grays  Harbor  and  Chehalis  River,  Wash.,  410;  Chehalis  River,  Wash., 
Harbor  at  Olympia,  Wash.,  411;  Swinomish  Slough,  Wash.,  Puget  Sound  and  its 
tributary  waters.  Wash.,  412. 
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In  the  charge  of  Maj.  James  C.  Post,  Corps  of  Engineers — 

Mouth  of  Columbia  River,  Oreg.  and  Wash.,  413;  Columbia  River,  between  Van- 
couver, Wash.,  and  mouth  of  Willamette  River,  414 ;  canal  at  the  Cascades,  Colum- 
bia River,  Orog.,  415;  Columbia  aud  Lower  Willamette  rivers  below  Portland, 
Oreg.,  416;  Willamette  River  above  Portland,  Oreg.,  Cowlitz  River,  Wash.,  417: 
Youngs  and  Klaskuine  rivers,  Oreg.,  gauging  waters  of  Columbia  River,  Oreg.  and 
Wash.,  examination  and  plan  by  Board  of  Engineers  for  overcoming  obstructions 
in  Columbia  River  between  Three  Mile  Rapids  and  Celilo  Falls,  Oreg.  and  Wash., 
418. 
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Greenport  Harbor,  N.  Y.,  Patchogue  River,  N.  Y.,  Harlem  River,  N.  Y.,  422:  West- 
chester Creek,  N.  Y.,  Shrewsbury  River  near  Sea  Bright,  N.  J.,  Delaware  Kiver  at 
Philadelphia^  Pa.,  and  Camden,  N.  J.,  Ohio  River  between  Martins  Ferry  aud 
Bellaire,  Ohio,  Missourr  River  at  Kansas  City,  Kans.,  aud  Kansas  City,  Mo., 
Superior  Bay,  Wis.,  423:  Oconto  Harbor,  Wis.,  St.  Joseph  Harbor,  Mich.,  Niagara 
River  at  Squaw  Island,  N.  Y.,  San  Francisco  Bay  and  Oakland  Harbor,  Cal.,  Napa 
River  at  Napa,  Cal.,  Everett  Harbor,  Wash.,  424. 

BRIDGING  NAVIGABLE  WATERS  OF  THE  UNITED  STATES. 

(1)  Bridge  of  Little  Rock  Bridge  and  Terminal  Railway  Company  across  Arkansas 
River  at  Little  Rock,  Ark.,  (2;  bridge  of  St.  Lawrence  Railway  Company  across 
St.  Lawrence  River  at  Morristown,  N.  Y.,  (3)  bridge  of  South  St.  Paul  Belt  Rail- 
road Company  across  Mississippi  River  at  South  St.  Paul,  Minn.,  (4)  bridge  of 
Lake  Shore  and  Michigan  Southern  Railroad  Company  across  Calumet  River  at 
South  Chicago,  111.,  (5)  bridge  of  Montgomery  Bridge  Company  across  Alabama 
River  near  Montgomery,  Ala.,  (6)  bridge  of  city  of  Red  Wing,  Minn.,  across  Mis- 
sissippi River,  (7)  bridge  of  East  Liverpool  Bridge  Company  across  Ohio  liivorat 
East  Liverpool,  Ohio,  (8)  bridge  of  Yankton  Bridge  Company  across  Missouri 
River  at  Yankton,  S.  Dak.,  425;  (9)  bridge  of  city  of  Pittsburg,  Pa.,  across  Monon- 
gahela  River  at  South  Twenty-second  street,  (10)  bridge  of  Wilmington  and  Wel- 
don  Railroad  Company  across  Contentnia  Creek  near  Grifton,  N.  C,  (11)  bridge 
of  city  of  Tacoma,  Wash.,  across  ship  channel  through  that  city,  (12)  bridge  of 
Orange  County.  Tex.,  across  Cow  Bayou  above  its  contiueuce  with  Sabine  River, 
(13)  bridge  of  Savannah,  Florida  and  Western  Railway  Company  across  Hillsbor- 
ough River  at  Tampa,  Fla.,  (14)  bridges  of  Mobile  and  Dauphin  Island  Railroad 
and  Harbor  Company  across  Dog  aud  Fowl  rivers,  Ala.,  (15)  bridge  of  Brazoria 
County,  Tex.,  across  San  Bernard  River  at  Churchills  Ferry,  426;  (16)  bridges 
of  city  of  Chicago,  111.,  at  Van  Bureu  street,  and  Metropolitan  West  Side  Ele- 
vated Railroad  Company  between  Jackson  and  Van  Buren  streets,  across  South 
Branch  of  Chica^^o  River,  Chicago,  111.,  (17)  bridge  of  Knox  County,  Teun., 
across  Holston  River  at  Boyds  Ferry  near  Knoxvillc,  (18)  bridge  of  Wiscon- 
sin Central  Railroad  Company  across  Wolf  River  at  Gills  Landing,  Wis., 
(19)  bridge  of  city  of  Kaukauna,  Wis.,  across  Fox  River  and  Canal,  (20)  bridge 
of  city  of  Manistee,  Mich.,  across  Manistee  River  at  Smith  street,  (21)  bridge 
of  city  of  De  Pere,  Wis.,  across  Fox  River  and  Canal,  (22)  bridge  of  town  of 
Hempstead,  Queens  County,  N.  Y.,  across  Nortons  Creek,  427;  (23)  bridge  of 
Brazoria  County,  Tex.,  across  Brazos  River  at  Columbia,  (24)  bridge  of  Croigh- 
ton  Bridge  Company  across  Allegheny  River  at  Crelghton,  Pa.,  (25)  bridge  of  city 
of  Houston,  Tex.,  across  Bntfalo  Bayou,  (26)  bridge  of  Sea  Shore  Roiid  Compjiny 
across  Youngs  Bay,  Oreg.,  (27)  bridge  of  Washington  and  Chesapeake  Beach  Kail- 
way  Company  across  Patuxent  Kiver  at  Mount  Calvert,  Md.,  (28)  bridge  of  Clarke 
County,  Wash.,  across  East  Fork  of  Lewis  River  at  La  Center,  (29)  biidgo  of 
Kensington  Rapid  Transit  Bridge  Company  across  Allegheny  River  below  Taren- 
tum.  Pa.,  (30)  bridge  of  Ahnapee  and  Western  Railway  Company  across  Stur- 
geon Bay,  Wis.,  (31)  bridge  of  city  of  Boston,  Mass.,  across  Chelsea  Creek 
at  Chelsea  street,  (32)  bridge  of  Passaic  and  Bergen  counties,  N.  J.,  across. 
Passaic    River   at    Passaic,   (33)    bridge    of    Northwestern    Elevated    Railroad 
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Company  across  Chicago  River  east  of  Wells  street;  Chicago,  111.,  428;  (34) 
bridse  of  Silver  Springs,  Ocala  and  Gulf  Railroad  Company  across  Withla- 
coocoee  River  at  Dunnellon,  Fla.,  (35)  bridge  of  Port  Royal  and  Augusta  Rail- 
way Company  across  Savannah  River  near  Augusta,  Ga.,  (36)  bridge  of  town 
of  Kaukauna,  Wis.,  across  the  lock  of  the  Government  canal  at  Little  Chute, 
(37)  bridge  of  city  of  Philadelphia^  Pa.,  across  Pennypack  Creek  at  Torresdale 
avenue,  (38)  bridge  of  West  Norfolk  and  Port  Norfolk  Drawbridge  Companv  across 
Western  Branch  of  Elizabeth  River  between  West  Norfolk  and  Port  Norfolk,  Va., 
(39)  bridge  of  Kanawha  County,  W.  Va.,  across  Elk  River  at  Clendennin,  (40) 
bridge  ot  Bristol  County,  Mass.,  across  East  Branch  of  Westport  River  at  West- 
port  Point,  (41)  bridge  of  Dorchester  County,  Md.,  across  Cambridge  Harbor  at 
Cambridge,  (42)  bridge  of  Lake  Street  Elevated  Railroad  Company  across  Chicago 
River  east  of  Wells  street  bridge,  Chicago^  111.,  (43)  bridge  of  Snohomish  County, 
Wash.,  across  Stiilaquamish  River,  (44)  bridge  of  Adrien  Gousouliu  across  Bayou 
Teche  near  Loreauville,  La.,  (45)  bridge  of  Wahkiakum  County,  Wash.,  across 
Skamokawa  Creek,  429;  (46)  bridge  of  New  York  Central  and  Hudson  River  Rail- 
road Company  across  Spuy  ten  Duy  vil  Creek,  N.  Y.,  (47)  bridge  of  Warren  County, 
Miss.,  across  Big  Black  River  at  Hankinsons  Ferry^  (48)  bridge  of  Mobile  and 
Birmingham  Railway  Company  across  Three  Mile  Creek  near  Mobile,  Ala.,  (49) 
bridge  of  Baltimore  and  Ohio  Railroad  Company  across  Calumet  River  at  South 
Chicago,  111.,  (50)  bridge  by  Sussex  County,  Del.,  across  canal  between  Chinco- 
teague  and  Delaware  bays  near  Henlopen  City,  430. 

BRIDGES  OBSTRUCTING  NAVIGATION. 

(1)  Bridge  across  Merrimac  River  between  Haverhill  and  Bradford,  Mass.,  430;  (2) 
bridge  across  Trent  River  at  Nowbern,  N.  C,  (3)  bridge  across  cove  at  SulUvans 
Island,  S.  C,  (4)  bridge  across  Potsburg  Creek,  Fla.,  (5)  bridge  across  Ooklo- 
chonee  River  at  Mclntyre,  Fla.,  431. 

OCCUPANCY    OF    AND   INJURY    TO    PUBLIC    WORKS    BY   CORPORATIONS 

AND  INDIVIDUALS 431 

MISCELLANEOUS. 

WASHINGTON  AQUEDUCT. 

In  the  charge  of  Col.  George  H.  Elliot,  Corps  ok  Engineers— 

Washington  Aqueduct,  432;  increasing  the  water  supply  of  Washington,  D.  C,  434; 
erection  of  fish  ways  at  Great  Falls,  435. 

PUBLIC     BUILDINGS    AND    GROUNDS    AND     WASHINGTON     MONUMENT, 

DISTRICT  OF  COLUMBIA. 

In  the  charge  of  Col.  John  M.  Wilson,  Lieut.  Col.,  Corps  of  Engi- 
neers     435 

NORTHERN  AND  NORTHWESTERN  LAKES. 

Surveys,  437;  conecting  cn<rraved  plates,  printing  and  issuing  of  charts,  resurvey 
of  St.  Marys  River  from  Whitetish  Bay  to  Detour  light-house,  439;  reexamina- 
tion of  St.  Lawrence  River,  440;  estimates,  water  levels,  441. 

CONSTRUCTION  AND  IMPROVEMENT    OF   ROADS    AND    BRIDGES  IN  YEL- 
LOWSTONE NATIONAL  PARK. 

In  the  charge  of  Maj.  William  A.  Jones,  Corps  of  Engineers 441 

MILITARY  AND  OTHER  MAPS 443 

RECONNAISSANCES  AND  EXPLORATIONS. 

Officers  on  duty  at  headquarters  of  military  departments,  operations  i*i  Dopart- 
ment  of  the  Missouri,  Dcpartnitnt  of  the  Columbia,  Department  of  California,  443. 

ESriMATES  FOR  AMOUNTS  REQUIRED  FOR  SURVEYS  AND  RECONNAIS- 
SANCES IN  MILITARY  DEPARTMENTS,  AND  FOR  MAPS,  INCLUSIVE  OF 
WAR    MAPS 443 

OFFICE  OF  THE  CHIEF  OF  ENGINEERS. 
Officers  in  charge  of  divisions,  444. 
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REPORT  OF  MAJ.  F.  A.  MAHAN,  CORPS  OF  ENGINEERS. 

Improvements.— Apalachicola  Bay,  Fla.,  1249;  Apalachicola  River,  the  Cut-off, 
and  Lower  Chipola  River,  Fla.,  1252;  Flint  River,  Ga.,  1255;  Chattahoochee  River, 
Ga.  and  Ala.,  1258;  Choctawhatchee  River,  Fla,  and  Ala.,  1263;  harbor  at  Pensa- 
cola,  Fla.,  1268 ;  Escambia  and  Conecuh  rivers,  Fla.  aud  Ala.,  1275 ;  Alabama  River, 
Ala.,  1277;  Coosa  River,  Ga.  and  Ala.,  1285;  operating  and  care  of  canals  and  other 
works  of  navigation  on  Coosa  River,  Ga.  and  Ala.,  1297;  Cahaba  River,  Ala.,  1298. 

APPENDIX  Q. 

REPORT  OF  MAJ.  A.  N.  DAMRELL,  CORPS  OF  ENGINEERS. 

Improvements. — Mobile  Harbor,  Ala.,  1301 ;  Black  Warrior  River,  Ala.,  from  Tus- 
caloosa to  Daniels  Creek,  1310;  Warrior  and  Tombigbee  rivers,  Ala.,  aud  Miss., 
1311;  Noxubee  Kiver,  Miss.,  1318;  Pascagoula  River,  Miss.,  1319;  Chickasahay 
River,  Miss  ,  1322 ;  Leaf  River,  Miss.,  1323;  harbor  at  Biloxi  Bay,  Miss.,  1325;  Pearl 
River  below  .fackson.  Miss.,  1326;  Penrl  River  between  Carthage  and  .Jackson, 
Miss.,  1328;  Pearl  River  between  Edinburg  and  Carthage,  Miss.,  1329;  Bogue 
Chilto,  La,  1331;  removing  sunken  vessels  or  craft  obstructing  or  endangering 
navigation,  1332. 

PAET    III. 
APPEm)IX  R. 

REPORT  OF  MAJ.  JAMES  B.  QUINN,  CORPS  OF  ENGINEERS. 
Inspection  of  the  improvement  of  the  South  Pass  of  the  Mississippi  River,  1333. 

APPENDIX  S. 

REPORT  OF  MAJ.  JAMES  H.  QUINN,  CORPS  OF  ENGINEERS. 

Improvkmknts. — Chefuncte  River  and  Bogue  Falia,  La.,  1349;  Tickfaw  River  and 
its  tributaries,  La.,  13.52;  Amite  River  aud  Bayou  Mauchac,  La.,  1354;  Bayou 
Lafourche,  La.,  1356;  Bayou  Terrebonne,  La.,  1360;  Bayou  Plaquemino,  Grand 
Rivt-r,  and  Pigeon  bayous,  La.,  1361;  Bayou  Courtableau,  La.,  1365;  Bayou  Teche, 
La.,  1368;  channel,  bay,  aud  passes  of  Bayou  Vermillion,  La.,  1370;  Mermentau 
River  and  tributaries.  La.,  1372;  mouth  and  passes  of  Calcasieu  River,  La.,  1373; 
harbor  at  Sabine  Pass,  Tex.,  1376;  Sabine  River,  Tex.,  1379;  Neches  River,  Tex., 
1381;  removing  sunken  vessels  or  craft  obstructing  or  endangering  navigation, 
1383. 
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APPENDIX  T. 

REPORT  OF  CAPT.  JOHN  MILLIS,  CORPS  OF  ENGINEERS. 

Improvement. — Securing  mouth  of  Bayou  Plaqucmine,  La.,  from  further  caving, 
1385. 

APPENDIX  U. 

REPORT  OF  MAJ.  A.  iM.  MILLER,  CORPS  OF  ENGINEERS. 

iMPKOVEiMENTS. — Entrance  to  Galveston  Harbor,  Tex.,  1389;  ship  channel  in  Gal- 
veston liay,  Tex.,  1396;  channel  in  West  Galveston  Bay,  Tex.,  1399;  Trinity  River, 
Tex.,  1401;  Cedar  Bayou,  Tex.,  1405;  Buffalo  Bayou,  Tex.,  1409 ;  harbor  at  Brazos 
Santiago,  Tex.,  1413. 

APPENDIX  V. 

REPORT  OF  CAPT.  J.  H.  WILLARD,  CORPS  OF  ENGINEERS. 

Improvements. — Red  River,  La.  and  Ark.,  1415;  Red  River  above  Fulton,  Ark., 
1452;  Ouachita  and  Black  rivers,  Ark.  and  La.,  1455;  bayous  D'Arbonuo  and 
Coruey,  La.,  1468;  Bayou  Bartholomew,  La.  and  Ark.,  1471;  B:Kuf  River,  La.,  1475; 
Tensas  River  and  Bayou  Ma^on,  La.,  1479;  Big  Black  River,  Miss.,  1482;  Yazoo 
River,  Miss.,  1483;  mouth  of  the  Yazoo  River,  Miss.,  1488;  Tchula  Lake,  Miss., 
1506;  Tallahatchee  River,  Miss.,  1508^  Steele  and  Washington  bayous.  Miss.,  1511 ; 
Big  Sunflower  River,  Miss.,  1513;  Big  Hatcheo  River,  Teun.,  1516;  Forked  Door 
River,  Tenn.,  1519;  water  gauges  on  Mississippi  River  audits  principal  tributaries, 
1523. 

APPENDIX  W. 

REPORT  OF  CAPT.  CARL  F.  PALFREY,  CORPS  OF  ENGINEERS. 

iMPiiovEMENTs. — Removing  obstructious  in  Arkansas  River,  Ark.  and  Kans.,  1529; 
Arkansas  River,  Ark.,  1531 ;  Fourcho  Lo  Fevre  River,  Ark.,  1544 ;  Petit  Jean  River, 
Ark.,  1546;  White  River,  Ark.,  1547;  Cache  River,  Ark.,  1554;  Black  River,  Ark. 
and  Mo.,  1555;  St.  Francis  River,  Ark.,  1557;  examination  at  Walnut  Bend,  Ark., 
to  determine  the  probability  of  the  Mississippi  River  cutting  through  into  St. 
Francis  River,  1560;  St.  Francis  River,  Mo.,  1564. 
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REPORT  OF  MAJ.  CHAS.  J.  ALLEN,  CORPS  OF  ENGINEERS. 

Improvements. — Removing  snags  and  wrecks  frjm  Mississippi  River,  1567;  Missis- 
sippi River  between  Ohio  and  Missouri  rivers,  1577;  harbor  at  St.  Louis,  Mo.,  1615; 
Gasconade  River,  Mo.,  1617;  Osage  River,  Mo.,  1620;  Kaskaskia  River,  111.,  1624. 

APPENDIX  Y. 

REPORT  OF  MAJ.  ALEXANDER  MACKENZIE,  CORPS  OF  ENGINKERS. 

iMPiioVEMENTfs. — Opei*ftting  snag  boats  and  dredge  boats  on  Upper  Mississippi  River, 
1627;  improvement  of  Mississippi  River  between  mouth  of  Missouri  River  aud 
Minneapolis,  1639;  Des  Moines  Rapids,  Mississippi  River,  1683;  o]>eratiugand  care 
of  Des  Moines  Ra]dds  Canal  and  Dry  Dock,  1684;  operating  and  care  of  Galena 
River  improvement.  111.,  1691. 
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REPORT  OF  MAJ.  W.  A.  JONES,  CORPS  OF  ENGINEERS. 

Improvements. — Mississippi  River  above  Falls  of  St.  Anthony,  Minn.,  1693;  reser- 
voirs at  headwaters  of  Mississippi  River,  1696;  Chippewa  River,  including  Yellow 
Banks,  Wis.,  1718;  St.  Croix  River,  Wis.  and  Minn.,  1721 ;  Minnesota  River,  Minn., 
1725;  Red  River  of  the  North,  Minn,  and  N.  Dak.,  1728;  gauging  Missiflsip]>i  River 
at  or  near  St.  Paul,  Miun.,  1732;  surveys  for  reservoirs  at  sources  of  Mississippi, 
St.  Croix,  Chippewa,  and  Wiscousiu  rivers,  1736. 
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REPORT  OF  CAPT.  H.  F.  HODGES,  CORPS  OF  ENGINEERS. 

Impi:ovement8. — Missouri  River  between  the  Great  Falls,  Montana,  and  Sionx  City, 
I(»wa,  1739;  removal  of  snags  and  other  obstrnctionH  in  Missouri  River  above  Sioiix 
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Mont,  and  N.  Dak.,  1784. 

APPENDIX  B  B. 

REPORT   OF  CAPT.  JOHN  BIDDLE,  CORPS  OF  ENGINEERS. 

Improvements. — Obion  River,  Tenn.,  1785;  Tennessee  River  above  Cliattanoo^xa  and 
below  Bee  Tree  Shoals,  1787;  Hiwassee  River,  Tenn.,  1795;  Fronch  Broad  and 
Little  Pigeon  rivers,  Tenn.,  1797;  Clinch  River,  Tenn.,  1801;  Ciimberluud  River, 
Tenn.  and  Ky.,  1804;  Caney  Fork  River,  Tenn.,  1818. 
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REPORT  OF  CAPT.  GEO.  W.  GOETHALS,  CORPS  OF  ENGINEERS. 

Improvkments.— Tennessee  River  between  Chattanoofca,  Tenn.,  and  foot  of  Bee 
Tree  Shoals,  Ala.,  1821;  operating  and  care  of  Muscle  Shoals  Canal,  Tennessee 
River,  1828. 

APPENDIX   D  D. 

REPORT  OF  LIEUT.  COL.  AMOS   STICKNEV,  CORPS   OF   ENGINEERS. 

Improvements. — Ohio  River,  1836;  operating  snag  boat  on  Ohio  River,  1864;  oper- 
ating and  care  of  Davis  Island  Dam,  Ohio  River,  near  Pittsburg,  Pa.,  1867;  mov- 
able dam  in  Ohio  River  below  mouth  of  Beaver  River,  Pa.,  1870;  ice  harbor  at 
mouth  of  Muskingum  River,  Ohio,  1874;  Muskingum  River,  Ohio,  1875;  operating 
and  care  of  locks  and  damson  Muskingum  River,  Ohio,  1876;  removing  sunken 
vessels  or  craft  obstructing  or  endaujrering  navigation,  1889. 

Examination. — Mouth  of  Crawfish  Creek  and  mouth  of  Mill  Creek,  for  ice  harbors 

at  Cincinnati,  Ohio,  1890. 

Harbor  Lines. — Ohio  River  from  Martins  Ferry  to  Bellaire,  Ohio,  1891. 
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REPORT  OF  CAPT.  R.  L.  HOXIE,  CORPS  OF  ENGINEERS. 

Improvemknts. — Monongahela  River,  W.  Va.  and  Pa.,  1903;  operating  and  care  of 
locks  and  dams  Nos.  8  and  9,  Monongahela  River,  1908 ;  purchase  of  Lock  and  Dam 
No.  7,  Monongahela  River,  purchase  of  Lock  and  Dam  No.  0,  Monongahela  River, 
Cheat  River,  W.  Va.,  1911;  Allegheny  River,  Pa.,  1913;  dam  at  Heir  Island,  Alle- 
gheny River,  near  Pittsburg,  Pa.,  19i8. 
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REPORT  OF  CAPT.  J.  (J.  WARREN,  CORPS  OF  ENGINEERS. 

IMPROVEMENT.S. — Falls  of  the  Ohio  River  at  Louisville,  Ky.,  1929;  Indiana  Chute, 
Falls  of  the  Ohio  River,  1933;  operating  .and  care  of  Louisville  and  Portland 
Canal,  Ky.,  1935;  Wabash  River,  Intl.  and  111.,  1942;  White  River,  Ind.,  1948. 
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REPORT  OF  COL.  WM.  P.  CRAKiHILL,  CORPS  OF  ENGINEERS. 

Improvexik.xts. — Great  Kanawha  River,  W.  Va.,  1951;  operating  and  care  of  locks 
and  dams  on  Great  Kanawha  River,  W.  Va.,  1962;  Elk  River,  W.  Va.,  1963;  Gan- 
ley  River,  W.  Va,,  1964;  New  River,  Va.  and  W.  Va.,  1965. 
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Ky.,  1972;  Rough  River,  Ky.,  1978;  Kentucky  River,  Ky.,  1980;  operating  and  caro 
of  locks  and  dams  on  Kentucky  River,  Ky.,  1983;  Licking  River,  between  Farmers 
and  West  Liberty,  Ky.,  Big  Sandy  River,  W.  Va.  and  Ky.,  1992;  Levisa  Fork  of 
Big  Sandy  River,  Ky.,  2001;  Tug  Fork  of  Big  Sandy  River,  W.  Va.  and  Ky.,  2002; 
Guyandotto  River,  W.  Va.,  2004;  Little  Kanawha  River,  W.  Va.,  2006;  operating 
and  care  of  lock  on  Little  Kanawha  River,  W.  Va.,  2007. 
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aMPROVEments. — Harbor  at  Grand  Marais,  Minn.,  2009;  harbor  at  A^ate  Bay,  Minn., 
2011 ;  harbor  at  Duluth,  Minn.,  2014;  harbor  at  Superior  Bay  and  St.  Louis  Bay, 
Wis.,  2019;  harbor  at  Ashland,  Wis.,  2023;  harbor  at  Ontonagon,  Mich.,  2026;  Eagle 
Harbor,  Mich.,  2028;  waterway  from  Keweenaw  Bay  to  Lake  Superior,  Mich.,  2029; 
harbor  at  Marquette,  Mich.,  2035;  harbor  of  refuge  at  Grand  Marais,  Mich.,  2037. 

Harbor  Lines.— Superior  Bay,  Wis.,  2039. 
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Improvements. — Manistiquo  Harbor,  Mich.,  2042;  Cedar  River  Harbor,  Mich.,  2043; 
Menominee  Harbor,  Mich,  and  Wis.,  2045;  Menominee  River,  Mich,  and  Wis.,  2047; 
Oconto  Harbor,  Wis.,  2049:  Pcnsaukee  Harbor,  Wis.,  2052;  Green  Bay  Harbor,  Wis., 
2053;  Sturgeon  Bay  and  Lake  Michigan  Canal,  Wis.,  2056;  operating  and  care  of 
Sturgeon  Bay  and  Lake  Michigan  Canal,  Wis.,  2058;  harbor  of  refuge  at  entrance 
of  Sturgeon  Bay  and  Lake  Michigan  Canal,  Wis.,  2062;  Ahnapee  Harbor,  Wis., 
2064;  Kewaunee  Harbor,  Wis.,  2066;  Two  Rivers  Harbor,  Wis.,  2069;  Manitowoc 
Harbor,  Wis.,  2072 ;  Sheboygan  Harbor,  Wis.,  2075 ;  Port  Washington  Harbor,  Wis., 
2079;  harbor  of  refuge  at  Milwaukee  Bay,  Wis.,  2081 ;  Milwaiikee  Harbor,  Wis., 
2091;  Racine  Harbor,  Wis.,  2094;  Kenosha  Harbor,  Wis.,  2097:  Waukegan  Harbor, 
111.,  2100;  Fox  River,  Wis.,  2103;  oporatiufif  and  care  of  locks  and  dams  on  Fox 
River,  Wis.,  2111 ;  removing  sunken  vessels  or  craft  obstructing  or  endangering 
navigation,  2124. 

Harbor  Lines. — Oconto  Harbor,  Wis.,  2124. 

APPENDIX  K  K. 
REPORT  OF  CAPT.  W.  L.  MARSHALL,  CORPS  OF  ENGINEERS. 

Improvements. — Chicago  Harbor,  111.,  2127;  Calumet  Harbor,  111.,  2138;  Calumet 
River,  111.  and  Ind.,  2143;  Illinois  River.  111.,  2150;  operating  and  care  of  La 
Grange  and  Kampsville  locks  and  dams,  Illinois  River,  111.,  2159;  Illinois  and  Mis- 
sissippi Canal,  111.,  2162. 
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REPORT  OF  LIEUT.  €0L.  G.  J.  LYDECKER,  CORPS  OF  ENGINEERS. 

Improvements. — Michigan  City  Harbor,  Ind.,  2188;  St.  Joseph  Harboi,  Mich.,  2192; 
St.  Joseph  River,  Mich.,  2197;  South  Haven  Harbor,  Mich.,  2198;  Saugatuck 
Harbor,  Mich.,  2201 ;  Holland  (Black  Lake)  Harbor,  Mich.,  2206;  Grand  Haven 
Harbor,  Mich.,  2208;  Muskegon  Harbor,  Mich.,  2211;  White  Lake  Harbor,  Mich., 
2215;  Pentwater  Harbor,  Mich.,  2218;  Ludington  Harbor,  Mich.,  2220;  Manistee 
Harbor,  Mich.,  2223;  harbor  oi  refuge  at  Portage  Lake,  Manistee  County,  Mich., 
2228;  Frankfort  Harbor,  Mich.,  2230;  Charlevoix  Harbor,  Mich.,  2233;  Petoskev 
Harbor,  Mich.,  22a5;  Cheboygan  Harbor,  Mich.,  2239;  Alpena  Harbor,  Mich..  2241; 
Saginaw  River,  Mich.,  2243;  harbor  of  refuire  at  Sand  Beach,  Lake  Huron,  Mich., 
2247;  Black  River  at  Port  Huron,  Mich.,  2251;  mouth  of  Black  River,  Mich.,  2253; 
Clinton  River,  Mich.,  2254;  Rouge  River,  Mich.,  2255;  turning  basin  in  Rouge 
River,  Mich.,  removing  sunken  vessels  or  craft  obstructing  or  endangering  navi- 
gation, 2257. 

Habbor  Lines. — Saint  Joseph  Harbor,  Mich.,  2258. 
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REPORT  OF  COL.  O.  M.  POE,  CORPS  OF  ENGINEERS. 

Improvements. — Ship  channel  connecting  the  waters  of  the  (iroat  Lakes,  between 
Chicago,  Duluth,  and  Buffalo,  2261;  operating  and  care  of  St.  Marys  Falls  ('anal, 
Mich.,  2267;  St.  Marys  River  at  the  Falls,  Mich.,  2287;  Hay  Lake  Channel,  St. 
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lMPROVi!>MKNT«^. — MouToo  Harbor,  Mich.,  2383;  Toledo  Harbor,  Ohio,  2385;  Port 
Clinton  Harbor,  Ohio,  23(4;  Sandusky  Harbor,  Ohio,  2396:  Sandusky  River,  Ohio, 
2398;  Huron  Harbor,  Ohio,  2400;  Vermillion  Harbor,  Ohio,  2408;  Black  Ktver 
Harbor,  Ohio,  2405;  Cleveland  Harbor,  Ohio,  2409;  Fairport  Harbor,  Ohio,  2414; 
Ashtabnia  Harbor,  Ohio,  2420;  Conneaut  Harbor,  Ohio,  2423;  removing  sunken 
vessels  or  craft  obstructing  or  endangering  navigation,  2426. 
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REPORT  OF  MAJ.  E.  H.  RUFFNER,  CORPS  OF  ENGINEERS. 

Improvements. — Erie  Harbor,  Pa.,  2427;  Presquo  Isle  Peninsula,  Erie  Harbor,  Pa., 
2433;  Dunkirk  Harbor,  N.  Y.,  2434;  Buffalo  Harbor,  N.  Y.,  2438;  Tonawanda  Har- 
bor and  Niagara  River,  N.  Y.,  2444;  Niagara  River  from  Tonawanda  to  Port  Day, 
N.  Y.,  2447;  Wilson  Harbor,  N.  Y.,  2448;  Olcott  Harbor,  N.  Y.,  2450;  Oak  Orchard 
Harbor.  N.  Y.,  2451. 

Habbob  Lines. — Niagara  River  at  Squaw  Island,  N.  Y.,  2452. 
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REPORT  OF  CAPT.  DAN  C.  KINGMAN,  CORPS  OF  ENGINEERS. 

Impbov^ements. — Harbor  at  Charlotte,  N.  Y.,  2455;  harbor  at  Pultueyville,  N.  Y., 
2460;  harbor  at  Great  Sodus  Bay,  N.  Y.,  2464;  harbor  at  Little  Sodas  Bay,  N.  Y., 
2470;  harbor  at  Oswego,  N.  Y.,  2176;  liarbor  at  Sacketts  Harbor,  N.  Y.,  2486. 
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REPORT  OF  CAPT.  SMITH  S.  LEACH,  CORPS  OF  ENGINEERS. 

Impbovements. — Shoals  betwceu  Sister  Islands  and  Cross-over  Light,  St.  Lawrence 
River,  N.  Y.,  2489;  Ogdensburg  Harbor,  N.  Y.,  2491:  l>reakwator  at  Roiiso  Point, 
Lake  Champlain,  N.  Y.,  2492;  Great  Chazy  River,  N.  Y.,  2493;  Plattsburg  Harbor, 
N.  Y.,  2495;  Burlington  Harbor,  Vt.,  2496;  Otter  Creek,  Vt.,  2407;  Ticondoroga 
River,  N.  Y.,  2498;  Narrows  of  Lake  Champlain,  N.  Y.  and  Vt.,  2499. 
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REPORT  OF  COL.  G.  H.  MENDELL,  CORPS  OF  ENGINEERS. 

Impbovement. — Oakland  Harbor,  Cal.,  2501. 

Harbob  Lines. — San  Francisco  Bay  from  Point  San  Pablo  southward,  iu  front  of 
Oakland  and  Alameda,  Cal.,  2505;  Oakland  Harbor,  Cal.,  2506. 

APPENDIX  S  S. 

REPORT  OF  LIEUT.  COL.  W.  H.  H.  BENYAURD,  CORPS  OF  ENGINEERS. 

Impbovements. — Napa  River,  Cal.,  2507;  Redwood  Creek,  Cal.,  San  Luis  Obispo 
Harbor,  Cal.,  2509;  Wilmington  Harbor  Cal.,  2511;  San  Diego  Harbor,  Cal.,  2514; 
Colorado  and  Gila  rivers,  at  Yuma,  Ariz.,  2521. 

Habbob  Lines. — Napa  River  at  Napa,  Cal.,  2522. 
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REPORT  OF  MAJ.  W.  H.  HEUER,  CORPS  OF  ENGINEERS. 

Improvements.— San  Joacinin  River,  Cal.,  2527;  Mokelumne  River,  Cal.,  2531:  Sac- 
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APPENDIX  U  U. 
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Improvements. — Coquille  River,  Oreg.,  2553  ;  Coquille  River,  Oreg.,  between 
Coquille  City  and  Myrtle  Point,  2558;  entrance  to  Coos  Bay  and  Harbor,  Oreg., 
2561;  Umpqua  River,  Oreg.,  2569;  mouth  of  Siuslaw  River,  Oreg.,  2573;  Yaqulna 
Bay,  Ore^r.,  2576;  Tillamook  Bay  and  Bar,  Oreg.,  2585;  entrance  to  Nehalem  Bay, 
Oreg.,  2588;  Upper  Snake  River,  Idaho,  between  Huntington  Bridge  and  Seven 
Devils  mining  district,  2589 ;  Upper  Columbia  and  Snake  rivers,  Oreg.  and  Wash., 
2590;  Columbia  River,  between  head  of  Rock  Island  Rapids  and  loot  of  Priest 
Rapids,  Wash.,  2593;  Willapa  River  and  Harbor,  Wash.,  2595;  Grays  Harbor  and 
Chehalis  River,  Wash.,  2597;  Chehalis  River,  Wash.,  2604;  harbor  at  Olympia, 
Wash.,  2606;  Swinomish  Slough,  Wash.,  2611;  Puget  Sound  and  its  tributary 
waters.  Wash.,  2619;  Everett  Harbor,  Wash.,  2623. 

Harbor  Lines. — Everett  Harbor,  Wash.,  :^627. 
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APPENDIX  I  I. 


IMPROVEMENT  OF  RIVERS  AND  HARBORS  ON  LAKE  SUPERIOR. 


REPORT  OF  MAJ.  CLINTON  B,  SEARS,  CORPS  OF  ENGINEERS,  OFFICER 
IN  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30.  1804,  WITH 
OTHER  DOCUMENTS  RELATING  TO  THE  WORKS. 

IMPROVEMENTS. 

1.  Harbor  at  Grand  Marais,  Miun.  ,  7.  Eagle  Harbor,  Michigau. 

2.  Harbor  at  Agate  Bay,  Minnesota.  8.  Waterway  from  Keweenaw   Bay   to 

3.  Harbor  at  Duluth,  Minn.  Lake  Superior,  Michigau. 

4.  Harbor  at  Superior  Bay  and  St.  Louis  9.  Harbor  at  Marquette,  Mich. 

Bajy  Wisconsin.  10.  Harbor  of  refuge  at  Grand  Marais, 

5.  Harbor  at  Ashland,  Wis.  Mich. 

6.  Harbor  at  Ontonagon,  Mich. 

HARBOR   LINES. 

11.  Superior  Bay,  Wisconsin. 


United  States  Engineer  Office, 

Duluthj  Minn.,  July  10, 1804. 

General:  I  have  the  honor  to  transmit  herewith  my  annual  reports 
*     *    for  the  fiscal  year  ending  June  30,  1894. 
Very  respectfully,  your  obedient  servant, 

Clinton  B.  Sears, 
Major,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  S.  A. 


III. 

IMPROVEMENT  OF  HARBOR  AT  GRAND  MARAL^,  MINNESOTA. 

The  harbor  of  Grand  Marais,  Minn.,  is  the  only  harbor  of  refuge  on 
the  north  shore  of  Lake  Superior  between  Agate  Bay  (Two  Harbors) 
and  the  international  boundary  line. 

Kich  mineral  deposits  are  alleged  to  exist  in  the  back  country. 
Should  these  be  opened  up  and  connected  with  the  lake  by  railroad, 
the  harbor  may  become  of  some  importance  for  the  shipment  of  ore. 

The  approved  project  of  1 879  is  to  build  two  breakwater  piers,  each  350 
feet  long,  from  the  east  and  west  points  of  the  bay,  or  one  pier  700  feet 
long  from  the  east  point,  and  dredge  an  anchorage  area  of  about  20 
acres  to  a  depth  of  at  least  16  feet,  all  at  an  estimated  cost  of  $139,669.40. 
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The  object  of  this  work  is  to  provide  a  harbor  for  purposes  of  refuge 
and  commerce,  which  it  has  fully  accomplished  as  far  as  completed. 

The  improvement  of  the  harbor  commenced  in  1880.  At  the  preseut 
time  the  length  of  completed  breakwater  is  350  feet,  or  one  half  of  the 
whole,  and  the  IG-foot  anchorage  is  23.5  acres  in  extent.  This  leaves 
2.5  acres  to  be  dredged  to  complete  this  part  of  the  project. 

This  anchorage  gives  room  for  the  safe  swinging  at  anchor  of  a  few 
vessels  only,  and  should  be  increased  to  the  full  capacity  of  the  harbor, 
which  has  an  area  of  about  Gl  acres.  To  protect  this  area  properly 
would  require  a  further  extension  of  the  pier  of  some  500  feet  instead 
of  350  feet  as  provided  for  in  the  present  project. 

The  last  river  and  harbor  act,  that  of  July  13,  1892,  appropriated 
$10,000  to  continue  the  improvement  of  this  harbor.  Most  of  this  was 
expended  between  July  1  and  November  1,  1893,  in  dredging  the 
anchorage  area  to  the  above  total  of  23.5  acres,  under  contract  with 
Messrs.  Williams,  Daugherty  &  Upham.  About  39,131  cubic  yards 
were  taken  out  at  a  cost  of  23  cents  per  yard.  The  material  consisted 
of  sand,  gravel,  and  small  bowlders.  An  inspection  made  in  June,  1894, 
shows  the  anchorage  area  to  be  intact  and  the  pier  in  good  condition, 
barring  some  slight  abrasions  by  the  ice. 

Of  the  original  estimated  cost  of  the  present  approved  project^ 
$127,350  has  been  appropriated,  requiring  $12,319.40  to  complete  the 
estimate.  This  amount,  however,  will  not  complete  the  project.  With 
the  small  available  balance  on  hand  at  the  close  of  the  working  season, 
it  will  dredge  the  2J  acres  necessary  for  completion  of  dredging  project, 
and  will  build  about  50  feet  of  pier  extension,  instead  of  350  feet  as 
embodied  in  project. 

Tins  work  is  in  the  collection  district  of  Dulntb,  Minn.;  Duluth,  Minn.,  is  the 
nearest  port  of  entry.  The  nearest  light-honso  is  situated  on  the  breakwater  at 
Grand  Marais. 

ESTIMATES. 

Original  (estimated)  amount  required  to  complete  the  improvement $139,  669. 40 

Amount  necessary  to  complete  the  present  project  as  originally  esti- 
mated and  which  can  bo  profitably  expended  in  next  fiscal  year 12,  319.40 

Abstract  of  appropriations  for  improving  harbor  at  (rrand  Marais,  Minn. 
By  act  of  Congress —  :  By  act  of  Congress- 


Approved  March  1,  1879  ....  $10,000 

Approved  Juno  14,  1880 10, 000 

Approved  March  3,  1881  ....     20,  000 

Passed  August  2,  1882 20,  000 

Approved  July  5,  1884 10,  000 

Approved  August  5,  1886  ...     10,  000 


Passed  August  11. 1888 $15, 000 

Approved  Sep teml)er  19, 1890 .     22,  a50 
Approved  July  13,  1892 10, 000 

Total 127,350 


EXPENDITURES. 


Amount  expended  under  approved  project  to  June  30,  1894 $126, 159. 93 

Balance  available  July  1,  1894 1,190.07 

Money  statement. 

July  1,  1893,  balance  unexpended $10,879.82 

June  30,  1894,  amount  expended  during  tiscal  year 9, 689. 76 

Jnly  1,  1894,  balance  unexpended 1, 190. 07 

{Amount  (estimated)  required  for  completion  of  existing  project 12, 319.40 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  J  une  30, 1896    12, 319. 40 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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Arrivah  and  clearances  of  vesseU  tit  Grand  Marain^  Minn. ,  for  189S. 


Designation. 


Coastwise 
Foreign  . . 


ToUl. 


ArrivalH.     C1earanct?ii.l     Total 


80 
53 


80 
53 


IGO 
106 


133 


133 


266 


No  new  lines  of  transportation  were  established. 


Keceipts : 


Freight  received  and  shipped j  1893, 


Grain 

Flour 

Mill  stuffs 
Coal 


Lumber 

General  merchandise 
Miscellaneous 


Total 


Tons. 

21 

18 

76 

35 

201 

511 

5 

867 


Bbipments : 

Fish 30 

Sand  and  gravel 7, 595 


Total 7,  625 

Freight  received  and  shipped  for  twelve  years. 


Year. 


Tons.  ;    Value. 


Year. 


1882 
1883 
1864 
18*5 
J886 
1887 


224  ; 
239  I 

270  i 

390  ; 

475  I 
312 


$25,  691 
27,  595 
30,  198 
41,484 
48.  519 
29.059 


1888 
1889 
1890 
1891 
1892 
1893 


Tons. 


460 
252 
275 
319 
750 
907 


Value. 

•  $44,871 

29. 349 

32, 035 

32,  687 

65. 374 

78,460 

1 

Arrivals  and  clearances  of  vessels  for  twelve  years. 


1882 
1883 
1884 
18^5 
1886 
1867 


Year. 


Arriv-     Clear- 
ala.        ances. 


Year. 


134 

134 

131 

131 

152 

158 

188 

190 

210 

210 

164 

164 

1888 
1889 
1890 
1891 
1892 
1893 


Arriv- 

Clear- 

als. 

anco!4. 

190 

193 

108 

168 

208 

268 

160 

159 

146 

U5 

133 

133 

I  I  2. 


IxMPROVEMENT  OF  HA.RBOR  AT  AGATE  HAY,  MINNESOTA. 

Agate  Bay,  on  which  is  situated  the  town  of  Two  Harbors,  Minn.,  is 
a  semicircular  harbor  of  2,000  feet  radius.  There  is  a  good  navigable 
depth  throughout  the  greater  part  of  the  harbor,  but  it  is  exposed  to 
storms  from  the  southwest  and  from  reverse  swells  of  hard  storms  from 
the  northeast. 
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Tlie  natural  shelter  it  afforded  justified  the  erection  of  three  exten- 
sive ore  docks  by  the  Duluth  and  Iron  Range  Railroad,  also  a  good 
commercial  dock  and  a  dock  for  landing  coal. 

The  rapid  increase  in  the  commerce  of  the  harbor  caused  Congi'ess 
to  undertake  its  improvement  by  an  appropriation  of  $22,500  la 
August,  1886. 

The  approved  iiroject  of  1887  was  to  construct  two  breakwater  piers 
on  a  line  toward  each  other  from  the  eastern  and  western  points  of 
the  bay,  to  be  1,000  feet  and  900  feet  long,  respectively,  leaving  an 
opening  of  1,340  feet  between  their  extremities  and  inclosing  an  area 
of  109  acres. 

The  original  estimate  of  cost  was  $213,000,  which  was  increased  to 
$244,208  in  annual  report  of  1887  on  account  of  Iiigher  prices. 

The  object  is  to  protect  shipping  at  the  wharves  which  otherwise 
would  be  greatly  exposed.  Work  was  commenced  in  1^87  on  the  east 
pier,  which  is  now  750  feet  in  length,  leaving  250  feet  to  be  built  to 
complete  it;  the  work  is,  therefore,  a  little  more  than  one- third  done, 
but  the  remaining  two-thirds  will  cost  considerably  more  than  twice 
what  has  already  been  expended,  for  the  reason  that  it  is  in  much 
deeper  water. 

There  is  not  yet  perfect  security  from  southwest  storms  for  vessels 
lying  at  the  merchandise  dock,  but  it  is  no  longer  necessary  to  leave  the 
harbor  and  seek  security  elsewhere.  The  favorable  results  already 
obtained  with  the  portion  of  the  breakwater  now  built  are  much  greater 
than  anticipated,  and  emphasize  the  advisability  of  si)eedily  complet- 
ing the  remainder  of  the  projected  piers. 

The  Duluth  and  Iron  Range  Railroad  has  now  m  successful  opera- 
tion four  large  ore  docks,  and  expects  to  build  another  as  soon  as  the 
financial  situation  now  existing  throughout  the  country  becomes 
better. 

At  the  close  of  the  last  fiscal  year  a  contract  with  Messrs.  Powell  & 
Mitchell  was  in  force  to  build  200  feet  of  the  west  pier.  This  contract 
was  duly  completed  within  the  time  called  for.  An  inspection  made  in 
June,  1894,  showed  these  two  piers  to  be  in  good  condition. 

The  Iron  Range  is  the  only  railroad  using  this  harbor  as  a  shipping 
point,  and  the  business  of  the  place  has  heretofore  been  entirely  subsidi- 
ary to  the  iron-ore  interests  of  the  Vermilion  range,  but  the  immense 
quantities  of  excellent  iron  ore  recently  developed  in  the  Missabe  range 
bid  fair  to  be  quite  as  important  as  the  former,  and  are  likely  to  seek 
an  outlet  through  Agate  Bay. 

Of  inm  ore  alone  there  were  shipped  from  this  port  during  the  season 
of  1893,  902,268  net  tons. 

Agnto  Bay,  known  locaHy  as  Two  Harbors,  is  in  tlio  collection  district  of  Duluth, 
Minn.,  which  is  also  tho  nearest  i»ort  of  entry.  The  nearest  light-house  is  situated 
on  the  east  ])oint,  Agate  Bay,  Minnesota. 

Ahtttract  of  appropriations  J'oi'  improvlmj  harbor  at  Jtjatc  liaij,  Mhnwaota. 

h\  act  of  Congress — 

Approved  August  5,  1886 $22,500 

Passed  August  1 1,  1888 15, 000 

Approved  September  19,  1890 25, 000 

Approved  July  13,  1892 30,000 

Total 92,500 

KXI'KNDITLKKS. 

Amount  expended  under  approved  project  to  Juno  30,  1894 $89, 222. 24 

Balanc©  available  July  1,  1894 3,277.76 
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ESTIMATES. 

Amount  necessary  to  romplete  the  present  approved  project  as  based  on 

the  last  estimate  of  1887 $151,708 

At  the  present  prices,  the  water  being  much  deeper,  this  amount  will  build  only 
700  feet  of  the  950  feet  of  pier  yet  to  bo  built. 

Amount  required  annnallj^  for  preserving  and  maintaining  the  improve- 
ment after  completion $2, 000 

Money  statement, 

July  1,  1893,  balance  unexpended $30, 388. 42 

Jane  30,  1894,  amount  expended  during  fiscal  year 27, 110. 66 

July  1,  1894,  balance  unexpended 3,  277.  76 


Amount  (estimated)  required  for  completion  of  existing  project 151, 708. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  endmg  June  30, 1896  151,  708. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  186G  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 

COMMERCIAL    STATISTICS. 

Vcsscla  arnving  and  departing  at  Agate  Bay,  Minnesota. 


Year. 


1885 
1886 
1887 
1888 
1889 
1890 


1891 


Steam.  068. 
Sail,  82.... 


1892 


Steam,  1,188 

Sail  and  whalcback,  (32 


1893 


Steam.  1.104... 

Snil,  186 

AVbaleback,  40 


Steam,  1,010... 

Sail,  146 

Whaleback,  10 


Veaseb*. 


Estimatcfl. 
tonnage. 


Increase. 


174 
203 
465 
740 
1,255 

1,050 
1,  250 


295,800 

460,000 

697,500 

1,436,000 

2,  400, 000 

2, 625,  000 
2,  915,  (KX) 


164,200 
237.500 
738,500 
964,000 

223,000 


200,000 


1,  330  j     3, 101,  600  180,  OOO 


1,178 


2,380.200      —715,400 


1885 
1886 
1887 
1888 
18^9 
1890 
1891 
1892 
1893 


Ixcceipis  and  shipments. 


Year. 


Ore 
shipiH'd. 


T0718. 

225, 484 
304,  396 
394,  252 
50n,  964 
924,  054 
984,  215 
1,000.052 
1,  304,  885 
902,  268 


Other 
freight  re- 
ceived and 
shiijped. 

Tons. 
10,  895 
21,  954 
6,620 
30,  352 
31.731 
37,268 
41,181 
54,  477 
57,  616 


Estimated  value  of  freight  received  and  shipped  (exclusive  of  ore). 


Total. 


Tons. 

236,  379 

326,  350 

400,  872 

540,  316 

955,  785 

1,  021.  483 

1,041,233 

1,  359.  362 

959, 884 


Year, 


1887. 
1888. 
1889. 
1890. 


Anionnt. 


$90,  000 
212, 000 
222,  000 
240, 000 


Year. 


Amount. 


1891 1    $225.  000 

1892 I       320,  000 

1893 !      360,000 


There  were  no  now  lines  of  transportation  established  last  year. 
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II   3. 

IMPROVEMENT  OF  HARBOR  AT  DULUTH,  MINNESOTA. 

THE   CANAL   OR   ENTRY. 

The  question  of  ownership  of  the  land  occupied  by  the  canal  is  still 
unsettled  and  is  somewhat  complicated,  owing  to  the  deed  of  the  city  of 
Duluth  to  the  platted  lots  having  been  accepted  in  part  only  by  the  act 
of  Congress  of  August  11,  1888,  to  the  claims  of  the  late  Mr.  Wilhelm 
Boeing  to  property  not  inchided  in  the  deed  but  covered  by  the  canal, 
and  to  the  fact  that  the  city  of  Duluth  has  never  vacated  to  the  United 
States  the  underlying  i)ortion8  of  streets. 

An  investigation  of  this  question  of  ownership  was  ordered  in  the  act 
of  July  13,  1892,  and  the  report  concerning  it  was  published  in  House 
Ex.  Doc.  No.  122,  Fifty-second  Congress,  second  session. 

The  piers  which  form  the  banks  of  the  canal  are  greatly  in  need  of 
renewal,  but  this  should  not  be  undertaken,  nor  even  extensive  repairs 
put  on,  until  the  title  of  the  United  States  to  all  the  land  needed  has 
been  clearly  established. 

Twenty- Ave  thousand  dollars  should  be  available  for  repairs. 

While  the  piers  were  built  for  a  depth  in  the  canal  of  only  12  feet, 
they  show  no  signs  of  giving  way  with  an  existing  depth  of  from  18  to 
over  30  feet,  which  means  that  they  will  not  have  to  be  rebuilt  at  pres- 
ent for  a  new  22-foot  channel. 

During  the  past  fiscal  year  8820.12  were  expended  in  repairing  the 
outer  end  of  the  north  pier  to  protect  it  against  the  attacks  of  ice  and 
rafts. 

THE   HARBOR    BASIN. 

No  work  has  been  done  upon  the  harbor  basin  during  the  year,  and 
no  rom])laint8  of  shoaling  have  been  heard.  This  basin  should  be 
enlarged  where  it  Joins  the  new  channel  east  of  Rice  Point,  as  boats 
are  constantly  backing  out  from  one  wharf  to  move  to  another.  A  large 
majority  of  the  vessels  bound  to  West  Superior  come  in  through  the 
canal  and  pass  through  this  basin  and  the  new  channel  over  to  the 
West  Superior  wharves.  At  least  $75,000  could  be  profitably  expended 
in  this  work  during  the  next  year. 

RICE    POINT    CHANNEL. 

The  dredging  for  the  new  channel  east  of  Kice  Point  was  commenced 
in  1889.  The  length  of  this  channel  is  1.0  miles.  The  present  project 
calls  for  a  width  in  this  channel  of  200  feet.  It  should  be  at  least  400 
feet  wide,  safely  and  conveniently  to  accommodate  the  traffic  now  pass- 
ing throngh  it. 

It  is  used  by  numerous  tugs,  light,  or  with  large  rafts  of  logs  in  tow, 
and  the  ferryboats  make  hourly  trips  in  both  directions.  No  small  ])or- 
tion  of  the  vessels  passing  through  this  channel  go  to  West  Superior, 
so  that  money  8])ent  on  this  as  well  as  on  the  harbor  basin  is  for  the 
benefit  of  that  i)lace  as  well  as  Duluth.  It  is  at  i)resentby  far  the  most 
iini)ortant  part  of  the  harbor  improvement  at  the  head  of  the  lakes,  and 
8100,000  could  be  profitably  expended  upon  it  during  the  next  fiscal 
year. 

Under  the  agreement  in  force  at  the  close  of  the  last  fiscal  year,  with 
Messrs.  Williams,  Daugherty  &  Upham,  some  50,548  cubic  yards  have 
been  dredged  since  July  1,  1893,  giving  a  depth  of  16  feet  and  a  width 
of  200  feet,  with  250  to  300  feet  width  at  the  bend. 
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NORTH   SHORE   CHANNEL,  ST.  LOUIS  B^Y. 

This  channel  runs  from  the  end  of  liice  Point  around  parallel  to  the 
dock  line,  along  the  north  side  of  the  bay,  till  it  meets  the  channel 
along  the  Kouth  shore.  They  join  opposite  West  Duluth.  At  the  close 
of  navigation  in  1893  this  channel  had  a  width  of  from  100  to  250  feet, 
with  a  ruling  depth  of  over  10  feet,  secured  under  contract  with  Messrs. 
Williams,  Daugherty  4&  Upham.  To  complete  the  widening  of  this 
channel  to  200  feet  will  require  $35,000,  which  can  be  advantageously 
expended  during  the  next  fiscal  year. 

This  channel  is  having  increased  use  every  year,  and  is  of  great  im- 
portance to  the  commercial  interests  west  of  liice  Point.  The  Missabe 
and  Northern  Railroad  Company  has  built,  probably,  the  largest  ore 
dock  in  the  United  Stiites,  and  other  commercial  industries  will  locate 
themselves  there  as  soon  as  the  country  is  relieved  from  the  present 
fioancial  depression. 

PARK   POINT   CHANNEL. 

Nothing  has  been  done  to  this  proposed  channel.  The  approved  proj- 
ject  calls  tor  a  channel  2,040  feet  long,  i)arallel  to  Minnesota  Point  on  the 
northerly  side  of  Superior  Bay,  and  near  the  established  harbor  line. 
To  give  this  a  navigable  depth  of  10  feet  and  a  width  of  200  feet  will 
requii  e  $33,000,  but  as  this  portion  of  the  harbor  is  not  at  present  avail- 
able for  dockage  puii>oses,  the  dredging  of  this  channel  can  be  advan- 
tageously deferred,  a  deepening  of  all  the  existing  channels  to  a  navi- 
gable depth  of  over  20  feet  being  of  much  greater  importance,  in  view  of 
of  the  early  completion  of  the  20-foot  project  between  Buffalo  and  Duluth. 

ST.    LOUIS   UIVER    ABOVK    GRASSY    POINT. 

The  St.  Louis  Eiver  above  Grassy  Point  has  a  deptli  of  over  10  feet 
for  several  miles  and  8  feet  to  Fond  du  Lac  Station.  Pour  or  5  feet 
can  be  carried  uj)  to  the  foot  of  the  rapids,  from  which  point  up,  the 
river  has  a  fall  of  about  400  feet  in  less  than  7  miles.  The  utilization 
of  this  immense  water  power  has  already  been  commenced,  the  first 
dam,  located  at  Tlnmison,  being  com])leted  and  giving  a  head  of  10 
feet.  A  deep  navigable  channel  to  Fond  du  Lac  is  essential  to  the 
success  of  any  enterprise  in  this  locality. 

From  Grassy  Point  for  several  miles  up  the  river  there  are  pools  of 
from  500  to  several  thousand  feet  in  length,  having  widths  of  over  200 
feet  and  depths  of  from  17  to  27  feet.  Between  th(*.  pools  are  shoalcr 
reaches  of  only  10  feet  depth. 

Under  the  above  contract,  some  107,143  cubic  yards  were  dredged 
through  the  slioal  places  between  pools.  Much  of  the  material 
removed  was  sawdust,  the  tailings  of  the  lumber  mills  on  the  upper 
river.  The  dredging  gave  the  bars  a  width  of  05  to  100  feet  and  a 
depth  of  17  feet,  thus  securing  good  10-foot  navigation  up  to  fronton, 
4 J  miles  above  Grassy  Point 

The  estimated  cost  of  a  channel  100  feet  v\'idc  and  10  feet  decj)  from 
Grassy  Point  to  the  deei)  pool  near  Fond  du  Lac  is  $112,822.88  (see 
rejjort  of  survey  of  St.  Louis  River*);  deducting  the  $22,500  already 
ex])en(led  will  leave  fSl)0,332.28  required  to  com])lete  the  ])roJect. 

A  complete  map  of  Duluth  Harbor  was  published  in  the  last  Aniiual 
Report,  Appendix  J  J. 


Appendix  H  II  11,  I?eport  of  Chief  of  Engineers,  1892. 
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GENERAL   REMARKS. 

« 

As  Congress  lias  sanctioned  by  legislation  tbe  project  of  a  20-foot 
waterway  between  Buffalo  and  Dulutli,  and  as  tbe  channels  in  Superior 
and  St.  Louis  bays  are  tbe  last  connecting  links  in  this  chain  of  improved 
navigation,  it  may  be  proper  to  invite  attention  to  the  wisdom  of  pro- 
viding for  an  ejirly  increase  in  tbe  depths  of  these  channels  to  an  avail- 
able depth  of  20  feet,  which  means  22  feet  in  actual  depth,  so  as  to  have 
them  ready  to  meet  the  completion  of  the  20-foot  channel  at  the  Sault 
Ste.  Marie  and  elsewhere. 

Nearly  GO  per  cent  of  tlie  commerce  passing  the  Sault  Ste.  Marie  comes 
to  Duluth  and  Superior,  and  unless  vessels  drawing  20  feet  can  readily 
and  safely  enter  the  Superior  and  Duluth  entrances  and  get  up  to  their 
docks,  the  rest  of  the  improvement,  costing  very  many  times  that  of 
the  betterment  needed  at  this  end,  will  be  of  but  limited  use. 

The  estimates  for  20-foot  channels  in  Duluth  and  Superior  harbors 
were  given  in  Report  of  Chief  of  Engineers,  1892.  Appendixes  H  H  3 
and  H  H  4,  pp.  2128-2137. 

I  renew  my  recommendation  of  last  year  that  tlie  United  States  pur- 
chase an  efficient  dredging  and  pile-driving  plant  for  the  general  use 
of  the  district,  the  cost,  some  $05,000,  to  be  divided  among  the  various 
works  in  proportion  to  their  relative  importance; 

This  work  is  in  the  collection  district  of  Duluth,  Minn.,  which  is  also  the  port  of 
entry.  The  nearest  light-house  is  situated  on  the  outer  end  of  the  south  jiier  of  the 
Dniath  Ccinal,  and  a  range  light  is  located  on  the  inner  end  of  the  same  pier. 

Abstract  of  approimatioiia  for  improving  harbor  at  Duluth^  Minu. 

By  aefc  of  06ng^e^^s  approved — 

Maoreh  3,  1»7 1 $60, 000. 00 

June  10,  1872 50,  000. 00 

Allotted  from  act  passed  March   3,  1873 36, 049. 20 

By  act  of  Congress  api)roved — 

June  23,  1874 10,000.00 

March  3,  1875 35,000.00 

August  14,  1876 15, 000. 00 

June  18,  1878 30,000.00 

March  3,  1879 25,000.00 

June  14,  1880 25,0i)0.00 

March  3,  1881 : 40,000.00 

By  act  of  Congress  passed  August  2,  1882 45,  000. 00 

Bv  act  of  Congress  approved — 

July  5,  1884 45,000.00 

Augusts,  1886 56,250.00 

By  act  of  Congress  passed  August  11,  1888 80,  000. 00 

Bv  act  of  Congress  approved — 

September  19,  1890 100,000.00 

July  13,  1892... 125,000.00 

Tota  1 777,  299. 20 

The  following  statement  shows  the  manner  in  which  the  appropria- 
tions have  been  expended.  Tlie  amonnt  expended  under  the  diilerent 
classes  of  work  includes  the  cost  of  soundings,  superintendence,  buoy- 
ing, and  contingencies: 

Total  amount  exjiended  to  June  30, 1894  : 

Breakwater $110,000^00 

Canal  piers,  etc 88,801.49 

Dredging 569,180.04 

Total 767,981.53 
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Expended  prior  to  prcsont  project: 

Breakwater $110, 000. 00 

Cannl  piers,  etc 45, 698. 33 

Dredging 114,953.48 

Total 270,651.81 


Expended  under  the  present  project  (adopted  in  1881): 

Canal  piers,  etc 43, 103. 16 

Dredging 454,226.56 

Tot:il 497,329.72 

Money  statement, 

Jnly  U  1893,  balance  unexpended $90, 844. 41 

June  30, 1894,  amount  expended  during  fiscal  year 81, 526. 74 

Jnly  1, 1894,  balance  unexpended 9,  317. 67 


'  Amount  (estimated)  require<l  for  completion  of  existing  project 122, 02($.  00 

Amount  that  can  be  proHtably  expended  in  fiscal  yearendingJune30,1896  237, 322. 88 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 

The  above  balance  is  held  as  a  reserve  fnnd  against  accidents  to  piers  or  channels. 


COMMERCIAL   STATISTICS. 

Arricah  and  clearances  of  veasels  at  Duluth,  Minn. f  for  1S9^  and  lS9o, 


1893. 

1892. 
To„,.:.KO.  ,  Arriy.     Hear.  ■  ,.„,„    | 

Designation.                  .  ^„- .      r'l^^- 

Arm-     Clear-     r^  ^^ 

als.       anccH. 

Tonnage. 

Coastwise 

F'orei  «'ii 

1.4G2       1,496  1    2,958 
180           107      •     347 

3,588,008  1     1,508       l.SwS  '     3,043  j 
240.387  !        227           212  ^        439 

3,519,408 
291  181 

Total 

1.042    -1,0(53       3,305 

3.834,395       1,735        1.747       3,482 

3,  810,  652 

Comparative  statement  of  arrivals  and  clearances,  1802  and  1S9J. 

Year.                                                           |  VoHsels.      Tonnaijo. 
1892 3,482       3.810  C52 

Average 
tonnage. 

1  095 

1893   3  3(»r»      11  k:u  :i«fi 

'          1  160 

I  iicrraso - 

1                    ■•■»  '"V 

*  1  77                 *in   71!{ 

65 

I 

Prinvipal  do 

»  Dec  re 
mcstic  commodities  rec 

nse. 

eivcd  and  shipped  hy  Jakcy  ISO.i, 

lIcceiptB. 


Coal 

Coment 

Lime  and  building  stone. 

Salt 

Sugar 

Manufactured  iron 

Staves 

Sand  nn<l  ^ravc.'i 

General  merchandise 


Toi.8. 


1, 124,  771 

4,545 

20, 123 

12. 391 

6,834 

5,780 

2.541 

78.  000 

222.  648 


Sliipnionts 


TOUH. 


Total    :     1,477,633 


Wheat 

Flour 

Corn  and  oat s.  etc 

Flax  se<Ml 

Mill  stuUs 

Jrou  ore 

Cop])er 

Luni  ber 

Miseellancons  men'handi.so. 

Total 


591, 

788 

301, 

988 

5, 

000 

4,000 

11,483 

493, 

127 

15, 

704 

107, 

020 

54, 

199 

1, 584, 

309 

..   . 

EN(f  94 


127 
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liecripll  of  i-oul  and  »hipmrHl»  offiovr  eastirard  for  eferen  yrar». 


T..„. 

c™i. 

„..., 

V«r, 

,11 

IBM- 
1SS3 

V«. 

1      Coal. 

Floor. 

1      TO... 

Toru. 

mm 

1 

The  iUna^o  capacity  of  Duliith  elevator  sjatnin  is  25,930,000  buebeU,  and  that  ol 
Dulutb  clcvutorH  proper  12,650,000  biiBhelB.  The  folio wiog  table  gives  the  lereipta 
and  sllipinenls  of  wheat  fnr  twenty- three  yeara: 


v,„. 

k™..;,.,.. 

,u.-,;i;. 

T..uy 

V^r. 

i«0,i,U 

S-. 

,.„,. 

EnillnE  Dec.  31— 

roM. 

981,312 
l.M«,B17 
1,1*1.082 
460,  2M 
S13.Ki7 
El«.«02 

sas 

t4S,DM 
lll,ll§8 

Tan,. 

"va.^i 

Tcu. 
I, WD.  337 
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Opening  and  doting  of  navigation. 


Tear. 


1S8S 

1886 
1887 
1888 
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OpeniDg. 

Closing. 

t 

Apr.  27 
May     7 
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Nov.  29  1 
Dec.  14 
Dec.  28 
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Dec.     4 
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1800 
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Op^&ing. 
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Apr. 
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Dec. 
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II  4. 

IMPROVEMENT    OF   HARBOR  AT   SUPERIOR    BAY   AND    ST.    LOUIS   BAY, 

WISCONSIN. 

The  natural  channel  connecting  Superior  Bay  with  Lake  Superior 
is  at  the  southern  extremity  of  Superior  Bay.  It  was  originally 
obstructed  by  shifting  bars  with  scarcely  0  feet  of  water  over  them,  to 
remedy  which  the  citizens  of  Sux>erior,  previous  to  1866,  had  made 
some  attempts  at  pier  work,  which  was  subsequently  taken  in  hand  by 
the  United  States  and  the  improvements  continued  until  the  piers  have 
reached  an  aggregate  length  of  5,650  feet. 

When  the  improvement  was  commenced  12  feet  depth  in  the  channel 
was  more  than  sufficient  to  meet  the  requirements  of  the  largest  ves- 
sels. This  depth  has  been  increased,  and  maintained  for  some  time  at 
17  feet^nd  at  no  distant  day  will  have  to  be  still  further  increased  to  22 
feet.  The  crib  piers  which  define  this  channel  are  in  most  part  badly 
conditioned  for  the  present  depth  of  17  feet,  they  having  been  intended 
originally  for  not  over  12  feet.  A  further  increase  in  the  depth  of  the 
channel  may  possibly  make  it  necessary  to  replace  them  with  better 
proportioned  stiuctures. 

In  the  meantime  the  superstructures  will  have  to   be  extensively 
repaired.    It  is  in  the  interest  of  economy,  as  matters  stand  at  pres 
ent,  to  postpone  all  general  repairs  to  the  latest  moment  pending  the 
consideration  of  the  subject  of  reconstruction,  but  it  is  hoped  that  the 
greater  portion  of  the  present  substructure  cribs  can  be  retained. 

Five  thousand  five  hundred  and  sixty- two  dollars  and  twenty  cents 
were  expended  last  fall  in  repairing  and  strengthening  the  outer  ends 
of  the  piers  to  protect  them  from  ice  and  rafts. 

Further  repairs  will  have  to  be  made  this  season. 

The  shore  on  the  Wisconsin  side  is  advancing  rapidly,  and  soon  the 
sand  which  drifts  around  the  end  of  the  Wisconsin  pier  will  necessitate 
the  extension  of  this  pier. 

The  Land  Office  having  decided  that  the  title  to  the  land  on  Wiscon- 
sin Point;  where  the  southerly  pier  is  situated,  is  not  vested  with  the 
United  States,  it  will  be  necessary  to  take  steps  to  acquire  title  to  a 
strip  sufficiently  wide  to  include  the  pier  and  [^Tound  enough  for  a  future 
widening  of  the  channel. 

Under  the  contract  with  C.  S.  Barker,  in  force  at  the  close  of  the  last 
fiscal  year,  68,966  cubic  yards  were  dredged  out  from  between  theiners, 
leaving  a  channel  with  minimum  width  of  180  feet  and  depth  of  17  feet. 

CHANNEL   IN    SI  PER  I  OR   BAY. 


The  channel  in  Superior  Bay  has  neither  the  directness  nor  width  to 
permit  vessels  to  reach  Connors  Point  safely  without  the  assistance  of 
a  tug  or  local  pilot,  though  its  condition  has  been  vastly  improved  in 
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the  past  few  years.  Its  present  condition  is  good,  but  vessels  bound 
for  West  Superior  will  not  use  it  so  long  as  the  shorter  and  much  easier 
route  through  Duluth  Canal  is  in  good  condition.  It  is  used  consider- 
ably, however,  by  rafts,  and  should  not  be  allowed  to  deteriorate. 

In  order  that  vessels  may  navigate  this  channel  at  all  times  safely,  it 
i&  essential  that  it  be  widened  and  straightened  considerably. 

In  this  connection  attention  is  invited  to  the  interest  in  common  -of 
West  Superior  and  Duluth  in  the  anchorage  basin  inside  the  Duluth 
Canal  and  the  channel  along  the  east  side  of  Eices  Point. 

C^UEBKC    CHANNEL. 

This  was  widened  and  deepened  under  the  above  contract  and  left 
with  a  minimum  width  of  200  feet  and  depth  of  10  feet. 

THE   NEMAD.TI    KIVEK. 

Tlie  bar  at  its  mouth  is  a  serious  obstruction  and  was  dredged  in 
1891.  It  will  probably  require  redredging  each  year  after  the  spring 
fioods  to  maintain  a  serviceable  channel;  this  will  require  about  $5,000 
annually. 

SUPERIOR   DOCK    LINE    CHANNEL,    SUPERIOR    BAY. 

This  channel  as  proposed  will  extend  from  the  Northern  Pacific  coal 
dock,  opposite  the  Quebec  Channel,  northerly  to  the  main  natural  chan- 
nel at  Connors  Point,  and  parallel  to  and  150  feet  from  the  dock  line. 
The  city  of  Superior  started  this  channel  and  completed  some  4,300  feet, 
with  a  depth  of  19  feet  and  a  width  of  from  100  to  130  feet.  Under  the 
above  contract  the  United  States  widened  this  channel  to  a  minimum 
of  10  feet  in  depth  over  a  length  of  some  3,300  feet,  leaving  as  the  joint 
result  of  city  and  United  States  dredging  a  channel  some  4,400  feet  in 
length,  with  a  width  of  300  feet  along  3,200  feet,  of  250  feet  along  200 
feet,  and  130  feet  along  the  balance. 

CHANNEL   ALONG  WISCONSIN  DOCK  LINE,  ST.  LOUIS   BAY. 

The  projected  channel  between  Connors  Point  and  Grassy  Point 
along  the  West  Superior  dock  line  is  11,850  feet  in  length,  and  has  a 
width  of  from  GO  to  200  feet,  with  a  minimum  depth  of  16  feet. 

The  last  3,300  feet  of  this  channel  was  dredged  during  the  past  year 
under  the  above  contract.  Vessels  drawing  10  feet  can  now  reach 
Grassy  Point  by  two  channels,  one  on  the  north  and  the  other  on  the 
south  side  of  St.  Louis  Bay. 

GENERAL   REMARKS. 

The  approved  project  of  1881  provides  for  the  maintenance  of  piers 
at  the  natural  entry  and  dredging  between  them  a  channel  300  feet 
wide  and  16  feet  deep;  a  channel  150  feet  wide  from  the  entry  past 
Nemadji  Eiver  to  Quebec  Dock  parallel  to  shore;  a  channel  100 
feet  wide  from  Quebec  Dock  along  southerly  side  of  Superior  Bay 
to  St.  Louis  Ilivor  opposite  Connors  Point,  and  the  preservation  of  the 
old  Quebec  Channel;  and  in  1881:  Congress  authorized  the  improve- 
ment of  the  St.  Louis  Biver  Channel  in  St.  Louis  Bay,  and  in  1892  it 
authorized  the  dredging  of  a  channel  along  tlie  dock  line  on  south  side 
of  Superior  Bay  between  the  (Quebec  Channel  and  the  main  channel 
opposite  the  base  of  Connors  Point. 
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As  far  as  deptk  is  concerned  the  project  is  completed.  Kone  of  the 
existing  channels  are  sufficiently  wide,  however,  to  permit  vessels  to 
enter  or  leave  the  dock  slips  safely.  There  is  great  danger  of  their 
colliding  with  the  farther  bank  and  injuring  their  steering  or  propel- 
ling apparatus  in  doing  this.  Furthermore,  this  movement  is  a  slow 
one  and  practically  blocks  the  channel  until  the  maneuver  is  com- 
pleted. The  channels  should  be  widened  to  400  feet  in  the  vicinity  of 
the  docks,  and  300  feet  elsewhere. 

A  complete  map  of  Superior  Harbor  was  printed  in  the  last  Annual 
Report,  Appendix  J  J. 

Superior,  West  Superior,  and  Connors  Point  arc  in  the  collection  district  of 
Superior,  Wis.,  Marquette,  Midi.,  being  the  port  of  entry.  The  nearest  light-house 
is  situated  ou  the  outer  end  of  south  pier  of  the  Superior  entry. 

Recommendations  for  next  year. 

For  repair  funtl  for  entry  piers $30, 000 

For  the  channels  in  Superior  Bay 50, 000 

For  dredging  at  the  mouth  of  the  Neraadji  River 5, 000 

For  channel  in  St.  Louis  Bay 75, 000 

Total 160,000 

Ahatract  of  appropriations  for  improving  harbor  at  Superior  Bay  and  St.  Louie  Bay, 

Wisconsin. 
By  act  of  Congress  approved — 

March  3,  1867 $63,000.00 

April  10,  1869 45,000.00 

July  7, 1870 40,000.00 

March  3,  1871 60,000.00 

June  10,  1872 50,000.00 

Allotted  from  act  approved  March  3,  1873 63,  950. 80 

Allotted  from  appropriation  for  '*  repairs  of  harbors  ou  northern  lakes '' . .  5,  433. 00 
By  act  of  Congress  approved — 

August  14,  1876 3,000.00 

June  18,  1878 3,000.00 

March  3,  1879 5,000.00 

June  14,  1880 5,000.00 

March  3,  1881 10,000.00 

August  2, 1882 40,  000.  00 

July  5,  1884 45,000.00 

August  5,  1886 22,  500. 00 

By  act  of  Congress  passed  August  11,  1888 50,  000. 00 

By  act  of  Congress  approved  8eptembor  19,  1890 65, 000. 00 

By  act  of  Congress  approved  July  13,  1892 70, 000.  00 

Total 645,883.80 

EXPKXDITUKES. 

Amount  expended  under  original  project  adopted  in  1867 $258,  000. 00 

Amount  expended  under  project  recommended  by  Board  ot*  Engineers 

in  1873 77,513.26 

Amount  expended  under  present  project  to  J uno  30,  1894 295,  339.  92 

Total 630,853.18 

The  following  statement  shows  the  manner  in  which  the  appropria- 
tions have  been  expended.  The  amount  expended  under  the  different 
classes  of  work  includes  the  cost  of  examinations,  soundings,  superin- 
tendence, buoying,  and  contingencies. 

Repairs  and  beach  protection $13,  233. 00 

Construction  and  repair  to  piers 324.  005.  73 

Dredging 293;614.45 

Total! 630,853.18 
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Money  statement. 

Jaly  1,1893,  balance  nu expend^ $88,066.68 

June  30,  1894,  tunoDut  expended  during  Gftcal  year 73,036,06 

July  1, 189i,  balance  iinexpended 15,030.63, 

I  Amount  (estimated)  reqnired  for  completion  of  exiBtins  project 156,736.00 
Amount  tbat  can  be  prufitabl;  expended  iu  fiscal  year  onaing  Jnne  30, 18W  156, 736. 00 
SDbmitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acU  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
The  above  balance  is  belil  as  a  reserve  fund  for  repairs,  otr 


Jhatraci  of  propoiaU /or  repairs  lo  pieri  at  the  Sapeiior  entrance  to  Superior  Bag,  WU- 
coimn,  received  at  Duluth,  Minn.,  by  MaJ.  Clinton  B.  Sean,  Corps  of  Engineer*, 
Opened  Julg  31,1893. 
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■Total. 
Kdwaril  McCue,  with  the  approval  of  the  Chief  of  EnKJui 
Work  to  be  completed  by  November  1,  1803, 


Arriralt  and  dcarantee  of  vfKirIt  nt  Superior,  JTii.,  for  liro  yrara. 
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Average  vessel  tonnage. 


1893 
1892 


1,347 
1.287 


Increase 


60 


Of  the  number  of  vessels  reported  above  for  1893,  1,  454  were  Hteam  and  455  sail- 
ing vessels. 

There  were  built  by  American  Steel  Barge  Company,  at  Superior  during  the  year 
1893: 

Tonnage. 

1  steel  passenger  steamer 1, 511 

5  steel  barges 7, 866 

The  storage  capacity  of  the  Superior  elevators  is  11, 000,  OCO  bushels. 

Shipments  and  receipts  by  lake  of  leading  articles  daring  season  of  1S9.2. 


Article. 


Wheat 

Other  grain... 

Flonr  

.Wool 

*Bran 

Copper  ore 

Lninbcr 

Iron  ore 

Canned  goods. 


8BIPMBNT& 


Total 


Tons. 


340.450  !i  Coal... 
3,150  ]  Cement 
258,995      Sagar 
150  ■ 

6,296 
21, 272 
33,415 
34,920 
878 


Article. 


RECEIPTS. 


.  Oil. 

Salt 

!  Miscellaneous 


699,526 


Total 

Total  receipts  and  shipments. . 


Tons. 


1  196,619 
3,242 
3,168 
750 
5,015 
5.000 


1,213,824 


1,913,350 


Comparative  statement  of  receipts  and  shipments  for  ten  years. 


Year. 


1884 
18R5 
]8Sn 
18r7 


Ton  a. 


17,462 

33,626 

117.027 

170,  020 


Year. 


Tons. 


Year. 


1888 '  327,327  \ 

1889 1  1,006,542  I 

1890 1,495,385  ■. 

1891 1.616,648  \ 


1892 
1893 


Tons 


1,733.444 
1,913.350 


Comparative  statement  of  an'irah  and  clearances  of  vessels  for  ten  years. 


Year. 


Y easels. 


18^ 
1885 
1836 
1887 
1888 


194 
200 
316 
462 
812 


ToDiiajjo, 


119.288 
113,510 
283.  787 
404,  780 
915,816 


Year. 


VeHsels. 


1889 900 

1890 1  1,256 

1891 i  1.610 

1892 i  1,940 

1893    1.900 


Tonnage. 


1,122.048 
1,541,777 
2,  984,  463 
2.  498.  .W? 
2,571,917 


II  5. 

IMPROVEMENT  OF  HAKBOK  AT  ASHLAND,  WIS(H)X8IN. 

The  southern  end  of  Clieqiiamegon  Bay  forms  the  harbor  of  Ashland, 
;ind  as  the  length  of  the  bay  is  considerable  it  was  necessary  to  pro- 
ject the  wharves  from  the  waves  to  enable  vessels  to  nse  them  at  all 
times.  The  approved  project  is  for  the  construction  of  a  pile,  slab,  and 
rock  breakwater  8,000  feet  h)ng,  dred^in^  a  channel  of  the  necessary 
depth  along  the  dock  line,  and  closing  the  breach  in  Chequamegou 
Point  with  a  brush  and  stone  dike. 
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The  breakwater  consists  of  three  rows  of  piling  filled  in  with  slabs, 
which  are  anchored  with  large  rock. 

This  construction  has  only  its  cheapness  to  commend  it.  In  the  long 
run,  however,  it  will  prove  very  expensive,  as,  ultimately,  it  will  have 
to  be  reinforced  with  a  solid  bank  of  riprap. 

Under  the  contract  in  force  at  the  close  of  the  last  fiscal  year,  600 
feet  were  added  to  the  outer  end  and  1,080  feet  to  the  inner  end  of  the 
breakwater,  making  the  total  length  7,363  feet.  The  work  was,  for  this 
kind  of  structure,  very  substantially  done,  much  more  so  than  any  of 
the  old  work. 

The  breakwater  is  still  of  insufficient  length  to  give  protection  to  all 
the  wharves  of  the  city,  but  its  influence  in  diminishing  the  turbulence 
of  the  waters  of  the  harbor  is  distinctly  apparent. 

An  unusually  severe  storm,  May  18,  1894,  damaged  the  old  work 
first  put  in,  that  of  1889,  to  the  extent  of  some  $8,000.  Bat  $3,200 
were  available  for  repairs.  This  is  being  expended  for  repairing  and 
strengthening  the  weakest  portions.  No  attempt  is  being  made  to  close 
the  existing  gaps.  At  least  $5,000  should  be  immediately  available  for 
complete  repairs.  A  long  delay  will  necessitate  the  doubling  of  this 
estimate. 

The  same  storm  made  a  breach  through  Chequamegon  Point,  which, 
when  inspe(5ted  in  June,  had  a  width  roughly  estimated  at  600  feet,  with 
a  measured  depth  of  2^  to  4^  feet  along  the  shoalest  line.  The  breach 
took  place  at  one  of  the  strongest  parts  of  the  point,  to  the  north  of 
the  protection  work  put  down  in  1891,  and  it  widened  till  it  reached 
the  head  of  the  protection  work,  where  it  stopped.  It  is  liable  to  widen 
still  more  in  the  other  direction, however.  It  will  cost  $10,000  to  close 
it  as  it  now  exists.  No  great  permanent  deepening  is  apprehended, 
as  the  bottom  is  well  riprapped  with  gravel  and  cobble  stones,  which 
have  subsided  as  the  sand  washed  out,  and  as  the  same  natural  forces 
that  built  up  the  point  are  still  in  operation.  The  protection  work  of 
brush  and  stone  put  in  in  1891  had,  by  1893,  subsided  over  a  length  of 
some  400  feet,  so  as  to  permit  a  small  flow  of  wat/cr  across  the  point. 
This  was  raised  and  strengthened  in  1893  under  a  contract  with  Hugh 
Steele.  The  inspection  in  June  showed  this  new  work,  as  well  as  the 
old,  to  be  in  good  condition  jvnd  greatly  strengthened  by  an  accumula- 
tion of  Han<l  in  front. 

To  complete  the  breakwater  as  originally  projected  will  cost  $20,000. 
Much  stronger  work  should  be  put  in,  however,  and  it  will  be  economy 
to  si)end  on  the  remaining  637  feet  $30,000  instead  of  $20,000. 

A  harbor  line  has  been  established  by  the  city,  but  there  is  not  a 
uniformity  of  depth  along  it.  To  give  a  channel  200  feet  wide  and  17 
feet  deep  along  this  dock  line,  about  425,000  cubic  yards  of  material 
will  have  to  be  excavated.  This  will  (!ost  $93,590,  provided  no  rock  is 
encountered. 

In  order  to  give  access  to  the  wharves  for  vessels  drawing  the  full 
depth  that  the  new  lock  at  Sault  Stc.  Marie  is  expected  to  give,  a 
channel  not  less  than  200  feet  wide,  with  a  depth  of  22  feet,  should  be 
dredged  along  the  dock  line  by  the  time  the  new  lock  is  completed,  and 
to  that  end  work  should  be  begnn  soon. 

The  prin(?ipal  shipments  from  Ashland  are  iron  ore  and  lumber. 

There  has  been  expended  daring  the  year  just  closed  $47,003.08, 
and  the  total  amount  expended  under  approved  project  to  date  is 
$185,145.42. 

This  work  is  in  tho  collection  district  of  Superior,  Mich.,  Maniuottc,  Micli.,  being 
the j)ort  of  outry ;  nearest  liglit-Louso,  La  Pointe.  on  Clieqnaniegou  Point,  at  entrance 
of  Chcqnamegon  Bay. 
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Jiecam  m  en  dalion  e. 

For  637  feet  extension  to  the  breakwater $30, 000 

For  repairs  and  contingencies 20, 000 

For  dredging 93,500 

Total 143,500 

Abstract  of  appropriaiiona  for  improving  harbor  at  A»h1andf  Wis. 

By  act  of  Congress — 

Approved  Angnst  5,  1886 $22, 500 

Of  August  11,  1888 60,000 

Approved  September  19,  1890 60,000 

Approved  July  13,  1892 45,000 

Total 187,500 


Money  statement. 

July  1,  1893,  balance  unexpended $49, 417. 66 

June  30,  1894,  amount  expended  during  fiscal  year 47, 063. 08 

Julv  1, 1894,  balance  unexpended 2, 354. 58 

July  1,  1894,  outstanding  liabilities 2,354.58 


'Amount  (estimated)  required  for  completion  of  existing  project 119, 500. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  J  uue30,1896  143,  500. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


Abstract  of  proposals  for  repairs  to  brush  and  stone  dike  at  Cheqnameyon  Point,  in  Ash- 
land Harbory  Wisconsin,  received  at  Dululh,  Minn.,  by  Maj.  Clinton  li.  Sears,  Corps  of 
Engineers.     Ojyened  July  31,  1893, 


No. 


Name  and  address  of  bidder. 


1  Davis,  Davidson  &.  Smith,  Asblnnd,  Wis. 

2  nuph  Steele,  Duhith,  Minn 

3  i  Edward  Burton,  Ashland,  Wis 


For  fascines 
in  place 

(800  cords, 
more  or 
lebs),  per 
cord.       j 

■"      "i 

$7.50  I 

'2.25  ! 

7.50  ; 


For  stone 

in  place  (675 

cords,  more 

or  less), 

per  cord. 


$8.00 
4.00 
7.50 


Total. 


$11,400.00 

4,  500. 00 

11,062.50 


Contract  awarded  to  Hugh  Steele,  with  the  approval  of  tho  Ohief  of  Engineers, 
Augnst  19, 1893. 

Contract  dated  August  15,  1893.     Work  to  be  completed  by  October  31,  1893. 


(•OMM?:iU;iAI.    SiATISTUS. 


Arrivals  and  clearances  of  v.'shcIs  {Chequamcgon  liny,  including  il'ashhnrn  and  liayjicld, 

Wis.)  for  two  yearn. 


Vear. 


>>  umber. ;      .  *^ 

tonnage. 


\9&2 
1863 


7, 104  1     Xo  record. 
6.052  1,178 
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Principal  articles  of  exports  and  imports  for  1893,* 


Articles. 


EXPORTP. 

Iron  ore 

Pig  iron 

Stone,  building 

Lunibf-r. 

(rrain 

Flour 

Total 


Tons. 


1,117,520 

14,500 

42,000 

367,500 

222,  000 

8.901 


1,773,021 


Articles. 


IMPORTS. 

Coal 

Oil 

Salt,  lime,  and  cement 

Merchandise  and  miscellaneous. . . 

Total '. 

Total  receipts  and  shipments 


*Mr.  Joe  M.  Chappie,  of  Ashland,  Wis.,  is  authority  for  this  statement. 
Comparative  statement  of  receipts  and  shipments  for  seven  years. 


Yonr. 


TouH. 


Year 


1887 •     1,401,454 


18KH. 
1881) 


1,357,472 
1,071,213 


1890.. 

1891  .. 

1892  t. 


Tons. 


2,810,024 

.  3,  217.  541 

4, 287,  097 


1893 


Arrivals  and  clearances  of  vessels  for  seven  years. 


Yi-ar. 


Tons. 


Year. 


1887 
I8KM 
1880 


892 
2.375 
3,171 


1890. 
1891  . 
1892 1 


Tons. 


Year. 


4,489 
4.009 
7,104 


1893 


Tons. 


724,450 

3,800 

56.740 

201,859 


986,840 


2,750.870 


Tons. 


2. 750. 870 


Tons. 


6,052 


tThe  years  1892  and  1893  include  the  ports  of  Washburn  and  Bayfield  on  Choquamegon  Bay. 
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IMPROVEMENT  OF  HARBOR  AT  ONTONAGON,  MICHIGAN. 

Ill  1887  the  Ontonagon  River,  wliicli  forms  the  harbor,  had  fairly 
deep  water  in  it,  but  its  mouth  was  obstructed  by  a  bar  which  had  but 
7  feet  depth  over  it.  The  project  then  adopted  was  to  build  parallel 
piers  })roje(ting  into  the  lake  on  either  side  of  the  river's  mouth,  the 
exi)ectation  being  that  the  current  of  the  river  would  have  sufficient 
force  to  maintain  a  depth  between  the  piers  of  12  feet  or  more.  This 
expe(;tation  has  not  been  fully  realized,  although  the  piers  are  nearly 
of  the  proposed  length,  the  east  pier  being  2,315  feet  in  length  and  the 
west  pier  2,075  feet. 

It  appears  that  the  river  during  the  freshets  is  heavily  charged  with 
►and  and  the  bar  at  the  entrance  forms  as  fast  as  the  piers  are  extended. 
The  channel  which  the  river  is  able  to  maintain  through  this  bar  is 
shifting  and  uncertain. 

Unless  the  piers  can  be  speedily  extended  into  deep  water,  which, 
owing  to  the  gradual  sh>pe  of  the  lake  bottom  and  consequent  great 
exi)ense,  is  hardly  inacticable,  it  docs  not  appear  advisable  to  carry  the 
pier  work  any  farther  at  i)reseiit.  The  improvement  of  the  harbor  can 
jjrobably  be  more  economically  pursued  by  <lredging  a  channel  through 
the  bar  each  year,  whi(;h  will  cost  from  85,000  to  $10,000  annually. 
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The  total  cost  of  the  improvement  to  June  30, 1894,  was  $317,439.72. 
As  a  result  of  the  improvement  there  was  a  channel  with  least  depth 
of  16  feet. 

The  contract  in  force  with  George  Taylor  at  the  close  of  the  last  fiscal 
year,  for  repairs  to  the  piers,  was  completed  in  August,  1893.  Further 
repairs  to  the  east  pier  will  be  necessary  during  the  coming  season. 

A  survey  made  in  May,  1894,  showed  a  still  further  shoaling  in  the 
channel.  With  the  approval  of  the  Chief  of  Engrineers  an  open  market 
agreement  was  made  with  Messrs.  Williams,  Daugherty  &  ITpham  t-o 
dredge  out  the  channel  to  make  it  available  for  vessels  drawing  12  feet 
of  water.  The  work  is  nearly  finished.  The  price  to  be  paid  is  18  cents 
per  cubic  yard,  which  is  some  6  cents  a  yard  less  than  the  cost  of  the 
last  dredging  done  in  this  harbor. 

This  work  is  iu  the  coHection  district  of  Superior,  Michigan.  Nearest  port  of 
entry,  Marquette,  Mich.  A  light  is  shown  on  the  outer  end  of  the  west  pier  at 
Ontonagon,  Mich. 

Abstract  of  appropriations  for  improving  harbor  at  Ontonagon j  Mich. 

By  act  of  Congress — 

Approved  March  2,  1867 $97,600 

Approved  July  7,  1870 10,000 

Approved  June  23, 1874 23,000 

Approved  March  3,  1875 25,000 

Approved  August  14,  1876 15,000 

Approved  June  18.  1878 15,000 

Approved  March  S,  1879 17,000 

Approved  June  14, 1880 15,000 

Approved  March  3,  1881 20,000 

Passed  August  2,  1882 20,  000 

Approved  July  5,  1884 15,000 

Approved  Augusts,  1886 13,000 

Passed  August  11,  1888 12,500 

Approved  September  19,  1890 10, 000 

Approved  July  13,  1892 : 20,000 

Total 328,100 

EXPENDITURES. 

Amount  expended  under  approved  project  to  date $317, 439.  72 

Balance  unexpended  July  1,  1894 10,  660.  28 

ESTIMATES. 

Estimated  amount  required  annually  for  preserving   and  maintaining 

(dredging)  and  repairs  to  piers $10,  000. 00 

Estimated  amount  required  for  renewal  of  superstructure  of  cast  pier..     20,  000.  00 

Total 30,0C0.00 

Money  statement, 

July  1,  1893,  balance  unexpended $20,  219.  78 

June  ^,  1894,  amount  expended  during  iiscal  year 9,  559.  50 

Julv  1,  1894,  balance  unexpended 10,660.28 

July  1,  1894,  outstanding  liabilities 4,  992.  53 

July  1,  1894,  balance  available 5,  667.  75 


I 


Amount  (estimatred)  required  for  completion  of  existing  project 83,  000. 00 

Amount  that  can  be  profitably  expen<led  iu  iiscal  year  ending  J  une  30,1896    33,  000.  OC 
I  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
t     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 
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COMMKKCIAL   STATISTICS,  ONTOXAGOX,  MICH. 

Not  being  able  to  obtain  the  statistics  for  tho  past  five  years,  I  append  a  report 
for  1893  without  comparison  with  former  years,  but  it  is  considerably  greater  than 
five  years  ago. 

Arnvals  and  clearances  of  vessels,  1,^93, 

Arrivals *  77 

Clearances 77 

Principal  articles  of  export  and  import. 

Exports :  Tons. 

Lumber 176, 000 

General  merchandise 100 

Total 176,100 

Imports :   General  merchandise 2, 000 


I  I  7. 

IMPROVEMENT  OF  EAGLE  HARBOR,  MICHIGAN. 

This  liarbor  was  improved  in  order  to  form  one  of  tho  harbors  of  refuge 
for  this  shore  of  Lake  Superior.  The  entrance  to  the  small  bay  which 
forms  the  harbor  was  obstructed  by  a  rock  ledge  having  but  8|  feet  of 
water  over  it  at  the  shoalest  part. 

The  project  for  its  improvement  was  adopted  in  1806,  but  was  modi- 
fied in  succeeding  years,  so  that,  as  carried  out,  it  provided  for  a  channel 
through  the  rocky  ledge  130  feet  wide  and  14  feet  deep,  marked  by  two 
guiding  cribs,  one  on  each  side  of  the  channel. 

This  work  was  completed  in  1879,  and  appears  to  meet  the  present 
demands  of  commerce. 

The  amount  exi)ended  to  June  30,  1894,  was  $95,238.08. 

Nothing  is  required  at  present  for  the  improvement  or  preservation 
of  this  harbor,  as  the  funds  available  will  probably  be  sufficient  to  keep 
the  work  in  good  condition  for  several  years. 

Modified  estimate  (see  Report  of  Chief  Engineers,  J876,  ii,  328;  1877,  I,  98; 

11,845) $97,000 

Appropriated 97, 000 

Name  of  harbor,  Eagle  Harbor,  Michigan.  Collection  district,  Superior,  Mich. 
Nearest  light-house,  P^agle  Harbor,  Michigan. 

Money  atatement, 

July  1 ,  1893,  balance  unexpended $2, 286. 33 

June  30,  1894,  amount  expended  during  fiscal  year 524. 41 

July  1,  1894,  balance  unexpended 1,761.92 


COMMKKCIAL   STATISTICS,    KAGI.K    HAHBOU,    MICHKIAX. 

Vessels  arriving  and  departing  during  1893 42 

Imports :  Merchandise tons . .  3, 500 

Statistics  for  previous  years  not  obtainable. 

*  In  addition,  there  wero  a  number  of  arrivals  during  tho  season  of  both  steam  and 
sailing  vcshcIs  seeking  refuge  during  heavy  weather,  and  frequent  arrivals  of  fishing 
and  other  tugs. 
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118. 

IMPROVEMENT  AND   OPERATING  AND   CARE   OF  WATERWAY  FROM 
KEWEENAW  BAY  TO  LAKE  SUPERIOR,  MICHIGAN. 

This  work  was  reported  upon  in  tliolieport  of  the  Chief  of  Engineers 
for  1892  (Appendix  111)  under  the  title  of  ^^Portsige  Lake  and  Lake 
Superior  canals,  across  Keweenaw  Point,  Michigan,''  but  is  locally 
known  and  referred  to  as  the  Portage  Lake  Ship  canals. 

A  full  account  of  the  history  of  this  work  and  its  purchase  by  the 
LTnited  States  is  given  in  the  above  Annual  Eeport. 

The  full  report  of  the  Board  of  Engineers,  constituted  in  compliance 
with  the  provisions  of  the  river  and  harbor  act  of  August  5,  1886,  is 
given  in  Ex.  Doc.  No.  105,  Forty-ninth  Congress,  second  session. 

This  Board  submitted  estimates  for  a  navigable  depth  of  10  feet  with 
a  ihinimum  width  of  70  feet,  to  be  obtained  by  dredging  wherever 
required  throughout  the  extent  of  the  waterway,  and  in  addition  esti- 
mates for  an  increase,  should  the  future  needs  of  commerce  demand  it, 
of  the  navigable  depth  to  20  feet,  with  corresponding  increase  of  width ; 
also  estimates  of  the  cost  required  to  provide  (for  commerce  as  well  as 
refuge)  enlarged  and  safe  entrances  from  Keweenaw  Bay  and  from  the 
lake.  The  recommendations  of  the  Board  were  approved  by  the  Chief 
of  Engineers  and  the  Secretary  of  War. 

The  approved  project,  therefore,  briefly  stated,  is  as  follows: 

First.  A  16-foot  channel  of  70  feet  bottom  width  from  bay  to  lake. 

Second.  A  renewal  of  the  canal  revetments. 

Third.  A  reconstruction  of  the  piers  at  the  Lake  Superior  entrance, 
and  their  extension  to  30  feet  depth  of  water. 

Fourth.  The  extension  of  the  pier  at  the  Keweenaw  entrance  to  a 
20-foot  depth  of  water. 

Fifth.  At  the  proper  time  hereafter  to  increase  the  channel  depth  to 
20  feet,  with  a  corresponding  width,  which  shoukl  not  be  less  than  100 
feet. 

In  furtherance  of  this  project,  Congress,  by  act  of  July  13,  1892, 
appropriated  $50,000  for  dredging  to  1(>  feet  depth  and  70  feet  width 
and  for  repairs  to  existing  revetments. 

Most  of  this  has  been  expended  in  dredging  to  a  IG-foot  depth  and 
70-foot  width  under  a  written  agreement  with  James  Pryor,  of 
Houghton,  Mich.,  the  lowest  bidder,  and  in  re[)airs  to  the  revetment 
at  inner  end  of  north  revetment  of  the  Upper  ('anal  ($5,480.80). 

Under  authority  of  the  river  and  harbor  act  of  September  19,  1890, 
the  Secretary  of  War  allotted  $11,647  for  operating  and  care  of  canals 
and  other  works  of  navigation,  to  be  applied  to  Portage  Lake  and 
Lake  Superior  canals,  Michigan,  for  the  tiscal  year  ending  June  20, 
1894. 

The  approved  project  for  the  expenditure  of  this  allotment  is  to 
maintain  a  depth  equal  to  the  capacity  of  the  present  St.  Marys  Falls 
Canal,  or  in  other  words,  an  available  depth  of  14  feet  with  a  width  of 
70  feet;  to  keep  the  existing  channels  well  marked  by  lights  and 
buoys;  to  keep  a  record  of  the  vessels  and  their  tonnage  using  the  canal; 
to  exercise  the  necessary  care  in  enforcing  regulations  for  the  use  of 
the  canals;  to  make  frequent  surveys  to  determine  changes,  and  to 
check  up  work  done  in  dredging;  to  guard  against  encroachment  on 
the  legally  established  harbor  lines,  and  to  ])erform  other  work  inci- 
dental to  the  operation  and  care  of  tlie  canals.  Tlic  amount  allotted 
has  been  expended.    An  itemized  statement  is  herewith  submitted. 


\ 
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Owing  to  the  poor  eoudition  of  the  existing  revetments,  permitting 
much  material  to  be  washed  into  the  channels,  and  to  the  faulty  design 
of  the  existing  piers  at  the  entrances  and  their  failure  to  extend  to  a 
proper  depth,  more  or  less  dredging  will  have  to  be  done  each  year  to 
maintain  the  improved  channels.  For  this  reason  it  would  be  advan- 
tageous for  the  United  States  to  own  its  own  plant. 

Since  the  United  States  has  taken  charge  the  navigability  of  the 
waterway  has  been  greatly  bettered,  due  to  the  maintenance  of  an 
increased  depth,  to  the  easing  off  of  shai-p  bends,  the  removal  of 
detached  rocks  and  lumps,  and  particularly  to  a  better  and  more 
efficient  system  of  lighting  and  buoyage. 

At  the  close  of  the  fiscal  year,  June  30,  1892,  the  available  depth 
through  the  entire  route  was  only  12.5  feet  at  a  stage  of  601.3  feet 
above  sea  level.  We  now  have  an  available  depth  of  14  feet  at  a  stage 
of  601.7  feet  above  sea  level.  A  little  more  dredging  at  shoal  places 
will  give  a  navigable  capacity  equal  to  that  at  the  St.  Marys  Falls 
Canal..  It  will  require  much  more  dredging,  however,  to  get  the  width 
necessary  to  enable  vessels  to  pass  each  other  with  safety,  especially 
during  strong  winds. 

Since  the  opening  of  navigation  the  present  year  no  complaints 
have  been  received,  and  vessels  loaded  to  13.8  feet  have  had  no  diffi- 
culty in  getting  through. 

The  record  of  vessels  and  tonnage  herewith  submitted  shows  the 
great  amount  of  commerce  using  this  waterway  and  how  important  a 
link  it  is  in  the  chain  of  lake  navigation.  With  the  completion  of  the 
16-foot  ])roject,  a  very  great  increase  in  the  use  of  this  waterway  may 
be  confidently  expected. 

Attention  is  invited  to  the  f<mr  maps  printed  in  the  last  Annual 
Report. 

Kules  and  regulations  for  the  use  of  thecanaiswere  approved  by  the 
Secretary  of  War  April  5,  1892.  Owing  to  their  being  no  legal  penal- 
ties attending  their  violation  great  difficulty  has  been  met  with  in 
enforcing  them,  especially  the  one  relating  to  rafts.  The  navigation 
interests  have  suffered  great  inconvenience  and  some  losses,  due  to  the 
flagrant  and  apparently  premeditated  violation  of  the  rules  by  the  raft- 
ing interests.  The  most  serious  case  was  prosecuted  in  the  U.  S.  court 
and  a  verdict  against  the  Government  was  given,  due  to  the  absence 
of  proper  legislation  defining  the  offense  and  inflicting  a  penaltj\ 

Section  10  of  the  river  and  harbor  act  of  September  19, 1890,  inflict- 
ing a  ])enalty  of  $5,000  fine  or  one  year's  imprisonment,  or  both,  at  the 
discretion  of  the  court,  should  be  extended  to  cover  violations  of  the 
approved  rules  and  regulations  for  the  use  of  this  waterway,  otherwise 
it  would  l)e  better  to  abolish  them  entirely. 

ArrUOPRIATlONS. 

(Soo  p.  2166,  Report  of  Chi»'f  of  Kii-;ine(r«.  1892.) 
Act  of  July  13.1892 $50,000 

ItKCOMMKN'DA  TIOXS. 

Ff»r  Operating  and  rare,  etc.,  for  fiscal  yoar  ondiu}?  Jnne  30, 1895 $8,000 

For  continuing  tho  iniprovtnnent  of  the  waterway  to  give  a  16-foot  depth 

and  a  70- foot  width 175,  000 

For  providing  a  safe  entrance  from  Lake  8u]>crior 850,000 

For  providing  a  safe  entrance  from  Keweenaw  Hay 1^J0, 000 

Total 1,245,000 

This  work  lies  in  the  coHection  district  of  Su]M'rior.     Nearest  port  of  entry,  Mar- 
quette, Mich.     A  light-houst^  is  at  or  near  each  entrance. 
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Money  statement. 


IMPROVKMENT. 


Jnly  1, 1893,  balance  unexpended $38, 165. 52 

June  30,  l^W,  amount  expended  during  fiscal  year 36,  553. 56 


July  1, 1894,  balance  unexpended  . 
July  1, 1894,  outstanding  liabilities 

July  1, 1894,  balance  available 


1,611.96 
906.45 


705.51 


Amount  (estimated)  required  for  completion  of  existing  project 1,  245,  000. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  endiug  June 

<      30,1896 800,000.00 

I  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
[     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


OPEKATIXG  AND   CARE   OF   CANALS. 


Amount  allotted  for  fiscal  year  ending  June  30, 1894 $11,  647. 00 

June  30, 1894,  amount  expended  during  fiscal  year 11,  647. 00 


Amount  allotted  for  fiscal  year  1895 


8,000.00 


Abstract  of  propo$aU  for  dredging  and  repairs  to  pier  revetment  at  Portage  Lake  ship 
canals f  Michigan,  received  at  Duluth,  Minn.,  hg  Maj.  Clinton  B.  Sears,  Corps  of 
Engineers,  opened  July  14,  1893. 


No. 


Name  and  addreas  of  bidder. 


For  dredc 
ing  sand 
and  soft 
material 


j      Uee  of 

For  dredR. '  ±^;^^}^^      For  re- 
1       1   **    Dlant  in  re-  . 

mg Jmrdpan  P  ^^^.         i  pirs  to 

loose  rock  ;Pi«"f  Tf_*- 


and  stitf 


1  Williams,  Dangherty  &  ITpham,  Dnlnth,  Minn. 

2  Charles  S.  Barker,  \V est  Superior,  Wis 

3  James  Pry  or,  Houghton,  Mich 

4  •  Carkiu.  s'tickney  &  Cram,   by  1).  D.  Johnson, 

secretary,  East  Sagiuaw,  Mich 

5  Francis  L.  McDonald,  Dulnth,  Minn 

6  I  William  McCurdy,  Houghton,  Mich.,  and  Tho«. 

D.  Mason.  Hancock,  Mich 

7  Daniel  W.  Powell,  Edward  Mitchell,  and  John 

Mitchell,  Marquette,  Mich 


Cents. 
19 
23 
18i 

23 


and  detach!  Tnlli?  ° 
ed  bowlders^     ^°*^^- 
(per  hour). ' 


Centt. 
2c 
31 
24* 

48 


$11.25    

]  2.  50  ' 

lo!oO  '  $6,581.66 


15.00 


5,  423.  00 
G.  000.  00 
5,  892.  64 


Contract  for  dredginpj  awarded  to  James  Pryor,  with  the  approval  of  the  Chief  of 
Engineers,  August  5,  1893.  Contract  dated  July  31,  1893.  Work  to  be  coinplctod 
November  1,  1893. 

Contract  for  repairs  to  pier  revetment  awarded  to  Francis  L.  McDonjild,  with  the 
approval  of  the  Chief  of  Engineers,  August  5,  1893.  Contract  dated  July  31,  1893. 
Work  to  be  completed  November  1,  1893. 


COMMERtlAI,    STATISTICS. 

Stati«iic8  of  vessels  passing  through  the  canals  during  the  calendar  gear  JStf.]. 

Bound  up.  Number.    ^^^^^^ 

Steam ().'>•►        :{2.{.  509 

Sai  1 212         1 11 .  027 
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Statement  of  frvitjht  ami intssenfjcrH  carried  through  the  Portage  Lake  and  Lake  Superior 

canals  during  189S. 


Jio-.iud  up. 


Coal 

Flour 

Grain 

Maiinfacturcd  iron 
Salt 


Xet  tons. 


I 


Bound  u)). 


Net  tons. 


254,705   I  Limestono 

13  ;l  MiHcellaneous  niorchauclisc 

1,351  I'  Copper 

8,946  '; 

4, 598      Passengers number. 


0,356 

71,886 

9,864 


14,592 


RKCAriTULATIOX. 


189:). 


1892. 


Total. 


Upper 
canal. 


Number  of  vessels 868 

Net  tonnaKO I  433, 196 

Freifcht tons. . '  360, 669 

PassengorH 14, 592 


473 

292,  999 

192. 438 

9,430 


Total. 


002 

431.  218 

857. 773 

16,963 


Upper 
canal. 


454 

309, 171 

196,937 

10,453 


Houud  down. 


Steam 
Sail... 


\ 


Numl>er. 


449 
91 


Net 
tonnage. 

184,532 
49,782 


Statement  of  freight  and  paanengcrs  earned  through  the  Portage  Lake  and  Lake  Su2)erior 

canah  during  1893. 


Hound  down. 


Copper  ^ 

Corn 

Flour 

Building  stone. 
Pig  iron 


Net  tons. 


54,548 
120 

21.542 
1,180 
3.180 


Bound  down. 


Net  tons. 


Iron  ore 

Lumber 

Miscellaneous  niercliandiso 


400 
79,644 
11.336 


Passengers number..' 


12,492 


KECAPITrLATION. 


1893. 


1892. 


T0..1.       Ya^':^   :    TO...I.    '    V.''„'5! 


Number  of  vesKels 

Net  tonnage i 

Freight tons. . ' 

Passengers    number . . 


540 

234,314 

171.959 

12,492 

180 
108.952 
98,692  ; 

8.895 

t 

568  ' 
213.  845 
138,  515 

i3,i:;o 

185 

00,125 

70.619 

6,587 

SiatiaticH  of  tugs  passing  through  the  canals  during  the  ytar  JS9J. 


Bound  up. 


Trips number.. 

Net  tonnage 

Vessels number. . 

Scows do  . .. 

Rafts do  . 

Booms do 

Logs \l .. 

Lumber M . . 

Timber M.. 

C'onl  wootl eonls.. 

Building  stone tons . 

Miscellaneous  mereliandise do 

Coal do 

Sand do 

Railroad  ties number. . 


Total  Bound  down. 


489  Trip.s number. 

17, 001  Net  tonnage 

73  Vessels numWr. 

152  Scows do. .. 

29  Rafts  do... 

.'>4  Booms do, . . 

2.  933  Logs M. . 

570  Lumber il  - . 

4, 985  Timber M . 

.'>80  Conl  wood cords . 

9.762  Building  stone tons. 

713  Miscellaneous  merchandise d»». . . 

200  Coal do. . . 

212  Copper do. . . 

6,000 


Total. 


468 

15. 3'J2 

31 

145 

73 

3a 

19.033 

283 

16 

115 

196 

713 

100 

2  567 
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Bound  up. 


Trips number 

Net  tonnage 

Vessels number 

Scows do.. 

Kafts do.. 

Booms do.. 

Logs M 

Lumber do.. 

Timber do.. 

Cord  wood cords 

Miscellaneous  merchandise tons 

Hay do.. 

Coal do . . 

Empty  barrels number 

Lime barrels 


Total. 


079 

11,671 

1 

1,161 

55 

8 

11,626 

4,055 

1,500 

13,989 

263 

390 

80 

250 

50 


Bound  down. 


Trips number 

Net  tonnage* 

Vessels number 

Scows do . . 

Kafts do. . 

Booms do.. 

Logs M 

Lumber do.. 

Timber do.. 

Cord  wood - cords 

Miscellaneous   merchandise tons 

Copper do . . 

Poles number 

Hav tons 

Railroad  ties number 

Charcoal bushels 

Lime barrels 

Cemen  t do.. 


Total. 

G67 

11,548 

1 

1,093 

13 

41 

1,610 

1,750 

3,890 

12, 695 

1,172 

1,070 

21.000 

690 

35,300 

21,800 

225 

45 

Statistics  of  vessels  passing  through  the  upper  canal  (Portage  Lake  nhip  canals)  dur- 
ing the  year  1893. 


Bound  up. 


Steam 

Net  tonnage 

Sail 

Net  tonnage 

Cargo tons . 

Pa.s8engcrs number. 


327 

224,337 

146 

68,662 


Bound  down. 


Steam 

Net  tonnage 

Sail 

Net  tonnage 


192,438   ;  Cargo tons. 

9.430      Passengers number. 


Total. 


167 

100, 017 

19 

8,935 

98, 692 

8,895 


RECAPITULATION  (PORTAGE  LAKE  SHIP  CANALS). 


Bound  up  and  down. 


Total  number  of  vessels. 

Total  not  tonnage I    C65,  063 


1892. 


1,470 


1893.       If^reaHC  -f . 
Decrease — . 


Total   freight tons . . 

Total  pasHcngers number. 


496.  288 
30,  093 


1,408 

009,  510 

532, 628 

27,084 


—62 

+4,447 

-f  36,  340 

—3,  009 


The  followiug  principal  lines  of  stoaniers  wsvd  the  canals  during  the  season  of 
1893: 

Lake  Michigan  and  Lake  Superior  Transportation  Company,  Chicago.  Ill 5 

Western  Transit  Company,  Buftalo,  N.  Y 8 

Anchor  Lijie,  Erie,  Pa. 6 

Detroit,  Mich 6 


Crescent  Transportation  Company,  ] 
Union  Transit  Company,  Bufialo,  N. 


During  the  season  of  1894  there  were  some  changes,  the  lines  of  steamers  being  as 
follows : 

Lake  Michigan  and  Lake  Superior  Transportation  Company,  Chicago,  111 5 

Western  Transit  Company,  Buffalo,  N.  Y 10 

Anchor  Line,  Erie,  Pa 8 

Crescent  Transportation  Company,  Detroit,  Mich G 

Union  Transit  Company,  Buffalo,  N.  Y 2 

Duiuth  and  Ogdensburg  Transportation  Company,  Detroit,  Mich 3 

These  are  considered  the  regular  transportation  lines.  During  the  season  of  1894 
many  jaree  steamers  of  other  lines  have  made  trips  through  these  canals  success- 
fully, and  <a  great  part  of  the  freighting  business  of  these  canals  is  done  by  steam 
barges  with  from  one  to  three  vessels  in  tow;  these  steam  barges  now  being  able  to 
take  a  tow  of  three  heavily  lo'ided  vessels  throuirh  Portage  River  without  trouble. 
There  is  also  a  largo  business  done  by  tugs,  mostly  owned  in  this  vicinity,  in  towing 
vessels,  rafts  of  logs  and  timber,  and  scows  loaded  with  wood,  building  stone,  lum- 
ber, hay,  etc. 

ENG.94 128 
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Itemized  statement  of  expenses  made  from  appropriation  for  operating  and  care  of  canals 
and  other  works  of  navigation  (indefinite )j  act  of  July  5j  18S4,  applied  to  Portage  Lake 
and  Lake  Superior  canals. 


Date. 


1803. 
Aug.    2 

2 
3 
0 


25 

31 

31 

1 

6 

13 

30 

30 

6 

Q 

6 

31 

31 

31 

4 

30 

1 

1 

1 

2 

2 

18 

31 

31 


No.  of  ' 
voacker. 


Name. 


Sept 


Oct 


Nov. 
Deo. 


1804. 
Jan.   31 


Fob. 
Mar. 


Apr. 


May 


June 


31 
28 
28 
20 
31 
31 
14 

26 

30 

3 

3 

3 

3 

9 

31 

31 

31 

2 

2 

2 

2 

4 

19 

19 

19 

25 

25 

25 

20 

30 
30 
30 
30 
30 


1 
2 
3 
4 
5 

G 
1 
2 
1 
2 
3 
4 
6 
1 
2 
3 
1 
2 
3 
1 
2 
1 
2 
3 
4 
5 
6 
7 
8 

0 
10 

9 
11 

3 
11 
12 

4 


r 


(pt) 


1 

2 

3 

4 

6 

22 

(pt)     1 

26 

2 

3 

4 

5 

(pt)     7 

(pt)     7 

24 

25 

35 

36 

37 

38 

48 
47 
46 
52 
53 


6 


Sundry  personR 

Sam  S.  Robinson 

J.  B.  Sturgis 

L.  Hennes  &  Co 

M^.  Clinton  B.  Sears,  Corps  of 
Engineers. 

Geo.  B.  Carpenter  &  Co 

J.  B.  Sturgis 

Hired  men 

Clias.  J.  Hodge 

L.  Hennes  &  Co 


DeHignation. 


Amount 


Services,  July,  1893. 

Hire  uf  tng 

Kent 

Supplies 

Mileage 


F.  W.  Kroll 

J.  B.  Sturgis 

Hired  nieu 

Brown  &  Gr.iy 

Sara  S.  Kobinson  — 

L.  Hennes  6c  Co 

Brown  &,  Gray 

J.B.  Sturgis 

Payroll 

L.  Hennes  &Co 

Sam  S.  KubinsQfi 

Payroll 

L.  Hennes  ScCo 

F.W.  Kroll 

James  Pry  or  &  Son 

J.B.  Sturgis 

F.W.Kroll 

J.B.  Sturgis 

Pay  roll 


J.B.  Sturgis 

JSundry  persons  (pay  roll) 

J.B.  Sturgis 

Pav  roll 

K.V.Barker 

J.B.  Sturgis 

Sundry  pi'rnous  (pay  roll) 

Kcuflel  and  EMHor  Co.,  Hermann 

Essor,  treasurer. 
M;\j.  Clinton  B.  Sears,  Corps  of 

P3ngineers. 

J.  B.  Sturgis 

(nt)  pay  roll 

ham  S.  Kobinson 

L.  Hennes  &  ( 'o 

F.  W.  Kroll 

Harvey  C.  Beoson 

J.  B.  St  urjrirt 

G.  A.  Marr 

T*ay  roll 

Sam  S.  Kobinson 

Brown  A:  (Jray 

JamcH  I'ryor.* 

L.  Hcnn<*s  &  Co 

James  l*rvor 

do.." 

do 

Joseph  Croze 

Hrown  &  (iray 

L.  Hennes  &  Co 

James  Burt I 

Mai.  Clinton  B.  Sears,  ('orps  of 
Engineers. 

Sundry  ]»ers<mfl 

James  K.  Dee,  manager 

J.  B.  Sturgis 

Sam  S.  Kobinson 

James  I'ryor 


Purchaso  winch 

Office  rent 

Services  

Kepair  work 

Supplies , 

Stationery,  etc 

Office  rent 

Services  

Supplies  and  repairs 

Hire  of  tug 

Purchase  supplies 

Ki'pairs 

Ortite  rent 

Sundry  persouH,  Kervices... 

Sui)plie.s 

Tug  hire 

Ser\'ic4»s 

Supplies 

do 

Lumber 

OiHco  rent.  November,  1893. 

( )lfico  furniture 

Office  rent.  December,  1833.. 
Serx'ices 


$208.83 

133.00 

10.00 

2t53 

42.72 

32.00 

19.00 

30t00 

11. 2S 

24.14 

4.90 

19.00 

407.00 

20.52 

148.00 

10.33 

4.87 

19.00 

881.00 

9.00 

104.00 

284.00 

4.05 

2.2$ 

11.87 

19.00 

3.50 

19.00 

343.67 

19.00 

277.00 

19.00 

277.00 

.75 

19.00 

277.00 

8.50 

42.72 

19.00 

128.00 

26.00 

33.70 

1.30 

5.0J 

19.00 

200.00 

511.00 

138.00 

36.15 

61.00 

14.07 

3,000.00 

1, 219. 29 

30.75 

14.  Oi 

1.  75 

19.03 

2.50 

42  Ti 

318.  C7 

19.86 

19.00 

]25.0'J 

1,  999.  12 

Total ;  11 ,  647.  00 


Oflico  rent.  January,  1894. . . 

Services.  January.  1894 

Office  rent,  February,  1894. 
Sundry  permuis,  services.. 

Kubber  Htamp 

Offii'o  rent 

Services 

Anglo  u)irror 


Mileage 


Office  rent 

Services  (April) 

Tug  hire 

Su]»plie8 

Stationery 

Marine  directory 

Kent 

Services  (.April) 

Services  (May) 

Tug  hire 

Sapplies  and  repairs. 

Supidies,  etc 

d<» 

Dredeing 

do 

Chain 

Lumber 

Supnlios 

do 

do 

Mileage 


Servicer  

Telephone  service 

Kent 

Tng  hire 

Dredging 
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II  9. 
IMPROVEMENT  OF  HARBOR  AT  MARQUETTE,  MICHIGAN. 

The  project  for  the  improvement  of  this  harbor  W4i8  adopted  in  1808. 
It  contemplated  the  erection  of  a  breakwater  eoni|)osed  of  timber  cribs 
ballasted  with  rock,  and  extending  from  the  shore  into  the  bay  a  dis- 
tance of  2,000  feet.  This  breakwater  was  completed,  i)ractically  as 
proiK)sed,  in  1875. 

In  consequence  of  the  increasing  shipments  of  iron  ore  from  tliis  port, 
the  area  protected  proved  to  be  too  small  for  the  needs  of  the  shipping 
engaged  in  this  commerce,  and  it  became  necessary  to  extend  the  break- 
water. 

Provision  was  made  for  the  commencement  of  this  extension  in  the 
river  and  harbor  bill  of  August  11,  1888. 

The  aijproved  project  of  extension  limits  it  to  1,000  feet.  At  date  of 
last  annual  report  900  feet  of  this  extension  had  been  finished,  or  con- 
tracted lor.  Of  this,  600  feet  has  been  built  under  the  contract  with 
Powell  &  Mitchell  in  force  at  the  close  of  the  last  fiscal  year. 

After  due  advertisement  the  contract  for  building  the  last  100  feet  of 
the  breakwater  was  awarded  to  Powell  &  Mitchell,  the  lowest  bidders. 
This  work  is  now  nearly  completed.  This  will  give  the  breakwater  its 
fall  length  of  3,000  feet,  as  called  for  in  the  project. 

The  superstructure  of  the  portion  of  the  breakwater  commenced  in 
180G  and  finished  in  1875  has  been  extensively  repaired,  but  is  never- 
theless not  as  secure  as  is  to  be  desired.  Much  of  the  timber  has 
already  been  in  place  several  years  longer  than  the  usual  life  of  timber 
in  this  climate,  and  the  time  is  short,  if  it  has  not  already  arrived,  when 
this  timber  work  must  be  replaced  by  more  permanent  material. 

A  project  for  a  concrete  superstructure  was  prepared,  and  was 
approved  February  27, 1890.  This  superstructure  is  estimated  to  cost 
$232,936.71,  of  which  sum  $110,000  could  be  expended  judiciously  in 
one  year. 

Harbor  lines  were  established  by  tlie  honorable  Secretary  of  War  in 
January,  1889,  and  a  reconsideration  of  the  subject  occurred  upon  the 
application  of  the  Duluth,  Soutli  Shore  and  Atlantic  Railway  Com- 
pany. Pending  the  action  of  the  honorable  Secretary  of  War  upon 
this  new  motion,  the  railroad  company  extended  the  ore  dock  as  prayed 
for  in  the  petition.  I  am  not  advised  as  to  the  final  action  upon  the 
railroad  company's  petition,  but  no  complaints  from  interested  citizens 
of  Marquette  or  from  owners  or  masters  of  vessels  visiting  this  iK)rt 
have  so  far  been  received  regarding  these  extensions  beyond  the  har- 
bor lines,  from  which  it  is  to  be  inferred  that  the  encroachment  is  rather 
viewed  as  advantageous  to  all  concerned. 

Recommendations  for  next  y  'ar. 

For  concrete  8ui>er8trncture  to  old  work $110,  000 

General  repairs 15,  000 

Total 125,000 

Abstract  of  appropriations  for  improvintj  harbor  at  Marquette,   Mich. 

By  act  of  Congress — 

Approved  March  2,  1867  (allotment) $85,  000 

Approved  April  10,  1869  (allotment) 26,730 

Approved  July  11,  1870 25,000 

Approved  March  3,  1871 00,  000 

Approved  June  10,  1872 50,000 

Approved  June  23,  1874 15,000 
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By  act  of  Congress — 

Approved  March  3,  1875 $15,000 

Approved  March  8,  1873 15,000 

Approved  August  14, 1878 2, 000 

Approved  Juno  18,  1878 2,000 

Approved  March  3,  1879 1, 600 

Approved  Juno  14,  1880 1,000 

Passed  August  2,  1882 16,000 

Approved  July  5,  1884 5,000 

Approved  August  5,  1886 10,000 

Of  August  11,  1888 25,000 

Approved  September  19,  1890 40, 000 

Approved  July  13,1892 *. 80,000 

Total 474,230 

Name  of  harbor,  Marquette  Harbor,   Michigan.     Collection  district,  Marquette, 
Mich.     Nearest  light-house,  Marquette,  Mich. 

Money  statement, 

July  1,  1893,  balance  unexpended $71,  775. 87 

June  30,  1894,  amount  expended  during  liscal  year 60, 812. 51 

July  1,  1894,  balance  unexpended 10, 963. 36 

July  1,  1894,  amount  covered  by  uncompleted  contracts 5, 745. 00 

July  1,  1894,  balance  available 5,218.36 

{Amount  (estimated)  required  for  completion  of  existing  project 257, 936. 71 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  J  une  30, 1896  134, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


Abstract  of  proposals  for  extension  to  breakwater  at  Marquette^  Mich.,  received  at  Duluthf 
Minn.f  by  Maj.  Clinton  B.  Searsy  Corps  of  Engineers,  oxyened  May  IS,  1894. 


No. 


Kaino  aud  udilrcHH  of  bidder. 


For  cribs  and 

auperBtnic- 

ture,  100  feet 

long,  inclnding 

fining,  sinking, 

ana  riprap- 
ping  (per  run- 
ning foot) . 


Total. 


1  ,  Francis  L.  McDonald,  Diiluth.  Minn $04. 85 


2  1  William  McLeod,  Maniatee.  Mich 62. 50 

3  !  (teorce  Taylor,  Dulnth,  Minn •  09. 00 

4  Daniel  W.  Powell,  Edward  Mitchell,  and  John  Mitchell,  of  Mar-  i 
,       qnotte,  Mich '  57.45'    5,745.00 


$6,485.00 


6,250.00 
6,900.00 


Contract  awarded  to  Powell  &.  Mitchell,  with  the  approval  of  the  Chi<'f  of  Engin- 
eers, June  2,  1894. 

Contract  dated  May  28,  1894.     Work  to  bo  completed  by  October  15,  1894. 


CO.MMKKCIAL    .STATISTICS,    MAIUJUKTTK,    MICH. 


Y<?ar.  ArrivalH.     (.'Icarances.;   Ttmnage. 

_  1 

1892 '  782  788         1,474,002 

1893 6(51  '  661  594,90l» 

St«ani 441 

BaU 220 
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Principal  articles  of  export  and  import. 


1 'easel  tonnage. 


Year. 


1893  

1892  

I>ccrca«e 


Tonuage. 


594.900 
1,474,002 


Averi^e 
tonnage. 


900 
041 


887,102 


41 


Crescent  Transportation  Company,  of  Buffalo,  N.  Y.,  is  a  new  line  of  boats  doing 
business  at  this  port. 


I  I    lO. 
IMPROVEMENT  OF  HARBOR  OF  REFUGE  AT  GRAND  MARAIS,  MICHIGAN. 

Theliarbor  of  Graiid  Marais,  Mich.,  was  only  accessible  for  vessels 
drawing  less  than  9  feet.  Once  within  the  bay  there  is  ample  depth 
to  float  the  largest  vessels.  As  a  harbor  of  refuge  it  is  of  pressing 
importance  to  the  shipping  navigating  the  lakes  in  this  vicinity,  as  the 
many  wrecks  in  this  neighborhood  bear  witness. 

The  project  for  the  improvement  of  this  harbor  was  adopted  in  1881, 
and  has  for  its  object  the  creation  of  a  safe  entrance  into  the  bay  for 
vessels  of  the  largest  size.  The  entrance  channel  is  175  feet  in  width, 
protected  by  crib  piers  on  either  side.  The  west  pier  is  now  1,406  feet 
long,  including  100  feet  of  pile  dike,  and  the  east  pier  is  1,153  feet  long, 
including  100  feet  of  pile  dike. 

A  channel  150  feet  wide  and  17  feet  deep  was  dredged  out  between 
the  piers  in  1889. 

An  examination  made  in  June,  1890,  showed  considerable  shoaling, 
and  in  1891  it  was  again  dredged,  this  time  to  a  width  of  175  feet  and 
a  least  depth  of  over  17  feet.  A  partial  survey  made  in  June,  1893, 
shows  a  shoaling  to  14  feet,  principally  opposite  the  portion  of  the  west 
I>icr  which  extends  beyond  the  east  pier,  so  that  with  any  swell  on  it 
will  not  be  safe  to  try  to  bring  in  a  vessel  of  more  than  12  feet  draft. 

An  examination  made  in  June,  1894,  shows  that  there  is  a  least  depth 
of  15.5  feet  along  the  channel,  and  this  is,  as  before,  opposite  the  west 
pier  where  it  extends  beyond  the  east  pier. 

Allowing  for  1  foot  higher  water  this  year  than  last,  shows  a  gain  of 
.5  foot  in  depth,  and  is  due,  probably,  to  the  300  feet  of  extension  to 
the  east  pier,  built  last  season  under  the  contract  with  Powell  &  Mitchell 
in  fofce  at  the  close  of  the  last  fiscal  year. 

To  complete  the  work  according  to  the  approved  i)ioject,  400  feet 
remain  to  be  added  to  the  west  and  000  feet  to  the  east  pier.  If  the 
extension  of  the  i>iers  continues  with  reasonable  celerity,  probably  a 
channel  dredged  to  lull  17  feet  will  not  be  obliterated,  but  will  preserve  a 
depth  sufficient  to  revive  the  commercial  interests  of  this  place,  which 
are  held  in  abeyance  at  present  for  lack  of  this  essential. 
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Large  lumbering  interests  lie  contiguous  to  this  harbor,  which  would 
make  it  a  shipping  point  in  the  event  of  there  being  a  sufficient  depth 
of  water  in  the  channel  to  accommodate  the  vessels  engaged  in  such 
business,  and  I  think  that  it  would  not  be  long  after  obtaining  a  navi- 
gable channel  into  it  before  the  harbor  would  claim  other  distinctions 
than  that  of  a  harbor  of  refuge. 

The  Manistique  Railroad  has  been  completed  to  a  dock  in  the  harbor; 
at  the  other  end  it  connects  with  the  Duluth,  South  Shore  and  Atlantic 
Eailroad.  At  Grand  Marais,  a  sawmill,  long  out  of  use,  is  being  put  in 
condition  to  work,  and  a  shingle  mill  is  about  to  be  built. 

The  entry  between  the  piers  is  an  artificial  one,  and  was  dredged 
through  a  long  sand  spit.  The  piers  cut  ott'  the  supply  of  sand  from 
the  spit  to  the  east,  and  this  portion  is  rapidly  wasting  away  under  the 
action  of  the  currents  and  waves.  It  may  prove  necessary  before  many 
years  to  close  the  old  natural  entry  entirely,  in  order  to  preserve  the 
integrity  of  the  harbor.  A  survey  upon  which  to  base  a  study  of  this 
matter  will  soon  be  undertaken. 

Both  piers  should  be  carried  out  to  20  feet  depth  of  water  before  any 
more  dredging  is  done.  This  will  require  600  feet  of  extension  to  the 
east  pier  and  400  to  the  west  pier,  and  will  require  ftirther  appropria- 
tions. 

Original  estimate  (see  Report  of  Chief  of  Eugineors,  1881,  p.  2053) $450, 000 

Appropriated 261,250 

This  work  is  in  the  collection  district  of  Superior,  Mich. ;  nearest  port  of  entry, 
Marquette,  Mich.;  nearest  light-house,  Big  Sable,  Mich. 

Ahairaci  of  appropriations  for  improving  harbor  of  refuge  at  Grand  Maraie,  Mich, 

By  act  of  Congress — 

Approved  June  14,  1880 $10,000 

Approved  March  3,  1881 20,000 

Passed  August  2,  1882 40,000 

Approved.luly  5, 1884 35,000 

Approved  August  5,  1886 26,250 

Of  August  11,  1888 50,000 

Approve<l  September  19, 1890 50,  000 

Approved  July  13,  1892 30,000 

Total 261,250 

Money  statement. 

July  1,  1893,  balance  unexpended $33,675.07 

June  30,  1894,  amount  expended  during  liscal  year 27, 639. 62 

July  1 ,  1894,  1)alance  unex])end('d 6, 035. 45 

f  Amount  (estimated)  required  for  completion  of  existing  project 188,  750. 00 

;  Amountthat  can  1>o  profitably  expended  in  fiscal  year  ending  June  30, 1896  100,000.00 
j  8abmitte<l  in  compliance  with  requirements  of  sections  2  of  river  and 
I      harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMKKCIAL   STATISTICS. 

ArrivaU  and  rharancen  of  reMHcU  at  (irand  AfaraiHf  Mich. 


VeawU.  I    ArrivaU. 


Clearaiires. 


1892:  , 

Stoamors '  155 

1893:  I 

Steam,  187  (tonna^,  26.645) \  ^^^ 

Sail,  11  <Umnage,  10,000) 5  ^*" 


155 
197 
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Hxporta: 
Fish. 


Principal  articles  of  export  and  import. 


Tons. 

2,200 

Wood 1,250 

Imports: 

Coal 22,000 

General  merchandiso 3, 000 

Lumber 4, 500 

Stone 2,500 

Total 35,450 

Receipts  and  shipments  for  seven  years. 


Year. 


1P87. 
1888. 
1889. 
1890. 


Tons. 


1,910 
6,270 
8,686 
9,405 


Year. 


1891. 
1892. 
1893. 


Tons. 


i.a.'ie 

5.020 
35,450 


Xew  lines  of  transportation. 

Lake  Superior  Transit  and  Fish  Company,  one  steamer  between  Sault  Ste.  Marie, 
Mieb.,  and  Grand  Marais,  Mich. 

Connable  Fishing  Company,  one  steamer  between  Grand  Marais  and  Marquette, 
Mich. 


I  I    II. 

modification  of  harbor  lines  in  superior  bay,  wisconsin. 

Office  of  City  Engineer,  City  of  Superior, 

West  Superior  J  Wis.,  March  12,  1S94.    . 

Dear  Sir:  Inclosed  please  find  map*  of  x>roposed  changes  in  the 
dock  lines  of  Superior  Bay,  accompanied  by  a  copy  of  a  resolution 
passed  by  the  council,  which  will  explain  itself. 
Yours,  very  truly, 

A.  T.  Thomas, 
Maj.  Clinton  B.  Sears,  City  Engineer. 

Corps  of  Engineer Sy  U.  S.  A, 

[First  induraement.] 

U.  S.  Engineer  Office, 

Dulnth,  Minn.,  March  13,  1894. 

Respectfully  submitted  to  the  Chief  of  Engineers,  U.  S.  Army, 
through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer,  with 
recommendation  for  favorable  consideration. 

The  present  dock  lines  were  established  by  the  War  Department 
September  8,  1890.  {See  Report  of  Chief  of  Engineers,  1891,  p.  2516, 
etc.) 

Since  their  establishment,  large  elevator  and  flour  mill  interests  have 
developed  along  the  water  front  at  Old  Superior,  much  beyond  what 
was  anticipated  at  the  time  of  establishment. 

The  proposed  change  is  a  compromise  between  the  extravagant 
demandrfof  the  elevator  and  mill  men  and  my  unwillingness  to  recom- 
mend any  change  whatever. 

The  new  lineis  well  within  the  channel  already  dredged  by  the  United 
States,  so  that  there  will  be  no  encroachment  on  said  channel,  and  the 
space  taken  in  will  enable  established  elevator  and  mill  interests  to  do 

*  Omitted. 
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business  to  better  advantage,  as  they  can  not  gain  ground  to  the  rear 
on  account  of  the  railroad  which  runs  along  parallel  and  close  to  the 
natural  shore. 

The  change  from  the  point  opposite  Stinson  avenue  to  the  mouth  of 
the  Nemadji  is,  in  my  opinion,  an  advantageous  one,  as  it  does  away 
with  an  awkward  reentrant  angle  and  leaves  a  better  line  of  ingress  and 
egress  for  the  entry  and  for  any  slips  that  may  be  hereafter  constructed 
along  this  i>ortion  of  tlie  water  front. 

Clinton  B.  Sears, 
Major,  Corps  of  Engineers. 

[Second  iiidorHcniout.] 

U.  S.  Engineer  Office, 

Detroit,  Mich.,  March  16,  1894. 

EespectfuUy  forwarded  to  the  office  of  the  Chief  of  Engineers. 
In  my  opinion  the  proposed  change  in  the  dock  line,  as  represented 
upon  the  accompanying  tracing,  would  improve  it.     I  therefore  recom- 
mend its  approval  by  the  proper  authority. 

O.  M.  POE, 
Colonel,  Corps  of  Engineers,  etc., 
jyivinion  Engineer,  Northxoest  Division. 

[Third  indor80inent.  1 

Office  Chief  of  Engineers, 

U.  S.  Army, 
March  19,  1S94. 
Respectfully  submitted  to  the  Secretary  of  War. 
The  existing  harbor  lines  on  Superior  Bay  were  established  by  the 
Secretary  of  War,  September  8, 1890.    The  city  of  Superior  now  requests 
approval  of  a  change  in  the  established  lines,  which  chauge  is  shown 
in  red  on  the  accompanying  tracing. 

Inviting  attention  to  the  favorable  reports  of  Maj.  Sears,  the  district 
engineer,  and  Col.  Poe,  the  Division  Engineer,  in  first  and  second  indorse- 
ments hereon,  I  recommend  that  the  proposed  modification  be  approved 
and  that  the  Secretary  phice  his  approval  on  the  tracing  submitted. 

Tiios.  Lincoln  Casey, 
Brig.  Gen.,  Chief  of  EngineerH. 

NoTK. — Tho  harbor  lines  shown  on   the  nuip  w(^ro  appro vo<l  l»v  the   SecTotarv  of 
War,  March  21,  1891. 
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Resolved,  That  it  is  the  sense  of  the  city  council  of  the  city  of  Superior  that  it  is 
to  the  interest  of  Superior  that  the  dock  lines  on  Superior  IJay  be  extended  as  fol- 
lows: 

Beginniu|];  at  a  point  at  tho  angle  in  the  established  dock  lino  on  Superior  Bay, 
opposite  lot  0.  oil  Connors  Point;  thence  running  southeasterly  to  a  point  50  feet 
northeast  of  tho  ostaldished  dock  lino  opposite  the  center  line  of  Stinsou  avenue 
produced;  thence  running  easterly  to  the  west  end  of  the  200-foot  radius  curve  of 
the  present  established  dock  lino  near  the  mouth  of  the  Neniadji  River;  thence  run- 
ning in  an  easterly  direction  to  the  east  end  of  the  said  curve. 

Further  resolved,  That  a  copy  of  this  resolution,  certified  by  the  city  clerk,  and  a 
map  of  the  proposed  change^  certified  by  the  city  engineer,  be  sent  to  Maj.  Soars, 
Corps  of  Engine<*r8,  U.  S.  Army,  requesting  his  approval,  and  that  he  forward  the 
same  to  tho  Secretary  of  War  for  his  official  ai)proval. 

Passed  and  adopted  March  6,  1894. 

Approved  Marcii  9,  1894 

E.  ('.   ICkxxedv. 

Mayor. 

Attest:  CiEoncK  Pktkrson, 

Citi/  Clerk. 


APPENDIX  J  J. 


IMPROVEMENT  OF  RIVERS  AND  HARBORS  ON  WESTERN  SHORE  OF  LAKE 

MICHIGAN. 


REPORT  OF  MA  J,  JAMES  F,  GREGORY ,  CORPS  OF  ENGINE  ERSy  OFFICER 
IN  CHARGE,  FOR  THE  FISCAL  FEAR  ENDING  JUNE  30,  1894,  WITH 
OTHER  DOCUMENTS  RELATING  TO  THE  WORKS. 


IMPROVEMENTS. 


1.  Manistiqiie  Harbor,  Michigan. 

2.  Cedar  River  Harbor,  Michigan. 

3.  Menominee   Harbor,   Michigan    and 

Wisconsin. 

4.  Menominee     River,     Michigan     and 

Wisconsin. 

5.  Oconto  Harbor,  Wisconsin. 

6.  Pensankeo  Harbor,  Wisconsin.  • 

7.  Green  13ay  Harbor,  Wisconsin. 

8.  Sturgeon    Bay   and    Lake  Michigan 

Ship  Canal,  Wisconsin. 

9.  Operating  and  care  of  Sturgeon  Bay 

and   Lake  Michigan  Ship   Canal, 
Wisconsin. 

10.  Harbor    of  refuge    at    entrance    of 

Sturgeon  Bay  and  Lake  Michigan 
Ship  Canal,  Wisconsin. 

11.  Ahnapec  Harbor,  Wisconsin. 


12.  Kewannee  Harbor,  Wisconsin. 

13.  Two  Rivers  Harbor,  Wisconsin. 

14.  Manitowoc  Harbor,  Wisconsin. 

15.  Sheboygan  Harbor,  Wisconsin. 

16.  Port  Washington  Harbor,  Wisconsin. 

17.  Harbor  of  refuge  at  Milwaukee  Bay, 

Wisconsin. 

18.  Milwaukee  Harbor,  Wisconsin. 

19.  Racine  Harbor,  Wisconsin. 

20.  Kenosha  Harbor,  Wisconsin. 

21.  Waukegaii  Harbor,  Illinois. 

22.  Fox  River,  Wisconsin. 

23.  Operating  and  care  of  locks  and  dams 

on  Fox  River,  Wisconsin. 

24.  Removing  sunken    vessels  or  craft 

obstructing  or  endangering  navi- 
gation. 


HARIIOR    LINES. 


25.  Oconto  Harbor,  Wisconsin. 


United  States  Engineer  Office, 

MiiwauJcee,  Wis.,  July  7,  1894. 

General:  I  have  the  honor  to  transmit  herewith  annual  report  for 
the  works  of  river  and  harbor  improvement  in  my  charge  for  the  fiscal 
year  ending  June  30,  1894. 

Very  respectfully,  your  obedient  servant, 

Jaxes  F.  Gregory, 

Major  of  Engineers. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  S.  A- 

2041 


2042      REPORT   OF   THE    CHIEF   OF   ENGINEERS,'  U.  S.  ARMY. 

J  J    I. 

IMPROVEMENT  OF  MANISTIQUE  HARBOR,  MICHIGAN. 

Object, — To  secure  a  navigable  channel  from  Lake  Michigan  into  the 
mouth  of  the  Manistique  River,  where  the  harbor  of  Manistique  is  sit- 
uated. 

Project, — Tlie  original  project,  adopted  in  1880,  provided  for  the 
excavation  of  about  20,000  cubic  yards  of  material  to  complete  a  chan- 
nel 150  feet  wide  and  12  feet  deep  between  the  piers  constructed  by 
local  enterprise  at  the  mouth  of  the  Manistique  River. 

Fresent  works, — No  (construction  work  was  done  by  the  United  States 
Government.  The  piers  were  built  and  are  still  owned  by  private  par- 
ties. 

J)epth  of  tcater, — Originally  there  was  a  depth  of  7  feet,  which  was 
increased  to  10  feet  before  any  appropriation  had  been  made  by  the 
Government.  A  survey  made  May  12,  1892,  showed  at  that  date  a 
channel,  between  the  piers,  of  navigable  widtli  with  a  depth  of  13  feet. 
The  outer  bar  was  not  clearly  defined,  but  the  ruling  depth  over  it 
appeared  to  be  about  11  feet.  Dredging  by  private  enterprise  was  in 
progress,  increasing  the  depth  of  water  over  the  outer  bar. 

Operations  during  the  fiscal  year, — There  were  no  operations  during 
the  fiscal  year  ending  June  30,  1894. 

Remarks  and  recommendations. — The  only  work  by  the  United  States 
at  this  harbor  has  been  the  removal  of  11,780  cubic  yards  of  material 
in  1880,  under  a  contract  with  the  Chicago  Lumbering  Company. 

In  October,  1880,  a  survey  of  the  harbor  showed  that  the  direction 
of  the  piers  lay  across  the  natural  channel.  The  company  which  had 
built  the  piers,  and  had  also  the  contract  for  dredging,  found  it  neces- 
sary at  this  tiuie  to  renew  about  330  fee't  of  the  west  pier,  which  had 
been  washed  away.  The  superintendent  of  the  company  was  notified 
by  the  oilicer  in  charge,  Maj.  H.  M.  Robert,  that  the  pier  lines  would 
hnve  to  be  rectified  to  conform  to  the  natural  channel.  The  company 
declined  to  comply  with  this  demand,  and  their  contract,  which  liad 
been  extended  from  December,  1880,  to  June  1,  1881,  was  annulled. 
There  have  been  no  operations  at  this  harbor  since,  and  no  money  is 
asked  for  its  improvement. 

Eatimated  cost  (seo  Report  Chief  of  Engineers,  1880,  p.  1931) $6,000.00 

APPROnaATIONS. 

Act  of— 

.Inne  14,  1880 $5,000.00 

March  3,  1881 1,000.00 

Total 6,000.00 

Money  statement. 

.Jnly  1,  1893,  balance  unexpended $2,  499. 40 

.June  30,  1894,  amount  expended  during  fiscal  year 71. 00 

J  nly  1 ,  1894,  balance  unexpended 2, 428.  4o 


(.'OMMKRCIAL    STATISTICS    FOR    THE    CALEXDAR    YEAR    ENDING     DECEMBER    31,    1893. 
[Furnished  by  Mr.  W.  II.  nill,  secretary  Chicago  Lumbering;  Company.] 

Naino  of  harbor,  Manistique,  Mich.    Collection  district,  Superior,  Mich.     Nearest 
light- house,  Poverty  Island,  Michigan. 
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Arrivals  and  departures  of  vessels. 

DeacnptioD. 

Arriyals. 

Departares. 

Number. 

Tonnage. 

Number. 

294 

172 

Tonnage. 

Stonin . , .  r -  - 

294 
172 

110,284 
48,085 

110  284 

Sail - - - 

48.085 

« 

Total  . . . '. 

466 

158.868 

466 

158,369 

Principal  articles  of  export   and  import. 
BY  WAY  OF  THE  HARBOR  ONLY. 


Exports. 


Barrels  (oil,  empty)  — 

Beer 

CaUle 

Com 

Fish 

Hides 

Iron,  pig 

Lafh 

Lime  and  cement 

Lumber 

Iferchandise  (general). 

Oats 

Pickets  (fence) 

Posts  '.fence) 

Shingles 

Ties(R.R.) 


Total. 


Tons. 


33 

10 

4 

4 

'?i 

6,796 

5,137 

10 

127,500 

135 

48 

2,253 

299 

919^ 

2,030 


147,  2431 


Total  approximate  value I  $1, 385, 000 


Imports. 


Apples 

Beans 

Beer 

Brick 

Cattle 

Cement 

Coal  and  coke 

Com 

Flour 

Hay 

Iron  and  steel 

Merchandise  (general) 

Oats 

Oil 

Pork  and  beef 

Salt 


Total. 


Tons. 


21 

8 

14 

1,278 

30 

145 

3,444 

23 

95 

538 

47 

i.aoi 

3261 
225 
644 
101 


7.700 


Total  approximate  value $310, 000 


Note. — Id  regard  to  the  exports  and  imports  by  all  ways  of  transportation,  Mr.  W. 
H.  Hill,  secretary  Chicago  Lumbering  Company,  states  as  follows : 

I  can  not  give  you  the  amounts  by  railway,  as  the  station  agent  does  not  care  to 
go  through  tne  old  bills.     Our  own  business  by  rail  was : 


EXPORTS. 


Lime 


13 


Tons. 
300 


Pig  iron 20,000 

Total 33,300 


Total  approximate  value $356, 000 

IMPORTS. 

Flour 

Oats 

Hay 

Iron  ore 


Coal 

Merchandise  (general) 


559 
160 
400 
20,000 
200 
600 


Total 21,919 


Total  approximate  value $128, 500 

This  is  approximate,  as  we  do  not  keep  the  close  record  by  rail  that  we  do  by  water. 


J  J  2. 

IMPROVEMENT  OF  CEDAR  RIVER  HARBOR,  MICHIGAN. 

Object — To  secure  a  navigable  channel  from  Green  Bay  into  Cedar 
Eiver,  where  the  harbor  of  Cedar  Elver  is  located. 
Project. — The  original  project,  adopted  in  1883,  provided  for  the  con- 
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struction  of  two  parallel  piers  200  feet  apart,  extending  from  the  montli 
of  Cedar  River  to  the  16-foot  contour  in  Green  Bay,  and  dredging  a 
channel  between  them  14  feet  deep  5  also  removing  an  outer  shoal  by 
dredging  to  a  depth  of  15  feet. 

A  modification  of  this  project,  approved  in  1884,  provided  for  con- 
tinuing the  piers  in  a  direct  line  with  the  part  already  built,  instead  of 
at  an  angle,  as  originally  proposed. 

Present  works, —  Pile  piers  lined  with  sheet  piling:  (1)  east  pier,  754 
feet  in  length,  IG  feet  wide;  (2)  west  pier,  301  feet  in  length,  IG  feet 
wide.    All  were  built  in  188«3-1885  and  are  in  good  condition. 

Depth  of  water. — Originally  8  to  10  feet;  obstructed  by  a  3-foot  bar 
in  front  of  the  mouth. 

A  survey  made  in  April,  1894,  showed  a  narrow  channel  with  a  gov- 
erning depth  of  14  feet. 

Operations  during  the  fiscal  year, — There  were  no  operations  during 
the  fiscal  year  ending  June  30,  1894. 

Remarhs  and  recommendations. — Work  was  suspended  at  this  harbor 
in  November,  1885,  and  has  not  been  resumed  by  the  United  States 
since  that  date.  It  is  reported  that  some  dredging  was  done  by  private 
enterprise  in  1891  and  1892. 

In  view  of  the  small  amount  of  commerce  likely  to  be  benefited  by 
its  completion,  no  appropriation  for  continuing  the  improvement  has 
been  recommended  since  1885. 

Original  estimate  (sec  Report  of  Chief  of  Engineers,  1882,  p.  2121) $138,  000 

APPIiOPlUATIOXS. 

Act  of — 

Augn8t2.  1882 $15,000 

July  5,  1884 15,000 

Total 30,000 

Money  statement 

July  1 ,  1893,  balance  unexpended $1, 895. 07 

June  30,  1894,  amount  expended  during  tiscal  year 86. 04 


July  1,  1894,  balance  unexpended 1, 809.  03 

108,  000. 00 
ronuiremeuts  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867. 


!  Amount  (estimated)  required  for  completion  of  existing  project 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 


COMMERCIAL   STATISTICS    FOK   TIIK   CALENDAR  YEAR  EXDIN<f  DECEMBER  31,  1893. 
[  FiirniHlu'l  by  Mr.  Joatw  Spalding,  prcaideut  of  Spalding  Lumber  Coraimny.] 

Name  of  harbor,  Cedar  River,  Mich. ;  collection  district,  Superior,  Mich. ;  nearest 
light-house,  on  north  pier-head.  Cedar  Kiver  Harbor,  Michigan. 

Arrivals  and  departures  of  ve^isels. 


Dem-ription. 

i 

1 
N 

J 

1 

Airi> 
uinbcr. ' 

215 
20.) 

•als. 
Tonnaji^- 

Depa 
Number. 

rtures. 
Tonnage. 

Steam 

Sail 

50.200 
02.  500 

2L5 
200 

50,200 
62,500 

1 

Total 

1 

•115 

1 J  2.  700 

415 

112,760 

i 
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Principal  articles  of  export  and  import. 
BY  WAY  OF  THE  llARBOi:  ONLY. 


Articles. 


BXPORT8. 

Bark  (tan) 

Fiah 

Hides 

Lath 

Lumber 

Pickets  (fence) 

Poles  (telegraph) 

Posts  (fence) 

Pulp  -wood 

Shingles 

Ties  (railroad) 


Quantity. 


Tons. 
42 
J5 
5J 
l,501i 
44, 812J 
150 
146 
3,230 
150 
2,175 
10, 010 


Total I      «2,237i 


Apples 
Beer... 
Briok.. 
Bntter. 
Cattle  . 


IMPORTS. 


15 

115 

20 

3 

78 


ArticleH. 


IMPORTS — continued . 


Coal  and  coke. 
Com 


KggH 

Flour 

Hay 

Lime  and  cement 

Merchandise,  general 

Mill  stuffs 

Oate 

Oil 

Pork  and  beef 

Potatoes 

Provisions 

Salt 

Saw  logs 


Total 


Quantity. 


Ton». 
126 
66 

0| 
172 
475 

40 
15 
282 
55 
33 
14 
31 
15 
3,600 


5,160 


Total  approziniatt'  value $176, 000 


J  J  3. 
IMPROVEMENT   OF   MENOMINEE    HAliBOR,  MICHIGAN    AND   WISCONSIN. 

Object — To  secure  a  navigable  channel  from  Green  Bay  into  the 
Menominee  Eiver,  where  the  harbor  of  Menominee  is  situated. 

Project. — The  original  project,  adopted  in  1871,  provided  for  the  con- 
stniction  of  two  parallel  piers  400  feet  apart,  extending  from  the  mouth 
of  the  river  to  the  15-foot  contour  in  Green  Bay,  and  dredging  a  channel 
between  them  14  feet  deep.  In  1874  it  was  decided  to  extend  the  piers 
to  the  16-foot  contour. 

Present  worJcs, — (1)  Korth  pier,  1,854  feet  in  length,  consisting  of  585 
feet  of  slab  pier  20  feet  wide;  GOO  feet  of  pile  pier,  481  feet  of  the  same 
having  a  width  of  14  feet  and  128  feet  a  width  of  18  feet;  060  feet  of 
cribs,  610  feet  with  a  w  idth  of  20  feet,  and  50  feet  with  a  width  of  24 
feet.  (2)  South  pier,  2,710  feet  in  length,  consisting  of  1,900  feet  of 
pile  pier,  1,804  feet  having  a  width  of  14  feet  and  96  feet  a  width  of  18 
feet,  and  810  feet  of  cribs  20  feet  wide. 

The  pile  piers  were  built  in  1871-1874  and  the  cribs  1876-1884.  The 
cribs  are  in  good  condition.  The  north  pile  pier  was  rebuilt  above  the 
water  line  in  1889  and  is  in  good  condition.  The  south  pile  pier  is  much 
decayed  and  should  be  rebuilt  above  the  water  line. 

Depth  of  water. — Originally  4  feet.  The  channel  now  is  200  feet  wide 
and  16  feet  deep  the  full  length  of  the  harbor  piers,  and  connects  the 
16-foot  channel  in  the  Menominee  Kiver  with  water  of  the  same  depth 
in  Green  Bay. 

Operations  during  the  fiscal  year. — There  were  no  operations  during 
the  fiscal  year  ending  June  30,  1894. 

Remarlcs  and  recommendations, — The  full  amount  of  the  original  esti- 
mate for  the  improvement  of  this  harbor  has  been  appropriated  and 
the  object  sought  is  obtained. 

Arrangements  have  been  made,  to  go  into  effect  early  in  July,  1894, 
for  a  line  of  steamers,  each  carrying  24  loaded  freight  cars,  to  ply  across 
Green  Bay  and  Lake  Michigan,  between  Menominee  and  Frankfort, 
thereby  establishing,  in  conjunction   with   existing  railways,  a  new 
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through  route  of  transportation  between  the  Atlantic  seaboard  and  the 
West. 

Of  the  1,900  linear  feet  of  the  south  pile  pier,  built  in  1871-1874,  at 
least  1,000  linear  feet  should  be  rebuilt  above  the  water  line  without 
delay.  A  section  of  this  pier  covering  about  315  linear  feet  was  badly 
damaged  by  a  freshet,  the  line  of  piling  forming  its  channel  face  being 
undermined,  rendering  a  new  line  of  piling  necessary.  Some  damage  of 
the  same  character  has  also  been  caused  by  the  working  of  the  wheels 
of  heavily  laden  propellers  that  grounded  near  the  pier. 

An  appropriation  of  $15,000  is  recommended  to  make  the  repairs  now 
needed  to  this  pier. 

Original  estimate  (see  Report  of  Chief  of  EngiueerH,  1874,  Part  I,  p.  139) . . .  $212, 000 


APPROPRIATIONS. 


Act  of— 

March  3, 1871 $25,000 

June  10, 1872 25,  000 

March  3, 1873 25,000 

June  23, 1874 25,000 

March  3,  1875 25,000 

August  14, 1876 8,000 

Juno  18,  1878. 10,000 

March  3,  1879 10,000 

June  14,  1880 10,000 


Act  of— 

March  3,  1881 $12,000 

Augusts,  1882 15,000 

July  5, 1884 10,000 

August  5, 1886 3,000 

August  11, 1888 9, 000 

Miscellaneous  receipts  cred- 
ited to  appropriations 62 


Total 212,062 


Money  statement. 


July  1,  1893,  balance  unexpended, 
July  1;  1894,  balance  unexpended 


$132.32 
132. 32 


{Amount  (estimated)  required  for  completion  of  existing  project 15,  000. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896    15,  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  the  sundry  civil  act  of  March  3, 1893. 


COMMKRCIAL   STATISTICS   FOR  TIIK   CALRNDAR   YEAR   KXDIN'G   DECEMBER  31,    1893. 

[FurniAhed  by  John  Joiner,  deputy  collector  of  custoniB.] 

Name  of  harbor,  Menominee,  Michigan  and  Wisconsin;  collection  district,  Supe- 
rior, Mich. ;    nearest  light-house,  Menominee,  Mich. 

Arrivah  and  departures  of  vesseh. 


DoAcriptioii. 


Steam 

Sail 

Total 


Arrivals. 

Depa 
Number. 

620 
414 

1.034 

krtures. 

Xumber. 

Tonnage. 

Tonnage. 

Cll 
395 

175, 700 
68.220 

178,666 
82,168 

l.OOG 

243.086 

260,833 
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Prineipal  articles  of  export  and  import. 
BY  WAT  OF  THE  HABBOR  ONLY. 


Articles. 


EXPORTS. 


Coal 

Fish 

Lath 

Luinber 

Pickets,  fence 

Sand 

Shinj;!^ 


Total 

Total  approximate  value 

Uf  PORTS. 

Agricultural  impicmenta 
Apples 


Quantity. 


Articles. 


Tons. 

23 

25 

1,064 

329,211 

585 

150 

002 


1  .M  PORTS — coji  tin  \hh\ 


331,962 


$2,700,000 


Brick.. 
Butter. 
Coal... 

Etfgs  - 
Ha^ 


/ay 

Iron 

Merchandise,  ccneral. 

OU 

Pork  and  beef 

Posts,  fence 

Potatoes 

Salt 

8u>oe 

Wood 


Total 


Quantity. 


Tont. 

2,236 

89 

11,305 

5 

945 

129 

2,500 

S5 

155 

228 

6 

697 

1,155 

1,275 


20.878 


COMMERCIAL  STATISTICS   FOR  THE   CAXEXDAR  YEAR   ENDING  DECEMBER  31,  1893. 

[Furnished  by  B.  H.  Anderly,  deputy  collector  of  customs.] 

Name  of  harbor,   Marinette,  Wisconsin;    collection    district,   Milwaukee,   Wis.; 
nearest  light- house,  on  north  pier  head,  Menominee,  Mich. 

Arrivals  and  departures  X)f  resseh. 


Description. 

Arr 
Number. 

ivaLs. 
Tonnage. 

90,316 
128.  046 

Do  pa 
Number. 

282 

irtures. 
Tonnage. 

St^Am              ... 

283 
453 

ftO  QUA 

Sail 

453  1          128.037 

Total 

736  1        218,  362 

735 

217  995 

Principal  articles  of  export  and  import. 
BY  WAY  OF  HARBOR  ONLY. 


Articles. 


Fish 

Latli 

Lumber. 
Shingles. 


EXPORTS. 


Total 


Brick 

Butter 

ChfW-'se 

Coal  and  coke. 
Egga 


IMPORTS. 


Quantity. 


Tana. 

400 
2,  396i 
346, 873^ 

877i 


350,547i 


316 

H 
1 

31,  701 


Articles. 


IMPORTS— continued. 

Fish 

Hay 

Iron  and  .steel 

Mercliandise,  general 

Oats 

Oil 


l*otatoe8 

Salt 

Stone  ... 
Wood..., 


Total 


Quautity. 


Tons. 
475 
203 
14 
6.000 
8 
337i 
7 
75 
2,296 
872i 


42,308 


J  J  4. 
IMPROVEMENT  OF  MENOMINEE  RIVER,  MICHIGAN  AND  WISCONSIN, 

Object, — The  formation  of  a  channel  of  navigable  width  16  feet  deep 
from  Green  Bay  to  N.  Ludington  Company's  mill,  Marinette,  Wis.,  a 
distance  of  about  2  miles. 
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Project. — Theoriginal project,  approved  October 2,1890, for  theexpend- 
iture  of  $54,000,  appropriated  by  act  of  September  19,  1890,  was  for 
dredging  a  chaunel  200  feet  wide  and  10  feet  deep  from  Green  Bay  up 
the  Menominee  Elver  as  far  as  available  funds  would  admit. 

The  modified  i)roject,  approved  July  2G,  1892,  provides  for  reducing 
the  width  of  the  u]>per  end  of  the  channel  to  100  feet  for  a  distance  of 
about  2,000  feet. 

Present  works. — The  i)iers  of  the  Menominee  Harbor  improvement 
render  construction  works  unnecessary  for  the  Menominee  liiver 
improvement. 

Depth  of  xcater. — The  lower  section  of  the  channel,  200  feet  wide 
and  about  9,300  feet  long,  has  been  dredged  to  the  required  dei)th  of 
IG  feet,  with  the  exception  of  about  800  linear  feet,  where  the  width 
varies  from  160  to  190  feet. 

A  shoaling  of  from  1  to  2  feet  has  since  occurred  in  places,  but  there 
is  a  depth  of  16  feet  over  the  larger  portion  of  the  area  dredged.  The 
upper  section  is  about  2,400  feet  long  and  100  feet  wide.  About  2,200 
linear  feet  of  this  section  has  been  dredged  to  a  depth  of  Ki  feet,  leaving 
only  200  linear  feet  to  be  dredged  in  addition  to  re-dredging  where 
shoaling  has  occurred. 

Operations  during  the  fiscal  year, — By  hired  labor  work  was  in  prog- 
ress at  the  beginning  of  the  fiscal  year. 

The  work  consisted  of  dredging  with  United  States  dredge  No.  1,  and 
the  removal  of  hardpan  by  drilling  and  blasting  with  the  Government 
drilling  plant. 

Dredging  was  continued  until  November  23;  suspended  during  the 
winter;  resumed  March  31,  and  closed  for  lack  of  funds  May  31,  1894. 
Seventy-nine  thousand  three  hundred  and  thirty  cubic  yards  of  material 
were  removed  during  the  fiscal  year,  making  the  aggregate  since  the 
beginning  of  improvement  382,820  cubic  yards. 

Drilling  and  blasting  hard  pan  was  comx)leted  July  17, 1893.  The  area 
drilled  from  July  1  to  17  was  4,400  square  feet.  This  quantity  added 
to  38,550  S(|uare  feet  previously  drilled  makes  the  total  area  drilled 
and  blasted  since  the  commencement  of  the  work  42,950  squjire  feet. 

Necessary  repairs  were  made  to  the  dredge,  dump  scows,  and  tug 
during  the  winter  of  1893-'94. 

Remarks  and  recommendations, — The  formation  of  a  channel  having 
a  uniform  width  of  200  feet  was  originally  contemplated,  but  for  reasons 
fully  set  forth  in  the  Chief  of  Engineer's  Keport  for  1891,  pp.  2529-2530, 
it  was  deemed  advisable  to  reduce  the  upt)er  2.600  linear  feet  to  a  width 
of  100  feet. 

A  comparison  of  the  surveys  made  in  1889  and  1894  indicates  that 
over  the  area  thus  far  dredged  considerable  shoaling  has  occurred  in 
places.  Some  4,000  linear  feet  of  the  channel  banks  are  not  yet  pro- 
tected by  docks,  and  it  is  believed  that  a  large  percentage  of  deposit 
comes  from  this  source. 

For  the  maintenaniie  of  the  channel  an  appropriation  of  ^5^10,000  is 
recommended. 

Original  estimate  (sec  lloiisc  Kx.  Doc.  \o.  34,  Fifty-first  Congress,  first 

session ) $109, 609. 80 

Revised  estimate  (see  Report  of  Chief  of  Engineers  1891,  pp.  2529-2530).       74, 500.  00 

AIMMIOPIIIATIONS. 

Act  of— 

September  19,  1890 $54,000.00 

July  13,  1892 20,500.00 

Miscenaneous  receipts  credited  to  appropriations 80.03 

Total 74,580.03 
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Money  statemenL 

July  1,  1893,  balance  unexpended $12, 958, 63 

Idiscellaneous  receipts  credited  to  appropriation 26. 53 

12, 985. 16 

June  30,  1894,  amount  expended  diiriug  fiscal  year 12, 710. 89 

Jnly  1,  1894,  balance  unexpended 274. 27 


'  Amonut  (estimated)  required  for  completion  of  existing  project 10, 000. 00 

Amount thatcanbeprofitablyexpendedinfiscalyearendingjune,30.1896    10,  000.00 
I  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  add  of  sundry  civil  act  of  March  3,  1893. 


COMMERCIAL  STATISTICS   FOR   THE    CALENDAR    YEAR   ENDING    DECEMBER   31,   1893. 

The  commercial  statistics  for  the  Menominee  River  are  the  same  as  for  Menominee 
Harbor,  Michigan,  and  Marinette;  Wis. 


J  J   5. 

IMPROVEMENT  OF  OCONTO  HARBOR,  WISCONSIN. 

Object. — To  secure  a  navigable  channel  from  Green  Bay  up  the  Oconto 
River  to  the  city  of  Oconto. 

Project. — The  original  project,  adopted  in  1882,  provided  for  the  for- 
mation of  a  channel  100  feet  wide  and  8  feet  deep  by  extending  the  slab 
pier  built  by  the  city  to  the  10-foot  contour  in  Green  Bay,  and  dredging 
between  the  piers  and  up  the  river  to  Section  Street  bridge,  a  distance 
of  about  2  miles,  the  piers  to  be  parallel  to  each  other  and  150  feet 
apart. 

Present  tcorli, — (1)  ^NT orth  pier,  1,  G03  feet  long,  20  feet  wide.  For  1,100 
feet  the  piles  are  5  feet  apart;  for  the  remaining  503  feet  the  piles  are 
4  feet  apart  on  the  channel  side,  and  2  feet  apart  on  the  outer  side,  the 
latter  being  provided  with  wale  timbers,  cross-ties,  and  tie-rods.  The 
filling  is  composed  of  slabs  and  edgings  ballasted  with  sand.  (2)  South 
pier,  2,151  feet  long,  20  feet  wide.  For  1,850  feet  the  piles  arc  5  feet 
apart;  the  remaining  351  feet  is  close  piling.  The  filling  is  composed 
of  slabs  and  edgings  ballasted  with  sand,  except  the  outer  301  feet, 
which  is  covered  with  2  feet  thickness  of  stone.  (3)  The  outer  side  of 
the  south  pier,  beginning  300  feet  from  the  outer  end  for  a  distance 
of  1,000  feet,  is  protected  from  ice  pressure  by  a  line  of  close  piling, 
thence  shoreward  for  a  distance  of  850  feet  by  riprap.  (4)  Additional 
stability  is  given  to  1,850  feet  of  the  south  pier  by  a  line  of  piles  on  the 
channel  side  3  feet  apart,  provided  with  wale  timbers,  cross-ties,  and 
iron  tie-rods  at  intervals  of  9  feet. 

Depth  of  tcater, — Originally  2  feet,  increased  to  3.^  feet  by  local  enter- 
prise. 

Soundings  taken  April  24  and  25, 1894,  showed  governing  depths  as 
follows:  At  the  entrance,  a  narrow  channel  close  to  the  south  pier, 
about  7  feet;  thence  up  the  river  to  Spies'  mill,  a  distance  of  9,000  feet, 
6 J  feet;  thence  to  Section  Street  bridge,  4,000  feet,  from  3i  to  4  feet. 

The  dredging  done  in  June,  1894,  increased  the  navigable  depth  at 
the  entrance  to  10  feet. 

Operations  during  the  fiscal  year, — United  States  Dredge  ]So.  1  was 
transferred  from  Menominee  June  3,  1894,  and  dredging  was  begun  on 
the  6th.  During  the  remainder  of  the  month  17,015  cubic  yards  of 
material  were  removed  from  between  the  piers. 

ENG  94 129 
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Remarlcs  and  recommendations, — In  order  to  maiutaiu  a  depth  of  8 
feet  of  water  periodical  dredging  will  be  necessary.  The  piers,  being 
of  a  frail  character,  will  require  frequent  repairs. 

At  the  request  of  the  local  authorities  and  citizens  interested,  harbor 
lines  for  the  north  side  of  the  river  were  agreed  upon,  and,  under  date 
of  Juno  23, 1893,  approved  by  the  Secretary  of  War. 

A  survey  made  in  August,  1893,  for  the  purpose  of  establishing 
permanent  marks  to  define  the  harbor  lines  approved  June  23, 1893, 
indicated  that  lines  slightly  divergent  would  approximate  more  nearly 
to  the  natural  river  bank  and  be  in  every  way  better.  The  desired 
change  was  made  and  approved  by  the  Secretary  of  War  October  2, 
1893,  and  permanent  marks  established  for  their  identification. 

It  is  understood  that  the  parties  most  interested  in  this  improve- 
ment arc  desirous  of  a  modification  of  the  project  now  in  force,  the 
object  being  to  abandon  further  improvement  of  the  long  stretch  of  river 
and  in  lieu  thereof  secure  an  outer  harbor  or  a  greater  depth  of  water 
at  the  entrance,  but  the  scheme  has  not  yet  jvssumed  definite  form. 

For  maintenance  and  preservation  it  is  estimated  that  $10,000  will 
be  needed  for  the  fiscal  year  ending  June  30, 1890. 

Estimated  cost  (sco  Report  of  Chief  of  Engineers,  1883,  j).  1646) $150,000 

APPROrRIATIOXS. 

Act  of^ 

March  3, 1891 $10,000 

August  2, 1882 15,000 

Julys,  1884 15,000 

August  5, 1886 8, 000 

August  11, 1888 20,000 

July  13,1892 3,000 


Total 71,000 

Money  statement 

July  1, 1893,  balance  unexpended $3, 089. 33 

J uuo  30, 1894,  amount  expended  during  fiscal  year 1, 534. 85 

July  1, 1894,  balance  unexpended 1, 554. 48 

July  1,  1894,  outstanding  liabilities 16. 18 

July  1,  1894,  balance  available 1,538.30 


Amount  (estimated)  required  for  completion  of  existing  project 79,  000. 00 

Amount  that  can  be  profitably  expended  in  fiscalyear  ending  June  30, 1896    10, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMKRCIAL    STATISTICS    FOR    TIIK    CALENDAR   YKAR    ENDING     DECEMBER    31,    1893. 

[Furainbetl  by  Mr.  W.  H.  Young,  mayor.] 

Name  of  harbor,  Oconto,  Wis. ;  collection  district,  Milwaukee,  Wis. ;  nearest  light- 
house, Sherwood  Point,  Wis. 

Arrivals  and  departures  of  vessels. 


DcHcription. 

Arr 
Niiral>or. 

212  ; 
82  ' 

ivals. 

N, 

Doimrtiirea. 

Tonnage. 

12,800 
4,750 

Limbor. ,    Tonnage. 

Stoaiii 

210              12.540 
82                4  750 

Sail 

Total 

294  I 

17,550 

292  1            17,2»0 

1 
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Principal  articles  of  export  and  import. 
BY  WAY  OF  THE  HARBOR  ONLY. 


A  rticle.s. 


EXPORTS. 

Apples 

B«er 

Hah 

Iron  and  steel 

Lath 

Lumber 

Merchandise,  general  .. 

Oats 

Oil 

Saw  logs 

Shingle.** 

Ties,  railroad 

Wood 

Total 

Total  approximate  value 


Quantity- 


Tons. 

15 

1,575 

400 

100 

550 

7,500 

300 

n 

45 

3,000 

450 

375 

2.000 

16, 311i 

fl86,000 


Articlert. 


Quantity. 


IMPORTS. 

Apples 

Bark  (tan) 

Brick 

Coal  and  coke 

Iron  and  steel 

Lime  and  cement 

Merchandise,  general. . . 

Oil ..* 

Plaster  land 

Pork  and  beef 

Potatoes 

Provisions 

Saw  logs 

Stone 

Wood 

Total 

Total  approximate  value 


Toji*. 

224 

880 

1.400 

5!H),000 

25 

240 

3,000 

00 

40 

120 

14 

15.000 

18,000 

2,100 

500 

541. 431^ 

$506, 100 


BY  ALL  WAYS  OF  TRANSPORTATION. 


EXPORTS 

Agricultural  implements 

Apples 

Baric,  tan 

Barley 

Beans 

Beer 

Brick 

Butter 

Cattle 

Coal  and  coke 

Fish 

Flour 

Hav 

Hi(ies 

Hogs 

Iron  andst«el 

Lath 

Lime  and  cement 

Lumber 

Merchandise,  general 

Millstufls 

Oatj» 

Oil 

Pea«e 

Plaster,  land 

Pork  and  Ix-ef 

Poles,   telegraph 

Post.H,  fence 

Potatoes 

I'rovisions 

Rve 

Salt 

Saw  logs 


Shingles 
Ties,  railroad. 

Wheat 

Woo<l 

Wool 


Total 


Tons. 

240 

75 

2,750 

470 

24 

3.832^ 

306 

0 

67i 

10.000 

1.000 

376 

1,500 

50 

100 

100 

412^ 

144 

105,  000 

1,200 

500 

336 

135 

G 

100 

216 

4,080 

13,300 

78 

3,000 

11 

180 

3,000 

3,000 

5,600 

360 

7,600 

9 


109,  ICOi 


Total  approximate  viduo '$2,024,000 


IMPORTS. 

Agricultural  imjdements. 

Apples 

BarK,  tan 

Barley 

Beer 

Brick 

Cattle 

Chairs 

Cheeso 

Coal  and  coke 

Corn 


^«K8 

Fish 

Flour 

Furniture 

Hay 

Hogs 

Iron  and  steel 

Leather 

Lime  and  cement 

Lumber 

Malt 

Marble 

Merchandise,  general 

Millstiifta 

Oats 

Oil 


l^ease 

Plaster,  land 

Pork  and  bocf 

l*otatoe8 

Provisions 

Kve 

Salt 

Sash,  doors  and  blinds. 

Saw  lojjs 

Shingles 

Stone 

AVheat 

Wood 


Total 


Tons. 

228 

60 

2, 750 

45 

210 

1.642 

3G0 

40 

10 

700,  000 

112 

100 

860 

2,  250 

80 

40 

52 

1 

480 

4,  000 

10 

18 

6,000 

4,000 

384 

180 

00 

100 

240 

27 

3,000 

1)0 

180 

150 

18, 000 

120 

2,100 

180 

025 

748, 788i 


Total  ap]>roxiinato  valuo $1,  TOO,  400 


2052      REPORT   OP   THE    CHIEF   OF   ENGINEERS,  U.  S.  ARMY. 

J  J  6. 

IMPROVEMENT  OF  PENSAUKEE  HARBOR,  WISCONSIN. 

Object. — To  secure  a  navigable  channel  from  Green  Bay  into  the 
Pensaukee  Kiver. 

Project, — The  original  project,  adopted  in  188^5,  provides  for  contin- 
uing a  slab  pier,  which  had  been  built  by  private  enterprise,  until  it 
should  reach  the  10-foot  contour  in  Green  Bay,  and  dredging  a  channel 
south  of  it  to  a  depth  of  10  feet  and  width  of  100  feet,  connecting  the 
deep  water  in  the  river  with  the  deep  water  in  the  bay. 

Present  ivories, — (1)  A  slab  pier,  1,300  feet  long  and  20  feet  wide, 
filled  with  slabs  and  edgings  and  ballasted  with  sand  and  stone.  It 
was  built  in  1883,  and  repaired  in  1885  and  1891.  (2).  One  thousand 
six  hundred  feet  of  slab  pier,  built  by  private  enterprise,  was  nearly 
all  destroyed  by  a  storm  in  1885.  The  destruction  of  this  work  left  the 
portion  of  the  pier  built  by  the  United  States  a  detached  work. 

Depth  of  vcater, — Originally  2  feet;  increased  by  private  enterprise 
to  from  7  to  9  feet  for  a  width  of  30  feet.  The  destruction  of  the  portion 
of  the  pier  built  by  private  enterprise  by  the  storm  of  October,  1885, 
resulted  in  restoring  the  channel  to  about  its  original  condition. 

A  survey  made  in  May,  1800,  showed  the  governing  depth  to  be  2.8 
feet. 

Operations  during  the  fiscal  year, — There  were  no  operations  during 
the  fiscal  year  ending  June  30, 1894. 

Remarl's  and  recommendations, — For  the  preservation  of  the  existing 
works  it  is  estimated  that  $1,000  will  be  needed  for  the  fiscal  year 
ending  June  30, 1806. 

Should  further  improvement  of  this  harbor  be  deemed  necessary,  it 
is  believed  that  the  modified  project  submitted  in  report  dated  February 
2,  1892,  the  estimated  cost  of  which  is  $8,800,  would  be  all  that  is  needed. 

No  arrivals  and  departures  of  vessels  were  reported  at  this  harbor 
for  the  calendar  year  ending  December  31, 1893.  Several  boats  are 
engaged  in  fishing,  and  it  is  claimed  that  this  business  wouid  materially 
increase  if  the  water  at  the  harbor  entrance  was  deepened. 

Estimated  cost  (seo  Report  of  Chief  of  Engineers,  1883,  p.  1652) $50,000 

Al'PIlOPniATIOXS. 

Art  of— 

August  2, 1882 $10,000 

. J  u ly  5,  1 88 1 5, 000 

Totiil 15,000 

Money  statement, 

July  1, 1893,  bulance  unexpended $1, 064. 36 

June  30, 1891,  amount  expended  during  iiscal  year 71. 00 

July  1,  1891,  l»alan<;o  unexpended 993.  36 

{Amount  (estimated)  ie([uired  for  completion  of  existing  project 35, 000. 00 
Amount  that  can  bei)rotitablyexi>ended  in  fiscal  year  ending  Juno30, 1896    1,  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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J  J   7. 

IMPROVEMENT  OF  GREEN  BAY  HA.RBOR,  WISCONSIN. 

Object. — To  secure  a  more  direct  and  deeper  channel  from  Green  Bay 
into  the  mouth  of  the  Fox  River,  where  the  harbor  of  Green  Bay  is 
located. 

Project, — The  original  project,  adopted  in  1866,  provided  for  dredg- 
ing a  channel  200  feet  wide  and  12  feet  deep  from  the  mouth  of  the  Fox 
River,  through  Grassy  Island,  to  the  12-foot  contour  in  Green  Bay,  a 
distance  of  about  8,800  feet,  and  revetting  some  650  feet  of  the  same  at 
Grassy  Island.    This  project  was  completed  in  1871. 

A  supplementary  project,  adopted  in  1872,  provided  for  straightening 
the  channel  and  increasing  its  depth  to  13  feet. 

In  1874  it  was  decided  to  increase  the  depth  to  14  feet.  This 
increased  the  length  to  about  11,600  feet.  " 

A  modification  of  the  existing  project  was  approved  August  5, 1892, 
to  increase  the  depth  of  the  present  channel. to  16  feet  and  extend  it  in 
a  direct  line  through  the  bar  that  projects  from  Sable  Point,  making 
its  total  length  about  16,500  feet. 

Present  worls. — Revetments  at  Grassy  Island :  (1)  West  revetment, 
620  feet  long  and  14  feet  wide,  with  close  piling  on  the  channel  side 
and  anchor  piles  about  5  feet  apart  on  the  outer  side.  The  timber 
superstructure  is  5  feet  high.  This  revetment  was  builtin  1870,  rebuilt 
above  the  water  line  in  1887,  and  is  in  good  condition.  (2)  East  revet- 
ment, 705  feet  long  and  1 4  to  17  feet  wide,  with  close  piling  on  the  chan- 
nel side  and  on  the  bay  side  close  piling  for  425  feet,  and  for  the 
remaining  280  feet  piles  about  5  feet  apart.  The  timber  superstructure 
is  7  feet  high.  This  revetment  was  built  in  1869,  rebuilt  above  the 
water  line  in  1885,  and  is  in  good  condition. 

Depth  of  tcater. — Originally  a  narrow  and  circuitous  channel  6  feet 
in  depth.    The  present  channel  is  200  feet  wide  and  14  feet  deep. 

Operations  during  the  fiscal  year, — Under  contract  dated  October  1, 
1892,  with  Mr,  Christopher  H.  Starke,  of  Milwaukee,  Wis.,  for  dredg- 
ing 120,000  cubic  yards  of  material,  more  or  less,  work  was  in  progress 
at  the  beginning  of  the  fiscal  year,  and  continued  without  interruption 
until  September  23,  1893,  resulting  in  the  removal  of  84,794.4  cubic 
yards  of  material  during  the  fiscal  year,  and  a  total  of  134,991.6  cubic 
yards  under  this  contract.  The  channel  formed  was  100  feet  wide, 
10,200  feet  long,  and  16  feet  deep. 

By  hired  labor  and  purchase  of  materials  in  open.market  70.3  cords  of 
stone  were  obtained  and  applied  as  riprap  and  refilling  the  east  revet- 
ment at  Grassy  Island  at  places  where  undue  settlement  had  occurred. 

With  a  view  of  establishing  suitable  dock  lines  a  survey  of  Fox  River 
was  made,  extending  from  Porlier  street,  in  the  city  of  Green  Bay,  to  the 
mouth  of  the  river.  A  map  of  the  survey  is  comideted.  A  tracing  of 
a  reduced  copy  of  this  map,  with  the  addition  of  the  projected  channel 
to  deep  water  in  Green  Bay,  the  latter  taken  from  chart  of  United 
States  Lake  Survey,  1864,  is  submitted  herewith. 

In  accordance  witli  the  proviso  in  act  of  July  13, 1892.  appropriating 
$25,000  for  improving  harbor  at  Green  Bay,  Wis.,  'Hhat  $5,000  of  said 
sum  may,  in  the  discretion  of  the  Secretary  of  War,  be  expended  on  the 
Fox  Kiver,  below  De  Pere,  Wis.,''  by  hired  labor  and  the  use  of  a  dredge 
belonging  to  the  Fox  liiver  improvement,  work  was  in  i)rogress  at  the 
beginning  of  the  fiscal  year,  and,  as  stated  in  last  annual  report,  nearly 
completed. 
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lu  July,  1893,  130  cubic  yards  of  material  were  removed  from  the 
cliaiinel,  completiug  tlie  object  Bought,  viz:  a  clear  waterway  with  a 
least  Tvidtli  of  150  feet  and  depth  of  12  feet;  the  total  number  of  enbie 
yards  of  material  removed  since  the  beginning  of  the  work,  August  28, 
1802,  being  41,705. 

Remarka  and  recommcndniioHS. — The  construction  of  docks  encroach- 
ing upon  the  channel  of  Fox  Uiver  by  owners  of  the  river  front  in  tha 
cities  of  Green  Bay  and  Fort  Howard  Indicated  the  necessity  of  estab- 
lishing »nitabIo  dock  lines  nt  an  early  day,  to  render  void  any  undue 
projection  of  docks  already  built  and  to  avoid  future  encroachments 
that  were  likely  to  occur,  led  to  a  survey,  made  under  my  direction  by 
Mr.  Ij.  M.  Mann,  c.  E.,  in  October  and  November,  1893.  This  surrey 
connects  with  one  made  by  Mr.  Mann  in  1889  of  Fox  Kiver  from  De  Pare 
to  Green  Bay. 

The  map  is  completed,  and  covers  a  distance  of  about  0  miles.  It 
shows  the  docks  in  the  cit'ca  of  Green  Bay  and  Port  Howard;  mouth 
of  Fox  lliver;  the  present  ll-ibot  channel,  and  the  10-foot  channel  in 
process  of  construction  through  Sable  Point  Bar, 

Tlie  present  available  depth  of  water  is  14  feet,  and,  owing  to  the 
peculiar  physical  characteristics  of  this  harbor,  the  navigable  depth 
can  not  be  increased  nor  any  additional  benefit  to  navigation  obtained 
until  the  proposed  channel,  10,500  feet  long,  is  dredged  its  entire  length 
and  mado  of  navigable  width.  The  IG-foot  channel  is  now  10,200  feet 
long. 

The  extension,  therefore,  so  urgently  needed  is  G,300  feet. 

To  accomplish  this  much-needed  improvement  an  appropriation  of 
$71,915  is  recommendeil  for  the  fiscal  year  ending  June  30, 18%. 
Estimiitcil  cost  of  tho  tiniject  iiduptcit  in  Iggl  (aoo  Report  of  Cbief  of  Engi- 

iii'erB,  IWSl,  p.  aOC!)) $136,000 

Katimated  coat  fur  a  cliatmel  10  fe«t  docp  Hubmittod  February  13,  ltJ92 91,916 


Act  of-    ■ 

June  23,  1866 $30. 

Miirch2,l«e7 45, 

.luly  Ti,  Ifm  (nllottoil)..  17, 

April  10, 1869  (allottoil) . .  U. 

Jtily  11,  l«70 17, 

Mnnh  ;!,  1«71 17. 

Mnrch:t,lS73 20. 

Jiiiia23,  1X71 10, 

March  2:\.  I H75 10, 

AnsiintU,  1«76 », 

Juno  IK,  1K7K 5, 

Marcl.  ;t.  187!) 4, 

,rune  11,1880 6, 


500.00 
000.00 
500.00 
550.00 
500.00 
500.00 
000.00 
000.00 
000.00 
000.00 
000.00 
000.00 
000.00 


MRrch3,l»81 45,000.00 

August  2,  1S82 20,000.00 

Julys,  18W ltLOOO.00 

Augusts,  1886 7,000.00 

August  II,  1888 10,000.00 

Bcptemlicr  19, 11-90 10,00aOO 

July]3,1892 25.000.0 — 

HisccllaueouB  receiptH 
rruilitod  to  appropria- 


Total  . 


Money  statement. 


July  1,  IWM,  li;.1niic.o  iiii.\i»ii,U.il 

(AiDdiiut  (pstliuutnti)  Toi|i)ircil  for  romplHtioii  of  exUtiuc  project 
Anioiinttliatcnnliapri>litiil)lyexpciiileil:nli8rnl7oarenain);Jniie30,  l^RtS 
Sniiniitteil  In  i-onipllaiicc  with  rei|iiiruincnta  of  HoctionsSof  rivoi  <>•>'' 
baibor  nets  of  186(i  anil  1867  and  of  Hundry  civil  act  of  March  3, 1 
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COMMKIJCIAL   STATISTICS    FOR   THE    CALENDAR    YEAR    EXI>IN(J    DECEMBER   31,  1893. 
[Furnished  by  Mr.  Daniol  Bradley,  dojuity  collector  of  cuHtoma,  Green  Buy,  "Wis.] 

Name  of  harbor,  Grooii   Hay,  AV'is. ;  colloctiou  district,  Milwaukee,  Wis. ;  nearest 
li<j:ht-boTi8e,  Grassy  Island,  Wisconsin. 

Arrivals  and  departures  of  vessels. 


Description. 


Steam 

Sail 

Total 


Arrivals. 

Depa 
XumlM'r. 

401 
241 

rtures. 

Number. 

Tonnage. 

Tonnage. 

381 
243 

1G6, 091 
44,  701 

167.848 
46,106 

G24 

211,  692 

642 

213,954 

Principal  articles  of  export  and  import  for  the  calendar  ifear  ending  December  .">»/,  1S9S. 
[Furnished  by  Mr.  (,'harle.s  Ilartunp,  deputy  collector  of  customs.] 
BY  WAY  OF  THE  IIARBOK  ONLY'. 


Articles. 


EXPORTS. 


Barlev 

Barrels,  oil,  empty 

liran 

Brick 

Cattle 

Clay 

Coal  and  coke 

C«»rn 

FKffH 

Fish 

Flour 

Furniture 

Hay 

Horses 

Ho;;s 

Iron  and  ste<l 

Lath 

liUuibt'r 

Malt 

Mercluuidise,  general . 

Oats 

Oil 

Paper 

rickl«s 

liaiis 

live 

Salt 

Sliinjilcs 

\'in(';:ar 

Wa;:nns  and  cariiai:«'s. 
Wheat .... 


Tot.il 


Ouantitv. 


Articles. 


Ton 


29, 


7, 
0, 


1. 


322 

150  J 

G3 

878  : 
30 
30  ' 
32 

3  i 

130 

945^ 
•> 

104 
18i 
2 
50 

165  1 
21 

n 

570 
481. i 
82 
100  I 
12  ' 
100  I 

2203 

284*1 
150  I 

[I 


IMPORTS. 

Apples 

Barley 

Bolts 

Canned  gootls 

Ciindles 

Coal  and  coko 

Fish 

(ilass  ware 

Gravel 

Horses 

Iron  and  steel 

Lemons 

Lime  and  cement 

Lumber 

Merchaudise,  ij:eneral . 

Xails 

Oil 


Machinery,  mill. 

Pipe,  sewer 

Posts,  fence 

Potatoes 


5d 


X.     >        'P 


3,    5GJI 


53,  407 


Kaffs 

Sand 

Salt 

Slieep 

Shingles 

Soap 

Stone 

Sugar 

Ties,  railroad 

Wheat 

Woml 

Wood  pulp  .. 
Wire 


Total. 


Quantity. 


Tons. 
50 
132| 
2,352 
344 
4 
113,500 
22^ 
15 
400 

466 
31 
99J 
5.  869, 
2, 316 
526 
5i 
300 
90 
251 
12 
29| 
1,000 
3, 7141 
13| 
1G3 
28^ 
1,115 
1,410 
42 
81 
5, 9J7: 
26, 142 
21 

lOG,  001 


NoTK. — Kliorts  Avero  nia<lo,  but  nnsuccessl'ully,  to  obtain  an  accurate  record  of 
<xj)r)rts  :m<l   iiu])orts  for  ISJKS;  therefore  those  for  1892  are  repeated.     Mr.  M.  J. 
Me' Ouiiic  k,  secretary  of  Hnsinoss  Men's  Association,  states: 

I  tliinlv  20  ])er  cent  any waj-,  or  possibly  25  per  cent,  might  be  added  to 
IML'  lor  lS;»;i.  as  we  haTuUcd  25  per  cent  more  Hour  from  this  port  durin<;  1893  than 
wc  <li(l  in  is<>2,  and  we  handled  at  least  5.000  tons  of  paper  stock  from  the  East  for 
tlic  VoK  \li\'i'v  ])aper  mills  during  1893.     AVo  had  none  of  this  in  1892.     "     ' 


*>■  tf 
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JJ8. 

STURGEON  BAY  AND  LAKE  MICHIGAN  SHIP  CANAL,  WISCONSIN. 

The  provisions  of  act  of  July  13, 1892,  coiiceiniug  makiug  free  to  com- 
merce the  Sturgeon  Bay  and  Lake  Michigan  Siiip  Canal,  Wisconsin, 
having  been  complied  with,  under  orders  of  the  Chief  of  Engineers,  U. 
S.  Army,  dated  April  24,  1893,  the  canal  was  formally  transferred  by 
the  canal  company  and  accepted  by  the  United  States  April  25,  1893, 
and  deed  recorded  in  Door  County,  Wis.,  May  2, 1893.  Jurisdiction 
was  ceded  by  the  State  of  Wisconsin  by  act  approved  March  6, 1893. 

The  complete  and  exhaustive  history  and  description  of  this  work, 
published  in  Senate  Ex.  Doc.  No.  34,  Forty-seventh  Congress,  second 
session,  and  House  Ex.  Doc.  No.  106,  Forty-ninth  Congress,  second  ses- 
sion ;  also  in  Chief  of  Engineers'  Eeports,  1883,  pp.  1G57-1678,  and  1887, 
l)p.  2017-2037,  renders  unnecessary  more  than  a  brief  description  at  the 
present  time,  as  the  conditions  have  not  materially  changed  since  then. 

The  object  of  tlie  improvement  was  the  formation  of  a  more  direct 
waterway  from  Menominee,  Peshtigo,  and  other  ports  in  the  southern 
part  of  (xreen  Bay,  to  Chicago,  Milwaukee,  and  other  ports  in  the  south- 
erly i)art  of  Lake  Michigan. 

The  project  as  carried  out  by  the  canal  company  resulted  in  an  open 
cut  without  locks  or  gates,  about  13  feet  deep,  100  feet  wide  at  top, 
about  (to  feet  wide  at  bottom,  and  7,200  feet  long;  also  dredging,  in  con- 
tinuation of  the  canal  proper,  a  channel  of  the  same  depth  iii  Sturgeon 
liay  for  a  distance  of  0,100  linear  feet. 

The  Lake  Michigan  entrance  is  i)rotected  by  piers  built  by  the  United 
States,  at  a  cost  (including  dredging)  of  $171,421.00. 

Frcscnt  tcorJcs. — Canal:  Of  the  1^400  linear  feet  of  canal  banks, 
8,437  linear  feet  are  provided  with  sheet-pile  revetments,  comj)osed  of 
planks  4  inches  thick,  with  battens  2  inches  thick.  The  planks  are  18 
feet  long  and  project  about  3  feet  above  the  established  datum  plane 
(viz,  3.00  feet  below  high  water  of  1838).  The  remaining  5,903  feet  is 
unprovided  with  any  protection. 

At  right  angles  to  the  canal,  revetments,  originally  of  similar  con- 
struction, extend  on  each  side  to  the  harbor  piers  a  distance  of  about 
350  feet. 

Some  000  linear  feet  of  these  revetments  were  modiiied  in  form  during 
the  i)ast  year  by  cutting  oft*  the  sheet  piling  at  the  water  surface  and 
depositing  a  heavy  rii)rap  of  stone  in  front,  so  as  to  form  a  sloping  shore, 
instead  of  a  vertical  wall,  to  receive  the  force  of  heavy  lake  waves  that 
find  entrance  between  the  harbor  pier  heads. 

In  continuation  of  the  canal  j)roper,  an  open  dredged  cut  was  made 
in  Sturgeon  Bay  for  a  distance  of  0,100  linear  feet. 

The  revetments  are  not  of  modern  first-class  construction,  and  quite 
extensive  repairs  were  imperative  in  order  to  maintain  a  reasonable 
degree  of  efficiency. 

Depth  of  trflYer.— Soundings  taken  in  April,  1893,  showed  a  depth  of 
from  13  to  14  feet  for  a  widtli  of  about  05  feet  between  the  revetments; 
for  a  distance  of  about  1,400  feet  beyond  the  revetments  the  navigable 
width  did  not  exceed  30  feet.  During  the  fiscal  year,  with  funds  pro- 
vided for  operating  and  care,  the  section  beyond  the  revetments  was 
increased  to  a  width  of  GO  feet,  and  a  third  cut  with  the  dredge  is  well 
under  way,  which  when  completed  will  give  it  a  width  of  90  feet. 

Operations  during  the  fiscal  year, — There  being  no  funds  available  for 
its  enlargement  or  improvement,  there  were  no  operations  during  the 
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fiscal  year  otlier  tliau  restoration  and  maintenance  of  channel  and 
repairs  to  revetments,  which  are  fully  described  in  the  rei)ort  for 
''operating  and  care,"  to  which  reference  is  invited. 

Rcmarkn  and  rccommeyidations, — The  law,  section  7,  river  and  harbor 
act,  July  5,  1S84,  relating  to  other  United  States  canals,  it  is  considered 
should  be  made  applicable  to  this  canal  also. 

Navigation  through  the  canal  closed  for  tlie  season  December  11, 
1893,  and  was  resumed  Marcli  10,  1894. 

The  canal  and  harbor  are  practically  one  work;  if  the  canal  is  defect- 
ive or  out  of  order  the  harbor  suft'ers  in  consequence,  as  is  shown  by 
the  following: 

A  survey  made  in  1881  showed  a  depth  of  water  on  line  of  the  pres- 
ent harbor  pier  heads  of  18  feet.  The  i^iers  were  completed  in  1884; 
soundings  taken  in  1894  sliow  an  average  depth  between  the  pier 
heads  of  14.7  feet,  and  that  the  18-foot  contour  has  advanced  about  300 
feet,  being  now  wliere  20.5  feet  existed  in  1881. 

Since  1881  the  siiore  line  at  its  intersection  with  the  north  pier  has 
not  changed,  and  the  south  shore  line  has  advanced  but  35  feet.        • 

It  is  evident  therefore  tliat  the  deposit  that  has  caused  the  shoaling 
is  not  derived  from  shore  drift,  but  that  the  canal  is  its  source,  and 
chiefly  that  portion  of  it  not  provided  with  revetments,  where  an  exam- 
ination of  the  banks  indicate  that  rapid  and  extensive  erosion  has 
occurred  and  is  still  in  ])rogress. 

To  avoid  unnecessary  periodical  dredging  in  the  harbor  or  the 
expensive  expedient  of  extension  of  the  piers,  which  at  best  would 
only  alleviate,  not  cure,  the  difficulty,  the  canal  should  be  revetted 
its  entire  length  as  soon  as  possible. 

The  benetit  that  this  work  now  altbrds  to  the  general  commerce  of 
the  lakes  and  the  extent  that  it  is  sought  as  a  harbor  of  refuge  is  well 
illustrated  by  a  report  from  Supt.  Dier,  stating  that  during  a  severe 
storm  that  prevailed  Xoveraber  10  and  11,  1893,  no  less  than  57  craft, 
steam  and  sail,  were  sheltered  in  Sturgeon  Bay  at  one  time. 

The  estimate  for  year  ending  June  30,  1896,  for  comx)leting  the 
revetments  from  their  present  termination  to  the  14  foot  contour  in 
Sturgeon  r>ay  and  placing  them  so  as  to  widen  the  canal  at  water  sur- 
face for  this  portion  of  its  length  to  IGO  feet  is  as  follows: 

KSTIMATE. 

Drcdgiunj  150,000  cubic  vards,  at  15  cents $22,500 

♦),000  linear  feet  of  rovc\mcnt,  at  $10 60,000 

2,000  linear  feet  oi    pring  fender  piling,  at  $3.50 7,000 

89,500 
Add  10  jjer  eent  for  8ni)erintendence  an<l  contingencies 8,  950 

Total 98,450 

AriMtOPKIATION. 

Act  of  .Inly  13,  ISirj $81,833 

Money  statement. 

Anionnt  (estimated)  required  for  conjpletion  of  existing  project $98, 450. 00 

Amount  that  can  1)0  profitaJdy  expended  in  fiscal  year  ending  June  30, 1896    98, 450. 00 
Submitted  m  coni])!iance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  18156  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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COMMKRCIAL  STATISTICS   FOR  THE   CALENDAR   YEAR   ENDING   DECKMBER  31,1893. 
[Furnished  by  AdamN.  Dior,  Haperintendent  Sturgeon  Bay  and  Lake  Michigan  Ship  Canal.] 

Name,  Stnrp:oou  Bay  and  Lake  Michigan  Ship  Canal,  Wisconsin;  collection  district, 
Milwaukee,  Wis. ;  nearest  light-house,  on  north  pier  head,  entrance  to  harbor. 

Arrivals  and  departures  of  resseh. 


Description. 


Steam 

Sail 

Unrigged  (scows) 

Totjil 


Bound  down. 


Bound  up. 


Number.;   Tonnage.  :  Nnmbcr.|   Tonnage. 


1,041 

1, 107 

112 


2,260 


323, 939 

249, 146 

20, 028 

593,113 


912 
858  I 
120  ; 


269,087 

153.693 

20,045 


1,800 


444.625 


Principal  articles  of  export  and  import. 


Articles. 


KXl'OllTS  BOUND   IP 

Apples 

Bark,  tan 

Coal  and  coke 

Dairy  products 

Fish' 

Flour 

(jrindstone 

llidcB 

Iron,  pig 

Lumber 

Merchandi.He,  general 

Oil 

Pease 

Posts,  fence 

Potatoes 

Saw  logs 

Stone 

Ties,  railroad 

Trees 

Wheat 

Wooil 

Total 

Total  approximate  value  . . 


Quantity. 


TOTU. 

2. 
1. 

534, 


Articles. 


Quantity. 


IMPORTS    BOUND    DOWN. 


1, 

97, 

2, 

2, 
19, 


11 

453.i  i 
400 
756 
25 
1832 
410 
464 
2:^5 
868 
396 

6i 
160 
382 

351  I 
200  .; 
774  I 
401  ' 
416  i 
780J 
936 


Apples 

Brick 

Coal  and  coke 

Com 

Fish 

Flour 

Hay 

Iron  and  8te«'l,  manufactured 

Lime  and  cement 

Lumber!  hard-  wjkmI 

Merchandise,  general 

Mill  stuffs 

Oil 

Pork  and  beef 

Potatoes 

Salt 

Wagons  aud  carriages 

Wood  pulp 


666, 6753 


$5, 882, 427.  60 


Total 

Total  approximate  value 


Tona. 

800 

770 

5,004 

620 

723 

411 

2,048 

6,7481 

270 

220 

32,728 

146 

asik 

831 

185 
5, 721 1 
7 
885 


57,878| 


$5,530,368.50 


J  J  9. 

OPEKATIX(i  AM)  CARE   OF   STUUGEOX  BAY  AND    LAKE   MICIIIGAX  SHIP 

CANAL,  WISCONSIN. 

There  being  no  funds  available  for  the  enlargement  or  general  improve- 
ment of  the  canal,  operations  have  necessarily  been  contiued  to  work 
incident  to  operating  and  care,  examinations,  maintenance  of  lights, 
keeping  a  record  of  vessels  and  tonniige  through  the  canal,  and  such 
dredging  and  repairs  as  Avere  necessary  for  maintenance. 

Hy  the  use  of  tjnited  States  dredge  No,  2  several  shoal  places  between 
the  revetments  were  removed,  and  beyond  tiie  revetments  where  the 
recpiiied  depth  of  channel  had  an  available  width  of  but  30  feet  the 
width  has  been  increased  to  (JO  feet,  and  a  third  cut  with  the  dredge  is 
well  under  way,  which  when  completed  will  give  a  clear  width  of  90  feet. 
Tliirty  seven  thousand  seven  hundred  and  forty-four  cubic  yards  of 
material  were  excavated. 
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During  the  winter  of  1893-'94  repairs  were  made  to  the  dredging  plant. 

Broken  or  otherwise  damaged  wale,  caj),  and  binder  timbers,  and  iron 
tie  rods  were  removed  at  intervals  from  nearly  the  entire  length  of  the 
revetted  portion  of  the  canal  and  replaced  with  new  materials,  or 
refastened  if  new  materials  were  not  required.  Nine  hundred  and  fifby- 
one  linear  feet  of  12  by  12  inch  pine  timber  for  wales;  94  iron  tie-rods, 
each  17  feet  long,  being  used  for  this  purpose,  in  addition  to  smaller 
timber  for  caps  and  binders,  and  a  large  number  of  screw  bolts. 

About  GOO  linear  feet  of  the  revetments  on  the  harbor  front  were  cut 
down  to  the  water  surface  and  provided  with  riprap  in  order  to  form  a 
sloping  shore  and  thereby  decrease  the  wave  disturbance  in  the  harbor 
and  at  the  canal  entrance. 

About  .'350  linear  feet  of  revetment  built  in  18S1  on  the  north  side 
of  the  canal,  adjacent  to  the  harbor,  was  in  such  an  advanced  stage  of 
decay  as  to  demand  rebuilding  above  the  water  lino,  and  so  defieetive 
in  construction  as  to  require  an  additional  lino  of  sheet  piling,  Ets 
renovation  is  now  in  progress,  but  no  portion  of  it  is  entirely  completed. 
Repairs  were  made  to  the  office  building,  row  boat  and  outhouses. 

A  house,  of  dimensions  12  by  14:  feet,  to  afford  shelter  and  quarters 
for  the  night  watchman  and  light-keeper  was  built.  Also  a  warehouse 
50  by  24  feet  for  the  storage  of  engineer  proj^erty  not  in  use,  belonging 
to  all  harbors  in  this  district,  was  built  and  paid  for  fromappropriations 
from  various  harbors,  and  i)roperty  from  Waukegan,  Manitowoc,  Ahna- 
pee,  and  Green  Bay  transferred  and  stored  therein. 

The  exi>enclitures  during  the  year  ending  June  30,  1894,  amounted  to 
$14,579.11,  paid  for  from  an  allotment  from  the  indefinite  appropriation 
for  '^  operating  and  care  of  canals,  and  other  works  of  navigation,'^  pro- 
vided by  section  4  of  river  and  harbor  act  of  July  5,  1884,  In  accord- 
ance with  this  section  an  itemized  statement  of  the  expenditures  is 
appended  hereto. 

Money  statement 

July  1,  1803,  balance  unexpended $860.57 

Amount  allotted  for  liscal  year  ending  June  30,  1894 20,500.00 

21,  360757 
June  30,  1894,  amount  expended  durinij  fiscal  year 14,579. 11 

July  1,  1894,  balance  unexpended 6,  781.46 

July  1,  1894,  outstanding  liabilities 1,132.59 

July  1,  1804,  balance  available 5,648.87 

Amount  (estimated)  for  expenditure  in  fiscal  year  ending  June  30, 1895. ..  ''  10,  301. 13 
Amount  available  for  iiscal  year  ending  Juno  30,  1895 15,  950. 00 


Ilcmhcd  statement  of  expensed  made  from  appropriation  for  operating  and  care  of  canah 
and  other  works  of  navigationj  indefinite^  act  of  July  5j  1SS4,  applied  to  Sturgeon  Bay 
and  Lake  Michigan  Ship  Canal,  JJ'isconsin. 


Dnto. 

Xo.  of 

voiiclier. 

iftor,. 

July    20 

1 

'    31 

2 

Au-.    7 

1 

11 

2 

n 

.'{ 

11 

4 

11 

5 

11 

(5 

To  whom  i)ai<l. 


Swnin  <fc  Tato  Co 

M.'jJ.  .lames  F.  Gregorj- 

Iliroil  men 

ScotifM  «fc('o 

K.  T.  Thorp 

JI.  I/.  Jackson 

Swain  <fc  Tate  Co 


For  what  paid. 


KnloH,  etc 

Mileage 

Services,  July,  1893 

Iron  bolts,  etc , 

Hire  of  team 

JJlno  prints , 

Books. 


Adam  X.  Dier ;  Traveling  ex^Kinses 


Amount. 


$0.00 

2.00 

228.  ,33 

146.  35 

2.00 

.75 

5.').  00 

4.00 


AnuMint  allotted  if  estimate  is  approved. 
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D.  C.  TbompMin  .  ■ 


.  CHLclc. 
.  Bull*.  ct<- 
.'  Tnvrlinii 


'  K.A.I.-miiuau... 


.  I  Svrrlcrii  Srplnubrr.  1(93  . . 

'.   BaimioatUiBiurj' '.'.'.'.'.'.'.'. 

.   P«int.|.l<- 

.    TekBTiiDis 


;  John  U  nuremau . . 

B.A.(;iiin<>ii 

(ioadrii-li  TrniHiHirb 

I  [.nilxm&Siiiltli.. 


Jc.hii  Walker 
Tiffl  ti  Hav  . 


Coal 

.    VrlH-eiHMti.. 


I  Tlflt*  Hiiv Ilakiini,.l...... 

S  VqI.hq  Imii  Wiirki. lli|i|KT-1iiiii.ll.>  i 

3  K.C.iryiliml'n'Hnilt SI^I  |.innm».  Pt 

4  M.J.Ahniill&C.. llluo  iirinlMU' 

r.  I)e«  KiTpii  &  CD siniioD-'ry 

II  K.A.»;aiin.iii IVlreratii-. 

7  llimlmpa ,  S^rrfi-." 

H  It-Tiilianl  lik'trr Wnll  iniiH'r,  ii. 

0  I(.T.T1iiir] :  l*l><.r 

lu  Sii^rlil&t'o I'aiiit.iir 

II  M.J.SrhniiUA;  O Ill.ii'iiri.ii*..., 


M.0O 
149,33 
13.  ST 
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Itemized  staiemcni  of  expenses  made  from  appropriation  for  operating  and  care  of  canaU 

and  other  works  of  navigation ^  etc. — Continned. 


Apr. 


Date 


1894. 

Mar.  31 

31 

31 

31 

4 

4 

4 

4 

4 

4 

7 

20 

28 

30 

30 

30 

30 

30 

30 

30 

30 

30 

30 

30 

2 

2 


I   Ko.  of 
voucher. 


Mav 


JllIK 


O 

*> 

3 
7 

14 
14 
21 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
.'H 
31 
31 
31 
31 
I 

8 
J  2 
16 
21 
2G 
20 
20 
20 
27 
27 
.{0 
30 
30 
30 

:;o 

30 
30 
30 
30 


0 

7 

8 

9 
10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 

1 

2 

3 

4 

5 

G 

7 

8 

0 
10 
11 
12 
13 
14 
15 
16 
17 
13 
19 
20 
21 
22 
23 
24 
25 
26 

1 

2 

3 

4 

5  ' 

C  I 

7  ! 

8  ; 

9  I 
10 

11 

12 
13 
14 
15 
16 
17 
18 
19 
20 


To  whom  paid. 


E.  A .  Cannon 
Hired  meu... 
do 

do 
K.  A.  Cannon 
Scofleld  ^"Co 
Bernliard  Dieter 
Theodore  Jacobs 
A.  W.  Lawrence  &  Co 
11.  T.  Thorp 
J.  S.  Hay 
K.  A.  Cannon 
AV.  I).  Hal«tea<l 
Hired  men 

do 

E.  A.  Cannon 

John  Corry 

Ferstrum  &.  Fred 

Fellows  &  liliss 

E.  G.  Karker 

Theodore  Jacobs 

Scofleld  &  Co 

John  M.  Laiirio 

E.Gillen 

lleynohU  Lumber  Co 

Andrew  Anderson 

William  Murrills 

do 

I^onis  Bavrv 

E.  Corvdon  jPrescott 

Geo.  L.  Hastings 

J.  S.  Hay 

Western  I'^uion  Telegraph  Co 

E.  A.  Cannon  

Continental  IJolt  andiron  Works. 

Hired  men 

do 

E.  A.  Cann  ju 

do 

E.Gillen  

Loathein  \-  Smith 

W.D.  llalstead 

J.S.llay  

A.  W.  Lawren<'e  6:,  Co 

F.  A.  Ua^'en 

Sc«)ii<'M  dc  Co 

II.  T.  Thorp 

W.  M.  Jackson  

Hired  men 

William  Murrill.s 

E.Gillen 

Loatheuj  •&.  Smilli 

West^-rn  I'niou  Telo;iraidi  Co 

j\[.  J.  Schmilt  «fe  Co 

Continental  Bolt  andiron  Works. 

llennnn  Voss 

E.  G.  Karker 

Scotield  &  Co 

John  M.   Laurie 

Iloflinan  «fe  Billing.s  Mf^r.  Co 

N.  S.  Washburn  <fc  Co 

Hired  men 

do 

Leathem  6c  Smith 

Hired  men 

J.S.lLiv 

do". 

Leathem  «*c  Smith 

do 

E.  (lillou 


For  what  paid. 


Amount. 


Services 

do 

do 

do 

Traveling  expenses. 

Pump,  etc 

Wall  paper,  etc 

Fence  posts,  etc 

OU,etc. 
Labor. 
Kope,  etc . 

Traveling  exjienses. 
Oil,  etc. 

Services 

do 

do 

Coal,  etc 

Plates,  etc 

Coal 

Painting 

Pedestal 

Oars,  etc 

Corner  stones 

Hire  of  tug 

Coal,  etc 

Team  Lire 

Services 

Traveling  expenses 

Wood 

Grate  bars,  etc 

Iron,  etc 

Paint,  etc   

Telegrams 

Traveling  expenses 

Bolts,  etc 

Services    

do 

Service--^ 

Traveling  expenses 

Transporting  pile-driver. 

Cojd.*. 

Oil,  etc 

Kopo,  etc 

Oil,  ere 

Stone 

Paint,  etc 

Team  hire 


Launching  sc 
Services 


Traveling  expenses. 

Hire  of  tug 

Dockage 

Telegrams 

Blueprints 

Iron  rods,  etc 

1'ag  boards,  etc 

Wall  pa])er,  etc 

Drive  well,  etc 

Stone 

Hose 

Flooring 

Services  

do 

Coal 

Services  

Oil,  etc 

Tool  steel,  etc 

Coal 

Dockage 


Hire  of  tug 


$130.00 

169. 38 

198. 51 

189. 30 

17.22 

5.60 

4.00 

13.20 

8.11 

•    3.60 

70.52 

6.50 

27.30 

630.00 

226.83 

150.00 

124. 41 

44.03 

33.25 

10.00 

ILOO 

G.18 

6.00 

150.00 

48.50 

8.00 

20.00 

13.81 

415.69 

19a  19 

16.92 

04.89 

.66 

5.00 

110. 80 

420. 01 

210.83 

150. 00 

4.55 

275.00 

144.38 

1L88 

28.20 

1L65 

175. 35 

5.56 

3.50 

40.00 

352.06 

10.89 

150.00 

2.25 

2.51 

3.18 

61.35 

.74 

10.00 

20.42 

729.38 

47.20 

4.20 

294.01 

215. 33 

54.00 

482.27 

4L23 

35.90 

42.00 

88 

150.00 


Total 14, 579. 11 
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J  J  10. 

IMPROVEMENT   OF   HARBOR  OF  REFUGE  AT   ENTRANCE   OF  STURGEON 
BAY  AND  LAKE  MICHIGAN  SHIP  CANAL,  WISCONSIN. 

Object — To  form  a  liarbor  of  refuge  iuclosiug  tlie  Lake  Michigan 
entrance  to  the  Sturgeon  Bay  and  Lake  Michigan  Sbii)  Canal  and  also 
to  afford  a  safe  entrance  to  the  canal  in  rough  weather. 

Project, — The  original  project  was  submitted  in  1871  and  adopted  in 
1873,  It  provided  for  the  construction  of  converging  piers  inclosing  a 
triangular  area  of  about  10  acres,  which  was  to  be  dredged  out  to  the 
requirements  of  navigation  at  that  time.  The  piers  were  to  be  about 
1,200  feet  long,  850  feet  apart  at  the  shore  line,  and  250  feet  at  the 
outer  end. 

Supplementary  projects  adopted  in  1879  and  1880  iirovided  for  sheet- 
piling  the  pile  piers,  extending  each  pier  150  feet  by  detached  works, 
so  as  to  increase  the  width  of  entrance  from  235  feet  to  335  feet,  and 
dredging  to  obtain  at  least  16  feet  in  depth  over  so  much  of  the  area 
of  the  basin  as  would  be  useful  to  vessels  entering  the  harbor. 


rrcsrnt  works. 


Slab  pier: 

Piles  4  foot  apart . . 

Closo  piling 

Pile  piern,  closo  piling 

Do 

Crib  pier 

Do 


North 

Width. 

pier, 

length. 

Feet. 

Feet. 

14 

100 

14 

150 

14 

512 

18 

32 

South 

pier, 

length. 


20 
24 


Length  of  each  main  pier 


Crib  pierrt. 
Do  . 


1,104 


21 
30 


100 
50 


Lengtli  of  each  detached  pier 
Total  length  of  each  i»ier 


150 


Feet. 
10;) 
150 
512 
32 
200 
200 

1,104 

lOv) 

50 

150 


1,344  I       1,344 


Onide]>iling  to  connect  main  and  detached  piers feet..  333 

North  Hlab  and  pile  ])icr  Hheet-piled do.. .  692 

South  slab  ami  pile  pier  sheet-pihMl do . . .  700 

Material  dredged cubic  yards. .  178, 382 

The  slab  and  pile  piers  were  built  in  1873-74;  the  pile  piers  are  in 
fair  condition ;  the  slab  piers  were  rebuilt  above  tbe  water  line  in  1889-'90. 
The  crib  piers  were  built  in  1878-1884,  and  are  in  fair  condition.  The 
guide  ])iliiig  which  connects  the  main  and  detached  piers,  built  in  1881, 
is  considerably  decayed,  and  will  need  to  be  reconstructed  at  an  early 
date. 

J)e2)th  of  water, — Soundings  taken  in  April,  1894,  showed  a  navi- 
gable depth  of  about  l.'>  feet.  This  has  been  increased  to  10  feet  by 
dredging  in  May  and  June. 

Operations  during  the  fiscal  year, — By  hired  labor  and  purchase  of 
materials  in  open  market  repairs  were  made  to  tbe  north  and  south 
piers  and  the  guide  piling  that  connects  tbe  north,  main,  and  detaclied 
piers.  The  ])iers  were  injured  to  some  extent  by  heavy  gales  and  by 
ice,  but  tlie  chief  cause  of  damage  was  by  vessels  colliding  with  tliem 
during  foggy  weather,  or  the  inopportune  breaking  of  towlincs  when 
heavy  seas  were  running. 

Kepairs  were  also  made  to  the  dredging  plant  and  inspectors' house, 
a  small  structure  built  in  1880,  which  serves  as  ofiice  and  quarters  for 
insi)ectors  and  overseers  whenever  work  is  in  progress. 
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United  States  dredge  No.  2  removed  14,200  cubic  yards  of  material, 
resulting  in  increasing  the  navigable  depth  from  Lake  Michigan  to  the 
canal  from  13  feet  to  16  feet. 

Kcmarl's  and  recommendations, — A  comparison  of  soundings  taken  in 
April,  1894,  with  previous  surveys  indicates  an  advancement,  on  lines 
in  prolongation  of  the  piers,  of  the  18-foot  contour  since  1884  of  about 
300  feet,  and  during  the  past  year  a  deposit  in  the  channel  proper,  lead- 
ing from  the  lake  to  the  canal  entrance,  of  over  10,000  cubic  yards ;  over 
the  entire  area  inclosed  by  the  piers  the  amount  of  material  deposited 
is  much  greater. 

Annual  dredging  under  existing  conditions  will  be  necessary. 

The  canal  being  the  source  of  the  materials  causing  this  shoaling,  the 
subject  is  discussed  more  fully  in  the  report  on  the  canal,  to  Avhich  at- 
tention is  invited. 

In  his  report  on  the  canal  for  the  current  year  the  superintendent 
states  as  follows  as  to  the  beneficial  eflect  on  the  harbor  by  modifica- 
tions made  during  the  past  year  in  the  revetments  built  by  the  canal 
company  in  1881  to  protect  the  harbor  front: 

*  *  *  A  gradual  slope  of  the  shore  along  these  sections  of  the  work  was  obtained 
by  riprapping  with  stone  to  the  water  surface  and  protecting  the  adjacent  shore  by 
depositing  stone  from  the  harbor  front  back  for  a  distance  ot  al>oat  16  feet. 

The  results  which  were  expected  to  follow  the  cutting  away  of  the  sheet  piling  on 
the  harbor  front,  thus  removing  a  directly  vertical  front  and  giving  the  sea  a  natural 
slope  to  spend  ita  force  on,  have  been  fuUy  realized. 

The  disturbance  at  the  harbor  entrance  and  in  the  channel  osed  by  craft  in  enter- 
ing the  canal  from  the  lake  which  was  primarily  caused  by  heavy  rejected  waves 
has  been  reduced  to  a  minimum,  and  reflected  waves  are  now  scarcely  perceptible, 
even  during  the  most  severe  storms.     *     •     * 

The  transfer  of  the  canal  to  the  United  States  adds  largely  to  the  im 
portance  of  the  harbor,  and  should  it  be  decided  to  enlarge  and  deepen 
the  canal,  a  new  project  to  provide  a  deei)er  channel  and  better  facil- 
ities for  entering  will  then  be  necessary. 

For  the  maintenance  of  the  channel  iind  piers  an  appropriation  of 
$7,000  is  recommended  for  the  fiscal  year  ending  June  30,  189C. 

Estimatca  cost  (sec  Report  of  Chief  of  Engineers,  1874,  part  1,  p.  141) . . .       $180,  000 

A  I'PRoria  ATioxs. 


Act  of — 

March  3,  1873 $^10,  000.  00 

.1  uii  0  23,  1874 10,  000.  00 

.1  u  11  o  IS,  1878 30,  000.  00 

Marcli  3,  1879 30,  000.  00 

.hino  14,  1S80 10,  000.  00 

Marcli  3,  1S81 10,  000. 00 

An«;ust  L>,  1882 20,  000.  00 

Jul v  5,  1884 10,  000.  00 


Act  of-— 

August  5,  1886 $5,000.00 

September  19,  1890 3, 000. 00 

July  13.  1892 5,000.00 

Miscellaneous  receipts 
credited  to  appropria- 
tions   182.50 


Total 173,182.50 

Money  statement. 

July  1 ,  1893,  balance  unexpended $3,  564. 54 

Juno  30,  1891,  ainount  expended  during  fiscal  year 1,803.64 

July  1,  1891,  balance  unexpended 1,760.90 


r  Amount  (estimated)  required  for  completion  of  existing  project 7,000.00 

J  Amount  that  can  bo  profitably  expended  in  fiscal  year  endingjune  30, 1896      7, 000. 00 
]  .Submitted  in  compliance  with  reciuirements  of  sections  2  of  river  and 
[     har])or  acts  of  1866  and  1807  and  of  sundry  civil  act  of  Marcli  3,  1893. 


COMMKIK  lAL    STATISTICS    FOU    THE    CALKN'DAU    YEAK   ENDING    DECEMBER  31,   1893. 

See  the  statistics  >vith  report  on  Sturgeon  Bay  and  Lake  Michigan  Shij)  Canal, 
Wisconsin. 
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J  J  II. 

IMPROVEMENT  OF  AHNAPEE  HARBOR,  WISCONSIN. 

Object. — To  secure  a  small  artificial  liarbor  for  local  purposes  in  the 
Abnapee  River  with  a  navigable  channel  leading  thereto  from  Lake 
Michigan. 

Project. — The  project  of  improvement  adopted  in  1876  provided  for 
the  formation  of  a  small  artificial  harbor  connected  with  the  lake  by  a 
channel  100  feet  wide  and  12  feet  deep,  to  be  formed  by  the  construc- 
tion of  two  piers  extending  from  the  shore  line  to  the  18-foot  contour 
in  the  lakej  also  for  blasting  and  dredging  rock  from  the  river  bed  near 
its  mouth  for  a  distance  of  750  feet. 

In  accordance  with  a  modification  of  the  original  project,  approved 
September  27, 1884',  the  cribs  sunk  in  extension  of  the  piers  have  been 
placed  50  feet  farther  from  the  center  line  of  the  channel  between  the 
piers  than  the  old  piers,  and  will  aftbrd  when  completed  a  200-foot 
entrance  between  the  ])ier  heads. 

Present  icorl's, — (1)  North  pier,  1,102  feet  in  length,  composed  of  352 
feet  of  pile  pier,  320  feet  of  which  is  14  feet  wide,  and  32  feet  20  feet 
wide;  also  750  feet  of  cribs  20  feet  wide.  (2)  South  pier,  1,125  feet  in 
length,  composed  of  025  feet  of  pile  pier  14  feet  wide,  and  500  feet  of 
cribs  20  feet  w  ide.  The  pile  piers  were  built  1871-1874.  The  south  pier 
was  provided  with  sheet  piling  in  1880,  and  the  north  pier  in  1891.  The 
main  and  detached  i)iers  are  connected  by  225.0  linear  feet  of  guide  or 
fender  piling,  built  in  1893.  The  pile-pier  superstructure  is  consider- 
ably decayed  and  requires  renewal;  in  other  respects  bothi)iers  are  in 
good  condition.  The  crib  piers  were  built  in  1875-1889  and  are  in  good 
condition. 

Depth  of  water. — Original,  12  feet.  Soundings  miulc  in  April,  1894, 
showed  a  depth  of  water  at  the  entrance  of  from  15  to  1(>  feet  and  at 
the  shore  end  of  the  harbor  piers  about  lOi  feet. 

OperationH  diirinf/  the  fiscal  year. — Under  contract  dated  December 
15, 1892,  with  Mr.  John  M.  Borgman,  of  Kewaunee,  Wis,,  for  the  con- 
struction of  200  linear  feet,  more  or  less,  of  guide  piling  to  connect  the 
main  and  detached  piers,  work  was  begun  August  15,  1893,  and  com- 
pleted October  20,  1893,  resulting  in  the  construction  of  112.7  feet  on 
the  north  side  and  112.9  feet  on  the  south  side,  a  total  of  225.6  linear 
feet. 

By  hired  labor  and  purchase  of  materials  in  open  market  minor 
icpairs  were  made  to  the  north  detached  pier  head. 

Rcmarlcs  and  recommendations. — To  complete  the  project  the  following 
work  is  required:  One  hundred  linear  feet  of  cribs  for  extending  each 
pier  50  feet;  the  removal  of  about  3,500  cubic  yards  of  rock  by  drilling, 
blasting,  and  dredging. 

The  docks  built  by  the  city  and  inivate  parties  are  poorly  constructed, 
especially  those  on  the  north  side  allow  large  quantities  of  material  to 
pass  through  them  into  the  channel,  adding  largely  to  the  dredging 
required  t-o  maintain  a  channel  of  the  depth  needed. 

Should  an  appropriation  be  made  for  the  fiscal  year  ending  June  30, 
1896,  it  is  contemplated  expending  it  for  pier  extension,  rock  removal, 
dredging,  and  renewal  of  superstructure  to  the  pile  i)iers.  An  appro- 
priation of  $20,0(0  is  recommended,  $8,000  of  which  is  needed  for 
rebuilding  pile-i)ier  superstructure. 

The  Ahnapee  and  Western  Eailroad,  anew  line  connecting  Ahnapee 
with  the  Kewaunee,  OreenBay  and  Western  Railroad  at  a  i)oint  about 
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midway  between  Kewaunee  and  Green  Bay,  was  completed  in  Septem- 
ber, 1892.  It  is  expected  that  this  will  increase  the  importance  of  this 
harbor. 

EHtimated  cost  (seoRexmrt  of  Chief  of  Engineers,  1876,  part  2,  pp.  346-359; 

1880,  p.  1910)  $175,000 

Additional  estimate  (see  Report  of  Chief  of  Engineers,  1891,  p.  2539) 10,000 

Total 185,000 

APPROPRIATIONS. 


Act  of— 

March  3, 1871 $25,000 

June  10, 1872 25,000 

March  3,  1875 25,000 

August  14, 1876 8,000 

June  18,  1878 8,000 

March  3,  1879 7,000 

Juno  14,1880 7,000 

March  3, 1881 8,000 

August  2,1882 12,000 


Act  of — 

July  5,1884 $15,000 

August  5, 1886 15,000 

August  11, 1888 5,000 

September  19, 1890 6, 000 

July  13, 1892 7,000 

Miscellaneous  receipts  cred- 
ited to  appropriations 220 

Total 173,220 


Money  statement 

July  1,  1893,  balance  unexpended $6, 311. 90 

Juno  30,  1894,  amount  expended  during  fiscal  year 4,077.73 

July  1,  1894,  balance  unexpended 2,234.17 


{Amount  (estimated)  required  for  completion  of  existing  project 20, 000. 00 
Amoun  t  that  can  be  profitably  expended  in  fiscal  year  ending  J  une  30, 1896    20, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


JAst  of  materials  used  and  cost  of  same  in  place  for  building  2'25,6  linear  feet  of  guide 
piling  to  conned  the  main  and  detached  piers  at  Ahnapee  Harbor j  Wiscongifif  under 
contract  dated  December  15,  1S92,  with  Mr,  John  M,  Borgman,  of  Kewaunee,  Wis. 


Articles. 


RoQud  pilos linear  feet. . 

Oak  timber feet,  B.  M. . 

Pine  timber do 

Iron  tie  nxls  und  sorow  bolts pounds.. 

Iron  T  railroad  rail« do 

Iron  Mpikcs do. . . . 


Total 


Quantities. 


5,390 
5,808 
8,964 
12,518 
9,012 
264 


Price  per 
unit. 


$0.25 

55.00 

35.00 

.05 

.03i 

.05 


Amount. 


$1, 347. 50 
310.44 
313. 74 
625.90 
315.42 
13.20 


2, 935. 20 


Average  co8t  p(^r  running  foot,  $13.01. 

COMMERCIAL   STATISTICS   FOR  THE   CALENDAR   YEAR  ENDING  DECEMBER  31,  1893. 

[FurniHlied  by  M.  T.  Parker,  mayor.] 

Name  of  harbor,  Ahnapee,  Wis. ;  collection  district,  Milwaukee,  Wis. ;  nearest 
light-house,  on  north  pier  head,  Ahnapee,  Wis. 

Arrivals  and  departures  of  vessels. 


Description. 

Arrivals. 

Departures. 

Nnmber. 

351 
298 

Tonnage. 

Nnmber. 

Tonnage. 

Steam 

192, 391 
24,377 

349 
297 

192, 330 

Sail - --- 

24,371 

Total 

640 

216,  768 

646 

216,701 

ENG  94 


130 
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Principal  arUcUs  of  escort  and  import, 
BY  ALL  WATS  OF  TRANSPORTATION. 


Articles. 


EXPORTS. 

A^ODltaral  implements. 

Apples 

Bark,  tan 

Barley 

Beer  and  liquors 

Butter 

Cattle 

Cheese 

Eggs 

Fisb 

Flour 

Furniture 

Hav 

BiucH , 

HogH 

Horses 

Lumb<'r 

*  Lintels 

Marble 

Merchandise,  general  — 

MillHtnffs 

Oats 

Pease 

Pork  and  beef 

Posts,  fence 

Potatoes 

Provisions 

5«K» 

Rye 

Sheep 

Shingles 

Ties,  railroad 

Wheat 

Wood 

Woodenware 

Wool 


Total 


Quantity. 


Tons. 

30 

37; 

594 

214  I 

105  , 

103 

270  • 

685 

94 

165 

236 

132 

900 

35 

40 

113 

112 

270 

24 

40 

100 

384 

3,510 

34 

1,140 

390 

20 

22 

252 

24 

900 

4,200 

2,700 

2.500 

495 

1 


20,871 


Total  approximate  value $866, 900 


Articles. 


IMPORTS. 

Agricnltnral  implements 

Apples 

Beans 

Beer  and  liquors 

Brick 

Cattle 

Chairs 

Coal  and  coke 

Com 

Flour 

Furniture 

Horses 

Iron  and  steel 

Lath 

Leather 

Lime  and  cement 

Lumber 

Machinery,  heavy 

Marble 

Merchandise,  general 

MiUatuffs 

Oats 

Oil 

Pease 

Plaster,  land 

Provisions 

Salt 

Sash,  doors,  and  blinds  . . 

Saw  logs 

Sheep 

Wagons  and  carriages... 
Wooden  ware 

Total 

Total  approximate  value 


Quantity. 


Torn. 

640 

52 

6 

300 

140 

40 

7 

340 

37 

67 

17 

90 

240 

187 

80 

60 

8,210 

94 

25 

8,800 

108 

82 

171 

9 

45 

440 

285 

28 

195 

3 

€7 

6 


10,720 


$797,425 


J   J    12. 
IMPROVEMENT  OF  KEWAUNEE  HARBOR,  WI8CON8IN. 

Object. — To  secure  a  navigable  cliaiinel  from  Lake  Michigan  into  the 
Kewaunee  River,  where  the  harbor  of  Kewaunee  is  situated. 

Project. — The  project  for  the  improvement  of  this  harbor  was  adopted 
in  1881,  and  provides  for  the  formation  of  a  channel  from  a  point  about 
2,000  feet  south  of  the  original  mouth  of  Kewaunee  Kiver,  through 
a  spit  of  land  about  300  feet  wide,  affording  communication  between 
the  river  and  Lake  Michigan.  From  the  lake  end  of  this  cut  two  par- 
allel i)iers,  200  feet  apart,  are  to  be  constructed,  each  1,050  feet  long, 
extending  to  the  18-foot  contour.  Between  the  piers  and  through  the 
cut  the  channel  is  to  be  dredged  to  a  depth  of  14  feet. 

Present  works. — Pile  piers  lined  with  sheet  jiiling:  (1)  The  north 
pier  is  l,oOO  feet  long — 1,250  feet  10  feet  wide  and  250  feet  20  feet  wide. 
(2)  The  south  pier  is  1,425  feet  long— 1,125  feet  10  feet  wide  and  300  feet 
20  feet  wide.    They  were  built  in  1881-'93  and  are  in  good  condition. 

Depth  of  water. — Originally  about  2  feet.  Soundings  completed  April 
12, 1894,  showed  the  existence  of  a  channel  of  navigable  width  centrally 
located  between  the  piers  13.6  feet  deep. 
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Operations  during  the  fiscal  year. — Under  contract  dated  August  27, 
1892,  with  Mr.  John  M.  Borgman,  of  Kewaunee,  Wis.,  for  the  construction 
of  550  linear  feet  of  pile  pier,  work  was  in  progress  at  the  beginning 
of  the  liscal  year  and  continued  until  the  completion  of  the  contract, 
October  13,  1893. 

During  the  fiscal  year  the  north  pier  was  extended  250  feet,  and  the 
south  pier  250  feet.  The  total  pier  extension  under  this  contract  was 
650  feet,  50  feet  of  the  south  pier  having  been  completed  June  23, 1893. 

By  hired  labor  and  the  use  of  United  States  dredge  No.  2,  dredging 
was  begun  August  3  and  closed  September  14,  1893,  resulting  in  the 
removal  of  22,425  cubic  yards  of  material  and  the  formation  of  a  chan- 
nel centrally  located  between  the  piers  120  feet  wide  and  14  feet  deep, 
and  a  turning  basin  of  the  same  depth  in  the  old  river  bed.  Kepairs 
were  also  made  to  the  harbor  piers  and  dredging  plant. 

Hemarlcs  and  recommendations. — Many  vessels  of  light  draft  obtain 
shelter  at  this  harbor  during  the  i)revaleuee  of  severe  gales.  If  the 
piers  were  completed  the  full  length  contemplated,  the  number  of  ves- 
sels seeking  shelter  here  would  be  largely  increased. 

Each  pier  requires  an  extension  of  about  400  feet,  as  the  18-foot  con- 
tour has  advanced  abcmt  200  feet  since  the  improvement  was  begun  in 
1881,  but  no  increase  of  the  original  estimate  is  necessary.  The  protec- 
tion of  the  river  front  by  docks  completed  by  private  parties  during  the 
past  year,  and  other  docks  in  process  of  construction,  will  be  of  great 
benefit  to  the  harbor  and  decrease  the  cost  of  maintenance. 

Should  an  appropriation  be  made  for  the  fiscal  year  ending  June  30, 
1890,  it  is  contemplated  to  expend  it  chiefly  in  pier  construction.  An 
api)ropriation  of  $75,000  is  recommended. 

Estimated  cost  (see  Report  of  Chief  of  Engineers,  1881,  p.  2084) $200, 000 

APPROPKIATIONS. 

Act  of— 

March  3,  1881 $5,000.00 

August  2,  1882 12,000.00 

Julys,  1884 18,000.00 

Augusts,  1886 10,000.00 

August  11,  1888 10,000.00 

September  19,  1890 20,000.00 

July  13,  1892 30,000.00 

Miscellaneous  receipts  credited  to  appropriations 14.  00 

Total 105,014.00 

Appropriated  by  local  authorities  in  1881,  and  expended  by  the  United 

States  under  the  dirwtion  of  the  engineer  officer  in  charge 8, 042.  72 

Money  Htatement, 

July  1,  1893,  balance  unexpended $23,949.60 

June  30,  1894,  amount  expended  during  fiscal  year 23,  374.  60 

July  1,  1894,  balance  unexpended 575.00 

{Amount  (estimated)  required  for  completion  of  existing  project 86, 943.  28 
Amount  that  can  beprotitably  expended  in  liscal  year  ending  June  30, 1896    75, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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List  of  materials  used  and  cost  of  same  in  place  for  the  construction  of  560  linear  feet  of 
pile  pier  at  Ketvaunee  Harhor^  Wisconsiny  under  contract  with  Mr,  John  M.  Borgman, 
dated  August  27, 1892, 


Articles. 


Kound  piles  fiirniHhed  and  driven linear  feet. 

Pino  timber  12  by  12  inches feet,  B.  M. 

Pine  timber  0  by  12  inches do... 

Pino  8h  wt  pile  plank,  3  by  12  inches  by  28  feet do. . . 

White  oak  timber,  6  by  12  inches  and  10  by  12  Inches do... 

Pino  deck  plank  3  by  12  inches  by  16  feet do. . . 

Screw  bolt«,  tie-rods,  nuts,  and  washers pounds. 

"Wrought  iron  spikes do . . . 

Ston(> cords . 


Quantities. 


Price     I 
I>er  unit. , 


Total ; 22,330.82 


34,376 

$0.20 

15,552 

22.00 

6,780 

21.00 

02,736 

29.00 

37,896 

47.00 

21,528 

15.00 

19,  767 

.04i 

2,622 

.04 

1,870 

4.90 

Amount. 


$6,875.20 

342. 14 

162.72 

2, 689. 34 

1,781.11 

322.92 

889.51 

104.88 

9,163.00 


North  pier:  Extended  250  feet;  cost,  $10,926.60;  average  co^t  per  linear  foot.  $43.70. 
South  pier:  Extended  300  feet;  cost,  $11,404.22;  average  cost  X)er  linear  foot,  $38.01. 

COMMERCIAL  STATISTICS   FOR  THE   CALENDAR  YEAR  ENDING   DECEMBER  31,  1883. 

[Furnished  by  the  mayor  of  Kewaunee,  Wis.] 

Name  of  harbor,  Kewaunee,  Wis. ;  collection  district,  Milwaukee,  Wis. ;  nearest 
light-bouse  on  north  pier  head,  Kewaunee, Wis. 

Arrivals  and  departures  of  vessels. 


* 

Description. 

Arrivals. 

Departures. 

Number.     Tonnage. 

1, 010          644, 801 
220  :          15,562 

Number. 

Tonnage. 

St4)&1ll ••••*•• 

1,026 
227 

043,542 

Sail -- 

15,788 

Total 

1,230 

600, 363 

1,253 

659,325 

Principal  articles  of  export  and  import, 
BY  WAY  OF  THE  HARBOR  ONLY. 


Articles. 


EXPORTS. 

Agricultural  implements 

Apples 

Baric,  tan 

Barlev 

Beans  

Beer 

Brick 

Butter 

Cattle 

Cheese 

Ifr:;;::::::::;:::::::: 

Flour 

Furniture 

Hay 

Hides 

Hogs 

Iron  and  steel 

Lumber 

Merchandise,  general 

Mill  stuffs 

Oatfl 

Pease 

Plaster,  land 

Pork  and  beef 

Posts,  fence 

Potatoes 

Provisions 

Bye 


Quantity. 


Articles. 


T071S. 

3 

9 

1.320 

604 

6 

13 

12,000 

125 

900 

500 

52 

10 

76,250 

1 

3,000 

12 

40 

28 

112 

22,000 

3,500 

352 

6,000 

2,600 

36 

1,615 

99 

1 

99 


IMPORTS. 

Agricoii/Ural  implements 

Apples , 

Beans  

Beer 

Cattle 

Chairs 

Coal  and  coke 

Corn 

Flour 

Iron  and  steel 

Laths  

Leather , 

Lime  and  cement 

Lumber 

Malt 

Marble 

Merchandise,  general 

Mill  stuffs 

Oil 

Pease 

Plaster,  land 

Pork  and  beef 

Potatoes 

Salt 

Sash,  doors,  and  blinds. . . 

Sheep  

Shingles 

Stone 

Wagons  and  carriages.... 


Quantity. 


Tons. 

75 

172 

•  6 

52 

15 

16 

1,000 

34 

69,875 

275 

27 

17 

180 

6,000 

5 

3 

6,000 

400 

450 

5 

600 

66 

4 

1,800 

20 

6 

82 

7,000 

250 
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Principal  articles  of  export  and  import — Continued. 
BY  WAY  OF  THE  HARBOR  ONLY— Continned. 


Articles. 


EXPORTS — continued 

Salt 

Sash,  doors,  and  blinds 

Sheep  

Stone 

Ties,  railroad 

Wagons  and  carriages 

Whejit 

Wood 

Wool 

Total 

Total  approximate  value  . . . . . 


Quantity. 


Articles. 


Tons.      1 

120  II  Wheat 

1  'I  Wood 

120  jl  Wooden  ware 
21,000  Ij 

3,500  Ij  Total.. 
12 


IMPOSTS — coutinned. 


900 

250 

15 


156,005 
$4,  304, 710 


Total  approximate  value 


Quantity. 


Toiu. 


360 
625 

4 


05,323 


$3,032,860 


J   J    13. 
IMPROVEMENT  OF  TWO  RIVERS  HARBOR,  WISCONSIN. 

Object. — To  secure  a  navigable  channel  from  Lake  Michigan  into 
Twin  Eivers,  where  the  harbor  of  Two  Eivers  is  situated. 

Project, — The  project  for  the  improvement  of  this  harbor,  adopted  in 
1870,  provided  for  the  construction  of  two  parallel  piers  extending  from 
the  river  mouth  to  the  18-foot  contour  in  Lake  Michigan,  and  dredging 
between  them  to  a  depth  of  12  feet. 

Present  tcorls. — Pile  and  crib  piers:  (1)  north  pier,  1,810  feet  long, 
composed  of  1,060  feet  of  pile  pier  14  feet  wide  and  750  feet  of  cribs  20 
feet  wide;  (2)  south  pier,  1,710  feet  long,  composed  of  960  feet  of  pile 
pier  14  feet  wide  and  750  feet  of  cribs  20  feet  wide.  The  pile  piers  were 
built  in  1871-1874  and  the  cribs  in  1875-1884.  The  latter  are  in  good 
condition.  The  timber  superstructure  of  the  pile  piers  is  much  decayed 
and  should  be  rebuilt  at  an  early  day. 

Dejyth  of  water, — Originally  from  2  to  3  feet.  Soundings  taken  April  5, 
1894,  showed  a  governing  depth  in  the  entrance  channel  of  about  11  feet. 

Operations  during  the  fiscal  year. — By  hired  labor  and  purchase  of 
materials  in  open  market,  minor  repairs  were  made  to  the  piers,  viz, 
15.2  cords  of  stone  filling  were  placed  in  the  outer  end  of  the  north  pile 
pier,  and  the  plank  walk  was  repaired;  defective  waling  pieces  to  the 
sheet  x)iling  of  the  south  pier  were  removed  and  new  wales  put  on; 
repairs  were  also  made  to  the  sand  fences. 

Dredging  Avith  United  States  dredge  No.  2  was  in  progress  at  the 
beginning  of  the  fiscal  year  and  continued  until  July  31, 1893.  Eleven 
thousand  seven  hundred  and  sixty-five  cubic  yards  of  material  were 
removed  from  tlie  channel  during  the  fiscal  year,  making  a  total  of 
28,205  cubic  yards  (luring  the  working  season  of  1893. 

Remarlcs  and  recommendations, — The  steam  tugs  at  this  harbor  are 
emi>loyed  in  the  fishing  trade  and  towage  of  rafts  from  the  northern 
end  of  Lake  Michigan  and  Green  Bay,  therefore  they  are  not  available 
for  towing  sailing  vessels  seeking  entrance  into  the  harbor;  hence  when 
tlie  wind  is  unfavorable  they  are  obliged  to  ''beat"  in.  Water  being 
shoal  near  the  shoreendsof  the  harbor  piers,  they  sometimes  touch  bot- 
tom when  well  inside  the  harbor  entrance.  It  will  therefore  be  desirable 
to  dredge  the  channel  12  feet  deep  the  full  width  between  the  piers. 

To  accomplish  this  the  removal  of  about  25,000  cubic  yards  of  mate- 
rial is  necessary. 
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Arrangements  have  been  made  with  the  Goodrich  Transportation 
Company  for  their  west  shore  line  of  steamers  to  stop  at  this  harbor, 
thus  establishing  a  daily  line  north  and  south. 

The  superstructure  of  the  pile  piers,  2,020  imear  feet,  requires  renewal. 
It  was  built  in  1871-1873,  is  much  decayed,  and  in  a  dilapidated  con- 
dition. 

Estimate  for  1896, 

For  rebailding  2,020  feet  of  pile  pier  above  the  water  line,  at  $6.50 $13»  190 

For  dredjjing 4, 000 

Contingencies 1, 670 

Total 18.800 

For  the  formation  of  a  wider  channel,  maintenance  of  the  same,  and 
rebuilding  decayed  superstructure,  an  appropriation  of  $18,800  is  rec- 
ommended for  the  fiscal  year  ending  June  30,  1896. 

Estimated  cost  (see  Report  of  Chief  of  Engineers,  1871,  p.  123) $265,588.80 

APPROPRIATIONS. 


Act  of— 

MarchS,  1871 $25,000 

June  10,  1872 25,000 

MarchS,  1873 25,000 

June23,  1874 15,000 

March  3, 1875 15,000 

August  14, 1876 5,000 

Jnnel8,  1878 10,000 

March  3, 1879 20,000 

June  14,  1880 20,000 


Act  of— 

March  3, 1881 $16,000 

Angu8t2,  1882 16,000 

Jnlv5,  1884 8,000 

August  11, 1888 2,600 

September  19,  1890 8,000 

July  13,  1892 8,000 

Total 206,500 


Money  statement. 

July  1,  1893, balance  unexpended $2,012.29 

June  3w,  1894,  amount  expended  during  fiscal  year 1, 461. 36 


July  1,  1894,  l)alance  unex])ended 


650.93 


{Amount  (estimated)  required  for  completion  of  existin/^  project 59, 088. 80 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896    18, 800. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  aud  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL  STATISTICS   FOR  THE    CALKXDAR  YEAR  ENDINii  DECEMBER  31,  1893. 

[Fumirthed  by  Mr.  James  E.  Hamilton,  mayor.  ] 

Name  of  harbor,  Two  Rivers,  Wis. ;  collection  district,  Milwaukee,  Wis. ;  nearest 
light-house,  on  north  pier-head,  Two  Rivers,  Wis. 

Arrivals  and  departures  of  vessels. 


Dvscription. 


Steam 

Fish  tugs.. 
Sail 

Total 


Arrivals. 


Number. 


67 

1.800 

70 


1,937 


Tonnage. 


39,436 
22,000 
18,  719 


80,155 


Departures. 
Number 


67 

1,800 

70 


1,937 


Tonnage. 


39,438 
22.000 
18. 719 


80,166 
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Principal  articles  of  export  and  import, 
BY  WAY  OF  HARBOB  ONLY. 


Articles. 


EXPORT8. 

Agricultural  implcmenta 

Apples 

Barley 

Beans  

Beer 

Brick 

Batter 

Chairs 

Cheese 

Ml":::;::-.:::;:;::::::; 

Flour 

Furniture 

Hay 

Hides 

Hogs 

Lumber 

Merchandise,  general 

Pease 

Potatoes 

Provisions 

Woo<l  type 

"Wooden  ware 

Wool 

Total 

Total  approximate  value  . 


Quantity. 


Tom. 


1, 

8, 
5. 


6, 
1. 


12, 


20 

56 

150 

6 

166 

35 

26 

750 

87 

10 

125 

322 

437 

750 

26 

45 

000 

475 

450 

452 

13 

156 

778 

6 


42.  359 


$2,450,000 


Articles. 


IMPORTS. 

Agricultural  implements. 

Apples 

Brick 

Chairs 

Cheese 

Coal  and  coke 

Com 

Fish 

Flour 

Furniture 

Iron  and  steel 

Lath 

Leather 

Lime  and  cement 

Lumber 

Merchandise,  general 

on 


Pork  and  l)eef . 

Provisions 

Salt 


Sash,  doors,  and  blinds 

Saw  logs 

Shingles 

Stone 

Wagons  and  carriages. 
Wood 


Quantity. 


ToUl 

ToLal  approximate  value. 


Tims. 

U2 

176 

5,000 

20 

4 

60,000 

617 

8 

669 

394 

1,225 

1,925 

7 

47 

1,200 

890 

1,620 

94 

12 

675 

630 

875,000 

1,576 

12,600 

37 

20,000 

474,667 


$3,760,000 


BY  ALL  WAYS  OF  TRANSPORTATION. 


Articles. 


KXPOKTS. 

Agricultural  implements 

Apples 

Barh-y 

Beaus 

Beer 

Brick 

Butt<».r 

Cattle 

Chairs 

Cherse 

EgffH 

Fish 

Flour 

Furuituro 

Hay 

HidoH 

no;;s 

LumlK^r 

Merchandise  (general)  — 

Pease 

Potatoen 

Provisions 

Kve 

SVieep 

Wheat 

Wo(k1  tyi>e 

Wooden  ware 

Wool 


Total 

Total  aj^jroxinuite  value  . 

IMPORTS. 

Agricultural  implements. 
Apples 


Quantity 


Tons. 

48 

56 

193 

9 

221 

600 

31 

900 

11, 750 

162 

36 

2,000 

537 

16,  875 

22,000 

28 

50 

13,500 

2,875 

1,140 

752 

24 

532 

32 

66 

459 

20.708 

31 


95,  615 


$4,100,765 


187 
255 


Articles. 


IMPORTS — continued 

Brick 

Chairs 

Cheese 

Coal  and  coke 

Corn 

Fish 

Flour 

P^umiture 

Iron  and  steel 

Lath 

Leather 

Lime  and  cement 

Lumber 

Marble 

Merchandise  (genenil) 

Mill  stuffs 

Oate 

Oil 

Plaster  (land) 

Pork  and  beef 

Poles  (t<'legraph) 

Post.'4  (fence) 

Provisions - . 

Salt 

Sash,  doors  and  blinds 

Saw  logs 

Shingles 

Stone 

Tiea  (railroad) 

Wagons  and  carriages 

Wheat 

Wood 

Wooden  ware 

Total 

Total  approximate  value . . . . 


Quantity. 


Tons. 

7,480 

37 

5 

93,000 

1,008 

12 

905 

259 

2,080 

2,888 

10 

94 

2,056 

11 

18,650 

275 

140 

3,269 

133 

216 

23 

95 

42 

1,059 

900 

408,  000 

2.250 

12,600 

210 

79 

360 

21,240 

22 


580, 456 


$7,000,000 
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J  J   14. 
IMPROVEMENT  OF  MANITOWOC  HARBOR,  WISCONSIN. 

Object, — To  secure  a  navigable  channel  from  Lake  Michigan  into  the 
Manitowoc  lliver,  where  the  harbor  of  Manitowoc  is  situated. 

Project. — The  original  project,  adopted  in  1852,  provided  for  the  con- 
struction of  two  i)arallel  crib  piers,  220  feet  apart,  extending  ft'om  the 
mouth  of  the  Manitowoc  liiver  to  the  12-foot  contour  in  Lake  Michigan. 
It  was  completed  in  1871.  In  1881,  to  meet  the  increased  demands  of 
commerce,  a  project  was  adopted  for  extending  the  piers  to  the  18J-foot 
contour  and  obtaining  a  channel  of  not  less  than  14  feet  depth  at  the 
shore  line,  increasing  to  18  feet  at  the  entrance.  Pier  extension  under 
this  project  was  completed  in  1887  and  the  dredging  in  1889. 

In  1890  a  nroject  for  an  exterior  breakwater  400  feet  long  was  sub- 
mitted. 

Present  works. — Crib  piers:  (1)  North  pier,  1,970  feet  long,  composed 
of  1,220  feet  of  cribs  20  feet  wide  and  750  feet  24  feet  wide;  (2)  south 
pier,  1,900  feet  long,  composed  of  1,150  feet  of  cribs  20  feet  wide  and 
750  feet  24  feet  wide. 

Depth  of  water. — Originally  3  feet.  A  survey  completed  April  1, 1894, 
showed  the  depth  at  entrance  to  be  from  16^  to  17  feet,  but  the  gov- 
erning depth  between  the  piers  <  id  not  exceed  14  feet. 

Operations  during  the  fiscal  year. — By  hired  labor  and  purchase  of 
materials  in  open  market  592  linear  feet  of  the  south  pier  were  rebuilt 
above  the  water  line.  Minor  repairs  were  also  made  to  the  plank  deck- 
ing of  the  cribs. 

kcviarl's  and  recommendations. — The  north  pier  was  completed  in  1885, 
the  south  pier  in  1887,  and  the  dredging  in  1889. 

For  the  restoration  of  the  channel  the  excavation  of  17,000  cubic 
yards  of  material  is  now  needed,  and  a  small  amount  of  dredging  will 
be  required  from  time  to  time  for  its  maiutenance.  The  renewal,  above 
the  water  line,  of  320  linear  feet  of  the  older  portion  of  the  piers  is 
needed;  also  100  cords  of  stone  for  additional  filling  to  superstructure 
rebuilt  in  1893. 

No  work  has  been  done  on  the  breakwater,  it  not  being  considered 
judicious  to  begin  the  same  until  sufficient  funds  are  available  to  com- 
plete it,  as  if  left  in  an  incomplete  condition  it  would  be  liable  to  dam- 
age and  a  menace  to  life  and  property. 

Estimate  for  1896, 

Restoration  and  maintenance  of  channel $4, 000 

Rebuilding  above  the  water  line  320  linear  feet  of  pier 3,200 

Additional  stone  filliuK  for  superstructure  built  m  1893 600 

For  construction  of  breakwater 40, 000 

Total 47,800 

Less  balance  now  available,  about 22, 800 

Estimated  amount  re(|uired  to  be  appropriated 25, 000 

To  supplement  funds  now  available  an  appropriation  of  $25,000  is 
therefore  recommended  for  fiscal  year  ending  June  30, 189G. 

Estimated  cost  (see  Report  of  Chief  of  Engineers,  1861,  p.  2094 $308,182.54 

Additional  estimate  for  breakwater  (see  Report  of  Chief  of  P^ugineers, 

1890,  p.  2345) 40,000.00 

Total 348,182.54 


^ 
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APPK0PRIAT10N8. 


Act  of — 

Angnst  30, 1852 

June2i5,  1866 

March  2, 1867 

July  25,  1868  (allotted). 
April  10,  1869  (allotted). 

July  11,  1870 

March  3,  1871 

March  3,  1873 

June  23,  1874 

March  3, 1875 

August  14,  1876 

June  18,  1878 

March  3, 1879 


$8,000.00 
52,  000.  00 
45, 000. 00 
17,  500. 00 
17,  820.  00 
20,  000. 00 
11,000.00 
20,  000. 00 
10, 000. 00 
10, 000. 00 

8, 000.  00 
15,  000.  00 

6,500.00 


Act  of — 

June  14,  1880 

March  3, 1881 

August  2, 1882 

Julys,  1884 

August  5,  1886 

August  11,1888 

September  19,  1890 

July  13,  1892 

Miscellaneous  receipts 
credited  to  appropria- 
tions  


$7,000.00 

4,000.00 

10, 000. 00 

15, 000. 00 

15, 000. 00 

8,000.00 

8,000.00 

28, 000. 00 


220.50 


Total 336,040.50 


Money  statement, 

July  1,  1893,  balance  unexpended $26,651.93 

June  30,  1894,  amount  expended  during  fiscal  year 3,  788. 10 

July  1,  1894,  balance  unexpended 22,863.83 


{Amount  (eMimated)  required  for  completion  of  existing  project 25, 000. 00 

Amountthat  can  be protitably  expended infiscalyearendingJune30, 1896  25, 000. 00 
Submitted  in  com])liance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 

List  of  materials  used  and  cost  of  same  in  place  for  rebuilding  above  the  water  line  59J 

linear  feet  of  the  south  harbor  pier  at  ManitowoCy  Wis. 


Artulos. 


White  pino  timber feet.  B.  M. 

Pine  plauk do. .. 

Iron  dnftbolts pouuUs . 

Iron  spikea do... 

cords . 


Stone 

Tools  and  appliances. 

Pay  rolls  for  labor. . . . 


Total 


Quantities.  ^^^^?^^j  Amount. 

^  I      nil  It.      I 


112,128 

6,000 

7,475 

300 

76.7 


$16. 75 
16.75 

.02i 
5.50 


I 


$1, 878. 14 
100. 50 
160.71 
8.25 
421.85 
45.26 
450.50 

3,  065, 21 


Cost  per  running  foot,  $5.18. 


COM.MERCMAL   STATISTICS   FOR   TIIK    CALENDAR    YEAR   ENDING   DECEMBER   31,    1893. 

[Furnished  by  Mr.  Joseph  Vilas,  niaj'or.] 

Name  of  harbor,  Manitowoc,  Wis.;  collection  district,  Milwaukee,  Wis.;    neares 
light-house  on  north  pier  head,  Manitowoc,  Wis. 

Arrivals  and  departures  of  vessels. 


Di-scription. 

Arrivals. 

Departures. 

Number. 

611 

277 

Tonnage. 

Number. 

610 
276 

Tonnage. 

Steam 

368,315 
47. 773 

367, 401 

Sail 

48,193 



Total 

888 

416, 088 

886 

415,594 
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Principal  artiolet  of  export  and  import 


BY  WAT  OF  THE  HARBOR  OXLY. 


Articlea. 


EXPORTS. 

Afrricaltnral  implements 

Apples 

Barley 

Beans 

Beer 

Brick 

Batter 

Cattle 

Cheese 

Coal  and  coke 

Epps 

Fish 

Flour 

Furniture 

Hay 

Hi<U>s 

HogH 

Leather 

Malt 

Men-hundiHe,  peucrjil 

Mill  stuffs 

OatH 

I^ease 

Pork  an<!  hoef 

Potatoes 


Rye 

Salt 

Sheep 

"WaifOiiH  and  cnrriapes. 

Wheat 

Wool 


Total 


Qoanitty.  !• 


Articles. 


Qmmtity. 


161.68:1 


Total  appr«>ximat«  value $2,  r>0(),  000 


Tont.      j, 
27  ■ 
71 
188 
36  ■ 
52  I 
1,400  I 
157  !i 
176 
1,575 
21,000  ; 
14.5  I 
33 
42,247 
147 
7,986 
43 
71,000  I 
68 
1,000 
2.  950 
3,086 
1,220 
3,270 
U 
900 
353 
1,500 
6 
92 
900 
34 


IMPOBT8. 

Agncaitural  implements 

Apples 

Bark,  tan 

Barley 

Coal  and  coke 

Com 

Fish 

Flour , 

Hides 

Iron  and  steel 

Lath 

Leather 

Lime  and  cement 

Lnmher 

Marhle 

Merchandise,  general 

Mill  stuffs 

Oil 

Salt 

Shingles 

Stone 

Wagons  and  carriages  — 
Woo<l 


Total 

Total  approximate  value 


IVfW. 

1,525 

05 

440 

840 

ieS,140 

38 

9 

ao 

141 

4,630 

844 

18 

79S 

8,157 

7B 

80.830 

60 


496 

8,887 

19 

1,266 


806,604 


P.  200, 000 


BY  ALL  WAYS  OF  TRANSPORTATION. 


Artirlfs. 


F.XI'OUTS. 


I 


Agricultural  implements 

Apples 

Barley 

Beans  

Beer 

Biick 

Butter 

(battle 

Ch<»eHe 

Coal  and  coke 

Eggs 

FlHh 


Fl<iur 

Furniture 

Hav 

Hides 

Hog«* 

I^euthcr 

Malt 

Merchandise,  general. 

Millstutls 

OatM 

I*eaae 

Plaster.  land 

Pork  and  hcef 

Potnt<H's 

Rve 


Salt 

Sheey 

WagouH  and  carriaj 

Wheat 

Wool 


Quantity. 

Ton*. 
704 
81 

2,  IHO 
4.5 

100 

3,  ()30 
21MJ 
204 

1.005 

221. 0«M) 

1!I9 


:u 

42, 570 

221 

9.949 

8 

4:. 

107 

5.993 

7.197 

3,  2H0 

1,  437 

5.783 

300 

10 

9U 

913 

2.  4rt) 

(i 

302 

2.610 

36 

Total 314,423 

Total  approximate  value $6, 974. 545 


ArticU^s. 


IMPORTS. 


Agricultural  implements 

A]>pliM4 

Hark,  tan 

Harley 

B<»er 

( 'oal  and  coke 

( -om 

Fish 

Flour 

Hid«^ 

Iron  and  steel 

Lath 

Ii4'ather 

Lime  and  cement 

Lunilter 

Marble 

Merchandise,  general  ... 

Mill  sturt'H 

Oil 

Plaster,  land 

Salt 

Shingles  

St^mc 

Wagons  and  carriages. . . 

Wheat 

Wo(m1 


Total 


Quantity. 


Torn. 

2,110 

187 

1,780 

11,188 

176 

280,700 

1.727 

10 

42,892 

92 

4,765 

247 

22 

924 

7,725 

20 

43,771 

2,032 

652 

1,000 

2,700 

600 

4,848 

112 

600 

19,407 


Total  approximate  value 


380.044 
$6,900,000 
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J  J  15. 

IMPROVEMENT  OF  SHEBOYGAN  HARBOR,  WISCONSIN. 

Object, — To  secure  a  navigable  cbaunel  from  Lake  Michigan  into  the 
Sheboygan  River,  where  the  harbor  of  Sheboygan  is  situated. 

Project, — The  iirqject  for  the  improvement  of  this  harbor  was  adopted 
in  1852,  and  had  for  its  object  the  formation  of  a  12-foot  channel 
entrance  to  the  mouth  of  the  Sheboygan  liiver.  This  was  modified 
in  1873  so  as  to  secure  a  deeper  channel  by  further  pier  extension  and 
dredging.  Both  projects  were  completed  within  their  estimated  cost, 
and  a  channel  was  formed  100  feet  wide,  with  a  depth  of  15  to  16  feet 
between  the  piers.  A  survey  made  in  1880  showed  a  depth  of  less 
than  12  feet  between  the  piers  and  on  tlie  outer  bar.  The  existing 
project  was  adopted  in  1881,  its  object  being  to  deepen  the  channel  still 
further  by  extending  the  piers  to  the  20-foot  contour  in  the  lake  and 
dredging  to  a  depth  of  18  feet  between  their  outer  ends,  the  depth 
decreasing  to  14  feet  at  the  shore  line. 

Present  worlcs, — Pile  and  crib  piers:  (1)  North  pier,  2,370  feet  long, 
composed  of  900  feet  of  pile  and  crib  pier,  built  by  the  city,  from  12  to  20 
feet  wide;  1,320  feet  of  cribs  20  feet  wide,  100  feet  of  cribs  24  feet  wide, 
and  50  feet  of  cribs  30  feet  wide.  (2)  South  pier,  2,487  feet  long,  com- 
posed of  780  feet  of  pile  and  crib  pier,  built  by  the  city,  from  12  to  20  feet 
wide;  132  feet  of  pile  pier  20  feet  wide;  1,525  feet  of  cribs  20  feet  wide, 
and  50  feet  of  cribs  30  feet  wide,  built  1852-1893.  About  950  feet  of 
the  north  pier  and  1,000  feet  of  the  south  pier,  built  since  1871,  are  in 
good  condition,  the  cribs  having  been  sunk  on  a  stone  foundation. 
Previous  to  1871  they  were  sunk  on  the  natural  lake  bottom, composed  of 
shifting  sand,  causing  them  to  settle  very  unevenly. 

Deptli  of  icater, — Originally  4  feet.  A  survey  completed  March  28, 
1894,  showed  a  channel  situated  midway  between  the  piers  of  navigable 
width  and  a  governing  depth  of  about  15.0  feet. 

02)eratio)is  during  the  Jiscal  year,  — Vjiiier  contract  dated  September 
29,  1892,  with  Mr.  1).  A.  McLeod,  of  Manistee,  Mich.,  for  extending 
each  pier  100  feet  by  cribs  24  feet  wide  in  extension  of  the  north  pier 
and  20  feet  wide  for  the  south  pier,  provided  with  pile  foundations  and 
sui)erstructure  c()nii)lete,  work  was  in  progress  at  the  beginning  of  the 
fiscal  year,  but  no  cribs  had  been  sunk  in  place. 

Work  under  this  contract  was  completed  August  17,  1893,  and  the 
contract  closed,  resulting  in  the  extension  of  each  pier  100  feet. 

By  hired  labor  and  purchase  of  materials  in  open  market  the  piers 
were  refilled  and  riprapped  with  lOO.iJ  cords  of  stone  in  places  where 
undue  settlement  had  occurred,  and  boltheads  that  projected  into  the 
channel  were  covered  with  oak  plank  to  prevent  damage  to  passing 
vessels. 

RemarlxS  and  recommendations, — A  short  line  of  railroad  is  in  process 
of  construction  that  will  connect  Sheboygan  with  the  Chicago,  Milwau- 
kee and  St.  Paul  Railway  system,  consisting  of  over  0,000  miles  of  track. 
Its  completion  at  an  early  day  is  expected  to  add  largely  to  the  trade 
and  commerce  of  Sheboygan  and  its  harbor. 

A  channel  of  less  than  16  feet  in  depth  does  not  meet  the  present 
requirementsof  this  harbor,  and  as  soon  as  the  20-foot  channel  between 
Buiialo  and  Chicago  is  comi)leted  that  depth  will  be  needed  here  also. 

This  im])rovement  was  begun  in  1852,  under  the  supervision  of  harbor 
commissioners  appointed  by  the  town  and  county  of  Sheboygan. 

In  1854  the  piers  built  by  them  terminated  in  lOJfeet  depth  of  water  j 
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from  natural  causes  the  depth  decreased  from  10^  feet  in  1854  to  about 
3  feet  at  the  end  of  the  north  pier  and  6  feet  at  the  end  of  the  south 
pier  in  1893. 

The  cribs  were  built  of  hewn  timber,  poorly  constructed,  sunk  on  the 
natural  lake  bottom,  settled  very  unevenly,  and  consequently  admit  au 
undue  quantity  of  sand  to  pass  through  them  into  the  channel,  the 
result  being  that  the  dredging  required  to  maintain  a  channel  of  the 
requisite  dimensions  is  largely  in  excess  of  what  it  should  be. 

The  United  States  assumed  control  of  these  piers  about  1866,  have 
renewed  the  superstructure  and  made  minor  repairs  to  them  from  time 
to  time. 

Various  plans  have  been  considered  for  their  thorough  reconstruction, 
but  owing  to  the  urgent  necessity  of  extending  the  piers  in  accordance 
with  tlie  project  adopted  in  1881  no  plan  has  been  submitted. 

Pier  extension  under  the  contract  completed  in  1893,  so  nearly  com- 
pletes the  extension  contemplated  under  the  existing  project,  that  the 
reconstruction  of  the  shore  ends  of  the  piers  is  now  of  paramount 
importance. 

The  method  of  repairs  contemplated  consists  chiefly  in  taking  up  the 
inner  section  of  the  south  pier  and  rebuilding  the  same  on  a  line  in 
prolongation  of  the  pier  built  under  the  project  adopted  in  1881,  thereby 
giving  a  uniform  width  of  entrance  of  about  270  feet. 

I  am  informed  by  Hon.  George  H.  Brickner,  M.  C,  that  the  city  of 
Sheboygan,  by  ordinance  duly  approved  by  the  mayor,  has  "under- 
taken and  agrees  to  secure  all  necessary  lands  needed  for  so  widening 
the  harbor,  either  by  purchase  or  condemnation  proceedings,  and  to 
dedicate  the  same  to  the  United  States  for  harbor  purposes,  if  requested, 
provided  the  Government  will  remove  the  old  piers  and  build  new 
piers  on  the  south  side,  as  above  proposed,  and  dredge  between  piers.'' 

The  Unit;ed  States  will  therefore  be  at  no  expense  for  right  of  way 
in  relocating  the  inner  end  of  the  south  pier  upon  the  proposed  line. 

Should  an  appropriation  be  made  for  the  fiscal  year  ending  June  30, 
1896,  it  is  proposed  to  expend  it  in  such  dredging  and  repairs  as  may 
be  necessary  for  the  maintenance  and  improvement  of  the  channel  and 
piers,  and  in  pier  extension  if  the  amount  appropriated  should  be  suffi- 
ciently large  to  admit  of  it.  An  appropriation  of  $106,900  is  recom- 
mended, of  which  sum  $64,900  is  for  maintenance  and  repairs. 

Estimated  cost  of  the  present  project,  adopted  in  1881  (see  Report  of 

Chief  of  Engineers,  1881,  p.  2104) $150,000.00 

Additional  estimate  (see  Report  of  Chief  of  Engineers,  1884,  ]>.  1856) 45, 000. 00 

Total 195,000.00 

APPROPUIATIONS. 


Act  of— 

August  30,  ia52 $10,000.00 

June  28,  1864  (allotted) . .  10, 000.  00 

Juno  23,  1866 47, 598. 91 

March  2,  1867 8,000.00 

April  10,  1869  (allotted) . .  14,  850. 00 

July  11,  1870 15,000.00 

March  3,  1871 15,000.00 

June  10, 1872 18,000.00 

March  3,  1873    10,000.00 

June  23,  1874 10,000.00 

March  3,  1875 12,000.00 

August  14,  1876 6, 000. 00 


Act  of— 

June  18,  1878 $4, 000..  00 

March  3, 1879 3,000.00 

June  14,  1880 7,000.00 

March  3,  1881 25,000.00 

August  2,  1882 30,000.00 

July  5,1884 28,000.00 

August  5,  1886 15,000.00 

August  11, 1888 15,000.00 

September  19,  1890 15, 000. 00 

July  13,1892 25,000.00 

Total 343,448.91 
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Money  statement. 

July  1,  1893,  balance  unexpended $18, 371. 52 

June  30,  1894,  amount  expended  during  fiscal  year 15,861.12 

J uly  1,  1894,  balante  unexpended 2, 510. 40 

{Amount  (estimated)  required  for  completion  of  existing  project 106,900.00 
Amountthat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896  106, 900. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


List  of  material 8  used  and  cost  of  same  in  place'for  extending  the  north  pier  at  Sheboygan, 
Jlls.,  100  feet  by  cribs  24  feet  wide  and  2:2\fe€t  highy  and  the  south  pier  100  feet  by 
anbs  ^0  feet  wide  and  :iiO\  feet  highj  including  superstructure,  under  contract  dated 
September  29,  1802,  with  Mr,  D.  A.  McLeody  of  Manistee,  Mich, 


Articles. 


Pine  timber feet,  B.  M . . 

Hemlock  timber do 

Pine  plank do 

Foundation  piles Number. . 

Iron  dHl'tboltn pounds. . 

Iron  screw-bolts do 

Iron  spikes do 

intone cords . . 


Total 


Qnautities. 

Price    ! 
per  unit. 

150, 720 

$24.00 

131,448 

17.60 

12, 870 

17.00 

104 

10.50 

23, 815. 7 

.04 

4, 452.  8 

.04 

705 

.04 

838.3 

7.00 

■  Amount. 


$3,617.28 

2, 300. 34 

218.79 

1,092.00 

952.62 

178. 11 

28.20 

5,868.10 

14,255.44 


North  Pier: 

Cost  of  2  cribs,  each  50  by  24  by  IGileot. 
Cost  of  superstructure,  0  feet  high 


Total 


South  Pier: 

Coat  of  2  cribs,  each  50  by  20  by  UJ  feet. 
Cost  of  superstructure  G  feet  liigh 


Total. 


$57.34 
20.72 


78.06 


Total. 


$5. 734. 54 
2, 072. 04 


47.22 
17.27 


64.49 


7. 806.  58 


4, 722. 16 
1, 720. 70 


6,448.86 


COMMERCIAL   STATISTICS. 

Repeated  but  unsuccessful  efforts  were  made  to  obtain  commercial  statistics  of 
this  important  harbor  for  the  calendar  year  ending  December  31,  1893.  Therefore 
the  statistics  furnished  last  year  are  repeated. 

COMMKRCIAL   STATISTICS   FOR   THK  CALENDAR   YEAR   ENDING   DECEMBER  31,  1892. 

[Furnished  by  Col.  J.  A.  Watrous,  collector  of  customs,  Milwaukee,  AVis.,  and  Mr.  Frank  Geele 

mayor  of  Sheboygan,  AVis.J 

Name  of  harbor,  Sheboygan,  Wis.  Collection  district,  Milwaukee,  Wis.  Nearest 
light-house,  Sheboygan,  Wis. 

Arrivals  and  departures  of  vessels. 


Description. 

Arrivals. 

Departures. 

Number. 

Tonnage. 

Number. 

Tonnage. 

Steam 

650 
645 

355,584 

74,508 

562 
616 

355,605 

Sail --- 

73, 676 

Total 

1,1»5 

430,092 

1,178 

429,280 
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Principal  articles  of  export  and  import. 
BY  WAY  OF  TILE  HARBOR  OITLY. 


Articles. 


EXPORTS. 

Boots,  shoes,  and  rubbers. 

Chair  irous 

Chairs 

Cheestt 

Enaiiiclod  ware 

Fish 

Furnituro 

Leather 

Lime  and  ceutont 

Mineral  water 

Pease 

Toys 

Veneers 

Wootlon  ware 


Total 

Total  approximate  vulae. 

IMPOETS. 

Agricultural  imjilemeuts. 

Bark,  tan 

ChairH 

Cual  and  coke 


Qaantity. 


Tons, 

520^ 

1,50U 

60,076 

1,500 

575 

400 

6,390 

300 

43,500 

750 

240 

450 

1,000 

900 


Articles^ 


118, 101  i 


$2,861,666 


25 
5,500  I 

120,000  j 


IMPORTS — continued. 

Com 

Fish 

Furniture 

Hardware,  furniture  trimmings 

Hardware,  retail  and  wholesale 

Hides 

Iron  and  steel 

Lath 

Leather 

Limo  and  ceiuout 

Lumber 

Oats « 

Oils,  paints,  varnishes,  etc.,  factory 

consumption 

Post,  paving 

I'otatoes 

Salt 

Shingles 

Stone 

Wood 

Total 

Total  approximate  value 


Qaaatitj. 


Tom. 
072 
1,000 

ai 

282 

600 

2.500 

180 

560 

250 

29 

65.248 

1,000 

7041 
1.000 
00 
1.500 
1,200 
7,000 
20,00O| 


220, 88(^ 


$2,874,846 
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Articles. 


EXPORTS. 

BootH.  aho4'H,  and  nibberH 

Chair  irons 

Cha  irrt 

Checs<^ 

Coal  juid  <'«)ke 

Eniinielcd  ware 

Fihh 

Furniture 

Leather 

Limo  and  cement 

Malt 

Mineral  water 

Prase 

Toys 

Veneers 

WotMlen  ware 

Woo<  I -working  machines 

Total 

Total  »ppn>xiinate  value 

lMl't)RTS. 

Affricwltural  implements 

Itark,  tan 

Barley 

Boer  '. 

Brick 

Chairs 

Cheese 

Coal  and  coke 

Fish 


Quantity. 

Tom. 

1,562J 

500 

15,01H 

9,000 

50, 000 

1. 725 

1,000 

31.  980 

4.550 

101,  500 

1, 250 

1,250 

240 

675 

1,500 

2,250 

600 

224, 600} 

$7, 753, 000 

Articles. 


5, 
7. 
3. 

1. 


120. 
1, 


75 
500 
990 
100 
000 

23 
900 
000 
001) 


IMIH>RT8 — continued. 

Furniture 

Hay 

Hardware,  furniture  trimmings 

Hardware,  retail  and  wholesafo 

Hides 

Iron  and  steel 

Lath 

Leather  

Limo  ami  cement 

Luml)er 

Marble 

Merchandise,  general 

Millstufls 

Oats 

Oils,  paints,  vamislies,  etc.,  factory 

consumpt  ion 

Plaster,  land 

I*ork  and  beef 

Posts,  paving 

I*otat<>es 

RublK>rs 

Salt 

Sash,  doors,  and  blinds 

Shingles 

Sewer  pipe 

Stt>no 

AVacons  and  carriages 

Wheat 

Wood 

Total 

Total  a]»proximate  value 


Qtumtlty. 


Tona. 
61| 
9,000 
8401 
1,500 
7,500 
l,bOO 
825 
250 
764 
126.120 
25 
2,500,000 
240 
2,400 

2.534 

850 

18,000 

1,900 

00 

3124 

1,500 

150 

1,890 

875 

8,456 

60 

1,500 

27,650 

2, 854, 989| 

$87649,318 
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IMPROVEMENT  OF  PORT  WASHINGTON  HARBOR,  WISCONSIN. 

Object — To  secure  a  navigable  channel  entrance  from  Lake  Michigan 
to  a  small  artificial  harbor  formed  by  excavating  two  interior  connected 
basins. 

Project — The  original  project  for  the  improvement  of  this  harbor  was 
adopted  in  18G0,  and  provided  for  the  building  of  2  parallel  piers,  150 
feet  apart,  extending  from  the  shore  line  to  10  feet  of  water  in  the  lake, 
and  the  excavation  of  a  basin  600  feet  long  by  200  feet  wide  inside  of  the 
shore  line.  In  1876  a  modification  of  the  plan  was  made  by  excavating 
a  second  basin  to  the  northward  and  nearly  at  right  angles  to  the  first 
basin,  and  extending  the  pier  to  the  14-foot  contour  in  the  lake.  This 
doubled  the  available  area  of  the  harbor  and  reduced  the  height  of  the 
entering  waves  very  materially. 

This  is  the  project  now  being  carried  out.  The  two  interior  basins 
have  a  combined  area  of  about  5f  acre-s,  an<l  are  to  be  dredged  to  a  depth 
of  12  feet,  with  a  channel  of  the  same  depth  connecting  them  with  the 
lake. 

Present  works. — (1)  North  pier,  920  feet  long,  composed  of  370  feet  of 
cribs  14  feet  wide ;  500  feet,  20  feet  wide,  and  50  feet,  24  feet  wide.  (2) 
South  pier,  1,326  feet  long,  composed  of  370  feet  of  cribs  14  feet  wide; 
550  feet,  20  feet  wide,  and  406  feet  of  pile  revetment.  The  piers  were 
built  in  1871-1893  and  are  in  good  condition,  with  the  exception  of  640 
linear  feet  of  superstructure,  built  in  1871,  which  is  much  decayed  and 
requires  renewal. 

Dcjpth  of  zcater, — The  original  depth  of  water  at  the  mouth  of  Sauk 
River  was  about  1  foot.  Soundings  taken  in  March,  1894,  showed  the 
governing  depth  in  the  entrance  channel  to  be  about  10  feet.  Over 
most  of  the  area  of  the  north  basin  there  is  a  depth  of  from  11 J  to  12 
feet.  The  north  half  of  the  west  basin  has  a  depth  of  11  to  12  feet,  and 
an  average  depth  of  about  4  feet  in  the  south  half. 

Operations  during  the  fiscal  year. — By  hired  labor  and  purchase  of 
materials  in  open  market  minor  repairs  were  made  to  the  north  pier 
head  in  September,  1893,  it  having  been  damaged  by  the  ice.  The 
outer  ])ockets  of  tlie  crib  were  also  refilled  with  stone  taken  from  the 
shore  end  of  the  i)ier. 

In  March,  1894,  the  north  pier  head  was  again  refilled  Avith  stone,  it 
being  found  that  undue  settlement  had  occurred  durii»g  the  winter. 

Remarks  and  recnmmeyidations, — The  north  pier  was  built  the  full 
length  contemplated  in  1887,  and  the  south  pier  in  1893. 

From  September,  1890,  to  ^lay,  1892,  there  was  a  deposit  in  the  chan- 
nel and  basins  of  about  7,000  cubic  yards  of  material,  reducing  the 
dei)tli  of  water  in  the  entrance  channel  about  IJ  feet.  On  the  last 
mentioned  date  the  removal  of  about  13,000  cubic  yards  of  material 
was  necessary.  The  soundings  taken  March  30,  1893,  showed  that  an 
additional  deposit  of  about  9,000  cubic  yards  had  taken  place,  making 
the  total  ([uantity  of  dredging  then  required  22,000  cubic  yards. 

The  estimated  quantity  of  material  to  be  excavated  to  complete  the 
dredpng,  based  on  a  survey  made  in  March,  1894,  is  30,000  cubic  yards. 

Three  hundred  and  twenty  linear  feet  of  the  sliore  end  of  each  pier, 
built  in  1871,  have  seen  twenty-three  years'  service.  The  superstruc- 
ture of  this  portion  of  the  piers  is  badly  decayed,  and  should  be  rebuilt 


2080      REPOBT   OP   THE   CHIEF   OP  ENGIIJEEBS,  IT.  6.  ARMY. 

above  the  water  line.    The  estimated  cost  of  the  dredging  and  rebuild- 
ing 640  linear  feet  of  superstructure  is  $12,000. 

Should  an  appropriation  be  made  for  the  fiscal  year  ending  June  30, 
1896,  it  is  contemplated  to  expend  it  for  dredging  and  rebuilding  above 
the  water  line  the  shore  ends  of  the  north  and  south  piers.  An  appro- 
X)riation  of  $12,000  is  recommended  for  maintenance  of  channel  and 
piers. 

Estimated  cost  (see  Report  of  Chief  of  Engineers,  1877,  p.  866) $154, 527. 17 

Additional  estimate  (see  Report  ot  Chief  of  Engineers,  1880,  p.  1922)  ..       27,000.00 
Additional  estimate  (see  Report  of  Chief  of  Engineers,  1891,  pp.  2551-2552)        2, 472. 83 

Total 184,000.00 

APPROPKIATIONS. 


Act  of— 

Jnly  11,  1870 $15,000.00 

March  8, 1871 15,000.00 

Juno  10,  1872 15,000.00 

March  3,  1873 1.5,000.00 

Jnne23,  1874 10,000.00 

March  3,  1875 10,000.00 

August  14,  1876 8, 000.  00 

June  18,  1878 5,000.00 

March  8,  1879 7,500.00 

June  14,  1880 20,000.00 

March  3, 1881 17,000.00 


Act  of — 

August  2, 1882 

July5,  1884 

August  5,  1886 

August  11,  1888 

September  19, 1890 

July  13,  1892 

Miscellaneous  receipts 
credited  to  approjiria- 
tlons 


$17, 000. 00 
10, 000. 00 
5,000.00 
5,000.00 
3,000.00 
6,500.00 


36.50 


Total 184,036.50 


Money  statement. 


July  1 ,  1893,  balance  unexpended 

Juno  80,  1894,  amount  expended  during  fiscal  year 

July  1 ,  1894,  balance  unexpended 


$285.45 
63.00 


222.45 


{Amount  (estimated)  required  for  completion  of  exiBtin^^f  project 12,000.00 
Amount  that  can  benrotitably  expen<led  in  fiscal  year  ending. I  iino  30, 1896    12, 000. 00 
Submitted  in  compliance  with  re(|nirement«  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMERCIAL   STATISTICS   FOR  TIIK  CALENDAR  YEAR   ENDING   DECEMBER  31,  1893. 

[ Fiiniisluiil  by  Mr.  (yharles  A.  Mueller,  harbor  master.] 

Name  of  harbor.  Port  Washingt^m,  Wis. ;  collection  district,  Milwaukee,  Wis. ; 
nearest  light- house,  on  outer  end  of  north  pier.  Port  Washington,  Wis. 

Arrivals  and  departures  of  rcsaeh. 


Description. 

Arrivals. 

Departures. 

Number. 

68 
132 

Tonnage.    Number. 

8.  375  1             67 
16, 320              132 

Tonnage. 

steam 

8.220 

SulJ      -_ . 

16,320 

Total    

200 

24,695 

109 

24,540 
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Principal  articles  of  export  and  import. 


BY  WAY  OF  THE  HARBOR  ONLY. 


Articloj*. 


EXPORTS. 

Agricultural  implements. 

Apples 

Barle  J- 

Beaus 

Beer 

Brick 

Butter 

Chairs 

Cheese 

Corn 

Eggs 

Fish 

Flour 

Furniture 

Hay 

Hogs 

Leather 

Lime  and  cement , 

Malt 

Merchandise,  general 

MillstuHs 

Oats 

Pease 

Potatoes 

Provisions 

Sash,  doors,  and  blinds.. 

Woodenware 

Wool 


Total 


.  Quantity. 


Totu. 
1, 250 
187 
3.525 
24 
122A 
3,000" 
100 
8,250 
125 
175  I 
15  i 
400 
250  ' 
1,125 
400 
25 
400 
2,375  . 
2,500 
1,200 
850 
48  ! 
24 
350 
60 
120 
525 

n 


Articles. 


Quantity. 


Total  approximate  value $972, 000 


22,433 


IMPORTS. 

Agricultural  implements. 

Bark,  tan 

Chairs 

Coal  and  coke 

Furniture 

Hides , 

Iron  and  steel •- 

Lath 

Lumber 

Marble 

Merchandise,  general 

Oil 

Pla.ster,  land 

Pork  and  beef 

Posts  fence 

Provisions 

Salt 

Shingles 

Stone 

Waeons  and  carriages — 

Wheat 

Wood 


Total 


Tona. 

150 

1,936 

224 

5,700 

10 

640 

1,600 

550 

16,000 

150 

19,000 

560 

260 

15 

47» 

100 

875 

300 

18,000 

69 

30,000 

11,250 


107,924 


Total  approximate  value $1, 324, 000 


J  J  17. 

HARBOR  OF  REFUGE  AT  MILWAUKEE  BAY,  WISCONSIN. 

Object. — To  provide  a  secure  aiicliorage  for  vessels  engaged  in  the 
general  coinnierce  of  the  lakes  by  inclosing  the  northern  section  of 
Milwaukee  Bay  within  a  breakwater  formed  of  timber  crib  work, 
placed  and  sunk  upon  a  foundation  of  stone. 

Project, — The  project  was  a(lo])ted  in  1881  and  provided  for  the  con- 
struction of  a  breakwater,  the  north  arm  of  which  commences  at  a  dis- 
tance of  about  GOO  feet  from  the  north  shore  of  the  bay  in  a  depth  of  8 
feet  of  water.  Its  direction  is  soutli  25^  19'  east,  and  its  length  2,450 
feet.  From  this  j)oint  the  direction  of  the  main  arm  of  the  breakwater 
ischanoed  to  south  11^  west  for  the  proposed  distance  of  5,200  feet, 
with  an  o])ening  of  400  feet  at  the  distance  of  1,000  feet  from  the  angle, 
to  provide  a  fiur-w(*atlier  entrance  and  exit  for  vessels. 

F resent  works, — The  north  arm  of  the  breakwater  is  completed.  The 
most  northerly  section  of  it,  GOO  feet  in  length,  is  comprised  of  six  cribs, 
ea<'h  100  fe<^t  long  and  20  feet  wide,  and  the  remaining  1,850  feet  of 
thirty-seven  cribs,  each  50  feet  long  by  24  feet  wide. 

The  dimensions  of  the  cribs  forming  the  main  arm  to  the  northward 
of  the  opening  are  50  feet  by  24  feet  by  22i  feet,  with  the  exception  of 
Crib  Ko.  G2,  Avhich  is  \w\t  to  or  immediately  northward  of  the  opening, 
and  is  100  feet  long  by  24  fe(»t  wide  by  22i  feet  high.  Over  all  of  these 
superstructure  has  been  built  to  a  height  5^  feet  above  datum. 
ENG  94 131 
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Eight  cribs,  numbered  from  63  to  70  inclusive,  each  of  dimensions 
100  by  24  by  22i  feet,  liave  been  sunk  to  the  southward  of  the  0|>euiugy 
over  700  feet  of  which  superstructure  has  been  built.-  • 

The  total  len*2:th  of  substructure  built  is  4,250  feet,  ui>ou  whteh 
4,150  feet  of  superstructure  has  been  built. 

Depth  of  water. — The  slope  of  the  lake  bed  from  the  northern  end  of 
the  breakwater  to  the  angle  formed  by  the  north  and  main  arm  is  0.87 
foot  to  100  feet,  the  angle  crib  being  set  in  20.4  feet  of  water.  The 
average  depth  of  water  on  the  line  of  section  of  m  lin  arm  to  the  south- 
ward of  the  opening  is  34.0  feet. 

OprrationH  during  the  fiscal  year. — The  river  and  harbor  act  of  July 
13,  1802,  ai)propriated  $75,000  for  continuing  the  work,  and  on  Octo- 
ber 1«H,  1802,  a  contract  was  entered  into  with  Mr.  D.  A.  McLeod,  of 
Manistee,  Mich.,  for  extending  the  breakwater  500  running  feet  and 
for  building  300  feet  of  superstructure  on  cribs  already  sunk  in  place. 
But  on  ^Vpril  10,  1803,  while  the  first  crib  called  for  by  the  contract 
was  in  ]>rocess  of  construction,  a  storm  occurred  in  which  two  50-foot 
ci-ibs  (Nos.  47  and  48)  were  overturned  and  1,500  linear  feet  of  super- 
structure  of  the  outer  arm  were  badly  injured.  It  was  im})ortant  tiiat 
the  wrecked  superstructure  should  be  repaired  before  the  occurrence 
of  another  storm;  and  it  was  also  apparent  that  the  scvction  of  the 
outer  arm,  without  extensive  reenforcement,  couhl  no  longer  be  con- 
sidered safe.  To  make  the  necessary  repairs  and  to  strengthen  the 
work  a  sup])lementiiry  agreement  was  entered  into  with  the  contractor 
under  which  the  crib  then  constructing  was  to  be  sunk  in  extension  of 
tl:e  breakwater,  another  crib,  also  100  feet  long,  but  ISJ  instead  of  22^ 
feet  high,  was  to  be  constructed  and  sunk  in  the  gap  left  by  the  over- 
throw of  Xos.  47  and  48;  400  linear  feet  of  new  superstructure  (stronger 
than  the  old)  were  to  be  constructed  over  Cribs  67,  G8, 60,  and  the  new 
Crib  47-4S;  1,500  linear  feet  of  old  superstructure  were  to  be  repaired 
and  strengthened,  and  stone  was  to  be  deposited  along  both  sides  of 
the  outer  nrm,  1,050  feet  in  length,  so  as  to  raise  the  riprap  to  within 
13  feet  of  the  water  surface,  with  bermes  of  5  and  8  feet,  and  slopes  of 
1  on  lA  and  1  on  1  on  the  lake  and  harbor  sides  respectively.  The 
reenforcement  of  the  su]>erstructure  consisted  in  putting  in  comer 
posts  at  alternate  tiers  of  ties  and  fastening  them  with  screw  bolts  to 
the  ties  and  to  the  side  walls,  and  in  decking  the  superstructure  with 
6  by  8  timbers  laid  transversely.  Work  under  this  contract  was 
finished  November  20,  1803,  and  the  breakwater  is  now  believed  to  be 
secure. 

The  s<»ow  Dunham  has  been  reengaged  to  serve  as  a  light-ship  at  the 
smith  end  of  the  breakwater  under  a  new  agreement  with  her  owner. 

Rnnarl's  and  rerounnendationfi. — The  shore  accretions  which  have 
formed  in  the  northern  end  of  the  harbor,  especially  since  the  construc- 
tion in  18S7  of  the  piers  of  the  Hushing  tunnel  intake,  are  large,  but 
the  iinclK)rage  area  beyond  the  18-foot  contour  is  not  as  yet  materially 
reduced.  The  project  adopted  by  the  board  of  4'ngineers  constituted 
by  Sp<»cinl  Orders,  Xo.  32,  ])aragrai»h  2.  headquarters  Corps  of  Engi- 
neers, dated  April  7,  18S1,  was  as  follows: 

Stmt  in;:  fmiii  lu-ar  North  Ptunt,  in  S  ft'ot  of  wnttT.  Imt  Icavin*:  a  ^jap  of  about  600 
f<'<-t  iM'twt'Mi  th<»  lM-;:inniiig  <»f  tbo  brrakwator  aiwl  tho  short*,  \o  Uv  cIosimI  hereafter 
if  foiiml  iiecrss:jrv.  rtc. 

As  there  can  be  no  doubt  that  it  is  by  way  of  this  gap  that  the  sand- 
bearing  currents  enter  the  harl)or,  the  necessity  for  closing  the  gap  is 
a])parent.  A  row  of  sheet  piling  sup]>.)rted  by  main  piles  and  binders 
wouhl  effect  this  at  a  cost  of  about  ?12  per  linear  foot,  or  in  all  about 
^4,800. 
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At  tbe  rate  at  which  the  breakwater  has  been  constructed — about 
327  feet  per  year — nine  years  will  be  required  to  finish  it.  At  the  rate 
at  which  appropriations  have  been  made  it  will  take  even  longer,  on 
account  of  tbe  increasing  depth  and  exposure,  perhaps  fifteen  years. 
Again,  the  larger  tbe  appropriations  and  therefore  the  amount  of  work 
to  be  done  under  any  one  contract,  the  more  favorable  the  prices.  For 
economical  reasons,  then,  if  for  no  other,  the  appropriations  o:ight  to 
be  larger  tban  those  heretofore  made.  Moreover,  experience  has  shown 
that  the  section  heretofore  adopted  is  of  insufficient  strength  for  the 
portion  of  the  breakwater  which  remains  to  be  constructed,  and  that 
either  the  width  of  cribs  used  must  be  increased  to,  say,  30  feet,  or  else 
recourse  must  be  had  to  some  other  type  of  construction  equivalent 
in  stability.  It  was  the  opinion  of  the  original  board  (Report  of  1881, 
p.  2122)  that  a  width  of  30  feet  would  be  necessary  for  the  outer  arm. 
At  all  events,  the  cost  of  the  3,000  feet  remaining  to  be  constructed 
will  be  greater  per  linear  foot  than  that  heretofore  estimated.  An 
appropriation  of  $233,737.91,  the  balance  of  the  original  estimate  of 
$800,000,  is  recommended  for  the  fiscal  year  ending  June  30,  189G. 

A  report  of  Lieut.  O.  H.  McKinstry,  Corps  of  Engineers,  submitting 
his  notes  on  the  section  most  suitable  for  continuing  the  extension  of 
the  breakwater,  is  appended  hereto. 

APPROPRIATIONS. 

Act  of— 

March  3, 1881 $100,000.00 

August  2,  1882 100,000.00 

July  5, 1884 85.000.00 

August  5,  1886 $60,000.00 

From  which  allotted  to  Milwaukee  Harbor 4,  737. 91 

55, 262. 09 

August  11,  1888 70,000.00 

SepteuilMT  19,1890 80,000.00 

July  13, 1892 75,000.00 

Miscellaneous  receipts  credited  to  appropriatiouH 1, 000. 00 

Total 566,262.09 

Money  statement. 

July  1,  1893,  halauce  unexpended $85,544.47 

June  30,  1894,  amount  expended  during  fiscal  year 81,626.  34 

July  J,  1894,  balance  unexpended 3,918.13 

i  Amount  (estimated)  required  for  completion  of  existing  project 233,  737. 91 
Amount  that  can  be  profitably  expended  in  iiscal  year  ending  June  30, 1896  233,  737. 91 
Submitte<l  in  compliance  with  recjuirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


UKPOKT   OF    LIKUT.    C.    II.    M'KINSTRY,    CORPS    OF    KNQIXEERS. 

ITmted  States  Engineer  Office, 

Milwaukee^  Wia.j  June  4^  1S94, 

Ma.ior:  I  have  the  honor  to  submit  the  following  notes  on  the  section  most  suit- 
able for  us<;  in  continuing  the  Milwaukee  breakwater: 

The  damage  inllicted  on  the  breakwater  by  the  storm  of  April  19,1893,  was  so 
extensive  as  to  nMjuire  not  <mly  repairs  but  also  material  reenforcement  of  the  entire 
outer  arm,  and  even  (Koport  of  1893,  p.  2742)  to  suggest  the  advisability  of  adopt- 
ing a  new  project  for  the  3,000  feet  that  remain  to  be  constructed.  Of  the  many 
types  of  breakwater  construction  that  could  be  successfully  used  at  Milwaukee  ail 
that  require  expensive  plant  are  barred,  since  in  all  probability  the  appropriations 
will  never  be  snfiicient  in  amount  to  justify  a  great  outlay  for  plant.  This  excludes, 
therefore,  the  ujiright  wall  types  of  concrete  blocks,  concrete  in  mass,  or  concrete 
in  bags;  the  mixed  type  of  stone  or  concrete  superstructure  on  a  rubble  base;  and 
such  of  the  mound  breakwaters  as  involve  the  use  of  very  heavy  blocks^  natural  or 
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artiflcial.  The  Point  Jutlitli  ati<l  Sandy  Bay  Bectiona  are  typical  of  the  moand 
break  waters  recently  constructed  or  nroposed  for  coiistrDction  in  the  Uiiited  StatM. 
The  first  (fig.  2)  is  anitabte  for  moderate  depths  anil  moderate  expnsnre.  The  sec- 
ond (fig.  1)  is  Huitahio  for  the  ^^reatest  exposure  and  depths  np  to  at  least  50  feet 
All  that  ei])erience  has  taught  at  Delaware  and  at  raound  breakwaters  abroad  is 
embodied  in  this  profile.  Itiit  the  maiutenanpe  of  its  steep  slopes  above  water  is 
dep'-ndeni  on  the  use  of  stones  of  the  largest  si^e — expensive  to  quarry  and  to  place. 
In  August  last  a  circular  letter  was  sent  to  various  qiiarrymen  in  this  uei»hborhond 
and  at  Sturgfim  Bay  asking  pric'ea,  in  the  work,  of  blocks  of  stone  weighing  froii)2 
til  l-'i  tuns.  Only  two  bids  were  received  for  the  largest  stones,  5  to  15  toiis.  vie, 
tS.^Sand  $5  per  ton.    The  most  favorable  bid  was  $1.5<l  for  blocks  weighing  1  toStoua. 


.,  ft.50  par 

_.  ,  ._     t  Judith  section  (fig.  2)  la  35  feet  of   . 

water,  the  depth  in  wlilcb  tlie  remainder  of  the  Milwaukee  breakwater  is  to  be  con- 
struct.d,  would  coKt  $178.64  per  liuenr  foot;  allowins  20  per  c.nt  for  voids,  $21*. 37. 
.Iiidicing  from  tlio  weight  of  a  cubic  yard  of  settled  eurockment  at  Delaware  (Honsa 
Ex.  Doc,  I'ifty-Bi-cond  CongriiSH,  fir»t  scssioii),  the  former  if  " ' " 


rib  bre 


-But  is 


structed  i 

fore  cost,  of  the  crib  of  desired  t 

iu<]uiry  into  the  injuries  wliirh  I 


e  accnrate  esti' 

rtain  that  a  stable  crib  breakwater  could  be  con- 

]iis,  and  in  determining  tlie  dimensions,  and  tlioro- 
tahility,  luurh  assistanru  in  to  be  obtained  from  an 
lie  oxisliuK  work  has  sUKtained. 


.SertioB,  rj-poHiiie  and  damage  of  "outfr"  orm.— The  width  iirigiunlly  con  I  rm  plated 
for  the  outer  arm  of  the  breakwater  was  30  feet  ( KepuTt  of  1881,  p.  212:t),  but  the 
■'elbaw"bavingbeonn'Bclied  with  cribs  21  fiet  wide  without  any  of  them  being 
overturned,  it  was  fhon);ht  to  have  been  denioitstriitcd  that  a  width  of  ^1  tret  was 
suliiciont.  The  must  severe  storms  iin'doubtedlv  cimie  from  the  nortlieiist.  and  it 
WHS  tlmuKhl.  tlint  the  cxpi-Mirc-  of  the  ,■«■>■  a  (the  line  ..f  whidi  runs  mmth  11° 

west)  would  be  no  greater  thiin  that  o'  tm  arm  i  Ihis 

south  25'  ciiKt).     Itut  cunsidiTiug  the  ^be  tlsp'' 

tlio  two  arms,  the  shilter  Htlonleil  d  K— » 

North  I'niut,  and  the  angle  nt  which  I 
eastern  or  outer  arm  is  found  to  l>e  nii 
seue  than  the  northern  arm  by  tho  set 
snu  five  50-foot  cribs  and  one  100-foot 
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tionedin  this  connection  tliat  all  the  other  breakwaters  on  the  lakes,  except  that  at 
Marquette,  are  more  than  24  feet  wide  (see  table,  p.  2558,  Report  of  1891),  while  the 
fetch  of  the  sea  and  the  depth  of  water  at  Milwankee  are  as  great  as  at  most  of  the 


--24' 


1+  6  V 


HarlDor   Side 


Pig.  5. 


cao' 


-29' 


Cribs  47  and  48— [each  50  feet  long,  overturned  April  10, 1893]. 

other  breakwater  harbors.  The  breakwater  at  Marquette  (new  work)  is  24  feet 
wide  Jind  is  banked  up  on  tlie  outside  with  stone  to  the  height  of  7  feet  above  the 
bottom  of  the  cribs  (compare  with  figs.  1,  2,  and  3). 


Harbor  Side 


Fig.  4. 


Crib  66— [lOO  feet  long,  overturned  Jan.  1,  1891]. 

Of  tlie  six  cribs  that  have  been  overturned,  three  (Nos,  54, 55,  and  56)  are  supposed 
to  have  been  pushed  over  by  a  rapidly  moving  ice  floe  (letter  of  Capt.  W.  L.  Mar- 


1/' 


+  6J^ 


Harbor  Side 


Fig- 5. 


Outer  arm,  as  reinforced  in  1893. 

of  Engineers,  to  the  Chief  of  Engineers,  May  9,  1887) ;  the  other  three 
^y  overturned  by  the  force  of  the  waves.     The  dimensions  of  these 
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last  cribs  and  of  the  stone  substructure  on  which  they  stood  are  shown  on  the 
sketches  (figs.  3  and  4). 

Fig.  5  shows  the  manner  in  which  the  stone  substructure  was  reenforced  in  1893, 
after  the  storm  of  April  19,  and  represents  the  present  condition  of  the  outer  arm. 
(Even  more  stone  than  the  project  called  for  was  put  in,  e8i)ecially  on  the  harbor 
side.) 

CauHC  of  the  overthrow  of  these  cribs. — The  overthrow  of  these  cribs  (figs.  3  and  4) 
could  be  cxi)laincd  by  supposing  that  they  were  fractured,  or  that  the  foundation 
yielded  near  the  inner  lower  oilge  of  the  crib;  but  these  suppositions  are  disproved 
by  tbo  results  of  the  examination  of  the  wrecked  cribs  (letter  of  Capt.  W.  L.  Mar- 
shall, above  quoted;  also  report  of  W.  II.  Hearding,  assistant  engineer,  May  27, 
1891).  Nor  docs  it  seem  likely  that  the  cribs  were  moved  bodily  toward  the  harbor 
until  they  reached  the  crest  of  the  inner  slope,  where,  of  course,  tbeir  overthrow 
would  have  been  unavoidable;  for  while  many  of  the  remaining  cribs  are  at  the  top 
slightly  tilted  toward  the  harbor,  their  side  walls  at  the  bottom  are  on  perfect  lino, 
except  Crib  02  (cud  crib  of  northern  part  of  outer  arm),  the  south  end  of  which  has 
moved  as  near  as  can  be  judged  about  15  inches  to  the  westward. 

The  only  remaining  hypothesis  is  that  the  cribs  simply  turned  about  tho  lower 
inner  edge.  Maj.  Davis  (Report  of  1891,  p.  2557)  states  it  is  probable  that  this  (the 
overthrow  of  tbe  crib)  was  done  gradually  by  rocking  the  crib  and  letting  some  of 
the  stone  out  through  the.  bottom  grillage,  and  not  by  some  one  wave  of  very 
unusual  intensity.  It  does  not  follow  from  this,  however,  that  the  loss  of  these  cribs 
was  entirely  duo  to  iusutficient  width.  It  should  be  remembered  that  two  of  the 
cribs  ovcrturnt'd  were  0^  feet  high  above  water,  while  one  was  2A  feet  high.  Now, 
it  is  plain  that  tlie  low  crib  escapes  a  great  part  of  tho  blow  which  is  dealt  to  the 
liigli  one.  With  each  wave  that  reaches  the  work  a  great  mass  of  water  can  bo 
seen  ])oiiring  across  tbe  low  crib,  while  at  the  high  one  this  mass  is  thrown  into  tbe 
air.  Kven  supposing  that  the  wave  does  not  strike  the  superstructure  a  blow,  itM 
plain  that  the  <leilection  upward  of  this  mass  of  water  is  not  accomplished  without 
a  great  pressure;  against  the  work,  and  this  pressure  is  what  the  low  crib  escapes. 

Indeed,  when  the  blow  which  the  waves  strike  against  the  lake  face  of  the  high 
cril)  is  compared  with  that  which  they  strike  against  the  lake  face  of  tho  low  one,  it 
is  difhcnlt  to  account  for  any  of  the  high  ones  enduring  a  storm  sufficiently  severe  to 
overthrow  a  low  one.  The  explanation  is,  Ithink,  that  tlie  cribs  which  have  been  over- 
turned were  de(rked  with  thin  planks ;  that  these  planks,  as  in  numerous  other  instan- 
ces, were  broken  and  washed  away;  that  stone  was  washed  out,  and  tho  harbor  wall 
and  inner  longitudinal  wall  were  thus  left  exposed  to  the  blow  of  the  mass  of  water 
which  is  thrown  across  the  work  (see  fig.  7).  As  long  as  the  decking  remains  intact 
the  overturning  eifect  of  a  mass  of  water  rushing  acros9  the  work  or  striking  the 
top  obliquely  is  inconsiderable;  but  when  the  harbor  and  middle  walls  are  exposed 
to  normal  inii)act,  tho  overturning  oHect  must  be  immensely  increased.  And  this 
result  is  due  not  only  to  the  fact  that  additional  points  of  attack  are  afforded  to  the 
waves,  but  also  and  es])ecially  to  the  fact  that  the  blow  inflicted  against  these  inner 
walls  is  much  more  severe  than  that  against  the  lake  wall. 

This  was  exemplified  in  the  storm  of  April,  1893,  when  the  lake  wall  of  the  outer 
arm,  although  almost  unsujiported,  escaped  with  but  little  d<amago,  while  the  harbor 
and  interior  longitudinal  walls  (1,500  feet  in  length)  were  demolished.  And  again, 
during  tho  work  of  repairs  conducted  last  fall,  the  lake  and  harbor  walls  along  cribs 
Nos.  (k),  61,  and  (52  had  been  carried  up  4  or  5  courses  above  water,  when  a  storm 
occurred  (Scj)teml»er  30)  in  which  tho  entire  harbor  wall — 200  feet  in  length — was 
carried  away,  while  the  seas  passed  over  the  lake  wall,  just  opposite,  without  injur- 
ing it. 

This  deduction  is  also  confirmed  by  the  striking  results  obtained  with  the  dyna- 
mometers oil  llie  breakwater  last  winter.  In  the  storm  of  February  12,  1894,  the 
dynamometers  were  on  top  of  Crib  No.  G8  (a  crib  with  superstructure),  one  on  the 
harbor  side  and  tho  other  with  its  disc  flush  with  the  lake  face.  They  were,  there- 
fore, about  6A  feet  above  water.  'Ihe  pressure  registered  by  the  iirst  was  more  than 
1,430  pounds  per  s([uare  foot  (how  much  greater  the  pressure  actually  was  it  is 
impossible  to  say;  1,430  pounds  was  all  the  instrument  could  record),  and  by  the 
second  less  than  200  pounds.  The  wind  was  from  the  northeast,  velocity  about  36 
miles.  In  tbe  storms  of  April  8-9, 1894,  and  May  18, 189-1,  both  dynamometers  were  on 
top  of  Crib  No.  70  (a  crib  without  superstructure),  about  2^^  feet  above  water,  there- 
fore. In  the  first  the  dynamometer  on  the  harbor  side  read  3,460  pounds  ])er  square- 
foot  (all  it  could  read)  and  the  other  read  less  than  300  pounds;  wind  northeast  to 
southeast,  velocity  about  39  miles.  In  the  second  storm  the  dynamometers  read 
respectively  1,970  and  316  i)Ouuds;  wind  north  to  northeast,  velocity  about  40 
mile^. 

The  difl'erence  in  the  character  and  intensity  of  the  blow  inflicted  against  the  inner 
and  outer  walls  appears  from  the  direction  and  velocity  of  the  striking  mass. 
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Ihe  following  sketch  (fig.  6)  taken  from  Vemon-Harconrt's  Harbors  and  Docks, 
and  representing  the  action  of  the  waves  at  Aldemey,  also  represents,  though  in  an 
exaggerated  manner,  the  action  of  the  waves  at  Milwaukee : 


w — >»  --        -    -  o 

Fin.  €.— WaveMtriking  Aldemey  Broakwator.    [From  Venioii  Harc*»urt'8  "  Harbors  ami  Dock8"J. 


The  following  (fig.  7)  is  a  more  exact  representation: 


Fig.  7.— Wave  striking  Milwaukoo  Breakwater. 


If  SO,  it  is  at  once  apparent  that  the  inner  walls,  when  exposed,  are  struck  nor- 
mally by  a  rai>idly  moving  mass  of  water,  while  the  outer  wall,  if  struck  at  all,  is 
struck  an  upward  glancing  blow. 

The  conclusion  can  not  be  escapedthat  the  exposure  of  the  inner  walls  adds  greatly 
to  the  force  acting  to  overturn  the  crib. 

JiiU:n8U}f  and  disirihulion  of  the  forces  acting  to  overturn  the  aHh, — Technically  the 
outer  arm  at  the  time  Cribs  47,  48,  and  66  (figs.  3, 4,  and  5)  were  overturned  was  not 
an  ^'upright  wall ''  but  a  "  mound  with  superstructure;"  however,  on  account  of  the 
depth  at  which  these  cribs  were  founded  and  of  the  comparatively  small  size  of  the 
storm  waves,  it  is  probable  that  the  shelving  stone  substructure  had  little  or  no  eifect 
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on  the  force  of  the  wave,  and  that  the  circumstances  were  snch  as  would  obtain  were 
the  cribs  founded  on  the  bottom  of  the  lake.  This  probably  is  not  true  of  tho  pres- 
ent section  of  the  outer  arm  (tig.  5),  for  tlio  bank  of  stone  piled  against  the  outer 
face  and  rising  to  within  12  feet  of  the  water  surface  may  act  to  trip  the  wave  and 
to  cause  it  to  strike  a  severer  blow.  As  Vernon-Harcourt  says :  '*  A  shelving  rubble 
base  (ns  in  the  mixed  system)  tends  to  break  the  wave  as  it  approaches  the  super- 
structure, wliich,  when  situated  in  a  certain  depth  of  water,  is  liable  to  receive  the 
more  concentrated  shock  of  the  breaking  wave." 

It  was  Mr.  Scott  Kusseirs  opiuion  that  "  the  reflection  [of  a  roller  by  an  upright  wall] 
really  converts  the  whole  eifect  of  the  roller  on  itself  into  a  simple  pressure  of  water 
When  such  a  wave  is  reflected  on  a  perpendicular  wall,  it  merely  produces  a  hydro- 
static pressure  ecpial  to  that  due  to  a  little  more  than  double  its  own  height.  A  roller 
20  feet  in  height  would  produce  a  pressure  of  about  1  ton  per  foot  and  would  be 
reflected  by  a  wall  of  moderate  dimensions."  This,  however,  is  itot  the  present  view. 
Mr.  Thomas  Stevenson  says: 

*'  The  principle  a-ssertcd  in  favor  of  the  vertical  wall  is  that  oceanic  waves  in  deep 
water  are  purely  oscillatory  and  exert  no  imi)act  against  vertical  barriers,  whicn 
therefore  have  only  to  encounter  the  hydrostatic  pressure  due  to  the  height  of  the 
retlected  billows,  which  are  reflected  without  breaking.  But  we  have  very  good 
reason  for  believing  that  any  form  of  barrier,  in  whatever  depth  of  water  it  may 
be  placed,  tnust  occaaiovalhf  he  auhjcat  to  heavy  impact." 

And  Mr.  Vernon-Harcourt  says : 

'Mt  can  not  be  admitted  that  waves  coming  against  an  upright  wall  are  merely 
oscillatorv  waves  and  inflict  no  blow  upon  the  structure." 

Probably  the  forces  acting  are,  first,  the  hydrostatic  pressure  due  to  the  mere 
excess  of  head  against  the  sea  face  of  the  work,  and,  second,  the  pressure  exerted 
against  the  upper  part  of  the  face  of  the  work  by  the  breakiug  or  partially  broken 
wave.  In  the  case  of  the  Milwaukee  breakwater  observation  shows  that  sometimes 
into  the  hollow  caused  by  a  falling  wave  the  succeeding  wave  rushes  with  great 
velocity,  striking  a  sudden  blow  or  slap,  from  about  the  level  of  the  trough  ot  the 
waves  to  the  top  of  the  superstructure,  with  the  result  that  a  mass  of  water  is  thrown 
straight  up  into  the  air  and  falls  or  is  blown  by  the  wind  across  the  work,  chiefly  a 
spray;  while  at  other  times  this  hollow  is  quickly  filled  just  before  the  blow  isdeliv- 
ered,  with  the  result  that  the  wave  is  deflected  upward  and  falls  in  a  mass  obliquely 
on  tli{3  decking  (fig.  7).  How  the  jiressures  Jicting  against  the  up])er  part  of  the  face 
of  the  work  in  those  two  cases  compare  with  each  other,  or  with  tin*  mere  hydro- 
static pressure  due  to  the  excess  of  head  on  the  lake  side,  it  is  impossible  to  say. 
The  dynamometer  observations,  however,  enable  us  to  set  approximate  values.  It  is 
not  pretended  that  the  overturning  impulses  exerted  at  different  parts  of  the  work 
are  pro])ortional  to  the  <lynamometer  indications.  The  dynamometers  are  rated  by 
dead  weights,  and  Stevenson  held  that  a  wave  acting  against  the  instrument  and 
registering,  say  1,000  ]M)unds  per  square  foot,  was  in  every  way  represented  by  a  dead 
weight  or  pressure  of  1,0!K)  pounds  per  square  foot.  Hagen,  on  the  contrary,  was  of 
the  opinion  that  a  breaking  wave  struck  a  blow  like  a  solid  body,  and,  furthermore, 
that  the  inertia  of  the  moving  parts  of  the  dynamometer  might  carry  the  plate 
bey<md  the  proper  point,  (iranting,  however,  that  the  true  law  of  intensity  and 
distribution  of  forces  is  unknown,  it  is  thought  that  by  moans  of  the  dynamoniet-er 
observations  an  idea  sufliciently  near  the  truth  can  be  obtained  to  enable  the  stability 
of  cribs  ot  various  foru'S  and  dimensioni  to  be  tested. 

Now,  the  greatest  pressure  which  has  been  recorded  as  acting  against  the  lake  face 
is  450  ])oun(ls  per  8<|uare  foot  (about  1  foot  above  normal  wat<^r  surface,  storm  of 
April  11),  1893).  In  the  storms  of  last  winter  the  greatest  jU'essure  on  the  lake  face 
was  316  pounds.  The  maximum  height  of  wave  being  about  13  *  feet,  let  us  assume 
that  the  pressure  due  to  the  breaking  wave — 540  pounds  per  S(|uare  foot — is  distributed 
over  the  face  of  the  work  from  (>i  feet  below  normal  water  surface  to  the  top  of  the 
superstructure,  CA  feet  above  water  8urtac<\  The  ordinates  of  the  line  d  e,  fig.  8,  rep- 
resent this  ])ressure.  (As  a  matter  of  Tact  the  ])ressure  due  to  the  breaking  wave  is 
probably  greatest  at  or  Just  above  water  surfa<*e,  and  diminishes  rapidly  above  and 
below.)  The  excess  of  hea<l  against  the  lake  face  causes  a  ])rossure  which  is  repre- 
sented by  the  broken  line  a  b  c.  The  total  })ressure  exerted  by  the  wave  is  then  rep- 
resented by  the  onlinates  of  t'»e  line  d  (j  h  k  c,  «)l)taine(l  by  combining  a  b  o  and  d  e, 
Thisline  should,  of  ct)urse,  be  a  curve,  say  like  the  <lotted  line;  but  the  resultant  of 
the  pressures  represented  bv  d  g  h  k  c,  16,459  ])ouuds,  acting  4.77  feet  below  watersur- 
face,  is  thought  to  be  a  fairly  accurate  estimate  of  the  force  acting  to  overturn  the 
crib.  Now  the  pr<'ssure  which  acting  4.77  feet  below  water  surface  will  just  overturn 
the  cribis2I,7iK),  or  the  factor  of  safety  of  the  crib  against  overturning  is  about  1.3. 
But  considering  tlu'decking  to  have  been  washed  away  and  the  inner  walls  to  be 

'Maj.  Davis  assumed  12  feet  iis  the  maximum  wave  height  (lieport  of  1891,  p. 
2557). 
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exposed,  and  allowing  a  pressure  of  1,200  pounds  per  square  foot  (a  low  estimate — see 
dynamometer  observations  above)  to  act  against  6^  feet  in  height  of  harbor  wall  and 
3i  feet  of  middle  wall,  the  total  pressure  acting  becomes  28,150  pounds,  with  its  point 
of  application  1.21  feet  beK)w  water  surface,  whib?  the  pressure  which  acting  at  this 
point  will  just  overturn  the  crib  is  17,662  pounds,  or  the  overthrow  of  the  crib  is 
inevitable,  uiiIef<'S  the  itnur  walh  are  btaien  doun.  In  the  storm  of  April,  189.1,  then, 
in  which  besides  2  cribs  being  overturned,  l,5001inear  feet  of  superstructure,  especially 
inner  wails,  were  (b'molished,  it  was  probably  only  the  d<'struction  of  these  inner 
walls  of  the  sui)er8tructure  that  prevented  other  cribs  from  being  overturned.  Itii 
<  urious  to  note  that  the  est'mated  pressure  acting  against  the  inner  walhalone  is  84 
per  cent  of  that  recjuired  to  overturn  the  crib ;  in  otherwords,  if  the  estimated  pres- 
sure per  8<iuare  foot  (1,200  pounds)  or  the  estimated  area  over  which  it  acts  has 
be<;n  taken  too  small,  the  overthrow  of  the  crib  can  bo  explained  by  the  pressure 
against  the  inner  walls  alone.  It  must  be  said  that  there  is  some  doubt  whether  the 
wave  acts  against  the  inner  and  outer  walls  simultaneously. 
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Applying  figures  to  the  case  of  the  crib  without  superstructure  (fig.  4)  we  have 
14,0J7  ixMinds  as  the  pressure  acting  against  one  linear  foot  of  the  outer  fiice,  the 
point  of  ai)i)lication  being  ({.52  l(;et  below  water  surface.  The  pressure  which  acting 
at  thisijoinr  will  overturn  the  cril>  is20,l>03  i^ounds.  But  considering  the  inner  walls 
to  be  e\'|)()sed  and  a  pressure  of  1,600  ])ounds  per  scpiare  foot  (a  very  low  estimate, 
cousideiing  tliat  the  dynamometer  had  regist<a'ed  more  than  3,000  pounds)  to  act 
against  5 '  feet  in  height  ol  harbor  wall  and  2.1  feet  in  height  of  middle  wall,  the  total 
pres.sure  becnnies  2(),0J7  pounds,  with  its  point  of  aj>j)lication  8.82  feet  below  water. 
The  piTssure  which  acting  at  this])oint  will  just  overturn  the  crib  is  16,898 pounds. 
The  pressure;  acting  against  the  inner  walls  alone  is  here  87  per  cent  of  the  pressure 
riijuired  to  overturn  the  crib. 

It  appears  therefore  from  these  figures  that  both  in  the  case  of  the  crib  with  super- 
strnctnie  an<l  of  the  crib  without  superstructure,  the  crib  will  be  overthrown  if  the 
inner  walls  are  exposed;  while  if  the  decking  remains  intact  the  maximum  safe 
pressure^  which  the  high  crib  will  8upi)ort  without  overturning  exceeds  the  probable 

*The  im^ssure  against  harbor  wall  is  taken  to  act  to  the  depth  of  2^  feet  below 
water  surface. 
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actual  pressure  by  about  30  per  cent,  the  excess  in  the  case  of  the  low  crib  being 
about  50  per  cent.  Moreover  when  the  inner  walls  are  exposed,  the  pressure  acting 
aji^ainst  these  walls  alone  is  probably  safBcient  to  overturn  either  the  high  or  the  low 
crib. 

Probable  stability  of  present  reenforced  section. — Those  conclusions  do  not^  howevec, 
apply  to  the  present  reenforced  section  of  the  out«r  arm  (lig.  5).  It  is  plain  that  the 
factor  of  safety  of  t  o  cribs  has  been  greatly  increased  over  1.3  by  the  stone  piled 
up  against  botli  lake  and  harbor  faces.  And  the  fae 1 1  hat tlie  6  by  8  inch  decking  with 
which  tlic  outer  arm  wus  covered  last  fall  has  already  passed  through  three  severe 
storms  without  the  slightest  injury  is  sufficient  proof  that  it  is  now  strtmgenough. 
It  is  probable,  therctore,  that  no  more  of  the  cribs  of  the  outer  arm  will  be  over- 
thrown. 

Stability  of  crib  off  feet  wide. — This  reenforced  section  is,  however,  not  well'snited 
for  continuing  the  work,  and  in  the  greater  depth  of  watt^r  in  which  the  rcmaiuder 
of  the  breakwater  is  to  bo  built  the  strength  represented  by  the  old  section  plus 
the  reen  for  cement  can  be  secured  at  less  cost. 

The  figures  above  used  might  bo  ap])1ied  in  succession  to  cril)s  26,  28,  and  30  feet 
wide  until  one  w.ms  found  of  the  desired  stability.  It  suffices  perhaps  to  apply  them 
at  once  to  tlio  30-ibot  crib. 

Fig.  9  shows  the  section  that  could  be  used  in  35  f«'et  of  water. 


Steeper  slojx'M  for  t ho  stone  substrueturo  are  admissible  than  in  the  cas(»  of  the 
21- foot  erih  founded  20  feet  below  water,  since  the  foundation  <loes  not  rise  to  the 
limit  of  wave  ^listurbance." 

As  before,  the  total  pressure  acting  against  the  lake  face  is  IG,!.^!)  ])ounds,  with  its 
point  of  application  4.77  f<M't  below  water.  The  ]>ressure  which  aeting  at  this  point 
will  just  overturn  the  erih  is  33,075  ])ounds,  or  tlic^  faetor  of  safety  of  the  crib  is 
more  than  2.0.  Hut  even  the  3()-foot  erih  is  not  safe  if  the  inner  walls  are  exposeil, 
for  the  estimated  pressure  acting  is  28,150  pounds,  while  the  ])ressure  which  acting 
at  the  same  point  (viz,  1.21  leet  below  water")  will  just  overturn  the  crib  is  27,159 
pounds. 

The  30-foot  crib  iH/Aom/ sui»erstructuro  would  be  safe  in  any  case. 

Cost  of  proposed  section  compared  with  present  reenforced  section. — It  was  stated  al>ovo 
that  str(>ngth  e(iual  to  that  t>f  the  present  section  could  be  obtained  at  less  cost. 
The  cost  of  the  present  section  is  as  follows: 

Superstructure  i>er  linear  foot  (actual  cost  last  voar) $26.51 

Crib  (actual) \ 01.25 

Stone  substructure  and  recnforcement  (estimated) (58.  39 

Total 156. 15 

T\w  estimate<l  cost  of  the  i)roposed  section,  consi<leriug  all  the  timber  to  be  pine, 
is  as  follows: 

*The  *'limit  of  wave  disturbance^'  for  halt-ton  stones,  if  one  winter's  experience 
is  sufficient  test,  is  here  about  13  feet  below  water  surface.  For  stones  of  the  size 
ordinarily  used  for  the  substructure,  weighing,  say  250  pounds,  it  is  more  than  20 
feet  below  water  surface.  At  23  feet  below,  sttmes  of  this  size  could  probably  be 
used  with  perfect  safety. 
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Superstructure  (5  courses) $33. 14 

Crib  (24^  courses) 86.77 

Stoue  fouudatiou 38. 01 

Total 157.92 

But  hemlock  lias  been  used  with  perfect  success  below  water  at  Chicago  and  else- 
where; aud  the  saving  ett'ected  by  usiug  it  in  eighteen  intermediate  courses  of  the 
proposed  crib  (the  ties,  however,  to  beof  pine)  wonld  Jimounttoat  lea.st$5perlinear 
loot,  or  the  estimated  cost  of  the  proposed  section,  using  hemlock  as  described,  would 
be  $152.92. 

An  application  of  Maj.  M.  B.  Adams'  formula  for  determining  the  most  economical 
height  of  stone  foundation  (Report  of  1893,  p.  3202;  also  1887,  p.  2407)  indicates  that 
with  the  prices  obtaining  hero  the  stone  foundation  in  35  feet  of  water  ought  not  to 
rise  more  than  7  feet  above  the  bottom;  or  that  the  crib,  including  superstructure, 
ought  to  be  35^  feet  high.  The  decrease  in  the  cost  would  result  from  thus  reducing 
the  height  of  foundation  12  feet  to  7  feet,  aud  increasing  the  crib  from  29^  to  35| 
courses  high,  would  be  very  little,  while  the  loss  of  stability  in  the  crib  would  be 
considerable,  for  the  factor  of  safety  would  be  reduced  from  2.0  to  1.5. 

It  would  seem  that  the  crib  30  feet  wide  and  about  29.5  feet  high  (that  is  founded 
about  23  feet  below  water  surface)  is  the  most  suitable. 

But  as  between  this  section,  costing  $152  per  foot,  and  the  Point  Judith  section, 
costing  at  this  place  $178  i>er  foot,  the  choice  is  not  so  easily  made.  The  difference, 
$26 per  foot,  would  probably  pay  for  rebuilding  the  timber  superstructure  once,  or 
would  insure  the  work  for  from  twenty-four  to  twenty -six  years.  It  would  also  go  a 
long  way  toward  constructing  a  permanent  superstructure  on  the  crib  substructure. 
Indeed,  the  permanent  superstructure  could  probably  be  constructed  at  once  with  $26 
plus  the  cost  of  a  timber  superstructure.  The  cost  of  maintaining  the  rubble  mound 
is  something  that  can  not  be  calculated  in  advance. 
Very  respectfully,  your  obedient  servant, 

C.   H.   McKlNSTRY, 

First  Lieut,  of  Engineers, 
Miy.  James  F.  Gregory, 

Corps  of  Engineers. 


COMMKUClAi.   STATISTICS    FOIl   THE    CALENDAR    YEAR   ENDING   DECEMBER   31,    1983. 

Narao  of  harbor,  Harbor  of  Refuge,  Milwaukee  Bay,  Wisconsin;  collection  district, 
Milwaukee,  Wis.;  amount  of  revenue  collected  at  nearest  port  of  entry,  $475,749.67. 


J  J  i8. 

IMPROVEMENT  OF  MILWAUKEE  HARBOR,  WISCONSIN. 

Object. — To  secure  a  navigable  channel  from  Lake  Michigan  into  tUe 
Milwaukee  Kiver,  wliicli  is  the  interior  harbor  of  Milwaukee. 

Project. — The  original  project  adopted  in  1852  provided  for  the  foriua- 
tioi)  of  a  channel  200  feet  wide  and  12  feet  deep  by  dredging  across  the 
point  which  overlapped  the  mouth  of  the  Milwaukee  Eiver,  at  the  dis- 
tance of  3,000  feet  to  the  northward  of  its  original  outlet,  and  by  the 
construction  of  parallel  piers  of  crib  work  each  1,120  feet  in  length,  for 
the  protection  of  the  sides  of  the  channel  thus  formed.  In  1868,  an 
extension  of  tlie  piers  became  necessary  for  the  requirements  of  com- 
merce, and  under  a  continuation  of  the  original  project  both  the  north 
and  south  piers  were  extended  GOO  feet  into  the  lake  to  18  feet  depth  of 
water. 

Present  tcorlcs. — The  entire  length  of  the  channel  between  the  piers 
is  1,740 feet;  its  width  at  the  outer  end  has  been  increased  through  the 
outward  settling  of  cribs  to  28 1  feet. 

The  width  of  each  of  the  1,120-foot  sections  of  piers  first  built  is  20 
feet.    The  pier  extensions  of  600  feet  in  length  are  26  feet  wide,  except- 
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ing  the  pier  heads,  which  are  each  30  feet  wide  and  50  feet  long,  pro- 
tected by  a  bulkhead  of  piles  and  oak  timbers. 

The  superstructure  of  the  inner  section  of  the  nortli  pier  for  1,053.6 
feet  of  its  length  by  20  feet  in  width  is  of  quarry-faced  dry  stone 
masonry,  the  side  walls  being  4  feet  thick.  Between  these  walls  for  a 
length  of  G03  feet  the  filling  is  of  stone,  packed  with  gravel  and  covered 
with  large  paving  stones  of  9  inches  in  thickness.  The  filling  between 
walls  for  the  remaining  389.6  feet  is  of  packed  stone,  with  a  top  layer 
oi  concrete  pavement  of  9  inches  in  thickness.  Piles  for  the  protection 
of  the  piers  have  been  driven  along  the  channel  faces.  The  superstruc- 
ture over  the  pier  extensions  of  the  GOO  feet  was  built  in  1871  and  1872. 
In  1887  the  superstructure  of  the  GOO  foot  extension  of  the  north  pier 
was  cut  down  and  rebuilt.  In  1889  the  superstructure  of  400  feet  of 
the  outer  section  of  the  south  pier  was  cut  down  and  rebuilt.  In  18  >3 
200  linenr  feet  of  the  superstructure  of  the  outer  portion  ot*  the  south 
pier — width,  26  feet — were  cut  down  and  rebuilt;  repairs  were  made  to 
150  feet  of  superstructure  at  the  west  end  of  the  north  pier  and  to  100 
feet  at  the  west  end  of  the  south  pier;  and  the  pile  protection  (1^053 
linear  feet)  of  the  stone  superstructure  was  renewed. 

J)epth  of  icater, — A  plat  of  soundings  taken  on  March  16, 1894,  shows 
that  between  the  i)iers  there  is  a  channel  100  feet  wide  and  slightly 
more  than  16  feet  deep. 

Operations  during  the  fiscal  year, — None. 

Remarks  and  recommend  at  ions, — In  the  report  of  *Tune  30, 1889,  the 
needs  of  this  harbor  were  stated  in  detail.  The  deterioration  of  the 
piers  from  wear  and  climate  has  been  steadily  progressing  since  that 
time.  In  1879  it  was  estimated  that  an  average  yearly  expenditure  of 
$10,000  would  be  required  for  the  maintenance  of  this  harbor.  Since 
that  time  the  average  yearly  expenditure  has  been  but  $4,218.30,  or  a 
total  of  the  sums  appropriated  in  thirteen  years  of  $r)4,837.91. 

The  superstructure  of  the  south  pier  for  a  length  of  1,000  feet  is  in  a 
very  dilapidated  condition,  and  should  be  renewed  as  soon  as  practi- 
cabh^  An  estimate  of  the  cost  of  doing  this  work,  which  is  20  feet 
wide,  is  $11  per  running  foot^or  $11,000  for  cutting  down  and  rebuild- 
ing this  section  of  the  pier.  The  channel  is  maintained  with  less  dredg- 
ing than  is  done  at  many  harbors  on  Lake  Michigan,  but  in  order  to  pro- 
vide a  sufiicient  depth  for  many  deei)-draft  vessels  which  enter  this 
harbor,  or  a  full  depth  of  19  feet,  it  will  be  necessary  to  excavate  about 
40,000  cubic  yards  of  material.  For  rei)airs  of  piers  and  dredging  an 
appropriation  of  $20,000  is  jecommended. 

Ar'l'UOI'HlATIOXS. 

Expended  on  firrmvr  mouth  of  Mihraukee  /Hvcr. 
Act  of — 

Julv  1,  183r> $400.00 

Maic.h::.  \HVA 30,000.00 

June  11,  1S44 20,000.00 

St r (light  cut. 
Act  of— 

Au«xust30,  ia52 $15,000.00 

Manh  3,  isna 163.  H4 

Juno  23,  1S()() 48,283.51 

April  10,  1S(>9  (allotted) a5,640.00 

Julv  11,1870 40,000.00 

March  3,  1871 38,(K)0.00 

March  3,  1873 10,000.00 

Juno  23,  1874 10,000.00 


APPENDIX  J  J REPORT  OF  MAJOR  GREGORY.  2093 

Act  of — 

March  3,  1875 $25,000.00 

Aucrust  14,  1876 26,000.00 

June  18,  1878 15,000.00 

March  3,  1879 7,500.00 

Juno  11,  1880 10,000.00 

March  3,  1881 8,000.00 

Augusts,  1882 10,000  00 

August  5,  1886  (from  appropriation  for  harhor  of  refuge) 4,  737. 91 

August  11,  1888 10,000.00 

March  17,  1890  (special  act) 6,100.00 

Septeinherl9,  1890 6,000.00 

July  13,  1892 14,000.00 

Total  oxpcndetl  at  old  river  mouth  and  straight  cut 389,825.36 

Expended  at  former  mouth  of  Milwaukee  River 50,400.00 

Total  expended  at  straij^ht  cut  (present  harbor) 339, 425. 36 

Money  statement, 

July  1,  1893,  balance  unexpended $7,529.27 

June  30,  1894,  amount  expended  during  fiscal  year 6, 870. 65 

July  1 ,  1894,  balance  unexpended 658. 72 

{Amount  (estimated)  required  for  completion  of  existing  project 20,000.00 

Amount  tli  at  can  be  profi  tabl  y  expended  in  fiscal  year  en  ding  June  30, 1896  20, 000. 00 
Submitted  in  compliance  with  requirements  of  sectitms  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMERCIAL   STATISTICS    FOR   TICK    CALENDAR    YEAR  P:NDIN(J  DECEMBEU  31,  1893. 

Name  of  harbor,  Milwaukee,  Wis.;  collection  district,  Milwaukee,  Wis.;  amount 
of  revenue  collected  during  the  year,  $475,749.67. 

Arrival 8  and  departures  of  vessels. 


Description. 

Arrivals. 

Departures. 

Xuraber. 

Tonnage. 

3,  283,  561 
28n  '{in 

Number. 

3,765 
1,453 

Tonnage. 

St«ani 

:{,  696 
1,411 

3, 310, 767 

Sail 

265,644 

Totj.l 

5,107 

3,  563, 871 

5,218 

3.  576, 411 

The  followiiijj  roccipts  and  Rhipmcnts  are  taken  from  the  annu.il  report  of  the  sec- 
retary of  tlie  (  lianiber  of  Commerce,  and  are  the  receipts  and  shipments  by  all  means 
of  transportation : 

Receipts  and  shipments. 


Harm  stock 

liCilll 


Articles. 


i:k<kipts, 


illlS 

lirick 

liuttcr 

C«rii(nt    ... 

Clictso 

C(.al 

Cranberries 

Ejr};.s  

Flax.set'd  .. 
Flour 


Quantity. 


Tong. 
13,185  !'  Grain 


ArticlcH. 


REC  K I PTS— continued. 


187 

1,516 

1,79!) 

59,  621 

4,  826 

1.249,  7.S2 

110 

2,503 

13.  8:}9 

201.  365 


Wheat 

C»)rii . . . 

Oats... 

Barley . 

live.... 

Hav  ."^ 

llidei) 

Hoi>s 

Iron  ore  . . . 
Iron,  pig... 


Quantity. 


Tons. 

384.189 
40,767 

129,560 

282,000 
34,286 
14,044 
10,419 
1,399 
54,900 
22,456 
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lleveipts  and  ithipmenia — Continued. 


Articles.  Quantity. 

nECKri'TS— foiitinut'il. 

Live  storlc : 

HoiiH 

C:i  t :  lo 

Sli«*o.j> 

Cul  ^  en 

Liiuo 

Luinhcr 

Lath 

:M«lt 

l*a|M'r  

IN*a» 

lV»lat«)e  *   

PokTs 

Seedn   

Sliinjrles 

Salt 

Stoiio 

Woollen  ware  

WcmmI 

Wool 

Total 

SHirMKNTH. 

Bntter 

Coal 


Totis. 

43,440 

20,  :U8 

2,173 

1,142 

29,524 

458.004 

1,123 

19.934 

20, 100 

0.587 

10. 240 

7.  554 

2,302 

3.  io:> 

89,  653 

61.543 

8. 985 

6,377 

1,123 


3.  321. 971 


213 
532, 993 


Articlofl. 


Qnantity. 


SHIPMENTS— coutiiiued. 

Cranberries 

Flaxsecil 

Flour 

Grain : 

Wheat  

Com  

Oats 

Barley 

Kyo 

m  d  C8 

Iron,  iiip: 

Live  stock: 

iIo«;s 

Cattle 

Sheep 

Calve.s   

Lnmber 

Lath  

Malt 

l*eaH 

Potatoes 

Shinpfles 

Salt 

Wool 

Total 


Tons. 
1 

329,087 

104,731 
IS,  542 
01.021 

14e.l38 

25. 310 

674 

63,518 

4.035 

6,042 

800 

09 

-70.128 

2,744 

57,158 

1,008 

1,808 

1,213 

8,050 

066 


1,485.060 


J  J   19. 


IMPROVEMENT  OF  RACINE  HARBOR,  WISCONSIN. 

Object. — To  soture  11  navijj^able  clianiiel  from  Lake  Michigan  into  Root 
Kiver,  at  tlic  mouth  of  whicli  the  city  and  harbor  of  Kaeine  are  situ- 
atcnl. 

Project, — The  original  project  for  tlie  improvement  of  this  harbor 
was  made  and  adopted  in  liS42-'43.  Its  intention  was  U)  provide  and 
maint^iin  a  <'hannel  12  feet  deep  by  dredging  between  protection  piers 
constructed  of  crib  work  phiced  i)arallel  to  each  other  and  IGO  feet 
apart,  the  distaiK*e  from  the  shore  line  to  12  feet  of  water  in  Lake  Michi- 
gan being  about  «S0()  i'Qi^t, 

In  lSf)()  the  pr()je(!t  was  modified  with  a  view  of  providing  a  channel 
of  I.")  feet  ill  dei)th. 

rnder  this  modification  the  north  pier  was  extended  ().30  feet  and  the 
south  i>i<M'  about  ;")()()  feet.  A  further  modification  was  made  in  1889, 
which  called  for  an  e\tensi(m  of  the  north  pier  300  feet  and  of  the  south 
pier  TiOO  feet,  and  an  increase  in  the  depth  of  water  in  the  channel  to 
1()  feet,  at  which  time  the  north  pier  extended  3S0  feet  farther  into  the 
lake  than  tlie  south  i)ier. 

J^rrscut  frorJx.s. — The  north  i)ier  is  about  1,010  feet  long.  Its  western 
section  of  200  feet  in  length  is  12  feet  wide;  its  middle  secti(m,  960 
icetjn  length,  is  20  feet  wide;  300  linear  feet  of  its  outer  or  eastern 
section  is  30  feet  wide,  and  the  remainder  (150  linear  feet)  is  2'4  feet 
wi(l(».  The  south  i)ier  is  1,370  feet  long;  its  inner  or  western  section 
of  .■)-<>  feet  in  length  is  lit  feet  wide,  and  its  outer  or  eastern  section  is 
840  feet  long  an<l  20  feet  wide.  Tiie  north  <u-  weather  i)ier  now  extends 
230  feet  fart iier  into  the  lake  than  the  sonth  i)ier.  To  complete  the 
pier  extensi<m  contemplated  by  the  modified  ])rqject  of  1889  there 
remain  to  be  constructed  150  fe(»t  of  north  i)ier  and  200  feet  of  south 
pier. 
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Deiyth  of  Kater. — The  natural  depth  of  water  on  the  bar  in  front  of 
the  mouth  of  the  river  before  artificial  improvement  was  made  was 
variable.  The  eflfect  of  a  northeast  storm  would  be  to  deposit  sand  to 
such  an  extent  as  to  completely  obstruct  the  entrance  until  an  accumu- 
lated head  of  water  in  the  river  became  sufficient  to  remove  the  barrier, 
and  upon  a  change  of  wind  sometimes  a  narrow  channel  of  5  or  0  feet 
in  depth  would  be  scoured  out. 

The  work  done  under  the  i)rojcct  previous  to  18(>0  provided  a  chan- 
nel of  from  0  to  10  feet  in  depth.  The  extension  of  the  piers,  with  the 
periodical  dredging  which  has  been  done  since  18G(>,  has  generally 
nuuntained  a  channel  of  from  13  to  15  feet  in  depth,  but  the  mainte- 
nance of  a  15  foot  channel  is  dependent  upon  a  frequent  use  of  the 
dredge. 

A  i)lot  of  soundings  taken  in  April,  1894,  showed  a  narrow  channel 
13  feet  deep.  Eight  thousand  nine  hundred  and  sixty-four  cubic  yards 
of  mate»ial  were  dredged  in  May,  1894,  and  resulted  in  the  formation 
of  a  channel  60  feet  wide  and  14  J  feet  deep. 

Operations  during  the  fiscal  year, — Under  contract  dated  September 
29,  1892,  with  D.  A.  McLeod,  of  Manistee,  Mich.,  the  north  pier  was 
extended  150  feet  and  the  south  pier  100  feet,  and  the  old  outer  end  of 
the  north  pier  was  repikired.  Also,  as  above  stated,  8,964  cubic  yards 
of  material  were  dredged  from  the  channel  between  the  piers. 

The  north  pier  extension  consists  of  3  cribs,  each  50  feet  long  and 
24  feet  wide,  founded  on  riprap  and  on  piles.  The  piles  are  cut  off 
10^  feet  below  datum,  and  the  cribs  are  protected  on  both  sides  by  rip- 
rap carried  up  to  12  feet  below  datum.  Average  depth  of  water  about 
17  feet.  These  cribs  were  covered  with  -superstructure  carried  up  to 
the  height  of  5  feet  above  datum.  Cost  of  extension  per  linear  foot, 
$88.80. 

The  south  pier  extension  consists  of  2  cribs,  each  50  feet  long  and  20 
feet  wide.  The  foundation  piles  are  cut  off  12J  feet  below  datum,  and 
the  cribs  are  protected  by  riprap  carried  up  on  the  channel  side  to  10^ 
ieetbelow  datum  and  on  the  lake  side  to  8J  feet  below  datum.  Average 
depth  of  water  about  14  feet.  Cost  of  this  extension,  including  super- 
structure, per  linear  foot,  $52.80. 

Bcmarlis  and  recommendations, — Tlie  superstructure  of  the  western 
section  of  the  north  pier,  200  feet  in  length  by  12  feet  in  width,  and  635 
feet  of  its  middle  section  of  20  feet  in  width,  is  in  a  dilapidated  condi- 
tioji,  as  is  also  310  feet  in  length  of  the  superstructure  of  the  west  end 
of  the  south  pier.  Twenty-three  thousand  dollars,  it  is  estimated,  will 
be  required  for  this  work  of  reconstruction. 

South  of  the  axis  of  the  channel,  to  the  east  of  the  end  of  the  south 
pier  and  extending  lakewards  300  feet  beyond  the  end  of  the  north 
pier,  an  extensive  bar  has  formed  and  is  constantly  increasing  in  size. 
There  is  urgent  need,  therefore,  of  prolonging  the  piers,  at  least  to  the 
extent  contemplated  by  the  modified  project  of  1889.  These  extensions 
(jioi  th  i)ier  150  feet,  south  i>ier  200  feet)  are  estimated  to  cost  $30,000. 
To  diedge  the  channel  to  the  depth  contemplated  by  the  project  and  to 
remove  the  bar  between  the  pier  heads  will  require  the  removal  of 
about  15,000  cubic  yards  of  material  at  an  estimated  cost  of  $3,500. 
Tlie  aggregate  amount  needed  for  this  work  at  this  harbor  is,  then, 
$5G,50(). 

l>e:sides  the  amount  (estimated)  required  for  completion  of  existing 
project — $30,500 — the  appropriation  of  an  additional  $17,000  for  repairs 
of  piers  and  maintenance  of  channel  is  recommended  for  the  fiscal  year 
ending  June  30,  1896. 
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APPROPRIATIONS. 


Act  of— 

June  15,  1844 $12,500 

August  30,  1852 10,000 

Juue28,  1864 3,600 

June  23,  1866 23,910 

March  2,  1867 45,000 

April  10,  1869  (allotted)  ....  22,  275 

July  11,  1870.. 10,000 

March  3,  1871 10,000 

March  3,  1873 20,000 

June23,  1874 10,000 

March  3,  1875 10,000 

August  14,  1876 8.000 


Act  of— 

June  18,  1878 $10,000 

March  3,  1879 6,000 

June  14,  1880 6,000 

March  3,  1881 6,000 

August  2, 1882 7,000 

Julys,  1884 7,000 

Augusts,  1886 10,000 

August  11, 1888 10,000 

September  19,  1890 17,500 

July  13,  1892 25,000 

Total 288,785 


Money  statement. 

July  1,  1893,  balance  unexpended    $23,815.79 

June  liO.  181U,  amount  expended  during  fiscal  year %3, 751.34 


July  1,  1894,  balance  unexpende<l 


64.45 


{Amount  (estimated)  required  for  completion  of  existing  project 56,500.00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,1896  56^  500.00 
Submitted  in  com)>liance  with  requirements  of  sections  2  of  river  aud 
harbor  aces  of  18()6  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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[Furnishetl  bv  the  mayor  of  Raciue,  Wis.] 

Name  of  harbor,  R;icine.  Wis. ;  collection  district,  Milwaukee.  Wis.;  nearest  port 
of  entry,  Milwaukee.  Wis. 

Arrivalt  and  departmret  of  rrt(«fh. 


ArrivaU. 


IVaoriptlon. 


Departures. 


NnnilHT.     Tomiapo.    Number. 


St^m ."»«> 

Sail 327 

I 

Toul i>26 


61K.M7 
M.414 

67S,  ;«1 


327 


9S» 


53,517 


fl7«,7a» 


/ViMci/»fi/  tirtivhn  of  rxintri  and  import, 
\\\   Al.l,  WAYS  OF  TUANSri>KrAnON. 


Articli»!«. 


KXI'OKIS. 


Atrnoultural  imploiiu'nt.^. 

A  |»|»U'f* 

B*vr 

Hrkk 

Fish 

Flour 

LiUh 

l.eatljtT 

LioM*  and  cimiumU 

LiiinlHT 

Malt 

Oat* 

Oil 

Pork  and  beef 


l^hlrtlllitU's. 


Tou*. 
29,  AM 
U 

l»l.  4iH\ 

:>« 

44r^ 

.MS 
2.018 

74 
»^ 

4> 


Arliclos. 


K\i>'>KTs  -omtinuod. 

lNv»ts,  foiuv 

rot.itmvH     

rr<>\  iMon*     

Sash.  »U««»ns  au«l  Mnids 

SlunjiW's 

Stono  

\V ai:^m»  and  « arria^vs  

\V,mhI   

W  .yd     

>b«va 

I ot^l  

Total  aj^itrx'kviiuato  value    . . . 


Quantities. 


Tona. 


1,056 

201 

3,325 

7,8Se 

1,575 

M 

C54 


0A.S71 


17,900,  «1 
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Principal  articles  of  export  and  import — Continued. 
BY  ALL  WAYS  OF  TRANSPORTATION-Continned. 


Articles. 


I    Quantities. 


IMPORTS. 

Ajiricnltnral  implements 

Apples 

Bark,  ton 

Barley 

Beer 

Brick 

Butter 

CLairs 

Cheese 

Corn 

S.:;::::;:;::::;.:;;:: 

Flour 

Furniture 

Hides 

Hogs 

Iron  and  steel 

Lath 

Leather 

Lime  and  cement 

Lumber 

Marble 

Merchandise,  general 


Tons. 

463 

225 

1,000 

2,984 

4,000 

646 

157 

165 

82 

706 

195 

138 

2,687 

506 

769 

500 

2, 2106 

802 

240 

1,710 

81,000 

40 

894 


Articles. 


IMPORTS — continued. 


Oats 

Oil 

Poles,  t-elograph. 

Posts,  fence 

Potatoes 

Provisions 

Ryo 

Salt 

Sheep 

Shingles 

Wheot 

Wood 

Wooden  ware... 

Wool 

Gamboge 

Print  paper 

Tobacco 

Sheepskins 


Quantities. 


Torn. 

1,8U 

1,800 

20 

1,634 

25S 

42S 

864 

900 

27J 

501 

0.000 

43,801 

181 

Tl 

287 

204 

63 

155 


Total 


,1 


182,47$ 


Total  approximate  value 95, 097, 997.  OS 


J  J    20. 
IMPROVEMENT  OF  KENOSHA  HARBOR,  WISCONSIN. 

Object. — To  secure  a  navigable  channel  from  Lake  Michigan  into  the 
extensive  basin  at  the  month  of  IMke  Creek,  upon  which  the  city  and 
harbor  of  Kenosha  are  situated. 

Project. — The  original  project  for  the  ira])rovement  of  this  harbor, 
adopted  in  1852,  was  to  secure  a  channel  12  feet  deep  from  12  feet  or 
water  in  LakeMichigan  to  the  interior  basin  or  bayou  by  the  construc- 
tion of  i)iers  placed  parallel  to  each  other  and  150  feet  apart  and  by 
dredging  between  them.  In  18G6  a  modification  of  the  original  project 
was  made  in  order  to  provide  a  navigable  channel  15  feet  in  depth, 

A  further  modification  or  extension  of  the  project  was  ma<le  in  1889 
which  provided  for  the  extension  of  the  north  pier  300  feet  and  of  the 
south  pier  6U0  feet. 

Present  tvorks. — The  north  i)ier  is  1,700  feet  long.  Its  inner  or  western 
section,  which  was  built  either  by  private  parties  or  the  city  of  Keno- 
sha, is  of  pile  work,  365  feet  in  length,  and  is  12  feet  wide.  Theadjoin- 
ing  section  to  the  eastward,  built  under  the  original  project  of  1852,  is 
of  crib  work,  610  feet  long  and  18  feet  wide.  The  extension  of  this  pier 
since  1860  is  725  feet  long,  250  feet  of  which  is  30  feet  wide.  The  south 
I)ier  is  1,000  feet  long  and  20  feet  wide,  commencing  at  the  shore  line 
and  extending  into  the  lake.  The  north  pier  extends  320  feet  farther 
into  the  lake  than  the  south  pier.  To  complete  the  pier  extension  con- 
templated by  the  modified  project  of  1889  there  remain  to  be  constructed 
200  linear  feet  of  north  pier  and  400  linear  feet  of  south  pier. 

Depth  of  tcater. — The  natural  depth  of  water  at  the  mouth  of  Pike 
Creek  before  it  was  improved  changed  with  each  recurring  easterly 
storm ;  not  more  than  2  or  3  feet  could  be  depended  upon  at  the  entrance. 
The  work  first  done  under  the  project  furnished  a  channel  of  from  9  to 
10  feet  in  depth  between  the  piers. 
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The  extensions  of  the  piers  since  1866,  together  with  periodical  dredg- 
ing,  have  generally  provided  a  channel  about  12  feet  in  depth,  but  in 
order  to  maintain  a  greater  depth  of  Avater  frequent  dredging  has  been 
necessary. 

A  plat  of  soundings  taken  April  10,  1893,  showed  that  a  bank  had 
re-formed  at  the  extremities  of  the  piers,  and  also  alongside  the  mid- 
section of  the  south  pier,  wiiich  by  estimate  would  require  the  removal 
of  5,000  cubic  yards  of  material.  An  agreement  was  made  with  Mr.  S. 
O.  Dixon  to  remove  these  obstructions  at  the  rate  of  25  cents  per  cubic 
yard.  Under  this  agreement  5,048  cubic  yards  were  removed,  and 
resulted  in  a  channel  of  navigable  width  14  feet  deep.  This  work  was 
finished  July  13, 1893. 

A  plat  of  soundings  taken  in  April,  1894,  shows  prondunced  shoal- 
ing, especially  between  the  pier  heads.  Thirteen  feet  is  all  that  the 
channel  now  carries.  The  13-foot  (contour,  starting  from  the  end  of  the 
south  i^ier,  approaches  within  90  feet  of  the  north  pier,  and  runs  out 
irregularly  in  prolongation  of  the  south  pier  to  the  distance  of  about 
600  feet.  Under  such  circumstances,  it  is  only  by  a  constant  use  of 
the  dredge  that  a  channel  more  than  12.J  feet  deep  can  be  maintained. 
The  need  of  extending  the  piers  is  obvious. 

Operations  during  the  fiscal  year. — As  above  stated,  the  remainder  of 
the  dredging  to  be  done  under  agreement  entered  into  with  S.  O.  Dixon 
on  June  1,  1893,  was  finished  July  13,  1893,  the  quantity  of  material 
dredged  in  July,  1893,  being  2,354  cubic  yards. 

Under  (contract  dated  September  21,  1892,  with  Knapp  &  Gillen,  of 
Racine,  Wis.,  the  north  pier  was  extended  100  feet  and  the  south  pier 
50  feet.  The  north  i)ier  extension  consists  of  2  cribs,  each  50  feet  long 
by  24  feet  wide,  founded  on  riprap  and  on  piles.  These  piles  are  cut 
off  16^  feet  below  datum,  and  the  cribs  are  protected  by  riprap  carried 
up  to  12  feet  below  datum.  Average  depth  of  water  about  17  feet. 
Cost  per  linear  foot  of  this  extension,  including  superstructure  carried 
up  to  5  feet  above  datum,  $94.78. 

The  south  pier  extension  consists  of  one  crib  50  feet  long  by  20  feet 
wide;  the  foundation  piles  are  cut  off  12^  feet  below  datum,  and  the 
riprap  prote<;tion  is  carried  up  on  the  channel  side  to  10^  feet  below 
datum,  and  on  the  lake  side  to  8^  feet.  Average  depth  of  water,  about 
13  feet.    Cost  per  linear  foot,  including  superstructure,  $65.64. 

Remarks  and  recommendations. — South  of  the  prolongation  of  the  axis 
of  the  channel,  and  to  the  east  of  the  end  of  the  south  pier — that  is, 
under  the  lee  of  the  north  pier — an  extensive  bar  has  formed,  carrying 
less  than  12  feet  of  water.  Only  the  constant  use  of  the  dredge,  there- 
fore, can  keep  open  a  channel  12  J  feet  deep,  and  the  need  of  extending 
the  piers,  especially  the  south  pier,  is  obvious.  To  prolong  the  piers 
to  the  lengths  contemplated  by  the  modified  project  of  1889,  $49,a()0  is 
estimated  to  be  necessary. 

The  superstructure  of  800  feet  of  that  portion  of  the  north  pier  which 
was  built  in  1874-'75  is  in  very  bad  condition  and  should  be  renewed. 
For  the  preservation  of  the  piers  and  for  deepening  and  maintaining 
the  channel,  a  further  appropriation  of  $20,000  is  recommended  for  the 
fiscal  year  ending  June  30,  1896. 
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APPROPRIATIONS. 


Act  of — 

March  15,1844 $12,500.00 

March  3,  1845 15,000.00 

AugnstlS,  1852 10,000.00 

Juno  23,  1866 75, 461. 41 

April  10,  1869  (allotted) . .  5,  346.  00 

July  11, 1870 10, 000. 00 

March  3,  1871 10,000.00 

June  10,  1872 10,000.00 

June  23, 1874 10,000.00 

March  3, 1875 15,000.00 

August  14, 1876 8,  000. 00 

June  18, 1878 8,000.00 


Act  of — 

March  3, 1879 $5,000.00 

June  14, 1880 5,000.00 

March  3, 1881 5,000.00 

August  2, 1882 6,000.00 

July  5, 1884 5,000.00 

August  5, 1886 5,000.  00 

August  11,1888 7,500.00 

Septemher  19, 1890 17, 500. 00 

July  13, 1892 15,000.00 

Total 260,307.41 


Money  Htaxement. 

July  1,  1893,  balance  unexpended $15, 848. 44 

June  30,  1894,  amount  expended  during  fiscal  year 14, 814. 44 

July  1,  1894,  balance  unexpended 1, 034. 00 


(Amount  (estimated)  required  for  completion  of  existing  project 69, 500.  (X) 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June30, 1896    69, 500. 00 
Submitted  in  complian<ie  with  requirements  of  sections  ?of  river  and 
harbor  acts  of  1866  and  1867  and  sundry  civil  act  of  March  3,  1893. 


COMMERCIAL   STATISTICS   FOR  THE  CALKXDAP.   YEAR  ENDING  DECEMBER  31,   1893. 

[FnmishtMl  by  Dr.  Win.  Farr,  mayor  of  Kenosha.] 


Name  of  harbor,  Kenosha,  Wis.     Collection  district,  Milwaukee,  Wis. 
port  of  entry,  Milwaukee.     Nearest  li^ht-bouse,  Kenosha,  Wis. 


Nearest 


Arrivals  and  deparluren  of  resseU. 


Description. 

Arrivals. 

Departures. 

Number. 

TonnagM. 

Number. 

Tonnage. 

Steam 

Sail 

41 
145 

6,988 
14,500 

41 
150 

6,988 
15,320 

Total  . 

186 

21,488 

191 

22,308 

Principal  articles  of  export  and  import. 
BY  WAY  OF  THE  HARBOR  ONLY. 


Articles. 


EXI'ORTS. 


MerchandiHC,  general. 
Saml 


Total 

Total  approximate  value. 
IMPORTS. 


Applet 

Bark,  tan 

Coal  and  coke 


Quantity. 


Tom. 

1,000 
30, 000 


31,  000 


$50,000 


60 
14,  300 
12,000 


ArticleH. 


IMPORTS — continued. 

Fruit 

Lath , 

Lumber 

Posts,  fence 

Potatoes 

Shingles 

Stone 

Wood , 


Total 

Total  approximate  value. 


Quantity. 


Tont. 

25 

385 

12, 840 

114 

120 

450 

1,750 

3.750 

45,794 

$750,000 
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J  J   21. 
IMPROVEMENT  OF  WAUKEGAN  HARBOR,  ILLINOIS. 

Object. — To  provide  a  shelter  for  the  protection  of  vessels  engaged 
in  the  commerce  of  the  city  of  Waukegan. 

Project. — In  1852  an  appropriation  of  $16,000  was  made  for  the 
"improvement  of  the  harbor  and  breakwater  at  Waukegan,  111."  The 
plan  adopted  was  a  breakwater  parallel  to  the  shore  in  20  feet  of  water. 
One  crib,  30  by  25  feet,  was  placed  in  position,  but  was  carried  away 
by  a  storm,  and  the  work  then  abandoned.  In  1872  an  examination 
and  report  were  made,  as  called  for  by  the  river  and  harbor  act  of  that 
year.  This  plan  contemplated  a  breakwater  in  24  feet  of  water.  Ko 
action  was  taken  on  this  report. 

The  character  of  the  improvement  of  this  harbor  is  somewhat  dif- 
ferent from  that  of  other  points  on  the  Great  Lakes.  Most  of  the 
imi)rovements  have  consisted  in  deepening  the  mouths  of  streams  empty- 
ing iuto  the  lake,  but  at  Waukegan  there  is  only  a  creek  emptying^ 
iiito  the  lake,  and  it  is  of  no  importance  for  harbor  puri)oses. 

The  present  project  was  adopted  in  1880,  its  intention  being  to  con- 
struct a  basin  of  sufficient  capacity  to  meet  the  requirements  of  the 
local  trade  by  inclosing  a  i>ortion  of  Lake  Michigan  within  piers  con- 
structed of  pile  work,  and  an  entrance  channel  between  piers  from  a 
depth  of  12  feet  of  water  in  Lake  Michigan  to  the  basin ;  the  channel 
and  basin  to  be  excavated  by  dredging  to  the  depth  of  12  feet. 

Present  worhs. — The  length  of  the  north  pier  is  1,868  feet;  length  of 
the  south  i^ier  is  1,287  feet.  The  north  pier,  which  incloses  the  basin, 
is  composed  of  five  sections,  the  first  of  which  runs  easterly  from  inside 
the  siiore  line  as  it  existed  in  1879  for  a  distance  of  345  feet  into  the 
lake.  This  section  is  comi)osed  of  a  single  row  of  12  by  12  inch  squared 
l)ine  piles,  reenforced  at  the  angle  or  outer  end  for  a  length  of  80  feet 
with  oak  piles,  driven  at  a  distance  of  12  feet  from  the  front  row,  the 
interior  si)aoe  being  filled  with  stone  ballast. 

The  next  section,  of  pile  work  16  feet  wide,  runs  in  a  southerly  direc- 
tion for  a  distance  of  380.8  feet  to  the  channel  angle. 

The  next  secti(m,  of  10  feet  in  width,  which  runs  in  a  southeasterly 
direction  for  a  distance  of  533.8  feet  from  the  channel  angle,  is  com- 
posed of  two  rows  of  closely  driven  white  oak  piles,  divided  into  sec- 
tions by  cross  rows  driven  at  distances  of  about  32  feet  apart,  double- 
sheeted  with  3-inch  plank,  and  filled  with  stone  ballast  to  a  height  of 
2  feet  above  datum. 

The  fourth  section,  of  16  feet  in  width  and  392  feet  in  length,  is  con- 
structed in  the  same  manner  as  the  preceding  section. 

The  fifth  section,  constructed  in  1893,  is  216  feet  long  and  20J  feet 
wide,  and  is  simihir  in  construction  to  the  third  and  fourth  sections. 
Like  the  fourth  section,  it  is  parallel  to  the  line  of  the  south  pier,  the 
distance  between  the  piers  being  236  feet. 

The  south  pier  is  built  ujum  a  prolongation  of  the  line  of  the  south 
side  of  Madison  street,  in  the  city  of  Waukegan.  The  inshore  section 
of  this  pier,  140.3  feet,  is  composed  of  a  single  row  of  s(iuarepine  piles 
of  dimensions  12  by  12  inches  by  18  feet,  with  the  exception  of  the 
outer  24  ]>iles,  which  are  22  feet  in  lengtli  and  12  inches  square. 

The  next  outer  section,  of  100  feet  in  length,  is  ccmstructed  of  round 
white  oak  piles,  each  30  feet  in  length,  on  alignment  at  distances  of  3 
feet  from  center  to  center,  and  sheeted  witli  two  rows  of  planks  of 
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dimeusions  3  by  12  iuclies  by  22  feet,  drivea  close  and  breaking  joints^ 
and  spiked  to  the  wales  which  inclose  and  secure  the  round  piles. 

The  next  section  to  the  eastward,  of  109  feet  in  length,  is  built  with 
round  white  oak  piles,  each  30  feet  long,  driven  at  distances  of  3  feet 
from  center  to  center  and  secured  with  binders.  On  the  south  side  of 
this  row  pine  ])iles  of  8  by  12  inches  by  26  feet  are  driven  in  close  con- 
tact and  bolted  to  the  binder  and  reenforced  with  a  pine  binder  of  3 
by  12  inches.  The  next  section  of  this  pier  is  877.6  feet  long,  and  is  com- 
posed of  two  parallel  rows  of  white  oak  piles,  driven  in  close  contact,  at 
a  distance  of  14  feet  from  center  to  center  of  rows,  and  is  divided  into 
sections  of  about  32  feet  each.  For  a  length  of  675  feet  of  this  section 
the  piles  are  31  feet  long,  and  for  the  remainder  32  feet  long.  The  rows 
of  piles  are  secured  and  bound  in  place  by  means  of  wales,  binders, 
screw  bolts,  and  tie  rods,  in  a  similar  manner  to  those  of  the  outer  sec- 
tion of  the  north  pier.  On  the  south  side  of  the  north  row  a  double 
sheeting  of  pine  plank,  3  by  12  inches  by  22  feet,  is  driven  and  spiked  to 
the  wales  in  a  similar  manner  to  the  second  section.  The  interior  of 
this  section  has  been  tilled  with  stone  ballast  to  a  height  of  2  feet 
above  datum,  but  in  some  places  this  ballast  has  settled  somewhat  below 
that  level. 

The  outer  section  of  this  pier  is  similar  in  construction  to  the  section 
last  described,  but  is  16  J  feet  wide.  It  was  constructed  in  1893,  and  is 
160  feet  long. 

In  the  work  done  in  1893,  Wakefield  triple-lap  sheet  piling  of  3-inch 
planks  was  used. 

The  piers  are  protected  on  both  sides  by  riprap,  carried  up  on  the 
lake  sides  to  11  feet  and  on  the  channel  sides  to  9  leet  below  datum. 

Depth  of  tcater. — Before  work  was  commenced  upon  this  harbor  the 
distance  from  the  line  of  shore,  in  front  of  which  the  piers  have  been 
constructed  to  the  natural  depth  of  12  feet  of  water  in  Lake  Michigan, 
was  about  870  feet,  but  as  the  work  has  progressed  an  extensive  accre- 
tion has  been  formed  to  the  northward  of  the  harbor.  The  shore  line 
now  intersects  the  north  pier  at  a  distance  of  700  feet  outside,  or  to  the 
eastward  of  the  line  of  shore  as  it  existed  in  1879,  and  the  contour  line  of 
12  feet  of  water  is  about  450  feet  outside  that  former  line  of  depth,  or 
more  than  1 ,300  feet  to  the  eastward  of  the  line  of  shore  of  1879. 

A  plat  of  soundings  taken  in  April,  1894,  shows  a  depth  of  10  feet 
in  tbe  inner  basin  and  between  the  piers,  a  decrease  of  half  a  foot  since 
last  year. 

Operations  (luring  the  fiscal  year, — Under  contract  dated  September 
21,  1802,  with  Knapp  &  Gillen,  of  Kacine,  Wis.,  the  north  pier  was 
extended  21()  feet  and  the  south  pier  160  feet.  The  north  pier  exten- 
sion is  20.^  feet  wide;  the  cross  rows  of  piles  are  24  feet  apart.  The 
average  depth  was  about  20  feet;  the  cost  per  linear  foot,  $69.20.  The 
south  pier  extension  is  16^  feet  wide,  with  cross  rows  32  feet  apart.  Aver- 
age depth,  12^  feet;  cost  per  linear  foot,  $39.53.  The  riprap  protection 
on  the  lake  sides  of  the  piers  is  carried  up  to  9  feet,  and  on  the  channel 
sides  to  11  feet  below  datum. 

Remarks  and  recommendations, — The  outlook  for  a  large  increase  in 
the  connnerce  and  manufactures  of  Waukegan  is  very  encouraging,  and 
in  consequence  the  vahie  of  real  estate  has  been  greatly  enhanced.  The 
facilities  rendered  by  the  present  harbor  are  not  considered  by  the  cit- 
izens of  the  place  as  being  adequate  to  the  requirements  of  the  grow- 
ing demands,  and  the  extension  of  the  harbor  i)iers  to  the  16- foot 
contour  in  Lake  ^lichigan  has  been  strongly  urged  by  the  citizens  of 
Waukegan. 
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In  1889  the  amount  by  which  it  was  thought  necessary  to  extend 
each  pier  was  500  feet,  which  would  make  the  north  pier  1,760  feet  and 
the  south  pier  1,525  feet  long.  As  stated  above,  the  present  lengths 
are  1,868  and  1,287  feet,  respectively,  the  north  pier  terminating  in 
about  17  feet  of  water  and  the  south  pier  in  about  12.  The  south  pier 
lacks,  therefore,  238  feet  of  its  projected  length,  and  the  need  of  extend- 
ing it  by  this  amount  is  urgent,  since  in  prolongation  of  the  south  pier, 
and  under  the  lee  of  the  north  pier,  an  extensive  bar  is  forming  which 
threatens  to  extend  across  the  channel.  The  estimated  cost  of  the 
pier  extension  is  about  $24,000.  There  appears  to  be  immediate  need 
of  extending  the  north  pier. 

To  deepen  the  basin  to  12  feet,  and  to  provide  an  entrance  channel  90 
feet  wide  and  12  feet  deep,  the  projected  depth,  will  require  the  removal 
of  about  20,000  cubic  yards  of  material,  at  an  estimated  cost  of  $5,000. 

Six  hundred  and  seventy  linear  feet  of  the  north  pier — namely,  the 
north-and-south  arm  and  «500  feet  of  the  pier  adjoining  this  arm  on  the 
east — is  in  a  dilapidated  condition  and  should  bo  rebuilt  at  once.  The 
estimated  cost  of  this  proposed  reconstruction  is  $26,800. 

About  800  cords  of  stone  are  necessary  to  supply  the  place  of  stone 
that  has  settled  along  the  length  of  both  piers  under  the  influence  of 
storms.    Estimated  cost,  $5,f)00. 

The  amount  (estimated)  required  for  the  completion  of  the  present 
project  ($61,000)  is  sufticient  for  the  present  needs  of  this  harbor,  and 
its  a])propriation  is  recommended  for  the  fiscal  year  ending  June  30, 
1896. 

APPUOPKIATIONS. 

Act  of— 

August  30,  1852,  for  breakwater  (outer) $15,000 

JuneU,  18S0 15,000 

March  3,1881 15,000 

August  2,  1882 20,000 

July  5,  1884 20,000 

August  5,  1886 20,000 

August  11,  1888 25,000 

September  11>,  18JM) 35,000 

July  13,  18M2 25,000 

Total  appropriatious  for  harbor 190, 000 

Appropriatidu  for  outer  breakwater  (1852) 15, 000 

Total  for  present  harbor 175, 000 

Money  statemenL 

July  1,  18J)3,  balance  unexix'ude*! ^2^,  844. 80 

June  30,  181)4,  amount  ex])endecl  during  tiscal  year 22, 961. 57 

July  1,  181)4,  balance  unexpended 3,883.23 


'Amount  (estimated)  required  for  completion  of  existing  project 61,  (X)0. 00 

Amount  that  ean  be  protitably  expended  iuiiscal  year  ending  June  30, 1896    61,000.00 
Submitted  in  compliance  with  re(iuirement>s  of  set^tious  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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COMMERCIAL   STATISTICS   FOR  THE   CALENDAR   YEAR   KNIHNG  DECEMBER  31,  1893. 

[Fnmishod  by  the  mayor  of  Waukegan,  111.] 

Name  of  harbor,  Waukegan,  111. ;  collection  district,  Chicago,  111. ;  nearest  light- 
hoose,  Waukegan,  111. 

ArrivaU  and  departures  of  vessels. 


Description. 

Arrivals. 

Departures. 

Number. '  Tonnage. 

Number.!  Tonnage. 

Steam - -  -      

10  'S  Not  ol).  } 
25   /tainable.  j; 

10  5  Not  ob- 
25    /  tainable. 

Sail 

• 

Total 

35    

35 

Principal  articles  of  e-xpoi'i  and  import, 
BY  ALL  WAYS  OF  TRANSPORTATION. 


Articles. 


Quantity. 


Articles. 


EXPORTS. 

Beer  and  ale * 

Brick 

Butter 

Cattle 

Hogs 

Iron  and  steel 

Leather,  hair,  and  glue  stock 

Lumber 

Sash,  doors,  and  blinds 

Sheep 

Wool 

Total 

IMPORTS. 

Bark,  tan 

Beer 

Brick 

Buttor 

Cattle 

ChceHe 

Coal  and  coke 

Corn 

Flour 


Ton9, 

859 

140 

25 

652 

200 

42,500 

495 

1,800 

3,000 

512 

40 

50,  232 

1.019 

2,933 

220 

30 

126 

1 

97.  671 

134 

1.157 

IMPORTS — continaed . 


Hay 

Hides 

Iron  and  steel 

Lath 

Lime  and  cement 

Lumber 

Marble 

Merchandise,  general. 

Mill  stutls 

Moldings,  etc 

Oats 


Oil 

Pork  and  beef 

Poles,  telegraph 

Posts,  fence 

Potatoes 

Provisions 

SaHh,  rloors.  and  blinds. 

Shingles 

Stone 

Wagons  and  carriages. . 
Wood 


Quantity. 


Total. 


Tons. 

2d0 

109| 

40,000 

6801 

204 

13, 476 

120 

128,000 

490 

81 

496 

101 

2i 

51 

171 

366 

270 

3,125  ' 

1 

399 

70 

1,450 

293, 174^ 


J  J    22. 

IMPROVEMENT  OF  FOX  RIVER,  WISCONSIN. 

Object — Originally  to  secure  a  cheap  route  of  transi)ortation  from  the 
Mississippi  liiver  to  the  Great  Lakes  and  Atlautic  seaboard.  The 
improvement  of  the  Wisconsin  Kiver  having  been  abandoned,  the  pres- 
ent object  is  to  obtain  a  navigable  channel,  as  far  as  existing  works 
will  permit,  from  Portage,  on  the  Wisconsin  Kiver,  to  the  harbor  of 
Green  Bay,  a  distance  of  160  miles. 

Project, — The  original  project  called  for  slack- water  navigation  on 
the  Fox  Kiver  by  means  of  locks  and  dams,  as  part  of  the  through 
transportation  route.  The  present  modified  project  is  that  recom- 
mended by  the  Board  of  Engineers  of  May  14,  1886,  and  is  to  deepen 
the  Fox  Kiver  by  rock  excavation  and  dredging  from  Montello  to  Green 
Bay  to  6  feet  depth,  and  from  Portage  to  Montello  to  4  feet  depth ;  to 
widen  the  river  channels  to  100  feet  throughout  j  to  deepen  the  channel 


2104      REPORT   OF   THE    CHIEF   OF   ENGINEERS,  U.  S.  ARMY. 

between  De  Pere  and  Green  Bay ;  to  dredge  the  channel  in  the  Neeuah 
River,  and  to  remove  the  bar  at  the  mouth  of  the  Fond  du  Lac  Eiver. 
Present  toorks. — The  present  works  are  as  follows: 


Loclcs. 
Cauals. 


Totul 20  36  65 


Total. 


18 

27 

9 

16 

8 

12 

Of  the  locks,  15  are  of  stone;  14  built  by  the  United  States  and  1  by 
the  canal  comi)any,  but  repaired  by  the  United  States  in  1878.  The 
remaining  12  aie  wooden  locks,  which  have  been  rebuilt  and  repaired 
from  time  to  time.     No  more  masonry  locks  are  to  be  built. 

Of  the  dams,  1  is  of  masonry,  9  of  cribs,  1  of  piles,  1  of  piles  and  cribs 
with  movable  weir,  and  4  of  brush  and  stone. 

Of  the  canals,  the  one  at  Portage,  2  miles  long,  is  revetted  its  entire 
length,  on  both  sides,  with  a  timber  revetment.  At  Appleton,  above 
the  first  lock,  there  is  a  cement-laid  stone  revetment  wall,  about  800 
feet  long,  and  from  16  to  20  feet  high.  It  was  built  by  the  United 
States  in  1879-80.  Below  the  guard  gate  at  Kaukauna  is  a  dry-stone 
revetment  wall,  about  1,200  feet  long.  It  was  built  by  the  canal  com- 
pany, and  may  have  to  be  rebuilt  in  places,  as  it  shows  signs  of  yield- 
ing. Also,  in  the  left  bank  of  the  fourth  level  at  Kaukauna,  there  is  a 
"core  wall"  of  cement  masonry  77  feet  long,  built  in  1893-'94:  in  the 
right  bank  of  the  same  level,  two  core  walls,  one  000  feet  long,  Duilt  in 
1892-'9:5,  and  one  14;j  feet  long,  built  in  1893-'94;  and  in  the  right  bank 
of  the  fifth  level,  one  376  feet  long,  built  in  1893-'94. 

Depth  of  tvater. — The  fall  from  Menasha  to  Green  Bay  is  about  170 
feet,  and  on  the  Upper  Fox,  from  l^ortage  to  Lake  Winnebago,  about  30 
feet.  I^revious  to  any  imi)iv)vements  the  river  was  obstructed  by  ra^iids 
and  at  places  i)ortage8  had  to  be  made. 

As  stated  above,  tlie  project  contemi)late8  a  channel  6  feet  deep  from 
Green  Bay  to  Montello,  and  one  4  feet  deep  from  Montello  to  Portage; 
these  channels  to  have  a  minimum  width  of  100  feet. 

On  the  Lower  Fox,  which  is  thoroughly  canalized,  the  crests  of  the 
dams  are  uniformly  0  feet  above  the  breast  walls  of  the  locks  imme- 
diately below,  and  where  rapids  are  passed  by  means  of  several  locks 
the  breast  wall  of  any  one  is  6  feet  below  the  lower  miter  sill  of  the  one 
next  above.  In  the  levels  formed  by  the  different  dams  and  locks, 
dredging  has  been  and  is  still  being  done  where  necessary  to  secure 
the  projected  depth.  Except,  therefore,  in  places  where  this  dredging 
is  not  yet  completed  there  is  always  throughout  the  Lower  Fox  a  depth 
of  6  feet,  unless  the  pools  are  drawn  down  below  the  crests  of  the  dams 
by  the  millers  using  more  water  than  they  are  entitl(»d  to.  The  water 
stood  continuously  below  the  crest  of  the  Menasha  Dam  from  the  middle 
of  July,  1893,  to  the  early  part  of  April,  1894,  and  at  times  was  as  much 
as  li  feet  below.  In  otiier  words,  the  water  runs  over  this  dam  only 
during  floods  or  when  there  is  more  water  flowing  in  the  river  than  the 
mills  are  able  to  use.  This  has  been  the  case  for  more  than  eight  years, 
and  was  the  cause  of  the  suit  brought  by  the  United  States  in  1880  to 
restrain  the  water  users  at  Neenah  and  T^Ienasha  from  drawing  the 
Menasha  Pool  (Lake  Winnebago)  down  below  tlie  crest  of  the  dam. 
This  case  is  still  pending,  and  will  never  be  brought  to  an  issue  if  the 
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water-users  eanpreveut  it,  since  as  long  as  it  remains  undecided  they 
are  enjoying  all  the  advantages  that  would  follow  a  decision  in  their 
favor.  The  Menasha  Channel,  dredged  at  great  expense  in  rock  and 
hardpan  to  a  depth  of  G  feet  below  the  crest  of  the  Menasha  Dam,  is 
now  the  shallowest  part  of  the  waterway  from  Oshkosh  to  Green  Bay. 
For  the  status  of  the  above-mentioned  suit  and  of  others  of  kindred 
nature,  attention  is  invited  to  the  appended  report  of  Mr.  J.  H.  M. 
Wigman,  United  States  attorney  for  the  eastern  district  of  Wisconsin, 
dated  June  28, 1894. 

The  Upper  Fox  is  not  so  thoroughly  canalized  as  the  Lower,  and  the 
depth  available  for  navigation  is  therefore  more  largely  dependent  on 
the  amount  of  water  flowing  in  the  river.  At  a  fairly  low  stage  there 
is  a  minimum  depth  of  about  3  feet. 

During  the  fiscal  year  ending  June  30,  1894,  navigation  closed  on 
the  Upper  Fox  November  15.  1893,  and  on  the  Lower  Fox  the  22d  of 
the  same  mouth. 

It  was  resumed  from  Fort  Winnebago  Lock  to  Green  Bay  on  the  20th 
of  April,  1894. 

Operations  (hiring  the  fiscal  year, — The  new  lock  at  Portage  was  com- 
pleted. 

The  dredging  in  Grignon  Rapids  was  completed.  This  work  has 
resulted,  as  intended,  in  a  channel  100  feet  wide  and  7  feet  deep  below 
the  crest  of  the  Appleton  Upper  Dam,  extending  the  entire  length  of 
the  rapids  (about  4,000  feet). 

The  dredging  in  the  river  between  Eapide  Oroche  Dam  and  Wrights- 
town  bridge  was  completed.  This  work  has  resulted  in  a  channel  100 
feet  wide,  1  foot  deep  below  the  lower  miter  sill  of  Bapide  Oroche  Lock, 
and  about  8,000  feet  long. 

The  right  wing  wall  and  a  portion  of  the  left  wing  wall  of  the  Kau- 
kauna  fourth  lock  were  removed  and  rebuilt  of  cement-laid  rubble 
masonry,  and  core  walls  of  similar  construction  founded  on  bed  rock 
were  built  in  the  banks  immediately  above  the  wing  walls,  that  in  the 
right  bank  being  143  feet  long  and  that  in  the  left  77,  In  the  right 
bank  of  the  fifth  level  a  similar  core  wall,  367  feet  long,  starting  98  feet 
above  the  fifth  lock,  was  constructed. 

A  masonry  wasteweir  and  culvert  at  the  head  of  the  combined  lock, 
to  regulate  the  height  of  water  in  this  level  and  to  afford  a  means  of 
draining  the  level,  if  necessary,  was  built. 

A  new  dam  of  crib  work  was  constructed  above  Berlin  Lock,  and  a  pile, 
brush,  and  stone  protection  ICO  feet  long  was  constructed  on  each  side 
just  below  the  dam.  All  that  remains  to  complete  the  work  is  to  open 
up  the  channel  above  the  new  dam  and  to  close  that  above  the  old. 

For  details  of  the  work,  attention  is  invited  to  the  report  of  Assistant 
Engineer  Samuel  Whitney,  appended  hereto. 

liemarks  and  recommendations. — The  commercial  use  made  of  this 
waterway  from  Portage  to  Berlin  Lock  is  inconsiderable;  thence  down 
to  Oshkosh  it  increases,  and  from  the  latter  place  all  the  way  down  to 
Green  Bay  it  is  quite  extensive. 

The  following  remarks  are  from  the  report  of  Maj.  Charles  E.  L.  B. 
Davis,  Corps  of  Engineers,  1891 : 

Tliis  river  lias  its  effect  upon  rates  an  all  freight  carried  to  points  in  the  Fox  River 
Valley,  which  is  the  most  thickly  settled  portion  of  the  interior  of  Wisconsin  and  an 
importaut  mauufacturing  region.  All  freights  dnring  the  season  of  navigation,  and 
particularly  heavy  freights,  are  reduced  to  near  the  price  of  water  carriage,  wliether 
carried  by  boat  or  by  the  competing  railroads,  and  for  the  reason  that  it  is  a  regula- 
tor of  freight  it  is  of  such  value  that  the  worfcs  should  be  maintained  and  the  navi- 
gation improved  at  least  to  the  extent  contemplated  by  the  modified  project  of  1884. 
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It  is  importaut  tbat  the  suit  to  restrain  the  waternsers  at  Neeuah 
and  Menasha  from  drawing  the  water  below  the  crest  of  the  Menasha 
Dam  should  be  tried  and  decided  at  on<e.  There  can  be  little  doubt 
as  to  the  outcome  of  the  trial,  but  until  vessel-owners  can  know 
whether  to  count  on  C  feet  of  water,  or  only  so  much  as  the  millers  are 
willing  to  allow,  it  is  futile  to  expect  that  any  but  the  smallest  c^rafk 
will  navigate  tlie  Lower  Fox,  An  appropriation  of  $100,000  is  recom- 
mended for  the  liscal  year  ending  June  30,  1896. 

List  of  appropriation 8  made  hij  Conffrrsa  for  the  improrement  of  the  Fox  and  Wi9Con8in 

rirei'Sf  fViHronsin. 

Act  of — 

M tvrcb  2,  18()7,  for  sna;^  boat  on  Wisconsin  River $40, 000 

July  10,  1870,  for  improving  WiRoonsin  Rivor 100, 000 

.In no  10, 1872,  for  pnrchase  of  works  on  Fox  River  from  Green  Bay  and 

M  i86i88i]>i»i  Canal  Comjiany 145>  000 

March  3,  1873,  for  improving  Fox  and  Wisconsin  rivers 300, 000 

June  23,  1874 300,000 

March  3,  1875 500,000 

August  14,  187(5 270,000 

June  18.  1878 250,000 

March  3,  1879 150,000 

Juno  14,  1880 125,000 

March  3,  1881 125,000 

August  2,  1882 200,000 

July  5,  188^1 100,000 

August  5,  1886,  for  improving  Fox  River 56,250 

August  11,  1888,  for  improving  Fox  River 100,000 

8ei)tember  19,  1800,  for  improving  Fox  River 100,000 

July  13,  1892,  for  improving  Fox  River 75,000 

Total 2,996,250 

Money  Htaienient, 

July  1,  1893,  balance  unexpended *. $50,420.86 

June  30,  1894,  simount  ex])en(led  (luring  fiscal  year 34,918.39 

Julv  1,  1894,  balauco  unexpouded 15,502.47 

July  1,  1894,  outHtandiug  liabilities 2,464.37 

July  1,  1894,  balance  available 13,038.10 


'Amount  (cstimntcd)  required  for  completion  of  existing  project 270,  750.00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,1896  100, 000. 00 
Submitted  in  compliance  Avith  requirements  of  secti^ms  2  of  river  and 
harbor  acts  of  18(>f)  and  1807  and  of  sundry  civil  act  of  March  3,  1893. 


UKI'oKT   OV    MR.    SAMTKI.   WIIITNKY,    ASSISTANT   ENlilNEKR. 

r.    S.    Fox    HiVKU    IMIMIOVKMKNF.    KnGINKKR  OFFICE, 

(hhkosh,  n'i«.,  June  30,  1894. 

Major:  I  have  the  honor  to  Hubmit  the  following  report  of  operations  npoa 
*'im])roving  Fox  Ifiver,  WiHcouHin,"  fn»m  Portage  to  (in^en  Hay,  for  the  fiscal  year 
ending  .lune^iO,  \H\ii.     The  work  (h)ne  during  tlie  year  consisted  principally  in  com- 

Sleting  the  Fortage  Lock;  completing  the  dredging  of  the  channels  at  Grigno& 
:a])ids,  Hapide  Croclie,  and  below  tlie  combined  locks  to  a  de])th  of  6  feet  below 
low  water  hurface.  and  to  a  width  of  1(K)  feet;  in  rebuibliug  the  canal  banks  at 
Kaukauna,  placing  them  on  bed  rock,  and  the  <'onNtruction  of  a  dam  near  Berlin 
Lock. 

UKI'AIKS  Ol"  I.iX'KS,  KTi'. 

liebuHding  canal  haiikn  at  Kaitkauiia. — The  work  of  rebuilding  a  portion  of  the 
embanknuMits  of  the  fourth  and  fifth  levels  of  the  canals  at  Kaukauna  (placing  them 
on  bed  rock)  wuh  resumed  on  tlie  1st  of  Peceniber,  1893,  and  completed  April  30, 
1894,  except  the  backing  of  the  wall  in  the  fifth  level,  which  was  done  by  dredge 
No.  3.  and  finished  May  8, 1894.     Ouo  hundrotl  cubic  yards  of  earth  were  removed 
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from  in  front  <)f  the  culvert  under  the  right  bank  of  tlie  second  level,  so  the  leakage 
of  water  from  the  level  above  would  run  through  the  culvert  during  the  progress  of 
the  work  instead  of  following  down  the  canal. 

Right  hank  of  the  fourth  level. — The  old  dry  masonry  wing  wall  above  the  fourth 
lock,  containing  55  cords  of  stone,  was  removed  and  1,305  cubic  yards  of  earth  and 
20  cords  of  loose  rock,  overlying  the  bed  rock,  were  excavated  from  the  trench,  x>re- 
paratory  to  building  wing  and  core  wall  of  cement  masonry. 

The  wall  contains  387'^^  cubic  yards  of  cement  masonry  and  is  197  feet  long. 
Fifty-four  feet  of  this  is  wing  wall  of  the  lock,  and  is  5  feet  wide  at  the  bottom  and 
4  feet  at  the  top ;  the  remainder  (143  feet)  is  5  feet  wide  at  the  bottom  and  2  feet  at  the 
top.  The  height  of  the  wall  varies  from  15  to  17  feet.  One  thousand  five  hundred 
cubic  yards  of  earth  were  filled  in  on  front  and  rear  of  wall,  completing  the  same. 

Left  hank  of  the  fourth  level. — Forty-three  cords  of  stone  were  removed  from  the 
dry -masonry  wing  wall  above  the  fourth  lock,  and  220  cubic  yards  of  earth  exca- 
vated from  the  trench  pr6i)aratory  to  building  a  cement-masonry  wing  and  core  wall : 
152  cubic  yards  of  cement  masonry  were  laid,  and  the  earth  from  the  trench  replaced 
as  backing  to  the  wall,  comi)leting  a  wall  131  feet  long. 

liight  hank  of  the  fifth  level. — There  were  3,750  cubic  yards  of  clay  and  hardpan 
and  18  cords  of  loose  rock  wheeled  from  a  longitudinal  trench  excavated  in  the  canal 
bank  preparatory  to  building  a  cement-masonry  core  wall.  As  the  water  could  not 
be  bailed  out  by  hand  from  tne  trench,  a  pump  and  pumping  engine  were  30t  up  and 
the  water  pumped  from  the  trench.  Seven  hundred  and  twenty  cubic  yards  of 
cement  masonry  were  laid,  completing  the  building  of  a  core  wall,  commencing  at  a 
point  98  feet  above  the  head  of  the  fifth  lock  and  extending  to  a  point  465  feet  above 
the  lock.  The  wall  is  367  feet  long,  5  feet  wide  at  the  bottom,  and  2  feet  wide  at 
the  top,  with  an  average  hi  ight  of  15^  feet. 

The  building  of  the  walls  has  resulted  in  the  stopping  of  the  leaks  underneath  and 
through  the  old  embankments.  The  stone  used  in  the  construction  of  these  walls 
was  <|uarr:ed  from  the  bed  of  the  third  level  of  the  canal  at  Kaukauna  and  hauled 
by  teams  to  the  site  of  the  walls. 

flantetveir  and  culvert  at  head  of  combined  locks. — This  work  was  begiin  July  8  and 
completed  August  31,  1893.  One  thousand  four  hundred  and  seventy  cubic  yards  of 
clay  were  excavated ;  211  cubic  yanls  of  cement  masonry  were  laid  in  the  breast  and 
wing  walls  and  750  cubic  yards  of  clay  puddled  in  rear  of  them.  The  apron  and 
footwalk  contained  2,841  feet  B.  M.  pine  timber  and  plank.  The  stone  used  was  part 
of  that  dredged  from  the  channel  of  th«^  river  below  the  lock.  The  object  of  this 
weir  is  to  regulate  the  height  of  water  in  the  level  which  extends  from  the  com- 
bined locks  to  Uttle  Chute  second  lock,  and  of  the  culvert,  to  atford  a  means  of 
draining  this  level  when  necessary. 

CONSTKICTIOX    OF    LOCKS,  KTO. 

Poitage  Lock. — This  lock  was  commenced  November  21,  1892,  and  completed  July 
31,  1893.  The  work  <lone  during  the  present  fiscal  year  was  as  follows :  One  thousand 
one  hundred  and  seventy-six  cubic  yards  of  sand  were  placed  as  backing  to  the 
walls,  421  cubic  yards  of  which  were  dredged  from  Portage  Canal ;  170  cubic  yards 
were  taken  from  the  dredge  bank  at  the  side  of  the  can  .1,  and  the  remainder  (585 
yards)  was  drrdged  from  a  bar  in  Fox  River,  within  200  feet  of  the  lower  end  of 
Fort  Winneliago  Lock.  All  of  the  material  was  loaded  on  scows  by  dredge  No.  5, 
towed  to  the  lock  by  tugboat  FoSj  and  then  wheeled  to  rear  of  the  lock  walls. 

The  bottom  of  the  cnnjil  for  a  distance  of  20  feet  below  the  lower  end  of  the  lock 
was  well  rii)rapi#d  with  11  cords  of  stone,  brought  from  Fort  Winnebago  I^ock. 

The  construction  of  this  lock  was  fully  described  in  my  annual  report  of  last  year. 
Upon  the  comi)letion  of  this  lock  the  i)umping  machinery  and  other  tools  were  loaded 
on  to  a  barge  in  readiness  to  l)e  taken  to  Berlin  for  use  in  the  constructi(m  of  Berlin 
Dam. 

Dam  near  lierlin  Lock, — This  dam  was  begun  in  .July,  1893,  and  finished  in  Novem- 
ber, 1893,  excepting  the  pile  and  brush  ])rotectioTi  along  the  banks  of  the  river 
below  the  abutments  and  ])lacing  some  material  for  backing  at  the  rear  of  the  dam. 
This  dam  is  of  crib  work  filled  with  stone,  and  is  200  feet  long  between  the  abut- 
ments, 12  feet  G  inches  high,  2  feet  8  inches  wide  at  the  base,  including  an  apron  16 
feet  4  inches  wide.  The  abutments  are  crib  work  to  low-water  surface  and  of  cement 
masoiiry  to  a  height  of  7  feet  6  inches  above  that  point.  The  manner  of  constructing 
the  dam  was  this:  Dredge ^'o.  5  having  dredged  her  way  to  the  proposed  site,  dag 
out  a  pit,  thro w in ^»- the  <lredged  material  into  a  bank  surrounding  the  pit.  When 
the  partially  constructed  cribs  had  been  towed  into  this  basin  the  dredge  moved 
out  and  closed  the  exit  channel.  The  cribs  were  then  sunk  by  filling  them  with 
stone.  Pumping  machinery  was  set  up  and  the  pit  pumped  out  for  convenience  in 
planking  the  top  of  the  dam  and  framework  of  apron.  The  top  of  the  dam  was  cov- 
:ired  with  one  thickness  of  3-inch  i)ino  plank,  the  top  of  the  framework  of  apron  with 
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one  thickness  of  3-inch  oak  plank,  and  the  back  of  the  dam  was  sheet  piled  with 
Waketield's  triple-lap  sheet  piling,  Avhich  was  driven  to  a  depth  of  6  feet  below  the 
bottom  of  the  dam. 

The  river  banks  for  a  distance  of  160  feet  below  the  abutments  were  protected  by 
pile  and  brush  piers.  Piles  were  driven  at  distances  of  8  feet  apart  in  two  rows  10 
feet  apart,  and  the  space  between  the  rows  filled  with  brush  mats  and  stone  to  a 
level  with  the  crest  of  the  dam.  After  the  mats  and  stone  had  been  put  iu  place, 
wale  timbers  were  put  on  the  outside  of  both  rows  of  the  pile  piers  and  held  in  place 
by  1-inch  tie  rods  of  iron  passing  through  both  front  and  rear  wale  timbers.  The 
amount  of  material  dredged  from  the  ])it  for  the  dam  and  abutments  was  4,965  cnbic 
yards,  1,500  cubic  yards  of  which  had  to  be  rehandled.  Dredging  was  suspended  on 
October  20,  1893,  and  the  dredge  moved  to  a  short  distance  below  Berlin  Lock  and 
lai<l  up  for  the  winter.  Work  was  resumed  May  4,  1894,  by  dredge  No.  5,  and  dredge 
"So.  4  was  also  employed  from  Juno  4  to  June  10,  1894,  and  up  to  June  10  dredge  No. 
r  removed  12,234  cubic  yards  and  dredge  No.  4  3,447  yards  of  material  ftom  the  pita 
for  the  protection  piers,  2,600  cubic  yards  of  which  were  placed  as  backing  to  the 
dam  and  the  remainder,  13,021  yards,  was  deposited  on  the  banks  of  the  river  at  the 
roar  of  the  pile  and  brush  protection.  As  no  regular  crow  was  employed  to  run 
the  pile  driver,  the  crew  on  dredge  No.  4  was  employed  wlurn  neede<l  for  sharpeninif 
and  driving  piles  for  both  piers,  and  up  to  June  10,  1894,  80  piles  have  been  driven 
for  the  piers ;  brush  was  cut  and  made  into  857  m.ats,  and  th(^  mats  sunk  in  place  in 
the  piers  with  120  cords  of  stone.  Six  hundred  and  ninety -seven  linear  feet  of  wale 
timbers  were  framed  and  secured  in  place,  completing  the  construction  of  pile  and 
brush  protection  piers.  All  that  remains  to  complete  the  work  is  to  change  the 
direction  of  the  river  so  that  it  will  run  oxjar  tho  new  dam:  1,000  cubic  yards  of  mate- 
rial have  already  been  removed  up  to  June  10,  1894,  and  deposited  at  the  side  of  the 
channel. 

I>nKLHiIN(}    LOWKU   FOX    RIVER. 

('hanncl  hrlow  llapide  (-roche  Lock. — The  object  of  this  work  was  to  provide  a  chan- 
nel 100  feet  wide  and  1  foot  deep  below  the  level  of  upper  surface  of  the  lower  miter 
sill  of  Kapide  Crocho  Lock,  between  the  dam  and  Wrightstown  bridge,  a  distance 
of  about  8,000  feet. 

Dredge  No.  3  worke<l  hero  from  August  11  to  November  14,  1893,  removing  19,303 
cubic  yards  of  gravel,  bowlders,  and  clay,  of  which  2,421  yards  were  banked  on  the 
left  side  of  the  channel,  12,049  yards  were  loaded  into  scows,  towed  by  steamer  Bat" 
cohel  to  deep  water  near  right  bank  of  the  river  and  dumped,  and  4,833  yards  were 
loaded  in  scows,  towed  io  LittloKaukaunadam,  and  dumped  as  backing  to  the  dam. 

l)n^<lge  No.  2  was  (^niployed  from  October  1  to  Novembir  14,  1893,  removing  9,230 
cubic  yards  of  gravel  and  clay,  6,089  yards  of  which  were  banked  on  the  left  side  of 
the  channel,  and  3,111  yards  loaded  in  scows,  towed  by  steamer  Boacobel  to  deep  water, 
and  dumped. 

l)re<lging  was  suspended  on  November  M,  1S93,  and  the  plant  laid  up  for  the  winter. 

Work  was  resuuiod  by  dredge  No.  3  on  May  9, 1894,  and  up  to  June  10  she  removed 
6,284  cubic  yards  of  material,  702  yards  of  which  were  ])laced  on  the  bank  of  the 
river  and  the  remaiuder,  5,582  yards,  was  jmt  into  dump  scows,  towed  to  deep  water 
by  tugboat  General  IVarretif  and  dumped.  Dredge  No.  2  resumed  work  on  May  11, 
1894,  and  removed  3,296  cubic  yards  of  material,  ])laced  in  dump  seows,  towed  by 
tugboat  General  Warren  to  deep  water,  and  dum]>ed.  Total  number  of  cubic  yar& 
dredged  up  to  June  10,  1894,  is  38,113.  The  dredging  of  this  channel  will  be  oom- 
phited  at  tho  end  of  tliis  liseal  year. 

Channel  below  Combined  Lockn  at  JAitle  Chute. — This  work  was  done  by  dredge  No. 
2  between  August  31  and  October  3,  1S93.  It  consisted  in  excavating  to  a  depth  of 
6inehes  below  the  level  of  the  upper  plane  of  lower  miter  sill,  of  the  Combined 
hocks,  a  channel  100  feet  wide  and  900  feet  long,  commencing  Just  below  the  Com- 
bined l^ocks.  Four  thousand  three  hundred  and  twenty-nine  cubic  yards  of  material 
(limestone  rock  and  gravel),  889  yards  of  which  had  to  be  hantlled  twice,  were 
removed  and  deposited  on  a  bank  at  tho  left  side  of  tho  channel. 

Channel  at  Grignon  llapidn.  —  Dredges  Nos.  2  and  3  continued  this  work  i^om  the 
beginning  of  tho  fiscal  year  until  August  24, 1893,  when  it  was  finished.  Dredge  No. 
^removed  4,197  cubic  yards  and  dredge  No.  3,  4,608  yards,  tho  material  being  solid 
rock,  bowlders,  and  gravel.  Tho  rock  (2,873  yards)  was  tlirown  into  a  bank  on  the 
left  side  of  the  river  Cor  future  use ;  tho  other  material  (5,932  yards)  was  loaded  into 
dum]>  scows,  towed  into  deep  water  in  Little  Lake  liuttes  des  Morts,  and  dumped. 
Drilling  and  blasting  was  necessary  to  remove  an  area  of  .^ bout  30  by  50  feet ;  19  holes 
were  diilled  to  a  deptli  of  4  feet  and  the  roek  blasted  by  dynamite  and  then  taken 
out  by  dredges.  The  channel  was  sounded  by  means  of  a  framework  attiu;hed  to 
th(j  sid<^  of  a  90- foot  seow,  with  a  crosspieco  at  proper  depth.  The  scrow  was  guided 
along  the  entire  length  of  the  cliaunel,  and  any  shallow  Hpots  discovered  were 
removed. 
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The  work  of  dredging  in  tho  Gri^non  Rapids  was  began  May  25,  1891,  and  has 
resulted,  as  intended,  in  a  channel  100  feet  wide  and  7  feet  deep  below  the  level  of 
the  crest  of  Appleton  upper  dam  from  the  Milwaukee  and  Northern  Railroad  bridge 
throughout  the  entire  length  of  the  rapids  (about  4,000  feet).  In  all,  65,831  cubic 
yards  of  liinestone  rock  (requiring  some  drilling  and  blasting),  bowlders,  and  hard- 
pan  have  been  removed,  at  a  total  cost  of  $18,647.12,  or  28i^  cents  per  yard. 
Very  respectfully,  your  obedient  servant, 

Samuel  Whitney, 

Assistant  Engineer, 
Maj.  James  F.  (Gregory, 

Corps  of  Engineers,  U.  S.  A. 


REPORT   OF   MR.    J.    H.   M.   WIGMAN,  U.    8.   ATTORNEY. 

Green  Bay,  Vf is,,  June  S8,  1894, 

Major  :  Hon.  Richard  Olney,  by  his  letter  dated  October  27,  1893,  directed  me  to 
take  charge  of  all  the  cases  and  litigations  on  behalf  of  the  United  States  then  in 
the  hand  of  Mr.  A.  E.  Thompson,  the  special  assistant  U.  S.  attorney. 

At  the  time  1  took  charge  of  such  cases  and  litigations  there  were  pending  in  the 
circuit  court  of  the  United  States  for  the  eastern  district  of  Wisconsin,  three  cases 
for  damages  for  flowage,  each  of  which  was  an  appeal  from  the  award  of  the  com- 
missioners, namely: 

ALBERT   HIRTE    V.    THE   UNITED   STATES. 

Hirte  filed  his  petition  December  20,  1886,  claiming  $718  damages  for  flowage  to 
his  lands;  on  December  19,  1888,  the  commissioners  made  an  award  by  which  they 
allowed  him  $75,  and  he  appealed.  Hirte  made  a  proposition  to  accept  a  judgment 
for  $200  without  costs.  The  proposition  was  submitted  to  the  Attomey-GenersS,  and 
by  his  direction  accepted,  and  in  pursuance  of  such  compromise  judgment  was 
entered  against  the  United  States  on  November  5,  1893,  for  $200. 

PHILLIP   CASSODAY    V.    THE   UNITED   STATES. 

This  also  was  an  appeal  from  the  award  of  the  commissioners.  Cassoday  claimed 
$1,800  damages  for  the  flowage  of  his  lands;  the  commissioners  awarded  him  noth- 
ing ;  he  made  a  proposition  to  settle  the  case  by  taking  judgment  for  $200.  It  would 
have  probably  cost  the  United  States  $400  to  try  the  case,  and  as  he  had  sustained 
some  damages  a  recomnieudation  was  made  to  offer  him  a  judgment  for  $100;  and  by 
the  direction  of  the  Attorney-General  his  acceptance  was  accepted,  and  on  Novem- 
ber 5,  1893,  judgment  was  entered  against  the  United  States  for  $100,  without  costs. 

PATRICK    m'GRAY   r.    THE    UNITED   STATES. 

Also  an  appeal  from  tho  award  of  the  commissioners. 

Patrick  McGray  flled  his  petition,  claiming  $1,700  damages.  Commissioners  were 
appointed  Sei)teHiber  6, 1886.  The  commissioners  made  an  award  that  the  petitioner 
was  entitled  to  nothing. 

The  claimant  died;  his  estate  was  settled  without  any  reference  to  this  claim. 

James  McGray,  a  son,  claiming  as  heir-at-law,  appealed,  or  rather  attempted  to 
appeal.  A  motion  to  dismiss  the  appeal  was  made  and  pending.  As  there  was  no 
question  that  tl;e  McGray  estate  had  sustained  some  damage,  and  the  owners  of  the 
adjoining  lands  had  been  awarded  damages,  the  proposition  to  accept  a  judgment 
for  $375  m  settlement  was,  by  direction  of  tho  Attorney-General,  accepted,  and  on 
Marvdi  28,  1894,  Judgment  was  entered  against  the  United  States  for  $375. 

On  the  8th  day  of  November,  1886,  a  suit  in  equity  was  commenced  by  the  United 
States  in  the  cirr^uit  court  of  the  United  States  for  the  eastern  district  of  Wisconsin 
against  the  \ViiHiel)ago  Paper  Company  and  others,  owners  of  the  water  power  on 
the  Fox  Kivcr,  ])raying  that  the  defendants  in  said  action  should  be  enjoined  and 
forbidden  from  taking  water  from  the  pool  of  the  Fox  River  below  the  crest  of  the 
dam  at  Men  ash  a. 

A  su])pleniental  complaint  was  filed  on  the  first  Monday  in  March,  1892.  Two  cross- 
bills were  filed  in  said  action  against  the  United  States,  one  by  the  defendants,  users 
of  water  from  the  Menasha  Channel,  and  the  defendants,  users  of  water  from  the 
Neenah  Channel,  and  the  other  by  the  Green  Bay  and  Mississippi  Canal  Company.  To 
such  crossbills  pleas  had  been  filed  by  Mr.  Thompson  raising  the  question  as  to 
whether  the  United  States  could  be  made  defendant  without  its  consent.  These  pleas 
were  argued  and  determined  against  the  United  States.  Exceptions  to  each  of  said 
crossbills  were  then  filed,  and  were  argued  in  September,  1893,  and  determined  against 
the  United  States. 
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Leave  to  demnr  or  answer  was  t  heron  pen  granted  to  the  United  States,  the  time 
for  which  has  been  from  time  to  time  extended  and  not  yet  expired.  Either  a  demnrrer 
or  answer  to  the  crossbills  will  beliled  l)efore  the  next  term  of  said  conrt. 

An  action  of  ejectment  is  also  pending  in  the  circuit  court  of  the  United  States  for 
the  eastern  district  of  Wisconsin  against  the  Manufacturing  Investment  Company, 
lessees  of  the  water  power  from  the  dreen  Kay  and  Mississippi  Canal  Company,  whose 
mills  are  situated  near  the  fourth  lock  in  Apple  on.  They  made  an  excavation  and 
built  a  retaining  wall  near  the  lock  on  land  elaimed  by  the  United  States.  The 
defendant  answered,  and  set  up  a  counterclaim;  to  this  eounterclaim,  the  Govern- 
ment, by  Mr.  Thompson,  demurred.  The  demurrer  was  argued  by  Mr.  Tbompeon,  and 
determined  in  fjvvor  of  the  United  States. 

This  action  is  at  an  issue,  but  has  not  yet  been  tried. 
Yours,  very  respectfully, 

J.  H.  M.  WiGMAN, 

V,  S,  Attorney,  Eaattrn  District  of  WisconHn, 
Maj.  James  F.  GrkCfORY, 

Corjts  of  Engineers  J  U.  JS,  A, 


COMMERCIAL  STATISTICS. 


List  of  articles  transported  on  Fox  River ^  Wisconsin,  durimj  the  season  of  189S, 


Articles. 


Apples 

Beer 

Brick 

Clay 

Coal 

Cord  wood 

Cednr  posts 

Drain  tilt' 

Flour,  millstiiff,  etc 

Fish 

Gravel 

LattiA 

Liiiio 

Live  stock 


Quantity. 


Ton$. 

8 

55 

11,061 

627 

20,096 

18, 130 

270 

103 

1.  739 

204 

2,803 

82 

425 

830 


Articles. 


Lamber..... 

Lo^a 

Merchandise 

NAils 

Piff  iron 

PiHp  wood . . 

Salt 

Sand 

Sewer  pipe  . 

Shingles 

Stone 

Total.. 


Qvaatlij. 


9.994 

104.088 

1.9U 

4 

100 

7,146 

S,237 

7.171 

605 

1,408 

12,834 


208.448 


PaMHengors,  50.134. 
List  of  boats  navigating  Fox  River  between  Portage  and  Green  Bay^  Wis.,  June,  1894, 


Stonni 


Name  of  bout.         Draft.   Tonnage. i   ^J^  sail 


Evalyn 

K.M.  Hutchinson*  . 

Henrietta* 

Fashion  t 

Citvof  Berlin  t 

B.i'.  Carter 

J.  II.  Marston 

John  Lynch  t 

OsHiun  C<H)k 

O.B.Reed* 

Hustlerf 

Laura  May 

G*K)rge  Lacy  t 

John  Den uessen 

M.  Burnette 

Nettie  Dennessen . . . 
D.  A.Cadv  (tug)t... 
M.D.  Moon- (tug)*  . 

A^es  C.  (tug) 

Wa  Wa  (tug) 

Volunteer  (tug) 

D.  L.  Libbey  (tug)  *  . 

Georgia  (scow) 

Eclipse  (scow) 


Jfeet. 


5 

J* 

5 
3 

i^ 

5 

H  '■ 

o      ' 

3     ' 

k 

3| 


150.66 
189.96 
125 

50 
125 
125 
150 

40 
175 

75 

C) 


91 


5 
25 


15.  40 

65 

13.60 

50 

53 

10 

10 

17 

60 

78 

70 


Steam. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Sail. 

Do. 


Xanio  of  l>oat. 


Kmma  (scow) 

Venture  (scow)    

Julia  (Hcow) 

Brunette  (scow) 

Long  Tom  (barge)  . . 

Niebauer  (barge)  ... 

Hustler  (barge)  t 

D.  A.Catly  (barge)  t. 

Jumbo  (barge) 

A.     P.     (i  rover, 
(schooner). § 

P.  B.Locke  (schoon- 
er) .§ 

C.   H.  Johnson 
(schooner)  .§ 

John   Sohuotte 
(schooner).^ 

Transfer  (8choonor)§ 

Ogden  (schooner;  §.. 

Ke<l,White  and  Blue 
(schooner)  .§ 

Mine  ral  State 
(schooner)  .§ 

Ida  Torrent  § 


Drufi. 

Tonnage. 

Steam 
or  sail. 

Feet. 

H 

45 

Sail. 

6 

1        91 

Do. 

5 

44 

Do.     • 

4 

65 

Do. 

5 

145 

Tow. 

3 

20 

Do. 

2* 

90 

Do. 

4 

125 

Do. 

5 

97 

Do. 

C) 

C) 

Sail. 

C) 

C) 

Do. 

C) 

C) 

C) 
C) 
C) 

II 
C) 


C) 

C) 

C) 
C) 
C) 

C) 

C) 


Do. 

Do. 

Do. 
Do. 
Do. 

Do. 

Steam. 


*  Boats  that  run  to  Winneconne  occasionally. 
tBoats  that  run  above  Oshkosh. 


*Not  given. 

}  Boats  that  run  between  Green  Bay  and  De 


APPENDIX   J  J — EEPOKT   OF   MAJOH    GEEGORY. 


2111 


Number  of  lockages  on  Fox  River j  Wisconsin,  for  the  calendar  year  189S, 


1 
2 
3 

4 

5 

6 

7 

8 

9 

10 

II 

12 

13 

14 

15 


Depere 

Little  Kaiikaiina 

Kupido  Croche 

Kaukauna,  Hi'th 

KaukauDa,  fourth 

Kaukauna,  third 

Kaukauna,  second 

Kaukauna,  tirst 

{^- J!!®  ^'!*"I®'  ll"^^  \  combined 
Little  Ohute,  third    5 

Little  Chute,  second 

Little  Chute,  first 

Cedars 

Appleton,  fourth 

Appleton,  third 


Lock- 

No. 

ages. 

16 

545 

366 

17 

307 

18 

425 

19 

425 

20 

409 

21 

422 

22 

426 

23 

C380 
:  380 

24 

25 

378 

26 

375 

27 

380 

393 

442 

I 

Appleton,  second 
Appleton,  first... 

Menasha 

Eureka 

Berlin 

White  River 

Princeton 

Grand  River 

Montello 

Governor  Bend. . . 
Fort  Winnebago . 
Portage 

Total 


446 
029 
505 
495 
598 
116 
121 
136 
67 
65 
108 
100 


9,439 


J  J  23. 

OPERATING  AND  CARE  OF  LOCKS  AND  DAMS  ON  FOX  RIVER,  WISCONSIN. 

The  expenditures  for  maintaiuing  the  existing  depth  of  navigation 
throughout  the  FoxEiverand  canals;  for  repairs  to  mechanical  con> 
structioiis  that  have  been  completed  and  in  use,  but  afterwards  injured 
by  tioodor  otherwise;  for  current  repairs  to  old  locks  and  dams  and 
lock  houses,  and  for  lock-tenders'  services  have  been  paid  from  the 
indefinite  appropriation  for  "  operating  and  care  of  canals  and  other 
works  of  navigation"  provided  by  section  4  of  river  and  harbor  act  of 
July  5,  1884. 

In  accordance  with  this  section  an  itemized  statement  of  the  expendi- 
tures is  appended  hereto. 

The  work  during  the  fiscal  year  has  consisted  principally  in  dredging 
the  channels  of  the  river  and  canals  and  in  making  repairs  of  boats, 
dredges,  lock  houses,  locks,  dams,  and  canal  banks. 

For  details  of  the  work  attention  is  invited  to  the  appended  report 
of  Assistant  Engineer  Samuel  Whitney. 

Money  statement, 

July  1,  1893,  balance  unexpended $14,  456. 41 

Amount  allotted  for  tiscal  year  ending  June  30,  1894 32, 430. 55 

46, 886. 96 
June  30, 1894,  amcmnt  expended  during  fiscal  year 36, 958. 24 

July  1, 1894,  balance  unexpended 9,  928.  72 

July  1, 1894,  outstanding  liabilities 1,  313. 13 

July  1, 1894,  balance  available. 8,615.59 

J  Amount  (estimated)  for  expenditure  in  fiscal  year  ending  June  30, 1895 . .  *  30,  882.  37 
\  Amount  available  for  tiscal  year  ending  June  30, 1895 39, 497. 96 


REPOKT   OF   MR.    SAMUEL  WHITNEY,    ASSISTANT  ENGINEER. 

U.  S.  Fox  KivKR  Improvement,  Engineer  Office, 

Oshkoshf  Wis,,  June  30,  1894, 

Ma.tor  :  I  have  the  honor  to  submit  the  following  report  of  operations  upon  "oper- 
ating and  care  of  canals  and  other  works  of  navigation,  on  the  Fox  River,"  for  the 
fiscal  year  ending  June  30, 1894 : 

*  Amount  allotted  if  estimate  is  approved. 
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Work  during  tlio  year  consisted  principally  in  constracting  an  apron  alonff  the 
front  of  Kapide  Croche  Dam;  partially  rebuilding  Little  Chute,  first  lock;  builaiiig 
four  new  gates  for  Appleton,  first  lock,  and  four  for  Little  Chute,  second  lock; 
repairs  of  lock  houses  at  Kaukauna  (fifth),  Cedars,  Berlin,  and  Princeton  locks; 
rebuilding  the  foot  walks,  winch  house,  winch  track,  etc.,  over  the  sluice  ways  of 
Applcton  upper  dam;  making  necessary  repairs  of  plant;  removing  bars  in  the 
Upper  Fox  Kiver  by  dredging,  and  in  making  incidental  repairs  of  locks,  dams,  and 
canal  banks. 

Navigation  was  maintained  from  Green  Bay  to  Portage  during  the  year,  except 
when  closed  by  ice. 

KEPAIRS   OP   LOCKS,  ETC. 

Depere  Lock, — Twenty-five  cubic  yards  of  earth  were  removed  from  the  rear  of 
coping  timbers  of  the  upper  wing  walls,  preparatory  to  replacing  the  decayed  cop- 
ing with  new  material.  The  canal  face  of  the  crib  work  of  wing  walls  was  covered 
with  two  tbickuesses  of  2-inch  vertical  sheet  piling  from  top  of  wing  wall  to  bed  of 
canal;  over  this,  one  tbickness  of  4-inch  plank  was  placed  horizontally  from  the 
top  of  the  wing  wall  to  surface  of  water  for  fender  plank.  The  valve  rods  in  the 
upper  gates  became  disconnected  from  the  valves,  the  gates  taken  oat,  valve  rods 
repaired,  and  the  gates  replaced. 

DepervDam. — The  bulklu^ads  at  the  sides  of  the  five  fiumes  in  ihe  right  half  of  the 
dam  were  rebuilt.  Provision  was  made  to  close  the  flumes  with  plank  which  can 
be  easily  removed  if  necessary  during  high  water,  so  that  the  fiumes  can  be  used  an 
sluice  ways.  The  upper  course  of  timber  of  the  crib  connecting  the  right  abatment 
of  the  United  States  dam  with  the  abutment  of  the  old  dam,  being  badly  decayed, 
was  torn  ofi'  and  a  course  of  new  timber  put  in  place. 

JAWe  Kaukauna  Lock, — No  repairs  required. 

Little  Kaukauna  Dam. — Dredge  No.  3  was  employed  to  remove  a  portion  of  the  old 
spar  dam  so  that  scow  loads  of  dredged  material  could  be  taken  to  the  rear  of  the 
pile  dam  and  dumped  where  needed  for  repairs  of  the  backing.  Five  thousand  and 
sixty-four  cubic  yards  of  clay  and  gravel  were  placed  as  backing  to  the  dam,  4,853 
yards  of  which  was  a  part  ot  that  dredged  from  below  Kapide  Croche  Lock  for  the 
purpose  of  widening  and  deepening  the  channel  between  the  lock  and  Wrightstown 
bridge,  and  the  remain<ler,  211  3'ard8,  was  wheeled  from  the  bank  of  the  river  to  a 
point  near  the  right  abutment,  not  accessible  to  scows. 

liapidc  Croche  Lock. — No  repairs  needed 

Kapide  Croche  Dam. — This  dam  is  of  crib  work,  filled  with  stone;  it  is  about  11 
feet  high  and  the  width  at  the  base  is  but  14  feet.  Since  it  was  constructed  (in  1876) 
it  has  gradually  moved  downstream,  and  in  order  to  prevent  further  movement  an 
apron  of  crib  work  10  feet  in  width  and  7  feet  in  height  was  built  and  sank  in 
front  of  the  dam  and  filled  with  stones  Then  that  part  of  the  dam  in  front  of  the 
crest  (about  6  feet  in  width)  and  the  new  crib  work  were  covered  with  3-iQch  plank 
laid  three-fourths  of  an  inch  a])art  and  with  downstream  slope  of  3  inches  to  1  foot. 
The  left  abutment  was  extended  downstream  24  feet  by  crib  work  filled  with  stone. 
Before  sinking  the  crib  work,  all  bowlders,  loose  rock,  etc.,  were  removed  from  the 
rock  bed  of  the  river  upon  which  the  cribs  rest.  Two  hundred  cubic  feet  of  larg^ 
stone  and  19  cords  of  rubble  stono  were  jdaced  to  riprap  the  bank  of  the  river  for  a 
distance  of  70  feet  below  and  75  feet  above  the  right  abutment.  The  stone  used  to 
fill  the  new  apron  and  the  crib  extension  of  the  left  abutment  is  a  part  of  that 
dre<lged  from  the  cliann(d  at  (irignon  Kapidb  and  wjis  transported  to  the  dam  by  tug- 
boat (ieneral  ll'arrcu,  and  tliat  used  to  riprap  the  right  bank  of  the  river  was  brought 
from  Kaukauna  (juarry  by  the  same  boat. 

Canal  batiks  at  Uapide  Croche. — Kleven  thousand  five  hundred  and  eighty  cubic  feet 
of  large  stone  were  placed  to  ri])rap  the  river  slope  of  the  canal  b^ink  for  a  distance 
of  240  feet  above  the  head  of  the  lo<'k,  completing  the  protection  of  the  bank  where 
exposed  to  the  current  of  the  river.  The  stone  used  for  this  work  was  brought  from 
the  quarry  at  Kaukauna  by  tugboat  General  Warren. 

Kaukauna  Fifth  Lock. — Sand  and  mud  that  had  washed  into  the  upper  gate  recess, 
which  prevented  the  opening  of  the  gates,  was  removed  l)y  means  of  a  hand  dredge. 

Lock  house  at  Kaukauna  Fifth  Lock. — An  addition  15  by  20  feet  was  built  to  the  lock 
house  for  use  as  a  kitchen  and  wood  shed. 

Kaukauna  Fourth  Lock. — Slight  repairs  were  made  to  the  chains  of  the  platform 
valves. 

Kaukauna  Third  Lock. — Slight  rei)airs  were  made  to  the  hangings  of  all  the  gates 
and  the  chains  of  the  ]>latform  valves. 

J'aukauna  iSecond  Lock. — No  repairs  needed. 

Kaukauna  First  Lock. — A  new  goose  neck  was  made  for  one  of  the  suspension  rods 
of  one  of  the  lower  gates,  and  the  gate  spars  strengthened  by  fastening  oak  strips 
on  under  side. 

Kaukauna  warehouse. — The  tin  covering  of  the  roof  was  painted  two  coat6  of 
mineral  paint. 
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Kaukanna  Dam. — The  cribs  at  the  ends  of  the  70-foot  needle  sluiceway  were 
entirely  rebuilt  and  filled  with  stone.  Twenty-three  broken  trestles,  supporting 
the  footwalk  leading  from  the  left  abutment  to  sluiceway,  were  replaced  by  new 
trestles. 

Guard  gates  at  head  of  Kaukauna  Canal. — No  repairs  required. 

Combined  Locks  at  Little  Chute. — Slight  repairs  were  made  to  the  valve  gearing  in 
the  middle  platform. 

Little  Chute  Second  Lock. — (Right  lower  wing  wall.)  The  fender  timbers  along  the 
face  of  the  wall,  which  had  become  badly  decayed,  were  replaced  by  8,560  feet, 
B.  M.,  of  pine  timber,  and  a  new  plank  walk  was  laid  along  the  top  of  the  wall  for 
a  distance  of  about  100  feet  below  the  lock. 

Building  new  lock  gates. — The  old  gates  were  removed  and  four  new  solid  timber 
gates  made  and  hung  in  place.  The  gate  hangings  were  all  repaired,  new  hand 
rails  made  and  placed,  and  the  capstan  platforms  weie  leveled  up  and  put  in  good 
repair. 

Little  Chute  First  Lock. — This  lock  was  put  in  thorough  repair  during  the  winter 
of  1893-^94.  The  old  timber  and  plank  facing  of  inner  mce  of  lock  walls  was 
entirely  torn  off;  new  middle  girts  and  posts  of  oak  were  framed  and  secured  to 
walls,  and  the  framework  covered  with  two  thicknesses  of  2-inch  plank ;  the  lower 
hollow  quoins  were  replaced  by  new  ones;  the  old  capstan  platforms  were  torn 
down,  and  four  new  ones  built  in  place. 

Little  Chute  Dam. — No  repaira  made. 

Canal  hanks  at  Little  Chute. — No  repairs  made. 

Cedars  Lock  and  Dam. — No  repairs  required. 

Lock  house  at  Cedars  Lock. — The  lock  house  was  painted  two  coats  inside  and  oat. 

Appletan  Fourth  Lock. — One  new  gate  spar  was  made  and  attached  to  the  gate. 

Appleton  Lower  Dam. — The  truss  beams  supporting  the  gates,  the  winch  hoase, 
winch  track,  arms  of  gates,  and  hand  rail  of  footwalk  over  the  sluiceways  were 
paiut«d  one  coat. 

Appleton  Third  Lock. — New  fender  planks  were  placed  on  lower  right  gate,  and 
1,908  feet,  B.  M.,  pine  timber  were  framed  and  bolted  in  place  to  repair  the  coping 
of  lower  right  wing  wall. 

Appleton  Second  Lock. — Fender  planks  were  framed  and  placed  on  upper  gates. 

Appleton  First  Lock. — The  old  gates  were  removed  and  four  new  solid  timber  gates 
made  and  hung  in  place.  New  hand  rails  were  put  on  the  new  gates,  and  a  new  gate 
Bl>ar  for  ujiper  right  gate  was  made,  and  a  spar  for  lower  left  gate  repaired. 

Appleton  Upper  Dam. — The  old  winch  house,  winch  track,  and  footwalk  over  the 
sluiceways  were  entirely  rebuilt  and  painted  two  coats,  and  the  old  arms  of  gates 
and  the  trussed  beams  supporting  the  gates  were  painted  one  coat. 

Menasha  Lock. — A  broken  valve  rod  on  the  lower  left  hand  gate  was  taken  off, 
mended,  and  replaced. 

Menasha  Dam. — Nothing  done  to  this  dam. 

Canal  hanks  at  Menasha. — (See  Dredging  Lower  Fox  River.) 

Eureka  Lock. — No  repairs  required. 

Eureka  Dam. — Sink  holes  in  the  backing  of  the  dam  were  filled  with  45  cnbio 
yards  of  gravel,  transported  from  a  dredge  bank  at  Sacramento  by  the  steamer  Fox, 

Berlin  Lock. — No  repairs  made. 

Lock  house  at  Berlin  Lock. — The  roof  was  reshingled;  200  linear  feet  of  decayed 
crown  molding  of  cornice  replaced  by  new  mat^nal;  the  eaves  troughs  and  con- 
ductor i)ipes  were  put  in  good  repair  and  painted,  and  slight  repairs  made  to  the 
outside  cellar  door  and  frame.  The  walls  and  ceiling  of  the  kitchen,  dining  room 
and  one  bedroom  were  papered,  and  the  kitchen  floor  painted  one  coat. 

jnute  Birer  Lock  and  Dam. — No  repairs  were  made  during  the  year. 

Princeton  Lock  and  Dam. — No  repairs  made. 

Lock  house  at  Princeton  Lock. — The  roof  was  reshingled;  the  hips  of  the  roof  were 
covered  with  new  tin  shingles ;  the  valleys  lined  with  new  tin,  and  the  eaves  troughs 
painted  one  coat. 

Grand  Biver  Lock  and  Dam. — No  repairs  needed. 

Lock  house  at  Grand  Biver  Lock. — No  repairs  required. 

Montello  Lock  and  Dam. — No  repairs  done. 

Montello  Levee. — No  repairs  required. 

Governor  Bend  Lock  and  Dam. — No  repairs  needed. 

Fort  Winnchago  Lock. — No  repairs  required. 

Portage  Canal. — No  repairs  made. 

Portage  Levee. — No  repairs  made  during  the  year. 

DREDGING   UPPER  FOX    RIVER. 

Dredge  No.  5  completed  the  work  of  dredging  mud  and  sand  from  bars  in  the  river 
between  Grand  River  Lock  and  the  head  of  Lake  Apuckawa  on  July  5,  1893,  remov- 
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ing  901  cnhic  yards  of  matorial.  She  was  then  towed  by  tugboat  Fox  to  the  foot  of 
Fort  Winnebago  I>ock,  where  she  removed  187  cubic  yards  of  sand  from  the  taming 
pla<^e  for  boats.  The  dredge  then  proceeded  to  the  head  of  Portage  Canal  for  the 
purixmoof  renioviug  small  bars  between  the  head  of  the  canal  and  Wisconsin  atreefe 
1>ri<ige  at  IN>rtagc*.  One  thousand  one  hundred  and  seventy  cubic  yards  of  mnd  and 
Han<l  \v(*ro  tak<>ii  out  of  th<^  canal,  421  cubic  yards  of  which  were  loaded  on  flatsoows 
for  UH<^  in  backin;r  the  walls  of  the  Portage  I^ock,  and  the  remainder  (749  yards)  was 
)lac<Ml  on  the  right  baiik  of  the  canal.  The  dredge  then  went  to  a  point  200  feet 
)elow  Kort  Winnebago  Lock  and  removed  2,211  cubic  yards  of  sand  from  the  bar  at 
that  place,  .585  yards  of  which  wore  pbiced  on  tlat  scows,  taken  to  Portage  Lock,  and 
]>lar(;d  for  backing  ^he  walls.  The  removal  of  this  bar  was  completed  on  Jaly  31, 
181KJ,  and  the  <lredge  was  then  towed  by  tugboat  fW  to  foot  of  Prmceton  Lock,  and 
coniin<>nced  the  removal  of  all  bars  iu  the  river  between  that  point  and  section  post 
52,  com}>lcting  the  work  ou  August  23,  1893.  From  the  bars  below  the  lock  the 
dre<Ige  removed  1,632  cubic  yards  of  sand,  and  7,817  cubic  yards  from  bars  between 
section  posts  51  find  52.  The  <lredge  was  then  towed  to  Berlin,  August  24,  to  exca- 
vate tlie  pit  for  the  new  dam.  Dredge  No.  7,  loaned  to  the  city  of  Oshkosh  Jnly  9, 
1892,  by  authority  of  the  Secretary  of  War,  was  returned  to  Eureka  Lock  on  the 
19tli  of  AuguKt,  1893,  an<l  commenced  the  work  of  removing  bars  in  the  river  between 
the  foot  or  the  lock  and  section  post  24.  Twenty-nine  thousand  seven  hundred  and 
ninety-seven  cubic  yards  were  removed,  1,216  yards  of  which  had  to  be  rehandled  in 
onler  to  ])la('e  it  at  a  safe  distance  from  the  channel  of  the  river.  The  removal  of 
bars  n<'(M^sHary  to  be  done  for  the  season  having  been  completed,  dredging  was  sus- 
])ended  on  Oetober  It,  18!>3,  and  the  dredge  towed  to  Eureka  Lock  by  tugboat  Fox^ 
wliere  she  was  laid  up  for  the  winter  and  placed  in  charge  of  the  lock  tender. 
DnMlging  was  r<»sunied  on  May  11,  1894,  at  the  point  where  work  was  suspended  last 
H4MiHf>n,  at  a  point  between  section  posts  23  and  24.  Kb;ven  thousand  nine  hundred 
cubic  yards  of  8an<l  and  clay  were  removed  from  bars  in  the  river,  3,237  yards  of 
wliieh  were  rehandled  and  deposited  on  the  ri;;ht  bank  of  tliu  river,  and  6,339  yards 
were  dumpe<l  in  tlie  river  at  the  side  of  the  channel  and  will  have  to  be  rehandled 
in  onler  to  pla<'e  it  ou  the  river  bank.  Dredge  No.  4  having  completed  the  work  at 
Menasha,  in  couTieetion  witli  canal  banks  at  Ra])ide  Crochc  (loading  large  pieces  of 
stone  on  scows,  to  be  used  i\n  riprap  for  the  canal  banks)  on  the  20th  of  Angnst,  1893, 
was  towed  as  far  as  Omro  by  tlie  tugboat  (ieneral  JVarrenf  then  l)y  tugl>oat  Fox  to  a 
short  <listanee  above  Kureka  Lock,  and  <ui  August  23, 1893,  began  the  work  of  remov- 
ing bars  in  the  river  between  that  point  and  section  post  32  (near  Berlin).  From 
betwrrn  the  lock  aiul  section  post  28,  4,252  cubic  yards  of  sand  were  removed; 
between  section  post«  28  and  29,  2,164  yards;  between  section  ])OSts  29  and  30,  2,266 
yar<ls;  between  section  post*  3<)  and  31,  2,890  yards,  an<l  between  section  posts  31 
and  32,  1,250  cubic  yards,  making  a  total  of  12,822  cubic  yards  of  material  excavated. 
Two  th<»usan<l  tour  hundred  cubic  yards  of  this  material  had  to  be  rehandled  in 
order  to  ]»lace  it  where  it  would  iu>t  run  back  into  the  channel.  The  removal  of  all 
barslu'tween  Kureka  Lock  and  ]U^rlin  was  completed  on  Se]»tember  22,  1893,  and  on 
September  23,  the  dredge  went  to  lierlin  to  be  laid  up  for  the  winter. 

l>|{KlHiIN(;    LOWKIl    FOX    KIVEU. 

Pre«lgo  No.  1  completed  the  dredging  of  the  channel  of  Fox  River  below  DePere 
on  .Inly  1,  1S93.  She  was  then  towed  to  Menasha,  by  tugboat  (ieneral  Warren ^  for 
the  ]>urp<»se  of  c1e:iniug  the  channel  of  the  river  from  the  lower  end  of  to  a  point 
4, (MX)  fe«*t  below  the  lock.  The  tlredge  arrived  at  Menasha  on  July  5,  but  did  not 
commenc«»  dredging  until  the  7th.  as  some  slight  repairs  bad  to  be  made  to  the 
machinery  and  tlu^  long  s]>u<ls  changed  for  a  set  of  shorter  ones.  Five  thousan<l  two 
hundred  and  thirty-three  cubic  yanls  of  material  were  removed  fr<un  the  channel 
below  the  lock.  2,<>S3  yards  of  which  were  slumped  on  the  dredge  bank  at  the  leftside 
of  the  channel.  '.\iu\  1,^<^X)  \aids  were  placed  in  dumj)  scows,  towed  to  the  basin  above 
the  lock  by  tugboat  (itnerat  MVirrrM.  and  dum]HMl  tor  use  in  repairs  of  the  banks 
around  the  basin,  and  1,:C>0  yanls  were  dnui])ed  iu  d«'ej)  water  in  Little  Lake  Hutten 
d«s  Morts.  The  dre<li:e  then  moved  into  the  basin  ahove  the  l»»ck  an«l  removed 
about  25  cubi«"  yards  of  stone  from  the  «'anal  banks,  ami  ]>laced  4.t>t»9  cubic  yards  of 
dreilge<l  niateri.il  to  wi»len  and  raise  the  banks  around  the  basin.  Of  the  material 
]dac«d  on  the  banks,  all  but  1,800  cubic  yards  were  dumped  into  the  basin  some  years 
airo  tor  the  purp«>se  of  strengthening  tin*  hanks,  but  hat!  Ui-vcr  breu  [)laee4l  on  tlieni. 
lliis  material,  toirether  with  that  brought  fnuu  the  channel  beb)w  the  b>ck,  has 
increased  the  height  of  the  banks  around  the  basin  an  average  of  about  12  inches, 
while  the  wi<lth  of  the  banks  has  been  iucr»»aseil  about  10  teet.  This  work  was  com-, 
pleted  on  August  13.  1893,  and  the  dredge  wis  employed  until  August  2t>at  work  in 
connection  with  repairs  of  canal  banks  at  Ka))ide  Ooche  i  loading  large  ])ieces  of 
stone  trom  canal  banks  at  Menasha  on  to  scows  for  us*'  in  rii»ra]>]>ing  the  river 
slope  of  the  canal  banks),  after  which  she  was  towed  to  the  Upper  Fox. 
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REPAIRS  OP  BOATS  AND  DREDGES. 

Quarter  hoai  No.  1. — The  cabin  was  removed  from  the  old  to  a  new  hull  and  towed 
from  Kaukauna  to  Berlin  Lock.  Thirty-seven  broken  lights  of  glass  in  the  cabin 
windows  were  replaced  by  new  class. 

Pile-driver. — New  platform  sifis,  leaders  and  ladder  were  made,  bolted  together, 
placed  on  a  scow,  and  a  spud  made  and  fitted  to  scow.  The  boiler  was  loaded  on  a 
scow  at  Berlin  and  the  scow  towed  to  Oshkosh  by  tugboat  Fox^  and  the  boiler 
repaired  by  putting  in  32  new  flues.    The  boiler  was  then  returned  to  Berlin. 

Eighty-foot  Jiat  scow*. — The  two  80-foot  flat  scows  were  towed  to  Oshkosh  in  May 
1893,  hauled  out,  and  blocked  up  for  repairs.  The  old  sides,  deck,  and  deck  beams 
were  removed  and  replaced  by  new  material,  and  the  decks,  sides,  bottoms,  and  ends 
recalked,  completing  the  repairs  on  July  22,  1893. 

Steam  tug  Fox, — A  new  gas- pipe  rudderpost  was  made  and  the  blade  and  irons 
fitted  to  same,  and  the  rudder  secured  in  place;  the  piston  rods  of  the  main  engines 
T/ere  straightened  and  trued  up ;  the  throttle  valve  put  in  good  repair  and  changed 
so  as  to  work  the  reverse  way  from  what  it  originally  did;  4  sight-feed  oil  cups 
were  iitted  and  placed  so  as  to  oil  the  slides  of  the  engines;  4  l^-inch  holes  were 
drilled  into  the  firebox  part  of  boiler,  to  facilitate  the  cleaning  of  the  boiler,  and 
brasH  plugs  were  fitted  to  the  holes ;  new  brass  followers  were  made  and  fitted  to 
the  steam  ])ump;  new  shelves  were  ])ut  in  upper  dining  room  and  two  staterooms; 
a  small  side  table  made  for  the  dining  room,  and  a  small  cupboard  was  made  for  the 
kitchen;  the  pilot  house  was  painted  one  coat  inside  and  out,  and  the  lower  cabin 
one  coat  outside ;  the  walls  of  the  dining  room  and  the  floors  of  kitchen  and  dining 
room  of  lower  cabin,  the  deck  and  engine  rooms  and  hull,  were  painted  one  coat;  the 
steam  pipes  and  machinery  painted,  and  the  name  painted  on  the  front  and  both 
sides  of  the  pilot  house  and  on  the  sides  of  the  wheelhouses.  The  repairs  were 
completed  .and  the  boat  put  in  commission  on  April  14,  1894. 

Steam  tug  Boacobel. — Two  new  bridge  trees  were  made  and  secured  in  place;  new 
fender  strakes  bolted  on  outer  edge  of  guards;  two  wheel  beams  spliced;  both  pad- 
dle wheels  were  repaired ;  the  lower  ends  of  27  studs  of  wheelhouse,  which  were 
badly  decayed,  were  spliced  with  new  materia],  and  the  sliding  and  bulkheads  of 
wheelhouses  re]>aired;  3  new  stay  braces  were  made  and  put  on  crown  sheet  of 
boiler  to  replace  broken  ones;  the  outside  of  boiler  was  tnoroughly  cleaned  and 
re-c  nered  with  asbestos;  a  new  core  wheel,  core-wheel  shaft  and  pinion  were  made 
and  put  in  ])lace;  the  oM  paddle-wheel  shaft  taken  out  and  turned  off  for  a  new 
cou])ling;  a  new  spool  put  on  shaft,  and  the  shaft  replaced  and  lined  up.  The 
repairs  were  completed  and  the  boat  i)ut  in  commission  on  June  2,  1894. 

Steam  tuij  (hviral  G.  K.  Warrni. — The  boat  was  laid  up  for  a  few  days  in  July,  1893, 
for  repairs,  au<l  the  crank  shaft  and  boxes  for  same  were  taken  out,  repaired,  and 
replacetl,  and  a  new  oil  cup  ])rovided  for  oiling  the  shaft.  The  machinery  was  put 
together  and  the  l)oat  put  in  ccminiission  for  the  season  of  1894  on  May  1,  and  the 
boat  run  to  Oshkosh  to  have  repairs  made  that  could  not  be  done  properly  at  Apple- 
ton.  The  stern  bearing  was  raised  up  so  as  to  bring  the  propeller  shaft  in  line;  the 
reversing  lever  aud  links  of  the  engine  were  taken  off,  the  link  planed  true,  and  a 
steel  plate  fitted  to  the  side  of  link  block;  the  reversing  lever  was  straightened  and 
secured  in  place  by  a  new  ste^d  pin;  the  inside  of  the  engine  cylinder  was  smoothed 
to  a  true  diameter;  holes  in  the  coal  bunkers  were  patched  with  boiler  plate;  parts 
of  the  machinery  painted,  and  the  side  seams  of  hull,  above  water,  were  recalked, 
comj)letiug  the  repairs. 

Dredge  No,  l\ — The  dredge  was  towe<l  by  the  tugboat  General  JVarren  from  Cedars 
Lock  to  Ap]»leton  Second  Lock,  for  repairs,  on  May  1,  1894.  The  dipper  was  shipped 
to  Chicago,  and  the  3  <lii)per  teeth  re])ointed  with  new  steel;  new  boxes  for  dipper- 
handle  sliait  wi'ie  ])ut  on  crane,  and  a  new  cap  made  for  the  box  at  the  upper  end  of 
the  crane  mast ;  new  diagonal  braces  were  placed  in  crane;  the  turntable  put  in  good 
repair;  boxes  of  the  endless  chain  shaft  on  mast  of  turntable  were  rebabbitted;  the 
machinery  was  <leaned;  hoisting  and  swinging  engines  connected;  steam  and  water 
]>ipes  repacked  and  eonnecte<l;  the  boiler  washed  out;  hand  and  manhole  plates  of 
boiler  repacked  ;  a  new  ])op  safety  valve  ]>ut  on  boiler;  the  heater  pipes  connected, 
and  a  water  catch<T  placed  under  the  heater.  The  repairs  were  completed  and  the 
dredge  ])ut  in  commission  May  11, 1894. 

Dredge  No.  /?. — The  dipper  (loor  was  sent  to  Chicago  for  repairs.  A  new  steel  bot- 
tom was  put  on  framework  of  door  and  slight  repairs  ma<le  to  the  doorlatch,  etc. 
The  dip]>er  handle  was  taken  down  and  the  top  edge  dressed  to  a  fair  surface  and 
replaced.  The  throttle  valve  of  the  swinging  engines  was  taken  to  a  machine  shop 
and  put  in  <rood  repair;  the  steam  and  water  pipes  were  connected;  hand  and  man- 
hole plates  of  boiler  and  stufting  box  of  engines  repacked;  bleeder  pipes  and  valves 
changed,  and  portions  of  the  machinery  painted.  The  skiff'  and  wood  scow  belong- 
ing to  the  dredge  were  hauled  out  and  slight  repairs  made  to  same.  The  repairs 
were  completed  and  the  dredge  placed  in  commission  on  May  3,  1894. 
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Dredge  Xo.  4, — The  starboard  end  of  hoisting-droiu  shaft  was  provided  Trith  a  new 
brass  box ;  new  steel  thrust  collars  and  new  brass  bushings  were  pat  in  end  of  dmm, 
and  oil  cups  placed  to  oil  the  thrust  collars;  the  old  blocks  in  the  Motion  dutch  of 
hoisting  drum  were  taken  out  and  replaced  by  new  ones  of  hard  maple.  A  new 
wrist  pin  was  made  for  one  of  the  hoisting  engines  and  the  boxes  of  the  crank  shaft 
rebabbittod.  Hog  rods  were  put  on  the  outside  face  of  the  lower  arm  of  the  crane, 
to  prevent  the  springing  of  the  arm  sidewise.  The  machinery  was  cleaned,  put 
together,  and  steam-pipe  connections  made,  completing  the  repairs.  The  dredge  was 
put  in  cummission  May  16,  1894. 

Dredge  No.  5. — The  (4am-shell  dipper  was  sent  to  Chicago  for  repairs.  New  lips 
were  niiKlo  and  ri vetted  to  dipper;  the  four  arm  lugs  were  rerivetted ;  new  st^l 
bushings  were  put  in  throughout,  and  the  dipper  returned  to  Berlin.  New  sheaves 
for  cloKing  chains  of  dijiper  to  run  on  were  put  in  place;  new  sheaves  were  made 
and  placed  for  hoisting  and  swinging  chains;  the  old  blocks  in  friction  clutch  of 
hoiHting  drum  were  replaced  with  a  now  set  of  hard  maple  ones ;  new  boxes  were 
provided  for  hoisting  and  swinging  drum  shafts ;  the  deck  pump  was  connected  with 
the  boiler;  the  machinery  was  cleaned  and  put  together,  completing  the  repairs,  and 
the  dre<lge  put  in  commission  on  May  4, 1894. 

Dredge  Xo.  7, — A  new  lip  and  f<mr  new  steel  teeth  were  fitted  and  rivetted  to  dipper; 
four  steel  pins  were  made  to  connect  dipper  handle  to  dipper,  and  two  new  oil  cups, 
for  oiling  thrust  collars  on  end  of  drum,  were  put  in  place.  The  machinery  was 
cleaned  and  put  toj^ether,  completing  the  repairs,  with  the  exception  of  patting  new 
hard  nia])le  blocks  m  the  friction  clutch  of  the  hoisting  drum  and  a  new liawser  pipe 
for  the  backing  chain.  The  dredge  was  put  in  commission  on  May  11,  1894.  After 
the  dredge  was  put  in  commission,  1,170  linear  feet  of  open  seams  in  the  deck,  ends, 
and  sides  of  hull  wore  recalked  with  one  thread.  The  calking  was  done  in  the 
morning  before  the  dredge  (roinmonced  work  for  the  day  and  in  the  evening  after 
she  had  quit  work,  so  as  not  to  delay  the  dredging. 

MISCELLANEOUS. 

The  tugboat  Fox  was  employed  in  towing  dredges  on  the  Upper  Fox  from  place 
to  place,  m  supplying  them  with  fuel,  in  towing  scows  with  materials  for  repairs  of 
locks  and  dams,  and  on  inspection  trips. 

Tl 
Nos. 
Croc 
and  on  inspection  trips. 

CONTINGKNCIK8. 

The  Cook  block,  in  which  the  Engineer  Office  at  Oshkosh  was  located,  was  bamed 
early  in  the  morning  of  December  1,  1893,  and  nearly  all  the  property  in  the  office 
destroyed.  ])y  courtesy  of  the  postmaster,  rooms  for  temporary  use  were  obtained 
in  the  (iovernment  building  at  Oshkosh,  and  upon  application  to  the  Department 
perinission  of  the  Secretary  of  the  Treasury  was  obtained  to  occupy  the  rooms  until 
such  time  as  they  would  be  needed  for  the  next  session  of  the  U.  S.  court.  The 
rooms  were  orcu|)ied  until  May  14,  1894,  when  a  room  in  the  Cook  block  was  made 
rt^ady,  new  furniture  was  purchased  and  moved  in,  and  office  quarters  taken  np  on 
that  date. 

Very  respectfully,  your  obedient  servant, 

Samuel  Whitney, 

A88i9tant  Engineer, 
MaJ.  Jamks  F.  Gregory, 

Corps  of  KnginverSf  U.  S,  A, 
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OPERATING  AND   CARK   OF   CANALS  AND   OTIFER   WORKS   OF   NAVIGATION,   APPUED  TO 
FOX  RIVER,  WISCONSIN  (SECTION  4  OF   RIVER  AND  HARBOR  ACT  OF  JULY  5,  1884). 

Detailed  statement  of  expendiiures  for  fiscal  year  ending  June  30^  1S94,  ioith  itemized  state- 
ment of  expenses  attachedj  as  required  by  the  above  act  of  July  J,  1884, 


Character  of  work,  etc. 


Item  of  expense. 


Repairs  of  I)e  Pero  Lock, 
Do 


Materials 
Labor 


Repairs  of  Do  Pero  Dam 
Do 


Repairs  of  Little  Kaukanna  Lock. 
Do 


Materials 

Labor  aud  transportation 


Materials 
Labor 


Repairs  of  Little  KaukaunaDam. 
Do 


Materials 

Labor  and  transportation . 


Repairs  of  Rapide  Croche  Dam 
Do 


Repairs  of  canal  banks,  Rapide  Croche 

Repairs  of  Kankauna,  Fifth  Lock 

Repairs  of  lock  house  at  Kaukauna,  Fifth  ' 
Lock. 

Do 


Materials 

Labor  and  transportation. 


Labor 

do.. 

Materials 


Labor. 


Repairs  of  Kankauna,  Fourth  Lock 

Repairs  of  Kaukauna,  Third  Lock  . . 

Do 


Repairs  of  Kaukauna,  Second  Lock 
Do 


Repairs  of  lock  house  at  Kaukauna,  Second 
Lock. 

Repairs  of  Kaukauna,  First  Lock , 

Do 


do.. 

Mat«rials 
Labor 


Materials 
Labor 


Pump  for  well 


Materials 
Labor 


Repairs  of  warehouse  at  Kaukauna,  First     Materials 
Lock. 

Repairs  of  Kaukauna  Dam do 

Do 


Repairs  of  Little  Cliute  Canal,  Third  Level. . 

Repairs  of  Little  Chute,  Second  Lock 

Do 


Repairs  of  Little  Chute,  First  Lock. 
Do 


Repairs  of  lock  house  at  Cedars  Lock. 

Repairs  of  Appl«!ton,  Fourth  Lock 

Do 


Rejmirs  of  lock  house  at  Appleton,  Fourth 
Lock . 

Repairs  of  Appleton,  Third  Lock 

Do 


Labor  and  transportation. 


Labor 

Materials 

Labor  aud  transportation . 


Materials 

Labor  and  transportation . 


Materials 

do  .. 

Labor 


Materials . 


liepaira  of  Appleton,  S!eooud  Lock. 
Do 


do 

Labor.. 


Repairs  of  Appleton,  First  Lock. 
Do 


Materials 
Labor 


Materials 

Labor  and  transportation . 


Repairs  of  Appleton,  Lower  Dam 
Rt^pairs  of  Appletou,  Upper  Dam. 
Do 


Repairs  of  MeiiaAha  Lock. 

Repairs  of  Eureka  Dam . . . 

Do 


Materials 

do  .. 

Labor 


Repairs  of  lock  hon.so  at  Berlin  Lock ' 

Do i 


Materials 

do.. 

Labor 


Materials 
Labor 


Repairs  ot  lock  house  at  Princeton  Lock 

Do 


Materials 
Labor 


Amount. 


$66.97 
100.75 


336.29 
580. 12 


15.86 
6.00 


271.  99 
662.95 


2. 761. 55 
2, 000. 49 


756.53 

15.25 

142. 16 

69.92 


3.00 
9. 85 
2.50 


2.94 
2.33 


5.50 

18.00 
15.75 


19.53 

34.01 
209.62 


209. 65 
711.  35 
849.97 


1, 144. 92 
1, 225.  38 


14.75 
L86 
3.00 


4.47 

10.99 
34.00 


13.67 
8.62 


400.09 
437.  81 


38.70 

107.15 

83.42 


2.55 

9.40 

3L81 


67.00 
42.00 


45.14 
53.50 


Total. 


$167. 72 

916. 41 

2L86 

934.94 


4, 852. 04 

756.53 

15.26 


212. 08 
8.00 


12  35 


5.27 
5.50 


33.75 
19.53 


243.63 
209.65 


1.561.32 


2, 370. 30 
14.75 


4.86 
4.47 


44.99 
22.29 


837.90 
38.70 


190.57 
2.55 


41.21 

109.00 

98.64 
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OPERATING   AND   CARK   OF   CANALS,  KTC— Continued. 

Detailed  statement  of  erpenditurea  for  fiscal  year  ending  June  SO,  1S94,  etc, — Continued. 


Character  of  work,  etc. 


Genera,  repairs  of  lo<;k8,   dam8,  and  canal 
banks. 

Dredging  bars.  Lower  Fox 

D() 


Dredging  bars,  Upper  Fox 
Do 


Item  of  expense. 


Labor. 


Fuel,  supplies,  etc. 
Labor 


Amount. 


$200.00 

418.11 
0&5.23 


Fuel,  supplies,  etc 1, 275u  34 

Labor !  3,262  25 


Repairs  of  boats  and  drodges 
1)0 


Do 
Do  . 
Do  . 
Do 
Do  . 
Do 
Do  . 
Do  . 
Do  . 

Do-. 


Repairs  of  barge  Princeton 

Repairs  of  80- foot  tlat  scow  No.  I. 
Maintr.nanco  of  navigation 

Do 

Do , 


Rent  of  boat  yard  at  OabkoHh  . . . 

Repairs  of  dredge  No.  2 

Repairs  of  dredge  No.  3 , 

Repairs  of  d  rcdgo  No  4 

Repairs  of  dredge  No.  5 

Repairs  of  dredge  No.  7 

Repairs  of  steamer  Fox 

Repairs  of  steamer  Gen.  Warren 

Repairs  of  steamer  Bosc^bel 

Repairs  of  pile-driver 

Repairs  of  80-foot  flat  scows  Nos. 

1  and  2. 
Repairs  of  quarter  boat  No.  1 


Labor 

do 

Lock-tenders'  services.. 
Gauge-kci^pcrs'  services 
Superintendence 


I 


100.00 
630.20 
136  96 
25i  24 
660.24 
470.55 
326  15 
17R  28 
716  04 
290.51 
514  10 

_M^ 

69.37 

ai9.51 

6,899.96 

160.00 

173.  75 


Care  of  works  and  property. 

Do 

Do 

Do    

Contingencies 


Watchmeu,  labor  and  transporta- 
tion. 

Traveling  expenses  of  assistant 
engineers,  overseers,  etc. 

Rent  of  ston>houso  and  lock 
house,  Appleton,  Wis. 

Repairs  of  tools  and  machinery  . . 


1.JL79.48 
230  51 
135  00 


151.58 


Do 
Do 
Do 
Do 

l>o 
D(> 


Total. 


Salaries  of  assistant  engineers,  ■  2,809.00 

oli^rks  etc. 

Rent  of  office  at  Oshkosh,  Wis  ...  269. 97 

Stationery 200. 91 

Mileage  of  officers 132.96 

Drawing  instruments  for  office  at  64. 87 

Oshkosh,  Wis. 

Rlue-i)rints 49. 77 

Telegrams 2. 45 


I 


Total 


$200.00 

I  373  34 
4. 537.  SO 


4.236  64 

69.37 

340. 51 


7, 235. 73 


1. 096. 57 


8, 520.  a 


36,058.24 


Itemized  statement  of  expenses  made  from  appropriation  for  operating  and  care  of  canaU 
and  other  works  of  navigatiofiy  indefinite,  act  of  July  5,  JS84,  applied  to  Fox  River, 
IVisconsin. 


Date. 


1H»3. 
July    3 


5 
14 
31 
31 
31 
31 
HI 
31 
31 
31 
31 
31 
31 
31 
31 
31 


'•  No.  of 
voucher. 


3  I 


1 

2 

3 

4 

5 

6 

7 

8 

0 

10 

11 

12 

13 

14 

ir» 

16 
17 
18 


To  whom  ]>aid. 


For  what  paid. 


Samuel  Whitney Traveling  expenses 

C.A.  reck ;  Sheets,  etc 

Hired  men ;  Services,  June,  1893 

Swain  &,  Tate  Co j  Rules  for  lock-tenders,  etc 

Fred.  J.  A nger i  Services 

John  M.  J'aige [ do 

Alexander  Sims i do 

John  Uaet en ' do 

George  T.  A  Hanson ' do 

George  Giftbrd ■ do , 

(iabricl  Wi«'k ' do 

John  A.  Rjinker do 

( iottlieb  J  ah  n  Ke do 

Jerry  Parkinson " do 

John  Lewis do 

Jtichard  P'.  Rice lio 

James  Clear ■. do 

M.H.Neumann do 


Amount, 


$9.24 
21.20 
1, 517.  52 
5.50 
55.00 
35.00 
35.00 
25.00 

:to.oo 

25.00 
25.00 
25.00 
25.00 
25.00 
25.  IMI 
25.00 
30.00 
10.00 
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Itemized  statement  of  expenses  made  from  appropriation  for  operating  and  care  of  canals 

and  other  works  of  navigation,  etc. — Continued. 


Date. 


1893. 
Aug. 


Sept. 


4 
7 
7 
7 
7 
7 
7 
7 
I 

7 

7 

7 

7 

7 

7 

7 

7 

8 

8 

8 

25 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

2 
o 

Ad 

4 
5 
7 
30 
30 
30 
30 
30 
30 
30 
30 
SO 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 


No.  of 
voucher. 


To  whom  paid. 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 

31 

32 

33 

34 

35 

36 

37 

38 

39 

40 

41 

42 

43 

44 

45 

46 

47 

48 

49 

1 

2 

3 

4 

5 

6 

7 

H 

9 

10 

11 

12 

13 

14 

15 

10 

17 

18 

10 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 


Swain  &,  Tate  Co 

Hired  men 

Henry  A.  Foster 

Appieton  Machine  Co 

John  Tracy 

J.  C.  Koelsch 

.Ta8.  Gillinghain '^  Son 

Hav  Hardware  Co 

J .  A.  BarneH 

Conloo  Luml)erCo 

Stroud  Ac  Thompson 

H.  Stedman 

Prient  &  (iarrow 

Stephen  Veddor 

£.  W.  Moran 

AW. Priest 

Gerry  Lumber  Co 

Sara uel  Whitney  

do 

El  win  Banter 

Martin  Conner 

A.  Ross  Houston 

John  M  Paige 

Alexander  Sims 

John  Baeten 

George  T.  A  llannon 

George  Gilford 

Gabriel  Wick 

John  A.  Banker 

Gottlieb  Jahnke 

Jerry  Parkinson 

John  Lewis 

Kichard  E.  Kico 

Jamea  Clear 

M  H.  Neumann 

Rather  <fc  Schaeuhle 

Butler  Bros 

Appieton  Machine  Co 

J.dKoelHoh 

Battis   Bros 

t)rville  Beach 

Conlee  LuuiImt  Co 

John  W.  Slater 

II.  Miner 

C.  A.  Peek 

IL  Stedman 

Peter  Littlechild 

Swain  Sc  Tato  Co 

Samuel  Whitney 

F.  riurn)ut , 

Elwin  Banter 

Samuel  Whitnev 

Jones  6c  Laughlins,  Limited. 

H ire<l  men 

Henry  Soper 

Fred.  J.  Auger 

Samuel  Wliitnev 

E.G.  Hotfmann" 

J(»hn  .M.  Paiiie 


Alexamler  Sims 

John  Baeten 

Crfor;ie  T.  A  Hanson 

(Jeoiffo  Girtord 

(rabriel  Wiek 

John  A.  Banker 

(rottlieb  Jahnke 

Jerry  Parkinson 

John  Lewis 

Rieliard  E.  Rico 

Jaine8  Clear 

M.  H.  Neumann 

Riitlier  &,  Scliaeuble 

Butler  Bros  

Sclilafer,  Bairett  &.  Tesch 

Appieton  Macliine  Co 

A.  L.  Smith 

J.  A .  Rarues 

D.  P.  Sanfonl 

Stroud  (&.  Thompson 


For  what  paid. 


Sooks  .««.....•..•«..-.-..•• 

Services,  J  uiy,  1893 

Oil 

Nuts,  etc 

Wood 

Soap,  etc 

Lumber,  etc 

Iron,  etc 

Iron  shims,  etc 

Lumber 

Oakum,  etc 

Coal 

Wood 

Depositingdredged  material 

Soap,  etc 

Coal 

Lumber 

Services  

Traveling  expenses 

do 

Services  

do 


.do 

.do 

.do 

do 

.do 

do 

do 

do 

do 

.do 

do 

do 

do 


Canthook  handles,  etc. 

Pump,  etc 

Driftbolts,  etc 

Oil 


Steel,  etc 

Rent  of  land 

Lumber 

White  lead,  etc 

Wall  paper,  etc 

Tin, etc 

Shingles,  etc 

Depositing  dredged  material 

Paper 

Servicer  

Wood 

Traveling  expenses 

do 

Drift  bolts,  etc 

Services,  August,  1893 

Services  

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

Brooms,  etc 

Hope 

Galvanized  iron  pump,  etc.. 

Inm  spar  rollers,  etc 

Hire  of  house 

Iron,  etc 

Oil 

Cotton  waste,  etc 


Amount. 


$23.00 

1,927.16 

LOO 

27.69 

245.37 

10.63 

15.22 

15.68 

17.80 

31.20 

53.08 

114. 41 

864.80 

7.00 

6.51 

103. 06 

2.94 

200.00 

17.58 

3.77 

8.25 

200.00 

35.00 

35.00 

25.00 

30.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

30.00 

10.00 

3.40 

7.00 

14.36 

L25 

5.98 

25.00 

1, 490. 37 

3.20 

9.82 

26.10 

10L85 

0.10 

5.25 

200.00 

56.00 

6.49 

20.62 

274. 18 

2, 501. 88 

15.00 

55.00 

200.00 

150.  00 

35.00 

35.00 

25.00 

30.00 

25,00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

30.00 

10.00 

1.90 

n.76 

9.54 

28.02 

45.00 

4.00 

4.64 

U.99 
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Itemized  statement  of  expenses  made  from  appropriation  for  operating  and  care  of  cUnaH 

and  other  works  of  navigation,  etc, — Continued. 


Dato. 


No.  of 
voucher. 


To  whom  paid. 


1893. 

Sept.  30 

31 

30 

32 

30 

33 

30 

34 

30 

35 

30 

36 

30 

37 

Oct.   3 

1 

2 

i 

3 

6 

4 

17 

5 

24 

6 

Nov.  3 

1 

8 

2 

3 

3 

3 

4 

3 

5 

2 

6 

3 

7 

3 

8 

3 

9 

3 

10 

3 

11 

3 

12 

3 

13 

3 

14 

3 

15 

3 

16 

3 

17 

3 

18 

3 

19 

3 

20 

3 

21 

3 

22 

3 

23 

3 

24 

3 

25 

4 

26 

28 

27 

30 

28  1 

30 

29 

30 

30 

30 

31 

30 

3'A 

30 

33 

30 

34 

30 

35 

30 

36 

30 

37 

30 

38 

30 

39 

30 

40 

30 

41 

36 

42 

30 

43 

30 

44 

30 

45 

30 

46 

30 

47 

30 

48 

30 

49 

30 

50 

30 

51 

Dec.  4 

1 

4 

9  ] 

6 

3 

7 

4 

< 

5 

9 

6 

13 

7 

16 

8 

28 

9 

30 

10 

30 

11 

30 

12 

30 

13 

30 

14 

Ossian  Cook 

Conlee  Lumber  Co. . 

Thos.  E.  Decker 

Niels  Johnson 

do 

C.  A.  Pock 

II.  StddmaD 

A.  W.  Priest 

Fairbanks  &  Laohn 

Hired  men 

Des  Forges  &  Co 

William  Cnrriu«;tou 
Swain  &TaltCo... 
Samuel  Wbitnev  ... 


For  what  paid. 


Kent  of  office 

Lumber 

do 

Globe  valves,  etc 

Injector,  etc 

Packing;,  etc 

Coal,  etc 

Coal 

Patch  bolts 

Services,  September.  1893 . . 

Stationery 

Services  

Heading  vouchers , 

Services 


.do 


John  M.  Pai^o. 

Alexander  Sims do 

John  llaeteu do 

G«orge  T.  A llanson ! do 

George  Gifford j do , 

Gabriel  Wick ' do , 

John  A  Banker j do 

Gottlieb  J ahnke ' do 

Jerry  Parkinson do 

John  Lewis , do 

Richard  E.  Rice | do 

James  Clear ! do 

M.  H.  Neumann do 

Hired  men j  Services,  October,  1893 

Butler  Bros |  Iron,  etc 

Ap)>leton  Machine  Co 

H.A.Foster 

Gerry  Lumber  Co 

J.  F.  Josly  n 

George  JCounds 

A.Peck 


Steel  bolt,  etc 

Lead,  etc 

Lumber,  etc 

Iron,  etc 

Depositing  dre<lged  material 
Glass,  etc 


C 

Hiram  Stedmau '  Lumber,  etc 

Niels  Johnson ,  Pipe,  etc 

Priest  &  Gorrow ,  Wood 

Hired  men :  Services,  October,  1893 

Fred.  J .  Anger Services 

Sam  uel  Whitney do 

John  M.  Paisre do 


isre 
Sill 


do 


Alexander  Sims 

John  Bneten ' do 

George  T.  Allauson ] do 

George  Gilford ! do 

Gabriel  Wick do 

John  A.  Banker : do 

(vottlieb  Jahnke ' do 

Jerry  Parkinson ' do 

John  Lewis do 

Richard  E.  Rice i do 

James  Clear j do 

M.  H.  Neumann ; do 

G.  G.  Pratsch '  Boat  spikes 

I)e  Pere  Lumlwr  and  Fuel  Co Lumber , 

Thos.  Jackson '•  Driftbolts,  etc   . . . 

Charles  W.  Day |  Lumber 

Buth-r  Bros !  Oil,  et<r 

Gerrv  Luml)er  ('o •  Lumber 

Appleton  Machine  Co i  Iron  castings,  etc. 


Rent  of  land. 
Tins,  etc. 


Orville  lieach 
C.  A.  Peck 

John  J ansen j  Lninber . 

Samuel  Whitney Traveling  ex]>euses 

Charles  M.  Cole do 

Hired  men ;  Services,  November,  1893 

F.  E.  CpUI well Traveling  expenses 

Des  Forges  &;  Co Stationery 

WeHteru  Union  Telegraph  Co Telegrams 

Swam  &  Tate  (.'o Time  reports 

Mj^j.  Jnnn's  F.  Gregory Mileage 

M.J.  S<huiitt  &  Co  ..' Blue  prints 

Thos.  Jackson Driftbolts 

l)e  Pcre  Lumber  and  Fuel  Co Lumber 

Hutler  Bros ]  Galvanized  iron  pump... 

J.  A .  Barnes Iron  castings,  etc 

Stroud  Al.  Thompson I  Camel-hair  t>rush 


Amoont. 


#06.00 

008.38 

3.00 

5.09 

53.60 

12.80 

68.08 

420.65 

n.72 

2,700  00 

24.00 

19.50 

3.50 

200.00 

85.00 

85.00 

25.00 

80.00 

25.00 

25.00 

23.00 

25.00 

25.00 

25.00 

25.00 

80.00 

10.00 

228.15 

66.19 

1.55 

14.75 

120. 31 

2.55 

17  23 

8.98 

4.25 

10.93 

187.68 

1. 557. 20 

36.67 

200.  UO 

85.00 

35.00 

25.00 

80.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

30.  Oq 

10.  Oo 

11.50 

92.77 

26.89 

7L91 

8.U5 

4.47 

6.56 

25.00 

17.50 

17.25 

17.03 

1L21 

942.36 

6. 55 

22.60 

2.45 

12.80 

30.75 

17.25 

181. 94 

4.50 

.75 

.88 


APPENDIX   J  J REPORT   OP   MAJOR   GREGORY. 


2121 


Itemized  Mtatement  of  expenses  made  from  appropriation  for  operating  and  care  of  canaU 

and  other  works  of  navigation ,  etc, — Continued. 


Dato. 


I    No.  of 
ivoucher. 


To  vrhora  paid. 


For  what  paid. 


1893. 

Dec.    30 

30 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

1894. 

Jan.     3 

4 

4 

4 

4 

4 

4 

6 

15 

24 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

31 

3 

3 

5 

7 

7 

14 
14 
16 
24 
26 
28 
28 
2^ 

28 

28 

28 

28 

28 

28 

28 

28 

28 

28 

28 

28 

23 

28 

28 

2 
•) 

A. 

o 

^ 

3 
3 
5 
5 
5 


Feb. 


Mar. 


15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 

1 

2 

3 

i 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

,22 

23 

24 

25 

20 

27 

28 

1 
o 

A. 

3 
4 

5 
6 


Fire  screens . 
Kent  of  office 

Ser\'ice8 

do 


na.y  Hardware  Co 

OHsian  Cook 

A.  Ko88  Houston 

Helen  1*.  Oilman 

Samuel  Whitney ! do 

John  M.  Paige i do 

Alexander  Suns do 

do 

do 


J  ohn  Haeten 

George  T.  Alianson 

(Jeorge  Giflbrd ; do 

Gftbriel  Wick do 

John  A.  Banker do 

Gottlieb  Jahnke I do 

J erry  Parkinson I do 

John  Lewis do 

do 

do 


Kichard  E.  Rice 
James  Clear 


Services,  December,  1893. . . 

Traveline  expenses , 

Plastering,  etc , 

Hire  of  house 

Tracing  cloth , 

Repairs  of  typewriter,  etc . 

Stationery , 

Traveling  ex  penses 

Mileage 

Instrnments,  etc 

Services  

do 


do 
do 
do 


/  I 


Hired  men 

F.E.Caldwell 

Charles  Wheatou 

A.  L.  Smith 

Eucene  Dietzgen  Co 

liadger  Typewriter  and  Stationery  Co.. . 

De.s  Forges  &  Co 

Charles  M .  Cole 

M>^.  James  F.  Gregory 

Eugene  Dietzgen  (To 

Helen  P.  Gilman 

Samuel  Whitney 

John  M   Paige 

Alexander  Sims 

John  liaeten 

.lolin  T.  Alianson | do 

George  Gifford ; do 

Gabriel  Wick ' do 

John  A.  Banker ! do 

Gottlieb  Jahnke do 

Jerry  Parkinson ; do 

John  Lewis ' do 

Uiebard  E .  Rice I do 

Jamea  Clear \ do 

F.  E.  Caldwell I  Traveling  expenses 

Elwin  Banter do 

Hired  men I  Services,  January,  1894. . 

Charles  M.  Cole j  Traveling  expenses 

L.  M.  M;mn j do 

A.  Ross  Houston ' do 

Swain  &.  Tat«  Co '  Transmittals 

Lieut.  C.  H.  McKiustry Mileage 

H.H.  West  Co : Book,  etc 

Lieut.  C.  H.  McKinstry i  Mileage 

Butler  Bro.s '. :  Kails,  etc 

John  M.  Hurn ;  Waste  baskets,  etc , 

Orville  Beach '  Rent  of  land 

C.  A.  Peck Galvanized  iron  pnmp... 

Helen  1*.  Gilman :  Services 

Sam  uel  Whitney do 

John  M.  Paige do 

Alexauiler  Sims do 

John  Baeten do 

(ie<»rg«  T.  Alianson do 

George  Giflford do , 

Gabriel  Wick do 

John  A.  Banker do 

Gottlieb  Jahnke do 

Jerry  Parkinnon | do 

John  Lewi.s do 

Kichard  E.  Rico do 

James  Clear do 

Engeuo  Dietzgen  (^o Drawing  pa i>er 

J.  y.  Bever Labor 

F.  E.  Caldwell Travelingexpenses 

Hired  men ,  Services,  ±'ebruary,  1894 

Elwin  Banter '.  Traveling  expenses 

Api)leton  Ma<*hineCo ;  Anchor  bolts,  etc 

Charles  W.  Day I  Oak  lumber 

do \ i  Pine  lumber 


Amoilnt. 


$4.25 
44.00 

200.00 
20.00 

200.00 
35.00 
35.00 
25.00 
30.00 
25.00 
25.00 
25.00 
25.00 
25.00 
25.00 
25.00 
30.00 

566.50 

L82 

16.80 

45.00 

8.28 

52.75 

36.00 

10.67 

19.52 

64.37 

40.00 

200.00 

35.00 

35.00 

25.00 

30.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

30.00 

16.40 

2.45 

580.73 

15.00 

10.82 

7.34 

3.00 

17.44 

9.25 

•      17. 12 

3.30 

2.40 

25.00 

3.75 

40.00 

200. 00 

35.00 

35.00 

25.00 

30.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

30.00 

7.97 

5.60 

5.96 

W7.37 

8.11 

47.79 

706.02 

616.09 
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Itemized  statement  of  expenses  made  from  appropriation  for  operating  and  care  of  eanalM 

and  other  works  of  navigation,  e<o.— -Continued. 


Date. 


■   No.  of 
voucher. 


I 


To  lyhom  paid. 


1894. 


Mar. 


Apr. 


Hay     2 


5 
12 
14 
1« 
23 
21 
30 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 
31 

4 

i 

4 

4 

7 

7 
11 
23 
2.') 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 

% 

30 
30 
30 
30 
30 
30 
2 

2 

7 
14 
14 
14 
21 
21 
31 

31  i 
31 

31 

31  , 
31  I 
31  I 
31  I 
31  I 
31  ' 
31 
31  ' 


9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 

31 

32 

1 

2 

3 

i 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 

31 

32 

33 

34 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 


For  what  paid. 


Amount. 


Charles  W.  Day \  Pino  lumber 

Reports  of  operations,  etc. 
Transmittals  of  checks  — 


Swain  &  Tate  Co 

, do 

Lieut.  C.  H.  McKinstry 

Maj.  JameH  F.  Oregory 

Wj'ckort,  Soamans  &  lienedict 

Swain  &  Tate  Co 

Helen  P.  Oilman 

Samuel  Whitney 

.Tohn  M.  Pai|je I do 

Alexander  Sims do 

Jolin  Bjieten ' do 

(ieorge  T.  Allanson ' do 

Gcorjje  Giftord ' do 

Gahriil  Wick i do 

do 

do 


Mileace 

dJ) 

Pai)er,  etc 

Returns  of  navigation,  etc. 

Services  

do 


Mileage 

do 

Binding  records,  etc 

Services  

do 


John  A.  Banker 

Gottlieb  J nhnke 

Jerry  Parkinson ' do 

John  Lewis do 

Richard  E.  Rice do 

Jimies  Clear do 

John  Jansen !  HembK'k  lumber 

Apploton  Maehine  Co Set  screws,  et-c 

MoIConzie  Ac  Crawford '  Coal 

Hired  men I  Services.  March,  1804 

A.L.  Smith !  Hire  of  house 

Elwin  Banter !  Traveling  expenses  - 

F.E.Caldwell ' do 

Jones  dc  Laiighlins,  Limite<l I  Bolts,  etc 

Charles  M.  Cole Traveling  exx>enHes. 

Lieut.  C.  H.  McKinstry 

do 

Herman  Vohs 

Helen  1^.  Gilman 

Sanmel  Whitney 

John  M.  Pai^e 

A  lexander  Sims 

fl  ohn  liuet-en .     

George  T.  Allanson 

George  Gitlord 

Gabriel  Wick 

John  A.  Ranker 

(Gottlieb  J ahnke do 

Jerry  Ptirkinson ; do 

Jolin  Lewis ' do 

Riehnrd  E.  Rice I do 

J.imes  Clear ' do 

John  Jansen 

Schlaf.-r  Barrett  Sc  Tesch 

Ramsay  &.  Jones 

Apploton  Machine  Co 

Manser  &,  Renner 

A.  Sanford  Logging  Tool  Co 

Stroud  &,  Thompson 

John  F.W.  Decker 


do 
do 

.(iO 

do 

.do 

.do 

do 


McKenzio  &.  Crawford ;  ('oal,  et( 


Oak  lumber 

Nails,  etc 

Pine  lumber 

Iron, etc  

Oak  lumber,  etc. 
Pike  poles, etc.. 
"NVhit^  lead,  etc  . 
Slop  jars,  etc 


Hay  Hardware  Co 

Battis  Bros 

Hired  men 

Excelsior  Iivn  Works 

Jones  Sc  Laughlins,  Limited 

I  M.J.S<'hmitt  &  Co 

j  L.  M.  Mann 

Swain  &  Tate  Co 

■  Li(!ut.  C.  H.  McKinstry j  Mileage 

•  L.  M.  Mann '. '  Traveling  expenses 

Fred.  J.  A  nger Services 


Roi)e,  etc 

Fines,  etc 

Services,  April,  1894 

Steel,  etc 

('hain 

Blueprints,  etc 

Traveling  expenses. 
Heading  vouchers.. 


Samuel  Whitney  . . . 

John  M.  Paige . 

Alexander  Sims 

John  Baeten 

George  T.  Allanson. 

( Jeorge  Gitlord 

Gabriel  Wiek 

John  A .  Banker 

(Jottlieb  Jahnke 

Jerry  Parkinson 

John  Lewis 


.do 

.do 

.do 

.do 

.do 

.do 

do 

do 

do 

do 

do 


$60L4« 
19.50 

4.26 
13.44 
12.80 
10.15 

6.75 
40.00 

aoo.oo 

35.00 

35.00 

25.00 

80.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

30.00 

22.32 

8.84 

8.00 

1, 2SL  06 

45  00 

2.46 

L57 

23L64 

12.07 

14.24 

12.80 

L53 

40.00 

200.00 

35.00 

35.00 

25.00 

30.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 

80.00 

3.84 

1.01 

8.04 

ILOO 

16.09 

6.90 

8.32 

•    17.06 

20.05 

29.30 

66.73 

1, 758. 88 

141.30 

98.02 

19.02 

9.86 

4.00 

12.80 

21.05 

55.00 

200.00 

35.00 

35.00 

25.00 

80.00 

25.00 

25.00 

25.00 

25.00 

25.00 

25.00 
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Itemised  atatenient  of  expenses  made  from  appropriation  for  operating  and  care  of  canals 

and  other  works  of  namgationf  efc— -Continued. 


Date. 


I  No.  of 
ivoncher 


1894. 

May  31 

21 

31 

22 

31 

23 

31 

24 

31 

25 

31 

26 

31 

27 

31 

28 

31 

29 

31 

30 

31 

31 

31 

32 

31 

33 

31 

34 

31 

35 

31 

36 

31 

37 

31 

38 

31 

39 

31 

40 

31 

41 

31 

42 

31 

43 

31 

44 

31 

45 

31 

46 

31 

47 

31 

48 

31 

49 

31 

50 

June  o 

1 

7 

2 

3 

7 

4 

7 

5 

7 

6 

8 

7 

12 

8 

28 

9 

28 

10 

28 

11 

28 

12 

28 

13 

2S  ■ 

14 

28 

15 

28 

16 

28 

17 

28 

18 

28 

19 

28 

20 

28 
28 
29 
29 
29 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 
30 


21 

23 
24 
2.") 
26 
27 
28 
29 
30 
31 
32 
33 
34 
35 
36 
37 
38 
30 
40 


To  whom  paid. 


For  what  paid. 


Richard  E.  Rice 

James  Clear 

John  JaDBeu 

Schlafer.  Barrett  &.  Teach 

Applet^n  Machine  Co 

do 

Fairbanks  &  Swallow 

(rerry  Lumber  Co 

WilhamHon  &  Libbey  Lumber  Co 

E.  G.  Tulledge 

John  F.  \V.  Decker 

Hay  Hardware  Co 

...:.. do 

H.  C.  JohnHon  &  Son 

Stroud  &.  ThonipHon 

McKen  zie  &.  Crawford 

The  Sopcr  Furniture  Co 

J .  A.  Bamea 

Battis  Bros 

Orville  Beach 

D.P.Sandford 

Robert  Brand  &  Sons 

C.  A.  Peck 

Hiram  Stcdman 

Chas.  S.  Morris 

J.  W.Slater 

Niels  JohuHou 

do 

do 

John  FoathorH tone's  Sons 

Hired  men 

Samuel  Whitney 

El  win  Banter 

Jones  «fe  Langhlins,  Limited 

Niels  JolniHon 

Harrv  Lo y 

Sam  Sterii 

Swain  <fc  Tate  Co 

Tbos.  J  ackHon 

Charles  W .  Day 

Sclilater.  Barrett  <fc  Tesoh 

H.  A.  Foster 

Ajipleton  lkra<;hiuo  Co 

Stroud  «fc  Thompson 

MeKenzie  &  Crawfoni 

Hay  Hardware  Co 

Sam  Stern I 

S.  E.  MePartliu » 

C.  E.  Tinianu | 

John  Andre  Co. 
Chas.  S.  Morris. 
Priest  6c  tJorrow 

Battis  Bros 

C.  A.  Peck 

Niels  Johnson  . . 
Fred.  J.  An^ier  . 
Samuel  Whitney 
Jolni  >r.  Paij;e. 


A  lexander  Sims 

.J«»hii  IJaeten 

(reorjje  T.  Allanson 

( JeorgH  <  i  i  tFord 

(labriel  Wick   

Jolui  A.  Banker 

(rottlieb  Jahnke 

Jerry  Parkinson 

John  Lewis 

Richard  E.  Rice 

James  ("lear 

Wm.  Peterraan  <t  Sous 

Total 


Services  

do 

Lumber 

Paint,  oil,  etc 

Spar  rollers,  etc  ... 

\  alves,  iron,  etc 

Chain,  etc 

Lumber 

do 

Window  shades  . . . 

Cuspidors,  etc 

Floor  brush, eto  ... 

Rope,  etc 

Window  awnings. . 
Cotton  waste,  etc  . . 

Coal 

Chairs,  etc 

Steel,  etc 

Sheet  steel,  etc 

Rent  of  land 

Oil  and  grease 

Office  desks,  etc 

Oil,  iron,  etc 

Coal 

do 

Boiled  linseed  oil . . 

Lubricators,  etc 

FrictioD  blocks,  etc 

Bushings,  etc 

Steel,  etc 

Services,  May.  1894. 
Traveling  expenses 

do 
Chain 

Injector,  etc 
Services 
Rent  of  office 
Report  of  operations,  etc 
Key  bolls,  etc 
Lumber 
NaUs 

I'aint.  oil,  etc 
Iron  core  wheel.  et< 
Oakum,  etc 
Coal 
Rope 

Rent  of  office 

Covering  boiler,  etc 

Depositin;rdredged  material 

Bed  springs 

Coal.....  

Wood 

Steel  plate,  etc 

Lye,  iron,  etc 

Iron  castings,  etc 

Services  

do 


Amount. 


do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

do 

Chisels,  etc. 


$25.00 

30.00 

10.05 

12.06 

29.69 

113.07 

60.35 

69.65 

2.90 

3.00 

5.92 

5.53 

22.69 

9.00 

10.94 

16.47 

17.50 

19.20 

23. 'J5 

25.00 

37.74 

75.85 

10.44 

17.43 

19.87 

22.47 

60.63 

108.  a3 

271.02 

212.83 

1, 298. 83 

4.21 

7.33 

72.93 

170.88 

3.00 

22.33 

15.00 

1.00 

127.80 

3.07 

44.25 

370.  21 

6.40 

12.18 

17.  73 

20.84 

64.17 

6.13 

6.00 

12.  62 

265.69 

13.44 

20.95 

85.62 

65.00 

200.  00 

35.00 

35.00 

25.00 

30.00 

25.00 

25. 00 

25.00 

25.00 

25.00 

25.00 

25.00 

30.  (K) 

3.30 

36,  958. 24 
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J  J  24. 

REMOVING  SUNKEN  VESSELS  OR  CRAFT  OBSTRUCTING  OR  ENDANGER- 
ING NAVIGATION. 

Under  date  of  November  17, 1893,  a  communication  from  the  board 
of  public  works  of  Racine,  Wis.,  was  received  requesting  the  removal, 
under  the  provisions  of  section  8  of  river  and  harbor  act  of  Septembeor 
19,  1890,  of  two  sunken  vessels,  which  were  alleged  to  be  obstructions 
to  navigation  in  the  Root  River  at  that  place. 

Upon  investigfition  it  was  found  that  one  of  the  vessels — schooner  O. 
Barber — was  atioat  and  should  be  removed  by  the  city  authorities. 

The  other  vessel — schooner  Mount  Vernon — was  found  sunken  in  the 
river  near  the  head  of  navigation,  above  Meade  street,  with  her  rail 
just  above  water.  It  was  an  obstruction  to  navigation,  and  its  removal 
by  the  United  States  under  section  8  of  river  and  harbor  act  of  Sep- 
tember 19, 1890,  was  recommended.  The  recommendation  was  approved 
by  the  Chief  of  Engineers,  and  under  date  of  December  11, 1893,  an 
allotment  was  made  of  $3  JO  from  the  permanent  indefinite  appropria- 
tion for  removing  sunken  vessels  or  craft  obstructing  or  endangering 
navigation,  act  of  June  14, 1880,  to  pay  the  exi)enses  of  said  work. 

After  advertisement  for  proposals  a  contract  was  entered  into  with 
Mr.  Harris  W.  Baker,  of  Detroit,  Mich.,  for  doing  this  work  at  a  cost 
of  $199.  Under  this  contract  the  wreck  was  floated  and  hauled  out 
on  the  bank  of  the  river  on  March  5, 1894.  After  its  removal  authority 
was  requested  to  sell  it  at  public  auction,  which  was  given  by  the 
Chief  of  Engineers,  and  on  April  5,  1894,  after  due  advertisement  by 
posters  and  circular  letters,  it  was  sold  to  the  highest  bidder.  The  net 
proceeds  of  the  sale,  $15.32,  was  covered  into  the  Treasury  to  the 
credit  of  the  appropriation  for  '^removing  sunken  vessels  or  craft 
obstructing  or  endangering  navigation,  indefinite." 

The  total  amount  expended  during  the  year  upon  removal  of  wrecks 
is  $210.54. 


Abstract  0/  proposals  for  remoral  of  \creck  of  schooner  Mount  VtTtionfrom  Root  River  at 
Uacinej  Wis.y  received  in  response  to  udrertisement  dated  January  2Sj  1894,  and  opened 
February  20^  lS04j  by  Maj.  James  F,  Gregory,  Corps  of  Engineers, 


No. 


Nonte  and  rcHidonco  of  bidder. 


1  !  K<lward(;inoij.  Uncino.WiH  .... 

2  '  Siimiiol  ().  Dixon,  Kacino,  \\"\^^  .. 

3  Harris  W.  Haltor.  Detroit,  Mich 


Price. 


$1W 
210 
IW 


Amount  allotted  for  this  work,  $300. 

With  the  approval  of  tlio  Chief  of  Kn^iuoers,  a  contract  was  entered  into  Mnrrli 
5, 1894,  with  Harris  W.  Baker  for  this  work. 


J  J   25. 

ESTAHLISIIMKNT   OV  lIAKnOH    l.INKS   IN    OCONTO   HARBOR,  WISCONSIN. 

irNiTKi)  States  Kncunker  Office, 

Milicaukrc,  Witt,,  Srplember  14^  1893. 

(lENERAL:  Hospeottully  n»forrin;»-    to  letter,  ollire  of  the  Chief  of 
Engineers,  June  20,  1S1>3,  establisliin;^  certain  harbor  lines  at  Oconto 
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Harbor,  *  Wisconsin,  I  have  the  honor  to  report  that  in  laying  down 
the  lines  upon  the  ground  (after  an  accurate  survey)  it  is  found  that 
lines  slightly  divergent  from  the  approved  lines  approximate  more 
nearly  to  the  natural  river  bank  and  are  in  every  way  better.  I  inclose 
a  tracing t  on  which  is  shown  in  blue  the  lines  as  approved  and  in  red 
the  better  lines.  The  stations  marked  in  red,  A,  B,  0,  and  D,  are 
marked  by  driven  gas  pipes  two  inches  in  diameter,  which  are  sur- 
rounded by  piles  of  stones. 

I  have  tlierefore  to  recommend  that  harbor  lines  be  established  as 
sliown  in  red  upon  this  tracing. 

The  description  is  as  follows: 

(The  general  course  of  the  south  harbor  pier  is  N.  54^  2V  30"  E.,  or 
S.  540  2V  30"  W.) 

Commencing  at  a  point  (A)  which  is  on  the  shore  of  Green  Bay  and 
upon  a  line  which  is  parallel  to  and  260  feet  from  the  channel  face  of 
the  south  harbor  pier,  thence  S.  64o  21'  30"  W.  1,516  feet  to  the  inter- 
section  of  the  north  bank  of  Oconto  River  (B),  thence  S.  76^  44'  W. 
753  feet  (C),  thence  S.  52°  37'  20"  W.  3,243  feet  (D),  thence  up  the 
Oconto  River  on  the  same  course  1,000  feet  to  a  point  opposite  the 
southeast  comer  of  Spies's  mill. 

Very  respectfully,  your  obedient  servant, 

James  F.  Gregory, 

Major  of  Bngineera. 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U,  8,  A, 

(Through  Col.  O.  M.  Poe,  Corps  of  Engineers,  Division  Engineer, 
Northwest  Division.) 

[FirHt  indorsoment.] 

U.  S.  Engineer  Office, 
Detroity  Mich.^  September  19^  1893. 

Respectfully  forwarded  to  the  office  of  the  Chief  of  Engineers, 
approved  and  recommended. 

O.  M.  Poe, 
Colonel^  Corps  of  Engineers^  etc., 
Division  Engineer,  Northwest  Division. 

[Sccoml  iudor8emeut.] 

Office  Chief  of  Engineers, 

U.  S.  Army, 
September  23,  1893. 

Respectfully  returned  to  Maj.  Gregory,  with  request  for  further  infor- 
mation in  explanation  of  his  reasons  for  recommending  the  extension 
of  the  proposed  new  harbor  line  beyond  the  point  marked  "D"  on  the 
course  indicated. 

The  lines  now  proposed  would  seem  to  unnecessarily  reduce  the  width 
of  the  river  above  the  point  marked  "D." 

To  be  returned  through  the  Division  Engineer. 

Thos.  Lincoln  Casey, 
Brig.  Oen.,  Chief  of  Engineers. 

*  For  harbor  lines  in  Oconto  Harbor,  established  June  23,  1893,  see  Annual  Report 
Chief  of  En^riueers,  1893,  p.  2784. 
t  Not  printed. 
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[Third  indonement] 

U.  S.  Engineer  Office, 
Milicaukeej  TTia.,  September  25j  1893. 

Respectfully  returned  to  the  Chief  of  Eugineers,  U.  S.  Army,  through 
the  Division  Engineer. 

The  extension  of  the  proposed  harbor  line  beyond  the  point  "D''  was 
recommended  in  order  to  make  an  easier  curve  should  the  harbor  line 
be  in  future  extended  up  the  river,  and  because  the  river  is  wider  at 
Spies'  Mill  than  at  several  points  below  it.  A  blue  print  is  forwarded, 
in  separate  roll,  on  which  is  shown  the  part  of  the  river  above  Spies' 
Mill  as  far  as  the  bridge  at  Oconto. 

The  harbor  line,  however,  may  very  well  terminate  for  the  present  at 
a  i)oint  300  feet,  instead  of  1,000  feet,  beyond  "  D''  on  the  course  fi-om  "C 
to  "D,"  as  the  proposed  docks  and  slips  are  all  to  be  located  down  the 
river  from  the  point  "D". 

The  inclosure  (tracing)  is  returned. 

James  F.  Gregory, 

Major  of  Engineers 

[Fourtli  indorstfinent.] 

U.  S.  Engineer  Office, 
Detroit^  Mich.,  September  27 y  1893. 

Eesi>ectfullv  forwarded  to  the  office  of  the  Chief  of  Engineers. 

().  M.  POE, 
Colonel^  Corps  of  Engineers^  etc.^ 
I>iviition  Engineer,  Xorthwest  IHviHan. 

[Fifth  indorsoment.] 

Office  Chief  of  Engineers, 

U.  S.  Army, 
September  29,  1893. 

Respectfully  submitted  to  the  Secretary  of  War. 

Under  date  of  June  23, 1893,  harbor  lines  were  established  by  the  Sec- 
retary of  War  for  Oconto  Harbor,  Wisconsin.  Maj.  James  F.  Gregory, 
Corps  of  Engineers,  the  district  officer,  states  that  in  hiving  down  the 
lines  upon  the  ground,  after  an  accurate  snrvey,  it  was  found  that  lines 
slightly  divergent  from  the  approved  lines  a]>proxiniatemore  nearly  to 
the  natural  river  bank  and  are  in  every  way  better.  He  accordingly  sub- 
mits the  accompanying  tracing,  on  which  is  shown  in  blue  the  approved 
lines,  and  in  red  the  better  lines. 

Inviting  attention  to  the  within  report  and  to  the  indorsements 
hereon,  it  is  recommended  that  the  harbor  lines  sliown  by  a  full  red 
line  on  the  accompanying  tracing,  and  described  as  follows:  Commenc- 
ing at  the  ix>int  ^'  A,'*  which  is  on  the  shore  of  Green  Bay,  and  upon  a 
line  Avhich  is  ])arallcl  to  and  1\*>0  feet  from  the  channel  face  of  the  south 
harbor  pier;  thence  S.  54^  21'  30"  W.  1,5U)  feet  to  the  intersection  of 
the  north  bank  of  Oconto  Kiver  (B);  thence^  S.  7(P  44'  W.  753  feet  (C); 
thence  S.  520  37'  20"  W.,  3,234  feet  (D) :  thence  up  the  Oconto  River,  on 
the  same  course,  300  feet  to  a  point  marked  K,  be  approved,  and  that  the 
Secretary  place  his  approval  both  on  this  paper  and  upon  the  tracing. 

Tiios.  Lincoln  Casey, 

Brig,  Oen,,  Chief  of  Engineers. 

[Sixth  iiulorHcniont . 

Wak  Okpautment,  October  2y  1893. 

Approval.  1>AN'1KL   S.    La  MONT, 

Secretary  of  War. 


APPENDIX   K  K. 


IMPROVEMENT  OF  CHICAGO  AND  CALUMET  HARBORS  AND  ILLINOIS 
RIVER,  ILLINOIS,  AND  CALUMET  RIVER,  ILLINOIS  AND  INDIANA; 
ILLINOIS  AND  MISSISSIPPI   CANAL. 


REPORT  OF  a  APT,  W.  L,  MARSHALL,  CORPS  OF  ENGINEERS,  OFFICER 
IN  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1894,  WITH 
OTHER  DOCUMENTS  RELATING   TO   THE  WORKS, 


IMPROVEMENTS. 


1.  Chicago  Harbor,  Illinois. 

2.  CaliiDiet  Harbor,  Illinois. 

3.  Calumet  Kiver,  Illinois  and  Indiana. 

4.  Illinois  River,  Illinois. 


5.  Operating  and  care  of  La  Granpce  and 

Kampsville  locks  and  dams,  Illinois 
River. 

6.  Illinois  and  Mississippi  Canal,  Illinois. 


United  Stati;s  Engineer  Office, 

Chicago,  III.,  July  20,  1894. 

General:   I  have  the  honor  to  transmit  herewith  annual  reports 
upon  the  works  in  my  charge  for  the  fiscal  year  ending  June  30,  1894. 

•  *****• 

Very  respectfully,  your  obedient  servant, 

W.  L.  Marshall, 
Captain,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  8.  A. 


K  K  I. 
IMPROVEMENT  OF  CHICAGO  HARBOR,  ILLINOIS. 

The  present  project  was  adopted  in  1870  and  modified  in  1878,  and 
contemplates: 

[a)  The  formation  of  an  outer  harbor  or  basin  by  inclosing  a  portion 
of  Lake  Michigan  just  south  of  and  adjoining  the  entrance  to  the 
river,  for  the  puri)ose  of  increasing  the  harbor  facilities  of  Chicago  and 
to  give  relief  to  the  overcrowded  river. 

(b)  The  construction  of  an  exterior  breakwater  of  crib  work  filled 
with  stone  outside  the  outer  harbor  and  north  of  the    entrance  to 
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Chicago  River,  in  deep  water,  to  shelter  the  entrance  to  Chicago  Biver 
rwhich  constitutes  the  inner  harbor  of  Chicago)  and  the  outer  harbour 
TTom  northerly  storms,  and  to  form  a  sheltered  area  for  harbor  of  refiige 
at  the  southern  end  of  Lake  Michigan. 

In  addition  to  this  project  the  entrance  to  Chicago  River,  which  is 
protected  by  piers  built  by  the  United  States,  is  to  be  maintained, 
both  piers  and  channel. 

CONDITION   OF   THE   WORK   JUNE   30,  1894. 

Outer  basin. — This  basin,  lying  south  and  east  of  the  present  mouth 
of  Chicago  River,  covers  about  455  acres  in  area.  A  dock  and  wharf 
line  was  established  by  Special  Order,  Corps  of  Engineers,  No.  108, 
August  3,  1871,  and  adopted  and  extended  upon  the  recommendation 
of  a  board  of  engineers,  by  the  Secretary  of  War,  September  22, 1890. 

This  dock  line  is  about  1,300  feet  east  of  the  present  shore  line  and 
nearly  parallel  to  and  2,000  feet  distant  from  the  easterly  breakwater, 
and  extends  throughout  the  harbor  from  north  to  south. 

Between  the  dock  line  and  breakwater  an  area  of  270  acres  is 
included,  which  the  original  project  contemplated  dredging  to  16  feet 
in  depth  where  deficient.  The  area  between  dock  line  and  shore  is 
reserved  for  slips  and  docks. 

A  portion  of  the  area  of  the  outer  basin  seaward  of  the  dock  line  has 
been  dredged  by  the  United  States  to  16  feet  depth.  But  for  several 
years  dredging  has  been  discontinued  because  this  outer  harbor  has 
never  been  utilized  for  the  purposes  for  which  constructed,  on  account 
of  the  litigation  over  riparian  ownership  and  rights  and  titles  to  sub- 
merged hinds  in  the  harbor.  This  litigation  is  now  ended  and  the  own- 
ership to  submerged  hinds  and  riparian  rights  decided  to  be  practically 
in  the  city  of  Chicago.  The  disposition  of  this  property  has  not  yet 
been  determined,  and  it  is  not  advisable  that  further  expenditures  be 
made  for  dredging  the  basin  to  greater  depth  until  its  ultimate  uses 
become  apparent. 

It  is  now  under  consideration  by  the  city  autliorities  to  fill  in  the  area 
shoreward  of  the  dock  line  for  a  public  park.  There  seems  little  reason 
to  expect  that  this  basin  will  ever  be  used  for  commercial  purposes,  or 
for  otiier  than  anchorage  grounds  for  pleasure  boats  and  Government 
craft. 

To  complete  this  basin  in  acHJordance  with  the  original  design  to  a 
depth  of  16  feet  below  United  States  harbor  datum,  which  is  1  foot 
above  the  low-water  mark  of  1847,  requires  dredging  to  the  amount 
estimated  in  1887  at  267,000  cubic  yards,  which  amount  has  since  that 
date  been  considerably  increased  by  subsequent  deposits  and  drift. 

Should  the  ba«iu  be  utilized  by  the  construction  of  dorks  and  piers, 
or  should  the  city  of  ( 'hicago  fill  in  the  area  shoreward  of  the  dock  line 
for  park  purposes  this  material  will  be  nee<led  for  tilling.  In  any  event 
it  is  not  now  advisable  to  expend  money  in  further  dredging. 

The  piers  inclosing  this  basin  have  been  completed  for  years,  and 
have  within  the  past  four  years  been  put  in  first-class  condition,  with 
the  exception  of  500  lineiir  teet  of  superstructure  over  the  easterly  end 
of  the  southerly  breakwater. 

There  will  be  but  little  <lemand  for  appropriations  for  maintenance 
of  these  i)iers  and  breakwaters  for  several  years,  and  the  work  should 
be  restricted  to  tem])orary  structures  of  wood  and  rubble  stone  until 
the  final  disposition  of  the  harbor  is  determined. 
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At  the  close  of  the  last  fiscal  year  work  was  in  progress  under  con- 
tract dated  October  28, 1892,  with  the  Wisconsin  Dredge  and  Dock 
Company,  for  rebuilding  superstructure  over  1,225  linear  feet  of  south 
pier  at  entrance  to  Chicago  River  and  over  2,600  linear  feet  of  the  east- 
erly and  southerly  breakwater,  outer  basin. 

This  contract  was  completed  during  the  year,  involving  in  all  the 
placing  in  the  work  of  1,631,461  feet,  B.  M.,  pine  timber  and  plank; 
95,969  pounds  drift  bolts;  18,070  pounds  spikes;  103.29  cords  stone; 
50  piles,  648  pounds  chain,  and  576  pounds  screw  bolts.  The  report  of 
Assistant  Liljencrantz  herewith  gives  details  relating  to  this  work. 

Exterior  breakwater, — This  work  is  situated  1  mile  northeast  of  the 
entrance  to  Chicago  River,  which  it  covers  from  northerly  storms;  it  is 
6,413  feet  in  length. 

The  construction  of  this  breakwater  began  in  1881  and  it  was  com- 
pleted in  1890.  It  is  of  crib  work,  30  feet  in  width,  filled  with  stone. 
All  except  1,200  feet  is  placed  on  the  natural  bottom  in  water  ranging 
from  18  to  32  feet  in  depth.  The  outer  section,  1,200  feet  long,  is  on  a 
stone  foundation.  This  breakwater  answers  the  purpose  for  which  it 
has  been  constructed,  and  its  value  as  forming  a  safe  shelter  to  vessels 
during  northerly  storms,  and  as  a  protection  to  vessels  seeking  entrance 
to  the  inner  harbor  of  Chicago  is  conceded  by  all  parties  engaged  in 
commerce  by  water  at  this  port. 

During  the  last  fiscal  year  no  work  has  been  done  upon  this  break- 
water, but  it  is  now  in  need  of  immediate  attention. 

About  the  18th  of  May,  1894,  a  four  days'  northeast  storm  occurred, 
more  furious  than  has  been  seen  on  Lake  Michigan  in  many  years.  The 
effect  of  the  storm  on  the  superstructure  of  the  exterior  breakwater 
was  disastrous,  not  only  to  the  old  and  rotten  parts,'  but  also  to  the 
newer  portion  of  the  work.  The  damage  consisted  in  the  tearing  oflf 
of  the  decking,  washing  out  of  stone,  and  breaking  away  of  the  inner 
walls  of  the  cribs  at  various  points.  With  the  exception  of  the  damages 
to  the  newer  parts  of  the  work,  if  the  injuries  be  at  once  repaired  before 
much  of  the  stone  be  washed  out,  the  carrying  away  of  the  decking 
and  inner  wall  of  the  superstructure  is  of  slight  consequence,  as  the 
cost  of  new  superstructure  on  the  old  work  will  be  diminished  thereby 
to  the  extent  that  the  superstructure  is  removed  without  cost,  but  the 
exposure  of  the  stone  filling  to  the  attacks  of  the  sea  should  be  remedied 
at  the  earliest  possible  moment.  It  is  estimated  that  $76,000  is  now 
needed  to  repair  this  work.  This  estimate  is  to  be  increased  by  30 
per  cent  if  the  work  can  not  be  done  during  the  present  working  season. 

Entrance  to  Chicago  River, — No  work  has  been  done  at  this  part  of 
the  harbor  during  the  past  year  beyond  marking  the  position  of  the  old 
light-house,  which  is  to  be  taken  away  and  set  up  in  another  place. 

Its  location  is  an  important  geodetic  point  of  the  survey  of  the  Great 
Lakes  and  has  been  accurately  marked. 

It  has  been  customary  for  the  United  States  to  maintain  by  dredg- 
ing the  channel  between  the  piers  at  the  entrance  to  Chicago  Eiver  of 
sufficient  width  and  depth  to  accommodate  the  commerce  by  water  of 
this  port.  The  last  dredging  done  here  was  in  1893,  and  this  channel  is 
still  sufficient  for  the  purpose. 

The  largest  class  of  lake  vessels  can  not  use  the  inner  harbor  of 
Chicago  on  account  of  the  obstructions  by  bridges,  tunnels,  and  docks 
in  Chicago  Eiver. 

Full  information  on  this  subject  may  be  found  in  the  Annual  Report 
of  the  Chief  of  Engineers  for  1893  p.  2974,  et  seq. 
ENG  94 134 
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PROPOSED  APPLICATION  OF   THE   FUNDS  NOW  ON  HAND  AND  THOSE 
REQUIRED  FOR   THE  FISCAL  YEAR  ENDING  JUNE  30,  1896. 

These  funds  are  to  be  applied  to  the  repairs  of  damages  by  storm  to 
the  exterior  breakwater,  to  the  rebuilding  of  superstructure  over  the 
older  parts  of  that  stnicture,  and  to  the  rebuilding  of  superstructure 
over  5()0  linear  feet  of  the  Southerly  breakwater,  outer  basin. 

Money  statement. 

July  1, 1893,  balance  unexpended $62,780.59 

J uuc  !{0, 1894,  ainount  expended  during  fiscal  year .•. 35,  331. 17 

July  1, 1894,  balance  unexpended 27, 449. 42 

July  1,1894,  outstanding  liabilities 200.00 

July  1,18?W,  balance  available 27,249.42 

(Amount  (estimated)  required  for  maintenance 100, 000. 00 
Amountthat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896  100,  000.  00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  18^. 


Expenditures  fiscal  year  1894, 

Rebuilding  superstructure  southerly  breakwater,  outer  basin : 

Contractors'  estimates $29, 016. 66 

Services  of  inspector 480. 00 

Total '. 29,496.66 

1,154  pounds  tank  steel  plate  in  place,  for  protecting  end  of  southerly 

breakwater '.  103.86 

Services  of  asHistant  engineer  and  draftsmen ' 1, 425.  00 

Servi<-e8  of  clerks,  messengers,  etc 1, 250.  (jO 

Services  of  watchmen 1, 350. 00 

Services  crew  of  steam  launch 937. 00 

Services  of  carpenters  and  laborers 86. 95 

Fuel  for  steam  launch,  XT.  8.  engineer  office,  and  watchmen 22:^.  00 

Kepairs^  etc.,  to  United  States  steam  launch 159. 46 

Office  supplies,  stationery,  gas,  etc 73. 24 

Miscellaneous : 

Mileage $151.84 

Telephone  service 31.25 

Rent  post-office  drawer 4. 00 

Street-car  tickets 15. 00 

Telegrams 5. 21 

Notary  fees 1. 00 

Oil  for  watchmen's  use 1. 20 

209.50 

Making  permanent  mark  at  site  of  old  light-house 16.50 

35,331.17 


Abstract  of  contracts  for  improving  Chicago  Harbor  j  Illinois,  in  force  during  the  fiscal  year 

ending  June  SO,  ISH.i, 


Kamu  and  address  of  contractor. 


Wisconsin   Dredge  and  Dock  Co., 
Manitowoc,  Wis.* 


Nature  of  contract. 


Rebuilding  sui>er8tnictiire  (3,725 
linear  feet) . 


Date. 


Oct.  28.1892 


To  expire — 


Deo.     1,  1893 


'  Contract  coniplet(>d  November  10,  1893. 


APPENDIX    KK REPORT   OF   CAPTAIN  MARSHALL.        2131 

report  op  mr.  c.  a.  m.  lil.jencrantz,  assistant  engineer. 

United  States  Engineer  Office, 

Chicago,  III.,  June  SO,  1894, 

Captain:  I  have  the  honor  to  submit  herewith  a  report  on  operations  in  Chicago 
Harbor,  Illinois,  durine  the  fiscal  year  ending  June  30,  1894. 

At  the  beginning  of  the  year,  July  1, 1893,  there  was  one  contract  in  force  for  work 
to  be  done  in  improvement  of  this  harbor,  viz,  with  the  Wisconsin  Dredge  and  Dock 
Company,  of  Manitowoc,  Wis.,  for  rebuilding  the  superstructure  over  the  southerly 
breakwater  2,500  linear  feet,  6  courses  high,  and  over  the  south  pier  1,225  linear  feet, 
4  courses  in  height,  or  in  all  3,725  linear  feet.  The  contract  was  dated  October  28, 
1892,  and  was  to  expire  on  the  Ist  of  December,  1893. 

AVork  under  this  contract  commenced  on  Juue  1,  1893,  and  on  the  30th  of  that 
month,  the  close  of  the  fiscal  year,  superstructure  was  completed  over  the  southerly 
breakwater  for  a  distance  of  6iS5  linear  feet,  295  feet  of  which — including  the  so-called 
angle  crib — was  30  feet  in  width ;  the  balance  was  16  feet  wide.  In  this  work  were 
secured  the  following  amounts  of  materials :  179,428  feet,  13.  M.,  pine  timber  and  20,709 
pounds  of  wrought-iron  drift  bolts,  as  stated  in  last  years  report. 

Work  under  the  contract  was  completed  on  November  10,  1893,  and  the  contract 
closed. 

I'nder  its  terms  there  were  secured  in  the  work  the  following  materials,  including 
those  mentioned  above  as  having  been  secured  in  place  prior  to  July  1,  1893: 

Pine  timber feet,  B.  M..  774,701 

Pine  plank do 256,760 

Wrought-iron  drift  bolts pounds. .  95, 969 

Wrought-iron  spikes do 18, 070 

Stone cords. .  103, 29 

Piles,  40  feet  long,  in  clumps 56 

Dredge  chain,  in  clumps pounds..  648 

Screw  bolts,  in  clumps do 576 

The  prices  governing  this  contract  were  unusually  low,  viz : 

Pine  timber  in  the  work per  M  feet,  B.  M . .  $26. 00 

Pine  plank  in  the  work do 18. 00 

Wrought-iron  drift  bolts per  pound . .         .  0245 

Wrought-iron  screw  bolts do 04 

Wrought-iron  spikes do 0375 

Wrought-iron  dredge  chain do 12 

Stone per  cord . .      4. 50 

Piles each . .     1 1 .  00 

The  average  cost  per  linear  foot  of  the  different  portions  of  work  built  under  this 
contract  was  as  follows : 


Class  of  work. 


For  work  30  feet  wide,  6  feot  high 
For  work  20  fret  wide,  4  feet  high 
For  work  16  feet  wi<le.  C  feel  high 
CluiupH  of  piles,  each 


Timber 
supers. 


$9.95 
6.85 
5.68 


Stone 
filling. 


$4.34 
2.45 
2.27 


6  by  10  inch 
decking. 

$2.83 
1.86 
1.44 


Total. 


$17. 12 

10.16 

0.39 

89.60 


The  prices  given  are  in  all  cases  for  materials  secured  in  the  work,  and  include,  in 
items  for  timber  superstructure  and  decking,  the  bolts  and  spikes  used.  P*rice8  are 
given  separately  for  timber  work,  decking,  etc.,  that  the  figures  might  be  used  for 
making  estimates  and  to  indicate  the  relative  proportions  of  cost  of  the  different 
parts  of  the  work.  To  make  this  comparison  more  useful  the  items  representing 
cost  of  stcmo  were  made  on  the  supposition  that  the  work  was  filled  to  within  6 
Indies  ot  the  top,  or  level  with  the  upper  faces  of  the  cross-ties,  though  in  fact  but 
little  new  stone  was  found  to  be  required. 

A  separate  table  is  submitted  herewith  which  gives  in  detail  the  distribution  of 
materials  in  each  100-foot  section  of  the  work  under  this  contract,  with  the  total 
cost  of  each  such  section,  and  so  forth. 

The  total  cost  of  the  work  was  considerably  less  than  estimated,  on  account  of  (1) 
that  but  very  little  new  stone  was  required,  and  (2)  that  on  a  portion  of  the  south- 
erly breakwater  the  lower  courses  of  timber  were  in  much  better  condition  than 
expected  and  not  in  need  of  renewal. 

A  deviation  from  the  usual  mode  of  constructing  ends  of  piers  was,  with  your 
approval,  made  at  the  southwesterly  end  of  the  southerly  breakwater  and  at  the 


2132      REPORT   OF   THE   CHIEF   OF   ENGINEERS,  U.  S.  ARMY. 

east  end  of  the  sonth  pier.  The  so-called  horns,  formed  hy  the  extension  of  the  side 
timbers  beyond  the  end  Tvall,  were  left  off,  and  the  necessary  connection  between 
end  and  side  walls  was  made,  as  suggested  and  described  in  last  year's  report.  (See 
Part  IV,  p.  2803,  Chief  of  Engineer's  Report  for  1893.) 

The  work  outhe  southerly  break  water  was  completed  September  26;  that  over  the 
south  pier  on  the  10th  of  November,  when  the  contract  was  closed.  Eight  clumps 
of  piles  were  built  under  the  contract,  viz,  3  at  the  east  end  of  the  south  pier.  Sat 
the  north,  and  2  at  the  southwest  end  of  the  southerly  breakwater. 

As  might  have  been  expected,  the  timbers  in  the  south  pier,  which  was  built  in 
1870,  were  very  much  decayed,  and  more  of  the  work  had  to  be  removed  than  had 
been  anticipated. 

The  total  cost  of  the  work  done  under  the  contract  was  as  follows : 

Superstructure  over  2,500  linear  feet  of  southerly  breakwater $19, 443. 19 

Superstructure  over  1,225  linear  feet  of  south  pier 7, 711. 27 

Eight  clumps  of  i>ilc8 716. 80 

Extra  decking  on  south  pier,  steel  plates,  etc 1, 249. 26 

29, 120. 52 

PRESENT   CONDITION    OF   THE   WORKS. 

The  east-erly  and  southerly  breakwaters  and  the  outer  portions  of  the  north  and 
south  piers,  having  all  lately  been  furnished  with  new  superstructure,  and  the 
greater  portion  with  new  decking,  are  all  in  excellent  condition.  The  inner  portions 
of  the  last-named  piers  are  in  bad  condition,  but  these  being  used,  together  with  the 
adjoining  land,  by  private  parties,  it  has  been  the  policy  of  the  U.  S.  Government 
not  to  expend  any  money  on  their  repairs,  and  no  such  expenditure  is  recommended. 
The  exterior  breakwater,  however,  reciuires  attention.  Not  only  is  a  portion  of  this 
workold  and  decayed,  having  been  built  in  1881  and  1882,  and  unfit  for  a  work  of  snch 
importance  and  such  exceptional  exposure  to  severe  gales,  but  in  the  most  violent 
of  gales  that  have  occurred  for  many  decades,  on  the  18th  of  May  last,  this  break- 
water sustained  severe  damages  in  various  places  throughout  its  whole  length,  which 
are  of  such  nature  that  if  not  repaired  before  very  long  the  damages  will  surely  be 
considerably  increased  in  extent  in  case  of  repeated  stormy  weather.  In  briefl  the 
principal  damages  consist  in  the  general  tearing  off  and  removal  of  most  of  the 
heavy  10  by  12  inch  decking,  the  forcing  outof  large  portions  of  the  southerly  wall  by 
the  overflowing  high  waves,  in  many  places  as  much  as  4  to  6  courses  in  depth,  and 
in  washing  out  of  great  ({uantities  of  the  stone  filling. 

Based  on  a  ])er8onal  inspection  an  estimate  has  been  made  of  the  cost  of  repairing 
this  breakwater,  covering  the  same  with  a  decking  across  its  full  width  and  refilling 
with  stone  wherever  required.  The  estimate  is  made  in  four  difi'erent  parts,  as 
follows: 

1.  Entire  ronewal  of  the  superstructure  over  the  oldest  (middle  portion)  of  the 
breakwater,  2,200  linear  feet  in  length. 

2.  Repair  of  damages,  where  needed,  to  the  part  west  of  middle  section,  a  distance 
of  800  feet. 

3.  Repairs,  in  part,  to  the  portion  eastward,  which  is  badly  damaged  in  several 

J)laoes,  even  on  the  part  built  but  five  years  ago,  in  1889.    This  section  is  2,400  feet  in 
ength. 

4.  Decking  over  the  whole  length  and  width  of  the  breakwater. 

1.  Middle  portion,  2,200  linear  feet: 

897,600  feet,  H.M.,  pine  timber,  at  $28 $25,132.80 

90,000  pounds  drift  bolts,  at  3  cents 2,700.00 

381  cords  of  stone,  at  $6.50 2,476.50 

Total 30,309.30 

2.  Western  portion,  800  linear  feet : 

116,800  feet,  B.  M.,  pine  timber,  at  $28 3,270.40 

12,000  pounds  drift  bolts,  at  3  cents 860.00 

123  cords  of  stone,  at  $6.50 799.50 

Total 4,429.90 

3.  Easterly  portion,  2,400  linear  feet: 

467,200  feet,  B.M.,  pine  timber,  at  $28 13,081.60 

47, 000  pounds  drift  bolts,  at  3  cents 1,410.00 

293  cords  of  stone,  at  $6.50 1,904.50 

T<»tal 16,396.10 
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4.  Decking,  5,400  linear  feet: 

818,000  feet,  B.M.,  pine  decking,  at  $18 $14,724.00 

54,000  pounds  spike,  at  4  cents 2,160.00 

Total 16,884.00 

RECAPITULATION. 

1.  Middle  portion $30,309.30 

2.  Westerly  portion 4, 429. 90 

3.  Easterly  portion 16,396.10 

4.  Decking 16,884.00 

68, 019. 30 
Add  10  per  cent  for  contingencies,  etc 6, 801. 93 

Grand  total 74,821.23 

An  atlas  has  been  prepared,  showing  first  the  location  of  all  the  United  States 
works  of  improvement  in  this  district  on  a  map  of  the  State  of  Illinois,  and  farther 
detail  maps  of  each  of  the  separate  works,  together  with  statements  in  tabular  form 
for  Chicago  and  Calumet  harbors  and  Calumet  River  concerning  the  improvements 
of  these  works,  cross  sections  of  the  various  structures  employed,  data  as  to  when, 
where,  and  how  made,  and  under  whose  direction  as  far  as  has  been  possible  to  ascer-^ 
tain  from  the  reports  of  the  Chief  of  Engineers,  inspectors'  journals,  and  other  avail- 
able sources.  In  connection  with  this  I  have  prepared  a  table,  respectfully  submitted 
herewith,  which  gives  a  comparison  of  the  cost  per  100  linear  feet  of  all  the  different 
structures  used  in  this  harbor,  cross  sections  of  which  are  shown  thereon.  To  make 
the  comparison  practicable,  the  computation  has  been  made  for  the  uniform  height 
of  20^  feet  above  the  lake  bottom,  and  the  estimate  of  cost  has  been  based  on  a  uni- 
form price — one  considered  fair  and  safe  for  estimates — for  each  kind  of  material. 

Percentages  of  the  cost  of  each  of  the  materials,  as  compared  with  cost  of  the 
structure  as  a  whole,  are  also  given.  It  is  expected  that  this  table  will  be  found 
useful  in  preparing  approximate  estimates  of  cost  of  proposed  work. 

The  U.  S.  light-house  at  the  mouth  of  the  river  on  the  north  pier,  which  was  erected 
in  or  about  the  year  1865,  is  being  removed  from  here  by  the  U.  S.  Light-House 
Board  to  Twin  River  Point,  Michigan. 

Being  an  old  established  landmark,  and  its  exact  location  accordingly  of  value 
and  interest,  I  have,  in  compliance  with  your  orders,  made  a  minute  survey  of  the 
site  on  which  it  is  located  (originally  a  pier  bead  built  in  the  lake  in  1859),  with  the 
keeper's  dwelling,  which  is  to  remain  thereon. 

On  the  sketch  made  from  this  survev  and  submitted  herewith  are  shown  three 
reference  points  (constructed  as  de8cri1)ed  below),  in  their  relative  positions  with 
reference  to  the  center  of  the  light-house  tower,  at  wblch  point  a  similar  mark  will 
be  established. 

Each  of  said  reference  marks  was  made  as  follows  (see  sketch  herewith) : 

A  hole  was  made  in  the  ground  deep  enough  to  place  a  small  board  flat  at  its  bot- 
tom and  with  the  top  surface  thereof  at  mean  low-water  level  of  Lake  Michigan  (1.8 
feet  above  Chica^jo  city  datum).  Two  sewer  pipes,  of  6  inches  inside  diameter,  were 
then  placed  vertically  one  above  the  other  on  top  of  the  board.  The  natural  ground 
around  the  bottom  was  packed  down  and  a  ring  of  concrete  (1  part  Portland  cement 
and  2  parts  sand)  was  placed  around  the  bottom  of  the  pipe  to  fix  its  position.  A 
plumb-bob,  made  from  a  quart  bottle  filled  with  wet  sand  and  suspended  by  means 
of  a  copper  wire  through  its  cork  from  a  tripod,  wasso  placed  as  to  pass  through  the 
sewer  pipe  to  the  bottom,  the  wire  forming  an  absolute  plumb  line  inside  thereof. 
To  make  sure  of  this  being  so  the  bottom  of  tbe  bottle  was  surrounded  with  grout 
to  prevent  oscillation.  A  ory  mixture  of  cement  (1  part)  and  fine  sand  (2  parts)  was 
then  carefully  sifted  down  into  the  pipe  until  this  was  nearly  full,  when  water  was 
poured  over  it  and  allowed  to  pass  through  the  composition. 

When  the  concrete  was  saturated  the  pipe  was  filled  to  top  and  a  ring,  about  3 
feet  in  diameter,  of  the  same  material  formed  around  the  top  of  the  pipe.  A  small 
nipple  of  cement  was  formed  around  the  wire,  to  indicate  its  place.  The  wire  was 
then  cut  off  close  to  the  nipple. 

The  holes  in  the  ground  around  the  points  were  next  filled  up,  the  sand  used  therefor 
being  saturated  with  water  to  pack  well,  and,  after  the  cement  had  set,  observations 
were  made  to  obtain  angles  ana  distances  determining  the  relative  positions  of  these 
points  to  the  center  of  the  tower,  etc.,  as  indicated  on  the  sketch. 

The  center  of  the  tower  has  been  indicated  as  '*  Point  1,"  and  will  be  marked  by  a 
single  copper  wire  (No.  16).  Point  2  has  a  copper  wire  or  cord  made  of  two  strands 
(of  Ko.  20  wire).  Nos.  3  and  4  have  respectively  three  and  four  strands  of  wire  of 
the  same  number. 
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There  will  be  no  opportnnity  to  establish  Point  No.  1  until  the  beginning  of  nert 
month,  after  the  tower  h;ui  been  removed. 

A  portiim  of  a  wreck  of  one  of  the  vessels  foundered  in  the  gale  of  May  18  last  is 
lying  at  a  point  1)30  feet  south  by  240  feet  west  from  the  southwest  corner  of  the 
southerly  breakwater  and  nearly  in  the  line  taken  by  smaller  vessels  entering  the 
out-or  basin  from  tlie  south. 

The  followin*jf  maps  and  drawings  are  respectfully  submitted  with  this  report: 

1.  A  general  niup  of  the  harbor  and  vicinity. 

2.  A  table  showing  distribution  of  materials  in  the  rebuilding  of  superstructure 
over  the  southerly  breakwater  and  the  south  pier. 

3.  A  table  showing  cross  sections  of  the  dift'erent  structures  used  in  the  piers  and 
break wat<'rs  of  this  harbor,  and  the  comparative  cost  of  the  same. 

4.  Ski^tch  showing  the  li<i^ht-hou8e  site. 

5.  JSketch  showing  the  manner  of  constructing  the  reference  points  for  locating 
the  center  of  the  liglit-house  tower. 

Mr.  Axel  Fahlstroui  acted  in  a  very  satisfactory  manner  as  inspect-or  at  the  build- 
ing of  the  superstructure. 

I  am,  captain,  very  resi)e<.'tfully,  your  obe<Iient  servant, 

G.  A.  M.  LlT-fENCRANTZ, 

Assistant  Engineer, 
Capt.  \V.  L.  Marshall, 

Corps  of  Engineers  J  l\  S.  A. 


Table  showing  in  detail  the  distribution  of  maieriah  in  rebuilding  superstructurey  Chioago 

Harbor,  JS93. 

SOUTHERLY  BKEAK WATER. 


Dctnil  84*ctioiifi. 


Siilo  tiiiili^TH. 


Crotin-ticA. 


BlfM'kn. 


1. 
2. 
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10. 
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I'J. 
13. 
14. 
15. 
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15.600 

15,252 

11,148 
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26 
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4. 

4. 

4, 

5. 

4, 

4, 

4. 

4. 

4. 

4. 

4. 

4. 

4. 

4, 

4. 

4. 

4, 

4. 

4. 

4. 

4, 


700 
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4!H) 
320 
160 
160 
160 
280 
KH) 
160 
160 
160 
KM) 
160 
100 
16<J 
160 
160 
KM) 
16i) 
KM) 
160 
164) 
160 
16«) 


Xo. 
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2  ! 


•> 


Feet, 

n.M. 


Loiigitiulinala. 


Linear  ^o.  of 


feet. 


3  !        840 


560 


280  I 


scarf. 
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39 
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■JOO 

20 
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400 

26 
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HOtTTH  PIER. 
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BM 

8«7 

8II0 
80* 

affl 

111  be™. 
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Beading 8  of  the  gauge  at  Chicago,  lU.,  1893. 
[Plane  of  reference:  Chicago  city  datum.    Low  water  of  1847.] 


Day. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

1 

Feet. 

0.20 

0.07 

0.23 

0.00 

0.50 

0.07 

0.17 

—0.10 

0.43 

0.07 

0.10 

0.27 

0.17 

0.13 

0.10 

0.67 

—0.13 

—0. 13 

—0. 23 

—0.50 

-0.23 

—0.33 

-0.20 

—0.33 

0.00 

-0.13 

0.17 

0.17 

0.13 

0.17 

0.23 

Feet. 

0.40 

0.30 

0.17 

—0.17 

0.20 

0.50 

—0.30 

—0.30 

0.27 

0.06 

—0.13 

—0.13 

0.10 

—0.13 

0.07 

0.20 

0.50 

0.00 

0.97 

—0.10 

—0.13 

—0.03 

—0.20 

—0.07 

—0.13 

—0.03 

0.00 

0.67 

Feet. 
—0.30 
—0.13 
0.13 
0.43 
0.20 
—0.33 
—0.23 
0.13 
0.20 
0.13 
—0.10 
0.13 
0.30 
1.00 
0.30 
0.33 
0.27 
0.20 
0.17 
0.13 
0.13 
0.53 
0,27 
—0.30 
0.27 
0.33 
0.43 
0.40 
0.30 
0.07 
0.30 

Feet. 
0.10 
0.07 
0.48 
—0.03 
0.23 
0.53 
—0.33 
—0.07 
0.30 
0.30 
0.47 
0.33 
0.28 
0.60 
0.50 
0.10 
0.47 
0.47 
0.80 
0.97 
0.70 
0.70 
0.40 
0.70 
1.27 
0.77 
0.47 
0.73 
1.03 
1.13 

Feet. 
0.43 
0.67 
0.73 
0.73 
0.73 
0.53 
0.53 
0.90 
0.93 
0.83 
0.60 
0.83 
0.97 
0.77 
1.00 
0.93 
0.90 
0.83 
0.83 
0.80 
0.73 
0.83 
0.70 
0.87 
1.20 
1.33 
1.40 
1.10 
0.97 
1.23 
1.53 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

21 

23   

24 

25 

27 

29 

31 

Mean .. 

0.05 

0.09 

0.17 

0.48 

0.88 

June. 


Feet. 
1.60 
1.20 
1.07 
1.30 
1.27 
1.10 
1.07 
0.93 
0.97 
1.27 
1.30 
1.20 
1.20 
1.83 
1.47 
1.23 
1.17 
1.13 
1.23 
1.37 
1.40 
1.03 
1.13 
1.10 
1.20 
1.17 
1.20 
1.30 
1.47 
1.50 


1.23 


July. 


Feet. 
1.37 
1.30 
1.23 
1.17 
1.33 
1.64 
1.43 
1.53 
1.00 
1.23 
1.33 
1.30 
1.23 
1.47 
1.04 
1.57 
1.53  I 
1.57  ! 
1.57  1 
1.53  •' 
1.37 
1.17 
1.30 
1.33 
1.23 
1.34 
1.33 
1.23 
1.24 
1.33 
1.47 


Aug. 


Feet. 
1.30 
1.43 
1.23 
1.14 
1.63 
1.63 
1.40 
1.20 
1.33 
1.20 
1.37 
1.50 
1.40 
1.30 
1.37 
1.20 
1.20 


1.35 


20 
53 
33 
27 
18 
1.13 
1.17 
1.23 
1.13 
1.17 
1.53 
1.50 
1.27 
1.10 


1.31 


Sept. 


Feet. 
1.07 
1.08 
1.27 
0.90 
1.23 
1.30 
1.17 
1.20 
1.20 
1.13 
1.30 
1.27 
1.20 
1.03 
0.97 
0.80 
0.63 
0.73 
0.93 
1.07 
0.80 
1.03 
1.10 
1.03 
0.80 
0.57 
0.73 
0.77 
0.60 
0.80 


Oct. 


Feet. 
0.80 
0.73 
0.70 
0.77 
0.77 
0.48 
0.67 
0.67 
0.70 
0.80 
0.80 
1.00 
0.90 
0.97 
0.53 
0.47 
0.57 
0.83 
0.73 
0.83 
0.87 
0.67 
0.67 
0.77 
0.73 
1.08 
0.78 
0.80 
0.90 
0.60 
0.10 


1.01  1    0.73 


Nov. 

Dec. 

Feet. 

Feet. 

0.33 

0.07 

0.53 

0.39 

0.44 

0.70 

0.43 

—0.07 

0.37 

-0.07 

0.40 

—0.03 

0.57 

-0.03 

0.40 

0.00 

0.63 

0.13 

0.50 

0.03 

0.50 

0.17 

0.30 

0.17 

0.47 

0.03 

0.38 

0.00 

0.13 

0.07 

0.13 

0.68 

0.33 

0.37 

0.27 

-0.23 

0.37 

0.47 

-0.17 

—0.33 

0.33 

-0.33 

0.33 

0.20 

0.37 

-0.07 

0.37 

0.50 

0.03 

0.83 

0.07 

0.33 

0.40 

0.07 

0.37 

—0.10 

0.40 

0.37 

0.23 

0.50 

....... 

0.20 

0.34 

0.16 

COMMERCIAL   STATISTICS. 


Amount  of  revenue  collected  during  fiscal  year,  $5,899,786.80. 

Arrivals  and  clearances  of  vessels. 


Steam 

Sail 

Total 


A] 

rrived. 

Cleared. 

No. 

5,052 

2,636 

Torn. 
3, 809, 134 
802. 319 

No. 

5,064 

2,630 

Tons. 
3.927,005 
830,896 

7,688 

4, 611, 453 

7,604 

4,758,501 

Receipts  and  shipments  by  lake  during  calendar  year  189S,  Chicago  Harbor, 


Receipts. 


Tons. 


Coal 

Iron 

Stone  and  marble 

Fish 

Lumber,  wood,  etc 

Flour,  salt,  sugar,  and  sirup 

Cement  and  pmster 

Potatoes 

CoflFee  and  tea 

Grain 

Miscellaneous  merchandise. 
Hardware,  nails,  etc 

Total 


1, 346. 274 

8,608 

16,381 

6,184 

2, 673, 847 

190,  624 

61.  557 

12, 015 

4,290 

5,121 

613,  325 

35,264 


4, 978, 490 


Shipments. 


Flour 

Grain 

Lard 

Meats 

Lead 

Oil  and  oil  cake 

Hay 

Iron   

Sugar  and  sirup 

Seed 

Coal 

Miscellaneous  merchandise 

Total 


Tons. 


156, 519 

2,267,731 

19,082 

2.403 

101, 767 

22,398 

1,951 

3,655 

15,951 

131,002 

4,749 

258.265 


2, 985, 473 
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K  K  2. 

IMPROVEMENT  OF   CALUMET  HARBOR,  ILLINOIS. 

The  object  of  this  work  is  to  provide  a  deep  entrance  to  Calumet 
River  and  the  port  of  South  Chicago,  111. 

This  is  etlected  in  the  usual  manner  by  dredging  a  channel  and  pro- 
tecting the  dredged  area  by  parallel  piers,  300  feet  apart,  projecting 
into  the  lake  from  the  river's  mouth. 

Condition  of  the  icork  June  30,  lt<94. — Work  was  begun  on  this  harbor 
in  1870,  and  at  the  beginning  of  the  fiscal  year  2,0:i0  linesir  feet  of  the 
south  pier  and  3,040  linear  feet  ot  the  north  pier  had  been  constructed, 
which  completed  the  existing  project  as  far  as  pier  work  is  concerned, 
but  the  south  pier  should  be  prolonged  800  feet  to  protect  the  channel 
from  drifting  sands. 

On  account  of  the  present  urgent  necessity  for  maintaining  the  work 
already  done  by  i)roper  renewals  of  decayed  parts,  no  project  for  fur- 
ther extending  the  work  has  been  submitted,  )mt  the  estimates  herein 
submitted  are  for  maintenance  only. 

At  the  beginning  of  the  liscal  year  a  contract  was  in  force  with 
the  Wisconsin  Dredge  and  Dock  Company,  of  Manitowoc,  Wis.,  for 
rebuilding  superstructure  over  000  linear  feet  of  the  north  pier  and 
over  700  linear  feet  of  the  south  pier,  and  for  the  construction  of  about 
320  linear  feet  of  i)ile  revetment  at  the  westerly  end  of  the  south  pier. 
All  the  su]>erstructure  under  this  contract  had  been  completed  and 
there  remained  to  be  done  only  the  pile  revetment.  This  was  com- 
pleted during  the  year,  but  its  length  was  reduced  to  28(>  feet,  as  the 
remainder  of  it  had  been  dime  by  a  private  corporation  in  connection 
with  their  slip. 

The  channel  is  still  in  good  condition  and  equal  at  present  to  the 
demands  upon  it  in  depth  and  width;  but  the  piers  in  great  part  are 
in  a  bad  condition:  more  than  1,800  linear  feet  of  pier  work  is  rotten 
and  falling  to  i)ieces,  and  about  half  as  much  more  in  need  of  early 
renewal.  There  are  also  two  places  where  the  i)iers  have  been  dam- 
aged by  collision  necMling  repair. 

Although  the  universal  depression  of  the  past  year  has  resulted 
in  a  diminution  in  tonnage  resorting  to  this  harbor  during  the  past 
year,  there  is  an  unmistakable  increase  in  the  importan(;e  and  magni- 
tude of  interests  depend(Mit  on  marine  transportation  seeking  locations 
at  South  Chicago.  JS(»veral  large  grain  elevators  have  been  constructed, 
and  others  are  now  in  process  of  construction.  When  all  of  the  ele- 
vators now  piqjeeted  are  (•on)i)leted  it  is  estimated  that  their  capac- 
ity will  be  13,000,000  bushels.  The  lumber  and  coal  distributive  busi- 
ness  is  also  increasing.  This  harbor  is  one  of  the  most  commodious  on 
Lake  .Michigan  and  can  be  deepened  readily  to  meet  the  requirements 
of  the  20  foot  channel  between  Duluth,  Chicago,  and  Buffalo.  It  is  at 
the  mouth  of  the  Calumet  liiver,  which  may  he  cheaply  improved  to 
almost  any  extent  demanded  without  interference  with  existing  con- 
structions, and  it  is  conlidently  expected  that  the  demand  for  increased 
depths  of  channels  at  the  city  of  Chicago  will  be  met  at  the  Calumet. 
This  harbor  and  i)ort  is  now  within  the  city  limits  of  Chicago,  and  the 
local  jealousies  that  have  retarded  its  development  may  reasonably  be 
expected  to  rapidly  subside. 
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PROPOSED  APPLICATION  OF  FUNDS  REQUIRED  FOR  THE  FISCAL  YEAR 

ENDING   JUNE   30,  1896. 

It  is  proposed  to  apply  the  funds  now  on  hand  and  those  required 
for  the  fiscal  year  ending  June  30,  1896,  to  rebuilding  superstructures 
over  the  piers  and  to  maintaining  in  good  condition  the  works  pro- 
tecting the  entrance  to  Calumet  Kiver.  It  is  important  that  the  south 
pier  be  extended  at  least  800  linear  feet  to  protect  the  channel  against 
drifting  sands,  and  that  an  outer  breakwater  be  constructed  to  shelter 
the  space  in  front  of  the  ends  of  the  piers  to  allow  vessels  to  enter  the 
river  during  storms,  but  these  works  are  less  urgent  than  the  needs  of 
the  existing  construction. 

As  soon  as  the  existing  works  can  be  put  in  good  order,  estimates 
will  be  submitted. 

Money  statement. 

July  1,  1893,  balance  unexpended $10,380.94 

June  30,  18SU,  amount  expended  during  fiscal  year 4, 243. 24 

July  1,  1894,  balance  unexpended 6, 137. 70 

July  1,  1894,  outstanding  liabilities 104. 44 

July  1,  1894,  balance  available 6, 033. 26 

I  Amount  (estimated)  required  for  maintenance 30, 000. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896    30, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


Expenditures  J  or  fiscal  yecrr  1894. 

Rebuilding  superstructure  north  and  south  piers  and  repair  of  revetment  at  westerly 
end  of  south  pier: 

Contractor's  estimates $3, 339. 07 

Services  of  assistant  engineer 600. 00 

Services  (ofiice) 150.00 

Services  of  watchman 60. 00 

Office  supplies,  telephone  service,  ice,  gas,  etc 61. 64 

Street-car  tickets 10. 00 

Fuel  for  office 11.00 

Traveling  expenses 11.  90 

Shingles .(>3 

Total 4,243.24 


Abstract  of  contracts  for  improving  Calumet  Harbor^  IllinoiSj  in  farce  during  the  fiscal 

year  ending  June  30,  1893. 


Name  and  address  of  contractor. 


Wisconsin  Dredtio  and  Dock  Co., 
Manitowoc,  Wis. 


Nature  of  contract. 


Rebuilding  superstructure,  1,600  lin- 
ear feet  and  320  linear  feet  of  Hheet 
piUng. 


Date. 


Oct.  28, 1892 


To  expire — 


Dec.     1.1803 


Completed  October  17,  1893. 
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report  of  mr.  g.  a.  m.  liljencrantz,  assistant  engineer. 

United  States  Engineer  Officb, 

Chicago f  111.,  June  SO,  1894. 

Captain  :  I  hare  the  honor  to  sabmit  herewith  a  report  on  operations  in  Calumet 
Harbor,  Illinois,  during  the  fiscal  year  ending  June  30,  1894. 

On  the  1st  of  July,  1893,  there  was  one  contract  in  force  for  work  of  improving 
Calumet  Harbor,  Illinois,  by  rebuilding  the  superstructure,  4  courses  in  heigiit,over 
900  linear  fcc^t  of  the  north  pier  and  over  700  linear  feet  of  the  south  pier,  in  all  1600 
linear  feet,  and  by  the  construction  of  about  320  linear  feet  of  sheet  piling  in  front 
of  the  old  plank  beam  revetment  at  the  inner  or  westerly  end  of  the  south  pier. 

The  contract  was  entered  into  with  the  Wisconsin  Dredge  and  Dock  Company,  of 
Manitowoc,  WIh.,  the  lowest  responsible  bidders,  on  the  28th  of  October,  1892. 

Work  under  the  contract  commenced  on  the  21st  of  November,  1892,  and  all  the 
superstructure  was  completed  before  the  close  of  that  fiscal  year,  or  on  the  20th  of 
May,  1893,  and  was  fully  accounted  for  in  last  year's  report. 

The  construction  of  the  sheet  piling  at  the  south  pier  was  commenced  on  the  lOtk 
of  May,  1893,  but  its  progress  was  long  delayed  by  the  inability  of  the  contractors 
to  secure  the  necessary  plank  for  sheet  piling.  It  was,  however,  completed  one  and 
one-half  months  before  the  time  fixed  for  the  ex})iration  of  the  contract,  or  on  the 
14th  of  October,  1893. 

The  projected  length  of  the  new  sheet  piling  was  320  feet,  but  only  286  were  found 
to  bo  re(iuirod,  the  Calumet  and  Chicago  Canal  and  Dock  Company  having  built  the 
balance  in  connection  with  the  corner  for  their  dock,  forming  the  easterly  part  of 
their  slip. 

The  total  amount  expended  for  material  and  work  under  this  contract  was  as  fol- 
lows: 

308,819  feet,  B.  M.,  pine  timber,  at  $27 $8,338.11 

30,585  feet,  B.  M.,  oak  timber,  at  $45 1,376..')2 

36,747.8  pounds  iron  driftbolts,  at  3  cents 1,102.44 

525  pounds  iron  spikes,  at  3.9  cents 20. 47 

6,025  pounds  iron  tie-rods,  at  5  cents 301. 25 

51  white-oak  nilcs,  at  $9 459.00 

545  cubic  yaras  of  dredging,  at  20  cents 109. 00 

Total i.  11,706.59 

This  amount  was  distributed  in  the  different  parts  of  the  work  as  follows: 

900  linear  feet  of  superstructure,  north  pier $5, 191. 74 

700  linear  feet  of  superstructure,  south  pier 4, 105. 51 

286  linear  feet  of  sheet  idling 2,300.34 

545  cubic  yards  of  dredging,  at  20  cents 109. 00 

Total 11,706.59 

This  gives  the  average  cost  per  linear  foot  of  the  different  works: 

Superstructure: 

North  pier per  linear  foot.  $5. 77 

South  pier do 5.86 

Sheet  piling do 8.04 

The  prices  for  the  superstructure  do  not  include  stone,  as  there  was  no  stone 
required  beyond  what  was  already  in  the  piers. 

The  contract  was  closed  and  the  last  estimate  for  payment  was  submitted  on  the 
16th  of  October,  1893. 

I'KESENT   CONDITION   OF   TllK   WORKS. 

The  damages  done  to  the  north  pier,  as  reported  last  year,  have  not  been  repaired. 
This  should  DO  done. 


The  sheet  piling  built  in  front  of  the  old  plank-beam  revetment  at  the  innsr  end 
of  the  north  pier  is  now  in  bad  condition  and  needs  rex)air  or  rather  renewal  before 
long. 

When  this  is  done  I  believe  it  would  be  to  the  best  advantage  if  the  whole  of  both 
the  now  decaying  sheet  piling  and  the  old  plank-beam  revetment  were  entirely 
removed,  together  with  the  stone  filling,  and  new  sheet  piling  built  on  the  original 
dock  line,  to  wit,  the  river  face  of  the  plank  beam,  as  it  is  next  to  impossible  to 
set'ure  a  row  of  piling  in  good  alignment,  and  well  driven,  as  long  as  the  old  work 
with  a  great  (luantity  of  stone  at  the  bottom  remains  in  place.  This  was  demon- 
strated at  last  year's  work  on  the  south  pier.    About  1,500  linear  feet  (1,300  feet  on 
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the  north  and  200  on  the  south  pier)  of  superstructure  is  in  need  of  renewal.    There 
will,  however,  not  be  needed  more  than  50  cords  of  new  stone  in  all  for  both  the 
piors. 
The  comparative  condition  of  the  piers  is  about  as  follows: 


Condition  of  the  -works,  etc. 


In  good  condition 

In  fair  condition 

In  bad  condition 

In  worthless  condition 

Kemoved  for  huilding  slips 

Total 


Total. 


Lin. feet.   Lin.  feet. .  Lin. feet. 


2,186 
648 
900 

1,571 
355 


5,660 


The  channel  is  at  present  in  good  condition,  but  will  rapidly  fill  up  unless  the  south 
pier  is  extended  further  out  into  tbe  lake.  This  should  be  done  for  a  distance  of  not 
less  than  800  feet,  as  there  is  very  shallow  water  along  the  line  of  extension  of  this 
pier,  and  southerly  and  southeasterly  winds  wash  the  sand  from  this  shallow  part 
into  the  river  channel. 

Filling  up  of  this  channel  is  undoubtedly  also  done  by  the  dumping  of  materials 
(dredged  by  private  parties)  directly  opposite  the  mouth  of  the  harbor  at  times 
wherf  there  is  no  inspector  or  other  representative  emjjloyed  at  this  place. 

ESTIMATE   OF   WORK   NEEDED  IN   THIS   HARBOR. 

The  estimate  submitted  in  last  year's  report,  none  of  the  work  therein  proposed 
having  been  done,  may  be  here  repeated,  viz : 

Extension  of  south  pier  800  linear  feet,  at  $60 $48,000 

1,837  linear  feet  new  superstructure,  at  $12 22, 044 

Repairs  of  damages  to  piers 156 

Total 70,200 

Add  10  per  cent  fur  contingencies,  etc 7, 020 

Grand  total 77,220 


GENERAL   REMARKS. 

About  600  linear  feet  of  the  elevated  walk  on  the  north  pier  is  now  of  no  use  what- 
ever, as  for  this  distance  there  is  land  adjoining  the  pier  on  the  north  side.  It  is 
also  partly  burnt,  from  sparks  scattered  by  passing  tugs  and  locomotives,  and  partly 
rotten  from  age.  This  is  mentioned  because  of  said  structure  being  in  the  way  when 
the  proposed  renewal  of  the  superstructure  is  to  bo  made. 

The  office  building  (and  boatbouse)  has  just  been  repaired,  which  was  very  much 
needed,  the  structure  being  about  to  tumble  down,  owing  to  the  fact  that  the  bot- 
tom sills  on  which  the  building  rested  had  become  so  decayed  that  the  greater 
portion  thereof  had  to  be  "shoveled"  out  when  new  sills  were  put  in. 

The  following  maps,  etc.,  are  respectfully  submitted  with  this  report: 

1    General  map  of  the  harbor  and  vicinity. 

2.  Table  showing  distribution  in  detail  of  materials  in  rebuilding  superstructure 
over  north  and  south  piers  in  1893. 

Mr.  Axel  Fahlstrom  has  faithfully  performed  the  duties  of  inspector  at  the  con- 
struction of  pier  work  of  the  year. 

I  am,  captain,  very  respectfully,  your  obedient  servant, 

G.   A.  M.    LlLJENCRANTZ, 

AssUtant  Engineer, 
Capt.  W.  L,  Marshall, 

Corps  of  Engineers,  U,  S,  A, 
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Table  showing  in  detail  the  distrihution  of  materiah  In  rehnildtng  guperstruetwe,  Calmmsi 

Harbor,  1893,  four  courses  high, 

SOUTH  PIER. 


1. 
2- 
3. 
4. 
5. 
6. 
7. 


Detail  sections. 


No. 


Lenj^th. 


Side  timbers.  I  Cross- ties 


Linear    Feet,    It^.v 
feet.      B.M.     ^" 


Feet. 

100 

668 

100 

728.5 

100 

800 

100 

800 

100 

813 

100 

800 

100 

821 

8,010 
8,  742 
9,600 
9.600 
9,756 
9.600 
9,852 


Feet, 
B.M. 


25 
24| 
26 
26 
32 
26 
25 


Total . .             700  5, 430. 5i    65, 166,  184 
Average  for  soutli  pier 


Blocks. 


No. 


5,000 
4,800 
5,200 
5,200 

6,400; 

5,200 


5,000 


36,800i 


Feet, 
B.M. 


540 


Longitudinals. 


Lin- 
ear ft. 


No.  of 
scarfs. 


200 
400 
400 
400l 
232 
400 
400 


9 
12 
13 
13 
12 
13 
12 


540;  2, 4321 


84 


Feet, 
B.  Al« 


Shim- 
mings. 


Feet, 
B.M. 


2,120 
4,160 

4. 173. 3 
4,173.3 
2.480 

4. 173. 4 
4,160 


Totals. 


Feet. 
B.M. 


25,440 


2,446; 

1, 119. 

1,048 

80 

662 

112 


5.457 
779.6 


Ik'tail  secfions. 


No. 

Length. 

1     

Feet. 
100 

2 

100 

3 

100 

4 

100 

5 

100 

6 

loo 

7... --- 

1(^ 

Total 

700 

Wronghtiron  drift Iwlts 


No.  32. 


246 
216 
206 
209 
226 
206 
206 


No.  20.  I  Pounds. 


74 
77 
91 
78 
99 
72 
72 


Average  for  south  pier 216. 4 


563 
80.4 


2,628.4 
2. 375. 2 
2, 363. 6 
2,317.8 
2,588.4 
2. 257. 2 
2,257.2 


16, 787. 8 
2.398.2 


18,122 
18,821 
20,021.3 

19. 053. 3 
19,288 

10. 085. 4 
10. 012 

133,403 
10, 058 


Coat. 


$568.14 
570.43 
611.40 
583.07 
608.43 
683.02 
581.03 


4. 105.  61 
680.60 


NORTH  PIER. 


Detail  seotioiiH. 


No. 


Length. 


Feet. 


Side  timbers. 


Lin«"ar    ; 
feet,      i 


Koet. 
B.M. 


('r«>HH-tics. 
No. 


100 

KM) 
100 
100 
KM) 
100 
100 
100 
100 

700 

772.  r> 

7(K) 

783 

800 

•    8(K) 
800 

800 

842 

Total 

900 

6. 997.  5 

1 

8,400 

9,270 

8,400 

9,  306 

9,  (JOO 

9,000 

9.  600 

9.600 

26 

24; 

26' 
26{ 
24 
261 
2.') 
26 
10,  I04I     24 


Fe<'t, 

B.M. 

r),200 

4,  800 

5, 200 

5.  200 

4.8(N) 

5,200 

5,000 

.'>,  2(K» 

4,8(K) 

Longitudinals. 


Lin- 
ear ft. 


400 
400 
400 
'M2 
400 
400 
400 
400 
400 


No.  of  I     Feet, 
scjirfs.l     B.M. 


12 
12 
13 
13 
12 
13 
12 
13 
12 


4,160 
4,160 
4, 173.  3 
3, 593. 3 
4,160 
4.173.4 
4,160 
4, 173.  3 
4,160 


Shim- 
mings. 

Feet, 
B.M. 


1,244 

1,000 

1,016 

310 

120 

160 

50 

40 

40 


Totals. 


Feft. 
B.M. 


19.004 
19.230 
18.  780. 3 
18, 499. 3 
18.080 
19. 133.  4 
18, 810 
10.013.8 
19.104 


Avera;:e  for  north  ])Ier  . 
Average  for  both  piers. 


83,970   227     45,4001  .3,  r>42!        H*^     36,913.3 


3. 980  170. 263. 8 
442.2  18,018.1 
589.8   18,079 


Detail  sections. 
No. 


1, 

2 

3 

4 

5 

6 

7, 

8. 

9 


Total 

Average  for  north  pier 

Average  for  both  ])ier8 1      208. 2 


WroHglit-iron  drift  ImUh. 


Length.     No.  32. 


Feet. 


100 
100 

loo: 

100 
100 
100 
100, 

looj 

100 
900    1. 


214 

190 

170 

103 

200 

206 

*^206 

*206 

*225 

816 
201. 


No.  20.     Pounds. 


88 
90 
112 
88 
72 
72 
72 
72 
72 


738 
82 
81.3 


2,418.8 
2,214 
2. 157. 2 
2.  229. 8 
2, 257. 2 
2, 257. 2 
2, 051. 2 
2,051.2 
2,184.2 

19,820.8 
2. 202.  3 
2,288     ' 


Cost. 


$585.  er 

685.63 
572.03 
566.37 
572.07 
584.32 
569.41 
574.00 
581.38 


S.IOLTl 
576.88 
58L06 


*  About  half  of  these  wore  7-pound  bolts. 
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COMMERCIAL  STATISTICS. 


Amount  of  revenue  collected  at  nearest  port  of  entry  (Chicago)  during  fiscal  year, 
$5,899,786.86. 

Arrivals  and  clearances  of  vessels. 


Cleared. 


Tons. 
494,203 
56, 941 


Receipts  and  shipments  by  lake  during  the  calendar  year  1893. 

RECEIPTS. 

Tons. 

Coal 117,602 

Iron  and  iron  ore 350, 725 

Cement  and  plaster 17, 433 

Salt 56,445 

Lumber,  etc 95,473 

Miscellaneous 50,000 

Total 687,678 

SHIPMENTS. 

Coal.... 100 

Grain 213,382 

Steel  rails 2,237 

Total 215,719 


K  K  3, 

IMPROVEMENT  OF  CALUMET  RIVER.  ILLINOIS  AND  INDIANA. 

The  object  of  this  work  as  far  as  yet  authorized  is  to  secure  a  chan- 
nel 16  feet  deep  below  United  States  harbor  datum  or  ordinary  low- 
water  in  Lake  Michigan,  and  200  feet  wide  at  bottx)m,  from  the  mouth 
of  the  river  to  one-half  mile  east  of  Hammond,  Ind.,  to  increase  the 
facilities  for  handling"  the  rapidly  growing  commerce  of  this  region  and 
to  aft'ord  relief  to  the  overcrowded  port  of  Chicago. 

The  history  of  the  work  is  given  in  previous  reports  of  the  Chief  of 
Engineers  prior  to  1890;  and  a  resume  of  the  provisions  of  the  river 
an<l  harbor  acts  of  July  5,  1884,  August  5,  1880,  and  August  11, 1888, 
under  which  work  was  inangiirated  on  this  river,  will  be  found  on  p. 
2142,  Keport  of  the  Chief  of  Engineers  for  IS89. 

Although  the  project  contemplates  the  ultimate  attainment  of  10 
feet  depth  of  navigation  over  a  width  of  200  feet  from  the  mouth  of 
the  Calumet  River  at  Calumet  Harbor  to  a  i)oint  one-half  mile  east  of 
Hammond,  Ind.,  it  will  be  seen  from  the  acts  cited  that  this  stretch  has 
heretofore  been  divided  into  twovsections: 

(1)  From  the  mouth  to  the  forks  of  Calumet  River. 

(2)  From  the  forks  of  the  Calumet  (outlet  to  Calumet  Lake)  to  one- 
half  mile  east  of  Hammond,  Inch 

On  the  second  section  only  desultory  work  has  been  done  by  direc- 
tion of  Congress,  which  work  has  been  worse  than  useless,  as  the 
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channels  excavated  have  been  filled  up  rapidly  by  slanghterhoase 
refuse  and  filth  from  mannfactnring  establishments  and  solid  matter 
from  the  sewage  poured  into  this  dead  stream.  ^ 

On  the  first  section  systematic  work  has  been  carried  on,  and  up  to 
the  close  of  the  fiscal  year  ending  June  30, 1894, 1,558,950  cubic  yards 
of  material  had  been  removed  from  the  channel,  making  a  complete 
channel  3  miles  and  3,340  feet,  to  the  full  width  of  200  feet  at  bottom 
and  16  feet  in  depth,  with  the  exception  of  about  9,000  cubic  yards, 
more  or  less,  of  hardpan  and  rock  still  to  be  removed  over  a  short  sec- 
tion near  One  hundred  and  thirteenth  street. 

At  the  close  of  the  fiscal  year  ending  June  30, 1893,  there  were  in 
force  two  contracts  dated  October  28, 1892,  with  the  Sheboygan  Dredge 
and  Dock  Company,  of  Sheboygan,  Wis.,  for  dredging  400,000  cubic 
yards  below  the  Forks  at  10.7  cents  per  cubic  yard;  the  other  with  the 
Wisconsin  Dredge  and  Dock  Company,  Manitowoc,  Wis.,  for  dredging 
90,000  cubic  yards  above  the  Forks,  at  13.7  cents  per  cubic  yard. 

Both  contracts  were  completed  during  the  year;  400,534  cubic  yards 
were  dredged  under  the  former  contract,  of  which  101,632  cubic  yards 
were  from  the  channel  dredged  in  previous  years,  which  had  filled  up 
to  a  great  extent  after  the  floods  of  June  and  July,  1892;  under  the 
second  contract  91,962  cubic  yards  were  dredged  from  the  channel 
above  the  forks. 

Upon  the  termination  of  the  contract  below  the  forks  many  com- 
plaints were  received  that  the  filling  in  of  the  lower  river,  noticed  in 
the  last  annual  report,  was  obstructing  navigation  by  the  larger  vessels. 
There  was  on  hand  such  a  small  amount  of  money  available  for  this 
work  of  redredging  that  formal  contract,  after  public  advertisement, 
was  not  advisable.  The  contractor  was  requested  to  perform  this  work 
under  the  terms  of  his  contract,  but  declined.  The  firm  of  W,  A. 
McGillis  &  Co.,  however,  were  ready  to  undertake  it  at  the  same  price 
as  paid  the  contractors,  i.  e.,  10.7  cents  per  cubic  yard,  and  with  tU 
authority  of  the  Chief  of  Engineers  an  informal  or  verbal  agreement 
was  made  with  them  to  redredge  certain  portions  of  the  channel. 

At  the  close  of  the  fiscal  year  20,946  cubic  yards  had  been  excavated 
from  the  channel  near  the  mouth  of  the  river,  to  secure  a  channel  100 
feet  wide  and  16  feet  deep  below  Chicago  city  datum,  or  17  feet  deep 
below  United  States  harbor  datum. 

This  dredging  is  still  in  progress. 

In  the  last  annual  report  the  matter  of  the  deterioration  of  the 
dredged  channel  is  treated  at  considerable  length,  and  it  js  now  again 
to  be  noted.  A  resurvey  of  the  improved  portion  of  the  river  has  been 
made,  and  the  result  shows  that  the  channel  has  filled  to  the  extent  of 
one-fourth  of  the  total  dredging  done;  or,  to  restore  the  channel  to  its 
depth  of  16  feet  below  Chicago  city  datum  requires  over  300,000  cubic 
yards  of  dredging.  On  the  upper  section,  or  between  the  Forks  and 
one-half  mile  east  of  Hammond,  the  work  is  worse  than  useless  under 
present  conditions.  Some  parts  of  this  channel  have  been  dredged  to 
a  depth  of  10  feet  three  times  and  as  often  filled  in  by  slaughterhouse 
and  other  refuse. 

The  United  States  are  merely  scavengers  for  this  region.  There  is 
practicably  no  navigation  on  this  partof  the  river,  and  it  may  well  await 
the  progress  of  the  general  improvement  of  the  channel  from  its  mouth 
upstream. 

It  was  estimated  in  the  last  annual  report  that  $20,000  were  then 
needed  to  restore  the  dredged  channel  below  the  Forks,  and  that  $5,000 
per  mile  would  be  required  annually  to  maintain  by  dredging  this 


APPENDIX    K  K — REPORT   OF   CAPTAIN   MARSHALL.        2145 

channel.  The  survey  named  confirms  these  estimates.  At  the  average 
cost  of  dredging  already  done,  it  will  now  require  $35,000  to  restore 
the  channel  throughout  the  35|  miles  that  have  been  improved. 

The  report  of  Assistant  Liljencrantz  herewith  gives  necessary  details 
regarding  this  improvement,  and  of  the  uses  and  results  of  this  work. 

PROPOSED     APPLICATION    OF    FUNDS    NOW    ON    HAND    AND    OF   THOSE 
KEQUIBED    FOB   THE   FIS(^AL    YEAR   ENDINCI  JUNE  30,  1896. 

The  funds  now  on  hand  will  be  devoted  to  redredging  in  the  chan- 
nel near  the  mouth  of  the  river  belov/  One  hundred  and  eighth  street. 
The  funds  asked  for  will  bo  api)lied: 

To  redredging  the  improved  section  throughout,  and  in  further 
extending  the  improvement  from  One  hundred  and  eighteenth  street 
southward. 

No  appropriations  are  advisable  for  the  section  between  the  Forks 
and  one-half  mile  east  of  Hammond  as  long  as  the  i>ractico  of  filling 
the  channels  with  filth  of  all  kinds  is  in  vogue. 

Money  staiemenU 

Jnly  1,  1893,  Imlanco  niiexpondcd $72,156.01 

June  30,  1894,  auiount  i'xpendcd  diiriii|af  liscal  year 62, 323. 14 

July  1,  1894,  balanro  nnexi^endod 9,832.87 

July  1,  1894,  outstanding  liabilities 2,241.21 

•July  1,  1894,  balance  available 7, 591. 66 


% 


Amount  (estimated)  required  for  completion  of  existing  i)ro.ject 745,  000. 00 

Amount  tbat  can  be  profitably  exj)ended  in  fiscal  year  ending  ,1  une  30, 1896  200, 000. 00 
jlSubmitted  in  compliance  with  reciniremeuts  of  sections  2  of  river  and 
\    harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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Statement  of  expenditures  on  Calumet  A'irer,  Illinois  and  Indiana,  fiscal  year  1894, 

BKLOW    THE    FOKKS. 

Dredging  in  vicinity  of  One  hundred   and   tliir- 
teenth  street: 

Contractor's  esf  imates $42,  369.  64 

Services  of  assistant  engineer 200.  00 

Services  of  insjjcctor,  etc 1,  869. 13 

Total $44,438.77 

Survey  from  mouth  of  river  to  One  hundred  and 

ft 

eighteenth  street: 

Services  of  survey  party 1,  984.  83 

Traveling  expenses 45.  00 

Marsh  slioes 20.00 

Sounding  poles,  etc 22.  95 

Floats,  lumber,  cloth,  tacks,  etc 24. 11 

1  pair  gloves  2.00 

Fiel d  1  »ooks 4.  80 

Repairing  instruments 4.  25 

Total 2,107.94 

ENG^  94 135 
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Miscellaucons : 

St»rvices  clerks,  (iTaftsmeD,  etc $1, 210.00 

Office  rent 150. 00 

Office  Bnpi>lie8 4. 57 

Mile:ijQ:o  and  traveling  expeiisca 18. 14    . 

1  row  boat 50.00 

1  anchor 3. 00 

1  angle  primn 4. 50 

Branding  figures 6. 00 

Hoso  reel  and  i  inibcr  scribe 5. 00' 

Brush-cutter,  etc 4. 48 

Paint,  nails,  etc 4.33 

Total  bcloAv  forks $48,006.73 

ABOVE   THE    FORKS. 

Dredging  between  forks  and  one-half  mile  east  of  Hammond, 
lud. : 

Contractor's  estimates 12, 310.  70 

Services  of  assistant  engineer 400.  00 

Services  of  inspector 744.  00 

Total 13,463.70 

Miscellaneous: 

Services  clerks,  draftsmen,  etc 520. 00 

Services  survev  partv 94.  75 

Boat  Lire * 10.00 

Traveling  expenses 56.  63 

Lumber,  etc.,  for  stakes 11.16 

Office  rent 150.  00 

Office  supplies 10.  08 

Total  above  forks 14,316.41 

(irand  total 62,323.14 

Ahstract  of  nnitracts  far  improv'nuj  Calumet  Itircr^  Illino'tH  and  ludlana,  in  force  ditririf/  Ihe 

fiHvul  year  ending  June  iiUy  hSOS. 


Name  ami  a<hlr<'ss  (»f  <*<nitrat'tor.  Xaluro  of  contract.  J)atc. 


To  expire — 


WiscdiiHiii  I>r*"4lj;o  and  Dock  Com-  Drcdcinp  Calumet  Ttivor  above  tho  i  Oct.  28, 181*2 

l)an.v,  Manitowoc.  Wis.  ^  forkH,  1)0.000  cubic  vanls. 

Shchoyjran  Dredge  an<l  Dock  (^mi-  DredKin^;  (Julumet  lllver  IhjIow  tljo 

l>any.  Sl»cboy;;an  Wis.  t  >      forkH,  4(K),000  cubic  yards. 


•        ■■•'1^^  ••••••! 


Doc.      1.1893 
Do. 


'  Completed  June  5,  1804.  \  (>)mpleted  May  10,  1894. 


HKIVHM'   OF    MK.  C.  A.  M.  L1I,JKNCHAXTZ,  ASSISTANT   K.Xdl  .NKKII. 

rxiTKi)  Statks  Kx(;iNKr.K  Office, 

ChitiujOy  IlLf  June  SO f  7S94. 

Cat'Tatn:  I  liavo  llie  honor  to  submit  liorewith  ;i  report  of  operations  in  Calnmot 
Kiver,  Illinois  an<l  Indiana,  durinj^  the  fiscal  year  endin;^  .hin<^  30,  18J>4. 

At  the  l)e;;innin^  of  the  year  there  were  two  contracts  in  force,  both  dated  Octo- 
ber US,  1892,  for  imj)roving  Calumet  River  l>y  dred^iu^. 

The  first  (»f  these  Ava.s  for  work  to  be  done  below  tlu;  forks,  in  wideninp^  to  200  foetL 
dee]>eninj;  to  1(>  feet,  and  Ktrai<rhteninj]j  the  channel  in  eonlbrmity  t<»  the  establishea 
dock  lilies,  from  One  hundred  and  thirteenth  street  southward. 

The  seecMid  contemplated  the  deepening  of  the  (ixistiii*;  (Oiannel,  where  most 
needed,  to  a  de])tli  6f  10  feet  and  a  width  of  about  CO  feet  in  the  river  above  tho 
forks. 
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WORK   ON  THE   RIVER  BELOW  THE   FORKS. 

Contract  for  this  work  was  entered  into  with  the  Shehoyfjan  Dredge  and  Dock 
Conipanj',  of  Sheboygan,  Wis.  Operations  commencetl  on  the  30th  of  May,  1893. 
The  exi)iration  of  the  contract  was  fixed  at  December  1,  1893.  The  price  of  the 
accepted  bid  Avas  10.7  cents  per  cubic  yard  of  material  removed.  * 

At  the  close  of  the  year  ending  June  30, 1893,  the  work  had  not  been  snfficicntly 
far  advanced  to  warrant  any  payment  according  to  the  terms  of  the  contract,  and 
the  exact  amount  of  work  done  up  to  that  period  was  therefore  not  ascertained. 

The  sand-sucker  spoken  of  in  la«t  year's  report  proved  a  disappointment  in  regard 
to  its  ofticiency.  Much  was  expected  of  this  machine,  but  the  expectations  were 
not  realized,  because,  it  was  claimed,  the  material  to  be  removed  was  not  of  a  suita- 
ble kind  for  this  dredge,  and  after  a  short  season  of  experimenting  it  was  disclosed 
of.  The  work  proceeded  with  tho  elevator  dredge,  assisted  by  two,  and  part  of  the 
time  three,  dipper  dredges. 

On  the  13th  of  October  the  cut,  2,300  feet  in  length,  across  the  large  bend  in  the 
river,  was  completed,  whereby  the  length  of  the  river  channel  was  shortened  one- 
quarter  of  a  mile. 

Much  inconvenience  and  annoyance  were  experienced  by  tho  contractors  from  the 
constant  filling  up  of  a  completed  section  of  the  work  during  tho  progress  of  the 
Avork  in  the  adjoining  section  above.  The  frequently  quite  strong  current  through 
tlie  partly  made  narrow  channel  above,  with  sides  and  bottom  composed  of  soft  mate- 
rial, would  scour  out  and  float  down  this  material  in  largo  quantities,  and  deposit 
the  same  on  reaching  tho  channel  with  a  greatly  enlarged  sectional  area. 

No  section  of  the  work  was  therefore  finally  accepted  until  the  whole  length  of 
the  cut  was  completed  and  tho  first  sections,  for  which  partial  payments  had  been 
made,  were  cleaned  up  throughout.  This  cut,  passing  through  a  slough  with  but  1 
foot  or  less  of  water,  contained  221,720  cubic  yards  of  material. 

The  elevator  dredge  was  disposed  of  on  the  6th  of  October  and  the  "cleaning  up" 
of  the  channel  wns  done  with  the  dipper  dredges. 

It  was  found  about  this  time  th.it  the  channel  between  One  hundred  and  tenth 
and  One  hundred  and  thirteenth  streets,  which  had  been  dredged  under  a  previous 
contract,  had  been  filled  up  with  materials  carried  down  with  the  current  to  snch 
an  extent  as  to  make  further  extension  of  tho  channel  useless.  It  was  then  decided 
to  apply  work  under  tho  contract  to  the  redreding  of  this  part  of  the  river. 

Tho  elevator  dreilgo  was  reengaged,  and  assigned  the  work  of  extending  the  new 
channel  farther  soutliward,  while  the  three  dipper  dredges  were  given  the  work  of 
redredgiug  the  old  channel. 

Tho  elevator  drrdgo  kept  at  work  until  i)revent<}d  by  the  very  severe  cold  weather 
in  December.  After  waiting  in  vain  for  a  change  in  the  temperature  the  contractors 
finally  notified  this  oflfico  by  telegram,  on  the  26th  of  said  month,  that  they  had  con- 
cluded to  lay  up  for  the  winter. 

No  part  of  this  last  section  was  com])loted  or  paid  for  in  the  fall. 

Meantime  tlie  tlireo  dipper  dredges  proceeded  to  redredge  the  old  channel,  begin- 
ning at  One  hundreil  and  thirteenth  street,  working  northward,  and  completing  at 
the  close  of  the  month  of  November  a  channel  1,150  feet  in  length,  when,  on  account 
of  tlie  severe  winter  weather,  work  was  closed  for  the  season.  Soundings  were  taken 
with  difticiilty  in  a  strong  current  full  of  floating  ice. 

Extension  of  time  for  comj)leting  tlie  contract  was,  at  the  re<iuc8t  of  tho  contract- 
ors, granted  to  July  1,  1894,  in  a  letter  from  the  Chief  of  Engineers,  V.  8.  Army, 
dated  November  14,  1804,  yuhjcct  to  provisions  made  in  the  specifications  governing 
tho  contract. 

The  work  of  extending  the  new  channel  was  resumed  by  the  elevator  dredge  on  the 
20th  of  March,  181M,  and  the  channel  completed  to  the  contemplated  limits,  at  One 
hundred  and  eighteenth  street,  on  the  30th  of  April  following. 

One  of  tho  dii)per  dre<iges  resumed  the  work  on  the  old  channel  on  the  30th  of 
Mnr<h.  It  was  followed  by  a  second  dredge  on  the  10th  of  April,  and  on  the  9th  of 
May  this  work  was  finished,  the  contract  completed  and  closed,  and  the  final  pay- 
ment nia<le. 

I'nder  the  terms  of  this  contract  there  were  removed  from  the  river  channel  as  fol- 
lows : 

Cubic  yards. 

Ill  extern! ing  channel  southward 298,  902 

In  re<Iredging  old  channel 101,632 

Total 400,51^ 

or  534  cubic  yards  in  excess  of  tho  amount  contracted  for. 

Tho  last  work  under  this  contract  was  notable  for  the  rapid  progress  made,  the 
ver}'  slight  loss  of  time  for  repairs  or  other  causes,  and  for  a  depth  of  almost  uni- 
formly 2  feet  below  that  required  by  the  contract  and  paid  for. 
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At  about  the  time  for  closing  this  contra(;t  complaints  had  been  received  in  this 
office  to  the  effect  that  largt^  vessels  had  great  diiliculty  in  navijratlDg  the  lower 
portion  of  the  river.  Sufficient  funds  for  furnishing  necessary  rolietbeing  available^ 
the  contractors  were  invited  to  do  the  additional  work  nndcr  the  terms  and  at  the 
price  governing  their  contract;  but  on  their  refusal  to  accept  the  offer  a  special 
agreement  was,  with  the  sanction  of  the  (-hief  of  Engineers,  entered  into  withMessm. 
W.  A.  Mc(iillis  «fe  Co.,  for  doing  the  desired  work  at  the  same  rate  per  cubic  yard  as 
paid  under  the  contract,  but  Jiccording  to  scow  measurement,  as  a  considerable  por- 
tion of  the  work  would  consist  of  cuts  hardly  more  than  a  foot  in  depth. 

Work  undt^r  this  agreement  was  commenced  on  the  24th  of  May,  and  now,  at  the 
clostM>f  the  year,  a  trliauncl  17  feet  deep  is  comj)lcted  between  the  harbor  and  the 
three  railroad  bridges,  past  the  new  and  extensive  South  Chicago  elevators  and  other 
establislimcnts  re<iuiring  communication  with  the  lake  through  means  of  largo-draft 
vcsscIh.  U])  to  the  30th  of  June,  20,945.85  cubic  yards  have  been  removed  under  the 
agreement,  which  was  made  for  the  removal  of  from  50,000  to  54,000  cubic  yards. 

WOKK    ON    THE    KIVKll    AHOVE   THE    FOUKS. 

The  contract  for  improving  the  channel  above  the  forks,  by  dredging  at  the  rate 
of  13.7  cents  per  cubic  yard,  was  given  to  the  XViscimsiii  Dredge  and  Dock  Company, 
of  Manitowo(r,  Wis.  The  work  under  the  contract  commenced  on  the  15th  of  May, 
1893,  as  statc<l  in  hist  year's  report,  but  at  the  end  of  that  year  no  section  of  re<|mred 
length  was  comi)letcd,  and  no  payment  was  made  to  the  contractors. 

'J'he  first  work  done  was  froiu  the  forks  S(mthward  where  a  channel  10  feet  in 
<iepth  and  about  60  feet  in  width  was  made  for  a  dist.'ince  of  3,100  feet.  This  sec- 
tion was  completed  on  the  15th  of  August,  J893,  after  the  removal  of  19,190  cubio 
yards  of  material,  all  of  which  was  thrown  over  into  the  adjacent  marsh.  From 
the  terminus  of  this  section  the  (>liannel  had  an  original  depth  of  over  10  feet  as  far 
as  to  the  jun<'tion  of  i^ittle  and  (irand  Calumet  rivers,  and  work  was  accordingly 
n^sunuMl  at  said  junction  and  extended  up  to  the  Grand  Calumet  River,  along  the 
town  of  Ibiniham. 

At  the  clohc  of  the  season's  work,  on  December  10,  1893,  a  channel,  of  similar 
width  and  d(;pth  with  the  one  just  described  had  been  com])hrted  for  a  distance  of 
3,(>50  feet,  or  up  to  the  Pennsylvania  Railway  Company's  bridge. 

Work  was  resumed  at  this  place  on  the  7th  of  April,  1S94,  and  a  channel  of  dimen- 
sions as  before  was  ma<le  for  a  distance  of  about  1,700  feet,  when  it  was  found,  on 
the  5th  ol  .June,  that  the  full  amount  of  materials  contracted  for  had  been  removed. 

The  work  was  stopped  at  once,  soundings  taken,  estimate  made,  the  contractors 
paid  in  full,  and  the  contract  dosed. 

The  contract  should  have  exj)ire<l  on  December  1,  1893,  but  at  the  request  of  the 
contractors  an  extension  of  time  for  completing  the  contract  was  granted  in  a  letter 
from  the  ('hief  of  Engineers,  dated  Noveml)er  11, 1893,  subject  to  provisions  set  forth 
in  the  specifications  governing  thci  <-ontrac.t. 

There  were  removed  under  the  terms  of  the  contract  91,962  cubic  yards  of  material, 
or  an  ex(?ess  of  1,9H2  <Mibic  yards  above  the  amount  contracted  for. 

All  materials  reniove<l  under  this  contract  were  de])ositcd  on  the  adjacent  river 
banks,  two  different  methods  being  employed  at  ditferent  times  to  accomplish  this 
end. 

The  first  was  tlu^  use  of  an  extra  dredge,  by  mt'ans  of  which  a  large  box,  into  which 
theniaterial  was  lirst  dumped  by  the  working  dredge,  was  lifted  over  the  river  baul^ 
and  there  t  niptied. 

The  second  method  was  by  the  aid  of  a  sluicer,  used  by  two  previous  contractors 
for  simihir  work  in  this  locality,  leading  from  a  hopper,  into  which  the  material  is 
dumped,  and  by  means  of  a  stream  of  water  wasluul  through  the  sluice  way  over  onto 
the  river  bank. 

The  i»revi<>us  <ontractors  had,  in  my  ojiinion,  a  much  more  et!ective  way  of  apply- 
ing the  water  jet,  or  rather,  jets,  for  they  us<mI  two  or  three,  namely  horizontally, 
directly  behind  the  ])lace  of  dumping  aiul  in  the  direction  of  the  sluice,  whereby  the 
whole  force  of  the  streams  was  utilized  in  churning  nj)  and  transi)orting  the  nniterial. 

The  last  contractor  had  tlH»  stream  of  water  a]ndie<l  vertically,  claiming  that  it 
would  thus  churn  ii])  the  material  with  best  etfect.  Thus,  however,  the  water  will 
pass  through  the  sluice  merely  by  the  ])ower  of  gravity. 

I'Ur.SKNT    CONDITION'    OF    THE    UIVEll. 

There  is  at  present  a  17-foot  channel  from  the  harbor  and  u])  to  the  three  railway 
bridges,  and  with  the  work  now  in  progress  it  is  expected  to  exteinl  this  channel, 
with  a  width  of  about  100  feet,  to  the  Chicago  Ship-Uuilding  Ccmipany's  slips,  and 
farther  if  the  available  funds  will  allow.  Above  the  shipyard  only  a  13  to  14  foot 
channel  can  be  counted  on  up  to  One  hundred  and  tenth  street,  from  which  place  a 
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good  IC-lbot  channel  will  bo  found  up  to  On«  hundred  and  cightocnth  street,  the 
terminus  ot*  tlio  year's  drodgini;,  with  the  exception  of  tho  place  near  One  liundred 
and  twelfth  Ktrect,  where  a  ledge  of  ro<;k  audliard]>un  was  allowed  to  remain,  and 
where  thert^  is  a  deep  channel  only  at  the  westerly  side  ot*  the  river. 

Above  the  forks  there  is  a  good  10-foot  channel  from  the  forks  to  the  Dutchman's 
Slou^^h  lit  the  town  of  IJernliani,  though  this  will  be  of  but  little  value  as  long  as 
tho  river  below,  l>etwe<«n  tho  Western  Indiana  Railroad  bridge  and  the  forks,  has  a 
channel  of  hardly  more  than  6  feet. 

I'KoroSKI)   XKW    WORK. 


present  river  and  harbor  bill  becomes  a  law^  in  r<Mlredging  the  part  of  the  river 
vvhieli  was  i)revi()iisly  dredged,  but  since  shoaled  up,  so  as  to  secure  a  uniform  depth 
ot'  not  less  thnn  10  reetl)elow  Chicago  city  datum. 

Above  the  forks  it  is  ])ropose(l,  ])rovided  as  al)Ovc,  to  continue  with  improveii 
of  the  channel  eastward  toward  Hammond,  Ind.,  and  as  far  as  funds  will  allow. 


ment 


NKW    IM1'K(>VI:MKNTS   AN1>    KXTKKPUISKS    ALOXG   TIIK    RIVKU. 


Considerable  activity  has  been  shown  in  the  river  region  during  the  year,  in  spite 
of  th(^  hard  times. 

Tins  region,  with  the  best  i)os8il)le  facilities  for  eommunieation  with  the  Great  Lakes 
via  the  river,  and  with  the  interior  of  i\w  country  through  the  numerous  railroads 
conccTitratt^d  here,  is  a  locality  j)eculiarly  well  adapted  for  grain  elevators.  That  this 
fact  has  bi'(;n  recognizi  d  is  well  demonstrated  by  the  number  of  this  class  of  struc- 
tures erccte<l  and  i)roJected  during  the  year  as  accounte<l  for  below. 

Among  new  eiitcirprises,  or  improvements  in  older  ones,  during  the  year  the  follow- 
ing are  the  most  ])rominent: 

1.  '1  ho  ►^outh  Chicago  elevators  at  the  foot  of  Ninety- third  street  in  South  Chicago. 
One  of  these  was  built  in  1S{)2  and  was  spoken  of  m  the  report  for  that  year.  It  is 
located  on  the  north  si<UM)f  the  coini)any's  privates  slij).  Another  and  larger  elevator 
has  ])ecn  eonii)leicd  during  tlu^  year  on  thesouth  sideof  theslip,  which  slip  has  been 
made  wiU  r  at  the  mouth  and  dredged  to  a  depth  of  18  to  20  feet. 

'ibis  new  elevator  has  a  cai)acity  of  1,500,000  bushels,  a  ground  size  of  98  by  338 
feet,  and  a  height,  above  datum,  of  IClfeet.  A  sejjarate  pumi)ingsystom  with  ground 
mains  has  been  ])ut  in  with  Niagara  hydrants,  capable  of  throwing  3,000  gallons  of 
water  ^icr  niiniite  in  streams  of  from  2A  to  I  inches.  The  elevator  will  have  a  hand- 
ling caparity  of  oOO  cars  a  day  and  a  shipping  capacity  of  200,000  bushels, 

2.  The  K.  I,.  Hedstroiu  iV  Co/s  coal  yard,  about  opposite  the  elevators,  has  had  its 
capacity  nicicasrd  50  ])er  c(5nt. 

They  handle  lroni2r).()(K)to4iU)00tonsof  anthracite  coal  per  month,  which  is  brought 
by  water.  'JMieir  storage  capacity  is  45,000  tons.  They  use  the  best  kind  of  machin- 
ery, and  can  unload,  on  an  average,  1,000  Ions  per  day  of  ten  hours  from  vessels. 

li.  Tlie  (  hicago  ^hi])  r.uilding  l.;om])any,  between  One  hundre<l  and  iirst  and  One 
hundred  and  second  streets,  has  completed  in  May  this  year  another  steel  freight 
steanier,  :)15  by  4  I  by  2.S  fe«'t,  at  a  cost  of  .tl75,(X)0,  and  has  now  under  construction 
a  small  steel  dump  scow  to  cn.st  about  $X,(K)0. 

Their  dry  dock,  si)oken  of  in  last  year's  report,  is  not  yet  comi)lete<l. 

1.  Tii(5  (  hicago  O'Neill  (irain  Company  has  lately  comnuiiiced  the  ctmstruction 
of  a  grain  elevator  (♦><  by  113  by  115  feet  high,  with  a  ca])acity  of  750,000  bushels, 
which  IS  e\pect(Ml  to  br  ready  for  use  on  S<']>tember  1  of  this  year.  It  is  located  on 
l>ock  No.  1  at  Slij)  2  of  what  usecl  to  be  called  the  South  Chicago  Dock  C-ompany's 
property.  The  company  has  ])urchased  the  land  on  which  this  elevator  is  located 
and  intcmd  to  erect  tiiereon,  the  coming  year,  another  elevator  with  a  capacity  of 
1,5<;0,(H  ()  bushels.  This  comj)any  owns  about  225  elevators  and  warehouses  in  Iowa, 
Minnesota,  the  Dakotas,  Wisconsin,  n^d  Illinois,  and  do  an  enormous  transfer  and 
storage  business.  Their  laml  on  the  Calumet  extends  1,625  feet  along  the  slip  and 
has  a  river  frontage  of  1^75  feet. 

5.  Aciossthe  slip  the  construction  of  another  large  elevator  is  iindt^r  way,  but 
intormatinn  jihout  the  same,  though  aski'd  for,  has  not  been  obtained. 

().  The  lll;;in,  .bdiet  and  Kasterii  Railroad,  known  as  tho  '*  Outer  J5(*lt  Line,"  has 
])lanned  a  number  of  new  (devators  and  warehouses  to  be  erected  in  this  locality  in 
the  near  futuii^ 

7.  The  Compound  i^umber  Company,  on  the  Grand  Calumet  River  at  the  town  of 
Burnham,  has  consTimed  about  1.000.000  feet.  B.  M.,  of  lumber,  mostly  hardwood,  in 
their  mill  <luriiig  thes  year. 

Owing  to  the  hard  times,  they  have  not  worked  to  full  capacity  this  year. 
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They  complain  of  tho  pollution  of  tlio  river  water  from  Hammond  slau j^btcrhoniies 
and  also  express  a  desire  to  secure  a  navigable  channel  up  to  their  works^  as  they 
i^'ish  to  be  able  to  get  their  lumber  by  water. 

Tho  following  maps  are  respectfully  submitted  with  this  report: 

1.  General  map  of  river  below  the  forks. 

2.  General  map  of  river  above  the  forks. 

3.  Map  showing  result  of  dredging  below  tho  forks. 

Mr.  Stei)han  Creutz  has  acted  as  inspector  of  the  work  below  the  forks ,  and  Mr. 
Alb.  Ackander  as  inspector  at  work  above  the  forks.  Both  have  performed  their 
duties  faithfully. 

I  am,  captain,  very  respectfully,  your  obedient  servant, 

G.  A.  M.  LlL,TENCRAXTZ, 

Aasiatant  Engineers 
Capt.  W.  L.  Marshall, 

Corps  of  Engineers,  U.  t^.  A, 


COMMERCIAL   STATISTICS. 

As  tho  Calumet  River  and  harbor  are  so  closely  connected  in  their  commercial 
relations,  no  comniercial  statistics  are  given  in  thisi)lace,  but  will  be  found  under 
the  hend  of  Calumet  Harbor.  There  is  practically  no  navigation  on  the  river  iMBynnd 
that  at  the  harbor.  As  soon,  however,  as  the  river  channel  is  opene<l  by  drodging, 
navi«^atiou  and  business  along  the  rivei  will  develop  very  fast.  It  awaits  only  thii* 
opening. 


K  K4. 

IMPROVEMENT  OF  ILLINOIS  RIVER,  ILLINOIS. 

The  ultimate  object  of  this  iinprovement  is  to  furnish  a  through 
route  of  tiiuisportation  by  wat^r  from  the  southern  cud  of  Lake  Micli- 
igan  to  the  Misjjissippi  Kiver,  of  suflicient  capacity  for  the  navigation 
by  tlie  largest  class  of  Mississippi  Kiver  steamboats  that  can  reach 
tlie mouth  of  the  Illinois  liiver. 

The  dimensions  that  have  been  adopted  for  the  locks  to  meet  this 
requirement  are: 

Foct. 

Lenjjth  of  lock  chamber 350 

WicUh  ot  chaiiibcr 75 

De])th  at  low  water  over  sills 7 

The  project  now  under  execution  is  for  the  improvc^ment  of  tlie  lower 
secrtiou  of  this  route,  (extending  from  the  mouth  of  Copperas  Creek  to 
the  Mississippi  Kiver,  a  distance  of  137  miles.  Another  se^ttion  of  the 
river,  88  miles  in  length,  from  the  month  of  Coi)])er;is  (jreek  to  La 
Sidle,  has  been  im])roved  by  the  State  of  Illinois  by  the  constructiou 
of  two  locks  and  dams,  oiie  at  Coppenis  Creek  and  one  r.t  Henry,  111. 

Over  this  latter  section  the  State  still  collects  tolls,  the  United 
States  not  yet  having  accepted  the  conditions  imposed  by  the  act  ot 
cession  of  the  Illinois  legislature,  which  conditions,  it'  a  '(•e])ted,  are 
such  as  would  dei)rive  the  works  of  all  value,  while  demanding  a  greiit 
ex])enditnre  by  the  U.  S.  Government  for  works  to  be  r  ubstitutcd 
therefor. 

With  regard  to  this  subject,  reference  is  made  to  the  Annujil  Keport 
of  the  (^lief  of  Engineers  for  1S8!),  p.  2121,  et  sn/, 

TTnder  the  act  of  Congress  of  August  II,  18SS,  surveys  and  separate 
estimates  have  been  nnide,  based  upon  low- water  dei)ths  of  8  nnd  14 
feet,  for  carrying  the  imiu'ovement  from  La  Salle  to  Lake  ^Michigan,  via 
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the  Illinois  and  Desplaines  rivers,  and  a  cut  across  the  Chicago  div^ide, 
over  wiiicii  section  there  is  a  fall  in  water  surfaces,  Lake  Michigan 
bein^*  the  summit,  of  about  141  feet. 

The  report  upon  this  survey  and  estimates  has  been  ]>rinted  as 
House  Ex.  Doc.  No.  2G4,  Fifty- first  Congress,  first  session,  and  is  also 
published  in  the  Annual  Eeport  of  the  Chief  of  Eugineers  for  1890, 
p.  2419  and  following  pages. 

In  the  reports  named  above  and  in  the  Annual  Reports  of  the  Chief 
of  Engineers,  IT.  S.  Army,  for  the  fiscal  years  1891, 1892,  and  1893,  and 
in  the  various  reports  and  estimates  made  by  authority  of  the  trustees 
of  the  sanitary  district  of  Chicago,  organized  under  the  laws  of  the 
State  of  Illinois,  full  information  relating  to  the  objects  and  expect^l 
results  of  this  improvement,  and  discussions  of  correlated  improvements 
by  local  authority,  may  be  found. 

The  existing  project  involves  the  construction  of  two  locks  and  dams 
in  the  Illinois  Ili  ver,  one  at  La  Grange,  79  miles,  and  the  other  at  Kamps- 
ville,  31  miles  above  the  mouth  of  the  Illinois,  and  dredging  the  chan- 
nels from  the  mouth  of  Copperas  Creek  to*  the  Mississippi  Eiver,  a  dis- 
tance of  137  miles,  to  give  7  feet  depth  at  low  water  over  bars.  More 
than  2,000,000  cubic  yards  of  dredging  in  this  section  is  required. 

The  reack,  88  miles  in  length,  between  La  Salle  and  Copperas  Creek, 
also  requires  dredging  to  carry  the  channel  from  La  Salle  to  the  Missis- 
si  pi)i  liiver. 

As  far  as  the  construction  of  locks  and  dams  are  concerned,  the 
project  is  practically  completed  and  in  use.  The  dredging  remains  to 
be  done,  and  an  efficient  snagging  service  provided. 

The  depths  of  navigation  under  this  project,  when  attained,  will  meet 
all  the  requirements  of  navigation  by  Western  river  steamboats,  but 
until  this  navigation  is  extended  to  the  Great  Lakes  at  the  southern' 
end  of  Lake  Michigan  the  improvement  will  be  of  comparatively  small 
value. 

Congress  has  so  far  made  no  provision  for  extending  the  navigation  on 
the  same  or  equivalent  basis  from  La  Salle  to  Lake  Michigan,  although 
repeated  surveys  and  estinmtes  have  been  made.  It  is  now  apparently 
necessary  to  consider  the  question  of  this  extension  and  the  relation 
thereof  to  the  State  works  now  existing  or  in  x)rocess  of  construction. 

Up  to  this  time  no  satisfactory  basis  for  the  transfer  of  the  State 
works  of  navigation  has  been  presented  by  the  Illinois  authorities. 

During  the  past  fiscal  year  the  Kampsville  dam,  1,200  feet  in  length, 
7.4  feet  head  at  low  water,  was  constructed,  the  maneuvering  gear  of  the 
lock  placed,  the  cofl'erdam  removed,  and  the  lock  opened  for  navigation. 

The  revetment  at  the  head  of  the  lock  was  completed,  guide  ])iles 
l)laee(l,  and  part  of  the  revetment  below  the  abutment  of  the  dam  con- 
structed. 

The  method  of  building  dams  on  soft  foundation,  first  applied  at  La 
(IrangeLock  iu  188!),  was  imx^roved  and  applied  at  Kampsville  with 
jiiatifying  success,  and  the  dam  speedily  constructed  at  small  cost. 

The  report  hereto  attached  of  Assistant  Engineer  C.  V.  Brainard 
uives  details  of  the  work. 

The  large  amount  of  dredging  still  to  be  done  will  require  a  renewal 
of  the  hulls  of  the  dredges  now  owned  by  the  United  States  and  a  fur- 
ther increase  in  the  dredging  plant.  The  work  which  could  have  been 
done  in  three  years  with  adequate  ai)propriations  has  been  extended 
over  fourteen  years,  necessitating  an  excessive  expenditure  for  main- 
tenance of  plant  aiul  xuoperty  and  large  expenditures  for  removal,  again 
and  again,  of  sediment  deposited  about  unfinished  works.     The  conse- 
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quence  is  tliat  the  balance  of  the  estimate  for  the  completion  of  that 
part  of  the  Illinois  River  improvement  assumed  by  Congress  is  insuffi- 
cient to  complete  tlie  dredging. 

It  is  now  necessary  to  consider  the  extension  of  the  improvement 
from  La  Salle  to  Lake  Mi(?lii<*an,  a  necessary  preliminary  to  which  work 
is  the  possession  by  the  United  States  of  the  improvements  made  over 
parts  of  the  line  by  the  State  of  Illinois.  Up  to  this  date  the  Illinois 
legislature  luis  proposed  no  practicable  basis  for  the  transfer  of  this 
property,  but  has  exhibited  a  tendency  to  dictate  the  character  of  the 
imx^rovement  to  be  made  by  the  General  Government  in  such  terms  as 
to  make  the  State  works  valueless  as  forming  part  of  the  works  of  nav- 
igation ah)ng  the  improved  channel. 

The  diims  at  Henry  and  (iJopperas  Creek  have  been  directed  removed 
by  the  legislature  of  Illinois,  but  one  year  after  the  date  set  for  removal 
they  still  exist.  The  dam  at  Henry  maintains  a  ixxd  in  the  Illinois 
River  that  for  14  miles  forms  i)ractically  a  part  of  the  Illinois  and  Mis- 
sissippi Canal,  and  is  essential  to  the  success  of  that  work.  The  acts 
of  the  Illinois  legislature  constantly  menaces  the  existence  of  this  dam 
as  well  as  of  Copperas  Creek  dnm,  and  it  is  advisable,  undei  every 
aspect  of  tlie(iuesti()n,  to  ])revent  the  removal  of  these  structures  until 
the  levels  in  the  Illinois  River  are  ])roduccd  and  maintained  by  equiva- 
lent means.  The  surest  way  to  effect  this  end, as  well  as  to  enable  the 
United  States  to  extend  the  steamboat  channel  to  Lake  Michigan,  is 
to  secure  the  State  works  on  the  Illinois  LMver  by  condemnation  if  they 
can  not  be  obtained  from  the  State  by  legislative  transfer. 

Money  statement, 

July  1, 1893,  bftlaijcc  nnoxpcnded $76,  844. 14 

June  80,  ISIU,  amount  expended  during  iiscal  year $69,  745.  12 

August,  lS9.'i,  amount  refunded  Capt.  Marshall  account  errone- 
ous deposit,  1892 5.50 

69,750.62 

July  1,  1894,  balance  nnex])onded 7,093.52 

J uly  1, 1894.  outstanding  liabilities 1, 697. 28 

July  1.1891,  balance  available 5,396.24 


I  Amount  (estimated)  reqnired  for  completion  of  existing  project 112,500.00 

I  Amount  that  can  be  ])rofitably  expended  in  fiscal  vear  ending.I  une  30, 1896  1 12, 500. 00 
)  Snbmitted  in  com)>liance  with  reciniremeuts  of  sections  2  of  river  and 
I      harbor  acti*  of  18o6  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


IMsburm-nieuiH  fiscal  year  1894. 

La  (irango  Lock $907.24 

Kampsvine  Lock 12,40(k11 

Kampsvil \v  Dam 33,  m\.  29 

(■ontiugencies 1,  11.5. 86 

Operating  exp<'nse8 7,  842. 90 

Care  of  pro]>erty L  635. 14 

Plant  and  repair  of  plant 11,951.68 

Total 69,745.12 
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UEl'OKT   OF    MK.    C.    V.    BKAINAKD,    ASSISTANT   ENGINEER. 

Kampsvillk,  III.,  June  30 ,  1894, 

Captain:  I  luivo  tho  liouor  to  Rubiiiit  the  followiiior  report  upon  im])roviug  the 
Illinois  Iviver  tor  the  tiscal  yrar  en<liuji;  .Iniie  30,  iMiM  : 

The  work  ronsisttMl  of  the  coinpletion  oi*  the  dam,  removing  the  eofterdain,  and 
oj>ening  tiie  lock  to  navigation  l)y  (lre<lging  the  approaehes  ther<?to.  In  addition, 
the  tioating  plant  was  kej)!  in  a  servieeahle  condition  by  making  minor  repairs,  and. 
at  the  end  ot*  the  season  the  two  dredges,  ou(^  steamboat,  antl  the  olHeo  boat  were 
hauled  out  and  tiioronjjhly  repaired. 

J'he  season  was  adniirabh^  lor  building  the  dam.  Karly  in  August  the  riv<'r  fell  to 
nearly  low  water  and  sljortlv  afterwards  to  extremelow  water  and  remaining  so  until 
Octobtr,  after  tln^  lompletion  of  the  dam. 

At  the  beginning  of  the  liscal  year  active  work  was  in  progress  getting  plant  ready, 
building  track  and  trestles  for  handling  the  rock  tilling,  and  other  preparatory  work. 

There  had  been  completed  the  lock  walls,  gates,  and  the  east  abutment.'  In  the 
dam  the  piles  Inul  b(<^n  driven  and  braced  and  the  dam  completed  up  to  a  foot  below 
low  water  Ibr  a  distance  of  258  feet  from  the  east  abutment. 

The  dam  is  1,200  feet  hmg,  7  feet  and  4  inches  above  low  water,  and  is  of  the  same 
type  as  the  one  at  La  (.'range  Lock,  Illinois  liiver,  plans  for  which  are  shown  complete 
oi»posite  p.  2122  IJeport  of  Chief  of  Engineers  for  1889,  except  that  the  horizontal 
wale  extending  n]>  jind  down  stream  is  omitted  and  the  sheet  piling  is  in  two  lengths 
instead  of  one,  the  lower  section  coming  up  to  low  water  and  the-other  to  the  top  of 
the  dam  and  la]>]»ing  down  over  the  lower.  The  sheet  piling  used  wjis  the  "  Wake- 
field triple  lap'  and  made  of  2  by  12  inch  by  16-foot  oak.  The  ])iles  difi'er  from  the 
ordinary  '^Wakefield  **  in  that  they  are  put  together  with  14  wr<mght  spikes  ^(^  by  6^ 
inches,  driven  through  and  clin(?hed  instead  of  being  bolted.  It  was  found  that  this 
fastening  would  stand  \\\\  the  driving  the  planks  themselves  would  and  they  were 
much  more  rai)idly  made,  as  no  boring  was  necessary  except  for  the  end  spikes. 

The  sheet  ]>iles  were  driven  with  an  ordinary  friction-hoist  jiile-driver,  the  ham- 
mer weighing  3,500  ])0unds.  A  fall  of  3  or  4  feet  for  the  hammer,  the  strokes  being 
delivered  as  rapidly  as  possible,  was  found  to  be  the  most  satisfactory  way  of  driving 
theip.  Various  devices  were  used  on  the  different  drivers  for  holding  the  head,  the 
])oint  being  driven  in  any  desired  position  by  the  proper  sharpening. 

method  of  constkuction. 

Th(i  round  piles  were  first  driven,  the  slanting  and  lower  fnmt  wales  bolted  on, 
tlui  latter  being  ])ut  a  little  below  the  water  surface.  AVhile  this  work  was  being 
done  rubble.  wa8i)ut  in  around  the  ])iles  to  prevent  any  scour  due  to  the  contraction 
of  the  channel,  enough  being  ])ut  in  to  thoroughly  cover  the  bottom  of  the  river. 
AVhen  the  round  ]»ile8  WM»re  all  driven  and  the  framing  far  enough  along  to  keep 
ahead  of  the  sheet  jiiling,  driving  the  lower  row  of  sheet  ])iles  was  begun.  Four 
drivers  were  wt^inX  working  sixteen  hours  jx-r  day  in  two  shifts,  closing  this  row  of 
810  liiles  in  sixty-four  hours.  As  soon  as  <lriven,  earth  filling  was  banked  to  the 
to])  of  them.  This  row  was  driven  a  few  inches  bel(»w  the  water  surface,  that  the 
water  might  discharge  over  the  toj)  of  it  with  as  little  head  as  possible,  that  the 
scouring  action  in  closing  might  be  as  small  as  i)ossible.  The  valves  in  the  lock 
were  all  open  to  assist  in  kee])ing  the  head  down.  In  fact,  no  scour  of  the  bed  of  the 
river  (ould  be  discovcreil  at  any  time  during  the  driving  of  these  sheet  ])ile8.  Dur- 
ing this  tim<;  and  until  the  completion  of  the  dam  tht^  rock  ballast  was  put  in  as 
ra]Mdly  as  possible. 

Planking  was  th(;n  temporarily  put  on  the  face  of  the  dam  to  raise  the  waterenough 
to  alh)W  tiie  use  of  the  lock.  Tlio  second  row  of  sheet  i)iling,  reaching  to  the  top  of 
th(whini,  \\Jis  driv<-n  as  soon  as  ])ossible,  being com])leted  ?^ej)tember  1.  .The  water  in 
the  jKMd  was  then  allowed  to  rise  to  within  about  a  foot  of  the  top  of  the  dam  and 
kept  fiom  running  o\  er  by  ])assing  the  discharge  through  the  valves  of  the  lock, 
whidi  are  (  ajKibh*  of  taking  care  of  the  low-water  discharge,  until  the  completion  of 
the  (lam  Sc^pteiiihcr  oO. 

Theni  was  1I,7!».")  cubic  yards  of  rock  ballast  put  in  and  below  the  dam,  it  extend- 
ing L'Ofei^t  downstream  from  the  dam  up  to  low  water  for  the  whole  length  of  the  dam. 

'Jliis  r4)ck  \N  as  towed  to  the  u])])er  side  of  the  dam  on  barges  and  thrown  in,  care 
being  taken  to  ])ack  it  well  around  the  timbers.  For  loading  it  upon  the  barges  a 
trestle  was  built  out  into  the  river  with  a  span  through  which  the  barges  could  be 
worked.  About  2, O^K)  feet  of  double  track  railroad  was  laid  U])<ui  which  was  used 
ten  1^^  cubic-yard  side-dump  cars.  These  cars  when  loaded  were  run  out  on  the 
trestle  and  dump(;d  on  the  barges.  In  this  way  about  300  cubic  yards  jier  day  could 
be  ]»ut  in  the  dam  with  from  ( ()  to  70  men  and  2  teams. 

The  first  work  of  the  season,  ])ile-driving  on  the  dam,  began  July  19.  August  10 
tlu^  river  was  closed  to  navigation.  August  20  the  tirst  boat  passed  through  the 
lock,  being  one  of  the  boats  engaged  upon  the  work,  and  September 30  the  dam  was 
completed. 


2154      REPORT   OF   THE    CHIEF   OF   ENGINEERS,  U.  8.  ABMT. 


.  DIIEDGIXG. 

The  dredging  consisted  of  10,303  cubic  yards  scowed  away,  and  one  hundred  and 
iifty  hours  casting  in  opening  the  coti'erdaui  on  the  site  of  the  dam,  dredging  above 
nnd  bch)W  the  east  abutment  for  the  pile  revetments,  filing  above  the  dam,  and 
dredging  at  tlie  railroad  slip.  The  earth  filling  above  the  dam  was  completed  to 
within  from  1*  to  3  feet  of  the  top. 

HKVETMKXTS. 

Two  pile  revetments  were  built  on  the  east  side  of  the  river,  one  50  feet  long  above 
and  the  other  150  feet  long  below  the  abutment.  Two  thousand  three  hundred  and 
thirty-nine  cubic  yards  of  earth  iilling  was  put  in  back  of  the  revetments,  around 
the  abutment,  and  in  a  levee  running  directly  back  from  the  abutment  400  feet,  with 
its  top  17  ieet  above  low  water,  ^ix  hundred  and  two  cubic  yards  of  rock  was  used 
to  ri]>rai)  the  slopes  of  the  levee  and  about  the  abutment. 

A  detailed  statement  of  the  cost  of  the  dam  is  herewith. 

KAMrSVILLK    LOCK. 

During  July  and  August  the  water  was  pumped  out  of  the  lock  pit  and  the  nind 
cleaned  iiway  from  around  the  gates  and  oft'  the  bead-bay  platfoim.  The  g<ate8  were 
decked  withl-ineh  pine  llooring,  two  spar-track  ]>latfornis  built  from  the  river  wall, 
and  the  gate  maneuvering  gear  put  in  i»lace.  Five  thousand  one  hundred  and  fifty- 
Beven  cubic  yards  of  eartJi  Iilling  was  put  behind  the  land  wall,  completing  the  fill- 
ing the  entire  length  and  to  the  top  of  the  wall.  A  grand  total  of  50,521  cubic  yards 
of  earth  has  been  placed  behind  this  wall. 

As  the  water  went  down  the  earth  filling  put  behind  the  land  wall  with  scows 
during  the  high  water  was  of  su<h  a  semiiluid  character  that  both  wing  walls 
were  forced  out  and  a  crack  1^  inches  wide  made  the  whole  height  of  the  walls. 
The  filling  was  excavated  the  whole  length  of  the  wing  walls  to  low  water,  and  a  dry 
rubble  wall  12  feet  wide  was  built  back  of  them  their  whole  length  and  to  within 
14  inches  of  the  top.  The  cracks  were  well  cleaned  out  and  filled  with  Portland 
cement  mortar  well  rammed.  No  signs  have  since  been  discovered  of  any  further 
failure. 

A  crib  revetment  150  feet  long,  18  feet  wide,  and  to  a  height  of  14.5  feet  above  low 
water  was  built  from  the  upper  end  of  the  land  wall  upstream  along  the  bank. 
The  crib  work  Avas  built  upon  piles  driven  1  foot  below  low-water  surface  of  the 
upjx  r  i»ool.  She.'t  piling  were  driven  in  the  lower  ])art  to  retain  the  bank  and  the 
cril)  filled  with  rock.  Tour  clumps  of  7  piles  ea<h  were  driven  along  the  face  of  tho 
levetu'cnt  to  serve  as  guide  ])iles,  their  tops  being  the  same  height  as  the  upper  end 
of  the  lock  wall.  Tour  clumps,  extending  150  feet  above  the  river  wall,  one  above 
the  outer  end  of  the  upper  sj)ar  track  platform  and  one  at  tho  lower  end  of  the  river 
wall,  were  driven.  These  all  have  7  piles  each,  with  the  toi)s  drawn  together, 
chained,  and  bolted.  A  single  row  of  1 1  ])iles  was  driven  from  the  upper  end  of  the 
river  wall  to  the  outer  end  of  the  nj)i)er  si)ar  track  i)lattbrm,  and  wales  were  bolted 
on  at  the  top  and  just  above  low  Avater. 

The  lock  was  opened  to  navigaticm  by  <lrrdging  fr<»m  the  ap])roaehes  20,1[K5  cubic 
yards  of  earth,  casting  on  the  bank  seventy'  hours,  and  pulling  !)  piles. 

I'l.ANT. 

Two  new  barjjes  1<>  bv  50  bv  31  feet  wen*  built  of  material  from  tln'i  traveler  tres- 
ties,  to  be  used  as  ])ile-driver  fiats.  Also  two  small  ilats  (5  by  20  feet  for  f<'rrying 
men  a<ross  the  river. 

A  set  of  ways  was  ])ut  in  after  the  season's  w(»rk  was  done,  and  both  dredges, 
6t<'anier  /.' ///<•/•/; /»><',  and  the  o(fi<e  boat  wtTo  pulled  out  and  given  a  thorough  rejiair. 

^^tcauur  Eiitcrprixr. — This  boat  had  tho  roof  recanvased,  two-ihir<ls*  of  tln^  deck- 
ing renewed,  KM)  linear  ieet  of  new  4  by  12  inch  plank  in  tho  si<les,  17  new  d<'ck 
beams,  new  bridgetree  and  transom,  HO  linear  feet  of  2  by  10  inch  oak  plank  shear, 
the  wheel  shafling  lined,  the  boxings  babbitted,  and  the  capstan  overhauled.  One 
thread  ol"  old  oakum  Avas  reefed  out  of  the  bottom  and  si<les  ;inil  a  ne\^  thread 
ii:ai!(>  in. 

Stcmmy  Hche. — A  new  breeching  Avas  put  on  the  boiler  :in<l  new  slide  brasses  for 
mam  engines.     Tho  boat  was  given  one  coat  of  paint  cmtside. 

Ifrn/fie  2s'o.  1. — A  set  of  ncAv  dii>per  arms,  <>ne  n^-AV  spu<l.  new  tubes  iu  the  heater, 
roof  reeanvascd,  <>  new  rake  timl)crs,  2S  stan«'hions,  29  deck  beams,  one  s<'t  of  spud 
casin«,^s  at  how  an<]  one  at  st(»rn,  SOO  sfiuare  feet  (»f  2-inch  ]>ine  dc<'king,  ncAv  heiad- 
block  (>  by  1 1  inches  by  2S  feet  at  tho  stern,  140  linear  feet  of ;{  by  10  inch  oak  nosing, 
on<»  thread  of  oakum  reef<Ml  out  of  seams,  all  seams  of  the  bottom  and  sides  recalked 
with  tAVD  threads  and  the  deck  Avith  one  Avere  the  repairs  to  this  dredg<\ 
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Dredge  Xo.  2. — Tho  "work  done  on  this  dredgo  was  40  new  deck  lieams^  28  new 
stanchions,  about  threo-fouiths  of  tho  sides  renewed,  5  new  rake  timbers,  8  new  plank 
in  the  bottom,  now  decking  entire,  two  sets  of  spud  casings  in  front,  145  linear  feet 
of  3  by  10  inch  oak  nosing,  two  threads  of  oakum  in  all  the  seams  of  tho  bottom, 
three  in  the  new  work  on  the  sides,  and  one  on  tho  deck,  8  new  tubes  in  the  boiler, 
the  roof  rccanvassed  and  painted,  and  the  cabin  paint(;d  inside. 

Ojjict  b'jut. — The  following  is  the  work  done  on  this  boat:  New  stem  for  each  end, 
new  hood  ends,  53  new  futtocks,  15  pieces  of  floor  timbers,  48  new  to])  timbers,  2  new 
dead  woods,  grubs  trakes  and  kuucklestrakes  renewed,  20  pieces  ofnew  plank  in  the 
bottom,  all  seams  calked  with  one  thread  of  oaknm,  2  new  chimney  jacks,  and  the 
roof  rccanvassed  and  painted. 

Dump  scuirs. — Three  new  gates  were  made  and  hung. 

MiacellanvoHS, — Four  barges,  three  sets  of  pile-driver  leads  with  the  engines  and 
cabins,  pumping  engines,  travelers,  and  the  rock  crusher  were  all  painted. 

nriLDIXGS   AXI>   (iUOUXDS. 

The  United  States  land  on  the  east  side  of  the  river  was  surveyed,  the  corners 
marked,  and  the  land  fenced.  A  small  building,  14  by  18  feet,  was  built  for  use  as  a 
baker}'.     The  buildings  and  fences  Avere  all  whitewashed. 

IMPROVING   ILLINOIS    RIVER    BKLOW    KAMP8VILLE   LOCK. 

During  tho  month  of  .June,  1891,  surveys  were  made  of  Ilnrricane  Island  and 
French  bars,  the  first  two  below  Kampsville  Lock,  and  a  project  snbmitted  for  the 
irn])rovement  of  the  one  at  Hurricane  Island,  contemplating  a  channel  with  a 
least  depth  of  4  feet  and  a  width  of  150  feet.  The  work  involved  the  straightening 
of  the  channel  through  the  bar  for  a  distance  of  500  feet.  This  has  been  accom- 
])lished  by  the  removal  of  4,200  cubic  yards  of  dirt. 
Very  respectfully,  your  obedient  servant, 

C.  V.  Brainard, 
Capt.  W.  L.  Marshall,  Assistant  Engineer. 

Corpn  of  KnginecrH^  i\  S.  J. 


Detailed  statement  of  the  cost  of  Kampsville  Dam. 


I 

j  Quantity.      

i  Unit 


C«>8t  per  unit. 

Cost. 


Abutment. 


LalM)r 

Matt-rial    int  liidiug  Btonc,  piles,  etc 

Vam,  labor,  including  subsistence. 
l>n  ilcrinff 


Amount. 


$2  262. 16 
3.  2:J7.  28 

5. 499. 42 


Kjirtli  lillni;; cubic  yards.. 

Hal  lasting  with  lork  *    ..flo 

Franiin;;  InmlMT  I fcot.  J5.  M.. 

i)ri\  in;;  jiilcs.  idhthI number. . 

l)ri\  in;;  |»iles.  shcjt do 

Malv.n-iHlrs.  .heot J. .number.. 

Trnn>«r«'riiiiir «  o;l  ;in«l  ii'o 

(,':iTo  sii'.d  upMir  <  I   ].l:Uit 

Cajc  (1'  build  in  LIS  r.nd  ;jr(niiuls 


3, 332  '  Cubic  yard  . 

11.795    ....do 

PerM 

Each 

...do , 

Per  M 

Eaeh 


313,  212 
1.104 
2.  600 

235.  463 
2.600 


$0.17    t 

.404 
13.  22 
1.54 
.482 
1.H3 
.1(50 


Da, II,  niatciial. 


Cunl , 

Oil.  ( (»;il  and  I'lbririilini: 

PiNs.  rounil  (l.-'Tl  'Js  jVcl ;  I'J  i  18  le<^t)  ...number. 

I.iinilicr ; 

();ik loet,  RM., 

Pine do 

Ore;lc»n  lir do  — 

I'nr  bakery 

Kubbb' '. rubi«^  yard.s.. 

Iron,  bolls,  etc 


1.391 

i 

302,130  .. 
74.  S!)  I     , 
171.  0-18  I 


11.795 


10  diiin]>  cars 

AuLjcrs.  tiles,  rope,  dishes.  ct< 


Total 


3,  U1.66 
5'W.  44 

4.7ol.30 
4. 14 ).  90 
1.  704.  62 
1,  253.  58 

432.  00 

81.  25 
203.  74 
105.  58 

16.393.53 

1,276.72 

127.64 

4, 128.  47 

9.  482.  93 
1.  40-{.  14 

4,  377. 02 

53.  06 

10.  615.. W 

1,050. 82 

810.  00 

847.81 

34.178.  iV 
.5t;,  071.  06 


*  Includes  lavinff  track  and  dunipin:;  platform, 
f  Includes  all  transferring  lumber  fnuu  railroad. 
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JieadbujH  of  the  upper  gauge  at  Copperas  Creek  Lock,  1S93, 
[Piano  of  roferonoe:  Lower  miUtr  Bill.] 


Bay. 


•Tan. 


1. 
2. 


Feet. 
Vl.  00 
12.00 

3 '  ii.no 

4 ■  11.00 

5 11.00 

6 11.00 

7 11.00 

8 11.90 

g 11.90 

10 11.8:1 

11 ;  11.80 

12 '  11.80 


13. 

14. 

15. 

10. 

17. 

18. 

19. 

20.. 

21. 

22. 

23. 

24. 

25. 

26-, 


11.80 
11.  8C 
11.80 


11. 
11. 
11. 
11. 
11. 
11. 


<:> 
70 
70 
70 
70 
70 


11.70 
11.70 
11.70 
11.70 
11.70 

27 11.70 

28 11.70 

29 11.70 

30 11.70 

31 11.70 


Feb. 


Feit. 
11.70 
11.70 
11.71 
11.80 
11.80 
11.80 
11.80 
11.77 
11.80 
11.80 
11.80 
11.80 
12.  0:J 
12.07 
13.73 
14.53 
15.30 
15.97 
10.27 
10.  50 
10.  77 
17.10 
17  20 
17.  :u) 
1 ;.  37 
17.  43 
17.47 
17.07 


Mar.  ■  Apr. 


May. 


Juno. I  July.  I  Aug.     Si-ipt. 


Oct. 


Moau..;  11.79  I  14.16 


Feet. 
17.07 
18.  20 

18.  03 
18.03 
19.10 
19.20 

19.  20 
10  37 

20.  27 

21.  10 
21.73 
22  50 

22.  80 
22.  80 
22.  00 
21.03 
21.40 
21  03 
20.  8i) 
20.  10 
20.  20 
20.  03 
10.  73 
10.  70 
19.  57 
19.40 
19.  32 
19.  23 
19. 20 
19.10 
19.03 


Feet. 
19.00 
18.93 
18.77 
18.  53 
18.  40 
18  13 
17.97 
17.60 
17.40 
17.  30 
17.07 
17.00 
17.00 
16.  93 
16.80 
16.70 
16.02 

16.  43 
16  43 
10.03 

17.  30 
17.70 

18.  00 
18.40 
18.60 
18.90 

19.  20 
19.  50 
19.70 
19.87 


Feet. 

20.  07  I 

20. 10  j 

20. 18 

20. 13  : 

20.03 

20.00 

20.  00 

19.87 

19.80 

19.70 

19.03 

19.50 

19  50 

19. 40 

19.40 

19.  33 

19.17 

18.97 

IK  70 

18.53 

18.  38 

18  27 

18.15 

18.00 

17.  82 

17.77 

17.80 

17.65 

17.48 

17  35 

17.30 


Feet. 
17. 22 
17. 13 
17.04 
17.  00 
10.  93 
16.  85 
16.75 
16.  60 
16.45 
16.  25 
10.15 
16.00 
15.  93 
15.80 
15.80 
15.  72 
15.  70 
15.  55 
15  45 
15.  25 
15.00 
14.88 
14.80 
14.75 
14.  65 
14.  50 
14.  35 
14.  15 
13.93 
13.78 


Feet.  ; 
13.65  ! 
13.63  j 
13.42 
13  20  I 
13.00  ! 

12.85 ; 

12.78  ; 
12.  62 
12.  48 
12.42  ' 
12.22 
11.98 
11.88 
11.80 


11. 

11. 

11 

11. 

11. 

II. 

11. 

11. 

11 

11. 

11 

11. 

11 

11 

11. 

11 

II. 


78 
75 
75 
75 
75 
75 
70 
70 
05 
60 
55 
50 
50 
50 
51) 
45 
40 


Feet. 
11.35 
11.35 
11.  35 
11.35 
11.35 
11.35 
11.35 
11.30 
11.30 
11.30 
11.  30 


Feet. 
11.15 
11.20 
11.20 
11.20 
11.20 


11 
11 
11 
11 
11 
11 
11 
II 
11 
11 
11 
11 
11 
11 
11 
11 
11 
11 
11 
11 


30 
30 
25 
25 
25 
20 
20 
20 
20 
20 
15 
10 
10 
10 
10 
10 
10 
10 
15 
15 


11,25 
11.25 
11.30 
11.30 
11.32 
11.30 
11.35 
11.35 
ll.:i5 
11.30 
11  30 
11.30 
11.30 
11.30 
11.  30 
11.35 


11. 
11. 
11. 


40 
45 
50 


11.50 
11.40 


Feet. 
11.50 
11.  50 
11.50 
11.55 
11.55 
11.60 
11.60 
11.60 
11.60 
11.  55 
11.60 
11.65 
11.70 
11.70 
11.60 
11.60 
11.60 
11.00 
11.60 
11.60 
11.60 
11.60 
11.60 


11 
11 
II 


40 
45 
45 


11. 
11 
11 
II 
11 


60 
60 
60 
60 
60 


Deo. 


20.12   17.90  :  18.97  ,  15.68   12  11   11  23 

i  i  I  I 


11.40 


11.33 


11.00 
11.60 
11.60 


Feet. 
11.60 
11.60 
11. 6i) 
11.60 
11.60 
11.60 
11.60 
11.60 
11.60 
11.60 
11.60 
11.50 
11.50 
11.50 
11.50 
11.50 
11.  50 
11.50 
11.60 
11.60 
11.60 
11.60 
11.60 
11.60 
11.60 
11.60 
11.60 
11.60 
11.60 
11.60 
11.00 


Feet. 
11.40 
11.60 
31.60 
11.60 
11. 6J 
11.60 

11.  to 
11.  (k) 
11.60 
11.80 
11.63 
11.80 

11.  SO 
11.80 
11.80 
11.80 
12  00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.20 
12.20 

12.  ao 

12.20 
12.20 

12.  M 
12.20 
12.20 


11.59     11.58  ,     11.  tV 


Readings  of  the  lower  gauge  at  Copperas  Creek  Lock,  1S03, 
[Plaiip  of  retVnjiicc :  LowtT  miter  sill.] 


Djiy. 


1 

•> 

te  • 

3. 
4. 

5. 

6. 

7. 

8. 

9. 
10. 
11. 
12. 
13. 
14. 
15. 
16. 
17. 
18. 
19. 
20. 
21. 
22. 
2;i. 
24. 
25. 
20. 
27. 
28. 
29. 
30. 


Mean 


Jan. 

Feet. 

Mar. 
Feet. 

Apr. 
Feel. 

May. 
Feet. 

June. 

July. 
Feet. 

Aujr. 
Feet. 

Sept. 
Feet. 

Oct. 
Feet. 

Nov. 
Feet. 

Dec. 

Feet. 

teet. 

FeU, 

9. 00 

8.80 

17.80 

18.73 

20  00 

10.93 

13.37 

7.  35 

0.35 

7.05 

7.50 

7.80 

8.  90 

8.80 

18.  03 

18.63 

20.  00 

16.87 

13.  20 

7.  35 

0.40 

7.10 

7.50 

7.60 

8.90 

8.  90 

18.  37 

l.S.  47 

20  o7 

10.  73 

12.  JH) 

7.  35 

6.40 

7.25 

7.50 

8.00 

8. 90 

8.90 

18.70  : 

18.  17 

20.  07 

10.  70 

12.  60 

6.40 

7.30 

7.50 

8.U0 

8.90 

8.JM) 

IH.  90 

17. IK) 

19.  93 

10  00 

12.  30 

7.  35 

0.40 

7.30 

7.  5«) 

8.00 

8.90 

8.90 

18.97 

17.53 

19  90 

16.57 

12. 10 

7.  35 

0.  50 

7.35 

7.  50 

8.00 

8  90 

8.92 

19.  <  0 

17.37 

19.  80 

10.  43 

11.90 

7.28 

0.  0.) 

7.40 

7.50 

8.00 

8.  liO 

9.  00 

19.  30 

17.10 

19.77 

16  35 

11.77 

7  18 

0.70 

7.40 

7.50 

8.U0 

8.90 

9.(0 

20.  07 

17.00 

v.).  70 

10.17 

11  53 

7.09 

0.70 

7.40 

7.  5.) 

8  00 

8.80 

9.0') 

20. 9{» 

16.  93 

19.  57 

15.97 

11.40 

6.98 

0.  70 

7.30 

7.50 

8.00 

8.  M) 

9.  00 

21.53  : 

1(5.  00 

19.  43 

15.  80 

11.23 

0.88 

0.70 

7.42 

7.50 

8.O0 

8  80 

9.  IK) 

22.  30 

10.03 

19.30 

15.70 

10.03 

0.79 

0.70 

7.45 

7.50 

8.U0 

8.80 

9.43 

22.  00 

10.  70 

19.  .30 

15.  {j.\ 

10.25 

0.  05 

0.  70 

7.  50 

7.50 

8.00 

8.80 

11.40 

22.  ro 

10.04 

19.  10 

15.  .50 

10.  08 

0.  00 

0.  70 

7.  .10 

7.50 

8.00 

8.80 

13.10 

21.80 

16.50 

19.  10 

15.  50 

9.80 

0  55 

«.  00 

7.45 

7.50 

8.00 

8.80 

14.20 

21.  13 

10.5!) 

19.  00 

15.  40 

9.60 

0.  55 

0.  (k) 

7  45 

7.50 

8.00 

8.80 

14.90 

21.20 

10.40 

18.  hO 

15.  40 

9.  45 

0.50 

6.00 

7.  50 

7.50 

8.40 

8.80 

15.57 

20.  83 

10.23 

18.07 

15.20 

9.  30 

0  50 

0.  00 

7.  50 

7.  .50 

8.40 

8.85 

10.  03 

20.  r.o 

10.  20 

18.40 

15.  07 

9.  13 

0.  50 

6.  .-.5 

7.50 

7.00 

8.40 

8.90 

10.  ::o 

20.  17 

10.03 

18.  23 

14.98 

8.90 

6.  50 

0.  00 

7.  50 

7.60 

8.40 

8.  90 

10. 00 

19.  iH) 

17.00 

18.  10 

14.  80 

8.  70 

6.  50 

0.00 

7.  50 

7.60 

8.50 

8.  90 

10.  90 

19.73 

17.40 

18.07 

14.07 

8.  50 

0.45 

6.70 

7.  50 

7.60 

8.50 

8.  90 

17.00 

19.  43 

17.07 

17.90 

14.  .50 

8.30 

6.40 

6.80 

7.  50 

7.00 

8.50 

8.  90 

17  17 

19.  -SO 

18.07 

17.07 

11.43 

8.  08 

0.  35 

7.00 

7.  50 

7.60 

9.00 

8.90 

17.23 

19.27 

\>^.  43 

17.  .53 

14.  37 

7.83 

0.  35 

0.90 

7. 50 

7.60 

9.00 

8.90 

17  37 

19.  10 

18.  80 

17.50 

14.  15 

7.  «;2 

0.  30 

0.90 

7.50 

7.60 

9.00 

8.90 

17.42 

19.  10 

19.  10 

17.  50 

13.97 

7.00 

6.  30 

7.00 

7.  50 

7  00 

9.00 

8  9.1 

17.50 

19.01 

19.40 

17.37 

13.78 

7.  55 

0.  30 

0.  90 

7.  50 

7.60 

0.00 

8.  90 

19.00 

19.00 

17.  20 

1.3.  ,'■-3 

7. 50 

0.  30 

7.  IK) 

7.50 

7.60 

9.00 

8.  90 

....... 

18.90 

19.80 

17.  07 

1.3.50 

7.45 

0.  35 

6.  95 

7.50 

7.(50 

9.03 

8.90 

......   . 

18.  8:{ 

17.00 

7.40 

6.  35 

7.50 

9.00 

8.87 

12.69 

19.  90 

17.00 

18.74 

15.37 

9.93 

0.73 

0.07 

7.42 

7.54 

8.33 

Day. 


1. 

2. 

3. 

4. 

5. 

6. 

7. 

H. 

9. 
10. 
11. 
12. 
13. 
U. 
15. 
1(>. 
17. 
18. 
19. 
20. 
21. 
22. 
2:5. 
21. 
25. 
20. 
27. 
28. 
29. 
30. 
31. 
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Headings  of  the  upper  gauge  at  La  Grange  Lockj  189S 
[Plane  of  reference:  Lower  niitcr  sill.] 


Mean 


Jan. 


Feet. 
15.40 
15.  35 
15.35 
15.  3r. 
35 
35 
30 
30 
30 
25 


15, 
15 
15 
15, 
15 
15 
15  25 
15.25 
15.  25 
15.  25 
15.  25 
15.25 
15.  20 
15.  20 
15.  20 
15.  20 
15.  20 
15.20 
15.20 
15.  20 
15.  20 
15.  25 
15.25 
15.  25 
15.  25 
15.  25 
1.5.  25 


Feb.      Mar.  '   Apr.      May.    June.    July.  '  Aug.  '  Sept.  j   Oet.   I  Xov. 


Feet.   '  Feet.    ! 


15.  25 
15.25 
15.  30 
15.  30 
15.32 
15.40 
15.40 
15.40 
15.40 
15.45 
15.  45 
15.  .50 
15.57 
10.20 
17.  25 
18.50 
19.17 
19. 70 
19.92 
20.25 

20.  80 
21.25 

21.  40 


21 
21 
21 


47 
CO 

57 


21.58 
21.  77 


15  26  i  17.94 


21.57 
21.53 
21.  58 
21.05 
21.  CO 


21. 
21. 
22. 
23. 
23. 


00 
75 
45 
00 
40 


23.  65 
23.  80 
23.  85 
23.  »7 
23.  83 
23.  65 
23. 45 
%\.  23 
23.10 
22.  85 
22.  73 
22.62 
22.  50 
22. 50 
22.  50 
22.  50 


Feet, 
21.85 
21.65 
21.50 
21.30 
21.  10 
20.  90 
20.  70 
20.  53 
20.45 
20.  40 
20.  37 
20.  35 
20.  28 
20.17 
20.03 
20.00 
20.00 
20.  05 
20.  25 
20.45 

20.  72 

21.  05 
21.15 
21.30 
21.65 
22. 17 


22.50 

22.60 

22. 43 

23.15 

22.  32 

23.67 

22.  23 

24.10 

22. 05 

Feet. 
24.  42 
24.  75 
24.  80 
24.80 
24.80 
24.75 
24.  07 
24.63 
24.  50 
24.  40 
24.07 
23.  93 
23.  67 
23.  40 
23.  20 
22.  90 
22.70 
22.  50 
22.  33 
22.20 
22.  00 
21.70 
21.40 
21.20 
21.00 
21.65 
22.13 
22.  02 
21.90 
21.70 
21.  70 


Feet. 
22.  00 
22.  25 
22.  32 

0'>  'IK. 

22.  05 


21. 
21. 


85 
(53 


21.32 
21.05 
20.  85 
20.  60 
20.50 
20.25 
20.05 
19.95 
19.67 
19.38 
19.13 
18.87 
18.65 
18.47 
18.30 


Feet. 
17.  37 
17.  28 
17.15 
16.95 
10.75 
16.47 
16.25 
16.40 
16.  83 

10.  (  I 

16.60 
16.48 
16.37 
16.28 
16.17 
16.08 
15.97 
15.85 
15.  80 
15.77 
15.  68 
15.65 


22.65      21  13  ,  23.09 


18.13 

15.60 

17.97 

15.60 

17.83 

15.60 

17. 72 

15.65 

17.58 

15.65 

17.43 

15.57 

17.40 

15.53 

17  40 

15.47 

15.43 

19.76 

16.16 

Feet. 
15.40 
15.35 
15.30 
15.27 
15.25 
15.  20 
15.  20 
15.15 
15.15 
1.5'.  15 
15. 15 
15.10 
15. 10 
15.10 
15.07 
15.05 
15.05 
15.  05 
15.00 
15.00 
14.95 
14.93 
14.90 
14.90 
14.92 
14.95 
14.95 
14.95 
14.95 
14.95 
14. 95 


Feet. 
14.95 
14.95 
14.95 
14.95 
14.95 
14.95 
14.95 
15.  00 
15.00 
14.97 
14.90 
14.90 
14.90 
14.90 
14.90 
14.90 
14.90 
14.90 
14.90 
14.95 
15.00 
15.00 
15.00 
15.02 
15.00 
15.00 
15.00 
15.00 
V) 

n 


I 


Feet. 

n 
(*) 
(*) 
(') 
(*) 
(*) 
(*) 

15.  05 
15.10 
15.10 
15.15 
15.20 
15.20 
15.20 
15.20 
15.20 
15.20 
15.20 
15.15 
15.15 
15.10 
15. 10 
15.10 
15.10 
15.10 
15.10 
15.05 
15.05 
15. 05 
15.05 
15.05 


15. 08  .  14. 95  .  15. 12 


Feet. 
15.05 
15.  05 
15.05 
15.05 
15.  05 
15.05 
15.05 
15.  05 
15.05 
15.05 
15.05 
15.05 
15.10 
15.10 
15.10 
15.10 
15.10 
15. 10 
15.10 
15.10 
15.12 
15. 13 
15.10 
15.10 
15. 10 
15.10 
15.10 
15.10 
15.10 
15.10 


Dec. 


Feet. 
15.10 
15.10 
15.10 
15. 10 
15.12 
15.16 
15.  IS 
15.15 
15. 15 
15.15 
15.20 
15.23 
15.25 
15.27 
15.33 
15.35 
15.37 
15.35 
15.38 
15.45 
15. 45 
15.45 
15.45 
15.47 
15.5a 
15.50 
15.55 
15.55 
15.55 
15.58 
15.60 


15. 08       15. 33 


'  Valves  open.     No  reconKs  taken. 


Dav 


1. 
2. 
3. 
4. 
5. 
6. 

8. 

9. 
10. 
11. 
12. 
13. 
U. 
15. 


10.. 
17.. 
18.. 
19.. 
20.. 
21 . . 
22 

2:l*. 
24.. 
2.').. 
20.. 


28. 
29. 
30. 
31. 


Readings  of  the  lower  gauge  at  La  Grange  Lock^  1S9S, 
[Plane  of  reference  :  Lower  miter  sill.] 


Jan.   ,  Feb.   !  Mar,  ;   Apr. 


Moan  . 


Feet. 
9.  HO 
9.  HO 


9. 
9 
9. 
9. 


75 
73 
70 
65 


9  02 
9.  55 
9  no 
9.  50 
9.47 
(».  45 
9.40 
9.  40 

9.  ;iH 

9.  35 

9.  35 

0.  30 

9.27 

9.  25 

9.28 

9.30 

9.30 

9.32  I 

9.37 

9.  40 

9.40 

9.40 

9.40 

9.40 

9.45 


Feet. 
9.  50 
9.57 
9.03 
9.75 
9.  95 
10.15 
10.  27 


^   I 


10 
10 
10 


38 
40 
45 


10.55 
1 1 .  30 
11.85 
13.  05 
10.  70 
IH.  10 
18.85 
19.  27 

19.  50 
19.87 

20.  50 
20.  <i5 
21.10 


Feet. 
21.  30 
21.35 
21.33 
21.37 
21.30 

21.  30 
21.35 

22.  17 

22.  75 

23.  20 
23.  45 
23.  00 
23  05 
23.  07 
23.  03 
23.  45 
23.  25 
23.  12 
23.  00 

HO 
55 
42 
30 


22. 
21. 

')9 


21. 

17 

22.  30 

28 

22.  30 

21. 

32 

22.  30 

21. 

30 

22.  30 

*>  1 

33 

22.  23 
22.12 

22.  03 



21.85 

Feet. 
21.65 
21.45 

21.  30 
21.07 
20.  85 
20.  5H 
20.  35 
20.  20 
20.  10 
20.  03 
19.  95 
19.  83 
19.07 
19.58 
19.  50 
19.  50 
19.55 
19.57 
19.73 

19.  90 

20.  30 
20.  05 
20.  75 
20.  90 
21.30 
21.82 

22.  25 

22.  85 

23.  38 
23.  80 


■I 


9.40  :  15.31   '  22.44  '  20.74 


May. 

June. 
Feet. 

July. 
Feet. 

Aug. 

Sept. 
Feet. 

Oct. 

Nov. 
Feet. 

Dec. 

Feet. 

Feet. 

Feet. 

Feet. 

24.  20 

21.77 

14.80 

8.35 

7.10 

(') 

8.10 

8.20 

24.  55 

22.  05 

14.55 

8.  35 

7.10 

(*) 

8.10 

8.20 

24.  60 

22.13 

14.  25 

8.30 

7.10 

(•) 

8.10 

8.10 

24.  60 

22.  05 

13.97 

8.25 

7.10 

(*) 

8.10 

7.95 

24.  00 

21.  85 

13.68 

8.20 

7.10 

(*) 

8.10 

8.15 

24.55 

21.65 

13.  37 

8.15 

1     7.13 

D 

8.05 

8.45 

24.  57 

21.37 

13.08 

8.10 

7.17 

n 

8.00 

8.65 

24.37 

21.08 

13.15 

8.05 

7.33 

8.20 

8.00 

8.75 

24.  20 

20.77 

14.15 

8.00 

7.40 

8.  20 

8.00 

8.75 

24.  00 

20.  55 

13.40 

7.95 

7.40 

8.30 

8.00 

8.70 

23.  77 

20.27 

12.80 

7.95 

7.40 

8.35 

8.00 

8.85 

23  03 

19.98 

12.  35 

7.93 

7.40 

8.40 

8.00 

9.00 

23.  37 

19.75 

11.83 

7.90 

7.40 

8.40 

8.03 

9.07 

23. 10 

19.60 

11.20 

7.87 

7.35 

8.40 

8.10 

9.30 

22.  87 

19. 42 

10.95 

7.77 

7.22 

8.40 

8.12 

0.68 

22.  65 

19.  13 

10.75 

7.68 

7.20 

8.40 

8.03 

9.85 

22.  45 

18.75 

10.60 

7.60 

7.  20 

8.40 

8.00 

10.03 

22.  25 

18.43 

10.60 

7.57 

7.20 

8.40 

8.00 

10.10 

22.  08 

18.  12 

10.  30 

7.55 

7.20 

8.37 

8.00 

9.85 

21.95 

17.  85 

9.95 

7.48 

7. 33 

8.35 

8.00 

9.70 

21.75 

17.57 

9.70 

7.  45 

7.32 

8.30 

8.10 

0.65 

21.  52 

17.30 

9.45 

7.38 

7.40 

8.30 

8.20 

9.67 

21.30 

17.10 

9.25 

7.27 

7.65 

8.30 

8.17 

9.70 

21.10 

10.  82 

9.  13 

7.20 

7.72 

8.30 

8.15 

9.68 

20.  87 

10.  55 

9.10 

7.18 

7.70 

8.30 

8.15 

9.70 

21.43 

16.  28 

9.07 

7.  05 

7.63 

8.20 

8.18 

9.70 

21.  95 

16.00 

8.90 

7.07 

7.60 

8.15 

8.20 

9.83 

21.  85 

15.  60 

8.72 

7.10 

7.60 

8.10 

8.20 

9.80 

21.70 

15.32 

8.63 

7.10 

(*) 

8.10 

8.20 

9.80 

21.  50 

15.03 

8.47 

7.10 

n 

8.10 

8.20 

9.82 

21.50 

8.40 

7.05 

8.10 

9.80 

22.  87 

19.00 

11.24 

7.68 

7.34 

8.28 

8.09 

9.24 

*  Valves  open.    No  records  taken. 
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Headings  of  the  upper  gauge  at  Kamparilh  Lockf  1S9S, 
[Piano  of  n.ifereno«:  Low<fr  mitor  sill;  7.25  feet  below  low  water  of  1879.] 


Day 

1             1             1 
Jan.      Feb.  .  ]Mar.     Apr. 

'          !          1          ' 

May. 

June. 

Jniy. 

Feet. 

Aug. 

Sept. 

i 

1 

!  Feet. 

Feet. 

Feet.     Fe^t. 

Feet. 

Feet. 

Feet. 

Feet. 

o                            ! 

3 1 

4 ' 

5 1 1 

I      :::::i :::::.::....  ■ :. 

7 : ' 

'. 

«::::.: ::::... i 

i 

9      .   .             , ' 

1 

10 1 

13.85 
13.85 
13. 87 
14.  03 
14.05 
13.85 
13.85 
13.45 
13.30 
13. 3U 
13.  45 
13.27 
14.08 
14.10 

11 " : 

12::::..:::::: ::;:::.:::::. j::: .:::... 

1 

13 : 

j 

14 • 

! 

15 ■ 

1             1 

Hi 1 

17 

■ 

IS            ' 1 

■*" . 

i 

......  ^ 

]0 ' ■ 

21 1 ' 

23              .       ,              . ' 1 1    

' 

14. 18 

2.'». 

1 

14.24  [ 

■'**'■  ■*'l""* 

14.05 

27 • ! ' ' 

14.10 
14.10 
14.15 
14.25 

1 

20::::;:::::::'::::::; :::::::  :::::::i::::::::::::': 

1 1 

31 -- 1 

..!....=!*.!!!!!l 

' 

1 

^Icnii  -     ' - - 

13.88 

1 

1 

1 

Feet. 

14.25 

14.40 

14.57 

14.65 

14.72 

14.55 

14.52 

14.  GO 

14.75 

14.85 

14.85 

14.  02 

15.00 

14.95 

14.85 

14.85 

14.90 

14.90 

13.90 

14.90 

14.90 

14.90 

14.90 

14.95 

14.85 

14.92 

15.05 

15.12 

15.25 

15.02 

14.85 


Dec. 


14. 83     15.  40       15. 54 


Day 


lUaOinga  of  ihc  lower  gauge  at  KampavlUe  Lock,  TS9.L 
[I*lan<»  of  n!fcron<'0,  low  water  of  1879.] 


i:< 


I  '  I 

Jan.  i  Im'1).    ■  ;Mar.  '  Apr.    'May.    June.'  July. 


Au;,'. 


Fert.      Feet. 

1 li.  L'5       1.  82 

2 2. 20  I     l.UO 

3 2.18        1.00 

4 2.10       1.90 

5 ,  2.10        1.00 

7 2.  on       3.  (>.') 

8 '  1.95 

9 1.90 

10 1.90 

11 1.8.") 

12 1.85 

i:{ l.SO 

14 1.80 

15 1.80 

If) 1.75 

17 1.75 

18 1.75 

10 1.75      10. 

20 ^...  1.75     11. 

21 i  1.75  I  11. 

22     '  l.SO      11.. X5 

23 1  1.80  j  11.45 

24 1  1.80  .  11.72 

25 1  l.SO  .  12.00 

20 i  1.80  I   1:5.  03 

27 l.M)      12.53 

28 l.SO      12.12 

29 1.8)    

30 l.s)    

;:i I.8»    


38 
52 
.'►.") 
3.  50 
:s.  55 
4.00 
5.  .50 
7.  05 
0.  S5 
10.  h3 
10.00 
Wt 
13 
20 


Feet. 
12.15 
12.20 


15 

10 

10 

15 
•>o 

1)5 


12. 
12. 
12. 
12. 
1'» 

12. 

13. 

13.77 

14.30 

1 1.  75 

1.5.20 

1:).  (1.) 


10. 
10. 
10. 
17. 
17. 
17. 


.   I 


'>'! 
*•<> 


15 
(52 
W 
10 

:io 


17.30 
17.  :o 
17.25 
17.02 
10.80 
10.  .52 
HJ.  05 
15.  C5 
15.  25 
14.03 
14.70 


Feet. 
14.45 
14.20 
13. 98 
13.80 
13.  .58 
13.35 
13. 10 
12.90 
12.  73 
12.  <K) 
12.  55 
12.83 
12.90 
12.05 
12.95 
12.  78 
12.52 
12.  40 
12.40 
13.02 
ri.45 
13.85  ' 
14.20  , 
1 1.  47  I 
14.87 
15.  :i8  I 
10.02 
10.  78  ; 
17.  57 
IS.  45 


Feet. 

10. 18 

19.73 

20.07 

20.17 

20.13 

19.98 

10.  67 

10. 

10. 

18. 

18. 

18. 

18. 


I  Feet,  i  Feet.  '  Feet. 


!  i-.' 


50 
25 


97  i 
70 
53  j 
35 

18. 15  , 

17.05  I 

17 

17 

17 

17 

16 


75 
5.5 
35 
15 

OH 


10.  S3 
10.00 
16.  30 
10.03 


15. 
10. 
10. 
17. 
17. 
IS. 
17. 


<:> 
23 
Si) 
48 
95 
(»5 
00 


17.  08 

7.22 

1.18 

17.42 

0.95 

1.08 

17. 27 

6.08 

1.00 

17.10 

6.37 

0,95 

16.82 

6.  07 

0.  92 

16.  45 

5.78 

0.  S5 

16.00 

5.60 

O.SO 

1.5.  55 

5.  57 

0.77 

15.18 

6.43 

0.67 

14.75 

6.  25 

0.70 

14.  35 

5.  .55 

0.67 

1.3.05 

5.00 

0.  (52 

13.58 

4.  02 

0.60 

13.  20 

4.27 

0.  .57 

12.  90 

3.  0<» 

0  53 

12.68 

3.  6S 

0.  50 

12.  33 

3.  45 

0.43 

12.(K) 

3.  25 

0.  40 

11.. 55 

3.10 

(»,  32 

11.15 

2.  85 

(».  2:{ 

1(».  75 

2,  (55 

0.20 

10.  :.7 

2.  45 

(».  15 

10.08 

2.25 

0.  15 

0.  87 

2.  13 

0.  05 

0.  75 

1.08 

0.  05 

0.72 

1.95 

—0,  05 

0.  .3.3 

2.  05 

—0.  05 

8.67 

1.85 

—0.  OS 

8.13 

1.(55 

—0.  32 

7.65 

1.45 

-0.65 

1.28 

-0.  30 

y 


ept. 


::;) 
35 
35 


0. 
0. 
(». 
0. 


Feet. 

—0.  30 

-  0.  r) 

—0.  30 

—0.  23 

0.  02 

-0.58 

—  1.72 

f  0.  48 

I  0.  65 

0.  65 

0.  65 

0.  45 

0.  35 

0.  35 

0.15 

0.  OS 

0.  35 


-   I 


0. 
0. 
0. 
0.  25 
-1.58 
0.  35 
0.  43 


47 
30 
35 
35 


l.SS        7.t'0      14.99      13.00      IS.  10      12.87;     4.01'     0.41 


0.  40 
0.  50 


0.12 


Feet. 

0.  50 
0.60 
0.60 
0.60 
0.60 
0.60 
0.55 
0.60 
0.60 
0.  60 
0.60 
0.  (50 
0.  60 
(».  (50 
0.  (50 
0.  60 
0.  60 
0.  6>) 
0.  (51) 
0.  (50 
0.  (H) 
0.  60 
(».  (W 
0.  60 
(».  60 
to.  33 
0.  25 
0.  25 
0.  25 
0.  25 
0.25 


Ort.  ;  Nov.  !   Dec. 


Feet. 
0.25 
0.95 
0.45 
0.50 
0.55 
0.55 
0.55 
0.55 
0.55 
0  ,55 
0.55 
0.  55 
0.55 
0.  55 
(».  55 
0.  55 
0.55 
0. 55 
0.55  j 
0.55  I 
0.55  < 
0.55 
0.55 
0.50 
0.45 
0.50 
0.05 
0.52 
0.52 
0.00 


Feet. 
0.60 
0.40 
0.47 
0.65 
0.70 
0.70 
0.65 
O.fS 
0..'»5 
0.55 
0.55 
0.65 
0.80 
0.85 
0.85 
0.90 
0.95 
0.63 
0.05 
1.15 
1.05 
1.50 
1.75 
1.70 
1.65 
l.<6 
1.65 
1.65 
l.(S 
1.65 
1.65 


0.  53  ,     0. 52  i       1. 03 


Dam  (  losed. 


f  Valven  open. 


I  Valves  cIoRcd. 
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COMMERCIAL  STATISTICS. 


The  following  figures  are  taken    from   the    annual    report  of  the  Merchants' 
Exchange,  St.  Louis,  Mo.,  for  the  calendar  year  1893: 

Arrivals  and  departures  of  steamboats  and  barges  at  St,  LouiSy  Mo.,  via  Illinois  Itivn\ 


Month. 


.Arrivals.  Departures. 


Miircli  . 
April  . . 
May  ... 
June  ... 
July  ... 
August 


li 

14 

21 

20 

]3 

13 

15 

15 

13 

11 

4 

4 

Month. 


September 
October . . . 
November 

Total 


Arrivals.  Dep.irturc8. 


7 
8 
3 


95 


Receipts  and  shipments,  in  tons,  via  Illinois  EiveTf  at  St,  Louis,  Mo, 


Month. 


Mar<"h . 
April. . 
Miiy ... 
. I  line  . .. 
July  ... 
Auj^ust 


Receipts. 


9,580 
24,530 
5,270 
5,180 
1,965 
560 


Shipments. 


560 

810 

1,265 

1,120 

1,065 

415 


Month. 


September 
October  . .  - 
November. 

Total. 


Keceipts. 


1,280 

1.520 

720 


50.605 


Shipments. 


45 
260 
242 


5,785 


KK5. 

OPERATING  AND  CARE   OF  THE  LA  GRANGE   AND   KAMPSVILLE  LOCKS 

AND  DAMS,  ILLINOIS  RIVER,  ILLINOIS. 

The  lock  and  clain  at  La  Grange  were  operated  and  cared  for  during 
the  fiscal  year.  The  lock  and  dam  at  Kainpsville  were  completed 
September  30,  1893,  and  have  since  been  operated  and  maintained. 

The  expenses  of  oi>eratin<?  and  care  have  been  paid  from  the  general 
indefinite  appropriation  for ''Operating  and  care  of  canals  and  other 
works  of  navigation,  indefinite,"  contained  in  the  river  and  harbor  act 
of  July  5,  1884,  section  4. 

On  September  27, 1893,  the  head-bay  platform  of  the  La  Grange  Lock 
gave  way.  The  timbers  were  insufficiently  supported  by  atancliions, 
and  had  become  softened  by  long  immersion  in  foul  water. 

The  lock  was  colferdammed  and  pumped  out,  the  broken  timbers 
n'i)hiced,  and  r>8  posts  V2  inches  square  in  cross  section  placed  for  sup- 
ixnting  the  valve  ])hitform.  This  work  was  costly  because  it  happened 
that  no  dredge,  pile-driver,  or  other  appliance  for  doing  the  work  was 
above  the  dam,  and  tlie  lock  could  not  be  used.  This  required  the 
necessary  lloating  plant  to  be  lifted  over  the  dam,  which  was  dcme. 

Five  liundred  cubic;  yards  of  stone  was  placed  below  the  La  Grange 
dam  to  piotiMtt  the  bottom  of  the  river  below  the  apron  against  scour. 

The  approaches  to  both  locks  were  kept  dredged. 

At  Kamivsville  Lock  a  broken  stone  drain  was  built  in  rear  of  the 
land  wall  its  entire  length  to  take  care  of  the  surface  drainage  water; 
17  snubbing  posts  were  set,  and  the  coping  stones  of  the  pier  heads, 
and  the>  stc])  stones  doweled  with  pins  IJ  inches  diameter,  4  feet  long, 
set  in  Portland  cement.  The  number  of  craft  passing  La  Grange  Lot^k 
incieased  from  i07  in  1893  lo  509  in  1894.  The  tonnage,  however,  was 
less.  Navigation  was  closed  for  three  months  on  account  of  the  acci- 
dent at  the  La  ( J  range  Lock  and  because  of  the  delay  due  the  construc- 
tion of  the  Kainpsville  liam. 
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Money  statement, 

LA   GUANGR   LOCK. 

Outstanding  June  30, 1893 $1,021.61 

Allotment  for  fiscal  year  1894 10,000.00 

$11, 021. 61 

June  30, 1894,  amount  expended  during  fiscal  year 10, 234. 64 

July  1 ,  1804,  balance  unexpended 786. 97 

July  1,  1894,  outstanding  liabilities 408.52 

July  1,  1894,  balance  available 383.45 

KAMPSVILLB   LOCK. 

Allotment  for  fiscal  year  June  30.  1894 7,580.00 

June  30, 1894,  amount  expended  during  fiscal  year 4,266.09 

July  1,  1894,  balance  unexi)6nded 3,313.91 

Juj'y  1,  1894,  (mtstanding  liabilities 591.07 

July  1,  1894,  balance  available 2,722.84 


Expended  dar'mfj  the  fiscal  year  ending  June  30,  ISOiy  from  the  indefinite  appropriaiUm 
for  ^*  opera  tiny  and  cure  of  canah  and  other  works  of  navifjation,  indefinite,  in  opertU- 
ing  and  keeping  in  repair  the  La  Grange  Lock  on  the  Jllinoiit  Hiver. 

Services  of  overseer  and  lock  tenders $4,  069. 10 

Fuel  for  boats  and  dredges 497.  78 

Peed  for  lock  grounds 3.  75 

Lime  an<l  brushes  for  whitewashing  buildings 9. 45 

Hawser  pipes  for  dredges 67.  50 

Oil  for  lighting  locks 10.96 

Paint  and  waste  for  repairs  of  plant 81.  48 

Lumber  for  repaiis  to  ice  house 5.  51 

Telei)hon(^  service 31.  25 

(ias  for  oflice 2.88 

Telegrams 2.  85 


'I' 


'1^ 


Total  for  operating  and  care $4, 782. 51 

COST   OF    KKPAIKING    DHEAK   IX   IIEADBAY   FLOOU. 

Services  of  assistant  engineer  and  labor $2,970.59 

Subsistence  stor<'S ] 616.  48 

Lumber  and  piles 479.  34 

Rubblestone 70Ji.  38 

Cement 167.  40 

Sand 69.  30 

Iron  and  st(?el 61.  75 

Rope.. 69.89 

Hardware  and  tools 22. 13 

Use  of  enj^inc,  pumi)ing,  and  lock  pit 49.  00 

K i t  chen  out  fit 136.  26 

Rubber  boots 29.25 

Mileage  of  otlicers 44.  56 

Travel  of  assistant  engineer 5.  90 

Stationery 1.  17 

Telegrams  and  express 18.  93 

5,452.13 

Total 10,  234. 64 

KAMPSVILLK    LOCK,  ILLINOIS   KIVKR. 

Services  of  overseer,  lock  tenders,  watchmen,  etc $3, 478. 05 

Fuel  f(U'  boats  and  dre<lgcs 584.  00 

Oil  for  lighting  bM'ks 22.36 

Cement  ami  iron  for  coping  of  locks 34.  58 

Snubbing  i)osts 87.  50 

Lanterns  for  watchmen's  use 3.  25 

Paint  for  plant .56.35 

Total ."TTTT-TTTT  4,266.09 

Grand  total 14, 500. 78 
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REPORT   OF   MR.  C.  V.  HRAINARD,  ASSISTANT   ENGINEER. 

Kampsville,  III.,  June  SO,  1894, 

Captain:  I  h«'ive  the  honor  to  submit  tho  report  of  operating  and  care  of  locks 
and  damrt,  Illinois  River,  for  the  tiscal  year  ending  Juno  30,  1894. 

LA   GRANGE   LOCK. 

The  work  at  this  lock  has  consisted  of  rebuilding  the  icebreaker  taken  away  bv 
tho  ice  in  February,  1893,  and  building  two  houses  16  by  24  feet  one  story  nigh 
for  quarters,  a  wood  and  storehouse  16  by  30  feet  for  superintendent,  and  an  ice 
house  16  by  16  by  16  feet.  Two  snubbing  posts  were  set  on  the  land  wall,  buildings 
an<l  fences  whitewashed,  tho  grounds  sown  with  blue-grass  seed  and  kept  free  from 
drift  and  trash,  and  100  tons  of  ice  put  up.  Three  thousand  cubic  yards  of  earth 
filling  was  put  about  the  lock  house.  The  levee  on  the  west  bank,  extending  from 
the  head  of  the  lock  wall  upstream,  was  repaired  by  filling  in  the  breaks  and  raising 
it  to  ^rade. 

On  September  27  word  was  received  that  the  head-bay  floor  of  this  lock  had  given 
way,  a  hole  10  by  12  feet  being  made.  The  work  on  the  Kampsville  Dam  being 
practically  complete  the  force  and  plant  were  transferred  to  this  place.  Trouble 
was  experienced  in  having  no  plant  above  the  dam.  One  fiat  with  a  pile-driver  and 
one  empty  flat  was  pulled  over  the  dam,  the  two  ends  of  the  lock  coft'erdammed  and 
tho  lock  pumped  out.  This  lock  had  given  trouble  ever  since  opening  by  a  settle- 
ment of  tho  headbay,  necessitating  larger  ])inions  yearly  on  the  valve  gearing.  The 
cause  was  found  to  be  a  gradual  bending  of  the  timbers  of  the  floor.  Two  of  these 
cross  timbers  were  found  broken.  These  timbers  were  replaced  by  new  ones.  As 
originally  built  there  was  but  one  support  between  the  ends  of  a  40-foot  span.  The 
platform  was  strciigthened  by  putting  two  additional  rows  of  posts  across  the  lock 
under  the  timbers.  These  posts  were  of  12  by  12  inch  pine  resting  on  12  by  12  inch 
footing  ])ieces  long  enough  to  rest  on  4  of  the  foundation  sills.  Fifty-eight  of  these 
posts  and  f()otiii«rs  were  put  in.  Four  hundred  feet  of  12-inch  drain  tile  was  laid 
Irom  the  slough  back  of  the  United  States  grounds  to  the  river. 

KAMI'SVILLK    LOCK. 

The  first  boat  passed  through  this  lock  August  29,  1893.  A  broken  rock  drain  was 
built  along  the  land  wall  its  entire  length  to  take  care  of  the  surface  and  drainage 
water.  Tl'irty-five  dowel  pins  of  1^-inch  iron  4  feet  long  were  used  to  fasten  the 
step  stones  and  coping  about  the  pierheads. 

Seventeen  snubbing  posts  were  set.  Wooden  fenders  were  ])ut  on  both  sides  of  the 
gates  to  protect  them  from  passing  boats.  The  lower  entrance  was  finished  to  a  least 
de])th  of  5  feet  and  a  width  of  120  feet.  There  is  herewith  a  statement  of  tonnage 
])a8sing  T^a  (irange  Lock  and  also  one  of  tounag<5  ])assing  Kampsville  Lock  not 
reported  at  La  Grange,  and  a  list  of  boats  navigating  this  river: 

Tonnage  pasaiv (J  La  Grange  Lock. 


Yviw  oiuliiig  Jr.iio  30— 


Stoaitd)ositH nimiber. . 

liar^cs do. . ., 

Q'oiiTia^o.  sloanuTH tons. . 

ToEiia;;e,  barjjea do 

Ic" do 

Wheat biislicla. . 

("oin do 

C(»al tons.. 

Lo^rs f(«ot,  B  M 

(iciHTiil  uicn-liandisf tons. . 

I'assj'iigcrs iminber.. 

Stock head.. 

AVood cords.. 

Stone cubic  yards . . 

Lumber M  feet,  IL  M.. 

13ri(k Dumber.. 


18'.)0.  - 


142 

08 

41,915 

12.  380 

C) 
5,  082 


100 


1891. 


280 

147 

63,967 

45,711 

20, 575 

1),  800 

18, 176 

650 

45. 000 

C) 

C) 

C) 
70 

350 


18'.)2. 


265 
168 
68.  236 
70,  21 1 
39,400 
14. 536 
33,  800 
729 


1,  651 

1, 334 

219 

250 

655 

20.000' 

40,000 


18:3. 


291 

176 

80. 131 

102.  118 

46.000 

12.700 

29,691 

225 

181.000 

4, 675 

2,  382 

298 


750 
10,  OUO 


1894.t 


296 

213 

59.730 

91,361 

31,900 

6,750 

45,900 

1,087 

209.000 

3.734 

2. 179 

2,307 

60 


15, 000 


*  Opened  to  iiavijration  October  21.  1880. 

1  AiiLf"'*t,   September,  and  October,  1894,  river  closed  at  Kampsville  Dam  and  for  repairs  at  La 
Grange  Lock. 

*  No  record  kept. 

KNG  1)4 13G 


2162      REPORT   OF   THE    CHIEF   OF   ENGINEERS,  U.  6.  JlSMX. 

Tonnage  passing  Kampsville  Look  and  not  reported  at  La  Orange. 

Steamboats iiiinibcr. .  21 

Har«]ft.'8 , ilo 15 

ToiiuHgo,  steamers tons..   -3,148 

Tonnage,  barges do -1,560 

AVheat bushels..  63,850 

Coin <lo....  86,267 

CeiuTal  nierebandiso tons..         800 

l*asseiiger8 number. .     1,'1B7 

Wood cords..        5fl0 

Stock head..     8,760 

•  Wliib^  some  of  the  items  through  La  Grange  Loek  show  a  decrease  from  the  yenr 
before,  a  comparison  of  1894  made  -with  the  same  months  for  1893  shows  a  decided 
increase. 

List  of  boats  navigating  the  lUinoia  lUver. 


Name. 


Polar  "SVavo 

Belle  of  Ottawa 

Charlotte  lloeckeler 

Citvof  Pckiii 

D.  il.  Srhnioldt 

H.  ^^^  Lonjifellow.. 
Lilv  (riiited  States) 

I),  ll.rike 

Jack  Frost 

Joliet 

l*<"oHa 

Lotus 

City  of  Jiniiiswick. . 
Cherokee 


Tonna;n3. 


-   I 


I 

150  j! 
10  I 

143  ,; 

5  'i 

15 

77 
300 
465 
350 

76 
5 

22 

77 
6:n 


Xaiuc. 


Imperial 

Spread  Eaj;le  . . . 
renl  Ilerold.... 

CO 

City  of  Peoriii . . 

Gauaboiit 

G.M.Sivlev... 
Fraukio  Folsom 

Iowa 

Flora 

Ahla 

Ariel 

Mollie  L , 

Chicago 


Tonnagie. 


OG 
fi20 

19 
128 
31 
96 
38 
73 
14 
73 

0 
22 

G 


Vory  respectfully,  your  obedient  servant, 

Capt.  W.  L.  Marshall, 

Corps  of  Engineers  J  U.  S.  A. 


C.    V.    I^RAIXAKD, 

Assistant  Engineer, 


K  K  6. 


ILLINOIS  AND  MISSISSIPPI  CANAL,  ILLINOIS. 

The  object  of  this  iniproveiiHMit  is  to  furnish  a  iiavi.iiablc  waterway 
from  Lake  Michij^an  to  tlie  Mississippi  liiver  at  the  jiioutli  of  Kock 
]iiver  ill  conneetioii  with  the*  Up])er  Illinois  Kiver,  and  the  proposed 
enlarged  waterway  alon;:;;  the  pr(\sent  line  of  the  Illinois  and  Mich- 
igan Caiml. 

The  liver  and  harbor  act  of  September  19,  1800,  (contained  the  first 
ai)])ro])riation  for  beginning  the  construction  of  this  canal. 

AViih  reference  to  this  work  it  is  to  be  said  that  various  surveys  of 
dilferent  routes  from  the  great  bend  of  the  Jllinois  Hiver  to  the  Mis- 
sissippi Elver  at  or  above  the*  mouth  of  Kock  Jviver  have  been  made — 
in  1S7J,  G.  V,  Low  (Report  (Jhief  of  Engineer.^  LSTl,  ]>.  ;U):i);  iu  1882, 
Major  l>enyaurd  (Kejxut  (Mi ief  of  Engineers,  18S:», ]>.  IT.")!),  and  in  1885, 
Major  Ilandbury  ( Report  Chief  of  Engineers,  ISSO,  ]>.  1707). 

There  was  also  a  report  npon  this  canal  by  a  IJoard  of  Engineers  in 
1887  under  the  i)rovisions  of  the  river  and  liarbor  act  of  August,  1886 
(lU^port  Chief  of  Engineers,  1887,  ]).  iillV)).  All  of  the  local  engineers 
and  the  Hoard  of  Engineers  of  1887, for  engineering  leasons,  have  pre- 
ferred and  recommended  the  Marais  d'Osier  route,  but  for  commercial 
reasons  the  Chiefs  of  Engineers,  Gens.  Newton  and  Duane,  and  the 
Secr(»taii<*s  of  War  ]n'eferred  theKock  Island  rimte,  and  that  route  has 
been  iinally  a(h)i)ted. 
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Detailed  plans  and  estimates  based  entirely  upon  preliminary  surveys, 
and  under  the  act  of  August  11, 1888,  were  prepared  and  submitted  to 
Congress  June  21,  1800,  the  report  of  which  location,  plans,  and  esti- 
mates were  submitted  June  21,  1890,  and  published  (without  maps  and 
drawings)  as  Houwse  Ex.  Doc.  No.  31(5,  Fifty- first  Congress,  first  session. 

This  report  was  the  basis  evidently  of  subsequent  appropriations. 

The  plans  submitted,  jis  subsequently  modified,  contemplate  the  con- 
struction of  a  canal  80  feet  wide  at  the  water  surface,  7  feet  deep,  with 
locks  170  feet  long,  35  feet  wide,  extending  from  a  point  at  the  great 
bend  of  the  Illinois  Eiver,  near  the  town  of  Hennepin,  via  the  valleys 
of  Bureau,  Pond,  and  Cowcatcher  Creek,  to  the  summit  level  at  the 
twentieth  mile,  ascending  205  feet  through  24  locks  with  lifts  varying 
from  3  feet  to  10  feet  each;  thence  to  the  feeder  junction  at  the  twenty- 
fifth  mile;  thence  to  liock  Eiver, at  Penney  Slough,  at  the  fiftieth  mile; 
thence  down  Eock  Eiver  27  miles  to  its  mouth.  The  descent  from  the 
summit  level  to  the  mouth  of  Eock  Eiver,  at  low  water  in  the  Missis- 
sippi Eiver,  is  102  feet,  made  by  13  locks  and  one  guard  lock  of  from 
5  to  12  feet  lifts.  The  length  of  the  western  slope  from  the  feeder  Junc- 
tion to  the  Mississippi  Eiver  is  62  miles,  and  of  the  main  trunk  of  the 
canal  77  miles,  of  which  50  miles  is  c^nal  and  27  miles  slack  water  in 
Eock  Eiver,  by  means  of  locks  and  dams. 

The  proi)osed  feeder  is  of  the  same  dimensions  as  the  ciinal,  and  is 
34^  miles  in  length. 

This  location  is  subject  to  modification,  the  termini  remaining  the 
same. 

Under  the  requirements  of  the  act  of  September  19,1890,  and  with 
the  approval  of  the  Secretary  of  War  (see  Annual  Eeport  Chief  of 
Engineers,  1892,  p.  2297,  et  seq.)^  the  work  of  constructing  the  canal 
began  July,  1892,  at  the  mouth  of  Eock  Eiver,  upon  the  construction  of 
a  canal,  approximately  4J  miles  in  length,  around  the  lower  rapids  of 
Hock  Eiver,  terminating  at  the  principal  mouth  of  Eock  Eiver. 

The  works  of  construction  required  along  this  section  consist  in  two 
(lams  across  the  arms  of  Eock  Eiver,  at  the  liead  of  the  rapids;  4 J  miles 
of  canal  trunk,  of  which  4,000  feet,  more  or  less,  is  formed  by  embank- 
ments in  the  bed  of  Eock  Eiver;  1  guard  lock  and  2  lift  locks,  7  sluices, 
1  culvert,  2  metal  bridges,  and  1  pontoon  farm  bridge. 

AVOllK   I  NDER   CONTRACT. 

Western  section. — At  the  close  of  the  last  fiscal  year  a  contract  was  in 
force  with  John  B.  Lynch,  Monmouth,  111.,  for  the  earthwork  necessary 
for  the  construction  of  3  miles  or  less  of  the  canal  trunk  and  for  the 
necessary  sand  and  pebbles  at  the  guard  lock  and  Lock  36.  This  con- 
tract was  completed  during  the  year,  except  that  the  sand  and  pebbles 
were  not  furnished  in  full,  as  they  were  not  found  in  the  canal  excava- 
tion. One  hundred  and  sixty-four  thousand  two  hundred  and  forty- 
eight  cubic  yards  of  earthwork  under  this  contract  were  paid  for  dur- 
ing the  fiscal  year. 

The  sand  and  i)ebbles  were  purchased  in  the  open  market,  and  were 
taken  from  deposits  in  the  immediate  vicinity  of  the  canal. 

WORK  BY   HIRED   LABOR. 

The  work  carried  on  by  hired  labor  during  the  past  year  has  been 
gratifying  in  results,  and  is  detailed  at  length  in  the  accompanying 
report  of  Assistant  L.  L.  Wheeler,  who  has  been  in  local  charge  of  the 
western  section  since  the  inception  of  the  work. 
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The  work  by  hired  labor  has  consisted  in : 

(1)  The  completion  of  the  foundation  of  Lock  37, 12  feet  lift  (contract 
of  A.  J.  Whitney,  nullified  June  10,  1893),  and  of  the  masonry  (con- 
crete) of  that  work,  and  the  framing  of  the  gates  thereof. 

(2)  The  completion  of  the  masonry  of  Lock  36,  of  C  feet  liff,  and  of 
the  masonry  of  the  pontoon  bridge  piers  above  it,  and  the  framing  and 
hanging  of  the  gates.  • 

(3)  The  preparation  of  the  foundation  and  construction  of  the 
masonry  and  gates  of  four  21  feet  wide  sluiceways  at  the  mouth  of 
Mill  Creek. 

(1)  The  construction  of  the  masonry  of  the  guard  lock,  and  framing 
and  placing  the  gates. 

(5)  The  construction  of  the  masonry  for  three  21-foot  sluiceways, 
one  abutment  of  dam,  one  10-foot  arch  culvert,  and  the  retaining  walls 
at  the  guard  lock,  420  linear  feet  in  length. 

(())  The  construction  of  an  earth  cofferdam  across  the  north  arm  of 
Ro3k  lliver,  and  the  construction  of  450  linear  feet  of  the  base  of  the 
dam  across  this  chute. 

(7)  The  construcjtion  of  three-fourths  of  the  embankments  in  Kock 
River  over  4,000  feet  in  length  and  the  riprapping  with  stone  of  these 
embankments. 

(8)  The  excavation  of  earth  and  rock  of  the  canal  trunk  above  the 
mouth  of  Mill  Creek  throughout  four-fifths  of  its  extent,  and  in  the 
crushing  of  stone  and  accumulation  of  material  and  tools  for  all  the 
masonry  work  on  this  section  of  the  canal,  the  lock  gates  and  dams. 

AH  of  the  material  for  the  completion  of  fhe  work  has  been  con- 
tracted for,  or  ordered,  except  for  the  revetments  at  Locks  36  and  37, 
and  it  is  confidently  exj)e(tod  that  this  section  of  the  canal  will  be 
open  for  navigation  before  the  close  of  the  present  working  seasou. 

On  this  work  the  i)rincipal  matter  of  interest  is  the  artificial  stone- 
work of  Portland  cement  concrete.  The  work  on  this  canal  marks  the 
beginning  in  America  of  constrncttions  of  concrete  without  stonefacing, 
apidied  to  canal  locks.  Th<5  locks  and  all  masonry,  including  bridge 
piers  and  abutments,  sluiceway  piers,  and  abutments  of  dams,  have 
been  or  are  to  be  constructed  entirely  of  artificial  stone  of  Portland 
cenuMit,  mixed  with  crushed  stone  and  gravel  finind  in  the  immediate 
vicinity  of  the  work  and  in  great  i)art  excavated  from  the  prism  of 
the  canal.  The  hollow  quoins  ot  the  locks  are  of  cast  iron  built  into 
and  anchored  to  the  concrete  as  the  work  ])rogress(»s.  With  this  excep- 
tion, tlicre  is  no  faring  to  the  artificial  stone  or  concrete,  which  ]n\s 
been  constructed  with  great  care,  and  it  is  important  that  the  manipu- 
lation of  this  material  as  well  as  the  ingredients  should  be  carefully 
given  as  ])art  of  the  record  of  this  experiment. 

The  methods  applied  in  de]>ositing  the  material  were  in  the  main 
developed  by  the  oilicer  in  charge  since  1S81)  while  serving  as  con- 
sulting engineer  for  the  commissioners  of  Ijincoln  Park,  and  were 
directed  as  a  guiding  motive  to  the  securing  of  masses  of  concrete  with- 
out idanes  and  surfaces  of  weakness  at  undesirable  places,  along  which 
cracks  and  failures  might  take  place.  It  is  a  common  ])racticeiu  mak- 
ing large  masses  of  concrete  to  deposit  and  consoIi<late  it  in  layers  of 
such  extent  that  each  layer  has  time  to  partially  harden  or  set  before 
another  lay(T  is  deposited  thereon.  At  nightfall  work  is  commonly 
suspended  until  the  next  day,  when  work  is  resumed  after  cleaning 
the  surfaces 

The  layers  are  seldom  (rarefully  leveled  and  the  resulting  mass 
intended  to  be  monolithic  is  traversed  by  numerous  approximately  hor- 
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izontal  surfaces  of  weakness  along  wliicli  cracks  will  inevitably  occur 
after  exposure  to  weather  in  rigorous  climates.  Surfaces  and  joints  of 
weakness  are  also  frequently  due  to  the  practice  of  using  whole  barrels 
of  cement  for  each  batch,  resulting  in  a  weak  stratum  whenever  a  barrel 
of  defective,  unsound,  or  weak  cement  is  encountered.  The  custom 
also  of  "  finishing"  or  plastering  surfaces  after  the  forms  are  removed 
results  in  x>lanes  of  weakness;  also  the  practice  of  using  dissimilar 
cements  in  facing  and  backing.  All  these  common  practices  are  per- 
nicious and  it  is  due  to  the  results  obtained  from  them  that  the  material 
has  not  been  more  favored  for  important  masonry  constructions  where 
stone  is  expensive. 

In  constructing  the  masonry  on  this  work  the  following  rules  have 
been  adopted  and  adhered  to  since  the  inception  of  the  work : 

I.  The  forms  or  molds  of  the  walls  wiU  be  divided  by  vertical  partitions  perpen- 
dicular to  the  longest  axis  of  the  mass,  aud  the  walls  be  constructed  by 
filliugf  alternate  sections. 
II.  The  sections  will  be  filled  in  horizontal  layers,  well  rammed,  each  layer  to  bo 
deposited  before  the  '* initial  set"  of  the  previously  deposited  layer.  When 
the  work  of  filling  a  section  is  begun,  it  must  proceed  without  intermission 
to  completion,  working  night  and  day  if  necessary. 

III.  The  facing  and  backing  must  go  on  simultaneously  in  same  horizontal  layers, 

using  the  same  cement  in  the  facing  as  in  the  backing  with  no  defined  lines 
of  demarcation  between  the  facing  which  contains  no  stone  and  the  concrete 
backing. 

IV.  When  the  top  surface  of  the  coping  is  reached  it  will  be  finished  aft«r  ram- 

ming by  cutting  oft'  the  excess  by  a  straight  edge,  and  rubbed  smooth  and 
hard  with  a  fioat.     No  plastering  or  wet  finishing  coat  will  bo  allowed. 
V.  The  facing  of  the  walls  will  not  be  finished  by  plastering  or  washing  with 
cement   after  the  forms  arc  removed,  nor  dressed  in  any  manner  beyond 
chiseling  away  rough  ridges  should  the  plank  forming  not  be  smooth. 

VI.    The  concrete  shall  lie  mixed  with  all  the  water  it  will  take  without  water 

showing  after  ranmiing,  or  without  "  quaking"  upon  ramming. 
VII.  At  such  intervals  as  may  be  necessary  vertical  wells  at  least  1  foot  square  will 
bo  formed  along  the  mitidle  of  the  masses  of  concrete  reaching  to  near  the 
bottom  thereof.  The  masses  of  concrete  after  forming  will  be  kept  sheltered 
from  the  sun,  the  outer  surfaces  kept  moist  and  the  wells  kept  filled  with 
water  until  well  set  (about  three  weeks).  The  wells  will  then  be  filled  with 
concrete. 
VIII.  In  preparing  the  cement  for  mixing  with  other  ingredients  of  concrete  from 
5  to  10  barrels  will  be  kept  thoroughly  mixed  dry,  to  guard  against  chance 
barrels  of  defective  cement,  and  the  necessary  quantity  of  cement  will  be 
tak<!U  for  each  batch  from  Ibis  mixture. 

IX.  Two  cements  of  difi'erent  ciualitics  shall  not  be  used  in  the  same  section,  but 
as  far  as  practicable  each  mass  shall  be  homogeneous  throughout,  but  a 
slight  excess  of  cement  is  allowable  in  the  facing  to  reduce  its  capacity  to 
absorb  water. 

The  (•enients  used  for  the  masonry  have  been  three  brands  of  fine 
ground  (jerinan  Portlands,  but  nearly  all  of  it  has  been  made  from 
Alseii\s  Portland  cement  (yellow  label).  Ninety-nine  per  cent  of  this 
cement  passes  ii  sieve  2,500  meshes  to  a  sqnare  inch,  87  percent  passes 
10,000  meshes  to  the  square  inch;  its  initial  set,  determined  by  one- 
fourth  pound  weight  on  a  wire  one-twelfth  inch  in  diameter,  occurs  in 
from  twenty-two  to  thirty  minutes,  and  it  sets  hard  in  about  two  hours. 
The  rate  at  which  cement  was  deposited  was  .about  1  cubic  yard  in  five 
minutes.  This  rate  was  not  up  to  the  capacity  of  the  mixer,  but  was 
determined  by  th(^  rate  at  which  the  ramming  into  the  molds  could  be 
done  and  the  molds  prei)ared. 

There  is  no  reason,  therefore,  why  the  concrete  may  not  be  depos- 
ited continuously,  each  layer  before  the  preceding  layer  has  reached 
its  ^'initial  set.''  To  accomplish  ir,  however,  reciuires  for  this  particular 
cement  that  the  sections  shall  be  of  such  size  that  each  horizontal 
layer  shall  not  contain  more  than  four  batches  of  concrete,  Tequiring 


2166      HEPOBT  OF   THE   CHIEF   OF  ENGINEERS,  U.  S.  ^BHY. 

twenty  minutes  for  its  deposit;  the  succeeding  batches  to  be  depMitod 
in  the  same  order  in  each  layer. 

In  constructing  the  concrete  masonry  large  stones  have  not^  as  « 
rule,  been  iucorx>orated  in  the  masses,  but  the  walls  have  been  made 
as  nearly  homogeneous  in  texture  lis  practicable,  consistent  with  the 
necessary  facing  along  the  exx)osed  i)arts  of  the  masonry.  Gontinoity 
in  dei)Ositing  and  homogeneity  in  structure  are  essential  elements  of 
success  in  concrete  construt.'tion  of  thin  or  moderately  thick  walls,  aud 
every  efitbrt  has  been  made  to  attain  them. 

Up  to  the  close  of  the  fiscal  year,  10,130  cubic  yards  of  concrete 
masonry  were  constructed,  at  an  average  cost  of  $8.77  per  cubic  yard. 
There  remains  to  be  built  to  complete  the  masonry  of  this  section  of 
the  canal  the  i)iers  and  abutments  of  two  bridges. 

Tlie  estimate  for  the  canal  around  the  lower  rajnds  of  Bock  River, 
exclusive  of  the  cost  of  surveys  and  expenses  of  right  of  way,  was 
$472,000,  and  although  the  work  has  been  very  materially  increased  in 
volujne  over  that  contemplated  in  the  estimates,  mainly  by  construct- 
ing sluiceways,  culvert,  riprapping  the  banks,  and  widening  the  canal 
through  the  rock  section,  to  obtain  stone  for  riprap,  and  for  the  struc- 
tures ah)ng  the  line,  it  is  confidently  expected  to  complete  the  work 
within  the  estimate.  This  attainment  will  be  due  to  the  substitution 
of  concrete  for  natural  stone  in  the  masonry,  and  to  the  unusually 
favorable  location  of  this  section  of  the  canal. 

The  substitution  of  concrete  for  cut  stone  has  also  allowed  the  canal 
locks  to  be  increased  in  size  w'ithout  increase  of  cost. 

In  the  construction  of  locks  on  soft  foundations  it  is  the  common 
teaching  of  thii  text-books  that  the  bottoms  of  the  locks  or  founda- 
tions shall  be  of  sufllcient  strength  on  pumping  out  the  lock  to  resist  an 
upward  i)ressure  due  to  a  head  of  water  ecjual  to  the  vertical  distance 
from  the  bottom  of  the  foundation  to  the  surface  of  the  upper  level. 
This  rule  necessitates  such  thick  fcmndations  of  concrete  that  it  has 
not  bc<Mi  generally  adopted  by  the  U.  S.  engineers  in  their  practice, but 
still,  in  some  cases  unnecessarily  heavy  foundations  and  floors  have 
been  laid  to  resist  such  hydrostatic  pressure. 

On  this  canal  the  foundations  have  been  designed  with  close-fitted 
sheet  ])iling  at  head  and  tail  bays  to  i)rcvont  undeileakage,  and  the 
foundation  made  strong  enough  to  sustain  the  lock  w^alls  and  the  cham- 
ber full  of  water,  but  instead  of  providing  n gainst  an  accunuilation  of 
a  ])()ssible  hydrostatic  head  of  water  below  the  foundation  tending  to 
push  it  up,  iH'ovision  is  made  for  subdraining  to  the  lower  level  just 
above  the  ju'obable  ])ositi(m  of  any  cofferdam  of  all  accumulations  of 
water  under  the  foundations,  or  in  rear  of  the  lock  walls,  while  at  the 
same  time  prohibiting  as  far  as  i)ra<*ticable  communication  between 
drains  and  lock  chambers.  Whenever  a  lock  is  ])umi)ed  out  the  water 
is  also  removcnl  from  behind  the  walls  and  to  the  li^vel  of  the  foundation. 
This  is  sim])ly  an  api)licati()n  of  the  principle  of  '*weep"  holes,  a  com- 
mon resort  in  building  retaining  walls  to  get  rid  of  fluid  x>ressure,  but 
the  i)rineii)le  is  not  inculcated  in  textbooks  for  Ibundaticms  of  canal 
locks  nor  mentioned  in  treatises  and  descriptions  of  si)ecial  structures; 
it  is  therefore  mentioned  heieas  a  matter  that  may  be  useful  in  similar 
situations.  It  is  always  l)ett<T  to  avoid  than  to  fight  useless  and 
dangerous  forces,  or,  better,  give  them  a  free  right  of  way  around  our 
works  than  attempt  to  prevent  their  working. 

Uastcni  section. — The  necessary  field  work  has  been  done  for  locating 
the  canal  from  the  Illinois  liiver  to  the  feeder  junction,  and  surveys, 
plats,  and  descriptions  of  lands  re<iuired  for  right  of  way  have  been 
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made.  Eight  miles  of  the  right  of  way  have  been  acquired  by  con- 
demnation. Plats,  maps,  descriptions,  and  abstracts  of  title  for  the 
next  8  miles  of  the  desired  right  of  way  liave  been  placed  in  the  hands 
of  the  Department  of  Justice  for  acquiiing  title,  and  the  same  prepared 
ready  to  submit  for  the  remaining  8  miles  of  the  line  as  far  as  to  the 
feeder  junction. 

A  survey  has  been  completed  from  the  feeder  junction  to  Bock  River, 
at  the  mouth  of  Green  River,  and  estimates  of  cost  of  this  line  made. 
The  line  has  not  been  adopted  as  yet.,  as  it  is  believed  that  further  sur- 
veys will  develop  a  better  location  than  yet  surveyed.  The  line  from 
the  feeder  junction  to  Penneys  Slough  is  not  a  favorable  one  for  con- 
struction, as  much  of  the  route  is  over  swampy  ground  remote  from 
means  of  transportation.  The  crossing  of  Green  River  is  difticult  or 
impracticable,  and  the  route  demands  locks  and  dams  in  Rock  River, 
which  is  bordered  by  a  rich  valley,  much  of  which  will  be  overflowed 
by  any  dams  that  will  be  eflective  in  establishing  navigation.  In  the 
judgment  of  the  officer  in  charge.  Rock  River  should  not  be  dammed 
by  any  additional  dams  above  the  head  of  the  lower  rapids,  and  it  will 
evidently  facilitate  the  construction  of  the  work  to  locate  the  canal 
near  solid  roads  over  which  material  may  readily  be  transported  and 
its  usefulness  increased  by  locating  it  where  the  population  is  most 
dense  rather  than  through  the  swami)s  of  St.  Peters  Marsh. 

The  earthwork  of  the  first  8  miles  of  the  eastern  section  of  the  canal 
will  be  advertised  immediately  and  the  rest  of  the  section  put  under 
execution -as  rax)idlyas  money  is  appropriated  and  the  right  of  way 
secured. 

There  are  attached  hereto  detailed  reports  of  Assistants  Wheeler  and 
Long,  which  give  full  information  relating  to  the  parts  of  the  work 
assigned  to  them. 

Tlie  work  so  far  has  been  delayed  by  the  necessary  formalities 
involved  in  the  acquisition  of  the  right  of  way,  but  it  now  seems  that 
the  eastern  section,  25  miles  in  length,  including  2-1:  of  the  locks  out  of 
38  and  3  out  of  5  of  the  aqueducts,  will  soon  be  acquired,  when  the 
appropriations  may  well  be  increased  and  the  work  more  rapidly 
executed. 

Moncu  statement, 

July  1,1893,  balance  unexpended $810, 183.61 

•Tune  30,  1894,  amount  expended  durin<r  liscal  year $269,  260.  50 

Au<;nst,  1893.  refunded  Caj)!.  Marshall,  account  erroneous 

deposit  1892 .50 

269,  207.  00 


Jul  V  1, 1891,  balance  unexpended 540,  916.  61 

July  1,1894,  oiitstandin*,^  liabilities 28,062.26 

July  1,  1894,  amount  covered  by  uncomplete<l  contracts  ...       11,  200.  00 

39, 262. 26 


July  1,  1S94,  balance  available 501,654.35 


Amount  (estimated)  recjuired  for  completion  of  existing  project 5, 925, 9bO.  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  Juno 

30,1896 ". 1,000,000.00 

Submitted  in  compliance  witb  re([uirement8  of  sections  2  of  river  and 

harbor  acts  of  1«66  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 
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ANNUAL  STATEMENTS   AND   TOTAL   COST  STATEMENTS. 

WESTERN  SECTION. 


Fiscal  year  1891, 


SurvevB $9, 305. 95 

Superintendence  and  ofilce 1. 392.  86 

Couttngencies 236.27 

Property 356. 34 

Care  and  repair  of  property 29  94 

Rightof  way 434.00 


Total 11,755.36 


Surveys  proper $9,305.95 

Sapennteudcnce  and  office  closed  into 

surveys 1 ,  398. 66 

Contingencies  closed  into  surveys 236. 27 

Care  and  repair    of   property  closed 

.  into  surveys 29.  Oi 

Part  of  property  closeil  into  surveys . .  142. 70 


Right  of  way 

Value  of    property  at  clo.se   of  fiscal 


year 


11,107.72 
434.00 

213.04 


Total 11,766.! 


Fiscal  year  1892. 


Surveys $9,  551 

Siip«rintcndencA3  and  office 1, 472 

Contingencies  246 

Property 11, 

Care  and  ropait  of  property 57 

Right  of  way 13,710 


Canal  trunk,  firnt  mile 
Cantil  trunk,  second  mile 
Canal  trunk,  third  mile  . 

Lock  No.  :J7 

Lock  No.  :{6 

Guard  lock 


7, 
7. 
140. 
7. 
7. 
15. 


99 
19 
66 
76 
10 
14 
47 
47 
08 
48 
47 
30 


Total 


25,  235. 1 1 


Surveys  proper $9,551.90 

Superintendence  and  office  closed  into 

sur\'eys 1, 472. 19 

Contingencies  closed  into  h  ur voys 246. 66 

Care    and  repair    of    proi>erty  closed 

into  surveys *. 67. 10 

Property  closed  into  surveys 8. 66 


11,33L60 

Rightof  way 13,710.14 

Canal  trunk,  first  mile   7.47 

Canal  trunk,  second  mile 7.47 

Caiialtrunk,  third  mile  .^...  140.03 

Loc  k  No .  3  7 7. 46 

Lock  No.  36 7.47 

Guard  lock 15. 30 

Value  of  pn»perty   purchased  during 

fiscal  year  at  close  of  year 8. 10 

Total,  fiscal  year  1892 25, 235. 11 


Total  coat  to  close  of  fiscal  year  lSi)2. 

Surveys.  tiHeul  vt-ar  1891 $11, 107. 72 

Surveys,  fiMcalyear  1H'J2 11,  331.  60 

deterioration  of  i>roiM'(rty  purcha.sed  in  1891 55.  22 

Right  of  way.  fisc.il  year  1801 434.  (K) 

Rightof  way,  Useal  \e:ir  1892 14,710.14 


Cannl  trunk,  first  mile  

Canal  trunk,  second  mile 

Can:il  trunk,  third  mile 

Lock  No.  'XI 

Lock  No.  :m 

Guard  lock 

Value  of  ail  property  on  hand  at  close  of  fiscal  year  1H92 


$22,494.54 

14, 144. 14 

7.47 

7.47 

140.08 

7.48 

7.47 

15.30 

166.52 

Total  cxpi'iiditure  to  date 36, 9M.  47 

Fiscal  year  189^, 

Survevs $444. 38 

Right  of  way 12.  662. 50 

Canal  trunk,  first  mile  9,517. 15 

Canal  trunk,  socoud  milo 5.012.58 

Canal  trunk,  third  milo 5,106.57 

Canal  trunk,  fourth  and  fifth  miles 18, 190.22 

Lo«k  No .  :{T 10. 702. 08 

Lock  No.  rm 11. 403. 29 

Guard  lock 22,  210. 25 

I)am  ahutnients 8,  699. 14 

Bridjies 125. 00 

Sui>eriiitendence  and  otfices 10, 952. 47 

( :ont  ingencies 848. 99 

Proiwrty 28,917.29 

Care  and  repair  of  projwrty 498. 51 


Total  for  fi.scal  year  1893 145,327.32 
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Diatribuiion  of  coniingent  expenses,  fiscal  year  189S, 


Works  of  conBtructioD. 


First 
mile. 


Second 
mill*. 


Third 
mile. 


Fourth 

and  Afth 

miles. 


Cou.struction  works  . . .  $9,  517. 13 
Superintendence    and  t 

ollice I  1,146.97 

Contingencies 88.91 

Care    and    repair    of  ] 

property ;        52. 20 

One-tifth  cost  of  prop-  j 

erty 

'Totals    for    con- 


Lock  37. 


$5,  042.  58  $5, 106.  57  $18, 196. 22  $10, 702. 98 


Look  36. 


607.  78,       615. 49 
47.111        47.71 


27. 67; 


28.02 


struction  works    10,805.23   5,725.14    5,797.79 


2, 192. 95 
169.99 

99.81 

3,  855.  64 


1,  289. 91 
99.99 

58.71 


$11, 403.  29 

1,  374. 27 
106.53 

62.55 


Qnard 
lock. 


24,514.61    12,151.591  12,946.64 


$22, 210. 25 

2, 676. 71 
207.48 

121.83 

1, 927. 82 


Abni- 
mento. 


27, 144. 09 


$8, 699.  U 

1,048.39 
81.27 

47.72 


9, 876.  52 


Total  cost  to  close  of  fiscal  year  1S9S, 


Kight  of  way 

Caiial  trunk,  tirst  mile 

Canal  trunk,  second  mile 

Canal  tiiiuk,  third  mile 

Canal  trunk,  fourth  and  fifth  miles. 

Lock  No.  37 

Lock  Xo.  36 

( } uard  lock 

Dam  abutments 

Brid;;(*H 

ProiKTty  (value  of) 


At  close  of  Fiscal  year 
1892.  1893. 


Surveys $22,494.54 

14, 144. 14 
7.47 

7.47 
140.08 


7.48 

7.47 

15.30 


166. 


Deteriora- 
tion of 
,    property 
!  purcnafted 
i  in  189l-'92. 


$444.38 

12, 662.  50 

10, 805.  23 

5,  725. 14 

5,  797.  79 

24,514.01 

12, 15  L  59 

12. 946.  64 

27, 144.  09 

9,  876.  52 

125.  00 

23, 133.  83 


Total 36, 990.  47      145,  327.  32 


$37.00 


18.50 


Total. 


r22,938.92 

26, 806. 64 

10, 812. 70 

5, 732. 61 

5,937.87 

24, 551. 61 

12, 159. 07 

12, 954. 11 

27, 177. 89 

9, 876.  52 

125.00 

23,  244.  85 


55.50  I     182,517.79 


Fiscal  year  189 4. 

Right  of  way $44.50 

Canal  trunk,  first  mile 5,464.00 

Canal  trunk,  second  mil6 10,054.94 

Canal  trunk,  third  mile 7,915.43 

Caral  trunk,  fourth  and  fifth  miles 68,636.50 

Lock  No.  37 54,793.27 

Lock   No.  30 15, 598. 60 

( ;  uard  lock 30, 771.59 

I  );nii.s   3,  50L  00 

llriilL'f's 1, 093. 67 

Sniicrinteudence  and  olfire  14,872. 12 

Coiitiiiircncics 624.41 

Property 16,  Oil.  33 

Care  and  rej)air  of  ])ropt'rty 514.22 


Total  for  fiH«al  year  1894 229, 895. 58 

IHstvlhution  of  contingent  expenses,  fincal  year  1S04. 
WORKS  OF  CONSTRUCTION. 


First  mile. 


Coiistrju'tioii  works $5,464.00 

Suix'rintcnrhMice  and  oftii'c 410.  76 

Contin^cu<:c.-i 17.  25 

Can- and  repair  of  projMM TV    14.20 

<)n«'  fifth  cost  of  ]»r«.prrfy." 88.94 

Total 5, 995. 15 


Second 
mile. 

Thinl 
mile. 

$7,915  4n 

595.  05 

24.98 

20.58 

128.84 

Fourth  and 
llfth  miles. 

Lock  37. 

$10,  054.  94 

755.  99 

31.74 

26. 14 

163.67 

$f>8.  636.  50 

5, 159.  83 

216.64 

178.41 

1,117.^0 

$54,  793. 27 

4, 119. 15 

172.  a5 

142. 42 

891.87 

11,032,48 

8, 684.  88 

75, 308. 58 

60,119,66 
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Disiribution  of  contingent  expenses,  fiscal  year  1S94 — Contiuacd. 
WOUKS  of  COXSTRUCTION-Contiimea. 


ConHtruction  works 

SSui>oriiit4>ndence  and  oflice. . . 

Coiitinj;fem'ie8 

('aro  niid  rcjMiir  of  property. 
(Jiie-filtli  cost  of  property 


Lock  3C. 


Guartl  lock. 


$15, 598. 60 

J,  172.  C4 

49.23 

40.54 

253.90 


Total 17,114.91 

Viilm;  of   ]>r<)perty    purcliaseil  during 
llHcal  vear  1894  at  close  of  year  (four- 

ii  ft  lis  cost) 

liight  of  way 


$30,771.59 

2, 313.  29 

97.12 

79.99 

500.  87 


33, 762.  86 


Daias. 


!Rridgc». 


$3,501.00  i 
263. 19  ; 
11.05 
9.10 
50.98 


$1, 093. 07 

82.22 

3.45 

2.84 


3,841.32  ,      1,182.18 


Total. 


$197,829.00 

14,872.12 

024.41 

514.22 

8,202.27 


217,042.02 


12,600.00 
44.60 


229,  VSro.  56 


Total  coat  to  close  of  fiscal  year  1S94. 


At  close  of  ;  Fiscal  voar 


1893. 


1894. 


Surveys  

Kiglit'of  way 

(.'anal  trunk,  tirst  mile 

(Janul  trunk   second  mile 

Canal  trunk,  third  niiln 

Canal  trunk,  fourth  and  fifth  miles*. 

Lock  No.  oTt  

lA)ckKo.30 

(luard  lock  J 

Dam  abutments 

Dai 


mis 


$22, 

28, 

10. 

5, 

5, 

24, 

12. 

12. 

27, 

0, 


938. 92 
806.  64 
812. 70 
732.  61 
937. 87 
551.61 
159.07 
9.54. 11 
177.  89 
870.52 


Rridgi's 1 25. 00 

ProiH-rty  (value  of) i    23,244.85 


$44.50 
5, 995. 15 
11,032.48 
8,  684.  88 
75,  308.  58 
60.119.06 
17,114.91 
33,  762.  86 

'3,841.32 

1,182.18 

12, 809.  06 


Deteriora- 
tion of 
property 

purcliasi'd 
previous 
to  1894. 


Total. 


$129. 11 
237. 61 
187.  05 
1.62L92 
1,294.80 
308.60 
727. 15 


82.73 


$22,038.92 

26, 85L 14 

16, 936. 06 

17, 002. 70 

14,.  800. 89 

101,482.11 

73, 573. 53 

30,437.02 

61,667.90 

9, 876. 52 

3,024.05 

1, 307. 18 

31,404.04 


Total '  182,317.79  ,  229,895.58         4,6-18.97  ;    412,213.37 


*  Includes  four  sluiceways  and  pier.s. 

1  Material  in  excess  of  rcuuiremcnts  at  Lock  37.  of  unknown  value,  was  moved  to  Lock  36  and  nsed 
in  the  eonstruction  of  that  lock,  and  the  cost  of  Lock  37  should  bu  reduced  and  the  cost  of  Lock  36 
increased  thereby. 

\  Includes  also  three  sluicewaj'S  and  one  10-foot  arch  culvert. 

EASTERN'  SECTION. 
Fiscal  year  IS 9.1. 


Surveys $5,363.94 

SniM'i  intendence  and  office 1 ,  352.  89 

If  1  opert v 1 ,  228.  73 

U  i  j^'h  t  o  f  w  a  y 340.  00 


Total 8,285.50 


Surveys  proper $5, 303. 94 

Superintendence  and  oliice  closed  into 

surveys 1. 3.'>2. 83 

Part  of  property  closed  into  surveys. . .        215. 75 


0, 962. 58 

Rijlht  <)f  way 340. 00 

Value  of  property  at  close  of  liscal  year       982. 98 

Total 8,285.56 


Fiscal  year  1S04. 


Surveys $15,  454.  85 

Superiutrndence  and  office 1,722.84 

('iintiii;:encieH 70.  f5 

rio|Ki t v 128.  44 

Ki^ht  of  way 21, 988.  14 


Surveys  proper $15, 454.  85 

Superintendence  and  office  closed  into 

surveys 1, 722. 84 

Continjie.ncies  closed  into  surveys 76. 65 

Part  of  proi>erty  closed  into  surveys. .  25. 69 

17, 280. 03 

Kij:ht  of  way 21, 988. 14 

Value  of  ]>roperty  purchased   during 

liscal  vear *. 102. 75 


Total 39,370.92  i 


Total 39.370.92 
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Total  cost  to  close  of  fiscal  year  1804. 


Surveys 

Kijiht  of  way 

Property  (value  of) 


Fiacal 
j-car  1893. 


$6, 062.  58 
34U.  UU 
982. 08 


Deteriora-  ! 

tiuu  of     { 
property 
purchased 

in  1803.    i 


$190. 00 


Fiscal 
year  1894. 


$17,280.03 

21,988.14 

102. 75 


Total. 


$24,439.21 

22,328.14 

883.13 


Total 


8, 285.  50 


190.00  I    30.370.92  ;      47,656.48 


Total  expenditures  to  end  of  fiscal  year  1894, 

Westorn  aoction $412, 213. 37 

Eastern  Hoction 47, 656. 48 


Total 459,869.85 

Consolidated  abstract  of  proposals  for  the  design^  manufacturCj  and  erection  of  the  super' 
structures  of  one  single-track  metal  railroad  swing  bridge  and  one  metal  highway  swing 
bridge  across  the  Illinois  and  Mississippi  Canal,  near  Milan,  III,,  received  in  response  to 
advertisement  dated  March  15,  1894,  and  opened  at  12  m.,  central  time,  May  1,  1894,  by 
Capt.  If,  L.  Marshall,  Corps  of  Engineers. 


No. 


Name  and  address  of  bidder. 


2  i 

3 

4 

5 

G 


H 
0 

11 

12 

n 

14 
15 


No. 


Railroad. 


Class  of  bridge. 


Material. 


Price. 


Truss. 


High  truss 
Truss  


Missouri  Valley  Bridge  and  Iron  Works, Leaven- 
worth. Kans. 
Chica«:o  JJridge  and  Iron  "Works,  Chicago,  Dl. .. 

F.  C.  McMath,  Detroit.  Mich , 

Wiaeonsiu  Bridge  and  Iron  Co.,  Milwaukee,  Wis.' do 

Mount  Vernon  Bridge  Co.,  Mount  Vernon,  Ohio do 

The  American  Bridge  Works,  Chicago,  111 do 

(..  -do 

Charles  L.  Strobel,  Cliiea;;5o,  111 '<Iliveted  truss. 

((rirder 

Yomigstown  Bridge  Co  ,  Yonngstown',  Ohio /Truss 

IMxenix  Bridge  Co.,  Philadelphia,  Pa do 

A.  &  P.  Koberts  Co.,  Philatlelphia,  Pa do 

The  King  Bridge  Co.,  Cleveland,  Ohio ' 

Toledo  Bridge  Co.,  Tole<lo,  Ohio 

New  Jersey  Steel  and  Iron  Co.,  Trenton.  N.  J 

Milwaukee  Bridge  and  Iron  Works,  Milwaukee, 

Wis. 
Wrought  Iron  Bridge  Co.,  Canton,  Ohio 


Steel. 


...do 

...do 

...do. 

...do 

Steel  and  iron 

Steel  

...do 

...do 

...do 

...do 

...do 

...do    

Steel  and  iron 

Steel  

..-.do 

Steel  and  iron 


$8, 949. 00 

7.  494. 00 
8,621.00 
7, 830. 03 
9.  700. 00 
7. 825.  00 

8,  200.  00 
8,  200.  03 
8,  650.  00 
0, 100. 00 
8, 300.  00 
8,  904. 60 

11, 275.  00 
6,  955. 00 
7, 888. 00 

10, 083.  00 
8, 700. 00 

10,  3C0. 00 


Name  and  address  of  bidder. 


Class  of 
bridge. 


Highway. 
Material. 


Price. 


Total 
price  for 
the  two 
bridges. 


Truss I  Steel. 


4 


6 
7 

a 
g 

10 

11 

12 
1  { 
14 

15 


do... 
.do  . . . 


Truss • do 


.do 


Missouri  Valley  Bridge    and   Iron    Works, 

Leavenworth,'  Kans.  , 

Chicago  Jiridgeand  Iron  Works,  Chicago,  111. I  Low  truss 

F.  C.  MeMath,  Detroit,  Mich 1  Tritruss  . . 

Wiscou.siu  Bridge  and  Iron  Co.,  Milwaukee, 

Wis.                                                                      ' 
Mount  Vernon  Bridge  Co.,  Mount  Vernon,    do.. 

Oliio.  : 

The  American  Bridge  Works.  Chicago,  111 1 do  . . 

(Jliarios  L.  Strobel,  (Chicago.  Ill do  .. 

VouugstoNvn  Bridge  Co..  Youngstowu,Ohio..; do  .. 

Ph(vnix  Bridge  Co.,  IMiiladelphia,  Pa do  .. 

\ .  &-.  v.  Roberts  Co.,  Philadeljdiia,  Pa Girder  - 

'I'he  King  Bridge  Co.,  Cleveland,  Ohio Tiiiss  . 

Toledo  Bridge  Co.,  Toledo,  Ohio ' do  .. 

New  Jersey  Stetland  Iron  Co.,  Trenton,  N.J. ' do i  Steel  and  iron 

Milwaukee  Bridge   and    Iron    Works,   Mil-. do ' do 

wajikee.  Wis. 
Wrought  Iron  Bridge  Co..  Canton,  Ohio... 


$5,149    .$14,098.00 


3,  904 
i>,  841 
4,970 


11,488.00 
14,  462. 00 
12,  80U.  00 


5,450     15,150.00 


Steel  and  iron  . . 

Steel 

Steel  andiron...! 

Steel : 

..  .do ; 

Steel  and  iron  . 
Steel 


4,725 
5,100 
4. 335 
5,  320 
0,700 
4.  245 
4,748 
•0,018 
4.800 


I        T 


7,935 


12.  550.  00 
13, 300.  00 

12,  635.  00 
14.230.00 
18,  035. 00 

*ll.200.00 
12. 036.  00 
10,701.0) 

13,  500. 00 

18,  235. 00 


*  L)\v»;.st  bid  for  the  two  bridge.^  taken  together.     Bid  accepted. 

I  cortilV  th  it  above  ab.^tracfc  i.s  correct,  and  that  there  is  available  for  tliis  work 
$500,000.'  W.  L.  Makshall, 

Capt,,  Corps  of  Engineers. 
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Abstract  of  contracts  for  conatracting  IlUnoia  and  Mississippi  Canal  in  force  durit^  ike 

fiscal  year  ending  June  SO,  189S. 


Kame  and  address   of  eon- 
tractor. 


Nature  of  contract. 


John  D.  Lynch,  Monmouth, 
lU. 

The  King  Bridge  Company, 
Cleveland,  Ohio. 


Earthwork  3  miles,  canal  trnnk,  Hand, 
and  pebhles  at  Lock  36,  and  guard 
lock. 

Building  superstructures  for  two  metal 
swin^  briages  across  the  Illinois  and 
Mississippi  Canal,  near  Milan,  III. 


Sept.   2,1892 
May  21, 1804 


To  expire— 


Jnne30,lW3* 
Oct   15,1804 


*  Contract  extended  to  November  15, 1893;  completed  September  30,  1893. 


report  of  mr.  l.  l.  wileblkr,  assistant  engineer. 

United  States  Engineer  Office, 

Milaitj  III.,  June  SO,  1894. 

Captain:  I  have  the  honor  to  submit  the  following  report  upon  the  work  on  the 
Illinois  and  Mississippi  Canul^  under  my  supervision,  during  the  fiscal  year  ending 
June  30,  1894.  A  description  of  thcrwork  in  progress  here  is  given  in  my  annual 
report  dated  June  30,  1893.     (Keport  Chief  of  Engineers  for  1893,  p.  2838.) 

CONSTRUCTION  UNDER  CONTRACT. 

At  the  beginning  of  the  year  a  contract  was  in  force  with  John  D.  Lynch,  of  Mon- 
mouth, 111  ,  for  the  construction  of  3  miles  of  canal  t-runk  and  for  the  delivery  of 
sand  and  ])ebbl<>s  at  guard  lock  and  at  Lock  36. 

It  was  oxpecrled  that  the  excavation  of  the  canal  trunk  would  furnish  the  reqaired 
amount  oi'  pebbles^  but  not  nearly  as  great  a  (piautity  was  found  as  was  expected, 
and  under  the  terms  of  tlie  contract  he  could  not  be  compelled  to  furnish  them  from 
other  sources. 

High  water  prevented  work  on  the  canal  trunk  until  in  July  and  rendered  an  oxten- 
8i<m  of  C(mtra<;t  necessary,  but  as  soon  as  the  water  would  permit  a  large  force  woa 
])ut  at  work  aud  the  earthwork  complet<!d  and  accei)ted.  The  total  amount  of  earth- 
work paid  for  during  the  year  was  1(U,3I8  cubic  yanls,  but  a  large  proportion  of 
the  work  had  been  don*',  in  the  i)receding  year  and  not  i)aid  for. 

C'ONSTUrCTION    BY    HIRED    LABOR. 

Concreic  work. — During  the  year  a  4-foot  cubical  concrete  mixer  was  received,  and 
with  8i»e<"ial  hoiHting  ajiparatus  has  been  in  successful  operation  <luring  the  year. 
Hoth  the  hoist  and  mixer  are  run  by  one  ir)-horse-])owcr  portable  engine,  the  mixer 
makiug  9  n^volutions  per  minute  and  the  hoist  about  150. 

Plate  N'<K  5  shows  a  view  of  the  mixing  marhincry  as  set  up  at  Lock  36.  ITie 
outire  mixing  apparatus  was  designed  to  suit  all  tlu^  ccmditions  at  the  several  sites 
of  mastuiry  lonstructiou.  As  shown  in  the  view,  tlieA  frames  extcud  5  feet  beneath 
the  surfaces  of  the  ground,  but  the  entire  height  was  re<[uirc(l  at  the  guard  lock  and 
at  Lo<-k  37.  The  wliole  api)aratus  is  ])ut  together  witli  bolts,  and  ran  readily  bo 
aken  ai»art.  The  sand,  pebbb'S,  and  broken  stone  were  loaded  into  side-dump  cars 
of  the  re<|uired  dinunsions,  aud,  with  th<>  dry  cement  and  wat(?r,  (lumix'd  into  a  ("barg- 
ing box  hobling  a))out  \o  cubic  feet,  sunk  below  the  Ic^vcl  of  the  ground.  The  charg- 
ing box  was  tlicn  hoisted  and  carried  by  a  traveler  over  a  large  hopper  and  dumped 
into  tlH5  mixer.  The  any.le  of  the  truss  is  su<*h,  that  the  same  cable  hoists  the  box 
and  <arries  it  abmg  the?  truss  without  the  aid  of  any  auxiliary  apparatus.  After 
being  thorouglily  mixed,  the  concrete  was  dumjied  into  side-dump  <;ars,  and  hauled 
by  horses  to  the  forms.  Tlate  No.  4  shows  the  north  wall  of  Lock  36  com])lcted,  the 
south  wall  building,  and  the  general  arrangenu*nt.  of  forming.  Th(»  forming  con- 
sists essentially  of  a  huigitudinal  sill  in  center  of  lock  bolted  to  the  foundation  or 
anchored  to  tlnMock,  transverse  sills  notched  to  receive  braces,  and  8  by  10  inch 
posts.  The  lat«'rnl  sills  abut  against  foot  of  posts.  WIumi  ])osts  were  lined  and 
plumb  the.  brac(?s  wer«' ]daced  in  notches,  and  1  by  8  blocks  hig-bolted  on  posts  at 
upper  end  of  br;»c«'S.  Th(»  form  was  then  lined  with  1  by  8  ]»ine  dressed  to  a  uniform 
thickness.  The  back  was  lined  with  rough  2-inch  plank  and  bracj'd  against  the 
earth  slo]M'.  The  Ibrniing  has  bec^n  used  at  the  three  locks  and  at  sluicegates,  and 
jiroved  to  be  well  designid  for  the  purpose.  On  account  of  the  gn'ater  height  of 
walls  at  Lock  37  it  was  necessary  to  sjilice  the  upright  tinibers  and  add  a  row  of 
longer  braces  on  each  side. 

A  nnmher  of  barrels  of  cement  were  broken  an<l  tln'  ccuuMit  thoroughly  mixed,  and 
from  this  tht^  cement  for  a  charging  was  taken.  I'sually  from  5  to  10  barrels  of 
cement  were  kei)t  mixe<l  together  in  the  cement  box.  The  water  was  measured  in  a 
small  barrel,  but  the  (quantity  used  varied  from  time  to  time  according  to  the  weather 
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and  condition  of  ingredients,  the  quantity  bein^  regulated  entirely  by  condition  of 
concreto  when  ramnie<l.  It  was  intended  to  add  the  largest  amount  of  water  possi- 
ble, and  still  not  have  the  concrete  quake  when  thoroughly  rammed.  In  the  walls  of 
guard  lock,  Lock  37,  some  sections  of  Lock  36,  and  walls  of  Mill  Creek  sluice  gates 
holes  12  inches  square  and  extending  to  within  a  few  feet  of  bottom  of  walls  were 
lelt  and  kept  filled  with  water  for  several  weeks.  The  walls  were  also  kept  thor- 
oughly wet  on  the  outside  for  several  weeks.  The  material  for  facing  and  coping  was 
mixed  entirely  by  hand,  and  the  same  precaution  observed  in  regard  to  keeping  the 
contents  of  several  barrels  mixed  together. 

In  all  the  concrete  work  here  the  principle  has  been  observed  of  dividing  the 
masonry  to  bo  built  into  sections  by  vertical  bulkheads  and  filling  each  section  in 
thin  layers  with  freshly  mixed  concrete  without  stopping  work  until  the  coping 
was  finished.  The  time  required  to  fill  the  sections  varied  from  eight  to  twenty- 
four  hours.  The  largest  secticms  contained  about  250  cubic  yards.  The  total 
amount  of  concrete  deposited  at  the  three  locks  and  at  sluicegates  is  10,130  cubic 
yarils,  costing  $88,830.07,  or  at  a  cost  of  $8.77  per  cubic  yard.  This  does  not  include 
1,073.5  cubic  yards  of  IJtica  cement  concrete  in  the  foundation  of  Lock  37. 

Guard  lock. — The  masonry  at  the  guard  lock  consists  of  the  lock  walls  proper,  a  cul- 
vert 150  feet  long  witli  interior  dimensions  of  10  feet  by  6  feet  9  inches,  two  Taiutor 
gate  piers,  a  dam  abutment,  the  three  walls  of  which  arc  43,  50,  and  30  feet  long 
respectively,  and  two  low  retaining  walls,  the  aggregate  length  of  which  is  420  feet. 

At  the  beginning  of  the  year  634  cubic  yards  of  concrete  had  been  mixed  by  shovels 
and  deposited  in  forms  by  means  of  wheelbarrows.  The  work  had  been  seriously 
delayed  by  the  failure  of  the  contractor  to  supply  the  screened  pebbles,  and  also  by  the 
difliculty  of  obtaining  suitable  rock  for  crushing.  As  soon  as  suitable  rock  could  be 
had  the  crusher  was  run  sixteen  hours  daily,  and  the  material  was  soon  on  hand  for 
making  more  rapid  progress.  The  mixing  machinery  was  first  set  up  at  the  guard  lock, 
and  some  delays  iu  its  successful  operation  followed,  mainly  caused,  however,  by  the 
inexperience  of  the  men  using  it.  In  all  3,128  cubic  yards  of  concrete  were  deposited 
during  the  year.  The  proportions  used  were  1  cement,  2^  sand,  and  5  brokea  stom). 
When  pebbles  were  used  they  replaced  one  of  the  parts  of  stone.  All  of  tlio  exposed 
surfaces  of  masonry  was  composed  of  1  part  cement  and  2  parts  sand.  The  facing  was 
made  8  inches  thick  of  this  material  and  the  coping  5  inches.  A  small  amount  of 
IJtK  a  cement  was  used  as  filling  back  of  culvert  walls  and  a^  foundation  for  retaiu- 
ing  walls.  The  total  amount  of  concreto  deposited  at  the  guard  lock  is  3,762  cubic 
yards,  costing  $32,122.24,  or  at  a  cost  of  $8.54  per  cubic  yard.  One  cubic  yard  of  con- 
crete required  1.40  barrels  of  cement. 

Statement  of  cost  of  3^762  cubic  yards  of  concrete  masonry  at  guard  lock. 

5,246  barrels  Portland  cement $15, 603. 82 

152  barrels  IJtica  cement 83.  60 

2,901  cubic  yards  crushed  stone 1,  709. 15 

1,970  cubic  yards  sand 1,398.41 

128  cubic  yards  screened  pebbles 113.30 

I^umber  for  forming 2,635.96 

Miscellaneons  Mils 416.72 

Lalxir,  building  forms,  trestles,  etc 2,  726.  72 

Labor,  mixing  and  placing  concrete 6,693.02 

Lal)()r,  ])nmping,  etc 741. 54 

Total 32,  122. 24 

Adjoining  the  lock  is  a  sluiceway  for  letting  water  into  the  canal,  which  isclcKsed  by 
thre(^  Taintor  gates,  each  21  feet  wide  and  13  feet  high.  The  ii])stream  face  is  cylin- 
drical, theradiusof  t  ho  circle  being  12  feet  3  inches,  with  center  6  inches  above  center 
of  horizontal  trunnions,  about  which  the  gate  revolves.  The  gates  are  hoisted  by 
means  ot  a  hoisting  carriage  running  ou  a  track  on  a  bridge  extending  over  tht)  gates. 

During  the  winter  the  lumber  andiron  for  the  sluice  gates  and  lock  gates  were 
receivc^d,  the  gates  built  and  ]>ainted,  ready  for  use,  except  pla<*ing  maneuvering 
gear  for  operating  the  lock  gates.     The  cost  of  the  gates  is  as  follows: 


■Lock  gates. 


Sluico 
gates. 


$511.64  $408.00 

807.  57  732. 45 

70.18  105.03 

023.  .52  774. 94 

30.35  45.53 

Labor,  pumiiiiig,  ami  inisri'llanooii.s j          265. 12  !  265.  12 

Total i      2,  608.  ;i8  2, 331. 04 


Lumber 

Ironwork  

Paints  and  miscellaneous  bills. . 
Labor.  <ar]>enteis,  li.'iulinjL;,  etc. 
Painting 
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Tho  space  baok  of  tho  sonth  wall  has  been  graded  in  and  the  omankment  oa  tlie 
north  side  of  sluiceway  built  and  rix)rapped  on  both  sides.  Tho  earth  and  rock  just 
west  of  the  lock  and  sluiceway  have  been  excavated  aud  used  partly  for  filling  cribB, 
and  partly  as  a  coOcrdain,  iuclosing  an  area  in  the  river  just  east  of  the  lock,  wliere 
the  rock  rises  from  1  to  2  feet  above  grade. 

Crib  approaches  have  been  built  both  above  and  below  the  lock.  Below  tho  lock 
the  cribs  arc  continuous,  8  feet  wide,  9  feet  high,  and  have  a  combined  length  of  228 
feet.  Above  tho  lock  the  crib  on  south  side  is  also  continuous,  bein<;8feet  wide, 
13  feet  hi;^h,  and  110  feet  long.  On  the  north  side  the  cribs  are  detached  aud  con- 
sist of  three  cribs  1(5  by  IG  feet,  aud  one  crib  16  by  26  feet,  all  11  feet  high. 

The  cost  of  tho  crib  work  is  as  follows: 

Lumber $780.72 

Iron,  drift  bolts,  etc 36.26 

Labor,  carpenters,  etc 366. 04 

Labor,  lilliug  with  stone 592. 50 

Total 1,775.53 

The  entrance  to  the  culvert  has  been  excavated,  and  the  sides  i)artly  slope  paved. 

Accom])anying  this  report  are  two  views  (Pis.  6  and  7)  showing  tlie  condition  of 
the  lock  and  related  works  at  tho  end  of  tho  iiscal  year. 

Lock  SCj. — The  contract  for  the  foundation  has  been  completed  in  the  previous  fiscal 
year.  The  contract  for  furnishing  the  sand  and  i)ebblcs  for  masonry  was  in  force, 
but  tho  canal  trunk  did  not  furnish  sufficient  (piantity  of  pebbles  to  fill  the  contract 
and  other  material  had  to  be  obtained.  The  crusher  was  kept  at  work  late  in  tho 
fall  until  1,19-4  cubic  yards  of  crushed  stone  were  delivered  at  the  lock  site.  Two 
hundred  and  fifty -six  cubic  yards  of  gravel  were  hauled  from  the  bed  of  south  sloagh, 
and  208  cubic  yards  gravel,  201  cubic  yards  of  sand,  and  60  cubic  yards  of  crushed 
stone  were  hauled  from  tho  piles  remaining  at  Lock  37. 

The  main  north  embankment  opposite  the  lock  and  the  cross  bank  just  east  of  the 
lock  wcro  raised  in  ])reparation  for  high  water,  1,503  cubic  yards  of  earth  being 
placed  at  a  cost  of  $375.75.  As  soon  as  the  weather  would  ])crmit  in  the  spring  the 
])it  was  pumped  out  and  construction  of  the  walls  conmienced.  Tho  foundation  was 
found  to  bo  in  good  condition.  Erection  of  forming  commenced  at  once,  and  deposit- 
ing  of  concrete  commenced  April  18.  The  mixing  and  depositing  of  concrete  was 
carried  on  cont  inuously  night  and  day  until  one  wall  was  complet<i.  The  main  walls 
containeil  l,Siy.2  cubicyards,  which  was  deposited  in  seven  days,  or  at  tho  rate  of  86.6 
yanls  ]»cr  day  of  eight  IiourvS.  Tho  miter  and  breast  walls,  return  walls  at  upper  end, 
and  abutnic^nta  for  pontoon  bridge  were  built  as  soon  as  the  forms  were  ready.  The 
total  amount  of  concrete  masonry  at  Lock  36  is  2,141  cubic  yards,  costing  $18,436.77,  or 
$><.61  \n'T  cubic  yard. 

The  proportions  used  in  tlic  comTote  for  this  work  were  one  part  Portland  cementy 
three  parts  gi'av<d,  and  four  i)arts  broken  stone.  Tho  facing  and  coping  was  com- 
])Ovsed  of  on(j  ]Kirt  cement  and  two  parts  river  sand.  One  cubic  yard  of  finished 
concrete  re([nired  1.40  barrels  cement. 

Statement  of  cost  of  l\NI  cubic  yardu  of  concrete  vuiHonry  at  Lock  .if!. 

3, 010  barrels  Portland  cement $9,057.45 

1,  252  cubic  yards  (Tushed  stone 1,922.25 

851  cubic  vards  j^ravcl 664. 17 

5(K)  cubic  vards  sanil 888. 61 

Lumber  for  ibrniing 281.65 

Miscellaneous  bills,  fuel,  lights,  repairs,  etc 253.36 

Labor,  building  forms,  warehouses,  etc 1,  472.00 

Labor,  mixing  and  i)lacing  concrete 3,  897. 19 

Total 18,436.77 

The  oak  and  pine  lumber  for  gates  was  obtained  during  the  winter  and  framed 
rc;a<ly  i'or  erection.  As  soon  as  the  walls  were  ready  the  gates  were  en'cted :  nd 
])ainted.  The  <tos8  bank  above  tho  lock  was  taken  out  and  grading  ba<'k  of  walls 
commenced.  Kight-inch  tile  were  laid  along  tho  main  walls  at  tho  bottom  of  tho 
loundalion  and  at  foot  of  walls  and  joined  to  12-inch  tilej»assing  through  the  walls 
above  tho  iloor  Just  bel(»w  lower  gates. 

Lork  :.:7. — At  tho  boujinning  of  the  year  no  work  was  in  progress  on  Ibis  lock,  tho 
contract  for  the  foundation  having  been  annulle<l  June  10,  J893,  and  the  work  taken 
possession  of  on  that  date.  Tho  work  was  left  in  charge  c»f  a  watchman  until 
Aui^ust  1,  when  preparations  were  made  f(»r  7)uni]Mng  out  tln^jnt  and  conflicting  the 
foundation.      The  2()-hor8e-i>ower  engine  that  had  been  in  uso  by  tho  contractor 
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beiiii?  bndly  out  of  repair  and  tJio  boiler  mncli  bnniod,  •aiiew20-hQr8e-powcr  engine 
and  boiler  "were  purchased,  with  one  6-inch  pump  to  replace  the  one  worn  out  by  the 
contractor,  and  two  9-iuch  pumps  in  addition,  'flio  old  engine  was  also  placed  in 
running  order.  TJio  engines  and  pumps  were  in  position  August  15,  and  pumping 
couinieuced.  \\nieutlio  ])it  was  dry  it  was  found  that  a  larg©  amount  of  sorailluid 
mud  had  been  deposited  in  the  bottom  and  that  a  large  amount  of  earth  had  slid 
into  the  pit,  especially  on  the  south  side,  where  the  piling  driven  by  the  contractor 
to  su]>port  the  bank  had  been  overturned  by  the  earth  pressure.  The  mud  was 
tal:en  out  partly  by  the  punij)  and  partly  by  wagons,  and  the  remainder  of  the  pit 
<?xc:ivnted  by  slioveling  into  wagons.  The  pile  driving  was  completed  and  the  four 
rows  of  sheet  piling  driven  across  the  foundation. 

The  pino  timber  for  tlie  grillage  could  not  bo  found  of  the  lengths  called  for  in 
the  plans,  so  shorter  lengths  were  purchased  in  Davenport  and  delivered  to  the  work 
by  barge.  This  made  a  slight  change  in  the  plan  of  cross  timbers  necessary,  but 
did  not  materially  ri'dueo  the  strength  of  the  foundation.  Broken  stone  was  pur- 
chased in  Molino  and  delivered  by  barge  and  placed  under  the  foundation  wherever 
the  ground  was  soft.  All  springs  were  led  out  from  under  the  foundation  by  lines 
of  tile,  which  were  connected  with  10-ineh  tile  laid  outside  of  foundation.  Wh^ 
the  10  by  10  inch  longitudinal  timbers  had  been  bolted  to  the  j)iles  the  space  around 
the  piles  and  up  to  the  top  of  timbers  was  filled  with  concrete,  consisting  of  one  part 
I'tica  cement  an<l  three  parts  gravel. 

The  work  4)f  l)uilding  the  embankments  in  the  fourth  and  fifth  miles  had  shut  off 
the  water  from  the  south  slough,  and  had  exposed  a  bar  of  fme  silicious  gravel,  con- 
sisting of  about  Th)  per  cent  coarse  sand  i^assing  ^-inch  mesh  sieve  and  45  per  cent 
pebbles,  only  a  K'jiall  proportion  of  which  would  exceed  1  inch  in  diameter.  This 
gravel  was  used  in  tho  foundation  and  formed  a  large  x)art  of  the  material  for  the 
walls  th«?mBelvc8.  Tho  10  by  10  and  6  by  10  cross  timbers  were  then  bolted  to  the 
longitudinals  and  the  spa<'es  between  them  filled  with  tho  same  concrete. 

A  width  of  25  feet,  running  entirely  across  the  foundation  under  tho  lower  gates, 
was  excavated  28  inches  below  the  tops  of  piles  and  filled  with  concrete,  con- 
sisting of  one  part  Utica  cement  and  two  and  one-half  i)arts  gravel.  An  area  under 
each  hollow  quoin,  however,  was  filled  with  Portland  cement  concrete. 

The  total  cost  of  completing  tho  contract  by  hired  labor  was  $7,428.07,  while  the 
estimates  under  tho  contract  would  have  been  $7,452.20.  This  estimate  of  cost  does 
not  take  into  account  material  on  hand  left  by  contractor  and  valued  at  $1,215.84; 
neither  has  charge  been  made  for  tools,  engine  and  pum])S,  etc.  There  were  placed 
in  tile  foundation,  by  hired  labor,  110  round  piles,  63,383  feet  B.  M.  pine  timbers, 
l.'),(U8  fiiot,  B.  M.,pine  plank,  11,415  feet  B.  M.  oak  plank,  and  1,073.5  cubic  yards 
concrete. 

At  first  it  wan  the  intention  to  only  complete  the  foundation  during  1893,  but  the 
wenther  and  stage  of  water  i)roved  very  favorable  for  work  in  that  locality,  and  the 
roads  were  excellent,  so  it  was  determined  to  carry  forward  tho  construction  of  the 
lock  walls  as  far  as  possible. 

The  concrete-mixing  machinery  was  moved  from  tho  guard  lock  and  set  up,  and 
material  for  forming  obtained.  Tho  fraujcd  timbers  used  at  the  guard  lock  were  not 
long  enough  for  the  higher  walls  at  Lock  37,  and,  as  longer  timbers  could  not  be 
obtained,  tlio  vertical  timbers  were  spliced,  and  an  additional  set  of  interior  braces 
used.  The  lumber  on  hand  at  the  guar«l  lock  was  hauled  by  team  and  the  additional 
lumber  re^iuired  delivered  by  barge.  The  crusher  was  run  sixteen  hours  daily,  and 
LOGO  cubic  yards  of  crushed  stones  delivered  by  team;  1,450.8  cubic  yards  of  crushed 
stone  were  alBO])iuchascd  in  Molinc  and  delivered  by  barge;  1,986  cubic  yards  of 
gravel  was  obtained  by  hired  labor,  and  374  cubic  yjirds  s(*reeued  pebbh'S  and  1,316 
cubic  yards  ot  sjind  by  inlnrnial  contract. 

The  erection  oi"  th(^  Ibrniing  was  ]»nsheil  with  a  large  force  of  carpenters,  and  as 
soon  as  enough  material  was  on  hand  for  oni*  wall  the  <le-positing  of  c(mcrcto 
connnenccd.  Three  c<)ni])leto  shifts  of  men  were  set  at  work,  and  tlu5  work  of  mixing 
and  de])ositing  concrete  carried  on  continuously  night  and  day  until  tho  south  wall 
was  < onipletcd  Some  delay  was  caused  by  tho  cast  iron  hollow  quoins  not  being 
on  hand.  The  forming  was  then  removed  and  erected  for  the  north  wall,  which  was 
built  in  th(5  same  way.  The  two  walls  contained  3,535.8  cubic  yards  of  concrete, 
whuli  reipiired  twoAN  ccks  hss  tight  hours  for  depositing,  or  at  the  average  rate  of  86.2 
cnbir'  yards  ])er  day  of  «iLcht  hours.  This  rate  was  not  theeai>acity  of  tho  machinery, 
but  was  as  iast  as  th<'  r oncrctt;  <  ould  be  pioperly  leveled  and  tamped  in  tho  forms. 

Th"  proportions  fust  nse<l  in  thc^  con<rete  were  one  (tement,  four  gravel,  ami  fiv») 
stone  by  measure,  and  tlu^  three  8e(ttions  comprising  the  straight  portion  of  the  south 
wall  and  the  lower  en<l  section  of  the  same  wall  were  built  of  these  ]>roportions, 
but  by  yr»nr  instructions  these  ])roportious  were  changed  to  one  cement,  three  and 
one-third  gravel,  and  lour  i»roken  stone.  Tho  facing  and  coping  was  composed  of 
one  part  cement  an<l  two  parts  clean  river  sand. 

The  miter  and  breabt  walls  were  built  as  soon  as  the  forms  couhl  be  removed  from 
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the  uoTth  '\Tal1.  Tho  total  amount  of  concrete  in  the  walls  is  3,767  cubic  yards, 
costing  $34,505.72,  or  $9.16  per  cubic  yard.  A  largo  amount  of  material  remained  on 
baud,  however,  for  whicli  the  work  should  really  be  given  credit.  One  yard  of 
finished  concrete  required  1.21  barrels  cement. 

Statement  of  cost  of  S,707  cubic  yards  of  concrete  masonry  at  Lock  .^7. 

4,563A  barrels  Portland  cement $14, 181. 21 

2,4(>0  cubic  yards  crushed  stone 4, 623. 86 

2,000  cubic  yards  gravel 3,139.48 

450  cubic  yards  sand 592.20 

l^umb<?r  for  forming 1, 465. 82 

Lumber  for  two  storohousos 381. 04 

Miscellaneous  bills,  fuel,  lights,  repairs,  etc 1, 163. 82 

Labor,  building  forms,  storehouses,  erecting  mixer 2,526.00 

Labor,  pumping 264. 00 

Mixiug  and  placing  concrete 6, 198. 30 

Total 34,505.72 

Ten-inch  tile  were  laid  along  the  main  walls  at  the  bottom  of  the  foundation, 
and  at  the  base  of  the  walls,  and  connected  with  12-iuch  tile  i)assing  through  tho 
walls  above  the  lloor  just  below  lower  gates,  liroken  stoiii)  was  then  placed  over 
the  tile  and  carried  up  back  of  tho  walls  about  3  feet  thick  as  the  grading  was 
done.  Grading  was  carried  up  12  feet  back  of  south  wall  and  10  feet  back  of  north 
wall,  when  freezing  weather  prevented  further  work. 

During  the  winter  tho  two  engines  and  mixing  machinery  were  moved  to  Lock 
36,  and  set  up.  Everythiug  of  value  that  would  bo  carried  away  by  high  water 
was  haule<l  to  Lock  30,  and  considerable  ({uantities  of  sand,  gravel,  and  stouo 
reuiainiiig  have  beeu  hauled  to  Lock  3(>  and  to  railroad  crossing  for  use  iu  masonry 
there. 

During  tho  winter  tht^  oak  and  pine  luuiber  for  the  gates  was  obtained  and  framed 
ready  f(»r  erection.     The  irouw(»rk  for  gates  ha  :•  been  ius])ected  and  delivered. 

Fourth  and  fifth  miles, — This  work  <onsists  of  tho  excavatiou  of  from  4  to  5  feet  of 
earth  overlying  rock,  using  ]>art  of  it  to  build  necessary  embankments  on  land,  aud 
transp(»rting  the  remainder  to  build  two  heavy  embanUuK'nts  in  the  river,  forniin|^ 
th(^  canal  i)ri.sm  on  the  Milan  front,  an<l  the  excavatitm  of  from  4  to  5  feet  of  rock, 
and  UHing  it  as  ri])rap  for  the  earthen  enibankuH*uts,  and  as  material  for  concrete. 

It  was  also  ni'cessarv  to  ex<'Jivate  stuuo  material  from  between  tlie  river  enibauk- 
meuts,  an<l  to  uu»ve  a  large  sand  bar  at  thcj  head  of  Hig  Island.  In  all,  37,750  cubio 
yards  of  earth  have  been  jn<»ved  by  scrapers  and  placed  directly  in  euihankmentsut 
a  total  cost  of  $5,110. 17,  or  at  a  cost  of  }H).13^  i>er  cubic  yard.  Tln^  rock  cutting  in 
the  river  bed  varietl  from  \  to  IS  incliesin  depth,  and  thoexcavation  was  nticessarily 
very  expensive,  \,Tu\)  cubic;  yarcis  costing  $5,317. OS,  placed  as  ri])ra]»  on  the  embank- 
ments, Six  thousand  six  hundred  cubic,  yards  of  gravel,  Inost*  r(»ck,  sand,  and  mnd 
were  also  excavated  from  the  same  place  at  a  total  cost  of  .*:>,0l 4.31,  or  at  a  cost  of 
$0.50  per  cul>ic  yard. 

The  earth  for  river  embankments  was  loaded  into  rotary  dumj*  cars  by  means  of 
wheeled  scrapers  passing  over  a  traj),  S6,432 cubic  yards  l>eing  l<»aded  iu  this  manner 
at  a  total  cost  <»f  $11,S07.37,  or  at  a  cost  of  $0.17  per  cubi('  yanl.  The  rock  waa 
ext'avated  by  drilling,  blasting,  and  loading  into  cars,  25.01 4  cubic  yards  being  exca- 
vatecl  at  a  cost  of  $22.305. 10,  or  at  a  cost  of  $O.S0A  per  cii1h<*  yard.  The  transporting 
of  the  earth  and  rii>rai>  for  the,  river  embankments,  128,0li2  cubic  yards,  including 
]»uniping,  <'ngineering,  and  miscellaneous  items,  cost  $7,225.75,  or  at  tho  rate  of  $0.C6| 
per  cubic,  yard.  The  haul  varied  from  2,000  to  8.o::(>  feet.  Tho  unloading  and 
placing  of  12S,()02  cubic  yanls  of  earth  and  rijirap.  inclu<ling  the  continual  raising 
and  repairing  track,  cost  $8,072.42,  or  at  the  rate  of  jf().(»7  jier  cubic  yard. 

After  the  bridges  of  Kock  Island  and  Teoria  Itaihvay  had  been  raise<l,  and  the  bed 
of  south  slough  had  been  laid  dry,  .-i  track  was  laid  on  the  dry  ht;d  under  the  bridge, 
and  continued  abuig  the  north  embankment  iu  tlie  second  and  third  miles.  Ily  this 
means  3,s6l  cul»i(!  yanls  of  riprap  were  hauled  and  jilacwl  on  north  side  of  north 
enihanknient  west  of  tin;  railway. 

The  n  ck  to  Ix^  excavated  was  very  irregular,  consisting  mainly  <»f  linu'stcme  with 
many  iKickeis  of  lini  clay,  'fhe  r<»ck  for  concret*'  constru<*ti<in  was  obtained  from 
this  source,  ami  all  ro<!k  intended  for  crnshing  was  sortetl  by  han<l.  In  all,  6,669 
cubic  yar<ls  were  hanbMl  to  th<»  crushir,  yielding  5. SS7  enbi*-  n  ards  of  screened  stone. 

As  tho  proj;n*ss  <»fth<' w(»rk  was  limited  by  plant  for  transjjorting  the  material, 
two  shifts  of  men  and  teams  were  worked  dnriu'/  the  summer  of  lS!Ki,  thus  using  the 
plant  sixttMMi  hours  daily.  l>uringthe  past  nmutli  twoshilt«^  lia\e  also  been  worked, 
rock  excavatiou  being  done  in  the  day,  and  earth  work  at  night. 
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!'en  3-yard  rotary  dump  cars,  one  30-foot  flat  car,  and  ouo  6-wheeled  locomotive, 
re  added  to  the  railway  plant  during  the  year. 

it  the  mouth  ot'Mill  Creek  four  21-f(><)t  Taintor  sluice  gates  have  been  built  for  the 
rpose  of  passing  water  from  the  canal  into  south  slough.  The  masonry  for  these 
tes  consists  of  three  ])iers  0  feet  wide  and  30  feet  long,  and  two  abutments  with 
ng  walls.  The  average  height  of  the  masonry  is  about  10  feet.  Low  cross  walls 
n  the  piers  and  aVjutnients,  and  furnish  anchorage  for  the  oak  sills  on  w^hich  the 
tes  rest.  'J'he  concrete  was  mixed  by  shovels,  and  t  ken  to  the  forms  in  wheel- 
Tows.  The  total  cost  of  400  cubic  yards  of  concrete  was  $3,765.34,  or  at  a  cost  of 
19  per  cubic  yard.     Out;  cubic  yard  of  concrete  reciuired  1.44  barrels  of  cement. 

Statement  of  cost  of  4^ JO  cubic  yards  of  concrete  masonry  at  Mill  Creek  sluice  gates. 

barrels  Portland  cement $1,  958. 80 

1  cubic  yards  crushed  stoue 141. 50 

»  cubic  yards  screened  pebbles 150. 80 

cubic  yards  sand 193. 00 

3cellane«us  bills 84. 24 

rpenter  work  on  forms 358. 91 

sing  and  placing  concrete 878. 09 

Total 3,765.34 

'he  gates  are  21  feet  wide  and  8  feet  high.     The  cost  of  the  four  gates  is  as  fol- 

rs: 

mber $605.86 

n,  including  hoisting  carriage 725. 90 

bor 661.46 

Int  and  painting 67. 85 

icellaneous  bills 90. 30 

Total 2,151.37 

3ridges. — At  the  railway  crossing  2,192  cubic  yards  of  grading  for  a  turnout  has 
3n  done.  The  turnout  for  the  street  railway  at  the  highway  crossing  has  also 
ju  graded.  A  warehouse  has  been  moved  to  site  of  the  bridges,  and  1,500  barrels 
cement  received  for  the  construction.  There  have  been  hauled  from  the  crusher 
1  cubic  yards  of  crushed  stone,  and  from  Lock  37,  178  cubic  yards  of  sand  for 
iug.  A  gravel  pump  was  used  to  pump  766  cubic  yards  of  screened  pebbles  from 
ith  slough,  which  were  hauled  to  the  site  by  wagon. 

n  accordance  with  the  finding  of  the  court  of  condemnation,  the  Rock  Island  and 
jria  Railway  have  raised  their  two  bridges  adjacent  to  the  canal  and  the  grade 
traok  between  them  about  8  feet. 

'>flws.— Three  of  the  abutments  Jiad  been  built  in  the  preceding  year,  and  the 
irth  was  built  in  connection  with  the  masonry  at  guard  lock.  During  the  winter 
1  spring  the  oak  and  pine  lumber  and  iron  for  both  dams  were  purchased  and 
ivered. 

lock  River  during  the  spring  has  been  at  a  low  stage,  and  it  was  therefore  deter- 
led  to  make  an  early  start  on  dam  construction.  An  area  on  the  main  north  shore 
s  stripped  of  earth,  and  early  in  June  an  earth  cofferdam  across  north  channel 
s  commenced  by  teaming  quarry  stripping  into  the  river.  Five  16- foot  cribs  14  feet 
irt  wevv  sunk  on  south  side  to  serve  as  sluiceways  when  making  the  final  closure, 
e  greatest  depth  of  water  was  5  feet.  No  trouble  was  experienced  in  building 
5  cofl'erdam  entirely  across  with  wagons,  and  it  proved  to  be  very  tight,  except  in 
3  vicinity  of  the  cribs,  'f  he  bed  was  then  laid  entirely  dry  by  inclosing  limited 
;as  with  secondary  dams  and  pumping  out  the  water  with  hand  pumps.  All 
)So  matenal  w  as  then  cleared  away.  Some  deep  pockets  of  fire  clay  were  found, 
t  were  dug  out  and  filled  with  crib  work  and  stone.  It  is  proposed  to  build  the 
m  up  to  purlines,  and  then  allow  the  entir<»  discharge  of  the  stream  to  flow  over 
3  incom])lete  work  while  the  south  dam  is  being  built.  At  the  end  of  the  fiscal 
ar  450  feet  of  the  dam  had  been  built  up  to  that  stage  and  the  entire  foundation 
d  dry. 

)uring  the  year  I  have  been  ably  assisted  by  Messrs.   J.  \V.  Woermann,  A.  O. 
wse,  and  Geo.  T.  McGee,  an<l  my  thanks  are  due  all  these  gentlemen  for  the  inter- 
and  zeal  they  have  shown  in  the  work.     Mr.  Woermann  has  kept  a  complete 
3tograi>hic  record  of  the  work  in  addition  to  his  other  duties. 

Very  respectfully,  your  obedient  servant, 

L.  L.  Wheeleu, 
Assistant  Engineer, 
)&\}t.  W.  L.  Maijshall, 

Corps  of  Engineers  J  U,  S,  A. 
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report  of  mr.  jas.  c.  long,  assistant  engineer. 

United  States  Engineer  Officx, 

TisHlway  ni.y  June  SO,  1894. 

Captain  :  I  have  the  honor  to  submit  a  report  of  operations  by  the  party  imd 
my  charge,  on  the  eastern  section  of  the  Illinois  and  Mississippi  Canal,  dnring  tl 
fiscal  year  ending  June  30,  1894. 

At  the  beginning  of  the  year  the  party  consisted  of  two  instrument  men,  a  n 
man,  and  six  men,  in  the  field,  and  two  draftsmen,  a  receiver  of  material,  and 
messenger,  in  the  ofiice. 

JFork  done  by  field  party, — The  party  in  the  field  had  just  begun  nine  days  befor 
and  had  progressed  fifteen  miles  on  a  new  survey  for  a  canal  line ;  from  the  Feedi 
Junction  at  mile  25,  to  Kock  River  at  the  luouth  of  Green  Kiver,  near  Colona,  111 
and  coutiiiuod  the  same  to  completion  on  July  24,  1893.  This  survey  was  madofoi 
couiparison  with  a  line  previously  surveyed,  and  known  as  the  Penneys  Slough  rout 
By  the  l*euneys  Slouch  rout^  the  crossing  of  Green  River  was  difficult.  Qnotii 
from  your  report  of  1890:  **  The  stream  has  very  low  banks,  and  consequently  wi 
not  admit  of  damming  to  allow  the  canal  to  cross  it  at  the  same  level,  while  at  ti 
same  time  the  contiguratiou  of  the  country  is  such  that  the  canal  levels  canneith 
be  advantageously  rained  to  secure  sufficient  head  room  under  the  aciuednct  tnm! 
nor  lowered  to  attain  the  normal  mid-stage  level  of  the  river.  High  water  in  Ore< 
Eiver  consequently  reaches  nearly  to  the  water  level  in  the  aqueduct  trunk,  and 
must  be  passed  under  the  aqueduct  on  an  invert."  By  this  survey  a  good  crossii 
of  Green  Kiver  was  secured,  where  a  head  room  of  3  feet  between  high-wat 
mark  and  the  aqueduct  trunk  was  obtained,  and  a  saving  of  1.8  miles  in  distan 
was  made. 

The  comparative  estimates  of  the  two  routes  are  here  writh  attached.  TTie  estimat 
for  the  Penneys  Slough  route  in  the  same  were  taken  from  your  report  of  1890. 

This  survey  began  at  mile  25,  terminated  at  mile  62.3,  was  therefore  37.3  miles 
length.     Fifteen  miles  of  this  line  were  run  during  the  last  nine  days  of  last  yea 
but  all  of  the  estimates,  maps,  profiles,  etc.,  pertaining  to  it  were  made  daring  tl 
fiscal  year. 

On  .luly  25,  1893,  the  iield  party  was  moved  back  to  Wyanet,  where  two  dayn  we 
employed  in  re-marking  the  line  from  miles  12  to  IG  for  the  purpose  of  taking  t 
to])ography  again,  as  it  was  done  imperfectly  in  the  first  instance.  On  July  27,*1€K 
the  field  i)arty  was  moved  back  to  Bureau  Junction,  111.,  where,  until  August  4,  th 
were  eni])loyedin  locating  stjitious,  150  feet  apart,  on  both  banks  of  the  lllinuis  Rivi 
900  feet  above  and  900  feet  below  the  canal  entrance,  for  the  purpose  of  soundi] 
the  river.  Stations  were  located  in  the  same  manner  at  Spring  Lake,  (>00  feet  abo 
and  600  feet  below  the  canal,  for  the  purpose  of  taking  soundings  there  also. 

Forty-Hve  stations  were  located  and  2,445  soundings  taken.  During  this  timet 
lev(?l  man  and  two  men  were  employed  in  retaking  topograyihy  on  miles  12  to  16. 
On  the  5th  of  August  the  party  began  locating  the  corners  of  tracts  of  land  requir 
for  canal  purposes  and  to  build  mounds  of  earth  to  mark  and  preserve  the  san 
These  mounds  are  6  feet  in  diameter,  2  feet  high,  and  3  feet  across  the  top,  with 
stake  in  the  center.  It  is  thought  tl  at  ordinary  ploughing  will  not  obliterate  sai 
marks.  The  work  of  surveying  tracts  of  land  and  building  of  nu)un(ls  was  continni 
until  October  18,  when  it  was  completed  to  mile  25.  One  hundred  and  uinety-fo 
corners  of  land  tracts  were  located  and  538  mounds  were  built.  Some  of  the 
m(mnds  also  marked  changes  in  width  of  right  of  way. 

('ro88-8ecUo»  work,— On  October  19  began  the  work  of  remarking  the  line,  ho  as 
take  cross  sections  of  the  ground  upon  which  the  canal  is  to  be  built,  the  stak 
that  had  previimsly  been  set  to  m.irk  the  lino  having  all  been  destroyed  by  the  la: 
owners  in  plowing  their  crops,  etc.  This  was  done  by  driving  hardwood  hubs  abo 
4  inches  in  diameter  and  15  inches  long  at  the  stations  in  the  center  line,  whi* 
are  100  feet  apart,  with  a  stake  as  marker  alongside  the  hub.  The  same  kind 
hubs  and  stakes  were  driven  along  the  line  of  right  of  way,  on  both  sides  and 
right  angles  to  those  in  the  center  line,  for  the  purpose  of  marking  lino  of  cross  m 
tions  to  be  taken.  Check  levels  were  then  run  over  the  center  line,  the  levels  bei 
taken  on  the  tops  of  these  hubs,  which  were  driven  Hush  with  the  ground.  Cn 
sections  of  the  ground  were  then  taken  on  both  sides  of  the  center  line,  to  the  lim 
of  the  right  of  way,  at  stations  and  at  intermediate  points  where  the  config^urati 
of  the  ground  required  it,  in  order  to  correctly  calculate  the  excavation  and  embftE 
ment  that  would  be  made  in  constructing  the  canal : 

This  work  was  pushed  forwjird  continuously,  except  a  few  days  while  the  pai 
was  making  some  minor  surveys  in  connection  with  tracts  of  land  required  J 
right  of  way,  until  May  10,  when  it  was  com])leted.  From  October  19  to  Janna 
15  two  instrument  men  were  kept  at  work,  but  after  January  15  the  services  of  o 
instrument  man  was  dispensed  with.  During  this  time  25  miles  of  center  line  n 
re-marked  by  hubs  and  stakes;  25  miles  of  line  (m  each  side  of  right  of  way  m 
marked  in  the  same  way,  making  75  miles  of  line  re  marked.  Twenty-five  ndlet 
check  levels  were  ran  over  center  line.    Two  thousand  five  hundred  and  eight  on 
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actions  were  taken,  and  as  the  right  of  way  will  average  300  feet  in  width  and  the 
roHs  sections  were  taken  the  full  width  of  right  of  way,  the  length  of  each  would 
verage  300  feet,  and  total  length  of  cross  sections  would  he  142.5  miles. 
On  May  14  the  men  engaged  on  cross-section  field  work  were  discharged,  and  the 
istrunient  man  was  hrought  into  the  office  to  assist  in  calculating  the  areas  of 
ross  sections  and  cubic  yards  of  earthwork.  ,  * 

Jiorinns. —  On  February  19,  1894,  a  party  consisting  of  a  rodman  and  two  men  were 
ut  to  work  with  a  2-iuch  auger  to  make  borings  to  determine  the  character  of  lock 
>undatiou8,  foundations  of  culverts,  and  material  to  be  excavated  along  the  trunk  of 
tie  canal.  This  work  was  continued  until  .June  15,  when  the  total  number  of  bor- 
jgs  made  amounted  to  769.  The  following  are  sample  borings  made  on  the  first  8 
ifies  of  the  canal.  The  material  brought  up  by  the  auger  was  arranged  in  glass 
nbes  1  inch  in  diameter,  and  on  a  vertical  scale  of  1  inch =1  foot,  and  will  be 
ept  for  future  reference :  _         , 

Feet. 
Lock  1 : 

Loam 3. 7 

Yellowish  clay 5. 1 

Sandy  clay L  2 

Soft  sandy  clay 4 

Blue  clay 4 

Total ~18^ 

Lock  2 : 


Feet. 
[ile  1 : 

Loam 3.  4 

Clayey  loam 6.  9 

Sandy  clay 2.  4 

Quicksand 3.  3 

Total 16 


9 


lile  2 : 

Loam 1 

Clay 1 

Clav  and  gravel 1.1 

Clav 3.2 

Soft  clay J.  8 

Totaf 10 


lile  3: 

Loam 3. 9 

Clay 4 

Quicksand 4. 1 

Total "12~ 


lile  4 : 

Sandv  loam 3.  9 

Clay' 2.4 

Quicksand 1.7 

Total J8j^ 

file  5: 

Loam 3.  6 

Clav 2.2 

Quicksand 1.2 

Total TO^ 

lile  6: 

Loam 3.  4 

Clay L6 

Quicksand 4.  8 

Total ~9.8 

4ile  7 :  ~~" 

Hard  dry  loam 2. 4 

Clay  and  gravel 3 

Clay 5.6 

Quicksand 2.  5 


Total 13. 


5 


dile  8 : 

Loam 1.9 

Clay 1.9 

Bandy  clav 2 

Sand' ". 2 

Soft  clay 1.8 

Sand  and  gravel 1.9 

Total 1L5 


Loam 2. 7 

Clay  and  gravel 1 

Clay,  sand,  and  gravel 1. 5 

Hard  clay  and  gravel 8. 8 

Tough  clay  and  gravel 4 

Total 13^ 

Lock  3 ; 

Loam 3. 5 

Clayey  loam 1.4 

Soft  mud  and  sand 2. 3 

Coarse  gray  sand 4. 8 

Total  ..." WZ 

Lock  4 : 

Dry  sandy  loam 4. 6 

Wet  sandy  loam 1 

Sandy  clay 1 

Quicksaud 2.5 

Sand  and  gravel 7  ^ 

Total 16^ 

Lock  5 : 

Loam 2. 6 

Clay 3.2 

Gray  sandy  clay 1.2 

Gray  sand 2 

Sand  and  gravel 3 

Total 12^ 


Lock  6 : 

Loam 2. 6 

Soft  clay 2.4 

Sandy  clay 2. 6 

Sand L4 

Soft  gray  clay _4  _ 

Totar.....' J3~ 

Lock  7 :  ' 

Loam 3. 9 

Sand 3.7 

Quicksand 1. 9 

Sand  and  gravel 5.5 

Total 15 


Permanen  t  bench  marks. — While  engaged  in  boring,  the  boring  party  put  in  53  perma- 
lent  bench  marks  up  to  this  date.  These  beuch  marks  were  made  by  sinking  into  the 
^ound  a  piece  of  tile  ])ix>e  2  feet  long  and  1  foot  in  diameter ;  after  tamping  the  earth 
rell  around  the  pipe  it  was  filled  with  cement  mortar,  composed  of  one  part  cement 
•nd  two  parts  sand,  with  a  piece  of  three-foorths-inch  round  iron  embedded  in  it  to 
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a  dopih  of  1  foot,  ouo  end  j)rojectiiig  ouo-half  iucli  abovo  the  mortar  n])OD  which  to 
take  the  levelt*. 

Il'ork  in  ihv  office. — Toporrrai)hical  maps  of  the  located  line  have  heen  completed  in 
4-miIc  sections  as  far  as  mile  24,  and  blue-prints  of  same  forwarded  to  the  Chica^j^o 
otfico. 

A  map  of  the  pndiminary  lino  from  the  end  of  mile  25  to  mile  62.3,  on  Rock  River, 
on  a  Hcalc  of  I  inch  r^  GOO  feet,  has  been  platted,  showing  topography  and  sectioa 
lines.  Somti  work  is  yet  required  on  this  map  in  the  way  of  lettering  and  inking  iu 
pencil  lines  to  complete  it.  "  A  map  showing  the  above  i»rolimin«ary  line  and  the  Pen- 
ney s  Slough  line  was  platted  on  a  scale  of  1  inch  --=  r>,(X)0  feet,  and  bluc-i)riuts  for- 
warded to  the  Chicago  oflice  on  November  22,  1898.  Profiles  iu  duplicate  and 
ai)proximate  estimate  of  cost  of  this  linie  were  also  made  and  forwarded  to  the  Chi- 
cago othce  on  same  date  as  the  blue-prints. 

Index  maps  of  the  rij3:ht  of  way,  showing  ownorshi])  of  land  re(|ui red,  have  been 
completed  in  <i-mile  sections  as  far  as  mile  24,  blue-prints  of  the  same  made,  and  each 
tract  colored  and  numbered  to  agree  with  the  number  of  the  plat  and  descriptiou. 

Six  ])rints  of  each  map  have  been  forwarded  to  the  Chicago  office. 

Eighty-one  ])lats  and  descriptions  of  land  reipiired  for  right  of  way  were  made, 
comi)loting  this  work  as  far  as  mile  24.7,  and.  with  the  exception  of  those  tracts  on 
the  last  0.7  mile,  4  blue-prints  and  copies  of  descrix)tion  of  each  have  been  sent  to 
the  Chicago  otliee. 

The  following  maps  were  prepared  for  use  in  the  U.  S.  district  court  at  Chicago 
during  the  trial  of  suits  for  the  condemnation  of  lands  re(|uired  for  right  of  way. 

One  map  from  mile  0  to  mile  4  and  1  map  from  mile  4  to  mile  S,  showing  owuor- 
ship  of  laud  passed  over  and  the  area  of  small  tracts  cut  off  from  main  bodies  by  the 
canal. 

Two  maps  showing  4  miles  each  from  mile  8  to  mile  16  on  a  scale  of  1  inch =300  feot. 

Tlni  following  ma})s  were  made  and  blue-prints  of  the  same  forwarded  to  the  Chi- 
cago office:  1  map  of  S(mndiugs  made  in  the  Illinois  River  and  Spring  Lake;  1  map 
of  proposed  locaticm  of  Lock  No.  4  and  Aciueduct  Xo.  1 ;  1  map  of  proposed  change 
of  creek  channel  on  mile  5;  2  ma]>B  in  4-mile  sections,  showing  proposed  location  o* 
caiuil  embankments  from  mile  0  to  mile  8. 

ProHles  have  been  made  in  duplicate  of  the  line  from  mile  0  to  mile  24;  also  a 
profile  from  mile  0  to  mile  8  on  a  large  vertical  scale,  showing  the  material  developed 
by  borings  along  center  line  at  int^U'vals  of  one-eighth  of  a  mile. 

Seven  maps  were  made  for  the  use  of  the  field  party  in  locating  land  lines,  bound- 
aries of  the  right  of  way  an<l  individual  tracts  of  land. 

The  held  notes  of  the  cross-section  party,  as  far  as  mile  10,  have  been  reduced  and 
che<ke(l  in  the  offiicj. 

Cross  sections  of  the  right  of  way  have  been  platted  as  far  as  mile  14.2,  and  esti- 
mates of  earthwork,  materisil  in  lock  foundations  and  culverts  on  lirst  8  uiiloSy 
made  and  forwanhMl  to  Chicago  office. 

Cross  sections  of  llie  right  of  way,  at  proposed  sites  of  locks  and  culverts  on  the 
lirst  8  miles  have  been  made,  showing  the  mati'rial  develo]»ed  by  b«)rings. 

Six  hundred  and  ninety-two  blue-prints  were  made  during  the  year. 

AgrvemcutH  to  hvU  land. — Agreements  to  s<dl  land  to  the  Uniteil  States  were  obtained 
from  31  landowners;  8  landowners  were  nonresidents  and  could  not  be  interviewed, 
and  1  refused  to  sign  agreements. 

On  January  25,  1804,  sent  (rommunications  to  all  landowntjrs  betwei^n  miles  8  and 
24.  inclosing  tables  showing  awards  ma«le  by  the  juries  in  the  V.  S.  court  at 
I'hiiago,  in  condemning  lands  re(iuircd  for  the  right  of  way  from  mile  0  to  mile  8. 
Al^o  extracts  from  your  letter  of  January  5,  1801,  allowing  jiropositions  previously 
made  to  be  withdrawn,  and  new  ones  substitute*!,  more  in  accord  with  the  values  as 
shown  by  the  above-mentioned  awards.  Afterwards  all  of  tln^so  land  owners  were 
interviewed  with  a  view  to  receiving  new  pro]>ositions.  A  number  of  new  proposi- 
tions were  r<;ceive<l  and  forwanled  to  the  Chicago  offic(^  together  with  a  tabular 
statement  showing  tlu'  new  propositions  as  compared  with  the  old  ones,  and  whether 
new  ones  w<"re  made  or  not. 

Ahitira<-i8  of  land  titles. — Thirty-four  abstracts  of  titles  to  land  recpiired  by  the 
I'nited  States  for  the  right  of  way  were  received  from  the  abstractors  at  Princeton, 
Messrs.  Tindale  &  Son,  and  Joe  A.  Davis,  and  after  being  checked  and  examined  in 
this  office  were  forwarded  to  the  (^hicago  oOice. 

M'lHcvllaneons  work. — Made  (d)scrvations  for  true  meridian  at  Tiskilwa,  111.,  and 
determined  the  variation  of  the  com]>a8s  to  be  4  -  48'  east.  Three  miles  of  section 
lines  resurveyed  for  corn'ction.  Located  7  highway  crossings.  Located  road  from 
lock-keeper's  <hvelling  on  mile  17  to  public  highway  0.3  miles  long.  Located  2 
quarter-section  corners  in  section  20,  township  10  north,  range  8  east  of  the  fourth 
princi])al  meridian.  Located  I  section  and  5  <iuarter-section  corners  in  section  8, 
township  10  north,  range  8  east  of  the  fourth  principal  meridian.  Located  1  section 
and  2  quarter-section  corners  in  section  10,  township  16  north,  range  7  oast  of  the 
fourth  princii)al  meridian.  Located  1  section  and  4  quart<»r-section  corners  in  sec- 
tion 5,  township  16  north,  range  7  east  of  the  fourth  principal  meridian.    Survey 
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made  of  additional  land  required  for  right  of  "way  on  mile  5  and  designated  as  Plat 
21a.  Survey  made  of  additional  land  required  for  right  of  way  on  mile  10  and 
desin;nat<'d  as  Plat  -iGn  ;  also  cross-sectioned  the  same.  Detail  survey  made  of  locality 
at  East  Bnreau  Creek  on  mile  4,  for  location  of  Lock  No.  4  and  Aqueduct  No.  1. 
l-iocated  and  cross-sectioned  a  new  creek  cliannel  on  mile  5.  Changed  center  line  of 
canal  from  mile  3  to  mile  3.8  to  ada])t  it  to  location  of  Aqueduct  No.  1. 

Emploiji'S. — Mr.  J.  D.  Truss,  transit  man,  was  in  charge  of  the  field  work  during 
tlio  whole  year,  except  five  days  at  U.  S.  court  in  Chicago  in  connection  with  suits 
for  condemnation  of  right  of  way,  and  from  May  14  to  June  30  engaged  in  the  office 
assisting  in  circulating  areas  of  cross  sections  and  quantities  of  earthwork,  etc. 

Mr.  II.  L.  Parker,  level  man,  was  employed  from  the  beginning  of  the  fiscal  year 
until  January  15,  1894,  and  during  that  time  was  engaged  on  field  work  except  when 
assisting  in  the  ofiice  on  notes,  etc.,  connected  with  the  survey  from  feeder  junction 
to  (irecii  Piver,  from  September  28  to  October  31,  1893,  and  three  days  at  the  U.  S. 
court  at  Chicago. 

Mr.  S.  L.  Baylcss,  instrument  man,  reported  for  duty  on  May  17,  1894,  and  was  put 
to  work  in  the  ollicc  assisting  in  calculating  areas  of  cross  sections  and  quantities  of 
earthwork,  etc.,  which  work  he  has  been  engaged  on  up  to  date. 

Mr.  Charles  A.  Browne,  draftsman,  has  had  charge  of  the  work  in  office  and  has 
been  employed  there  during  the  whole  year  except  when  absent  as  follows:  On  duty 
in  the  field  nineteen  days,  and  at  Princeton  and  Chicago,  in  connection  with  the 
work  of  securing  right  of  way,  sixteen  days. 

Mr.  Thomas  H.  Joy,  assistant  draftsman,  was  employed  in  the  office  the  whole 
year,  with  the  exception  of  ten  days  when  he  was  acting  as  transit  man  with  field 
party  in  place  of  Mr.  Truss,  who  was  absent  or  sick. 

Mr.  AVilliam  D.  Ott,  receiver  of  material,  has  been  employed  during  the  year  in 
general  othce  work  and  in  writing  descriptions  of  land  and  agreements  to  sell  land, 
and  in  a  isiting  landowners  to  negotiate  with  them  for  the  sale  of  land  to  the  United 
States  for  canal  purposes. 

Mr.  J.  E.  Thompson,  rod  man,  was  employed  during  the  whole  year  with  the  party 
in  the  field,  except  when  employed  visiting  landowners  to  have  them  sign  agree- 
ments  to  sell  land  to  the  United  States  for  canal  purposes,  and  when  in  charge  of 
boring  ])arty. 

1  have  the  honor  to  be,  your  obedient  servant, 

/'      '     )?'/•'    •     ^      \'  <:     i  Assistant  Engineer. 

Corps  of  Liujuuera,  L  .  .s.  --i.  -^ 

TiSKiLWA,  III.,  October  21,  1S93. 

Captain:  I  have  the  honor  to  forward  herewith  tabular  statements  and  compara- 
tive estimates  of  the  Illinois  au<l  Mississippi  Canal  from  mile  25  westward  to  the 
month  of  (ireen  IMver  by  two  routes,  one  by  the  route  surveyed  by  me  in  June  and 
July,  1S<»3,  and  the  other  by  the  Penneys  Slough  route. 

I  r(*i)orte(l  an  estimate  of  the  route  surveyed  by  me  on  September  22,  1893,  but  to 
make  that  estimate  more  complete  for  a  comparison  with  the  Penneys  Slough  route, 
I  have  added  other  items,  vi/:  Slope  wall,  $28,637 ;  right  of  way,  $19,651;  fencing, 
$23,S72:  special  damages,  $19,.50O. 

For  the  reason  that  no  estimate  for  work  of  that  character  had  been  made  on  my 
siirvry,  I  drop  the  item  of  concrete  lining  from  the  estimate  via  Penneys  Slougn 
route,  amounting  to  $r>8, 000.     The  estimates  compare  as  follows: 


Mile 


20 
27 
28 
20 
30 
iil 
.32 
3:i 
34 
35 
36 
37 
38 
3U 
40 
41 
42 
43 
44 
45 
46 


PcimovH 
route. 

$70, 892 

71.  004 
30.  570 
24,  850 
34,  530 
81.6.38 

72.  725 
16,020 
14.510 
23.  140 
19,  570 
19,  420 

114.636 
19.420 

27,  850 
23,  570 
10,  980 

28.  280 
30, 150 
30.  130 
31,090 


Route  of 
1893. 


$46,  994 
36. 795 

20,  686 
71,566 
24,978 
30. 421 
23. 768 
22.  756 
30,  219 
32, 191 
40. 143 

21,  869 
104,  984 

29.707 
35. 589 
33,654 
32,  319 
31,679 
33. 810 
114,  565 
29,583 


Mile. 


47 

48 

49 

50 

51 

52 

53 

54 

.55 

56 

57 

58 

59 

60 

61 

62 

63 

64 

Total 


Penneys 
Slougli 
route. 


$20, 070 

137, 400 

122, 572 

28,  980 

62,438 

13, 935 

9,585 

7.575 

7,860 

5,472 

4.080 

3,526 

141,  .537 

10, 578 

7.582 

5,421 

6,813 

145, 538 


1, 535, 937 


Route  of 
1893. 


$75,992 
26.684 
84.715 
44,855 
30, 814 
70,406 
18.  709 
25,682 
42, 693 
62. 971 
4U365 
65,726 
25.020 
54.  648 
60, 929 

104.296 


1,680,781 


2182   EEPOBT  OP  THE  CHIEF  OP  ENGINEERS,  U.  S.  ARMY. 

It  will  be  seen  that  the  route  via  Penneys  Slough  foots  np  $153,844  less  than  th6 
routt)  of  1893,  on  account  of  having  no  culverts,  land  damages,  fencing,  or  spillways 
to  provide  for  on  the  last  13  miles.  Also  the  route  of  1893  provides  for  two  railway 
bridges,  while  the  Penneys  Slough  route  provides  for  none. 

Respectfully  submitted. 

J  AS.   C.   LOXG, 

Assistant  Engineer, 
Capt.  W.  li.  Marshall, 

Corps  of  Engineers,  U.  S.  A, 


Itemized  estimate  of  probable  cost  of  Illinois  and  Mississippi  Canal  from  mile  25  to  mile 

6,?.3ffrom  a  survey  made  June  and  Jiilify  1893, 


Mile. 


26... 
27... 
28... 
29... 
30... 
31... 
32... 
83... 
34... 
85... 
86... 
87... 
38... 
39... 
40... 
41... 
42... 
43... 
44... 
45... 
46... 
47... 
48... 
49... 
50... 
51... 
52... 
53... 
64... 
65... 
56... 
57... 
68... 
59... 
60... 
61... 
62.  3. 


Total  . 


Earth 

work. 

Exoav 

L«)cl< 

1 

Cost. 

KnibHiikment. 

atitm. 

Keeper's 
dwelliugs. 

Cubic 
yards. 

Cost. 

Cubic 
yards. 

Cost. 

No. 

IJft. 

57, 919 

30.384 

63.  234 

47.820 

69,  348 

00,  017 

104,  364 

119,  498 

113,  859 

119,915 

85.  348 

2M,  595 

59.  760 

54,  879 

53,  516 

31.187 

.52,  446 

49,  058 

77.  2S5 

171.751 

38.  446 

71.995 

20.  584 

37.  640 
4.5,  121 
53.412 
71.  242 
14.  268 
44.214 
76.  743 
31,214 
47,  280 
61,099 
21,130 
28.  420 

38.  622 
98.423 

$8,688 

4,558 

9, 485 

7.173 

10. 402 

13,503 

l.5,«.55 

17.  925 

17,  079 

17,  987 

12,  802 

4,  439 

8.964 

8,  232 

8.  027 

4.  678 
7.  867 
7.  359 

ll..^)93 
25.  764 

5,  767 
10.799 

3.  08S 

5.  640 

6.  76H 
8.012 

10.686 
2,  140 

6.  632 
11,511 

4.682 

7,  092 

9,  l»i5 
3.169 

4.  263 

5.  793 
14,  7<}3 

46.110 
03.786 
17,  682 
44,  708 
12, 904 
1,305 

$6,  916 
9,568 

Feet. 

^   

2.  652 

*"■*■■            *          * 

6,  706 

1,936 

196 

1              8 

$40,000 

$2,500 

1 

............| 

1 

13,  859 
81,013 
31,  345 
44,174 
39,  806 
93.  035 
54.  953 
39,  997 
46.816 
6,  145 
51.  431 
17.8i9 
81.436 
m,  429 
41.367 
24.  K.5X 
22.  H15 
96.  798 
41 .  669 
17.4.34 
65. 143 
38.  .568 
29.  4.">8 
77.916 
(>4.  013 
111.945 
31,  862 

2,079 
12. 152 

4,  702 

6,  626 

5. 971 

13, 955 

8,  24.3 

6,  OOO 

7.  022 
922 

7,  715 

2,  677 
12,215 

9,  OW 
6.  205 

3.  729 

3,  325 
14.  5i?0 

6.  250 
2,615 
9.771 
5,785 
4,419 

11,6H7 
9,  602 

16. 792 

4.  779 

1 

8 

40,000 

2.600 

i 

^ 

.. 

...   . 



1              8 

40.000 

2,500 

1              10 

"i" io" 

48,  500 
*  48,500 

2,500 
2,*506 

•••••    ••••>••> 

•>•••••-•■>• 

1  1            8 

40. 0()0 

2,500 

1  ■>           8 

40,  000 

2,500 





2  ;               7 

76,  000 
373,  000 

2,500 

2.281,036 

342. 156 

1,511.979 

226,796  ,        9    

20.000 
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Itemized  estimate  of  prohahJe  coat  of  Illinois  and  Miasiaaippi  Canal  from  miU  S5  to  mile 
62,3,  from  a  survey  m^de  June  and  July,  189S — Continued. 


Mile. 

Aqueducts. 

Sluices,    inflows,     weirs,    and 
spillways. 

Cost  of 
slone 
wall. 

Culvertg. 

Xo. 

Len<;tli. 

Cost. 

No.!    Kind. 

1 

Length. 

Cost. 

No. 
3 

Kind. 

Cost. 

26 

Feet. 

1 
1 

1     Paved  . . 
1    ...do 

Feet. 
300 
SOU 

$5,000 
5,000 

A  rr.h    . 

$18, 132 
8,911 

27 

3  '...do  .. 

1  |...do.. 

2  i...do  .. 

1  j...do.. 

2  ;...do.. 
1    ...do.. 

1   1        dn 

28 1 

6,091 

29 1 

1 

5.612 

30 i 

1 

Paved  .. 

300 

5,000 

6,091 
9.3*73 

31 

1 

32 

::: 

6.564 

33 ;           

3. 282 

34 

1 

Paved  .. 

300 

5,000 

1 
3 
3 
2 

...do.. 
...do  .. 
...do  .. 
...do  .. 

6,091 
12  655 

35 

86 1....1 

37 ' 

1 

Paved  ..         300 

5.000 

$1,162 

10,  751 
2,820 

38 '     1  '        150 

$40,  000 

....!:..;....:; 

560 

39 i 1 

...A 



1  1  Arch.. 

2  ...do  .. 
2    ...do.. 

r 

6,091 

Jo ,....' ....1 .:.;....:. 

12,182 

41 i.--.' l----i ! 

5,612 

42 

1 

43 

1 :... :::: 

3  1  Arch.. 
3    ...do  .. 

1  i  — do  .. 

2  ...do.. 
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IMPROVEMENT  OF  CERTAIN  RIVERS  AND  HARBORS   IN   MICHIGAN,  AND 

OF  MICHIGAN  CITY  HARBOR,  INDIANA. 


REPORT  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1894,  WITH  OTHER 
DOCUMENTS  RELATINCr  TO  THE  WORKS,  OFFICERS  IN  CHARGE, 
LIEUT.  COL.  G.  J.  LYDECKER  AND  MAJ,  WILLIAM  LUDLOW,  CORPS  OF 
ENGINEERS. 

IMPROVEMENTS. 


1.  Michigan  City  Harbor,  Indiana. 

2.  St.  Josepli  Harbor,  Michigan. 

3.  St.  .Joseph  IJiver,  Michigan. 

4.  South  Haven  Harbor,  Michigan. 

5.  Sangatuck  Harbor,  Michigan. 

6.  Holland  (Black  Lake)  Harbor,  Michi- 

gan. 

7.  Grand  Haven  Harbor,  Michigan. 

8.  Muskegon  Harbor,  Michigan. 

9.  White  Lake  Harbor,  Michigan. 

10.  l*eutAvater  Harbor,  Michigan. 

11.  Ludiuiiton  Harbor,  Michigan. 

12.  Manistee  Har))or,  Michigan. 

13.  Harbor  of  refuge   at   Portage  Lake, 

Manisteti  County,  Michigan. 

14.  Frankfort  Harbor,  Michigan. 

15.  Charlevoix  Haibor  and  entrance    to 

l*ine  Lake,  Michigan. 


16.  Petoskey  Harbor,  Michigan. 

17.  Cheboygan  Harbor,  Michigan. 

18.  Alpena  Harbor  (Thunder  Bay  River), 

Michigan. 
10.  Saginaw  River,  Michigan. 

20.  Harbor   of   refuge    at   Sand   Beach, 

Lake  Huron,  Michigan. 

21.  Bhick   River  at  Port  Huron,  Michi- 

gan. 

22.  Mouth  of  Black  River,  Michigan. 

23.  Clinton  River,  Michigan. 

24.  Rouge  River,  Michigan. 

25.  Turning  basin  in  Rouge  River,  Mich- 

igan. 

26.  Removing  sunken    vessels  or    craft 

obstructing    or  endangering    navi- 
gation. 


HARBOR   LINES. 


27.  St.  Joseph  Harbor,  Michigan. 


United  States  Engineer  Office, 

JDetroitj  Mich.,  July  18^  1894. 

General:  I  have  the  honor  to  submit  herewith  the  annual  reports 
relative  to  tlie  works  of  river  and  harbor  improvement  in  my  charge 
for  the  fiscal  year  ending  June  30, 1894. 

Very  respectfully,  your  obedient  servant, 

G.  J.  Lydecker, 
Lieut.  Col.y  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers  J  U.  S.  A. 
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L  Li. 

IMPROVEMENT  OF  MICHIGAN  CITY  HARBOR,  INDIANA. 

Operations  for  the  imi)rovement  of  this  harbor  have  been  in  progress 
since  183G,  and  liav(^  been  directed  toward  the  constrnction  of  (1)  the 
inner  harbor,  and  (2)  the  onter  harbor. 

1.  The  Inner  Harbor. — The  work  done  under  this  head  comprises  (a) 
that  originally  projected  for  facilitating  entrance  to  Trxiil  Creek,  by  coa- 
structing  revetments  and  piers,  100  to  225  feet  apart,  extending  along 
the  lower  reach  of  the  creek  and  far  enough  into  Lake  Michigan  to  pro- 
tect the  channel  dredged  between  them;  and  (b)  that  now  in  progress, 
for  prolonging  the  entrance  channel  to  the  upper  limit  of  the  creek,  be- 
tween revetments  from  12>to  175  feet  apart  constructed  at  the  expense 
of  the  adjoining  property.  The  former,  or  original  project,  was  the 
subject  of  all  work  done  from  1830  to  1869  inclusive,  when  the  piers 
reached  to  12  feet  of  water  in  Lake  Michigan,  and  a  good  entrance 
channel  was  available  to  vessels  drawing  11  feet.  From  that  time  to 
1882  nothing  was  done  on  the  inner  harbor  except  to  make  occasional 
repairs  to  the  piers  ancj  keep  the  needed  channel  depth  between  them 
by  dredging.  In  1882  the  scope  of  interior  operations  was  extended 
to  prolonging  the  channel  upstream  by  dredging,  so  far  as  riparian 
owners  constructed  revetments  of  approved  design.  The  total  length 
of  imi^roved  channel  at  the  beginning  of  the  last  fiscal  year  was  9,159 
feet.  It  was  not  extended  during  the  year,  but  the  depth  was  increased 
where  it  had  shoaled  below  12  feet  by  dredging  to  the  extent  of  27,231 
cubic  yards  during  the  year;  1775  yards  were  excavated  between 
November  27  and  December  2,  when  the  plant  was  laid  up  for  the  win- 
ter, and  the  remainder  (25,450  cubic  yards)  was  excavated  between 
April  17  and  the  end  of  the  fiscal  year;  all  by  the  United  States  dredge 
Michigan  City,  The  only  other  work  done  on  this  portion  of  the  harbor 
during  the  year  was  replacing  some  decking  that  had  been  torn  from' 
the  west  i)ile  pier  dnring  a  severe  gale,  May  18-22, 1894,  and  restoring 
some  filling  that  was  washed  out  at  the  same  time. 

The  condition  of  the  harbor  at  the  close  of  the  year  was  as  follows: 
The  old  west  pier,  2,157  feet  long,  is  in  fair  condition,  but  considerable 
repairs  will  be  required  in  the  near  future  to  keep  it  so.  A  length  of 
about  800  feet,  entirely  within  the  shore  line,  has  long  been  occupied  anp 
controlled  by  thcRawson  &  Root  Lumber  Com i)any,  and  shows  signs  of 
foiling  at  diflferent  points;  but  this  portion  shouhl  hereafter  be  classed 
with  the  rest  of  the  interior  harbor,  and  the  mantenance  of  a  proper 
channel  revetment  exacted  from  the  riparian  owner  or  (xjcupant,  and 
the  Government  should  be  at  no  further  expense  for  its  maintenance. 
The  i)rincipal  need  of  the  ont  ersection,  about  1,200  feet  long,  is  a  general 
refilling,  with  suitiible  i)ro vision  made  for  retaining  the  new  filling  in  the 
work.  The  old  east  pier  is  thoroughly  decayed  above  water,  and  about 
125  feet  of  its  outer  end  is  some  feet  below  the  water  surface.  This 
portion,  as  well  as  a  further  length  of  about  700  feet,  must  be  restored, 
so  as  to  put  the  pier  in  substantial  repair  as  far  back  as  tlie  life-sav- 
ing station  ami  Government  building;  inside  of  that  point  it  is  not  pro- 
posed U)  make  rei)airs,  as  the  maintenance  of  a  suitable  revetment  prop- 
erly devolves  upon  occu])ants  or  owners  of  the  contiguous  property. 

The  dredging  done  during  the  year  has  restored  the  inner  channel 
to  a  good  navigable  condition,  with  a  depth  of  17  feet  at  entrance  and 
a  general  depth  of  13  feet  above.  The  estimate  for  this  portion  of  the 
harbor  for  1896  is  as  follows :  For  repairing  850  feet  of  old  east  pier, 
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$8,500 ;  for  filling  outer  section  of  west  pier,  and  minor  repairs  to  tlie 
same,  $5,000 ;  for  dredging  to  extend  interior  channel  and  maintain  nav- 
igation in  lower  section,  $5,000;  making,  with  contingencies,  $20,000. 

Amoiint  appropriated  and  expended  from  1836  to  1869,  inclusive $287,  388. 92 

Original  estimated  cost  of  project  for  inner  harbor,  1870,  revised  in  1892.  131, 375. 00 
AVhole  anionut  appropriated,  1870  to  and  including  act  of  July  13,  1892.  124,  375.  00 
Whole  amounted  expended  to  June  30,  1894 118,  862. 46 

Money  statement. 

July  1,  1893,  balance  unexpended $8,  956. 02 

June  30,  1894,  amount  expended  during  tiscal  year 3, 443. 48 

July  1,  1894,  balance  unexpended 5,512.54 

July  1,  1894,  outstanding  liabilities 1,066.32 

July  1,  1894,  balance  available 4,446.22 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,1896    20, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


2.  Outer  Harbor, — This  part  of  the  improvement  comprises  work  done 
in  the  execution  of  projects  prepared  in  1870  and  1882;  the  former  pro- 
viding for  an  outer  basin  located  to  the  east  of  the  entrance  to  the 
inner  harbor,  and  the  latter  for  works  exterior  thereto,  whose  purpose 
was  to  give  increased  safety  for  vessels  entering  during  heavy  weather, 
and  provide  a  sheltered  outside  anchorage  where  vessels  near  this  por- 
tion of  Lake  Michigan  might  find  refuge  against  all  northerly  gales. 
The  basin  was  completed  in  1885,  the  structures  then  finished  being  as 
follows:  (1)  A  pile  pier  1,225  feet  long  extending  in  a  northerly  direc- 
tion from  the  shore,  and  closing  the  basin  on  the  east;  (2)  a  crib  break- 
water 30  feet  wide  extending  westwardly  from  the  lake  end  of-  the  pile 
pier  for  a  distance  of  1,411  feet,  and  covering  the  basin  on  the  north; 
(3)  the  ^4)reakwater  jjier,''  a  crib  structure  30  feet  wide  extending  north- 
ward from  the  west  end  of  the  crib  breakwater  for  a  distance  of  355 
feet,  and  designed,  in  connection  with  the  '^  exterior  breakwater,"  then 
about  to  be  commenced,  to  lessen  the  dangers  attendant  upon  attempts 
to  enter  the  harbor  when  high  seas  prevail.  A  subsequent  extension 
of  150  feel  to  this  pier,  making  its  total  length  505  feet,  brought  work 
relating  to  the  outer  basin  to  the  conditions  existing  at  the  beginning 
of  the  fiscal  year  and  at  present.  Nothing  was  done  during  the  year 
as  resi)ects  these  works  except  to  overhaul  and  equalize  stone  filling 
in  the  breakwater  pier,  and  replace  some  decking  plank  on  the  main 
breakwater.  The  area  comprised  in  the  basin  is  shoal,  and  can  not  be 
utilized  for  commercial  purposes  until  dredged,  an  undertaking  that 
may  best  be  deferred  until  the  exterior  breakwater  has  been  built. 
The  only  expenditure  contemplated  in  the  near  future  in  connection 
with  this  portion  of  the  work  is  such  as  is  needed  for  keeping  the 
breakwater  and  breakwater  pier  in  repair,  for  which  Durpose  a  sum  of 
at  least  $5,000  should  be  available. 

The  ''exterior  breakwater''  when  completed  as  proposed  will  have  a 
length  of  2,000  feet,  commencing  at  a  point  400  feet  west  of  the  lake 
end  of  the  ''  breakwater  pier,"  extending  thence  about  west  20^  south 
1,000  feet,  and  thence  south  25^  west  1,000  feet,  the  interior  angle  at 
the  intersection  of  the  two  equal  arms  being  135°.  One-half  of  the 
easterly  arm  had  been  completed  before  June  30, 1893,  and  a  contract 


2190   REPORT  OP  THE  CHIEF  OF  ENGINEERS,  U.  8.  ARMT. 

had  been  entered  into  with  the  Wisconsin  Dredge  and  Dock  Company, 
approved  January  25, 1893,  for  adding  a  length  of  200  feet.  The  con- 
tractors did  not  commence  crib  construction  until  April  17, 1894,  froia 
which  date  to  end  of  the  year  they  have  made  slow  progress.  Crib  "So. 
1, 1894  (100  by  30  by  22^  feet),  was  built  and  sunk  on  its  pile  founda- 
tion June  30  in  good  line  and  level.  The  foundation  piles,  70  in  num- 
ber, were  driven  in  water  24  to  27  feet  deep,  to  a  penetration  of  from 
15  to  24  feet  in  the  bed  of  the  lake,  and  sawed  oft'  at  grade  22 J  feet 
below  zero  of  gauge.  The  diver's  examination  of  this  work,  before 
placing  the  crib,  disclosed  the  fact  that  three  of  the  piles  were  beyond 
the  prescribed  limits  as  to  line,  and  15  as  to  level,  and  the  defects 
were  remedied  by  i)lacing  three  additional  piles  in  true  line  and  resaw- 
ing  those  out  of  levc^l,  all  having  been  too  high  in  the  beginning. 
Crib  No.  2,  1894,  same  size  as  No.  1,  was  built  to  the  fourteenth  course 
at  the  close  of  the  year.  The  work  then  remaining  to  be  done,  to  com- 
plete the  contract,  was  to  add  eight  courses  to  Crib  No.  2,  drive  and 
saw  to  grade  the  76  piles  required  for  its  foundation,  sink  the  crib  in 
position,  place  a  continuous  superstructure  over  the  two  cribs,  and 
build  it  back  into  the  superstructure  of  the  portion  already  in  place  ^ 
it  will  probably  be  completed  during  the  present  summer. 

No  lights  have  yet  been  established  by  the  Light-House  Establish- 
ment on  any  of  the  outlying  works  in  this  harbor,  and  it  has  therefore 
been  necessary  to  keep  pier  lights  throughout  the  year,  as  heretofore, 
as  a  guide  for  vessels  entering,  at  the  expense  of  appropriations  for 
harbor  improvement. 

The  construction  of  the  combination  of  works  that  are  designed  to 
constitute  the  outer  harbor  has  been  in  progress  twenty-two  years,  and 
it  is  impossible  for  any  considerable  advantage  to  local  commerce  or 
increased  safety  to  general  commerce  to  be  realized  until  all  shall  be 
completed.  The  importance  of  a  harbor  of  refuge  in  this  i)art  of  Lake 
Micliigan  is  well  rectognized,  and  the  completion  of  the  proposed  works 
will  provide  it.  Some  minor  modifications  of  detail  may  be  desirable 
to  iinish  the  harbor  in  the  best  i)0ssiblc  shape,  but  their  consideration 
is  neither  necessary  noi-  desirable  just  now.  A  prompt  completion  of  the 
woik  aln^ady  i)rojected  is  the  important  present  consideration,  and, 
being  satisfied  that  the  essential  features  of  a  most  excellent  harbor 
for  commerce  and  refuge  will  thereby  result,  it  is  respectfully  urged 
that  the  next  appropriation  should  supply  the  means  for  putting  it  all 
under  contract.  To  this  end,  the  appropriation  should  be  $215,000,  to 
be  applied  as  follows:  For  constructing  1,300  feet  of  crib  work  to  com- 
plete exterior  breakwater,  $195,000;  for  repairs  of  work  already  built, 
and  engineering  superintendence  and  contingencies,  $20,0(M).  By  this 
policy  the  work  can  easily  be  completed  mthin  the  limits  of  estimated 
cost,  and  the  object  sought  secured  in  the  near  future.  On  the  other 
hand,  with  small  apjuopriations  the  cost  will  grow  to  figures  far  in 
excess  of  estimate,  and  the  time  when  commerce  can  lind  safe  refuge 
in  this  section  be  indelinitely  postponed.  Two  vessels  were  wrecked — 
one  a  total  loss — during  the  past  winter  and  spring  that  in  all  proba- 
bility would  have  found  safety  if  the  improvement  had  been  completed. 

The  Light- House  Kstablishniont  maintains  a  coast  light  on  the  main  shore,  and 
thore  is  a  life-saving  station  at  the  shore  line  east  of  the  harbor  entrance. 

The  harbor  is  in  the  collection  district  of  Chicago,  111.  Nearest  jmrt  of  entry, 
Chicago,  111. 
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Appropriations  for  improving  harbor  at  Michigan  City,  Ind. 


Date. 


July  4,  1836 

March  3. 1837 , 

Julv  7. 1838 , 

Juilell,1844 

*AugiiHt  30.  1852 

March  2,  1855  (claim  J.  K.  Bowes) 

Jum?  23,  1806 

Julv  25.  1808  (allotment) 

April  10,  1861)  (allotment) 

Julvll,  1870 

March  3,  1871 

June  10, 1872 

Marrh  3, 1873 

June  23.  1874 

March  3.  1875 

Au^iust  14,  1870 

J  uiic  18, 1878 

1878  (allotment) 

M  arch  3, 1879 

June  14,  1880 , 

March  3. 1 881 , 

AuL'ust  2,  1882 

Julv  5.  1884 

Au<;nst5,  1886 

Auuust  11,  1888 

Sei>f  ember  19.  1890 

Julv  13,  1892 


Outer 
Harbor. 


Inner 
Harbor. 


Total. 


$25, 000.  00 
15,  000.  00 
60, 000. 00 
50, 000.  00 
60, 000.  00 
50, 000.  00 
35,000.00 
50, 000.  00 
2,  500.  00 
40,  000. 00 
40, 000.  00 
20.  000.  00 
60,  000.  00 
40, 000.  00 
54.  375.  00 
90, 000.  00 
50,  000.  00 
30, 000.  00 


$25, 000. 00 


15, 000.  00 

25, 000. 00 

20, 000. 00 

10,  000. 00 

1. 875.  00 

5, 000. 00 

7,  500. 00 

15, 000.  00 


Total. 


751,  875.  00 


124,  375. 00 


$20,  000. 00 
30,  000. 00 
60, 733.  50 
25, 000. 00 
20  000.  00 
470. 33 
75,  000. 00 
25, 000. 00 
31,185.00 
25, 000. 00 
15, 000. 00 
50,000.00 
60, 000. 00 
50,  000. 00 
60,000.00 
35,000.00 
75, 000.  00 
2,  500.  00 
40. 000. 00 
55, 000.  00 
45, 000. 00 
80,  000. 00 
60, 000. 00 

66,  250.  00 
95, 000. 00 

67,  500. 00 
45, 000. 00 


1,163,638.92 


*  Amount  carried  to  sarplus  fund,  $5.15. 

Original  estimated  cost  of  project  for  Outer  Harbor,  1870 $324, 421. 40 

Increase  by  cost  of  repairs  and  maintenance  to  1882 90,  067. 10 

Project  for  outer  breakwater,  including  dredging  of  outer  basin,  1882.  587,000.00 

Total  estimate 1,000,488.50 

Whole  amount  ai)i>ropriii ted  and  allotted,  1870,  to  and  including  act  of 

.)  n  1 V  13.  1«}»2 751, 875.  00 

Whole  amount  expended  to  June  30,  1894 718,029.31 

Money  Htatement, 


July  1,  1803,  l)alanco  unexpended $38,455.64 

.June  30,  18iU,  amount  expended' during  fiscal  year 4,609.95 

.lulv  1.  1S91.  balance  unexpended 33,845.69 

July  1,  \X\n,  outstandinj;  liabilities  ..^ $10,508.65 

.July  1,  18iU,  amount  covered  by  uncompleted  contracts 14,  563.  73 

25,072.38 

July  1,  1894,  balance  available 8,773.31 

Amount  (estimated)  required  for  completion  of  existing  project 249,  613.50 

Amount  tliat  can  be  profitably  expended  in  fiscal  year  ending  June  30,1896  215,000.00 
Sul)!ui  tied  in  compliance  with  requirements  of  sections  2  of  river   and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 
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COMMKRCIAL  STATISTICS,  MICHIGAN'   CITY   HAUBOR,  INDIANA. 

Entrances  and  clearances. 


Year. 


Xumber.     K-Xd.    Tonn^fe. 


Fincal  v 

ISSG 
1887 
188« 
Calendn 
1888 
188'.) 
18U0 
1891 
1892 
189:J 


rear— 


r  year— 


1.334 

966 

l.(W) 

1,1G7 

1,153 
795 
d21  , 

837 
1.391  ■ 
1,577  |, 


$116.35    . 
90.10  ., 


213,685 
213, 074 

208,617 
161»,  193 
172. 817 
168.654 
443.055 
580,863 


Jieccipta  by  vessel y  LS9.]. 

[Compiled  from  statements  furuished  by  the  collector  of  customn  and  Capt.  Maunin<;.  Michigan  City, 

lud.] 


Articles. 


Quantity. 


Cedar  posts number. . 

Coal 

Fruit,  miscelluueous .packages . . 

Gravel cubic  yards . . • 

Laths M. 


47.000 


Lumber feet,  B.  M . . 

I^otatoes bushels. . 

Salt barrels . . 

Sli  ingles M. . .  | 

Slabs conls . . 

Tan  bark do 

Ties uuml>er..' 

Wood cords . . 


2,005 

50 

7,300 

45, 185 

G.050 

114, 028 

19.524 

401 

75 

30.  875 

47« 


Total 


Tons. 


MO 

1,5U0 

30 

65 

2,190 

79. 074 

200 

16,047 

2.440 

1,070 

75 

2,779 

714 


107. 124 


NoTK. — No  record  is  kept   at  Miehigan   City  of  traflQc  between  this   port  and 
Chicago. 


Lr    Lr    2. 

IMPROVEMENT  OF  ST.  JOSEPH  HARBOR,  MICHIGAN. 

The  iniproveiiieiit  of  this  harbor  by  the  (xoverninent  was  commenced 
as  far  back  as  18,S(>,  and  $192,(n3  has  been  applied  thereto  up  to  1867. 
Before  iinprovoincnt,  entrance  to  St.  Joseph  River  was  bv  a  shiftiog 
channel  with  depths  lluctuating  between  t^  and  7  feet. 

The  i)i'esent  inojcct  of  iniinovement  looks  to  providinjjfa  channel  16 
feet  (le(*p  from  Lake  Mi<;higan  to  the  upper  limits  of  St.  Joseph  Har- 
bor, and  an  interior  uavigaticm  with  a  depth  of  13  feet  from  there 
to  Benton  Harbor,  nearly  1  mile  above.  The  projected  depth  at 
entrance  has  not  yet  been  obtained  and  probably  will  not  be  without 
considerable  extension  of  the  ju'esent  piers.  The  interior  depth  of  13 
feet  is  fairly  well  kept  up  by  frequent  dredging.  The  general  con- 
ditions are  well  stated  in  the  following  extract  from  the  last  Annual 
lieport : 

The  St.  Joaej)!!  River  i8  subject  to  floods  in  the  spring,  brinjUfin^  down  largo  amonnts 
of  sand  and  luiid  and  flUing  up  the  channels.  The  harbor,  including  the  waterway 
to  Benton  Harbor,  at  the  bead  ofthe  canal,  has  an  extensive  conunerco  by  land  and 
water,  three  railways  and  numerous  steamers  bringing  traffic  to  the  port,  and  it  is 
a  matter  of  importance  to  maintain  and  improve  the  relatively' limited  facilities 
which  the  navigation  conditions  afford.    The  extension  of  the  piers  is  indispensable 
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to  the  protection  and  betterment  of  the  entrance,  and  large  amounts  of  dredging 
are  needed  to  widen  and  deepen  the  interior  channels. 

i»  »  #  1»  #  «  • 

Extensive  shoals  have  moved  north  of  the  entrance,  which  have  lapped  over  the 
pier  and  at  times  threaten  to  close  the  entrance,  and  as  dredging  in  the  open  lake  is 
impracticable,  except  when  the  water  is  quiet,  there  is  no  remedy  other  than  to 
extend  the  pier. 

With  reference  to  the  inner  navigation,  no  special  difficulties  are  met  other  than 
the  need  of  frequent  dredging. 

The  dischfir^e  of  th(i  Paw  Paw  River  directly  into  the  canal  is  a  marked  disad- 
vantas2:e,  as  ineessaii  t  shoaling  occurs  in  that  vicinity.  It  would  be  a  simple  matter, 
as  well  as  a  radical  euro  of  the  difficulty,  to  open  a  discharge  for  the  Paw  Paw  through 
the  low  marsh  directly  into  the  head  of  the  harbor,  back  of  the  so-called  "wing 
dam,  "  and  close  the  present  mouth  of  the  canal  entirely. 

Tlie  condition  of  the  harbor  at  tlie  beginning  of  the  year  was  as 
follows : 

Tlie  north  pier — comprising  831^  feet  of  pile  work  and  831  feet  of  crib 
work — had  a  total  length  of  1,662^  feet,  and  projected  635  feet  beyond 
the  shore  line. 

The  south  pier — comprising  606  feet  of  pile  work  and  213  feet  of  crib 
work — had  a  total  length  of  819  feet,  of  which  550  feet  was  beyond  the 
shore  lino. 

The  depth  of  water  on  the  bar  at  entrance  was  15  feet  and  that  of 
the  interior  navigation  13  feet,  except  near  the  lower  end  of  the  "wing 
dam,"  where  there  was  an  extensive  shoal,  over  which  the  depth  was 
reduced  to  11 J  feet. 

Work  was  in  progress  for  extending  the  north  pier  350  feet  under 
contract  with  E.  G.  Crosby,  of  Muskegon,  Mich.,  approved  February  4, 
1893;  Crib  No.  1  (50  by  30  by  18J  feet)  had  been  built  ready  for  sink- 
ing; cribs  No.  2,  No.  3,  and  No.  4  (each  100  by  30  by  18^  feet)  had  been 
built  to  tlie  13th,  9tli,  and  5th  courses,  respectively,  and  the  36  founda- 
tion piles  for  Crib  No.  1  had  been  driven. 

Operations  during  the  past  year  in  continuation  of  the  above  work, 
for  repairs  and  dredging,  were  as  follows : 

The  construction  of  cribs  Nos.  1,  2,  and  3  was  completed,  218  piles 
driven  lor  their  foundations,  and,  with  those  previously  driven  for  Crib 
No.  1,  sawed  oft'  to  grade  18  feet  below  water  surface  at  zero  of  gauge. 
The  piles  wcmc  driven  in  water  from  19.2  to  21.5  feet  deep,  and  pene- 
trated from  13j^  to  17i  feet  into  the  bed  of  the  lake.  The  four  cribs 
were  sucM-essively  sunk  to  a  good  bearing  on  their  pile  foundations 
July  7,  July  LM),  August  15,  and  August  31.  A  continuous  supetstrac- 
tuie  six  courses  higli  was  built  over  the  new  cribs,  bonded  back  into 
superstructure  of  older  work,  filled  with  stone,  and  decked  over;  moor- 
ing i)(>sts  were  secured  in  the  work  at  intervals  of  50  feet,  and  pierhead 
])rot('(ti()n  lujule  by  driving  a  row  of  close  piling  between  the  end  horns, 
witli  tlirce  facing  wales  above  water,  screw-bolted  to  end  wall  of  crib. 
The  wliole  was  conii)leted  October  12,  making  an  actual  extension  of 
35().S  feet. 

The  steam  barge  Ida  E  left  the  harbor  during  a  heavy  gale  October 
6,  was  compelled  to  return,  and,  in  attempting  the  entrance,  collided 
witli  tlie  north  i)ier  near  the  shore  line  and  caused  such  damage  that 
the  s<'a  was  enabled  to  make  a  complete  breach  through  the  work 
into  tlie  ''arbor,  carrying  with  it  large  quantities  of  sand.  The  breach 
exteiuhHl  from  station  4-|-50  to  6-f  30,  a  distance  of  180  feet,  and  for  a 
further  distance  of  120  feet  the  waling  piece,  through  which  the  tie- 
rods  passed,  was  torn  away.  The  break  was  repaired  by  driving  rows 
of  close  i)iling  Just  outside  of  the  old  cribwork,  capping  them  with  two 
courses  of  sui)erstructure  connected  by  timber  ties,  and  placing  wales 
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and  connecting  tie-rods  at  the  water  surface;  vertical  sheet  piling  of 
6  by  12  inch  timbers  was  driven  along  the  rear  of  channel  row  of  piles, 
horizontal  backing  timbers  6  by  12  inches  placed  on  the  lake-side  row, 
and  the  structure  filled  with  stone.  Broken  timbers  adjoining  the 
break  were  taken  (mt  and  new  ones  put  in  their  place.  Cold  and  stormy 
weather  prevailed  while  these  repairs  were  in  progress,  delaying  their 
completion  until  December  9.  Minor  repairs  were  made  at  other  parts 
of  the  work,  such  as  replacing  broken  or  decayed  timbers,  and  s^  row 
of  sheet  i)iling  placed  in  the  pile  wing  at  inner  end  of  the  north  revet- 
ment, extending  from  the  lighthouse  wharf  to  the  boat  opening  at 
the  life  saving  station,  a  distance  of  250  feet. 

The  United  States  dredge  Michigan  City,  was  at  work  on  the  wing- 
dam  shoal  from  October  5  to  November  20,  where  the  navigable  depth 
was  only  lOi  feet  when  work  was  commenced;  a  channel  50  feet  wide 
was  cut  to  the  depth  of  18  feet  through  the  worst  part  of  the  shoal,  the 
amount  excavated  being  17,935  cubic  yards. 

Work  done  during  the  year  by  private  parties  at  this  harbor,  by 
authority  of  the  Secretary  of  War  and  under  the  supervision  of  the 
U.  S.  engineer,  was  as  follows: 

(1 )  By  E.  A.  Graham :  Rebuilding  his  dock  below  the  railroad  bridge, 
about  745  feet  long,  authorized  by  the  acting  Secretary  of  War  Febru- 
ary 23,  1803. 

(2)  By  John  Wallace:  Rebuilding  his  dock  (Vandalia  Dock)  from  a 
point  about  200  feet  above  th(^  railroad  bridge  and  extending  east- 
wardly  for  a  distance  of  507.4  feet;  instrument  of  authority  dated  May 
25,  1893. 

(3)  By  the  Cincinnati,  Cleveland,  Chicago  and  St.  Louis  (Big  Four) 
Railway  Company:  Rebuilding  east  300  feet  of  wing  dam,  provided  in 
the  river  and  harbor  act  of  July  13, 1802,  authorizing  its  occupation  by 
the  company  lor  freight  i)uri)oses. 

Also  by  tins  company:  Rebuilding  old  revetment  on  the  north  side 
of  entrance  to  Benton  Harbor  Canal,  from  railroad  warehouse  to  mouth 
of  Paw  Paw  River,  a  distance  of  520  feet;  instrument  of  authority 
dated  March  30,  1804. 

All  the  foregoing  structures  have  been  satistjictorily  completed  as 
authorized. 

(4)  By  J.  A.  Preston :  Construction  of  new  wharf  in  front  of  his 
property,  extending  ftom  mouth  of  Morrisons  Channel  to  wharf  at 
mouth  of  the  St.  Josei)h  River,  a  frontage  of  about  1,475  feet.  The 
wharf  is  to  be  built  to  conform  to  a  harbor  line  recommended  for  adop- 
tion in  a  report  by  the  United  States  engineer  dated  June  1,  1804,  and 
approved  by  the  Secretary  of  War  June  8,  1894.  The  formal  instru- 
ment of  authority  to  build  the  wharf  is  dated  June  10,  1804. 

The  work  of  construction  was  in  progress  at  the  close  of  the  year. 

A  resurvey  of  the  harbor,  from  its  entrance  to  the  up])er  limit  of 
interior  navigation  at  Benton  Harbor,  was  made  June  11-H»,  1804,  and 
blueprint  copy  of  the  map  will  be  forwarded  when  completed.  It 
shows  a  narrow  entrance  channel  with  a  depth  of  scant  15  feet,  and  an 
interior  navigable  d(Ji)th  of  from  13  to  14  feet  except  at  crossing  of  the 
wing-dam  shoal  where  scant  12  feet  only  is  available. 

The  condition  of  the  i)iers  June  30,  1S1)4,  was  as  follows: 

North  pier  and  revetment,  comprising  831.5  feetof  pile  work  and  1,182 
feet  of  crib  work,  had  a  total  length  of  2,013.5  feet,  and  pro jecited  about 
1,300  feet  beyond  the  shore  line;  this  is  more  than  double  the  projec- 
tion of  a  year  ago,  and  is  ma<le  up  by  300  feet  of  pier  extension,  and  a 
back  cutting  of  the  fore  shore  resulting  from  the  breach  made,  in  the 
pier  last  October  and  a  subsequent  washing  out  of  all  .adjoining  pier 
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filling,  to  about  4  feet  below  the  water  line,  during  a  severe  gale 
May  18,  1894.  The  sand  thereby  washed  into  the  harbor  would  have 
closed  it  to  navigation  if  an  unusual  outflowing  current  had  not  pre- 
vailed at  the  same  tirao,  due  to  the  full  rivers  above.  The  pier  is  really 
unserviceable  along  this  section,  and  its  complete  reconstruction  is 
urgently  needed  for  a  length  of  375  feet.  The  pile  structure  inside  of 
this  section  lacks  filling  and  is  open  to  the  passage  of  sand  into  the 
harbor;  it  should  be  sheet  piled  and  refilled.  The  outlying  800  feet  of 
crib  work  is  in  good  condition,  or  can  be  easily  made  so  by  distributing 
a  small  amount  of  stone  to  supply  deficiencies  iu  filling. 

The  south  pier  is  practically  the  same  as  it  was  at  the  comraence- 
mentof  the  yeai' — 819  feet  long  and  projecting  550  feet  beyond  the  shore 
line.  The  filling  of  pile  work  has  gone  at  almost  all  points  to  below  the 
water  level,  and  its  restoration  is  essential  to  secure  the  work ;  other- 
wise this  pier  is  in  fair  repair. 

The  estimate  for  1890  is  as  follows:  For  850  feet  of  crib-pier  exten- 
sion, $85,000;  for  rebuilding  375  feet  of  old  north  pier,  $7,500;  for 
sheet  piling  and  refilling  550  feet  of  pile  work  in  north  pier,  $5,500;  for 
refilling  600  feet  of  south  pile  pier,  $3,000;  dredging  and  minor  repairs, 
$5,000;  total,  with  contingencies,  $115,000. 

The  Light-House  Establishment  maintains  a  fourth  order  revolving  coast  light 
on  the  blurt  south  of  the  harbor,  aiid  a  fifth  onler  harbor  light  and  a  ran^e  light 
on  the  north  i)ier;  there  is  a  life-saving  station  near  the  east  end  of  north  pier. 

The  harbor  is  iu  the  Michigan  collection  district,  Michigan;  port  of  entry,  Grand 
Haven,  Mich. 

Appropriations  for  improving  St.  Joseph  Harbor  and  River ^  Michigan. 

July  4,  1836 $20,000  [  June  10,  1872 $3,000 

Marcli3,  1837 15,  000  '  June  23,  1874 2,000 

Julv7,l838 51,  113  ,  March  3,  1875 35,000 

March  3,  1843 25,000  August  14,  1876 12,000 


June  11,  1844 20,000 

*August30,  1852 10,000 

June  28,  1864 15,000 

June  23,  1866 6,000 

March  2,  1867 23,000 

Allotted  from  harbors  on 
North  western       Lakes, 

1867 $7,500 

Transferred     iu     1870    to 

(iraud  Haven  Harbor..         500 

ij    Q/V) 

Julv  11,  1870 15',  000 

Mai  eh  3,  1871 10,  000 


J  une  18,  1 878 12,  000 

March  3,  1879 6,000 

June  14,  1880 8,000 

March  3, 1881 10,  000 

Augu8t2,  1882 12,0(H) 

July  .5,  1884 15,000 

August5,  1886 10,000 

August  11,  1888 12,000 

September  19,  1890 20,  000 

July  13,  1892 60,000 

Total 434,113 


Original  estimated  cost  of  the  work  as  revised  in  1892... $519, 113.00 

Whole  amount  ai)propriated  from  1836  to  and  including  act  of  July  13, 

1S}»2 434,113.00 

Whole  amouui  expended  to  June  30,  1894 432,814.02 

Money  statement, 

Julyl,  1893,  balance  unexpended $48,588.91 

June  30,  181>4,  amount  expended  during  fiscal  year 48,290.73 

Julv  1,  1894,  balance  unexpended 298. 18 

July  1,  1894  outstanding  liabilities lOiK  97 

July  1,  1S94,  balance  available 188.21 


Amouutthatcan  be  profitably  expended  in  fiscal  year  ending  June  30, 1896  115,  000. 00 
Submitted  iu  com])lianee  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


Amount  carried  to  surplus  fand,  $0. 80. 


2196      BEPOBT  OF  THE  CHIEF  OF  ENGINEERS,  U.  S.  ABMT. 

COMMERCIAL  STATISTICS,   ST.   JOSEPH  AND  BENTON   HARBOR,  BUCUIGAN. 

Entrances  and  clearances. 


Year. 


Fiscal  year— 

1884 

1885 

1886 

1887 

1888 

Calendar  year  1889. 


v-«».>w.*  '   Revenne 
^^mber.  ,  coUooted. 


560 
467 
780 
580 
679 
966 


$1. 096. 14 
361.57 
248.53 


ToDiuiige. 


144,000 
208,797 
350,925 


Year. 


1890  (including  Benton  Harbor) 

1891  (including  ISenton  Harbor). 
18U2  (including  Beut^u  Harbor). 
1893  (including  Benton  Harbor) . 


Vessels  entered. 


Vessels  cleared. 


Number. 


Tonnage.     Number. 


948  131,607 

742  215,334 

1,726  •  707.285 

1.570  1,125,063 


Tonnage. 


131,805 

215, 501 

707,785 

1, 125, 038 


The  Graham  <&  Morton  Transportatiou  Company  establislied  a  regular  line  of 
steamers  between  this  i)ort  and  Milwaukee,  Wis.,  to  succeed  to  the  business  of  the 
8t.  Jo8e])h  and  Lake  Michigan  Transportation  Company  and  the  Milwaukee  and 
Eastern  Transportation  Com])aiiy.  The  Flint  and  Pere  Marquette  Steamship  Line 
has  made  two  or  three  trips  per  week  to  this  port  during  the  season,  bringing  large 
quantities  of  salt  from  Manistee,  Mich.  The  equipment  of  the  lines  heretofore 
operated  to  Chicago  has  been  increased. 

Beceipts  and  shipments  hy  vessel  at  St.  Joseph  and  Benton  HarhoVj  Michigan,  189S» 

[Compiled  from  statemeuts  furuishod  by  the  Graham  &  M(»rton  Transiportation  Company  of  St. 
JoHcph,  Mich.,  and  the  C(»llector8  of  customs  at  8t.  Joseph  and  Itentou  Harbor,  Michigan.] 


ArtirleH. 


Quantity.  ,     Tons. 

I 


KECEIVKI). 

Cedar  post-* number . . 

Flour barrclH . . 

Fruit,  misccllaucouH,  pack- 
ages  

Grain buHlicla . . 

Gravel cu  bic  y anls . . 

Hay  and  IVmmI 

Iron  and  ore 

Laths 

I^oathcr 

Litno  and  cement,  .barrels. . 

Live  stock head.. 

liumber M  feet,  JJ.  M . . 

Machinery 

Merchandise,  general 

Miscellaneous 

Salt barrels. 

Shingles 

Slabs iMudn . 

Stone do . . . 


■r 


T.»tal. 


15, 0(K) 
40,  600 

13. 180 

111,040 

500 


25,000 


1,000 

IIU 

33,  553 


400,  500 

75,  000 

800 

1,  500 


150 
4.060 

198 

2.820 

750 

1, 503 

1,700 

10,  Ol»0 

75 

300 

45 

64.968 

200 

2,300 

14.  732 

66, 070 

16,  000 

2,  000 

9.  500 


187.  371 


Arti«'le8. 


Quantity.  ,    Tons. 


8ini>i>Ki). 

Apples  and  pears,  barrels. 

Farm  i»roducts.  miscella- 
neous  

Fish 

Flour barntls. . 

Fruit, miscellaneous,  pack- 
ages  

Grapes baskets . . 

Hay  and  feed ' 

Iron  and  oro 

Lime  and  cenu»nt,  barrels. .. 

LivcHtock head,  .i 

Lumber feet,  li.  M..I 

Machiiierv 

Merchainfise,  general 

Miscellaneous ' 

Paper  

Peaches baskets . . 

Potutoes bushels . . ; 


Total 


30. 000 


11,962 

1, 138,  436 
700,000 


2  000 

209 

128.  000 


400.000 
50, 000 


3.500 

1.000 

800 

1,105 

€0,077 

8,500 

18 

2,000 

40U 

74 

224 

300 

777 

3.504 

1,070 

4,000 

1,600 


44,038 


In  addition  to  the  above,  a  totiil  of  189,275  passengers  were  carried  by  vesHeU  trading  at  this  port. 
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LL3. 
IMPROVEMENT  OF  ST.  JOSEPH  RIVER,  MICHIGAN. 

The  only  portion  of  the  river  used  for  commercial  purposes  in  recent 
years  is  the  lower  stretch  of  about  25  miles,  from  its  mouth  at  St. 
Joseph  to  Berrien  Springs.  Throughout  this  section  it  is  very  crooked,, 
the  land  distance  between  extremities  being  but  little  more  than 
half  the  distance  by  river.  It  is  obstructed  by  a  number  of  shoals 
and  ripples,  over  which  the  water  flows  in  a  thin  sheet,  with  channel 
depths  of  approximately  2  feet,  while  the  general  depth  in  intervening 
pools  will  run  from  4J  to  6  feet,  or  even  to  7  or  8  feet  in  some  of 
them. 

The  river  and  harbor  act  of  August  11,1888,  appropriated  $2,500  for 
imi)rovin^  the  river  within  the  limits  above  indicated,  and  a  project  for 
its  expenditure  with  a  view  to  obtaining  a  low-water  channel  of  3 
feet  was  approved  March  27,  1880.  The  plan  of  operations  provided 
for  removing  snags  and  sunken  logs,  closing  secondary  channels  by 
brush  and  stone  dams,  and  concentrating  the  flow  at  other  points,  as 
found  necessary,  by  wing  dams.  The  plan  has  been  followed  as  far  as 
could  be  with  the  small  sums  appropriated  for  the  work,  and  has  pro- 
vided the  anticipated  depth  of  3  feet  at  the  improved  places;  but 
other  shoal  places  remain,  and  the  structures  already  erected,  having 
necessarily  been  of  a  light  and  inexpensive  character,  are  in  need  of 
additions  and  repairs. 

Operations  during  the  past  fiscal  year  were  as  stated  in  the  following 
extract  from  the  report  of  F.  W.  Lehnartz,  assistant  engineer,  in  local 
charge  of  works  in  that  portion  of  this  district: 

Tbo  (lam  closing  tho  south  arm  of  the  river  at  Twiu  Springs  Island  had  been  dam- 
aged by  tlie  spriug  freshets  and  a  new  channel  had  been  scoured  by  the  river  near  the 
head  of  the  island.  This  new  division  of  the  river's  volume  reduced  the  effective  cur- 
rent in  the  main  channel,  and  navigation  was  practically  closed  at  this  point.  New 
slioals  had  also  formed  on  Long  Reach,  and  in  July  operations  to  improve  these  cou- 
ditiouH  were  commenced.  The  closing  dam  at  Twin  Springs  Island  was  repaired  by 
the.  addition  of  brush  and  stone,  and  extended  235  feet  to  a  point  on  the  island  which 
seemed  to  oHVr  sj)ecial  resistance  to  erosion  by  the  river.  Tho  old  training  dike  at 
foot  of  Twin  8i)rings  Island  was  repaired. 

Dam  Nos.  1,  (>,  and  0,  on  Long  Roach,  were  repaired  and  made  more  effective  by 
raising  them  about  I  foot,  and  a  new  dam,  No.  13,  150  feet  long,  was  built  between 
Nos.  (i  and  1>.  In  a«ldition,  twonew  dams,  Nos.  14  and  15,  each  150  feet  long,  and  rest- 
ing against  the  north  shore,  were  constructed  to  further  restrict  the  low- water 
width  of  tho  river. 

As  the  main  channel  at  Royalton  Island  showed  a  tendency  to  shoal,  the  south 
arm  was  elosecl  l)y  a  dam,  throwing  all  the  water  into  the  main  channel.  These 
operations  were  eom])leted  September  30,  1893. 

The  maiiitviiauce  of  this  navigation  reqnires  further  dam  construc- 
tion, ]e])air  of  existing  structures,  and  the  removal  of  snags  and  logs. 
For  tliese  purposes  an  appropriation  of  $2,500  is  needed. 

Approprldiions  for  improving  St,  Joseph  Eivet'j  Michigan, 

August  11.  18S8 $2,500.00 

Sept.niber  in,  1890 1,000.00 

Total 3,500.00 

Whole  amount  appropriated,  including  allotment  from  api)ropriation  for 

8t.  .Joseph  Harbor  by  act  of  .July  13,  1892 4,500.00 

Whole  amount  expended  to  June  30,  1894 4, 129. 24 
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Money  statement. 

.Inly  1,  1808,  balance  uuexponded $1,049.73 

Juno  30,  1894,  amount  expended  during  tiscal  year 678. 97 

July  1,  18?U,  balance  unexpended 370. 76 

(  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,1896  2, 500. 00 
<  Submitted  in  rompliauce  with  rotiuirements  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


roMMKUClAL  STATISTICS,  ST.  .JOSKPII  RIVRR,  MICHIGAN,  1893. 

The  steamer  May  Orahum  (95  tons,  load  draffc  30  inches)  made  100  trips  from  St. 
Joseph  to  Herrieu  Springs  and  return,  carrying  lOjOOO  passengers  and  6,234  tous  of 
miscellaneous  freight. 


L  L4. 

IMPROVEMENT  OF  SOUTH  HAVEX  HARBOR,  MICHIGAN. 

I^eforc  improvement  by  the  (Tcneral  Government  the  citizens  of 
South  Haven  had  constructed  jners  and  revetments  at  the  mouth  of  the 
Black  liiver,  and  thereby  obtained  a  channel  into  Lake  Michigan  6  or  7 
feet  deep  and  80  feet  wide;  the  improvement  thus  started  was  taken 
up  by  the  Government  in  1H(>7,  under  a  plan  of  operations  that  provided 
for  increasing  the  channel  to  a  width  of  120  feet  between  piers  extended 
far  enough  into  Lake  Michigan  to  obtain  and  hold  a  navigable  depth 
of  12  feet;  the  original  project  was  subsecpiently  moditied  to  make 
the  entrance  width  between  i)iers  177  feet,  and  extend  the  navigable 
channel  upstream  to  the  highway  bridge,  about  half  a  mile  above  the 
piers.  The  total  length  of  piers  and  revetments  built,  up  to  the  year 
18SS,  aggr(»gated  3,145  feet,  and  no  extensions  have  been  made  to  them 
since  that  time. 

Operations  during  the  past  iiscal  year  were  as  stated  in  the  following 
extra<!t  from  rei)ort  made  F.  W.  Lehnartz,  assistant  engineer,  in  local 
charge  of  harbors  on  the  eastern  shore  of  Lake  Michigan: 

The  rohuildiug  ahovo  water  of  the  old  crib  work  in  the  south  pier,  Htation  9-f-98 
to  lli-f  54A.  coiiiinenctMl  in  May,  1S9S,  was  completed  September  19.  The  remainder  of 
the  old  timber  work  ubovi^  water,  station  11  j-lk")  to  9+98,  was  removed,  as  also  the 
Htone  tilling  and  the  ti  courses  of  new  superstructures  completed  to  station  9-|-98. 
The  ohl  stone  tillin«c  was  replaced  in  the  work,  mooring  posts  were  built  into  it  at 
distances  of  50  feet,  and  a  walk  3  feet  wide  placed  along  each  side  wall.  The  old 
work  between  stations  8-f-70  and  9+9S,  and  between  stations  13+54^  and  14-(-02  was 
repamd,  and  the  decayed  top  timber  of  the  channel  wall,  south  pier,  stations  13+88 
to  1 1-f  47,  replaced  by  new  timber. 

Soundings  made  .July  2t>-3l,  1S9.S,  showed  the  existence  of  a  shoal  with  only  11  feet 
watrr  in  th(»  river  channel  near  tlu»  winding  basin,  a  narrow  channel  with  12  feet 
water  thence  to  the  revetments  of  the  entrance.  11.5  feet  between  piers  and  revet- 
ments and  11.8  feet  on  the  bar.  To  improve  this  c<mdition  the  United  States  dredge 
Michiffan  City  connnenced  dred^jing  .Inly  31,  and  by  October  2,  when  it  was  com- 
pleted, bad  removed  the  shoal  near  the  winding  basin  by  dredging  an  area  75  feet 
wide,  about  150  t'cet  long,  and  15  feet  <lee])  below  zero  of  gauge,  bad  widened  the 
river  cliannt?l  from  station  14  to  tlie  revctnu'nts  by  a  cut  50  feet  wide  and  15  feet 
drep,  and  the  channel  bet\ve<'n  the  rev(?tm<Mits  by  a  cut  25  feet  wide  and  15  feet  deep, 
from  the  inner  end  to  station  7,  and  bad  dec]>enrd  and  widened  the  channel  between 
the  ]>ier8  by  a  cut  50  feet  wide  antl  17  feet  deep  trom  station  10  to  15-|-50.  ThetoiAl 
(piantity  of  sand  and  clay  r<»moved  from  these  cuts  was  23,8()5  cubic  yards.  Dnrin^ 
the  time  from  Se])tcmbt*r  2  to  September  20  the  dretl^e  was  absent  from  the  harbor* 
having  been  sent  to  Saujjatuck  for  needed  dredjjjing  at  that  point. 
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At  the  opening  of  nayigation  in  1894  the  channel  at  the  entranee  was  again  found 
filled  up,  as  usual.  Soundings  of  April  13-14  showed  an  available  depth  of  10  feet 
on  the  outlying  bar  and  10  feet  between  the  piers  to  shore  line;  thence  generally  13 
feet  to  the  steamboat  landing.  The  United  States  dredge  Farquhar,  after  fitting  out 
at  Grand  Haven,  was  at  once  dispatched  to  South  Haven,  arriving  there  April  21. 
Tho  channel  across  the  bar  was  again  dredged  out  to  a  width  of  75  feet  and  depth  of 
17  feet,  the  channel  between  piers  by  a  cut  25  feet  wide  and  15  feet  deep  from  sta- 
tion 8  to  15-f-30,  and  by  a  second  adjacent  cut  of  the  same  dimensions  from  station 
8  to  12,  and  a  shoal  below  the  highway  bridge,  station  24-|-70  to  25+30,  immediately 
in  front  of  the  steamboat  landing,  was  removed.  This  work  was  completed  on  May 
14,  leaving  a  through-going  channel  width  not  less  than  12  feet  water,  and  the  dredge 
was  sent  to  Holland  Harbor.  The  material  dredged  at  this  time  measured  7,893  cubic 
yar<l8. 

During  the  storm  of  October  6  the  porti(m  of  the  south  revetment  from  station 
4+77  to  6+22,  a  plank-beam  structure,  caved  into  the  channel  and  was  washed 
away.  The  lateness  of  the  season  prevented  repairs,  but  to  prevent  the  break  from 
enlarging  until  more  permanent  re])air8  can  be  made,  the  remaining  work  was 
strengthened  by  driving  two  piles  at  each  end,  one  in  front  and  the  other  well  in 
the  rear,  and  tying  them  together  with  chain. 

The  condition  of  the  harbor  works  at  the  date  of  this  report  is  as 
follows : 

yorthpier. — Comprising  G06  feet  of  crib  work,  524  feet  pile  pier  and 
revetment,  and  4G2  feet  sheet  pile  revetment — has  a  total  length  of  1,592 
feet  and  projects  730  feet  beyond  the  shore  line.  The  section  of  pile 
pier  and  revetment  is  badly  dilapidated  and  needs  rebuilding  above 
water.  More  than  one-halt  of  the  old  crib  work  was  built  from  twenty- 
four  to  twenty  six  years  ago,  and  must  also  be  rebuilt  above  water; 
considerable  addition  to  filling  is  required  to  put  the  i)ier  in  a  safe  and 
serviceable  condition. 

The  south  pier,  comprising  555  feet  crib  work,  143  feet  pile  revet- 
ment, and  855  feet  plank-beam  revetment,  has  a  total  length  of  1,553 
icet,  and  i)rqjects  510  feet  beyond  the  shore  line.  The  i)lank-beam 
revetment  is  badly  wrecked  in  parts,  the  remainder  liable  to  give  way 
at  any  time,  and  all  should  be  rebuilt;  but  it  is  believed  that  appropria- 
tions for  tlie  improvement  of  this  harbor  should  no  longer  be  charged 
with  the  ex])ense  of  maintaining  this  interior  revetment,  as  the  adjoin- 
ing i)roperty  is  mostly  occupied  and  used  for  commercial  purposes  by 
private  parties  and  corporations. 

Tlie  de])th  of  water  requisite  for  navigation  at  this  harbor  cannot 
be  maintained  until  the  piers  are  extended  to  the  15-foot  curve  in  Lake 
IVIichigan ;  additions  of  250  feet  and  450  feet  must  be  made  to  the  north 
and  south  i)iers,  respectively,  to  ac<*omplish  this,  and  the  present  proj- 
ect ])rovides  for  extensions  aggregating  half  that  amount.  The  interior 
navigation  can  only  be  maintained  by  constant  dredging,  the  river 
being  narrow  and  the  north  bank  without  revetment. 

The  estimate  for  1800  is  as  follows:  For  extending  north  pier  150 
feet  and  south  ])ier  200  feet,  under  existing  project,  $42,000;  rebuild- 
ing above  water  875  feet  north  pier  and  refilling  same,  $8,750;  refilling 
piers  and  minor  general  repairs,  $2,500;  dredging,  $4,000,  making,  with 
contingencies,  $02,000. 

Appropriations  for  improving  harhor  at  South  Haven,  Mich, 
March  2,  18«7 $43,  000  i  June  14,  1880 $5,000 


.hilv  11,  1S70 10,000 

Marcli  3,  1S71 15,000 

.1  uiio  10,  187-J 12,  000 

March  3,  IHTA 20,000 

Juno  23,  1874 10,000 

March3,  1X75 10,000 

Aii^rnst  14,1876 10,000 

.Juno  18,  1878 12,000 

March3,  1879 7,500 


March  31, 1881 5,000 

August  2,1882 10,000 

Julys,  1884 7,500 

Augusts,  1886 5,000 

August  11,1888 10,000 

September  19, 1880 15,000 

July  13,1892 10,000 

Total 217,000 
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Original  estimated  cost  of  the  work,  1866,  amended  in  1869, 1872,  and  1892 .  $262, 000. 00 
Whole  amount  appropriated  from  1866  to  and  including  act  of  July  13, 
2g92 ....     217  000.00 

Whole  amount  expended  to  June  30,  i894 i!!!!. ....*.... .     215^731! 06 

Money  statement. 

July  1,  1893,  balance  unexpended - $6, 564. 68 

June  30,  1894,  amount  expended  during  fiscal  year 6,  295. 74 

July  1,  1894,  balance  unexpended 268. 94 

July  1,  1894,  outstanding  liabilities 12.50 

July  1,  1894,  balance  available... 256.44 

i  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896    62, 000. 00 
']  Submitted  in  rompliance  with  requirements  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMERCIAL  STATISTICS,    SOUTH   HAVEN   HAHBOR,   MICHIGAN. 

Entrances  and  clearances. 


Year. 


Ku^ber.lK---    Tonnage 


Fiscal  year— 

1H84 

ISST) 

1886 

1887 

1888 

Calendar  v»*ar— 

1889  (L>8tiiiiate<1) 

1890 

1891 

1892 

1893 


I 

I 

466 
361  ! 
283  ' 
264  . 
420  . 

I 

1,080  . 
2,246  i. 
2,994  I, 
3,060  . 
3,822  .. 


$555.72  .. 
204.50  1. 
113.55  . 


52,800 
29.134 


128.880 
201,380 
212. 160 
251.730 


Iievc\pt8  and  shipnuntH  by  vvhhcI,  1S9S. 
[CoiMpilod  from  Rtatomeut  furniHlied  by  C.  J.  Monroe,  esq.,  South  Haven,  Mich.] 


Brick 


ArticlrH. 


KKCKIVKD. 


Quantity. 


Crdar  jMists  . . . 
Coal 


.  ..nuiiibor. 


3.  r)QO 


445 


drain 

(irav«*l cubic  yards. 

Hay  and  feed i 

Latli number. .  863,000 

Limo  and  cement.. barrel^..!  1,  200 

Lumber leet,  iJ.  M  . .  l     7,  353,  000 

Macliinrrv ■ 

Mereban<li»«',  ;:eneriil ' 

Kawbidca 

Salt barrels. .  2,  223 

ShinKles number. .      4.  287,  000 

Stone I 

Tan  bark conl.s . .  I  200 

Tan-bark  extract . . barrels. .  700 

Total ' 


Tons. 


Articles. 


Quantity.       Tons. 


-/»  II 


375 
70 
200 
859 
579 
360 
2r)9 
l.'W 
12,  8(5H 
200 
2,805 
2r.2 
311 
536 
27:) 
260 
140 

20,  5(»5 


Apples  and  pears  .barrels. 

Herrie.s crates . . 

Hrick number.. 

Farm  products 

Fish 

Flour barrels . . 

Leather 

Live  Htoek 

Lumln-r 

Mi'r<;handise,  coneral 

P  (^  a  c  h  e  s    aiuT  grapes, 

ba8k<'t8 

Pickles barrels.. 

Potatoes bushels . . 

Slabs cords . . 


Total. 


3,070 

6,  000 

85,000 


980 


1,178.060 

.'iOO 

3,440 

560 


307 

750 

213 

488 

17 

08 

160 

213 

2,506 

330 

7,008 

63 

103 

1,505 


13,  821 
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LL5. 
IMPROVEMENT  OF  SAUGATUCK  HARBOR,  MICHIGAN. 

This  harbor  is  at  the  mouth  of  the  Kalamazoo  Eiver,  where  the  chan- 
nel depth  before  improvement  was  generally  not  over  5  feet.  Its  con- 
dition was  lirst  improved  by  a  private  company  which  built  two  slab 
piers  for  confining  the  river  current,  and  thereby  obtained  a  channel 
depth  of  7  feet  temporarily.  Its  further  improvement  was  commenced 
by  the  General  Government  in  1869,  and  from  that  time  to  1882  the  piers 
were  extended  and  interior  channel  revetments  constructed  until  they 
had  a  total  length  of  1,907  feet  on  the  north,  and  3,803  on  the  south 
side,  all  of  pile  work.  Since  1882,  appropriations  having  been  toasmall 
to  keep  these  structures  in  repair,  they  have  gradually  gone  to  decay. 
The  navigable  channels  opened  through  the  harbor  from  time  to  time 
by  dredging,  fill  up  again  very  soon  after  the  departure  of  the  dredge. 

This  harbor  is  the  natural  outlet  for  the  products  of  a  highly  culti- 
vated section  of  country  and  would  be  the  scene  of  active  commerce 
if  improved  so  as  to  afford  any  reliable  navigation.  The  approved 
project  called  for  a  12-foot  navigation,  but  the  existing  works  are  wholly 
unequal  to  providing  it  or  anything  approximating  it;  the  lake  end  of 
the  piers  are  not  beyond  the  curve  of  4-foot  depth  in  Lake  Michigan, 
and  the  structures  are  simply  wrecks  in  their  present  condition. 

Operations  during  the  past  fiscal  year  were  as  follows:  At  the  begin- 
ning of  the  year  the  United  States  dredge  Michigan  City  was  at  work 
dredging  a  channel  at  tbe  outer  bar  and  the  worst  shoals  inside;  the 
work  was  continued  to  July  28,  when  the  total  excavation  of  23,881 
cubic  yards  was  completed,  resulting  in  a  narrow  channel  from  10  to 
12  feet  deep  whore  depths  of  from  5  to  6  feet  had  existed  at  the  com- 
mencement of  operations.  About  11,000  yards  of  the  amount  above 
reported  was  excavated  between  June  13  and  30,  1893.  The  entrance 
clunnnel  lasted  but  a  short  time,  and  the  dredge  was  again  sent  there 
September  2  to  reo])en  it  and  dredge  an  interior  shoal  that  had  devel- 
oped opposite  tlie  lighthouse.  Work  was  continued,  with  considerable 
delays  on  account  of  stormy  weather,  until  September  18,  when  the 
money  available  was  nearly  exhausted,  and  operations  were  suspended 
after  excavating  4,825  cubic  yards,  resulting  in  a  narrow  13-foot  chan- 
nel through  the  worst  part  of  the  outer  bar  and  one  10  feet  deep 
through  the  interior  shoal.  Survey  of  the  harbor  made  June  6-9, 1894, 
showed  depths  of  only  5  to  7  feet  on  the  several  bars  and  shoals,  but 
there  were  no  sufficient  funds  available  for  effective  work,  and  the 
result  is  that  the  harbor  is  now  practically  closed  to  navigation. 

The  present  condition  of  the  harbor  works  is  as  follows:  The  north 
jiier,  witli  a  total  length  of  715  feet  of  pile  work,  projects  200  feet  beyond 
the  shoreline;  its  filling  is  all  gone  and  the  sea  has  an  uninterrupted 
sweep  througli  the  work.  The  south  pier  has  a  total  length  of  3,863 
feet  of  piling  and  projects  210  feet  beyond  the  present  shore  line;  from 
its  outer  end,  for  a  distance  of  2,525  feet,  this  pier  is  a  total  wreck  and 
can  only  be  preserved  for  further  use  by  rebuilding  it  above  water  and 
refilling  it.  Furtlier  inside  the  timber  work  is  in  fair  repair,  but  the 
tilling  is  nearly  all  gone. 

if  there  be  any  intention  to  maintain  this  as  a  navigable  harbor,  a 
general  reconstruction  of  existing  structures  is  necessary.  If  an  estab- 
lisliinent  of  a  navigable  depth  of  12  feet,  as  heretofore  contemplated,  is 
to  h(y  accomplished,  the  old  works  must  be  put  in  serviceable  condition, 
as  abo\  e  indicated,  and  both  piers  extended  to  the  curve  of  15-foot 
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depth  in  Lake  Michigan,  now  distant  1,000  feet  and  800  feet  from  tlie 
north  and  south  pier  ends,  respectively.  No  estimate  for  the  above 
work  is  submitted  for  the  reason  that  there  is  no  present  authority  for 
undertaking  it,  and  the  estimate  below  is  therefore  confined  to  that 
needed  for  dredging  to  open  temporary  channels  at  times  when  they  are 
most  needed,  and  for  such  repairs  as  are  requisite  to  save  the  existing 
works  from  total  destruction. 

The  estimate  for  1890  is,  therefore,  as  follows:  For  rebuilding  2,800 
feet  of  north  and  south  piers  above  water  and  refilling  same,  $28,000; 
for  dredging,  $5,000;  making,  with  contingencies,  $35,000. 

The  Light  House  Estahlishmont  maintains  a  fifth-order  light  on  the  north  side  of 
the  futrance. 

The  harbor  is  included  in  the  Michigan  coUection  district,  Michigan.  The^nearest 
port  of  entry  is  Grand  Haven,  Mich. 

Appropriations  for  improving  harhor  at  Saugatuck,  Mich, 


July  25,  1868 $23,900 

April  10,m>!) 6,039 

July  II,  1870 10,000 

March  3, 1871 10,000 

June  10,  1872 15,000 

March3,1873 10,000 

June23,  1874 10,000 

March  3, 1875 10,000 

August  14,  1876 3,000 

Juuel8,  1878 2,500 


March  3, 1879 $5,000 

June  14,  1880 5,000 

March  3, 1881 5,000 

August  2,  1882 8,000 

July  5,1884 4,000 

August  5, 1886 8,000 

August  11, 1888 5,000 

July  13,1892 5,000 

Total 145,439 


Original  estimated  cost  of  the  work,  1867,  modified  in  1869,  1870,  1875, 
and  1882 $175,699.46 

Whole  amount  apjiropriated  from  1868  to  and  including  act  of  July  13, 

1892 145,439.00 

Whole  amount  expended  to  .1  uue  30,  1894 145, 480. 15 

Money  statement. 

July  1,  18J»3,  balance  unex])cnd«Ml $2,268.08 

.June  IJO,  181)1,  amount  oxjuinded  during  fiscal  year 2,259. 17 


.Inly  1,  18!»4,  balan<M^  unexpended... 
July  1,  18iM,  ontstanding  liabilities 


8.^ 
8.13 


July  1,  1891,  balance  available 


.72 


Amount  ( estimated)  required  for  completion  of  existing  project 30, 260. 00 

Amount  that  can  be  proHtablyexpeuded  in  fiscal  year  ending  June30,1896    35,000.00 
Snbmittcd  in  compliance  with  reciuirements  oi  sections  2  of  river  and 
harbor  acts  of  1?^6G  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL   STATISTICS,  SAUGATUCK   HARBOR,  MICHIGAN. 

Entrances  and  clearances. 


Years. 


^^"""«-    c^uTtSI. 


Fiscal  year— 

18rt4 

18H:> 

1H8«* 

1HH7*  

Cah'inlHr  vcar- 

IKHH  .■ 

iSHi) 

IHJK) 

\m\ 

IHH'J" 

isj>:{ 


300 
265 


118. 86 


I 


662 

314  { 
178  I 
492  . 


Tonnagft. 


626 


132.400 
76,30J 
42.000 

120,  UUO 


163. 


*  Not  8tat«-(l. 
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Receipts  and  shipmenU  hy  vessel,  1893, 
[Compiled  from  statement  furnishod  by  Griffin  &  Henryf  Sangatook,  Mich.] 


Articles. 


Quantity. 


RECEIVED. 


Baskets,  number 

Coal,  iron  ore,  and  machin- 
ery  

Lime  and  cement,  barrels. . . 

Lumber 

MercLandise,  general 


2,000,000 
766' 


Total 

SHIPPED. 

Apples  and  peura,  barrels. , 


314 


1 

Tons. 

1.000 

2,960  i 
96  i 
2,750  1 
700 

7,506 

31 

Articles. 


SHIPPED — continued. 

Carcasses,  veal,  number  . . . 

Fish 

Fruit,  miscellaneous,  pack- 
ages   

Furniture 

Live  stock, heads 

Peaches,  baskets 

Potatoes,  bushels 

Poultry  and  lambs,  coops. . 


Total. 


Quantity. 


600 
19.682 


20 

1,508,875 

1,292 

377 


Tons. 


97 
113 

295 

10 

3 

37,722 

44 

19 


38,334 


REPORT    OF    COST    OF    COMPLETINa    IMPROVEMENT    OF   SAUGATUCK 

HARBOR,  MICHIGAN. 

[Printed  as  House  Ex.  Doc.  No.  261,  Fifty-third  Congress,  second  session.] 

War  Department, 
Wcishington,  D.  C,  August  10^  1894. 

Sir:  1  liave  the  honor  to  acknowledge  the  receipt  of  a  resolution  of 
the  House  of  Kepresentatives,  dated  July  18,  1804,  concurred  in  by  the 
Senate  on  July  20,  1894,  requesting  the  Secretary  of  War — 

to  furnish  the  House  with  au  estiuiate  of  the  probable  cost  of  completiDg  the 
iniproveiiieiit  of  Saugatuck  Harbor,  Michij^an,  under  the  project  of  eighteen 
hundred  and  sixty-seven,  as  moditied  in  eighteen  hundred  and  sixty-nine,  eighteen 
hundred  and  seventy,  eighteen  hundred  and  seventy-live,  eighteen  hundred  and 
eighty-two,  and  the  iniprovenients  recommended  in  the  report  of  the  Chief  of 
Kngiueers  for  the  year  eighteen  hundred  and  ninety-three,  Apppendix  M  M, 

and  in  response  to  the  above  resolution  to  transmit  herewith  a  letter 
from  tlie  Acting  Chief  of  Engineers,  dated  the  8th  instant,  submitting 
the  accoinpaying  copy  of  a  report,  dated  the  4th  instant,  from  Lieut. 
Col.  (t.  J.  Lydecker,  Corps  of  Engineers,  the  officer  in  charge  of  the 
imi)n)venieiit  of  the  harbor  in  question. 

Colonel  Lydecker  estimates  the  cost  of  the  improvement  i)roi)osed  at 
.^1*60,000,  and  states  that  the  maintenance  of  the  improvement  would 
probably  call  for  annual  dredging  at  an  estimated  cost  of  about  $3,000. 
Very  respectfully, 

Joseph  B.  Doe, 
Assistant  Secretary  of  War, 

The  Speaker  of  the  House  of  Kepresentatives. 


letter  of  the  chief  of  engineers. 

Office  of  the  Chief  of  Engmneers, 

United  States  Army, 
Washington^  D.  0.,  August  8,  1894. 

Sir:  I  have  tlie  honor  to  return  herewith  resolution  of  the  House  of 
Representatives  of  July  18, 1894,  concurred  in  by  the  Senate  July  2G, 
1S<»4,  requi'sting  the  Secretary  of  War  "to furnish  the  House  with  au 
estimate  of  the  probable  cost  of  completing  the  improvement  of  Sauga- 
tuck  Harbor,  Michigan,  under  the  project  of  1867,  as  modified  in  1869, 
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1870, 1875^  1882,  and  the  improvements  recommended  in  the  report  of 
the  (yliief  of  En^inecrH  for  the  year  1893,  Appendix  M  M,''  and  in  answer 
to  its  reference  to  this  office  to  submit  the  accompanying  copy  of  report 
of  the  4th  instant  on  the  subject  from  Lieut.  Col.  G.  J.  Lydecker,  Corps 
of  lOnp^inocrs,  tlie  officer  in  charge  of  tlie  improvement  of  the  harbor 
in  (lucstion. 

Col.  Lydecker  submits  an  estimate  amounting  to  $260,000  as  the  cost 
of  the  improvement  proposed  at  8augatuck.  under  the  call  contained  in 
the  nccompanying  resolution. 

I1u^  maintenance  of  the  improvement  would  probably  call  for  annual 
driHlging  at  a  cost  of  about  $3,000. 

Very  respee>tfully,  your  obedient  servant, 

H.  M.  Adams, 
Acting  Chief  of  Engineers. 
lion.  I).  S.  Lamont, 

Secretary  of  War. 

rki»(>ut  ok  ukl't.  ool.  o.  j.  lydecker,  corps  of  enginebbs. 

United  States  Engineer  Office, 

Detroit.  Mich.,  August  4,  1894. 

(Jknkuai.:  Complying  with  instructions  of  July  28,  I  subinit  the 
following  report  concerning  the  inquiry  presented  in  the  resolution 
iidopted  in  the  Ihmse  of  Representatives  July  18,  1894,  and  agreed  to 
l»y  the  Semite  July  LM5,  1S04,  vix: 

I  l'MM\  tliinl  (Niii>;r(>HM.  soooiul  HOdHion,  Conj^rt^Aof  the  United  States.] 

In  thk  HorsK  of  Kkpkkskntativks,  July  ISf  1894. 

Iivitolvnl  hfi  Ihr  lioiisr  of  liqirvuvntativvj*  {the  Senate  concurring).  That  tho  Secretary 
of  Will'  iio  iv«|iioHttMl  111  fiuiush  tho  Iloiiso  with  an  ostiinato  of  the  probable  cost  of 
roinpli'tliiu  lh«>  niiproN omriit  of  Sungatnck  Harbor,  Michigan,  under  project  of 
rii'litiMMi  hmtilriMl  and  HJxty-Hovon  as  modified  in  eij^hteen  hundred  and  sixty-nine. 
iMulilocii  hnndriMl  and  sovonty,  tMjjjhtoen  hundrodandHoventy-live.  eighteen  hundred 
find  tM",hty  (wo.  ami  th»»  iin|)rov(Mn(Mit8  reromuiontled  in  th<»  report  of  the  Chief  of 
l'.ii<'.iiMMMH  for  tho  yoar  oi^htoon  hundred  and  ninety -throe,  Appendix  M  M. 

AHoNt:  Jamr8  Kerb, 

Clerk. 

In  tiik  Senatk  ok  tiik  I'nitkd  States,  July  26,  1894, 

UvHtilvvil,  Tiiat  the  Senate  agree  to  th«^  foregoing  resolution  of  the  House  of  Repre- 
HonhilivoH, 

A I  lost:  Wm.  R.  Cox, 

Secretary, 

'VW  iM^solutioii  appears  to  eontemplate  two  estimates: 

(I )  Hstiinate  of  the  probable  cost  ol'  completing  the  improvement  of 
Saii^atuck  Harbor,  Mieliipni,  under  tlu*  i>roject  of  ISO?,  as  modified  in 
1S()<>,  ISTO,  ISTa,  18S2. 

(L*)  Hstimate  of  cost  of  the  '*  improvements  lecommended  in  the  report 
of  the  Chief  of  Kn^inecrs  for  the  year  ISfKJ,  Appendix  M  M/- 

IJy  the  ])roJect  of  liSOT  it  was  proposed  to  dredge  a  channel  200  feet 
wide  and  12  feet  deep  fiom  J^ake  Michigan  into  the  mouth  of  the  Kala- 
mazoo Kiver,  and  protect  the  <;hannel  between  crib  piers  extending  to 
the  12-foot  curv(^  in  the  lake,  these  ])iers  to  be  in  extension  of  about 
2,000  linear  feet  of  slab  piers  alii^ady  built  by  h)cal  enterprise.  The 
estinmted  cost  was  as  follows:  For  2,64S  feet  of  crib  piers,  $158,446.90; 
for  dredjiin^-,  844,818.90;  total,  $203,205.80.  The  moditication  of  1869 
was  nM'ommended  *'as  the  best  that  can  be  done  with  the  araouiit  of 
money/*  and  related  mainly  to  improvinii  the  lower  reach  of  the  river 
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by  dredging,  protecting  the  dredged  channels  by  pile  revetments,  and 
building  192  linear  feet  of  crib  work  in  extension  of  the  north  slab  pier; 
the  project  of  1870  simply  related  to  so  much  of  this  work  as  was  to  be 
built  on  the  north  side  of  the  channel.  The  estimated  cost'of  the 
project  of  18G9-'70  was  as  follows:  For  192  linear  feet  crib  pier, 
$8,038.3G;  for  5,130  linear  feet  pile  revetments,  $63,175.20;  for  dredg- 
ing, $15,185;  total,  $86,398.50. 

The  project  of  1875  provided  for  restoration  and  preservation  of 
revetments,  built  in  accordance  with  the  project  of  1869-'70,  at  an  esti- 
mated cost  of  $10,000. 

The  conclusion  arrived  at  in  1882  was  that  future  appropriations 
should  be  applied  merely  to  maintaining  the  existing  conditions  of  the 
improvements.  This  is  not  regarded  as  having  modified  previous  proj- 
ects, but  simply  as  serving  to  suspend  operations  under  them,  and  it 
is  to  be  omitted  from  consideration  in  the  estimate  now  submitted  in 
response  to  the  iirst  part  of  the  resolution,  viz: 

Estimate  of  the  probable  cost  of  completing  the  improvement  of  Saugatack  Har- 
bor, Michigan,  under  the  project  of  eighteen  hundred  and  sixty-seven  as  modified 
in  eighteen  hundred  and  sixty-nine,  eighteen  hundred  and  seventy,  eighteen  hun- 
dred and  seventy-five,  and  eighteen  hundred  and  eighty-two,  as  follows : 

Building  1,100  linear  feet  crib  work,  extending  north  pier  to  12-foot  curve. .  $82, 500 

Building  800  linear  feet  crib  work,  extending  south  pier  to  12  foot  curve. ..  60, 000 

Kelilling  and  sheet  piling  715  feet  old  revetment  on  north  side 3,575 

Building  2,400  linear  feet  new  revetment  on  north  side 36, 000 

Building  500  linear  feet  new  revetment  on  south  side 7, 500 

Kebuilding  above  water  2,525  linear  feet,  south  pier  and  revetment 20, 200 

Ketilliiig  3,860  linear  feet  of  old  south  side  revetment 19,  300 

Total  for  piers  and  revetments 229,  075 

For  dredging  channel 15,  000 

244, 075 

The  maintenance  of  the  improvement  would  probably  call  for  annual 
dredging  at  a  cost  of  about  $3,000. 

I  do  not  find  that  there  is  any  specific  project  of  improvement  recom- 
mended in  the  report  of  the  Chief  of  Engineers  for  the  year  1893,  but 
assume  that  the  inquiry  contained  in  the  resolution  is  directed  to  the 
following  suggestion:  ^*With  these  (the  piers)  extended,  the  south 
revetment  refilled,  and  the  infiux  of  sand  from  above  contracted,  as  is 
quite  practicable  by  means  of  sand  fences  and  shrub  planting,  the  pur- 
pose of  the  origiiuil  project  can  be  carried  out  and  a  commercial  harbor 
of  considerable  value  made."  The  work  herein  suggested  is  practically 
the  same  as  that  covered  by  the  foregoing  estimate  for  completing  the 
project  of  1801),  as  subsequently  amended,  with  the  addition  of  sand 
fencing  and  shrub  planting  to  prevent  the  inflow  of  sand  from  adjoin- 
ing hills;  the  cost  of  these  latter  works  may  be  estimated  at  about 
$15,000,  making  the  total  cost  of  completing  the  improvement,  as  sug- 
gested in  the  annual  report  for  1893,  $200,000  in  round  numbers. 
Yevy  respectfully,  your  obedient  servant, 

G.  J.  Lydecker, 
Lieut.  Vol,  of  Engineers. 
Bri«i.  (len.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  8.  A. 

♦ 
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LL  6. 

IMPROVEMENT  OF  HOLLAND  (BLACK  LAKE)  HARBOR,  MICHIGAN. 

The  first  steps  toward  establishing  a  harbor  at  this  place  were  taken 
by  the  citizens  of  Holland,  Mich.,  situated  on  Black  Lake,  about  5  miles 
ironi  the  present  harbor,  by  opening  a  channel  having  a  navigable 
dei>th  of  about  5  feet  from  the  lake  into  Lake  Michigan,  and  protecting 
it  by  i)iers  and  revetments  made  of  brush  and  stone.  Continuation  of 
this  improvement  was  taken  in  hand  by  the  General  Government  in 
18()7,  (^xistin«:  structures  strengthened  by  pile  and  crib  work,  and 
extended  nntil,  in  1880,  the  north  side  pier  and  revetment  had  attained 
a  total  length  of  1,850  feet  and  the  south  side  1,689  feet.  They  have 
remaiiKMl  without  extension  since  that  tiniB.  The  approved  project 
calls  for  a  channel  depth  of  12  feet,  but  a  depth  of  from  only  8  to  9  feet 
can  be  maintained  while  the  piers  remain  in  their  i>re8ent  condition, 
and  in<*,reas(Ml  de])ths  are  attained  temporarily  by  repeated  dredging. 
The  pi(TS  are  not  only  far  too  short  to  protect  an  entrance  channel,  but 
the  interior  portions  built  on  the  old  brush  structures  permit  the 
l)nssage  of  large  quantities  of  sand  through  and  under  them,  for  which 
reason  any  dredged  channel  soon  becomes  filled. 

No  work  was  done  at  the  harbor  during  the  last  fiscal  year  until  the 
middh^  of  May,  181)4,  when  the  Tnited  States  dredge  i^ar/^tt^ar  was  sent 
tlierr  to  restore  the  channel  between  piers,  which  was  shown  by  sound- 
ings mad(^  in  the  latter  part  of  April  to  have  shoaled  to  9  feet.  The 
work  was  still  in  i)rogress  at  the  close  of  the  year,  up  to  which  time 
rj,r)S|  c.nhic  yards  had  been  (»xeavated,  establishing  a  channel  50  feet 
wi<le,  (Iredgrd  to  adei)th  of  from  1<»  to  18  feet,  between  Lake  Michigan 
and  Hlack  Lake.  The  excess  of  depth  will  allow  for  shoaling  and 
probably  serve  to  retain  a  sufheient  channel  (hiring  the  rest  of  the 
presrnt  season  of  navigation. 

TIh»  present  condition  of  the  works  of  improvement  is  as  follows  : 

Noilli  pier,  <*oniprising  l,i;{7  feet  of  pile  work  and  544  feet  of  crib 
work,  Iniilt  by  the  I'nited  States,  and  1()9  feet  of  irregular  crib  work, 
Iniilt  In  local  enterprise,  has  a  total  length  of  1,850  feet  and  projects 
r»r)()  teet  bevond  the  shore  line. 

The  sontli  jaer,  comprising  O'.Kj  feet  of  ])ile  work  and  555  feet  of  crib 
work,  bnilt  by  the  United  S'at(»s,  and  141  feet  of  irregular  crib  work, 
bnilt  by  local  authorities,  has  a  total  length  of  1,689  feet  and  projects 
<)70  feet  beyond  the  shore  line. 

The  timber  work  of  both  piers  is  generally  in  good  condition  except 
a  length  of  228  feet  of  revetment  on  the  north  side,  which  must  be 
rebuilt  above  water;  filling  is  lacking  througlumt  the  work,  and  sheet 
])iling  is  needed  to  make  both  piers  sand  tight. 

The  proi)osed  depth  of  12  f(»et  can  not  be  maintained  until  the  old 
work  is  sheet  ])iled,  as  indicated  above,  and  piers  extended  to  the 
15  toot  curve  in  Lake  Michigan,  which  will  recpiire  an  addition  of  400 
fec^t  to  each.  Such  extension  would  call  for  an  expenditure  of  about 
$75,000,  but  as  it  is  not  y(»t  authorized  the  item  is  omitted  from  the 
estimate  for  IsOd,  which  is  as  follows:  For  sheet  piling  1,492  feet  of  north 
and  south  piers,  mS,0(M);  rebuilding  228  feet  north  revetment  above 
water,  8'^0()0:  drt*d|*ing,  m3,0()0;  retillijjg  piers,  and  minor  repairs, 
$2,500,  which,  with  contingencies,  amounts  to  -S  18,000. 
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Appropriations  for  improvimj  harhor  at  Holland  (Black  LaJce)y  Mich, 


Black  Lake — Continued. 

June  14,  1880 $6,000.00 

MarchS,  1881 16,000.00 

August  2, 1882 10,000.00 

Julys,  1884 6,000.00 

August  5,  1886 5,  000.  00 

August  11,  1888 6,000.00 

September  19,  1890 10,000.00 

Holland : 

July  13,  1892 5,000.00 

Total 279,615.31 


Black  Lakr^: 

*AuguHt  30.18r)2 $8,000.00 

Juue23, 1800 55,615.31 

March  2,  1867 51,000.00 

Julv  11,1870 10,000.00 

March  3,  1871 10, 000.  00 

Juno  10. 1872 10,  000.  00 

March  3.1873 12,000.00 

June  23,  1874 15,000.00 

Man:li  3,  1875 15,  000.  00 

August  14,  1876 15,000.00 

Juno  18,  1878 10,000.00 

March  3,  1879 6, 000.  00 

Oricriiial  estimated  cost  of  the  work,  1866,  amended  in  1873,  1879,  1884, 

a  ml  1892 $291, 615.  31 

Whole  amount  a{)pro])riated,  1852,  to  and  including  act  of  July  13, 1892. .     279, 615. 31 
Whole  amount  expended  to  June  30,  1894 276,883.33 

Money  ^statement, 

July  1,  1893,  balance  unexpended $4, 994. 05 

June  30,  1894,  amount  expended  during  fiscal  year 2,263.26 

July  1,  1894,  balance  unexpended 2,730.79 

July  1, 1894,  outstanding  liabilities 1,041.57 

July  1,  1894,  balance  available 1,689.22 


Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,1896    18, 000. 00 
Submitted  in  compliance  with  req-uirefments  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMKUCIAL    S  lATl.STICS,   HLACK    LAKK    HARBOR,    MICHIGAN. 

lint  ranees  and  clearances. 


Year 


Nuuil>er.    Touuage. 


Cah'iulur  yt-ar — 

1889  .". 


IrtiJO 
18!»1 
18IJ2 
1803 


.1,  087 


2.676 
2, 800 
2,060 


Receipts  and  shipments  by  vessel,  1803. 
[Coiiipil«Ml  from  statement  fiirninhed  by  Mr.  W.  C  Wal.sh,  of  Holland,  Mich.] 


Articles. 


HF.rEIVKD, 

Brick 

C'ohir  j)osts 

("oal 

Faini  ])nMlu(ts 

Flour 

Fiiniitun- . 

( r  ra  111 

Ircni  and  xro 

Lath 

I.calJHr  and  hides 

Lime  and  eenient 

Livt'  stock 

LuinlM'r 

^Macliiiicrv 

]M<T(  haiidise.  ijencral . . . . 

PajH  r 

Shiiiizles 

Slal»s 

Ston«» 

Tan  hark 


Total 


Tons. 


Articles. 


3,000 

200 

22,000 

10 

50 

500 

500 

200 

1,150 

5,000 

1, 500 

50 

52,000 

900 

1,300 

500 

6.000 

500 

150 

10,000 


106, 110 


SHIPPED. 

Apples  and  pears 

Brick 

Coal 

Farm  pro<lnote 

Fish 

Flour 

Fruit.  miscoUaueons 

Furniture 

Grain 

Grapes 

Hay  and  feed 

Leather  and  liides 

Live  stock 

Lumber 

Machinery 

Merchanuise,  general . . . 

Peaches 

Potatoes 

Shingles 

Stone 


Total 


80,790 


178,  300 
200,000 
315,  150 


Tons. 

100 

1,100 

8,700 

1,880 

10 

7,000 

l.OOO 

20,000 

590 

36 

2.000 

5,200 

300 

4,  .500 

4,200 

600 

20,000 

1,200 

200 

22,000 

100, 616 


*  Amount  carried  to  surplus  fund,  $1.19. 
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L  L  7. 
IMPROVEMENT  OF  GRAND  HAVEN  HARBOR,  MICHIGAN. 

This  harbor  is  at  the  mouth  of  Grand  Eiver,  which  had  a  shiitiug 
chaimel  with  a  depth  of  9  feet  at  its  mouth  before  improvement, 
toward  which  some  steps  had  been  taken  bj^  the  Detroit,  Grand  Haven 
and  Milwaukee  Railroad  Company,  whose  road  terminates  at  that  point, 
before  systematic  work  was  commenced  by  the  Government  in  1867, 
under  an  appropriation  of  $65,000  made  in  the  river  and  harbor  act  of 
June  23, 1866.  The  project  adopted  was  the  nsual  one  of  protecting 
the  entrance  channel  by  piers  projecting  into  the  lake,  and  dredging 
as  found  necessary  to  make  and  maintain  the  necessary  depth.  The 
outflow  of  the  Grand  River  has  done  much  toward  keeping  such  depth 
inside  of  the  piers,  but  it  also  acts  toward  carrying  sand  in  suspension 
until  the  velocity  of  current  is  checked  on  reaching  the  open  lake,  sand 
deposited,  and  a  bar  thereby  kept  constantly  forming  in  advance  of  the 
entrance. 

At  the  beginning  of  the  last  fiscal  year  the  condition  of  the  harbor 
was  as  follows:  The  north  pier  and  revetment,  comprising  1,059  feet  of 
crib  work  and  2,128  feet  of  pile  work,  had  a  total  length  of  3,187  feet, 
and  projected  1,215  feet  beyond  the  shore  line. 

The  south  pier  and  revetment,  comprising  l,304i  feet  of  crib  work 
and  4,272  feet  of  pile  work,  had  a  total  length  of  5,576J  feet,  and  pro- 
jected 1,560  feet  beyond  the  shore  line. 

The  de])th  of  water  between  piers  was  17  feet,  with  a  least  depth  of  15.9 
feet  on  the  bar  immediati^ly  in  front  of  the  entrance,  while  a  channel  of 
ap])roach  from  t)ie  south  had  a  depth  of  20  feet. 

Work  for  extending  both  piers  had  just  been  commenced,  and  that 
of  rebnilding  a  length  of  1,631  feet  of  undermined  pile  revetment,  in  a 
b(»n<l  on  the  south  side  of  the  river,  was  in  progress  by  hired  labor. 

()])erjitions  during  tlie  past  year  were  as  follows: 

The  Wisconsin  Diedge  and  Dock  Company^  under  contract  for  exten- 
sions of  piers,  ai)pr()ve(l  January  2."),  18J)3,  continued  work  in  progress 
at  the  commencement  of  the  year,  but  with  slow  progress,  largely  dne 
to  the  prevailing  financial  trouble  and  difficulty  exi>erienced  in  pro- 
curing long  timber;  their  contract  called  for  adding  two  cribs  (each 
100  by  .)()  by  24i  feet)  to  the  south  pier,  and  for  extending  the  north 
])icr  3r)0  feet,  by  one  crib  50  feet  long  and  three  cribs  each  100  feet 
long,  all  on  pile  foundation ;  at  the  beginning  of  the  year  Crib  No.  1, 
south  pier,  liad  been  built  to  the  nineteenth  course.  It  was  completed 
in  July,  but  not  sunk  in  place  until  September  20;  in  the  meantime 
the  foundation  ])iles,  76  in  number,  had  been  driven  in  water  from  25 J 
to  21K^  feet  deep,  to  a  ]>enetrati()n  of  15  to  18  feet  in  tlie  bed  of  the  lake, 
and  sawed  oft*  to  grade  24  feet  below  water  surface  at  zero  of  gauge; 
they  were  found  satisfactory  as  to  line  and  level  when  examination 
was  made  by  the  diver  before  placing  the  crib  in  position.  The  eon- 
tractors  failed  to  get  any  other  cribs  sunk  before  winter,  and  all  work 
ceased  toward  the  end  of  "November,  after  refilling  Crib  No.  1  to  the 
water  surfaces  coveiing  it  by  a  t(Mn])oniry  decking,  nnd  i)laeing50  cords 
of  ri])ni])  stone  along  the  foot  of  the  lake-side  wall.  Operations  were 
resumed  Ai)ril  KJ,  1804.  Seventy- six  foundation  piles  for  the  remaining 
south  ])ier  crib  were  driven  in  water  from  25.^  to  20.^  feet  deep,  to  a  pene- 
tration of  from  1.")  to  2U  feet  in  the  lake  bed  and  sawed  oft*  to  grade  24 
feet  below  water  surface  at  zero  of  gauge;  they  were  found,  on  exam- 
ination, satisfacttory  as  respects  line  and  h'vel,  ami  the  crib  was  sunk 
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thereon  May  4,  181)4.  A  continuous  superstructure,  six  courses  high, 
was  then  built  over  the  new  cribs,  bonded  into  the  old  adjoining  super- 
structure, filled  with  stone,  and  decked  over.  Pier-head  protection  was 
made  by  driving  13  guard  piles,  penetrating  to  45  feet  below  zero  ol 
gauge,  between  the  projecting  horns  of  the  outer  crib,  and  facing  tliem 
with  A  horizojital  fender  timbers  secured  by  screw  bolts  to  the  end  wall 
of  crib.  In  the  meantime  progress  was  made  on  the  north  pier  exten- 
sion as  follows:  Crib  No.  1,  1894  (50  by  30  by  20^  feet),  and  Crib  No. 
2, 1894  (100  by  30  by  20^  feet),  were  completed,  the  piles  for  their  foun- 
dations driven  in  water  from  21 J  to  22^  feet  deep,  to  a  penetration  ot 
lOJ  to  V,)h  feet  in  the  lake  bed,  and  sawed  off  at  grade  20  feet  below 
water  surface  at  zero  of  ^auge,  but  neither  crib  had  been  sunk  in  place 
by  the  close  of  the  year.  At  that  time  cribs  No.  3  and  No.  4  had  been 
built  to  within  4  and  15  feet  respectively  of  their  full  height  of  20J  feet. 
It  is  probable  that  the  whole  extension  of  350  feet  will  be  completed 
during  the  summer. 

Extensive  repairs  were  applied  to  older  portions  of  the  work  during 
the  year,  tiie  principal  feature  being  the  partial  reconstruction  of  the 
south  revetment  front  station  30+32  to  station  4C-f-63,  a  length  of  1,631 
feet,  in  continuation  of  work  commenced  during  the  previous  year,  and 
described  in  the  last  annual  report;  old  superstructure  timbers  were 
taken  out  for  a  length  of  1,100  feet,  something  over  500  feet  having  been 
l)reviously  removed;  221)  piles  were  driven  in  the  front  row  and  56  in 
the  rear  row,  and  sawed  off  at  the  water  surface;  new  wale  timbers  were 
secured  by  screw  bolts  to  front  and  rear  rows  of  piles,  and  the  two  rows 
connected  by  iron  tie  rods;  the  substructure  of  piles  was  then  finished 
with  a  superstructure  of  12  by  12  inch  timbers  four  courses  high,  and 
363  cords  of  edgings  were  added  to  the  filling.  A  board  walk  4  feet 
wide  was  laid  over  all  the  new  work,  and  sixteen  mooring  posts  were 
secured  to  the  rear  wall  at  uniform  intervals.  An  opening  60  feet  wide 
was  left  between  stations  37-|-55  and  38-|-15  to  afford  access  to  the  deep- 
water  area  in  rear  ol*  the  revetment,  which  provides  a  secure  and  compact 
winter  harbor  for  most  of  the  Government  plant  used  in  connection 
with  the  improvement  of  harbors  on  the  east  shore  of  Lake  Michigan; 
a  jxmtoon  bridge  4  feet  wide  locks  into  the  opening  and  closes  it  when 
it  is  not  in  use. 

( )ther  re])airs  related  to  restoring  and  readjusting  filling  at  numerous 
points  along  the  old  pile  work,  in  connection  with  which  56  cords  of 
stone  were  purchased  to  supply  deficiencies. 

Freciuent  simndings  were  made  at  the  harbor  during  the  year,  show- 
ing a  varying  depth  of  from  15.6  to  17  feet  in  the  channel  between  piers 
at  entrance;  14.2. to  16  feet  on  the  shoalest  part  of  the  bar  in  front  of 
the  entrance,  with  depths  of  from  16.5  to  21  feet  in  the  southerly  chan- 
nel over  the  l)ar,  and  from  15.2  to  19  feet  in  the  northerly  channel. 

The  zero  of  the  water  gauge  at  the  harbor  has  been  raised  0.28  feet, 
in  com))liance  with  instructions  from  Chief  of  Engineers  dated  Decem- 
ber 4,  1893,  so  as  to  i)lace  its  zero  3.06  feet  below  high  water  of  1838; 
the  new  plane  of  reference  established  for  harbors  on  Lakes  Michigan 
and  Huron. 

The  mean  stage  of  Lake  Michigan  during  the  fiscal  year  1894,  referred 
to  the  zero  of  tliis  gauge,  was  —0.859  feet;  the  highest  stage  was  +0.5 
feet  July  8,  1893,  and  the  lowest  —2.07  feet  December  11,  1893;  an 
extreme  fluctuation  of  2.57  feet. 

The  steamers  x)f  the  Detroit,  Grand  Haven  and  Milwaukee  Railroad 
Coni])any  maintained  an  uninterrupted  navigation  throughout  the 
winter. 

E>c>  94 139 
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The  United  States  dredge  Farquhar^  with  dump  scows,  pile  driver; 
steamer  Hancock  and  tugs  Williams  and  Oillmore,  were  in  winter  quar- 
ters at  this  harbor,  and  while  there  received  such  repairs  as  were  needed 
to  fit  them  for  this  season's  work. 

The  condition  of  the  harbor  June  30,  1894,  was  as  follows: 

The  nortli  pier,  witli  a  total  completed  length  of  3,187  feet,  including 
1,051)  feet  of  crib  work  and  2,128  feet  of  pile  work,  projected  1,200  feet 
beyond  the  adjacent  shore  line.  An  extension  of  350  feet,  by  the  addi- 
tion of  one  crib  50  feet  long  and  three  cribs  each  100  feet  long,  was  in 
prognvss,  the  50foot  crib  having  been  sunk  in  jdace  on  its  pile  founda- 
turn  June  10. 

The  :south  pier  had  a  total  length  of  5,779  feet,  comprising  1,507  feet 
of  crib  work  and  4,272  feet  of  pile  work,  and  projected  1,700  feet  beyond 
the  adjacent  shore  line. 

The;  (»rib  work  of  bf)th  piers  is  in  good  condition,  but  the  filling  of  all 
pile  structures  is  delicient  and  needs  a  general  overhauliug,  with  con- 
siderable additions,  A  length  of  0G7  feet  of  old  south  pile  pi^  from 
station  11+07  to  station  18+34  must  be  rebuilt  above  water.  The 
l)res(*nt  api)roved  project  calls  for  further  extensiojis  of  150  feet  and  101) 
feet  to  the  north  and  south  i)iers  respectively.  The  depths  of  water 
were  17  feet  at  entrance  between  piers,  20  feet  in  southerly  channel  of 
approach,  and  17  feet  in  the  northerly  approach,  with  a  least  depth  of 
10  feet  in  the  middle  ground  between  them  and  immediately  in  front  of 
the  harbor  entrance. 

This  harbor  has  an  entrance  width  of  400  feet  between  piers,  and  is 
ther<ibre  of  great  service  as  a  harbor  of  refuge  during  the  prevalence 
of  all  westerly  gales;  a  quality  which  attaches  to  no  other  harbor  on 
this  coast,  and  of  inestimable  advantage  to  general  commerce. 

The  estimate  for  189l>  is  as  follows:  For  250  feet  of  pier  extensions, 
to  c()mi)lete  project,  }?35,000;  for  rebuilding  007  feet  of  south  pile  pier 
above  water,  (),000;  refilling  pile  revetments  and  incidental  repairs  to 
same,  *  10,001);  for  sheet  pile  revetlnent  north  side,  2,500  feet,  $15,000; 
for  sand  fences  and  shrub  planting  to  stop  drifting  of  sands  into  har- 
bor, $7,000;  in  all,  with  contingencies,  $80,000. 

Tin-  I.i«i:lit-II(>usi'Ea4{il)li.shinent  mMiiitains  a  fourth-ordur  llaaliinjjr  coast  light  sonth 
of  tlui  entrance,  and  a  sixth-order  liarl>r)r  Hj^Iit  and  fo;j  sitrnal  on  tho  south  pior. 
Thc?re  is  a  lii'e-savinj;  station  on  the  north  side  near  the  shore  line. 

The  harbor  is  at  tin;  i)ort  of  entry  for  the  Michigan  eollectiou  district,  Michiji^un. 

Appnfpriat'uniH  for  impror'nKj  harhor  at  (rrand  Ilaren^  Michifjan. 

Angnst    :{0,    isr»2    (month    of  ,Inno  18,  1878 $15,000.00 

(irjiudlJiNer) $2,000.00  March  ;?,  1X71) 9,  OtX).  00 

Marrh    li,     1SG7    (month     of  .Jnno  14,  18«() 50,000.00 

(irand  hMver^ 10,000.00'  March  3,  18SI 50,000.00 

.IniielflJ,  \xm Gr>,  000.00  '  Angnst  2,  1882 40,000.00' 

April  10,  IMil) 1,860.  15  .Inly  5,  1881 50,000.00 

July  11,  1X70 10,000.00  An<;nst  5,  1SS() 30,000.00 


Anjrn.sfc  11,  1SS8 25,000.00 

Sei)teml>er  10.  1890 75, 000. 00 

Jnly  13,  1892 90,000.00 

Total 714,366.15 


1X70  (allotment) 500.00 

Mareh  3,  1871 0,  0(X).  (X) 

Jnne  10,1x72 15,  (K)().  (X) 

Marcli  :{,  1X7.'^ 7r>.  000.  00 

Jnne  2:J,  1X7  4 50,  000.  00 

An^nist  14,  1X7H ir>,  000.  00 

r)ri«;inal  cHtimated  cost  of  the  work,  180(5,  amended  in  1880,18:K),  and  1892.  .*804, 306. 15 
Wiiole  amount  a]>])roi>riated  and  allotted  from  1852  to  and  inclnclingact 

of  July  13,  1892 , 714.366.15 

"Whole  amount  expended  to  June  30,  1894 608, 529.  63 
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Money  statement, 

July  1,  1893,  l)alimce  nnexpenilod " $76, 165. 95 

Juno  30,  1891,  amount  expeuded  during  fiscal  year 30,  329. 32 

July  1,  1894,  Valance  unoxpende<l 45,836.63 

July  1 ,  WMy  outstanding'  lialdlitien $19,  093. 31 

July  1,  1894,  amount  covered  by  uncompleted  contracts 22,220.24 

41,313.55 

July  1,  1894,  halanco  availahlo 4,523.08 


cai 


(  Amount  that  can  hn  profitably  expended  in  fiscal  year  ending  June  30,1896    80,  000.00 
^  Subinitte<l  in  complianco  with  requirements  of  Hections  2  of  river  and 
(     harbor  acts  of  18G6  and  1867  and  of  sundry  civil  act  of  March  3,18i)3. 


COMMEliCIAL  STATISTICS,  GRAND   HAVEN   HARBOR,  MICHIGAN. 

Entrances  and  clearances. 


Year. 


Number. 


oX?^"     T—K- 


Fiscal  year — 
1884 


18H."> 
1886 
1887 
1888 


Caleiniar  year— 


1888 
18stt 
18'.M) 
1801 
1892 

I8y;j 


2,331 
1.834 
1,384 
1,297 
1,888 

1,508 

1,110 

1,172 

819 

815 
761 


$5.  221.  81 
1,985  43 
1, 546. 32 


632. 159 
1, 036, 629 

1. 405,  600 
W9, 370 
834,  089 
616,  422 
693. 835 
613,  425 


lieceipts  and  shipmcnta  bij  vessel,  1S93, 

Co:u piled  tVtmi  stHtcunMits  furnished  by  11.  C.  Diiryea,  and  tbo  collector  of  customri.  Grand  Hayeii, 

Micli.j 


Arli«-U-s. 


;  (^iianlity. 


Tons. 


Articles. 


Qu;mtity.       Tons. 


KECEiyEI). 


000,000 

441,758 

500 


liri<'k nniiil)or. .  j 

Flour barrels. .  j 

(irjiNcl cubic  yards. 

Hay  and  leed ' 

1  rou  and  ore I 

l.eatlier ' 

Ivinie  and  cement 

Lumber feet.  li.  M. .  |     5.  230,  000 

^Ier<liandi,>ie.  ^jeneral,  puck 

aues   8,103 

MiscellaneouH ' 

Piles     number  .  I  671 

Stone cords. .'  538 

Wood do ,  GOO 


Total. 


1,500 
44, 176 

650 

15,  388 

6,040 

863 
7.332 
9, 153 

10.  6.30 
14,519 

403 
3.362 

900 


114,916 


SHIPPED. 

Fish barrels . 

Flour do. . . 

Fruit,  niiscellanoous,  pack 

affes ". 

Grain bushel.s . 

Hay  and  feed 

Hides 

Iron  and  ore ' 

Leather ' 

Lumber feet.  B.  M. 

Merchandit)c,general,i>ack 

ages 

Miscellaneous 

Potatoes bushels. 

Slabs cords 


200 
750 

20,780 
1,250 


2,650 

83 


Total 


30 
75 

312 
34 
83 

110 

1,290 

Gl 

350 

23,0G4 

597 

79 

222 


26, 318 


L  L8. 


IMPROVKMKXT  OF  MUSKEGOX  HARBOR,  MICHIGAN. 

Before  tlio  Government  did  any  work  at  this  harbor  local  enterprise 
had  improved  the  natural  outlet  of  Muskegon  Lake  by  building  slal> 
revetments  and  piers,  thereby  obtaining  a  channel  13  feet  deep  between 
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them ;  but  entrance  to  it  was  obstructed  by  an  outer  bar  over  which  the 
usual  channel  depth  was  only  7  feet.  Operations  were  commenced  by 
the  Government  in  1807  with  the  purpose  of  remodeling  the  old  slab 
l)iers  and  extendin***  tliem  by  (Tib  work  to  deep  water  beyond  the  bar. 
This  was  done,  and  subsequent  extensions  followed  as  necessitated  by 
the  steady  lakeward  progress  of  the  shore  line  and  sand  accretions  in 
advance  of  it.  In  this  way  a  good  channel  12  feet  deep  was  main- 
tained, but  the  distance  between  i)iers  was  only  180  ieet,  and  to  attempt 
this  narrow  entrance  was  a  dangerous  matter  in  stormy  weather.  The 
scheme  of  improvement  was  thftefore  modified  by  building  a  detached 
l)ier  i)arallel  to  and  300  f^et  from  the  south  pier,  the  inner  end  of  the 
new  structure  being  about  120  feet  north  of  the  lake  end  of  the  old 
north  pier;  the  opening  left  thereby  introduced  a  new  element  of  dan- 
ger, which  was  obviated  by  removing  a  length  of  316  feet  from  the  end 
of  the  old  north  ]ner  and  building  from  the  point  thus  reached  an 
oblique  wing  of  crib  work,  330  feet  long,  to  the  east  end  of  the  detached 
8tru(;ture. 

At  the  beginning  of  the  last  fiscal  year  the  condition  of  the  harbor 
works  was  as  ibUows: 

The  north  ])ier  and  revetment  comprised  502  linear  feet  of  crib  work 
parallel  to  and  300  feet  from  the  south  pier,  320.0  linear  feet  of  crib 
work  in  the  oblique  connecting  wing,  322  linear  feet  of  old  crib  and 
302  feet  of  old  pile  i)ier  parallel  to  and  about  180  feet  from  the  south 
pier.  The  total  length  of  this  comx>leted  work  was  1,545.0  feet,  and  its 
lake  end  was  1,000  feet  beyond  the  shore  line.  Besides  this,  two  new 
cribs  had  just  been  sunk  and  filled  with  stone  to  the  water  surfact\and 
780  linear  feet  of  sheet  pile  revetment  had  been  nearly  completed. 

Tlu^  south  pi<T,  comprising  382.f,  feet  of  pile  work  and  709J  feet  of 
crib  woik,  had  a  total  completed  length  of  1,182  Utet,  of  which  980  x)ro- 
je(;ted  beyond  the  shore  line.  Work  of  jner  exttMision  was  in  progress, 
one  crib  50  feet  long  having  Just  been  sunk  and  filled  with  stone  to  the 
water  sui  face. 

The  channel  depth  was  such  as  to  permit  the  free  passage  of  vessels 
drawing  fall  13  feet. 

Oi)erations  during  the  fiscal  year  were  as  follows: 

The  work  of  ])ier  extension,  under  contract  with  E.  G.  Crosby,  approved 
Kebruaiy  23,  1803,  was  continued  until  November  11, 1893,  when  it  was 
completed  and  contract  closed.  In  these  operations  Crib  No.  3,  1893, 
n(»rth  i)ier  (100  by  30  by  20i  feet),  and  cribs  Nos.  2  and  3,  south  pier 
(each  100  by  30  by  22i  feet),  were  built;  70  foundation  piles  for  the 
north  pier  crib  were  driven  in  water  from  21.5  to  24  deep  to  a  pene- 
tration of  i'rom  15  to  18.5  feet  in  the  lake  bed,  and  sawed  oft* at  grade 
20  feet  below  zero;  152  foundation  i)iles  for  the  two  south  pier  cribs 
were  driven  in  dei)ths  of  23.5  to  29  feet  to  a  penetration  of  from  15  to 
19  Ieet  in  the  lake  bed,  and  sawed  oft' at  grade  22  feet  below  zero;  Crib 
No.  2,  S(mth  pier,  was  sunk  in  jdace  August  2;  Crib  No.  3,  nortli  pier, 
August  8,  and  Crib  No.  3,  south  ]>ier,  August  20.  The  foundation  piles 
were  examined  as  to  line  and  level  before  cribs  were  sunk,  and  also 
afterwards  to  see  that  they  had  true  bearings,  and  everything  was 
found  to  be  satisfactory  in  this  resjjcct.  Six  courses  of  contiunous 
superstructure  were  builtover  the  new  cribs  in  each  pier,  bonded  back 
into  the  old  i)ier  work,  supplied  with  oak  mooring  posts  at  intervals 
of  50  feet,  filled  with  st<me,  and  decked  over.  Vertical  timbers  were 
driven  in  crib  intervals  to  close  gaps  under  side  walls  and  retani  bal- 
last. Pier  head  i)rotection  was  i)r()vi(U'd  by  driving  13  guard  piles 
between  the  horns  of  each  end  crib,  penetrating  to  from  40  to  41,5  feet 
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below  zero  of  gau^^e,  and  faced  witli  3  horizontal  fender  pieces  screw- 
bolted  to  the  end  walls  of  cribs.  Finally,  a  substantial  riprap  of  stone, 
weighing-  not  less  than  300  pounds  each,  was  placed  along  the  sides 
of  each  end  crib.  Tlie  actual  extension  made  to  the  south  pier  by  the 
new  work  was  o00.5  feet,  and  to  the  north  pier  250.5  feet. 

The  work  of  completing  the  sheet-pile  revetment  that  had  been 
commenced  during  the  previous  year  comprised  driving  the  round  and 
sheet  piles  of  iront  row,  and  placing  superstructure  timbers  for  a 
distance  of  51  feet,  driving  61  anchor  piles  in  rear  row,  framing  and 
l)hiciiig  rear  binders,  and  placing  tie-rods  and  braces  between  the  front 
wall  and  anchor  piles.  The  United  States  dredge  Farquhar  made  a 
shallow  cut  along  the  face  of  the  revetment,  and  cast  the  excavated 
material  behind  the  work  to  strengthen  it  against  the  thrust  of  passing 
vessels. 

Some  minor  repairs  were  made  to  the  old  south  pile  pier,  the  tilling 
of  which  was  overhauled  and  increased  by  the  addition  of  26^  cords 
of  edgings  and  64  cords  of  stone;  two  gaps  in  the  front  row  of  piling 
were  tilled  by  driving  extra  piles  which  were  secured  at  top  by  rear 
binders  screw-bolted  to  adjoining  piles;  a  decking  5  feet  wide  was  laid 
along  the  channel  wall  to  protect  the  filling  against  seas  which,  entering 
the  harbor  during  westerly  gales,  are  so  deflected  by  the  oblique 
portion  of  the  north  pier  as  to  mount  the  work  on  the  south  side  of 
the  channel. 

At  the  beginning  of  the  year  dredging  was  in  progress,  under  con- 
tract with  J.  T.  Farnham,  to  excavate  a  channel  100  feet  wide,  18  feet 
deep,  and  900  feet  long  at  the  entrance  to  the  harbor,  and  this  work 
was  completed  July  24,  the  amount  dredged  from  July  1  to  the  time 
of  completion,  being  2,908  cubic  yards.  The  entrance  channel  was 
thereby  improved  to  a  depth  of  17  feet,  but  the  inner  channel  afforded 
less  than  14  feet;  the  United  States  dredge  Farquhar  y^2i^  therefore 
sent  to  the  harbor  August  14,  and  kept  at  work  until  November  18, 
during  which  period  33,416  cubic  yards  were  excavated,  resulting  in  a 
throngh  channel  50  feet  wide  and  18  feet  deep  from  Muskegon  Lake  to 
the  entrance  from  Lake  ^lichigan.  During  a  southwest  gale  of  Octo- 
ber (),  1893,  about  300  linear  feet  of  old  slab  and  log  dock  on  the  south 
side  of  the  cliannel,  just  inside  of  the  Government  revetment,  was 
washed  away  by  the  heavy  seas,  exposing  the  underlying  sand,  and 
tlireatening  na  vigaticm  by  its  wash  into  the  channel.  The  attention  of 
the  authorities  of  iVIuskegon  was  called  to  the  matter  and  they  at  once 
])ro(  ceded  to  ])lace  a  new  revetment  at  local  expense;  a  row  of  close 
])iling  Avas  driven  across  the  break  in  line  with  channel  face  of  south 
l)ier,  and  12  feet  in  rear  of  it  a  row  of  anchor  piles  from  8  to  12  feet 
apart;  the  ])iles  of  each  row  were  connected  by  binding  timbers,  the 
two  rows  by  tie-rods,  and  the  space  between  filled  with  brush  fascines 
and  stone. 

The  zero  of  the  water  gauge  at  the  harbor  was  raised  0.02  feet  so  as 
to  ])lace  its  zero  3.06  feet  below  high  water  of  1838,  the  new  plane  of 
referenfc  established  for  harbors  on.  lakes  Michigan  and  Huron  by 
letter  from  the  Chief  of  Engineers  dated  December  4,  1893. 

The  condition  of  aft'airs  June  30,  1894,  was  as  follows: 

North  pier — comprising  1,404.1  feet  of  crib  work,  392  feet  of  pile-pier 
revetment,  and  786.3  feet  of  new  sheet-pile  revetment — had  a  total 
length  of  2,582.4  feet  and  projected  1,220  feet  beyond  the  shore  line; 
322  feet  of  this  crib  work  was  built  in  1868-'69,  and  the  timber  work 
above  water  is  now  so  dilapidated  that  it  can  not  hold  together  much 
longer;  new  superstructure  must  be  built  over  this  section.    About  100 


rr 
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cords  of  stone  are  required  to  refill  empty  ])Ockets  in  new  crib  jrork,' 
and  some  minor  repairs  are  needed  for  the  better  security  and  service 
of  the  old  pile  section. 

South  j)i€r — comprising  1,100  feet  of  crib  work  and  382 J  feet  of  pile 
pier  and  revetment — had  a  total  length  of  l,482i  feet  and  projected 
1,280  feet  beyond  the  shore  line.  The  timber  work  is  generally  in  good 
condition,  or  can  be  made  so  at  small  expense;  bnt  the  filling  of  all  the 
older  parts  of  the  structure  must  be  overhauled  and  equalized,  and 
considerjible  additional  stone  supplied. 

The  avaihibk*.  de])t]i  of  channel  between  the  piers,  as  shown  by  survey 
made  ^lay  31  to  June  5,  was  14  feet.  The  present  approved  project 
requires  the  north  pier  to  be  extended  550  feet  and  the  south  i)ier  500 
feet,  and  these  extensions  should  be  made  without  delay  in  order  that 
the  favorable  results  obtained  by  those  completed  last  year  shall  not  be 
lost  and  the  extensive  commercial  interests  centering  in  this  harbor 
thei  eby  seriously  injured.  With  this  done,  and  the  channel  dredged  to 
full  width  and  dei)tli,  and  the  older  work  put  in  proper  repair,  it  is  prob- 
able that  the  improvement  will  be  maintained  for  a  long  period  with 
snuill  annual  expenditures. 

The  estimate  for  1S1)<>  is  as  follows:  For  322  feet  new  superstructure, 
old  north  pier,  $3,220;  refilling  piers  and  revetments,  $2,500;  minor 
repairs,  pier  and  revetments,  $1,500;  dredging,  $5,000;  extending  north 
jiier  550  feet,  and  south  pier  500  feet,  to  complete  the  imi)rovcment, 
$12(),000;  making,  with  an  allowance  of  about  8i  per  cent  for  con  tin-. 
gencies,  a  total  of  $150,000. 

Tlio  hi.qht-Honao  EstaMishincut  maintains  a  fourth-ordor  coast  iijjlit  on  the  soiitli 
slioro  and  a  sixtli-ordor  harhor  li^lit  on  tho  south  pier.  Thoro  is  a  life-saving  station 
on  the  north  ])ier. 

The  harbr)ris  in  the  Michij^an  conection  district,  Michigan;  nearest  port  of  entry, 
Grand  Haven,  Mi<h. 

ApproprialionH  for  improvUnj  harbor  ai  Afunkei/oii,  }Tie.h. 

March  2,  1807 $59,  000    March  3, 1S81 $:0,  000 

Jnlv  11,  1870 10,  (K)O     Anj;nat  2,  1882 25,000 

March  li,  1871 15,000    July  5,  1884 20,030 

J une  10,  1872 10,  000    August  5, 1886 . . .   12, 503 

Jnne2:^  1874 10,000    August  11. 1888 45,000 

Mnr.h:5,  1875 25,000    September  lf»,  1890 50,03 J 

August  U,  187<; 15,000    July  Ki,  1892 75,000 

March  W,  1879 5,  000  !  

June  11,  1880 7,500  '  Total 404,000 

Original  estimated  cost  of  the  work,  18(k),  amended  in  18(>0,  1873,  1881, 

1881 ,  1890,  ;ind  1892 $589,  000.  00 

Whole,  .••.mount  appropriated  from  18(J(>  to  and  including  act  of  .Inly  13, 

1892 404,OCO.OO 

AVhoIc  amount  expended  to  June  30,  1894 402,  461.  38 

Money  stafonrnt. 

July  1,  1893,  hnlance  unexpended...' $70,680.30 

.hiile  :i0,  1S94,  amount  expendeil  during  liscal  year 69,  OUT.  (>8 

July  1,  1S94,  halnui'e  nnexpended 1,  538.  62 

July  1,  18!M,  onlbtanding  linhiliti(^ 401.  ,53 

July  1,  1894,  balance  available 1,137.09 

—  I 

Amount  tliat  canbe]>roritab]y  exj)ended  in  fiscal  year  ending  June30,1896  150,000.00 
Submitted  in  comi>liance  wiih  requirements  of  sections  2  of  river  and 
harbor  acts  of  I860  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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COMMERCIAL  STATISTICS,   MUSKKGON  HARBOR.    MICHIGAN. 

Entrances  and  clearances. 


Year. 


Fiscal  year— 
1H84 


Nuiuber. 


1885 

1880 

1887 

Calendar  \ear- 

1888.  r 

1889 

189U 

1891 

1892 

1893 


7,160 
6,112 
5,  r>43 
1,745 

2,685 
4,626 
3,786 
2,886 
4,174 
2,482 


Revenue 
collected. 


$4, 987. 06 
1, 621. 34 
1,025.17 


Tonnage. 


232,007 


884,868 
649,540 
704,046 
740,021 
834, 04d 


During  tho  year  a  triweekly  lino  of  passeuger  and  freight  steamers  was  estab- 
lished between  Muskegon,  Mich.,  and  Sheboygan,  Wis. 

licceipts  and  shipments  by  vessel ,  1S03, 

[Compiled  from  statements  furnished  by  Hon.  H.  H.    Ilolt,  and  coUecfor  of  cnstoms,  Mnskegon, 

Mich. J 


Articles. 


RECEIVED. 

Bran 

Brick niimbtT. . 

Ci'dar  ])08ts M. . 

yiour 

Furniture 

drain 

Gravel 

1  ron 

l^ith M.. 

l^eatlier 

Linio  and  cenn-nt 

l.unibcr M  lect,  B.  M.. 

Malt 

I^ferchandise 

Miscellaneous 

Plaster 

I*iH<cts number. . 

Pulp,  paper 

lfa<,'s 

Suuar 

Stone  

St  ue<H> 


Quantity. 


950,  870 
2,  823 


505.  709 


20,607 


4,  970, 070 


Viiu'^^ar. 


Total 


Tons. 


1,502 

2,  377 
56,460 

2,071 
3,271 
4,317 
9,114 
418 
151.712 

3.  COO 
2,187 

47. 062 

403 

281.882 

21,  275 
310 
8,698 
300 
205 
536 

25, 910 
897 
2C2 


624, 709 


Articles. 


SHUTED. 

Beer kogs.. 

Canned  goods cases . . 

Crackers packages. . 

Curtain  rollers . .  bundleB. . 

Flour 

Furniture 

Hoops 

Iron 

Lath ....M.. 

Lime  and  cement 

Lumber M  feet,  B.  M.. 

Merchandise 

Miscellaneous 

Plaster 

Pickets M-. 

Pianos number. . 

Kefrigerators  ...  .^ ...  ^ 

Sawdust : 

Shingles M.. 

Slabs cords.. 

Sugar barrels.. 

Tar 


Quantity. 


Total 


4,400 

6,901 

18, 175 

23,380 


2,139 


91,801 


850 
500 


6,046 
25,211 
15.004 


Tons. 


400 

224 

182 

1,169 

501 

511,007 

496 

2,718 

642 

5,079 

160,652 

291,551 

32, 459 

9,846 

1,488 

250 

381 

4,322 

756 

66,724 

3,751 

225 


1, 090, 823 


Lr  Lr  g. 

IMPROVEMENT  OF  WHITE  LAKE  HARBOR,  MICHIGAN. 

Before  improvement  by  the  Government,  White  Lake  had  a  narrow 
and  winding  outlet  into  Lake  Michigan,  wliicli  had  been  improved  by 
local  enterprise  so  as  to  permit  vessels  drawing  about  5  feet  to  pass 
tlirongh.  The  construction  of  the  present  harbor  was  commenced  in 
18G7  by  making  a  straight  cut  from  lake  to  lake,  about  1,200  yards  south 
of  the  old  outlet;  the  project  being  to  establish  thus  a  channel  12  feet 
deep  and  200  feet  wide,  protected  by  revetments  and  piers  extending 
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iuto  Lake  Michigan  at  an  estimated  cost  of  $170,530.80.  This  project 
has  been  steadily  followed  until  the  ])resent  time,  but  the  rapid  accre- 
tions of  sand  against  the  piers  as  their  projection  into  Lake  Michigan 
advanced,  have  thus  far  prevented  the  establishment  of  a  channel  of 
the  proposed  depth;  it  has  been  repeatedly  dredged  to  depths  of  from 
V2  to  1(5  feet,  but  shoaling  to  9  or  10  feet  invariably  follows  in  a  short 
time.  It  is  not  probable  that  a  depth  of  12  feet  can  be  maintained  for 
any  considerable  period,  until  the  piers  are  carried  out  to  the  15-foot 
curve  in  Lake  Michigan  and  kept  there. 

The  condition  of  the  improvement  June  30,  1893,  was  as  follows: 

The  north  ])ier  is  a  close  ])ile  structure  1,515  feet  long,  and  projected 
390  feet  beyond  the  shore  line  into  Lake  Michigan. 

The  soutii  pier,  consisting  of  1,498  feet  of  pile  work  and  356  feet  of 
crib  work  had  a  total  length  of  1,854  feet  and  projected  730  feet  beyond 
the  shore  line  into  Lake  Michigan. 

The  channel  dei)th  at  entrance  was  lOi  feet. 

The  only  work  done  at  the  harbor  during  the  past  tiscal  year  was 
some  dredging  by  the  Uirited  States  dredge  Farquhar.  Commencing 
July  1,  1893,  operations  were  continued  until  August  12,  when  14,216 
cubic  yards  liad  been  dredged,  resulting  in  a  straight  channel  50  feet 
wide,  with  a  midchannel  depth  of  14  feet,  from  lake  to  lake.  The 
coninieniial  reciuirenients  were  thereby  satisfied  until  the  close  of  the 
season  of  navigation,  but  when  the  harbor  was  surveyd  May  28-29, 
1894,  the  channel  dei)th  had  shoaled  to  10.^  feet. 

During  the  year  the  shore  line  adjoining  the  north  pier  was  advanced 
by  a('cretions  about  30  feet  and  that  adjoining  the  south  i)ier  20  feet, 
so  that  these  piers  now  project  beyond  tlie  shore  line  only  300  and 
710  feet,  respectively,  instead  of  390  and  730  feet  as  was  the  case  a  year 
ago. 

The  north  pier  is  generally  in  fair  condition,  except  that  a  few  piles 
need  to  be  made*  more  secure,  and  a  general  overliauling  of  the  filling, 
composed  of  stone  and  edgings,  is  necessary  to  prevent  stone  from 
passing  througli  the  spaces  between  jnles. 

The  south  pier  is  not  in  such  good  condition;  tlie  end  crib  has  settled 
badly,  an^l  this  settlement  continues,  with  indications  of  a  tendency  to 
slide  outwards;  the  above-water  portion  between  stations  3x56  and 
7x  23,  (jomprising  a  length  of  307  feet,  built  from  twenty-two  to  twenty- 
four  years  ago,  is  badly  dilapidated  and  must  be  rebuilt.  The  filling 
n(;eds  to  be  overhauled  throughout,  and  new  material  must  be  supplied 
in  places  where  it  has  settled  to  below  the  water  surface. 

The  limits  of  ])ier  extension  at  ])resent  authorized  are  250  feet  for 
the  north,  and  200  feet  for  the  south  piei*,  but  the  end  of  the  former  is 
nearly  100  feet  inside  (shoreward)  of  the  9 -foot  curve,  while  the  latter 
is  about  150  feet  outside  of  it.  It  is  quite  clear  that  bettiT  results  will 
be  obtained  by  extending  the  north  pier  350  feet  and  the  south  pier  100 
feet;  such  extensions  would  place  the  end  of  the  former  about  200  feet^ 
and  of  the  latter  about  150  feet  inside  of  the  present  15-foot  curve. 

The  estimatefor  1<S9G  is  as  follows:  For  pier  extension  450  linear  feet, 
850,000 ;  for  rebuilding  307  linear  feet  of  south  j^ier  above  water,  $3,670; 
miscellaneous  rei)airs  of  piers  and  revetments  and  dredging,  $5,000; 
making  in  all,  with  about  0  per  cent  for  contingencies,  $02,000. 

Tlic  harbor  is  in  tin;  iMiclii^an  collection  diKtric^t,  Michigan;  nearest  port  of  entry, 
(irand  ilaveii,  Mich.  'V\u\  liight-House  KHtablisliinent  inaintainH  a  fouixh-order 
flashing  coast  light  on  tlio  shore;  and  a  sixth-order  harbor  light  on  the  south  pier. 
There  is  ii  life-saving  station  on  the  north  pier. 


t 
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Appropriations  for  improving  harbor  at  White  Lake,  Mich, 

March  2,  1867 $57,000  ,  Jane  14,  1880 '. $5,000 

April  10,1861) 44,550  '  March  3, 1881 7,500 

JulylO,  1870 20,  000  I  Auf?U8t  2.  1882 12,000 

March  3,1871 20,000  |  Jiilv  5,  1884 * 10,000 


August  5,  1886 10,000 

Au^rust  11,  1888 10,000 

September  19,  1890 17, 000 

July  13,  1892 5,0fl0 

I        r 

Total 279^550 


Juue  10,  lb72 10,000 

March  :^  1873 7,  000 

June  23,  1874 10,  000 

March  3,  1875 10,000 

Au^rust  14,  1876 5,  000 

Juue  18,  1878 12,000 

March  3,  1879 7,  500 

Original  estimated  cost  of  work,  1866,  amended  in  1873,  1884,  and  1892.  $337,550.00 
Whole  amount  appropriated  1866  to  and  including  act  of  July  13,  1892.  279,  550. 00 
Whok'  amount  expended  to  Juno  30,  1894 274,835.08 

Money  stat&inent. 

July  1, 1893,  balance  unexpeuded fJ,  394. 37 

J uiie  30, 1 891 ,  amount  expended  during  fiscal  year 2,  679. 45 

July  1, 1894,  balance  unexpeuded 4,  714. 92 

July  1, 1894,  outstanding  liabilities 4.  30 

July  1,  1894,  balance  available 4,710.62 


{Amount  (estimated)  required  for  completion  of  existing  project 58,  000. 00 
Amountthat  can  be  profitably  expended  in  fiscal  yearending  June  30, 1896    62,  000. 00 
Su])mitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL   STATISTICS,   WHITE    LAKE    HARBOR,  MICHIGAN. 

Entr<ince8  and  clearances. 


Year 


NuinlMjr. 


Fiscal  vcar — 

lHH"t 

18S5 

\H>*i) 

1HH7 

1888 

Calendar  v«ar 

18H8  .". 

18^1> 

1890 

IHIM 

18!)2 

1893 


304 

1,416 

1,623 

1,885 

1.742 

1,408 

732 

579 

405 

392 

260 

Revenue 
collected. 


$1,  347.  23 
470.  16 
313.  65 


Tonnage. 


262. 440 
184, 247 

147, 142 


62,276 

47, 135 

58,  950 

1,052,026 


lieceipia  and  shipments  hy  vessel,  1803. 
[(J<>rai»ilo<l  from  statement  furnished  by  the  collector  of  customs.] 


Arti<leH. 


KKCKIVKU. 


Quantity. 


Coal 

Flour barrels    . 

( I  rain biiBliels  . . 

^lisccllaueoui* 


50 
11,335 


Total 

SHIPPED. 

Brick number 


25, 000 


Tons. 


39 

5 

312 

153 


509 


63 


Artir-lcs. 


Quantity. 


SHIPPED — continued. 

Cedar  x>o8t8 number . . 

Grain bushels  . . 

Lumber.  ..M.  feet,  B.  M.. 

Miscellaneous 

Potatoes bushels  . . 

Shingles number.. 

Slabs cords . . 


Total. 


5,000 

20.000 

1,676 


Tons. 
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L     Lr     10. 

IMPROVEMENT  OF  PENTWATKR  lURBOR,  MICHIGAX.. 

Tlie  Gov  ernmen till  improvement  of  this  liiirbor  ^as  commenced  iu 
18(>7,  but  before  that  time  a  narrow  channel,  about  4  feet  deep,  had 
been  made  by  local  action  to  connect  Pentwater  Lake  witli  Lake  Mich- 
igfln.  Tiic  i)rqject  then  adopted  was  to  incr(^ase  the  channel  width  and 
do])tli  to  150  and  12  ieet  respectively,  and  protect  the  channel  l)y  lateral 
piers  extended  into  Lake  Michigan ;  the  estimated  cost  was  8327,713,40. 
Work  on  this  project  has  been  in  progress  ever  since,  but  the  depth  of 
12  feet  has  not  yet  been  obtained  except  for  short  periods  following 
immediately  after  dredging,  the  piers  having  never  been  long  enough 
to  maintain  such  depth. 

The  cojidition  of  the  harbor  June  30,  LS03,  was  as  foUows: 

Tlie  north  pier  had  a  total  length  of  2,223  feet,  of  which  1,821  is  pile 
revetment  and  402  crib  work;  it  i)roJected  590  feet  beyond  the  shore 
line. 

The  south  pier,  comi)rising  1,302  linear  feet  of  ])ile  revetment  and  723 
feet  of  crib  work,  had  a  total  length  of  2,115  feet,  and  projected  530 
feet  beyond  the  shore  line. 

TlHi  depth  of  channel  between  i)iers  was  about  11  feet. 

0))ernti<>ns  of  the  i)ast  fiscal  year  were  commenced  July  24, 1803,  by 
t\w  United  States  dredge  ^Saginafc^  which  was  sent  there  to  deepen  the 
channel.  This  work  was  continued  until  August  22,  when  14,575  cubic 
yards  of  sand  had  been  excavated,  making  channel  70  feet  wide  and  16 
feet  deep.  Before  the  close  of  the  year  this  channel  had  shoaled  again 
to  10^  i'iM't,  as  shown  by  a  survey  of  the  waterwjiy  between  piers  made  ' 
iSIay  25-2(1,  ISOI.  Townrd  tlie  close  of  year  a  small  force  was  organ- 
ized to  make  some*,  urgent  i(»])airs  to  the  old  pier  structure,  suoli  as 
re])laciiig  some  of  the  timbers  tluit  had  be(*ome  so  rotten  or  broken  as 
to  be.  us(»l(\ss,  and  i)at('liing  up  the  larger  holes  throngh  which  stone 
;ind  siind  Icjiked  in  considerable  <iuantities.  This  work  was  still  in  pro- 
gress, but  nearly  completed,  at  the  end  of  the  year. 

TIh'  foregoing  in<licates  all  that  was  done  during  the  year.  The 
rei)airs  will  helj)  to  hold  old  work  together  until  it  can  be  rebuilt.  The 
dredging  served  to  giv(»  sufhcient  depth  for  comnuMcial  requirements 
during  the  year,  but  IIm*  channel  thereby  made  is  entirely  obliterated 
now. 

Tin*  piers  reach  out  but  little  beyond  the  10-foot  curve  in  Lake  Mich- 
igan, and  ibr  this  reason  a  navigal)le  depth  of  more  than  0  feet  can 
not  \)o  kept ;  dredging  serves  only  to  give  greater  dei>ths  for  periods  of 
gr<'aier  or  less  duration,  dei)ending  on  the  extent  to  which  the  bed  of 
l.ake  j\Iiehigan  may  be  atleetiMl  by  storms.  The  depth  of  12  feet  called 
for  by  tli(»  approved  i)roject  can  only  be  held  with  any  reasonable  i>er- 
nianence  when  the  ]n'(»rs  shall  have  been  extended  to  the  15  foot  curve — 
now  from  1)00  to  400  feet  distant.  The  limit  of  extension  at  present 
authorized  is 200  feet  only  for  the  south  and  nothing  for  the  north  pier. 
I'he  estimate  below,  being  simply  in  conformity  therewith,  might  be 
misleading  as  to  the  real  rerpiirenK'nts  of  this  harbor  if  the  foregoing 
facts  were  not  cleaily  stated. 

The  old  portions  of  both  i)i<'rs  must  be  rebuilt  above  water,  especially 
that  of  the  s<mth  pier. 

Tin*  estimates  for  bSOi)  is:  Ko/ rebuilding  above  water  and  refilling 
520  linear  feet  north  i)ier,  >«r).210;  same  tor  1,(KU>  feet  of  south  pier, 
§10,o()0;  (hedging,  >f3,000;  200  linear  feet  new  crib  work  for  completing 
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autliorizcd  extension  of  south  pier,  824,000 — making,  v/itli  al>out  C  per 
cent  for  contin«i:eueies,  $45,000. 

The  harbor  is  in  the  Michi^jnii  collection  district,  Michig:iu;  uearestport  of  e«try, 
Grand  Haven. 

The  Li«rht-Hoiiso  Establishment  maintains  a  ])ier  and  ran;;©  l»j>ht  near  the  outer 
end  of  the  south  i>ier,  and  there  is  a  life-saving  station  about  middle  of  north  yiai, 

Appropr'tallons  for  improvlnfj  harbor  at  Peutwatery  Mich, 


March  2,  1867 ^55,000 

April  10,  1860 17,820 

July  11,1870 10,000 

March  :5, 1871 10,  000 

June  10,  1872 30,000 

March  8,  1873 20,  000 

August  14,  1876 10,  000 

June  18,  1878 10,  000 

March3,  1879 6,000 

June  14,  1880 v...  4,000  i 

Orijrinal  estimated  cost  of  improvement,  1807 ^327,713.40 

Total  appropriated  to  Juno  30,  1894 238,820.00 

Totiil  expended  to  June  30,  1894 : 234,162.38 


March  3,  1881 $H),C00 

Au^-ust2,  1882...: IP,  COO 

Julv5, 1884 :....     15,000 

Augusts,  1886 10,600 

August  11,  1888 '. 8,003 

SepteniberTO,  18JK). 8;  000 

July  13,  1892 : '. ...       5, 060 

•-— i . 

T«)tal 238,820 


* 


Moneu  statement, 

July  1,  1893,  balance  unexpended $6,  452. 73 

Juno  30,  1894,  amount  expended  during  iiscal  year 1,795. 11 

July  1,  1894,  balance  unexi)cnded 4,  657.  62 

July  1,  1894,  outstandinj;  liabilities 350.  01 

July  1,  1891,  balauco  availabh- 4,307.58 


(  Amount  that  can  b(^  prolitablyexpcnded  in  fiscal  year  ending  Juno30,  \SK.(\     45,  000.  00 
•:  Subniittt'd  in  coni]>liance  with  re(iuirements  of  sections  2  of  river  and 
(      harbor  acts  of  186(3  and  1807  and  of  sundry  civil  act  of  March  3,  1893. 


COMMEKCIAL   STATISTICS,    I'KNTWATEU     IIARUOR.  MICHIGAN'. 

£ntr€in<.'('a  and  clearances. 


Yt:ir 


Fi8<  al  xeuT- 
18S4 


isk:.  . 


Number. 


4G1 
187 


Krvemie 
colltjcted. 


$400,  9D 
(59.17 


Tonnage. 


1887' 

Calenil.'ir  v«'jir — 

1HS8  ..■ 

1889 " 


3oa 


I8im 

IHIM 
18'.»-J 
18U:; 


27 
1,140 


116 


*  Not  stated. 


45,000 


2,5j9 
71,200 
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Receipts  and  shipments  hy  vessvl^  180S. 
[Com]»iIcd  from  stattMuent  I'urnirtlied  by  tho  nutyor  of  Puutwater,  Mich.] 


Artiflt'H. 


11ECEIVKI>. 


(^iiautitv. 


Coal I 

I'liniitare ! 

Grain biisbelrt..  l.>,0«0 

Hay  ami  f<fil •. 

Luinlwr fw^t.  J^.M  . . ;        500.  (K>0 

t3ult iMirrels.J  500 


Total 


Tons. 


75 
500 
275 

50 

875 

70 


ArticloB. 


i  Quantity.  I     Tons. 


....!■ 


SHIPPKI). 

fVdar  posts "number. 

Furn  i  tare 

I^.itlis Ditiiilier. 

Lumbor feet.,  B.  M , 

l*eacbe8 baskftn. 

Potat(K-a biisbelH. 

Slabs cords. . 

Tan  bark do. .  - 

TIfs number. 


38,715 


Total. 


204.000 

4, 480.  802 

50.000 

30,000 

114 

872 

4.500 


774 

1.500 

61 

7.8*1 

300 

000 

153 

873 

40S 


I 


12,806 


Six  million  fi'ut  of  lumber  aud  12,000,0<K)  sbiught.s  were  on  the  wharves  awaiting  shipmout  at    tho 
en<l  of  the  calendar  3'oar. 


Lr   Lr    II. 

IMPROVEMENT  OF  LUDINGTOX  HARBOR,  MICHIGAN. 

The  (loveriimeut's  part  in  tlie  development  of  this  iniportaiit  com- 
mercial liarbor  dates  from  18(»7,  wlien  private  enterprise  had  made,  and 
for  some  years  maintained,  a  narrow  ehannel  with  a  depth  of  7  feet 
from  Lake  Michip:an  to  Pere  Maniuette  Juake.  The  plaii  of  improve- 
ment th(?n  adopted  was  to  dredge  tlie  channel  to  a  depth  of  12  feet, 
widen  it  to  200  feet,  and  i)rotect  its  i)rojecti(m  into  Lake  Michigau  by 
lateral  i)iers;  the  estimated  cost  was  i?270,f»S2.  The  improvemeht  was* 
duly  made,  and  snbsequi^ntly  maintained  by  periodical  dredging;  and 
occasional  ])i<M'  (extensions  nntil  lS85-'80,  when  tlie  north  piercomprised 


.■.ll.i  tlV  1II\   <tlltllll\   ,   t-ll\^  X\L\    th  yjL  K.i3VHlKJH.Clllt.ll^    tt,   11(11   kJ\JM.  XtL  X^l  *-*-^\J    vT  <t  »^  4MKL  T  CVlll^tTU 

in  18S0  and  several  projects  with  that  object  in  view  were  prepared, 
with  estimates  of  cost  varying  from  J?.'>00,bO(>  t^>  $  1 ,50().0{)() ;  finally,  in 
1885,  one  was  adopted  which  provided  for  a  depth  of  18  feet,  and  for 
replacing  the  south  pier  by  a  new  one  200  feet  farther  sonth,  so  as  to 
increase  the  width  of  channel  between  ])iers  to  400  feet;  the  estimated 
cost  was  J?4:10,1S5.  It  is  fortunate  that  the  lack  of  commensurate  appro- 
priation and  of  authority  to  acc(»i)t  land  miccssary  tor  widening  tlie 
channel  as  proi)osed,  delayed  the  commencement  operations  on  this 
prf)jcct  until  it  was  recognized  that  such  a  wide  opening  from  Lake 
Michigan  directly  into  Pere  Marquette  Lake  w(mld  i)ermit  such  a  free 
transmission  of  wave  force  and  motion  as  to  seriously  impair  the  fitness 
of  the  harbor  for  comm(*rcial  ])ur])oses.  The  harbor  of  refuge  project 
was  therefore,  in  ISIK),  transfornn^d  into  one  which,  by  dredging  and 
])ier  extension,  contcMuplated  a  channel  18  feet  deep  and  250  feet  wide 
at  entrance,  without  change  of  existing  width  within  the  limits  of  piers 
ah-eady  built;  the  estimated  cost  of  this  modilication  was  8111,000. 
Work  thereon  was  prom])tly  commenced,  and  in  1891  the  necessary  pier 
extension  had  been  completed,  adding  500  feet  to  the  north  and  700  feet 
to  the  Rontli  i>icr.  l>y  dredging,  the  channel  depth  has  been  maintained 
at  from  14A  to  \il\  feet;  but  the  full  depth  of  18  feet  has  not  yet  been 
secured.    The  condition  of  the  harbor,  June  .'50,  1893,  was  as  follows: 
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The  north  \ner  had  a  total  length  of  1,452  feet,  all  crib  work,  and  pro- 
jected 930  feet  beyond  the  shore  line. 

The  south  pier  liad  a  total  length  of  2,381  feet,  of  which  567  feet  was 
old  pile  work  and  1,814  feet  of  crib  work,  and  it  projected  1,500  feet 
beyond  the  shore  line. 

The  available  channel  depth  was  14 J  feet. 

Operations  during  the  last  fiscal  year  were  as  follows: 

The  United  States  dredge  Saginaw  was  at  work  when  the  yearopened, 
with  the  object  of  deepening  the  entrance  cliannel,  and  continued  opera- 
tions until  July  22,  when  a  through  channel  with  a  minimum  depth  of 
l(i  feet  was  secured.  The  amount  excavated  in  the  fiscal  year  was  13,802 
cubic  yards. 

During  the  same  month  (July)  the  Wi8c(5nsin  Dredge  and  Dock  Com- 
pany, under  an  agreement  previously  nuule,  placed  343.8  cords  of  stone 
in  the  outer  portions  of  the  south  pier,  where  the  filling  had  settled  to 
such  an  extent  as  to  threaten  its  security.  No  other  work  wasdone dur- 
ing the  year,  except  to  make  such  occasional  surveys  or  examinations  as 
were  required  to  afford  information  regarding  the  navigable  condition  of 
the  harbor. 

The  condition  of  the  harbor,  June  30, 1804,  was  substantially  the  same 
as  at  the  beginning  of  the  year,  except  that  the  navigable  depth  had 
been  increased  from  14^  to  16J  feet. 

The  new  pier  work  is  all  in  excellent  condition,  but  a  large  portion  of 
the  older  structures  are  so  decayed  and  dilapidated  that  ordinary  repairs 
can  no  longer  be  depended  upon  to  keep  them  together;  they  must  be 
rebuilt  as  soon  as  i)racticable.  These  repairs  and  dredging  to  maintain 
the  re<iuisite  navigable  depth  for  established  commerce  are  the  only  mat- 
ters for  which  i)ro vision  is  needed  in  the  next  appropriation  for  this 
harbor;  and  the  estimate  for  1890  is  accordingly  as  follows:  Rebuilding 
inner  end  of  north  pier,  130  feet,  $2,600;  rebuilding,  above  water,  587 
linear  feet  of  north  pier,  $5,870;  rebuilding,  above  water,  1,423  linear  feet 
of  south  ])ier  and  revetment,  814,230;  miscellaneous  repairs  and  stone 
to  i)rovi<le  for  settlement  of  tilling  in  newAvork,  $5,000;  dredging,  $4^000, 
which,  with  10  per  cent  for  contingencies,  makes  $34,870,  or  in  round 
numbers,  $.')."). 000. 

The  harbor  is  in  the  Micliigan  conectioii  district,  Michigan;  nearest  port  of  entry, 
Grand  Haven,  Mich. 

The  Light-House  Kstahlishmeiit  maintains  a  sixth-order  light  near  the  end  of  the 
sonth  pier,  and  there  is  a  life-saving  station  near  the  inner  end  of  the  north  pier. 

Appropriations  for  impromng  harbor  at  Ludingtoiij  Mich. 

March  2, 1807 $50,000  ■  March  3,  1879 $5,000 

Ai)ril  10,  1S(J9 31,185     .Tune  14,  1880 8,000 


Julv  11,  1870 10,000 

Marcli  3, 1871 10,  000 

Munc  10,  1872 10,000 

M arch  'A,  \STA 25,  000 

.June  23,  1871 20,000 

March  3.  1875 10,000 

Aii-ustll,  1870 10,000 

.June  18,  1878 15,  000 


March  3,  1881 10,000 

August  2,  1882 12,000 

Julv5,  1884 10,000 

August  5,  1886 56,250 

August  11,  1888 60,000 

July  13,  1892 5,000 

Total 357,435 


Original  estimated  cost  of  work,  1867 $270,682.00 

Estimated  cost  ot  enlarged  project  of  1890 111,000.00 

Total 381,682.00 


Tota'  appropriated  to  Juno  30,  1894 357,435.00 

Total  expended  to  June  3(IJ  1894 355,518.93 

""  Amount  carried  to  surplus  fund,  90  cents. 
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Money  Htatement. 

Jnly  1,  1803,  balnuce  njicxpeiuled $7, 430. 09 

Jun»  30,  18tU,  amount  expeiideil  during  iiscal  year 5, 543. 92 

July  1,  181U.  halanco  unexpoudod 1, 915. 17 

July  1,  181)4,  outstanding  liabilities 1.70 

July  1,  1891,  balanco  available 1,913.47 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 189C    35, 000.  00 
Su])niitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  18t>(3  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMERCIAT.   STATISTICS,  LirDIXdTOX    IIARIiOU,  MICIIIGAX. 

KntranccH  anil  v.Iearanves. 


Fisral  vcnr — 


lt^4 
18S.'> 
188G 
1H87 


18H8 

Caloiidar  year— 


1S6K 

1801 
18J>2 
1803 


Voar 


.^•"■'"x-     c^oUeSlTonn.^. 


2,047 
1.4(i8 
1,565 
1,442 
1,511 

1.778 

1,  750 
2,270 

2.  420 

i.ono 

V79 


$1,451.81  '., 
425.  r»7    . 


•  •  «  •  •  b  «  ■  . 


520.57  1.^ 


.1 


259,800 
270, 316 

277. 074 


461, 907 
610,057 
538.568 
211,438 


lUvcipts  and  shipmeniH  hif  rt'sael,  ISO.!. 

[Conipileil  from  slatciiicnt!*  furiiif«lu'il  by  tln«  Flint  and  Poro  Manpictto  Kailntoil  Conipany,  and  tlio 

colUTtcr  and  dt-puty  rolk-rtor  <>f  cnstnnis.J 


Artichrs. 


KKCKIVr.I). 


Tons. 


A])T»l«rt  nnd  potatoes 

A«;riridtural  ini])I('nieiit!i 
Jirick,  ttMurnt,  vtr 


I 


ArticloH. 


SHIITEU. 


(;oal 


IHour ; 

Frnir  nii8<'i-lliin<MMis 

Furnituro I 

drain ' 

Hay.  fiMMl.  etc : 

llim  .H  and  hat Ijit 

Live  jstnrk 

LnnilxT. 

Maclnnrry 

Monhandisr.  ;;en»  rul 

MisrcllnntoiiH 

()ii>  

Salt 


Stonr 

\V(M.l 


100 

81 

1,057 

4,  775 

71.010 

401 

:U3 

47,  751 

10.  185 

2,  200 

211 

420 

242 

10.  050 

2,418 

171 

:!5:j 

2,811 
247 


.    Total :     157,4::0 


Applofl 

(Vdar  pOHtM 

Flour 

Frnit.  niisr4>lIan(.>ous 

Furnituro 

(Jrain 

I  [ay  and  Uhh\ 

Iron  ore,  and  ntvt'\ 

Lath 

Livft  stock 

Lumber 

.Machin»TV  and  ea.stinKH 
Merehandise,  p-neral. . . 
Salt 


Shin;:les.  slabs,  staveH,  et(; 

Stone 

Tan  l)ark 

Telrjdione  poles    

Ties 


Tons. 


Total 


1.523 
865 
70 
1,218 
440. 
217 
44 
519 
309 
79 
122,  «I7 
115 
41.328 
95,918 
4,284 
437 
7,613 
105 
510 


278.581 
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IMPROVEMENT  OF  MANLSTEE  HARBOR,  MICHIGAN. 

The  iniproveiiient  of  this  harbor  by  tlie  Government  has  been  in 
progress  since  1807,  local  enterprise  liaving  previously  constructed  slab 
[)iers  on  each  side  of  the  mouth  of  the  Manist€e  Eiver,  so  as  to  obtain 
entrance  temporarily  for  vessels  drawing  7  feet,  Avhich  was  also  the 
limiting  dei)th  that  could  be  earned  over  bars  in  the  river  until  deep 
Avater  was  reached  in  ^lanistee  Lake,  about  1^  miles  from  Lake  Michi- 
gan. The  i)roject  of  improvement  then  adopted  was  to  construct  two 
parallel  piers  ol'  cribs  extending  about  9G0  feet  into  Lake  Michigan 
to  the  12  foot  curve,  using  the  slab  piers,  in  part,  as  foundation  for  the 
now  work,  and  to  dredge  a  channel  12  feet  deep  between  piers.  The 
estimated  cost  of  the  proposed  work  was  $180,949,  and  did  not  provide 
for  any  improvement  inside  the  river  eastward  of  the  shore  end  of  piers. 
But  when,  in  1873,  1,275  f(jet  of  crib  piers  had  been  built,  and  an 
entrance  afforded  for  much  greater  draft  than  could  be  carried  in  the 
river,  the  scope  of  operations  was  extended  to  include  straightening 
its  lower  reach  by  dredging,  and  revetting  its  banks  so  far  as  necessary 
to  preserve  the  improved  channel  and  to  prevent  the  lake  from  break- 
ing into  the  river  around  the  shore  end  of  the  north  pier.  This  was 
accomplished  by  1878,  when  the  total  length  of  revetment  built  was 
1,828  feet,  of  which  1,.*538  was  on  the  north  and  400  on  the  south  side  of 
the  river.  In  the  meantime  the  crib  piers  had  been  continued  lakeward, 
but  not  so  fast  ns  to  keep  pace  with  the  advance  of  sand  accretions, 
which  by  this  time  had  becomc^so  great  as  to  reduce  the  depth  of  water 
at  entrance  to  8  feet,  or  nearly  what  it  was  in  the  begmning.  Accord- 
ingly, subse(inent  oi)erati()ns  were  confined  to  pier  extensions  and 
repairs  necessary  for  maintaining  the  older  structures,  with  the  object 
of  regaining  and  preserving  a  channel  12  feet  deep  at  the  entrance  find 
between  piers.  l>nt  this  depth  soon  ceased  to  satisfy  the  requirements 
ot  commerce,  and  in  1800  the  project  of  improvement  was  modified  to 
increase  it  to  \^y  feet,  not  only  between  the  piers  but  throughout  the 
length  of  the  Manistee  Kiver.  The  approved  project  for  accomplishing 
this  object  ])rovided  for  an  extension  of  the  north  pier  to  the  18-foot 
curve  in  Lake  Michigan,  a  distance  of  550  feet;  for  extending  the  south 
piei-  to  the  14  foot  curve  on  the  outer  bar,  then  350  feet  distant;  and 
for  <lredging  cliannel  100  feet  wide  between  the  piers  to  the  new  15-foot 
depth,  and  tlience  through  the  river  to  Manistee  Lake  a  channel  of 
like  (leptli  50  feet  wide.  Entering  at  once  upon  the  execution  of  this 
l)rojcct,  contracts  for  the  necessary  dredging  and  for  the  north  pier 
extension  were  entered  into.  The  work  of  dredging  was  completed 
in  1S92,  an<l  that  of  pier  extension  was  still  in  progress  at  the  begin- 
ning of  the  hist  fiscal  year. 

Tlie  condition  ot  the  harbor  July  1,  1893,  was  as  follows: 

Th(^  newly  dredged  channel  had  deteriorated  somewhat,  so  that  the 
navigable  depth  was  reduced  in  some  places  to  less  than  14  feet. 

Tlie  north  i)ier  and  revetment  had  an  aggregate  length  of  2,G05.5 
feet,  coniprising  1 ,304  feet  of  pile  revetment  and  1,301.5  feet  of  crib  work, 
the  lake  end  being  880  feet  in  advance  of  the  shore  line  and  300  feet 
from  the  point  to  which  it  was  to  be  carried  as  provided  in  the 
ai)proved  i)roject;  the  last  50  feet  of  crib  work  had  just  been  suidc  in 
I)laee  and  was  without  superstructure. 

The  whole  length  of  south  pier,  comprising  490  feet  of  pile  revetment 
and  1,199  feet  of  crib  work,  was  1,689  feet,  its  lake  end  being  650  feet 
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beyond  the  shore  line  and  350  feet  from  the  limit  to  which  it  is  to  be 
extended,  no  Avork  on  the  proposed  extension  of  this  pier  having  been 
commenced  up  to  that  time. 

Work  on  the  north  pier  extension  was  in  progress  under  contracts  with 
the  Wisconsin  Dredge  and  Dock  Company,  dated  December  24  and  26. 
1892,  and  had  been  carried  to  the  extent  of  sinking  one  crib,  50  by  30 
by  18J  feet,  on  its  pile  foundation,  and  crib  No.  2,  100  by  30  by  18J 
feet,  had  been  built  and  was  ready  for  sinking;  cribs  No.  3,  of  same 
size  as  No.  2,  and  No.  4,  100  by  30  by  20J  feet,  luid  been  built  to  the 
tenth  and  second  courses,  res])ectively ;  all  the  foundation  piles  for  crib 
No.  2,  and  G  for  No.  3,  had  been  driven,  and  GS  of  those  for  No.  2  sawed 
off  to  grade. 

Commencing  with  these  conditions,  operations  during  the  year  just 
X)ast  were  as  follows : 

In  continuation  of  the  north  i)ier  extension  the  contractors  sunk  crib 
No.  2  on  its  ])ile  foundation  July  10,  No.  3  in  like  nuumer  August  7,  aud 
No.  4  August  22.  These oi>erations  involved.dn ving  14G  foundation  x>ile8 
and  sawing  off  IGO  at  the  proper  grades  below  water  to  complete  the 
foundation  for  the  cribs,  the  addition  of  8  and  18  courses  to  cribs  3  and 
4,  respectively,  to  complete  them  in  readiness  for  sinking,  and  the  plac- 
ing of  1,015.07  cords  of  stone  for  lilling  the  three  cribs  wheu  sunk. 
Before  sinking  crib  No.  2  an  examination  of  the  foundation  was  made 
by  a  diver,  disclosing  that  two  of  the  piles  were  out  of  line  so  much  as  to 
make  it  necessary  to  drive  new  ones  in  juoper  i)lace.  It  was  also  found 
that  several  of  the  piles  had  been  sawed  off  below  the  correct  level,  and 
such  errors  wctc  satisfa<torily  adjusted  by  the  introduction  of  bard 
wood  shims  betweiMi  crib  sills  and  top^s  of  jnles.  After  Nos.  3  and  4 
had  been  sunk  four  of  the  i)iles  were  found  not  to  be  in  proper  contact 
w-ith  cribs,  and  this  difficulty  was  overcome  by  bolting  timbers  to  the 
l)ih'S  so  as  to  furnish  the  necessary  bearing.  After  the  cribs  were  in 
l)Iacc  the  openings  under  the  north  side  walls  in  cril)  intervals  were 
ch)se(l  by  verti<'al  timbers  (extending  from  the  to])  of  cribs  to  the  lake 
bottom,  and  tliirtoen  guard  piles  were  placed  in  front  of  the  end  cross 
wall,  between  juojecting  horns  of  the  outer  crib. 

In  the  meantime  Crib  No.  1,  which  had  been  sunk  in  June  without 
reaching  the  i)ile  foundati(m,  because  of  sand  that  had  filled  over  the 
heads  of  piles,  ha<l  settled  to  its  ])roper  grade  and  bearing.  The  work 
ofl)lacing  six  <j()urses  of  su])erstructure,  continuous  over  the  four  cribs 
and  connecting  back  into  that  of  the  older  work,  was  thereupon  com- 
menc(»d  and  C/Oin])lete(l  during  Sei)tember;  three  horizontal  fender 
timbers  were  placed  outsideof  guard  jules  at  the  outer  end  of  the  work, 
and  securely  bolted  to  crib  and  i)iles;  seven  oak  mooring  ])osts  were 
I)laced  at  intervals  of  50  feet  in  the  new  work ;  180  cords  of  heavy  stone 
were  i)laced  as  riprap  around  the  outer  end  of  i)ier  and  along  its  faces 
for  a  distance  of  250  feet  back.  By  November  the  sui)er8tructure  was 
comjdeted,  filled  with  stone  and  decked  over,  and  c(mtract  closed.  The 
actual  length  of  extension  made  by  the  one  50-foot  and  three  100-foot 
cribs,  was  35U  feet,  the  present  ])roJect,  so  far  as  it  related  to  this  pier^ 
being  thei'ebyacc()m])lished. 

The  total  of  ])ayments  to  the  contractor,  on  account  of  the  work,  was 
8'>2,33.'>.L"^,  made  up  of  items  as  foUows: 

509,511  fo«t,  H.  M.,  heiiilofk  tiiubor,  at  $10.50 $8,407.47 

231,()S2frot,  B.  M.,  white  ])iuo  timber,  at$21.50 4,968.27 

1,410  toct,  n.  M.,  white  o.ik  tiiiilx'.r,  at  $31) 56.16 

25,177.5  iVct,  n.  M.,  Avhito  piiio  plunk,  at  $15 382. 16 

631.3  Uiioar  Icet  homlot'k  timbers,  12  iuches  sciuarc,  at  40  cents 252.52 
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5,545.0  linear  foet  foundation  piles,  at  58  cents $3, 216. 63 

594.7  linear  feet  guard  piles,  at  22  cents 130. 83 

8,037.7  pounds  S.  &  W.  bolts,  at  $3.95 317.49 

88,580.98  pounds  drift  bolts,  at  $2.90 2,568.85 

1,448.5  pounds  spikes,  at  .04  cents 57. 94 

1,915.97  cords  stone,  at  $0.25 11,  974. 81 

Total 32,333.13 

Work  by  day  labor,  for  repairs  of  old  parts  of  old  structures,  had 
been  started  early  in  the  season  and  was  well  under  way  at  the  coni- 
ujencenient  of  the  year,  at  which  time  the  requisite  timber  and  iron 
furnished  under  contract  made  April  17, 1893,  had  been  delivered ;  these 
repairs  contem])lated  the  rebuilding  above  water  of  about  515  linear 
feet  of  piers  and  revetments,  130  feet  of  which  was  on  the  south  and 
the  renudnder  on  the  north  side.  Commencing:  on  the  latter  at  Station 
11+12,  adjoining  the  Life  Saving  Station,  the  stone  and  slab  filling  was 
removed  for  a  distance  of  378  feet,  and  59  cords  of  stone  were  trans- 
ferred to  fill  up  vacant  spaces  in  the  south  pier ;  the  old  timber  work 
was  removed,  down  to  the  water  surface,  between  stations  11  +  12  and 
14+  94,  piles  in  the  revetment  portion  from  11  + 12  to  12+  38  being  sawed 
oll'0.2  feet  below  zero  of  gauge.  A  new  superstructure,  consisting  of  four 
or  five  courses  in  the  front  wall  and  two  or  four  in  the  rear,  was  then  built, 
and  the  necessary  filling  of  edgings  and  stone  put  in  place.  Between 
stations  18+54  and  18+84  the  old  crib  work  projected  some  10  feet  north 
of  the  pier  line  and  was  badly  dilapidated;  the  projecting  portion  was 
leveled  at  the  water  surface  and  substantially  decked  with  timbers  12 
inches  thick.  The  repairs  of  the  south  pier  extended  from  Station  0  to 
1+30,  and  were  in  all  respects  like  those  described  for  the  north  pier; 
the  old  work  was  torn  out  to  the  water  surface,  new  superstructure 
built,  and  fillin*^*  placed  in  the  new  work.  A  double  row  of  sheet  piling 
was  ])la(ed  against  tlie  rear  wall  of  the  piers,  as  required  to  prevent 
the  wash  of  sand  backing  into  the  channel;  this  sheet  i>iling  extended 
from  Station  11  + 12  to  Station  15+GO  in  the  north  pier,  and  from  Station 
0  to  Station  2  +  71  south  pier;  in  all,  719  linear  feet.  Board  walks  were 
built  over  tlic  repaired  work,  that  on  the  north  side  being  4  feet 
wide  and  384  feet  long,  and  on  the  south  side  3  feet  wide,  130  feet 
long.  In  addition  to  these  general  repairs  some  scattering  work  was 
(lone  in  the  way  of  replacing  broken  and  decayed  timbers,  and  refilling 
with  stone  as  found  necessary.  The  cost  of  repairs  made  was  $2,742.20 
for  labor,  and  for  material  $3,984.75;  total,  $0,720.95. 

The  Tnited  Stites  dredge  Sar/hiaw  was  sent  to  this  harbor  to  restore 
tlie  requisite  channel  depth  between  the  Government  piers  and  revet- 
ments, which  had  shoaled  to  13  feet,  and  commencing  September  13 
work  was  continued  to  November  21,  when  the  dredge  went  into  winter 
quarters.  The  work  accomplished  was  a  channel  18  feet  deep,  70  feet 
wide,  extending  from  the  inner  end  of  the  north  revetment  westward 
to  the  20  toot  curve  in  Lake  Michigan,  a  distance  of  2,700  feet.  The 
total  amount  dredged  was  45,798  cubic  yards. 

A  new  and  comi)lete  survey  of  the  harbor  and  river  was  made  in 
Au;iust,  lSi>3,  and  platted  during  the  winter. 

in  Decenibcr  the  zero  of  the  water  gauge  at  the  harbor  was  lowered 
0.11  Icct  in  compliance  with  instructions  from  the  Chief  of  Engineers, 
dated  December  4,  1893,  so  as  to  place  its  zero  3.06  feet  below  high 
water  of  183S,  the  new  plane  of  reference  established  for  harbors  on 
lakes  Michigan  and  Huron.    The  new  zero  is  in  that  plane. 

The  ('ondition  of  the  harbor  June  30,  1894,  was  as  follows: 

The  available  depth  of  water  at  entrance  was  15.7  feet;  thence  up  to 
E^•G  1)4 140 
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tl:C'  ivi.d  iif  the  GovcTiimeiit  yi'Votineiit  10  to  17  feet:  frointliat  pointup 
to  Laki-  Manistei-  loA  feet. 

The  liMitli  iiier  ainl  revetment  have  a  eombinetl  length  of  2,900^  feet, 
of  whii  h  l.:>i>4  feet  is  ivvt'tnseiit  and  l.t.K»i*A  feet  crib  pier.  It  extends 
l.-."i»A  it'i-t  ])eyond  the  short-  line,  ami  itseiiileoiucideswith  the  present 
nil  VI*  «if  1^  feet  depth  in  the  lake.  Tlie  work  above  water  ninst  be 
rt-^uilr  fmni  sratinns  14-:-t»4  to  IS-utU  to  maintain  it  in  serviceable 
rnntliiiim.  this  ]»ortion  of  tlie  structure  havinjr  been  bailtfroin  twenty- 
two  t < » t w e n t y - fou r  yea r s  ago. 

The  soutli  piir  eomprises  4tH>  feet  of  pile  revetment  and  1,109  feet  of 
i-rib  wi  rk:  the  lake  f>nd  is  i\W  feet  in  advance  of  the  shore  line,  and 
ij-'A}  \Wx  shniewanl  of  tlie  14  iVwt  eurve  to  whieli  the  pier  is  to  be 
exteiidrd  in  order  t4i  nanplete  the  present  approved  project.  The  pres- 
ervation nf  the  entianee  channel  calls  for  this  extension  at  the  earlier 
date  practicable.  It  is  also  essential  that  the  work  above  water  be 
reneweil  in  the  near  future  over  that  p:»rtinn  of  the  pier  built  between 
the  yt;ars  I'^iiS  and  1>72:  this  comprises  a  sect  it  »n  510  feet  long,  extend- 
ing: fr«»m  StatiMU  1-f  3-)  to  Station  (»-l-4ri.  The  stone  tilling  reqnireH  over- 
hauhn-  f:niii  the  shore  line  to  the  outer  end.  and  additional  stone  is 
needid  ai  several  points  to  make  the  wrirk  reasonably  secure. 

In  1  elation  to  the  4'JO  teet  of  pile  revetment  mentioned  at  the  bef^in- 
ninjr  «>f  tlie  fircjiroing:  para^rraph,  I  would  state  that  it  was  built  in 
l.s74-'7"».  by  the  tiovernment.  in  extensi>n  of  the  pier  up  the  river, 
but  Its  site  has  been  occupied  for  many  years  by  Canlield  &  Wheeler 
Lumber  Company:  the  piles  have  nearly  disappeared,  and  have  been 
replace*!  with  slal»s.  presumably  by  the  ci>mpany.  as  the  old  revetment 
crumbled  away  under  its  superincumbent  huids  of  lumber.  It  seems 
]»roi»er  tl.at  ir  >hould  ii<»  h^njxer  Ik*  considered  or  iiicludetl  as  a  part  of  the 
(ii»ve!  iiinr:;t  w<»!k.  and  it  is  therefi>re  proposed  to  ignore  it  in  future 
re]io:t<. 

Tin- 1  ivei-  is  ii«.\v  crossed  by  three  britl^^\s  between  lakes  Miehi^u  ami 
-Mani^ii-e.  rlie  List  ^*l'  wliieli  was  built  by  the  city  t»f  ^lanistee  during  the 
l»asr  y«Mr.  under  ar.ilnnity  -ranteil  by  the  Secretary  of  War,  as  pro- 
vided ill  Seeti.»n  .">  ot'  tin- river  and  harbor  act  approved  July  lo,  ISlfcl. 
The  approval  of  the  location  ami  plan  of  this  briilge  were  prt*dieated 
on  the  iruarantee  of  the  eity  to  cause  thi'tloeks  on  the  south  side  of  the 
riv*M-.  for  a  distance  of  ab«uit  r»(H>  feet  above  and-.")0  feet  below  the  site 
of  thebiiduc.  t«»  be  moved  bai-k  t«)  the  dock  line  cstablisheil  bv  citv 
ordinance:  ilic  city  alM»  auiee*!  to  dretl*rt' a  channel  14.J  feet  in  depth 
tlii«»ni:li  :ln-  >i»m]i  draw  n\'  tlie  l»rid«:e  to  the  river  channel  above  and 
lieli'W.  as  the  diaw  ]>ier  «»f  the  bridjii'  was  locatetl  in  mid-river  therehy 
ob-iwnctiii.u"  tlif  channel  ilrc«l;:e<l  by  the  riovernment  two  years  ago.  * 

Thesi- cnii.iiiions  were  to  In*  executed  by  or  before  July  1,  1804,  but 
the  t  itv  ha^  lailtMl  t  »  fnltill  them. 

lly  an  in>tiMniein  dateil  May  .U,  1S'.):>,  the  Secretary  of  War  author 
i/ed  the  Manistee  ami  Xtuth  l\a stern  IJailroad  Company  to  occupy  thf 
level  nn-i  it  built  by  the  <lovcrnment  on  the  north  side  of  the  river,  Vmui 
st;ition  n  ii»  station  7  — f»n.  Tlie  cnnsi<leration  on  which  this  authority 
wa>  jitennled  was  tlie  ]»i»)mi>e  and  a;:reement  of  the  railroad  <*t>nipsiiiy 
to  n-hiiiM  rlie  n-vetnii'iit.  ami  maintain  ir  in  substantial  repair.  The 
conij  a;]y  is  now  in  fnli  o(eu])ation  of  the  ])remises.  but  thus  far  ha> 
faile«i  ..:.d  icfii>ed  to  make  any  ol'the  stipuhited  repairs. 

Tl.r  i>tiniate  of  funds  needed  for  c<)ni]«leting  the  approved  jiroject  of 
ini]iio.  i-iueiit.  and  for  the  maintenance  and  repairs  of  existing  works 
dniii!::  rlie  year  ending"  dune'io,  1.S!m;.  is  as  follows:  For  extending  south 
l»ier  .».><'  f«M*r,  "^liMJOn:  rebnihlin;^^  lou  linear  feet  of  north  pier  from  water 
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level, $4,000;  rebuilding  516  feet  of  south  pier  from  water  level,  $5,000; 
minor  repairs  of  revetmeut,  $1,000;  dredging,  $4,000;  total,  including 
contingencies,  $01,000. 

The  Liglit-lloiisc  Establislimeiit  maintains  a  sixth-order  light  and  a  steam  fog 
signal  at  the  harbor.  They  were  on  the  south  pier  until  about  a  month  ago,  but  are 
now  on  the  north  jMcr. 

The  harl)or  is  included  in  the  Michigan  collection  district,  Michigan.  The  nearest 
port  of  entry  is  Grand  Haven,  Mich. 

Approprialiona  for  improving  harbor  at  Manistee,  Mich. 


March  2, 1 867 $60,  000 

Julv  1 1, 1870 20, 000 

Marcli  :\  1871 9,  000 

.June  10,1872 10,000 

March  3, 1873 10, 000 

June23,lS74 10,000 

March3, 187r> 25,000 

August  14,1876 14,000 

Juno  18,1878 15,000 

March  3, 1879 10,000 


June  4, 1880 $10,000 

March  3, 1881 10,000 

August  2, 1882 15,000 

July  5, 1884 10,000 

Augusts,  1886 10,000 

Auorustll,  1888 10,000 

September  19,1890 50.000 

July  13, 1892 50,000 

Total 348,000 


Original  estimated  cost  of  works,  1866,  as  amended  in  1871, 1875,  and  1890, 

and  1892 -. $408,000.00 

Whole  amount  appropriated  from  1866  to  and  including  act  of  July  13, 
1892 348,000.00 

Whole  amount  expended  to  June  30,  1894 345,665.08 

Money  statement. 

July  1,  1893,  balance  unexpended $45,889.85 

.June  .'>0, 1894,  amount  expended  during  iiscal  year 43,  554.  93 

Jnlv  1,  1891.  balance  unex])ended 2,334.92 

.J uly  1, 1894,  outstanding  liabilities 127.  61 

July  1,  1S94,  balance  available 2,207.31 


(  Amount  that  can  be  profitably  expended  in  fiscal yearendingJune30, 1896    61,000.00 
■  Submitted  in  coinidiauce  with  requireuients  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL   STATISTICS,    MANISTEE   HARBOR,    MICniGAN. 

EntranvcH  and  clearances. 


Year. 

Fisrnl  vcar — 

1 8M 

1H>I5 

1  sSO / 

1  ^-'7 

1 SSS 

('.:lt'ini.if  yrar  — 

I SS,-^  /. 

18s  t 

l<:n 

IS'.tl  

1  S'.t'J 

is'.i ; 


Kunibor. 


Revenue   ■  it^«„„«_« 
e.)llected.  ,  ^«°°ag^- 


3,609  I  $3,181.19 
3,560  I  1.143.29 
3,352  634.26 

3,412  '■■ 

3,459    

I 

3,595    

3,524    

3,091    

3,617    

4,044  ' 

2,831    


991,872 
889, 879 

966,221 
945.329 
975, 049 
1,  07U,  818 
1, 028,  629 
959,  550 
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Receipts  and  shipments  by  vessel,  1893, 
[Compiled  from  statement  furnished  by  the  collector  of  customs,  Manistee,  Mich.] 


Articles. 


Quantity. 


RECEIVED. 

Brick number. . ' 

Coal 

Flour barrels. . 

(rraiu bushels..; 

Ilay  and  feed \ 

Lcat'.ier 

Linio  and  cement ! 

Live  .stock Iieads. 

Merchandise,  jtjeneral 


Total. 


315,  OOO 


47, 409 
519, 470 


167 


Tons. 


788 

1,140 

4,741 

14, 285 

2,300 

30 

88G 

89 

26, 137 


50,  396 


Articles. 


SHIPPED. 

Cedar  posts number. . 

Fish 

Lath M.. 

Lime  and  cement,  barrels.. 

Lumber M  feet.  It.  M. . 

Merchandise,  general 

Potatoes bu  shels . . 

Salt barrels.. 

Shingles M . . 

Slabs cords . . 

Ties number.. 

Tan  bark cords . . 


Quantity. 


Total. 


31, 175 


7.351 

1,000 

390,766 


89,287 

1.375,677 

110, 430 

2,986 

30,000 

7,337 


Tons. 


624 

508 

2,206 

105 

683,841 

3,231 

2,079 

102.505 

13,804 

8.020 

2,700 

7,337 


917,730 


L  L  13- 

IMPROVEMENT  OF  HARBOR  OF  REFUGE  AT  PORTAGE  LAKE,  MICHIGAN. 

The  river  and  harbor  act  of  June  18,  1878,  directed  that  a  survey  be 
made  at  tliis  place  *'with  a  view  to  its  adaptability  as  a  harbor  of 
refuge,"  and  called  for  an  estimate  of  cost  of  such  harbor. 

The  conditions  then  existing  were  a  dangerous  coast  line  extending 
175  miles  from  Grand  Haven  to  Traverse  Bay,  Michigan,  with  no  inter- 
mediate harbor  into  which  vessels  might  safely  attempt  an  entrance  for 
shelter  from  the  frequently  recurring  and  disastrous  Lake  Michigan 
gales.  Under  these  conditions  a  record  of  shipwreck  and  life  loss  had 
been  made  that  clearly  established  the  great  necessity  for  increased 
security  to  lake  commerce  and  travel  in  this  locality,  and  the  (]uestion 
was  ])resented  as  to  the  adaptability  of  Portage  Lake  to  this  purpose; 
the  survey  thereupon  made  answered  the  question,  and  showed  tliat 
the  site  ottered  peculiar  advantages.  The  lake  was  found  to  include 
an  area  of  nearly  4  scpiare  miles  where  the  water  was  from  4  to  7 
fathoms  deei);  it  was  landlocked,  save  where  connected  with  Lake 
Michigan  by  an  artificial  ditch,  in  which  the  water  was  only  4  feet  deep 
at  the  time  of  survey;  yet  the  barrier  separating  the  waters  of  the  lakes 
was  only  30  rods  wide  at  its  narrowest  part,  and  its  distance  between 
18fo(>t  de])tlis  in  the  two  was  only  2,(K)(>  feet.  The  i)roject  then  pre- 
sented, with  every  confidence  that  the  needed  harbor  of  refuge  might 
soon  be  an  accomi)lisli(d  fact,  was  to  dredge  a  channel  18  feet  deep 
from  lake  to  lake  and  protect  it  between  parallel  jhcis  and  revetments 
300  i'vt't  apart;  its  estimated  cost  was  JS18y,8(»0,  and,  small  as  the 
amount  was,  it  would  undoubtedly  have  been  found  ample  if  apx>ro- 
priations  at  all  adequate  to  any  reasonable  degree  of  progress  had  been 
l)iovi(led  for  doing  the  work.  But  the  lirst  (Uie  made  by  the  act  of 
March  3,  1870,  was  only  J?  10,000,  and  with  this  paltry  sum  the  work  of 
making  the  much-needed  harb(n' of  refuge  was  inaugurated;  but  the 
officer  in  charge  plainly  rei)orted  that  it  could  never  be  accomplished 
with  such  utterly  inade<iuate  appropriations,  and  urged  that  the  next 
succeeding  one  be  not  less  than  h100,000.  Only  one-tenth  of  that  sum 
was  appropriated,  and  so  it  continued  with  mere  pittances 'compared 
WMth  what  was  requisite,  the  work  dragging  along  from  year  to  year 
without  substantial  advance  toward  the  desired  end.    To  go  further 
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into  the  history  of  operations  would  be  only  to  repeat  the  story  told  in 
each  report  from  the  beginning,  the  sum  total  of  which  is  that  $100,000 
has  been  exx)en(led  in  driblets,  and  that  all  there  is  to  show  for  it  are 
2,570  feet  of  pier  work  and  revetment,  most  all  of  which  is  in  a  con- 
dition of  wreck  and  ruin,  covering  a-channelway370  feet  wide,  through 
which  a  dei)th  of  only  from  5  to  7  feet  can  be  kept,  except  by  (constant 
dredging. 

No  work  was  done  during  the  3  ear  just  ended  until  Aj^ril  28, 1894, 
when,  responding  to  appeals  for  relief  to  the  little  local  commerce  that 
seeks  the  harbor,  the  United  States  dredge  ^Sar/ in  aw  commenced  dredg- 
ing at  the  entrance  where  the  available  depth  was  only  5^  feet.  Work 
was  continued  until  May  20,  when  a  channel  40  feet  wide  and  15  feet 
deep  had  been  dredged  between  the  ])iers,  the  amount  of  excavation 
being  24,870  cubic  yards.  An  inspection  of  the* harbor  made  a  month 
later,  June  9,  showed  that  the  newly  dredged  channel  had"  already 
shoaled  to  11  feet. 

The  zero  of  the  water  gauge  at  the  harbor  has  been  lowered  0.09 
feet  in  compliance  with  instructions  from  the  Chief  of  Engineers, dated 
December  4,  1893,  so  as  to  i)lace  its  zero  3.06  feet  below  high  water  of 
1838,  the  new  plane  of  reference  established  for  harbors  on  Lakes  Mich- 
igan and  Huron. 

It  must  be  evident  to  anybody  who  examines  into  the  history  and 
conditions  of  this  work  that  a  radical  change  from  the  course  thus  far 
pursued  is  mandatory,  if  any  useful  purpose  is  to  be  accomplished  and 
further  waste  of  money  avoided.  In  considering  this  matter  it  is  impor- 
tant to  recognize  the  fact  that  the  local  commerce  is  utterly  insignificant. 
Ko  record  is  accessible  to  show  just  what  it  is,  all  requests  concerning 
it  remain  unanswered,  and  those  interested  in  it  realize  and  admit  that 
no  exhibit  can  be  made  that  would  justify  expenditures  by  the  Govern- 
ment lor  imjiroving  the  harbor  on  account  of  it.  It  follows  from  this 
that  there  can  be  no  suflicient  reason  for  further  expenditure  at  this 
])lace  unless  it  l)e  in  the  nc^cessity  for  a  harbor  of  refuge. 

The,  existence  of  such  condition  was  fully  admitted  sixteen  years  ago, 
and  certjiinly  it  is  no  less  so  now  than  then,  not  only  because  of  the 
increase  in  general  lake  commerce,  but  the  commercial  iniportance  of 
neighboring  harbors  has  grown  in  the  same  or  greater  proportion,  and 
the  vessels  fieiinenting  them  are  of  vastly  greater  tonnage  and  value. 
These  harbors  were  not  designed  as  places  of  refuge,  and  when  shelter 
is  needed  they  can  be  entered  only  with  the  risk  of  disaster  on  account 
of  tlie  limited  width  of  opening  between  piers. 

It  would  tlierefore  appear  that  whileaharbor  of  refuge  at  Portage  Lake 
is  highly  desirable  for  the  security  of  general  commerce  on  Lake  Michi- 
gan, it  would  be  of  s])ecial  moment  to  that  of  neighboring  harbors  such 
as  Fraiikfort,  Manistee,  and  Ludington,  with  their  railway  terminals 
and  connecting  Avater  lines. 

The  estimate  submitted  for  1896  is  substantially  the  same  as  that 
contained  in  the  last  annual  report,  and  the  appropriation  of  t lie  full 
amount  is  urgently  recommended  if  any  real  effort  is  to  be  made  to 
secure  a  harbor  (d*  refuge  at  this  jdace.  If  this  is  not  done  the  work  had 
better  be  abandoned,  ibr  no  effective  advance  in  that  direction  can  be 
made  with  a  sum  materially  less,  and  there  appears  to  be  no  reason  for 
further  a[)i)ropriations  by  the  Government  with  any  other  object  in 
view.  The  estimate  is  as  follows:  GOO  feet  new  crib  work  for  extend- 
ing the  ])iers,  $(K),0()0;  rebuilding  1,240  linear  feet  of  old  north  pier  and 
revetment,  >'3S,000;  sheet  piling  and  refilling  south  pier  and  revetments, 
$6,000;  dredging,  $10,000^  making,  with  contingencies,  $125,000. 
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There  is  a  fourth-or<lor  light  near  1  he  cn<l  of  the  north  i»ior,  luaintainecl  by  the 
Light-House  Kstahlishnicnt. 

The  hrirbor  is  iucludcd  in  the  Michigan  collection  district;  the  nearest  port  of 
entry  is  (irand  Haven,  Midi. 

Approi>r'u(t'toufi  for  harbor  of  rvfngc  at  Portatjc  Lakvy  Michigan, 

March  3.1879 $10,  (MX)     August  5.  1886 $15,000 

June  14, 1880 10,000     August  11,1888 10,000 

MarchJJ,  1881 10,000  i  Hepteniher  10,  18iH) 8,000 

August2,1882 25,000  1  

July  5, 1881 12,500  Totnl 100,500 

Oriuinal  estinnitcd  cost  of  work,  1870,  as  amended  in  1890  $267, 500. 00 

Whoit)  amount  npproi)riated  from  1879  to  and  including  act  of  Sej»teui- 

l>cr  19,  18J)0 '. 100,500.00 

Whole  amount  expended  to  June  30,  1891 98,  320. 13 

Money  siatvmcnt. 

July  1, 1893,  balance  unexpended $3,  885. 39 

Juiie  30,  189 1,  amount  exj)ended  <luring  fiscal  year 1,  705. 52 

July  1, 1891,  balance  unexpended 2,179.87 

July  1,  1891.  outstanding  liabilities 105.27 

July  1,  18;M,  balance  available '. 2, 074.  GO 


{Amount  (estimaied)  requn-ed  for  comjjletion  of  existing  project 167,000.00 
Amount  t  hat  «-aii  be  profitably  expen<led  in  tiscal  year  ending  J  une30, 18iH>  125,000.00 
tSubmitted  in  comi)liance  with  re<[uirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


L  L  14. 

IMrUOVEMKXT  OF  FRANKFORT  HARBOR,  MICHIGAN. 

The  liiirbor  works  at  this  place  comprise  a  dred^aul  clianijel,  with  lat- 
eral revetments  of  pile  work,  and  crib  piers  in  extension  thereof,  whereby 
entranee  from  Lake  Miehif^an  is  had  to  the  inhunl  lake,  Aux  Bees 
Seies  (Frankfort),  which  eonstitutes  the  harbor.  These  works  were 
be^uii  by  tlie  (lovernmeut  with  the  appropriation  of  8SS,.>41  made  by 
the  river  and  harbor  aet  of  June  -.'5,  18()G,  but  before  that  time  local 
enterprise  had  improved  an  outlet  from  the  interior  lake  750  feet  north 
of  the  ])resent  entrance  and  i>rotected  it  by  slab  ])iers,  80  feet  apart, 
extendinj^  (UK)  feet  into  Lake  Michigan,  thereby  providing  a  channel 
from  ^  to  4  feet  deej)  between  the  two  lakes.  The  (lovernment  project 
l)rovi(le<l  for  a  (rhanmd  liJ  fe(»t  deep  and  -oO  feet  wide,  at  an  estimated 
cost  of  8M(),MK).  The  nec(\^sity  for  subseriuent  pier  extension,  to  keep 
pace  with  tlM>  accumulation  of  sand  where  these  structures  are  erected, 
and  the  cost  of  n»pairs  and  periodical  dredging,  have  caused  this  esti- 
mate to  be  revise(l  and  iinneased  from  time  to  time,  until  the  revision 
of  I8O1*,  in  ac<M)rdance  with  which  operations  are  now  being  carried 
out,  phiced  the  total  cost  of  work  done  and  pro])osed  at  J?'525,(>.VJ.85, 

No  ])r()grcss  toward  completing  the  ])roJect  was  made  during  the 
past  year,  because  tlieiu*  was  too  little  money  avaihdde  to  adnnt  of 
any  ])icr  extension,  and  all  that  could  be  done  was  to  make  the  neces- 
sary rei)airs  of  old  structures  and  maintain  the  refpiisite  channel 
between  i)iers  by  dredging,  and  also  by  placing  sheet  piling  and  sand 
fences  to  pr(»veiit  sand  in  rear  of  the  piers  from  getting  into  the  chan- 
nel. For  this  purpose  32.">  linear  feet  of  double  sheet  ])iliiig  were  driven 
along  the  rear  of  the  north  revetment,  making  it  sand  tight;  the  old 
sand  fences  on  the  north  beach  were  repaired,  and  305  linear  feet  of  now 
sand  fences,  5  feet  high,  were  built. 
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The  repair  work  on  piers  comprised  removing  the  old  superstructure 
of  north  revetment  for  a  length  of  64  feet,  sawing  off  piles  at  water 
surface,  and  building  new  superstructure  five  courses  hi^h;  about  300 
linear  feet  of  rotten  timbers  were  removed  from  the  piers  and  replaced 
by  new  ones;  for  protecting  the  east  end  of  revetment  from  damage 
by  tlio  large  lake-ferry  steamers,  operated  in  connection  with  the 
Toledo,  Ann  Arbor  and  North  Michigan  llailway,  a  cluster  of  five  yules 
was  driven  at  the  inner  end  of  both  piers;  plank  walks  3  feet  wide 
were  laid  on  both  piers,  that  on  the  north  being  000  feet  long,  and  on 
the  south  1,117  feet.  A  large  amount  of  drift  that  had  accumulated  in 
the  uncovered  south  pier  was  removed. 

l>etween  August  30  and  September  11  the  United  States  dredge 
Safiinaw  excavated  G,933  cubic  yards,  for  imi)roving  the  channel 
between  piers  and  through  a  shoal  that  overlaps  the  north  and  reaches 
nearly  to  the  south  pier.  The  gales  of  early  October  caused  very  con- 
siderable deposits  of  sand  on  this  shoal,  reducing  the  depth  of  wati»r 
to  S.3  feet  at  one  point  to  10  feet  about  midway  between  piers,  and 
obliterating  tlie  newly-dredged  channel.  The  large  car  ferryboats 
could  no  longer  pass  the  shoal  until  they  had  scoured  a  new  cliannel 
through  it  with  their  propeller  wheels,  and  in  connection  with  this 
work  they  managed  to  do  considerable  damage  to  the  harbor  piers. 

The  condition  of  the  harbor  June  30,  1894,  was  as  follows: 

Tlie  north  pier  and  revetment  had  a  total  length  of  1,098  feet,  of 
which  390  feet  is  pile  revetment  and  702  feet  crib  work,  the  outer  end  of 
which  is  only  428  feet  beyond  shore  line.  The  south  pier's  total  length 
is  1,;)37  feet,  187  being  pile  revetment  and  1,150  crib  work,  the  outer 
end  of  which  is  8()7  leet  beyond  the  shore  line.  The  width  of  cliannel- 
way  between  ])icrs  is  200  feet.  The  piers  are  in  fair  condition,  but 
some  considerable  stone  is  recpiired  to  fill  them  as  they  should  be  for 
their  ]neservation,  and  i^arts  of  the  old  superstructure  need  quite 
extensive  roi)airs.  The  available  depth  of  channel  through  shoal  at 
entrance  was  1.")  feet,  but  it  is  lialde  to  be  obliterated  by  the  first  hard 
storm  that  visits  this  locality.  The  navigable  depth  inside  of  this  shoal 
is  IC)  feet  until  Frankfort  Lake  is  reached,  where  there  is  plenty  of  water 
at  all  times. 

It  is  important  that  the  piers  be  extended  in  accordance  with  the 
present  api^oved  project,  as  it  is  impossible  to  nmintain  a  12-foot  chan- 
nel at  the  entrance  as  matters  are  now. 

The  estimate  for  189G  is  as  follows:  Four  hundred  linear  feet  of  crib 
work  for  extending  piers,  $40,000;  sheet  piling,  repairing  and  refilling 
piers,  '95,000;  dredging  and  contingencies,  $0,000;  total,  $51,000. 

A  sixtli-ordcr  li;iht  is  inaiutained  by  tho  Light-Hoiiso  Establishment  near  the  west 
end  of  the  south  j)ior,  and  tho  Life-Saving  Service  has  a  station  at  its  east  end. 

'\\w  liarhor  is  in  the  coUection  district  of  Michigan,  and  tho  nearest  port  of  entry 
is  (irand  Haven,  Mich. 


Jjjpropriafions  for  improving  liarhor  at  Frankfortj  Mich, 

Anx  Hers  Scies : 

.Iune2:^,  1SG(; $88,541.00 

Marcli  IMSG? 10,  COO.  00 

.lulv  li5.  18HS 10,000.00 

April  10.  ISO!) 29,318.85 

.July  11,  iSTO 10,000.00 

IMarrh  :i,  ISTl 10,  000. 00 

Frankfort.  Mich. : 

.Iiiiie  10,  1872 10,000.00 

Marcli  :i  IHTA 10,000.00 

June  23, 1874 10,000.00 

March  ;;,  1875 10,000.00 

AujUMist  14,1876 3,000.00 


Frankfort,  Mich. — Continned. 

June  18,1878 $8,800.00 

March  3, 1879 4,000.00 

June  14,1880 5,000.00 

March  3, 1881 10, 000. 00 

August  2, 1882 15, 000. 00 

July  5, 1884.. 5,000.00 

August  5, 1886 7,  000. 00 

August  11,1888 8,000.00 

September  19, 1890 10, 000. 00 

July  13,1892 10,000.00 


Total 283,659.85 
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Original  estimated  cost  of  the  work  in  1866,  amended  in  1868. 1879,  and 

1892 $325,859.85 

Whole  amount  appropriated  to  J  une  30, 1894 283,659.85 

Amount  covered  into  Treasury,  Report  1871,  p.  133 1 5, 721. 50 

Whole  amount  expended  to  June  30, 1894 273,909.83 

Money  statement, 

July  1, 1893,  balance  unexpended $7, 831. 13 

June  30, 1894,  amount  expended  during  liscal  year 3, 802. 61 

July  1,  1894,  balance  unexi»ended 4, 028. 52 

July  1, 18J)4,  outstanding  liabilities 420.77 

July  1, 1894,  balance  available 3,607.75 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  J  nne  30, 1896    51, 000. 00 
8ubniitte<l  in  complfanc*'  with  re([uirements  of  sections  2  of  river  and 
h:irbur  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL   STATISTICS,    FIIAXKFORT   HARBOR,    MICHIGAN. 

Entrances  and  clearances. 


Year. 


I^f"'"""-!  iiESl.  jTonnmg.. 


.I._ 


Fim^al  year : 

1884 

1885 

1886,  1887.  1888* 
Calt'iular  year: 

1888  . '. 

l?^80    


I 


488  $404.70 


2G1 


75.66 


1,342  :. 


210,376 


181)0 
1891 
18i>2 
189:{ 


443 

1,541 

»10 

988 


27,140 
258,  »08 
167, 777 
278, 709 


Not  stated. 


Ihreipts  and  8hi2)mvnts  hy  ressil,  ISDC 


(ConipiliMl  from  statcnientH  furnished  by  the  eoHei-tor  of  euHtoiaa:  W.  IT.  Cliamlx^ri*,  villaeo  prttsulout; 
ami  II.  W.  Ashley,  ;:eiieral  manager  Toledo,  Ann  Arbor  a'ld  North  Michigan  Uailroad.] 


Artich's. 


(Quantity.       Tons. 


I 


KKCKIVi;!). 

Coal 

Fish Sarnls..  1.207 

Flour do 4"n,  7.')5 

Fruit.  misi-ellani'ou.A ' 

lirnin  

Hay  and  f»'ed   

Liuu!  and  «'enu*nt 

Live  stock 

Lumber feet.  »'..  M..      G,808,  57^ 

Merchandise.  ;i<'neral 

IkliHeellaneous : 

Stone cords . . '  1 00 


«,  (595 

HIO 

42.312 

::o 

8.  mi 


Arlielos. 


smip:»ki)— continued. 

Coal 

Fish 

Fruit,  miscellaneous. . . 

Iron  and  ore 

Lime,  cement,  and  brick. 


Total 

SIIIIM'KI). 
Ce«ls>r  posts number. . 


•I.  KM) 


j^.j  ., 


Total. 


Quantity.  '     TonM. 


4,326  j!   L»imber....M  feet,  IJ.  M..; 
Gl) 
33 
11,915 
190 


I  Machiuer\ 

Merchandise,  ;;eueral 

'   Mineral   water,  bottles.    . 

Mis«"(llaneous 

17.  ir»l)  I    I'otatoes 

G2.'»       Salt barrels.. 

' Shingles M. . 

92,  208       Slabs c(»r<ls. . 

-. — r r —  .    Tan  bark do 

ii  Wood do 


38,780 

ioo.ioo 


15,  508 
2,300 
9,543 
5,3:{9 
4.254 


19,456 

209 

lt4 

75 

1.789 

67,865 

330 

4.406 

100 

10.863 

349 

2,171 

288 

25. 552 

5.339 

6.786 


1 15,  804 


In  additi<»n  to  classilied  t<»nua;jc.  -be  <-ar  ferries  betwei-n   Frankfort,  Mich., and  Kcwauneo.  "Wis., 
;urrie<l  7,7G9  freight  <'ars.  average  '  -.•'.;;ht,  27,000  pounds,  making  104,881  tons. 
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L  L  15. 

IMPROVEMENT  OF  CHARLEVOIX  HARBOR,  MICHIGAN. 

Tbc  present  commercial  harbor  at  this  place  has  been  made  by  estab- 
lishing a  navigable  channel  from  Lake  Michigan  to  Round  Lake.  The 
natural  outlet  irom  the  latter  before  any  improvement  was  a  narrow 
stream  about  one  third  of  a  mile  long  through  which  boats  drawing  2 
or  3  feet  might  pass;  local  enterprise,  aided  by  State  land  grant, 
improved  these  conditions  by  dredging  the  river  to  a  depth  of  11  feet 
and  building  short  piers  at  its  outlet  into  Lake  Michigan,  thereby 
obtaining  an  available  depth  at  entrance  of  about  6  feet.  At  this  point 
the  work  of  improvement  by  the  General  Government  was  inaugurated 
with  an  appropriaticm  of  $10,000  in  the  river  and  harbor  act  of  August 
14,  187G.  The  i)roject  of  imi)rovement,  submitted  October  30,  1875, 
was  the  basis  of  operations,  and  the  estimated  cost  of  its  completion 
was  $186,000.  It  provided  for  dredging  a  straight  channel  12  feet  deep 
through  Tine  River,  protecting  its  sides  by  pile  revetments,  and  its 
entrance  by  crib  i)iers  extending  to  12  feet  of  water  in  Lake  Michigan, 
with  a  channel  way  150  wide  between  tliem.  In  1882  this  project  was 
extended  to  provide  a  revetted  channel  12  feet  deep  from  Round  Lake 
to  Pine  Lake,  distant  only  about  375  feet,  thereby  opening  this  large 
bodv  of  water  to  commerce. 

The  harbor  W(nks  in  existence  June  30,  1893,  comprised  771  feet  of 
crib  work  in  north  pier,  with  953  feet  of  plank  beam  revetment  extend- 
ing from  its  shore  end  to  near  Round  Lake,  491  feet  of  crib  work  in 
south  pier,  and  1,538  feet  plank  beam  revetment  from  the  pier  to  Round 
Lake;  the  width  ot*  cliannel  is  150  feet  between  piers  and  narrows  to 
100  feet  as  Roun<l  Lake  is  ai)pr()ached.  The  channel  connecting  Round 
and  Pine  lakes  is  S3  feet  wide  between  revetments,  the  length  of  the 
latter  being  339  feet  on  the  north  and  3GG  feet  on  the  south  side. 
The  available  dej)ths  of  water  at  that  time  were  13  feet  from  Lake 
Michigan  to  Round  Lake,  and  12^  feet  from  the  latter  to  Pine  Lake. 

Ol)erations  during  the  past  year  were  limited  to  repairs  at  piers  and 
revetments,  placing  decking  on  south  revetment  of  upper  channel  into 
Pine  Lake,  and  dredging.  The  principal  item  of  repairs  was  the  sub- 
stantial rebuildingof  400  linear  feet  of  the  south  revetment,  lower  chan- 
nel. The  i)iling  of  this  section  had  yielded  to  pressure,  and  was  in  dan- 
ger of  failing  completely  at  any  moment.  The  conditions  were  such  that 
niosl  of  the  old  {>iling  had  to  be  pulled  out,  new  piles  driven  and  sur- 
mounted by  a  new  superstructure  lour  courses  high  of  12^  by  12  inch 
timbers.  The  new  revetment  is  a  substantial  structure  of  piling  pene- 
trating the  liver  bed  from  12  to  15  feet,  backed  by  a  double  row  of  sand- 
tight  sheet  piling,  all  connected  by  iron  tie-rods  and  wooden  ties  to  a 
rear  row  of  anchor  jjiles.  The  work  was  done  by  contract,  at  a  cost  of' 
84,304.52,  including  everything  required  for  removing  the  old  structure. 
Other  minor  repairs  consisted  in  removing  rotten  timbers  at  scattering 
Xjoints  along  the  old  revetment  and  piers  and  replacing  them  by  new 
ones,  closing  openings  in  piers  below  water  so  as  to  prevent  stone  fill- 
ing from  jKjssing  out,  and  overhauling  the  filling  so  as  to  equalize  it, 
and  adding  03  cords  of  bowlders  picked  from  the  lake  shore  to  supply 
deiicieiuies.  Soundings  made  in  A])ril  last  showed  a  reduction  in  chan- 
nel dei)ths  to  lU  feet  in  some  places,  and  the  United  States  dredge 
tSa(jin(nc  was  there  to  restore  the  requisite  navigable  conditions 5  work- 
ing from  June  2  to  June  22,  a  channel  by  which  vessels  drawing  13 feet 
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can  pass  iVoiii  Lake  Michigan  to  Tine  Lake  was  obtained,  the  amount 
dredged  bein*;- 16,945  cubic  yards. 

Such  was  the  navigable  condition  of  the  harbor  June  30,  1894.  The 
extent  of  piers  and  revetments  remained  at  that  date  the  same  as 
stated  elsewhere  in  this  report  for  Juno  .'50,  1893. 

The  a p])ri>ve<l  project  calls  i'or  a  channel  12  feet  deep,  and  this  requires 
that  the  ])i(»rs  shall  extend  to  at  least  that  depth  in  Lake  MicUigau ; 
the  north  pier  fultills  that  condition,  but  the  south  pier  must  be  pro- 
h>ng"cd  2(H)  feet  to  do  so,  and  it  should  be  done  as  soon  as  possible. 
Another  matter  calling  for  action  at  the  earliest  opportunity  is  the 
reconstruction  of  HOG  feet  of  the  north  pier,  commencing  at  the  shore 
end,  being  that  portion  built  on  the  okl  crib  structures  erected  by  the 
local  authorities;  it  is  constantly  being  undermined,  and  has  settled  so 
irregularly  that  the  old  timber  work  is  tearing  apart  to  such  au  extent 
that  a  comi)lcte  breach  of  the  pier  may  be  looked  for  with  every  recur- 
ring northerly  gale.  Safety  and  economy  require  that  further  attempts 
to  maintain  it  by  constant  repair  bo  abandoned  as  soon  as  an  appro- 
I)riation  for  its  removal  and  reconstruction  can  be  obtained.  The  old 
])lank  bciim  revetment  of  the  lower  channel  to  Kouud  Lake  is  rapidly 
deteriorating,  and  will  reriuire  many  scattering  repairs  until  it  can  be 
renuxleled  and  entirely  rebuilt  above  water,  as  was  done  for  the  400 
feet  belbre  referred  to  in  this  report.  The  total  remaining  length 
re(piiring  this  treatment  is  2,109  i'eei.  Provision  must  be  made  for 
l)eriodical  dredging  to  maintain  the  requisite  navigable  depth. 

The  estimate  for  189(5  is  therefore  as  follows:  200  linear  feet  new 
crib  work  for  extending  south  ])ier  to  12-foot  curve,  $20,000 ;  removing 
500  linear  feet  of  old  north  ])ier  crib  work,  and  rebuilding  it,  $22,500; 
minor  repairs  of  piers  and  revetnu^nts  and  dredging,  $6,000;  making, 
with  10  per  cent,  apjiroximately,  for  contingencies,  a  total  of  $53,000. 

Tlu'  work  is  in  tlu'  collection  distriit  of  Miiliii^an,  tlio  nearest  i>ort  of  entry  luiing 
Grand  Haven,  Mi<'h. 

'I'lic  Lii^lit-Il<)ns«^  I'stablislnncni  maintain  a  lirth-ortler  li<?lit  near  tbo  e.ud  of  tho 
north  i)i«'r. 

ijtyn>jn'i(tii<nis  for  h)i})nn''nif/  harbor  at  Charlcrois,  Mivh. 


An^nsl  II.  1S7<; $10,000 

.Jnnc  IS.  1S7S 12,  (.HK) 

Mar<li  :^  ISTJJ J),  (KK) 


Anjrust  5,  188() $10,000 

An^nst  1 1 ,  18S8 12,  500 

Sejiteniher  IJ),  1890 9,  000 


Amu-  II.  1SM> 10,000      Jnly  13,1892 10,000 

March  :;,  ISM 10,000  

Anj^nist  2.  1SS2 10.  O(M)  :  Total 112,500 

.Inlv  .•>,  ISKl   10,  (MX)  ; 

Orii^inal  estimated  cost  of  work,  iH(;8,  amended  in  1870  and  1884 $180,(^)0.00 

Wiiolc  amoniit  apj>ro]»riatcd  from  1S()8  to  and  inclndin^  act  of  July  13, 

l'^92 :....     112,500.00 

AVhole  amount  (expended  to  .hme  oO,  1S1)4 108,  71)1.  43 

Money  stdtvmcnt, 

July  1,  180:i,  hjilancc  unexpcniled $10,432.09 

June  y>0,  1S«M,  amount  cx])endcd  during  lis<'al  year G,  723.  52 

July  1.  lS<»i,  halan<"c  unexpended 3,  708.  ,57 

July  1.  IXHI.  nntstan<lin<4:  liahilitit^s 808.47 


Jnly  1,  1S!M,  ha  lance  availahle 2,840. 10 


f 


Amonni  (estimated)  re<|uircd  for  comjiletion  of  existin;;:  project 73,500.00 

Amonnl  that  can  hcprotitahly  exiiended  in  liscal  year endiu^  Juno IW,  1890     53,  OOo!  00 
Snhmittc<l  in  com]>li;inc(^  with  requirenu'uts  of  sections  2  of  river  an<l 
harhor  acts  of  1800  and  18()7  and  of  sundry  civil  act  of  March  3, 1893. 
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COMMKIICIAL    STATISTICS,    CIIARLKVOIX    IIAKIJOIJ,    MICHIGAN' 

Entraucea  and  clearanren. 


Y«t'.r. 


Fiscal  year: 

1884 

1885 

188« 

1887 

Calendar  year; 

1888  .'..... 

18S9 

18'.W 

1891 

1892 

1893 


Xuinl>cr. 


Revenno 
cuUuctod. 


772 
599 
674 
753 

526 
473  I 
532  1 
534 
537  I 
820  ! 


$355.  46 
779.  53 
390.46 


Tonnaire. 


151,360 
02,306 


75,224 

79,  <U3 

79.966 

144, 976 


JU'cciptff  and  Hhipmenis  hy  vessel,  180 J. 

m 

[Coiui)ihMl  froai  statoauint  fiiruishetl  by  the  collector  and  deputy  collector  of  euHtoma.] 


Arti<U>s. 


Quantity 


RKrEIVEI). 

Beer bn  rrels . 

Coal 


500 


Flour barrelH..i 

Fidliiu^  supplies 

(JJrain bushels..! 

Hay  and  feed 

1  roil  and  ore 

Kerosene barrels. 

Live  stock heads. . 

Tklcrcliandise 

M  iserlhuu'ous 

Salt barrels. . 


300 
i6i,"726 


1,600 
50 


315 


Total 

SIIIPI  EI). 

Apphs barrels. . 

Bark <()nls. . 

Brirks M.. 

Fish 


91 

9,761 

30 

•10 

2,797 

255 

4 

400 

25 

18,  000 

384 

44 

31,  831 


SHIPPED— continued. 


2.  000 

18,  000 

CO 


200 

18,000 

150 

400 


Fishing  supplies 

Flour barrels . . 

(rrain bushels . . 

Hay  and  feed 

Iron  and  ore 

Lath M . . 

LiuK^ barrels . . 

Lumber M.  feet,  i>.  M . . 

Mattresses number.. 

Merehnuiliso      («:eneral), 

|)ackag«;s 

Miscellaneous 

Pig  iron 

Posts number. . 

Potatoes bushels.. 

Shingles M.. 

Ties M.. 

Wood  and  slabs cords. . 


2,500 
10,000 


640 

2,000 
27, 126 
10,400 

0,700 


195,  000 

12.500 

5,  250 

246 

14. 138 


34 
250 
280 
550 
610 
200 
220 
47, 475 
208 

335 

150 

25,000 

3,900 

375 

656 

22.140 

28,  276 


Total 


149^409 


L  L  i6. 


IMPROVEMENT  OF  PETOSKEY  HARBOR,  MICHIGAN. 

Two  appropiiiitioiLS,  aggregating  835,000,  Lave  been  made  for  improv- 
ing til  is  iiarbor,  and  two  plans  of  improvement  have  been  presented, 
but  the  (inostion  as  to  which  will  finally  be  adopted  remains  to  be 
determined  by  Congress.  The  status  is  fully  set  forth  in  the  last 
animal  iei)()rt,  and  its  repetition  is  believed  to  be  unnecessary  in  this 
one. 

The  cfyst  of  the  smaller  project  is  estimated  at  $70,000;  that  of  the 
larger  8170,000. 

It  is  imi)ossible  to  submit  an  estimate  for  189G  until  action  on  the 
ri\  er  and  harbor  bill  now  pending  in  Congress  shall  have  been  taken, 
because  tlie  ])rqject  to  be  followed  and  the  sum  available  for  its  prose- 
cution are  dependent  upon  that  action.  But  a  duo  regard  for  economy 
of  coustructioii  and  the  local  interests  at  stake  would  urge  that  the 
ai)i)ropriation  for  1896  be  sufficient,  when  taken  in  connection  with 
previous  appropriations,  to  complete  the  work.     If  the  larger  project 
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be  adopted,  the  appropriation  should  therefore  be  $135,000,  less  the 
amount  tliat  may  be  appropriated  in  the  meantime. 

The  L arbor  is  in  the  collection  diHtrict  of  Micliiguu;  the  nearest  port  of  entry 
beiii^  Granil  Haven,  Mich. 
The  nearest  light-honse  is  at  Harbor  Point,  t  miles  distant. 

Appropriations  for  improving  harbor  at  Petoskey,  Mich, 

September  19,  1890.. $15,0(10.00 

July  13, 1892 20,000.00 

Total 35,000.00 

Original  estimated  cost  of  landing  pier  project 70,  000. 00 

Original  estimated  cost  of  breakwater  project 170,000.00 

Total  expenditures  to  June  30,  1894 223.22 

Money  statement 

July  1 ,  1893,  balance  unexpendc^d $34,  780. 80 

June  30, 18!M,  amount  expended  during  tiscal  year 4. 02 

July  1 ,  1894,  balance  unexpended 34,  776.  78 

(  Amount  that  can  bei>rofitably  expended  in  fiscal  yeareuding  June  30, 1896  135,  000. 00 
<.  Submitted  in  comi)liance  with  requirements  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMEKCIAL   STATISTICS,    PKTOSKKY    HAKIIOK,    MICHIGAN. 

Entrances  and  claaranccs. 


Year. 


;  Number. 


Calriular  v«'nr  1893 


1,338 


Tonnage. 


8,000 


lieccipiH  and  nhipnivntH  by  rcsscl,  lS9.i. 
[('oin]tiUMl  from  siatciiiciit  furiiishiul  by  (.'ol.  Isaac  1).  Toll,  «)f  IVtoskcy,  Mich.] 


Artid.s. 


KECKIVKI). 


Quantity. 


Ap]»le9  and  jicars  .barrclH.. 

lJri<k M.. 

Cf<lar  jKists nunilKT. . 

Fruit,    ni  i  h<-c1  1  uucm)  us, 

packajifs     

Hay  and  IVnl balrs. . 

Hoops 

Latlis M.. 

\a\v  Htoclc licadH. . 

LuiulM'r ,M.  IVrt.  1!.  M  .. 

Alac'ljiiu'iy 

Mcrrliandiso  («:i'in'ral) 

Misct'llancous 

l*ap«T 

Pram' buslirls.  . 

Salt bairil.H. . 

SlabH rorda. . 

Tan  bark do 


Total 


1,000 

75 

4.  750 

4.  000 

«;.  000 


100 

.'{00 

1 .  ouo 


:?.  (MiQ 
;{,  oo(» 

LMIO 
100 


Tons. 


Articbis. 


Quantity.        Touh. 


25 

188 
95 

1:55 

300 

200 

3«) 

W.\ 

1,7.^.0 

25 

6,  000 

2,  500 

60 

90 

420 

.5:;h 

100 


SHIPPED. 

Brick M.- 

( 'cdar  posts nunibor. . 

Fisli 

Flour barnds. . 

Fruit,  ni  iscellauoou  h, 

parka^t'8 

(Jrain bushels.. 

Laths M.. 

Lratlitr 

Linioand  conient. barrels. . 

Li\ I'  st<Mk heads.. 

Lumber M.  le<rt,  !i.  M.. 

Potatoes bushels.. 

Shiu'iles M . . 

Slabs i'ords.. 

Tan  bark do 


Total. 


12,  .5(KI 


90 
4,750 


225 

95 

150 

300 

15 

81 

8 

10 

1.300 

17 

1,750 

3(»0 

0 

538 

500 


5,300 
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MEMORANDA  RELATING  TO  DREDGING  OPERATIONS  ON  EAST  SHORE  OF 
LAKE  MICHIGAN  DURING  THE  CALENDAR  YEAR  1893. 

The  dredging  plant,  comprising  three  dredges,  with  attendant  tugs 
and  scows,  as  fully  described  in  the  last  annual  report,  worked  at  11 
different  harbors  from  Michigan  City,  Ind.,  to  Frankfort,  Mich.,  cover- 
ing a  coast  line  of  250  miles,  with  results  as  summarized  in  the  three 
accomi)anying  tables.  These  operations  were  in  progress  from  April 
1  to  November  28,  1893,  and  comprised  a  total  excavation  of  308,280 
cubic  yards,  at  a  cost  of  little  less  than  llj  cents  per  cubic  yard, 
including  operating  expenses  and  repairs  of  plant.  This  is  2  cents 
higher  tlian  the  cost  of  the  previous  season's  work,  and  is  accounted 
for  by  the  increased  cost  of  repairs  to  the  two  old  machines,  which 
have  been  in  service  over  twenty-live  years,  and  will  soon  have  to  be 
rebuilt.  It  is  safe  to  say  that  the  same  work  done  by  contract  would 
have  cost  50  per  cent  more,  and  lacked  the  highly  important  advan- 
tage attendant  upon  the  presence  of  a  plant  available  for  transfer  at  a 
moment's  notice  to  i)oints  where  most  needed. 

Table  1  shows  details  relating  to  the  amount,  chara<5ter,  and  cost  of 
work  done  at  each  harbor,  with  the  name  of  dredge  engaged  and  time 
employed. 

Table  2  shows  details  relating  to  operations  of  each  dredge,  includ- 
ing the  number  of  days  in  commission,  the  actual  working  time  as 
determined  by  deducting  time  occupied  in  moving  from  harbor  to 
harbor  and  delays  due  to  rough  weather  and  repairs,  and  amount  and 
cost  ot*  work. 

Table  3  distributes  the  total  cost  under  the  four  heads  of  Service, 
Supplies,  Kepairs,  and  Miscellaneous.  It  is  seen  that  the  repair 
account  for  the  old  dredges  Michigan  City  and  Farquhar  amounts  to  a 
little  over  30  per  cent  of  their  total  operating  expenses,  while  that  of 
the  tSaginatc  is  loss  than  20  i^er  cent.  The  hull  of  the  Michigan  City  is 
in  especially  bad  condition — was  recently  reported  in  a  sinking  condi- 
tion— and  will  not  outlast  the  present  working  season. 
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Table  2. — Schedule  of  dredfjlng  optraiiona  for  the  season  of  1S03 — work  and  cost  of 

each  dredge. 


Dredi;e. 


MichijjanCity 

Farqiiliar 

Supiuaw 


Commi.s- 
sion. 


Total. 


Days. 
182i 
21 1| 
1961 

590i 


1 
Worked. !  J^^,^ 

I 
Total  cost. 

Average 

cost 

per  cubic 

yanl. 

Days.     1     Yards. 
1181g  ,     88,466.5 
166  ,\,  !     78,909 
149^     1  140.904.5 

$11,  247. 14 
11,783.55 
11,855.12 

Cents. 
12. 713 
14.933 
8.413 

434^       308, 280 

34,  885. 81 

11.316 

Average  product  i^er  working  dag. 

Cubic  yards. 

Michijian  City C60 

Fanj  uhar 47^ 

Sa^iaaw 940 


Table  3. — Distribution  of  cost  of  dredging,  1S03^ 


D  red  go. 


^Michijian  City 

Fajqiiliar 

Saginaw 

Total.. - 


Services. 


$5.  078. 92 

.  5,  974.  30 

0,351.91 


Supplies. 


$1,990.50 
1,976.70 
2,  804.  89 


Kepairs. 


Miscella- 
iieouH. 


^3, 977. 91 
3,  2:{G.  35 
2,  227.  85 


$199.81 
5y6. 20 
470. 47 


Total. 


$11,247.14 
11,783.55 
11, 855. 12 


17,405.13  i      0.772.09  |       9.44'.M1  ,       1,265.48 


34, 885. 81 


L  L  17. 

IMPROVKMEMT  OF  CHEBOYGAN  HARBOR,  MICHIGAN. 

Tliis  harbor  is  at  the  mouth  of  the  Cheboygan  liiver,  where  there 
was  a  luivigabU^  <le[)th  of  G  feet  in  1870,  when  the  first  survey  <and  l)roj- 
ect  for  iin[)roveinent  were  made.  This  project  was  for  dredging  an 
entrance  channel  -00  feet  wide  by  14  feet  deep  and  protecting  its  sides 
by])ile  revetments  and  piers  aggregating 4,G00  feet  in  length.  Its  esti- 
mated cost  was  8.'>0r>,,335. 

Tlie  Ihst  ai)i>roi)riation  for  the  work  was  made  in  the  river  and  harbor 
act  of  .March  3,1871 ,  and  it  was  applied  to  dredging.  Subsequent  appro- 
priations were  ap[)lied  on  the  same,  for  it  began  to  api)ear  soon  after 
oi)crations  had  been  eonnnenced  that  the  proposed  revetments  and  piers 
might  not  be  rcMpiisite  for  maintaining  the  dredged  channel.  Dredging 
was  carried  to  a  d(^pth  of  only  13  feet  until  1880,  when  it  was  increased 
to  15  feet  for  a  width  of  50  feet  in  mid  channel;  in  1882  it  w^as  decided 
to  extend  this  dei>th  over  the  entire  width  of  dredged  channel,  and  in 
1SS8  to  i)roloiig  the  channel  up  to  the  State  road  bridge.  The  final 
contract,  under  wliich  work  authorized  by  the  approved  project  was 
com|)lete<l,  was  closed  November  29,  1889.  A  15-foot  channel,  200  feet 
wide,  was  tliereby  secured  from  deep  water  in  the  Straits  of  Mackinac 
to  tlic  State  road  bridge  over  the  Cheboygan  Eiver,  a  distjince  of  about 
7,100  feet.  Entiance  to  the  channel  is  marked  by  a  crib  40  feet  square, 
which  was  built  for  that  ]mrpose  in  1881,  and  now  serves  also  as  the 
roniidation  for  a  light  house,  maintained  by  the  U.  S.  Light-House 
ICstablishment. 

No  work  has  been  done  since  1889,  and  the  channel  depth  has  become 
reduced  to  a  navigable  capacity  of  scant  13  feet,  as  shown  by  recent 
soundings,  though  a  very  considerable  portion  of  the  dredged  area  is 
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still  from  14  to  15  feet  deep.  It  is  imiK)rtant  that  tlie  full  depth  of  15 
feet  be  restored,  and  it  is  proposed  to  do  so  with  the  unexpended  bal- 
ance of  appropriation.  No  estimate  for  further  appropriation  is  sab- 
niitted  at  this  time,  as  there  is  at  present  no  approved  project  for  any 
additional  work;  but  it  is  quite  certain  that  the  interests  of  commerce 
will  soon  require  that  means  be  provided  for  increasing  the  depth  to  18 
feet. 

Cheboygan  is  in  tbo  Michi<^nii  collection  district  of  Michigan.  The  nearest  port  of 
entry  is  Grand  Haven,  Mich.,  and  the  nearest  light-house  is  on  the  crib  at  entrance 
to  the  harbor. 

Appropriations  for  improving  harbor  at  Chehoygatiy  Mich. 


March  3,  1871  $10,000 

June  10,  1872 15,  (XX) 

March  3,  1873 15,  000 

June  23,  1874 15,000 

March  3, 1875 15,  000 

August  14,  187(5 10,000 

June  18,  1878 8,  000 

March  3, 187*) 3,  000 


Juno  14, 1880 $6,000 

March  3, 1881 6,000 

August  2,1882 10,000 

Julv5,1884  5,000 

August  5,1886 15,000 

August  11,1888 15,000 

Total 148,000 


Original  estimated  cost  of  dredging  and  pier  construction,  1871 $395,000.00 

Whole  amount  apj^ropriated,  1871.  to  and  including  act  of  August  11, 

1888 148,000.00 

Whole  amount  expended  to  June  30, 1894 : 129,828.24 


Money  staiemenU 


July  1, 1893,  balance  unexpended 

June  30. 1894,  ainonnt  ex]>ended  during  fiscal  year, 


$18, 197. 68 
25.92 


July  1,  1894,  balance  unexpended 18,  171.76 

July  1, 1894,  outstanding  liabilities 158.67 


July  1, 18!M,  balance  available 18,013.00 


COMMKKCIAL  STATISTICS,    CIIEUOYGAN  HARBOR,    MICHIGAN. 

EntrancvH  and  charancea. 


IS'.H. 
1SU2. 


Vwir. 


Nnmbor. 


1,587 
1,496 
1,384 
],:i84 
1,240 


Tonnagie. 


405.921 
453,456 
307,550 
345. 174 
308, 12t 


In  addition  to  the  aliove.  eight  steamers,  with  an  aggregate  tonnage  of  4.000  tona^ 
trade  regularly  at  this  port,  but  are  not  entered  or  cleared  at  the  custom-house. 
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Receipts  and  shipments  hy  vessel,  1893. 
[Compiled  from  statement  furnished  by  the  deputy  collector  of  castoms.] 


Articles. 


RECEIVED 

Brick 

Coal 

Fruit,  miscellaneous 

Grain 

Hay  and  feed 

Lime  and  cement 

Lumber 

Mach  inery 

Merchandise  (general)  . . 
OU 

Total 

SHIPPED. 

Beer 

Fish 


Tods. 

100,  000 

6,989 

125 

40 

660 

2,600 

39,000 

304 

G,100 

180 

155, 898 

70 

1,600 

Articles. 


SHIPPED — continued. 

Flour 

Hay 

Laths 

Live  stock 

Lumber 

Merchandise  (general) 

Posts 

Potatoes 

Salt 

Shingles 

Slabs 

Tan  bark 

Telegraph  poles 

Ties 


Tona. 


328 

98 
8,300 

ao 

140. 115 

600 

3,437 

300 

1,700 

1,400 

3,500 

«9I 

30 

126,000 


285,189 


L  L  i8. 

IMPROVEMENT  OF  ALPENA  HARBOR  (UNDER  APPROPRIATIONS  FOR 
THUNDER  BAY  HARBOR  AND  THUNDER  BAY  RIVER),  MICHIGAN. 

The  city  of  Alpena  occupies  both  banks  of  Thunder  Bay  Eiver  afc 
its  mouth,  and  this  reach  of  river,  about  a  mile  long,  constitutes  the 
harbor  of  Alpena.  This  harbor,  with  the  entrance  channel  through 
the  bar  in  advance  of  it,  has  been  the  subject  of  improvement  by  the 
Government  since  1876,  the  appropiatious  for  which  have  been  in  the 
name  of  Thunder  Bay  Harbor  or  Thunder  Bay  River. 

The  original  depth  of  water  over  the  bar  at  the  river's  mouth  was 
only  7  feet,  but  when  surveyed  in  1871  this  depth  had  been  increased 
by  local  enteri)rise  to  12  feet,  and  it  was  reported  as  sufficient  for  com- 
mercial needs.  In  187G  report  of  a  second  survey  was  made,  with  recom- 
mendation that  the  still  existing  12-foot  channel  be  deepened  to  13  feet 
and  made  200  feet  wide,  at  an  estimated  cost  of  $4,764.  Congress 
ai)pr()priated  $4,500  for  the  work  in  the  river  and  harbor  act  of  August 
14, 1876,  and  the  improvement  was  accomplished  in  the  year  following, 
at  a  cost  of  $3,935.;^6.  In  1881  the  channel  had  shoaled  to  such  an 
extent  that  its  restoration  was  a  necessity,  and  an  estimateof$  15,000 for 
redredging  it  to  a  depth  of  14  feet  was  followed  by  the  appropriation  of 
that  amount  in  1882.  The  work  was  completed  in  the  following  year,  its 
cost  being  $4,500  less  than  the  estimate.  In  1888  the  increased  require- 
ments of  commerce  led  to  a  recommendation  that  the  depth  beiucressed 
to  16  fe(»t,  and  in  1889  it  was  further  recommended  that  this  depth  be 
made  all  the  way  upstream  to  the  head  of  navigation  at  the  milldam, 
about  a  mile  above  the  mouth,  all  at  an  estimated  cost  of  $36,087.48. 
Operations  since  then  have  been  directed  to  the  achievement  of  that 
])r()ject,  and  by  June  30,  1893,  it  was  nearly  comideted,  work  on  the 
linal  contract  being  then  in  progress. 

During  the  past  fiscal  year  operations  were  in  progress  to  August  3, 
189.'5,  only,  when  the  work  of  dredging  under  the  contract  made  with  H. 
\V.  Ilubbell  &  Co.,  October  1,  1892,  was  finished.  The  amount  exca- 
vated from  July  1  to  Augusts,  when  the  contract  was  closed,  was  9,306 
cubic  yards.  Alpena  Uarbor  then  had  a  continuous  16-foot  channel 
ENG  94 141 
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from  the  bay  to  unci  along  the  city  front,  a  total  length  of  7,000  feet,  of 
which  1 ,700  feet  was  in  oi)en  cut  through  the  bar  in  ^vance  of  the  har- 
bor i)roper.  The  width  of  this  cut  was  200  feet  at  its  outside  end  and 
150  feet  at  its  inner  end.  From  this  point  the  channel  way  is  between 
the  city  docks  and  piers,  and,  conforming  to  the  distance  between  the 
north  and  south  dock  lines,  has  a  width  of  100  feet  for  a  distance  of  3,000 
feet,  75  feet  through  the  next  stretch  of  1,500  feet,  and  then  50  feet  to 
the  head  of  navigation. 

Soundings  taken  in  the  channel  June  15,  1894,  from  the  entrance  to 
the  first  bridge  over  the  river  2,400  feet  above,  showed  that  some  filling 
has  taken  place,  by  which  the  depth  has  been  reduced  to  15^  or  15  feet^ 
and  at  one  place  to  14  feet,  but  through  most  of  the  distance  the  full 
dei)th  of  10  feet  or  more  was  found.  Further  shoaling  is  inevitiible, 
an<l  dredging  will  then  be  required  to  restore  the  channel,  or,  as  is  mora 
likely,  to  still  farther  deei)en  it  to  18  feet,  in  order  to  meet  the  growing 
wants  of  commerce.  The  estimate  of  $5,0(K)  submitted  below  is  to  pro- 
vide means  for  doing  only  sucli  dredging  as  may  be  found  necessary  for 
maintaining  the  depth  of  channel  called  for  by  the  present  appn)Ted 
project,  and  it  is  recommended  that  such  appropriation  be  made  in 
the  name  of  improving  '-Alpena  Uarbor."  Thunder  Bay  Harbor  is 
another  affair  altogetlier,  being  the  general  anchorage  and  sheltered 
area  in  the  northeastern  ixirtion  of  the  bay,  used  as  a  natural  har- 
bor of  refuge  against  all  northerly  winds,  and  in  no  need  of  improve- 
ment. The  only  portion  of  Thunder  Bay  River  that  can  call  for  improve- 
ment is  tliat  now  comprised  in  Ali)ena  Harbor. 

Alpoim  Harbor  is  in  tlio  collection  district  of  Hnron,  Minb.  Tho  nearest  port  4>f 
ontrj*  18  Port  Ilnron,  Mich.,  iind  th<?  nearest  light-bouse  is  at  tbo  month  of  Thunder 
Biiy  Itiver. 

JppropriatioHH  for  improving  harbor  at  Thunder  Hatf,  Michigan. 

An<rnat  It,  1S76 $4.  500. 00 

Anjrust  LM S82 15,  000. 00 

Sej)t('nil>«M'  IJ).  18J)() 5,500.00 

Inij)roving  Thunder  Hnv  l\*iver,  Michgan: 

Septemher  1<M89()  ' 1 10,000.00 

.July  i:{.  1K1)2 10,000.00 


To  t al 45, 000. 00 

Oritcinnl  cstiniativs  of  rost,  1S70,  ISSl,  and  1S89,  ajrgro^ate 55,8.51.  48 

Total  a]>propriations  to  and  including  act  of  July  IS,  1892 45,000.00 

Total  ('Xpcnditurcs  t«)  .luno  :^0,  ISD^l '. 40,  189.  17 

Money  Hiaicmenis, 

TIirXDKi:    BAY   (AI.rKNA)   HAKIJOi:,   MICHIGAN. 

July  1,  18lK{.  balance  unexpendecl $K23.  (>:< 

Awwv,  l$0.  ISJM,  amount  expended  during  fiscal  year 823.  C3 

TiirNDFi:  r.AY  i;ivi:i:  (ALrr.NA  iiAi-'Boin,  miciikjan. 

July  1, 1891).  balance  uTicxixMnled $0,441.03 

•June  :)0, 1891.  amount  cx])en(UMl  during  liscal  year 4.  630.  20 

July  1.  1891.  balance  unexpended 4,  « 10.  83 

July  1.  1891.  outstanding  liabilities 158.67 

July  1,  189-t,  balance  availalde 4,052.  16 

(  Amount  that  can  be  profitably  expended  in  fiscal  yearending.luneSO.  18iW>  5,  000.  00 
'  Submitted  in  eoin])liance  Avith  r<'(inirements  of  sections  2  of  river  and 
(      harbor  acts  of  18tiG  and  18(i7  and  of  sundry  civil  act  of  March  3, 1893. 
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COMMERCIAL   STATISTICS,  THUNDER   HAY   RIVER  (ALPENA   HARBOR),  MICHIGAN. 

Entrances  and  clearances. 


Year. 


Calendar  vear  189:J. 


Xiimber. 


940 


Tonnage. 


247, 278 


lieccipts  and  shipments  by  vessel j  1S93. 
[Compiled  from  statement  furnished  by  the  depnty  collector  of  custoniH.] 


Articles. 


RECEIVED. 


Apples  and  iioai's.barrels. . 

lirick 

Coal 

Flour barrels . . 

Fruit,  tiiiscellaneous    

( ;  liiin bushels . . 

Li\  e  stock 

Stone 

Sul])liile  liber 

Sulphur 


Quantity,  i     Tons. 


2,000 


Total. 


12,000 

10,000 

1, 200,  COO 


200 

2,000 

10.000 

1,200 

400 
33, 300 

500 

5U0 
3.000 

500 


51,600 


Articles. 


SHIPPED. 


Fish 

Hay  and  feed 

Laih M . . 

Lumber M  feet,  B.  M. . 

Posts numl>er. . 

Potatoes bushels . . 

Shingles M.. 

Staves M.. 

Telegraph  poles  .number. . 
Ties do 


Total 


Quantity. 


5,500 

144,841 

498.540 

4,000 

12,678 

2,121 

14,378 

527,459 


Tons. 


450 

900 

1.650 

253,  471 

9,971 

120 

1.585 

1.010 

2, 155 

37,676 


308,988 


L  L  ig. 

IMPROV  KMENT  OF  SAGINAW  RIVER,  MICHIGAN. 

Tlie  iinprovciiient  of  this  river  was  commenced  in  18G7  under  a  proj- 
ect for  (Ired^iiii;-  ii  channel  12  feet  deep  through  the  bar  at  its  mouth,  in 
Sa^iinaw  Bay,  and  this  channel  was  completed  with  a  width  of  195  feet 
in  IsiiO  at  a  cost  of  $103,31)4.  The  navigable  capacity  of  natural  chan- 
nel bc^fore  ifiiprovement  was  only  8  feet.  Nothing  further  was  done 
until  1S73,  when  a  i)artial  survey  of  the  upper  portions  of  the  river 
was  mnde,  and  an  estimate  of  $5G,000  submitted  for  local  improvements. 
A  series  of  operations  were  then  commenced  whose  object  was  to  obtain 
na\  i<ial)lo  cliannels  10  feet  deep  through  the  worst  bars  and  shoals, 
piojccts  for  whicli  were  submitted  from  time  to  time,  with  estimates  of 
cost,  in  which  the  controlling  element  was  to  obtain,  with  the  funds 
aii])roi>n;itcd,  the  imitl'ovements  most  urgently  needed.  The  total 
expenditnies  under  these  projects  aggregated  about  $115,000.  In  1882 
;i  radical  and  comprehensive  scheme  of  improvement  for  the  entire 
1  ivcv,  li5ivin*i'  reference  to  the  then  existing  commercial  requirements, 
was  icportiMl  l)y  a  board  of  engineers.  Its  report  has  been  the  basis 
ol  all  .sn])sc(incnt  work,  and  the  project  submitted  therein  is  that  under 
which  operations  are  still  being  conducted.  Its  purpose  is  to  obtain 
a  ciiannel  IMM)  feet  wide  and  14  feet  deep  from  Saginaw  Bay  to  and 
alon;^  the  front  of  Bay  City,  and  thence  a  channel  of  the  same  width, 
IL*  fiM't  dcc]>,  to  tlieliead  of  navigation.   The  estimated  cost  was  $440,000. 

The  total  expenditure  for  improving  the  river  to  June  30,  1893,  was 
j^OVl^STo.OS,  of  which  8435,873.98  has  been  expended  since  the  project 
of  1SS2  was  adoi)ted.  As  a  result  there  was  a  channel  14  feet  deep  and 
generally  -(M)  feet  wide  from  Saginaw  Bay  to  South  Bay  City,  and 
ironi  there  ii|)  to  the  head  of  navigation  channels  12  feet  deep  had 
been  dr(Mlgc'd  through  shoal  places,  affording  less  depth  to  a  width 
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of  50  feet  or  more.  The  total  length  of  dredged  channels  was  about 
8G,000  feet.  In  addition  a  channel  12  feet  deep,  from  50  to  75  feet  wide 
and  15,000  feet  long,  was  dredged  through  the  west  channel  along 
West  Bay  City. 

During  the  last  fiscal  year  work  under  the  two  dredging  contracts 
in  force  at  its  commencement  was  continued,  as  follows: 

1.  Contract  of  Edmund  Hall,  api)roved  October  4,  1892,  and  supple- 
mental contract  to  same,  approved  July  19,  1893,  for  dredging  bar  at 
mouth  of  river,  at  29  cents  per  cubic  yard. 

2.  Contract  of  Thomas  M.  Hubbell,  approved  October  7,  1892,  for 
dredging  channels  above  Bay  City,  at  37  cents  per  cubic  yard. 

Work  on  the  bar,  under  the  Hall  contract,  was  continued  until  Kovem- 
ber  (),  when  the  proposed  work  was  completed  and  contract  closed.  The 
amount  excavated  from  July  1  to  November  C,  1893,  was  73,797  cubic 
yards. 

Work  under  the  Hubbell  contract  was  i)rosecuted  as  follows:  (1)  On 
the  shoal  below  Melbourne;  (2)  shoal  2  miles  above  Melbourne,  at 
Kew  York  Works;  (3)  east  half  of  channel  from  Genesee  avenue 
bridge  to  the  Flint  and  Pere  Marquette  Railroad  bridge,  Saginaw;  (4) 
west  half  of  channel  above  Bristol  street  bridge,  Saginaw;  and  (6)  at 
Zilwaukee  bar,  3  miles  below  Saginaw. 

These  operations  were  continued  until  November  22,  1893,  when, 
ice  forming  and  the  money  appropriated  for  work  on  this  section  beings 
nearly  exhausted,  operations  were  suspended  and  contract  closed. 
The  t4)tal  dredged  under  this  contract  in  the  fiscal  year  was  74,9d3 
cubic  yards. 

The  amount  dredged  under  both  contracts  was  148,790  cubic  yards, 
and  the  result  was  a  wider  channel  at  the  places  indicated,  except  at 
Zilwaukee  l>ar,  where  the  work  was  done  for  removing  deposits  by 
which  the  channel  formerly  dredged  had  become  obstructed. 

1  n  February,  1S91,  a  careful  survey  of  this  bar  was  made,  with  sound- 
ings taken  through  the  ice,  in  order  to  ascertain  the  full  extent  of 
dei)osits,  and  when  this  was  completed  like  surveys  were  made  at  Xew 
York  Works  Bar,  Kssexville  l>ar,  and  bar  at  mouth  of  the  river.  The 
examinations  establish  the  fact  that  all  of  these  improved  channels, 
except  that  at  Essexville,  have  bec^ome  materially  imx)aired. 

At  Zilwaukee  Bar  the  deposits  are  principally  on  the  upper  portion, 
just  l)(4()w  the  point  at  which  the  river  is  divided  by  Crow  Island,  so 
that  a  large  portion  of  its  waters  pass  into  the  Oneida  Channel,  so 
call(*d.  This  ellect  appears  to  be  due  to  the  omission  of  a  deflecting 
sti'ucture  that  was  provided  in  the  i)roject  for  pTirmanent  improvement 
to  hold  the  water  in  the  navigable  river  channel.  It  seems  that  this 
omission  was  due  to  antagonism  from  the  Saginaw  Salt  and  Lumber 
Conii)any,  who  protested  tliat  their  interests  would  be  seriously  affected 
if  the  design  was  carried  out.  It  was  therefore  concluded  to  defer  the 
proposed  work  until  it  was  shown  that  the  improved  channel  could  not 
be  maintained  without  it.  This  fact  seems  now  to  be  well  established, 
and  tlie  interest  of  tlie  company  referred  to  shouhl  no  longer  suffice  to 
prevent  the  work  being  done  as  soon  as  opportunity  oilers. 

At  >'ew  York  Works  r>ar,  located  Just  below  the  Crow  Island,  where 
the  Oneida  Channel  returns  to  the  main  river,  the  improved  channolis 
also  impaired;  this  too  apj)ears  to  be  caused  by  the  action  of  the  Sag 
inaw  Salt  and  Lumber  Comi)any,  which,  chiiming  the  exclusive  use  of 
the  Oneida  <'liannel  as  a  log  boom,  has  dredged  along  the  east  side  of 
Crow   Island  and  thrown  the  excavated  materml  beside  the  cut  thus 
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made ;  being  of  sand  and  mud,  a  large  part  of  this  material  has  washed 
into  the  main  channel  and  deposited  at  the  head  of  the  bar.  The  rem- 
edy is  to  redredge  the  cliannel,  and  prevent  further  work  in  the  Oneida 
channel  that  may  threaten  its  permanence. 

The  examination  of  tlie  bar  at  the  mouth  reveals  unmistakable  evi- 
dence of  a  gradual  deterioration  in  the  dredgexl  channel — the  extent  of 
shoaling  in  the  several  reaches  being  measurably  proportional  to  the 
time  elapsed  since  the  dredging  for  their  improvement  was  done.  The 
shoaling  is  generally  on  the  east  side  of  the  cut,  and  is  in  some  places 
such  that  the  foot  of  the  slope  on  that  side  is  now  only  20  or  25  feet 
from  the  axis  of  channel;  it  appears  to  have  resulted  in  part  from  the 
washing  of  its  crest  into  the  channel  way,  and  partly  from  sewage  and 
sand  brought  down  by  the  river  current.  This  filling  will  have  to  be 
dredged  out  in  order  to  restore  the  channel  to  its  full  width ;  the  amount 
to  be  dredged,  as  shown  by  the  survey,  is  85,585  cubic  yards.  The 
material  is  soft,  and  can  be  removed  easily  and  cheaply.  It  is  evident 
that  periodical  dredging  will  be  necessary  for  the  maintenance  of  this 
channel. 

In  relation  to  the  amount  required  for  completing  the  projected 
improvement  of  this  river,  I  can  at  this  time  do  no  better  than  quote 
the  following  from  the  last  Annual  Eeport: 

The  uomiiial  *'  iiniount  (estimated)  required  for  completion  of  existing  project,"  as 
fjiveii  ill  the  money  statement  on  p.  2458  of  the  last  Annual  Keport,  is  $68,250,  although 
on  ]).  2457  it  is  c(>m])uted  that  the  amount  of  material  yet  to  be  removed  in  accord- 
ance with  the  prescrijition  of  the  original  project  is  about  640,000  cubic  yards,  which 
would  cost  about  $281,000. 

The  iippropriation  of  $103,000  by  the  act  of  July  13,  1892,  stiU  leaves  $181,000  of 
the  actual  amount  computed  as  necessary  to  com)>lete  and  largely  exceeds  the  nomi- 
nal amount  of  $()8,250  gi  ven  in  the  money  statement.  The  discrepancy  arises,  doubt- 
less, partly  from  tlie  omission  to  make  due  corrections  in  the  original  estimates, 
to  allow  for  varying  ])rice  of  material  and  work,  additions  and  enlargements  to 
the  ])r<)ject,  etc. ;  i)artly  from  the  charging  of  maintenance,  repair,  and  incidental 
cx])(nise8,  such  ns  redrcdging  certain  localities,  repairing  works,  etc.,  as,  for  example, 
the  $(),0<)0  estimated  as  the  cost  of  rebuilding  the  Carrollton  trainiug  dike,  after  its 
piirlial  destruction  by  lire  in  1890.  If,  in  fact,  the  estimate  of  $5,000  per  annum  as 
the  average  cost  ol  maintaining  an  extensive  and  important  navigation  in  opposition 
to  the  endeavor  of  natural  forces  of  great  magnitude  and  unremitting  in  action  to 
thwart  and  obliterate  its  improvement,  have  any  applicability  to  the  case  of  the 
Saginaw,  it  would  not  be  illogical  to  charge  up  that  amount  to  the  item  of '*main- 
tenaneo"  instead  of  **  construction,"  with  the  result  that  for  the  twenty -seven  years 
the  Saginaw  improvement  has  been  in  progress  the  sum  of  $135,000 might  properly  be 
omitted  from  the  charges  against  the  orignal  estimate  and  stand  as  a  credit  at  this 

tiUH'. 

However  this  may  be,  it  is  proper  to  state  as  an  engineering  fact  that  the  sum  of 
.^: !')().( (H)  can  i)rolitably  be  expended  on  continuing  the  improvement  of  the  Saginaw 
in  conformity  with  the  approved  project. 

From  a  ])ersonal  examination  of  tlie  river  made  last  month,  I  am 
satisfied  tliat  a  new  hydrographic  survey  is  needed  as  a  basis  for  any 
reliable  estimate  of  cost  of  completing  the  improvement  as  contem- 
l)late(l  by  the  present  project.  It  is  also  my  opinion  that  a  revision  of 
this  project,  having  reference  to  the  present  condition  of  the  river  and 
its  present  commercial  needs,  both  of  which  are  different  from  what 
they  were  twelve  or  thirteen  years  ago,  is  desirable.  There  is  no  doubt, 
however,  of  the  fact  that  an  appropriation  of  $150,000  for  189G  can  be 
l)n)  fit  ably  expended,  and  is  necessary  for  reasonable  progress  on  the 
extensive  plan  of  improvement. 

The  work  is  all  in  the  collection  district  of  Huron,  Mich. ;  nearest  port  of  entry  is 
Port  Huron,  Mich. ;  nearest  light-house,  at  mouth  of  the  river. 
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Appropriations  for  improring  Sagiuaw  Hirer,  Michigan. 

JaDe23,  1866 $67,500     March  3,  1881 $10,000 

March  2,  1867 28,000     August  2,  1882 125,000 

July  25,  1868 9,000  !  July  5,  1884 50,000 

July  11,  1870 1,500  ;  August  5,  1886 33,750 

Ju«e23.  1874 15,000     Augnstll,  1888 65,000 

March  3,  1875 30,  000  ;  September  19,  1890 75,000 

Augu.stl4,  1876 11,000  i  July  13,  1892 100,000 

JunolS,  1878 25,000  j  

March.M,  1879 8,  (XK)  Total 668,750 

June  14,  1880 15,000  , 

Estiniat^Ml  cost  of  successive  projects,  1867  to  1882 $289, 795. 00 

Estiuiatea  cost  of  project  of  1882 446,000.00 

Total 735,795.00 

Totnl  ai)propriate(l  to  Juno  30,  1894 668,750.00 

Totnl  expended  to  June  30,  1894 654,873.98 

Carried  to  surplus  fund 1,000.00 

Money  statement. 

July  1,  1893.  balance  unexpended $79, 138. 11 

June  30,  18iM,  amount  expended  during  liscal  year 66,262.09 

July  1,  1804,  balance  unexpended 12, 876. 02 

July  1,  1891,  outstanding  liabilities 502.01 


July  1,  1894,  balance  available 12,  373.41 

(  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June30, 1896  150,  000.00 
^  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
(      harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMKKCIAL    STATISTICS,  SA(;iXA\V    IMVEIJ,  MICHIGAN'. 

EniranvvH  atid  clearances. 


Year. 


XmiibtT.  ]  ToiiDage. 


Calt'iid.ir  yi'iir  IHIKJ j        l.lMH)       393,  4^ 


lieceiptH  and  Hhipvienta  by  rvHuel,  ISO.h 

fConjpiliMl  Iroin  slatiMiuuts  riirnislHil  h\  iho  doimty  CDlliH'tors  of  custoMis  at  S.i^iunw  niid  Wsiy  City, 

Nlicli.] 


Arti(l«H.  (^>iiantily.  .     Tdiih.  Artirhs.  Quantity.        Tons. 


lii-.cr.ivLi),                ,                     I  I  >Hii'rEi».                 .                     j 

(•ijl;ir  pests miinlMT.  .:            H.  (KM)  1  K'o      (Nnicnt hiislicLs..          100,000  C.  000 

CtKil   ' ir,,l\\.\  '    (h-.imI 550 

<;r;iv«l ruWirvanls.                C,  (lUO  |  7.  K(m)       Lath M..;          51.027'  15.488 

Limi- aii«l  rtiiunt.  .-'. ,  :{1»0    I   Lumber M  fei-t  15.  M . .  ■        304,  51*3  |  GOO,  &38 

Mrnliaiuli*'''.  iinuTal ' [  ri.ruM)    !    Mcnliamlis*'.  ;iriuTal   j ■  817 

laniihi'i-            .M  r.-.-t.  li.  M  .   I          :>(».  ooo  '  k7.  r>it()      ■MiMcrllniXMUM. 311 

Pufal««s biisi.i'l.i          lo.oui)  :j.)()    ,  S:ilt barn-lH..         070.106,  113,815 

S:i\\1.>l;^         .  M  l,-.t.  U.  M  ..          17i».«»no  42:».  (MM)      Shiiii;lrH      M..            S4. 2:n  10,  .".29 

Stoni. ronlH..             2.200;  i:{,  7:)()  -  Slavi-a M..          100,500-  251.250 

WumX do..  I              4,000  i  fi.  M)0  

Tutal ' 1.000.298 


'\\A.x\ ' (5.')i.  ni:{ 
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L  Lr  20. 

IMPROVEMENT  OF  HARBOR  OF  REFUGE  AT  SAND  BEACH,  LAKE  HURON, 

MICHIGAN. 

It  is  safe  to  say  that  110  improvement  of  its  kind  on  the  shores  of 
the  Great  Lakes  has  been  of  more  value  to  their  general  commerce 
than  this  one.  The  site  on  the  west  shore  of  Lake  Ilnrou,  GO  miles 
north  of  its  outlet  into  the  St.  Clair  River,  was  selected  after  careful 
consideration  in  1872;  work  of  construction  commenced  in  the  year  fol- 
lowing, and  by  1885  the  breakwater  structures  were  completed.  But 
long  before  this  passing  vessels  had  commenced  to  seek  shelter  behind 
the  partly  finished  works,  the  record  showing  that  7,001  came  in  for 
refuge  during  the  eight  preceding  years. 

The  harbor  works  comprise  three  separate  piers,  or  breakwaters  of 
crib  work  filled  with  stone,  so  located  as  to  cover  the  sheltered  area  on 
the  north,  northeast,  and  east  sides.  The  northerly  one,  called  the  west 
pier,  starts  in  shallow  water  750  feet  from  the  shore  line,  and  extends 
about  east  southeast  for  a  distance  of  1,503  feet.  The  main  j)ier  com- 
mences 300  feet  eastward  of  the  end  of  the  west  pier,  extends  in  a  south- 
easterly direction  4,G75  feet,  and  bears  the  brunt  of  the  northeasterly 
gales;  the  south  pier  commences  GOO  feet  south  of  the  southerly  end  of 
the  main  pier,  and  extends  1,05G  feet  on  a  due  north  and  south  line. 
This  arnmgeinent  provides  an  entrance  300  feet  wide  from  the  north, 
and  one  (>00feet  wide  from  the  east.  There  is  an  uncovered  interval  of 
2,000  feet  extending  from  the  south  end  of  the  breakwater  system  to 
the  shore  line,  but  the  depth  of  water  is  there  so  small  that  the  seas 
raised  by  southeasterly  gales  are  much  broken  on  entrance,  so  that  effect- 
ive shelter  can  be  found,  when  such  storms  prevail,  in  the  northeast- 
erly portion  of  the  hnrbor.  The  original  estimate  of  cost  was  $1,442,500, 
but  the  breakwater  system  as  above  described  was  completed  at  a  cost 
of  8075,000.  Expenditures  since  that  time  have  been  for  maintenance 
and  repairs,  and  for  dredging  to  provide  more  extensive  accommoda- 
tions within  the  i)iers,  and  increased  depth  at  the  north  and  east 
entrances. 

The  work  of  improvement  and  repairs  carried  on  during  the  past 
fiscal  years  were  those  indicated  in  a  special  report  made  May  10, 1803, 
providing  for  placing  a  10  by  12  inch  oak  wale  on  the  entire  length  of 
harbor  face  of  main  i)ier,  replacing  about  one-third  of  the  3-inch  deck- 
ing with  new  material  G  inches  thick,  tearing  out  exj)osed  decayed 
timbers  above  water  and  replacing  them  with  new.  The  work  was 
done  by  hired  labor,  and  material  purchased  under  contract  ai)proved 
June  3i),  ISm,  as  foHows: 

Contract  <?f  Henry  Howard,  of  Port  Huron,  Mich.,  84,720  feet,  B.  M., 
white  pine  timber,  at  822,  81,8G»3.84,  and  5,400  feet,  B.  M.,  pine  plank, 
at  820,  8108;  total,  81,071.84. 

Contract  of  11.  M.  Ijoud,  of  Oscoda,  Mich.,  252,754  i'eet,  B.  M.,  hem- 
h)(k  timber,  at  812,  83,033.04. 

Contract  of  Parkliurst  ^  Wilkinson,  of  Chicago,  111,  48,102  pounds 
drift  bolts,  at  82.14  per  1(R)  pounds,  $1,020.38. 

Bids  received  in  resixnise  to  circular  letter  inviting  proposals  for 
oak  tiinl>er  were  o])ened  July  15,  1803,  and  contract  made  with  the 
lowest  bidder,  l'\  8.  Shurick,  of  Marietta,  Ohio.  The  material  fur- 
nished under  this  ccmtract  was  48,847  feet,  B.  M.,  oak  timber,  at  $28,- 
81,307.71. 

In  addition  to  the  foregoing,  23,0G5  pounds  of  drift  bolt«  were  pur- 
chased in  open  market  from  the  Michigan  Bolt  and  !Nut  Works,  oi 
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Detroit,  Mich.,  for  $2,075  per  100  pounds,  $497.27,  aud  54J  cords  of  stone, 
for  refilling  crib  work,  were  purchased  in  like  manner  from  J.  E.  Tucker, 
of  Sand  Beach,  Mich.,  at  $5  per  cord,  $271.25, 

The  delivery  of  most  of  the  foregoing  material  was  completed  by  the 
early  part  of  September,  1803,  and  its  application  to  the  proposed  repairs 
was  then  commenced,  and  the  work  was  completed  November  21.  In 
this  work  all  the  old  waling  plank  and  upright  sheeting  were  removed 
from  the  harbor  face  of  the  main  pier,  and  new  10  by  12  inch  oak  wale 
secured  in  phice  for  a  length  of  4,138  feet;  the  old  3-inch  decking  wajs 
renewed  with  G-inch  hemlock  plank  for  a  length  of  1,424  feet,  and  new 
3  by  10  inch  oak  capping  was  put  in  i>lace  for  the  same  distance;  all 
decayed  timbers  that  were  ac'cessible  were  taken  out  and  replaced  with 
new  material.  In  addition  to  these  general  repairs,  330  linear  feet  of 
the  sea  wall,  which  had  been  carried  away  from  the  main  pier  by  the 
storm  of  April  21,  1893,  was  rebuilt  during  the  months  of  June  and 
July  following.  The  steamer  Wissahickouj  in  making  a  landing  July 
20,  ran  into  the  pier  and  cut  a  hole  from  the  toj)  down  to  the  water 
level,  G  feet  wide;  the  damage  was  repaired  during  the  following  month. 
The  south  pier  was  slightly  damaged  by  ice  during  the  past  winter, 
and  the  main  pier  by  the  storm  of  May  18-19.  Tlie  necessary  repairs 
of  both  piers  were  made  during  the  montli  of  May. 

At  the  beginning  of  the  year  dredging  liad  just  commenced  under  a 
ccmtract  with  Dunbar  &  Sullivan,  of  Buffalo,  N.  Y.,  dated  March  27, 
and  approved  Ai)ril  15, 1893,  for  the  purpose  of  obtaining  a  clear  depth 
of  21  feet  at  the  north  and  eiist  entrances  and  extending  the  area  of  like 
depth  over  adjoining  portions  of  tlie  harbor.  These  operations  are 
intended  to  cover  a  total  area  of  about  3()4,()00  square  yards,  of  which 
101,800  is  in  the  vicinity  of  the  north  and  202,800  of  tlie  east  entrance. 
Theamount  dredged  during  the  fiscal  year  was  70,100  cubic  yards,  result- 
ing in  deepening  to  21  feet  an  area  of  145,700  scjuare  yards,  or  a  little 
more  than  39  per  cent  of  the  total  area  for  which  dredging  is  at  present 
authorized.  The  material  dredged  is  largely  rock  and  bowlders,  and 
the  contract  price  for  tlui  work  is  43  cents  per  cubic  yard.  The  cost  of 
the  work  done  during  theliscal  year  was,  therefore,  830,108.80. 

With  the  balance  of  funds  available  it  is  proposed  to  continue  the 
work  of  dredging,  and  general  repairs  to  above- water  sections  of  the 
breakwater  piers.  These  r(*pairs  are  necessarily  superficial,  because 
the  interior  timber  work  is  not  accessible  to  examination  except  at 
great  expense,  and  the  ])ractical  result  is  that  only  su4*h  defects  as  are 
in  sight  arc* r(»paired;  tlieunseen  interior,  on  which  theintegrity  of  the 
whole  de])ends,  remains  untouched  until  large  sections  of  the  perisha- 
ble ])artabove  water,  with  its  stone  filling,  and  newly  repaired  surface 
perhaps,  are  carried  away  dnring  some  storm  period.  Such  repairs  may 
serve  to  hold  the  vSteadily  decaying  body  together  for  a  greater  or  less 
time,  but  eventually  the  whole  superstructure  must  give  way  under  the 
assault  of  some  storm  wave.  It  is  submitted  that  the  best  policy  is  to 
replace  su<*h  portions  by  new  su])erstru('ture  of  concrete  or  other 
masonry,  and  means  should  be  ])rovided  for  so  doing  as  occasion  occurs. 
The  substructure,  being  all  below  water,  does  not  decay,  and  maybe 
depended  upon  as  a  substantial  foundation  for  the  su[)erincumbent 
masonry.  The  lakeside  face  timbers  for  a  few  feet  below  the  water 
line  areliabletoinjnrybythegrindingof  ice  tloes,  but  their  protection  by 
iron-])latinghas  shown  itself  easily  practicable  andefi'ective.  Kegarding 
this  course  as  of  sn])remeim])ortan<*e,  andone  of  true  economy  in  briufj- 
ing  the  ex])osed  works  of  this  extensive  harbor  to  a  condition  of  sub- 
stantial permanence,  1  am  impelled  to  urge  that  the  next  apx)rox)riation 
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provide  a  sum  of  at  least  $100,000  as  an  initial  step  in  tbat  direction, 
to  Ije  applied  as  broacbes  may  be  made,  or  soch  evidence  of  weakuesa 
developed  as  to  sliow  imminent  danger  of  collapse.  Continuation  of 
tlie  work  of  deepening  the  liaibor  by  dredging  is  liighly  desirable,  for 
which  purpose,  and  for  the  cost  of  operating  and  care^  miscellaneons 
repairs  of  piers  and  plant,  and  engineering  superintendence  and  con- 
tingencies,  a  further  sum  of  $50,000  is  requisite.  Tlie  appropriation 
recommended  for  189(i  is,  therefore,  $150,000. 

The  number  of  vessels  that  entered  this  harbor  for  refuge  during 
the  past  llscal  year  was  991,  with  a  total  tonnage  of  381,670;  the  grand 
total  of  vessels  so  entering  from  1877  to  1893,  inclusive,  was  20,375,  the 
tonnage  of  which  aggregated  0,451,022.  The  size  of  vessels  entering 
has  giowii  from  an  average  tonnage  of  289  in  the  year  1877  to  385  in 
the  year  just  closed. 

Appropriation!  /or  improving  harbor  of  refuge  at  Sand  Beaak,  Lake  Huron,  Miekigan. 

March  3  1871  41IOO  000  March  3, 1881 $50,000 

Jane  10  187J  ]00  000  Aagust  2, 1882 75,000 

MarpLS  1873  7d  000  July  5, 1884 75,000 

June  J3  1874  7  "Oil  August  5, 1886 75,000 

Marcli  3  1875  100  mio  August  11, 1888 70,000 

August  14  1876  7)  («Ki  Sopteuiber  19, 1890 30,000 

J11U0I8  1R78  nwi  "KJO  July  13,1892 150,000 

March  3  1879  .  >  000                                                             

Jnuo  14  1880  7-<  000                Total..'. 1,300,000 

Origiaal  estimated  cost  of  the  work  $1,442,500.00 

Wliole  amount  appropriated  1871  to  aud  includinK  act  of  July  13, 1892    1, 300, 000. 00 

Amount  earned  to  surplus  fuud  30,000.00 

Wholoamount  expended  to  Juuo  30, 1894 1,133,078.53 

Money  utatement, 

July  1, 1893,  fialance  unexpended $180,813.68 

June  30, 1894,  iiiiiount  expended  (luring  ijecal  year 43,892.21 

July  1.1894.  bnliiuceiinespeuded 136,931.47 

Julvl.  1894,  oiilstandhinliabihtics $7,235.66 

.Inly  1,1894,  amount  covered  by  uncompleted  contracts 30,493.83 

37,729.49 

July  1.1894,  balance  availiibie 99,191.98 

(Aiiiootittl|]Lt('nu  be  profitably  expi-udedinliscalyearendiueJuue30, 1896  150,000.00 
<  Submitted  in  cnmpliuiiro  with  retiuireuienls  of  sections  2  of  liver  and 
i     harbor  acta  of  I8GI>  and  186T  and  of  sundry  civil  act  of  Marcli  3,  1893. 
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No.  1. — Record  of  resHcU  iakin(f  ahelicr  in  the  harbor  of  refuge.  Sand  J>eaeh,  Mieih,,  from 

July  If  ISD.'iy  to  June  SO,  7.9S>^—C  on  tinned. 


1 

Diroction  of  wiucl  at  tinio  of 

July. 

4 
G 

1893. 

>iOV. 

44 

ft 
29 

1801. 

ijnne. 

TotaL 

entering,  etc. 

Aug. 

Sept.     Oct. 

Dec. 
1 

"Wax.  1  Apr. 

Moy. 

W  CHt : 

Stoani 

14   !          o 

• 
2 

17 

4 
10 

91 

Sjiil 

5  1         G 

2  1        5 

1           18 

39 
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70 
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i 

12 
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...... 
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4   .         72 
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2  11           G 
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2  1 

...... 
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2 

43 
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28 
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2 
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'I 
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1 

46 

• 
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East: 

Steam 

3 

1 

1 

' 

1 

1 

1  .          6 

Sail 

•> 

1             4 

Tow 

1 
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■ 

1 1 

10 

■  ^- — 
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:  . 
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1             5 
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Steam 
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2         14 
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No.  2. — i!ln88\ficd  table  of  tonnage^  by  moHthn.  enterhu/  the  harbor  of  refntje,  Sand  Jieavh, 

Mich.j  from  Juhf  /,  ASYA?,  to  June  Off,  ISOi. 


Mouths. 


Steam. 


1S93. 


So. 
31 
34 
118 
7G 
Novnnhrr '     103 


.1  \\\\ 

Aii^TUst 

^r]>trinlK'r. 
OrtoinT 


D(;(:c:!il)«.:r 


■    1S94. 

Mai.h 

A |>ril  

May 

.Iiiiii* 


10 


25 
47 
32 


Sail. 


Tom. 

S,  stiii.  9.1 
14,550.09 
(>i»,  r»44. 10 
43,  MS.  57 
GO,  415.  81 

4,  503.  51 


Xo. 
32 
20 
35 
34 
27 


GIO. 89 

1 
•> 

4rf 

10,987.90 

14 

2S.  307. 49 

3« 

ll,3Hl.  5t; 

52 

I 


Tom.       !  yo. 

1,802.  50  I  15 

l.(iSS.93  !  21 

3.  824.  40  G5 
4,2G1.51 
3,300.74  I 


Tow. 


Tout. 
4,  C83. 38 
9.  i:i5.33  ' 
28.087.28  i 


TotJil. 


40       21,  134.  01 

25, 233. 15 

549. 14 


50 


I 


4.58. 10 

821.  (M) 

2,125.37 

3,  9.52.  00 


'I 

12 
10 
18 


007. 95 
5,  «k50. 09 
H,  022.  44 
7,012.8K 


Ko. 

75  ! 
218  I 
15G 

18G  i 

12  i 


8 
51  i 

102  : 

102  ' 


Tons. 
15.439.81 
25.  :«4. 25 
03. 155.  87 
68,944.09 
94, 958. 70 

5, 112.  68 


1,796.04 
17.481.59 
39. 145.  :U) 
23, 250.  10 


Total 4S:i  1  L>50,  000.  87 


252 


22.337.81       250  i  112,325.25       991  I    384,669.93 
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No.  3.  — Tonnage  of  vessels  taking  shelter  in  the  harbor  of  refuge.  Sand  Beachj  Mich, 


1877. 

187S. 

1879. 

1880. 

1881. 

1882. 

J88:i. 

lS8t. 

1885. 

1880, 

1887. 

1888. 

1889. 

1890 

1891. 

18(j2. 

1893. 


Calendar  year. 


Fteam. 


G3,066 
104.025 
133,  080 
158,  720 
144,  G45 
146,  132 
177.  122 
156,  518 
196,364 
190.  335 
271,327 
271,917 
289.  719 
325,  852 
29-2,  917 
362,  486 
243,451 


Sail. 


Total I     3,  534,  576 


609,  520 


Tow. 


27,609 

50, 054 

39.  699 

09. 282 

45,750 

100,096 

55,630 

147,  260 

55,960 

127.  855 

26, 504 

114,  067 

32,713 

114,091 

34,  724 

122,  980 

29, 420 

151,007 

33,  790 

140.  862 

33,680 

153,  087 

39,  756 

202, 191 

37.  922 

165,  8C6 

38,  826 

169, 104 

27,  076 

171,067 

29.465 

162,  605 

20, 897 

113,915 

Total. 


142.  619 
243,  006 
278,  926 
361,610 
328.  4€0 
286,  703 
323,  926 
314,222 
377,  397 
370.  987 
458, 103  I 
513,864  ■ 
493,  537  i 
533,782  i 
491.000  ; 
554.556  , 
378,264  ! 


Total     I  Average 
vesselH.  '  i(»nnage. 


289 
811 
803 
275 
279 
280 
284 
275 
325 
284 
317 
316 
326 
339 
366 
384 
385 


493  ' 

781 

921 

.1  ! 

317 

176 

022 

■1 
1       ■*• 

139 

1       1 

142 

1 
1       ■'' 

158 

:J04 

2,306,919   6,451.022    20.375 


317 


L  L  21. 


IMPROVEMENT  OF  BLACK  RIVER  AT  PORT  HURON,  MICHIGAN. 

This  stream  ])asses  tbrougli  the  city  of  Port  Huron,  Mich.,  and  emp- 
ties into  the  St.  Clair  Kiver.  Before  improvement  it  liad  a  genei*al 
channel  depth  of  not  less  than  10  feet,  reduced  to  8J  feet  at  several 
shoals.  The  river  and  harbor  act  of  September  19,  1890,  appropriated 
62o,(HK)  for  dredging  the  channel  to  a  depth  of  IG  feet.  Work  was  com- 
menced in  the  year  following,  and  continued  until  August,  1892,  when 
184,989  cubic  yards  had  beeu  dredged,  resulting  in  a  channel  IG  feet 
deep,  ino  leet  wide  from  the  mouth  to  the  Flint  and  Tere  Marquette  Rail- 
way bridge,  GOO  feet  above,  thence  100  feet  wide  to  Ilaynes's  lumber 
dock,  4,700  fec^t  farther  up,  and  thence  AO  feet  wide  for  the  remaining 
distame  of  3,000  feet  to  the  Grand  Trunk  llailway  bridge.  Such  was 
the  condition  of  the  improvement  June  30, 1893. 

Operations  during  the  past  fiscal  year  were  in  continuation  of  the 
work,  under  an  appro])riation  of  $10,000  made  by  the  river  and  harbor 
act  of  July  13, 1892,  which  called  for  the  extension  of  the  dredged  chan- 
nel to  Washington  avenue,  1,400  feet  above  the  Grand  Trunk  bridge, 
contract  for  the  work  having  ])een  entered  into  with  L.  P.  &  J,  A.  Smith, 
of  Cleveland,  Ohio,  June  7,  approved  Juno  19,  1893.  Work  was  com- 
menced July  17,  and  <'ontinued  to  September  28,  when  the  appropria- 
tion was  exliausted  and  contract  closed,  with  the  excavation  of  4G,G30 
cubic  yards.  The  oO-foot  section  of  channel  below  the  Grand  Trunk 
bridge  was  thereby  widened  to  75  feet,  and  a  channel  oO  feet  wide,  KJ 
feet  deep,  made  from  that  bridge  to  Washington  avenue,  1,400  feet 
above.  The  total  length  of  channel  dredged  to  W  feet  from  the  mouth 
of  the  river  uj)  to  Washington  avenue  is  9,700  feet,  with  widths  herein- 
before noted. 

Inspection  of  the  condition  of  the  improvement  made  June  19,  1894, 
showed  a  general  depth  of  KJ  or  17  feet,  with  occasional  soundings  of 
14  and  1.")  leet,  from  the  mouth  to  Seventh  street  bridge,  a  distance  of 
alxmt  half  a  mile;  theine  to  the  end  of  channel  dredged  to  a  width  of 
100  feet,  nearly  half  a  mile  farther  up,  a  general  depth  of  15  to  16  feet 
with  a  few  soundings  of  from  12  to  14  feet  toward  the  upper  limit; 
thence  to  the  (irand  Trunk  bridge, through  the  section  dredged  to  a 
width  of  75  feet,  the  general  depth  was  only  12  or  13  feet.    This  shows 
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a  rapid  filling  of  the  narrower  upstream  cliannel,  and  a  gi*adual  deteri- 
oration of  the  wider  one  below,  by  which  the  depth  has  been  reduced 
until  a  point  about  half  a  mile  above  the  mouth  of  the  river  is  reached; 
the  indications  are  that  the  narrow  channels  will  soon  be  obliterated 
and  the  wider  one  below  suft'er  gradual  deterioration  by  progressive 
filling' from  the  upper  limit  down  to  the  mouth  of  the  river.  It  is 
evident  that  but  little  permanent  benefit  can  be  expected  from  the 
narrow  channels,  and  in  restoring  the  channel  depths  widths  of  ^not 
less  than  100  feet  should  be  established.  The  estimate  for  1896  below 
is  submitted  with  that  purpose  in  view. 

Approin-iaiions  for  improving  Black  liivtr,  MichigaHf  at  Port  Hur<yn, 

September  10,  18i)0 $25,000.00 

July  13, 1892 10,000.00 

Total 35,000.00 

Original  estiiimted  cost  of  15-foot  cbannel,  1889 55, 110. 00 

Original  estimated  cost  of  16-foot  channel,  1891 75,000.00 

Whole  amount  appropriate*!  1890  to  and  including  act  of  July  13, 1892  ..  35, 000. 00 

Whole  amount  expended  to  June  30,  1894 34,  698.  ^ 

Money  statement, 

July  1, 1893,  balance  unexpended $10,  000. 15 

June  30, 1894,  amount  expended  during  tiscal  year 9, 698. 80 

July  1,  1894,  balance  uuexi)ended 301. 36 

July  1,  1894,  outstanding  liabilities 12.80 

July  1,  1894,  balance  available 288.55 

{Amount  (estimated )  required  for  completion  of  existing  project 40,  000. 00 
Amount  that  can  bejuolitably  expended  in  iiscal  year  ending  Juno  130,1896    15,  000. 00 
Submitted  in  (•omi>liance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  18(56  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


C(>MMEHCIAL   STATISTICS,  nLA(  K    UIVKli,  MlCIIKiAN. 

I'Jn trances  and  clcarancea. 


Culomlar  y«*ar. 


18H9  . 
IHiM)  . , 
IK'Jl  .. 


K  umber. 


1,612 
2,  225 
2,  320 


Revt-nue 
collected. 


Tonnage. 


578.489 
547,954 
578,430 


002 


71,415 


Not    Ht.lt«'(l. 


lit'ccipta  and  nhipmentH  Inj  vcfinehy  lS9.i, 
[('onipilcd  from  Htatciuent  furnished  hy  tlie  oolleet<»r  oi  euHtoiUH.] 


ArtielcH. 


RECKIVEI). 


Brick M. 

Cedar  poHt.s number. 

Coal. 


1 .  noo 

ir)5.  500 


Laths M.. 

Jiive  slock ht-ad. . 

l.o;r« culiic  lr«t. . 

Litiiiher Mfeel.  H.  M.. 

Salt harrilH.. 

ShinKl«'» number.. 

Stones cords . . 


3.048 
2  12;{ 

3,  (Kio!  000 

15,  5t<3 

1 .  500 

12,  082.  5i;0 

200 


(Quantify.        Tohh. 


Arlich'S. 


Qnuutity 


ni:cKivKU—<«m  tinned. 


3.750  Wood cords.. 

3.  110 
38. '>3  Total 

1.  184  i 

1,001  .  sniiT'Li).  ' 

72.  000  I  Lath M . . 

27,  270  I  Lumber M  leet.  B.  M . . 

210  I  !Macliiiu'rv 

1.513 


16.500 


1,000 
1,250 


1,250 


Total. 


TonH. 


24,750 


175, 081 


300 
2,187 
5,000 


7.487 
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Lr  L  22. 
IMPROVEMENT  OF  MOUTH  OF  BLACK  RIVER,  MICHIGAN. 

An  extensive  bar  and  shoal  formerly  existed  in  the  St.  Clair  Eiver, 
adjoining  the  mouth  of  the  Black;  the  bar  lying  close  to  the  American 
side  obstructed  approach  to  the  Port  lluron  docks,  while  the  shoal, 
known  as  the  "middle  ground,"  comprised  an  area  of  nearly  50  acres 
and  crowded  the  main  channel  in  a  sharp  curve  close  to  the  Canadian 
shore.  These  conditions  combined  to  prevent  access  to  the  river  front 
of  Port  Iluron,  and  to  expose  the  vast  tlirough  commerce  of  the  Lakes 
to  the  dangers  of  navigating  a  narrow  and  crooked  channel  with  a  cur- 
rent of  high  velocity.  In  1871  a  project  for  dredging  the  bar  and 
middle  ground  to  Ji  depth  of  15  feet  was  submitted,  which  provided  for 
excavating  257,200  cubic  yards  at  a  total  estimated  cost  of  $120,660. 
The  work  was  commenced  in  1872  and  continued  to  1878,  when  the 
improvement  was  completed.  An  examination  made  in  1886  showed 
that  a  deposit  of  about  G  inches  had  taken  place,  but  no  further  work 
was  done  until  1889,  when  a  new  project  for  dredging  to  a  uniform  depth 
of  16  feet  was  adopted,  and  operations  commenced  under  an  appro- 
priation of  $10,000  made  by  the  river  and  harbor  act  of  August  11, 
1888;  continuing  with  additional  appropriations  tlie  improvement  was 
completed  in  1802,  including  a  small  area  dredged  to  a  depth  of  18 
feet,  adjoining  the  main  channel. 

Fo  work  was  done  during  the  last  iiscal  year,  nor  is  there  pres- 
ent need  for  any;  but  the  shoal  is  slowly  reforming,  and  the  draft 
of  lake  craft  is  steadily  increasing,  so  that  it  will  not  be  long  before 
ftirther  dredging  will  be  required.  It  is  important  to  the  whole  com- 
merce of  the  Lakes  that  the  channel  at  this  place  be  kept  in  the  best 
possible  condition,  and  the  estimate  of  $10,000  herewith  submitted  is 
intended  to  provide  means  for  doing  so. 

Appropriations  for  improving  St.  Clair  River  at  mouth  of  Black  Rivera  Michigan, 

Mouth  of  BLack  River,  in  St.  Clair  i  St.  Clair  River — Continued. 

River,  Micliifcau:                                                    June  18,  1878 $1,500 

June  10,  1872 $15,000  I  Mouth  of  Black  River,  Michigan : 

St.  Clair  River,  at  mouth  of  Black  |          August  11,  1888 10, 000 

River,  MichiKau :  !          September  19,  1890 10, 000 

March  :3,  1873 15.000  |           Julv  13,  1890 1?,000 

June  23,  1874 15,000  '  "                                              

March  3,  1875 10,000                Total 86,500 

Original  cstiniattMl  cost  of  (1871)  of  removing  middle  ground — 

To  depth  of  15  feet $67,320.00 

To  depth  of  18  feet 157,520.00 

Whole  amount  ai>])ropriated  1872,  to  and  including  act  of  July  13,  1892.  86,  500.00 

Whole  amount  expended  to  June  30,  1894 86,393.90 

Money  statement. 

July  1,  1893,  balance  unexpended $651.42 

June  30,  1894,  amount  (expended  during  fiscal  year 545. 32 


July  1,  1894,  balance  unexpended 106. 10 

July  1,  1894,  outstanding  liabilities 106.10 


Amouutthatcanbeprofitablyexpendedin  fiscal  yearendingJune30,1896.    10,000.00 
Submitted  in  compliance  with  requirements  of  sections  2of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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L  L  23. 
IMPROVEMENT  OV  CLINTOX  RIVER.  MICHIGAN. 

Tliis  river  is  a  narrow  and  crooked  stream,  dischargring  into  Ancbor 
I>ay,  tlie  northwest  arm  of  Lake  St.  Clair,  and  lias  always  been  na\i- 
gable  for  lip:l it  draft  vessels  to  Mount  Clemens,  MicL.,  a'distanee  of  8 
miles  by  river.  Before  improvement  the  bar  at  its  mouth  afforded  a 
navigable  depth  of  only  3.^  feet,  and  the  depth  ou  shoals  was  from  5  to 
C  feet,  but  tin*  *^eneral  channel  depth  was  10  feet.  The  river  and  harbor 
act  of  July  7,  1S70,  ai»propriated  $5,000  for  its  imjirovement,  and  in  the 
absence  of  any  suneys  of  the  river  this  sum  was  applied  to  dred^in^; 
a  channel  about  00  feet  wide,  0  feet  deep,  and  1^700  feet  long,  npward 
from  the  mouth.  The  principal  obstruction  to  navigation  was  thereby 
lemoved,  but  the  improvement  gradually  deteriorated,  and  by  1880  Tvas 
ol)lit<*i ated,  as  shown  by  a  survey  then  made,  pursuant  to  the  Eiver  and 
Harbor  act  of  March  3,  1870.  A  project  of  improvement  Irom  the 
mouth  to  M<mnt  (.Memens,  based  on  this  survey,  was  then  begun,  with 
a  view  to  making  a  through  S-foot  channel,  protected  by  suitable 
revetments  where  needed;  its  estimated  cost  was  8-5,000,  revised  and 
amendcil  in  1S88  and  1S80  to  834,504.  The  work  has  been  done,  but 
with  surh  small  approiuiations,  that  the  erection  ot  substantial  stnic- 
tures  of  a  pt^rmanent  character  has  been  imiwssible,  and  until  this  is 
done  the  improved  channel  will  rapidly  fill  u]>  again.  This  is  especi- 
ally th«»  case  with  resi)ect  to  works  at  the  entrance,  where  the  move- 
ment of  ice  from  Anchor  Hay  must  be  resisted  by  structures  more 
sul>staTitial  than  any  that  could  be  ]mt  upwith  money  heretofore  avail- 
al)le,  and  none  thus  far  erected  have  withstood  the  strain  for  any  consid- 
erable time.  Repeated  dredgings  have  therefore  been  reipiired  to  keep 
the  entrance  channel  open,  and  expenditures  t*or  t his  puriH)se,  for  dredg- 
ing- in  tlu'  river  above,  and  for  the  erection  of  light  revetments  as  tem- 
lH>i;irv  ai«l<  f«>r  tlir  niaintrTiance  of  drnlgeil  channels,  have  absoibed 
Xhr  meager  ai»i»ropiiations.  and  It^ft  no  work  of  a  permanent  character 
in  sight. 

()j)eiatioi:s  during  the  i»ast  year  wen*  as  follows: 

Work  was  in  j)rogress  at  the  beginning  of  tin*  vear  under  contract 
with  Michael  Sieiner.  a]»i)roved  October  17,  l>t»l,*,  t'ov  constructing  two 
se»ti«ns  of  training  dike.  l«»  pr(>te»  t  tlie  channel  at  the  nnaith  of  the 
rivi-r.  Tlu*  inner  section  •i-7..'»  feet  long,  erns!>ts  of  a  single  row  of 
piles  driven  at  intervals  of  8  feet,  ^^ith  cap  tinil-er  and  wale  pieces,  all 
e<»nstirniing  a  sr.])]iort  lor  :\  row  o(  diuMe  .-lint  piling,  seemed  at  top 
to  tl.»-  wale  piece  by  seven  bi»lts.  Tlie  »  ut«  r>ertion,  >i'»7  feet  long,  con- 
sist^ of  i\v«)  rows  (>f  round  ]»iles,  8  teet  apart,  ]»i]es  ef  each  row  driven 
at  iTitervals  of  s  feet,  eai»peil  with  IL*  by  1  \  ineli  timber,  and  the  two 
ro^vs  eoTn:eete«l  at  top  by  a  tin:bi  re:  i  sn  ;:,^  ;n  ;l:e  middk*  of  each  pik"^ 
interval:  and  1  by  10  ineh  gui»liv>.ii  i|»seenre*l  l»ulie  rearof  ]»i!es  in  the 
f  Mi.i  ri-Av,  -I  tei  t  below  the  va|>  tinibe'iS,  aiioiii  bearing  tr  a  double  row 
of  >hi  et  jjiling,  wliieh  is  >]Mkeil  ti»  tie  eap  aial  gniile  pieces.  This 
win.v  wa<  I  o!ii]»letedalMMit  the  n!i»lilNo-"  iViober.al  a  cost  of  8  0,505.:  J8, 
lur  tl  t*  pile  a::il  linibt-r  ^\^•rk  i:i  ]d.u  e.  A  iia: row  channel  10  feet  deep 
^va*i  OLiitigt  <i  l"»iVtr  fr*  in  taieefilie  nn  01 'k  l.ei'.Mtiv  .November  15  aiul 
.•<>.  aid  the  «  \i  ava.teil  matcvial  i  asi  o\er  .in  ;i  backing  to  the  jiile 
stin<i ':i '  n;  lite  :unouiit  diiii^nl  Nxas  ,"»,  !7i  »  e.b:»  yaiils,  at  a  cost  of  14  j 
c«  !»:<  p«  r  I  ubic  \  a:»I,  er  in  all  >7"0.l  •. 

'J'lii   r.  :.«liiii»n  o:'  ilie  iini»ro\  i  laent  \NaN  <  \,in;:ne»;  .hme  10,  when  the 
I*  .1  :  <li  i»::i  i  -iind  in  :iu»  dreilged  ihanisel  was',*",   feel,  but  the  dej^th 
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.just  above  the  limit  of  last  year's  dredging  was  only  7  feet,  and  is  as 
low  as  6  feet  on  some  of  the  npper  sboals.  The  pile  work  was  found  to 
be  in  good  condition ;  but  last  winter's  ice  formation  in  this  locality  was 
most  unusually  light  and  it  is  quite  certain  that  this  condition  will  not 
last  long,  if  the  structure  be  not  greatly  strengthened  before  being 
exposed  to  the  movement  of  such  quantities  of  ice  as  have  carried  away 
all  previous  structures;  the  present  one  must  be  expected  to  go  as  the 
others,  unless  measures  be  taken  to  make  it  much  more  substantial  and 
secure. 

The  aggregate  of  appropriations  thus  far  made  and  api>lied  to  this 
project  of  improvement  is  $34,504,  which  is  the  sum  total  of  the  esti- 
mate<l  cost  of  completion.  It  has  sufficed  to  dredge  and  redredge  the 
channel  and  to  build  and  rebuild  temporary  works  of  protection,  and 
to  that  extent  tlie  projected  improvement  has  been  completed ;  but  as 
a  question  of  completed  improvement  with  any  element  of  permanence 
tlie  end  is  about  as  far  oft*  as  it  was  in  the  beginning 

In  the  absenc^e  of  any  approved  project  for  further  work,  it  is  impos- 
sible to  submit  an  estimate  for  future  operations.  If  the  maintenance 
of  a  navigable  channel  is  to  depend  on  dredging  and  repairs  of  pres- 
ent luoteeting  structures,  an  api)ropriation  of  $10,000  for  1806  is  desir- 
able. If  the  better  and  cheaper  policy  of  giving  to  these  structures 
the  element  of  permanence  be  adopted,  the  next  appropriation  should 
be  not  less  than  $25,000. 

It  has  been  impracticable  to  obtain  commercial  statistics  of  Clinton 
River,  Michigan. 

AppropriaiionH  for  improving  Clinton  liivcr,  Michiffan. 

August  30, 1852 $5,  000     August  11, 1888 $10,  000 

July  11, 1870 5,000     September  19,1890 10,000 

March  3, 1871 1,500     July  13,  1892 8,564 

M{irch3,1881 8,000  '  

August  2, 1882 0,000  '  Total 00,064 

August  5, 1886 6,000  ; 

Origiujil  estimatcMl  cost  of  work,  1885,  as  amended  in  1889 $34,  564. 00 

AVliole  amount  aijpropriiitod  and  expended  prior  to  adoptiou  of  present 

project 25, 500. 00 

Whole  amount  appro])riated  1886,  to  and  including  act  of  July  13,  1892..  34,564.00 
Whole  amount  expended  on  present  project  to  Juno  30, 181^1 34,  546. 26 

Money  statement, 

July  1,1893,  balanre  unexpended 7,32.^.94 

June;  30.  1894,  amount  ('Xpond('<l  during  fiscal  year 7,  311.  20 

July  I,  1894,  balan<*('  uiiex]K'nded 17.  74 


(  A  mount  that  can  heiirofitablyexpcMicled  in  fiscal  year  ending  Juno  30, 1S96     25,  000.00 
•^  Submitted  in  <'ompIiancc  with  re<[uiremeuts  of  sections  2  of  river  and 
f      harbor  acts  of  18()()  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


L  L  24. 

LMPKOVEMENT  OF  KOUGE  RIVER,  MICHIGAN. 

I'lider  the  ])rovisio]]s  of  tlie  river  and  harbor  iw't  of  August  5,  1886, 
a  survey  of  this  river  was  made  witli  a  view  to  its  improvenient,  and  a 
projeet  prepared  for  seeming  a  channel  depth  of  10  feet  with  a  width  of 


2256      REPORT   OF   THE   CHIEF   OF   ENGINEERS,  U.  8.  ARMT. 

240  feet  for  a  distance  of  800  feet  from  the  mouth,  and  thence  with  % 
width  of  100  feet  to  the  Wabash  Eailroad  bridge,  about  2§  miles  &rther 
up;  the  estimated  cost  was  $31,600.39.  At  the  time  of  survey  this  por- 
tion of  the  river  had  a  natural  channel  from  10  to  17  feet  deep,  with  % 
general  width  of  about  175  feet. 

The  work  of  improvement  was  commenced  in  1888  and  completed 
in  November,  1802,  at  a  total  cost  of  $30,272.79. 

No  work  was  done  during  the  past  fiscal  year,  and  no  complaint! 
have  been  made  concerning  its  navigable  condition.  Information  was 
conveyed  to  this  office  during  the  month  of  May  that  the  hull  of  the  tag 
W.  A.  Moore  had  been  beached  in  a  bend  of  the  river,  stripped,  and 
abandoned  in  such  position  as  to  obstruct  navigation.  Examination 
was  made,  the  owners  of  the  craft  ascertained,  and  its  speedy  removal 
exacted. 

The  i)resent  commerce  of  the  river  is  small,  but  the  adaptability  of  its 
banks  to  the  establislnnent  of  important  industries,  calling  for  ready 
and  convenient  facilities  of  transportation  by  rail  or  water,  is  certain 
to  develop  a  busy  commerce  in  time.  For  this  reason  the  improvement 
already  made  shonUl  not  be  allowed  to  suffer  material  deterioratioDi 
and  this  can  only  be  prevented  by  occasional  dredging.  An  estimate 
of  $5,000  for  189(>  is  therefore  submitted,  to  be  applied  to  dredging  as 
necessity  arises,  in  order  that  the  present  navigable  condition  of  the 
stream  nmy  not  become  seriously  imi)aired. 

Appropriations  for  improving  Rouge  Biver,  Michigan. 

August  11,  1888 $10,000.00 

September  19,  181K) 10,000.00 

July  13,  1892 11,690.00 

Totiil 31,690.00 

Orijjfinal  ostimattMl  cost  of  the  work,  1887 31,690.39 

Wholo  amount  appropriated  1888,  to  and  including  act  of  July  13,  1892..     31,690.00 
Whole  amount  expended  to  June  SO,  1894 .' 30, 281. 94 

Money  HtatemenU 

July  1,  1893,  balance  unexpended $1, 417. 21 

•June  30,  1894,  amount  expended  during  fiscal  year 9. 16 

.1  uly  I,  1891,  balance  unexpended 1, 408. 06 

i  Amount  that  can  b(i  profitably  expended  in  fiscal  year  ending  June  30, 1896      5, 000. 00 
-  Submitted  in  compliance  with  recpiiremcnts  of  sections  2  of  river  and 
(     harbor  acts  of  1860  and  1807  and  of  sundry  civil  act  of  March  3,  1893. 


COMMKIIC'IAL  STATISTICS,  ROr(JK    KIVKK,  MICHIGAN. 

lii'cviptii  and  shipmcutH  by  vessel ^  1S'.*3. 
[(7<)rni)ile(l  from  Mtntr-inrnt  furnished  by  Mr.  (jo«>r;;o  X.  Hrady,  Detroit,  Mich.] 


I 


Artieleij. 


Quautity. 


Cedar  [josts number..  39,284 

(Jravel 

LatliH Uumbor. . '    4, 368, 000 

I.i ve  stork liead . .  37 

LumlMT ^'eot,  B.  M. .    26, 309, 296 

\V«(mI cordrt..'  9,100 

Total 


Tons. 


6.  ON 

It 
46,I4t 
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L  L  25. 

CONSTRUCTION  OF  TURNING  BASIN  IN  ROUGE  RIVER,  MICHIGAN. 

The  river  and  harbor  act  of  September  19,  1890,  called  for  an  esti- 
mate for  "  locating  and  constructing  basin  in  said  (Rouge)  river,  at  a 
point  on  the  same  within  four  miles  of  its  junction  with  the  Detroit 
River,  convenient  for  the  turning  and  anchoring  of  vessels."  Such 
estimate  was  submitted  by  Col.  O.  M.  Poe,  Corps  of  Engineers,  in  a 
report  dated  December  20, 1890,  as  follows :  Three  acres  of  land  for  site 
at  $1,500,  $4,500;  74,074  cubic  yards  excavation,  at  15  cents,  $11,111,10; 
total,  $15,611.10. 

The  next  river  and  harbor  act,  approved  July  13, 1892,  appropriated 
$5,000  for  acquisition  of  land  and  beginning  construction,  according 
to  the  foregoing  project.  The  appropriation  has  been  found  too  small 
for  purchasing  the  land  needed,  and  accordingly  no  work  has  yet  been 
done  or  expenditure  made  in  relation  to  the  proposed  imi^rovement. 

When  local  commerce  shall  have  grown  to  such  extent  as  to  make 
the  facilities  of  a  turning  basin  more  imperative  than  it  is  at  i)resent,  it 
is  probable  that  the  Government  will  be  put  to  but  small  expense  for  the 
land  needed,  if  money  should  then  be  available  for  the  prompt  comple- 
tion of  the  improvement.  An  appropriation  of  $10,500  to  complete  the 
improvement  as  projected  is  therefore  recommended  for  the  year  1896. 

Money  statement, 

July  1, 1893,  balance  unoxpeuded $5, 000. 00 

J  Illy  1, 1894,  balauce  unexpended 5, 000. 00 


!  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,1896    10, 500.  CO 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


L  L  26. 

REMOVING  SUNKEN  VESSELS  OR  CRAFT  OBSTRUCTING  OR  ENDANGER- 

ING  NAVIGATION. 

Removal  of  wreckj  FresqiC  He  Harbor^  Michigan, — The  presence  of 
this  wreck  was  reported  by  the  local  light  keeper  through  the  Light- 
House  Establishnicutaud  brought  to  the  attention  of  this  office  in  a  letter 
from  the  Treasury  Department,  dated  April  13, 1894,  received  here  by 
indorsement  dated  April  19,  1891.  The  harbor  was  visited  by  the  offi- 
cer in  charge  April  23,  and  preliminary  examination  made,  of  which 
report,  dated  April  30,  was  submitted,  describing  the  conditions  as 
follows : 

The  wreck  (was)  found,  plainly  marked  by  a  can  buoy  of  the  U.  S.  Li^ht-House 
Establishment  No  part  of  the  wreck  is  above  water,  and  the  least  depth  louud  over 
it  was  7.8  feet,  with  depths  varying  from  15  to  18  feet  around  it.  It  lies  just  inside 
the  three-fathom  curve,  about  450  yards  from  the  shore,  and  a  little  north  of  th© 
range  established  for  the  guidance  of  vessels  entering  the  harbor;  the  location  is- 
shown  on  blue  print  herewith.  The  wreck  itself  appears  to  be  that  of  an  old  hulk^ 
of  which  but  little  more  than  the  frames  are  left,  and  is  of  no  value  whatever;  no 
trace  of  ownership  or  information  as  to  when  or  how  it  came  there  can  be  obtained. 
Situated  as  it  is,  and  with  the  established  aids  to  navigation,  the  wreck  is  not  a  very 
serious  obstruction  to  navigation,  nevertheless  a  vessel  entering  the  harbor  in  heavy 
weather  mi^ht  get  on  it  and  receive  considerable  damage,  and  for  this  reason  I  am 
of  the  opinion  that  it  should  be  broken  up  and  leveled  to  the  bottom.  This  may 
probably  be  done  at  a  cost  of  $300  or  certainly  for  a  sum  not  exceeding  $500,  and  I 
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would  reeomiiieiid  that  the  lattiT  amount   bo  allotted  and  placed  to  my  cre<lit  for 
the  i>nrpose  ol'removiug  the  obstnu'tion  at  the  lirst  lavoral)lo  opportunity. 

Instructions  were  tbcreiipon  issued  from  the  oflBce  of  the  Chief 
of  Engineers,  dated  May  4,  authorizing  the  removal  of  the  wreck  as 
proposed,  and  the  sum  of  $500  was  allotted  ^'from  the  permanent  indefi- 
nite a])propriation  for  removing  sunken  vessels  or  craft  obstmcting 
or  endangering  navigation — act  eTune  14,  1880 — to  pay  the  attendant 
expenses  of  the  work."  Under  this  authority  the  officer  in  charge  made 
a  second  visit  to  the  harbor  June  14,  and  after  careful  examination  con- 
eluded  to  engage  the  services  of  a  diver  to  assist  in  the  work  of  removal. 
Accordingly,  the  diver  from  Sand  Beach  Harbor  was  met  there  Jane 
25,  and  on  the  day  following  he  made  full  inspection,  from  which  it 
appeared  that  the  wreck  was  a  very  old  one,  comprising  most  of  the  hnll 
of  what  appeared  to  have  been  a  large  tug,  or  other  steam  A^essel,  abont 
00  feet  long,  the  sides  projecting  from  G  to  10  feet  above  the  bottom  of 
the  lake.  The  conclusion  was  reached  that  the  obstruction  could  be 
best  removed  by  sawing  the  wreck  in  sections  that  could  be  readily 
handled  bj'  a  small  derrick  rigged  on  the  diver's  scow,  and  depositing 
the  i)i)rts  so  taken  out  on  the  shore.  The  diver  was  instructed  to  pro- 
ceed in  that  way  and  remove  all  parts  projecting  above  the  bottom,  or 
in  any  way  reaching  within  IC  feet  of  the  water  surface.  Operations  to 
that  end  were  thereupon  commenced  and  were  in  progress  at  the  close 
of  the  year,  with  the  prospects  of  completion  by  or  before  July  16. 


L  L  27. 

KSTAHLISIIMEXT  OF  HARBOR  LINE  IX  ST.  .JOSEPH  HARBOR,  MICHIGAX 

Ht,  Joseph,  Mich.,  May  r,  1894. 

Dear  Sir:  Herewith  lind  plan  and  s))ecifications  for  new  wharf  at 
St.  »I()se|)h,  Mich.  Your  petitioner  res]>ectfully  begs  permission  to 
construct  a  new  wharf  opposite  wing  dam  on  your  petitioner's  mill 
l)roi)erty,  '-^on  a  straight  line  between  1)  and  C)  wharves  to  a  snub  or 
tie  pile  on  Vandalia  Railroad  wharf,  about  400  [40|  feet  westerly  from 
angle  in  Vandalia  wharf,"  by  so  doing  making  the  river  sibout  10  feet 
wider  than  shown  on  mai).  The  reason  for  asking  permission  for 
straightening  the  line  is  that  a  vessel  could  only  unload  (m  one  side  or 
the  other  of  tlie  angle,  tln^eby  causing  unnecessary  delay  in  unloading. 
Another  reason  or  objection  to  the  angle  is  that  a  bar  would  be  forming 
continually  on  account  of  slack  water. 
Yours,  very  truly, 

\V.  A.  Preston. 
Hon.  Damel  Lamont, 

Sccrctari/  of  ^Vcu\ 

f StMo:nl  indorsciiKMit. ] 

Office  ('hief  of  Engineers, 

U.  S.  Army, 
May  lOy  1894. 

liespectfully  referred  to  Lieut.  Col.  G.  J.  Lydecker,  Corps  of  Engi- 
neers, for  rejxn't. 

\\y  command  of  r>rig.  Gen.  Casey: 

II.  M.  Adams, 
Majory  Corps  of  Eiujineers. 
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[Third  indorsomont.] 

U.  S.  Engineer'  Office, 

Detroit,  Mich.,  June  1,  1894. 

Respectfully  returned  to  the  Cbief  of  Engineers,  U,  S.  Army,  with 
rei)ort. 

G.  J.  Lydecker, 
Lieut.  Col.  of  Engineers., 

[Fourth  indorsement.] 

Office  Chief  of  Engineers, 

U.   S.  ARMY', 

June  5,  1894. 

Respectfully  returned  to  the  Secretary  of  War. 

This  is  an  application  from  Mr.  W.  A.  Preston,  of  St.  Joseph,  Mich.^ 
for  authority  to  build  a  new  wharf  in  front  of  his  mill  property  at  that 
place. 

The  application  has  been  referred  to  Lieut.  Col.  G.  J.  Lydecker, 
Corps  of  Engineers,  and  that  officer,  after  careful  consideration  of  the 
matter,  makes  the  following  recommendations: 

1.  That  the  full  red  line  C  D  on  the  blue  prints  herewith  be  estab- 
lished and  adopted  as  the  harbor  line  for  this^  portion  of  St.  Joseph 
Harbor,  iinder  authority  of  section  12  of  the  act  of  Congress  of  Septem- 
ber 19,  1890. 

2.  That  Mr.  Preston's  application  bo  ai)proved,  subject  to  the  condi- 
tions that  the  new  wharf  be  built  to  conform  with  the  harbor  line  above 
indicated,  and  in  accordance  with  specifications  submitted  with  his 
application  modified  so  as  to  make  the  piles  30  feet  long  in  the  work, 
and  sheet  piling  21  feet  long;  i)rovided  alsothatthe  rear  supports  shall 
be  a  line  of  anclior  piles  and  no  "deadmen." 

All  work  to  be  subject  to  the  supervision  of  the  Unit^id  States 
engineer  in  charge  of  the  harbor,  and  to  be  completed  to  his  satisfac- 
tion. 

Blue  prints  *  showing  location  and  construction  of  the  dock  as  recom- 
mended are  herewith. 

I  concur  in  the  views  and  recommendations  of  Lieut.  Col.  Lyde<^ker, 
and  recommend  that  the  Secretary  indicate  his  approval  of  the  harbor 
line  by  placing  his  signature  on  the  blue  print*  marked  ^*  A." 

Thos.  Lincoln  Casey, 

Brig.  Gen.,  Chief  of  Engineers. 

[Fifth  indorsement.] 

War  Department,  June  8, 1894. 

Respectfully  referred  to  the  acting  Judge- Advocate-General  to  pre- 
pare tlie  necessary  ])apers. 

The  harbor  line  julopted  for  the  portion  of  St.  Josefili's  Harbor  referred 
to  in  the  previous  indorsement  is  approved. 

Joseph  B.  Doe, 
Acting  l^ecretary  of  War. 


Not  i)riuted. 


2260      REPORT    OF   THE    CHIEF    OF   ENGINEERS,  U.  S.  ARM*. 

report  of  lieut.  col.  cx,  j.  lydeckek,  corps  of  engineers. 

United  States  Engineer  Office, 

Detroit^  Mich,^  June  i,  1894, 

General  :  I  have  th6  honor  to  submit  report  on  the  ax)plicatioQ  of 
W.  A.  Preston  to  the  Secretary  of  War,  dated  May  7, 1894,  for  aathor- 
ity  to  build  a  new  wharf  in  front  of  his  mill  property  at  St.  Joseph, 
Mich. J  as  follows : 

On  receipt  of  his  application  I  sent  to  Mr.  Preston  a  blue  print  of  the 
locality  referred  to,  with  request  that  he  indicate  thereon  the  precise 
line  and  limits  of  his  proposed  structure ;  his  reply,  dated  May  28,  is 
inclosed  herewith,*  from  which  it  is  seen  that  this  line  was  incorrectly 
described  in  the  original  application  as  intersecting  the  Vandalia  Bail- 
road  wharf  ^^  about  400  feet  westerly  from  the  angle,''  instead  of  40  feet 
from  that  point.  The  broken  red  line  A  B  on  the  inclosed  blue  print* 
shows  the  location  contemplated  by  Mr,  Preston,  and  it  is  not  open  to 
any  serious  objection;  but  a  better  condition  of  affairs  would,  in  my 
opinion,  result  from  adopting  the  full  red  line  C  D,  which,  being  par- 
allel to  and  300  feet  from  the  wing  dam  opposite,  would  give  a  uniform 
width  of  channel  find  leave  a  less  projecting  salient  at  A  than  that  at 
O.  The  si)ecifications  submitted  should  be  modified  to  call  for  piles  30 
feet  long,  in  the  work,  and  for  sheet  piling  24  feet  long,  to  conform  with 
requirements  heretofore  made  for  similar  structures  at  this  harbor  j  and 
the  use  of  "  deadmen  "  or  anchors  should  not  be  permitted  as  a  sub- 
stitute for  ^*  anchor  piles." 

I  therefore  submit  the  following  recommendations: 

1.  That  the  red  line  C  1),  on  blue  print  herewith,  be  established  and 
adopted  as  the  harbor  line  for  this  portion  of  the  harbor,  under  author- 
ity of  section  12  of  the  river  and  harbor  act  of  September  19,  1890. 

2.  That  Mr.  Preston's  application  be  api)roved,  subject  to  the  con- 
ditions that  the  new  wharf  be  built  to  conform  with  the  harbor  line 
above  indicated,  and  in  accordance  with  specifications  submitted  with 
his  application  modified  so  as  to  make  the  piles  30  feet  long  in  the  work, 
and  slieet  ])iling  24  feet  long;  i)rovided  also  that  the  rear  supports  shall 
be  a  line  of  anchor  piles  and  no  '^  deadmen."  All  work  to  be  subject 
to  the  supervision  of  the  United  States  engineer  in  charge  of  improve- 
ments at  the  harbor,  and  to  be  completed  t>o  his  satisfiiction. 

Blue  prints,  three  copies  of  each,  are  transmitted  herewith,  showing 
location  and  construction  of  the  dock  as  herein  recommended. 
Very  respectfully,  your  obedient  servant, 

G.  J.  Lydeckeb, 
Lieut,  Col,  of  Engineers. 
Brig.  (ien.  TnoMAS  L.  Casey, 

Chief  of  .?Jn(/ineer8,  U.  S,  A, 

*  Not  priiitcMl. 
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IMPKOVKMENT  OF  WATERS  COI^NECTING  THE  GREAT  LAKES. 


REPORT  OF  COL,  O,  M.  POE,  CORPS  OF  ENGINEERS,  OFFICER  IN  CHARGE, 
FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1894,  WITH  OTHER  DOCU- 
MENTS RELATING  TO  THE  WORKS. 


IMPROVEMENTS. 


1.  Ship  channel  connecting  waters  of  the 

Great  l^akes  between  Chicago,  Dn- 
luth,  anil  Buffalo. 

2.  Operating  and  care  of  St.  Marys  Falls 

Canal,  Michigan. 

3.  St.  Marys  Kiver  at  the  falls,  Michigan. 

4.  Hay  Lake  Channel,  St.  Marys  Kiver, 

Michigan. 


5.  St.  Clair  Flats  Canal,  Michigan. 

6.  Operating  and  care  of  St.  Clair  Flats 

Canal,  Michigan. 

7.  Grossepoint  Channel,  Michigan. 

8.  Detroit  River,  Michigan. 

9.  Investigation  of  raft-towing  on  the 

Great  Lakes  and  their  connecting 
waters. 


United  States  Engineer  Office, 

Detroit,  Mich,y  July  9,  1894. 

General  :  I  have  the  honor  to  transmit  herewith  the  annual  reports 
*  *  *  relating  to  the  works  of  river  and  harbor  improvements  under 
iiiy  charge  for  the  tiscal  year  ending  June  30,  1804. 

1  am,  sir,  very  respectfully,  your  obedient  servant, 

O.  M.  Poe, 
Colonel,  Corps  of  Engineers, 

Bvt,  Brig.  Gen.,  U.  S.  A, 

lU'ig.  (xcn.  Thomas  L.  Oasp:y, 

Chief  of  Engineers,  U.  S.  A. 


M  M  I. 

IMrHOVEMENT  OF  SHIP  CHANNEL  CONNECTING  WATERS  OF  THE  GREAT 
lakes  BETWEEN  CHICAGO,  DULUTH,  AND  BUFFALO. 

liefore  improvements  were  commenced  under  the  project  for  this 
^ork  the  available  depth  for  navigation  in  the  connecting  waters  of  the 
Great  Lakes  was  about  IC  feet. 

The  ultimate  attainment  of  a  navigable  depth  of  20  feet  was  foreseen 
when  the  following  projects  were  adopted:  Improving  St.  Marys  Eiver 
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at  the  falls  and  in  Hay  Lake  Chaimel,  improving  St.  Clair  Flats  Canal, 
and  improving  Detroit  liiver  at  Lime  Kiln  Crossing. 

An  available  depth  of  20  feet  having  been  provided  for  at  St.  Marys 
Falls  Canal,  Hay  Lake  Channel,  and  at  Lime  Kiln  Crossing  by  previoua 
acts  of  Congress,  the  remaining  shallows  in  the  connecting  waters  of 
the  Great  Lakes,  with  the  exception  of  some  shoals  in  Detroit  Eiver 
between  the  city  of  Detroit  and  Lake  Brie,  weregronped  into  one  project. 

Tlie  river  and  harbor  act  of  July  13.  1892  appropriated  $375,000,  as 
follows : 

For  ship  chauncl  twenty  aud  twenty-one  feet  in  depth  and  a  niiuinmm  width  of 
three  hundred  feet  in  the  shaUows  of  the  connecting  waters  of  the  Great  Lakes 
hetweon  Cliicago,  Duliith,  and  BufFalo,^ree  hundred  and  seventy-live  thousand  dol- 
lars: Provided,  That  contracts  may  be  entered  into  by  the  Secretary  of  War  for  such 
materials  and  work  as  may  bo  necessary  to  carry  out  the  plans  proposed  by  General 
O.  M.  Poe,  Corps  of  Engineers,  United  States  Army,  dated  January  twentieth, 
eighteen  liundred  and  ninety-one,  and  printed  as  House  Executive  Document,  num- 
bered two  hundred  and  seven,  second  session,  Fifty-first  Congress,  for  such  ship 
channel,  to  bo  ]>aid  for  as  appropriations  may  from  time  to  time  be  made  bylaw,  not 
to  exceed  in  the  aggregate  two  million  nine  hundred  and  sixty-live  thousand  dollars, 
exclusive,  of  the  nuiount  herein  appropriated. 

The  present  project  contemplates  the  excavation  of  a  ship  channel 
having  a  navigable  depth  of  20  feet  in  the  shallows  of  the  connecting 
waters  of  the  Great  Lakes  between  Chicago,  Dulntli,  and  Buffalo  for 
the  benefit  of  navigation,  at  an  estimated  cost  of  $3,340,000. 

The  work  is  divided  into  eight  sections  according  to  locality,  and  the 
following  channels  are  to  be  or  have  been  excavated: 

Section  1,  a  channel  21  feet  deei>  and  300  feet  wide  at  Hound  Island 
Shoals,  St.  iVIarys  Kive^-. 

Section  2,  a  channel  21  feet  cioep  and  3^0  feet  wide  m  Little  Mud 
Lake,  St.  Marys  liiver,  between  the  lower  end  of  Sngar  Island  and  the 
lower  end  of  the  ^'Dark  Hole." 

Section  3,  a  channel  21  feet  deep  and  300  feet  wide  through  a  reef  in 
St.  Marys  Kiver  abreast  of  Sailors  Encam])ment  Island. 

Section  4,  a  channel  21  feet  deep  and  300  feet  wide  through  a  shoal 
in  Mud  Lake,  St.  Marys  River,  IJ  miles  below  Sailors  Encampment 
Island. 

Section  5,  a  channel  21  feet  deei)  and  2  400  feet  wide  at  the  foot  of 
Lake  Huron. 

Se(*ti()n  0,  a  channel  20  feet  deep  from  deep  water  in  St.  Clair  River, 
through  St.  Clair  Flats  Canal,  to  deep  water  in  Lake  St.  Clair,  with  a 
width  above  St.  Clair  Flats  Canal  not  greater  than  650  feet;  thence 
gradually  narrowing  to  the  canal;  thence  for  the  full  width  of  the  canal 
for  its  entire  length;  thence  gradually  widening  to  a  width  of  800  feet 
at  deep  water  in  Lake  St.  Clair. 

Section  7,  a  channel  20  feet  deep  and  800  feet  wide  through  Grosse- 
point  Flats,  Lake  St.  Clair,  Michigan. 

Se(!ti()n  8,  a  channel  21  feet  deei)  and  800  feet  wide  through  the  bar 
at  the  mouth  of  Detroit  River. 

To  obtain  a  navigable  dei)th  of  20  feet  a  depth  of  21  feet  is  required 
where  the  excavation  is  through  solid  rock  or  through  shoals  infested 
witli  bowlders,  and  a  depth  of  20  feet  where  the  cut  is  through  soft 
material. 

Contracts  for  the  excavation  specilied  above  were  entered  into  Decem- 
ber 31,181)2,and,  if  no  failure  occurs  in  the  appropriations,  the  contract 
time  for  the  com])letion  of  the  specified  channels  is  November  30,  1895. 
Section  4  has  been  (completed  and  the  contract  closed. 

The  datum  planes  for  sections  1, 2, 3,  and  4  are  so  selected  as  to  give 
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20  or  21  foot  navigation,  according  to  conditions  stated  above,  at  a 
mean  stage  of  water.  The  depth  of  water  available  at  St.  Marys  Falls 
Canal  at  same  stage  will  be  21.83  feet. 

The  datum  planes  for  sections  5,  6,  7,  and  8  (foot  of  Lake  Huron  to 
mouth  of  Detroit  River)  are  so  selected  as  to  give  20  or  21  foot  navi- 
gation at  a  stage  which  is  the  mean  of  lowest  waters  during  navigation 
season. 

The  general  map  showing  sections  1,  2,  3,  and  4,  together  with  the 
location  of  other  works  in  Sii;.  Marys  Eiver,  and  a  general  map  of  water- 
way between  lakes  Huron  and  Erie,  showing  sections  5,  G,  7,  and  8,  are 
transmitted  herewith. 

SURVEYS. 

The  preliminary  surveys  for  controlling  and  estimating  the  work  have 
all  been  made. 

At  the  time  the  project  was  submitted  for  a  ship  channel  connecting 
waters  of  the  Great  Lakes  between  Chicago,  Duluth,  and  Buffalo,  it 
was  based  upon  such  information  as  was  immediately  available.  At 
the  same  time  it  was  borne  in  mind  that  a^general  examination  and  sur- 
vey of  the  waterway  in  the  vicinity  of  the  work  in  progress  should  be 
made  in  order  to  ascertain  whether  there  were  other  areas  that  should 
be  improved  in  order  to  secure  a  clear  depth  of  20  feet  in  the  connect- 
ing waters  of  the  Great  Lakes. 

In  connection  with  section  1  a  system  of  triangulation  was  accord- 
ingly planned  between  Point  Iroquois  and  the  canal,  the  angles  read, 
and  the  necessary  computations  made.  Each  station  of  this  system  is 
the  center  of  a  half-inch  hole  drilled  3  inches  deep  in  a  piece  of  lime- 
stone about  1  foot  square.  The  stones  are  placed  3  feet  under  ground. 
The  surface  mark  is  a  nail  in  the  top  of  a  cedar  post. 

In  connection  with  section  8  a  similar  scheme  of  triangulation  con- 
necting the  stations,  for  controlling  the  work,  with  old  lake  survey 
stations  was  planned.  The  field  work  of  this  triangulation  was  com- 
pleted and  the  stations  will  be  permanently  marked. 

Hydrography, — The  general  plan  is  to  make  use  of  the  detailed  sound- 
ings taken  for  the  final  estimates  on  the  dredged  shoals;  also,  to  take 
soundings  every  50  feet  on  each  of  the  cross  sections,  Avhich  are  500  feet 
a])art. 

It  is  intended  to  sound  through  the  ice,  except  where  there  are  rapids. 

The  azimuths  from  at  least  two  shore  triangulation  stations  are 
deternuned  to  the  points  of  intersection  of  three  or  more  parallel  lines 
with  each  of  the  cross-section  lines,  the  parallel  lines  varying  from 
1,000  to  5,000  feet  apart. 

In  the  field  work  the  points  are  located  on  the  ice  by  transit  inter- 
sections, and  are  marked  with  3-foot  stakes  placed  in  auger  holes. 

The  ice  boring  machine  starts  at  a  stake;  one  man  50  feet  from 
machine  helps  jmll  it  along  by  means  of  one-eighth  inch  wire  bell  cord, 
and  while  the  other  two  men  are  boring  a  hole  he  gets  on  line  with  the 
fiags  at  the  stakes,  and  marks  the  place  for  the  next  hole.  The  leads- 
man follows  with  a  sounding  pole,  and  lead  line  on  a  reel  mounted  on 
runners.     It  takes  seven  seconds  to  make  a  sounding  in  00  feet  of  water. 

The  coordinates  and  azimuths  for  the  areas  to  be  sounded  in  the 
reach  from  Point  Iroquois  to  the  canal  were  computed;  5,700  soundings 
were  taken  between  Point  Iroquois  and  the  Indian  Mission;  14,600 
soundings  were  taken  on  the  Middle  Ground  Shoal  above  Kound  Island. 
The  survey  of  Shoal  3,  which  lies  between  the  west  entrance  to  the 
canal  and  liig  Point  was  completed;  4,000  soundings  were  taken 
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between  Eound  Island  and  Point  Ix)nise.  Estimates  for  the  rexiioval  of 
any  of  these  shoals  can  be  made  from  the  data  described  above.  The 
ice  last  winter  was  poor  and  went  ont  early.  The  use  of  the  three  ice 
augers  i)roved  highly  satisfactory,  and  especially  so  the  one  with  the 
bevel  gearing  08  to  28. 

I  w  isli  to  call  special  attention  to  the  Shoal  .S,  shown  on  map  of  sections 
1,  2,  3,  and  4,  forwarded  herewith.  This  shoal  is  a  nienac^e  to  the  navi- 
gation of  vessels  drawing  more  than  13  feet  of  water.  It  should  have 
been  included  in  the  original  project  for  sliip  channel,  but  was  over- 
looked at  the  time.  The  recent  survey  shows  that  there  are  approxi- 
mately 48,900  cubic  yards  of  material  above  the  21-foot  grade  and 
inside  of  the  lines  that  should  mark  the  channel  through  this  shoal. 

Hydrography  in  vicinity  of  sections, — The  reach  from  Ballards  Keef 
to  Limekiln  Crossing,  Detroit  River,  having  been  swept  in  connection 
with  the  improvement  of  Detroit  River,  it  Avas  decided  to  sweep  a 
channel  800  feet  Avide  from  the  lower  end  of  Limekiln  Crossing  to  sec- 
tion 8,  20,  and  21  foot  channel.  Obstructions  above  the  grade  for  the 
20  and  21  foot  channel  Avork  were  found.  These  obstructions  Avill  have 
to  be  removed  in  order  to  obtain  a  20-foot  channel  in  the  connecting 
waters  of  the  Great  Lakes.  The -result  of  this  sweeping  is  recorded 
on  a  map  accompanying  the  report  for  improving  Detroit  River,  Michi- 
gan. An  estimate  for  the  removal  of  these  obstructions  can  be  made 
at  any  time  from  the  data  recently  obtained. 

CONTRACTS. 


('oiitnutor 


Lint  of  contracts  in  force  dnriug  fiscal  year  ending  Jitnc  .W,  1S94. 

KcniarkR. 


For— 


Kntwred 
into— 


R.J.  Cram 

('.  E.  Mitrhrll  A:.  Co 

Jtihn  Hicklir 

Do 


M<'Collnin  Sc  Lee 

K.J.  Cram 

James  Ilooiioy 

IJrevmaiiii  IJro.s 

L.  1^  A'  J.  A.  Smith 

J.  L.  Uiiusou 

Ferguson  Uardwarc  Co. 


nickh*r  lirofl 

T.C.  Anthony 

P.  M.  Churoli  «fc  Co. 

PrrnzhuHT  IJro.s 

An«lrf;w]Iott(m 

J.  H.  Swj'att 

Ilicklcr  Bros 


I 


Excavation  in  Boot  ion  1 '  Doc.  31, 1«92 

Excavation  in  Hi^ction  2 do '■ 

Excavation  in  ncction  \\ ! do ' 

Excavation  in  section  4 ' do 

Excavation  in  section  5 do 

do '....do 

Excavation  in  Bcctiou  G i do 

Excavation  in  Hoction  7 do 

Excavation  in  Hcction  8 do 

Stationery Apr.  27, 1893 

Hardware,  Hhip  chandlery,  etc do 


Coal do 

do ' do 

Hardware,  ship  chandlery,  etc Apr.  23, 1894 

(iroceries <lo 

Meats do 

Lumber ' do 

Coal .do 


I 


In  force. 

Do. 

Do. 
('  lo8  od 

1894. 
In  f(»rce. 

Do. 

Do. 

Do. 

Do. 

Do. 
Closed 
1893. 

Do. 

Do. 
Tu  force. 

Do. 

Do. 

Do. 

Do. 


February, 


December, 


EXCAVATIONS  T'M)ER  CONTRACTS  IN  FORCE. 


Excavation  lias  been  carried  on  nnd(U'  the  nine  contracts,  entered 
into  Docombor  .*U,  1S92.  Eat'li  of  the  contracts,  except  the  two  for  sec- 
tion T),  covers  one  section. 

The  two  h)west  bids  for  section  5  being  the  same,  the  work  was  divided 
and  two  contrncts  let.  At  the  close  of  the  fiscal  year  the  condition  of 
work  on  the  dilferent  sections  was  as  follows: 

Section  1. — The  material  tobe  removed  consisted  of  about  90,000  cubic 
yards,  bank  measure,  of  bowklers,  clay,  sand,  gravel,  and  possibly  hard-* 
pan.   A  dei)th  of  !il  feet  is  called  for  by  the  specifications,  and  tlEie  con- 
tract i)rice  is  44  cents  per  cubic  yard. 
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The  contractor,  li.  J.  Cram,  began  work  on  June  1, 1893.  The  total 
to  June  30, 1894,  of  the  estimfites  for  excavation  is  73,583  cubic  yards, 
bank  measure,  of  which  63,153  cubic  yards  were  excavated  during  the 
fiscal  year.  All  the  area  comprised  in  this  section  has  been  dredged. 
In  NoA^ember  last  the  raft  bars  were  swung  over  both  shoals  and  some 
bowlders  were  found  above  grade.  These  bowlders  are  still  to  be 
removed.  Three  thousand  four  hundred  soundings  were  taken  through 
the  ice  in  ^lareh  for  the  linal  estimate,  and  the  computations  for  same 
hitve  been  made. 

Section  2, — The  material  to  be  removed  consisted  of  about  380,000 
cubic  yards,  bank  measure,  of  sand,  gravel,  bowlders,  and  hardpan,  all 
in  unknown  proportions.  A  depth  of  21  feet  is  called  for  by  the  speci- 
ticationS;  and  the  contract  price  is  25.0  cents  per  cubic  yard. 

The  contractors,  C.  E.  Mitchell  &  Co.,  commenced  work  on  Juno  13, 
1893.  The  total  to  June  30,  1894,  of  the  estimates  for  excavation  is 
197,008  cubic  yards,  bank  measure,  of  Avhich  164,201  cubic  yards  were 
excavated  during  the  tiscal  year.  The  rate  of  progress  is  49  per  cent 
greater  than  that  required  in  the  contract. 

Section  o. — The  material  to  be  removed  consisted  of  about  90,366  cubic 
yards,  bank  measure,  nminly  of  limestone  rock.  A  depth  of  21  feet  is 
called  for  bytliesi)ccifications,  and  the  contract  price  is  $2.43  per  cubic 
yard. 

The  contractor,  John  llick^er,  commenced  work  on  June  12,  1893, 
with  one  drill  boat.  This  boat  has  continued  work  to  date.  One 
dredge  commenced  work  in  April,  1894.  The  total  to  June  30, 1894,  of 
the  estimates  for  excavation  is  13,478  cubic  yards,  bank  measure.  The 
rate  of  progress  is  48.J  per  cent  less  than  that  called  for  in  contract. 
The  contractor  states  that  he  will  increase  his  plant. 

Section  4, — The  nmterial  to  be  removed  consisted  of  about  173,218  cubic 
yards,  bank  measure,  or  mud,  clay,  sand,  and  gravel  in  unknown  pro- 
portions. A  depth  of  21  feet  was  required  by  the  specitications,  and  the 
contract  price  was  22  cents  per  cubic  yard. 

The  contractor,  John  llickler,  commenced  work  on  June  9, 1893,  and 
(•ompleted  the  work  on  November  29,  1893.  Total  excavation,  233,855 
cubic  yards,  bank  measure,  of  which  211,640  cubic  yards  were  excavated 
during  the  liscal  year.  Sixty  thousand  eight  hundred  and  iifty-seven 
cubic  yards  of  the  above  total  were  between  the  21  and  22  grades  and 
were  i)aid  for  at  half  i)rice. 

Section  5. — The  material  to  be  removed  consisted  of  sand,  clay,  gravel, 
bowlders,  and  probably  hardpan,  all  in  unknown  proportions,  estimated 
at  ab(mt  25(),0()0  cubic  yards,  scow  measure.  A  depth  of  21  feet  is 
re(iuired  by  the  specifications,  and  the  contract  price  is  oS  centsper  cubic 
yard. 

jMcGolluni  *S:  Lee,  contractors  for  one-half  of  the  work,  commenced 
work  on  June  14,  1893.  The  total  to  June  30, 1894,  of  the  estimates  for 
excavation  in  this  half,  is  152,3()0  cubic  yards,  scow  measure,  of  which 
14(J,504  cubic  yards  were  excavated  during  the  fiscal  year. 

K.  J.  Cram,  contractor  for  the  other  half,  commenced  work  on  May 

10, 1894.    The  total  to  June  30,  1894,  of  the  estimates  for  excavation 

in  this  half  is  78,047  cubic  yards,  scow  measure,  all  of  which  were 

excavated  during  the  fiscal  year.    Total  of  estimates  for  excavation 

or  section  is  230,407  cubic  yards,  scow  measure. 

Section  G, — The  material  to  be  excavated  consisted  of  about  950,000 
cubic  yards,  scow  measure,  of  clay  and  sand  in  unknown  proportions. 
A  depth  of  20  feet  is  required,  and  the  contract  price  is  16^  cents  per 
cubic  yard. 
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The  contractor,  James  Rooiiey,  commenced  Avork  April  20, 1893. 

The  total  to  June  30,  1804,  of  the  estimates  for  excavation  is  497,954 
cubic  yards,  scow  measure,  of  which  438,377  cubic  yards  were  excavated 
during  the  fiscal  year.  The  rate  of  progress  in  this  section  is  greater 
than  that  required  in  the  s])ecifications,  and  the  Avork  now  approaches 
completion. 

Hcction  7. — The  material  to  be  removed  consisted  of  2,900,000  cubic 
yards,  scow  measure,  of  clay,  gravel,  sand,  and  some  bowlders,  with 
possibly  some  hardpan.  A  depth  of  20  feet  is  required  by  the  specffi- 
cations,  and  the  contract  price  is  14J  cents  per  cubic  yard. 

The  contractors,  Ih*eymann  Bros.,  commenced  work  April  17,  1893. 
The  total  to  June  30, 1894,  of  the  estimates  for  excavation  is  004,954 
cubic-  yards,  scow  measure,  of  which  539,970  cubic  yards  were  excavated 
during  the  fiscal  year.  The  rate  of  i)rogress  in  this  section  is  not  as 
gxeat  as  that  required  in  the  specifications. 

Section  S. — The  niaterial  to  be  excavated  consisted  of  about  1,080,000 
cubic  yards,  scow  measure,  of  sand,  clay,  gravel,  and  bowlders,  all  in 
unknown  proportions.  A  depth  of  21  feet  is  required  by  the  specifica- 
tions, and  the  contract  price  is  18  cents  per  cubic  yard. 

The  contractors,  L.  P.  &  J.  A.  Smith,  commenced  work  June  1, 1893. 
The  total  to  June  30,  1894,  of  the  estimates  for  excavation  is  183,242 
cubic  yards,  scow  measure,  of  which  I78,r)(>5  cubic  yards  were  excavated 
during  the  fiscal  year.  The  rate  of  progress  on  this  section  is  not  as 
great  as  that  required  in  the  specifications. 

Sections  1,  2,  3,  and  4  of  this  work  have  been  under  the  local  charge 
of  Assistant  Engineer  E.  S,  Wheeler,  assisted  at  diftcrent  times  during 
the  year  by  Assistant  Engineers  Joseph  Kipley,  Benno  liohnert,  C.  Y. 
Dixon,  II.  Von  Schon,  Glen  E.  Balch,  and  Mr.  Thomas  Bussell,  Clerk 
II.  Common,  Draftsman  Mangelsdorf,  and  Inspector  L.  P.  Morrison. 

Sections  />,  G,  7,  and  8  have  been  under  the  local  charge  of  First  Lieut. 
William  L.  Sibert,  assisted  by  Assistant  Engineer  H.  Kallman,  and  by 
Assistant  Engineer  A.  L.  Lucas  for  a  ])ortion  of  the  time;  by  Inspector 
II.  Kallnian,  Jr.,  D.  A.  Hitchcock,  C.  W,  Danger,  J.  (3.  Barton,  and  J. 
I>.  Yates. 

The  commerce  through  sections  1,2,3,  and  4  of  this  ship  channel  will 
be  practically  the  same  as  that  through  St.  Marys  FallsCanal;  and  the 
commerce  thnmgh  sections  5, 4J,  7,  and  8  will  be  about  the  same  as  that 
through  Detroit  lUver,  Michigan. 

The  estimate  for  the  work  is  83,340,000,  of  which  $f  1,250,000  has  been 
appro])riate(l,  leaving  82,090,000  to  be  api)ropriated.  To  pay  the  vari- 
ous cn]])lovcs  and  contractors  during  fiscal  vear  ending  June  30,  1893, 
$500,000  will  be  required. 

Expciuk'd  <luiin«;  lisral  yenr  (exclusive  of  outstautling  liabilities; $^{G2,  882.  46 

Sections  1,  2,  S,  and  i  arc  in  the  collection  district  of  Superior,  Mich.  The  near- 
est ])()rt  of  entry  is  Marquette,  Mi<'h.,  but  Sault  Ste.  Marie  is  a  subport. 

Section  1,  nearest  lights,  l*oint  Irotpiois  Light-House,  St.  Marys  Kivcr  upper  and 
lower  liirhts,  Point  Aux  Pins  J^ight  (Canadian);  section  2,  nearest  lights,  Harwood 
Point  ranges,  Hen  and  Cliicken  ranges,  l*oint  of  AVoods  ranges  (American  audCaun- 
dian),  Kast  and  West  Dark  Hole  ranges. 

Section  3,  nearest  lights,  Kains  llill  ranges  (Cana<liau),  Point  of  AVoods  (Cana- 
dian), Kncanipment  Crib  Light. 

Section  4,  nearest  .Ughts,  l^verens  Point  range  lights  (Canadian),  AVinter  Point 
rauije  lights. 

Section  5  is  in  the  collection  district  of  Huron,  Mich.  The  nearest  jjort  of  entry 
is  Port  Huron,  and  the  nearest  light-house  is  Fort  (iratiot  Light. 

Sections  G,  7,  anil  S  are  in  the  collection  district  of  Detroit,  Mich.  The  nearest 
port  of  entry  is  Detroit,  Mich.  The  nearest  Light-Houses  to  section  6  stand  pn  St. 
Clair  Flats  (\inul ;  to  section  7,  Windmill  Point  ]  Jght-Houso  and  range  ligbtsvicin* 
ity;  to  section  8,  liois  Blanc  (Canadian)  and  the  Detroit  lUver  Light-Honso. 
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Money  statement 

July  1, 1893,  balance  unexpended ....$1,226,763.60 

.' uno  30, 1894,  amount  expended  during  fiscal  year 362, 882. 46 

,uly  1,1894,  balance  unexpended 863,881.14 

.;uly  1,1894,  outstanding  liabilities $162,357.35 

July  1, 1894,  amount  covered  by  uncompleted  contracts  .. .     851, 804. 26 

1, 014, 161. 61 


Amount  (estimated)  required  for  completion  of  existing  project 2,090,000.00 

Amount  that  can  bo  profitably  expended  in  fiscal  year  ending  June 

31),  18i!() 500,000.00 

Submitted  in  com])liance  with  re([uirement8  of  sections  2  of  river  and 

harbor  acts  of  18()6  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


Abstract  of  hUln  for  supplies  for  ship  channel  connecting  waters  of  the  Great  Lakes  between 
Chicaffo,  DidiUhy  and  Bujf'aloj  received  and  opened  March  S8,  1894,  in  accordance  with 

advertisement  dated  March  S,  1894. 


So. 


1 
2 

1 
•) 

3 
4 

5 
6 
7 

1 

•» 

"{ 
4 
1 


■> 
1 

:s 

4 


XaiiMs  ami  address  of  bidders. 


P.M.  Clinrrh  fc  Co.,  Sanlt  Sto.  Marip.  Mich  ... 
liobort  (1.  IVrjiuson.  Sault  St<>.  Marie,  Michm. 

Prenzlauer  Hros.,  Sault  Sto.  Marie,  Mich 

Allen  Bros..  Detroit,  Mich 

P.  (J  Kelilier.  Sault  Ste.  Marie,  Mich 

Pejjpai'il  A:  M«'Kinnev,  Sault  Ste.  Marie,  Mich 

(J.  A:  li.  McMillau  «fe  Co.,  Detroit,  Mich 

Otto  Siijie  &  Co.,  Sault  Ste.  Marie,  Mich 

Jno.  lilessed  6c  Son,  Detroit,  Mjch .• 

Pej»])anl  <fc  McKinnov,  Saitlt  Ste.  Marie,  Mich. 

PC  K«'liiipr.  Sault  Ste.  Marie,  Mich 

Pren/laiier  IJro.s.,  Sault  Ste.  Marie,  Mich   

Otto  Suite  «.t  Co..  Sault  Ste.  Mnrio,  Mich 

Atidrow  ll<itt^>n.  Sault  Ste. M^ario,  Mich 

Donaldson  A:  Hall.  Sault  Ste.  Marie,  Mich 

J.  r..  S\v«'att.  Sault  Sto.  Marie,  Mich 

K.  1).  .lolinson,  Sault  St<\  Marie,  Alich 

Emery  D.  Weinier,  Ludinjxton,  Mich 

Ili<'kler  IJn»s.,  Sault  Ste  Mane.  Mich 

L.  1).  Kemp,  Sault  Ste.  Marie,  Mich 

IMionias  (!.  Anthony,  Sault  Ste.  Marie,  Mich  .. . 
I'rank  Perrv.  Sault  Ste.  Marie,  Mich 


Supplies. 


Total. 


Hardware,  ship  chandlery,  etc. 

, do 

Groceries 

do 


do.. 

do 

do 

do 

do 

Vegetables,  etc 

do 

do 

do 

Meats 

do 

LumlMjr 

do 

do 

Coal 

do 

do 

do 


$1, 439, 11 
1, 479. 78 

*  330. 85 
349.68 
350.15 
358. 22 
366.64 
384. 49 
422.64 

*  31)7.  68 
458.12 

1 324.  29 
t  388.  56 

*  375.  00 
390.00 

*  258.  40 
319.20 

1 400.  00 

*  885. 00 
915.  00 
915. 00 
015. 00 


*  Itrcoiumcnded  for  aeceptant'o.  f  Incomplete.    Ko  bid  ou  loilk. 

t  Incomplete.    No  bid  on  spruce  plonk. 


MM  2. 


on: RATING  AND  CAKE  OF  ST.  MARYS  FALLS  CANAL,  MICHIGAN. 

St.  Marys  Falls  Canal,  about  1  mile  in  length,  forms  part  of  the  water 
route  b3tween  Lakes  Huron  and  Superior,  and  affords  a  means  of  pass- 
ing the  Sault  de  Ste.  Marie,  overcoming  by  its  lockage  system  a  differ- 
ence of  level  of  about  18  feet.  The  prism  of  the  canal  is  of  variable 
width,  and  has  a  depth  of  16  feet  at  ordinary  stages  of  water. 

The  original  canal  was  constructed  by  the  State  of  Michigan  and 
was  opened  for  Iraftic  in  1855.  In  1870  the  United  States  began  to 
enlarge  the  canal  and  to  build  a  new  and  larger  lock  abreast  of  the  old 
lock  of  1855.  This  work  was  completed  in  1881,  and  the  entire  canal 
l)asscd  into  the  control  of  the  General  Government. 

In  1887  the  loi^ks  of  1855  were  rendered  unavailable  for  further  serv- 
ice by  the  construction  of  a  cofferdam  to  inclose  the  site  of  a  new  lock 
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wliicli  was  projected  to  replace  tlicm.  This  new  lock  is  to  be  800  fee* 
long  between  gates,  100  feet  wide  throughout,  with  21  feet  of  water  oi 
the  miter  sills,  and  is  to  have  a  single  lift  of  about  18  feet. 

The  lock  of  1881,  upon  which  the  entire  traffic  of  Lake  Superior  nor 
de})end8,  is  515  feet  long  between  gates,  80  feet  wide  in  the  chamber 
narrowing  to  GO  feet  at  the  gates,  with  17  feet  of  water  on  the  miter 
sills,  and  overcomes  the  ditterence  of  level  by  a  single  lift  of  about  U 
feet.  Until  the  proposed  800-foot  lock  is  finished,  an  accident  to  thi 
lock  would  crip))lc  the  entire  commerce  of  Lake  Superior. 

Lift  of  coutraria  in  forvv  during  the  fiscal  year  ending  June  30^  1S94. 


Contra  tor.  For-  ■      ^^u!t'.!^^  RemarkR. 

into — 


I 


Ihiiory  1).  Wo.inier Lumber Apr.  21,1393 

The  Ki<hnioTi<l  &  nackus  Co. j  Stationery Apr.  27, 1893 

r.  M.  Churtrh  A:  Co j  Hardware,  etc do 

I  1893. 

Thomas  ('.Anthony Coal do Do. 

James  Straohau ■  Macliino  work do Do. 

J.  T.  Winj;  «&,  Co '  Hardware,  ship  rhandlery,  etc Apr.  14, 1894  :  In  force. 

K.  1).  Johnson I  Lumber .* do Do. 

L.  D.  Kemp !  Coal do Do. 


Closed  Decembc; 
1803. 


In  force. 

Closed   DccGni1>e^ 


OIKIANIZATION. 

The  organization  remains  practically  the  same  as  last  season.  Tl» 
regular  force  consists  of  1  superintendent^  3  assistant  superintendent^ 
1  clerk,  3  foremen,  3  enginemen,  7  watchmen,  and  27  lockmen.  A  smal 
labor  party,  averaging  about  15  men,  have  been  emi)loyed  during  th) 
working  season  in  making  repairs  to  buildings,  care  of  grounds,  etc. 

ACCIDENTS   AND    DKLAVS. 

A  boy  was  drowne<l  in  the  canal  on  the  5th  of  August,  1893.  H) 
was  employed  on  one  of  Dunbar  &  Sullivan's  dredges.  An  unkuowi 
man  was  drowned  in  the  canal  on  Sei)tember  3.  The  body  was  recov 
ered  on  the  9th,  but  was  not  recognized.  On  the  17th  the  steam  barg 
Brazil  struck  an  obstruction  in  the  canal,  injuring  her  bottom  so  thrt 
one  compartment  filled.  An  examination  by  a  diver  showed  tb 
obstruction  to  be  a  large  bowlder  which  had  been  recently  brought  iut? 
the  canal  by  the  bight  of  a  towline.  It  was  immediately  removec 
There  have  been  no  other  accidents  of  importance.  There  have  bee. 
the  usual  number  of  short  delays  caused  by  grounding  on  theplatforn: 
obstructions  on  the  miter  sill,  etc.  Ther  has,  however,  been  but  ver; 
little  delay  caused  by  grounding  in  the  canal  above  the  locks.  Thi 
is  due  to  the  fact  that  the  canal  prism  has  been  deepene<l  the  eiitip 
distance  above  the  basin. 

STACK   OF   WATKU. 

The  water  in  Lake  Superior  has  been  up  to  and  above  its  normal 
The  water  in  St.  Marys  River  has  been  abcmt  1  foot  below  its  noriuai 
The  lift  in  the  lock  has  therefore  been  large,  the  monthly  average  souu 
times  exceeding  19^  feet.  The  water  in  St.  Marys  Kiver  has  bee: 
steadily  rising,  so  that  at  the  present  there  is  an  available  depth  of  li 
feet  on  the  platforms  at  the  lower  end  of  the  lock.     The  lower  lakeii 
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Ontario,  Erie,  and  St.  Clair,  are  all  up  to  their  normal  height.  It  is 
therefore  probable  that  the  middle  lakes,  Huron  and  Michigan,  will  soon 
be  up  to  their  normal  level. 

MOVABLE  DAM. 

The  movable  dam  has  been  tested  monthly  and  kept  in  perfect  order, 
except  that  the  horizontal  girder  has  been  pushed  longitudinally  out- 
\^ard,  bending  its  suspension  rods,  so  that  when  closed  the  north 
ticket  comes  in  contact  with  the  wall.  This  can  easily  be  corrected 
by  simply  straightening  the  suspension  rods.  The  dredging  operations 
in  the  canal  have  caused  a  great  deal  of*  rock,  sand,  and  earth  to  lodge 
against  the  sill;  this  has  been  removed  from  time  to  time. 

PUMPING   PLANT. 

The  floating  pumicing  plant  has  been  kept  in  good  repair  and  con- 
stantly ready  for  use  during  the  season  of  navigation. 

CANAL   POST-OFFICE. 

The  mail  matter  of  people  using  the  canal  has  been  received  and 
delivered  as  usual  by  the  watchman.  Mail  is  received  and  delivered 
at  all  times  of  night  or  day.  The  total  mail  handled  during  the  year 
consisted  of  69,794  pieces  of  matter,  as  follows:  Letters,  62,8765  postal 
cards,  1^623;  papers  and  packages,  4,295;  letters  returned,  1,0635  letters 
re  directed,  1,568.  So  far  as  is  known  no  mail  matter  intrusted  to  the 
canal  post-office  has  been  lost. 

LOCK   FLOOR. 

A  portion  of  the  anchor  bolts  of  the  lock  floor  have  worn  loose  at  the 
upper  end.  Two  hundred  of  them  in  the  western  end  were  therefore 
lengthened,  provided  with  large  washers  and  nuts,  and  drawn  so  as  to 
leave  this  portion  of  the  floor  level  and  in  as  good  condition  as  ever. 

ESTIMATES. 

The  project  for  operating  and  care  of  the  canal  for  the  fiscal  year 
ending  June  oO,  lS9;i,  contemplates  nuiintaining  the  i)resent  onganiza- 
tion,  purchasing  the  requisite  supplies,  moving  any  buildings  belonging 
to  the  canal  that  may  stand  in  the  way  of  the  work  in  progress  for  the 
enlargement  of  the  canal,  possibly  constructing  a  new  set  of  lower  gates 
for  the  lock  of  1881,  purchasing  the  timber  necessary  for  repairing  the 
canal  piers,  possibly  adding  two  stories  to  the  present  machine  house, 
employing  such  labor  as  may  be  required  in  making  current  repairs 
and  policing  the  grounds,  and  generally  doing  all  things  needful  in 
maintaining  the  canal  in  an  efficient  condition. 

The  estimated  cost  of  the  foregoing  is  as  follows: 

Pay  of  regular  lock  force $30, 000 

Fay  of  l;ii)or  i)nrty 6,  000 

General  ]»iircliases 6,  000 

E<'pairs  and  additions  to  macliino  house 10,000 

Timber  for  repairing  canal  jiiers 4,  000 

Electriclights.... 2,000 

ContiDgencics 6,000 


Total 63,000 
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No  estimate  is  included  for  extraordinary  repairs  which  may  be  ren- 
dered necessary  by  accident.  Such  can  not  be  foreseen,  and  therefore 
can  not  be  estimated  for. 

In  case  of  injury  or  damage  to  the  canal  beyond  that  due  to  ordinary 
wear  and  tear,  it  must  be  promptly  made  good  at  whatever  cost. 

All  expenses  of  operating  and  care  are  provided  for  by  indefinite 
appropriation  under  section  4  of  the  river  and  haibor  act  approved 
July  5,  1884. 

Expended  to  .Tnne  30, 1893 $415;  714. 41 

Outstandiiigliabintics  June  :W,  1893 4,102.9 

Total  to  Juno  30, 1893 419,817.3 

P3x))cnded  chiriH;>f  fiscal  year  ending  Jnno  30, 1894 $55, 132, 21 

Deduct  outstanding  liabilities  pertaining  to  precedhi*;  year.       4, 102.80 

Total  pertaining  to  current  fiscal  year 51,029.41 

Add  outstanding  liabilities  Juno  30, 1894 4, 183.  Gl 

Total  to  June  30, 1894 475,030.21 

St.  Marys  Falls  Canal  is  in  the  collection  district  of  Superior,  Mich.  The  ueareat 
port  of  entry  is  Manjuette,  but  Sault  Ste,  Mario  is  a  subport.  Two  beacons  staiii 
upon  the  piers  at  the  western  end  of  tho  canal,  and  Fort  Brady  is  within  half  a  mile 

Money  statement 

Amount  egtimated  for  fiscal  year  ending  J  uno  30, 1895 $63, 000. 01 

Balance  remaining  from  allotment  of  preceding  year,  exclu- 
sive of  out8tandin<;  liabilities $16,  401.30 

Outstanding  liabilities,  partly  known  and  partly  estimated..       4, 300. 00 

12,101.» 

Additional  nllotnient  required  for  iiscal  year  ending  Juno  30, 1895 50, 898. 71 


Appnqyriationa  for  operating  and  care  of  St.  Mart/8  FaJIa  Canal,  Michigan. 


Ex])cnd<'d  <luring  fiscal  year  ending  June 
30— 

1 882 $3 1 ,  207 .  48 

1 88:? 3;"),  509.  70 

1S84 31,  212.  93 

1SK-) 27,  242. 45 

1 880 25, 400. 95 

1887 22,138.92 

1888 29,898.72 

1 881  > 30,  749.  45 


Expended  during  iiscal  3-ear  ending  Jaiv 
30— 

1890 : $3.1,323.S 

1891 48,  330.  » 

18i)2 01,389.7- 

1893 42,412.1 

1894 55,213.0 


Total 475,080.2 


Siutciuevt  of  rvvelpta  and  expendilurca  at  St.  MarijS  Falls  Canal  during  the  fiscal  yea 

ending  June  SO,  1894. 

Receipts: 

Balance  at  close  of  fiscal  year  ending  Juno  30,  1893 $17, 915. 66 

Allotted  July  5,  1893....*. 45,217.70 

Allotted  June  22,  1894 50,898.70 

$114, 032. 0 

Kxpcndituies: 

Ollico  cxi)cnses 313.83 

(ieucral  i)nrchascs 2, 179.76 

Repairs 10,598.02 

Labor,  o})erating,  and  care 39,  096.  05 

Extra  labor 1,511.80 

Eights  on  lock 1,513.63 

55,  213.  Q 


Balance  at  close  of  fiscal  year  ending  June  30,  1894 58, 818.  9^ 

Net  cost  of  operating  and  care  of  canal,  $5."), 213.09.  Net  cost  includes  all  repain 
and  iniproycuients  made  by  the  operating  and  care  force  and  la)»or  party  and  thi 
purchases  therefor. 
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REPORT   OF    COL.    O.    M.    POE,    CORPS    OF    ENGINEERS,    ON   COMMERCE 
PASSING   ST.   MARYS   FALLS   CANAL  DURING  1893. 

[l*riutetl  ill  House  Ex.  Doc.  No.  49,  Fifty-third  Congress,  second  session.]-  • 

United  States  Engineer  Office, 

Detroitj  Mich.j  J)ecember  13y  1893, 

General  :  I  Inive  tlie  honor  to  submit  the  followiug  report  upon  and 
statistics  of  the  commerce  passing  St.  Marys  Falls  Canal  during  the 
season  of  1803,  just  closed,  together  with  a  comparison  between  the 
business  of  1802  and  that  of  1893. 

The  season  opened  May  1  and  closed  at  G:50  p.  m.,  December  5. 
Therefore  the  canal  was  open  to  navigation  219  days,  or  14  days  less 
than  in  1802. 

The  average  number  of  craft  of  all  kinds  passing  per  day  was  54.83 
as  against  54  for  1802,  an  increase  of  somewhat  more  than  1^  per  cent. 
The  daily  average  of  registered  craft  in  1893  was  51.8  as  against  the 
same  average  in  1802. 

The  total  number  of  passing  vessels  of  all  kinds  was  less  by  572  than 
hi  1802,  a  decrease  of  nearly  5  per  cent.  The  total  number  of  regis- 
tered vessels  was  less  by  727  than  in  1892,  a  decrease  of  G  per  cent. 

There  was  a  decrease  of  417,761  tons,  or  4  per  cent,  in  the  freight 
tonnage,  and  a  decrease  of  797,449  tons,  or  7  per  cent,  in  the  registered 
tonnage.  This  lesser  rate  of  decrease  in  the  freight  tonnage  was  prin- 
cipally due  to  the  slightly  better  average  stage  of  water  and  to  an 
increase  in  the  amount  of  coal,  which  is  entirely  an  up-bound  freight. 

The  average  registered  tonnage  of  the  vessels  passing  in  1893  was  al- 
most exactly  8G0  tons  as  against  882.G  tons  in  1892,  a  decrease  of  a  little 
ttiorethan  l.J  per  cent.  The  average  tonnage  of  freight  i>er  registered  ves- 
sel was  032.7  tons  as  against  929.8  tons  in  1892.  an  increase  of  2.G  per  cent. 

The  items  coah  tiour,  wheat,  grain  (other  than  wiieat),  copper,  lumber, 
and  silver  ore  all  show  an  increase  over  the  same  items  in  1892,  the 
g:rain  being  largely  in  breadstuii's;  while  the  items  vessels,  lockages, 
registered  tonnage,  freight  tonnage,  manufactured  and  pig  iron,  salt, 
iion  ore,  building  stone,  and  unclassified  freight  show  losses,  the  prin- 
cipal decrease  being  in  iron  ore. 

As  in  1892,  the  item  '^ unclassified  freight*'  was  almost  exactly  4  j^t 
cent  of  the  total  freight. 

Wliile  several  items  of  freight  show  a  decrease  as  stated  above,  yet 
tliere  is  a  decided  increase  in  others,  especially  in  the  more  valuable 
commodities,  and,  altogether,  the  traffic  proves  to  have  been  much  more 
satisfactory  in  total  results  than  was  anticipated  earlier  in  the  season. 
Indeed,  it  happened  that  the  traffic  during  the  month  of  July  was  the 
heaviest  in  the  history  of  the  canal,  amounting,  as  it  did,  to  more  than 
2,000,000  tons  of  freight  for  the  first  time  in  any  mouth. 

The  value  of  the  freight  passing  the  canal  during  the  season  of  1893, 
using  the  same  unit  values  as  in  1802,  aggregated  $145,435,956.94  as 
against  $135,117,267.10  in  1892,  an  increase  of  $10,319,689.84,  or  more 
than  7.()  per  (;ent. 

A  tracing*  is  transmitted  herewith  showing  the  available  depth  of 
water  in  the  canal  during  the  last  fiyQ  seasons. 

I  ani,  general,  very  respectfully,  your  obedient  servant, 

O.  M.  PoE, 
Colonel  J  Corps  of  Engineers^ 

Brig.  (len.  Thomas  L.  Casey,  BvU  Brig,  Oen.y  U,  S.  A. 

Chief  of  Engineers,  U,  S.  A, 

''Not  rei)rintecl;  printed  in  House  Ex.  Doc.  No.  49,  Fifty-third  Congress,  second 

session. 
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3  FALLS  CANAL 

JI-.  \a.  22t,  irinr-tbinl  Ci>U|Ci««*.  aw-ond  muIod.] 

United  Statbb  Enqinreb  Office, 

Detroit,  Mich.,  iUay  JS,  1894. 
iENBRAl:  1  hwve  tUe  liDiior  to  subtait  tbefo1li)muK  diacuasioD  of 
laticB  cdtitiectetl  witi  o|>erating  and  care  of  St.  Marys  Falla  Oanal, 
iliigan,  during  the  Boasoii  of  1S93.    Tim  deductioiia  are  aimUar  to 
BUbiiiitted  ea<;li  year  aiiice  1S37.    The  prime  object  lias  boen,  as 
ml,  to  obtain  the  coat  of  (^arryiug  a  ton  of  freit;lit  1  mile,  taiiiug  as 
lia  tlie  entire  traffic  to  and  from  Lake  Superior  wliicli  paaaed 
m^ii  the  eaii»l  during  the  seuaoii  and  wu.s  reported  in  proper  form 
the  nnLna^e:iient. 
'3'he  methoda  used  to  obtain  the  result  wore  the  same  as  in   prior 

Cs,  Tliey  have  been  given  iu  former  reports  in  minute  detail,  and 
jfore  are  not  now  repeated. 
Through  the  ai-tivi^  interest  of  the  Lake  Carriers'  Asaot-iation  the 
~'ies  nf  tjhippci's,  owners,  and  manngera  to  our  requeats  for  informa- 
erninjr  iteuja  and  qnantities  of  freight  carried  and  rates  received 
'or  have  been  unicb  more  general  and  complete  than  heretofore, 
believed  that  we  have  now  attained  a  close  approximation  to  accu- 
and  tliat  the  resnita  embodied  in  the  following  tables  are  entitled 
.  a  high  degree  of  mnfidenco. 

*^B  data  received,  as  well  aa  those  afforded  by  the  canal  reeords, 

compiled  by  the  regular  office  force,  aasisted  by  the  assistiint  super- 

',  Irtendents  of  thn  cainil,  who  wore  assigned  to  this  duty  after  the  closo 

)f  Davigiition.    The  coitipilatiou  w:is  ander  the  immediate  suttervisioa 

if  Office  Wat.-hnmn  .lohn  McJIalion. 

The  following  data  were  obtained  from  the  canal  records.     The  too 
^rred  to  ia  the  net  tin  of  2,0(W  pounds: 

ftW  wile  t«u« 8.  fwn.  mo,  240 

iftngv  lU'itnTiri!  (V.'iBlit  WHS  Piirricl miles. .  831, 9 

'gSatiri-il  rriift  iiHiug  ciinal  (hiring  the  Hf-asoii: 

BUnmern 459 

8«U  vuHaelB  mill  burLrcB K)4 

763 

sd  craft 31S 

rftolehtrarrii'.lbvrfKislrn-rlcTiift touw..         10,757,237 

i  freight  curribd  by  uiirenislfrerl  crnll (In. . .  39, 335 

M  imBafiigi-w 18, 869 

■"Jvuhleof  Ve-tiHtenarnift *41,133. 100 

I  fieiglit  cnriii'd  Ly  I'aiiaUiuii  vessels  _ tovn..  444,046 
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.Aiiieriran 
Canadian. 


Total. 


FREIGHT  CARRIED  BY  UNREGISTERED  CRAFT. 


Class. 


Number  of 
puH«ages. 


Freight  tons. 


9.878 
29,  457 


39.335 


Average  per 
passage. 


Tlie  total  frei<jht  carried  by  American  unregistered  craft  amounted 
to  0,878  tons  in  150  passages,  making  an  average  of  O'h-o*oh  tons  of 
freiglit  per  passage. 

The  total  freight  carried  by  Canadian  unregistered 'craft  amounted 
to  29,457  tons  in  57  passages,  making  an  average  of  51GJ|Jf  tons  of 
freight  per  i)assage. 

The  Canadian  freight  was  4.1  i>er  cent  of  the  total  freight  for  tlie 
season. 

Tlie  total  passages  for  tlie  season  amounted  to  12,008,  and  1,032  of 
these  were  by  80  craft  under  100  tons  register;  their  aggregate  regis- 
tered tonnage  was  2,404,  and  their  average  tonnage  20  tons. 

The  freiglit  carried  during  the  season  by  these  craft  only  amounted 
to  702  tons. 

The  following  tables  were  compiled  from  the  replies  received  in 
response  to  inquiries  addressed  to  those  engaged  in  transportation 
through  the  canal: 

Table  No.  1  shows  the  through  freight  rates  on  commodities  for  the 
season,  the  last  lino  showing  the  average  for  each.  In  this  table  duo 
weight  is  given  to  the  distances  freight  was  carried.  The  nature  of 
the  data  from  which  the  table  was  compiled  is  such  that  they  necessa- 
rily include  all  charges  of  every  kind. 

Table  No.  2  shows  the  total  freight  cost  on  each  commodity,  the  fac- 
tors being  the  whole  amount  carried  of  each,  and  the  average  charge 
per  unit  as  given  in  Table  No.  1.  It  also  gives  the  aggregate  amount 
paid  for  freight  on  all  the  commodities. 

Table  No.  3  shows  for  each  season  from  1887  (inclusive)  the  average 
freight  rates  per  voyage  on  each  of  the  listed  commodities,  the  total 
cost  of  transportation,  the  average  length  of  voyages,  and  the  rate  i)er 
ton  ])er  mile. 

TAiiLK  No.  1. — Freight  rates  on  articles  of  commerce  for  season  of  1S9S. 
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TabU':  No.  1. — Fre'ujht  rates  on  articles  of  commerce  for  season  of  1S93 — Continued. 


1 

1  Merchandise 
i       (per  ton). 

Coal  (per con). 

Flour    (per 
barrel^. 

u 

© 

ec  OB 
©  3 

Cents. 

u 
o 

• 

=  •3 
"J 

Grain  (per 
bushel). 

Manufactured 
iron  (per  ton). 

Pi;;  iron  (per 
ton). 

Salt  (per  bar- 
rel). 

Copper  (per 
ton.) 

Iron  ore  (per 
ton). 

5^ 

Silver  ore  (i)er 
ton). 

• 

Building  atone 
(per  ton.) 

Cents.  Cents. 

39.!r  • 

45"    

Cents. 

Cents. 

Cents. 

Cents. 
83 
92 
81 
80 



1 

41      



3t)      ;      2* 

1 

1 

<• 

1 

$1.68 

45      

48     1 

2i 

r 

85 

1 

2.96 
2.50 



42     \ 

40      

3i 

1 

88 
80 

i 

58      

1       . 

$2. 25 

45      

1 

34.V    

2.4 

1 

i 

77 
58 
66 
90 
79 
76 

"  •  -j    •     -    •            -J 

40     1 1       2 

31       21 

40      ' 

.!!... j;::::: 

....... 

1 

._/_'_"  i 



1 



40     ' 1       2% 

38           12^  !       2i 

' 

\ :: 

i 

i 

2.05 

'$.'$'66* 

60      1       4^ 

61  , n 

35     1 

1 

i 

::::::. i::::::' 

2.31 

.^7A, !       2fo 

30     ! j       3i 

52*    '       3 

1 

77 

12* 

2.38 

2i 

3 

65 

25     1       25 
45      

$3.66 

1 

$1.90 

! 

.  ..  1. 

76 
68 
86 

2.25 

40^^        12^  1       2,'V 
^1      2.7, 

21^01        2i 

1 



.j. 



1 

3.  CO 

40            17 

1 

-Iff 

-10 

23 

2.00 

$1.30           12 

1.75 

80 

2.35 

2.25 

$1.36 

Tablk   No.  L>.- 


■Mile-tons,  season  of  1893. — Cost  of  carrying  freight  transported  through 
the  St.  Marys  Falls  Canal. 


Items. 


Unit. 


Coal I  Net  ton. 

Flour I  Barrel .. 

Wheat Bushel- . 

Graiu.  otlur  th.nii  wheat ' do  ... 

Mauufactund  iron I  Net  ton. 

IM^  iron ' do  . .. 

Barrel . . 

Net  ton. 

....do... 


.Salt 

C()i)per  . 
Iron  ore 

Lumber !  M  feet,  B.M. 

Silver  or(>  and  bullion Net  ton 

Build  in  <:  stone ' do 

Miscellaneous  merchandise ' do 


Quantity.  I    ^"*^^^ 
^    •        •'     per  unit. 


Amount. 


3,008. 

7, 420, 

43, 481. 

2, 405, 

57, 

32, 

228, 

87, 

4,  014, 

588. 

2, 

19, 

415. 


120 
674 
652 
344 
046 
406 
730 
530 
556 
545 
470 
426 
180 


$0.40 

.17 

.02  A 

.021 
2.00 
1.30 

.12 
1.75 

.80 
2.35 
2.25 
1.36 
3.00 


$1, 203, 

1,281, 

1,  217, 

66, 

114, 

42, 

27. 

153, 

3,211, 

1,383, 

5, 

26, 

1,245, 


248.00 
514.58 
486.26 
146.96 
092.00 
127.80 
447.60 
177.  50 
644.80 
080.75 
557.50 
419. 36 
540.00 


9,957,483.11 


Note.— The  tr»tal  amount  paid  for  freight  was  $9,957,483.11;  which  divided  by  the  total  mile  tons 
(8,980,310.240)  ;;ives  the  cost  per  mile  per  ton  as  1^  mills.       ^ 
The  avora<;e  distance  freight  was  carried  was  831xo  miles,  which  was  9^0  miles  greater  than  in  1892. 
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a 

t 

1 

3 

3 

1 

1 

1 

5f 

1 

t 

1 

1 

1 

1 
1. 

f 

Teu. 

i 

1 

1 

I 

1 

I 

1! 

§' 

5 

i 

" 

rri 

11 

|l 

1 

i. 

^ 

s 

i 

3 

i 

a 

E 

I 

1 

H 

^ 

1 

iS 

Aut. 

ffiifi 

r«i(i 

OpH. 

CtnU. 

r«,u} 

!j,i  ai  s 

1(1113-. 

"1  ">  ■' 

_!1 

s.oo 

' 

■lU 

i-i 

!!.!!!. 

i.au 

3.00 

r.„. 

Total  tost  of 

»10.075,153.13 

e!  834;  218: 83 
0.472,2U.»0 

laiic,'  frelghl 
wan  carried. 

Coatoflruia- 

iwrlntloii 
per  mile  ton. 

mi,;. 

79tt4 
82X4 

uau. 

28 
1.5 
1.5 

riya 

orngertUtancef 

811- & 



From  the  canal  records  it  was  furtlier  ast^ertaiucd  that  there  were  91 
propellers  tliat  carried  in  their  Irtrjtest  lond  2,000  t^iiis  and  upward; 
that  these  91  cargoeaaggregated  1304,70!)  tons,  and  averaged  3,250  tons. 
Tlieie  were  31  inopellers  that  carried  in  their  largest  loud  2,500  tons 
and  upward,  aggre^utiug  Si',009  tons,  and  avoraKed  2,«77  tons;  and  14 
propellers  tliat  carried  in  their  largest  load  3,000  tons  and  upward, 
fteffrecatiiis  4ri,0(i4  tons,  and  averaged  3,283  tons.  There  wore  12  sail 
vessels  and  barges  that  carried  2,000  toii.s  and  upward,  aggregating 
20,0u7  tons,  and  averaged  ,2,1C7  tons;  20  siiil  vessels  and  barges  that 
carried  2,500  tons  and  upward,  ajrgregatiug  .55,743  tons,  and  averaged 
2,787  tons;  and  1  (barge)  tliat  ciirried  3,000  tons  anil  upward,  aggre- 
gating 63,152  tons,  and  averaged  3,007  tons. 

The  greatest  iniinbei'  of  miles  inn  dniiiig  flic  season  is  to  the  credit 
of  the  pmpeller  Matim,  of  the  Minnesota  iSteaniship  Line,  of  Cleveland, 
Ohio,  and  ainminted  to  4'i,930  miles. 

The  greatest  amount  of  freight  carried  dining  the.  season  is  to  the 
credit  of  the  propeller  Maripona  ot  the  same  line,  aggregating  87,760 
tons.  * 

The  greatest  number  of  miles  tuns  for  the  season  is  to  the  credit  of  the 
eame  boat,  and  is  T3,()8(;,13(i. 

The  largest  single  cargo  carried  during  the  season  is  to  the  credit  of 
the  propeller  {^rliryn  J-Jddif,  of  Hay  City,  Mich.,  and  amounted  t«  3,086 
net  tons. 

The  largest  single  cargo  carried  by  a  sail  vessel  (a  barge)  is  to  the 
credit  of  the  Huron  liargu  Company's  tow  barge  Saijamort;  and 
nmontitcd  to  3,232  net  ttms.  This  barge  earned  the  same  credit 
during  the  season  previous. 

The  canal  was  open  to  navigation  during  the  season  of  1893  two 
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liTiiidred  and  nineteen  days,  which  is  a  decrease  of  fourteen  days  in  opm- 
parison  with  1892.  The  amount  of  freight  canried  during  th^  season  of 
1893  amounted  to  10,796,572  tons,  which  is  a  decrease  of  417,761  net 
tons,  or  3.73  per  cent,  in  comparison  with  the  season  of  1892. 

It  is  found,  by  the  discussion  of  the  reports  of  the  watchmen  sta- 
tioned at  the  head  and  foot  of  the  canal,  that  vessels  were  delayed  at 
the  canal  during  the  season  thirty-seven  thousand  eight  hundred  and 
seventy-seven  hours  and  seventeen  minutes,  or  an  average  of  three 
hours  and  fifteen  minutes.  These  records  alsQ  show  that  vessels  were 
detained  nine  minutes  by  the  railroad  swing  bridge  being  closed,  and 
that' the  closing  of  the  bridge  was  only  delayed  by  boats  five  hours  and 
twenty-four  minutes. 

All  of  which  is  respectfally  submitted. 

O.  M.  PoB, 
Oolanely  Corps  of  Engineers^ 

Brig.  Gen.  Thomas  L.  Oasey,  Bvt.  Brig.  Oen.j  U.  8.  A. 

Chief  of  Engineers^  U.  8.  A, 


COMMERCIAL  STATISTICS. 


Comparative  statement  of  traffic  through  St.  Marys  FalU  Canal  for  fUoal  years  en^Umy 

June  SO,  189Sj  and  1894. 


Items. 


Veasela number.. 

Lockages do 

Touuage: 

KfciiiatereU net  tons.. 

Freight do. . . . 

Fasaengers number. . 

Coal net  toDS.. 

Flour barrels . . 

Wheat bnsheln.. 

(irnin,  other  tlinn  wheat do. . . . 

lUanufactured  and  pig  iron.,  .net tons.. 

Salt barrels. . 

Coyiprr net  tons. . 

Iron  ore -- do. ... 

Lnnibor H  feet,  B.  M . . 

Silver  ore net  tons.. 

Buihliii^  Htone do.... 

VnclasHitied  fr 


freight do. 


1893. 


ISM. 


12,160 
5,611 

10,225,977 

10, 846, 404 

23,019 

2,771,667 

6,627.778 

40. 059, 060 

2,446,150 

97,291 

251,028 

73,006 

4, 668.  807 

620,531 

1,955 

47, 176 

371,350 


13,011 
6,065 

11, 066, 168 

11, 158. 902 

20,840 

2,872,406 

8.281,853 

94,447,963 

2,456,692 

89,078 

823,608 

99,466 

5,085.422 

644,521 

2,427 

17,294 

426,821 


Increase. 


Amount. 


861 
454 

840,191 
312,588 


8,654,075 
""i6,"888" 


16,860 

416.615 

23,990 

472 


54,971 


Per 
cent. 


7 
8 


8 
8 


47 


23 
0 

4 
24 


15 


Amount. 


8,079 
899,261 


6,511,907 


8,213 
87,426 


29.882 


Per 
oeat. 


13 
15 


16 


8 
U 


Statement  of  the  number  of  venseU  passed  through  8t.  Marys  Falls  Canal,  with  number  and 

cost  of  lockages,  for  fiscal  year  ending  June  SO,  1394, 

Vessels 18,  OU 

Lockagen 6^065 

Registered  tonnage 11,066,168 

Freight  tonnage 11,158,9^ 

Hrs.    Mln*  Sbo. 

Total  time  during  which  lock  was  operated i^OOS      6    00 

Average  time  occiix)ied  in  making  a  lockage 39    S6 

Total  time  spent  by  vessels  in  the  lock 7,109    50    00 

Average  time  spent  by  vessels  in  passing  lock 83    13 

Cost  per  lockage $9.10' 

Cost  per  vessel 4.24 

MUb. 

Cost  per  registered  ton '4.99 

Cost  per  freight  ton J....  4.95 

The  canal  was  open  to  navigation  two  hundred  and  tUxtjc-fiTe  days  dnrixig  tiM 

fiscal  year. 
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Itemized  aiatcment  of  expenditures  incvrred  on  account  of  appropriation  for  operating  €md 
care  of  canals  and  other  works  of  navigation,  indefinite;  applied  to  operating  and  care 
of  St.  Marys  Falls  Canal,  Michigan^  for  the  fiscal  year  ending  June  SO,  1894. 


Ihiti' 


1893. 
Juno  12 


No.  of 
vouclicr. 


From  \vh<mi  piircliam'd. 


l^art  of  month  of  July,  1S03. 
0     AV.J.  Murrny 


30 
30 

30 


Julv  rj 
15 


C.  S.08born,P.M. 


7 

8     Board  of  public  works,  by 
F.  M.  Taylor,  deputy  rcg 
i&ter 
ToIcphoDO  and   Telegraph 
!      Construction  Co.,   Hugh 
McMillan,  treasurer. 
10     O.  M.  Poo,  Col.,  Corps   of  ; 
Engineers,  etc. 

Mouth  t'f  Augutt,  ISOS. 


Articles. 


Ainonni. 


Aug.    3  I     1  and  2      Pay  rolls,  July,  1893. 


.July    IH 


3     Kmery  D.  "Weimor . 


Handlinfj  and  oartinjr  from  U.  S.  En<ri-  $2.00 

ueer  Oflice.  34  West  Congress  street,  j 
to  th«  Western  Transit  Co.'s  dock,  I 
Detroit,  Mich.,  8  boxes  statiouury,  1 
bundle  baskets,  1  bundlo  wrapping 
paper,  1  bundle  pai)er  tubes,  weighing 
1.240  pounds. 

Kentot  post-oftice  box  146  for  the  quar-  1.00 

ter  ending  June  'M,  1893. 

Water  rent  for  second    quarter,   1893,  2. 25 

from  Apr.  I  to  June  30,  1893,  (both 
dates  inclusive),  at  $9  per  year. 

Kent  of   tele))hone   for  three  months,  12.00 

from   Apr.  1.    1893,  to  June  30,  1893 
(both  dates  inclusive),  at $48  per  year. 

Mileage  from  Detroit,  Mich.,  to  Sault  51.88 

Stc. Marie,  Mich., and retum,806 miles, 

•   at  8  cents  per  miie. 


1  superintendent,  24  days,  at  $150  per  120.  OJ 

month. 

1  sUperintc;udent.  6  days,  at  $150  per  30.00 
month.                            '                              I 

2  assistant  superintendents  at  $1C0  per  200.  00 
month. 

1  assistant  su].erinteudcnt,  24  days,  at  80.  00 

$100  per  mouth. 
1  assistant  8uperinti>n<ieut,  G  days,  at  2.}.  (0 

$100  per  month. 
1  clerk 15  ».  00 

1  engineniau 1K>.  00 

2  enginenien,  at  $80  per  month 16  >.  00 

1  engineman 7.'>  0  1 

4  foremen,  at  $75  per  month 30.K  oi) 

1  watchman 75.  i>Q 

1  watchniau .^ 55. 00 

3  wat<."hmen,  at  $r»0  per  month . .  .* 150.  00 

2  watchmen,  at  $45  i>er  month ©0.  01) 

3  lockmen,  at  $00  per  month IS-j.  (K> 

3  lockmen,  at  $50  per  month 150,  (H) 

21  lockmen,  20  months  and  10^  days,  at  015.  75 

$45  per  month. 
13  labon.TS,  12  months  and  5^  days,  at  547.  H8 

$45  ]>er  month. 

1  carpenter,  25  davs,  at  $2.50  i)er  day 02.  .'io 

2  stonecutters,  2  days,  at $4.30  j)er  day  ..  k  r.o 

1  scrubber,  16^  davs.  at  $1.20  i)er  dav i  10.  50 

3,(J48  feet,  IJ.  M..  lumber,  wliito        '  ! 

pine,  3  by  12  inehe.s  by  19  feet,  i 

at$18.50piTMloet $67.49  I 

5,256  feet,  11.  M..  hiuiber,  white  i 

pine,  2  by  12 inches  by  12feft. 
at  $16.75  per  M  feet 88.  04 

5,:K)0  feot.I}.  M.,  lumber,  white 
pine,  2  by  10  inelu-s  by  12  teet. 
at  $15.7.Vper  M  feet 8;i.  47 

97,920  feet,  li.  M., lumber,  white 
pine.  12  bv  12  inches  by  32  feet, 
at  $23.25  per  M  feet . .' 2.  276.  64 

44,280  feet.  I?.  M..  lumber,  white 
pine,  12 by  12inche.s  by 30 fret, 
at  $2.{  per  M  U-vi 1.018.44 

36,960  f.M-t,  n.  M..  lumber,  white 
June.  12  bv  12 inches  bv  28  i'vvt. 
at  $22.50  jier  M  feet  . ." 831. 60 

31,824  feet.  it.  M  .  lumlMT,  white 
pine.  12bvl2in«hes  bv  26  tW't, 
at  $22.25  i>er  M  f»-et  . ." 708. 08 

94,752  leet,  H.  M..  lumber,  white 
pine,  12  bvl2  inches  bv  24  feet, 
at  $22  pef  M  feet  .....* 2.'>n8 1.  54 

22,320  feet  Tl.  M.,  lumber,  white 
pine,  12  bv  12  inches  by  20  feet, 
at  $2 1  ]>er  M  feet * 468. 72 

56,a{2  feiit,  IJ.  M..  lumlK'r.  white 
l)ine.  12  bv  12  inches  bv  16  feet, 
at  $20  per  M  feet. . .. .* 1. 1:56. 04 
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Itemised  stafcinent  of  expenditures  incurred  on  account  of  appi'oirriaiion  for  opei-a ting  and 
care  of  canals  and  other  works  of  navigation^  indefinite;  applied  to  operating  and  care 
of  St.  Marys  Falls  Canal,  Michigan^  etc. — Continued. 


I>ate. 


^  o.  o      ,       j'roin  whom  purcliased 
voucher.  ' 


189;}. 
Julv  28 


Mo}ith  of  August,  1SU3— Con- 
tinued. 


[i  i  Emerv  I).  Woimor 


Aug.  U 


4     P.  M.  Church  &,  Co. 


Articles. 


Ainoinit. 


4,761  feet,  B.  M.,  Inmber,  vrliito 
oak,  common,  good,  at  $24.75 
per  M  IVxa $1 17. 83 

51  pieces  white  oak,  ronml,  1(>  I 

incbc<)in  diameter,}?  feetloiijr,  I 

at  $5  each 255.  CO  < 

2,000  feot,B.  M.,  mapio  iiooriiig,  ' 

at  $31.25  per  M  feet 62.  5a  I 


Less  10  per  cout  retained 


9, 198.  99 
919.90 


3,036  bolts,  iron,  34  inches  long,  1  incli 

diameter,  22,739  xionnds,  at  2^  cents  per 

pound. 
2,028  boltA,  iron,  22  inches  long,  1  inch 

diameter,  10,110  pounds,  at  2^  cents  per 

pound. 

5  dozen  brooms,  at  $3.50  ])er  dozen 

3  only  brushes,  varnish,  at  50  cents  each. 
2  dozen  brushes,  scrub,  at  $1  per  dozen . . 
2  sets  brushes  for  dynamo,  at  $2  per  set. . 

2  pairs  calipers,  at  $1  per  pair 

^   gross   chalk,  carpenters',  at  75  cents 

■per  pn^oss. 
50  pounds  charcoal,  at  IJ  cents  i)er  pound. 
100  feet  chain,  125  pounds,  at  12J  centa 

per  pound. 

3  dozen  chimneys,  student's  lamp,  at  75 
cents  per  dozen. 

2  dozen  chimnevH,  Rochester  lamp,  at  75 
cents  per  dozen. 

6  dozen  chimne^-s,  head  light,  at $1.35  per 
dozen. 

15  yards  cloth,  oil,  at  35  cent.s  per  yard  .. 
50  yards  cloth,  sail,  at  30  cents  per  yard.. 

2  yards  cloth,  gum,  at  $1.25  per  yard 

1  yard  cloth,  rubber 

50  yards  cloth,  cotton,  at  12  cents  per 

yard. 

3  only  dusters,  at  50  cents  each 

1  only  duster,  paint 

10  gallons  dryer,  Japan,  at  65  cents  per 

gallon. 

4  only  elbows,  at  25  cents  each 

1  dozen  tiles,  5  inch 

1  dozen  files,  8-inch 

1  dozen  files,  14-inch 

200  pounds  felt,  tarred,  at  1}  cents  per 

pound. 


i  dozen  faucets,  at  $0  per  dozen 

1  only  grating 

1  box  glass,  window,  11  by  14  Inches 

1  box  glass,  window,  16  by  28  inches 

1  box  glass,  window,  10  by  22  imhes 

1^  dozen  globes,  lantern,  at  60  cents  per 

dozen . 
5  pounds  glycerin,  at  30  cents  per  pound. 
2 dozen  handles,  file,  at 20 cents  per  dozen. 

2  dozen  handles,  nx.  at  $2  per  dozen 

2  dozen  handles,  sledge,  at$1.50  per  dozen. 
1  dozen  handles,  crosscut  saw 

3  only  hammers,  claw,  at  50  cents  each  .. 
50  feet  bo0c,  steam,  at  09 cents  per  foot. . . 
^ dozen  holders,  carbon,  at  $15  ]>er  dozen. 
1  only  indicator,  speed 

4  barrels  lime,  at  $1.25  per  barrel 

4  cases  lye,  concentrated,  at  $2.60  per  case. 
20  square  feet  leather,  lace,  at  18  cents 

per  square  foot. 

h  dozen  lanterns,  at  $12  per  dozen 

1  set  mica 

3  pounds  metal  polish,  at  35  cents  per 

pound. 
10  pounds  marline,  at  13  cents  per  pound. 

1  case  matches 

1  pair  mittens,  diver's 

1  keg  nails,  wrought 


$8, 279. 09 
500.26 


222.42 


17.50 
1.50 
2.00 
4.00 
2.00 
.19 

.75 
15.63 

2.25 

1.50 

8.10 

5.25 
15.00 
2.50 
2. 00 
6.00 

1.50 

.60 

6.50 

1.00 
.68 
1.10 
3.12 
3.50 

.3.00 
7.50 
4.00 
5.00 
4.00 
.90 

1.50 
.40 
4.00 
3.00 
2.16 
1.50 

40.50 
7.50 
1.50 
5.00 

10.40 
3.60 

C.OO 
2.00 
1.05 

1.30 
2.00 
5.00 
6.00 
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Itemized  statement  of  expenditures  incurred  on  account  of  appropriation  for  operating  amd 
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Dato. 


1893. 
Anj;.  14 


No.  of 
voucher. 


From  whom  purchased. 


Articles. 


MoHth  of  August,  189S— Con- 
tiuiied. 

P.  M.  Church  &  Co 


Amount. 


Month  of  September,  189S. 
Sept.    5       1  and  2     Pay  toIIh,  AugUBt,  1893  . . . 


.524  gallons  oil,  kerosene,  at  8  cents  per 

gallon. 
49^  gallons  oil,  mineral  seal,  at  14  cents 

per  gallon. 
1  gallon  oil,  sperm 

1  barrel  ocher,  yellow,  350  pounds,  at  IJ 
cents  per  pound. 

3i  pounds  packing,  at 70  cents  per  pound. 
68  pieces  packing,  leather,  at  $2.20  each. 
61  pounds  packing,  hemp,  ut  15  cents  per 

pound. 
20^  pounds  packing,  composition,  at  60 

cents  )ier  pound. 
50  pounds  packing,  rubber,  at  15  cents 

j)er  ]M)unu. 
lOJoint.s  stove  pipe,  at  35  cents  per  joint. 
500  feet  gas  piiw,  at  9  cents  per  foot 

2  only  pots,  lire,  70  pounds,  at  10  cents 
per  pound. 

1  only  puller,  nail 

5  dozen  sheets  paper,  emery,  at  10  cents 
per  dozen. 

50  ponnd.s  putty,  at  2^  cents  j>er  pound  - . 
^  pound  i)oints,  glaziers',  at  30  cents  per 

pound, 
j^ dozen  rake.s,  garden,  at  $4.80  jterdosen. 
293  pounds  rope,  at  92  cents  i)er  pound  .. 
23J  ])ounds  rope,  hemp,  at  ^  cents  per 

))ound. 

2  only  griiidntones,  at  $2.25  each 

^  dozen  shades,  lamp,  at  $2.16  per  dozen. 

2  dozen  shovels,  at  $6  i»er  dozen 

J  dozen  shovels,  scoop,  at  $9  i)er  d(»zen  . . 
1  dozrn  stones,  scythe 

3  only  saws,  timber,  at  $2  esich 

3  kfgs  Hpikes.  cut,  at  $1.7,'»  jxt  keg 

3  kegs  spikes,  wrought,  at  $5.70  per  keg. 

6  packages  Hcnws,  wood,  at  44  cents  i>er 
package 

1  only  Hcale 

3  canc's  soajj.  at  $4..')0  per  case 

10  barrels  salt,  at  $1.25  per  barrel 

1  only  strainer,  jjaint 

5  ])oiindH  sienna,  raw,  at  15  cents  i)er 

pound 
5  iMiuuds  sifima,  burnt  at  15  cents  i)er 
)>ound, 

2  sets  scgnicnt.4,  at  $4  ])er  set 

10  gaU()n.s   turpentine,  at   50  cents   per 

gallon. 

2  packages  ja])e  okoiiite,  at  75  <'(?nts  per 

3  feeftubini:.  rublM*r.  at  .'0  lents  per  foot. 

IJ  dozen  union^•,  at  $'J.75  j)er  dozen 

10  pounds  ultramarine  blue,  at  25  cents 

))er  ]K>iind. 
5  pounds  limber,  at  15  cents  per  jMuind  .. 
1  only  w  1  ench 

1  only  wrench,  j>ipe 

224  ])ounils  wa.Hte,  at  *.)  <ents  ]»er  ]Miund.. 

2  yards  w  icking,  .'it '.)  cents  per  yard 

2,'OOi)  iiounds  white  b-ad,  at  7  cents  per 

p<mnd. 


1  suj)erinten<let»t 

1  assistant  superint-ndent I 

2  assistant  su])<'rintendents,  IG  days,  at  [ 
$|i)U  ])<T  mouth. 

2  assistant  supeiintendents,  14  days,  at 

$100  per  month. 
1  clerk 

1  engineman 

2  enginemen,  at  $i<0  jier  month 

1  enuini'Uian 

3  foremen,  at  $75  ])er  month 

1  foreman,  29  days,  at  $75  per  month 


$41.02 

6.89 

2.00 
4.37 

2.45 

140.00 

0.16 

12.80 

7.50 

8.50 

45.00 

7.00 

1.75 
.50 

1.25 
.16 

2.40 

28.67 

5.81 

4.50 

.54 

12.00 

2.25 

.50 

6.00 

5.25 

17.10 

2.64 

14.00 

13.50 

12.50 

1.00 

.75 

.75 

8.00 
5.00 

1.50 

1.50 
4.13 
2.50 

.75 

1.50 

10.  00 

20.16 

.06 

140.00 


150.00 
100.00 
106.66 

93.34 

150.00 
90.00 

160. 00 
75.00 

225.00 
72.60 
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Itemized  statement  of  expenditures  incurred  on  account  of  appropriation  for  operating  and 
care  of  canals  and  other  works  of  navigation,  indefinite;  applied  to  operating  and  care 
of  JSt.  Marys  Falls  Canal,  Michigan,  etc. — Continued. 


Date. 


i89:{. 

Sept.    5 


No.  of 
^'ouclier. 


1  and  2 


From  whom  purchased. 


Aug.  2U 


Sfi»t.  30 


Juno  23 


Month  of  St'ptemher,  1S93- 
Continued. 

Pay  rolls,  August,  1893... 


Emery  D.  "Weimer. 


Month  of  October,  189S. 
Justin  K.  Smith 


Articles. 


Oct. 


:> 


The  Kichmoud  &,  Backns 
Co..  Chjirles  F.  Backus, 
secrciarv  and  treasurer. 


:i  and  4  I  Pay  rolls,  September,  1893 


Sept.  .'{(J 


5  Edison  Saiilt  Electric  Co., 
by  Samuel  G.  CarletoD, 
bookkeeper. 


July     8 


6     r(MtalTclcgraph  Cable  Co., 
by    H,  .] .    Kmnucaii,   as- 
!      sistant  superintendent. 


1  watchman 

1  watchman    

3  watchmen,  at  $50  per  month 

2  wiitcbmen,  at  $45  ]>er  month 

3  locknu>n,  2  mouths  and  29  days,  at  $60 
per  month. 

3  lockmen,  2  months  and  29  days,  at  $50 

per  month. 
20lockmen,  19  months  and  27  days,  at  $45 

per  month. 
21  labori'is,  16  month.s  and  6  days,  at  $45 

per  month. 
2  laborers,  Q\  days,  at  $1 .50  per  day 

2  divers,  2  days,  at  $7.50  per  day 

3  machinists,  37 jj  days,  at  $2.50*per  day.. 

1  carpcnt^'r,  27  days,  at  $2.50  per  day 

1  scrubber,  17*  days,  at  $1.20  per  day 

1.152  feet,  B.  M.,  12  by  12  inch,  by  ICfoot 

white  pine  lumber,  at  $20  per  M. 

1,920  feet,  B.  M.,  12  by  12  inch,  by  20  foot 
white  pine  lumber,  at  $21  per  M. 

2,160  feet,  B.  M.,  assorted  white  oak  lum- 
ber, at  $24.75  per  M. 

2,363  feet,  B.  M..  3  by  6  inch,  by  21  foot 
Norway  pine,  at  $24.50  per  M .' 

For  10  per  cent  retained  as  per  youcher 
3,  August,  1893. 


Kent  of  storeroom  at  Detroit.  Mich., 
from  July  1  to  Sei)t.  :iO.  1HJ3,  both 
days  mdusiye,  being  3  months,  at  $10 
per  month. 

1,000  sheets  of  paper,  plain  T.  W.,  8  by 
12i  inches. 

1,00'j  sheets  of  j)aper,  manufactured  T. 
W.,  8  by  12J^  inches. 

1  snperintcnifent 

3  assistant  sujierintcndeuts,  at  $100  i>€r 
month. 

1  clerk 

1  engineman 

2  enginemen.  at  $80  per  month 

1  engineman 

4  foremen,  at  $75  ]»er  month 

1  watchman.  22  days,  at  $75  per  month  .. 

1  watchman 

3  watchmen,  2  months  and  19  days,  at 
$50  per  month. 

2  watclnncn.  at  $4r»  i>e.v  month  

3  lockmen.  2  months  and  29  days,  at  $0J 
per  month. 

3  lockmen,  2  nu)nths  and  25^  d:iys,  at  $50 

per  month. 
201o;knn'n.   19  months  and  11  days,  at 

$45  per  month. 
23  laborers,  20  months  and  G  days,  at  $45 

i)er  month, 
iyer.s,  5^  days,  at  $7.50  per  day 

1  stonecutter,  5  days,  at  $4.30  per  day. .. 

1  blacksmith,  3,',8  da^  s,  at  $3  per  day' 

2  ma.-hinists,  22  days,  at  $2.50  per  day. .. 

1  carpenter,  26  <lay»,  at  $2.50  ])er  day 

1  scrubber,  17§  days,  at $1.20  per  day. ... 
Electric   <;urrent  for  22  arc  iamps*^  for 

month  of  July,  1893,  at  $0.  50  each  per 

month. 
Electric   current  for  30  arc  lamjm  for 

month   of  August,  1893.  at  $6.50  each 

per  month. 
Electric  current   for  31   arc  lamps  for 

month  of  September,  1893,  at$0.  50  each 

per  month. 
Tr.-msmission     of   telegram   on    oftb-ial 

business  from   Washington,  D.  C.  to 

Detroit,  Mich.,  containing  41  words. 


Amount 


$75.00 
55.00 

ILO.  00 
90.00 

178. 00 

148. 33 

895.50 

729.00 

9.30 
15.00 
94.50 
67.50 
21.00 
23.04 

40.32 

53.46 

57.89 

919.90 


30.00 

4.50 

2.00 

150.00 
300.00 

150.00 
90.00 

160.00 
75.00 

300.00 

$55.00 
55.00 

131.  67 

90.  (JO 
178.  00 

142.50 

871.50 

909.01 

41.25 
21.50 
9.65 
55.00 
65.00 
21.00 
143.00 

195.00 

201.50 

.41 
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Itemized  statement  of  expenditures  incurred  on  account  of  appropriation  for  operating  attd 
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Dato. 


"So.  of 
voueher. 


From  whom  purchaHOtl.      j 


Articles. 


Amount. 


1803. 
iSept.  30 


30 

Oct.    18 

81 


1893. 


8 

9 

10 

1  and  2 


1- 


Oci.    :»l 


.M 


No\     II 


.% 


;  Jloiith  of  October,  1S9J— Con- 
tiuued. 

Telephone  aud  Telocrnph 
Construction  Co.,  Hugh 
McMillan,  trensaror. 

Board  of  Public  Works,  by 
F.  M.  Taylor,  deputy  reg- 
ister. 

T.  C.  Anthoiiv 


AV.  J.  Magoo 


Month  of  Xorember,  1893. 
Pay  rolls,  (K'tobor,  1803  ... 


V'rt»d.  IVli^xuin. 


KdtHon  Srtult  Kleotric  Co., 

by   Sitnuiel   (i.    Carlcton, 

lMH»kKet»per. 
r«lou  ln»n  Works  Co..  by 

«luj«.  (\  Hardy,  a  member 

of  lht»  tlrm. 


.Uonth  o/ December,  1893. 

I 

IS  I       I        t  luul  :'  I  Pay  rolls,  November,  1803. 

I 


Itentjil  of  telenhono  for  3  months,  com- 
mencing July  1  and  ending  Sept.  30, 
1893,  both  dates  inclusive,  at  ^0  per 
vear. 

AVater  rent  for  thinl  quarter,  1893,  from 
July  1  to  Sept.  30,  1893,  both  dates 
inclusive,  at  $9  ]>er  year.^ 

60  tons  coal,  anthracite,  at  ^.70  per  ton . . 

40  tons  coal.  !Massillon,  at  $3.50  per  ton  . . 

6  tons  coal,  cannel,  at  $5. 25  ]>er  ton 

2  copies  directory,  city,  at  $3  ]M'r  copy  . . . 

1  superintendent 

3  assistant  suiu'rintendeuts,  at  $100  per 
month. 

1  clerk 

1  engiueman 

2  enginemen,  at  $80  per  month 

1  euginemau 

4  foremen,  3  months  and  24  days,  at  $75 
])or  month. 

1  watchman 

1  watchman 

4  watchmen,  3  months,  at  $50  ]Mtr  month. 

2  watohmen.  at  $45  per  month '. . . 

3  lockmen,  2  months  and  28^  days,  at  $60 
wr  month. 

3  loi^kmen.  at  $50  per  month 

19  liH'kmen.  18  months  aud  22  days,  at  $45 

{M'r  month. 
21  laborer.^.  10  months  and  22^  days,  at 

$15  per  month. 
1  driver.  1^  days,  at  $7.50  per  day 

1  mason,  \\  days,  at  $3.50  \wr  day 

2  machinists.  8:!  days,  at  $2.50  per  day . . . . 

1  car|H»nter.  20  days,  at  $2.50  per  day 

1  laborer,  IJ  days.'at  $1.50  per  day 

1  scrubber.  •J2j'days,  at  $1.20  ]>er'day 

Services  as  lubonr,  from  Oct.  1  to  31, 

1893,   both    dates   inclusive,  being   1 

month. 
Electric  current    for  31    arc  lamps  for 

month  of  October.  1893,  at  $0.50  each 

per  mouth. 
15  drums  aud  20  dogs,  cast  iron,  with 

patterns  for  sanic. 


Nov.  Irt 


3  ;  P.  M.  Chjirch  Sc  Co. 


1  superintendent 

3  assistant  superintendents,  at  $10J  i>er 
mouth. 

1  clerk 

1  engineman , 

2  engiuemcn,  at  $80  ))er  month , 

1  engiueman , 

4  foremen,  Jit  $75  jwr  month 

1   watchman 

1  watchman , 

3  watchmen,  at  $.'>()  jw^r  month.- 

2  watchmen,  at  $45  per  mouth 

3  lockmen,  at  $60  per  month 

3  lockmen.  2  months  and  27  dnys.  at  $50 

per  mouth 
19  Ifwkmen.  lO'montli.s,  at  .$45  ]t(>r month. 
21  Uiborers,  20  months  .'uid  5  days,  at  $45 

ppr  mouth. 

2  laborers,  10!}  days,  at  $1.5  i  per  day 

2  divers.  3  days  at  .$7.50  per  (lay 

2  machinists.*  20 »;S  days,  at  $2.50  i)er  <lay. 

1  carpenter,  26  days,  at  $2.60  per  day 

1  scrubber,  lOJ  days,  at  $1.20  per  day 

1  stove,  heating..  * 


$12.00 


2.25 


402.00 

140.00 

31.50 

6.0  J 


150.00 
8U0.G0 

150.00 
90.00 

160.00 
75.00 

285.00 

75.00 
65.00 

150.00 
90.00 

177.00 

150.00 
843.00 

888.75 

11.25 
5.25 
21.88 
65.00 
2.25 
27.30 
45.00 


201.50 


197.00 


150.00 
300.00 

150. 00 
90.00 

160.00 
75.00 

800.00 
75.00 
55.00 

150.00 
00.  00 

180.00 

145.  CO 

855.00 
007.50 

16.00 
22.50 
05.05 
66.00 
19.50 
14.00 
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Itchiizdl  staiennni  of  expend  Huren  incui-red  on  account  of  appropriation  for  operating  and 
care  of  eanals  and  other  works  of  navigation^  indcjiuife ;  applied  to  operating  and  care 
of  St.  Muryn  FaUa  Canal,  Michigan,  etc. — Coutinued. 


l>at( 


180;;. 

Dec.      5 


11 


No.  of 

vouclicr. 


From  whom  pjircha.se<l. 


27 


31 


i: 


Articles, 


Month  of  December,  1S93— 
Contiuiicd. 

Telephone  and  Telegraph 
ConHtrnction  Co..  Hugh 
McMillan,  treasurer. 

Edison  Sault  Electric  Co., 
1)V    Sauuicl    G.    Carleton, 
bookkeeper. 


Month  of  January,  1804. 


1      Justin  E-  Smith. 


'1     Justin  E.  Smith 


Jan.    r.       3  and  4  i  V.xy  rolLs,  December,  1893 


1Hd:i. 

Dec.    JT 

5 

Cct.  -l^^- 

G 

Nov.  ]."> 

Doc.      8 

1 

8-27 

8 

>  I 


American  Express  Co.,  by 
It.  A.  Cattoii,  cashier, 
Detroit,    M:ch.,  otiice. 


The  Richmond  <fc  Backus 
Co.,  I)y  Chas.  F.  Backus, 
.secret.iry  and  treasurer. 

Po.stal  Telepraph Cable ('o., 
by  II.  J.  Kin nui-an.  assist- 
ant superintendent. 

Western  I'niou  Telegraph 
Co..  by  M.  S.  Corbett, 
mana:ier. 

P.M.  Church  &  Co 


IMM. 
Jan.      1 


iS'j:;.     I 
Dec.    31 


10  Telejjhono    and    Tclegi'aph 

C(Mistru<tion    Co.,    Hugh 
McMillan,  treasurer. 

11  Board  of  public  works,  by 

F.  M.  Taylor,  deputy  re- 
!      c  order. 


Amount. 


Rent  of  3  telephones,  from  May  9  to 
Dec.  5,  1893,  both  dates  Inclusive,  at 
$90  for  the  season  of  navigation — not 
to  exceed  7  ujonths. 

Electric  current  for  31  ore  lamps,  from 
Nov.  1  to  30,  1893,  both  dates  inclu- 
sive, at  $6.51)  each  i>er  month. 

Electric  current  for  31  arc  lamps,  from 
Dec.  1  to  5,  1893,  both  dates  inclusive, 
being  one-sixth  of  a  month,  at  $6.50 
each  p<!r  month. 

Electric  current  for  12  arc  lamps,  from 
Dec.  6  to  11,  1893,  both  dates  inclusive, 
being  one-fifth  of  a  month,  at  $6.50 
each  per  month. 


Enmishitig  one  packing  case  and  pack- 
ing one  pattern  of  guide  pulley  for 
gate  cable  lock  of  1881. 

Rent  of  storeroom  at  I)etroit,  Mich., 
from  Oct.  1  to  Dec.  31,  181)3,  both  dates 
iuclnsive,  being  3  months,  at  $10  per 
mouth. 

1  superintendent 

3  assistant  superintendents,  at  $100  per 
month. 

1  clerk 

1  engineman 

1  engineman 

1  engineman 

4  foremen,  at  $75  per  month 

1  watchman 

1  watch  man 

3  watchmen,  at  $50  per  month 

2  watchmen,  at  $45  per  month 

3  lockmen,  3  months,  at  $00  per  month  .. 
3  lockmen,  2  months  and  23  da^'S,  at  $50 

per  month. 
19  lockmen,  19  months,  at  $45  per  month. 

5  laborers.  3  months  and  25^  days,  at  $45 
per  numth. 

2  divers,  7  da^'s,  at  $7.50  per  day 

1  teamster  with  team.  8  day,  at  $4  per  day. 

2  machinists,  33,>J-  daj's.  at  .$2.50  per  day. 
1  scrubber,  17^  days,  at  $1.20  per  day 


Express  charges  from  Detroit,  Mich,  to 
Sault  Ste.  Mario,  Mi'-h..  on  1  box 
containing  wood  pattern  of  guide  pul- 
ley for  gate  cal)le  lock,  18M.  weigh- 
ing 230  iMiunds.  at  $2.')0per  100  pounds. 

100  .slu  ets  paper  (carbon) 

500  envelopes  (otlicial),  at  $2  i>er  M 


Transmission  of  telegram,  on  official  bus- 
iness, from  Washington,  D.  C.,  to  De- 
troit, Mi<h  ,  27  words. 

Transniissicni  of  telegrams  on  official 
business  during  the  month  of  Decem- 
ber, 1893. 

\  dozen  12-inch  hack  saws,  at  $12.68  per 
dozen. 

6  do7.en  extra  blades,  at  $2.98  per  dozen.. 

Rental  of  tele])hono  from  Oct.  I  to  Dec. 
31,  1893  (both  dates  inclusive),  at  $48 
per  3'ear. 

Water  rent  for  fourth  quarter,  1893 ;  from 
Oct.  1  to  Dec.  31,  1893  (both  dates  in- 
clusive), at  $9  per  year. 


$:)0.00 

201.50 
33.58 

15.60 


1.00 


30.00 


150. 00 
300.00 

150. 00 
90.00 
80.00 
75.00 

300.  00 
75.00 
55.00 

150.00 
90.00 

180. 00 

188.33 

855.00 
173. 25 

52.50 

2.50 

82.80 

21.00 

5.90 


3.50 
1.00 

.27 


1.33 

3.17 
17.88 
12.00 

2.25 
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Itemized  statement  of  expenditureB  incurred  on  account  of  appropriation  for  operating  and 
care  of  canals  and  other  works  of  narigation,  indefinite;  applied  to  operawng  and  e€ur€ 
of  St,  Marys  Falls  Canat^  Jlichigan,  etc, — Continaed. 


Date. 


1894. 
Feb,     W 


No.  <if 

VOUOluT. 


Frt)ni  whom  purchased. 


Articles. 


Month  of  February,  1S94. 
1  ami  2     Pay  rolls.  January,  1894. . . 


Mar.     I 


♦) 


3  I 


2If>uth  of  March,  lfii*4. 


1     J*ay  rolls,   FoUruary,    1894, 
oiliro    HUiKTvisiii'j;    eugi- 

Ul'tT. 


Wi'storn  Uiiion   Tolopraph 
(.V)..    by  AI.    8.    Corbctt. 
innua:;:or. 
:i  and  t      I»ay  rolls,  February,  1894 


Amoant. 


1  »ui>printcndont 

3  assistant  8U]>eriutendent0,  at  $100  per 

month. 

1  olork 

1  on<;inomnn i 

1  en^incman,  22  days,  at  $75  per  month. 

1  foivman ! 

1  watoli  nan , 

1  watchman 

3  wati'luuen,  at  $50  ]>er  month , 

I  watchman , 

3  macliinistH,  66  days,  at  $2.50  per  day.. 
1  lal)oror,  two>third'sof  aday,at$lJM)per 

day. 
1  scrubber,  15  days,  at  $1.20  per  day 


l-'cb.  2S 


Mar.   17 


5      !•:.  S.AVheclor. 


0     iMTfruson  Hardware  Co..  by 
1{.  G.  Ferguson,  president, 


:n 


Month  of  Apnl,  lfi04. 
1      .Instill  K.  Smith 


Apr.  4      2  and  3      Pay  rolls,  March,  1894. 


:  2  clerks,  at  $1.75  per  month 

I  1  dork 

1  copyist.  $50:  1  copyist,  $:J5 

■  1  oftico  attendant...*. 

I  1  mt'sstMiuer 

'  I  scrubber 

Tclejrraphiug.  July  16,  1880,  to  June  16, 
18U]. 

1  8U])erintondent i 

3  assistant  superintendents,  at  $100  per  ' 

numth. 

1  clerk 

1  enj^ineman , 

I  foreman 

I  watchman 

1  watchman 

3  watcbujen,  at  ."WO  per  month 

1  watcliman  . .-. 

12  lockiiien.il  months  and  2Ui days, at $43 

per  month. 

1  laburer i 

1  lalM>rer,  19  davs,  at  $1.50  per  da v I 

I  machini.st.  4  <lays.  at  $2.5<»  per  i^ay j 

1  teamster  with  team,  onelialf  day,  at  $4  ' 

]>er  day.  '  '. 

1  scrubber,  IXJ  days,  at  $1.2)  per  day ■ 

For  use  of  calculating  machine,  between  ' 

Mar.  1,  lt<«!»,  and  Feb.  28.  1894.  being  5  ' 

years,  at  $3.60  ]'er  year. 
For  402  turnbuckle.s'lbr  IJ-inch  rods,  at 

48  cents  each. 
404  washers,  wrought  iron.  10.058  iHiunds, 

at.$:{.10  per  cwt. 
8(H)  nuts,  square.  IMo  ]>onnds,  at  $3.35 

per  cw  t. 
400  nuls.  r»  ftret  Ion  jr.  IJ  in<'he8  diameter, 

11.710  pounds,  at  $2.10  per  cwt. 


Kent  of  storeroom  at  Detroit.  Mich., 
from  Jan.  1  to  Mar.  :U.  1894  (both 
days  inclusive). bein;;  3  months,  at  $10 
per  month.  , 

1  superintendent 

3  assist^int  superintendents,  at  $100  per 
month. 

1  clerk 

1  en<;inonuin 

2  en>;incmcn,  at  $S0  per  niont h 

1  e.n;;incuuin 

4  foHMuen,  at  .$75  per  month 

1  watchman 

1  wat<;1iman 

3  wat<;limen,  at  $50  per  month 

2  watchmen,  at  $45  ]»er  nnmih 

3  bK'kmen.  at  $60  per  month 

3  lockmen,  at  $30  per  mouth 


$150.00 

soaoo 

150.00 
00.00 
55.00 
75.00 
75.00 
55.00 

150.00 
45.00 

165.00 
1.00 

l&OO 


850.00 

100.00 

85.00 

50.00 

60.00 

7.50 

5.25 


150.00 
300.00 

150.00 
90.  UO 
75.00 
73.00 
55.00 

150.00 
45.00 

534.38 

45.00 

.28.50 

10.00 

2.00 

22.50 
18.00 


192.96 

311.80 

45.56 

245.91 

30.00 


150.00 
300.00 

150.00 
9.).  00 

16  J,  00 
75.00 

300.00 
75.00 
53.00 

150.00 
90.00 

180.00 

150.00 
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Itemized  statement  of  expenditures  incurred  on  account  of  appropriation  for  operating  and 
care  of  canals  and  other  worJcs  of  navigation,  indefinite;  applied  to  operating  and  care 
of  St.  Marys  Falls  Canal,  Michigan,  etc. — Continued. 


Date. 


Xo.  of 
vouchor. 


From  whom  purchased. 


'  Monti)  of  April,  7.9.94— Cont'd. 

1894.    ;  I 

Apr.     4  1    2  and  3      l»av  rolls,  March,  1894 


Mar.  5- 
17 

31 

31 

Apr.  14 


I 


6 
7 


iH'.n. 

July   '2H 


18!>4. 
A  1)1-.   19 


The  Kichnioiid  &  Backas 
Co.,  by  Chas.  F.  Backus, 
secretary  and  treasurer. 

Hoard  of  ]>ublic  works,  by 
F.  M.  Taylor,  deputy 
recorder. 

Telephone  and  Telecraph 
Construction  Co.,  Uugh 
McMillian,  treasurer. 

The  Kiclnnond  &.  Backus 
Co.,  by  Chas.  V.  Backus, 
secretary  and  treasurer. 


8  Western  Fnion  Telegraph 
Co..  by  M.  S.  Corbett, 
manager. 


9      (.»tM»ry;e  P'reeborn 


Month  of  Hay.  1894. 
May      4        I  and  2      Pay  rolls,  April.  1894.., 


Articles. 


19  lockmen,  18  months  and  27  days,  at 
$45  per  month. 

4  laborers,  4  months,  at  $45  per  month  . .. 

1  teamster  with  team,  6  days,  at  $4  per 
day. 

5  machinists,  116^  days,  at    $2.50    per 
day. 

2  calkers.  9h  days.  at<t2. 50  ))er  day 

1  car]>eiit«r"  24  days,  at  $2.  50  ]>er*(lay 

1  carpenter,  24  days,  at  $2  i)er  day 

1  scrubber,  18}  days,  at  $1.  20  per  day 

100  sheets  paper,  carbon,  8  bv  12 J  inches.. 
500  sheets pa])er,raanifoId.  8  by  124  inches, 

for  typewriter,  at  $2  per  M-' 
Watt^r  rent  for  first  quarter,  1894,  from 

Jan.  1  to  Mar.  31  (botli  dates  inclusive), 

at  $9  per  year. 
Rental    of    telephone    from  Jan.    1   to 

Mar.  31.  1894  (both  dates    inclusive), 

at  $48  i)er  year. 

1,000  blanks,  contractors'  estimates 

500  blanks,  trans,  vouchers  for  payment, 

at  $7.25  ])er  M. 
2,000  envelopes.1  addressed  Col.  O.  M. 

Poe,  4^  bv  9^,  4  by  5^,  at  $3.10  per  M. 

1,000  envelopes,  otiicial,  4^  by  9* 

1,000  en  veh>pes,  oflicial,  3|  by  c! 

1,000  envelopes,  plain  white,*  3J5  by  6 

250  envelopes,  linen  i>a])er,  at  $3  i)erM.. 

1,000  fasteners,  McG ill's  No.  1 

8  quarts  ink,  Carters  Ciial  black,  at  50 

cents  per  quart. 

6  quarts  ink,  Faber'scojiyinjj[.  at  50cent6 
per  f|uart. 

2,000  sheets  paper,  writing,  letter  head, 

half  slieet.><,  ruled.  at$4  perM. 
3,000  sheets  pajier,  writing,  letter,  plain, 

half  sheets,  ruled,  at  $3.10  i)er  M. 
5,000  sheets  paper,  writinti.  letter  head, 

half  sheets,  unruled,  at  $3.60  per  M. 
3,000  sheets  pai)er,  writing,  letter,  plain, 

half  sheet.s,  unruled,  at  $3  j>er  M. 
1,000  sheets  paper,  writing,  letter,  plain, 

8  by  12J,  tyjievntor. 
2,000* sheets  paiwr,  writing,  manifold,  8 

by  12^.  typewriter,  at  $2  per  M. 

Transmission  of  telegram  on  oflicial  busi- 
ness, 22  wonls. 


Two  pieces  oak  timber  (12  bv  12  inches 
by  18  feet),  432  feet,  at  $.>0  lier  M.  feet, 
B.  M. 


1  superintendent,  1  month,  at  $150  per 
month. 

3  a.ssistant  superintendents,  3  months, 
at  $100  per  month. 

1  clerk,  1  numth,  at  $150  \}er  munth 

1  engineman,  1  month,  at  $90  per  month. 

2  engmemen,  2  months,  at  $S0  j>er  month. 
1  engineman,  I  month,  at  $75  p<>r  month. 

4  foremen,  4  months,  at  $75  ]»er  mouth. .. 
1  watchman,  1  luontl:,  at  $75  per  month.. 

1  watchman,  1  month,  at  $55  per  month.. 

3  watchmen,  3  months,  at  $50  per  month. 

2  watchmen,  2  months,  at  $45  per  month. 

3  lockmen.  3  months,  at  $00  per  month  . . 
3  lockmen,  2  months  and  29^  days,  at  $50 

per  month. 
19  lockmen,  18  months  and  29J  days,  at 

$45  per  month. 
22  laborers.  12  mouths  and  2  days,  at  $45 

per  month. 


Amount. 


$850.50 

180.00 
24.00 

291.25 

23.75 
60.00 
48.00 
22.50 
3.50 
1.00 

2.25 


12.00 

12.00 
3.63 

6.20 

3.10 
2.00 
1.40 
.75 
.85 
4.00 

3.00 

8.00 

9  30 

18.00 

9.00 

4.50 

4.00 

.22 
21.60 


150.00 
300.00 

150.00 
90.00 

100.00 
75.00 

SOO.OO 
75.00 
55.00 

150.00 
90.00 

180.00 

149. 17 

854.25 
543.00 
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Itemizrd  statement  of  ex ptndi  I  urea  incurred  on  account  of  appropriation  for  opemtlnff  and 
care  of  canals  and  other  works  of  navigation,  indefinite;  applied  to  operating  and  care 
of  St.  Marya  Falh  Canal,  Michigan,  etc. — Continued. 


l)al( 


18D4. 
May     4 


Ko,  of 
vouirher. 


From  wlioni  purcliastMl. 


Articles- 


1  and  2 


Apr.  30 


1803. 
Dec.    30 


1894. 
Juuu    4 


Jlonth  rf  May,  iS^yi— Cont'd. 
Pav  rolls,  April,  18W 


Edison- Sanlt  Electric  Co  . . . 


Ferguson    Hardware   Co. 


Month  of  June,  J8'J4. 


1  diver,  one-half  day,  nt  $7.50  \tev  day. . . 

2  stonecutters,  lli{^  days,  at$4.30  per  day 
1  teamster,  with  team,  2  dayH,  at  $4  i)er 

day. 
1  machinist,  14 J  days,  at  $2.50  per  day  . . 
1  carpenter,  25  days,  at  $2.50  per  day  .  - . 

1  carpenter,  25  days,  at  $2  per  day 

2  calKers,  33  days,  at  $2.50  per  day 

3  laborers,  19^  ilays,  at  $1 .50  per  day 

1  scrnbbor,  15  days,  at  $1.20  i>er  day 

Electric  onrrent  for  33  arc  lamps,  from 

Apr.  18  to  Apr.  30,  1894  (both  dates  in- 
clusive), being  13  days,  at  $6.50  per 
month  per  lamp. 

1  large  Green  River  stock 

1  I^-inch  rij^ht  die  and  guide 

1  1  ^-inch  left  die  and  guide 


1  and  2  ■  Pay  roll.-,  May,  1894 


May   :{1  I 

i 

9  \ 
1)  , 
10 
11) 


3  I  Edi.son-Sault  Electric  Co  . 


4     "\VeHt«»rn  Union  Telegraph 
I      Company. 


5     Postal  Telegraph  Cable  Co. 
I 
I  2[onth  of  July,  1S94. 

July     o  !     1  and  2  I  Pay  rolls,  June,  If 94 


1  month,  at  $150  per 
3  months, 


1  superintendent, 
month. 

3  assistant  superintendents, 
at  $100  ]>er  month. 

1  clerk,  27  days,  at  $150  \)er  month 

1  engineman,  1  month,  at  $90  per  month 

2  enginemen,  2  mouths,  at  $80  per  month 
1  engineman,  1  mouth,  at  $75  per  mouth 

4  foremen,  4  months,  at $75 per  month  .. 
1  watchman,  1  month,  at$7.>  per  month. 

1  watchman,  1  month,  at  $55  per  month. 

3  watchmeu,  3  months,  at  $50  per  month 

2  watchmen,  2  months,  at  $45  per  month 

3  lockmen,  3  months,  at  $60  per  month  . 
3  lockmen,  2  months  and  29|  daj'S,  at 

$50  per  month. 
19  lockmen,  19  months,  at  $45  per  month 
29  laborers,  27  months  and  19J  days,  at 

$45  per  month. 
1  diver,  one-half  day,  at  $7.50  per  day... 
1  teamster  with  team,  4J  days,   at  $3.50 

|)er  day. 
1  macaiuist,  9^(f  days,  at  $2.50  ]>er  day  . . 
1  scrubber,  26i  dav's,  at  $1.20  per  day  . . . 
Electric  current  i'or  33  arc  lamps,  from 

May  1  to  May  31.  1894  (both  dates  in- 
clusive;,   being  1  mouth,  at  $6.50  per 

month  per  Lamp. 
Telegram  to  Sault  S(e.  Marie,  Mich.,  20 

words. 
Telegram  from  Sault  Ste.  Mane,  Midi., 

20  words. 
Telegram  to  Sault  Ste.  Marii-,  Mich.,  20 

words. 
Telegram  from   "NVashiujiton,   I).  C.,  to 

Detroit,  Mirn.,  28  words. 


Amount. 


$3.75 

50.00 

8.00 

37.00 
62.50 
50.00 
82.50 
29.23 
18.00 
92.95 


5.64 

8.80 

11.26 


150.00 
300.00 

135.00 
90.00 

160.00 
75.00 

300.00 
75.00 
55.00 

150.00 
90.00 

180.00 

149. 17 

855.00 
1,  244.  25 

3.75 
15.75 

22.75 

31.50 

214.50 


20 
20 
20 
2S 


1  su]>eriuteud«'Ut 150.00 

3  assistant  .sujM'rintendeuta,  at  $100  per  300  00 
luontli. 

1  cngiueinan 90. 00 

2  eugineuien,  at  $80  per  month 160. 00 

1  engineman i  75. 00 

4  foremen,  at  $75  per  month |  300.00 

1  watchman '  75. 00 

1  watchman 55. 00 

3  wat<'hmen,  at  $50  i>er  month 150. 00 

2  watchmen,  1  mouth  and  24  days,  at  $45  81. 00 
per  month. 

3  lockmen,  at  $60  per  month 180.00 

3  lockmen.  2  months  and  29^  days,  at  $50  {  149. 17 

per  month.  *  ■ 

19  lockmen,  at  $45  per  month I  855.00 

27  laborers,  2C  months  and  13  days,  at  $45  j  1, 189. 51 

i>er  month.  "  i 

1  diver,  ^  day.  at  $7.50  per  day !  3. 75 
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Keniized  statement  of  expoiditurcs  incurred  on  account  of  appropriation  for  operating  and 
rare  of  canals  and  other  works  of  navigation^  indefinite;  upplied  to  operating  and  care 
of  St.  Marys  Falls  Canal,  Michigan,  etc, — Continued. 


Duto. 


1834. 
Julv     :J 


July      3 
.]ui:e3U  , 

July     5  j 


June  30 


No.  of 

VOIU'IUT. 


From  whom  purchoHod. 


Articles. 


Month  of  Jtihj,  WAT^— Cont'd 
1  ami  2     Pay  rolls,  J iim\  1894 

1 
1   and  2     Pav  rolls,  June,  189i 

i 
3     J  list  iu  E.  Smith 


lJ(»ard  of  Public  Works,  by 

1      l'\  T.  McDonald,  deputy 

recorder. 

K<lisou  Sniilt  Electric  Co., 

by  Samuel  G.   Carleton, 

bookkeeper. 

To]<^phono   and    Telegraph  j 
('onstruction  Co.,   Hugh 
McMillan,  treasurer. 


1  teamster  with  team,  2  days,  at  $3.50  per 
day. 

1  machinist,  5|  days,  at  $3  per  day 

1  carpenter,  2G  days,  at  $2.50  per  day 

1  scrubber,  18J  day?,  at  $1.20  per  day 

Rent  of  storeroom  at  Detroit,  Mich.,  from 
April  1  to  June  30,  1804  (both  days  in- 
clusive), being  3  months,  at  $10  jjcr 
month. 

Water  rent  for  second  quarter.  1804,  from 
April  I  to  Jane  30  (both  dates  inclu- 
sive), at  $9  per  year. 

Electric  current  for  33  ai-c  lumns,  from 
June  1  to  Juno  30,  1894  (both  dat«s  in- 
clusive), l)eing  1  month,  at  $6.50  per 
month  per  lamp. 

Rent  of  telephone  from  April  1  to  June 
30,  1894  (both  days  inclusive),  at  $48 
per  year. 


Amount. 


$7.00 

17.00 
65.00 
22.50 
30.00 


2.25 
214. 50 

12.00 


55,  213.  09 


Abstract  of  bids  for  supplies  for  operating  and  care  of  St.  Marys  Falls  Canal,  Michigan, 
received  and  opened  March  -^S,  1S94,  in  accordance  with  advei'tisemcnt  dated  March  S, 

1S94. 


No.  of 
bi<l8. 


Xaiiio  aud  address  of  bidder. 


1  J.T.  \y\r\\i  &-  Co.,  Detroit,  Mich 

2  Iloliert  (i.  Ferguson.  Sault  Ste.  Marie,  Mich 

3  P.  M.  Church  &  Co.,  Sault  Ste.  Marie.  Mich, 
I  Thoinpsoii  C.  (Jill  &  Co.,  Philadelphia,  Pa 


iJostoii  Wovcu  Ho.so  and  Rubber  Co.,  Boston, 
Mass. 

K.  1).  .lolinson,  Sault  Ste.  Mario,  Mich 

L.  I).  Kemp,SaultSte.  Marie,  Mich , 

I'rauk  Perry,  Sault  Ste.  Marie,  Mich 


Hard-ware,  ship  chandlerv,  etc '*$2, 617. 83 

do I !    3,116.07 


.do 

do 

.do 


Lumber 

Coal.... 

do. 


3     Thomas  C.  Anthony,  Sault  Ste.  Marie,  Mich 1 do 


*  Recommended  for  acceptance. 

t  Incomplete;  bid  on  steel- wire  cable  only. 

X  Incomplete;  bid  on  two  items  of  hose  only. 


3, 175.  35 
♦384.  80 
t209.  00 

*267. 06 

*471.00 

480.50 

488.00 


MM  3. 

IMPROVEMENT  OF  ST.  MARYS  RIVER  AT  THE  FALLS,  MICHIGAN. 

Tlie  ])i())e('t  for  obtaining  a  navigable  channel  of  10  feet  de])th 
betwecMi  Lakers  >^ui)erior  and  Ilnron  bad  been  barely  coini)leted  wlieii 
the  diMiijiiids  of  commerce  so  enormously  increased  that  tbe  work  of 
obtaining  a  depth  of  20  feet  throughout  was  undertaken,  with  the  full 
sanction  of  both  legislative  and  executive  authority. 

A  necessary  part  of  the  project  is  the  construction  of  a  new  lock 
ui)()n  tlic  sitcof  theold  Statelocka,  tobavealength  of  800  feet  between 
gates,  with  a  width  of  100  feet  througliout,  a  depth  of  21  feet  on  the 
nnt(  1  sills,  and  a  single  lift  appro.ximating  18  feet.  The  canal  is  to  bo 
deepened  to  corresi)ond.    The  estimated  cost  of  this  enlargement  of 
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the  caual  system  is  $4,738,865,  for  the  details  of  which  see  p.  2220  et  seq. 
of  the  Auiiiial  Keport  of  the  Chief  of  Engineers  for  1887. 

Prior  to  June  30,  1890,  a  total  of  $1,250,000  had  been  appropriated 
for  the  work.  The  river  and  harbor  act  of  September  19,  1890,  appro- 
priated an  additionfil  $900,000  for  continuing  the  improvement,  with 
the  provision  '^that  such  contracts  as  may  be  desirable  may  be  entered 
into  by  tile  Secretary  of  War  for  materials  and  labor  for  the  entire 
structure  and  approaches,  or  any  part  of  the  same,  to  be  paid  for  as 
api)ropriations  may  from  time  to  time  be  made  by  law."  The  sundry 
civil  act  of  March  3,  1891,  appropriated  8'>00,000  for  continuing  the 
improvement  during  the  fiscal  year  ending  June  30,  1892,  and  the 
sundry  civil  act  approved  March  3,  18I>3,  appropriated  $1,230,000  for 
fiscal  year  ending  June  30,  1894.  The  total  amount  appropriated  to 
date,  therefore,  is  $3,980,000,  with  authority  to  contract  for  all  or  any 
l)art  of  the  work.  The  sundry  civil  act  of  March  3, 1893,  provided  that 
$25,000,  or  so  much  thereof  as  might  be  necessary,  could  be  expended 
in  widening  the  present  channel  at  the  Elbow  at  the  lower  end  of 
Lake  (icorge,  St.  Marys  lliver.  A  project  for  widening  the  channel  to 
the  wivstward  was  approved,  and  the  work  has  been  completed. 

On  June  30, 1893,  the  condition  of  the  work  on  St.  Marys  Falls  Canal 
and  its  approaches  was  as  follows,  viz: 

The  cotferdam  surrounding  the  site  o(*  the  81)1)  foot  lock  was  in  good 
condition;  17,720  cubic  yards  of  concrete,  10,30(>  cubic  yards  of  cat 
stone,  and  33,570  cubic  yards  of  backing  stone  had  been  laid  in  lock 
walls  and  Ibundations  for  same. 

The  north  wall  was  fifteen  courses  and  south  wall  seventi»en  courses 
high  between  the  miter  wall  of  the  u])per  lock  gates  and  the  wide  part 
of  the  walls  at  the  lower  end.  The  wide  parts  of  both  walls  at  lower 
end  were  twelve  courses  high,  not  counting  the  extra  course  at  the 
lower  end.  l>()th  walls  were  stepi)e(l  down  to  the  first  course  at  the 
miter  wall  of  th(^  u[)i)er  lock  gates.  From  this  miter  wall  both  walls 
were  stepped  uj)  so  that  the  wide  i)art  of  soutli  wall  at  upper  end  was 
eleven  courses  high,  and  sixwu)  part  of  north  wall  was  ten  courses  high. 

A  place  was  left  teini)orari!y  for  tramways  through  the  length  of  the 
lo(;k  chamber,  hut  masonry  on  both  sides  of  the  tracks  was  laidinboth 
the  upper  lock-gate  miter  wall  and  the  ui)per  guard  gate  miter  wall. 
The  tlat  arches  were  in  i)lace  over  four  of  tin*  culverts  of  upper  lock- 
gate^  miter  wall,  and  the  upper  guard-gate  miter  wall  was  eight  courses 
liigh  at  each  end,  and  was  stepped  down  toward  axis  of  lock. 

Tiie  valves  and  valve-frames  were  delivered;  the  snubbing  hooks 
W(M'e  delivered  and  half  of  them  were  in  position;  the  anchorages  for 
the  gates  were  nearly  all  in  place. 

Ganiil  pri^sni. — Thirty-three  thousand  seven  humlred  and  thirty  cubic 
yards,  bank  measure,  of  Tottsdam  sandstone  had  been  removed  from 
first  sc/tion,  according  to  estimates  for  payment,  and  138,000  cubic 
yaids  from  sc^-ond  scu'tion. 

The  foHowing  contracts  were  in  force  during  the  fiscal  year,  viz: 


Contractor.  For  Entrn^l  into.  Remarks. 


(\>lliiis  \-  Farwcll FJxcivatinjr Mar.    1,  188'.>     In  force. 

Uiijirht'H  r>ro8.  iV  Han^XH Building  nias>>niy Fel».    ?).  1891  Do. 

I)iinliar  iV.  Sullivan Kxc-ax  ation  pri.sni,  Hrst  H«'ction July  14, 1892 

Do Ex«'avatu>n  p'-inm.  stM-ond  .swlion do 

HukIu-s  Hrort.  ^  IJanjiM ( ■oiiMtrn<tin<: door rt>)0- foot  lock  ...   .Inn.  30,1803 

IVr^uson  Hardware  Company  Hard  ware,  hIiij)  rjandlory,  etc Ai»r.  27, 1893     Closod  Dec,  1883. 

E.  D.  Johnson L-.inibt'r ..do ,        Do. 

Ilickhr  liros Coal do '        Do. 


Do. 
Do. 
Do. 
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Contractor. 


James  Strachan 

HnffhoB  Bros.  Sc.  Bangs 

Rk  J.  Cram 

Willard  S.  Pope 

Sonthwark  Foundry  dc  Ma- 
chine Co. 

Westingbouso,  Church,  Kerr 
&Co. 

The  Babcock  &  Wilcox  Co. . . . 

JohnM.  Lally 

Simon  Dumenc  1 

Michigan  Brass  and  Iron 
Works. 

Robert  G.  Ferguson 

Hickler  Bros 


For— 


Machine  work 

Turbine  power  plant  800-f6ot  loek . 
Dredging  at  Elbow,  Lake  Gtoorge. 

The  gatea  for  SOO-foot  look 

Tho  centriAigal  pumpa 


The  driving  machinery. 


The  Babcock  A,  Wilcox  boilers. . . . 

Constructing  day  dam 

Excavating  withm  cofferdam  and 

building  cribs  within  cofferdam . 

Mitersilfvalves  800-foot  look 


Hardware,  ship  chandlery,  etc. 
Coal 


Entered  into. 


Ap&27,1888 
Ki^  10, 1808 
June  17, 1808 
Sept.  80, 1808 
Oct.  20,1888 


.do 


Got.  28,1888 
Feb.  12,1801 
Mar.  28, 1804 

Mar.  21, 1884 

Apr.  14, 1804 
....do 


Remarks. 


Closed  Dec.,  1808. 
Inlbfoe. 

dosed  Dec..  1883. 
Infoiee. 
Do. 

Do. 

Do. 
Do. 
Do. 

Do. 

Do. 
Do. 


PROGBESS  MADE  DURING  THE  FISCAL  YEAR  ENDING  JUNE  30,  1894. 

Masonry  construction. — ^TJnder  contract  with  Messrs.  Hughes  Bros. 
&  Bangs,  dated  February  9,  1891,  masonry  construction  was  begun 
June  24, 1891,  and  was  continued  during  working  seasons  until  Noyem- 
ber  10,  1893,  on  which  date  the  masonry  was  completed,  with  the 
exception  of  laying  128  pieces  of  coping  stone  adjacent  to  we  anchor 
boxes  and  connecting  rods  for  the  lock  gates.  The  anchor  boxes,  etc., 
had  not  been  delivered  by  the  United  States.  On  Kovember  11, 1898, 
articles  of  agreement  supplemental  to  those  of  February  9, 1891.  weie 
entered  into,  in  which  it  was  provided  that  the  laying  of  certain  cut 
stones,  128  in  number,  be  deferred  until  the  gate  anchorage  connections 
have  been  placed  by  the  Government,  and  that  the  time  for  the  comple* 
tiou  of  certain  earth  filling  be  extended.  This  supplemental  agreement 
has  been  extended  to  October  1, 1894,  the  anchorage  connections  not 
being  ready  to  place  in  {Xisition.  With  the  exception  of  the  128  stones 
named  above,  all  the  masonry  was  completed  five  days  before  the  expi- 
ration of  the  time  limit  named  in  the  original  contract,  and  a  flnal 
estimate  has  been  given  for  all  the  work  done*  under  contract  dated 
February  9, 1891 ,  except  for  the  laying  of  the  deferred  stone  and  for 
the  earth  filling. 

During  the  fiscal  year  the  following  quantities  represent  the  work 
clone: 

CoiKTcto  laid  (Inring  fiscal  year:  Cnblo yards. 

For  foundations  of  lock  walls 55.25 

Walls  of  pump  well 219.75 

In  dam  between  locks '815. CX) 

Under  inlet  and  draft  pipe 190.00 

Total 1,200.00 

Total  concrete  laid  prior  to  July  1,  1893 d,  243. 00 

Total  to  date 10,522.00 

Cut  stone  laid  during  fiscal  year 8,309.02 

Cut  stone  laid  prior  to  July  1,  1893 10^909.00 

Total  to  date 18,615.02 

Backing  stone  laid  during  fiscal  year 14,700.04 

Backing  stone  laid  prior  to  July  1, 1893 88^576.00 

Total  to  date 48,276.04 

Total  masonry  to  date,  of  which  13,985.55  is  mortar  and  spawls 80^876.61 
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Of  tho  total  masonry  59.7  i)cr  cent  is  backing,  23.1  per  cent  cnt  stono,  17.2  per  cent 
mortar  and  spawls. 

Total  pieces  of  cut  stone  required  for  lock 14, 278 

Total  pieces  of  cut  stone  laid  in  lock 14, 150 

Earth  filling  behind  lock  walls,  66,920  cubic  yards,  of  which  55,748  cubic  jr^ude 
were  ])laced  during  tho  fiscal  year. 

Of  all  tho  backing  stone  laid  tho  contractors  fumishoil  44,513.25  cubic  yards,  and 
tho  United  States  3,762.79  cubic  yards,  the  latter  being  stone  saved  from  the  walln 
of  the  old  State  locks  (of  1855). 

Kellys  Island  stone  in  "the  rough":  Piecm. 

Landed  at  Sault  Sto.  Marie  to  date 15, 204 

CeuK^nt  received  and  used  during  fiscal  year:  Barrel*. 

Portland 2,^00 

Natural 23,162 

Total 26,122 

Total  cement  (Portland  and  natural)  received  and  used  to  Juno  30,  1893 53,  835 

Total  to  date 79,  957 

DEEPENING  CANAL  PRISM. 

This  work  is  divided  into  two  sections  and  is  done  under  two  con- 
tracts by  the  same  contractors,  Messrs.  Dunbar  &  Sullivan. 

First  section. — The  material  to  be  removed  consisted  of  about  138,700 
cubic  yards  of  Potsdam  sandstone  rock  in  situ.  A  depth  of  24.68  feet 
is  required,  and  the  contract  price  is  $1.53  per  cubic  yard,  bank  meas- 
ure. The  total  to  June  30,  1894,  of  the  estimates  for  excavation  is 
72,076  cubic  yards,  bank  measure,  of  which  38,340  cubic  yards  were 
excavated  during  tlie  fiscal  year. 

tSecond  section, — The  material  to  be  removed  consisted  of  about  138,800 
cubic  yards  of  Potsdam  sandstone  rock  in  situ.  A  deptli  of  24.68  feet 
is  required,  and  the  contract  price  is  $1.47  \}ev  cubic  yard,  bank  meas- 
ure. The  total  to  June  30,  1894,  of  the  estinmtes  for  excavation  is 
110,951  cubic  yards,  bank  measure,  of  which  62,177  cubic  yaids  were 
excavated  during  the  Hscal  year. 

Four-fifths  of  tlie  total  area  comprised  in  two  contracts  has  been 
dredged  over.  The  contracts  for  this  work  have  been  extended  from 
June  30,  1894,  to  July  1,  1895. 

DAM   BETWEEN   LOGICS. 

Work  of  excavating  trench  for  concrete  dam  between  locks  was  com- 
meneed  June  5,  1893.  The  work  of  building  dam  commenced  August 
14  and  was  i)ractically  completed  September  13.  The  work  of  building 
a  wall  of  clay  by  concrete  dam  was  completed  November  8,  except  that 
portion  around  inlet  pipe. 

PIER    IN    SLIP    AT    CORNEK    OF   OLD   PORT   BRADY* 

The  slip  between  the  Union  Dock  property  and  tlie  canal  grounds  at 
the  corner  of  old  Fort  Brady  was  lengthened.  This  made  it  necessary 
to  build  about  100  feet  of  pier,  and  it  was  done  by  day's  labor. 

CLAY   DAM   BETWEEN   CANAL    AND   RIVER. 


John  M.  Lally,  contra(tt)r;  contract  dated  February  12,  1894. 
This  work  consists  of  digging  a  trench  to  bed  rock  and  building  in 
it  a  wall  of  puddled  clay,  about  4  feet  thick,  to  the  height  of  the  upx>er 
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coping  of  tjie  lock  walls;  the  spaces  between  the  clay  wall  and  the 
slopes  of  the  trench  to  be  refilled  with  the  material  excavated  from  the 
trench.  The  clay  wall  is  to  connect  with  the  west  end  of  the  north 
wall  of  the  lock  and  run  westerly  about  1,000  feet. 

WIDENING   CHANNEL   AT   "ELBOW,"  LAKE    OEORGE. 

This  channel  has  been  widened  for  a  distance  of  2,600  feet;  59,843 
cubic  yards  of  earth  were  removed  during  the  fiscal  year  and  the  project 
completed.    K.  J.  Cram  was  the  contractor. 

TURBINE   POAVER    PLANT. 

The  draft  and  inlet  pipes  for  this  plant  were  placed  in  position,  tested 
and  accepted.  The  bell  piece,  8  feet  long,  has  not  been  laid  yet.  The 
remainder  of  this  -plant  can  not  be  installed  until  the  macJiine  house  is 
more  advanced.    Hughes  Bros.  &  Bangs  are  the  contractors. 

LOCK  GATES. 

The  total  amount  of  soft  steel,  2,404,657  pounds,  required  for  the 
construction  of  the  gates  has  been  received  at  the  Detroit  Bridge  and 
Iron  Works.  The  work  completed  and  ready  for  shipment  is  repre- 
sented by  380,000  pounds  soft  steel,  25,700  pounds  forged  steel,  10,660 
pounds  of  cast  steel,  and  3,900  pounds  of  bronze.  The  work  partially 
completed  and  under  way  is  represented  by  800,000  pounds  of  soft  steel, 
90,000  pounds  of  forged  steel,  and  25,000  pounds  of  cast  steel.  One 
set  of  small  gates  is  practically  completed  and  ready  for  shipment. 
About  one  third  of  the  remainder  of  the  small  gates  is  finished. 

A  laiftc  amount  of  preparatory  work,  such  as  shearing  to  size  the 
web  and  sheathing  x)lates,  making  templates,  etc.,  has  been  done  on 
the  large  gates. 

The  erector  is  now  on  the  ground  preparingfor  the  erection.  Willard 
S.  Pope  is  the  contractor. 

CONSTRUCTION    OF   THE   FLOOR   OF   800-FOOT   LOCK. 

This  work  was  commenced  April  14,  1894,  and  is  progressing  satis- 
factorily. Seven  thousand  eight  hundred  and  seventy-six  cubic  yards 
of  broken  stone  and  bed  rock  were  removed  from  the  bottom  of  the 
lock  i)it;  2,020  cubic  yards  of  concrete  were  laid;  1,200  holes,  aggre- 
gating 4,541  linear  feet,  were  drilled;  58,718.56  pounds  of  iron  were 
used,  and  22(),.")12  feet  B.  M.  white  pine  timber.  Hughes  Bros.  &  Bangs 
are  the  contractors. 

EXCAVATION    FOR    SITE    OF    THAT   PORTION    OF  NORTH     PIER   AVITHIN 

COFFERDAM. 

The  material  was  excavated  to  rock  for  the  required  length  and 
breadth.    Total  material  excavated,  5,135.17.    Hughes  Bros.  &  Bangs 

were  the  contractors. 

EXCAVATING    AND    BUILDING   CRIBS   WITHIN    COFFERDAM. 

Simon  Dumond,  contractor;  contract  dated  March  23,  1894. 
The  work  to  be  done  under  this  contract  consists  of  au  excavation 
for  the  foundation  of  the  power  house,  removing  all  necessary  material 
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inside  the  cofferdam  at  both  ends  of  the  800-foot  lock,  andpf  bnilding 
three  cribs,  one  crib  150  feet  long  at  the  east  end  of  tiie  south  wall  of 
the  lock;  one  crib  102  feet  long  at  the  east  end  of  the  north  wall  of 
the  lock,  and  one  crib  126  feet  long  at  the  west  end  of  the  north  wall 
of  the  lock. 

Total  earth  excavated,  4,777  cnbic  yards.  Total  rock  excavated,  150 
cubic  yards.    Total  timber  framed,  2,165  cubic  feet. 

MITER-SILL   VALVES,   800-FOOT  LOCK. 

This  work  is  under  contract.  The  contract  time  has  been  extended 
to  September  1, 1894.  The  Michigan  Brass  and  Iron  Works  Company 
are  the  contractors. 

PRESENT   CONDITION   OF   THE   WORK. 

Coffer(la7n,^-C\Q,y  was  rammed  into  the  cofferdam  until  the  25th  of 
September,  1893,  at  which  time  it  was  permanently  discontinued.  The 
dam  remains  very  tight.  The  lock  wall  being  completed  there  is  no 
further  use  for  that  part  of  the  dam  above  the  locks  except  about  250 
feet  at  the  extreme  western  end.  During  the  winter  season  the  wickets 
of  tlie  movable  dam  were  sheathed  and  the  dam  closed,  so  that  if  a 
leak  had  occurred  the  water  below  the  movable  dam  would  have  soon 
lowered  to  the  level  of  the  leak. 

Pumping  plant. — The  i^umping  plant  remains  the  same  as  last  year, 
viz,  one  10-inch  centrifugal  pump;  one  5-inch  centrifugal  pump;  one 
8-incli  ])iston  pump.  The  plant  has  not  been  used  to  more  than  one- 
fourth  its  capacity.  On  the  10th  of  December  tbe  daily  pumping  was 
discontinued,  the  pit  being  jmmped  out  about  once  in  twenty  days. 
On  the  14th  of  April  daily  pumping  was  resumed. 

Lock  gates. — The  work  is  under  contract  and  is  progressing  at  about 
the  rate  called  for  in  the  specifications.  The  contract  time  for  com- 
pletion is  November  15, 1891. 

VaJrc  andfiate  engines^  pumps,  and  accumulators. — The  designs,  draw- 
ings, and  specifications  are  complete  and  ready  to  forward  to  the  Chief 
of  Engineers  for  approval. 

Lock  floors^  culverts,  etc. — This  work  is  under  contract  and  is  pro- 
gressing at  about  the  rate  specified.  The  contra<*t  time  for  completion 
is  ])ecember  15,  1894. 

Turhiue-power  plant. — The  work  is  under  contract.  The  contract 
time  for  the  completion  of  this  work  will  be  (me  hundred  and  twenty 
days  after  tlie  contractors  have  been  given  notice  to  complete  it. 
This  notice  can  be  given  at  any  time  after  October  15,  1893.  The 
installation  of  this  plant  is  dependent  upon  the  completion  of  the 
machine  house  up  to  and  including  girders  for  first  floor. 

Pumping  plant  for  800-foot  lock. — This  work  is  under  contract.  Its 
installation  is  dependent  upon  the  construction  of  the  basement  of  the 
machine  house.  The  contract  time  for  its  completion  is  November  15, 
1894. 

Masonrg  800  foot  lock. — The  masonry  is  completed,  except  the  lay- 
ing of  12S  stones.     The  snubbing  hooks  are  in  place. 

WATER   LEVia.S. 

Daily  water-gauge  readings  above  and  below  the  locks  were  con. 
tinned  during  the  year,  and  the  annual  means  for  the  calendar  year  1893 
and  the  monthly  means  for  the  various  months  in  the  fiscal  year  have 
been  (•o]n])ute(l.  In  order  that  these  published  tables  may  be  kept  up 
to  date  the  various  monthly  and  annual  mejins  of  Lake  Superior, 
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St.  Marys  Biver  just  below  the  locks',  and  Lake  Huron  are  submitted 
herewith,  and  are  as  follows: 

ElevaiUni9  above  $ea  level. 


Month. 


July,  1893 

August,  1893 , 

September,  1893 

October,  1893 

Kovember,  1893 

December,  1893 \ v 

Ann  ual  mean  (calenilar  year) 

January',  1894 

February,  1894 

March,  1*894 

April,  1894 

May,  1894 

June,  1894 


Lake 
Superior. 


F€€t. 

601.962 

eohm 

eOL906 
eoi.8417 

eoi.793 

001.266 


601.817 


601.086 
600.901 
600.841 
001.282 
002.204 
602. 4M 


St.M»yt 
Birer. 


FmL 
688.088 
682.026 

662.814 
682. 8S0 
662.720 
862.607 


662.626 


682.668 

662.616 


682.806 

682.870 
688.071 


Lake 
Huron. 


FteL 
660.84 
680.70 
060.41 
680.20 
670.87 

'   678^77 


660.06 

670.71 
870.72 
670.66 
860.  U 
660.61 
680.61 


Difference  in  elevation. 


Month. 


July,  1893 

August,  1893 

September,  1893 

October,  1893 

Noveml)cr,  1893 

December,  1893 

Annual  mean  (calendar  year) 

January,  1894 

February,  1894 b 

March,  1894 

April,  1894 i 

May,  1894 

Juno,  1894 


Between 
Lake  So- 

perior 
and  Lake 

Hnron. 


21.11 
21.83 
2L80 
21.65 
2L82 
21.48 


21.26 


21.81 
21.22 
20.06 
21.12 
2L66 
2L68 


Between 
LakeSa- 
perior 
and  St. 
Kaxys 
BiYer. 


JFM. 
18.86 
10.11 
19.00 
19.03 
19.07 
18.76 


1&72 


1&88 
18.34 
18L09 
18.84 
16.88 
10.87 


Between 

StMarya 

Bhreraad 

Lake 

Hnron*  • 


Fe£L 
2.2S 
2.28 
2.40 
2.62 
2.76 
2.74 


2.44 


2.92 
2.68 
2.61 
^28 
2.86 
2.26 


Diagrams  sliowing  water-level  curves  for  lakes  Superior  and  Huron 
from  January,  1890,  to  date  are  transmitted  herewith. 

Cement  tests. — A  series  of  cement  tests  and  experiment's  of  profes- 
sional interest  have  been  carried  on  under  the  direction  of  Mr.  B«  S. 
Wheeler,  assistant  engineer,  by  Mr.  L.  G.  Sabin,  assistant  engineer. 
A  description  of  these  tests  and  experiments,  together  with  a  detailed 
description  of  the  operations  during  the  last  fiscal  year,  will  be  found 
in  Mr.  E.  S.  Wheeler's  report,  appended  hereto. 

The  work  is  under  the  local  charge  of  Mr.  E.  S.  Wheeler,.aBBi8tant 
engineer.  He  has  been  assisted  at  various  times  during  the  year  ter 
Assistant  Engineers  Joseph  Eipley,  J.  L.  Gallard,  Frank  Beed,  L.  O. 
Sabin,  B.  liohnert,  F.  G.  Shenehon,  and  G.  Y.  Dixon  $  Glerk  B.  Oommon, 
Draftsman  A.  Mangelsdorf,  and* Inspector  L.  P.  Morrison. 

Assistant  Engineer  David  Molitor  is  inspector  for  the  lock  gates. 
Mr.  F.  M.  Dunlap  has  been  employed  in  this  ofHce  during  the  fiscal 
year  designing  and  preparing  drawings  and  8i>eciflcation8  for  the  oper- 
ating machinery. 

The  estimated  cost  of  the  enlargement  of  the  canal  system  is 
$4,738,805,  of  ^vhich  $3,080,000  has  been  appropriated,  $25,000  of  which 
may  be  expended  in  widening  the  channel  at  the  *^ elbow''  in  lake 
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George,  St.  Marys  River,  This  latter  work  is  not  included  in  my  esti- 
mate printed  in  tUe  Aunual  Report  of  the  Chief  of  EngineerB  for  1887, 
p.  2280  et  neq.  The  atuount  yet  to  bo  provided  by  appropriation,  thern- 
fore,  is  $783,365,  of  which  amount  $500,000  will  be  required  during  the 
fiscal  year  ending  June  30, 1896: 

Total  cxpcniliture  to  Jnne  30,1893 $1,M2,567.80 

Expeo'lud  duriug  liscal  year  (uxcliisivo  of  ontBtiiniliiig  liabilitios) ....        819, 414. 87 

Total  expoQiUtiireH  to  Juno  30, 18W 2, 261, 982. 57 

The  work  ia  iu  tho  roUectioa  district  of  Superior,  Michignn.  The  neareat  port  of 
entry  ix  Marquette,  but  Sault  Sto.  Marie  ia  a  aubport.  Tlie  nearcBt  light-houses  am 
the  beacous  on  tba  wcatem  cud  of  the  caual,  and  l''ort  Brady  ia  within  ft  mile. 

Money  statement. 

July  1, 1893,  balance  unespened 0, 537, 4S8.  SS 

June  30, 1894,  amonnt  e:ii>endcd  (luring  liacal  year 819, 4U.  87 

July  1,18*1,  balance  oncKpended 1,718,W3.96 

July  1, 1H9J,  outatandiDg  liabilitien $85, 562. 60 

July  1, 1894,  amount  covered  liy  auconiiilotod  contracts  . ..     769, 474. 06 

85S,  036. 66 

jQly  1,1894,  balance  available 883,007.30 

Amount  (CHtimnted)  required  for  completion  of  existing  project 783, 865. 00 

Amount  that  can  be  prolitably  expended  in  fiscal  year  ending  June 

30,  lJfi« 600,000.00 

Subinittoil  in  compliance  with  ri-iinirements  of  eectioua  2  of  river  and 

harbor  acts  of  186tjatid  ltH>7  and  ol'auudry  civil  act  of  ilarch  3,  1893. 

Approprinlioiia  f'lf  improi-iuy  51.  jUarya  Hirer,  Michigan. 

Au  jruBt  5, 1886 J250, 000 

Atiguat  II,  18H8 1,000,000 

Soptembtr  19,  IWH) 900, 000 

Mar.h3,  1891,  snndry  civil  bill 600,000 

Matvh3,  1811.1,  enndry  civil  bill 1,230,000 

Total 3,fflO,000 

Abuli-act  of  bidn  for  the  gali-t /ur  the  snO'/ool  loek,  SI.  Mari/i  Fallf  Caaal,  iliahigan, 
receircd  and  apened  September  10,  i.^iiJ,  i»  iiccordamK  tcilb  adrerlUemtKi  doled  Jmty  Ji, 


S~ 


1=1^  r  I  i-   t^X'i^ii 


|S£    li 


|-m«.  eon.  M 

109,  STL  OG 
218.  i7».  tl 


-5.00     I.SOfl.M  .  l3«l,T3Z.n 
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Jbelraet  0/  liidi/or  pvmpini)  jiJtiHt  of  tkt, 
received  a«d  opined  Seplembcr  S7,  189S 
S9,  ISOS. 


I    UuvkinUwh,  Uemnliill  &  L 

.1    UiiTEaD  EngiuortiiiK  Co. , . ., 

1    Wnlineliuiiw,  Chareh,  Keir  i  Co.. 
•  '  ■"-—■—  Uaxwi^ll  i  Moow.  ""—  ' 
nshiwrinE  Cn.,  Alii 


.,  PhiUilolphU,  Ps.* 


SSc. 


:laded  in  bid  No. 


Ahiitraei  of  bide  for  conslrHetiag  a  clay  dam  at  (he  Ktal  rnd  of  the  SOQ-fool  loeli,  SI.  Sfaryl 
Falh  Canal,  ilichi'jan,  received  and  opened  February  5,  1894,  in  accordance  tcith  adrer- 
tuement  dated  Januanj  16,  1834. 


.... 

Maino  ojkI  uililroM  of  bidder. 

EiiuivaUue 

of  nw^Bl.* 
7,600  CO  bio 
yi.nl.,  mora 
or  lotiB  (i»r 

«ublo  j-urd,- 

into  wall 

™bJoVflrd», 

(per  ciib(o 
y.rd>. 

ReflUtncor 
baildli<e°iit0 
embanhoient 
maturtBLSSD 

™oroo"l™ 

(par  ciibio 

jard). 

»^r.°o'ti. 

' 

A?MTl|.|.'Xs«"it  S(B. Marin.  JIkh  .'."!.::" 

ta.es 

»0,l« 
1:24 

W.15 

'.a 

•«.52T.W 

15,  03;,  00 
17,8-Ji,l» 

18,  050.  00 

18',»17,» 

2i,vra.oo 

3I.60«,W) 

KinnP  find  .iddrcKo  of  bidder. 

SuppUfi, 

Total. 

I{..l,«t  1:.  K.T>.-"™ii.  Snnlt  SI-.  Marlp.  Uicb 

n.rd«n 

6.ebipch.ndlory,  otc... 

■•!'S^-!i 

.....lo 
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Abstract  of  bids  for  (A)  excavation  within  cofferdam;  (B)  building  criba  icithin  coffer- 
dam; (C)  miter-sill  valves  for  the  800-foot  lockj  St.  Marys  Falls  Canal,  Michigan;  re- 
ceived and  opened  on  March  1:3, 1804,  in  accordance  with  advertisement  dated  February 
9,  1804. 

A. -EXCAVATION  WITHIN  COFFERDAM. 


No. 


1 
2 
3 

4 
6 
6 


Name  and  address  of  bidder. 


Simon  Dumond,  Sault  dc  Sain  to  Marie,  Mich 

Sadler  &  Allen,  Detroit,  Mich 

Daniel  W.  Powell  and  Edward  and  John  Mitchell,  Mar- 
quette, Mich 

Ilughes  BroH.  ik,  Han^,  Syracuse,  N.  Y... 

A .  Mitchell.  Sault  de  Sainte  Marie,  Mich 

James  L.  Lipsett  and  Robert  Gregg,  Sault  Sto.  Marie,  Mich. 


Earth  ex- 
cavation, 
29,950  cubic 
yardH  more 

or  less 
(per  en  bio 

yard). 


$0.45 
.45 

.62 
.74 
.82 
.83^ 


Rock  ex- 
cavation, 
4,540  cubic 
yards  more 

or  less 
(per  cubic 

yard). 


I 


$1.25 
1.30 

.90 
1.12 
1.23 
1.85^ 


Total. 


"  $10, 152.  50 
19, 379.  50 

22,8.16.60 
27, 247.  go 
30.143.20 
83, 339. 15 


*  Recommended  for  acceptance. 
IJ.-IU'ILDING  CRIBS  WITHIN  COFFERDAM. 


No. 


1 
2 
3 
4 

5 
f 

7 
8 


Name  and  address  of  bidder. 


Simon  Dumond,  Sault  de  Sainte  Marie,  Mich 

Martin  Lynch,  Sault'do  Saint<i  ilarie.  Mich 

Sadler  6l  Allen,  Detroit,  Mich , 

Daniel  W.  Towell  and  E<iward  and  John  Mitchell,  Mar- 
quette, Mich 

A.  Miti'helUJSault  do  Sainte  Marie,  Mich 

Jamcfl  L.  Lipsett  and  Robert  ( J  refrg,  Sault  Ste.  Marie,  Mich 

Hughes  BroH.  &  Ban^s,  SyracuHc,  N .  Y 

C.  E.  Mitchell  &  Co.,  Ludingt<m,  Mich 


^S'^Tn^^'     Filling 
etc..40  000    5  5^,0      g, 

cubic  feet,    ^^,J„ 
u^fnlr     orlesi(per 


Cents. 


Total. 


• 

CenU. 

0* 

40 

H 

60 

7 

53 

fi» 

50    ' 

8 

55 

11* 

m 

0 

70 

9 

80 

*$4,800.00 
6,500.00 
6, 715. 00 

t  6, 150.  CO 
6, 223. 00 
6, 992. 50 
7.450.00 
8.000.00 


*  Recdmmended  for  ncccptr.nco ;  bid  ninde  on  same  blank  with  Item  A. 
t  Bid  made  on  sauu^  blank  with  Item  A. 

C.-M ITER  SILL  VALVES. 


No. 


Name  and  address  of  ]>idder. 


1  Mir.higHn  Brass  and  Iron  Works,  Detroit,  Mich 

2  Andrew  Harv<'y,  Detroit,  Mi<'h 

3  Frontier  Iron  Works.  Detroit,  Mich 

4  James  Flower,  Bro.  A:  Co.,  Detroit,  Mich 

5  Robert  C.  Bialy,  Bay  City,  Mich 

6  ;  MnnhardJopling  A-  Company,  Limited.  M.ir'iuette,  Mich 

7  I  Hu'ihcs  Bros.  &  Ban':s.  Syracuse,  N.  Y 


Murd(M-k  Valve  Company,  Detroit,  Mich 


Amount. 


^$2,300 
2,442 
2,750 
2,950 
2.995 
3.450 
3.500 
3.850 


■  Recommended  for  acceptance. 


HKPOUT   OF   Mil.    K.    S.    WHEKLKi:,    ASSISTANT   ENOIXKKR. 

I'NITKn   STATKS    KXlJlNKKR   OlFICE, 

Sauli  dc  Sainte  Marie,  Mieh.,  July  :i,  1804. 

Colonel:  I  have  the  honor  to  make  tho  following;  roport  of  o]>eration8  connected 
with  the  improving  St.  Marvs  Kiver,  Michigan,  during  the  tiseal  vear  ending  Juno 

There  have  been  no  aeeidentsof  niagnitudo.  or  any  unusual  events  conncetcd  with 
the  prosecution  of  the  Avork  during  the  tiseal  year. 
There  have  been  no  leaks  in  the  cotVerdam. 


V 


APPENDIX  M  M — BEPOBT  OF  COLONEL  POE. 


2297 


The  look  moDonry  has  been  completed.  The  canal  aboTe  the  lock  has  Veen  ao  far 
completed  that  theio  is  no  longer  any  groundinff  of  boats  in  this  part  of  the  canal* 

The  lock  floor  is  well  under  way  and  will,  no  doubt,  be  completed  this  season. 

The  following  contracts  have  been  in  force  during  the  year.  The  list  has  been 
prepared  by  Clerk  R.  Common : 


Coutractor. 


Collins  &  Farwell 

Hughes  Bros.  Si.  Bangs 

Do 

Dunbar  &,  Sullivan 

Do 

Hnghes  Bros.  &,  Banss 

Ferguson  Hardware  Company.. 

Hickier  Brotliors 

E.  D.Johnson 

James  Strachan 

Hughes  Bros.  &,  Bangs 

B.  J.  Cram 

Hughos  Bros.  &  Bangs 

Willard  S.  Pope 

Soutbwark  Foundry  and  Ma- 
chine Company. 

Westinghouse,  Church,  Kerr  Se. 
Co. 

Babcock  &.  TVilcox  Co 

Hughos  Bros.  &.  Bangs 

JohnM.  Lally 

Simon  Dumond 

Michigan  Brass  and  Ironworks. 

Hickier  Brothers 

Robert  G.  Ferguson 


For— 


Excavating  look  pit 

Building  masonry 

Bxcavating  material 

Excavating' material  section 

1,  canal. 
Excavating  material  aeetion 

1,  canal. 

Constructing  locktioor 

Hardware  and  ship  ehandlMry . 

Furnishing  coal 

Lumber  and  ahinglea. 

Machine  work.. *. 

Turbine  power  plant 

Excavating     ''elbow,'*     St. 

Marys' Biver. 
Excavating  west  end  north 

wall. 

Gates,  etc 

Centrifagal  pmnpa 


Entered 
int<^ 


Mar.  1.1889 
^eb.  9,1801 
Oct.  28,1891 
July  14.189S 


. . .  .do 


Jan.  80,1803 
Apr.  27,1893 

....do 

..-.do 

May  10,1803 
June  17,1898 

Aug.  25, 1803 

Sept.  29, 1803 
O^,  20,1898 


Driving  mafihinery. 


Babcock  &  Wilcox  boilers. . . . 

Building  masonry 

Clay  dam 

Excavatlngand  building  cribs. 

Gate  valves 

Furnishing  ooal 

Hardware,  ship  chandlery,  etc. 


.do 


Oct.  26, 1883 
Kov.ll,ia03 
Feb.  12, 1884 
Mar.  23, 1894 

....do 

Apr.  14, 1894 
....do 


Bemarks. 


Inforee. 

Closed  December,  1808. 
Closed  May,  1894. 
In  force. 

Do. 

Do. 
Cloeed  July,  1898. 
Closed  November,  1898. 
Closed  December,  18B3, 
GloaedKovember,1888. 
Infbree. 
Closed  December,  188I. 

Closed  June,  1894. 

In  force. 
Do. 

Do. 

Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 


Fifteen  contracts  in  force  June  30,  1804. 


PUMPING  PLAirr. 

The  pumping  plant  remains  the  same  as  last  year,  viz:  One  10-inch  eentrlfdgal 
pump;  one5-iuch  centrifugal  pump;  one  8-inch  piston  pump.    This  plant  has  not 
been  used  to  more  than  one-fourth  its  capacity.    On  the  10th  of  December,  the  daily. 
pumping  was  discontinued,  the  pit  being  pumped  out  abont  once  iii  twenty  days.    On 
the  14th  of  April  daily  pumping  was  resumed. 

COFFKRDAM. 

Clay  was  rammed  into  the  cofferdam  until  the  25th  of  September,  at  which  time 
it  was  permanently  discontinued.  The  dam  remains  very  tiffht.  The  lock  wall 
being  completed,  there  is  no  further  use  for  that  part  of  the  dam  above  the  locks 
except  about  250  foot  at  the  extreme  western  end. 

During  the  winter  season  the  wickets  of  the  movable  dam  were  sheathed  ^nd  the 
dam  closed,  so  that  if  a  leak  had  occurred  the  water  below  the  movable  dam  would 
have  soon  lowered  to  the  level  of  the  leak. 

PIER  IN  SLIP  AT  CORNKR  OF  OLD  FORT  BRADY. 

The  slip  between  the  Union  Dock  property  and  the  canal  grounds  at  the  comer 
of  old  Fort  Brudy  was  lengthened.  This  made  it  necessary  to  t>uild  about  100  feet  of 
pier;  this  was  done  by  day  labor. 

A  clay  dam  has  been  begun  between  the  canal  and  the  river.  The  purpose  of  this 
dam  is  to  prevent  the  water  from  breaking  through  from  the  canal  into  the  vapidt. 
About  100  linear  feet  have  been  completed  by  day  labor.  The  earth  ia  first  removed 
down  to  the  solid  rock,  the  trench  is  then  filled  with  well-ranuned  clay*  Thia  small 
amount  was  done  by  day  labor  for  the  purpose  of  determining  the  character  of  tiie 
work.    The  remainder  has  been  let  by  contract,  and  is  now  under  constmotion. 


LAKK  GBORGK  WORK. 


Some  work  has  been  done  in  Lake  George,  widening  the  channel  at  the  ^'Elbow.^ 
This  contract  waH  obtained  by  R.  J.  Cram.  The  channel  was  increased  in  width  for 
a  distance  of  2,600  feet.    There  were  58,843  yards  of  earth  removed. 
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WATKU    I.EVELS. 

The  water  level  observations  have  becMi  miule  daily  during  the  year.     The  monthly 
means  and  differences  are  as  follows : 

l^^^^'  Feet  aliove 

July:  sealevoL 

Above  locks 601.952 

Below  locks 583.088 

Difference 18.K64. 

August : 

Above  locks 602.036 

Below  locks 582.925 

Dincreuce 19.111 

September : 

Above  locks 601.906 

BeloAV  locks 582.814 

Difference 19.092 

October : 

Above  locks 601.847 

Below  locks 582.820 

Difference 19.027 

November: 

Above  locks 601.792 

Below  locks 582.720 

Difference 19.072 

December : 

Abovr  locks 601.256 

Below  locks 582.507 

Diffen-iice 18.749 

Jauunry :  1891. 

Above  locks 601.  035 

Below  1  ()(•  ks 582.  053 

1  )iireren(;«' 18.  382 

February : 

Above  locks 600.951 

Below  locks 582.  G 15 

Difference 18.336 

Marcli: 

Above  locks m),  841 

Below  locks 582.789 

I  )iirerence 18.  052 

April : 

Above  locks 601.  228 

lielow  locks 582.391 

Difference 18.837 

Mav : 

'  Above  loeks 602.209 

Below  locks 582.870 


Difference 19.334 
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1894— Continued.  Fe^t  above 

June :  sea  level. 

Above  locks 602.444 

Bolow  locks 583.071 

Difl'erenco 19. 373 

The  general  outline  of  work  on  lock  for  the  year  ia  as  follows: 

This  item  has  been  prepared  under  the  direction  of  Clerk  R.  Common  by  Inspector 
Fleming. 

The  work  during  the  season  of  1893  was  done  under  same  system  as  in  1892. 

Opevaiions  at  stone  yard. — In  dressing  stone  for  face  and  special  parts  of  masonry 
of  800- font  lock,  Contractors  Hughes  Bros.  &  Bangs  had  in  operation  the  same  plant 
as  in  1892,  Avhich  was  repaired  and  fitted  up  and  made  ready  for  the  season's  work 
early  in  February.  The  work  of  getting  zinc  patterns  in  shape  was  commenced 
March  20,  and  on  March  27  a  force  of  laborers  began  the  work  of  clearing  snow  from 
the  track  of  traveling  crane,  which  was  from  2  to  6  feet  deep.  On  March  30  the 
crane  and  the  4  planers  were  started  with  a  full  force  operating  both  day  and  night, 
working  eleven  hours  during  the  day  and  eleven  and  a  half  at  night.  The  work  of 
planing  stone  continued  until  November  11,  when  it  was  completed.  Considerable 
delay  during  the  season  was  occasioned  by  breakages;  in  some  instance^  duplicate 
parts  were  required  from  the  manufacturers  in  Vermont.  The  force  employed  in 
operating  this  plant  was  the  same  as  in  1892.  The  planer  chips  were  deposited  at  east 
end  of  yard,  and  some  of  this  material  was  used  by  the  Government  making  walks 
and  as  top  dressing  for  piers.  After  the  work  of  planing  stone  for  the  lock  was 
completed  the  plant  was  left  intact,  the  planer  shed  being  suitably  inclosed  to  pro- 
tect machinery  from  the  weather. 

The  work  of  cutting  stone  was  commenced  April  10  with  a  force  of  70  cutters  and 
the  usual  complement  of  attendants.  This  force  was  increased  and  reached  a  maxi- 
mum of  146  cutters,  September  11.  The  force  was  reduced  to  85  cutters  on  Novem- 
ber 13  and  gradually  reduced  from  this  date  until  November  20  when  the  total  num- 
ber of  cut  stone  required  for  the  masonry  of  the  800-foot  lock  was  completed. 

The  Avork  of  cutting  channels  in  stone  to  admit  snabbing  hooks  was  completed 
in  Mav. 

After  work  wa8  completed  the  power  used  in  operating  the  steam  derrick  at  east 
end  of  the  yard  was  shipped  to  the  Point  Judith  improvement,  Rhode  Island;  the 
remainder  of  plant  was  left  intact,  together  with  the  uncut  stone  remaining  in  the 
yard. 

The  season's  Avork  was  done  without  accident  resulting  in  serious  injury  to  a.ny  of 
workmen.  , 

The  stonecutters  worked  ten  hours  per  day  up  to  October  11 ;  nine  and  three- 
fourths  hours  from  October  11  to  23,  nine  and  one-half  hours  from  October  23  to 
November  9,  and  nine  and  one-quarter  hours  from  November  9  to  close  of  season. 

The  aggregate  delay  during  the  season  caused  by  inclement  weather  was  fifteen 
days. 

There  were  received  during  the  season  forty-three  cargoes  aggregating  5,724  pieces 
Kelley  Island  stone  in  the  rough,  the  first  vessel  arriving  on  the  3d  of  May  and  the 
last  one  on  the  28th  of  October. 

Finished  stone  were  transferred  from  stone  yard  to  lock  pit  from  May  1  to  Novem- 
ber 16;  the  Avork  of  towing  stone  scows  being  principally  done  by  harbor  tugs. 

Below  is  given  a  table  showing  average  daily  force  employed  at  stone  yard  for 
each  month,  Avith  tables  and  aA'erages  for  the  entire  season  of  1893: 


1893. 

Fore- 
men. 

Stone- 
cutters. ! 

Planer 
runners. 

All  other 
laborers. 

Total 
force. 

trfiiuin.rv 

2 
5 
30 
53 
45 
44 
46 
44 
43 
20 

2 

]SIarrh 

. 

6 

A  pril ....                     

72 

89 

89 

88 

115 

129 

112 

78 

8 
7 
7 
8 
8 
8 
8 
8 

111 

May 

,ruiiL' 

150 
142 

Jnlv 

141 

AnjLTi'St 

170 

S(»]»tcnilior 

182 

October 

164 

Xovoinl)«'r 

107 

Tot  nl    .sca.Hon 

9 

772 

G2 

332 

A  vprrif'**   .'<r.'lS<ill            ......                

*1 

,           *91 

t8 

•33 

*9  jiioiitli.s.                                                   t  8  month 

8. 

J 10  monti 

i». 
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Opei-ationa  at  lock  pit — During  the  season  of  1893  work  at  lock  pit  was  done  nnper 
four  contracts.  That  of  laying  m«a8onry  and  filling  back  of  walls,  excavating  to 
obtain  foundation  for  permanent  pier,  laying  inlet  and  draft  pipes  of  turbine  power 
plant,  and  receiving  and  storing  timber  for  lock  floors. 

*In  laying  masonry,  contractors  Hughes  Bros.  &  Bangs  had,  in  addition  to  their 
plant  used  in  1892,  several  guy  derricks  to  assist  in  laying  stone  and  for  handling 
material  from  excavation.  Tracks  were  also  laid  to  haul  cars  of  material  over  for 
tilling,  etc. 

Two  cranes  at  west  end  of  pit  were  placed  on  elevated  trestles  to  enable  them  to 
place  stone  in  wide  walls.  The  booms  of  two  cranes  at  east  end  were  lengthened  to 
accomplish  the  same  purpose. 

The  plant  was  repaired  and  fitted  up  and  active  operations  commenced  on  April 
25,  clearing  off  walls  and  removing  refuse  stone  and  spalls  from  the  culvert. 

The  work  of  laying  face  stone  in  masonry  was  commenced  on  April  29  with  two 
gangs,  and  that  of  laying  backing  stone  on  May  5  with  three  gangs,  increased  to  five 
on  tlio  6th  and  to  six  on  the  8th.  This  work  was  continued  with  full  force  tintil 
October  27,  when  one  gang  was  laid  off;  two  more  gangs  were  laid  off  on  November 
1,  and  another  on  November  9.  On  November  10  the  work  of  laying  masonry  was 
completed  except  the  laying  of  coping  stone  over  anchor  boxes  and  connecting  rods. 
These  stones  were  placed  on  the  walls  near  the  places  they  are  to  occupy  and  suita- 
bly covered  to  protect  from  frost. 

All  the  stones  belonging  to  the  Government  that  were  suitable  were  nsed  in  back- 
ing of  masonry,  those  from  pile  near  movable  dam  being  brought  down  to  the  works 
on  scows. 

The  small  rock-crusher  mentioned  in  my  report  for  1892  was  operated  at  intervals 
during  the  season,  crushing  rock  for  concrete  which  was  used  in  building  founda- 
tions for  miter  walls,  building  walls  of  pumping  well,  building  concrete  dam 
between  masonry  of  the  two  locks,  filling  between  masonry  and  rock  face  of  lock 
pit,  building  supports  to  inlet  and  draft  X)ip6s,  etc. 

Work  of  excavating  trench  for  concrete  dam  between  locks  was  commenced  June 
5.  The  work  of  building  dam  commenced  August  14  and  was  practically  completed 
September  13.  The  work  of  building  a  wall  of  clay  by  concrete  dam  was  completed 
November  8,  except  that  portion  around  inlet  pipe. 

The  work  of  filling  back  of  walls  commenced  with  a  large  force  on  June  21  and 
continued  throughout  the  balance  of  the  season.  Additional  stable  room  was  pro- 
vided for  teams  engaged  in  this  work. 

Tug  Arthur  commenced  lier  season's  work  May  1  and  closed  on  December  9. 

Sand  was  procured  from  same  pumping  ground  and  in  same  manner  as  in  1892. 
The  first  load  was  brought  on  May  19  and  the  last  one  on  November  23.  Below  is 
given  a  table  of  sand  received,  by  months,  during  the  season: 


1893 

May 

.Time  

July 

Aiiffnst 

September 

October 

November 

Total 


Cargoes. 

Cnbic 
yards. 

6 

5.')0 

14 

1,200 

0 

810 

6 

540 

8 

720 

4 

360 

5 

450 

52 

4,670 

The  first  consignnieut  of  natural  cement  Avas  roreived  on  May  G  and  the  last  on 
October  3.  lielow  is  given  a  table  showing  (luantities  received,  by  months,  during 
tlu'  season : 


1S93. 


May 

Jmle 

July 

Aiipist 

S<*pt ember . 
October 

Total 


COUBI^- 

menU. 

4 

2 
5 
2 
4 
1 

Barrels. 

7,055 
2,943 
6,677 
6.017 
4,6<)9 
150 

18 

27,451 
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The  f\Tst  consignment  of  Portland  cement  was  receiyed  on  Jnly  6  and  the  last  on 
October  29.  Below  is  given  a  table  showing  quantities  leoeiiredy  by  months^  during 
the  season : 


1893. 


Barrels.' 


July 

August . . . 
September 
October 

Total 


The  backing  stone  was  brought  from  I>nunmon4  Island  by  subeontraoton, 
Leatham  &  Smith,  with  a  fleet  of  1  tug  and  5  barges  and  scows,  occasionally 
assisted  by  river  tugs.  This  fleet  was  only  able  to  keep  force  of  masons  in  baokinff 
stone,  and  a  strike  at  quarry  in  June  delayed  the  work  of  liwing  masonry  a  shm 
time.  The  iimt  cargo  was  brought  Hay  4  and  the  last  one  Ootober  28.  iBelowis 
given  table  showiug  approximate  quantities  received,  by  months,  during  the  season 
of  1893 : 


1893. 


May 

June 

July 

August  — 
September . 
lictober 

ToUl 


Drummuud  Island  quarry  was  openeil  April  15  with  a  force  of  260  men,  principally 
Italians. 

The  quarry  was  practically  closed  on  October  9,  and  October  23  the  plant  had  all 
been  bi'ou^ht  up  to  the  ''Sault"  on  stone  barges. 

Tho  work  of  excavating  for  northwest  pier  commenced  August  29  and  continued 
with  small  force  throughout  the  remainder  of  season. 

The  inlet  and  draft  pipes  of  turbine-power  plant  were  reoeiTed  in  several  diiflarent 
lots  between  August  11  and  October  28.  The  work  of  laying  pipe  in  position  and 
calking  joints  was  commenced  August  28.  A  small  portable  gin  with  hand  wineh 
was  provided  to  assist  in  laying  the  pipes.  After  two  unsueces(|Ail  attempts,  owing 
to  failure  of  temporary  caps  at  ends,  the  droit  pipe  was  tested  to  the  required  pres- 
sure on  November  20.  In  testing  the  inlet  pipe  on  November  28  the  large  valve  was 
broken  before  the  required  pressure  was  reached.  Owing  to  the  lateness  of  the 
season  it  was  impossible  to  provide  another  valve  this  season^  The  broken  valve' 
was  sliipxicd  to  manufacturers. 

Two  cargoes,  aggregating  578,760  feet,  of  timber  for  lock  floors  were  received  and 
stored  in  July  and  August. 

After  closo  of  seasou's  work,  5  traveling  cranes  were  taken  firom  the  lock  pit  and 
shipped  away,  together  with  other  parts  of  plant.  About  200  feet  of  west  ends  of 
trestles  were  removed,  aud  the  work  of  cleaning  refuse  stone  from  look  pit  was  done 
up  to  November  22.    The  work  of  laying  up  plant  was  completed  December  16. 

On  Jime  30,  1893,  one  of  the  workmen  on  north  wall  accidentally  stopped  back* 
ward  ofi'  the  wall,  falling  a  distonce  of  about  25  feet  to  projectinff  foondation  below, 
fracturing  his  skull.  He  died  of  these  ii^jurles  Jnly  4.  This  nas  been  the  on^ 
fatality  to  any  of  Hughes  Bros.  &  Bangs'  employes  at  this  point  during  the  progress 
of  tho  work  thus  far. 

Tho  force  in  lock  pit  worked  nine  hours  jier  dav  during  January  and  FebroaryJ  ton 
hours  per  day  from  March  1  to  October  9,  and  nme  and  one-half  hours  per  day  tat 
the  remainder  of  season. 

The  aggregate  delay  occasioned  by  inclement  weather  during  the  season  was  ser* 
enteen  days. 
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Below  is  giveii  a  table  showing  average  daily  force  at  lock  pit  for  each  montli  i^d 
average  monthly  force  for  the  season  of  1893: 


1893. 


'  Maoous. 


Janaary  . 
February 
March  ... 
April 


May 

Juno 

July 

August ... 
S<>pteniber 
October  . . . 
November. 
December . 


23 
31 
26 
29 
24 
16 
15 


Total 

Average  for  KeaMon 


164 


^23 


Another 
laborers. 


12 

18 

10 

21 

125 

146 

173 

186 

226 

210 

147 

OO 


1.299 


tl08 


Double 
teams. 


1 

1 

1 

0 

2 

4 

7 

8 

12 

15 

11 

3 


65 


t5 


Single 
teams. 


1 

8 

8 

8 

10 

12 

10 

5 


60 


:« 


Total 
laborers. 


12 

18 

10 

21 

148 

180 

190 

215 

250 

226 

182 

2& 


*  Seven  months. 


I  Twelve  months. 


]  Eight  months. 


^he  total  force  at  this  point,  including  stone  yard  and  lock  pit,  exclusive  of  teams, 
was  as  follows: 


1893. 

Jan. 

Feb. 

"is" 

I 

Mar. '  Apr. 

i 

6  '  111 
10    21 

May. 

June. 

142 

180 

July. 

Aug. 

Sept. 

Oct. 

Nov.:  Bao. 

Stone  vard 

2 
12 

150 
148 

141   170 
190   215 

182 
250 

161 
226 

107  

Lock  i)it 

162    23 

Total 

14 

18 

10   132 

1 

298  :  32!> 

340 

385   4r)'> 

390 

209    22 

The  following  report  upon  lock  work  has  been  prepared  by  Assistant  Engiueer 
J.  L.  Callard,  who  has  had  special  charge  of  this  part  of  the  work: 


M.VSOXRY  COXSTRl'CTION. 

Hughes  Bros.  &  Bangs,  contractors;  contract  dated  February  9,  1891. 

KcvordHy  tic. — All  records,  computations,  and  field  books  pertaining  to  the  constrnc- 
tion  of  the  KHUfoot  lock  have  been  cliecked  to  the  close  of  the  season  of  1893.  This 
work  was  done  during  the  winter. 

Ztwc'7>rt//rrM«.— There  have  been  471  zinc  patterns  cut,  of  which  38  were  cut  duriug 
the  tiscal  year. 

Lock  icallH. — The  walls  of  the  HOO-foot  lock  were  completed  November  10, 1893,  with 
the  exception  of  laying  128  pieces  of  coping  stones  adjacent  to  the  anchor  boxes. 
The  Tnited  States  had  not  delivered  the  anchor  boxes  for  the  lock  gates,  and  it  \va8 
necessary  that  these  should  bo  put  in  place  and  the  anclior  rods  attached  to  tbeiu 
before  the  coping  stones  adjacent  to  them  could  be  laid.  At  the  instance  of  the 
I'nitcul  States  tlie  contract  was  considered  comi)leted,  and  a  supplemental  contract 
for  the  completion  of  the  work  was  entered  into  between  the  United  States  and 
Hughes  Bros.  &  Bangs. 

(nt  8tone.—Toti\\  cut  stone  laid,  18,615.02  cul)ic  yards,  of  which  8,309.02  cubic 
yards  were  laid  during  the  tiscal  year.  Total  number  of  pieces  of  cut  stone  laid, 
14,150,  of  which  0,579  ])iece3  were  laid  during  the  tiscal  year.  Total  number  of  bar- 
rels of  cement  used  for  laying  cut  stone,  •1,.52.">;  an  average  of  0.244  barrel  per  cubic 
yard  of  cut  stone,  or  0.231  l)arrel  per  cubic  yard  of  cut-stone  masonry  laid. 

liackhu/  stone. — Tot:il  backing  stone  laid,  48,276.04  cubic  yards,  of  which  14,700.04 
cubic  yards  were  laid  during  the  iiscal  year.  Hughes  Bros.  &,  Bangs  furnished 
44,513.25  cubic  yards  of  backing  stone  and  the  United  States  3,762.79  cubic  yards. 
Total  number  of  barrels  of  ceiiKMit  used  for  laying  the  backing  stone, 58,410;  an 
average  of  1.21  barrels  jxt  cubic  yard  of  backing  stone  laid. 

Masonry. — Total  masonry  laid,  80.^<76.61  ciibicyards,  of  which  27,651.61  cubic  yards 
were  laid  during  the  fiscal  year.  Of  tlw  total  masonry  laid,  48,276.04,  cubic  yards, 
or  5!>.7  i)cr  cent,  is  Ijacking  st^uie :  18,615.02  (rubic  yards,  or  23.1  \wv  cent,  is  cut  stone: 
and  13,J»S.').55  cuIjk*  yards,  or  17.2  \)vr  cent,  is  mortar.  Total  number  of  barrels  of 
cement  used  for  laying  masonry,  62,935;  an  average  of  0.778  barrel  i>er  cubic  yard 
of  masonry. 


APPENDIX  M  M REPORT  OF  COLONEL  POE.      2303 

Concreie, — Total  concrete  laid,  10,522  cubic  yards,  of  which  1,280  cubic  yards  were 
laid  during  the  liscal  year.  Of  the  amoun  t  laid,  8,475.25  cubic  yards  were  for  founda- 
tions of  lock  walls ;  558  cubic  yards  were  placed  in  the  spaces  between  the  back  of 
the  lock  walls  and  the  rock  face  of  theexcavation ;  483.75  cubic  yards  in  the  walls  of 
the  pump  well ;  815  cubic  yards  in  the  bulkhead  between  the  two  locks,  and  190  cubic 
yards  under  tlio  inlet  and  draft  pipes.  Total  number  of  barrels  of  cement  used  for 
concrete,  16,221 ;  an  average  of  1.542  barrels  per  cubic  yard  of  concrete. 

Earth  filling. — Total  earth  iilling  placed  behind  the  lock  walls,  66,920  cubic  yards, 
of  which  55,748  cubic  yards  were  placed  during  the  fiscal  year. 

IXLET  AND   DKAFT   PIPES. 

Hughes  Ih'os.  &  Bangs,  contractors;  contract  dated  May  10,  1893. 

The  inlet  and  draft  pipes  are  cast  iron,  4  feet  in  diameter  and  1^  inches  thick,  and 
except  tlio  curve<l  i)ieces  are  in  sections  12  feet  long.  They  were  manafoctnred  by  the 
Addyston  Pipe  and  Steel  Company,  Cincinnati,  Ohio,  and  were  required  to  stand  a 
test  of  100  pounds  per  s([uaro  inch,  hydraulic  pressure.  The  draft  pipe  was  success- 
fully tested  November  20, 1893,  but  on  attempting  to  test  the  inlet  pipe,  November 
23,  the  valve  at  the  intake  end  of  the  pipe  failed  under  a  pressure  of  85  pounds  per 
square  inch ;  the  valve  was  manufactured  by  the  Rensselaer  Company,  Troj,  N.  Y.  A 
heavier  valve  was  furnished  and  another  attempt  was  made  to  test  the  pipe  on  May 
23,  1894,  when  a  crack  was  discovered  in  one  of  the  straight  sections.  A  band  of 
steel  one-half  inch  thick  and  4  feet  wide  was  placed  around  the  pipe,  leaving  a  space 
of  one-half  inch  between  the  pipe  and  the  band.  The  band  was  m  two  semicircn- 
lar  sections  fastened  together  with  flai^ged  joints.  The  space  between  the  pipe  and 
lower  8(?ction  of  the  band  was  carefully  packed  Avith  wire  insertion  asbestus  to  within 
about  6  inches  of  the  edges;  these  spaces  were  filled  with  lead;  the  whole  space 
between  the  pipe  and  the  upper  section  of  the  band  was  filled  with  lead.  The  lead 
around  the  edges  of  the  band  was  carefully  calked.  The  pipe  was  successfully 
tested  May  28.  Tlie  total  length  of  the  pipes'  is  1,163.21  linear  feet;  this  includes  a 
bell  piece  8  feet  long  to  be  placed  at  the  west  end  of  the  inlet  pipe  which  has  not 
yet  been  laid. 

COXSTHICTION  OF   FLOOR   OF   800-FOOT   LOCK. 

Hughes  IJros.  &  Bangs,  contractors;  contract  dated  .June  30,  1893. 

The  general  plan  of  the  lock  and  culvert  floors  are  as  follows :  Longitudinal  tim- 
bers^ 12  inches  square,  are  placed  about  10  feet  apart;  ou  these  transverse  timbers, 
12  inches  square,  are  placed  6  inches  apart,  and  on  these  are  laid  two  longitudinal 
courses  of  S-incli  plank.  The  sides  of  the  culverts  are  2  feet  thick  and  8  feet  high, 
and  are  made  by  bolting  timbers,  12  inches  square,  one  on  top  of  the  other.  The 
timber  for  the  lloors  is  white  pine,  that  for  the  miter  sills  and  valve  frames  white 
oak.  The  longitudinal  and  transverse  timbers  are  bolted  to  the  rock  with  fox- 
wedged  bolts  U  inches  in  diameter.  Each  fox- wedged  bolt  is  threaded  at  its  upper 
end  and  provided  with  a  nut  and  washer,  and  enters  the  rock  sufficiently  to  resist 
an  upward  pull  of  10  tons.  The  pull  is  applied  to  the  bolt  by  means  of  2  Dudgeon 
hydraulic  Jacks;  the  intensity  ot  the  pull  is  registered  by  a  Duckham  weighing 
machine.  All  the  space  between  the  foundations  and  the  lock  floor,  exclusive  of  that 
actually  occu])ied  l»y  the  timber  and  that  in  the  interior  of  the  culverts,  is  filled 
Avith  concrete. 

Work  was  begun  on  the  lock  floor  April  14,  1894. 

Material  cjrcarated.— There  have  been  removed  from  the  bottom  of  the  lock  pit 
7,H7<)  cubic  yards  of  broken  stone  and  bed  rock. 

Concrete. — The  concrete  for  the  lock  floor  is  composed  of  one  part  natural  cement, 
one  and  three-fourths  parts  sand,  and  four  parts  broken  stone.  Total  concrete  laid 
to  (late,  2,020  cubic  yards. 

Drilling. — To  date  the  drilling  has  been  done  by  hand  with  the  ordinary  churu 
drill.  Total  linear  feet  drilled,  4,541.  Total  number  of  holes  drilled,  1,200;  an  aver- 
ago  of  15,604  linear  feet  per  hole. 

Iron.—'Vhi'^  iron  consists  of  fox- wedded  bolts,  1^  inches  in  diameter,  of  varying 
lengths,  weighing  5.828  pounds  per  linear  foot,  nuts  weighing  3.10  i)Ounds  each; 
wrought  iron  washers,  weighing  7  pounds  each ;  Avedges,  weighing  1.08  pounds  each; 
driltbolts,  1  inch  in  diameter,  34  inches  long,  weighing  7.47  pounds  each;  drift- 
holts,  1  inch  in  diameter,  22« inches  long,  weighing  4.77  pounds  each;  spikes,  10 
inches  long,  ,",3  inches  square,  Aveighing  0.55  pound  each;  spikes,  8  inches  long, 
,",;  inches  s(|uare,  Aveighing  0.45  pound  each.  Total  iron  used,  58,718.56  pounds,  of 
Avhieh  ;vli>3.07  i)ounds  are  fox-Avedged  bolts,  3,906  pounds  Jire  nuts,  8,820  pounds  are 
washers,  1,:>60.}S  pounds  are  wedges,  5,189.76  pounds  are  22-inch  driftbolts  4  507.65 
pounds  are  S-inch  s])ikes. 

Timhrr. —ToiiiX  timber  jdaced,  226,512  feet,  B.  M.,  white  pine. 

riant. — The  stone  for  the  concrete  is  crushed  bj'  two  Gate^s  stone  crushers,  a  No. 
3  and  a  No.  1  •  the  No.  3  is  operated  Avith  a  50-kilowatt  motor  and  the  No.  1  is  oper- 
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atod  with  a  15-kilowatt  motor.  The  boltB  are  threadtMl  with  a  Jarccki  pipe  macMne, 
No.  7,  and  the  slots  are  cut  in  the  ends  of  the  bolts  to  receive  the  wedge  with  a  hot 
metal  saw,  manufactured  by  Peter  Gerlach  &  Co.,  Cleveland,  Ohio;  a  15-kilowatt 
motor  operates  both  of  these  machines.  A  cutting-off  saw  is  used  for  sawing  off  the 
ends  of  the  timbers  and  a  boring  machine  is  used  for  boring  the  holes  for  the  bolts 
in  the  same.  The  saw  is  36  inches  in  diameter,  automatic  feeding,  and  is  operated 
with  a  15-kilowatt  motor.  The  auger  is  a  portable  machine,  having  a  vertical  and 
a  horizontal  motion  of  12  inches,  and  is  operated  by  a  3-kilowatt  motor.  Both 
machines  are  manufactured  by  J.  A.  Fay  &  Co.,  Cincinnati,  Ohio.  The  remainder 
of  the  plant  used  for  the  construction  of  the  lock  Hoor  is  a  part  of  that  used  for  the 
masonry  construction. 

KXCAVATIOX   FOR   SITE   FOR   NORTHWEST   1»1ER. 

Hughes  Bros.  &  Bangs,  contractors;  contract  dated  August  25,  1893. 
The  material  has  been  excavated  to  rock  for  the  required  length  and  width;  total 
material  excavated,  5,135.17  cubic  yards. 

CONSTRUCTION   OF   CLAY   I>AM. 

John  M.  Lally,  contractor;  contract  dated  February  12,  1894. 

This  work  consists  of  digging  a  trench  to  bed  rock  and  building  in  it  a  wall  of 
puddled  clay  about  4  feet  thick  to  the  height  of  the  upper  coping  of  the  lock  walls, 
the  spaces  between  the  clay  wall  and  the  slopes  of  the  trench  to  be  refilled  with  the 
material  excavated  from  the  trench.  The  clay  wall  is  to  connect  with  the  west  end 
of  the  north  wall  of  the  lock  and  run  westwardly  about  1,000  feet. 

Plant. — The  plant  consists  of  a  small  stiff-legged  derrick  operated  with  a  steani 
hoisting  engine,  cylinder  4|  by  6  inches  (the  derrick  and  engine  are  both  maufac- 
tured  by  the  American  Hoist  and  Derrick  Company,  St.  Paul,  Minn.) ;  a  4-inch  centrif- 
ugal pump,  manufactured  by  Irvin  Van  Wie,  Syracuse,  N.  Y.,  operated  with  a 
6-kilo  Watt  motor,  and  two  No.  2Londs  patent  hand  pumps,  manufactured  by  B.  &. 
L.  Block  Company,  Boston,  Mass. 

Work  on  the  contract  was  not  fairly  begun  until  June  13,  owing  to  delay  in  receiv- 
ing centrifugal  pump. 

Total  material  excavated  from  trench,  700  cubic  j^ards. 

Total  clay  placed  in  wall,  111  cubic  yards. 

EXCAVATING   AND    IJUILDINU   CRIBS    WITHIN   COFFERDAMS. 

Simon  Dumond,  contractor;  contract  dated  March  23.  1894. 

The  work  to  he  done  under  this  contract  consists  of  an  excavation  for  the  founda- 
tion of  the  power  house,  removing  all  necessary  material  inside  the  cofferdam  at 
l>oth  ends  of  the  800- foot  lock,  and  of  building  3  cribs — 1  crib  150  feet  long  at 
the  cast  end  of  the  south  wall  of  the  lock,  1  crib  102  feet  long  at  the  east  end  of 
the-  north  wall  of  tlie  lock,  and  1  crib  126  ifeet  long  at  the  west  end  of  the  north 
wall  of  the  lock. 

Plant, — The  plant  consists  mainly  of  2  derricks  operated  with  2  Lidgerwood 
double-cylinder  double-drum  hoisting  engines,  8  dump  boxes,  and  8  tram  cars. 

Total  eartli  excavated,  4,777  cubic  yards.  Total  rock  excavated,  150  cubic  yards. 
Total  timber  framed  2,l()r)  cubic  feet. 

The  following  item  has  been  prepared  by  Assistant  Engineer  V.  H.  Reed,  who  has 
had  special  charge  of  this  portion  of  the  work. 

CUT   STONE. 

The  stoneculting  being  now  completed,  it  is  the  purpose  of  this  item  to  give  a  liis- 
torical  sketch  of  the  progress  of  this  i^ortion  of  the  work  since  its  beginning  in  1891. 
Although  this  to  a  certain  extent  involves  a  repetition  of  some  portions,  yet  the 
advantage  is  gained  of  having  the  whole  subject  embodied  in  a  single  report. 

The  cutting  was  all  done  by  Hughes  Bros.  «fe  Bangs,  under  contract  dated  Febru- 
ary 9,  1891,  the  contractors  furnishing,  cutting,  and  delivering  the  stone  for  $2G  per 
cubic  yard.  Monthly  estimates  were  made  of  the  actual  amount  accepted,  less  the  esti- 
mated amount  of  loss  or  damage,  if  .any,  sustained  by  work  previcmsly  accepted,  the 
inspection  not  being  considered  iinal  until  the  comidetion  of  the  contract.  Of  these 
estimates 75  ])er  cent  wasi)aid  after  being  delivered  and  accepted  (before  it  was  laid) ; 
the  remaining  25  i)er  cent  was  not  i»aid  until  after  being  delivered  and  accepted  in 
the  wall. 

All  coping  was  Bushhammered,  with  a  2- inch  chisel-draft  (with  fine  tooling). 
The  stones  for  the  anchorage  system,  having  no  show  faces,  were  simply  pointed. 

All  surfaces  showing  in  the  interior  of  the  cable  ])assages  were  Bushhaminored, 
with  a  one-fourth  inch  chamfer  at  the  edges,  except  at  each  end  of  the  passages, 
where  the  linish  was  in  harmony  with  the  adjacent  work. 
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The  face  stones  for  the  miter  walls  and  the  first  eleven  courses  (those  being  below 
the  surface  of  water  in  lower  pool)  of  the  main  walls  were  all  cut  with  a  one-fourth- 
iuch  chamfer  and  a  2-inch  tooled  chisel-draft.  The  tooling  showed  3  tool-marks  to 
the  inch.  The  space  inclosed  by  the  chisel-draft  was  rock  face,  Avith  no  depression 
below  the  plane  of  the  face  and  no  protection  greater  than  1  inch  above  it. 

The  show  faces  of  the  remaining  courses,  including  those  at  the  east  end  of  lock 
around  the  stairways  leading  to  the  upper  level,  were  finished  in  a  similar  manner, 
except  that  a  Bushhammercd  surface,  lying  in  the  same  plane  as  the  tooled  margin, 
was  substituted  for  the  rock  face. 

The  stones  for  the  miter  walls  were  cut  to  three-eighth-inch  joints  throughout; 
the  coping  the  same,  except  for  bed-joints  overlying  backing,  where  joints  not 
exceeding  1  inch  were  permitted. 

The  stoues  for  the  face  of  the  main  walls  and  cable  passages  were  cut  to  three- 
cighth-iuch  horizontal  joints,  except  where  overlying  backing,  where  1-inch  joints 
were  permitted. 

The  vertical  joints  of  these  stones  were  three-eighths  of  an  inch  for  18  inches  from 
the  face,  joints  not  exceeding  1  inch  being  permitted  back  of  that  distance. 

A  variation  not  exceeding  one-sixteenth  of  an  inch  in  the  dimensions  along  the 
face  of  each  stone  was  permitted  in  the  inspection  of  the  cutting,  excepting  the 
quoins,  which  were  cut  as  closely  to  the  pattern  as  possible. 

The  stones  for  the  coping  (twenty-thirtl  course)  and  first  course  were  cut  18  inches 
in  thickness,  less  the  joint.  Thosefor  the  remaining  courses,  excepting  a  few  special 
parts,  were  cut  24  inches  in  thickness,  less  the  joint. 

The  area  oeeuided  by  the  contractors  for  a  stone  yard  was  a  stri])  of  land  about 
1,100  feet  long  and  150  feet  Avide  lying  just  back  of  the  Fort  Brady  pier.  All  the 
cutting  was  done  in  this  yard. 

Jh'scriplion  of  plant. — During  1891  the  plant  consisted  of  1  McMyler  traveling 
crane,  1,000  feet  of  track  for  same,  1  stift-legged  derrick,  and  a  one-story  building  of 
rough  lumber,  about  16  by  48  feet,  containing  office,  storeroom,  and  blacksmith  shop. 

This  i)ortion  of  the  plant  was  erected  during  June  and  July. 

During  April,  May,  and  June,  1892,  a  stone-planing  plant  and  1  stift-legged  derrick 
were  added  to  the  plant.     A  small  addition  to  the  office  building  was  also  built. 

With  these  additions  the  plant  remained  practically  unchanged  until  the  close  of 
the  contract. 

Tlie  speed  of  the  McMyler  crane  usually  did  not  exceed  400  feet  per  minute, 
althougJi  capable  of  running  GOO  feet. 

Its  reach  was  50  feet  from  its  center,  at  which  distance  it  was  capable  of  raising  4 
tons,  whieli  was  about  the  weight  of  the  ordinary  header  or  stretcher  in  the  rough. 
The  eajjaeity  was  rated  at  10  tons,  and  it  was  sui)posed  to  be  able  to  raise  that 
weight  when  situated  not  more  than  30  feet  from  its  center. 

This  machine  was  very  complete,  being  able  to  hoist,  revolve,  and  raise  or  lower 
its  boom  when  traveling  at  full  speed. 

The  track  for  crane  was  16  feet  wide,  a  5-inch  rail  weighing  85  pounds  per  yard 
being  used.     It  ran  parallel  to  the  pier  and  about  70  feet  from  its  face. 

The  stift-legged  derricks,  each  of  15  tons  capacity,  hoisted,  raised,  or  lowered  their 
buonis  and  revolved  by  steam,  an  additional  reversible  rotary  engine  being  used  for 
the  swinging  gear.  One  end  of  each  of  the  stift"  legs  rested  on  an  A-sbaped  frame 
about  25  feet  high,  thus  permitting  the  boom  to  make  a  complete  revolution.  The 
n.asts  were  about  G5  feet  in  length,  the  booms  50  feet.  Three-fourths-inch  wire 
cables  were  used  for  hoisting. 

They  were  situated  one  at  each  end  of  the  track  for  traveling  crane.  The  masts 
were  each  situated  18  feet  from  the  face  of  the  pier,  thus  enabling  them  to  SAving  over 
a  scow  or  vessel  for  loading  or  unloading  stone.  The  one  at  the  west  end  stood  just 
in  front  of  the  old  Fort  Brady  warehouse. 

The  stone-planing  plant  consisted  of  4  stone  planers,  a  100-horse  power  cut-off 
engine,  and  boiler.  They  were  situated  in  the  center  of  the  yard,  on  the  south  side 
of  the  track  for  crane  and  close  to  it,  and  were  suitably  housed  by  a  one-story  build- 
ing of  rough  lumber  covered  with  tar  paper  and  battened.  The  building  was  steam 
heated  an(l  electric  lighted. 

The  planers,  knowji  as  the  Merriman  stone  planer,  were  manufactured  by  the 
Lincoln  Iron  Works,  of  Kutland,  Vt.,  and  Avere  completed,  respectively,  on  May  11, 
June  (),  and  June  30,  1892,  the  last  two  being  completed  on  the  same  date.  The 
shall  ing,  belting,  and  minor  fittings,  however,  were  not  completed  till  July  7.  The 
weight  of  each  iihmer  was  about  48,000  pounds. 

AVork  on  the  foundations  was  begun  April  1.  Their  construction  is  similar  to  that 
of  an  iron  i)laner.  The  engine  and  boiler  were  nmnufactured  by  the  Erie  Iron  Works, 
the  engine  being  high  speed  and  of  the  Ball  type.  A  more  detailed  account  of  tlM 
stone-i)laning  plant  and  its  capacitv,  etc.,  will  be  found  under  special  report  to  Assist- 
ant Engineer  E.  8.  Wheeler,  dated  July  3,  1893. 

The  entire  yard  was  electric-lighted  to  facilitate  work  of  traveling  crane  and 
planers  during  the  night. 
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l^osidcs  the  above- mentioued  plant  there  was  the  usual  amount  of  small  tools  far* 
uished  by  the  contractors.  Each  cutter,  however,  furnished  his  own  tools,  the  con- 
tractors keeping  them  sharp  and  doing  the  ordinary  repairing  required. 

Stone  in  the  rough. — The  stone  were  all  quarried  at  Kelley  Island  by  Hughes  Bros. 
&  Bangs,  and  transported  by  means  of  vessels. 

The  transportation,  as  nearly'  as  can  be  ascertained,  cost  $1.80  per  cubic  yard,  after 
deducting  2  inches  from  the  length,  breadth,  and  thickness  of  each  piece  m  coiiiput- 
ing  the  volume,  to  allow  for  waste  in  cutting.  Upon  arriving  at  Sault  Sto.  Marie  they 
were  unloaded  l)y  the  stift*-leg  derricks,  and  were  then  either  distributed  to  the 
planers,  cutters,  or  were  piled  up  for  future  use  by  the  traveling  crane.  An  acconnt 
of  operations  at  Kelleys  Island  will  be  found  in  special  report  to  Assistant  Engineer 
E.  S.  AVheeler,  dated  May  17,  1894. 

The  first  cargo  of  stone  to  arrive  was  on  the  schooner  Ff-ed  J.  Dunford,  July  17, 
189) ,  the  last  for  that  season  on  the  steam  barge  Yoacmitc  and  schooner  Chas,  A".  Jiuam. 
on  October  23. 

In  1892  the  first  cargo  arrived  on  the  Yosemite  and  Ryan  April  27,  the  last  on  the 
schooner  Cant,  n  October  18. 

In  1893  the  first  cargo  arrived  on  the  schooners  Riverside  and  Wm.  Home,  in  to'w  of 
the  tug  Alanson  SumneTf  May  3,  the  last  on  the  schooner  Mineral  State  October  ^. 

The  following  table  gives  a  synopsis  of  stone  in  the  rough  received: 


Month. 


April 
May  . 
June. 


1891. 


1892. 


1893. 


V08»«l 

loads. 


Piece«. 


Vofwel 
loads. 


July 

AujfiiHt 

September 
October  — 


T(»tal  . . 


2 
3 
4 
5 


286  ' 
377  ■ 
530  > 
713 


2 
11 
10 

0 
11 
12 

1 


Pieces. 


333 
1,354 
1,346 
1,154 
1,640 
1,700 
43 


VesMi 
loads. 


Pieces. 


f 


11 

11 

9 

0 

4 
2 


14 


1,912 


I 


5G 


7,570 


43 


1.522 
1,484 
1,164 


572 
152 


5,722 


Totnl  iniinher  of  stonn  in  the  rough  received,  15,201  ])ieces;  total  number  uf  vessel 
loads,  113.     Of  these,  the  foUoAving  disposition  was  made: 

Number  used  for  face  stone,  14,278  pieces;  number  rejected  and  used  as  backing 
(or  tlirowu  aside)  after  having  been  cut  and  accept<;d  at  the  stone  yard,  having  been 
broken  by  frost,  careless  hanclling,  or  other  means,  97. 

Number  of  rough  and  partially  cut  stone  sent  to  lock  pit  for  backing,  306;  of 
thes(*,  however,  many  werc^  only  fragments,  and  probably  the  number  of  whole  pieces 
would  not  exceed  2(M). 

'i'here  Avould  n-nsuin,  therefore,  about  629  pieces  to  account  for.  There  are  about 
that  number  left  over,  remaining  in  the  stone  yard.  Of  these  probably,  upon  cxaiui- 
nation,  :i  great  many  would  be  found  to  be  culls. 

The  largest  stone  in  the  rough  received  contained  183  cubic  feet,  weighing  about 
28,7t)()  pounds. 

Stone  plan er8. — \  record  of  all  work  done  by  the  stone-planing  plant  subse^jueiit 
to  July  1,  1892,  was  kept,  a  sunmiaryof  which  is  contained  in  the  following  table: 


\v.ar  :in<l  month. 


July 

Aii;;u.st  

S«*i»t(Miil)cr 

()rlol)Cr 

Ndvriiilior , 

Dcci'iiiWor 

T(.t;il 

Miurh 


Pii'ccs  plan<><l. 


IMecea  planeil. 


Day 

watch. 


273 

28  i 
2«)G 

292 

1.680 


Ni-ht 
watrh. 


249 
,•{57 
:}0:i 
247 

204} 

1.G44 


Year  and  mouth. 


189.1— Continnort. 

A]>ril 

May 

June 

July  

Aujju.st 

S«']>k'mh<*.r 

October 

NovenibcT 


.    ^y. 


19 


20 


Total 


y 

is'ijrht 

:h. 

watch. 

300 

28i 

375 

428 

365 

421 

342 

395 

358 

394 

384 

449 

3a"l 

4S0 

127 

137 

a:  8 


Total  iiuuibcr  plauod,  8,9<>.">  nii'ces. 

No  work  of  any  eonse(iuenee  was  done  before  the  date  nu^ntioned,  owing  to  some 
troubh'  experienced  in  getting  the  two  machines  tirst  erectetl  to  work  in  a  satisfac- 
tory manner. 

Thi.s  trouble  was  finally  found  to  be  caused  by  their  being  run  at  too  high  a  speed. 
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After  the  speed  of  the  platen  was  reduced  to  14^  feet  per  mluuto  while  catting  and 
20  feet  while  reversed,  uo  further  trouhle  was  experiouced. 

The  fact  that  the  night  watch  planed  a  greater  number  of  pieces  than  the  day 
watch  can  be  accounted  for  by  the  fact  that  most  of  the  large  pieces,  pattern  stone, 
etc.,  were  planed  durin<^  the  day,  being  a  bettor  class  of  work  and  consuming  more 
time.  In  addition  to  this  the  day  watch  worked  only  eleven  hours  while  the  night 
watch  worked  eleven  and  a  half  hours. 

All  stone  planed  were  afterwards  finished  by  the  cutters,  the  planers  simply 
planing  the  stone  down  to  their  approximate  dimensions.  The  planed  surfaces 
coniiug  in  contact  with  the  cement  were  bush-hammered  or  otherwise  roughened,  in 
order  to  insure  a  better  bond  with  the  cement  when  set. 

During  1892  the  planers  were  operated  to  January  1,  1893;  during  1893  from  March 
30  to  November  11. 

The  force  re<iuircd  to  operate  the  planers  to  their  full  capacity  per  day  of  twenty- 
two  and  on(;-half  hours  consisted  of  8  planer  men,  8  assistants,  2  tool-grinders,  1 
blacksmith,  1  helper,  2  engine  men,  and  usually  2  laborers  employed  at  the  refuse 
pile  engaged  in  wheeling  away  stone  chips  from  the  pile  where  they  were  deposited 
by  the  traveling  crane. 

Stone  cutiiiKj. — Stone  cutting  began  July  30,  1891,  with  a  force  of  25  cutters,  and 
continued  till  November  30,  the  average  unmber  of  cutters  employed  being  47,  the 
greatest  number  employed  at  any  one  time  not  exceeding  70. 

The  cuttiug  was  resumed  April  5,  1892,  with  31  cutters,  and  continued  till  Decem- 
ber 10,  the  number  of  cutters  averaging  71.  The  greatest  number  employed  at  any 
one  time  was  100. 

The  cutting  was  again  resumed  April  10,  1893,  with  70  cutters,  and  continned  till 
November  20,  when  the  cutting  was  finished.  The  average  number  of  cutters 
employed  was  100.  The  greatest  number  of  cutters  employed  at  any  onQ  time  during 
the  whole  progress  of  the  work  was  148,  in  September. 

At  the  close  of  the  season  of  1891  the  cutting  was  about  900  pieces  in  advance  of 
the  sotting,  of  which  about  450  remained  piled  in  the  stone  yard  during  the  winter. 
Of  these  a  few  were  broken  by  frost  during  winter  on  account  of  not  being  suffi- 
eientlv  seasoned. 

a.' 

By  the  end  of  Juno,  1892,  the  cutting  for  the  first  five  courses  Avas  practically 
comi)leted  with  the  exception  of  th  >  piei-s  and  main  miter  wall.  Work  on  the  sixth 
course  was  well  advanced. 

When  the  cutting  began  in  1893  a  little  less  than  half  of  the  stone  cutting  was 
finished.  The  cutting  was  about  2,100  pieces  in  advance  of  the  setting,  and  the 
planers  were  about  630  pieces  ahead  of  the  cutters. 

At  the  beginning  of  1893  there  were  on  hand  about  1,700  pieces  of  stone  in  the 
rough,  not  including  any  spoiled,  partially  completed,  or  unfit  for  use. 

On  .lane  30  the  cutting  was  practically  completed  for  the  first  eighteen  courses, 
exoeptiug  the  miter  Avails.  The  cutters  had  nearly  caught  up  with  the  planers.  The 
stone  cuttiug  was  Avell  in  advance  of  the  setting  until  near  the  close  of  the  work. 

The  largest  size  of  cut  stone  used  contained  when  cut  105.25  cubic  feet,  weighing 
16,543  pounds.  The  smallest  contained  5.88  cubic  feet,  weighing  924  pounds.  The 
niean  volume  of  the  total  number  of  pieces  used  was  35.44  cubic  feet. 

The  following  table  gives  a  synopsis  of  stone  cut: 


1891. 


^Montli, 


ricct'H. 


Cubic 
yards. 


April 
Mi.y. 


J  lino 

July 

Au^iiHt  . .. 
Sejiti'iiilMT 
OttolxT. . . 
NovcnihtT 
DeroiiibiT. 


256 
401 
401 
257 


319.34 
5:i7. 11 
549.  58 
355.33 


1892. 


Pieces. 


177 
463 
459 
1,000 
1,069 
953 
834 
556 
198 


Totul 


1,315 


1,  761.  36 


5.709 


Cubic 
vards. 


1893. 


249.29 

624.  89 

594. 12 

1,313.01 

1.420.12 

1,268.22 

1, 152. 80 

795. 15 

251. 80 


Pieces. 


595 

1,007 

1.142 

1,047 

1,194 

991 

969 

309 


Cubic 
yards. 

768.19 
1, 355. 81 
1,  562. 52 
1.  394. 42 
1, 532. 80 
1, 124. 90 
1,110.44 

461.11 


7, 669. 49 


7,254 


9,  310. 19 


Total  iiuniber  oi))iecos 14,278 

Total  amount cubic  yards..       18,  741.04 

Total  cost,  at  .'i^'JO  per  cubic  yard $487,267.04 

Amount  of  excess  in  length  of  headers  and  width  of  stretchers  paid  for 

as  backing cubic  yards..  1,313 

Cost  of  excess,  at  $6  per  cubic  yard $7, 878. 00 

Th<'  lirst  seow  load  of  cut  stone  was  shipped  to  lock  pit  August  30,  1891. 
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Full-size  patterns  of  sheet  zinc,  -^4  inch  thickness,  were  used  for  cutting  all  atone 
of  irregular  shape. 

During  the  lirst  season  the  volume  of  a  vessel  load  of  stone  in  the  rough  was  com- 
puted and  calculations  made  to  determine  ^vhat  x>6rcontage  of  stone  in  the  rough 
was  lost  in  the  cutting. 

The  following  table  gives  the  result  of  these  computations : 


Classification. 


Common  hoadors  .... 
Common  stretchers.  - 
MiscellunoouH  piocos. 

Total  cargo 


Pieces 
computed. 

Excess 
paid  for  as 
backing. 

Paid  for 
as  cut 
stone. 

Percent. 
66 
69 
68 

45 
32 
29 

Ter  cent. 

? 

106 

5 

68i 

Lost  in 
catting. 


Percent. 


26k 


These  results  would  probably  give  a  very  close  approximation  to  the  amounts 
which  they  represent.  The  actual  amount  of  excess  and  cut  stone,  as  shown  in  the 
table  preceding  the  last,  will  be  found  to  be  in  nearly  the  same  proportion  as  the 
X>er  cent  shown  iu  the  respective  columns  for  the  total  cargo.  Assuming,  therefore, 
26^  per  cent  to  be  loss  in  cutting,  the  volume  of  stone  in  the  rough  corresponding  to 
the  amount  of  cut  stone  actually  laid  would  be  25,408  cubic  yards.  The  amount  of 
waste  would  be  6,757  cubic  yards. 

This  amount  would  be  considerably  increased  in  bulk  when  scattered  throughout 
the  J  ard,  ])robably  between  10  and  15  per  cent.  Of  this,  about  750  cubic  yaras,  in 
the  form  of  i)laner  chips,  were  removed  from  the  yard  for  grading  canal  piers,  and 
probably  before  the  completion  of  the  lock  a  great  many  of  the  spawls  will  be 
crushed  and  used  for  concrete. 

The  rest  remained  in  the  yard  .at  the  close  of  the  work.  The  filling  of  the  yard 
was  Htill  further  increased  about  600  cubic  yards  by  ballast  of  sand  for  track  of 
crane,  planer  foundations,  waste  in  cutting  rejected  stone,  etc.  The  total  amount 
of  filling  at  the  stone  yard  was  therefore  increased  about  7,450  cubic  yards,  approxi- 
mately. 

Method  of  piUmi  tut  stone. — The  stone  were  piled  along  the  south  side  of  track  for 
traveling  crane.  The  sites  selected  were  first  graded,  fimbers  parallel  to  the  track 
and  to  each  other  were  then  laid  down  on  which  to  place  the  stone. 

The  niaximuui  size  of  the  piles  was  six  pieces  iu  height,  four  in  width,  and  of  vary- 
ing lengths.     The  beds  were  separated  by  strips  of  Avood  2  inches  thick. 

'I'he  pilt^s  were  arranged  so  as  to  permit  examination  of  each  stone,  and  also  to 
permit  removals  with  safety. 

Those  stone  remaining  in  the  yard  during  winter  were  ])rotected  by  having  the 
lewis  holes  of  the  top  layer  of  st<)ne8  filled  with  dry  sand  covered  with  a  thin  layer 
of  cement.  The  rest  of  theui  had  the  lewis  holes  covered  with  a  2-inch  strip*  of 
wood,  the  space  between  the  beds  being  calked  with  hay  or  straw.  As  an  addi* 
tional  ])rote(?tion  the  top  of  the  pile  was  covered  with  stable  refuse  about  6  inches 
in  depth  and  the  sides  lightly  banked  with  the  same. 

Li'H'is  hoU'8. — Two  styles  of  lewis  were  used.  The  single  round-pin  lewis  with  its 
key,  Avliich  was  used  for  lieaders,  stretchers,  and  stones  of  that  class,  required  simply 
a  hole  drilled  iu  the  stone  1^  inches  in  diameter  and  7  inches  in  depth.  The  drilling 
was  done  at  the  rate  jiaid  common  labor. 

The  ordinary  rectangular  keyed  lewis  of  3  parts,  whi(di  was  used  for  recess  stone, 
or  others  of  unusual  weight,  or  where  an  unusual  amount  of  labor  had  been 
expended,  required  a  hole  I  by  2f  inches  at  its  toj)  and  I  by  4^  inches  at  its  bottom, 
with  a  depth  of  5i  inches. 

The  cutting  of  this  lewis  hole  required  a  stonecutter. 

Tests. — Sauii)lcs  varying  in  weight  from  15  to  30  pounds  were  obtained  from  each 
cargo  of  stone  that  arrived  from  Kclley  Island,  and  also  of  such  other  stones  as 
could  be  conveniently  obtained. 

These  were  labeled  and  their  specific  gravity  afterwards  obt<ained  in  order  to  get 
the  weight  per  cubic  foot. 

The  formula  used  was  that  recommended  by  Gen.  Gilmore  in  his  tests  at  Fort 
Tomi)kins,  and  given  in  the  Annual  Henort  of  the  Chief  of  Engineers  for  1875.  It 
was  as  follows:  All  sharp  corners  and  loose  particles  were  first  removed.  It  wa« 
then  carefully  weighed  in  the  air,  after  which  it  was  immersed  in  Avater  and  allowed 
to  remain  until  well  saturated  and  all  bubbling  had  ceased,  when  its  weight  was 
again  taken.  It  was  then  removed  and  again  weighed  in  its  saturated  condition, 
the  sui)erabundaut  water  having  first  been  removed.  The  specific  gravity  wiw  then 
obtained  by  divi<ling  the  weight  of  the  stone  dry  by  its  weight  saturated  minus 
the  weight  immersed. 
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.  la  determining  the  weight  pei  cnbio  foot  Hie  weight  of  the  water  wu  awQiiMd 
to  \30  62}  pounds  per  cnbio  foot. 

This  luetbod  also  fuminbed  the  meaiu  of  obtaining  the  ratio  of  absorption,  by 
wliich  is  meant  the  weight  of  water  absorbed  aa  compared  with  the  weight  of  tha 
dry  Btono.  This,  perhaps,  miRht  be  more  properly  termed  the  avidity  of  Butorptlon, 
aathe  period  of  ImmorBion  did  not^^etallyextaudTeryloag  after  all  bnbblfaiffliaa 
cease<I.  Hod  the  immersion  occupied  alonger  period,  It  is  poaaible  that  the  ratio  of 
absorption  would  havo  been  somewhat  increased. 

Tho  following  tabic  gives  a  summary  of  these  tests.' 


ci..»ia™iioii. 

Sff 

gss. 

-«^ 

tar 

^ 

113 

ICIG 

2.72S 

lis 

IM 

lU 
2.10 

ITS.  SI 
UL7> 

uxae 
im.» 

171.  M 

3S 

Jn 

".-.Sr.K£°Ei"."!"".""*'r':°* 

'SSKoSJX'r.:?^'".'"'.".''"! 

i>m 

Limeatmn  trom  Uultaolln  Iilud,  Ontario,  nwd 

»S'iSEa.'-iiSSS{a"£S*.?".^.!: 

l:t«» 

'Sunpln  Uken  Avm  tha  pile  of  i^JeoMd  itooe. 
t  SusplM  *er«  Yvrj  olosed  gnia  ud  hard. 
1 8uBplfla  Tore  both  irst«r.vani. 

A  few  sjieolal  tests  were  made  witheamples  of  the  Blelley  Island  stono  in  ei 
tion  with  those  made  for  compieasioa. 
They  arc  given  In  the  following  table : 


M»rk«. 

■r«Tft;. 

Weltht. 

1.61 

IS 

tz 

LIS 

F«wb. 
IMU 

•Hi 

i'Sf 

lif 

re  l«led  u  to  llielr  sblUty  to 

cubes  anil  sent  tu  the  Watortown  arsenal  to  bo  t< 
com  press  iou. 
The  following  statement  sent  ttma  Watertown  arsenal  shows  ^e  fwolt  of  Umm 


,■,.».. 

lUrk*. 

IH 

Helibt. 

Co>»mes«d 
sarlkciia. 

SkUvh, 

s. 

ttltinubi 
TaUl. 

■tnocth. 
Per 

"Sir 

-IT 
K 

aa 

1.08 
S.M 

Is 

3.M 

S.09 

II 

%'» 

lUS.BM) 

1|S 

1  i.m 

117,800 

iwisao 

»a.(ioo 

ima» 

lis 
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Average  ultimate  strength,  12,477  pounds  per  square  inch.  The  eompreflsed  sur- 
faces were  faced  with  plaster  of  paris. 

The  following  table  was  taken  from  the  records  of  the  lock  of  1881^  for  1878,  and 
is  hero  inserted,  as  some  of  the  sami)]e8  were  similar  to  some  of  those  m  the  preced- 
ing tables : 

Determination  of  the  apecijic  gravity  and  ahaorption  of  various  stones. 


Kind  of  8t(iiio. 


Where  found. 


Limfistono i  Bcnlford,  Ind . 


Sandutono 

Liuientonc 

Trap 

Sandstone 

Do 

Do 

Limestone 

Do 

Trap j  Huron,  Ind 

<iranite ' do 

LinieMtono ' 


JaIo  Koyalc,  Michigan 

Druniniond  Island,  Michigan 

Mar([uettc,  Mich 

Sault  St«.  Mario,  Mich 

do 

do 

Bedford,  Ind 

do 


Do 


Harmon  Citj*.  Bay  County,  Mich 
Marblehoad,  Ohio 


Specific 
gravity. 


2.403 
2.G60 
2.775 
2.849 
2. 473 
2.489 
2.513 
2.430 
2.482 
2.879 
2.610 
2.602 
2.427 


Weight 
percubic 
foot  (dry 
pounds). 


149.8 

165.8 

173 

177.6 

154.2 

153.9 

156.7 

151.5 

154.8 

179.5 

162.7 

162.2 

151.7 


Weight 

Ratio  of 

percabio 

absorp- 
tion 

foot 

(MtU 

rated 

poands). 

1:27 

15».fl 

1:220 

160.5 

1:167 

174.1 

1:388 

178.1 

1:62 

156.7 

1:43 

157.5 

1:57 

159.4 

1:33 

150.2 

1:50 

158 

1:362 

180 

1:210 

103.5 

1:75 

104.4 

1:32 

160.4 

"Taken  from  Gen.  Gilmore's  tables. 
Weight  of  water.  62.35  pounds  per  cubic  foot. 

Force  employed. — The  daily  averjipfc  force  for  the  Heason  of  active  operations  during 
the  progress  of  the  work  Avas  as  follows: 

Year. 


■  .\pr.  I  Mav. 


1891. 
1892. 
189.1. 


111 


o 

96 
150 


Juno. 


4 
123 
142 


July 


oo 

146 
141 


Aug. 


S«»pt.  I  Oct. 


Nov. 


Bee. 


78 

78 

81 

53 

162 

137 

128 

105 

170 

182 

164 

107 

2 

87 


The  fjreatest  force  employed  at  any  one  time  was  during  September,  1893,  when  at 
times  200  men  were  employed.  Their  classilication  was  as  follows:  One  forcmau, 
148  cutters,  ()  Jackmen,  8  plauerm«;n,  8  assistants,  2  tool-grinders,  3  blacksmiths,  2 
helpers,  G  enginemen,  13  firemen,  1  carp(jnter,  1  dcrrickmen,  and  9  laborers  engaged 
in  loading  cut  stone,  unloading  stone  in  tlio  rough,  di8i)0sing  of  planer  refuse,  an<l 
canying  tools,  water,  patterns,  etc. 

Accidents  and  delays. — During  1891  but  one  delay  occurred,  when  work  was  prac- 
tically Huspon<lcd  from  8e])tember  9  to  12  for  want  of  stone  in  the  rough,  one  of  the 
ve^s8eis  having  been  dclnyed. 

From  Juno  I  to  12,  1892,  the  cutters  were  on  n  strike  for  45  cents  per  hour.  They 
had  b(?en  receiving  40  cents.     The  dilliculty  was  linally  compromisid  at  43  cents. 

On  Juno  18,  1S93,  the  stilMog  derrick  at  the  lower  end  of  the  yard  fell  while 
unloading  stone  from  IIkj  deck  of  the  schooner  Chas.  N.  Ryan.  The  inast  and  boom 
of  the  derrick  were  broken  and'the  bulwarks  of  the  schooner  somewhat  injured. 
The  derrick  Avr.s  rei)aired  and  ready  for  service  by  .July  6. 

On  June  12,  1893,  one  of  tlio  jackmen,  while  turning  a  st<me,  had  his  right  lejjf 
badly  cruslie<l.  This  was  the  only  accident  of  a  serious  nature  that  occurred  at  the 
stone  yard. 

During  the  progress  of  the  work  the  crane  an<l  stone-planing  plant  were  occasion- 
ally delayed  by  i)reakages,  for  wliich,  in  one  or  two  instances,  H  was  necessary  to 
send  to  the  manufacturers  for  du])licate  parts.  This,  however,  is  to  1)6  expected  of 
machinery  of  this  class,  ('specially  Avhcn  worked  night  and  day;  and,  on  the  whole, 
the  machinery  behaved  in  a  satisfactory  manner. 

The  follr)\ving  Item  has  been  prepared  by  Assistant  Kngineer  L.  C.  Sabin,  who 
has  had  sj)ecial  charge  of  this  part  of  the  Avork  : 

Cement  has  been  received  from  the  contractors  an<l  issue<l  for  use  during  the  year 
as  follows: 

liarrcls. 

Portland  2,  JHK) 

Natura  1  23, 162 
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Daring  the  working  season  of  1893  the  contraotora,  Hughes  Bros.  4&  Bangt^ 
deliyered  4,580  cnbio  yards  of  sand  from  Point  anx  Pins.  A  sample  was  taiken  tkSm 
each  cargo  (90  yards),  the  samples  being  obtained  by  taking  a  small  amount  firoQ 
each  of  ten  or  twelve  places  on  the  scow.  At  each  place  a  hole  was  dug  tbtongh 
the  sand  so  that  the  full  depth  should  be  represented.  These  small  amounts  were 
thoroughly  mixed  to  form  the  sample,  which  was  afterwards  dried  and  siffced.  I^ia 
average  iincness  for  the  season  was  as  follows : 

Tabh  1. 
[Pebbles  first  remoTod  by  screen,  boles  about  ,Vb  inch  square.] 


Per  cent  passing  sieve  wbose  holes  are  about — 

0.08  inch  square 
(No.  10>. 

0.083  inch  squaare 
(Ko.  90). 

0.08S  inch  square 
(No.  90). 

0.17  inch  square 
(Ko.40).  ' 

98.6 

91.8 

79.1 

44.7 

Between  10  and  20  equals  4.8  per  cent ;  20  and  90  equala  12.7  per  cent;  90 and  40  equals  94.4  per  eent. 

HXTHODB* 

No  radical  changes  have  been  made  in  the  general  lAsheme  of  testing  or  in  the 
detail  of  manipnlation.  The  ordinary  aooeptanoe  tests  consists  of  a  test  for  tensile 
strength  of  every  third  barreh  a  test  for  fiuenees  of  every  thirteenth  barrel,  and  a 
time  of  setting  and  pat  test  of  every  tenth  barrel.  The  pat  test  is  made  witili  both 
hot  and  cool  water.  ' 

RESULTS. 

Although  the  requirements  of  the  specifications  are  rigid,  it  was  found  necessary 
to  reject  but  few  barrels  during  the- season.  The  most  frequent  cause  of  rejection 
of  the  foreign  Portland  cement  was  the  damage  it  had  received  in  transit.  The 
number  of  barrels  of  either  Portland  or  natural  r^eoted  on  account  of  deftcienoy  in 
tensile  strength  was  very  small  indeed. 

Tho  avenij;:o  fineness  of  the  cements  tested  during  the  working  season  of  1898  is 
shown  in  Table  2. 

TahU  f . 


Brand. 


Hem  moor  . . 
Hiiwankeo. 


Samples. 


llift 
848 


Burets  xep- 
resented. 


9,6S7 
26»746 


Hean  per  cent 

passing  If  o.  100 

aiere  whose 

holes  wtee 

0.0069  bv  0.0073 

inon. 


92.9 

89.4 


The  regular  acceptance  tests  occupv  nearly  all  of  the  time  during  the  working 
season.  In  the  winter  certain  special  tests  are  made  to  compare  various  brands 
of  cement  and  kinds  of  sand  and  to  investigate  the  effects  of  variations  in  manipu- 
lation to  which  the  cement  mav  be  subjected  either  in  the  work  or  in  testing.  The 
resnlts  of  some  of  these  special  tests  were  reported  last  year.  The  results  obtained 
since  that  time  are  included  in  this  report. 

Series  1. — This  table,  giving  the  strength  and  fineness  of  several  brands  of  Port- 
land cement,  was  given  in  thelsst  Annual  Be])ort,  but  is  here  repeated  with  the  two- 
year  results  added.  Twelve  brands,  of  which. samples  were  broken  at  all  the  agM 
given,  are  averaged  at  the  bottom  of  the  table  and  tbe  highest  and  lowest  noted  £ov 
each  case.  The  diagram  which  accompanies  this  series  shows  graphically  the 
average  rate  of  increase  in  strength  for  the  twelve 'samples,  and  also  gives  two  of 
the  sampleH  separately.  It  is  seen  that  the  mean  strength  1  to  1  is  appreciably 
higher  at  two  years  than  at  six  months,  the  neat  has  gained  nothing,  ana  the  Ito  8 
mortar  ebows  a  slight  loss  in  strength ;  in  fiict,  among  fourteen  samples  tested  1  to  S^ 
at  six  months  and  two  years,  only  three  gained  any  in  that  time,  and  this  gain  was 
in  all  cases  far  below  the  variations  due  to  errors  in  experiments:  on  the  other  hand, 
among  thirteen  samples  tested  1  to  1  there  were  but  two  which  did  not  gain  between 
six  months  and  two  years. 

The  results  for  samples  1  and  4  are  given  on  the  same  diagram.  Tliese  two  samples 
were  selected  because  they  are  about  the  same  fineness,  ana  one  gives  high  result  at 
short  ages,  but  low  at  two  years,  while  the  other  reverses  this  order.    AJnoog  thA 
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short-time  tests  it  appears  that  only  one,  namely  1  to  1,  twenty- eight  days,  places 
No.  4  above  No.  1.  It  should  bo  stated,  however,  that  these  two  samples  were  not 
tested  on  the  same  day. 

Series  2. — The  two-year  result's  have  been  added  to  this  series,  and  the  conclnsionB 
seem  to  bo  that  the  diHerenco  in  the  strength  of  mortars  made  with  the  different 
varieties  of  fine  sand  are  no  greater  than  the  differences  due  to  varying  the  consis- 
tency of  the  mortar  while  using  the  same  sand. 

S^icB  3a. — This  series  is  similar  to  Series  2,  but  includes  limestone  screenings  and 
omits  the  sandHtone  screenings  and  the  A  sand.  It  includes  mortars  made  of  one  part 
sand  to  one  cement  by  weight  as  well  as  those  of  two  parts  sand.  It  is  seen  titiat 
the  limestonO'Screeniugs  give  the  highest  results,  especially  with  two  parts  sand,  the 
higher  percentage  of  sand  bringing  out  the  differences  more  plainly,  as  might  be 
expected. 

Series .?. — Series  3,  giving  the  results  obtained  with  seven  brands  of  natural  cement, 
neat,  and  with  standard  sand,  were  given  last  year  and  is  here  repeated  with  the  two- 
year  results  added. 

Series  10.— This  series  is  for  the  purpose  of  comparing  the  values  of  four  varieties 
of  sand  for  use  with  natural  cement,  the  different  kinds  being  brought  to  the  same 
fineness  by  sifting  and  remixing.  The  superiority  of  the  screenings  obtained  in 
crushing  limestone  and  sandstone  was  noted  in  the  last  Annual  Report.  The  mortars 
from  these  two  sands  continued  to  increase  in  strength  after  one  year,  while  the 
other  varieties  seem  to  have  reached  a  maximum  at  six:  months  or  one  year.  The 
percentages  of  gain  or  loss  after  six  months  and  one  year  are  given  in  the  table,  and 
the  diagram  accompanying  the  tests  clearly  bringsouttho  diflerences. 

SericH  17. — When  these  same  sands  are  used  with  Portland  cement,  Series  17  shows 
that  the  limestone  and  sandstone  screenings  give  the  highest  results,  as  they  do  with 
natural  cement,  but  unlike  the  latter  the  mortars  with  Portland  do  not  gain  any 
between  the  ages  of  one  and  two  years. 

Series  18  and  19. — The  two  year  results  for  these  series  do  not  differ  materially 
froin  those  obtained  at  one  year.  8and  of  the  composition  wi*"/°i'<*  is  tested  here 
only  for  the  sake  of  comparison,  as  it  is  impracticable  to  obtain  itforuseinconstrac- 
tion.  The  indications  are  that  the  ])ercentage  of  grains  of  size  between  20  and  30 
(passing  holes  0.033  inch  square  and  which  will  not  pass  holes  0.022  inch  square) 
should  be  something  nu)re  than  10  and  the  percentage  of  size  passing  40  (holes  0.017 
inch  srjuare)  should  be  something  less  than  (30. 

Serie»  IS  a  and  /Pa.— These  two  series  have  the  same  purpose  as  18  and  19,  but 
include  another  size  of  grain,  namely,  passing  holes  0.08  inch  square  and  not  passing 
holes  0.033  inch  square,  this  nize  beiug  included  because  it  occurs  in  the  sand  as 
used  in  the  work.  The  five  compositions  chosen  are  typical  of  the  sand  as  received: 
the  mean  fineness  of  1,580  cubic  yards  received  during  the  working  season  of  1893 
b(;iiig  approximately  e'm^''f''''v^^.  The  strengths  obtained  at  six  months  with  the 
various  conipositicms  do  not  vary  greatly. 

Svries  :*0. — The  two  year  results  for  this  series  are  added,  and  it  ai)pearB  that  the 
mortars  made  with  the  coarser  sands  have  increased  rather  more  than  have  the  fine- 
sand  mortars  in  the;  interval  between  six  months  and  two  years,  so  that  the  superiority 
of  the  coarse  sand  is  more  api)arent  at  two  years  than  at  six  months.  The  remark- 
ably high  strength  of  812  f>ounds  ])er  square  inch  for  hri(iuets  containing  three  parts 
sand  is  worthy  of  note.  The  broken  section  of  these  coarse  sand  briquets  showed 
that  the  sand  grains  had  broken  and  not  pulled  out,  such  a  firm  hold  had  the  cement 
obtained. 

Scries://. — Tables  la  and  2a  give  the  strength  at  two  years  of  various  mortars  made 
with  natural  and  Portland  cements  with  Point  aux  Pins  sand.  The  results  obtained  at 
six  months  wen?  given  in  the  last  Annual  Keport.  The  gain  or  loss  between  six  months 
and  two  years  is  indic^ated  in  the  tables,  liy  averaging  the  results  for  each  propor- 
tion of  sand  separately  it  may  bo  seen  that  for  natural  cemc?ut  with  one  part  sand,  by 
weight,  there  is  an  average  loss  of  about  5  j)er  cent  and  for  other  proportions  a  gain 
of  from  2  to  3  ]>er  cent;  for  Portland  the  1  to  3  ]»ro])ortion  shows  a  loss  of  I  per  cent, 
while  other  ])roportious  show  a  gain  of  from  8  to  (h  per  cent,  the  largest  percentage 
gain  being  for  10  partw  sand  to  1  cement. 

In  the  las*  Aimnal  Report,  under  "Series  21,  a  table  was  included  giving  the  cost  of 
mortars  of  different  proportions,  the  (piantities  beingderived  from  experiments  on  a 
few  of  the  i)roportions  only.  Since  then,  in  making  nu)rtars  in  quantities  of  about 
3..5  <Mibic  feet  containing  different  }>roportions  of  sand  and  cement,  the  amounts  of 
each  re(|uiredfor  a  given  quantity  of  stilf  mortar  were  noted,  and  from  these  experi- 
nu'uts  Table  3fi  is  <lcrived,  which  should  snpersedo  Table  3  in  the  last  report.  The 
inaccuracies  in  Table  3  arose,  first,  from  the  fact  that  in  the  few  experiments  made  the 
change  of  volume  of  the  sand  witli  the  })resenco  of  moisture  was  not  duly  considered: 
and,  second,  from  the  incorrect  assumption  that  when  the  amount  of  cement  usea 
was  insutlicient  to  fill  the  voids  in  the  sand  the  amount  of  mortar  made  was  not  in 
excess  of  the  bulk  of  the  san<l.     Hy  referring  to  Diagram  3«,  which  is  derived  from 
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Tables  la,  2rt,  and  3a,  it  may  l>e  seen  that  tbo  now  rosults  do  not  reverse  the  relative 
positions  of  the  curves  iudicatinp^  economy.  Diagram  la  gives  the  cubic  feet  of 
mortar  made  to  1  barrel  of  cement  and  Diagram  2a  gives  the  cost  of  mortars  as  in 
Table  3a, 

SericH  2oa  Qoh  and  '26a. — These  series  are  similar  to  25,  26,  and  31,  which  were 
rex)orted  a  year  ago  and  refer  to  the  regauging  of  mortars.  The  results  show  that 
the  variations  in  consistency  within  the  limits  used  do  not  c<auso  notable  differences 
in  strength  at  one  year ;  that  continuous  gauging  for  four  instead  of  two  minutes  does 
not  increase  the  resulting  strength  very  materially,  but  that  eight  minutes'  gauging 
is  decidedly  advantageous  and  that  this  extra  amount  of  gauging  makes  the  mortar 
appreciably  loss  stitt*. 

As  to  allowing  the  mortar  to  stand  some  time  before  using,  it  appears  that  moder- 
ately slow-setting  natural  cements  may  be  left  as  much  as  two  hours  without  regaug- 
ing and  tlion  give  good  results  on  being  regauged  and  used;  that  they  may  be  left 
even  as  long  as  four  hours  without  detriment,  provided  they  are  regauged  frequently 
during  that  tiuio  and  sutticient  water  is  added  to  keep  the  mortar  plastic.  The  slow- 
setting  Portland  mortar  was  not  injured  by  allowing  it  to  stand  five  hours  oven  if 
not  regauged  in  the  interval ;  but  with  all  the  mortars  tested  it  appears  that  frequent 
regauging  and  the  addition  of  water  as  needed  is  preferable.  Furtner  tests  have  been 
started  to  show  the  relative  behavior  of  slow  and  quick  setting  cements,  of  rich  and 
poor  mortars,  and  of  neat  cement  mortars  when  subjected  to  regauging. 

ScriesL*?. — This  series  gives  theratesof  increase  in  strength  of  two  samples  of  natural 
cement  from  ono  day  to  six  mouths  neat  and  the  strengths  with  one  part  sand  at 
twenty-eight  days  to  two  years.  The  two  samples  have  nearly  the  same  strength 
in  general,  though  one  is  28  pounds  stronger  at  five  days  than  the  other.  The  gains 
between  one  day  and  two  days  and  between  seven  and  ten  days  are  not  great.  Also 
there  is  apparently  no  gain  in  strength  after  three  months  within  the  limits  of 
time  used  either  with  neat  cement  or  half  sand.  The  results  maybe  plainly  seen 
in  the  diagram. 

Series  ;?S. — This  series  gives  the  results  of  a  few  tests  in  warm  water.  An  inspec- 
tion of  the  diagram  will  show  that  this  sample  of  natural  cement  when  mixed  with 
one  part  sand,  by  weight,  gained  as  much  strength  in  water  at  100^  F.  iu  ten  days  as 
it  did  in  twenty-eight  days  at  60°  F.,  and  that  the  strength  at  four  days  in  warm 
water  was  about  the  same  as  that  at  sovi'U  days  in  cool  water. 

Series  2.9. — This  scries  is  similar  to  28,  but  relates  to  Portland  cement.  Here  it  is 
seen  tliat  tho  cool-water  tests  are  above  the  warm  for  neat  cement  up  to  seven  or 
eight  days,  while  for  1  to  3  mortar  the  warm  tests  are  above  for  about  the  same 
length  of  time. 

Series  21. — This  series  deals  with  the  re|?auging  of  mortars,  as  do  25«,  25&,  and  26a, 
tho  one-year  results  having  been  added  since  the  last  report.  The  only  difference 
worthy  of  note  is  that  the  result  obtained  at  one  year  for  mortar  which  had  stood 
three  hours  without  regauging  is  somewhat  less  than  the  result  with  fresh  mortar. 
'I'll is  is  a])parently  more  severe  treatment  than  allowing  the  mortar  to  stand  five 
hours  Avhen  regauged  every  hour,  though  the  differences  are  not  great. 

Series  ;A?rf.— The  tests  recorded  in  Series  33,  under  the  heads  of  33a,  33&,  etc.,  were 
made  to  investigate  tho  effects  of  variations  in  the  methods  of  manipulation  and  the 
sul)S»'(iuent  treatment  of  the  briquets.  They  were  designed  to  relate  only  to  methods 
of  testing,  but  in  some  <'ases  the  results  indicate  the  proper  treatment  of  mortal's  for 
actnal  use.  At  the  time  of  starting  the  tests  there  were  four  molders  Avho  were  mak- 
ing bi  iqnets  interchangeably.  The  first  test  suggested,  then,  was  to  find  the  relative 
strengths  of  hri(inets  made  by  these  molders.  Three  of  the  molders  made  similar 
briipiets  ono  day  and  one  of  these  made  by  the  fourth  another  day.  It  is  seen  that 
similar  brii|uets  mado  the  same  day  by  difterent  molders  do  not  differ  much  in  strength 
but  that  briipiets  made  on  different  days  by  the  same  inolder  may  difter  considerably. 

These  four  molders  have  all  been  trained  in  thesame  way,  one  copying  from  another, 
and  the  inference  must  not  be  drawn  that  what  has  been  called  the  *'  personal  equa- 
tion'^ may  ho  disregarded  iu  comparing  the  results  of  different  exxierimenters  work- 
ing a])ait  (^veii  though  they  may  be  following  the  same  rules. 

Series  23b. — These  tests  Avere  originally  designed  to  show  what  difference  in  tensile 
strength  might  result  from  variations  in  the  consistency  of  tho  mortar,  the  briquets 
being  broken  at  the  usual  ages  of  1,  7  and  28  days.  But  they  were  extended  so  as  to 
indicate  whether  the  differences  so  obtained  would  exist  at  three  months,  six  months, 
etc.  These  tests  are  all  made  of  the  same  brand  of  natural  cement.  Tables  1  and  3 
and  Diagram  1,  made  from  these  tables,  show  that  for  neat  cement  the  absolute 
strengths  and  tho  variations  iu  strength  <lue  to  differences  in  consistency  are  about 
tho  same  at  seven  days  as  at  ono  day.  The  stiffest  or  driest  mortar  used  gave  the 
highest  resnlt,  and  the  thinnest  mortar  the  lowest,  except  in  one  case,  at  seven  days; 
tho  mortar  containing  36  ])vr  cent  water  gave  slightly  lower  strength  than  that  con- 
taining 40  per  cent.  The  twenty-eight  day  results  in  Table  1  exhibit  greater  varia- 
tions than  tho  ono  and  seven  day  results,  but  iu  Table  3  this  is  not  the  case.     The 
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three  months'  results  in  Table  1  indicate  that  the  differences  in  strength  dae  to  vari- 
ations in  consistency  are  rapidly  disai>pearinc  with  age. 

Tables  2  and  5  anil  Di.'^granis  13  and  3  give  tiie  rcsnlts  obtained  with  mortars  com- 
posed of  one  part  by  -weight  of  standard  sand  to  one  part  of  natural  cement.  It  is 
seen  that  at  seven  days  the  diifercncos  are  considcrabTo  and  that  the  mortars  made 
with  about  17  per  cent  of  water  give  the  highest  results;  at  twenty-eight  days  the 
dilVoronces  are  still  greater  (referring  to  absolute  strengtli  rather  than  percentages), 
but  the  maximum  strength  is  obtained  by  the  mortar  made  with  18  per  cent  of 
water;  at  six  months  t^ose  mortars  having  much  less  than  18  per  cent  water  have 
gained  comparatively  little  in  the  last  three  months,  while  those  containing  about 
22  per  cent  ^vater  give  the  maximum  strength,  and  the  mortar  containing  26  per 
cent  i:)  not  far  below.     Diagrams  4,  .5,  and  6  ])r(^scnt  tiiese  results  in  a  different  way. 

Tables  1  and  (>  and  Diagram  No.  7  show  that  in  tests  of  mortars  with  two  parts 
sand  to  one  cement,  the  highest  strength  at  twenty-eight  days  is  obtained  with  a 
ratli<>r  dry  mortar,  but  that  as  with  the  1  to  1  mortar  those  containing  alarge  amount 
or  v/ater  becomes  the  stronger  in  time — the  maximum  at  six  moutlis  and  one  year 
for  sample  10  R  being  obtained  with  about  16  per  cent  water  and  for  sample  15  U 
with  about  17  or  18  per  cent. 

Series  ;l>v. — These  tests  were  made  to  show  the  effect  of  using  cold  materials  and 
gauging  in  a  <"old  room.  Tables  1  to  7,  inclusive,  refer  to  natural  cement  and  Table8 
to  l*ortland.  The  results  of  Tables  1,  2,  and  8  are  plotted  on  Diagram  No.  I  and 
those  of  4  to  7,  inclusive,  on  Diagram  No.  2,  while  Table  8  is  plotted  on  Diagram 
No.  3.  The  curves  <are  all  numbered;  the  odd  numbers  refer  to  briquets  made  in  the 
c<dd  and  even  numbers  to  briquets  made  in  the  ordinary  temperature  of  65^  to  70°. 
In  general,  the  briquets  made  in  the  low  temperature  (above  freezing)  were  stronger 
than  those  made  at  (iT)^.  Sometimes  the  difference  was  not  very  great  and  sometimes 
the  warm  briquets  were  ahead  at  one  day  and  seven  days,  but  at  twenty-eight  days 
the  cold-mado  britpiets  were  nearly  always  in  the  lead/and  this  difference  held  good 
for  three  and  six  months.  The  latter  paVt  of  Table  2  indicates  that  if  the  briquets 
are  allowed  to  stay  in  the  cold  air  for  twenty-four  hours  or  more  it  tends  to  counter- 
act the  goo<l  effects  of  molding  in  the  cold,  and  this  conclusion  is  borne  out  by  other 
tests.  Thus  there  is  more  difference  between  curves  15  and  16  on  Diagram  2  than 
between  curves  17  and  18,  the  briquets  whoso  results  are  represented  by  the  former 
being  left  in  the  cold  air  twelve  hours  and  the  others  twenty-four  hours. 

Sev'ies  S.'kl. — It  is  often  the  cas(^  that  tests  are  conducted  in  a  room  where  no  spocial 
l>aiiis  are  taken  to  prevent  the  tem)>eraturo  falling  during  the  night.  Some  have 
claimed  that  low  temperatures  for  the  water  of  immersion  give  low  tensile  strengths 
and  others  have  considenMl  that  the  reverse  was  the  case.  The  tests  given  in  33d 
Avere  made  to  determine  this  question  for  some  of  the  natural  cements.  The  results 
given  in  Tables  1  to  5  are  collected  in  Table  6  and  wluTever  possible  results  on  sim- 
ilar mortars  have  been  combined.  Diagram  No.  1  shows  the  results.  It  would 
appear  from  this  diagram  that  for  briiiucts  made  from  this  brand  of  cement  and 
broken  at<7<la\8  it  makes  little  <lifferonco  what  the  temperature  of  the  water  of 
immersion  may  be  b<;tween  the  limits  of  50  '  and  70^  F. ;  that  it  is  possible  that  the 
britpiels  of  neat  cement  gain  a  trille  more  strength  in  water  at  38^  F.,  and  that  both 
neat  cement  and  1  to  1  mortars  gain  a  trille  more  in  water  at  8(P  than  thoy  do  in 
temperatures  betwe<-n  the  above-named  limits.  IJetween  fourteen  and  tweuty -eight 
days  the  neat  cement  mortar  gains  very  litth?  if  kept  in  n  tem])erature  lower  than 
GO^,  but  in  water  above',  that  temperature  the  gain  is  in  a  way  proportional  to  the 
temperature.  The  1  to  1  mortar  gains  very  little  in  this  interval  if  kept  in  water 
at  3iS '  F.,  but  the.  gain  increases  with  the  temperature  of  tho  water.  At  two  hun- 
dn^l  antl  twenty-eight  davs  it  seems  to  make  little  ditlerence  what  tho  temperature 
of  tlw  w.it(;r  is  between  the  limits  of  88  ami  50,  but  th«  gain  inereases  with  tho  tem- 
pera tnn^  if  above  50  .  The  gain  of  the  1  to  1  mortar  between  seven  and  twenty- 
eight  <lays  is  Miiall  in  water  at  38-  F.,  but  the  gain  increases  rapidly  as  the  temper- 
atiire  of  the  water  is  increased. 

Talue  1  anil  Diairram  2  give  the  results  at  seven  days  with  five  samples,  two  of  the 
8ani])h's  being  ofthi'  same  brand,  llereit  is  also  seen  that  for  neat  cement  at  seven 
days  tho  strength  is  ])raeti«'ally  the  same,  whatever  may  be  the  temperature  of  the 
mortar  of  immersion  between  the,  limits  of  50^  and  70-.  Tables  8,0,  and  10,  and 
Diagrams  ;>,  I,  an<l  5,  show  the  results  obtained  with  longer  time  tests.  The  briquets 
wlnjse  resnlls  are  given  in  these  three  tables  were  in  tanks  containing  many  other 
briquets,  and  tlie  water  in  the  tanks  was  not  ehanged  frociuently  enough  to  insure 
it  bfing  constantly  fresh.  These  rcrsults  must  therefore  be  t«aken  with  some  allow- 
aneo,  but  it  would  appear  that  tlu^  tlilferences  in  strength  duo  to  variations  of  15->  Iq 
the  water  of  immersion  an?  not  very  great.  In  all  cases  the  warmer  water  gave  a 
souK'what  higher  stn-ngth  at  three  numths. 

The  briquets  whose  results  arc  given  in  Table  11  were  immersed  in  tanks  in  which 
the  watt'r  ha<l  become  stale  from  long  use.  It  is  seen  that  tank  **l.'*'  gave  much 
lower  results  ami  tank  **U"  higher  results  than  w<mld  be  expected  from  their 
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respective  temperatures.  It  is  thus  apparent  that  to  have  the  water  in  the  tanks 
renewed  frequently  is  of  even  greater  importance  than  that  the  temperatures  should 
he  the  same. 

Series  S3f. — It  is  the  general  practice  to  leave  the  briquets  twenty-four  hours  in 
moist  air  before  immersion,  but  this  practice  is  sometimes  departed  from.  Briquets 
to  be  broken  at  one  day  are  generally  immersed  as  soon  as  set  hard  enough.  This 
series  gives  the  results  obtained  by  immersing  at  different  lengths  of  time  .after 
molding.  The  diagram  indicates  that  varying  the  treatment  in  this  regard  may 
affect  different  mortars  differently,  but  as  in  all  cases  the  curves  are  nearly  hori- 
zontal between  twenty-four  and  forty-eight  hours  it  would  seem  that  this  were  the 
best  length  of  time  to  allow  in  moist  air,  since  then  a  slight  variation  in  the  specified 
time  of  immersion  would  result  in  little,  if  any,  difference  in  strength. 

Scries  33g. — This  series  was  made  to  show  whether  it  was  important  that  the  air 
in  which  the  briquets  are  stored  for  the  usual  twenty-four  hours  should  be  kept  moist. 
It  would  seeiu  that  the  drier  the  briquets  are  kept  for  the  first  twenty-four  hours 
the  higher  will  be  the  strength  at  seven  days.  With  briquets  of  1  to  1  mortar  the 
difference  seems  to  be  very  small,  but  somewhat  greater  for  neat  cement  briquets. 

Sei'ies  33h. — It  is  generally  sup])08ed  that  variations  in  the  method  of  filling  the 
mold  is  the  causci  of  the  greatest  discrepancies  between  results  of  different  operators. 
To  indicate  whether  this  is  the  case  the  briquets  in  this  series  were  all  made  in  the 
same  way  in  the  particulars  of  gauging  and  of  the  final  finishing  of  the  briquets ;  that 
is,  they  were  all  pressed  heavily  on  top  with  the  trowel;  but  half  of  them  were  made 
in  the  usual  way  by  putting  small  amounts  of  mortar  in  the  mold  at  a  time  and 
pressing  down  each  layer  either  with  fingers  or  trowel,  while  the  other  half  had  little 
work  expended  on  them  except  the  final  pressure  on  top.  The  results  would  seem 
to  indicate  that  these  variations  in  method  did  not  make  important  differences  in 
the  strength  obtained  at  seven  and  fourteen  days,  but  the  tests  are  but  few  and  do 
not  deserve  great  weight. 

Series  3Si. — The  briquets  of  this  series  were  all  made  in  air  of  the  same  tempera- 
ture, but  the  temperature  of  the  cement,  sand,  and  water  varied,  being  about  35° 
F.  for  part  of  the  briquets  and  about  65^  for  the  others.  From  these  experiments  it 
can  not  be  said  that  such  a  variation  as  30^  in  the  temperature  of  the  materials  affects 
the  strength  of  the  briquets  so  long  as  the  temperature  of  the  air  is  constant. 

Scries  35  and  35a. — These  series  are  similar  to  Series  30  given  in  the  last  annual 
report,  and  refer  to  the  mixing  of  Portland  and  natural  cements.  The  cont*-lusiou 
reached  for  Series  30  was  that  the  full  strength  of  the  two  samples  was  not  developed 
when  they  were  mixed.  In  Series  35  two  different  samples  are  used,  and  the  results 
obtained  at  one  year  indicate  that  the  mixture  develops  fully  as  much  strength  as 
the  mean  of  the  Portland  and  natural  separately.  Series  35a  points  to  a  similar  con- 
clusion. Series  35  and  35a  are  made  with  the  same  brands,  bnt  with  different  sam- 
ples. 

Series  37. — Among  many  tests  made  with  hot  water.  Series  37  gives  a  few  of  those 
made  to  determine  the  effect  of  variations  in  treatment  before  immersion.  "When 
the  temperature  of  the  water  of  immersion  was  60°  C.  the  highest  result  at  seven 
days  was  obtaiued  by  leaving  the  briquets  twenty  hours  in  moist  air  and  four  hours 
in  the  vapor.  The  nine-day  results  indicate  that  it  makes  little  difference  whether 
the  briijuets  are  left  t<!n  hours  or  twenty-four  hours  in  moist  air,  or  zero  or  four 
hours  in  vapor.  For  80^^  C.  the  highest  results  were  obtained  by  immersing  at  the 
end  of  twenty-four  hours. 

Series  3S. — This  series  gives  the  results  obtained  by  immersing  in  hot  water 
bri(iuets  from  several  brands  of  natural  cement.  It  is  seen  that  all  but  the  **Bn'' 
brand  stood  a  teni])eratMre  of  60*^  C.  fairly  well,  and  this  was  the  only  sample  which 
gave  a  very  low  stren<|th  tested  cold  at  two  years.  The  only  sam]>lo  which  stood 
well  a  temperature  ot  80^  C.  was  the  "An''  brand.  It  appears  that  for  80°  G.  the 
briquets  should  not  be  subjected  to  the  vapor  more  than  three  liours. 

Series  40. — This  series  gives  the  rate  of  increase  in  strength  of  a  certain  sample  of 
natural  cement  mixed  with  1,  2,  and  3  parts  of  standard  sand.  It  appears  that  the 
1  to  1  mortar  gains  very  little  between  five  months  and  nine  months  and  that  the 

I  to  2  and  1  to  3  mortars  gain  nothing  between  four  months  and  ten  months. 

*  Series  45.  —  It  is  a  common  practice  to  heat  the  materials  for  making  mortar  when 
working  at  a  temperature  below  32*^  F.  It  has  been  questioned  whether  this  was 
good  pru<tice.  Series  45  gives  a  few  results  on  the  subject.  Line  1  in  the  table  is 
from  l)ri(|u<ts  maile  of  mortar  which  at  the  time  of  making  was  considered  too  dry 
and  those  in  line  2  had  more  water  added.  As  in  all  other  respects  these  two  cases 
were  tlie  same  the  higher  strength  of  No.  1  indicates  that  the  mortar  should  not  be 
very  moist  wlien  work  is  d(me  in  low  temperatures;  this  result  might  have  been 
predicted.  Comparing  2  with  4  and  3  with  5  shows  the  same.  Comparing  the  mean 
of  2  and  4  Avitli  the  mean  of  3  and  5  and  the  mean  of  8  and  10  with  the  mean  of  9  and 

II  it  appears  that  with  either  1  to  1  or  1  to  2  mortar  it  makes  little  difierence 
whether  the  materials  are  heated  when  the  mortar  is  to  be  exposed  to  the  open  air. 
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Comparing  (>  with  7  nud  12  witli  13  it  appears  that  for  both  1  to  1  and  1  to  2  mortan 
it  is  somewhat  hotter  to  heat  the  iiiat^rialp  when  the  mortar  is  to  harden  in  cold 
water. 

Series  40, — This  series  is  similar  to  45,  hnt  refers  to  natural  cement.  It  appears  that 
in  all  cases  a  better  result  was  obtained  by  heating  the  materials.  It  slioulfl  be 
noticed  tliat  the  brifiuets  hardened  in  cold  water  developed  but  little  strength. 

Series  riO, — Tliis  series  was  made  to  show  the  relative  eftects  of  exposing  the  briqnet« 
to  the  dry  air  of  a  room  to  harden  and  of  immersing  them  as  usual.  The  resnlts  in 
an^  given  Hue  of  the  table  are  from  briquets  made  in  the  same  way,  part  of  them 
being  immersed  in  water  at  a  temperature  between  60  and  70*^  F.  "while  the  rest  were 
put  on  shelves  in  tlio  laboratory.  Diagram  No.  1  shows  that  for  this  sample  of  natu- 
ral cement  more  strength  is  attained  in  three  months  in  the  dry  air  than  in  water, 
but  the  six  months'  results,  which  are  not  plotted,  reverse  this  conclnsion  for  neat 
cement.  Diagram  2  is  from  the  results  given  in  lines  three  and  four.  It  is  seen  that 
for  this  brand  of  Portland  cement  a  1  to  1  mortar  gives  higher  results  in  dry  air  at 
seven  days,  but  between  the  ages  of  three  weeks  and  thr^  months  there  appears 
to  be  little  dift'erence  whether  the  briquets  have  hardened  in  dry  air  or  in  water:  at 
six  months  the  dry  air  briquets  are  again  ahead.  A  1  to  2  mortar  seems  to  gam  a 
trille  more  strength  in  air  than  in  water,  at  least  up  to  six  months. 

Diagram  No.  \^  shows  that  this  sample  of  natural  cement  will  not  harden  well  in 
dry  air.  The  two  curves  are  about  the  same  at  twenty-eight  days,  but  the  briqnets 
in  dry  air  gain  nothing  between  twenty -eight  days  and  three  months.  Diagram  No. 
4  shows  that  this  sam]de  of  Portland,  R,  18K,  behaves  well  in  dry  air.  It  would 
also  api)ear  that  the  amount  of  water  required  to  ^ve  the  best  results  follows  abont 
the  same  law  whether  the  bri((ui*ts  are  hardened  m  air  or  water. 

Series  /ila — Series  51  is  similar  to  Series  33,  dealing  with  variations  in  manipula- 
tion.    Like  Series  33  it  is  divided  into  several  parts,  called  51a,  51b,  ete. 

Series  51a  corresponds  to  Series  33b,  referring  to  variations  in  consistency  of  the 
mortar.  Diagram  1  gives  the  results  of  Table  1,  obtained  with  neat  cement  mortar 
of  brand  "  Ln.'-  The  diirerences  due  to  consistency  are  greater  than  those  obtained 
in  Series  33b  for  neat  cement  mortar,  and  these  diil'eren<'es  do  not  seem  to  diminish 
with  age  up  to  three  months,  the  limit  of  this  experiment.  Diagram  No.  2,  fkt>m 
Tables  2  and  3,  shows  that  for  1  to  1  mortar  the  difterences  do  not  diminish,  but 
rather  increase  with  age  up  to  three  months,  and  that  the  thinner  mortars  f^ain 
more  with  age  than  do  the  stilV  ones,  so  that  while  15  per  cent  water  gives  the  mazi- 
luuni  strength  at  seven  days,  20  per  cent  giv<»s  the  maxium  at  three  months.  With 
the  1  to  2  mortar  the  maximum  strengths  are  obtained  at  seven  days,  twenty-eight 
days,  and  three  months  by  8A,  lOA,  and  12i  prr  cent  of  water,  res])ectively,  and  in  tnis 
case  also  the  ditfcrenccs  obtained  at  seven  days  do  not  diminish. 

Diagrams  3  and  1,  from  Tables  4  and  5,  give  the  results  obtained  with  fivo  samples 
rei)reBe]itiiig  tliret;  brands  of  natural  cement.  The  curves  in  the  diagram  are  under- 
lined at  the  ])oints  where  the  mortar  was  of  the  consistency  ordinarily  used  here 
for  briquets.  It  is  seen  that  the  maximum  strength  at  seven  and  twenty -eight  days 
is  slightly  to  the  let!  of  this  point ;  that  is,  that  a  trille  stiftermoiiar  than  that  "which 
is  considered  right  for  briquets  would  give  Komewhat  higher  results  at  seven  and 
twenty-eight  days.  It  is  also  apparent  that  all  brands  are  not  afl'ected  alike  by  given 
difiercnces  in  consistency;  sample  («n  81K  being  atiected  the  least  and  lln  *2*>8  the 
most,  by  given  variations  in  the  amount  of  water  used. 

S(ri(S  '>lh. — This  series  is  similar  to  ,33d.  and  refers  to  the  temperature  of  the  water 
in  Avhich  the  bri<iuets  are  stored.  Diagram  No.  1,  from  Table  1,  might  well  bo  studied 
in  iounection  with  Diagram  1  of  Seri<'s  33<1.  The  former  is  more  complete,  as  it 
includes  one  day  and  two  months  tests.  At  <me  day  the  coldest  tank  gives  the  high- 
est result,  at  seven  days  there  is  little  dillerence,  due  to  temi»erature,  but  at  fourteen 
and  twenty-eigiit  days  the  warmer  tanks  are  ahead,  with  little  ditference  between 
40  and  bO-^  while  at  two  months  the  curve  becomes  a  straight  line,  or  th<^  strengths 
vary  directly  as  the  tem]M!rature  between  the  limits  of  10-'  and80^.  Diagram  No.  2, 
from  Table  *J,  shows  a  similar  result  for  another  brand,  excej>t  that  for  this  sample 
it  <h)es  not  a])]>ear  that  a  tenij)erature  as  high  as  80^  C.  is  desirable.  This  result  may 
]>ossihly  he  due  to  some  otlur  cause  than  temperature,  though  with  the  metho<l  of 
making  the  briipiets  it  is  not  a]iparent  how  another  element  could  enter  to  such  an 
extent. 

Diagranj  3,  from  Table  3,  shows  a  similar  result  for  mortar  made  with  one  part 
sand.  ex<e])t  that  at  vseven  days  the  higher  tanks  gave  slightly  higher  results  than 
the  ci»ld  ones,  and  at  two  monihs  the  strength  attained  in  80-'  is  soujewhat  lower  and 
than  attained  in  40-  is  somewhat  higher  than  thev  should  be  to  make  the  strength 
vary  directly  with  the  tem])(?rature ;  in  other  words,  there  are  indications  that  the 
(lifferences  in  strc  ngth  due  to  differences  in  t<'mperaturo  reached  a  maximum  at  or 
before  two  months.  Diagram  4,  from  Table  4.  gives  th<*  results  obtained  with  1  to 3 
mortar.  The  curves  are  similar  to  th<'  ])reviou8  ones,  except  that  it  appears  that  the 
maximum  diirerence  had  not  yet  been  attained  at  two  numths;  the  two-months' curve 
is  similar  to  the  twenty-eight-day  trurve  in  Diagram  1. 
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Series  51c. — This  series  shows  the  effect  of  leaving  the  briquets  in  moist  air  differ- 
ent lengths  of  time  before  immersion  and  is  similar  to  Series  33f.  In  Table  1  five  of 
t'ach  set  of  briquets  were  broken  directly  from  the^lamp  closet  at  ages  varying  from 
twenty  hours  to  five  days,  and  the  other  five  were  immersed  until  they  were  seven  days 
old;  it  was  thus  iuipossii)lo  to  determine  how  much  the  briquets  gained  or  lost  by 
immersion.  It  appears  that  for  the  sample  used  neat  briquets  suffer  a  loss  of  strength 
by  immersion  which  thoy  do  not  regain  for  some  time.  Thus  briquets  broken  at 
twenty  hours  without  immersion  were  a  trifle  stronger  than  those  broken  at  seven 
days  which  had  been  immersed  for  the  last  six  and  one-fourth  days.  With  briquets  of 
1  to  1  mortar  it  appears  that  if  immerse^  at  the  end  of  four  days  they  gain  by  the  extra 
three  days'  age  just  about  the  loss  due  to  immersion  and  if  immersed  ealier  than  that 
the  gain  is  greater  than  the  loss,  while  if  immersed  later  the  gain  is  not  equal  to  the 
loss.  Table  2  and  the  diagram  show  that  for  neat,  1-1  and  1-3  mortars  the  strength  at 
seven  and  twenty-eight  tfays  is  greater  the  longer  the  briquets  are  allowed  to  remain 
in  the  moist  air  and  that  the  effect  is  greatest  on  neat  cement  mortars. 

Series  51(1. — Tliis  series  is  similar  to  33g,  and  shows  the  effectof  varying  the  amount 
of  moisture  given  the  briquets  the  first  twenty- four  hours  after  made.  First  it  may 
be  said  that  good  results  are  not  obtained  by  immersing  the  briquets  as  soon  as 
made.  As  to  whether  they  shall  be  kept  in  dry  or  moist  air  for  twenty-four  hours, 
the  dittercnce  in  strength  at  seven  and  twenty-eight  days  due  to  such  variations 
seems  to  be  small.  At  twenty-eight  days  the  briquets  kept  in  moist  air  for  twenty- 
four  hours  are  in  the  lead,  as  are  the  seven-day  briquets  of  neat  cement.  Mortar 
briquets  broken  at  seven  days  seem  to  reach  a  slightly  higher  strength  if  kept  in 
dry  air.  These  conclusions  are  not  entirely  in  accord  with  those  deduced  for  series 
33g,  but,  as  said  above,  the  variations  in  strength  are  not  large. 

This  report  concerning  dredging  operations  has  been  prepared  by  Assistant  Engi- 
neer Joseph  Kipley,  who  has  had  special  charge  of  this  part  of  the  "work. 

DKEPENIXG    CANAL    PRISM. 

This  work  consists  in  the  removal  of  about  280,000  cubic  yards  of  material,  prin- 
cipally Potsdam  sandstone  in  situ,  so  as  to  deepen  the  water  in  the  canal  above  the 
lock"  to  25  feet.     The  general  depth  of  cutting  is  nearly  9  feet. 

The  time  for  finishing  the  work  has  been  extended  from  Juno  30,  1894,  to  July  1, 
1895. 

Under  contracts  dated  July  14,  1892,  Messrs.  Dunbar  and  Sullivan  have  worked 
from  1  to  5  dredges  and  2  drill  boats. 

I.ast  September  they  finished  dredging  the  north  half  of  the  canal.  The  raft  bars 
Avere  then  swung  at  17  feet,  to  assure  the  safety  of  passing  boats. 

I)re<lging  was  discontinued  for  the  winter  December  13  and  resumed  again  March 
16.     Four- fifths  of  the  total  area  of  860,000  square  feet  has  been  dredged  over.  . 

Summary  of  dredging. 


Date. 


Aiipust.  1892.  to  Juuc  30.  1893 
July  1.  1393,  to  Jiinr  30,  1894.. 


Section  1,  rate  $1.53  ;  Section  2,  rate  $1.47 
per  cul)i(;  yard,  bank  .  per  cubic  yard,  bank 
moasurcnrcnt.  I      ineaHureuient. 


Scow 
measure- 
ment. 


Chi.  yds. 
49, 220 
50,944 


Estimated 
bank       ! 
measure- 
ment. 


Cu  yds.  ' 
33,730  1 
38,  .346 


Scow 

meaanre- 

niont. 


Cu.  yds. 
77, 512 
109, 654 


Estimated 

bank 
measure- 
ment. 


Cu.  yds. 
48,774 
62, 177 


Summary  of  drilling. 


Section  1. 


Date. 


AogUHt,  1892,  to  June  30.  1893 
July  1,  1895,  to  June  30,  1894  . . 


nole.s 
drille<l. 


1,865 
2,361 


Dynamite 
used. 


Pound*. 
25,565 
35, 330 


Section  2. 


Holes      I  Dynamite 
drille<l.    i      used. 


5,865 
5,156 


Pounds. 
83, 320 
75, 755 
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Series  2a. —  Values  of  different  vnriet'ies  of  fine  sand  for  Portland  cemtmi  mortar. 


Refer- 
ences. 

Sand. 

Parts  to 
lof 

Six  mc 

mtha. 

Kind. 

Fineness. 

Date 

made 

(March 

1893). 

d 

Water 

(per  cent 

of  dry 

Strength. 

1 

Number 

a 

cement. 

c 

ingre- 
dients). 

e 

Mean.       Highest. 

/    !     0 

1 

Pounds,  .  Pounds. 

Lowest. 

aver- 
aged- 

h 

h 

{ 

Pounds, 

1 

P.P. 

Pass  40 

1 

6 

U 

715 

776 

638 

10 

2 

\VM\ 

Pass  40 

1 

6 

14.5 

CG4 

717 

623 

10 

:j 

L.  S. 

Pass  40 

1 

6 

18.25 

721 

777 

628 

10 

4 

L.  S. 

40-100 

1 

G 

17.5 

753 

816 

0B8 

10 

T) 

P.  P. 

Pass  40 

2 

10 

12.4 

491 

509 

480 

5 

0 

W.  P. 

Pass  40 

2 

10 

12.7 

442 

476 

417 

6 

7 

L.  S. 

Pass  40 

2 

10 

17.7 

531 

580 

454 

6 

8 

L.  S. 

40-100 

2 

10 

17 

597 

640 

654 

6 

9 

P.P. 

Pass  40 

2 

9 

12.4 

460 

504 

410 

5 

10 

W.P. 

Pass  40 

2 

9 

12.7 

420 

440 

400 

6 

11 

L.  S. 

Pass  40 

2 

0 

•16.5 

552 

891 

G38 

6 

12 

L.  S. 

40-100 

2 

9 
Trifl 

*15.8 
e  dry. 

591 

620 

551 

5 

Sei:i?:s  3. — Strength  of  mortars  and  fineness  of  seven  brands  of  natural  cement, 

[llesults  in  any  sin^h;  cohiiiin  which  boar  the  same  letter  are  i^on\  briquets  made  tho  same  day  and 

inimerscd  in  the  same  tank  until  broken.] 


Onu'nt. 


Fineness (per 
cent  passing). 


Tensile  Ktrength  (pounds  per  square  inch). 


liraiid.    'Sam])le, 


Cn 
An 
Fn 
Dii 
En 
(In 
Hn 


Sieve 

No.  100 

(holes 

0.0065 

inch 


Sieve 

No.  120 

(holes 

0,0046 

inch 


squ.ire).  square) 


14s  1 

87.7 

76.3 

[.'is  ! 

80.6 

80. .'{ 

19h 

87.8 

80.7 

9.S 

7i>.  9 

73.9 

irm 

87.1 

80 

18s 

89.9 

80.  T) 

lOs  , 

74.5 

69.8 

es 
I'- 


149c 
157c 
120c 
89a 
114c 
12()o 
101b 


00 

C4 


152c 
173c 
185c 
257a 
194c 
166c 
263b 


Neat  cement. 


c 
o 

B 

rs 


231a 
241a 
290a 


1  i>art  sand 
i  to  1  cement  (by 
I       weight). 


a 
o 
a 


.346b  , 
399a  . 
310a  ' 
280b  I 
315a  I 
345a  i 
396a  , 


»4 


464a 
462b 
333a 
276a 
353a 
332a 
333b 


eS 


if 

•a 


384b  ,   140a 

549a  ! , 

343a  :  117a 


2830 
362a 
379a 
447a 


U9a 
117a 
133a 


18lb 
208a 
223a 
274b 
224a 
222a 
189a 


('jMiK-nt. 


Tt-nsilc  8trcn;rth  (iK)unds  per  square  inch). 


Brand.     Saniph 


Cn 
An 

Fn 

Dn 

En 

Gn 


148 

i:!8 

198 

9.S 

15» 

18rt 
10m 


^  ^'""'^b^wJight';^"'''"*  '-'  i'"^^"  "^"^^  *"  ^  ^•^'""•"*  <^'>'  ^^•^•'«^'*>' 


5  of  sand  to 
1  of  cement. 


« 


469b 
537a 

427a 

411b 

384a 

416a 
377a 


467b 
47r>a 
373a/ 1 
4:;7bS' 
421b  I 
322a/ 1 
353b  N 
321a,» 
331bN 
373a  ; 


U 
71 


394  b 
478a 

477a 

35-ic 

3Haa 

l-.Ofia 

:;79a 


00 


139a 
109b 

131a 

171a 

114a 

189a 
8  lb 


o 


n 


304a 
222a 
212b 
2.{7a 

28Sa 

i:>ia 


99 

a 

^^ 
^•« 

c 
o 


8i>a 


330b 

342a  '  2'81a 

-'^^    >  303hs 

222b  I  278b  I 

o-r,„    S  240a < 

-'••^  ,>  276bs 

.,--.    S  239a/ 

-'"^    f  275bs 


90a 


0* 


270a 
268a 
221b  I 
224a 

223a 
139a 


a 
o 


189a 
123a 
104a 
126k 

I55b 


186a 
144a 
Ilia 
141a 

141b 
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18 
21 

sud. 

i 

1^ 

I 

1 

1 

s 

IT 

1 
1 

i 
1 

Ftrcrat 

1 

1 

sE 

II 

1 

1 

1 

5 

i' 

% 
I 

i 

tS: 
V": 
?■?: 
S;l: 

Std. 
S.  H. 

i 

r 

d 

' 

/ 

IT 

A 

.  ( 

■J 

6 

U             9 

M      1       3 

M    1     a 
I    1     ! 

U     1       s 

IS.* 

ie.7 

IS.  4 

ill 

11.S 
16.4 

li 

It.  4 
18.3 

ill 

ljc«.".". 

1i 

18 
11 

a^ 

SIS 

BSD 

m 

E2B 

1 

llro 
ISO 

i 

SOB 
Mo 

i 
1 

3S0 

n 

M 

00 

s 

H 
U 

1 

M 

20-30 

321 

404 
320 

B3S 
280 

1 

a 

+  3.S 

—  B.fi 

+20 

+40 

+  11 

Trifle  dry— 1  lirlquet  Iwlov  100  BMind*.  I  TrUa  irj.  ;  Uorlar  pi 

§  Ibriqaot  below  100  ponnd*. 

: C.  Q.  muuu  craahed  qnvii.    F.  F.  muns  f^om  Folot  aox  Plni,    L.  S.  nwui 

Tiffi.    8.  S.  muna  uDditime  KTMalnEi.    Btd.  nuui  ataadird  und. 

iru.— Ex  preaBion  10-30  meuu  pMilnc  No.  M  alevc  and  tailing  to  piH  If  o.  30,  eta. 

t  rach  o(  20-80.  30-40,  40-60,  and  KMlO. 

ENG  94 146 
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..d. 

=  5 

TeuKllo  tlroDfth. 

i 

i 

lilt 

1    it     ^* 

j 

S. 

i 

|l| 

1 

a 

Renurb. 

c: 

U! 

£          1* 

* 

-1 
/ 

:a 

d    ;  3 

~7 

a 

tJ 

"T~ 

7i«" 

/.6*.;«i.' 

CO. 

u 

28.0.J.. 

281 

3U      »«  1     S 

H 

Rather  dry. 

c.g. 

M 

2M    ■J40  !    a 

R 

p.p. 

3  ^  12  5 

H 

K 

1'.  p. 

yi 

206 

5 

L.S. 

u 

s    lais 

11,  3U 

!>e  <  nj-K 

*2D  I  394      10 

N 

R 

Trl|flB,itj.pl» 
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Series  31. — Effect  of  regauging  Portland  cenient  mortar. 
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Series  33t>. —  rarialioni  in  oontiitencg  of  mortar — Continneil. 
Tablb  3. -neat  natural  CEMENT  MOBTAR. 
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Wfc. — Varialiotia  in  ivntUtcncs  ofmorlar. 
—SEAT  XATCRAL  CEMENT  MORTAR. 
[Sample  31R,  brand  Gn.] 


^ 

Tanslk  BtreDeth,     I 

s 

1. 

il 
1 

1 

1 

i 

1 

i 

i_ 

il*! 

l_ 

^... 

~r 

189!^      ! 

i-6.. 

» 

loiai  1  l!'y-' 

"i- 

Ml 

ool   s;  8 
60  i    :; ,  s 

5 

V,rj-  dry  and  bant  to  gaage. 

32 

10,    1  1  ld»j-.. 

M 

M 

CoiiaUteacy  abuut  right. 

36 

10,    1  1   1  c  »v  -  ■ 

24       -.'  1    S      li 

Molnl. 

10 

10     1     Kay.. 

21) 

29      2      s  !  r 

Very  moist. 

28 

10.    1  '  Tkjh. 

70  ;    4      N 

30 

10,     I  ■    7  llRVS  . 

58       4  1    8 

33 

10    1  ,  7  d.i-  . 

<B 

3« 

10.3    !  Ti-y«. 

34 

27       4  '   S 

U 

Sani>taH4. 

40 

10,         7.  .J.. 

U 

M 

lo:       j  !8  lay. 

IM 

lee  1   2  '  s 

8a"«aai: 

3U 

10.   1     IMilays 

lUj    2 

S 

V 

Same  as  2. 

33 

10.   I  1  28.1«y. 

V 

SanioaaS. 

3« 

10.    I     airtuja 

M 

BO 

Ti :  2 

Sain<.aa4. 

10.    1     Ktday* 

7i 

7« 

74,    2 

S 

u 

Samo  on  S. 

!CS 

10.31  I  3moa.. 

Samoail. 

30 

ISO 

im 

140  i     3 

Samoa.  2. 

lo)   1  !  amoaii 

194 

133       2 

T 

n    Sameii<i3. 

3a 

lo:   1  i  SmoK.. 

IM 

110      2 

^ 

10.31 

3TU.,.., 

137 

100 

64       2 

T 

V 

SameuS. 

iTAKDARU'  SAND. 


3li™'"  ■ 

i  Omoii   " 

1  Is 

.  Omo.... 

163  ,    199  ,    188 


260  I    298  I    27: 


1- 

7<'iimul«nireaiiiiurf<ionufl>ri<iiiela 

wheuflniibHl. 

V 

Too  i».i|gt  to  ouoipacl  oiMpt  by 

KU™'elvm<i'jr  molV.™BlM  .t 

V 

lino  niKMllitn  and  aniDOtbwl  off 

I' 

SamBn.l. 

V 

V 

Sami-»1. 

u 

Snina  na  2. 

D 

Saino  ai  3. 

IT 

■■' 

i)ry;    lltlio   mol.limi  un  aurfue 

LrlllHBtH. 

r 

SBiuuaii3. 
KiiiiiD  a.  4. 

i; 

Same  n«  i. 

Kan>onH2. 

V 

Hami'  an  4. 

V 

Hnnu'  HH  B. 

Sanx'  a.  £. 

ffiUBK  u  IT. 

V 

Saxio  ai  3. 

Same  u  4. 

HameaaS. 

: 

KaiBit  M  a. 

I 

S«mcn-17. 

IT 

SanipB.:!. 

■ 

" 

Hami-alt! 

APPENDIX   U  U — BEPOBT   OF  COLONEL   POK.   . 
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SKniKa  33i. —  rarialione  in   coviiileacy  of  •mortar — Continnod. 
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[Cement  uinplo  ISit,  braml  Gu.) 
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SkKies  3M.—  Variation*  in  temperature  of  iniMiciiiiMff  (anis. 
Tadi.k  l.—NATCKAL  CEMENT,  SEVEN  1>ATS. 
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Seuik.^  35. — Strength  of  mortar  made  of  mixture  of  Portland  und  natural  cementM, 
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Sekikb  51a. — Varialiona  in  conaiiteacy  of  mortar — Continued. 
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WHICH    KACE 
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I'KiTEi)  States  Knci-veer  Okkice, 

Saull  Sle.  Harie,  Micli.,  Mag  17,  1894. 

nlonte  witli  yonr  dircctione,  to  make  tlio  following 

rry  at   Kcllcys   iKlaiitl,  used   by  Hngliea'JIroH.  Sl 

Tor  the  800-li)ot  lock,  iinilev  tlicir  contract  <lat«d 


liiiUKS,  forubl:iiiiing  Tui 
February  n,  JSn  : 

No  anient  111'  llni  I'tiitcil  Stales  lioving  been  i.l 
fItniiiK  it"  I'li'Krrss,  lln'  records  at  tliiK  aflice  of 
.subject. 

Tbo  foHoiviuK  leport,  tliernfore,  ia  coinpilort  from  tlie  rccorilB  of  tbiu  olGce;  from 
tlieiiotoit  uuilobacrvntioDKuf  AssUtatit  ICn^iiiccr  E.  S.  Wheeler  wliiloiiiRportingtbat 
qiiarr; ;  from  the  gt-olojcical  Hurvcy  of  Obio,  to  which  Stnto  this  islaix!  belon^B,  and 
very  liirf^ely  IVom  iaformatloit  obtained  from  Hngbi'S  Bros.  &.  Uauga,  who  very 
kinilly  olieied  to  kIvo  any  iiifomiation  on  the  Bubjntt  at  tlicir  disposal. 

Kelleys  ].st;iiiil  coiitaiiis  apparently  alHiut  5  sqiiaru  uiiles,  ila  iivenige  dimeusioiia 
heiiig  alioiit  21  milcN  long  ami  i  miles  wide,  vitli  a  distance  of  less  tlian  4  miles 
beln-wii  any  two  pnints  on  it.  It  is  sitnated  ncsr  the  brad  of  Lake  Erie,  nbont  10 
miles  friini  SniiiliiHky,  and  directly  north  of  it.  The  sliortcBt  Hailiitg  distance  from  it 
to  Jirtmit  a|ip[-:ii'K  ti>  ln'  abont  iij  luik'H,  accordinjf  to  Ibc  lake  survey  ciiarts;  from 
it  to  Sanlt  Str.  Marie,  '110  miles. 

'I'bi- NiN'laci' i>f  the  island  is  rompnralively  level.  Iwing  abont  16  fcot  above  tjie 
li'vi'l  of  tln'  Irike.  except  attlic  northern  portion  <if  it,  which  >«  tbo  moat  elevated, 
ait<l  ivlierr  a  :.iii;il)  local  Kommit  rises  to  a  Iieigbt  of  60  feet  aliovc  the  lake  level. 

Till.' eat  ill'  island  ih  lomposed  of  Coniifcroiis  limestone,  as  it  lies  in  Ihn  line  of  the 
belt  of  oiiti'i'op  »r  this  fonaation,  which  piinKcs  nortliward  throagli  Colnmbns,  Pcla' 

Only  the  lower  or'colambns  division  of  tlio  Cor 
nppirr  or  l^andnsky  liiac.itone  havinj;  been  entirely  removed. 

Ou  the  smiill  Kumniit  previously  mentioned  there  is  a  flue  displi 
inga  desei'vin;;  taorc  than  paRsing  notice,  from  the  fact  tbut  tbcy  are  iitBcriuiiu  ua  me 
vei'tieal  as  well  as  boriy.ontal  snrfaccH. 

The  liMicstime  mi  Kelleys  Island  is  ricb  in  fossils,  and  fnriiis]ie»  a  large  mimber  of 
th«  dwrueturistii:  ouca  of  the  Coruiferous  group,  many  being  of  l&rge  dimouaio&s. 


niferons  liinostoue  is  shown,  the 
removed. 

of  glitcial  mark- 
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In  its  vicinity  it  is  perhaps  only  exceetled  in  the  quantity  and  size  of  its  foasils  by 
Middle  Island,  which  lies  within  Canadian  territory,  contains  about  70  acres,  rises 
but  littlo  above  the  level  of  the  lake,  and  is  of  the  same  formation.  On  this  island 
the  observer  seems  to  be  standing  on  an  ancient  coral  reef,  containing  a  large  num- 
ber of  species,  many  of  which  are  of  gigantic  dimensions.  Some  of  these  grew  in 
dome-shaped  masses,  like  the  Astreas  and  Meandriuas  of  our  present  tropical  seas. 

Specimens  of  Cyanthophyllum  rugosum,  Eridophyllum,  and  Strombodes  10  and 
even  12  feet  in  diameter  have  been  discovered. 

All  of  the  islands  of  Lake  Erie  west  of  the  two  mentioned,  comprising  Put-in- 
Bay,  North  and  Middle  Bass,  Rattlesnake,  and  Green  islands  are  composed  of  the 
water-lime  grouji. 

At  Kelleys  Island  the  base  of  the  Upper  Helderberg  series  has  dropped  to  the 
water's  edge  or  a  little  below  it.  From  a  reef  8  or  9  feet  below  the  surface  of  the 
lake  unmistakable  blocks  of  the  Lower  Helderberg  limestone  have  been  brought  up. 

The  bottom  of  the  quarries  is  in  the  flinty  courses,  that  also  constitute  the  noor  of 
the  Marblehead  quarry  sectiim.  This  is  followed  by  9  feet  of  stone,  the  ^'hottom 
rock"  of  the  quarrymen,  <iuarried  to  be  burned  into  lime;  6  feet  of  building  stone; 
9  feet  of  **  cap  rock,"  used  for  flux  and  pier  stone,  surmoimted  by  4  feet  of  extra  cap, 
HO  called,  which  is  a  blue,  highly  fossiliferous  but  very  thin-bedded,  limestona  The 
last  section  is  probably  the  lowest  portion  of  the  Sandusky  section  of  the  Upper 
Helderberg  limestone.     In  tabular  form  the  quarry  section  may  be  arranged  as  follows : 

Feet. 

Extra  cap  rock,  blue  and  thin-bedded  limestone 4 

Cap  rock,  flux,  and  pier  stone ^ 9 

Bottom  rock : 

Building  stone 6 

Used  for  lime  burning 9 

Flint  course 0 

Interval,  not  seen 15 

Water  of  Lake  Erie 0 

Lower  Helderberg  limestone  beneath  surface 0 

This,  without  exception,  is  the  order  and  character  of  the  sections  on  the  island. 

Thus  it  is  seen  that  between  20  and  30  feet  of  the  Upper  Heldeberg  limestone  are 
commonly  quarried  here.  These  may  be  divided  into  two  quite  distinct  and  weU- 
bouuded  sections,  th(5  upper  one  of  which  is  a  very  i)ure  limestone,  averaging  90  per 
cent  of  calcite,  and  the  lower  one  of  which  carries  a  much  larger  proportion  of  mag- 
nenia. 

The  lower  division  is  preferred  by  the  lime  producers  of  this  region,  as  it  makes 
a  more  desirable  lime  for  general  use,  is  quarried  in  larger  blocks,  and  is  more  easily 
burned.     The  face  stone  were  obtained  from  this  division. 

The  quarry  leased  by  Hughes  Bros.  &  Bangs  for  furnishing  the  face  stones  for  the 
800-foot  lock  was  known  as  the  **  block  stone"  or  ^'south'*  quarry.  It  was  owned 
by  Norman  Kelley  until  about  1891,  when  it  passed  into  the  hands  of  the  Kelley  Island 
Lime  and  Transport  Company.  It  was  situated  about  1^  miles  from  the  "north" 
quarry  (on  the  other  side  of  the  island)  and  about  4^  miles  north  of  the  Marblehead 
quarries  (on  the  main  land),  from  which  two  quarries  the  face  stone  for  the  lock  of  1881 
were  obtained.  According  to  the  terms  of  the  lease  Hughes  Bros.  &  Bangs  worked 
the  (piarry  with  their  own  plant,  methods,  and  labor,  paying  a  royalty  per  cubic  yard 
to  the  quarry  owners  for  it,  under  the  condition  that  the  owners  at  all  times 
should  keep  the  quarry  free  from  the  spawls  and  rubbish  incident  to  (luarrying. 
The  entire  site  of  the  quarry  actually  used  was  already  stripped,  the  cap  rock  hav- 
ing long  been  removed  for  lime,  flux,  i)ier,  and  small  building  stone. 

The  height  of  the  ledge  quarried  for  the  face  stone  varied  from  0  feet  at  the  west 
end  to  12  feet  at  the  east  end  of  the  quarry  face.  Underneath  this  ledge  wiis  the 
flint  bed  mentioned  in  the  preceding  table. 

The  (juarry  face  was  less  than  500  feet  in  length.  No  horizontal  seams  of  any  con- 
sequence ap]»eared,  although  oi)en  vertical  seams  perpendicular  to  the  face  of  quarry 
and  running  in  parallel  lines  at  distances  varying  fr8m  12  to  80  feet  apart  were 
encountered  during  the  whole  progress  of  the  work. 

At  the  close  of  the  Avork  all  the  rock  stripped  (that  is,  by  the  removal  of  cap  stone, 
etc.)  was  quarried,  the  contractors  having  Avorked  back  into  the  (juarry  about  500 
feet. 

The  plant  used  consisted  of  1  blacksmith  shop,  office,  tool  house,  1  boarding  house, 
9  derricks,  4  Wardwell  channelers,  5  Ingersoll-Sergoant  gadding  machines,  8  drills 
of  th(5  same  make,  4  boilers,  Gears,  3,000  feetof  track  forsame,  ap])aratusfor  supply- 
ing water,  and  the  usual  amount  of  small  tools  required  iu  Avork  of  this  kind. 

The  blacksmith  shop,  office,  and  tool  house  were  iu  a  one-story  building  10  by  48 
feet,  constructed  of  rough  lumber;  the  blacksmith  sho])  containing  two  forges. 

The  boarding  house  was  of  similar  construction,  18  by  40  feet,  two  stories  iu  height. 
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The  derricks  were  distribued  as  follows :  One  on  the  dock,  2  in  the  scabbling  yard 
(adjacent  to  the  quarry),  and  6  at  the  quarry.  The  derrick  on  the  dock  was  oper- 
ated by  a  double  drum  engine.  The  remaining  derricks  had  steam  hoist  only,  a  double- 
drum  Lidgerwood  engine  (non-portable  style)  being  assigned  to  each  set  of  2. 

The  4  Wardwell  channeling  machines  were  of  the  double-gang  type  (that,  is  cut- 
ting on  both  sides  at  the  same  time),  and  were  made  at  Rutland,  Vt.  They  were  of 
special  pattern,  being  designed  to  cut  channels  6  feet  10  inches  apart. 

Each  machine  weighed  about  5  tons  (shipping  weight,  with  all  the  fixtures,  being 
about  8  tons),  was  10  feet  in  length,  was  furnished  with  a  horizontal  steel  boiler  of 
6-horse  power,  usually  carrying  about  80  pounds  of  steam,  and  was  supplied  with  60 
feet  of  steel  track,  the  rail  weighing  60  pounds  to  the  yard.  Each  also  was  locomo- 
tive, cut  while  moving  in  either  direction,  could  be  reversed  without  stopping,  and 
either  or  both  sides  operated  as  occasion  demanded. 

The  feed  was  automatic,  feeding  forward  on  the  track  a  half  inch  at  every  stroke, 
or  about  6  feet  per  minute,  each  side  striking  about  150  blows  per  minute. 

The  depth  of  the  channel  was  increased  about  one-half  inch  each  time  the  machine 
passed  over  it.     The  width  of  the  channel  cut  was  1^  inches. 

The  5  gadders  Avere  of  standard  size  and  were  used  for  drilling  horizontally.  Size 
of  hole  drilled  was  1^  inches.    The  drills  employed  were  of  the  "C"  size. 

Of  the  8  drills,  4  were  of  the  **C"  size  and  4  of  the  *' A"  or  **  Baby '^  size. 

The  **  C"  size  was  used  for  top  drilling.     Size  of  hole  drilled  was  1^  inches. 

The  ^^A"  size  was  used  for  the  lighter  work  of  trimming,  subdividing,  etc.,  where 
the  plug  and  feather  was  made  use  of.     Size  of  hole  drilled  was  1  inch. 

The  derricks,  gadders,  and  drills  were  supplied  with  steam  by  4  boilers,  situated 
as  follows :  One  at  dock,  1  at  scabbling  yard,  and  2  at  quarry. 

The  cars  used  were  all  flat,  and  capable  of  safely  sustaining  2  of  the  ordinary 
headers  or  stretchers  in  the  rough,  the  volume  of  each  being  approximately  50  cubic 
feet. 

The  distance  from  the  quarry  to  the  dock  was  about  1,500  feet.  For  this  about 
3,000  feet  of  track  was  required,  a  single  line  with  the  necessary  branches  and 
switches  at  each  end  being  used.     The  weight  of  rail  was  30  pounds  per  yard. 

The  track  was  built  up  at  the  quarry  so  as  to  render  it  slightly  down  grade  all  the 
way  towards  the  dock,  and  by  this  means  but  2  horses  were  needed  for  transporta- 
tion. 

The  dock  (a  crib  one)  was  150  feet  long  and  60  feet  across  its  face,  where  the  depth 
of  water  was  12  feet.  The  water  along  its  sides  was  too  shallow  to  admit  of  vessels 
loading  there.  The  dock  was  not  built  by  Hughes  Bros.  &  Bangs,  having  been  built 
previous  to  their  operations  on  the  island. 

The  apparatus  for  supplying  water  to  the  quarry  consisted  of  a  small  duplex 
Worthington  pump  of  2-inch  suction,  situated  on  the  dock,  by  which  water  was 
conveyed  through  a  1^-inch  pipe  line  to  a  tank  of  4,000  gallons  capacity,  near  the 
quarry.  Thence  water  was  conveyed  by  pipe  line  and  hose  to  the  boilers,  drills, 
and  channelers,  where  the  channels  were  kept  well  flooded  while  the  machines  were 
working.     The  tank  was  placed  on  a  trestle  about  20  feet  above  the  quarry. 

The  general  plan  of  quarrying  was  as  follows:  Channels  parallel  1o  the  quarry 
face  were  first  cut  to  the  full  depth  of  the  quarry  at  the  proper  distance  between 
the  open  vertical  quarry  seams  before  mentioned. 

Lines  of  horizontal  holes  were  then  drilled  along  the  face,  each  line  of  holes  being 
at  the  proi)er  distance  to  give  the  required  thickness  of  stone  desired,  the  lowest 
line  being  at  the  bottom  of  the  quarry.  The  holes  of  each  line  were  about  3  feet 
apart.  Vertical  holes  were  then  drilled  between  the  channel  and  face  about  2|  feet 
apart  at  such  distances  as  the  size  of  stone  required. 

The  holes  were  then  elongated  in  the  direction  of  the  required  fracture.  This 
was  done  with  a  drill-shaped  tool,  known  as  a  reamer,  a  little  larger  than  the  hole 
drilled,  driven  down  by  a  sledge. 

The  whole  mass  of  stone  was  then  loosened  from  the  bottom  of  quarry  by  simul- 
taneouHly  discharging  the  lower  line  of  horizontal  holes;  after  which  each  set  of 
vertical  hojes  was  discharged.  The  remainder  of  the  horizontal  holes  were  then 
discharged  as  fast  as  occasion  demanded,  the  stones  removed,  trimmed  by  the  plug 
and  feather,  hammer,  etc.,  scabbled  if  required,  and  sent  to  dock  for  transportation. 

The  explosive  used  was  the  common  black  blasting  powder  of  the  '^B'*  grade.  A 
battery  was  used  to  discharge  it.  In  loading,  after  the  cartridge  rested  on  the 
bottom  the  hole  was  ])^ugged  about  a  foot  above  the  top  of  cartridge,  thus  forming 
an  air  cliamber.  That  portion  above  the  plug  was  then  filled  and  tamped  in  the 
ordinary  ujaniier.  In  each  case  the  depth  of  the  hole  was  about  a  foot  less  than  the 
height  of  the  ledge  or  the  distance  between  the  parallel  channel  faces. 

The  charge  of  powder  per  hole  was  usually  about  a  half  pound. 

Such  Avas  the  method  of  quarrying  usually  followed ;  varied,  of  course,  as  necessity 
or  convenience  demanded. 

Each  dimension  of  the  rough  stone  was  at  least  4  inches  greater  than  the  corre- 
sponding dimension  of  the  same  stone  after  being  out. 
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The  total  amount  of  ronj^li  stono  transported  for  the  800-foot  lock  was  113  vemel 
loads,  containing  15,204  pieces,  or  by  a  very  close  approximation  abont  27,000 onbid 
yards.  Of  these  about  629  pieces  (1,200  cubic  yards  approximately)  remained  on 
hand  at  the  close  of  the  work,  bein^c  culls  and  duplicates.  The  sizes  of  the  stone- 
quarried  varied  from  11  to  183  cubic  feet,  the  average  being  about  50  cubic  feet. 

The  character  of  the  work  varied  but  little  during  the  whole  progress  of  the  work. 
Several  different  channel  faces  were  worked  at  the  same  time.  But  two  channeling, 
machines  wore  employed  the  first  season,  the  other  two  being  subsequently  pur- 
chased. 

Quite  a  large  portion  of  the  employes  were  Italians. 

The  i)rogres8  of  the  work  may  be  summarized  as  follows:  On  April  7,  1891,  the 
work  of  grading  and  building  tracks,  erecting  derricks,  etc.,  began;  April  17,  began 
fitting  out  the  machinery;  April  20,  the  first  channeling  machines  started. 

Work  continued  until  November  19,  when  operations  ceased  for  the  winter. 

The  work  of  refitting  was  resumed  for  the  sea.son  of  1892,  March  21.  The  channel^ 
ing  machine  and  full  force  of  men  began  April  1.  Work  was  continued  without 
interruption  until  September  25,  when  the  work  closed  for  the  season. 

On  March  29,  1893,  operations  were  resumed  with  full  force  and  continue<l  until 
October  10,  when,  the  stone  being  all  quarried,  the  Avork  at  the  quarry  was  closed. 

The  nnmber  of  pieces  transported  from  there  each, year  is  shown  as  follows: 


Year. 


1891. 
1892. 
1893. 


Number 

of  voHaol 

loads. 


Total 


U 
56 
43 


113 


Number 
of  pieces. 


I 


1.912 
7,570 
5,722 


15,204 


About  900  pieces  of  the  stone  quarried  during  the  latter  part  of  the  first  season 
were  reserved  for  Khipment  until  the  season  following.  About  100  i)iooe»  of  these, 
however,  were  broken  by  frost  during  the  ensuing  wint<T,  and  Avere  thus  rendered 
untit  for  use. 

The  vessels  used  for  conveying  the  stono  from  Kelleys  Island  to  Sault  Ste.  Marie 
were  usually  second  class  and  of  small  hIzc.  They  were  mostly  sailing  vessels, 
although  <'i  few  small  steam  barges  with  one  vessel  in  tow  were  engaged  in  the  trade. 
The  average  registered  tonnage  of  the  steam  barges  emi)loyed  would  bo  about  270 
tons;  that  of  the  sailing  vessels  about  295  tons. 

Vessels  with  largo  hatches  were  best  adapted  to  this  trade,  the  loading  and  unload- 
ing of  large i)ie<es  being  much  facilitated  thereby.  Hughes  Bros.  &,  Hangs  let  this 
l)ortion  of  their  work  by  ccmtractto  J.  M.  Jones,  of  Detroit,  at  the  rate  of  $1.80  per 
cubic  yard.  Although  in  all  cases  it  is  not  known  wliat  arrangements  Mr.  .Jones 
made  with  the  vessel  owners,  yet  in  sonu)  instances  it  is  known  that  he  paid  $1.03 
per  cu})ic  yard.     The  weight  of  the  stone  was  157.16  i)ound8  per  cubic  foot. 

Every  cargo  reached  {Sault  Ste.  Mario  safely. 

The  channelers,  gadders,  and  drills  each  required  1  oi)erator  and  1  assistant. 

The  channelers  were  operated  thirteen  hours  jier  day,  the  remainder  of  the  plant 
ten  hours. 

The  following  table  gives  the  average  daily  force  employed  during  the  i)rogressof 
the  work : 


Year. 


1891. 
1SJ)2. 
1833. 


Apr. 

.May. 

116 
121 

June. 

32 
124 
118 

July. 

1 

Anp.   . 

75 ; 

i:;i 
82 

1 

Srpt.    ' 

94  ' 

127  ,. 
08 

Ort. 
91 

Nov. 

60  ' 
124  i 

09  '■ 

1 

68 

44 

90 

The  common  or  nnskilled  labor  Avas  eniployea  at  $1.50  per  day 
Very  respectfully,  your  obedient  servant. 


Mr.  K.  S.  AViiKELEii, 

Assistant  Eugineerj  lic. 


Assistant  Knr/inccr. 
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M  M4. 

IMPROVEMENT  OF  HAY  LAKE  CHANNEL,  ST.  MARYS  RIVER,  MICHIGAN. 

Before  improvements  were  commeiicecl  the  channel  through  Hay  Lake 
was  restricted  in  depth  at  Sugar  Island  Rapids  and  at  Middle  Neebii?h. 
At  these  two  places  a  maximum  draft  of  but  8  or  9  feet  could  be  cjirried 
if  a  very  irregular  course  was  taken^  and  practically  vessels  drawing 
more  than  G  feet  of  water  would  not  attempt  the  passage.  In  addition 
to  the  places  above  mentioned,  there  were  some  shoals  in  Hay  Lake 
requiring  removal  to  make  the  channel  avaihible  for  vessels  navigating 
St.  Marys  liivcr. 

The  original  cstinmtes  for  this  improvement  were  based  upon  a 
project  for  a  channel  300  feet  w  ide  and  17  feet  deep,  leaving  the  present 
navigable  channel  of  St.  Marys  River  at  Sugar  Island  Rapids  (about 
2^  miles  below  tlie  canal)  through  these  into  Hay  Lake,  and  then,  by 
way  of  Middle  Neebish,  rejoining  the  present  navigable  channel  at  the 
foot  of  Sugar  Island,  thus  saving  a  distance  of  11  miles  and  obtaining 
a  route  which  can  be  so  marked  by  lights  as  to  be  navigable  by  night, 
a  condition  imi)racticable  with  the  present  channel  except  by  the  use 
of  many  lights. 

The  estimated  cost  of  this  project  was  $2,127,292.  The  project  was 
subsequently  modified  to  increase  the  navigable  depth  to  20  feet,  the 
estimated  cost  being  $2,059,115,  subject  to  change,  however,  in  case 
unexi)ected  difti(  ulties  are  developed  during  the  progress  of  the  work. 

Prior  to  June  oO,  1890,  $975,000  had  at  various  times  been  appropri- 
ated for  the  work.  The  river  and  harbor  act  of  September  19, 1890, 
ai)proi)riated  an  additional  $400,000  for  continuing  the  improvement 
with  the  i)rovision — 

That  sncli  contracts  as  may  he  desirahlo  may  ho  entered  into  hy  the  Secretary  of 
War  ior  materials  and  hilKU-  lor  the  entire  work,  or  any  part  of  the  Home,  to  ho  paid 
for  as  ap]»ropriationcj  may  from  time  to  time  he  made  hy  law. 

The  sundry  cjivil  act  of  March  3,  1891,  appropriated  $300,000  for 
continuing  the  improvement  during  the  fiscal  year  ending  June  30, 1892 5 
the  sundry  civil  act  of  August  5, 1892,  appropriated  $115,000  for  con- 
tinuing the  improvement  during  the  fiscal  year  ending  June  30,  1893; 
the  sundry  civil  act  of  March  3,  1893,  appropriated  $225,000  for  con- 
tinuing the  improvement  during  the  fiscal  year  ending  June  30,  1894. 
The  total  amount  appropriated  to  date,  therefore,  is  $2,015,000,  with 
authority  to  contract  for  all  or  any  part  of  the  work. 

KXC^AVATIONS    UNDER   FORMER    CONTRACTS. 

Prior  to  the  beginning  of  work  under  the  contracts  now  in  force, 
excavation  had  been  carried  on  at  Middle  Neebish  with  the  following 
results: 

Amount  excavated. 

Cubic  yards 
(bank  measure). 

Experiment :>]  work,  18S2-1886 36,  113 

John  J I  icklcr,  con  tract  of  February  28, 1883 201,  080 

.lolin  llicklcr,  contract  of  September  5, 1884 59,  411 

Hicklcr  cS:,  (;rcrn,  contract  of  May  18,1-85 65,  128 

Hickler  tS:  Green,  contract  of  December  24, 1886 79,  033.92 

C.  F.  &  H.'J'.Dnnbar,  contract  of  October  30, 1888 171,  IJl.IiS 

Total 611,907.17 
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In  additiou,  15,200  cubic  yards,  scow  measure,  were  removed  firom 
the  channel  at  Sugar  Island  Kapids  between  1886  and  1889  and  put 
in  the  cofferdam  of  the  800-foot  lock  in  St.  Marys  Falls  Canal.  These 
amounts  are  exclusive  of  excavation  outside  of  channel  lines  or  below 
grade. 

This  work  left  the  channel  in  the  condition  shown  by  the  map  facing 
page  2759  of  the  Annual  Eeport  of  the  Chief  of  Engineers  for  1891. 

Under  the  present  project  the  first  section  was  completed  in  October. 
1892. 

CONTRACTS. 
List  of  contracts  in  force  during  fiscal  year  ending  June  SO,  1894, 

Contractor. 


Dunbar  &  Sullivan 

Carkin,  Stickney  &  Cram 

Do 

C.  F.  &  II.  T.  Dunbar 

Carkin,  Stii'kney  &  Cram 
Hickler  Bros 

Do 

James  Strarhan 

Ferguson  Hardware  Co  .. 

Prcnzlauer  Bros 

Andrew  Hotton 


For— 


Excavation  section  2 
Excavation  section  3 

Excavation  section  4 
Excavation  section  5 
Excavation  section  6 
Dredging  plant 


AVood  and  coal 

Machine  work 

Hardware,  ship  chandlery, 
etc. 

Groceries 

Meats 


Entered 
into— 


Feb.  6,  1891 
...do 


....do 

....do 

....do 

Aug.  18, 1892 

Apr.  27,  1893 

....do 

do 


Remarks. 


In  force. 

Closed  November, 

1893. 
Closed  August,  1893. 
In  force. 


.do 
.do 


Do. 
Closed 
1893. 
Do. 
Do. 
Do. 

Do. 
Do. 


Decembei. 


PLANT. 

The  principal  i)lant  on  this  work  owned  by  the  United  States  is  1  tu^, 
1  quarter  boat,  10  row  boats,  and  1  sounding  raft,  all  of  which  were 
kept  ill  good  repair. 

The  x)hiiit  used  by  the  contractors  during  the  year  was  as  follows: 
Eleven  dredges,  12  tugs,  1  drill  boat,  2  derrick  screws,  24  dump  scows, 
()  flat  scows,  1  machine  sho])  on  shore,  2  floating  machine  shops,  2  car- 
penter shops,  and  3  sets  docking  ways. 

One  dredge  and  3  tugs  were  rebuilt  and  3  new  dump  scows  were 
built. 

EX(^AVAT1()N    UNDER    CONTRACTS   STILL    IN    FORCE. 

During  the  flscal  year  excavation  has  been  carried  on  under  five  con- 
tracts entered  into  February  (i,  1801.  Each  of  these  contracts  covers 
one  of  the  secticms  into  whicli  the  work  has  been  divided,  as  shown  on 
the  map  appended  to  my  annual  report  for  flscal  year  ending  June  30, 
1892.  A  depth  of  20  feet  was  re(iuired,  cxce])t  where  bed  rock  occurred, 
where  a  depth  of  21  feet  was  called  for  in  order  that  a  20-foot  navigation 
might  be  established.  At  the  close  of  the  flscal  year  the  condition  of 
the  work  on  the  iinfliiished  sections  was  as  toUows: 

Second  section, — The  material  to  be  excavated  consisted  of  about 
344,000  cubic  yards  of  sand,  gravel,  bowlders,  hardpaii,  and  sandstone 
bed  rock  in  unknown  proportions,  and  some  blasting  was  necessary. 
On  bed  rock  the  depth  of  21  feet  is  required ;  elsewhere  20  feet,  and 
the  contract  i)rice  is  57  cents  i)er  cubic  yard,  bank  measure.  The  con- 
tractors, Messrs.  Dunbar  <&  Sullivan,  began  operations  May  15,  1891. 
The  total  to  June  30,  1804,  of  the  estimates  for  excavation  is  301,182 
cubic  yards,  bank  measure,  of  which  110,303  cubic  yards  were  exca- 
vated during  the  fiscal  year.  The  dredging  on  this  section  was  com- 
jdeted  on  June  IG.     Some  pieces  of  rock  that  were  found  by  the  raft 
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bars  to  be  above  grade  are  yet  to  be  removed.  This  work  is  being  done 
by  a  diver.  The  original  contract  time  for  the  completion  of  this  work 
was  November  30, 1893.  This  time  was  Extended  to  June  30,  1894,  and 
has  been  extended  again  to  September  1,  1894. 

Third  section. — The  material  to  be  removed  consisted  of  about 
1,016,000  cubic  yards  of  silt,  saud,clay,  and  gravel.  The  depth  of  20 
feet  was  required,  and  the  contract  price  was  14|  cents  per  cubic  yard, 
bank  measure.  The  contractors,  Messrs.  Carkin,  Stickney  &  Cram, 
began  operations  May  27, 1891,  and  completed  the  work  October  31, 
1893.  The  total  of  the  estimates  for  excavation  was  1,121,800.3  cubic 
yards,  bank  measure,  of  which  13,779  cubic  yards  were  excavated  dur- 
ing the  fiscal  year.  Of  the  above  total,  168,383.3  cubic  yards  were 
paid  for  at  half  i)rice,  the  material  having  been  excavated  from  between 
20  and  21  foot  grades. 

On  the  lower  2,000  feet  of  this  section  a  number  of  bowlders  and 
small  stones  were  found  embedded  in  the  clay.  As  the  specifications 
only  called  for  the  removal  of  silt,  sand,  clay,  and  gravel,  the  contractors 
were  paid  $1,318  extra  for  the  additional  expense  to  them  in  removing 
these  bowlders  and  stone. 

Fourth  sectton. — The  material  to  be  removed  consisted  of  about  650,000 
cubic  feet  of  sand,  clay,  gravel,  and  bowlders.  The  depth  of  20  feet 
was  required,  and  the  contract  price  was  13  cents  per  cubic  yard,  bank 
measure.  The  contractors,  Messrs.  Carkin,  Stickney  &  Cram,  began 
operations  July  16,  1891,  and  completed  the  work  July  21,  1893.  The 
total  of  the  estimates  for  excavation  was  770,841  cubic  yards,  bank 
measure,  of  which  877  cubic  yards  were  excavated  during  the  fiscal  year. 
Of  the  above  total,  120,099.4  cubic  yards  were  paid  for  at  half  price,  the 
material  having  been  excavated  from  between  the  20  and  21  foot  grades. 
The  shoal  oft"  Nine  Mile  Point  was  included  in  the  original  contract  for 
this  section.  The  shoal  was  specified  as  being  approximately  50  by  150 
feet  in  area.  This  shoal  was  found  to  be  600  by  800  feet  in  area,  the 
material,  sand,  bowlders,  hardpan,  and  sandstone  rock  in  situ.  The 
contractors  refused  to  excavate  more  than  the  amount  comprised  in  area 
specified  in  contract.  The  United  States  removed  the  remainder  of 
the  shoal  with  a  dredge  hired,  under  contract  with  tlickler  Bros.,  by 
the  hour;  42,93 L  cubic  yards  were  excavated  at  a  cost  of  oS  cents  per 
cubic  yard.  This  dredged  area  has  been  swept;  some  bowlders  and 
stones  were  found  above  grade.  The  cleaning  up  of  this  portion  of 
the  shoal  will  be  done  by  a  diving  party. 

Fifth  section, — The  material  to  be  removed  consisted  of  about  710,000 
cubic  yards  of  sand,  (;lay,  gravel,  bowlders,  and  wood.  The  depth  of 
20  feet  is  required,  and  the  contract  i)rice  is  14  cents  per  cubic  yard, 
bank  measure.  The  contractors,  C.  F.  and  H.  T.  Dunbar,  began  opera- 
tions June  (>,  1891.  The  total  to  June  30, 1894,  of  the  estimates  for  exca- 
vation is  503,221  cubic  yards,  bank  measure,  of  which  93,807  cubic  yards 
were  excavated  during  the  fiscal  year.  Tlie  original  contract  time  for 
the  completion  of  this  section  was  November  30,  1893.  The  contract 
time  WHS  extended  to  June  30,  1894,  and  has  been  again  extended  to 
September  1, 1894.  There  remain  three  cuts  800  feet  long  to  be  dredged 
from  the  west  bank  at  the  upper  end  of  section,  also  the  removal  of 
ridges  which  are  above  grade.  Work  was  commenced  on  the  dike  on 
the  west  side. 

Sixth  section, — The  material  to  be  removed  consisted  of  about  735,000 
cubic  yards  of  sand,  clay,  gravel,  bowlders,  and  wood.  The  depth  of 
20  feet  is  re(iuired,  and  the  contract  price  is  14^  cents  per  cubic  yard, 
bank  measure.    Tlie  contractors,  Messrs.  Carkin,  Stickney  &  Cram, 
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began  operations  on  May  19, 1892.  Tho  total  of  the  estimates  for  exca- 
vation to  June  30, 1894,  is  533,409  cubic  yards,  bank  measure,  of  which 
131,427  cubic  yards  were  excavated  during  the  fiscal  year.  The  original 
contract  time  for  the  completion  of  this  section  was  November  30, 1893. 
This  time  was  extended  to  June  30, 1894,  rind  has  been  extended  again 
to  July  31,  1894.  The  entire  area  comprised  in  the  section  has  been 
dredged.  The  contractors  are  now  (^leaning  out  bowlders  and  ridges 
left  above  grade.  The  upper  and  lower  dikes  have  been  built,  and  the 
middle  dike  of  stone  and  bowlders  is  within  2  feet  of  the  water  surface. 

On  the  7th  of  Juno  the  steamer  North  West,  followed  by  tho  steamer 
J.  JL  WatJe^  passed  up  through  the  Hay  Lake  Channel.  The  passage 
was  made  without  difficulty.  The  entire  channel  has  been  dredged  to 
a  dci)th  of  20  or  21  feet,  according  to  specifications,  for  a  width  ot  300 
feet  throughout,  except  at  one  i)oint  in  Little  liapids,  where  it  is  only 
250  feet  wide  for  a  distance  of  about  800  feet.  Sections  1, 3,  and  4  have 
been  cleaned  up  and  tho  work  accepted.  Sections  2  and  C  are  being 
cleaned  up  now  and  tho  dredging  on  section  5  is  nearly  completed. 

The  rapid  increase  of  the  number  of  boats  adds  largely  to  tho  danger 
of  accidents  during  the  night  navigation  of  the  Middle  Neebish,  and 
makes  the  project  of  widening  the  channel  through  the  rock  at  that 
locality  to  400  feet  one  of  great  imi)ortance. 

Also  that  portion  of  the  channel  from  cross-section  504  to  764,  a  dis- 
tance of  2,500  feet,  which  was  improved  to  a  depth  of  20  feet  under 
contracts  dated  December  24,  1886,  and  October  30,  1888,  should  be 
deepened  to  21  feet,  thus  making  it  uniform  with  all  the  rest  of  the 
ro(;kw()rk. 

Maps  showing  the  completed  work  and  the  progress  of  the  work 
under  way  are  forwarded  herewith. 

DIKES. 

In  the  original  ])lau  for  improving  Hay  Lake  Channel  certain  dikes 
were  designed  to  prevent  the  lowering  of  the  water  in  the  pool  below 
the  locks  when  the  channel  was  dredged  through  the  islands  to  Ilay 
Lake;  likewise  to  inevent  the  lowering  of  the  water  in  Hay  Lake  by 
the  Middle  Neebish  Channel.  Some  of  the  dikes  were  to  be  built 
under  the  original  contracts,  and  the  United  States  has  built  some 
with  a  dredge  hired  by  the  hour.  The  exact  results  produced  by 
work  of  this  character  can  never  be  predicted  and  some  additions  and 
changes  may  be  found  necessary  after  the  work  is  completed  and 
opened  to  navigation. 

The  work  has  been  under  the  local  charge  of  Assistant  Engineer 
K.  S.  Wheeler,  with  Assistant  Engineer  Joseph  Kipley  in  immediate 
charge.  The  latter  has  been  assisted  by  Assistant  Engineers  Benno 
Ilohnert,  F.  C.  Shenehon,  C.  Y.  Dixon,  Inspector  L.  P.  Morrison,  Clerk 
K.  Common,  and  Draftsman  Mangelsdorf. 

The  advantages  of  the  imi)rovement  have  been  so  freciuently  set 
fcnth  in  preceding  reports,  and  are  so  universally  admitted,  that  it  is 
not  deemed  necessary  to  repeat  them.  It  is  an  important  part  of  the 
system  for  the  improvement  of  the  navigation  of  the  Great  Lakes. 
'The  estimates  for  the  work  is  $2,(*50,115,  of  which  $2,015,000  has 
been  approi)riated,  leaving  $044,115  to  be  provided.  If  the  $150,000, 
estimated  in  my  annual  report  of  June  30, 1803,  for  the  payment  of  the 
various  Government  employes  and  contractors  for  the  liscal  j-ear  end- 
ing Junci  30,  1S95,  be  appropriated,  no  additional  appropriation  will  be 
necessary  in  order  to  complete  the  present  project. 
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Total  expenditure  to  June  30,  1893 , $1,455,163.43 

Expended  during  tiscal  year,  exclusive  of  outstanding  liabilities 214,  777. 01 

Total  expeuditure  to  Juue  30,  1894 1,669,940.44 

Hay  Lake  Channel  is  in  the  collection  district  of  Superior,  Mich.     The  nearest 

Eort  of  entry  is  Marquette,  but  Sault  Ste.  Mario  is  a  subport.     The  nearest  light- 
onso  is  the  beacon  on  the  pier  at  the  western  end  of  St.  Marys  Falls  Canal. 

Money  statement. 

July  1,  1893,  balance  unexpended $559,968.22 

June  30,  1894,  amount  expended  during  fiscal  year 214,  777. 01 

July  1,  189-J ,  bahince  unexpended 345, 191. 21 

July  1,  1894,  outstanding  liabilities $41,336.50 

July  1,  1894,  amouut  covered  by  uncompleted  contracts 83,  087. 00 

124,423.50 

July  1,  1894,  balance  available 220,767.71 

{Amo«ut  (estimated)  required  for  completion  of  existing  project 644, 115. 00 
Aniouutthat  can  be  proiitably  expended  in  fiscal  year  ending  June30,1896  150, 000. 00 
Submitted  in  coDii)liance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


Appropriations  for  improving  Hay  Lake  Channely  Sault  Sic.  Marie  RiveTj  Michigan. 

August  2,1882 $200,000 

July  5, 1884 125,000 

August  5. 1886 150,000 

August  11,1888 500,000 

September  19,1890 400,000 

March  3,  1891  (sundry  yivil  bill) 300,000 

August  .5, 1892  (sundry  civil  bill) 115,000 

March  3, 1893  (sundry  civil  bill) 225,000 

Total 2,015,00 


M  M  5. 

IMPROVEMENT  OF  ST.  CLAIK  FLATS  CANAL,  MICHIGAN. 

Before  the  construction  of  this  canal  Sl.  Clair  J^iver  emptied  into 
Lake  St.  Clair  through  seven  principal  mouths  or  passes,  the  one 
ordinarily  used  by  vessels  being  known  as  the  South  Channel,  and 
having  a  minimum  depth  of  a  little  less  than  11  feet. 

St.  Clair  Flats  Canal  was  projected  in  186G  with  a  view  of  obtaining 
a  straight  channel  13  feet  deep  and  300  feet  wide  across  the  flats  east 
of  the  mouth  of  the  channel,  and  the  work  was  finished  in  1871. 

The  channel  is  bounded  on  each  side  by  a  dike  7,221  feet  long,  or  an 
aggregate  of  14,442  feet,  these  dikes  consisting  of  timber  resting  upon 
piles  diiven  into  the  original  bottom  of  the  shoal,  the  crib  pockets 
being  filled  with  material  dredged  from  the  channel  and  the  cribs 
backed  with  dredged  n)aterial. 

To  maintain  a  cbanuel  bank  a  single  row  of  sheet  piling  was  driven 
along  the  channel  face  of  the  cribs  previous  to  dredging,  and  the  back 
or  lake  sides  of  the  dikes  were  protected  Irom  wave  action  by  shorter 
sheet  piling. 
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In  1873  the  channel  was  deepened  to  16  feet  by  dredging  for  a  width 
of  100  feet  on  each  side  of  the  axis  of  the  canal,  or  a  width  of  200  feet 
in  all,  being  thus  limited  by  the  fact  that  the  single  row  of  sheet  piles 
intended  for  a  depth  of  Itifeet  had  not  sufficient  penetration  to  admit 
of  dredging  to  IG  feet  for  the  full  width  of  the  canal,  and  was  also 
insufficient  to  prevent  leakage  of  the  dike-filling  through  it  into  the 
channel. 

The  present  project  for  the  improvement  of  the  canal  contemplates 
driving  a  double  row  of  sheet  piling  to  a  dei)th  of  20  feet  along  the 
channel  face  of  each  dike,  dredging  the  area  between  the  dikes  to  a 
depth  of  20  feet,  continuing  the  channel  above  and  below  the  canal  to 
the  same  depth  in  river  and  lake,  and  rebuilding  the  decayed  portions 
of  the  timber  superstructure.  It  was  considered  sufficient  to  obtain  a 
depth  of  18  feet  and  to  i)ostpone  obtaining  a  depth  of  20  feet  until  the 
general  project  for  a  continuous  depth  of  20  feet  along  the  entire 
water  route  shall  have  reached  a  more  advanced  stage.  The  estimated 
cost  of  obtaining  these  two  depths  is  as  follows: 

For  18  feet $365,000.00 

For  20  feet 513,559.40 

On  June  30, 1893,  the  pile  revetment  along  the  channel  face  of  each 
dike  was  comi>leted,  and  a  channel  18  feet  in  depth  extended  from  the 
18-foot  curve  in  St.  Clair  River,  about  900  feet  above  the  canal,  for  the 
full  width  of  the  canal  (about  300  feet),  and  throughout  the  entire 
length;  thence  gradually  widening  to  380  feet  at  a  distance  of  300  feet 
below  the  canal;  thence  with  a  width  of  380  feet  a  fuither  distance  of 
3,300  feet. 

No  work  was  done  during  the  fiscal  year  and  the  condition  remains 
as  stated  in  previous  paragraph. 

That  portion  of  the  general  project  calling  for  a  depth  of  20  feet  in 
the  canal  and  the  approaches  has  been  provided  for  in  the  river  and 
harbor  act  of  July  13,  1892,  for  ^'Ship  channel  connecting  the  waters 
of  the  (jreat  Lakes  between  Chicago,  Duluth,  and  Buffalo." 

The  ))ilc  revetment  along  the  channel  face  of  the  dikes  having  been 
completed,  the  rebuilding  of  the  decayed  x)ortions  of  the  timber  super- 
structure c<mstitutes  the  work  yet  to  be  done. 

This  timber  has  been  in  place  some  twenty-five  years  and  is  in  a  very 
bad  condition.  The  amount  necessary  to  rebuild  the  timber  super- 
structure is  estimated  to  be  not  less  than  $120,000;  and  this  entire 
amount  can  be  profitably  expended  during  the  fiscal  year  ending  June 
30,  1890.     The  necessity  for.  this  work  is  very  urgent. 

Total  expenditure  to  .June  30,  1K03 $760, 222.  86 

Expended  dnrinjy;  tisciil  year .60 

Total  expenditure  to  .7  une  30,  1891 760,  223.  46 

8t.  Clair  Flats  Canal  is  in  the  collection  district  of  Detroit,  Mich.  The  nearest 
port  of  entry  is  Detroit.     Two  li^ht-houses  stand  upon  its  banks. 

Money  statement. 

July  1.  1803.  balance  unexpended $4, 587. 14 

June  30,  1804,  am(»unt  expended  during  fiscal  year .60 

.July  1,  18JM,  balance  unexpended 4,  586.  54 

Amount  (eatiniated)  required  for  completion  of  existinpf  ])roject 120,  (XK).  00 

Amounttliatcan  beprofitably  expended  in  fiscal  year  ending  J  une  30, 1806  120, 000.  00 
i^ubmittcd  in  coni]>lianc4'  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 
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Appropriations  for  impi'oving  Si,  Clair  Flats  Canals  Michigan, 


Jane  23, 1866 $80,000 

March  2, 1867 150,  000 

Julv25,1868 86,000 

April  10, 1869 142,  560 

July  1 1, 1870 16,  500 

March  3, 187 1 1,  500 

June  10,  1872 4,  000 

March  3, 1873 100,  000 


June  18, 1878 $5,000 

March  3, 1879 3,000 

June  14, 1880 2,500 

August  5, 1886 18,760 

August  11,1888 75,000 

September  19, 1890 80,000 

Total 764,810 


Note. — The  appropriation  of  1852,  $20,000,  and  1B56,  $45,000,  are  not  taken  account 
of  for  the  rejtsou  that  they  did  not  enter  into  the  improvement  of  St.  Clair  Flats 
Canal,  the  first  having  been  expended  in  building  a  dredge  and  the  second  in  dredg- 
ing the  South  Pass.  From  March  3,  1881,  the  amounts  allotted  for  operating  and 
care  of  St.  Clair  Flats  Canal  are  rendered  separately. 


M   M  6. 
OPERATING  AND  CARE  OF  ST.  CLAIR  FLATS  CANAL,  MICHIGAN. 

The  caual  is  in  the  immediate  charge  of  a  custodian,  who  reports  any 
violations  of  canal  regulations,  and  also  acts  as  inspector  whenever  any 
work  is  in  progress. 

During  October,  1893,  the  breaks  made  in  the  east  and  west  dikes  by 
the  steamers  C.  F.  Bellman  and  Marina  were  repaired  at  a  cost  of 
$233.56. 

The  material  (principally  sand)  coi^x)osing  the  dikes  is  held  in  place 
on  the  outside  faces  by  a  single  row  of  sheet  piling.  The  seas  receding, 
after  breaking  over  the  dikes  during  storms,  suck  the  sand  through 
this  piling  to  such  an  extent  as  to  make  large  holes  in  the  dikes,  some- 
times extending  at  least  halfway  through.  In  the  spring  these  holes 
are  filled  up  with  some  material  that  the  water  will  not  move.  Cedar 
bark  has  been  found  to  be  an  excellent  material  for  this  purpose,  and 
can  be  obtained  cheaply  in  this  locality.  Five  hundred  cords  of  this 
bark  were  purchased  and  placed  in  the  holes  washed  out  by  the  storms. 
At  those  places  along  the  dikes  where  the  earth  pressure  is  transmitted 
through  tlie  old  work  to  the  new  pile  revetment,  this  new  revetment 
was  tied  by  means  of  iron  rods  passing  through  the  dike  to  piles  in  rear 
of  the  dike.  Twenty-one  such  rods  were  placed  in  the  dikes  during  the 
fiscal  year. 

During  the  fiscal  year  ending  June  30,  1894,  the  ordinary  current 
expenses  of  operating  and  care  of  the  canal,  such  as  salary  of  custodian, 
ordinary  repairs  to  dikes,  trimming  willows,  etc.,  exclusive  of  the  amount 
named  above,  was  $3,358.(>2. 

Tlie  estimated  cost  of  operating  and  care  of  canal  for  fiscal  year  end- 
ing June  30,  1895,  is  as  follows: 

Salary  of  cnstodiau $1, 500 

Current  repairs  and  contingencies,  which  can  neither  be  foreseen  nor  esti- 
mated for  in  detail,  to  include  a  fair  proportion  of  the  expenses  of  the  office 
of  the  8U])eri  11  tending  engineer  at  Detroit 3,500 

Total 5,000 

All  of  which  is  provided  for  by  indefinite  appropriation  (section  4 
of  the  river  and  liarbor  act  of  June  5,  1884). 

Total  exi)eii(litiire  to  June  30, 1893 $63,642.90 

Expended  during  fiscal  year  (exclusive  of  outstanding  liahilities) 3,586.18 

Expenditure  to  .Tune  30, 1894 67,229.08 

Outstanding  liabilities  June  30, 1894 181.00 

Total  expenditure  to  June  30, 1894 67,410.08 
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Kt.  Clair  Flats  in  in  the  eollection  diittriet  of  Detroit.  Mich.    The  nearest  port  of 
entry  in  Detroit,    Two  Hght-booses  btand  upon  its  banks. 

Money  statement. 

AmooDt  reqnire^l  for  fi«<cal  year  ending  Jnnc  30,  1895 $5.000lOO 

Balaur-e  rfinainin^«froiii  allotment  of  prec-edin;:  year $l,93i^.83 

f>utiitaudiuK  lial»iJilie«,  partlv  known  and  partly  estimated 300.00 

1.638.S2 

Ad#iit  ional  allotment  re(|nired  for  fiscal  year  ending  June  30, 1895 Z,  361.  18 


Appropriations  for  operating  and  care  of  St.  Clair  Flats  Canal,  yichigam. 

iKxi»f-i«l«-«l  during  fiscal  year  endiog  June  30.] 


1882 $8,783.69 

188:^ 5,668.87 

1884 2,532.15 

1885 4,906.59 

1886 9,539.11 

1887 1,819.53 

1888 1,510.00 

1889 20,315.00 


1890 $2,158.16 

1891 2,020.20 

1892 1,888.67 

1893 2,675.93 

1894 3,592.18 


Total 67,410.08 


Itemized  sfatenieiit  of  expenditures  incurred  on  account  of  appropriation  for  operating 
and  care  of  can  ah  and  other  works  of  varifjation,  indefinite,  applied  to  operating  and 
careof  St.-iJlair  Flats  Canal,  Michigan,  for  the  fiscal  year  ending  June  SO,  1894, 


Dat«!. 

No.  of 
voucIkt 

1893. 
May   IIJ 

10    ; 

July     17 
6 

2 

3 
4 

From  wlioni  purclin«<;<l.      I 
Part  of  month  vf  July,  1S03. 


Artit'los. 


Amonnt. 


David  WatHoii 

I'uy  roll.  July,  1893 
A.  JJowcr  Af.  To 


Aug.      1 
July  .1-22 


July 
to 

Aug. 
Aug. 

1 

18 

to 
K<'l»t. 
Ang. 

July 

?:> 

Si'pt.     LHJ 

(let.        2 

10 

Si'pt.    2H 


Month  of  Auguut,  JSOJ. 

rsivroll.  Julv.  1803 

Duvid  Watson 

Month  of  September,  IS'J.J.     ' 
Pay  roll,  August,  1893 


41  cords  rcdar  bark,  at  $1.60  per  cord 

1  carpenter,  8  days,  at  $3  j)€r  day 

2  laborers,  10  days,  at  $2  i)er  dav 

736  feet  B.  M .  oak  t  imber.  at  ^0 per  M  feet . 
600  feet  B.  M.  piue  timber,  at  $30  per  M 

feet. 


1  custodian 

I  oarsman,  etc 

121  corda  cedar  bark,  at  $1.00  per  cord. 


1  cimtmlian 

1  oarsman,  etc. 


2 
3 


David  "NVatHon, 
J.  S.  Nesbit  ... 


r> 


6 

7 


l'et<'r  Koenig 

Saml.  F.  Uodge  &  Co 

Micbigan  Holt  mid  Xut 
WorkB,  by  E.  T.  (Jilbcrt, 
HOrrclarv  and  treasurer. 

Pay  roll,  September.  1H93... 

Monfh  of  Octnher,  IS^lJ. 
Pay  roll,  Sept<'mber,  1H93... 

Pay  roll,  ])art  S«'ptenjber 
and  part  October.  1893. 

Drv  l>o<kEngin«?  Works,  by 
A.  MeVittie,  vire-presi- 
<lent  and  treasurer. 


133  cord.s  co<lar  bark,  at  $1.00  p«;r  cord . . . 

8  wbite  oak  piles,  288  linear  feet,  at  10 
cents  jjer  lin«'ar  foot. 

43  conls  cedar  bark,  at  $1.00  iM»r  conl    .. 

23  ti«'  rods  witb  turn  biK^kles,  wasb*  rs. 

and  nuts,  comi)lete. 
2r)7   pounds  bolts,  assorted,  at   2.V  <('i)t8 

per  pound. 


1  carpenter.  12  days,  at  $3  per  day 
5  laborers.  f)0  days,  nt  $2  per  day  . 


1  cust(Mlian 

1  oarsman,  etc 

1  carpenter,  1 1  da>  s.  at  $3  per  day '< 

3  labor <Ts,  31  days,  at  $2  per  dav 

600  p<)unds  bolts  and  wasbors,  at  7^  ci'nts  ' 

|H»rjM>nnd. 
100  pounds  8i>ikes,  at  1  cents  per  i>ound. 


$€5.60 

24.00 
20.00 
2U.44 
18.  OJ 


125.00 

50.  OJ 

193.  ^H) 


12.'».  CO 
50.00 

212.80 

28.  80 

08.80 

220.00 

0.  42 


30.00 
100.00 


12.1.00 
50.  00 
33.  00 
02.00 
40.  90 

4.00 
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Itemised  statement  of  cxpemliturea  incurred  on  account  of  appropriation  for  operating 
and  care  of  canals  and  other  works  of  naHgation,  indefinite,  applied  to  operating  and 
care  of  St,  Clair  Flats  Canal,  Michigan^  etc, — Continued. 


Date. 


1893. 
Sept.    23 

1&-22 


Nov.  1 

Sept.  261 

to 

Oct.  24' 


Dec. 


1894. 
Jan.       2 


No.  of 
voucher. 


CI 


Fob.     28 


Mar.     31 

Ajir.     16 

12 


Apr.     30 
23 

May     31 

July       2 


4 
5 


From  whom  purchased. 

Month  of    October,   1895 — 
Continued. 

A.  Bower  &.  Co 

Peter  Kocnig 

Month  of  November,  1899. 

Pay  roll  October,  1893 


Articles. 


Amount. 


David  "NVatson 

Month  of  December,  189S. 
Pay  roll  November,  1893... 

Month  vf  January,  1894. 
Pay  roll  December,  1893  . . . 

Month  of  February,  1894. 
W.n.Mott. 


Month  of  March,  1894. 

^y.  n.  Mott 


Month  of  April,  1S94. 
AV.n.Mort 


2  Michigan  Carbon  Worka,  by 
\V.  11.  Burteushaw,  Rccre- 

tary  and  treasurer. 

3  I  II.  D.  Edwards  &  Co 


Mo n  th  of  May,  1S94 . 
1  and  2     I»ay  roll,  Ai)ril,  1894 


1,320  feet  B.M.pino,  at  $35  per  M 

960  feet  B.  M.  oak,  at  $40  i>erM 

72  cords  cedar  bark,  at  $1.60  per  cord  — 

1  custodian 

1  oarsman,  etc 

46^  cords  cedar  bark,  at  $1.60  per  cord. . . 

1  custodian 

1  oarsman,  etc 

1  cufltotlian 

1  oarsman,  one-half  month,  at  $50  per 
month. 

Services  as  custodian,  between  Jan.  1 
and  31. 1894  (both  days  inclnsivc),  being 
1  month. 

Services  as  custotlian,  between  Feb.  1 
and  28, 1894  (both  days  inclusive),  being 
1  month. 


Services  as  ousto«liaii  between  Mar.  1  and 
ol,  1394  (both  days  inclusive),  being  1 
month. 

3  tons  (6,000  i>ound8)  net  homestead  B.  B. 
fertilizer,  at  $28.60  per  ton. 

23^  pounds  rope  manila,  at  8  c^nts  per 
pound. 

4  ooublo  blocks,  at  $1.5j  each 

1*2  dozen  bolts,  ring  screws,  |-inch,  at 

$2,80  per  dozen,  23  cents;  ^'j  dozen 
bolt^,  ring  screws,  /o-ineh,  at  $:J.20  per 
dozen,  27  cents;  i  dozen  bolts,  ring 
screws.  4-ineh.  at  $'l.60  per  dozen.  60 
cents;  total.  $1.10.  Loss  discount  33^ 
per  cent,  37  cents. 


n.  1).  Edwards  S:  Co. 


Month  of  June,  1894. 
Pay  roll,  May,  1894 


1  cu.stodian,  1  month,  at  $125  per  month  . . 

1  oarsman,  1  month,  at  $50  per  month 

0  laborers,  59  days,  at  $2  per  day 

19^  pounds  twine  (binder),  at  10  cents  per 
pound. 


1  custodian.  1  month,  at  $125  x>er  month. 
1  oar.sman,  1  numth,  at  $50  per  month 


Month  of  July,  1894. 
Pay  roil,  Juno,  1894 


1  custodian,  1  month,  at  $125  per  month.. 

1  oarsman,  1  month,  at  $50  per  month 

1  painter,  2  days,  at  $3  per  day 


$46.20 

38.40 

115.20 


125.00 
50.00 

74.40 


125.00 
50.00 


125.00 
25.00 


125.00 


125.00 


125.00, 
85.80 

1.88 

6.20 
.73 


12f..  00 

50.00 

118.  00 

1.95 


125.00 
50.00 


125.00 

50.00 
6.00 

3, 592. 18 
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M   M   7. 
IMPROVEMENT  OF  GR08SEP0INT  CHANNEL,  MICHIGAN. 

Between  the  lower  end  of  St.  Clair  Flats  and  the  deep  water  of  Detroit 
Eiver  the  only  known  obstruction  to  navigation  is  the  large  shoal  off 
Grossepoint,  known  as  Grossepoint  Flats.  At  ordinary  stages  of  water 
vessels  drawing  10  feet  can  cross  this  obstruction,  but  when  the  water 
is  as  low  as  it  has  been  during  the  last  few  years  vessels  drawing  more 
than  15  feet  can  pass  only  with  great  care  and  difficulty. 

The  river  and  harbor  act  of  August  11,  1888,  appropriated  $75,000 
for  "improving  St.  Clair  Flats  Ship  Canal,  *  *  *  all  or  any  iM>rtion 
of  which  may,  in  the  discretion  of  the  engineer,  be  expended  in  dredg- 
ing Grossepoint  Channel."  The  sum  of  $5,000  was  consquently  reserv^ 
from  this  appropriation  for  the  removal  of  any  small  and  well-defined 
obstruction  that  might  be  found  at  Grossepoint,  as  well  as  for  making 
such  surveys  as  might  be  necessary  before  making  a  definite  project. 
A  small  shoal  was  removed  in  July,  1889,  but  no  more  such  obstruc- 
tions have  since  been  found. 

The  condition  of  aftairs  was  such  that  any  increase  of  depth  could 
only  be  obtained  by  dredging  across  a  long  shoal  and,  consequently, 
by  the  expenditure  of  a  large  sum  of  money. 

Grossepoint  Channel  forms  a  part  of  the  ^'ship  channel  connecting 
the  waters  of  the  Great  Lakes  between  Chicago,  Duluth,  and  Buffalo,^ 
which  is  provided  for  in  the  river  and  harbor  act  of  July  13,  1892. 

All  information  concerning  the  work  at  this  i>oint  will  be  found  in 
the  report  for  improvement  of  ship  channel  connecting  waters  ot  the 
Great  Lakes  between  Chicago,  Duluth,  and  Buffalo. 

(Jrossepoint  Cliaiiiicl  is  in  tho  collertion  district  of  Detroit,  Mich.  Windmill  Point 
Light-House  and  range  lights  are  in  close  vicinity. 

il/6  n ey  sta tement. 

July  1,  1893,  l)alan<;o  unexpended $3,  844.  05 

July  1,  1894,  balance  unexi>ended 3,  8^14. 05 


Tho  existing  project  for  Grossepoint  Channel  is  a  part  of  the  project  for  ship 
channel  connecting  waters  of  the  Great  Lakes  between  Chicago,  Duluth,  and  Buffalo. 
The  requirements  of  sections  2  of  river  and  harbor  acts  ot  186G  and  1867  will  be 
complied  witii  in  the  report  for  last-named  work. 


M  M  8. 

LMPROV^EMENT  OF  DETROIT  KIVEK,  MICHIGAN. 

Originally  the  channel  at  Limekiln  Crossing,  Detroit  Kiver,  could  not 
be  depended  upon  for  more  than  13  feet  of  water,  the  ordinary  depth 
being  much  alfected  by  the  <lirection  of  the  wind.  As  originally  pro- 
jected in  1874  the  improvement  at  this  point  was  to  consist  of  a  curved 
channel  300  feet  wide,  with  a  uniform  depth  of  20  feet,  and  the  origi 
nal  estimate  was  based  upon  this  project. 

In  1883,  it  was  wisely  determined  to  so  modify  the  project  as  to  secure 
a  straight  channel,  the  least  width  of  which  should  be  300  feet,  with  a 
somewhat  greater  width  at  each  end,  utilizing  the  work  already  done. 

In  1880  this  was  further  modified  to  the  end  that  the  width  of  the 
channel  should  be  increased  to  400  feet  by  removing  an  additional  100 


^     •» 


ft.   *p 


*<h^s.  Fffhlihc/^ 
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feet  from  the  western  (American)  side;  in  1888  a  further  additional 
width  of  40  feet  on  the  western  side  was  authorized,  as  the  lowest  bid 
under  the  final  appropriation  was  so  low  that  the  money  available  was 
sufficient  to  pay  for  the  increased  excavation. 

The  estimated  cost  of  a  400-foot  channel  was  $1,374,500.  The  total 
amount  expended  up  to  June  SO,  1891,  was  $702,122.04,  and  the  result 
has  been  a  chauiiel  440  feet  in  width,  thus  accomplishing  one-tenth  more 
work  than  was  estimated  for  at  a  cost  of  but  little  more  than  half  the 
estimate.  Gratifying  as  this  is,  tl:e  benefit  to  commerce  is  far  beyond 
the  amount  of  the  original  estimate,  and  since  the  excavation  is  through 
rock  the  improvement  will  be  permanent. 

The  present  i)rqject  contemplates  the  removal  of  such  shoals  in  Detroit 
River  between  the  city  of  Detroit  and  Lake  Erie  as  obstruct  navigation. 

No  work  has  been  in  progress  during  the  fiscal  year.  The  only  work 
done  to  date  under  the  present  i)roject  was  an  examination  of  the  chan- 
nel from  Ballards  lloef  to  the  head  of  Limekiln  Crossing. 

This  work  w  as  done  with  a  sweeping  scow,  and  an  area  of  2J  miles 
long  and  from  800  to  1,000  feet  wide  was  swept,  the  longitudinal  axis 
of  this  area  being  marked  by  the  range  lights  at  the  head  of  Grosse 
Isle.  An  unexpected  state  of  affairs  was  discovered.  Large  bowlders 
were  found  scattered  along  in  the  channel  and  some  bed  rock  was  found 
above  the  grade  of  the  bottom  of  Limekiln  Crossing.  The  channel  is 
navigable  for  vessels  drawing  not  more  than  IGJ  feet. 

All  the  bowlders  and  bed  rock  in  and  near  the  channel  will  have  to 
be  removed  to  the  same  grade  as  the  Limekiln  Crossing  work,  in  order 
to  render  Limekiln  Crossing  and  the  ship  channel  connecting  waters 
of  the  Great  Lakes  between  Chicago,  Duluth,  and  Buffalo  available  for 
a  20  foot  navigation. 

The  approved  estimate  for  obtaining  a  channel  20  feet  deep  and  800 
feet  wide  from  the  head  of  Ballards  Keef  to  the  head  of  Limekiln  Cross; 
ing  is  $180,000,  of  which  $28,742.()G  is  available  from  appropriation  made 
under  previous  estimate,  leaving  $151,257.34  to  be  appropriated,  all  of 
which  will  be  required  during  fiscal  year  ending  June  30,  1890. 

A  map  showing  the  obstructions  in  Detroit  liiverfrom  Ballards  Reef 
to  Limekiln  Crossing  and  from  Limekiln  Crossing  to  section  8,  ship 
channel,  is  forwarded  herewith. 

Total  expenditure  to  June  30,  1893 $703,947.21 

Expeudt'd  during  lis(;al  year 420. 54 

Total  expenditure  to  Juno  30,  1894 704,367.75 

The  work  is  in  tbe  collection  district  of  Detroit,  Mich.  The  nearest  port  of  entry 
is  Detroit.  The  nearest  United  States  light-houses  are  Mammy  Judy  am;  the  range 
lights  at  the  head  of  Grosse  Isle,  about  5  miles  distant. 

Money  statement. 

July  I,  1803,  balance  unexpended $29,163.20 

June  30,  1804,  amount  expended  during  liBcal  year 420. 54 

July  1,  1804,  balance  unexpended 28,  742. 66 

{Amount  (estimated)  required  for  completion  of  existing  project 151,  257. 34 
Amountthat  can  beprotitablyexpendedin  fiscal  year  ending  Juue3(),  1896  151, 257. 3*1 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  186G  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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Approi^riaiioHa  for  improving  Detroit  Hirers  Michigan^ 


Juno23,1874 $25,000 

Jmio  18,1878 100,000 

March  3, 1879 50,000 


July  4, 1884 $200,000 

Augnst5,1886 37,500 

August  11, 1888 130,500 


Juno  14,1880 50,000  |  July  13, 1892 30,000 

March  3,1881 50,000  i  

Augn8t2,1882 60,000  !  Total 733,000 


COMMEHCIAL   STATISTICS. 

Commerce  of  Detroit  River  during  the  season  of  1893 f  coinprieing  staples  onlg,  and  only 

siicJi  staples  as  cleared  from  United  States  poi'ts. 

Commodities.                                                             Amounts.  Tons. 

Iron  oro  and  fini»lie<l  iron G.  800, 521 

Coal e.921,:W3 

AVhc&t biisliels . .        70.  51 G,  1 16  2,  IM,  i:>5 

Flour barrelH . .         9,  528, 7W  i  aV2.  879 

Corn bushels . .       57, 000, 309  i  1, 612.  »08 

I'lax  «0(h1 .  .do. . . .;        4, 624, 154  I  140. 125 

Malt,  barh^y,  and  oats do 28.153,832  ;  fl'W,981 

Copjior  oro 87. 993 

Stono 219,605 

Salt barrels-.*           443,780  i  08,290 

Provirtions 325. 500 

Lumber feetlJ.M..      929,081,000  |  1,393.621 

Sliinirlea pieces. .       28, 033, 000  4.  OX'J 

Laths do....        16,310,000  .  3.200 

Cement barrels. .             740, 506  |  105, 7S0 

UnclaKsitied  f  reight 1,  640. 032 

Telpffraph  jwles pieces . .             171. 480  21. 20 ) 

Collar  posts do 3,  401,  (80  22,  500 

Nuinbrr  of  vcHMcls.  n.'J.lG.'S;  t<mnage,  23,091,880  (oxclusivo  of  ('anadian  vp.ssels). 

Total  number  of  rcsHeh  and  tonnage  cleared  from  all   the  collection  distrk'ta  on  the  chain 

of  lakes. 

Vessels , 51,649 

liegistenMl  tonnage 34,  571,  20S 

XninlHT  of  cars  loaded  thai  ci'ossed  Detroit  liiver  during  7S9'1. 

East  bound 183,  018 

Westbound 121,323 


Total 301,911 

Toiuiago  at  an  average  of  15  tous  per  car 4, 574, 115 


M  M  g. 

REPORT  OF  BOARD  OF  EN(nNKFRS  UPOX  R.\FT-TOWING  ON  THE  GREAT 

LAKES  AND  THEIR  CONNECTING  WATERS. 

[Printed  in  Ilous«r  Kx.  Doc.  No,  22,  Filty-third  Congn'ss,  Hccond  session.] 

Tniteh  States  Engineer  Office, 

Detroit,  Mich.,  November  .9,  1S93. 

General:  The  Board  of  Oflieers  of  the  Corps  of  Enpneers,  U.  S. 
Army,  iuitliorized  by  joint  resolution  of  Congress,  approved  February 
3,  1803,  and  convened  by  Special  Orders,  No.  7,  liead(inarters  Corp.s  of 
Engineers,  U.  S.  Army,  February  23,  181)3,  ^'to  investigate  tlie  .sul)iect 
of  raft-towing  on  the  Great  Lakes  and  their  connecting  watei>,  and  to 
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report  to  Congress  as  to  wliat  restrictions,  if  any,  should  be  placed 
upon  the  size  and  manner  of  constructing  and  towing  rafts  upon  said 
Great  Lakes  and  tbeir  connecting  waters,"  has  the  honor  to  submit  the 
following  report: 

The  detailed  i)roceedings  of  the  Board,  together  with  the  arguments 
and  statistics  presented  by  the  various  interests  concerned,  are  for- 
warded herewith  as  appendices*  as  follows: 

Appendix  A.  Proceodiiigs  of  tho  board. 

Appendix  B.  Brief  of  tho  Lake  Carriers'  Association. 

Appendix  C.  Brief  of  the  Raft-Towing  Association. 

Appendix  D.  Reply  to  latter  by  the  Lake  Carriers'  Association. 

Appendix  E.  Letter  from  Capt.  D.  C.  Kingman,  Corps  of  Engineers,  U.  S.  A. 

The  Board,  after  duly  considering  the  subject  as  presented  by  both 
parties,  viz,  the  Lake  Carriers'  Association  and  the  liaft-Towing  Asso- 
ciation, taken  iu  connection  with  the  personal  knowledge  and  experi- 
ence of  the  individual  members  of  the  Board,  concludes: 

(1)  That  raft-towing,  as  now  conducted  on  the  Great  Lakes  and  their 
connecting  waters,  is  a  serious  impediment  to  navigation,  and  is  a 
menace  to  life  and  property. 

(2)  That  it  causes  great  inconvenience  and  expense  to  the  Govern- 
ment by  the  destruction  of  buoysj  stakes,  and  other  marks  placed  to 
detinc  the  channels. 

(3)  That  this  displacement  of  buoys,  stakes,  etc.,  adds  materially  to 
the  risks  of  navigation. 

(4)  That  raft-towing  should  be  regulated  by  clear  and  comprehensive 
laws  wliich  sliall  include  adequate  penalties  for  their  violation. 

The  Board,  therefore,  recommends  the  following  legislative  restric- 
tions: 

(1)  That  the  towing  of  logs  in  what  are  known  as  "bag"  or  ''sack" 
rafts  on  the  open  waters  of  the  Great  Lakes  shall  be  permitted;  but 
that  every  vessel  having  a  raft  in  tow  shiill  carry,  between  sundown 
and  sunrise,  in  addition  to  the  colored  signal  lights  prescribed  by 
Treasury  Regulations,  two  white  lights  showing  all  around  the  horizon 
not  less  than  8  feet  apart  and  in  a  horizontal  line,  and  at  least  20  feet 
above  the  deck ;  that  for  use  in  thick  or  foggy  weather  said  vessel  shall 
carry  what  is  known  as  a  screeching  whistle,  to  be  sounded  under  the 
same  rules  and  regulations  for  giving  fog  signals  as  are  now  in  force 
upon  steamers  having  tows;  the  use  of  such  screeching  whistle.^  upon 
vessels  not  having  rafts  in  tow  being  declared  illegal  except  for  fire  or 
l)olice  boats  engaged  in  their  duties  as  such;  and  that  each  failure  to 
display  said  lights  or  to  sound  said  whistle  sliall  constitute  a  separate 
offense,  punishable  as  hereinafter  provided  for. 

(2)  That  it  shall  be  the  duty  of  every  vessel  towing  a  raft  to  give  at 
least  half  the  channel  way  wherever  the  width  of  channel  will  permit 
to  vessels  passing  in  the  same  or  an  opposite  direction,  and  each  failure 
to  thus  give  way  when  practicable  shall  constitute  an  offense,  punish- 
able as  hereinafter  i^rovided  for. 

(3)  That  it  shall  be  the  duty  of  every  vessel  having  a  raft  in  tow  to 
avoid  running  over  or  against  Government  buoys,  stakes,  or  other  chan- 
nel marks,  wlierever  and  whenever  practicable;  that  the  willful  destruc- 
tion or  displacement  of  any  of  said  buoys,  stakes,  or  other  channel 
marks  sliall  constitute  an  offense,  punishable  as  hereinafter  i)rovided 
for;  and  tliat,  furthermore,  in  case  of  the  unavoidable  destruction  or 
displacement  ot  any  of  said  buoys,  stakes,  or  other  channel  marks,  it 

*Not  rcjuiiited;  printed  in  House  Ex.  Doc.  No.  22,  Fifty-third  Congress,  second 
session. 
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shall  be  the  duty  of  the  master  or  other  person  in  charge  of  said  tow- 
ing vessel  to  report  the  fact  to  the  light-house  inspector  of  the  district 
by  telegraph,  if  possible,  and  if  not  possible,  then  by  mail  or  otherwise, 
at  the  earliest  i)racticable  moment. 

(4)  In  all  channels  and  harbors  marked  by  buoys,  stakes,  or  other 
channel  marks,  or  where  passage  between  piers, or  alongside  of  revetted 
banks  is  necessary,  rafts  shall  be  so  constructed  that  the  boom  logs 
surrounding  the  rafts  shall  overlap  each  other,  outward  and  aft,  from 
front  to  rear,  at  least  3  feet,  and  be  fastened  together  by  chains,  ropes, 
or  other  fastenings  short  enough  to  prevent  the  laps  straightening  out, 
and  failure  to  so  construct  each  raft  shall  be  an  offense,  punishable  as 
hereinafter  provided  for. 

(5)  That  in  and  through  connecting  and  connected  waters  of  the 
Great  Lakes,  such  as  harbors  and  rivers  with  narrow  entrances  and 
channels,  no  bag  rafts  shall  be  permitted,  under  penalty  as  hereinafter 
provided  for. 

[())  That  when  any  vessel  and  its  tow  of  logs  in  bag  or  sack  rafts  are 
obliged  by  stress  of  weather  to  take  refuge  between  entrance  piers,  or 
in  any  narrow  channel  of  a  river  or  harbor,  the  burden  of  proof  as  to 
the  necessity  of  so  taking  refuge  being  upon  the  towing  vessel,  the  raft 
shall  be  at  once  reconstructed  so  as  to  leave  at  least  half  the  channel- 
way  clear,  and  the  whole  raft  shall  be  moved  as  soon  as  possible  out  of 
the  way  of  passing  vessels ;  and  that  each  and  every  period  of  twenty- 
four  hours  after  the  first  twenty-four  hours  that  said  raft  shall  be  left 
in  shape  t-o  obstruct  navigation  shall  constitute  a  separate  offense,  pun- 
ishable as  hereinafter  provided  for. 

(7)  That  for  entering  and  navigating  all  harbors  with  narrow  chan- 
nels, all  rivers  navigated  by  vessels  other  than  rafting  tugs,  except  in 
the  rivers  St.  Mary,  St.  (31air,  and  Detroit,  said  harbors  or  rivers  being 
on  or  connecting  with  any  of  the  Great  Lakes,  and  for  entering  or  pass- 
ing through  the  Portage  Lake  Ship  Canals  across  Keweenaw  Point, 
Michigan,  logs  shall  be  made  into  crib  rafts,  with  the  logs  essentially 
parallel  to  each  other  in  the  direction  of  raft  length,  and  be  held  together 
by  fre(iiient  cross  sticks,  chains,  or  cables;  and  that  rafts  shall  not  be 
of  greater  dimensions  either  way  than  50  feet  wide  by  GOO  feet  long,  and 
if  longer  than  300  feet,  shall  be  handled  by  two  tugs  of  sufficient  power 
to  properly  control  them.  Each  failure  to  comply  with  this  restriction 
shall  constitute  an  offense,  punishable  as  hereinafter  provided  for. 

(8)  That  raft- towing  through  either  the  Hay  Lake  Channel  or  the  St. 
Clair  Flats  Canal  shall  be  entirely  ]>r()liibited  under  penalty  as  herein- 
after ])rovided  for. 

(0)  That  on  the  St.  Marys  Kiver  between  Sault  Ste.  Marie  and  the 
head  of  Mud  Lake,  at  a  i)oint  2  miles  below  the  i)osition  of  the 
Encampment  Crib  Light,  rafts  shall  not  exceed  OdO  feet  in  length  and 
GO  feet  in  width;  that  they  shall  be  securely  fastened  by  cross-ties,  or 
otherwise,  to  i>reserve,  as  far  as  i)ossible,  a  uniform  width;  that  each 
raft  shall  he  handled  by  not  less  than  two  tugs  of  sufficient  i)ower  to 
keep  the  raft  under  control  and  to  move  it  to  one  side  of  the  channel 
sufficiently  to  ])eiinit  vessels  to  i>ass;  and  that  each  failure  to  comply 
with  this  restriction  shall  constitute  an  offense  punishable  as  herein- 
after ])rovided  for. 

(10)  That  on  the  St.  Clair  and  Detroit  rivers,  rafts  shall  not  exceed 
in  length  1,200  feet,  nor  in  width  100  feet;  that  they  shall  be  sec'urely 
cross-tied  to  preserve  uniform  width;  and  that  each  failure  to  comply 
with  this  restriction  shall  constitute  an  offense  punishable  as  herein- 
after provided  for. 
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(11)  That  for  the  willful  violation  of  any  of  the  foregoing  restrictions 
the  towing  vessel  sliall  be  liable  to  a  tine  of  not  less  thati  $100,  and  not 
more  than  $1,000 ;  and  the  master  or  other  person  at  the  time  in  charge 
of  the  towing  vessel  shall  be  imprisoned  for  not  less  than  one  mouth 
and  not  more  than  six  months  for  each  offense,  at  the  discretion  of  the 
United  States  court  having  jurisdiction;  and  that  in  addition  to  the 
penalties  thus  imposed  the  towing  vessel  shall  be  liable  at  civil  action 
lor  damages  occurring  as  a  result  of  said  willful  violation  of  these 
regulations. 

All  of  which  is  respectfully  submitted. 

O.  M.  PoE, 
Colonel,,  CorpH  of  Engineers,, 
Bft,  Brig,  Oeneralj  U.  8.  A^ 
Chas.  E.  L.  B.  Davis, 

Major,  Corps  of  Engineers. 
Clinton  B.  Sears, 

Major,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  8.  A. 


APPENDIX  N  N. 


IMPROVEMENT    OF    RIVERS    AND    HARBORS   ON   LAKE   ERIE,    WEST   OF 

ERIE,  PENNSYLVANIA. 


REPORT  OF  LIEUT.  COL.  JARED  A.  SMITH,  CORPS  OF  ENGINEERS,  OFFI- 
CER IN  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1894,  WITH 
OTHER  DOCUMENTS  RELATING  TO  THE  WORKS. 


IMPROVEMENTS. 


1.  Monroe  Harbor,  Micliigan. 

2.  Toledo  Harbor,  Ohio. 

3.  Port  Clinton  Harbor,  Ohio. 

4.  Sandusky  Harbor,  Ohio. 

5.  Sandusky  River,  Ohio. 

6.  Huron  Harbor,  Ohio. 

7.  Vermillion  Harbor,  Ohio. 

8.  Black  River  Harbor,  Ohio. 


9.  Cleveland  Harbor,  Ohio. 

10.  Fairport  Harbor,  Ohio. 

11.  Ashtabula  Harbor,  Ohio. 

12.  Conueaut  Harbor,  Ohio. 

13.  Removing    sunken  vessels    or   craft 

obstructing  or  endan;;cring   navi- 
gation. 


United  States  Engineer  Office, 

Cleveland^  OhiOj  July  .9,  1S94, 

General  :  I  have  the  honor  to  forward  herewith  annual  reports  for 
works  in  my  charge  for  fiscal  year  ending  June  30, 1894.  In  carrying: 
on  the  works  of  river  and  harbor  improvement,  I  have  been  v(»ry  faiih- 
fully  and  capably  assisted  by  Mr.  William  T.  Blunt  and  Mr.  F.  S.  Bnr- 
rowes.  United  States  assistant  engineers. 

Very  respectfully,  your  obedient  servant, 

Jared  a.  Smith, 
Lieut.  (JoL,  Corps  of  Enfjinccrs. 
Brig.  (xcn.  Thomas  L.  Casey, 

Chief  of  Emjineers^  U.  tS.  A. 


N  N  I. 


IMPROVExMKNT  OF  MONROE  HARBOR,  MICHIGAN. 

In  1834  tlie  Kaisin  Eiver  emptied  into  Lake  Erie  at  the  southerly  end 
of  a  low,  marshy  peninsula  lying  between  the  channel  and  the  lake. 
The  water  at  tlie  mouth  was  very  shallow,  being  over  a  bar  on  which 
the  deepest  soundings  were  only  o  feet. 

2383 
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A  i)lau  was  proposed  to  improve  the  cliaimel  by  cutting  a  canal  across 
the  neck  of  the  i)enin8ula  and  extending  i)iers  from  its  month  to  a  depth 
of  10  feet  in  the  lake.  The  canal  thus  planned  was  4,000  feet  long,  100 
feet  wide,  and  10  feet  deep,  with  sides  protected  by  oak  sheet  piling: 
secured  above  water  to  waling  pieces  bolted  to  heavy  oak  i)iles. 

The  amount  expended  iu  construction  and  maintenance  of  the  chan- 
nel from  1835  to  1882,  inclusive,  was  $213,515.27. 

Tbe  original  construction  was  completed  many  years  ago,  and  a  light- 
house and  keeper's  dwelling  were  erected  on  the  outer  end  of  the  north 
pier.  The  piers  diverge  so  that  the  entrance  is  about  200  feet  wide.  In 
the  remaining  channel  of  the  river  to  the  wharves  at  jMonroe,  a  distance 
of  2^  miles  from  the  lake,  tlie  depth  is  0  feet  or  more,  and  about  the 
same  depth  is  maintained  over  the  bar. 

All  depths  given  refer  to  mean  lake  level,  and  the  actual  depths  are 
greater  or  less  according  to  the  stage  of  water  in  the  lake.  In  strong 
westerly  winds  the  water  is  blown  from  the  west  end  of  the  lake,  and 
the  surface  level  at  the  mouth  of  the  Raisin  lliver  has  occasionally 
<lr<!pped  to  a  plane  7  feet  below  mean  lake  level.  Easterly  winds,  on 
the  other  hand,  raise  the  surface  level  at  that  point,  so  that  in  extreme 
cases  the  surface  is  about  5  feet  above  the  mean  level.  The  extreme 
range,  mainly  due  to  winds,  in  the  last  two  years  is  ai)proximately  12 
feet.  The  figures  are  given  as  approximate  only,  for  the  reason  that 
the  gauge  readings  have  been  taken  at  stated  hours  each  day,  and  it 
therefore  happens  that  the  extreme  range  is  not  taken  unless  its  time 
coincides  with  the  hour  of  reading  the  gauge. 

In  1886  a  project  was  adopted  to  repair  the  piers  and  canal  revet- 
ment and  to  dredge  channel  if  necessary.  The  original  estimate  of 
cost  was  $20,000.  The  work  being  old,  however,  deteriorated  faster 
than  the  rei)airs  were  made  under  very  small  appropriations,  so  that  in 
IJ^OI,  after  $12,000  liad  been  expended,  covering  five  years,  it  became 
necessary  to  increase  the  estimate  for  cimipletion  to  820,000,  which  was 
e(iuivalent  to  making  the  original  estimate  J?38,000. 

The  appropriations  made  under  the  project  for  re])airs,  etc.,  approved 
in  1S8G,  are  a^  follows: 

August  5.   1S8() $2, 000. 00 

AugUHt.  1 1 ,  IHHH 5,  000.  00 

S»']»tonilM'r  H),  mm 5, 000. 00 

July  13,  1S0L> 10,  000.  00 

Total 22,  000. 00 

Total    of   ai)]>ro])riations    for    coustiiK'tiou.  maintouanco,   and    n»i)airH, 

1835  to  1S1)2.  inclusive 2:^r>,  515.  27 

Amount  oxpcniled  ou  i>rojt»ct  of  IHHi)  to  .lun<'  30,  1S93,  including  liabil- 
ities   ' U,5fi0.8:) 

Amount  expended  iu  last  fiscal  year 7,  345. 17 

Total 21,  915. 00 

At  date  of  last  annual  report  the  re]>airs  of  sui)erstrn(^ture  of  north 
pier  liad  been  commenced,  the  work  being  done  by  liired  labor  and 
l)urchascs  in  ()i)en  market,  jis  the  most  economical  and  advantageous 
method. 

The  repairs  wen*  commencedJnne  .■>,  1803,  and  coin])leted  Se])tember 
23,  1S1K».  The  superstructuie  of  north  i>ier  was  rebuilt  throughout  it* 
entire  length,  except  the  jjier  head  upon  which  the  light  himse  and 
dwelling  staiMl.  This  included  a  total  length  of  1,122  linear  feet  of 
superstructure,  S52  feet  of  which  is  24  feet  wide,  115  feet  is  8  feet  wide, 
and  155  feet  is  10  feet  wide.  The  superstructure  is  (J  courses,  or  6  feet 
high  from  water  level. 
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In  this  repair  tlie  following  accounts  appear  for  material  and  labor: 

204,566  feet,  B.  M.,  pine  timber $5,265.10 

6,240  pounds  driftbolts 115. 42 

105i  cords  stone 627.72 

2,400  pounds  spikes ." 59. 00 

24  pounds  iron ,54 

Tools 18.29 

Hire  of  boat  and  scow 50. 25 

Superintendence  and  labor 1^  805. 48 

Steamer  and  crew 198. 67 

Total  paid  out  for  repairs  on  north  pier 8, 140. 47 

The  repairs  included  tearing  away  all  the  old  superstructure,  wood 
and  iron  work;  removing  and  replacing  several  hundred  cords  of 
stone;  straightening  and  driving  several  thousand  pounds  of  drift- 
bolts  taken  from  the  old  work,  and  doing  much  other  work  which 
would  not  be  required  in  an  entirely  new  construction. 

By  multiplying  the  amounts  of  new  material  purchased,  by  the  con- 
tract prices  for  new  material  at  Huron,  the  nearest  similar  work  on 
Lake  Erie,  and  adding  thereto  the  cost  of  superintendence,  which  was 
included  in  the  foregoing  statement,  it  will  be  seen  that  the  new  mate- 
rials only  at  the  contract  prices  would  cost  as  much  as  the  entire  work, 
old  and  new,  by  hired  labor  and  open  purchases.  The  recommenda- 
tion to  do  the  work  by  the  method  described  has  therefore  been  fully 
justified. 

The  south  pier  and  the  old  revetments  in  canal  are  in  need  of  exten- 
sive repairs  for  the  preservation  of  the  channel.  It  is  believed  that 
the  amount  estimated  for  the  completion  of  repairs  will  be  sufficient, 
provided  the  appropriations  be  not  too  long  delayed. 

The  commerce  of  Monroe  is  very  small,  so  that  no  further  deepening 
of  the  channel  is  likely  to  be  requiied.  The  old  pier  and  part  of  the 
revetment  of  canal  should,  however,  be  repaired,  and  it  is  therefore 
reconimended  that  the  balance  of  $1G,000,  previously  estimated,  should 
be  appropriated  in  a  single  sum. 

No  commercial  statistics  were  received. 

The  harbor  of  Monroe  is  in  the  collection  district  of  Detroit,  Mich.     There  is  a 
light-house  on  the  outer  end  of  the  west  pier. 


2 


Money  statement. 


July  1. 1893,  balance  unexpended $9, 692.  72 

June  30,  1894,  amount  expended  during  fiscal  year 9,592.72 

July  1, 1894,  balance  unexpended 100.00 

July  1, 1894,  outstanding  liabilities 15.00 

July  1, 1894,  balance  available 85. 00 

{Amount  (cstimatody  required  for  completion  of  existing  project 16,000.00 

Amount  that  can  be  ])rofitably  expended  in  fiscal  year  ending, June 30,1896  16, 000. 00 
Submitted  in  compliance  with  recjuirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


N  N  2. 
IMPROVEMENT  OF  TOLEDO  HARBOR,  OHIO. 

The  ori|?iiial  i^roject  for  improving  this  harbor  was  adopted  in  1866, 
pursuant  to  the  leciuircinent  of  river  and  harbor  act  approved  June  23, 
1866,  winch  appropriated  $20,000  for  the  improvement.    The  project 
ENG  94 150 
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provided  for  im proving  the  old  cliaiinel  through  Maumee  Bay  by  dredg- 
ing to  a  dei)th  of  12  feet  and  width  of  200  feet.  The  i)lan  was  amended 
irom  time  to  time  as  necessities  increased,  until  the  old  channel  had  been 
dredged  to  a  depth  of  16  feet.  In  1892  it  had  filled  somewhat,  so  that  the 
mid  channel  depth  was  about  15.5  feet. 

The  total  amount  appropriated  and  expended  on  the  old  channel  is 
8724,332.01. 

In  1887  a  project  was  approved  by  the  Secretary  of  War  for  a  straight 
channel  through  Maumee  Bay,  in  compliance  with  previous  acts  of  Con- 
gress. The  channel  was  so  located  as  to  utilize  the  old  channel  as  far 
:.r>  possible,  and  was  to  be  200  feet  wide  at  the  bottom  and  17  feet 
deep. 

Upon  the  basis  of  protecting  the  channel  by  revetments  or  i>iers 
through  at  least  a  part  of  its  length,  the  cost  of  the  project  was  esti- 
mated to  be  81,875,000. 

Expenditures  incurred  on  straight  channel  to  June  30, 1893 $4^,  892. 95 

Incurred  in  last  fiscal  year 94,  312.53 

Previous  to  Juno  30,  1893,  the  channel  had  not  only  been  dredged 
throughout  practically  as  x>laiiiied  but  much  of  it  had  filled,  more  or 
less,  and  had  been  re-dredged. 

In  1893  the  officer  in  charge  of  the  work  urged  the  necessity  of  a 
wider  channel  than  200  feet,  and  this  has  been  approved  for  the  lake 
subdivision,  which  includes  the  part  between  the  range  lights  and  the 
lake. 

At  the  beginning  of  the  fiscal  year  the  channel  had  been  consider- 
ably filled  by  drift  and  silt.  The  parts  between  the  range  lights  at  the 
turn  out  and  the  mouth  of  the  river  have  filled  an  amount  which  makes 
t ho  annual  average  thus  lar  closely  approximate  G  inches.  The  lake 
subdivision  has  been  more  recently  completed  and  the  observations  for 
ascertaining  the  amount  of  fill  have  been  less  extensive,  but  doubtless 
the  average  will  be  less  than  for  the  part  nearer  the  river. 

For  a  further  discussion  of  this  part  of  the  subject  I  refer  to  the 
rojiort  of  Mr.  AVilliam  T.  l>lunt,  assistant  engineer,  appended  hereto. 

The  drawing  showing  channel  sections  mentioned  by  Mr.  Blunt  is 
forwarded  to  accompany  this  report,  and  also  a  map  of  Maumee  Bay 
showing  the  location  of  straight  channel,  and  a  part  of  Maumee  lliver 
showing  the  i)art  over  which  the  improvement  is  to  be  extended  in 
accordance  with  plans  aln^ady  api)roveci. 

At  the  beginning  of  the  fiscal  year  work  was  m  j>rogress  under  a  con- 
tract with  Messrs.  G.  II.  J>reymann  &  Bros.,  of  Toledo,  Ohio,  for  dredg 
iiig  in  the  straight  channel.     Dredging  has  been  continued  during  the 
year  except  when  suspended  for  the  winter,  from  November  24, 1893,  to 
*Ain-il  1,1894,  inclusive. 

The  amount  dredged  during  the  year  is  as  follows: 

Cubic  ynr.ls. 

I'rom  inner  section 36,  r>38 

I'lom  t iirn-cmt   soction 1)74 

I'roiii  outer  s("('t  ion 242,  744 

Totnl 280,356 

The  fill  is  mainly  near  the  banks  of  the  cut,  as  shown  in  the  drawing 
with  Mr.  Blnnt's  report.  In  clearing  the  channel,  therefore,  the  cuts 
have  been  made  near  the  banks  and  deeper  than  the  grade  which  is 
inteiirled  to  be  maintained.  Inthecmter  and  turn-out  sections  the  cuts 
have  a  depth  of  about  11)  feet,  and  in  the  inner  section  cuts  have  been 


APPENDIX   NN — REPORT   OF   LIEUT.  COL.  SMITH.  2387 

about  20  feet  deep.  Most  of  the  channel  now  has  a  middle  depth  of 
17  feet,  but  most  of  the  inner  division  has  that  depth  in  the  middle 
only,  and  on  the  outer  edges  it  is  very  much  less. 

The  question  of  maintaining  the  channel  was  discussed  in  the  Annual 
Reports  for  1892  and  1893,  with  the  conclusion  that  it  could  be  best 
(lone  by  dredging  and  that  the  dredging  could  be  most  satisfactorily 
and  economically  done  by  a  dredging  plant  owned  by  the  United  States. 

Under  authority  of  the  Chief  of  Engineers  the  plant  has,  therefore, 
been  purchased,  consisting  of  the  dredge,  4  scows,  and  1  tug.  Three 
of  the  scows  are  dump  scows,  and  one  has  a  flush  deck.  It  has  been 
found  that  owing  to  the  long  distance  to  which  part  of  the  material 
must  be  towed  that  three  dump  scows  are  not  enough.  Authority  has, 
therefore,  been  obtained  to  purchase  another  scow,  and  that  will  soon 
be  added  to  the  fleet. 

The  river  and  harbor  act  of  July  13, 1892,  provided  that  a  part  of  the 
appropriation  might  be  used,  in  the  discretion  of  the  Secretary  of  War, 
iji  removing  shoal  in  old  channel  and  in  extending  the  improvement 
up  the  Maumee  River. 

The  last  Annual  Report  explained  the  reason  why  it  was  considered 
inadvisable  to  attempt  any  more  dredging  in  the  old  channel.  A  sur- 
vey of  the  river  from  its  mouth  to  the  bridge  of  the  Pennsylvania  Rail- 
road Company,  about  4  miles  above,  disclosed  a  shoal  place  in  the  part 
known  as  the  "Crossing,"  between  the  bridge  mentioned  and  the 
bridge  of  the  Wheeling  and  Lake  Erie  Railroad  Compapy,  some  dis- 
tance below. 

A  communication  was  submitted  to  the  Chief  of  Engineers  March 
19, 1894,  to  dredge  a  channel  through  the  shoal,  cutting  to  a  depth 
of  19  feet  between  the  curves  of  18  feet  depth,  and  to  make  the  chan- 
nel so  dredged  400  feet  wide.  This  recommendation  was  approved. 
The  estimated  cost  was  as  follows:  Dredging  150,000  cubic  yards,  at 
12  cents,  $18,000. 

This  amount  is  to  be  expended  as  far  as  may  be  necessary  in  operat- 
ing the  new  dredge  plant  recently  purchased.  The  dredge  commenced 
work  upon  this  channel  on  May  8,  1894;  on  June  30  it  had  worked 
thirty  days  and  had  removed  28,102  cubic  yards  of  material.  Consid- 
erable delay  was  caused  by  the  necessity  for  towing  the  dump  scows  a 
long  distance,  and  it  is  to  i)revent  such  delays  that  another  scow  is  to 
be  purchased. 

The  ofllcer  in  charge  of  the  improvement  hoped  to  have  procured  a 
dredging  plant  which  would  have  far  less  delays  from  breakage  of 
machinery  than  has  been  usual  aaiong  other  dredges  on  the  lake. 
Experience  here  has  been  that  in  the  lirst  year  many  delays  occur 
from  accidents  of  various  kinds,  owing  to  imperfections  in  the  machin- 
ery or  its  adjustments. 

The  cost  of  operation  of  the  plant,  however,  including  all  delays  and 
repairs,  has  been  a  trifle  less  than  the  estimate  of  12  cents  per  yard, 
which  is  as  low  as  the  lowest  contract  price  obtained  in  this  district  for 
many  years. 

The  original  cost  of  the  straight  channel  was  made  upon  no  definitely 
matured  plans.  It  was  estimated  that  the  amount  of  dredging  would 
be  1,580,000  cubic  yards,  and  that  the  price  per  yard  would  be  14  cents. 
The  details  of  the  balance  of  the  estimate,  however,  do  not  appear  in 
the  records  of  this  office. 

In  1893  the  officer  in  charge  of  the  improvement  submitted  recom- 
mendations regarding  the  method  of  completing  the  improvement,  with 
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a  view  to  revising  the  estimate  of  cost  of  completion  and  of  continuing 
the  work  upon  a  definite  plan.  Among  the  recommendations  were  the 
following: 

(1)  That  a  small  part  of  the  lake  subdivision  of  the  channel  be  pro- 
tected by  dikes,  the  work  to  be  first  tested  regarding  its  effect  by  con- 
structing an  experimental  section  of  4,000  feet. 

(2)  That  the  channel  width  be  increased  from  200  feet  to  300  feet 
throughout. 

(3)  That  certain  repairs  be  made  to  old  work.  (See  Report  of  Chief 
of  Engineers,  pp.  3053-305G.) 

The  subject  was  referred  to  Colonel  Abbot,  who  did  not  fully  concur 
in  the  recommendations,  but  said: 

The  funds  originally  estimated  appear  to  be  ample  to  provide  for  a  continuation 
of  the  work,  as  heretofore,  without  hampering  the  Department  by  details  for  which 
existing  data  are  inadequate,  and  in  my  judgment  the  approval  of  such  a  project 
would  be  premature. 

In  view  of  the  large  amount  of  commerce  which  will  use  the  channel,  of  the  short 
distance  between  range  lights,  and  of  the  reserve  of  funds  covered  by  the  estimates, 
I  concur  with  Col.  Smith  in  thinking  that  an  increase  in  width  to  300  feet  in  this 
lake  subdivision  is  advisable,  and  recommend  that  it  be  authorized.  Within  Maumee 
liay  I  am  not  satisfied  that  the  increase  is  as  yet  demanded. 

The  widening  to  300  feet  in  the  lake  subdivision,  having  been  approved 
by  the  Chief  of  Engineers,  has  become  part  of  the  project  of  improve- 
ment. The  estimate,  however,  has  been  left,  as  heretofore,  simply  an 
amount  ui)on  which  to  draw  without  being  hampered  by  details  for 
which  the  data  are  considered  inadequate. 

Many  of  the  reasons  why  the  wider  channel  is  needed  were  discussed 
in  the  last  Annual  Rei)ort.  The  filling  in  the  channel  being  mainly 
fi^om  the  edges  tends  constantly  to  make  it  narrower. 

The  inner  division  is  about  4  miles  long,  and  the  distance  between 
the  beacons  of  range  is  only  about  1,01)0  feet.  To  follow  such  a  long, 
narrow  channel  on  such  a  short  range  is  very  difficult,  because  a  very 
slight  variation  from  the  range  throws  the  vessel  upon  the  bank.  The 
difficulty  is  greatly  increased  when  other  vessels  are  passing  to  and 
fro  in  the  same  channel. 

In  the  spring  of  1893  the  Detroit  and  Cleveland  Steam  Navigation 
Company  made  arrangements  for  a  line  of  steamers  to  run  to  Toledo. 
Under  date  of  April  21,  1893,  the  general  manager  of  the  company 
wrote  as  follows : 

Our  captains  (after  seeing  the  straight  channel)  and  other  captains  say  that  it 
would  be  impossible  to  steer  a  wide  boat  like  ours  (70  feet)  out  of  the  200-foot  channel 
in  the  night  witliout  going  aground. 

In  September,  1893,  the  general  freight  agent  of  the  Detroit  and 
Cleveland  Steam  Navigation  Company  wrote  to  this  office  as  follows: 

Cleveland,  Ohio,  Sep  1  ember  S7y  1S93. 

Dear  Sir:  Comra(»ncing  with  the  opening  of  navigation  this  season  we  extended 
our  Lake  Huron  division  to  Toledo;  but  after  advertising  our  steamers  we  found  that, 
owing  to  the  narrow  channel  and  lack  of  range  lights,  it  was  impossible  for  us  to 
run  in  or  out  of  the  Maumee  Hiver  during  the  night. 

Tlie  clijuinel  is  ho  luirrow  that  two  steamers  the  size  of  our  side-wheel  boats  (76-foot 
beam;  can  not  pass  safely  at  night,  and  it  is  with  difficulty  tliat  they  can  pass  each 
other  even  in  the  daytime;  for  as  soon  as  their  speed  is  cliecked  their  high  cabins, 
which  catcli  the  wind,  will  cause  them  to  drift  to  one  side  or  the  other,  as  the  wind 
may  direct,  and  put  them  aground. 

VVe  are  very  desirous  of  running  regularly  to  Toledo,  and  think  it  is  a  place  from 
which  we  could  get  considerable  traffic,  both  passenger  and  freight,  if  the  channel 
was  widened  to,  say,  30()  feet  from  the  outer  light-house  to  the  mouth  of  the  river, 
and  range  lights  put  in  range  with  the  straight  channel. 

I  would  suggest  that  the  range  Ughts  bo  red  and  of  sufficient  i)ower  to  show  as 
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far  as  the  outer  light-house.  The  reason  for  suggestinc:  red  lights  is  that  it  would 
be  hard  to  distinguish  a  bright  light  from  the  Toledo  Tights.  Any  mistake  in  dis- 
tinguishing these  lights  might  result  in  serious  loss.  Therefore  we  think  that  red 
lights  would  be  more  suitable  for  this  particular  place. 

In  view  of  the  foregoing  facts  we  would  respectfully  ask  that  you  try  and  supply 
the  much-needed  lights  and  the  widening  of  the  channel. 
Awaiting  your  reply,  I  am, 
Yours,  very  truly, 

D.  C.  McIntyre, 
General  Freight  Agent 
Col.  Jake  I)  A.  Smith, 

U.  S.  Engineer. 

It  will  be  seen  that  at  least  one  line  of  large  steamers  has  been  com- 
pelled to  stay  away  from  Toledo  because  the  channel  is  too  narrow. 

The  dredging  now  under  contract  will  be  continued  until  the  fill  in 
channel  has  been  removed,  and  should  any  funds  then  remain  the  wid- 
ening of  lake  subdivision  will  be  commenced. 

The  dredge  belonging  on  the  improvement  will  be  continued  on  ^e 
shoal  in  the  river  until  the  channel  through  it  is  completed,  when  it 
will  be  put  to  work  in  the  straight  channel. 

Another  shoal  in  the  river  is  reported  to  cause  great  inconvenience  to 
navigation,  and  it  is  proposed  to  extend  the  survey  up  the  river  during 
the  present  season  and  to  include  the  shoal.  A  further  plan  will  then 
be  submitted,  in  accordance  with  the  requirements,  to  extend  the  im- 
provement up  the  Maumee  River. 

The  following  appropriations  have  been  made  since  the  adoption  of 
the  project  for  a  straight  channel:     * 

July  5, 1884 $25,000.00 

Deduct  amount  appropriated  for  old  channel  (see  note) 9,  632. 61 


"^ 


15,  367. 39 

August  5, 1886 112,500.00 

August  11,1888 150,000.00 

September  19,  1890 200,000.00 

July  13,  1892 200,000.00 


Total 677,867.39 

Note. — By  act  of  August  5,  1886,  the  balance  then  available  of  the  $25,000  appro- 
priated July  5,  1884,  for  straight  channel  was  made  available  for  clearing  the  old 
channel. 

Toledo  is  in  the  collection  district  of  Miami.  There  is  a  fixed  white  light  of  the 
fourth  order  on  Turtle  Island  and  three  sets  of  range  lights  for  parts  of  the  channel. 

Money  statement 

July  1. 1893,  balance  unexpended $194,  972. 55 

Deposited  to  credit  of  appropriation *50. 00 

$195,022.55 

June  30,  1894,  amount  expended  during  fiscal  year 98, 537. 45 


Jul V  1, 1894,  balance  unexi>ended 96, 485. 10 

July  1,1894,  outstanding  liabilities 2,380.97 

July  1, 1894,  amount  covered  by  uncompleted  contracts 51,  740. 44 

54, 121. 41 


July  1, 1891,  balance  available 42,363.69 


'  Amount  (estimated)  required  for  completion  of  existing  project 1, 200,  (XK).  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June 

30,  1896 300,000.00 

Submitted  in  compliance  with  requiremento  of  sections  2  of  river  and 

harbor  acts  ot  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


During  fiscal  year  ending  June  30,  1894. 
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REPORT  OF  MR.  WILLIAM   T.    BLUXT,  ASSISTANT    ENGINEER. 

Cleveland,  Ohio,  June  SOf  1894, 

SiK :  I  respectfully  transmit  herewith  a  tracing  showing  typical  cross  sections  on 
the  inner  division  of  straight  channel  through  Maiimee  Bay,  Toledo,  Ohio. 

These  few  are  selected  simply  hecauso  time  would  not  allow  of  the  sounding  of  the 
whole  line,  and  they  are  located  in  such  places  as  to  warrant  the  helief  that  they  are 
truly  typical,  as  they  have  been  in  the  more  complete  surs'cys  of  the  past.  On  them 
are  sliown : 

The  original  bottom  before  straight  channel  was  begun  in  1877. 

The  bottom  taken  immediately  after  dredging  was  completed  to  17  feet  in  1889  and 
1890. 

The  bottom  at  the  present  time,  from  four  to  five  years  after  completion. 

The  first  and  second  were  taken  from  complete  surveys  of  the  entire  line,  and  all 
were  under  my  immediate  super^^8ion,  as  was  the  dredging  between  the  first  and 
s;M()ud.  No  dredging,  except  in  one  small  locality,  not  covered  by  these  sections,  has 
l)een  done  between  1890  and  the  present  time.  The  original  soundings  were  taken  as 
scon  as  the  line  was  adopted  in  1887  and  before  contracts  were  let.  The  next  com- 
plete set  of  soundings  was  taken  in  each  section  of  800  feet  length  as  soon  as  it  was 
completed  and  the  dredge  removed  from  it.  Thus  the  soundings  in  each  800  foot 
show  the  immediate  actual  results  of  the  dredging  in  that  section.  Other  complete 
sets  were  taken  in  the  interval  between  then  and  now,  but  the  more  recent  soundings 
(Juno,  1894)  are  used  as  giving  the  longest  period  for  comparison. 

It  must  be  understood  that  these  sections  are  all  between  the  crib  light  and  the 
mouth  of  the  river.  Beyond  the  crib  the  conditions  are  somewhat  different,  and  will 
bo  elaborated  later.  At  present  it  is  sufficient  to  say  that  the  dredging  of  the  outer 
division  was  not  comi^leted  till  June,  1892,  and  a  new  contract  to  remove  the  fill  was 
begun  in  1893  and  is  now  in  force.  This  report  will  consider  the  subject  as  of  two 
divisions:  The  inner  division  from  mouth  of  river  to  crib  light,  23,644  feet;  and  the 
outer  division  from  the  crib  light  to  the  lake,  16,000  feet. 

Inner  dhmon. — In  this  division  we  find  two  separate  conditions  originally.  From 
the  mouth  of  the  river  to  the  old  Black-can  Elbow,  to  use  its  po])ular  name,  a  dis- 
tance of  12,000  feet,  the  channel  was  entirely  new,  having  been  excavated  through 
a  clay  bottom  with  some  sediment  on  top  and  having  had  an  original  de])th  of  from  5 
to  9  feet,  jivera;^ing  7.V  feet.  From  the  Black-can  Elbow  out  to  tlio  crib,  a  distance 
of  11,014  i\'et,  the  new  channel  followed  the  old  one,  which  had  been  dredged  at 
various  times  and  with  varying  results,  usually,  however,  holding  16  to  17  feet  middle 
depth,  decreasing  to  13  feet  Jilong  its  sides  and  with  9  to  11  feet  on  its  bauks;  the 
average  depth  within  the  adopted  lines.  200  feet  apart,  was  14  feet.  The  material  was 
to  a  great  extent  se«limentary  (le])()sit  in  the  old  cut,  thongh  clay  was  found  when- 
ever a  deeper  or  wider  cnt  Avas  taken  than  those  formerly  made. 

The  last  <lr(*dging  of  any  amount  done  on  the  inner  division  was  under  contract 
with  .James  Kooney,  in  1889  and  1890.  A  dei)th  of  17  feet  being  required,  it  was  aoitn 
found  that  cuts  to  that  de])th  over  the  eutire  width  left  but  about  16|  feet  av(»ra.!;o 
depth.  As  soon  as  this  was  determinc^l  the  cuts  were  changed  to  18  feet,  and  there- 
after the  results  were  17^.  Careful  studies  then  and  since  have  proved  con<lnsively 
that  to  obtain  a  certain  depth  over  a  series  of  cuts,  in  the  ordinary  methods  of  dredg- 
ing, it  is  necessary  to  dig  three-fourths  foot  deo])er.  The  results  may  be  described 
aj  follows:  On  first  cut  de])th  is  left  nearly  as  dug;  on  second  cut  tlu^  same  result 
follows,  but  the  first  cut  will  show  a  (ill  of  three-fourths  foot  or  thereabout,  dn(^  to 
various  causes,  such  as  overthrow  from  dip]>er,  leakage  I'rom  scows,  si)atterings  from 
poekets,  cutting  of  banks  by  tug  wheels,  etc.  This  ac^tiou  follows  on  succeeding 
cuts,  so  that  when  full  width  is  completed  we  find  all  exeej)t  the  lasl  cut  to  show 
about  three-fourths  foot  less  Avater  than  was  dug.  This  result  has  followed  inva- 
riably, not  only  over  a  large  area  but  on  vavh  sejiarate  cross  line.  It  is  })ossil»le,  of 
eour.se,  by  taking  a  half  cut  so  as  always  to  throw  di])i;er  toward  the  bnnk,  and  by 
always  keeping  scows  on  bank  side  and  with  greatest  of  care  in  digi^ing,  to  realize 
nearly  the  actual  (le]>th  cut;  but  exi)erienco  here  has  shown  that  it  is  not  e<onouiy 
of  time  or  ])atienee;  that  equally  good  results  are  obtained  in  shorter  time,  with  less 
rigi<lity  of  ius])e<'tiou  and  at  greatly  redu(  ed  cost  to  contrjietor.  The  channel  is 
beiu'lited  by  having  three-fourths  foot  of  soft,  broken-up  material  below  the  depth 
re(iuire(l  (espeeially  in  a  clay  cut),  and  by  being  available  earlier  and  at  less  cost  for 
inspection.  The  contractor  is  greatly  benefited  by  being  allowed  a  full  witlth  of 
cut  and  the  deejx'r  face. 

Tlu^  resulting  depth  over  the  entire  inner  division  varii  d  from  10  to  18  feet, 
averaging  17^-,  and  all  cross  sections  showed  a  reuuirkable  agnumeiit  in  this, 
seldom  varying  in  their  averages  more  than  0.2  foot.  Now,  from  four  to  f<uir  and  a 
half  years  afterward,  the  depth  is  from  13  to  18  fvei,  with  an  average  of  about  1."».3, 
showing  a  general  lill  of  2  feet  in  four  years,  or  0.r>  foot  ])er  year.  Assuming  the 
sectional  area  of  fill  to  be  400  s(juare  feet,  which  is  probably  a  close  approxinuition, 
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we  liavc  fi  totnl  lill  in  four  years,  of  about  350,000  yards,  or  in  one  year  87,500  yards 
on  4  miles  of  channel.  Most  of  this  fill,  being  of  a  very  soft  nature,  has  becu 
forced  to  tho  sides  of  the  channel  by  action  of  vessel  wheels,  so  that  alon^  the  mid- 
dle the  depth  of  17  feet  and  more  still  obtains  for  widths  of  from  40  to  80  feet.  It 
is  a  mixtunj  of  sand  and  nnid,  and  in  the  nature  of  a  deposit  pure  and  simple.  It  is 
not  caused  by  washing  in  of  banks,  as  in  nearly  every  case  tho  bank  soundin;;8 
remain  as  before  dre(l«^in;;.  Slon«;hinjjj  off  is  noticeable  in  a  few  instances,  but  only 
t(»  a  slight  extent,  and  by  no  means  enough  to  account  for  tho  sectional  area  of  fill 
which  exists  (300  to  500  feet).  The  lill  is  nearly  the  same  over  the  whole  line, and 
not  con(  enlrated  at  any  one  locality.  The  conclusion  is  inevitable  that  it  is  simjdy 
the  deposit  of  semisuspended  material  in  the  deep  cuts,  carrying  out  tho  natural 
tendenev  in  a  bav  like  this  to  even  off  its  bottom. 

rud(»ubtedly  much  material  comes  down  the  river  in  flood  seasons,  but  its  course 
is  out  the  old  channel  to  the  northward  from  tho  mouth  of  the  river,  and  thence  in 
general  distribution  over  the  bay.  No  permanent  outward  current  exists  at  other 
tinies,  the  river  for  some  miles  above  its  mouth  being  simply  an  arm  of  the  bay  and 
lake,  influenced  in  its  currents  only  by  the  winds.  Thus  the  current  along  tho  city 
front  5  miles  from  the  mouth  is  as  often  up  as  down  stream.  Tho  waters  of  river 
and  bay  are  never  clear,  but  have  in  suspension  a  large  amount  of  sedimentary 
mattt^r,  undoubtedly  thicker  and  heavier  toward  the  bottom;  consequently  any 
dee])  cut  through  them  will  accumulate  this  material  indefinitely,  while  the  banks 
of  the  cut,  being  nearer  the  surface*,  will  retain  only  their  normal  amount.  Tho 
result  is,  dredging  indefinitely.  In  this  locality,  the  task  is  made  easier  by  passing 
boats,  which  unconsciously  assist  us  by  ])iling  the  material  along  the  sides,  ready 
for  removal,  so  that  wo  may  practically  clear  the  channel  by  side  cuts  rather  than 
by  ''planing  otl""'  tho  whole  width. 

Outer  iWviHhtn.—WkiYii  we  find  \\h\  conditions  somewhat  different  from  those  inside 
the  cribs.  Clay  bottom  is  found  at  a  dejith  of  1  l.l  feet  at  the  crib,  and  slopes  gently 
outward  and  downward  until  it  disai)j)ears  at  18  feet  depth  9,000  feet  from  tho  crib. 
On  top  of  this  is  a  dejjosit  of  sand  and  mud,  leaving  a  depth  of  11  feet  nearly  level 
from  crib  to  7,000  feet  out.  From  this  point  a  bar  of  perfectly  clear  sand  rises 
gradujilly,  leaving  a  minimum  depth  of  G.3  feet  on  its  crest  at  9,000  feet  from  the 
crib,  thence  gradually  deepening  to  tho  lake.  It  is  the  i>rolongation  of  the  Turtle 
Island  J:jir  reaching  toward  Cedar  Point. 

On  this  division  w(^  still  find  sedimentary  deposit  inside  the  bar,  though  much 
heavier  than  those  on  inner  section.  On  the  bar  and  beyond  the  bottom  is  of  clean, 
sharj)  sand  packed  so  solidly  that  a  sounding  rod  dropped  on  it  rebounds  upward 
with  a  ringing  sound. 

The  first  dredging  done  hen;  was  in  1889,  when  the  crest  of  the  bar  was  cut  through 
t<»  a  d<'])th  (d"  V.^  feet.  Innnediately  afterwards  (September,  1889)  soundings  showed 
an  average  depth  of  12.3.  In  June,  1890,  no  ])erceptible  change  was  discovered,  even 
to  the  marks  of  dipper  cuts  on  the  bank.  This  was  rather  against  all  previous  cal- 
culations, r.sall  concerned  had  believeil  that  at  this  point  the  channel  would  surely 
(ill.  riu' filial  dr(ulging  to  complete  this  outer  division  was  done  in  1^1  and  1892, 
un<ler  the  supervision  of  Lieut.  W.  V.  Judscui,  Cor])s  of  Engineers,  U.  WArmy.  In 
a  report  on  the  subject  (Annual  Report  Chief  of  Engineers,  C.  S.  A.,  1892,  p!  2191, 
Ai)i>en<lix  M  M)  ^Ir.  Judson  states  that  the  average  depth  obtained  was  10. 8  feet. 
In  April,  189.'),  a  survey  made  under  my  supervision  gave  an  average  depth  of  15.5 
feet.  This  would  indicate  an  average  fill  of  1.3  feet  in  about  eighteen  months,  but 
the  time  being  so  sliorf  and  boats  having  used  that  jiart  of  the  channel  so  little,  it 
seemed  liar<lly  ad\  isable  to  ado]>t  this  comparison  as  conclusive  of  the  amount  of 
fill.  riirou,i;hout  tlu)  division  the  fill  is  very  evenly  distributed  over  length  and 
breadth.  Now  that  this  portion  is  buoyed  and  will  soon  bo  lighted,  vessels  will 
begin  to  use  it  as  freriuently  as  they  have  tho  iniuM*  division.  AVhether  that  will 
have  the  same  etlect  in  throwing  material  to  tho  sides  as  it  has  on  the  inner  portion 
remains  to  be  seen ;  it  i)robably  will  not  to  a  large  extent  through  the  bar  and  out- 
ward No  s])e(Mal  locality  s(;ems  to  show  more  fill  than  another.  Tte  banks  remain 
with  same  dei)th  as  in  1887  except  on  tlio  immediate  crest  of  tho  bar,  where  they 
hav(»  been  lowered  from  1  to  3  feet.  Even  here  an  exidanati(ui  (juickly  presents 
itself  in  tin?  fact  that  barges  loading  sand  through  ])umps  have  very  probably  caused 
tli(^  lowering.  The  foregoing  seems  to  indicate  that  on  tho  outer  division  the  whole 
width  will  iiave  to  1)(>  dredged  occasionally. 

rrv^dit  vonlrarh. — The  ])resent  contract  with  George  II.  Preyman  &  Bros,  is  pro- 
gressing rather  slowly,  with  only  one  dredge.  It  covers  the  entire  length  of  chan- 
nel and  also  the  river  a]>i)roach.  Nearly  ail  the  material  to  bo  removed  is  in  the 
nature  of  a  fill,  tlnre  being  only  two  very  small  portions  of  first  cuts.  From  tho 
beginning  of  contract  the  work  has  been  under  tho  inspection  of  Mr.  J.  T.  Holling. 
Woik  was  begun  A])ril  19,  1893.  on  tho  river  approach,  but  little  was  done  there,  as 
when  weather  became  settle<l  the  dredge  was  ])laced  atwork  on  the  turn-out  around 
cribs.  This  was  oj)ened  up  to  full  width  of  200  feet  and  most  of  the  fill  cleared  out. 
Work  was  then  continued  along  outer  division  until  late  in  November,  when  severe 
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weather  couipelled  cesaatlun.  It  was  resumed  April  26,  1891,  and  outer  divieion 
completed  early  iu  June.  Dredi^ng  wax  carried  to  19  feet, 
leaving  about  18^  feet,  which  still  holda  throughout  nith 
little  variation  for  full  width.  Dredge  la  now  working  on 
inner  division,  iuward  from  the  crib. 
On  May  10,  1893,  I  Bubniitted  to  j-oii  the  foUowing  letter 
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aod  table  aa  basis  for  work  uuder  this  coutroct: 

ToLKmy,  Ohio,  May  10,  1893. 
Sir:  Up  to  this  time,  by  taking  advantage  of  all  poaeible 
■working  weather,  we  have  only  been  able  to  sound  the  turn- 
out section,  the  outer  section,  and  the  vicinity  of  the  junction 
of  straight  clionnct  and  mouth  of  nvcr.  The  dredge  is  now 
couiplL'ting  the  cut  to  19^  feet  to  obtain  full  width  of  north 
turn  out,  and  it  becomes  necessary  to  deteruiino  the  method  of 
cnttiuK  on  outer  section,     A  study  of  the  soundings  obtained 

lu  outer  section,  an  average  depth  over  the  whole  length 
and  width  of  15. G  feet.  The  fill  has  taken  place  very  evenly 
over  whole  widlh,  with  a  slight  tendency  to  lilluiostoli  south' 
erly  side  of  channel.  It  is  also  remarkably  even  over  the 
whole  length. 

In  turn-out  section,  very  irregular,  with  depths  i^om  \i.d  to 
18.7  feet.  Klioiil  places,  apparently  lell  by  dredges,  as  tliejr 
appear  in  ridges. 

In  inner  section,  the  4,000  feet  sounded  near  inner  end  show 
a  channel  de|>th  of  IT  feet  and  over  with  considemble  fill 
on  cither  side,  mostly  on  southerly  side.  This  til]  does  not 
come  from  washing  in  of  banks,  depths  there  n>maiiiing  for 
the  most  part  as  tboy  wore  before  any  cuts  were  made  (in 
1887). 

In  river  division,  very  irregular,  14.1  to  18.7  feet.  Shoal 
places  iu  ridges,  ns  if  loft  by  dri^dgeg, 

ConrlUHJonsbaseclou  thcsednta  would  seem  to  be  as  follows: 

In  outer  and  turn-out  sections  it  will  bn  impracticable  to 
dig  two  or  oi'on  three  deep  cuts  as  it  would  leave  the  remain- 
der too  shoal  to  warrant  tlio  supposition  that  it  would  "even 
olf.'' 

In  iuner  section,  if  the  balance  of  chiinnel  length  is  iih  favor- 
able as  that  already  sounded,  it  may  be  advisable  to  confinD 
dredging  to  the  eiiles  of  channel. 

In   river   division   the   slioal  places   may   bo  si'lec'ted   for 

As  n  p.'irt  of  this  letter  I  hand  ^-ou  rough  sketch  with  table 
showing  areas,  depths,  and  quantities  in  tiie  various  localJIios. 
Table  shows,  "  l:Hti mates  iu  8]iecilicationB,''  "  I'resent  esti- 
mates," and  "Proposed  distribution,"  which,  if  you  eui  no 
objectiim,  I  re8i>ect fully  recommend  for  adoption. 

Whi-n  tho  two  turu-ont  clianuela  were  lirst  proposed  by  me, 
inlMSK),  it  wns  intended  that  the  "island''  urouud  cribs  should 
be  much  wider  tban  the  pile  work  is  now  couetrncted.  With 
its  present  dimensions,  tbe  bends  in  tliu  channel  are  very 
light,  and  there  is  no  immediate  need  of  the  southerly  elian- 
uel.  The  cost  of  dredging  it  (about  $12,G00)  can  very  mneh 
better  be  spent  on  other  parts  of  the  work,  and  I  therefore 
reconiiuend  that  it  bo  abandoucd  as  far  as  this  contract  goes. 
If  it  iH  not  abandoned,  the  entire  channel  ean  proliablv  bo 
"  [ilaned  off  "  to  a  depth  of  17i  feet  (seo  "  Present  estimate") 
or  its  eipLivalent  in  r|uanlity  taken  in  fewer  cuts.  If  it  ia 
abaudntieil,  it  will  enable  us  to  obtain  a  depth  over  fiill  width 
and  length  of  outer  scetioii  of  ]8i  feet  and  of  171-  over  re- 
maiudcr  of  chanuel.  The  outer  seetion,  being  much  more 
exiiosed,  should  have  some  better  water. 

I  think  this  dredge  euu.  with  four  cuts,  reach  nearly  the 
full  width  of  2(H)  feet.  I  should  then  allow  herto  dig  to  19^ 
on  dipper  ami  and  expect  to  find  bottom  at  about  111  or  18J, 
with  ridges  between  having  not  less  than  ITi  or  18,  and  an 
average  dejitli  of  18>  as  ahoi-o  noted.  This,  however,  should 
be  a  niatti'V  for  ntud.v  and  detorniination  after  a  trial  has  been 
\    uiade.    The  hull  is  35  feet  wide,  and  we  have  noted  that  with 
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19^  feet  on  dipper  aria  slie  has  made  17  feet  depth  at  about  15  feet  from  her  side. 
Thus  she  could  easily  carry  out  the  above  suggestion. 

Very  respectfully,  Wm.  T.  Blunt, 

Lieut.  ,Col.  Jarrd  A.  Smith,  Assistant  Engineer. 

Corps  of  Engineers  y  U,  S.  J. 

This  met  with  your  approval,  and  the  south  turn-out  was  abandoned  by  consent 
of  the  contractor. 

In  accordance  with  your  recent  approval,  the  dredge  is  now  cutting  to  21  feet  on 
extreme  outside  cuts  and  to  19  feet  on  next  inside,  leaving  about  40  feet  in  width 
along  the  middle  untouched,  with  present  depth  of  about  17  feet.  Under  this 
method  the  greatest  good  will  accrue  to  the  channel,  though  the  estimate  of  May 
10,  1893,  was  not  based  on  so  deep  a  cut,  but  on  18  feet  throughout.  If  not  possible 
to  cover  the  entire  length  of  inner  division,  the  portion  left  will  still  be  in  very  fair 
condition,  considering  its  position  near  the  river  mouth. 
Very  respectfully, 


Lieut.  Col.  J  A  RED  A.  Smith, 

Corps  of  Engineers,  U.  S.  A» 


Wm.  T.  Blunt, 

Assistant  Engineer, 


Toledo,  Ohio,  straight  channel. 


Price. 

Entimii 
specific!) 

ite  in 
It  ions. 

Cost. 

Presen 

mate  (c\ 

leave 

Cubic 
ytik'ds. 

t  esti- 
it  to  18, 
174). 

Propoaeil  distribution. 

$0. 1« 

Cubic 
yards. 

110.000 

Cost. 
$32  oon 

Depth. 

Cubic      p^. 
yards.      ^^^^ 

Ontei 

$17,600     200,000 

Cut  to  19,  leaving  18i. 
Cut  to  18,  leaving  17i. 
Abandoned  tor   the 

present. 
Cut  to  18,  leaving  174. 

300, 000  ,  $48. 000 
52, 000  i      7, 280 

1 

Turn-out,  north.. 
Turn-out,  south . . 

•\l  \l  175,000 
.12  '  Balance. 

24  -ioo)!     52.000  1     7,280 

i^J.OWJ       QQ   QQQ        12.600 

Inner 

57,900 

350, 000 

42,00Q 

i 

350,000       42,000 

Total 

100,000 

93. 880 

97  280 

COMMERCIAL   STATISTICS. 

The  following  statistics  for  the  year  1893,  relative  to  the  commerce  of  the  harbor 
at  Toledo,  Ohio,  were  compiled  from  information  furnished  by  the  collector  of  cus- 
toms and  others: 


Articles. 


Tons. 


KECKIPTS. 

Iron  ore 

Coal 

Lumber  and  logs 

Plaster  and  cement 

Salt 

Su«!:ar 


Total 


159, 005 

145,  371 

58,  943 

17, 109 

0,960 

4.883 


:;92,  271 


Articles. 


Grain . . . 
Coal.... 
Flour. .. 
Lumber 


SHIPMENTS. 


Total 


Tons. 


491.0.16 

290,152 

29,  375 

23,932 


834, 495 


Total  freiglit  tonnage  for  1803 1,226.766 

Total  freight  tonnage  for  1892 1,  703, 003 


Decrea.se 5:{6.  237 


Shipping. 


"N'ossols  entering  . . 
Ve.ss'^lH  departing. 
Vessels  built 


Tonnage. 


862,999 
854, 475 
1.073.03 


Total  registorod  tonnage  for  1893  (vessels  entering  and  departing) 1.717,474 

Total  registereil  tonnage  for  1892  (vessels  entering  and  departing) 1,979,426 

Decrease 261,952 

Draft  of  largest  vessels  using  harbor,  21  feet. 

These  can  not  load  to  full  depth  because»the  shallowest  places  in  channel  do  not 
exceed  16  feet  in  depth  at  mean  lake  level. 

The  steamers  of  the  Detroit  and  Cleveland  Line  make  irregular  trips  to  Toledo 
twice  or  more  weekly. 


2394      REPORT    OF   THE   CHIEF   OF   ENGINEERS,  U.  S.  ARMY. 

N  N  3. 
IMPROVEMENT  OF  1K)RT  CLINTON  HARBOR,  OHIO. 

Previous  to  1870  the  channel  at  the  entrance  to  this  harbor,  which  is 
in  the  month  ot*  Portage  Kiver,  was  narrow  and  crooked,  with  a  depth 
not  exceeding];:  5  feet.  In  that  year  an  examination  and  report  was 
made  in  compliance  with  requirement  of  the  river  and  harbor  act 
approved  July  11,  1870. 

The  sum  of  $10,000  was  expended  in  1872  and  1873  in  dredging  i\ 
channel  20  feet  wide  and  8  feet  deep  over  the  bar,  and  constructing  a 
sand  fence  to  prevent  tilling  the  channel  by  drifting  sand. 

In  1875  it  became  apparent  that  the  channel  could  not  be  maintained 
without  piers,  and  a  plan  was  adopted  for  constructing  piers,  at  an 
estimated  cost  of  $122,000.  A  cheaper  construction  was  subsequently 
adopted  and  the  estimate  Avas  moditied  to  $90,000. 

Work  of  dredging  and  extension  of  piers  was  carried  on  under 
various  appropriations  until  188;^.  The  last  work  upon  the  east  pier 
was  an  extension  of  150  feet  in  1882,  and  the  last  work  upon  west  pier 
was  ccmipleted  August  30,  1883,  it  being  an  extension  of  150  feet.  The 
subseciuent  appropriations  have  been  applied  to  repairs,  dredging,  and 
purchase  of  land. 

The  folh)wing  is  a  statement  of  the  amount  and  date  of  all  the  appro- 
priations for  this  improvement: 

July  10,1X72  ." $8,000  i  August  2, 1882 $0,000 

July  10, 1872  (Jillotmeut) 2,  000  |  August  5, 1886 2,  000 

Marcli3,1875 5,000     August  11, 1888 5,000 

August  11. 187G  5.  000     Septombcr  19,  1800 :^,  000 

.June  18.  1S78 10,  000     July  13,1892 10.000 

Mai(li;M879 10,  COO  1          '                                                          

.hincll.  1S80 5.000                 Total 70,000 

M:ir<-li  :J.  1881 5,  000 

TIh'  amount  expended  to  rlune  .'>0,  1893,  was  $00,175.54. 

The  channel  had  been  dredged  so  that  for  a  very  narrow  place  it  \yas 
about  10  fci^t  deep,  but  was  indirect,  and  the  wharf  fronts  could  not  be 
reached  with  a  dralt  of  vessel  exceeding  8  feet. 

In  1882  the  east  jner  had  been  extended  to  a  point  2,1S0  Uwi  from 
sliore,  leaving  420  feet  of  the  original  ])lan  to  ccnnplete. 

In  1883  the  west  ])ier  had  been  extended  a  total  of  1.948  feet,  leading 
4S0  fi'L't  of  the  oiiginal  plan  for  completion. 

At  the  beginning  of  the  fiscal  year  a  <*ontract  was  outstan<]ing  with 
^Messrs.  SacHer  !v:  Allen,  of  Detroit,  Mich.,  for  dredging  in  the  harbor 
ai.<l  on  the  bar  outside  and  for  removing  a  rocky  shoal  outside  which 
lay  in  (he  way  of  vessels  entering  and  k'aving  the  harbor.  The  con- 
tiact  included  work  at  several  other  ])laces,  so  that  the  commencement 
of  ilredging  was  d(^ferred  until  October  20,  1893.  Work  was  con 
tinned,  except  when  snsiiended  for  the  v>'inter,  November  19,  18!K'5,  to 
April  2,  I  S94,  inchisive,  until  June  2(),  lSt)4,  Ayhen  it  was  com])leted. 
1hr  amount  oi'  material  dredged  under  the  contract  was  .'>5,491  cubic 
yaiils,  measured  in  scows. 

The  specilications,  which  form  part  of  the  contract  for  dredging,  con- 
tain tiie  foHowing  paragraph: 

Should  there  be  met  any  bowhlors.  roots,  logs,  wrecl;s,  or  other  material  wliieli 
would  not  ordinarily  ln)  renjovcd  by  dredging  or  measured  in  dump  scows,  tlio 
mat'-rial  so  met  witii  is  to  be  r(Mnovcd  by  tlio  ctmtraetor,  and  the  time  oer-npied  will 
be  j)aid  tor  at  a  rat(^  [>er  bonr  to  be  determined  by  tbe  average  earnings  per  liour 
during  three  days  imme.dia((dy  ]>r<'C<diug. 

Under  this  ])rovision  a  huge  number  of  dangerous  bowlders  have 
been  removed  from  the  channel  outside  by  digging  deep  holes  along- 
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side  and  rolling-  tlio  stone  into  tlic  hole.  The  time  so  worked  by  the 
dredge  was  50  hours  and  5,")  minutes. 

The  orijL»inal  time  for  completion  of  the  eontract,  in  eluding- Sandusky 
River.  Huron  and  lUaek  lUver  harbors,  was  November  iU),  1803.  The 
time  for  comi>letion  of  contract  has  been  twice  extended,  the  last  date 
benig  xVugust  31,  1894.  The  cost  of  inspection  for  the  time  emph>yed 
in  J 804  has  therefore  been  deducted  from  i)ayments  to  the  contrac'tor. 

As  a  result  of  the  dredging  there  isuow  a  channel  whose  least  width 
between  the  i)iers  is  100  feet  and  along  the  wharf  front  it  is  1100  feet  wide. 
The  least  depth  in  the  channel  exceeds  10  feet.  The  rocky  shoal  has 
been  entirely  removed  to  a  depth  of  12  feet.  The  material  dredged 
was  mainly  a  hard  yellowish  earth,  resembling  clay,  with  stones,  gravel, 
and  some  overlying  sand. 

The  piers,  especially  near  the  shore  and  on  the  east  side,  are  almost 
rotted  away  above  water.  The  east  pier  is  simply  a  single  row  of 
sheet  piling  of  4  inch  oak  plank,  supported  by  Avaling  i^ieces  secured  to 
ordinary  round  piles.  In  a  few  places  the  pier  is  reinforced  by  small 
l)ile  piers  built  for  pier  heads  and  to  support  a  pier-head  light.  The 
west  pier  is  built  in  the  snmc  maimer  except  720  feet  of  the  outer  end, 
Avhich  is  a  i)ile  pier  with  a  timber  ^superstructure  14  feet  wide  and  5 
feet  high. 

The  commerce  of  Port  Clinton  is  very  small,  and  the  present  harbor  is 
am])le  Ibr  all  necessities.  A  map  of  Port  Clinton  Harbor  is  forwarded 
to  accoii)])any  this  report. 

Th<^  river  and  harbor  act  of  July  13,  1892,  appropriated  $10,000  for 
iniproviiig  the  harbor  at  Port  Clinton,  Ohio,  with  a  proviso  that  ''81,200 
are  to  be  i)aid  to  ]\Ir.  Charles  Poose,  of  Oak  Harbor.  Ohio,  in  full  sat- 
isfaction for  the  necessary  portion  of  the  sand  beach  adjoining  the 
inner  end  of  the  west  revetment  at  Port  Clinton  Harbor." 

Under  this  i)roviso  of  the  law  a  survey  of  the  land  was  made  in  Octo- 
bcr,  189-?,  and  a  deed  was  prepared  and  forwarded  for  action  December 
l\  1S92,  as  indicated  in  last  Annual  Peport. 

The  U.  S.  attorney  for  this  district  succeeded  in  getting  through  with 
the  (examination  of  title  in  time  to  permit  the  execution  of  the  deed 
under  date  of  May  12, 1894.  Payment  was  made  May  21, 1894,  and  the 
(1(  ed  was  recorded  June  G  in  the  office  of  register  of  deeds  for  Ottawa 
CountA',  at  Port  Clinton,  Ohio. 

The  amount  required  to  complete  the  iiroject  is  submitted  on  the 
basis  of  the  previous  Annual  Peports,  deducting  the  appropriations 
made.  Instead  of  completing  the  project,  however,  for  which  there 
iilii)enrs  no  real  necessity,  it  is  recommended  that  the  entire  amount  be 
ai)i>ropriated  and  expended  for  making  repairs  which  are  very  urgent. 

I'oit  Clinton  is  a  port  of  entry  in  tho  collectiou  district  of  Sandusky,  Ohio.  The 
nciircst  work  of  tlefenso  in  Fort  Wayne,  Mich.,  30  miles  distant,  and  the  nearest 
]i,L;ht-li()use  is  nt  (irecn  Island,  10  miles  distant. 

No  comnicrcial  statistics  were  received. 

Money  statement, 

July  ],  ISsa  balance  unexpended $9,824.46 

.1  ;nn' ;;0,  1S'J4,  amount  expended  during  fiscal  year 7,428.30 

.rlv  1.  1S91,  balance  unexpended 2,396.16 

July  1,  ISJI-I,  outstanding  liabilities 1,711.69 


July  1.  1S|)4,  balance  available 684.47 


Amount  (estimated)  required  for  completion  of  existing  project 27, (KX). 00 

Amount  that  can  boprotitably  expended  in  fiscal  year  ending  June  30, 1896    27, 000. 00 
Submitted  in  compliance  with  requirements  of*  sections  2  of  river  a-id 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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N  N  4. 
IMPROVEMENT  OF  SANDUSKY  HARBOR,  OHIO. 

The  harbor  of  Sandusky,  Ohio,  is  in  the  lower  part  of  Sandusky  Bay. 
The  entire  bay  forms  a  natural  harbor,  separated  from  Lake  Erie  on 
the  north  and  northwest  by  a  long  narrow  peninsula,  and  on  the  north- 
east by  another  x)eninsuLa,  known  as  Cedar  Poiut.  The  waters  of  the 
bay,  which  are  shallow,  being  in  general  but  8  to  12  feet  deep,  are 
further  protected  from  the  effect  of  storms  on  the  lake  by  a  bar  which 
extends  across  the  entrance  to  the  bay,  except  a  small  distance  where 
the  channel  passes  Cedar  Point.  The  dei)th  of  w^ater  over  the  bar  is 
in  general  from  4  to  6  feet. 

Various  appropriations  for  removing  shoals  in  the  channel  were  made 
from  182G  to  1871),  resulting  in  a  channel  which  generally  had  a  least 
depth  of  13  feet. 

The  change  in  draft  of  vessels  and  the  increasing  demands  of  com- 
merce brought  the  necessity  for  a  better  channel,  and  in  1880  a  plan 
was  adopted  to  make  a  channel  200  feet  wide  and  15  feet  deep  across 
tlie  outer  bar  to  Cedar  Point,  a  distance  of  about  1  mile,  thence  by  a 
considerable  detour  following  the  .old  channel  of  deepest  water  a  dis- 
tance of  34  miles  to  the  channel  parallel  to  the  city  front  which  has  the 
same  depth  and  a  width  of  100  feet. 

In  1888  a  deeper  channel  became  necessary,  and  it  was  considered 
advisable  by  the  oflBcer  then  in  charge  of  the  improvement  to  shorten 
the  distance  by  making  a  channel  direct  from  Cedar  Point  to  the  eastJ 
end  of  the  channel  on  city  front.  The  channel  was  planned  to  be  200 
feet  wide  and  17  feet  deep,  but  the  estimate  did  not  include  dee])ening 
the  channel  over  the  bar  nor  along  the  city  front.  The  estimated  cost 
of  the  new  straiglit  channel  was  $90,712. 

The  following  ai)propriations  and  allotments  for  improvements  have 
been  nnide  ibr  this  harbor. 

From  182G  to  1879 $222,980 

From  1880  to  188G,  expended  on  channel  of  15  feet  depth 57,  500 

August  11,1888 40,000 

September  19,  1890 45,000 

July  13,  1892 41,712 

Total  api)ropriatcd  since  adoption  of  project  for  straight  channel  17 

feet  deep ' 126,  712 

Of  the  appro])riation  of  August  11,  1888,  $5,000  were,  by  the  act  of 
appropriation,  made  api)lieable  to  the  old  channel;  $8,727.17  of  the 
approi)riati.>n  of  September  19,  1890,  were  similarly  exj^ended. 

The  last  api)ropriation  named  was  for  completion  of  the  improvement, 
and  was  therefore  only  applicable  to  the  part  for  which  the  estimate 
had  been  submitted,  except  that  a  clause  permitted  a  portion  of  the 
amount  appropriated  to  be  expended  on  the  outer  bar.  The  law  was, 
however,  understood  to  require  that  the  straight  channel  should  first 
be  comi)leted.  Any  balance  which  would  remain  after  completing  the 
straight  channel  wouhl  be  too  small  to  produce  an  appreciable  benetit, 
if  any,  and  the  expenditure  of  the  small  balance  upon  the  bar  was 
therefore  not  recommended. 

Amount  cxpenih'd  since  nd()j)tion  of  present  project  to  June  30,  1893 $09,708.53 

Amount  incurred  iu  last  fiscal  year 29.  343. 18 

At  the  beginning  of  the  fiscal  year  the  straight  channel  was  con- 
sidered as  about  two-thirds  dredged.  The  amount  remaining  to  com- 
plete was  estimated  to  be  250,000  cubic  yards. 
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Dredging  was  conimenced  under  the  contract  with  Messrs.  Carkin, 
Stickney  &  Cram,  of  East  Saginaw,  Mich.,  July  10, 1893,  and  has  been 
continued  without  interruption,  save  when  suspended  for  the  winter — 
November  30, 1893,  to  A])ril  30, 1894,  inchisive.  At  the  end  of  the  fiscal 
year  the  amount  dredged  was  200,093  cubic  yards.  The  time  originally 
required  i'or  completion  of  contract  was  June  30,  1894,  but  upon  appli- 
cation of  the  contractors  the  time  has  been  extended  to  August  31, 
1894.  The  straight  channel  is,  therefore,  so  nearly  comi>leted  that  it 
will  be  entirely  finished  at  about  the  middle  of  the  season. 

A  plan  to  light  the  new  channel  by  two  beacons  located  on  the  bar 
opposite  Cedar  l*oint  has  been  approved  by  the  Light-House  Board,  and 
the  matter  has  been  submitted  to  Congress  with  recommendation  for  an 
appropriation. 

The  straight  channel,  although  it  forms  a  great  advance  toward  a 
valuable  improvement,  is  by  itself  of  very  little  value.  The  depth  of 
17  feet  whi<h  it  attbrds  can  not  be  utilized  because  it  forms  only  the 
middle  se(;tion  of  the  (channel,  and  aftbrds  no  communication  either  to 
the  city  front  or  to  the  lake.  One  end  of  the  straight  channel  reaches 
a  point  very  near  the  Avharves  of  the  Baltimore  and  Ohio  Kailroad,  but 
otherwise  than  that,  it  is  merely  a  deep  i)lace  in  the  middle  of  a  long 
channel,  each  end  of  which  is  shallow.  The  outside  section  of  the 
channel  extends  over  the  bar  from  Cedar  Point  to  the  lake,  and  it  is  not 
only  narrow  and  indirect,  but  has  much  less  depth  than  the  straight 
channel.  The  channel  along  the  dock  front  does  not  exceed  100  feet  in 
width,  and  it  has  become  so  much  tilled  that  the  depths  range  from  13 
to  14  feet  only. 

Sandu»ky  Harbor  is  in  the  collection  district  of  Sandusky,  Ohio.  There  is  a  light- 
honso  on  Cediir  Point  with  a  fixed  white  light  of  the  fifth  order,  and  three  range 
lights  within  the;  bay.  Fort  Wayne,  Mich.,  below  Detroit,  is  the  nearest  work  of 
defense. 

Money  statement, 

July  1, 1893,  balance  nnexpcnded $43,277.30 

June  30,  181>4.  amount  cx]><*nded  dnring  iisral  year 22,  885.49 

.fulv  1.  18!M,  balance  nnox]U'nded 20,391.81 

Jnly  1,18J)1,  outstanding  liabilities $6,457.69 

Julv  1, 18iU.  anionni  covered  bv  uncompleted  contracts 9,438.70 

15,896.39 

July  1,  ISfM,  b:il;incc  available 4,495.42 

(  Amonni  tliat  can  bo  profitably  expondedin  iiscal  year  ending  June  30, 1896  100, 000. 00 

iSubuiittcd  in  c«nn])liancc  with  reciuireuients  of  sections  2  of  river  and 
(      harbor  acts  of  IHOU  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL   STATISTICS. 

The  following  statistics  for  the  year  1893,  relative  to  the  commerce  of  the  harbor 
at  Sandusky,  (3hi(),  were  compiled  from  information  furnished  by  the  collector  of 
customs  and  others: 
Kcccints:  Tons. 

Fish 2,365 

I  ron  or(^ 4, 100 

Lumber  125,000 

Sand 56,000 

Stone 67,539 

Total *.  255,004 
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Shipments :  Tons. 

Coal 169,276 

Total  freight  tonnage  for  1893 424,280 

Total  freight  tonnage  for  1892 385,661 

Increase 38,619 


Shipping.  Nnmber.    Tonnage. 


Vc8sel8  entering 3, 913  776, 754 

Veswls  departing 3,908  747, 4M 

Vessels  built 1  72 


Total  rcpisteretl  tonnage  for  1893  (vessels  entering  and  departing) 1,  524, 183 

Total  registered  tonnage  for  1892  (vessels  entering  and  departing) 1, 423, 746 

Increase 100, 437 

Draft  of  largest  vessels  using  harbor,  17  feet. 

Depth  of  water  prevents  largest  vessels  from  loading  to  full  depth. 

No  now  lines  of  transportation  have  been  established  during  the  year. 


NN  5. 

IMPROVEMENT  OF  SANDUSKY  RIVER.  OHIO. 

The  Siindusky  Kiver  rises  in  Richland  County,  Oliio,  and  empties 
into  the  upper  end  of  Sandusky  Bay,  about  14J  miles  by  the  channel  of 
the  bay  to  Lake  Erie. 
:  Fremont,  at  the  head  of  navigation,  18  miles  from  the  bay,  is  a  city  of 

about  9,000  inhabitants  and  the  market  town  of  a  large  aren. 

In  1807  and  1872  appropriations  amounting  to  830,000  were  made  for 
improving  the  river. 

In  1S80  a  projcH't  was  adopted  for  dredging  a  channel  100  feet  Avide 
and  0  feet  deep  tlirough  several  bars  between  Fremont  and  the  depth 
f  of  0  I'eet  in  Sandusky  Bay.     The  estimated  cost  Avas  §44,000. 

<  The  foHowiiig  appropriations  were  made  after  the  adoption  of  the 

\  X)ro)ect  : 

Jniic  1  J,  1^S0 $10.  (^00.  00 

March  ;],  1881 7,  500. 00 

August  2,  1882 4,  00(\  CO 

.SeptenilKT  l!l,  18<J0 1.  r>00,  00 

Jul  v  1:^,  1802 5,  000.  00 

i  Total 28.  000.  00 

Amount  cxjx'naccl  to  June  ISO.  18iJ3 2'X  152.79 

I  Aniouul  cxpimkUmI  in  last  liscal  year 1.  70().  25 

I  At  the  beginning  of  tlie  liscal  year  a  contract- was  outstanding  with 

J  ]\Iessi*s.  SacUcr  tS:  Allen,  of  Detroit,  Mich.,  for  dredging  the  cliannel 

thnmgli  the  bar  at  the  mouth  of  the  river.     The  contract  had  been 
I  awarded  in  connection  with  dredging  at  several  other  jdaces,  so  that 

5  the  commencement  of  dredging  was  delayed  until  August  30,  1803, 

:  Dredging   under   tlie   contract  was   completed    October  21,  1893,  the 

\  total  amount  removed  being  2."), 500  cubic  yards. 

The  entire  length  of  the  channel  dredged  through  the  bar  is  5,900 
feet;  of  this  amount  1,300  feet  at  the  upper  end  Avas  made  (U)  feet 
wide  and  the  remainder  40  feet  wide;  the  material  was  removed  to  a 
depth  of  10  feet  in  order  to  insure  a  clear  channel  of  9  feet  depth. 
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The  bar  is  formed  of  a  very  soft  mud,  which  is  brought  down  the 
rivrr  in  suspension  and  dei)osited  at  the  mouth,  where  the  current  is 
slackened  by  emptying  into  the  broad  waters  of  the  bay. 

Owing  to  the  small  amount  of  traftic  on  the  river  and  its  exchisively 
local  character,  the  U.  S.  Light- House  Establishment  does  not  buoy 
the  channel.  For  this  reason  I  have  had  the  channel  marked  by 
1)1  oper  stakes  and  buoys,  the  work  being  done,  in  connection  with  an 
examination  of  the  channel.  May  25  and  26, 1894. 

Theie  is  really  no  commerce  on  the  river  in  any  broad  sense  of  the 
word.  A  small  amount  of  lumber  is  taken  up  the  river  from  Sandusky 
for  local  consumption,  and  a  few  picnic  and  other  excursions  are  made 
in  small  steamers  at  irregular  intervals  in  the  summer. 

A  map  of  Sandusky  Kiver  is  forwarded  to  accompany  this  report; 
also  a  report  of  Mr.  William  T.  Blunt,  XJ.  S.  assistant  engineer. 

Fremont,  the  liead  of  navigation,  is  in  tlie  coUection  district  of  Sandusky,  Ohio. 
Tbo  nearest  liglit-lioiise  is  at  Cedar  Point,  tho  entrance  to  Sandusky  Bay.  Fort 
Wayne,  near  Detroit,  Mich.,  is  the  nearest  work  of  defense. 

Money  statement, 

July  1,  1893,  balance  unexpended $4, 847. 21 

June  30,  1894,  amount  expended  during  fiscal  year 4,297.14 

July  1,  1894,  balance  unexpended 550.07 

July  1,  1891,  outstauding  liabilities 409.11 

July  1,  1894,  balance  available 140.96 

i  Amount  (estimated)  required  for  completion  of  existing  project 16,  000. 00 

<;  Submitted  in  eom])lianeo  with  requirements  of  sections  2  of  river  and 
(      harbor  acts  of  186G  and  1867. 


IIErOKT   OF    MH.    WILLIAM   T.    BLUNT,    ASSISTANT   ENGINKP:R. 

Cleveland,  Ohio,  June  20, 1S94. 

Sir:  Herewith  I  respectfully  forward  a  tracing  showing  soundings  taken  at  the 
mouth  of.  Sandusky  Kiver,  May  26, 1894,  together  with  positions  of  buoys  placed  by 
your  orders  as  a  guide  to  dredged  channel. 

This  channel  was  dredged  in  1893  under  contract  with  Sadler  &  Allen,  of  Detroit, 
Mich.,  25,568  cubic  yards  having  hcen  removed  hy  the  dredge  ii*fl?'cwwa,  under  the 
iuspeotion  of  Mr.  John  Morton.  Dredging  was  begun  August  30  and  completed 
October  21,  1893. 

By  surveys  made  in  1892  it  was  found  that  a  narrow  channel  existed  from  the 
mouth  of  tiie  river  to  the  general  bay  depth  of  8^  feet,  a  distance  of  6,000  feet.  The 
(lei)th  was  from  7^  to  8  feet.  One  marked  angle  existed,  andj  ust  outside  of  that  was 
auotlier  slight  bend  with  clay  banks.  Evidently  the  dredging  in  the  past  had  fol- 
lowed these  bends.  The  bottom  was  of  very  soft  marsh  mud,  overlying  stiff  clay  at 
about  8^  or  9  feet.  An  estiuuito  made  for  basis  of  contract,  assuming  tho  cost  to  bo 
20  cents  per  yard,  allowed  the  removal  of  about  22,000yards,  and  specifications  wore 
issued  for  one  cut  30  feet  wide  to  10  feet  depth  at  mean  level  through  about  6,000 
feet  length,  the  l)alance,  if  any,  to  bo  taken  from  sides  where  seemed  to  be  the  best 
advantage.  Tho  contract  was  let  to  Sadler  «fe  Allen  for  16  cents,  and  it  was  there- 
fore ])ossiblo  to  removo,25,568  yards,  and  on  account  of  liberality  of  first  estimate  to 
(lrc(l«4e  the  entire  length  40  feet  wide  at  bottom,  and  in  addition  to  make  an  extra 
cnt  around  the  elbow  for  a  distance  of  1,400  feet.  In  this  work  the  slight  bend  before 
'Mentioned  was  taken  out,  so  that  now  the  channel  is  two  straight  courses,  one  4,800 
^'^*  ''>ng  and  tho  other  veering  16^  degrees  to  the  southward  on  entering  an<l  1,200 
fe(t  iong.  Cuts  were  made  to  good  10  feet  at  mean  level,  and  scattered  soundings 
taken  after  coin])letion,  but  when  time  would  not  allow  of  an  accurate  survey,  showed 
the  work  to  have  been  well  done,  although  tho  soft  mud  which  abounds  there  had 
even  then  filled  in  to  some  extent. 

Soundings  taken  in  May,  1894,  show  a  general  depth  of  9  to  ^\  feet,  indicating  a 
fill  of  about  1  foot  since  dredging  was  done.  While  the  immediate  banks  have 
sloughed  in  to  a  slight  extent,  lean  discover  no  general  change,  certainly  not  enough 


2400      KEPOBT   OF   THE    CHIEF   OF   ENGINEERS,  U.  8.  ARMY. 

to  ncconnt  for  the  fill.  Tho  conclusion  is  inevitable  as  it  is  reasonable  that  the  fill 
occurs  i'roiiL  tho  general  and  continual  movement  of  soft  matt^rial  along  tho  bottom^ 
in  "Which  the  tendency  is  to  even  itself  and  therefore  to  fill  a  cut. 

At  tho  so-called  mouth  of  tho  river  its  -waters  reach  the  bay  through  a  lareeextent 
of  marsh  with  several  cuts  of  more  or  less  depth  and  an  entire  absence  of  current 
except  as  induced  by  wind.  In  fact,  there  is  usually  at  most  a  very  slight  current 
out  as  far  up  as  rreinont.  The  cut  most  commonly  used  by  boats  and  probably  the 
deepest  is  that  north  of  tho  Eagle  islands,  'where  this  dredging  was  done.  From 
the  inner  end  of  tlie  dredged  cut  we  find  a  good  10  to  20  foot  channel,  with  slight 
interruptions  uj)  to  the  old  elevator  location  near  Fremont,  15^  miles.  Tho  inter- 
ruptions consist  of  several  shoal  i)laces  or  bars,  as  Scjuaw  Island  Bar,  1^ miles;  Nig- 
ger Bend  Bar,  IH  miles;  House  Bar,  13  miles,  and  Whitaker  Bar,  13^  miles  from  the 
bay,  at  all  of  which  there  was  frmnd  9  feet  of  water,  though  often  narrow. 

The  amount  of  commerce  using  Sandusky  Biver  has  not  for  some  years  warranted 
the  placing  of  buoys  by  the  General  Government,  so  that  unmarked  buoys,  stakes,  and 
even  slabs  have  been  set  in  any  way  to  suit  the  convenience  or  whims  of  those  using 
them.  By  your  order  I  placed,  on  May  26,  eight  4  by  4  inch  white  pine  bnoya, 
dressed  and'painted  their  i)roper  color.  One  red  and  one  black  were  idaced  at  the 
outer  end  of  the  cut,  also  one  red  and  one  black  at  the  elbow  4,800  feet  inside. 
Between  these  two  X)oints  there  were  placed  four  red  buoys  at  1,200,  2,000, 3,150,  and 
4,100  feet,  respectively,  from  the  outer  end.  In  addition  to  these,  there  wero  found 
two  buoys  already  properly  placed  but  wrongly  painted  inside  the  elbow.  These  as 
well  as  about  12V)r  15  others  around  the  bends  to  Squaw  Island  were  painted  the 
l)roper  color.  This  leaves  the  channel  very  well  marked. 
Very  respectfully, 

Wm.  T.  Blunt, 

Aaaistant  Engineer. 

Lieut.  Col.  J  A  UKD  A.  Smith, 

L'orps  of  Engineers,    U,  S,  A. 


COMMKRCIAL   STATISTICS. 

The  followin«j:  statistics  for  the  year  1893  relative  to  the  commerce  of  Sandusky 
Kiver,  Ohio,  wero  eomi>iled  from  information  furnished  by  the  collector  of  customs 
and  others: 

Bee(4pts:  Lumber,  laths,  sliinglos,  posts,  5,750  tons. 


Shippini;.  Niiinbor. 


VrsHrls  cntcfrin;: ■  17 

Vi'8s«'1m  df}mrtiii|; l  17 


Tonnage. 


2.040 
2,040 


Total  n«^'isten!<l  toiuiuj,'*;  lor  18D3,  4,(»80. 


N  N  6. 

IMPKOVEMENT  OF  IIUIJOX  HABIiOB,    OHIO. 

Tho  Huron  llivor  empties  into  Lake  Erie  at  a  point  about  10  miles 
cast  of  Sandusky. 

In  182G,  when  tho  mouth  of  thorivor  was  closed  by  a  sandbar,  a  plan 
of  im]>rovemcnt  was  adopted,  consisting  of  parallel  piers  140  feet  apart 
to  confine  and  protect  the  channel.  The  i>lan  wasmodilied  andexteiided 
from  time  to  time  as  the  demands  of  commerce  required. 

The  latest  plan,  approved  in  1800,  ('onsists  in  extending  the  piers  to 
the  contour  of  10  feet  depth  in  the  lake. 

In  1«S00  Miijor  Overman  made  the  estimate  for  piers  as  follows: 

For  120  feet  extension  of  the  west  pier,  at  ^70  ]>er  linear  foot  $8, 400 

For  W)feet  extension  of  the  east  i)ier,  at  -tTO  per  liiu^ar  foot 5,600 

For  contingent  expenses,  say  10  jier  cent 1, 400 

Total 16.400 


[ 
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In  1893  M  survey  showed  that  the  lengths  of  piers  estimated  were  far 
too  small  1 )  reach  the  lake  contour  of  IG  feet  depth  on  the  bar,  though 
the  depth  of  16  feet  in  the  channel,  which  has  been  obtained  by  dredg- 
ing, might  at  times  be  reached  with  the  lengths  given.  The  estimate 
was  therefore  revised  in  regard  to  pier  lengths,  and  the  prices  were 
placed  on  the  base  of  the  latest  contracts. 

It  was  also  found  necessary  to  construct  the  piers  much  stronger  than 
heretofore,  and  to  place  the  foundations  deeper,  owing  to  the  increas- 
ipg  depth  required  for  lake  harbors  and  channels,  and  to  the  very 
heavily  loaded  vessels  which  frequently  come  against  the  piers  with 
sufficient  force  to  break  away  the  superstructure  unless  it  is  heavy  and 
well  secured. 

In  1891  the  west  pier  was  extended  120  feet,  and  in  1893  it  was  fur- 
ther extended  40  feet,  and  the  east  pier  Avas  extended  80  feet. 

The  distances  tlien  remaining  to  reach  the  lake  contour  of  16  feet  on 
the  bar  in  1893  w^ere  estimated  as  follows: 

East  pier,  (UO  feet,  west  pier,  600  feet,  1,240  feet,  at  $92 $114, 080 

Contingencies,  less  than  10  per  cent 10,  920 

Total 125,000 

The  amount  expended  upon  the  240  feet  of  pier  built  since  1890  was 
^  as  follows: 

Contract  i)rico  of  120  feet  in  1891 $8,403.22 

Coutrnct  price  of  120  feet  in  1893 9,968.14 

Contingencies,  nearly  10  percent 1,628.64 


Total 20,000.00 

The  latest  contract  price,  exclusive  of  superintendence  and  all  con- 
I  tlDgencies,  made  the  pier  cost  about  $83.07  per  linear  foot  instead  of 
'  #92  as  estimated,  but  in  such  constructions  there  are  many  contingencies 
■  to  be  i)rovided  for  besides  merely  engineering,  superintendence,  and 
;  office  expenses. 

In  case  of  a  severe  storm  after  a  crib  has  been  sunk  and  filled,  the 
loss  of  stone  or  other  injury,  which  is  sure  t;0  result,  must  be  replaced 
or  repaired  at  an  additional  expense  to  the  United  States,  so  that  it  is 
not  prudent  at  i)resent  to  reduce  the  estimate  of  cost  per  foot  for  future 
^work. 

Previous  ta  1890  there  had  beer^  22  appropriations,  commencing  with 
1826  and  concluding  with  1888,  for  improving  Huron  Harbor,  theaggre- 
gpate  of  appro])riations  and  expenditures  being  $123,273.71. 

Since  the  adoption  of  the  present  project  for  extension  of  piers  to 
lake  contour  of  10  feet  depth,  the  following  appropriations  have  been 
iUad<i  : 

3y  act  of  8e})teml)cr  19,1890 $16,000.00* 

By  act  of  .July  13,1892 15,000.00 

Total 31,000.00 

Amonnt  of  above  appropriations  applied  to  extension  of  ])ierft 20,000.00 

Amonnt  of  same  applied  to  maintenance  of  channel  by  repairs  to  piers 

anddredo^ing 9,839.88 

balance  on  hand  for  repairs  and  dredgin^J 1, 160. 12 

The  total  exptnulitures  to  June  30,  1893,  on  present  pngect,  including 

liabilities,  were 16,352.97 

-Amount  incurred  in  last  fiscal  year 13,  486. 91 

* 

At  the  end  of  the  last  fiscal  year  a  contract  was  outstanding  witli 
3lr.  (J.  (rilbnore,  of  Lorain,  Ohio,  for  extending  east  pier  80  feet  and 

EN(f  1) 151 
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west  pier  40  feet.     Work  under  the  contract  was  comnieuced  June  G,  ainl 
compieted  September  19, 1893,  in  a  tborou^iflily  satisfactory  niainier. 

A  contract  was  outstanding  with  Messrs.  Sadler  and  Allen,  of  Detroit , 
Mich.,  for  dredging  through  the  bar.  The  contract  was  made  in  co:i 
nection  with  similar  work  at  several* other  places  in  that  part  of  tli.i 
lake;  the  amount  was  contingent  upon  the  formation  of  the  bar  in  the 
freshets  of  the  spring  of  1893.  The  freshets  of  that  spring  were  of  an 
unusual  kind,  and  at  Huron  as  well  as  several  other  i)laces  the  channel 
over  the  bar  was  made  deeper  instead  of  more  shallow.  As  a  result,  na 
dredging  has  been  imperatively  needed  at  this  point  under  the  contract. 
The  channel  has,  however,  become  somewhat  filled,  and  the  dredge  was 
therefore  taken  to  that  work,  on  the  completion  of  work  at  Port  Clinton, 
late  in  June.    Dredging  will  be  commenced  July  1, 1894. 

On  the  1st  of  April,  1894,  repairs  were  commenced  on  the  super- 
structure of  west  pier;  work  was  continued  until  June  16,  1893. 

Commencing  at  a  point  205  feet  outside  the  pile  protection  at  shore 
line,  and  extending  180  feet  outward,  the  superstructure  has  been 
rebuilt  10  feet  wide  and  G  feet  high.  Again  commencing  at  a  point  606 
*leet  from  the  pile  protection  at  shore  line,  and  extending  outward  109 
feet,  12  feet  wide  and  G  feet  high,  the  superstructure  has  been  taken 
away  and  rebuilt  entire. 

Tliis  work  involved  removing  and  replacing  all  the  old  stone, 
straightening  and  redriving  a  large  part  of  the  old  iron,  and  doing 
much  other  work  which  would  not  be  required  in  a  new  work. 

In  making  this  repair  the  materials  and  labor  were  as  follows: 

64,100feetB.M.pino  timber $1,366.88 

Switchinji;  vhth 10.00 

lOcord.s  fttone •. 50.00 

8,490  pounds  bolts 193.57 

800  pouiids  spikes 22.  00 

Uiro  of  scow 12G.  00 

Labor  and  superintendence G42.  40 

Total,  excluding  <Migineering  and  office  expenses 2, 4 10.  85 

As  l)elbre  exi^lained,  these  materials  did  not  cover  the  entire  work, 
because  all  the  stone  in  the  sui)crstructure  was  twice  handled  and  some 
of  the  old  iron  was  rcdriven.  The  new  material  put  in  the  repairs  at 
tlie  contract  price  paid  for  extending  the  piers  would  amount  to 
81^,450.15,  which  is  more  than  the  cost  of  the  repair,  including  removal 
and  handling  of  old  material.  The  contract  necessitates  an  inspector, 
which  adds  to  the  cost.  The  account  for  repair  included  all  superin- 
tendence. This  comparison  is  made  to  show  that  the  method  of  doin<^ 
the  work  was  more  economical  and  advantageous  to  the  United  States 
than  the  method  by  contract.  Some  further  repairs  to  piers  are  still 
necessary. 

Ko  work  has  thus  far  been  done  under  the  contract  for  drcMlging. 
The  amount  to  be  dredged  under  contract  which  was  outstanding  at 
beginning  of  liscal  year  was  contingent  upon  the  formation  of  tiie  bar 
outside  the  piers.  The  channel  has  remained  in  an  unusually  good 
condition,  vso  that  no  dredging  has  thus  far  been  undertaken. 

A  map  of  Huron  Harbor,  showing  present  conditions  and  the  pro- 
l)osed  ext<'nsion  of  piers,  is  fin-warded  to  accompany  this  report. 

Huron  Harbor  is  in  tbe  collection  district  of  Sandnsky,  Obio.  Fort  Wavne, 
Micb.,  about  70  miles  distant,  is  tbe  nearest  work  of  defense.  There  is  a  iVxod  wbite 
light  of  the  fourth  order  on  the  outer  end  of  the  west  pier. 
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Money  statement. 

Jaly  1, 1893,  balance  unexpended ' ..  $14,772.03 

J  line  30,  1894,  amount  expended  during  fiscal  year 13,  fill.  91 

•Tuly  1,  181)1,  balance  unexpended 1, 160. 12 

July  1,  1804,  outstanding  liabilities .'. ..  1(5.67 

.h;ly  1,  1894,  balance  available 1,  143.45 

r  Amount  (estimated)  required  for  completion  of  existing  project 125, 000.  (X) 

j  Amount  t  bat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896    50,  000.00 
I  Submitted  iu  compliance  with  requirements  of  sections  2  of  river  and 
{     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL  STATISTICS. 


The  following  statistics  for  the  year  1893,  relative  to  the  commerce  of  the  harbor 
at  Huron,  Ohio,  were  compiled  from  information  furnished  by  the  collector  of  cus- 
toms and  others: 


Articles. 

Tons. 

Iron  ore 

RKCEU'TS. 

138,  710 

Lnniber.  rnilroiul  tit'8.  etc.- - -     -     -   -   -   --   - 

2,134 

Total 

140, 834 

SmPMENTS. 

Coal           

284. 198 

■« 

Total  Iroi^ht  tonnaj^e  for  1893 425.  032 

Total  1  rci<;lit  tonnage  for  1892 70,  039 


I n(  reuse 348, 993 


Shipping. 


Vessels  entering.. 
Vessels  departing. 


No. 


137 
145 


Tonnago. 


112, 445 
116,  502 


Total  H'jiistrred  t<mnage  for  1893 228,947 

Total  registere«l  tonnago  for  1892 183,209 


Incn-ase   45,738 

Dralt  of  largest  vessel  using  harbor,  16^  feet. 

Larui'st  v<'ssels  load  to  full  depth. 

No  new  vessel  lines  established  during  the  vear. 


N  N  7. 
IMPROVEMENT  OF  VERMILLION  HARBOR,  OHIO. 

The  Vennillioii  Eiver  rises  in  the  northern  part  of  Ohio,  ami  emi)ties 
into  l^ake  Krie  about  20  miles  to  the  eastward  of  Sandusky. 

In  \^?A\  tlieie  was  less  tlian  2  feet  of  water  over  the  bar  at  the  mouth 
of  the  river,  and  a  project  was  adopted  to  extend  parallel  piers  125  feet 
apart  over  the  bar  into  the  lake.  This  was  amended  from  time  to  time 
until  the  piers  were  extended  to  a  dei)th  of  12  feet  in  the  lake  in  the 
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Bpriiig  of  1874.  The  east  pier  was  then  1,075  feet  aud  the  west  pier 
1,125  feet  in  length.  In  the  same  year  a  project  was  adopted  to  remove 
rock  aud  other  material  between  the  piers  and  into  the  lake  to  afford  a 
depth  of  14  feet  over  a  width  of  100  feet.    This  was  completed  in  1879. 

The  work  thus  far  was  carried  on  under  eleven  appropriations,  from 
1836  to  1878,  inclusive,  amountingin  the  aggregate  to  $1 13,701. *i8. 

Since  that  time  the  channel  depth  has  varied  from  time  to  time,  but 
it  is  rarely  less  than  12  feet  at  mean  lake  level. 

Since  1879  all  expenditures  have  been  for  repairs. 

There  is  no  project  for  farther  improvement,  because  the  present  com- 
merce of  the  place  is  very  small  and  is  not  growing.  It  is,  however, 
considered  advisable  to  keep  the  piers  in  repair. 

In  the  summer  of  1892  apart  of  the  superstructure  of  the  piers  was 
rebuiltunderthe  appropriations  of  September  19, 1890,  and  July  13, 1892. 

Since  the  completion  of  the  improvement  in  1879  the  following  appro- 
priations have  been  made  and  expended  for  repairs: 

Juno  14,  1-80 $2,000 

March  3,  1881 2,000 

August  2,1882 3,000 

August  5,  1886 3,000 

August  11,1888 1,000 

Sep  tember  19,  1890 2,  000 

July  13,  1892 2,000 

Total 15,000 

It  is  recommended  that  the  balance  estimated  to  complete  project  be 
appropriated  in  a  single  sum,  to  be  applied  to  necessary  repairs  to  the 
piers.  0 

Veimilliou  Harbor  is  iuthe  collectiou  district  of  San(lusky;'r)hio.  There  is  a  Hxecl 
light  of  the  lifth  or(l("r  on  the  west  pier.  Fort  Wayne,  Mich.,  80  miles  distant,  is 
the  nearest  work  of  defense. 

Money  statement 

{Amount  (estiniated)  reciuired  for  completion  of  existing  project $6,  OCX).  00 
Amountthatcau  be ])rotitably  expended  in  fiscalyearending.Iuue30, 1896      6,  000.  00 
Submitted  in  com])liance  with  ro(iuirenieiits  of  sections  2  of  river  and 
harbor  acts  of  18GG  and  1867  aud  of  sundry  civil  act  of  March  3,  1893. 


COMMKKCIAL   STATISTICS. 

The  following  slatistics  for  the  year  1893,  relative  to  the  commerce  of  the  harbor 
at  \'ermillion,  Ohio,  were  compiled  from  information  furnished  by  the  collector  oC 
customs  and  others: 


Artick»8. 


ToiiH. 


RECEIPTS. 

Fish J  o:K) 

Luinbi-r,  etc (>,'}» 

Tot  al 2  6«}0 

SinPMENTS. 

Fifth 1 .  40) 

TinibiT !  .iK 

(Jravel 2  K) 

Totnl 1 ,  (5  w 

Total  fn-i^ht  t(nina«p  for  189:i 4.  :{0l 

Total  frrj jihl  tonnage  tor  1802 5,  aSO 

DecrcaM*^ 1,  040 


APPENDIX   N  N REPORT   OF   LIEUT.  COL.  SMITH.  2405 


Shipping. 


Vessels  entering . . 
VesHels  departing. 
Vessels  built 


Number. 


46 
50 
*2 


Tonnage. 


7,&00 

7,600 
50 


*  Tugs. 
Total  registered  tonnage  for  1893  (vessels  entering  and  departing) 15, 100 

Draft  of  largest  vessels  using  harbor,  11^  feet.     Largest  vessels  load  to  full  depth. 
No  new  vessel  lines  established  during  the  year. 


N   N  8. 
IMPROVEMENT  OF  BLACK  RIVER  HARBOR,  OHIO. 

This'liarbor  is  in  the  townsliip  and  city  of  Lorain,  where  the  Black 
Eiver  empties  into  Lake  Erie.  In  its  natural  condition  the  river  had 
a  depth  of  but  about  3  feet  on  the  bar  at  its  mouth. 

In  182(S  an  improvement  was  undertaken  by  confining  the  channel 
between  parallel  piers  extending  over  the  bar  into  the  lake.  The 
project  was  modified  and  extended  from  time  to  time  as  the  demands 
of  commerce  increased. 

In  1891  the  officer  in  cliarge  of  the  improvement  submitted  a  recom- 
mendation to  extend  the  parallel  piers  to  a  depth  of  17  feet  in  the  lake. 

The  project  was  approved  in  1893,  the  estimated  cost  being  as  fol- 
lows: 

•      Extending  piers  to  a  depth  of  17  feet  in  the  lake. 

Two  piers,  280  feet  each,  560  linear  feet,  at  $91.10 $51,016 

Contingeiicit'S  of  all  kinds,  less  than  10  per  cent 4,  984 

Total 56,000 

To  obtain  the  estimated  amount  required  for  completion  of  project  to 
submit  with  Annual  Keport  for  1893,  the  amount  of  $10,000,  which  was 
proposed  to  be  expended  on  the  project  from  appropriation  of  July  13, 
1892,  was  (Icdncted  from  estimate  of  total  cost,  leaving  $46,000. 

The  amount  of  ])ier  constructed  was,  however,  less  than  was  antici- 
pated, owing  to  the  necessity  for  more  extended  repairs  to  old  pier. 

I'revions  to  the  a<loi>tion  of  the  latest  project  there  had  been  twenty- 
six  appropriations  for  imi)roving  Black  liiver  Harbor,  Ohio,  the  aggre- 
gate ainonnt  being  $232,204.77.  As  a  result  the  piers  had  been  ex- 
tended ])racti(ally  to  a  depth  of  10  feet  in  the  lake,  and  a  channel  which 
ordinarily  exceeded  10  feet  had  been  obtained  between  the  piers.  Out- 
side the  piers  the  depth  is  generally  greater  than  10  feet,  but  in  spring 
storms  and  fn^shets  a  bar  is  usually  formed  just  at  the  entrance  to 
channel  between  i)iers.     At  such  times  dredging  is  required. 

The  extension  of  i)iers  will  to  some  extent  yu-eVent  the  formation  of  a 
bar  at  the  entrance  and  may,  perhaps,  increase  the  depth  between 
piers.  The  crib  work  is  24  feet  wide,  and  rests  upon  a  foundation  of 
hard  material  dredged  to  a  depth  of  18  feet.  The  first  seventeen 
conrses  of  the  crib  are  of  hemlock  timber  and  the  eighteenth  course, 
with  eiglit  conrses  of  superstructure,  are  of  pine. 

The  appropriation  of  $20,000  by  act  of  July  13,  1892,  was  in  excess 
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of  tbo  amouQt  estimated  to  complete  the  piers  to  a  deptli  of  16  feet  in 
the  lake,  and  it  was  therefore  understood  to  be  an  approval  of  the  rec- 
ommendation previously  submitted  to  extend  piers  to  17  feet  depth. 
The  project  and  estimate  was  therefore  submitted  to  the  Chief  of  Engi- 
neers, and  was  approved. 

On  this  project  the  amount  expended  to  Juno  30,  1893,  including  liabili- 
ties, was $1,800.78 

Expended  in  last  fiscal  year 17, 972. 29 

Total  on  project  to  Juno  30,  1894 19,773.07 

At  tlic  beginning  of  the  fiscal  year  two  contracts  were  outstanding; 
the  first  with  Mr.  John  Stang,  of  Lorain,  Ohio,  for  repairs  and  exten- 
sion of  piers;  the  second  with  Messrs.  Sadler  &  Allen,  of  Detroit,  Mich., 
for  dredging  a  channel  through  the  bar  at  outer  end  of  yiiers.  The 
latter  contract  was  a  part  of  a  contract  covering  similar  work  in  sev- 
eral other  places,  and  the  amount  to  be  dredged  was  contingent  upon 
the  formation  of  the  bar. 

In  November,  1892,  the  bar  was  dredged  and  a  good  channel  was 
made.  The  freshets  in  the  s]>ring  of  1893  were  unusual  in  chnracter 
and  extent.  One  remarkable  feature  at  Black  Eiver,  as  well  as  at  other 
similar  harbors  on  Lake  Erie,  was  that  the  streams  were  very  irucU 
swolhm  by  heavy  rains  and  melting  snow,  while  the  ice  still  remained 
between  the  piers  and  in  the  lake  to  a  considerable  distance  outside  the 
piers. 

Such  a  condition  necessarily  affects  the  velocity  curves  of  the  cur- 
rent in  the  channel,  and  the  result  was  a  greatly  increased  scour  and 
consecpient  depth. 

Conditions  favorable  to  forming  a  bar  at  the  en(J  of  piers  have  not 
since  occurred  to  a  sufficient  extent  to  make  any  dredging  specially 
necessary. 

Work  under  the  contract  for  repairs  and  extension  of  j>iers  was  (toni- 
meiiced  July  10,  and  completed  November  29, 1893. 

Tli<^  part  of  old  east  x^ier  near  the  shore  had  been  constructed  many 
years  ago  and  rested  upon  what  was  then  the  natural  bottom  of  tho 
lake  adjacent  to  the  channel.  The  gradual  deepening  of  the  chaunel, 
and  especially  the  deepening  by  dredging  in  the  summer  of  1891,  caused 
the  material  to  slide  from  under  the  cribs  into  the  channel,  so  that 
a  section  120  feet  long  settled  and  tix)ped  toward  the*  channel  to  sueli 
an  extent  tliat  the  only  practicable  method  of  repair  was  to  rebuild  it 
entirely. 

It  was  hoped  to  use  the  ohl  eribs,  and  by  building  theni  higher  to 
replace  them  in  the  line  of  the  pier  on  a  foundation  dredged  to  a  depth 
of  JO  feet  below  mean  lake  level.  When  the  cribs  were  examined, 
however,  they  were  found  to  be  in  such  bad  condition  that  they 
could  not  even  be  removed  entire.  The  lower  courses  were  of  round 
timber,  and  although  the  timber  of  the  cribs  was  sound,  it  was  badly 
worn;  near  the  surface  of  the  water  it  had  been  badly  worn  by  ice, 
and  throughout  the  cribs  the  effect  of  the  water  being  forced  back 
and  forth  through  the  joints  had  been  to  wear  away  the  timber  to  a 
remarkable  degree. 

It  is  ])rol)ablethat  the  wearing  may  have  been  increased  by  the  pres- 
ence of  sand  and  other  material  in  suspension  in  the  water,  so  that  its 
eficct  would  be  akin  to  that  of  an  ordinary  sand  blast  in  air.  At  the 
ends  of  the  cribs,  where  end  timbers  were  ''  halved  "  into  the  side  sticks, 
and  at  all  places  where  the  cross-ties  dovetailed  into  side  timbers,  the 
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joints  were  worn  away  so  as  to  niake  the  clear  spaces  from  1  to  2  inclies 
wide,  and  sometimes  even  as  great  as  3  inches.  In  this  respect  it 
was  interesting  to  note  that  elm  timber,  of  which  much  had  been  used, 
was  worn  away  to  a  much  greater  extent  than  any  other  timber  used, 
including  principally  hemlock  and  pine,  with  a  small  amount  of  oak. 

No  eii'ort  was  therefore  made  to  save  the  cribs,  and  they  wore  i  emovcd 
in  the  cheapest  manner  possible,  by  dredging. 

Four  cribs,  a  length  of  120  feet,  were  thus  taken  out  and  the  bottom 
was  dredged  evenly  to  a  depth  of  16  feet.  The  material  was  hard  and 
somewhat  difficult  to  dredge,  and  it  involved  the  necessity  of  removing 
a  substantial  row  of  piles  with  waling  pieces  and  capping  which  had 
been  built  with  a  view  to  securing  the  pier,  besides  the  great  inconven- 
ience of  reaching  and  handling  the  dredged  material  in  such  a  place. 

After  the  opening  of  120  feet  had  been  partially  refilled  with  entirely 
new  crib  work,  ballasted  with  stone,  a  severe  northeast  storm  tore  away 
an  additional  crib  of  30  feet  of  the  old  pier  outside  of  the  part  removed 
and  adjacent  to  it;  the  i)art  carried  away  being  a  single  crib,  the  end 
of  opening  below  water  was  left  square  to  build  against,  but  above 
water  the  superstructure  was  broken  and  slivered  so  that  much  extra 
work  was  required  to  put  it  in  good  condition.  The  repair  of  the  entire 
opening,  amounting  to  151 J  linear  feet  of  crib  work  14.  feet  wide,  with 
superstructure  G  feet  high,  was  completed  in  October.. 

It  had  been  expected  to  extend  the  west  pier  80  feet  and  the  east 
pier,  40  feet,  but  the  unexpected  increase  in  repairs,  which  were  imper- 
ative, compelled  a  reduction  in  the  other  part  of  the  work,  so  that  the 
extension  was  limited  to  40  feet  on  each  pier. 

Much  trouble  has  been  heretofore  experienced  by  the  breaking  in  of 
pierheads  through  accidental  collisions  of  vessels  entering  the  harbor. 
Vor  this  reason  a  special  design  has  been  made  for  pier  heads  by  which 
the  angles  are  specially  strong,  banded  with  iron,  and  the  head  has  at 
least  L*  feet  of  solid  timber  covered  with  oak  plank  4  inches  thick.  The 
contract,  including  repairs,  extension,  and  pier  heads,  Was  completed 
November  liO,  1803. 

In  addition  to  the  repairs'of  east  pier,  repairs  were  made  to  the  west 
pier  in  several  places,  besides  refilling  the  outer  end,  which  had  been 
emptied  of  stone  by  the  storms. 

The  statement  of  work  accomplished  under  the  appropriation  of 
$20,000,  by  act  of  July  13,  1892,  is  therefore  as  follows: 

Dre(l<j;iu<r  chaiiiiol  in  November,  1892 $866.25 

Exteii(lin<;  i)ior8  80  feet 7,751.70 

Rebuilding  151.il  feet  of  east  pier , 8,681.42 

Kepairiiig  west  pier 801.50 

8iiperiiitt'iHleiice,  office,  and  coajtingencies  of  aU  kiuds,  including  surveys.  1,  672.  20 

Balance  on  hand \..  226.  93 

Total 20,000.00 

Tlie  cost  of  80  feet  of  crib  extension,  including  contingencies,  was 
therefore  .^8,381.78,  or  $104.77  per  linear  foot.  This  cost,  however, 
includes  two  pier  heads  and  the  necessary  connections  with  old  piers, 
which  is  an  illustration  of  one  of  the  reasons  why  such  work  costs  more 
when  carried  on  under  small  appropriations.  The  estimated  cost  for 
the  whole  work  was  $100  per  linear  foot. 

As  only  a  little  more  than  $8,000  of  the  last  appropriation  was 
expended  ui)on  the  project  of  pier  extension,  instead  of  $10,000,  on 
which  the  estimate  for  completion  was  based,  as  before  explained,  it 
may  be  necessary  to  modify  that  estimate  in  future,  but  it  is  not  thought 
necessary  at  this  time. 
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A  map  of  the  mouth  of  Black  River,  showing  the  project  and  con- 
dition at  time  of  latest  survey,  is  submitted  to  accompany  and  explain 
this  report. 

On  the  28th  of  May  the  steamer  Mariposa,  in  entering  the  harbor, 
collided  with  the  outer  end  of  the  east  pier  and  tore  away  the  northeast 
corner  of  the  pier,  extending  about  half  the  width  and  a  somewhat 
longer  distance  on  the  side.  The  owners  have  made  arrangements  to 
have  the  pier  properly  repaired  at  their  own  expense. 

The  Black  Iliver,  near  Lorain,  has  recently  been  selected  as  the  water 
commnnication'  to  a  new  establishment  for  the  manufacture  of  stoel. 
The  matter  seems  to  have  taken  a  definite  shape,  and  it  will  probably 
add  largely  to  the  future  commerce  of  the  harbor. 

It  should  be  noted  that  the  cost  of  project  for  improvement  docs  not 
include  expense  of  maintaining  channel  by  annual  dredging  through 
the  bar,  nor  does  it  include  maintenance  of  old  superstructure  by 
repairs.  These  expenses  can  not  be  estimated  as  part  of  a  definite 
plan,  but  must  be  incurred  from  year  to  year  as  may  be  necessary  from 
available  funds,  leaving  the  balance  to  be  applied  upon  the  project  for 
extension  of  piers. 

Black  River  is  iu  the  collection  district  of  Cuyahoga,  Ohio.  There  is  a  fixed 
white  light  of  the  fourth  order  at  the  outer  end  of  the  west  pier.  The  nearest  work 
of  defense  is  Fort  Wayne,  Mich.,  80  miles  distant. 

Money  statement. 

July  1, 1893,  balance  unexpended $18, 215. 89 

Jane  30, 1894,  amount  expended  during  fiscal  year 17, 988. 96 

July  1, 1S94,  balance  uncx])ended 226. 93 

{Amount  (estimated)  required  for  completion  of  existiug  project 46, 000. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ondin;;  J  une  30.  1S96    46, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  aud 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COM.\IERCIAL   .STATISTICS. 


The  following  statistics  for  the  year  1893,  relative  to  the  commerce  of  the  harbor 
at  mouth  of  Black  River,  Ohio,  were  compiled  from  information  furnished  by  the 
collector  of  custoius  aud  others : 


RECKIPTS. 

Iron  ore 

Lumber.  8liiu«:le8.  laths,  rte 

Stone  

Colli 

Miscellaneous 


A.rticleH.  I     Tons.  Artiolos.  Tona. 

SHirMKNTS— oonlinued.  • 


171,r>rt2  Flour 

7.  \X\  Stono 

2.  i:U  Snjiar 

UH»  (train,  nu'ats.  etc 

4'V  LunibtM- 

Hriok  


6,  226 

3,  653 

2, 054 

628 

32.-> 

180 

1!) 

G7.  h75 

Total 1S0.970      .Maolnnrr>    

-= —     M i.mollan*  «»us  nu>r«'h;U)<ii»o 

SHIPMENTS. 

Coal 5:A  liM  lolal 645. 527 

Oil :       14.  :<73 

Total  frf  iL'ht  tonnage  for  \m,\ 826. 503 

Total  freijrht  tonnajre  for  1892 2:tl .  434 


Iucrea.He 595.  069 


?S: 


f 


# 


^" 


^ 


\ 


N 


I 


I  c« ,  p—T9-LitH.,  BM.TO.,  M*.    Buff.  68  8> 
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VeHAelA  enterinn; 
VesnelH  departing 


Shipping. 

Number. 

220 
293 

Tonnage. 

021.877 

2 

202,276 

9 

Total  r«gi8tenul  tonna^rf'  for  1893 823,853 

Total  n>.gistere<l  toinuigo  for  1802 548,234 

J[nc  reiiMO 275, 719 

Draft  of  larjjest  vessola  U8iii2  harbor,  16  feet. 

Largest  vessels  load  to  full  deiith.  ^ 

No  new  vessel  Hues  established  daring  the  year. 


N  N  9. 
IMPROVEMENT  OF  CLEVELAND  HARBOR,  OHIO. 

Ill  1S25  the  mouth  of  the  Cuyahoga  Eiver  was  obstructed  by  a  long 
sand  bur,  the  cliauiiel  was  crooked,  and  the  depth  of  water  over  the 
bar  was  but  about  3  feet. 

A  phm  of  improvement  was  then  adopted  to  straighten  and  deepen 
the  river  at  its  mouth  by  means  of  piers  on  each  side  to  confine  aiid 
direct  the  channel  over  the  bar.  The  plan  was  modified  and  extended 
from  time  to  time  until  1869,  when  it  was  comi)leted.  The  work  involved 
considerable  expeuvse  for  maintenance  by  dredging  and  the  rejiairs  of 
piers. 

Four  appropriations,  1870  to  1874,  inclusive,  were  subsequently 
expended  in  rebuilding  parts  of  the  west  pier  with  stone  and  in  repairs 
and  dredging. 

The  total  amount  api)ropriated  and  exi)ende(l  on  this  improveiucut  until 

1875  was $:«6,88L6I 

In  1875  Congress  made  an  appropriation  for  a  breakwater  in  5  fathoms 
of  water  to  protect  the  commerce  of  Cleveland.  A  plan  was  therefore 
made  for  an  outer  harbor  as  a  refuge  and  anchorage. 

The  original  plan  has  been  amended,  and  now  consists  of  two  break- 
waters. 

Amount  expended  from  adoption  of  pres^'iit  project  in  1875  to  .June  30, 

1893 .' $1, 197,  701. 61 

Amount  iiuturred  in  last  iiscal  year 70,790.33 

The  following  api)ropriations  have  been  made  since  adoption  of  the 
project  : 

March3,  1875 $50,000      August  5,  1884 $100,000 

Angnst  14.  1876 50,000      August  5, 1886 93,750 

August  14,1876(ropairofpier).  8,000      Auirnst  11,  1888 100,000 

.luuolS,  1878 100,000      September  19, 1890 75,000 

March3.1879 100,000  i  .luly  13,  1892 100,000 

.lunc  li,  1880 125.  000  I                                                            

Mi.rch  :J,  1881 200,  (,00                 Total 1,276,750 

August  2,1882 175,  000  | 

No'iK. — About  $50,000  of  this  amount  has  l>een  expended  in  maintenance  of  the  old 
piers  and  channel. 

A  map  is  forwarded  to  accompany  and  explain  this  report.  Upon  the 
map  tlie  <H>mplete  project  is  shown,  and  the  years  in  which  the  various 
parts  have  been  constructed. 
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Tlic  cribs  of  the  breakwater:  are  32  feet  wide,  and  an  arraugeineiit  ia 
given  to  the  bottom  pieces  by  which  the  ba^c  bas  a  width  of  34  feet. 
A  drawing  is  submitted  with  this  report  showing  the  details  of  con- 
struction of  the  cribs  and  superstructure.  The  design  shown  has  only 
been  employed  for  the  work  under  the  last  contract.  The  water  at  the 
site  is  31  to  32  feet  deep,  and  the  bottom  material  is  so  soft  that  a  moor- 
ing pile  was  driv^en  down  12  feet  or  more  with  a  single  blow  of  the 
hammer  of  an  ordinary  pile-driver.  The  extremely  soft  coucjlition  of  the 
bottom  was  not  known  until  work  was  commenced  under  the  contract, 
and  some  apprehension  was  felt  regarding  the  stabihty  of.the  structure. 

The  crib  work,  as  constructed,  bore  upon  three  timbers  under  each 
of  the  outside  longitudinal  walls  and  a  single  timber  under  the  middle 
longitudinal  wall,  besides  the  support  received  from  other  i>arts  of  the 
crib.  The  plan  has  shown  such  excellent  results  that  the  number  of 
timbers  for  bearings  have  been  increased  to  four  under  the  outer  and 
inner  walls,  and  three  nnder  the  middle  wall. 

The  inspector,  who  has  served  for  many  years  as  superintendent  of 
construction  of  harbor  work,  states  that  formerly,  when  the  cribs  had 
been  brought  to  a  bearing  on  the  foundations  and  the  process  of  lilling 
with  stone  commenced,  the  cribs  commenced  settling  into  the  founda- 
tion of  loose  stone,  and  before  the  superstructure  was  put  on,  the  cribs 
had  generally  settled  about  2  feet,  and  often  very  unevenly.  In  these 
cribs  the  settling  into  foundations  did  not  exceed  one-half  that  which 
occurrcul  with  the  former  cribs  having  no  extra  bearing  timbers. 

The  superstructure  of  all  of  the  east  breakwater  has  been  constructed 
with  a  i)arapet  on  the  lake  side,  12  courses  of  timber  (approximately 
about  12  feet)  above  mean  lake  level;  the  half  on  the  harbor  side  has 
been  built  only  G  courses  high. 

On  the  29th  of  June,  1894,  Mr.  F.  S.  Burrowes,  assistant  engineer, 
made  an  examination  of  the  elevations  of  top  of  east  breakwater  with 
the  following  result,  viz: 

One  thonsaiul  nine  linudred  and  ninety-ono  and  fivo-tenths  foot  of  parapet  on  cast 
breakwater  averages  10.05  feet  above  mean  lake  level,  varying  from  9  feet  to  11.3 
feet  jib()V('  mean  lake  level.  Four  bnndred  and  seventy-eight  and  five-tenths  feet 
of  ])arai)et  on  cast  breakwater,  built  in  1893,  averages  11.6.5  feet  above  mean  lake 
level,  varying  from  11.1  feet  to  12.4  feet  above  mean  lake  level. 

The  highest  part  of  the  parapet,  built  in  1893,  is  where  it  was  racked 
back  over  the  old  work  at  the  junction  with  the  new,  and  was,  there 
fore,  where  the  foundations  had  fully  settled.    The  extreme  east  end  is 
12.;^  feet  high  and  the  middle  sags  to  11.1  feet. 

Xo  definite  measures  have  heretofore  been  taken  to  show  the  settle- 
ment in  different  years,  but  it  is  apparently  very  small  after  the  first 
year.  The  above  observations  show  that  the  breakwater  built  last  year 
hiis,  since  completion,  settled  only  about  one-third  as  much  as  the  part 
pn^viously  built.  This  is  believed  to  be  largely  due  to  the  greater  bear- 
ingof  the  cribs  upon  theriprapfoundation,  and  for  this  reason  the  bear- 
ing upon  foundation  has  been  increased  in  plan  for  future  construction 
as  shown  in  drawings. 

The  bolting  in  tlie  cribs  is  in  general  of  round  rolled  American  iron, 

1^  inches  in  diameter.     As  a  timber  can  be  pulled  off  from  the  bolt 

|ch  easier  than  the  bolt  can  be  pulled  up  through  the  timber,  the 

lave  been  upset  and  swaged  at  top  to  form  a  kind  of  button-head. 

'    "    '      "  '^vly  a  small  bevel  to  remove  the  sharp  edge  where 

"'ill  not  tear  the  wood  fiber  when  being  driven. 

''cular  to  the  surfaces  and  joints  instead 

ause  the  work  is  more  cheaply  done; 
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the  timbers  can  be  drawn  together  more  firmly,  and  it  is  evident  that 
the  force  wliich  would  be  required  to  produce  the  initial  movement 
which  would  result  in  a-  separation  of  the  cribs,  is  decreased  with  the 
increase  of  the  angle  of  the  bolt  from  the  normal. 

Another  feature  in  which  this  i)art  of  the  breakwater  differs  from 
that  which  preceded  is  in  the  introduction  of  corner  posts.  These  not 
only  form  a  prime  factor  in  holding  the  timbers  together,  but  they 
greatly  stiffen  the  cribs  and  make  them  capable  of  carrying  a  super- 
structure of  concrete  or  other  masonry,  should  it  be  found  desirable 
when  the  timber  above  water  has  become  decayed. 

A  statement  of  the  expenditure  of  the  appKopriation  of  $100,000  by 
act  of  July  13,  1892,  may  be  made,  as  follows : 

July  1, 1892,  balance  available $1,397.88 

Amount  appropriated  July  13, 1892 100, 000. 00 

Total 10i,397.88 

Dredging  in  November,  1892 1,432.71 

451^  ^et  extension  of  east  breakwater 70, 549. 94 

Dredffing  under  contract 20, 019. 72 

Kepairing  breakwater 4, 209. 11 

Surveys  of  harbor,  1892  and  1893 425. 49 

Contingencies  of  superintendence,  examinations,  office,  etc 4, 574. 01 

Balance  available 186. 90 

Total 101,397.88 

The  anchorage  in  the  harbor  of  refuge  west  of  the  river  channel  is 
now  accessible  to  the  largest  vessels  which  come  to  the  port  of  ( 'leve- 
Umd,  and  the  room  is  ample  for  all  ])resent  needs.  There  is,  therefore, 
no  pressing  necessity  for  the  immediate  comnletion  of  the  breakwater 
as  proposed. 

Part  of  the  shore  arm  of  tlie  west  breakwater  was  constructed  in 
1870,  other  parts  in  1878, 1870,  and  1881.  VAght  hundred  and  lifty  feet 
of  the  west  end  of  breakwater  proper  was  built  in  1881.  All  the  real 
stren<»tli  of  i)ine  timber  above  water  in  a  pier  is  gone  in  about  twelve 
years,  though  it  may  under  favorable  circumstances  hold  several  years 
longer  and  sometimes  remain  in  i)lace  until  entirely  rotted  out,  which 
may  require  twenty  years  or  more. 

Should  the  superstructure  of  a  part  of  the  bnuikwater  be  (tarried 
away  in  a  storm,  tlie  crib  work  below  water  would  almost  surely  follow, 
because  when  the  cribs  are  exposed  in  heavy  storms  the  stone  is  taken 
out  by  the  action  of  the  seas,  and  the  woodwork  is  left  with  too  little 
ballast  to  hold  it  in  position. 

It  is,  therefore,  very  important  that  the  old  superstructuie  should  b'^ 
rebuilt  before  it  is  too  far  gone  to  decay  to  withstand  the  force  v. 
storms.  It  will  be  seen  in  the  statement  of  expenditures  that  more 
than  $4,000  of  the  last  ai)propriation  was  exi)ended  in  repairs  to  the 
breakwater;  the  repairs  consisted  almost  entirely  in  replacing  i)lank 
ing  and  deck  stringers  which  had  been  broken  away  in  winter,  j. 
small  opening  once  made  sometimes  becomes  the  means  of  letting  '  l 
forces  which  bring  destruction  to  a  large  part. 

A  superstructure  of  concrete  masonry  is  recommended  as  the  chc.  >- 
est  which  can  be  made  of  a  reasonably  permanent  character,  thougl.  it 
may  probably  involve  the  necessity  of  strtmgthening  the  outer  walls  of 
the  cribs  below  water  level. 

Cleveland  Harbor  is  in  the  collection  district  of  C!nyalioga,  Ohio.  There  is  a 
beacon  on  the  outer  end  of  each  pier,  and  a  heacon  with  flavsh  light  and  fog  whistle 
on  the  independent  crib  Just  inside  the  east  end  of  the  lake  arm  of  tho  breakwater. 
The  nearest  work  of  defense  is  Fort  Wayne,  Mich.,  110  miles  distant. 
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Money  Htatenient. 

July  1,  1893,  balance  unexpended $88,  Ul.  49 

Deposited  to  credit  of  iippropriation *  162.  71 

$88,304.20 

June  30,  1894,  .'unount  expended  during  fiscal  year 88, 117.30 

July  1,  1894,  balance  unexpended 186.90 


{Amount  (estimated)  required  for  completion  of  existing  project 494,000.00 
Amount  that  can  be  profitably  expended  in  fiscal  yearending  June  30, 1896  200, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  Maich  3, 1893. 


COMMERCIAL   STATISTICS. 

The  following  statistics  for  the  year  1893,  relative  to  the  commerce  of  the  harbor 
at  Cleveland,  Ohio,  were  compiled  from  information  furnished  by  the  collector  of 
customs  and  others: 

1X)MESTJC. 


Articles. 


Tons. 


RECEIPTS. 

Iron  oro 

Railroad  tics,  poats,  etc. . . 

Ijuniber 

Stone 

Iron 

Shingles,  laths,  etc 

Plaster,  lime,  and  cement 

Flour 

(Jruin  and  hav 

Fisli ' 


Potatoes 

(lencral  iiierrhandise 
MiscellaiK'ous 


1, 265,  603 

849,  281 

250, 977 

74. 12,1 

25.  567 

19,727 

9,338 

5,654 

2.412 

1,455 

498 

46,  056 

429 


Articles. 


SHIPMENTS. 

Coal 

Iron  and  steel 

Nails  and  spikes 

Lnniber 

Brick  and  sewer  pipe 

AVire , 

Glass,  crockery,  and  stoneware. 

Merchandise 

Mi.sccllaneous 


Total 2,  551, 120 


Total 


Tons. 


1,348,273 

53.900 

24,474 

2.934 

4,550 

3,823 

551 

14,  284 

965 


1, 453, 754 


P^OREIGN. 


RECEIPTS. 


Lnuiher 

KooHiiji  trravel. 

Salt 

Fish 

Laths 

Mis(;i.'llancous 

Total  .... 


2,133 

1,903 

1.413 

553 

110 


8HIPME.\T8. 

Coal 

Oil 

Fire  brick  and  fireclay. 

Flour 

Iron 


6,200 


88  I    Miscellaneous 
Total.... 


174, 384 

2,234 

1,576 

590 

83 

31 


178,  S48 


Total  trciglit  tonna^'e  \'ur  1H9:{ 4, 189. 922 

Total  tn-i^rh t  tonnajrr  for  1892 7,  030.  791 


l)i-cii>a.s»- 


2, 870, 869 


Shi])ping. 


Nun'ber.     Tonnajje. 


Vessels  (-nirrini;  . . 
Vessels  dcpartin;; 
Vessfls  built 


3.071  i      1,980,516 

3,173  I      2,0.'i2, 170 

6  6,512.15 


Total  r«';:istrr('(l  toniiaixe  for  189:J  (vessels  entering  and  departing) 4, 0T2.  686 

Total  registered  tonnage  for  1892  (vessels  entering  and  departing) 4.  K.'»4,  119 

1  )e(  rra  se 81 1, 433 

Draft  of  largest  vessels  usinj?  harbor,  16A^  feet. 

Lar«;ost  vessels  do  not  load  to  full  depth. 

New  lines  of  trans])ortation  were  established  as  follows,  viz:  The  Vessel  Owners' 
Towing  Couipany,  The  Cleveland  and  Buffalo  Transit  (,'ompany.  The  <)hii»  Trans- 
])()rtati()n  (Company,  The  Cuyahoga  Transit  Company,  The  Corrigan  Tran.sit  Com- 
j)any,  The  Cleveland  Sand  and  Gravel  Company. 

*  During  liscal  year  ending  June  30,  1894. 
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N  N   lo. 

IMPROVEMENT  OF  FAIRPORT  HARBOR,  OHIO. 

Tlio  liarbor  of  Fairport  is  near  the  mouth  of  the  Grand  River,  Ohio, 
^Fllich  is  navigable  for  some  distance  from  the  hike. 

In  1825  the  sand  bar  across  the  mouth  was  so  hard  and  dry  in  the 
Mimmor  that  teams  could  be  driven  across.  In  that  year  a  plan  was 
adopted  for  improving  the  harbor  by  the  method  of  parallel  piers  to 
confine  and  protect  the  channel.  The  plans  have  been  modified  and 
extended  from  time  to  time  until  1890,  when  the  latest  project  waa 
iidopted  providing  for  extending  the  parallel  piers  to  a  depth  of  18  feet 
in  the  lake.  The  widths  between  piers  were  planned  to  be  200  feet,  but 
owing  to  imperfections  in  construction  and  alignment,  and  the  move- 
ment caused  by  storms,  the  general  width  between  piers  is  but  185  feet, 
though  in  a  few  pljlces  it  is  about  195  feet. 

At  the  time  the  latest  project  was  adopted  the  channel  depth  between 
piers  was  IG  feet  and  the  depth  over  the  bar  15i  feet.  The  necessity 
for  an  increase  of  depth  was  stated  as  follows: 

Fairport  Harbor,  Ohio,  in  uow  tlio  third  harbor  on  tho  list  of  Lake  Erio  harbors 
in  order  of  amount  of  ore  received  and  coal  shipped,  and  the  amount  of  this  com- 
inerco  bids  fair  to  increase  still  more  as  other  railroad  companies  are  preparing  to 
build  to  sai<l  harbor. 

The  project  and  estimated  cost  of  the  extension,  as  modified  and 
approved  in  October,  1892,  is  as  follows  : 

For  two  parallel  piers,  ojich   1,060  feet  long,  2,120  linear  feet,  at  $100  per 
foot $212,000 

The  cost  of  dredging  the  channel  to  a  dei)th  of  18  feet,  if  needed  but 
once,  would  be  a  slmi)le  matter  to  estimate,  but  when  needed  to  a 
greater  or  less  extent  evejy  year  as  a  result  of  irregularly  recurring 
conditions  in  the  river  and  in  the  lake,  it  becomes  rather  a  question  of 
maintenance  than  of  extending  and  completing  a  definite  plan  of 
ini])rovement,  and  the  cost  of  dredging,  as  well  as  of  repairing  tho 
l)iers,  is  therefore  not  inclnded  in  the  project  for  extending  the  jnera. 

It  is  not  i)racticable  to  make  a  definite  estimate  for  dredging  and 
repairs  which  shall  fully  and  finally  complete  all  that  will  bo  needed. 
They  arc  more  or  less  necessities  of  each  year,  and  when  imperatively 
needed  must  bo  (completed  as  far  as  practicable  with  funds  which  may 
be  available,  leaving  the  balance  to  carry  on  the  project  for  extending 
the  improvement. 

This  ex])lanation  seems  necessary  for  the  reason  that  previous  to  1892 
the  method  had  not  been  employed  in  this  district,  and  as  a  result  tho 
estimates  for  completion  of  piers  were  reduced  by  tin*  full  amount  of 
;i|)l)ro])iiations,  vSonie  part  of  which,  and  sometimes  even  all  of  which, 
liad  been  exi)ended  for  rei)airs  and  dredging. 

'Jlxi  cutiri'  auiount  (»xp(UukMl  from  1825  to  adoption  of  present  ])r<)jc'(;t  in 

1SJ;2  \Yas ■ $:U9, 503. 08 

Amount  cxpj'udedon  pr(?8(*nt  project  to, June  30, 18i).S,  includinji:  liabilities.  3,  946.  .54 

Amount  expended  in  last  fiscal  year 25,  607.  39 

At  the  beginning  of  the  liscal  year  work  was  in  ])rogress,  dredging 
under  contract  with  Messrs.  Sadler  iS:  Allen,  of  Detroit,  Mich.;  this 
was  ('om])leted  July  7,  1803.  The  amount  dredged  in  July  was  2,26»'5 
cubic  yards,  and  theamount  under  the  contract,  which  was  commenced 
June  (),  was  10,211  cubic  yards.  The  channel  over  the  bar  was  dredged 
to  a  depth  of  IS  fe(*f. 

A  <'ontra(t  was  also  outstanding  at  the  beginning  of  the  fiscal  year 
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with  Mr.  James  B.  Donnelly,  of  Buffalo,  N.  Y.,  for  constructing  an 
extension  to  east  and  west  piers.  Work  under  the  contract  was  com- 
menced June  12  and  completed  jS^ovember  30,  1893. 

The  east  pier  was  extended  120  teet  and  the  west  pier  IGO  feet.  The 
pier  is  of  the  same  type  as  that  constructed  at  Ashtabula  and  Couneaut, 
j<]iowu  on  drawing  with  report  for  Conneaut  Harbor.  The  x>ieis  are  24 
i'eet  wide,  superstructure  8  feet  above  mean  lake  level,  and  the  cribs 
are  20  feet  deep,  upon  a  foundation  of  stone  in  a  trench  dredged  to  a 
depth  of  22  feet  or  more.  The  foundation  is  of  large  stone,  projecting 
4  ject  outside  the  crib,  and  the  spaces  between  stone  are  filled  with 
small  stone. 

The  foundation  under  the  riprap  stone  is  of  sand,  and  much  the 
same  difficulty  was  experienced  by  the  cribs  tipping  and  moving  in  the 
October  storm  as  is  described  in  the  report  for  Conneaut  Harbor.  It 
is  proposed  in  future  to  adopt  the  new  type  of  crib,  designed  for  situ- 
ations on  sand  bottom  and  shown  in  drawing  with  report  for  Conneaut 
Harbor. 

The  entire  appropriation  of  July  13,  1892,  may  be  accounted  for  as 
folio  ws.* 

.Iiilv  1,1892,  balance $1,370.45 

AppropriatcdJuly  13,1892 35,000.00 

Total  available 36,370.45 

Exi^eiulcd  for  dredging  the  bar  November,  1892 600. 00 

Expended  for  dredging  the  bar  June  and  Jnly,  1893 .' 2,  042.  20 

Kxpondcd  for  extending  piers  280  liiiear  feet 24, 055. 61 

For  superintendence,  surveys,  and  contingencies  of  all  kinds 2, 856. 12 

Halanco  on  liaud  Juno  30,  1894 6, 816. 52 

Total 36,370.45 

The  available  balance  is  held  to  meet  any  emergencies  which  may 
arise  re(iuiring  an  expenditure  for  repairs  or  for  deepening  the  channel. 

The  channel  during  the  past  year  has  been  unusually  deep,  and  in 
the  spring  of  181)4  there  were  no  conditions  which  caused  the  formaticMi 
of  a  bar  to  a  sufficient  extent  to  cause  inconvenience  to  navigation. 

Tlie  condition  of  the  piers  outside  of  the  shore  line  is  fairly  good, 
but  inside  the  shore  line,  especially  on  the  east  side,  the  piers  are  in 
very  l)ad  condition.  The  pier  for  a  length  of  several  hundred  feet  on 
the  east  side  is  in  such  bad  condition  that  it  should  be  rebuilt. 

In  order  to  fully  ascertain  the  condition  of  the  piers,  and  also  to 
obtain  the  information  necessary  for  a  report  upon  the  occupjincy  of 
the  pier  by  a  ti^ansportation  company  which  had  obtained  a  lease  of 
the  pier  and  after  one  year  had  refused  to  make  further  i^ayments,  I 
directed  Mr.  F.  S.  Burro wes,  U.  S.  assistant  engineer,  to  make  an 
(^xnmination  and  survey  of  the  harbor  and  piers  in  November,  1803. 

My  report  and  recommendation  to  the  Chief  of  Engineers  was  sub 
niitted  under  date  of  March  14,  1894,  and  action  was  taken  thereon  as 

follows: 

UxiTED  States  Engineer  Office, 

Cleveland,  OhiOy  March  14, 1S94. 

General:  As  tho  present  condition  of  the  pier  at  Fairport  Harbor,  Ohio,  inside 
the  shore  line,  is  such  that  tho  question  of  its  further  maintenance  by  the  United 
States  imist  bo  decided  at  an  early  day,  I  have  tho  honor  to  submit  the  following 
statement  and  recommendation: 

Under  date  of  June  22,  1889,  certain  conditions  were  accepted  by  H.  W.  Oliver, 
president  Consumers'  Forwarding  and  Storage  Company,  Pittsburg,  Pa.,  for  use  of 
United  States  east  i)ier  at  Fairport  Harbor,  Ohio,  one  of  the  conditions  being  au 
annual  rental  of  $2,000  to  bo  paid  to  th^United  States  by  the  company.  I  am  unable 
to  find  a  copy  of  the  license  in  the  records  of  this  office. 
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Under  date  (»f  July  If),  1890,  the  lirHt  annual  ])ayment  was  remitted  to  thin  office 
by  the  coni]>any. 

Under  date  of  Juno  18,  1891,  a  request  was  made  to  the  company  for  remittance  of 
the  second  annual  paynuMit  of  $2,000,  which  was  declined,  under  the  plea  that  the 
license  was  only  for  one  year  and  that  no  payment  w;is  therefore  due.  The  same 
was  reasserted  in  suhsc<juent  correspondence.  The  matter  was  therefore  laid  before 
the  Chief  of  Engineers  in  a  letter  from  this  office  date<l  July  16,  1891  (3952  of  1891). 

Under  date  of  September  17,  1891,  the  Attorney-General  of  the  United  States 
informed  the  Secretary  of  War  that  the  matter  had  been  referred  to  the  U.  S.  attorney 
for  the  northern  district  of  Ohio  for  such  action  as  may  be  necessary.  There  is  uo 
record  in  this  office  of  any  action  on  the  subject  by  the  U.  8.  attorney. 

In  the  summer  of  1891  a  beacon  for  rear  light  of  range  was  erected  on  the  United 
States  pier,  which  was  so  situated  as  to  interfere  with  the  use  of  the  company's  iron 
hoist.  The  company  then  i)ractically  ofiered  to  pay  the  rental  provided  the  beacon 
was  removed,  but  no  further  action  was  taken. 

The  pier  has  been  constantly  used  by  the  company  which  obtained  the  license, 
though  perhaps  under  some  modilication  of  name.  The  outer  tracks  of  the  iron 
hoists  are  on  the  pier,  and  railroad  tracks  and  j)i)e8  of  ore  are  close  to  the  inner  edse 
of  the  pier,  which  thus  becomes  a  mere  wharf  front  to  retain  the  material  behind  it. 
Directly  over  the  pier,  and  partly  resting  on  it  near  the  shore  lino,  the  company  built 
some  coal  hoists,  which  are  still  in  j)osition,  though  at  ])resent  not  in  use.  The  use 
to  which  the  pier  has  been  subjected  has  done  it  very  great  injury,  vastly  more  than 
con  be  repaired  by  the  amount  paid  to  the  United  States  for  one  year's  rental. 

In  November,  1893, 1  had  a  surv(?y  of  the  harbor,  made  with  special  reference  to  the 
condition  and  occupancy  of  the  east  i>i(?r.  I  inclose  a  copy  of  the  report  of  Mr.  F.  S. 
Hurrowes,  the  assistant  engineer,  who  made  the  survey,  and  a  blue  print  of  the  map 
of  the  harbor. 

An  examination  of  the  map  shows  at  a  glance  that  the  transi>ortation  company 
has  taken  ])os.ses.sion  of  the  entire  wharf  front  of  the  town,  streets  included.  In  fact*, 
it  is  understood  that  the  small  city  government  is  practically  controlled  by  the  trans- 
portation company.  The  business  of  Fairport  Harbor  is  thus  far  f^ut  little  save  what 
is  d(me  by  corporations  or  companies  under  a  single  management. 

I  am  therefore  constrained  to  make  this  statement  of  the  general  features  of  the 
situation,  and  to  recommend  that,  until  other  circumstances  may  arise  to  change  the 
present  conditions  and  necessities,  no  ex])ense  shall  be  incurrc<l  by  the  United  States 
to  keep  the  east  ])ier  in  r(q)air  inside  of  the  shore  line,  and  that  no  dredging  be  done 
in  the  channel  inside  of  that  line. 

Very  respect  tully,  your  obedient  stTvant, 

Jahei)  a.  Smith, 
Lieul.  Col.,  Corpa  of  Knijxnee.rn. 

Hrig.  iWA\.  Thomas  L.  (-asey, 

Chief  of  Engineers,  V.  S.  A. 


Cleveland,  Ohio.   February  2t,  1894, 

Colonel:  I  have  the  honor  to  submit  the  following  report  u])on  a  partial  survey 
of  Fairport  Harbor,  Ohio,  made  under  your  directi(m  in  Novt^mlxT,  1893: 

The  ])rini5iry  object  of  the  stirvey  as  conveyed  in  your  verbal  instructions  was  to 
ascertain  the  general  dimensions  and  conditions  of  the  (iovernnient  piers,  more 
es])ecially  the  one  on  the  east  side.  Incidentally  the  survtjy  was  to  include  the  docks, 
railroad  and  ore-hoist  tracks,  iron-ore  piles,  and  street  adjacent  to  the  Avater  front 
in  Fairport.  A  map  of  tbesurvey,  plotted  to  a  scab'  of  1  :  LMXH),  and  showing  the  abov^ 
features,  is  submitted  herewith.  The  sotuulings  on  tlie  map  outside  the  line  A-B, 
arc  taken  from  a  survey  niade  in  June,  1893,  by  Mr.  William  T.  Hlunt,  {vssistant 
engineer.  The  soundings  on  the  map  inside  of  the  line  A-H  Avere  taken  in  April  and 
May,  1891,  by  AV.  (i.  Hawkins,  ins))ector. 

Fairport  Harbor  is  at  the  mouth  of  (irand  IJiver,  and  its  improvement  has  been  of 
the  usual  type;  that  is,  nearly  ]){irallel  piers  have  been  built,  one  on  either  sidi^  of 
the  nuuith  of  the  river  and  extending  out.  into  the  lak<'.  The<-hannel  width  between 
the  piers  varies  from  181  feet  at  tli<^  otiter  end  to  198  feet  near  the  life-saving  sta- 
tion, the  general  width  b(»ing  abotit  7S7  feet.  The  ])iers  are  compose<l  of  timber  cribs 
filled  with  stone.  The  width  of  the  piers  varies  from  1.")  feet  to  24  feet  and  the 
height  from  5  feet  to  S  fec^t  above  nu*an  lake  level. 

F.ast  flier. — 'i'he  i^ast  pier  as  a  crib  constrnction  now  (juds  at  what  is  known  as  the 
old  range  pier  and  has  a  total  length  of  1,7<>()  feet.  Inside  of  the  old  range  pier  and 
extending  up  the  river  ahout  4.000  fei't  there  is  a  dock  built  of  ])iles,  capped  and 
decked,  and  nse<l  by  the  Dock  (<oiupany  as  a  wharf  for  handling  and  storing  iron  ore. 
l^eginning  at  th(^  outer  end,  tin;  east  i)ier  may  be  described  as  follows:  For  a  dis- 
tance of  r>21  feet  the  pier  is  24  feet  wide  and  is  in  good  condition;  next  there  is  an 
old  light-house  crib  30  feet  s(]uare  which  appears  to  be  solid  and  has  retained  the 
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stone  filling.  Inside  the  old'light-libuse  pier  for  a  distance  of  about  600  feet  the  pier  ia 
18  feet  wide.  Although  this  part  of  the  pier  has  settled  badly  out  of  shape,  it  seems 
fairly  sound  and  stable  and  has  retained  Jts  stone  ballast.  It  could  be  repaired  by 
replacing  the  deck  stringers  and  plank  and  possibly  some  of  the  side  timbers  on  the 
inner  end.  If  thought  advisable  to  entirely  replace  the  superstructure,  I  think  it 
could  bo  done  with  safety,  as  the  fact  that  the  stone  ballast  has  remained  in  place 
would  seem  to  show  that  the  submerged  crib  is  sound. 

For  the  balance  of  the  distance,  614  feet,  the  pier  is  only  15  feet  wide  and  is  in  a  very 
dilapidated  condition.  The  cribs  of  which  it  is  built  were  evidently  placed  directly 
upon,  or  very  little  below,  the  natural  surface  of  the  bottom  of  the  river.  Dredging 
and  scouring  action  have  since  partially  undermined  them,  allowing  the  ballast  to 
run  out  and  causing  the  cribs  to  cant  toward  the  river.  In  one  place  for  a  distance 
of  about  150  feet  the  cribs  have  been  almost  entirely  overthrown.  The  repair  of 
this  part  of  the  pier  would  bo  practically  impossible,  and  the  only  thing  that  could 
be  done  would  be  to  entirely  remove  it  and  replace  it  with  deeper  and  heavier  con- 
struction. 

About  1,100  feet  from  the  outer  end  of  the  pier  the  Dock  Company  has  constructed 
a  bulkhead  of  timbers  and  piles  running  normal  to  the  pier  for  about  200  feet,  then  turij- 
ing  and  running  parallel  to  the  pier  until  it  intersects  the  shore  line.  The  area  included 
between  the  bulkhead  and  the  pier  has  been  filled  and  tracks  and  platform  laid,  so 
that  it  can  bo  utilized  for  handling  and  storing  ore.  A  coal  chute  has  also  been 
built  near  tho  outer  end  of  this  area  and  directly  upon  the  Government  pier.  The 
part  of  the  pier  inside  of  this  bulkhead  would  seem  to  be  no  longer  necessary  as  a 
ccmtraction  work,  but  might  be  useful  as  an  ore  dock.  This  would  include  all  of  the 
15-foot  ])iei'  and  about  50  feet  of  the  18-foot  pier. 

West  Pier. — Beginning  at  the  outer  end,  the  west  pier  for  a  distance  of  483  feet  is 
24  feet  wide  and  is  in  good  condition,  the  only  repairs  necessary  being  some  new 
decking.  For  the  next  137  feet  the  pier  varies  in  width  from  20*5  to  22  feet.  This 
])art  of  the  ])ier  has  canted  toward  the  channel,  so  as  to  make  the  inner  edge  about 
2  feet  lower  than  the  outer;  otherwise  it  seems  to  be  in  fairly  good  condition  and 
could  be  repaired  without  great  expense.  From  here  in  to  the  life-saving  station, 
about  020  feet,  the  pier  is  18  feet  wide,  and,  althimgh  the  superstructure  appears  to 
be  fairly  sound,  yet  it  is  old  and  will  soon  have  to  be  renewed.  The  sand  has  grad- 
ually acrmiinlated  west  of  the  pier  until  it  is  now  level  with  the  top  of  the  super- 
structure to  within  825  feet  of  the  outer  end.  Inside  of  this  point  the  pier  is  no 
longer  nei'ded  as  a  contraction  work  or  to  prevent  the  drifting  of  sand  across  the 
channel,  and  its  repair  would  not  appear  to  be  necessary. 

Fuirport  Dockii. — A  glance  at  the  map  will  show  that  j)ractically  the  whole  of  the 
water  front  of  Fairport  is  used  as  a  wharf  for  handling  and  storing  iron  ore,  and  is 
almost  coinpletely  covered  with  railroads,  ore  hoists,  tracks,  and  iron  ore  in  piles 
20  to  25  feet  high.  This  business  is  in  the  hands  of  a  corporation  variously  known 
as  the  Consumers'  Storage  and  Forwarding  Company,  Pennsylvania  and  Lake  Erie 
Dock  Company,  Fairport  Dock  Company,  and  Pittsburg,  Fairport  and  Northwestern 
Dock  Company.  It  is  locally  known  as  the  Dock  Company,  and  has  been  so  referred 
to  in  this  report.  These  docks  form  practically  the  terminal  facilities  for  the  Pitts- 
burg, rainesville  and  Fairport  Kailroad,  now  leased  by  the  Pittsburg  and  West- 
ern Kailroad,  which.  I  understand,  is  a  part  of  the  Baltimore  and  Ohio  Railroad 
system. 

I  was  told  by  a  member  of  the  village  government  that  the  village  council  had 
abandoned  the  following  parts  of  streets :  All  cross  streets  west  of  Water  street;  also 
all  cross  streets  west  of  High  and  south  of  Third,  and  Water  street  south  of  Third. 
This  givos  the  Dock  Comi)any  complete  control  of  the  water  front,  leaving  no 
ai)proa(h  to  it  free,  by  right,  to  the  public.  At  the  time  of  the  survey  there  was  no 
ore  stored  on  the  line  of  Third  street,  but  it  was  obstructed  west  of  Water  street 
by  railroad  tracks  an<l  tracks  for  ore  hoists,  so  that  this  area  could  also  be  used  for 
storages  of  ore  at  any  time  the  Dock  Company  might  think  it  advisable. 
Very  respectfully,  your  obedient  servant, 

F.    S.    BUKROWES, 

Assistant  Engineer, 
Lieut.  Col.  .Tared  A.  Smith, 

Corps  of  IJnfjineerSf  U.  S.  A, 


Ofpick  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington,  D.  C,  March  W,  1894. 

Sir  :  The  river  and  harbor  act  of  August  11, 1888,  in  the  item  making  an  appropria- 
tion for  continuing  the  improvement  of  Fairport  Harbor,  Ohio,  contains  the  follow- 
ing provision  (25  Stat.  L.,  405): 

ENCi  94 152 
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'^  That  the  owners  of  dork  property  abntting  on  Grand  River,  at  the  moath 
thereof,  Hhall  have  the  right  to  load  and  unload  coal,  ore,  and  other  freight  over  so 
much  of  th<;  east  Ciovernnieut  pier  as  lies  north  of  the  present  low- water  mark,  nnder 
such  limitations  as  to  time  and  use  as  shall  be  approved  by  the  Secretary  of  War, 
on  the  payment  of  such  compensation  as  the  Secretary  of  Wjir  shall  determine." 

In  accordance  with  tliis  provision  of  the  law,  the  Secretary  of  War  granted,  June  22, 
1880,  to  the  Consumers'  Forwarding  and  Storage  Company,  a  corporation  organized 
under  the  laws  of  the  State  of  Pennsylvania,  a  license  to  enter  upon  the  said  pier 
for  the  ])urposes  in  the  act  upon  certain  conditions  name<l  in  the  instrument  for  the 
term  of  one  year.  One  of  the  c<mdition8  of  the  license  was  that  the  company  should 
pay  a  rental  at  the  rate  of  $2,000  jier  annum,  payable  at  the  expiration  of  the  year. 
riiis  rental  was  paid  by  the  company  for  the  year  ending  June  22^  1890,  bufc  throagh 
oversight  the  license  was  not  renewed,  antl  when  demand  was  made  for  the  rental 
for  the  succeeding  year,  the  comi)any  refused  to  pay  it,  and  denied  any  liability  for 
the  amount,  on  the  ground  that  the  Jicense  had  expired.  It  was  not  believe<l  that 
this  contention  was  tenable,  or  that  failure  to  renew  the  license  absolved  the  com- 
pany from  the  obligation  to  pay  for  the  period  during  which  the  pier  was  used.  It 
was"  thought  that  the  continued  use  of  the  pier  by  the  company  was  practically 
evidence  of  a  willingness  to  al)ide  by  the  terms  of  the  original  license,  and,  in  the 
absence  of  ol)Jection  by  the  United  States,  would  operate  as  an  extension  or  renewal 
of  the  said  license. 

Aci'ordingly  the  Secretary  of  War,  under  date  of  August  22,  1891,  referred  the 
papers  to  the  Department  of  Justice,  with  the  request  that  they  be  place<l  in  the 
hands  of  the  proper  U.  S.  district  attorney,  **  with  directions  to  take  such  liction 
as  the  nature  of  the  case  demands  or  a<lvise  this  Department  what  to  do.*'  By  letter 
of  September  17,  1891,  the  Attorney-General  advised  the  Secretary  of  War  that 
the  matter  had  been  referred  to  the  U.  S.  attorney  for  the  northern  district  of  Ohio 
"for  such  action  as  may  l)e  necessary." 

It  is  not  known  that  the  V.  S.  attorney  has  ever  taken  any  action  on  the  subject. 
The  pier  has  been  constantly  used  by  the  Ciunpany  which  obtained  the  license, 
thou^xh  perhaps  under  some  modification  of  name,  and  no  payment  has  been  made 
for  8uch  use  since  that  made  for  the  year  ending  June  22,  1890. 

I  have  the  honor  to  recommend  that  the  subject  be  again  brought  to  the  attention 
of  the  Attorney-General,  and  that  he  be  requested,  if  in  his  opinion  the  company  can 
be  hehl  liable  for  the  rental  under  the  original  license,  to  direct  the  U.  S.  attorney 
to  take  the  necessary  steps  to  collect  the  said  rental,  and  if  in  his  opinion  the  com- 
pany is  not  so  liable,  that  ho  direct  the  U.  S.  attorney  to  institute  proceedings  to 
restrain  the  company  from  usin«;  or  occupying  the  pier  except  under  such  now  limita- 
and  terms  as  the  Secretary  of  War  may  prescribe. 

A  copy  of  the  license  is  herewith. 

Very  respectfully,  your  obedient  servant, 

Tiios.  LixcoLX  Casey, 

Hon.  Danikl  S.  Lamont,  I^riy.  Gen.y  Chief'  of  Engintera. 

Sttt'itani  of  War. 

[Indorsenn'nt.] 

War  Department,  March  23^  1S94, 

Hespectfully  transmitted  to  the  honorable  Attorney-Cieneral,  with  re(pie8t  that 
action  may  be  taken  as  recommended  in  the  within  letter  of  the  Chief  of  Kn^ineers. 

Daniel  S.  Lamont, 

^Secretary  of  War, 


Office  ok  tile  Chief  of  Engineers, 

United  States  Army, 
WaHhinyton,  D.  6'.,  April  24,  1894. 

Colonel:  Keforring  to  your  letter  of  the  14th  ultimo,  regarding  the  occupancy  of 
the  I'nited  States  east  pier  at  KairiK)rt  Harbor,  Oliio,  by  the  Consumers'  Forwarding 
and  Storage  Company,  1  have  to  invite  your  attention  to  the  action  of  the  l>epart- 
ment,  as  shown  by  the  accompanying  copy  of  letter  of  March  20,  1894,  from  this 
oltice  to  the  Secretary  of  War  and  hy  the  Secretary's  indorsement  thereon  of  March  23. 
Hy  command  of  P»ri^.  (ien.  Casey : 

Very  rcspe<tfully,  your  obedient  servant, 

H.  M.  Adams, 
Lieut.  Col.  Jakei)  A.  Smith,  Major^  Corps  of  Engineers, 

Corps  of  Knginee 

Until  the  question  thus  i)lacod  before  the  Department  of  Justice  can 
be  definitely  settled,  no  recommendations  will  be  submitted  for  expend- 
ing any  sum  of  money  lor  repairs  of  the  part  involved.  If  the  company 
owning  the  adjacent  land  and  operating  the  works  which  require  use 
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of  the  Governineiit  pier,  which  has  now  become  the  wharf  front,  would 
take  the  ])ier  on  a  U^ase  wliich  simply  requires  it  to  be  kept  in  good 
condition  as  the  sole  consideration  for  its  use,  it  would  perhaps  be 
more  satisfactory  to  the  company  and  would  save  expense  to  the 
United  States. 

There  seems  to  be  no  good  reason  why  owners  of  lands  adjacent  to 
a  channel  sbonkl  be  shut  out  from  the  riparian  i^rivilege  of  using  the 
channel  to  load  and  unload  vessels  on  their  own  front,  but  if  such 
loading  and  unloading  has  become  possible  only  through  expenditures 
made  by  the  Tnited  States,  then  the  United  States  might  with  all 
modesty  claim  the  right  to  have  its  work  maintained  without  further 
cost  to  itself. 

A  reduced  copy  of  the  map  mentioned  in  Mr,  Burro wes'  report  is 
forwarded  to  accompany  and  explain  this  report. 

Fairport  Harbor  is  in  the  collection  district  of  Cuyahoga,  Ohio.  There  is  a  fixed 
white  ii^ht  of  the  third  order  on  the  shore  and  a  beacon  on  the  east  pier 


1 


Money  statement. 


July  1,189:^.  bnl.mce  unexpended $34,864.76 

June  30, 18J>4,  amount  expended  during  fiscal  year 28,048.24 

July  1,  1804.  balance  unexpended 6, 816. 52 

{Amount  (cstiniated)  required  for  completion  of  existing  project 190,000.00 
Amount  tb.-.t<an  beproHtably  ex])en(Tedin  fiscal  year  ending  June  30, 1896  100,  000.00 
Submitted  in  compliance  with  retiuirenientH  of  sections  .2  of  river  and 
harbor  acts  of  18GG  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


('<)MM?:hcial  statistics. 


The  following  statistics  for  the  year  1893,  relative  to  the  commerce  of  the  harbor 
at  Fair])oit,  Ohio,  were  compiled  from  information  furnished  by  the  collector  of 
customs  and  others: 


Artirlrs.  Tons.     |  Articles.  I     Tons. 


RKCEIPTS.  I  SHIPMENTS. 

Ironoro 792.517    ;  Coal |      237,889 


Grain 22,982      Merchandise. 

Flour.  vU- I      6i).  0:{9 


StOIH' 

MiHcellaiH'OiiH  iiurcljandiHO 55,  H'lG 

Fish i  12 


<l.  OIKJ  !  Total 


Total    948,002 


29,722 


267,  611 


Total  fnMirht  toniiair*-  for  1M>:{ 1,215,618 

Total  frvitiht  tonna^^f  lor  1892 1,103,197 

Inrrras*' 112,416 


I 
Shii)piug.  Number.     Tonnage. 


Teasols  (^ntrrinj;. . 
A'es.sel.s  (lci»artiiig 


489  599, 250 

444  528, 360 


Total  riK'iHttTt'd  toimano  ior  181)3 1, 127,610 

Total  Tt^rist eriMl  toiiiuii^e  for  1892 1, 515, 511 

1  )ocrea8o 387, 901 

Dratt  of  lar<rc8t  vessels  using  harbor,  16  feet. 

Depth  of  water  prevents  largest  vessels  from  loading  to  full  depth. 

^o  new  vessel  lines  established  during  the  year. 
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N  N  II. 
IMPROVEMENT  OF  ASHTABULA  HARBOR,  OHIO. 

Ill  1826  the  natural  conditions  of  Ashtabula  Eiver  afforded  but  2 
feet  depth  of  water  over  the  bar  at  the  mouth,  and  the  rock  bottom 
was  but  9  feet  beh)w  the  surface  of  the  lake. 

A  phni  was  adopted  to  improve  the  channel  by  confining  it  between 
parallel  piers  of  timber  work  filled  with  stone.  The  plans  have  been 
modified  and  extended  from  time  to  time  as  the  necessities  of  commerce 
recjuired,  and  have  inchided  the  removal  ot  material  overlying  the  rock 
and  also  of  the  shaly  rock  itself  to  a  depth  of  17  feet.  A  large  amount 
has  been  necessarily  expended  in  repairing  the  old  work,  because  even 
the  best  timber  above  water  becomes  almost  entirely  decayed  in  fifteen 
years. 

The  lat<»st  project,  proposed  in  1890  and  amended  and  approved  in 
1891,  consists  in  widening  the  channel  by  i>laciug  the  east  pier  45  feet 
farther  eastward,  and  deepening  the  channel  by  extending  the  piers  to 
a  dei)th  of  22  feet  in  the  lake  and  removing  the  rock  to  a  depth  of  20 
feet. 

At  the  beginning  of  the  fiscal  year  work  was  in  progress  under  con- 
tract to  remove  and  rebuild  242  feet  of  the  old  east  pier,  and  to  extend 
])oth  the  east  and  west  piers.  Work  had  been  commenced  March  13, 
1893;  it  was  continued  until  December  23, 1893,  when  it  was  completed. 

During  the  season  a  part  of  the  old  east  pier  242  feet  long,  standing 
on  the  rock  bottom  in  a  depth  of  about  1(5  feet  and  having  a  super- 
structure ()  feet  high,  was  removed,  and  a  corresponding  amount  of 
entirely  new  work  with  superstructure  8  feet  high,  was  built  torei)lace 
it,  the  new  work  being  parallel  to  the  old  and  45  feet  further  eastward. 
This  makes  tlie  width  between  piers  213  feet. 

The  east  and  w(»st  piers  were  then  each  extended  240  feet,  making  a 
totiil  of  722  feet  of  new  \no.v  construc^ted.  A  part  of  the  old  east  i)ier 
11(»  feet  long  was  removed  by  the  Lake  Shore  and  Michigan  Southern 
Kailroad  Company  that  part  being  a  part  of  the  work  done  by  the  rail- 
road pursuant  to  the  authority  received  from  Congress. 

The  new  pier  constructed  is  of  a  very  substantial  kind.  The  essen- 
tial IVaUues  of  tlie  design  are  shown  in  plans  submitted  with  annual 
rei)')rt  tor  (-onneaut  tlarbor,  Ohio,  but  tliey  were  modified  as  follows: 

The  section  of  242  feet  to  replace  old  pier  re.noved  was  built  as  far  as 
practicable  on  sanie  design  as  the  old  work.  It  was  left  optional  with 
the  (contractors  whether  to  use  the  old  cj-ibs,  after  em])tying  them  and 
putting  them  in  good  condition,  or  to  remove  them  entirely  and  to  build 
new  work  in  their  place.  The  latter  method  was  chosen,  and  the  old 
work  was  toin  out  and  removed  by  dredging. 

Designs  for  the  new  work  had  been  in  cribs  of  40  feet  length.  The 
section  of  240  feet  extension  on  east  side  was  made  in  the  following 
manner: 

The  crib  bott<mis,  40  feet  each  in  length,  were  constructed  to  a  height 
of  4  feet,  or  four  courses  of  side  timbers,  which  included  all  vertical  screw 
bolts;  the  angle  timbers  were  secured  in  place  at  the  bottom  and 
held  by  braces;  the  bottoms  were  then  launched  and  placed  end  to  end 
in  two  sections  of  120  feet  each;  the  two  cribs  of  hemlock  timber  were 
then  built  u])  hi  solid  work,  each  reaching  over  three  of  the  bottoms  as 
launcluMl.  The  top  course  of  each  crib  is  of  pine,  and  its  top  is  about 
1  foot  below  the  mean  lake  level.  The  sand  and  small  stones  were 
dredged  fi(mi  the  top  of  the  rock,  and  the  cribs  were  sunk  to  the  solid 
stone.    The  surface  of  the  ledge  of  rock  under  the  first  crib  sunk  is 
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soiiiewbat  irregular,  but  not  sufficiently  so  as  to  cause  auy  injury  to  the 
M  ork  or  unusual  difficulty  in  construction. 

On  the  west  side  the  entire  extension  of  240  feet  was  made  in  a  sin- 
gle crib  with  the  bottoms  four  courses  high  in  lengths  of  40  feet  each,  as 
before.  This  method  has  some  disadvantages  in  construction,  mainly 
due  to  the  difficulty  of  sinking  and  filling  with  stone  in  a  sufficiently 
short  time,  but  tliese  disadvantages  were  in  this  case  easily  overcome, 
and  tlie  result  was  very  gratifying. 

Where  cribs  are  sunk  in  short  lengths,  it  is  exceedingly  difficult  to  get 
the  ends  close  together,  and  to  preserve  an  exact  alignment  and  level 
on  top.  The  leveling  and  adjusting  of  lower  courses  of  superstructure 
are.  tlierefore,  often  troublesome  and  expensive. 

With  very  long  cribs  the  number  of  joining  places  is  reduced,  and 
the  superstructure  is  put  on  at  a  minimum  of  expense.  In  this  instance 
the  method  of  long  cribs  was  doubtless  the  means  of  saving  the  entire 
work  from  destruction.  At  the  time  of  the  great  storm  of  October  14, 
1803,  the  crib  was  in  place  and  had  been  filled  with  stone;  a  part  of 
the  sui)erstructure  on  the  shore  end  had  been  constructed,  but  no  por- 
tion of  it  had  been  covered  with  decking. 

When  cribs  are  thus  exposed  in  a  storm  the  sea  davShes  over  the  outer 
cribs  and  forces  the  stone  out  of  the  compartments;  in  extreme  cases 
the  crib  is  so  nearly  emptied  of  ballast  that  it  can  not  withstand  tl;ie 
seas,  and  it  is  then  carried  away  bodily.  At  Ashtabula  the  outer 
compartments  of  the  long  crib  on  west  side  were  nearly  emptied  of 
stone,  and  had  the  structure  been  a  succession  of  short  cribs  there 
ai)])ears  to  be  little  doubt  that  each  would  have  been  emptied  in  turn 
and  carried  away.  Owing  to  the  solid  construction  in  a  section  240  feet 
long  the  outer  end  was  moved  but  a  few  inches  only,  and  brought  no 
inconvenience  save  the  loss  of  stone  which  was  taken  from  the  crib  by 
the  sea. 

Tlic  cost  of  removing  and  rebuilding  242  feet  of  pier  was  $20,600,  or 
about  885.10  per  foot.  The  cost  of  extending  piers  480  feet  with  two 
pierheads  was  $30,732.22,  which  is  nearly  $82.78  per  foot. 

A  part  of  the  project  of  improvement  is  the  renewal  of  superstruc- 
ture of  west  pier. 

In  the  si)ring  of  1894  there  remained  a  balance  of  about  $13,000,  and 
it  was  considered  advisable  to  expend  the  sum  in  rebuilding  super- 
structure of  west  pier.  The  most  economical  and  advantageous  method 
of  doing  the  work  was  believed  to  be  by  hired  labor  and  purchases  in 
open  market. 

Authority  was  obtained  for  the  purpose,  and  work  was  begun  by  hired 
labor  April  23,  1894.  At  the  end  of  the  fiscal  year  a  section  of  super- 
structure 18  feet  wide  and  6  feet  high  had  been  removed  over  a  length 
of  203  feet,  and  a  part  of  same,  248  feet  long,  had  been  entirely  rebuilt, 
sav(»  planking.  It  is  proposed  to  continue  this  work  as  far  as  available 
funds  will  ))ermit. 

On  the  18th  of  May,  1894,  the  steamer  C.  F.  Bielman,  in  tow  of  tug 
Willidm  7>.,  of  Ashtabula,  was  entering  the  harbor,  when  the  steamer's 
bow  was  run  into  the  end  of  east  pier,  striking  it  almost  exactly  in  the 
middle  and  cutting  it  down  to  a  depth  of  16  feet.  The  end  of  th^  pier 
was  forctnl  apart  as  if  by  a  wedge,  and  timbers  were  broken  to  such  an 
extent  that  the  cost  of  repairs  is  estimated  to  be  $2,000. 

The  question  of  responsibility  for  the  injury  is  disputed  between  the 
vessel  owners  and  tug  owners,  and  it  may  be  necessary  to  have  it  decided 
in  a  court  of  law.  Meantime  it  will  be  necessary  to  make  the  repairs 
to  prevent  further  injury,  leaving  the  question  of  payment  for  later 
consideration. 
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Previous  to  commencement  of  work  on  present  project  the  amoont 
expended  for  improvements,  repairs,  and  maintenance,  from  1826  to 
1891,  inclusive,  was  $4r)8,734.4(>. 

A  balance  of  $8,066.75  from  tbe  appropriation  of  September  19, 1890, 
became  applicable  to  the  latest  project;  also  amount  appropriated  by 
act  of  July  13, 1892,  870,000. 

Ashtabula  is  now  the  greatest  shipping  point  for  coal  and  ore  upon 
Lake  Erie. 

A  maj)  of  Ashtabula  Harbor  is  forwarded  to  accompany  and  explain 
this  report. 

AHhtabnla  Harbor  is  in  the  conoction  district  of  Cuyahoga,  Ohio.  There  is  a  fixe4 
white  light  of  the  liftli  order,  varied  by  iiashcs  on  the  west  pier.  Fort  Porter,  N.  Y., 
is  the  nearest  work  ot  defense. 

Money  statement, 

July  1,  189S,  balance  unexpende<l $70, 053. 02 

June  30,  1891,  amount  expen<led  during  liscal  year 63, 216. 07 

July  1,  1894,  balance  unexpended 6, 836. 95 

July  1,  1891,  outstanding  liabilities 560.50 

July  1,  1894,  balance  available 6,276.45 

{Amount  (estimated)  recjuired  for  com])letion  of  existing  project 255, 000. 00 
Aniountthatcan  be prolitably expend e<l  in  liscal  yearending  June,  30,1896  255, 000, 00 
Submitted  in  compliance  with  re<iuirement8  of  Hcctions  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMKRCIAL   STATISTICS. 


The  following  statistics  for  the  year  1893,  relative  to  the  commerce  of  the  harbor 
at  Ashtabula.  ()hio,  were  compiled  from  commercial  rc])ort  in  newspaper,  purporting 
to  emanate  from  the  office  of  collector  of  customs  for  the  district. 

No  rcj»lj'  was  received  to  rcfjuest  made  to  collector  of  customs  for  commercial 
statistics. 


Articles. 


'J"«)ns 


Articles. 


RKCEIPTS.  I  Sini'MENTS. 

Ironoro I     1,856,024    ! 

Stone 9,  HOO    ,  Coal  and  coke 


Tons. 


Liinilier 

Railroad  tics,  etc 
Fi«h 


Total 


2,  281 
2,600  i 
V.iG 


1.871,507 


Total 


788,453 


788,453 


Total  freight  tonna;:e  for  1892 4,231,000 

Total  I'reijjht  tonnage  for  18»;J 2,659,960 

Decrease 1, 571 ,  010 


Shi])ping. 


Number. '  Tonnage. 


Vessels  entering.. 
Teasels  deimrting 


1,154 
!,130 


1.359.482 
1.306,721 


Totid  regiatennl  tonnage  for  1893 2.666,203 


-!f{ r  \\ 


^LANH)  A  MO 
AL,0^     OLO     ¥»OKH     T 


5fl       ♦.!      4>, 


Tit  F»t——"*oC9  .  ^—y-Lini-.  Smto..  Ma.       BBf>  OO    0* 
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N  N  12. 

I>I«PROVEMENT  OF  CONNEAUT  HARBOR,  OHIO. 

Conneaiit  Harbor  is  formed  by  the  CoiineaHt  Eiver  or  Creek  near  its 
mouth  at  junction  with  Lake  Erie.  Improvemeuts  at  this  phiee  were 
coinnienced  under  an  appropriation  made  by  Congress  March  2,  1829, 
and  were  continued  at  irreguUir  intervals  until  1875. 

The  amount  appro])riated  and  expended  during  the  period  from  1829 
to  1875  was  $1(K),G1-M).39. 

As  a  result,  the  channel,  which  originally  had  a  depth  of  only  about 
2  feet,  was  increased  to  a  dei)th  of  8  or  9  feet  ordinarily  and  to  11  feet 
under  very  favorable  conditions. 

The  river  and  harbor  act  approved  July  13, 1892,  appropriated  $40,009 
"  for  relocation  of  channel  and  consi  ruction  of  new  piers."  (Scheme  B, 
of  Engineer  Keport). 

The  location  was  modified  by  an  act  approved  February  24,  1893. 
(See  Annual  Ke])ort  of  Chief  of  Engineers,  1893,  pp.  3089, 3090,  and  map 
oppOvsite  last  named  page.) 

At  the  end  of  the  last  fiscal  year  surveys,  borings,  and  other  neces- 
sarv  examinations  had  been  made,  and  a  contract  had  been  made  with 
Messrs.  L.  P.  &  J.  A.  Smith,  of  Cleveland,  Ohio,  for  constructing  new 
pier  work  in  extension  of  the  old  w^est  pier. 

Advertising  for  the  contract  had  been  unavoidably  deferred  until 
after  the  mt  of  February  24,  1893,  which  modified  location  of  channel, 
so  that  the  contract  was  not  finally  approved  until  June  12,  1893. 

At  such  a  season  of  the  year  it  is  quite  impracticable  to  cut  timber 
in  the  woods  specially  for  such  a  work,  and  suitable  timber  is  difficult 
to  ])ro(ure.  The  work  of  framing  cribs  was  therefore  deferred  until 
July  31,  and  for  several  wrecks  later  was  carried  on  very  slowly  owing 
to  lack  of  material.  The  work  was  continued  until  the  end  of  Novem- 
ber, when  it  was  completed,  with  the  exception  of  a  few  planks  of  the 
decking,  which  could  not  be  secured  owing  to  the  ice  which  had  covered 
the  ])ier  during  the  latter  part  of  November. 

*  Early  in  December  the  ice  thawed  away,  and  the  planking  was  com- 
pleted December  9.  The  months  of  October  and  November  were  un- 
usually unl'avorable  for  such  work  by  reason  of  heavy  winds  and  storms. 
On  the  14th  of  October  a  northwesterly  storm  of  great  violence  trav- 
ersed the  entire  length  of  the  lake,  doing  great  injury  to  shipjnng  and 
to  ])ier  work  under  construction.  The  i)iers  on  west  side  at  Conneaut 
rest  ui)on  the  sand;  m  order  to  make  them  as  stable  as  practicable,  and 
to  ])revent  any  future  possibility  of  being  undermined  when  the  chan- 
nel may  be  deepened  by  s(;our  of  currents  in  freshets  or  by  dredging, 
tlic  stone  foundations  were  placed  in  a  trench  excavated  to  a  depth  of 
22  feet  below  the  i.iean  lake  level. 

In  the  trench  was  i)laced  a  mass  of  rough  stone  3  feet  deep  and  8  feet 
wider  than  the  cribs,  projecting  4  feet  on  each  side.  To  prevent  wash- 
ing away  of  th.e  stone  at  the  outer  edges  and  consecpient  settlement, 
ti])])ing,  and  change  in  alignment  of  piers,  the  stone  of  foundation  were 
reifuired  to  be  large  with  small  stone  to  fill  the  interstices  and  make 
the  mass  compact. 

The  cribs  were  thus  at  first  placed  on  a  foundation  19  feet  below 
water  surface,  but  when  filled  it  was  expected  that  the  cribs  would  set- 
tle into  the  foundation  about  1  foot.  This  estimate  of  settling  is  found 
to  be  i)ractically  correct  with  the  type  of  cribs  which  are  used.  The 
amount  of  settlement  varies,  however,  and  is  largely  dependent  upon 
the  kind  of  construction  used  for  the  bottom  of  the  cribs. 
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lu  the  severe  stomi  mentioned  the  outer  cribs  at  Oonneaut,  which 
had  beeu  sunk  in  phice  on  a  very  excellent  alignment,  were  apparently 
moved,  more  or  less,  to  westward,  and  were  left  sufficiently  out  of 
level  to  make  the  tops  yery  irregular  and  to  make  the  securing  of 
superstructure  very  difficult.  The  outer  end  of  outer  crib  was  swung 
and«  tipped  sufficiently  to  throw  it  about  2  feet  west  of  the  proper  line. 
One  hundred  cords  of  stone  were  washed  out  of  the  cribs,  and  as  the 
cribs  had  been  accei)ted  under  the  contract,  the  stone  was  replaced  at 
the  expe^ise  of  the  United  States. 

No  other  damage  was  caused  to  the  work  by  the  storm,  but  it  was 
sufficient  to  call  attention  to  the  causes  of  the  displacement  and  to 
show  the  necessity  for  a  method  of  construction  which  will  prevent 
a  recurrence  of  the  difficulty. 

It  is  evident  that  in  rough  weather  the  force  of  the  water  in  seas 
approaching  the  crib  would  have  no  tendency  to  lower  the  surface  of 
the  sand  bottom  on  the  side  of  approach.  The  waves  would,  however, 
be  raised  very  high  at  times  by  the  resistance  of  the  pier,  and  in  its 
fall  the  reacting  force  would  cause  a  strong  current  and  tendency  to 
wash  away  tlie  sand  near  the  crib. 

A  similar  effect  would  be  produced  by  seas  which  strike  the  pier 
obliqijely  and  which  chase  along  the  side,  i)roducing  very  strong  cur- 
rents at  tlie  bottom  close  to  the  pier.  The  effect  of  this  action  of  the 
sea  is  to  scour  a  deep  channel  close  to  the  pier  and  along  the  weather 
side.  The  stone  at  edge  of  foundation  slides  into  this  channel  and  by 
degrees  the  support  of  the  crib  on  that  side  is  lowered  so  that  the  crib 
tips  and  the  top  is  thrown  out  of  alignment.  The  vibration  of  the  "crib 
under  the  violent  action  of  the  waves  seems  to  be  an  element  in  cans 
ing  movement  of  the  crib,  for  it  is  apparent  that  at  times  the  crib 
moves  bodilv  toward  the  direction  from  which  the  storm  arrives. 

The  crib  construction  emj)loyed  thus  far  at  (Oonneaut  was  of  a  very 
substantial  type,  devised  by  me  specially  for  use  atConneaut  and  Ash- 
tabula, Ohio;  drawings  of  the  crib  are  shown  cm  a  sheet  accompanying 
this  re])<)rt.  On  a  second  sheet  are  drawings  of  a  crib  designed  to 
check  the  scour  at  the  base  sufficiently  to  prevent  the  unequal  settle- 
ment and  change  of  alignment. 

It  is  proposed  to  try  this  method  of  construction  in  the  next  pier 

'  work  at  Conneaut,  or  other  place  having  a  sand  bottom.     The  expense 

does  not  differ  materially  from  the  other  type  of  foundation,  and  it  can 

hardly  fail  to  serve  a  good  i)urp()se  even  if  it  does  not  accomplish  all 

that  is  hoped  for  it. 

The  iron  shown  in  the  bolting  of  cribs  is  round-rolled  iron,  1 J  inches 
in  diameter;  the  bolts  are  slightly  upset  and  swaged  to  form  a  head, 
and  the  point  is  merely  a  small  bevel  at  the  outer  edge  so  that  in  driv- 
ing it  will  not  tear  away  the  liber  of  the  wood.  A  drawing  of  the  bolt 
is  shown  on  sheets  with  crib  designs. 

The  cribs  of  west  pier  extension  are  24  feet  wide  and  the  superstruc- 
ture is  raised  eight  courses  of  timber,  a  trifle  more  than  8  feet  above 
the  water  level.  The  entire  length  of  new  work  completed  is  400  feet. 
For  this  the  amount  paid  the  contractor  was  $38,083.93,  which  includes 
100  cords  of  stone  in  addition  to  amount  required  to  fill  the  cribs,  that 
amount  having  been  carried  out  in  the  storm. 

Tlie  estimatod  cost  of  tlie  entire  work  is $500,000.00 

Amount  {ipproprisited  July  30,  1S92 40,  000.  00 

Amount  exi)eu<le(l  to  .Tune  'M),  1893 092. 91 

Amount  exjuMKled  durii^g  last  fiscal  year 39, 286. 15 

Totalexpeiided  to  June30, 1894 379,979.06 
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The  old  west  pier  is  not  on  tbe  same  line  as  the  new  work,  so  that 
its  outer  end  is  exposed  on  the  west  side.  The  heavy  seas  and  storms 
of  October  and  November  tore  away  the  superstructure  on  outer  end  of 
old  pier,  and  it  was  temporarily  repaired. 

The  railroad  company  also  went  to  considerable  expense  to  secure 
the  old  pier,  because  if  it  were  to  break  through  the  channel  would  be 
ruined. 

The  Pittsburg,  Shenango  and  Lake  Erie  Eailroad  Company  has 
dredged  tlie  channel  to  a  depth  of  17  feet  or  more,  and,  although  ship- 
ments were  only  commenced  late  in  the  season  of  1893,  a  large  amount 
of  coal  and  ore  were  shipped,  as  will  be  seen  by  reference  to  commercial 
statistics  appended  hereto. 

Tlie  company  lias  now  iu  operation:  6  Brown  hoists,  2  King  Bridge  bciists,  4 
Excelsior  hoists,  and  2  McMyler  hoists. 

Two  thousand  feet  of  wharf  front  has  been  practically  comi)leted 
and  covered  for  coal  and  ore,  a  width  of  330  feet. 

As  soon  as  further  funds  are  available  it  is  proposed  to  strengthen 
the  outer  end  of  old  west  pier,  and  then  to  commence  the  construction 
of  east  pier  from  the  shore  line  into  the  lake  as  far  as  funds  will  permit, 

Conneant  Harbor  is  at  the  month  of  Conneant  River,  13  miles  east  of  Ashtabula, 
and  is  near  the  bonntlary  between  tbe  States  of  Ohio  and  Pennsylvania.  It  is  iu 
tbe  collection  district  of  Cuyahoga,  Ohio.  There  is  a  fixed  white  light  of  the  sixth 
order  u])on  tbe  bank  near  the  mouth  of  the  river,  and  a 'small  beacon  on  the  outer 
end  of  west  pier.  / 

Money  statement, 

July  1 ,  1893,  l)alance  unexpended $39,  307.  09 

J  nne  30,  1X94,  amount  exi)ended  during  liscal  year 39, 286. 15 

July  1 ,  1894,  l)alanco  unexpended 20. 94 

{Amount  (estimated)  required  for  completion  of  existing  project 460,  000.  00 
Amount  that  can  be  ])rolitably  expended  in  fiscal  year  ending  Jun**  30, 1896  200,  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMERCIAL     STATISTICS. 


The  following  statistics  for  the  year  1893,  relative  to  the  commerce  of  the  harbor 
at  Conneant,  Ohio,  were  compiled  from  information  furnished  by  the  collector  of 
customs  and  others: 


ArticlcH. 


RECEIPTS. 


Tous. 


Articles. 


Iron  ore, 
Luiiiber. 
Stono  . .. 
Staves  .. 
Flour  . .. 


201,r)87    I  Coal 

25,637  I    Flour 

13,107    I  Lumber... 
200   1 
19  i;  Total 


SHIPiMENTS. 


Tons. 


23, 815 

74 

115 


24,004 


Total !     240,550    ! 


Total  freight  tonnage  for  1893 264,554 

Total  freight  tonnage  lor  1892 1.625 


Incn^ase 262,  929 
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Shipping. 


VeHsela  entering . . 
Vessels  departiuij. 


Number.  [  Tonna^. 


150 
151 


150. 470 
150, 470 


Total  registered  tonnage  for  1893 300,946 

Draft  of  larjifest  vessels  using  liarbor,  17  feet. 

Largest  vessels  load  to  full  depth. 

No  uew  vessel  lines  established  during  the  year. 

The  following  statement  has  been  received  from  the  agent  of  the  Pittsburgh,  She- 
nango  and  Lake  Erie  Railroad  Company,  at  Conneaut.  giving  the  arrivals  and  depar- 
tures of  vessels,  and  their  freights,  from  opening  of  navigation  to  June  30, 1894  : 


Month.                                                1  Vee 

isels. 

4 
2 

7 

Coal. 

Ton». 
975 

Vessels. 

Ore. 

1 
April i 

Or  089  Um*. 

May 1 

135 

U  I             9a  7i%A 

tr*    •'    ! 

June ' 

1.300  i              28 

dQ  iftfk 

Total :. 

13 

2, 410                42               78. 210 

The  above,  in  tons  of  2,000  potiudA,  would  bo :  Coal,  2,410  tons  ; 

ore.  87.595  tons 

;  total,  90,005  tons. 

N  N  13. 

REMOVING  SUNKP:N  VESSELS  OR  CRAFT   OBSTRUCTING  OR  ENDANGER- 
ING NAVIGATION. 

OiitlieOth  of  May,  1893,  tho  three-masted  fivhooner  Pelican  foundered 
in  Lake  Erie  opposite  the  entrance  to  Ashtabula  Harbor  and  at  a 
distance  of  about  1  mile  from  the  lifjht-house  on  end  of  the  piers.  The 
masts  projected  to  a  considerable  height  above  water  and  the  hull, 
loaded  with  iron  in^e,  was  directly  in  the  way  of  passing  vessels. 

An  allotment  of  $50  was  made  for  an  examination  of  the  sunken 
vessel,  and  subsequently  the  sum  of  82,500  was  allotted  for  its  removal. 

Advertisements  inviting  pr()])osals  for  removal  of  the  wreck  to  a 
dei)th  of  3.*^  feet  below  mean  lake  level  were  issued  August  28, 1803. 
Proposals  were  opened  September  15,  1803,  and  the  contract  was 
awarded  to  Mr.  John  Stang,  who  was  the  lowest  bidder,  the  j)rice  being 
$1,200. 

Tlie  wreck  was  to  have  been  completely  removed  on  or  before  Novem- 
ber 30,  1893.  The  work  was,  however,  delayed  by  various  causes,  and 
on  an  application  of  the  contractor  the  time  for  comi)letion  was  exten<Ied 
to  A])ril  15,  1894.  The  removal  of  the  wreck  was  completed  January 
9,  1894. 

The  total  amount  expended  during  the  year  upon  the  removal  of 
wrecks  was  $  1,490.(38. 

Abstract  of  proposals  for  removinfj  wreck  of  schooner  Pelican,  near  Ashtabula  Harbor^ 
Ohio,  received  and  opened  by  Lieut.  Col.  Jared  A.  Smith,  Corps  of  Enffineers,  at  Cleve- 
land, Ohio,  on  Friday,  September  /J,  ISO-l,  at  2  o'clock  p.  m.,  standard  time-j  in  accord- 
ance with  adrertixenient  dated  August  2S,  189.h 


[Net  amount  available,  $2,509.80.] 


No. 


Xanie  and  address  of  bidder. 


1  ]  John  String,  Lorain,  Ohio 

2  I  Walter  V.  Metcalf,  Cleveland,  Ohio. 

3  1  Thos.E.  Wilson,  Cleveland,  Ohio... 


Amount. 


$1,200 
1,540 
4,000 


Rocomiiiended  that  tbo  contract  bo  awarded  to  Mr.  Johu  Stang,  his  bid  being  the 
lowest;  and  he  responsible. 


APPENDIX    O  O. 


IMPROVEMENT  OF  ERIE  HARBOR,  PENNSYLVANIA,  AND  OF  RIVERS  AND 

HARBORS  IN  WESTERN  NEW  YORK. 


REPORT  OF  MAJ,  E,  E.  RUFFNER,  CORPS  OF  ENGINEERS,  OFFICER 
IX  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1894,  WITH 
OTHER  DOCUMENTS  RELATING  TO  THE  WORKS. 


IMPROVEMENTS. 


1.  Erie  Harbor,  Pennsylvania.  '  6.  Niagara    River    from    Tonawanda  to 

2.  I'lojMlue  Isle  Peninsula,  Erie  Harbor,  Port  Day,  New  Y'ork. 


Pennsylvania. 

3.  Dunkirk  Harbor,  New  York. 

4.  Buftalo  Harbor,  New  York. 

5.  Tonawanda     Harbor    and    Niagara 

River,  New  York. 


7.  Wilson  Harbor,  New  York. 

8.  Olcott  Harbor,  New  York. 

0,  Oak  Orchard  Harbor,  New  York. 


HARUOH   LINKS. 

10.  Squaw  Island,  Niagara  River.  New  York, 


United  States  Engineer  Office, 

Buffalo^  N.  r.,  July  6,  1894. 

General:  There  are  forwarded  herewith  the  annual  reports  for 
the  year  ending:  »Tune  30,  1804,  for  the  works  under  my  charge:  The 
harbors  of  Erie,  Pa.,  Dunkirk,  Buiialo,  Wilson,  Olcott,  and  Oak 
Orchard,  N.  Y.,  and  for  Tonawanda  Harbor  and  Niagara  Eiver,  New 
York,  and  for  Niagara  River  from  Tonawanda  to  Port  Day,  New  York. 
A  ery  respectfully,  your  obedient  servant, 

E.   H.   liUFFNER, 


Brig.  Gen.  TnoMAs  L.  Casey, 

Chief  of  Engineers^  U.  S.  A, 


Major  of  Engineers. 


O  O  I. 

IMPROVEMENT  OF  ERIE  HARBOR,  PENNSYLVANIA. 

Object, — Tlie  object  of  this  improvement  is  twofold: 
1.  To  protect  the  harbor  from  severe  winds  from  the  east  and  north- 
east. 
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2.  To  obtain  and  maintain  a  cliannel,  between  deep  water  in  the 
harbor  and  the  open  lake,  IG  feet  at  low  water  and  of  navigable  width. 

Project. — The  project,  as  originally  prepared  in  1823  and  approved  in 
1824  (at  which  time  the  entrance  to  the  bay  was  narrow  and  tortuous 
and  only  G  feet  in  depth)  provided  for  closing  all  of  the  eastern  end  of 
the  harbor  by  means  of  a  breakwater,  in  which  should  be  left  an  open- 
ing 200  feet  wide,  and  for  extending  to  deep  water  in  the  lake  two  par- 
allel piers,  one  on  each  side  of  the  opening.  This  project  is  substan- 
tially in  force  at  the  present  time,  excepting  that  the  piers  are  350  feet 
apart. 

Present  works. — The  present  works  consist  of  (1)  a  breakwater  lying 
north  and  south  from  the  main  shore  to  the  south  side  of  the  entrance 
to  the  harbor;  (2)  a  pier  on  the  south  side  of  the  entrance  channel, 
nearly  east  and  west  in  position;  (3)  a  pier  on  the  north  side  of  the 
channel  parallel  with  and  350  feet  distant  from  the  pier  before  men- 
tioned, and  (4:)  a  catch-sand  jetty,  built  in  1883,  about  3,000  feet  north 
of  the  north  pier,  for  the  purpose  of  arresting  the  movement  of  sand 
into  the  channel. 

The  construction  of  this  jetty  is  such  that  it  does  not  serve  the  pur- 
pose tor  which  it  was  built,  and  it  has  received  no  repairs  since  its  con- 
struction. These  works  are  known  as  (1)  the  south  breakwater,  (2)  the 
south  pier,  (3)  the  north  pier,  and  (4)  the  catch-sand  jetty. 

The  i)iers  and  breakwater  consist  of  timber  crib  work,  filled  with 
stone  and  covered  with  pine-plank  deck. 

The  catch-sand  jetty  consists  of  a  single  row  of  piles  driven  elose 
together  and  bound  together  with  oak  walings. 

OPERATIONS   DURING   THE   FISCAL    YEAR. 

Repairs  to  piers  and  brealcwater. — On  the  north  pier  30  linear  feet  of 
decayed  fender  were  removed,  at  the  buoy  lumse,  and  loose  spikes 
driven  down  throughout  the  length  of*  the  pier;  on  the  south  pier  100 
linear  feet  of  deck  at  west  end  were  patched;  on  the  south  breakwater 
deck- stringers  and  plank  were  renewed  where  gone  throughout  the 
length  of  the  breakwater,  and  the  north  end,  at  junction  with  the  south 
pier,  was  refilled  with  stone  picked  up  in  shallow  water  alongside. 
These  repairs  were  begun  on  September  25  and  comj)leted  on  Septem- 
ber 30,  1893. 

The  cost  of  repairs  was  as  follows: 

Timber  and  spikes $54.  30 

Labor 64.06 

Total 118.36 

On  October  12,  1893,  the  Joseph  Paige^  entering  harbor,  in  tow  of  the 
steamer  Wocolcon^  struck  the  outer  end  of  the  north  pier  and  tore  oil* 
two  fenders.  The  damage  was  repaired  on  October  24,  at  a  cost  of 
$5.90  tor  material  and  labor. 

A  severe  storm  on  October  14  and  15,  1893,  caused  slight  damage  to 
the  deck  of  the  south  breakwater.  The  damage  was  repaired  on  Octo- 
ber 24  at  the  following  cost : 

Timber  and  spikes $4. 06 

Labor 3. 37 

Total 7.43 

Extension  of  the  north  pier, — At  the  beginning  of  the  year  an  exten- 
sion of  300  feet,  eastward  into  Lake  Erie,  was  well  under  way.    The 
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contractor,  J.  B.  Donnelly,  Buffalo,  N.  Y.,  completed  the  extension  on 
August  11,  JSOa,  at  a  total  cost  of  825,404.78.  The  total  length  of  the 
extension  was  301.4  linear  feet,  making  the  cost  per  linear  foot  of  com- 
pleted pier  $84.28. 

Surveys. — A  survey  of  the  eastern  end  of  the  peninsular  and  harbor 
entrance,  to  determine  changes  in  the  shore  lines  and  contours  offshore, 
to  a  depth  of  20  feet,  was  made  on  October  10  to  12,  181)3. 

A  map  of  the  survey  was  (completed  and  submitted  on  December  20, 
1803. 

Examinations  of  the  channels  were  made  frequently  and  the  water 
gauge  tested  and  maintained  in  good  order. 

SurreUlance  of  the  peninsula, — The  watchman  was  on  duty  during 
the  entire  year.  lie  enforced  the  rules  in  regard  to  the  building  of 
tires  and  cutting  of  trees,  or  any  growth  on  the  i>eninsula,  so  far  as 
possible  over  so  large  an  area  (about  4  square  milesj.  No  depredations 
were  committed.  Small  fires,  made  by  hunters,  were  numerous  during 
Kovember,  but  all  were  promptly  extinguished  by  the  watchman,  aided 
by  members  of  the  life-saving  crew,  before  any  damage  was  done. 
During  November  one  or  more  fires  (bonfires)  were  put  out  almost 
daily.  In  addition  to  his  duties  on  the  peninsula,  the  watchman  main- 
tained a  careful  watch  over  the  dumping  of  dredgings,  and  required  all 
dumping  to  be  done  in  the  lake,  1  mile  out;  cared  for  the  i)ublic  property 
in  storage;  made  all  repairs  and  cared  for  the  launch;  and  acted  as 
engineer  of  the  launch  during  the  season  of  navigation. 

Movhuj  and  repairing  boathouse, — Owing  to  improvements  and  exten- 
sions made  by  the  Anchor  Line  Company,  the  removal  of  the  boat- 
house,  located  on  the  company's  property,  became  necessary  in  March, 
18D4.  Permission  was  therefore  obtained  from  the  city  of  Erie,  through 
the  city  councils,  to  occupy  the  north  end  of  the  Peach  street  slip  with 
the  boatlumse.  The  moving  of  the  boathouse  was  begun  on  March  26 
and  completed,  together  with  the  thorough  repair  and  painting,  on 
April  17,  1894.     The  cost  was  as  follows: 

Timl)or.  spikes,  aud  paint $27.23 

Labor 106.60 

Total 133.83 

Dre(hjin(/  in  channels, — At  the  opening  of  navigation  in  April,  1894, 
during  a  very  low  stage  of  water  and  prevalent  northeast  winds, 
shoaling  occurred  along  the  north  half  of  the  outer  channel,  outward 
from  the  north  pier.  The  depth  in  this  portion  of  the  channel  was 
reduced  by  shoaling  to  16  feet  at  low  water  over  an  area  about  200  feet 
square. 

A  vessel  entering  the  harbor  before  the  channel  stakes  were  set  ran 
aground  on  the  shoal,  and  in  working  off  raised  a  hummock  abont  150 
fe*?t  east  of  the  pier  and  nearly  in  midchannel.  The  depth  of  water 
on  this  hummock,  about  40  feet  in  diameter,  was  only  15  feet  at  low 
water  and  IfJ-J  feet  at  mean  lake  level.  Its  removal  being  important 
and  necessary,  arrangements  were  made  with  the  only  dredge  available 
at  the  port  to  do  the  necessary  dredging  at  the  rate  of  $9  i)er  hour. 
The  dredge,  however,  could  not  do  the  work  until  released  from  a  con- 
tract on  which  it  was  employed. 

The  shoal  was  therefore  marked  by  buoys  early  in  May  and  the 
buoys  maintained  until  June  1,  when,  the  lake  level  having  reached 
mean  stage,  buoys  were  no  longer  necessary.  At  the  close  of  the  year 
the  dredge  was  not  yet  available  for  the  dredging. 
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CONDITION  OF  THE  WORKS. 

Soiith  hrealcxcater, — This  structure  is  old  and  much  decayed.  Its 
total  length  is  2,024  feet;  height  above  mean  lake  level,  li  feet;  width, 
G  to  12  feet.  At  the  close  of  the  year  the  structure  was  intact  but 
rciiuires  minor  rej)airs  after  every  severe  storm. 

iSovfhpier, — Length  of  this  pier  is  1,220  feet.  The  pier  is  in  a  fair 
condition,  but  the  timbers  of  the  superstructure  are  becoming  soft  and 
show  deejay.  Along  the  portion  of  the  pier  not  decked  over,  650  feet 
in  length,  some  of  the  stone  filling  has  been  washed  out.  This  portion 
of  tlie  pier  will  soon  reciuire  new  superstructure  for  a  length  of  G50  feet 
and  a  height  of  3  feet,  refilling  with  stone,  and  the  addition  of  a  deck  to 
protect  the  stone  filling. 

North  pier, — Tbis  })ier  is  2,737  feet  long.  The  westerly  993  feet  is  old 
but  intact,  the  timber  work  being  too  old  and  too  soft  to  admit  of  more 
than  patcliwork  to  the  deck.  With  the  exception  of  30  feet  at  the  west 
end  of  the  pier,  over  which  new  sui)erstructure  was  placed  by  theLight- 
Ilouse  Department  in  December,  1893,  to  secure  ErieKange  Beacon  No. 
1,  new  superstructure  will  be  needed  over  this  older  portion  of  the  pier, 
963  feet  long,  m  the  near  future.  The  remainder  of  the  pier  is  in  good 
condition  and  needs  no  repairs  at  i)resent. 

Cateh-sand  jetty. — About  450  feet  of  the  jetty  remain.  It  has  been 
abandon(Kl  and  is  not  considered  worth  repairing. 

The  channel, — Shoaling  is  gradually  taking  place  about  the  harbor 
entrance.  The  total  length  of  the  channel  from  the  18-foot  contour  in 
the  lake  at  low  water  to  the  same  contour  in  the  hiirbor  is  now  about 
7,150  feet,  made  u^)  as  follows: 

From  18-fo<)t  contour  in  tlic  lake  to  the  east  or  outer  end  of  the  north  pier,      F«et. 

outer  channel 1,  000 

Between  j)icrs 2,  750 

P^oui  we«t  or  inner  end  of  piers  to  18-foot  eontour  in  harbor,  inner  channel..   3,400 

The  width  of  the  channel  when  completely  clear  is  300  feet.  A  length 
of  channel  of  2,000  feet,  lying  between  the  i)iers,  is  kept  thoroughly 
scoun^d  out  by  the  strong  currents  which  run  in  and  out  and  thus  main- 
tain it  in  good  condition  at  all  times.  The  outer  and  inner  channels 
reciuire  r(»])eated  dredging  in  order  to  maintain  them  at  the  required 
de])th.  Ar  the  close  of  the  year  the  entire  channel  was  in  good  con- 
dition, the  depth  of  water  being  18  to  20  feet  at  mean  lake  level,  or  not 
less  than  IG.^  feet  at  low  water,  for  a  channel  width  of  not  less  than 
275  feet. 

PROPOSED   OPERATIONS. 

Bepah\^  to  piers  and  breakwater, — Minor  repairs  on  all  structures  will 
be  made  as  damage  occurs  from  time  to  time. 

Xo  repairs  are  advisable  on  the  north  and  south  j>iers  at  present. 
The  old  i)()rtions  of  both  structures  have  been  i)atched,  and  further 
l)atching  is  n(»t  now  advisable.  The  entire  renewal  of  the  superstruc- 
ture of  the  westerly  9(13  feet  of  the  north  j)ier  and  of  050  feet  of  the 
south  i)ier  will  bet  necessary  in  the  near  future.  The  cost  of  rebuilding 
the  superstructures  is  estimated  as  follows: 

P'or  the  north  pier.  001^  feet $20,000 

For  the  south  i>ier,  050  feet 13,000 

Dredging, — Sand  bars  are  liable  to  form  suddenly  across  the  harbor 
entrance  diirinir  northeast  storms.  When  necessary,  dredging  to  clear 
the  channel  will  be  promptly  done. 
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REMARKS. 

The  bar  formation  above  the  north  pier  continues  to  grow  and 
encroach  upon  the  ])ier  and  channel.  WTiilethis  encroachment  has  not 
been  so  rapid  during:  the  i^ast  year  as  in  previous  years,  it  nevertheless 
.continues  to  such  an  extent  that  further  extensions  of  the  north  pier, 
from  time  to  time,  seem  inevitable.  At  the  beginning  of  the  year,  the 
shore  line  of  the  bar  joined  the  pier  at  station  13  +  30,  1,183  feet  from 
the  end  of  the  pier.  At  the  close  of  the  year,  the  shore  line  of  the  bar 
joined  the  pier  at  station  13  +  50,  1,1G3  feet  from  the  end  of  the  pier. 
The  advance  of  the  shore  line  was  therefore  20  feet  during  the  year. 
During  the  year  ])revious  the  advance  was  120  feet. 

A  comparison  of  the  surveys  of  1801  and  1893  shows  but  little  change 
in  the  bar  shore  lines,  excepting  the  advance  lakeward  immediately 
above  the  pier,  as  stated  above,  and  the  recession  due  to  erosion  at  the 
point,  at  the  old  catch-sand  jetty.  This  recession  is  shown  by  the  sur- 
veys to  have  been  about  160  feet  in  two  years.  Ko  change  of  note  in 
the  oft'  shore  dei)ths  has  taken  place. 

As  yet  the  only  evidence  of  another  bar  formation,  off  shore  from  the 
present  shore  line,  is  the  slight  advance  lakeward  of  the  contour  of  the 
5-1b()t  depth  and  the  formation  of  shoals  between  this  contour  and  the 
shore  line.  This  formation  will,  no  doubt,  continue  more  or  less  rapidly 
from  year  to  year.  The  source  of  sui)ply  of  material  added  to  the  bar 
continues  to  be  the  extreme  easterly  point  of  the  peninsula.  As  the 
shore  line  of  the  bar  advances  lakeward,  however,  and  the  recession  ot 
the  point  in  an  opposite  direction  tends  to  form  a  straight  shore  line 
from  ])oiut  to  pier,  the  erosion  at  the  point  gradually  decreases  and 
l^robably,  in  time,  will  cease. 

The  situation  at  present,  however,  reaftirms  the  opinion  advanced  in 
the  last  annual  report  that  provision  should  be  made  for  a  further 
extension  of  the  north  pier.  An  extension  of  300  feet  would  furnish 
])rotccti()n  to  the  channel  entrance  for  several  years.  Since  the  bar 
formation  began  to  threaten  the  channel,  in  1875,  th^  pier  has  been 
extended  three  times,  viz,  in  1880,  242  linear  feet;  in  1891,  452.15  linear 
feet,  and  in  1893,  301.4  linear  feet.  The  pier  work  in  all  of  the  exten- 
sions is  24  feet  wide  and  24  feet  high,  the  superstructure  being  8  feet 
]n<l\\  above  water. 

The  outer  end  of  the  pier  has  now  reac*hed  a  point  where  exposure  to 
greater  wave  force  demands  greater  stability  than  that  afforded  by  the 
section  lieretotore  used.  The  width  of  the  pier  structure  should  be 
increased  to  30  feet.  The  cost  of  an  extension  of  300  feet,  30  feet  wide, 
at  >?10()  per  linear  feet,  would  be  830,000. 

The  existing  ])roject  provides  for  the  further  extension  of  the  south 
])ier.  To  conii)lete  the  project  would  require  an  extension  of  1,000  feet, 
at  a  cost  of  8^*5,000.  This  extension  is  not  considered  advisable  or 
necessary  under  existing  conditions.  Proposed  operations  may  be 
contined,  therefore,  to  repairs  to  piers  and  breakwater,  dredging  in 
channels,  and  the  construction  of  further  pier  extension. 

The  amounts  needed  for  repairs  and  dredging  can  not  be  definitely 
stated,  as  damages  by  storms  are  liable  to  occur  at  any  time.  Provision 
should,  however,  be  made  for  emergencies.  I  would  therefore  estimate 
the  needed  expenditures  as  follows: 

PicT  extension $30,000 

Kelmilding  superstructures 33,  000 

Repairs  to  piers  and  breakwater 5,000 

Dredging  in  channels 5, 000 

Total 73,000 
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Statement  of  appropriations  and  allotments  made  for  improving  harhar  at  Erie,  Pa,, 

from  18 23  to  the  present  time. 


Mav26, 1824 $20, 

March  25, 1826 7, 

March  2, 1827 2, 

May  19,1828 6, 

March  3, 1829 7, 

March2,1831 1, 

Jiilv3,1832 4, 

Mafch2,1833 6, 

June  28, 18:il *  23, 

March  3, 1835 5, 

J  uly  2. 1830 *  15, 

Marc h  3,  1837 15, 

July  7, 1838 30, 

Juno  1 1 ,  1844 40, 

August  30, 1852 30, 

Juue23,1866 36, 

March  2, 1867 25, 

Junell,1870 20, 

March  3, 1871 29, 

Juno  10,1872 15, 


000.00 
000.00 
000.00 
223. 18 
390.25 
700.00 
500. 00 
000.00 
045.  00 
000.  00 
122. 80 
000.00 
000.00 
000.00 
000.00 
961.00 
000.00 
000.00 
000.00 
000.00 


June  23, 1874 $20,000.00 

March  3, 1875 80,000.00 

August  14,1876 40,000.00 

Juno  18, 1878 25,000.00 

March  3, 1879 25,000.00 

J  uno  14, 1880 25, 000 .00 

March  3, 1881 20, 000. 00 

August  2, 1882 20, 000. 00 

July  5,1884 50,000.00 

Augu8t5, 1886 37,500.00 

August  11,  1888 23,  000.  00 

Septi'smber  19, 1890 40,  000.  00 

July  13, 1892 40,000.00 

1823  allotment 150.  00 

1864  allotment 15,000.00 

1868  allotment 40,000.00 

1869  allotment 22,275.00 

1871  allotment 10,000.00 


Total '. 871,807.23 


Money  statement. 

July  1, 1893,  balance  unexj)eucle(l  (including  $20,  000  reserved  for  P^esque 

Isle) $73,082.32 

June  30,  1894,  amount  expended  during  liscal  year 27,  717. 47 


July  1,  1801,  balance  unexpended 45,  364.  85 

July  1,  1894,  outstanding  liabilities 230.00 


July  1,  1894,  balance  available 45, 134. 85 


C  Amount  that  cjin  be  profitably  expended  in  fiscal  year  ending  .June  30,18J: 
<  Submitted  in  compliance  with  reciuirements  of  sections  2  of  river  and 
(      harbor  acts  ol  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


1896    25,000.00 


COMMKIJCIAL   .STATISTICS. 


Jrrivah  and  deparlitreH  of  vessel h  for  the  mar  ending  December  31,  1893. 


Arrival 8  from 


l)<'l>nrtun'rt  to — 


V»'»8«'1h. 


lloinr  pijrtt*.'       F(»n*i^n  i>ort8,      Honifi  ]>ortB,'       Foreign  jwrts 


Xo. 


Stoani :     579 

Sail 140 


Tout. 
7:{2.  6ri8 
90.  756 


Total ■■     710       82:{,424 


No. 
90 
24 

120 


Tout. 
2.*}.  22a 
3,  K45 


Xo. 
.-94 
152 


I'onu. 
745,  092 
97,  :<96 


27.008       740       81.'{,0X8 


1 


75 


92 


*  Through  vessels  touching  at  the  i>ort  not  included. 

Greatest  draft  of  vessels,  16i  feet. 

Decrease  of  tonnage,  1893  under  1892,  708,403  tons. 

Amount  of  revenue  collected,  fiscal  year  ending  June  30,  1893,  $3,510.65. 

Value  of  foreign  exports,  $8,073. 

Vahui  of  foreign  imports,  $32,864. 

Enrolled  tonnage,  port  of  Erie,  1893,  37,620  tons. 

Enrolled  tonnage,  port  of  Erie.  1894,  36,055  terns. 

Decrease  in  tonnage,  1894.  1,5(55  tons. 


Two  appropriations. 


Tuna. 
0,628 
1,334 

7,962 
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IMPORTS  BY  LAKE. 
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KXPORTS  BY  LA.KE. 


i'He  Harbor,  Pa.,  importi,  189.^ 
(One  iueli  aiuiila  200,000  toiia.) 


Anthraoito  oual. 


Thia  1)011  in  sill  ii  forms  tlie  harbor  of  Erie,  wbicli  is  a  landlocked  bay 
about  !>  miles  long,  having  a  maximum  width  of  IJ  miles.    The  peuin- 
sula  i.s  a  low,  sand  foruiatiou  about  6  miles  long,  varying  iu  width  from 
KNft  94 153 
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300  feet  at  the  "  neck,"  which  is  nearly  2  miles  long  and  joins  the  body 
of  the  peninsula  to  the  mainland  at  its  western  end,  to  1 J  miles  at  its 
widest  ])art.  The  preservation  of  the  peninsula  is  of  vital  importance 
to  Erie  Harbor,  and  it  is  for  the  puri)ose  of  preserving  the  harbor  that 
the  protection  of  the  weak  parts  of  the  peninsula  formation  has  been 
deemed  necessary.  The  weak  portion  is  the  long,  narrow  neck  at  the 
western  end.  The  object  for  which  all  the  works  of  i)roteetion  liave 
been  constructed  is  the  prevention  of  a  breach  through  this  narrow 
neck.    The  danger  exists  during  severe  storms  from  the  westward. 

At  the  present  time  no  works  exist  excepting  a  few  dilapidated  pile 
jetties  no  longer  of  service,  and  the  main  line  of  piles,  mattresses,  and 
stone  ballast  on  mattresses,  of  the  shore  protectioli  partially  constructed 
in  1889. 

A  severe  westerly  storm  on  August  28, 1803,  caused  seas  to  wash  over 
the  neck  from  the  lake  into  the  bay.  Gullies  from  2  to  10  feet  wide  and 
1  to  2  feet  deep  were  cut  through  the  sand  on  the  crest  of  the  neck 
formation  and  a  few  small  trees  and  bushes  uprooted.  The  gullies 
were,  however,  soon  filled  ux)  by  drifting  sand  and  the  neck  practically 
restored  to  its  nornml  condition. 

The  accumulation  of  sand  at  the  south,  or  inshore,  end  of  the  protec- 
tion work  continues  to  increase,  but  no  accretion  is  noticeable  along 
other  parts  of  the  work. 

Along  the  lake  front,  extending  a  mile  or  more  west  from  the  flash- 
light house,  the  gradual  wearing  away  of  the  bank  continued,  but  as 
the  peninsular  is  here  one-half  mile  or  more  wide,  the  safety  of  the 
harbor  is  not  threatened  at  this  point.  There  was  no  work  done  on 
any  of  the  protection  works  during  the  year.  A  rei)ort  of  the  Board  of 
Engineers  on  the  construction  of  shore  ]m)tection  for  the  peninsula  iit 
Erie  Harbor,  Pennsylvania,  was  published  in  the  Annual  Keportof  the 
Chief  of  Engineers  for  ISOO,  p.  2800.  In  accordance  with  the*  recom- 
mendation of  the  Board  and  the  approval  of  tlie  Chief  of  Engineers,  no 
exi)en(Iitures  will  be  made  at  present  to  protect  the  ''neck"  of  the 
l)eninsula  on  its  lake  side,  and  820,000  of  the  funds  available  for  the 
improvement  of  Erie  Harbor  are  reserved  to  close  any  breach  which 
may  occur  in  the  neck  of  the  peninsnla. 

Commercial  Statistics — The  commercial  statistics  are  the  same  as 
those  submitted  for  Erie  Harbor. 


OO3. 

IMPROVEMENT   OF  DUNKIKK   IIAKnOR,  NEW  YORK 

Object, — The  object  of  this  improvement  is  to  form  jni  artificial  har- 
bor in  the  indentation  of  the  shore  line  of  Lake  Erie,  in  front  of  the 
city  of  Dunkirk,  N.  Y. 

Project, — The  original  project  was  adoi)ted  in  1827,  and  with  its  sub- 
sequent modifications  ju-ovided  for  the  constructi(»n  of  a  pier  running 
out  from  the  west  shore  of  the  indentation,  and  a  detacheil  breakwater 
parallel  with  the  pier  and  abont  2,000  feet  distant  from  the  <*ity  front. 
An  opening  between  the  two  structures  provided  a  harbor  entrance 
through  which  a  channel  leading  to  the  docks  was  to  be  deepened  to 
13  feet.  By  1832,  the  sum  of  828,430.84  had  been  exi)ended  on  the 
original  plan,  and  a  breakwater  was  th<»n  2,504  feet  long  and  the  pier 
1,400  feet  long.  Subsequently  various  improvements  and  repairs  were 
made.     In  1848  the  breakwater  was  demolished. 
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III  1870  the  question  of  the  improvement  of  this  harbor  was  referred 
to  a  board  of  engineers.  The  board  recommended  a  plan  which  pro- 
vided for  a  detached  breakwater  2,800  feet  long,  one  part  of  which, 
2,300  feet  long,  was  to  be  nearly  parallel  with  the  shore,  the  other  part 
to  be  nearly  parallel  with  the  axis  of  the  channel  entrance,  560  feet 
long  and  terminating  at  the  i)osition  of  the  dumb  bea<;on. 

This  breakwater  and  the  pier  already  built  were  to  form  the  harbor, 
and  the  ohl  channel  was  to  be  enlarged  to  170  feet  wide  and  13  feet 
deep.     This  project  is  in  force  at  the  present  time. 

Present  w(H'h\s, — The  present  works  consist  of  an  unfinished  detaclied 
breakwater  1,501  feet  in  length,  a  part  of  the2,300-loot  section  provided 
by  the  project;  a  pier  1,410  feet  long,  exclusive  of  light-house  crib,  and 
a  channel  100  feet  wide  and  13  feet  deep.  The  breakwater  and  pier 
consist  of  timber  work,  the  cribs  being  filled  with  stone  and  decked 
over. 

OPERATIONS  DURING   THE   FISCAL   YEAR. 

At  the  beginning  of  the  year  a  contract  was  in  force  with  Henry  K. 
Gustin,  Ann  Arbor,  Mich.,  for  the  construction  of  (in  extension  of  250 
feet  eastward  to  the  breakwater.  Work  under  this  contract  should 
lijn  e  been  begun  in  May,  1893,  but  at  the  close  ot  the  fiscal  year  1893, 
the  contractor  had  not  begun  work.  He  was  notified  that  work  under  his 
(•ontract  must  be  begun  by  August  1, 1893,  but  displayed  no  intention  of 
cairying  ouc  his  contraet.  Therefore,  under  authority  granted,  his 
contract  was  annulled  and  a  contract  was  entered  into  with  J.  B. 
Donnelly,  Buffalo,  N.  Y.,  for  the  construction  of  the  proposed  extension 
of  250  feet.  Work  under  this  contract  was  begun  on  August  5,  1893, 
and  the  extension  fully  completed  on  November  2,  1893. 

The  total  length  of  the  extension  is  250.2  feet.  The  total  cost  was 
814,749.05;  cost  per  linear  foot  of  completed  breakwater  $58.95. 

With  the  exception  of  overhauling  and  tightening  bolts  in  the  harbor 
wall  over  a  length  of  200  feet  in  October,  1893,  no  repairs  were  njade 
on  the  breakwater  during  the  year. 

No  repairs  were  made  on  the  west  pier  during  the  year.  At  the 
close  of  the  year  the  structure  was  intact,  and  only  minor  repairs,  to 
rei)lace  124  linear  feet  of  waling  forced  off  by  ice,  considered  advisable 
this  season. 

Atter  tlie  completion  of  the  breakwater  extension  it  was  deenied 
advisable  to  dredge  the  entrance  channel  to  the  extent  permissible 
with  the  funds  available.  Advertisement  was  made  and  proi>osals 
oi)ened  for  the  j)roposed  dredging  on  March  7,  1894,  and  only  one  bid 
was  received;  but,  being  reasonable,  a  contract  was  entered  into  with 
the  bidders,  Hingston  &  Woods,  Buffalo,  N.  Y.,  on  March  16,  1894. 

Dredging  under  this  contract  was  begun  on  May  2,  189 1,  and  con- 
tijiued  iintil  June  30,  1894. 

The  work  accomplished  was  the  dredging  of  a  channel  240  feet  wide 
and  13  feet  deep  at  mean  lake  level  across  the  outer  bar;  the  dredg- 
ing of  the  inner  channel  from  deep  water  at  the  breakwater  to  the  city 
docks,  120  feet  wide  and  13  feet  deep,  and  the  dredging  of  a  basin 
along  the  dock  front  800  feet  long,  100  feet  wide,  and  13  feet  deep. 

The  following  table  shows  the  results  accomplished  and  the  cost: 

Material  dredged : 

( )uter  l)ar,  sand cubic  yards . .  1,  889 

iDiier  clinuiiel,  mud do 12,  998 

Basin,  dock  fron t,  raud do 7, 860 


Total ; do 22,747 
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Total  boars  dredgins 461.21 

Total  hours  towing  dredging  plant 70 

Average  number  of  cubic  yards  dredged  per  hour,  actual  dredging 49. 3 

Total  cost  of  dredging,  including  towing $4, 780. 89 

Average  cost  per  cubic  yard  dredged cents . .  21. 02 

There  were  removed  from  the  inner  channel  and  basin,  along  with 
the  mud,  4  large  pieces  of  rock,  6  propeller  blades,  1  large  anchor,  and 
about  20  pieces  of  wreckage  and  logs. 

Breakwater. — The  breakwater  is  in  fair  condition.  The  structure  is 
intact  throughout,  and  the  timber  work  sound  enough  to  endure  for 
some  years,  Avith  the  exception  of  the  slope,  which  is  much  decayed  in 
many  places  and  will  require  repairs  annually. 

West  pier. — The  westerly  420  feet  are  buried  in  the  sand  and  need 
no  longer  be  kept  in  repair.  The  next  following  434  linear  feet  of  pier 
are  much  decayed,  but  will  probably  endure  for  a  time,  being  in  shoal 
water.  The  next  following  110  feet  are  new.  The  next  following  180 
feet  are  intact,  but  much  decayed  and  will  require  renewal  in  the  nesur 
future.  The  remainder  of  the  pier,  266  feet,  is  nearly  new  and  in  good 
condition. 

The  channel. — The  channel  to  be  maintained  is  about  2,800  feet  long, 
170  feet  wide,  and  13  feet  deep,  extending  from  the  14 -foot  curve  in 
the  lake  to  the  city  docks. 

At  the  close  of  the  year  the  entire  channel  way  had  just  been  dredged 
to  the  required  depth  of  13  feet  at  mean  lake  level  for  a  width  of 
channel  of  120  feet,  and  a  basin  100  feet  wide  dredged  along  the  entire 
city  dock  front  800  feet  in  length. 

The  channel  was  entirely  clear  for  the  width  noted,  120  feet,  except- 
ing that  at  buoy  No.  4,  in  the  inner  channel,  about  20  feet  inside  of  the 
westerly  channel  line,  there  is  an  outcrop  of  solid  rock  about  12  feet 
in  lenpfth,  over  which  the  depth  of  water  is  12J  feet  at  mean  lake  level. 
Tlie  bottom  of  the  harbor  is  mud  overlying  bed  rock.  The  mud  flows 
readily  and  soon  fills  the  channel  way,  reducing  the  depth  of  water  to 
10  to  11  feet. 

PROPOSED    OPERATIONS. 

Breakicater. — If  not  damaged  by  storms  only  minor  annual  repairs 
will  be  needed  on  the  breakwater  for  the  next  two  years. 

Pier. — The  section  of  old  superstructure  on  the  pier,  lying  between 
the  new  work  constructed  in  1881),  1801,  and  1893, 180  linear  feet,  should 
be  rebuilt.  With  this  section  rebuilt  the  more  ini])ortant  half  of  the  pier 
would  be  virtually  new  work.  The  reconstruction  of  the  less  important 
or  inshore  half  can  be  postponed  for  a  time,  but  rei)airs  will  be  needed 
annually. 

The  vhannd. — The  channel  dredging  just  completed  affords  a  clear 
channel  way  13  feet  deep  and  120  feet  wide  from  the  lake  to  the  city 
docks,  and  a  basin  100  feet  wide  and  13  feet  deej)  along  the  entire  dock 
front  of  800  feet.  Although  the  channel  is  not  stable,  it  should  remain 
adecjiiate  for  the  commerce  of  the  port  without  redredging  ibr  at  least 
two  yeais.  An  increase  in  the  width  of  the  channel  from  120  feet  to 
170  feet  (."iO  feet)  is  still  required  to  complete  it,  as  provided  by  the 
existing  ]>roject. 

The  cost  of  the  needed  repairs  in  existing  structures  is  estimated 
as  follows: 

Repairs  to  breakwater  and  pier $2,  .500 

Rebuilding  180  linear  feet  of  pier  superstructure 7,  200 

Total 9,700 
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The  work  to  be  done  to  complete  the  existing  project  is  estimated  as 
follows: 

Completing  channel : 

Dred^in|r  7,000  cubic  yards  sand,  at  40  cents $2,  800 

Blasting  and  dredging  4,000  cubic  yards  rock,  at  $2 8, 000 

Construction  of  breakwater  arm,  560  linear  feet,  at  $70 39, 200 

Day  beacon 5,  000 

Construction  of  709  linear  feet  of  breakwater,  at  $70 49, 630 

Total 104,630 

Statem^vi  of  appropriations  and  allotments  made  for  improving  harhor  at  Dunkirk, 

y.  Y.,  from  March  2,  1827,  to  the  present  time: 


March  27, 1827 $3,000.00 

May  19,1828 6,000.00 

March  3,  1829 9,  812.  75 

April  23, 1830 1,342.75 

March  2, 1831 *7, 102.  50 

July  3,1832 10,200.00 

June  28,  1834 4,000.00 

March  3, 1835 110,988.43 

Julv2, 1836 11,000.00 

March  3, 1 837 15, 000.  00 

J  u  1  y  7 , 1 838 10, 000 .  00 

June  11,1844 5,000.00 

August  30, 1852 i 30,  000.  00 

March  2,  1867 100,000.00 

July  11,1870 25,000.00 


March  3, 1871 $25,000.00 

June  10, 1872 25,000.00 

March  3, 1873 48,132.95 

June  23, 1874 35,000.00 

March  3, 1875 35,000.00 

August  14, 1876 18,000.00 

June  14, 1880 10,000.00 

July5,1884 10,000.00 

August  5, 1886 20,000.00 

August  11,1888 15,000.00 

September  19, 1890 20, 000. 00 

July  13, 1892 20,000  00 

1869 t2,000.00 

1879 t2,000.00 

Total 534,079.38 


Money  statement, 

July  1,  1893,  balance  unexpended $23, 717. 40 

J  une  30,  1894,  amount  expended  during  fiscal  year 19, 095. 99 

July  1,  1894,  balance  unexpended 4,621.41 

July  1,  1894,  outstanding  liabilities 3, 198. 92 

July  1,  1894,  balance  available 1,422.49 


{Amount  (estimated)  required  for  completion  of  existing  project 104,630.00 
Amount  that  can  be  profitably  expended  in  fiscal  yearending  June  30, 1896  104,  630. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


ABSTRACT    OF    CONTRACTS. 

Xamf.— James  B.  Donnelly;  date,  August  3,  1893. 

VurpoHi'  and  vonsxderation. — To  build  complete  250  linear  feet,  more  or  less,  of  the 
extension  to  the  breakwater  at  Dunkirk  Harbor,  New  York,  as  required  by  the  speci- 
fications. That  tlie  said  James  B.  Donnelly  will  furnish  and  deliver  the  following 
materials,  and  do  the  work  of  building  the  proposed  extension,  viz: 

licmlock  timber,  129,636  feet,  B.  M.,  more  or  less;  white  pine  timber,  175,992  feet, 
B.  M.,  more  or  less;  foundation  stone,  140  cubic  yards,  more  or  less;  fillin<j  stone, 
2,530  cubic  yards,  more  or  less;  screw  bolts,  3,651  pounds,  more  or  less ;  driftbolte, 
31,251  pounds,  more  or  less;  spikes,  1,350  pounds,  more  or  less;  dredging,  200  cubic 
yards,  in  scows,  more  or  less. 

Thnt  the  saidMaj.  E.  H.  Ruftner  shall  pay  for  the  said  materials  and  work,  after 
af(  (])tan(e,  as  follows:  For  hemlock  timber,  $21  per  1,000  feet,  B.  M. ;  for  white 
pine  timber,  .f32  ])er  1,000  feet,  B.  M. ;  for  foundation  stone,  $1.75  per  cubic  yard;  for 
filliuii  stone,  $1.75  per  cubic  yard;  for  driftbolts,  3^  cents  per  pound;  for  screw 
bolts  (complete)  5  cents  per  pound ;  for  boat  spikes,  4  cents  per  pound ;  for  dredging, 
$10  per  hour  actual  dredging  and  for  towing  neet  to  and  from  Dunkirk,  N.  Y. 

Name. — Hiuijston  &  Woods;  date,  March  16,  1894. 


Two  appropriations. 


t  Allotment. 
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Purpose  and  consideration. — That  the  said  Hin^Bton  &  Woods  shall  famish  aU  the 
plant  and  do  ajl  the  work  of  removing  material  in  Dunkirk  Harbor,  New  York;  M 
reciuired  by  the  speciiications. 

And  the  said  Maj.  E.  II.  RulTuer  shall  pay  for  said  plant  $9  perhoiirof  aotual  work 
of  dredging;  allowing  seventy  hours  for  dredging  fleet  to  come  and  go,  the  coutirftctor 
not  to  bo  paid  for  time  lost  for  repairs  or  by  storms. 


COMMERCIAL  STATISTICS. 


Arrirals  and  departures   of   vessels,  1893  (compiled  hy  the  collector  of  cuBtonts,  2>«ii- 

kirk.X.  Y.). 


Vessel?. 


Arrivals  from — 


Homepurts.      Foreign  ports. 


Steam 39 

Sail I      13 

Total !      52  i 


ToiiM. 
6,085 
4,456 


9,541 


2 
0 


Ton*. 


35 
00 


Bepartnrea  to — 


Home  porta. 


Xo. 
38 
13 


Tons. 
5,091 
4,456 


Foreign  porta. 


yo. 

2 
0 


Tons, 


» 


35 


51 


9,547 


Increase  in  tonnage,  over  1892,  4,412  tons. 

Amount  of  revenue  collected  during  the  year  ending  December  31,1893,  $326.60. 

Greatest  draft  of  vessels,  13  feet. 

Vnlue  of  iin])orts,  same  year,  $8,.587.69. 

Value  of  exyvorts,  same  y<?ar,  none. 

Tso  new  lines  of  transportation  established. 


O  O  4. 

IMPKOVEMEXT  OF  BUFFALO  HARBOR,  NEW  YORK. 
ORIGINAL    CONDITION   OF  THE    HARBOR. 

In  1818  tlie  moutli  of  Buffalo  Creek  was  closed  by  a  ^avel  bar  for 
most  of  the  year.  Fresliets  would  at  times  open  a  channel,  which 
would  be  closed  later  by  the  lake  storms. 

PROJECTS    FOR    IMPROVEMENT. 

Private  enterprise,  assist43<l  later  by  the  St^ite  of  Xew  York,  opened 
the  mouth  of  the  creek  and  i)r()tected  that  oi>enin^  by  parallel  piers. 
These  were  built  in  1820-'21;  the  south  pier  to  a  length  of  about  1,300 
feet,  the  north  pier  1,000  feet. 

In  1825  the  Erie  Canal  was  completed  to  Buffalo,  and  a  first  appro- 
priation of  $1.">,000  was  made  by  Congress  in  1820  for  ''building  a  pier 
and  repairing  an  ohl  one  at  the  mouth  of  Buffalo  Creek."  During  the 
ensuing  eight  years  8J>0,.'i88  were  appropriated  iu  live  items  for  * 'com- 
pleting the  ])iers  (or 'pier')  at  Buffalo.''  By  1833  one  pier  was  1,790 
feet  hmg,  the  other  1,250;  and  in  18^*35  there  was  a  depth  of  10  feet  iu 
the  channel.  Various  projects  w^ere  submitt^nl  by  those  iu  charge  or 
connected  with  the  work  between  18.30  and  1845.  In  1837  a  seawall 
was  pro])osed,  to  extend  about  a  mile  south  of  the  light-house,  at  an 
estimated  cost  of  $40,000.  Congress  adopted  the  project ;  gave  $48,000 
for  it  in  1838  and  $20,500  for  ''continuing  the  work  at  Buffalo." 

Work  on  the  sea  wall  continued  until  1840,  at  which  time  it  was  3,770 
feet  long. 

Appropriations  in  1840,1852, 1853,  and  1855,  amounting  to  $54,801.37 
maintained  existing  works,  but  nothing  new  was  begun.  Total  appro- 
priated to  this  date,  $262,805.37. 

In  1854  a  Board  of  Engineer  Oflicers  prepared  projects  for  detached 
breakwaters  to  form  an  outer  harbor,  but  nothing  came  from  its  rejiort. 
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Meanwhile  the  city  dredged  Buffalo  Creek  for  an  interior  harbor,  and 
extended  its  area  in  1848  by  digging  the  ^^Blackwell  Ship  CanaF  200 
feet  wide  and  16  feet  deep. 

During  the  war  lake  commerce  increased  vastly,  and  in  1863  the 
total  arrivals  and  departures  of  vessels  at  Buffalo  reached  the  largest 
lignres  attained,  16,390. 

In  1864  an  appropriation  of  $37,500  was  made  for  "repairs  and  com- 
pletion of  the  sea  wall."  In  1866  and  1867  the  sea  wall  was  carried  to 
its  ultimate  length  of  5,400  feet.  No  further  work  has  been  done  on  it 
exce])t  slight  repairs.  The  piers  were  repaired  with  an  allotment  of 
$ir>,(K)0,  made  in  1865.  An  appropriation  for  the  harbor  of  $131,0(»0, 
made  in  186(»,  and  a  second  in  1867  of  $100,000,  Aiused  an  examination 
of  the  question  by  a  Board  of  Engineer  Officers,  which  reported  in  1868: 

(1)  To  oxten'l  slightly  and  thoroughly  repair  the  north  pier. 

(2)  To  repair  the  south  pier. 

(3)  To  extend  the  south  pier  318  feet. 

(4)  To  dredge  the  channel  at  its  entrance;  about  12,000  cubic  yards. 

(5)  To  build  a  detached  breakwater,  beginning  at  a  point  in  the  prolongation 

of  the  south  pier  and  2,500  feet  from  the  light-house,  4,000  feet  southwardly, 
parallel  to  the  shore. 

There  were  two  other  items  proposed  which  were,  however,  not 
ai)i)roved  by  the  Chief  of  Engineers.  The  project  outlined  above  has 
been  carried  out. 

Difficulties  in  construction  of  the  breakwater  occurred  in  1872  and 
1873,  and  the  subject  was  referred  to  a  Board  of  Engineer  Officers,  which 
met  in  1873  and  1874  and  recommended  a  catch-sand  pier  of  piling  to  the 
IL'  loot  curve  in  the  lake,  and  of  crib  work  thence  to  a  total  length  of 
1,270  feet.  The  detached  breakwater  was  to  be  built  to  a  total  length 
of  7,600  feet.  A  shore  arm,  making  an  angle  of  45°  with  the  shore,  was 
pr()[)()sed,  running  from  the  end  of  the  cat-ch-sand  pier,  and  overlapping 
the  south  end  of  the  breakwater,  leaving  a  fair-weather  opening  of  150 
feet  between  the  two  structures.  This  i)roject  was  approved  and  is  in 
course  of  construction. 

EXISTING   AND   AUTHORIZED   WORKS. 

North  pier. — The  Delaware,  Lackawanna  and  Western  Eailroad  has 
unauthorized  ])ossessiou  of  this  pier.  A  license  for  their  occupation  of 
it  was  revoked  by  the  Secretary  of  War  on  February  20,  1891.  The 
nintter  was  placed  in  the  hands  of  the  Department  of  Justice  in  order 
to  have  the  interests  of  the  United  States  protected.  I  am  not  aware 
that  anything  has  been  d.»ne  as  yet,  certainly  nothing  since  I  have  been 
here  on  duty. 

lUmthouse, — Is  in  fair  condition. 

South  pier, — It  was  mentioned  in  the  last  report  that  settlement  had 
oeenrred  in  i)hiees  on  the  channel  side  of  this  pier.  One  of  these  places 
recj aired  repair,  and  for  a  length  of  72  feet  the  waling  pieces  and  fen- 
dei  piles  were  removed;  the  sunken  rock  dredged,  and  new  piHng 
driven  to  tlie  rock  bottom,  and  new  waling  pieces  were  bolted  to  the 
new  and  old  work.  This  repair  was  done  by  day  labor  at  a  total  cost 
of  $81)2.52,  the  material  being  on  hand.  There  are  three  other  places 
that  shall  need  similar  repairs  before  long.  Otherwise  the  piei  is  in 
good  condition. 

Jireakuater. — At  the  close  of  the  last  fiscal  year  Mr.  J.  J.  Church- 
yard, of  Buffalo,  bad  sunk  five  cribs  under  his  contract  for  the  800  feet 
extension  needed  to  complete  this  structure.  He  pushed  his  work  with 
energy  and  judgment,  finishing  on  the  13th  October.  The  extension 
is  in  good  condition  to-day,  and  the  settling  has  been  trifling.    This 
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structure  lias  now  the  full  length  contemplated,  of  7,600  feet,  under  the 
project  of  1874,  the  modification  of  the  one  of  1808.  The  first  crib  was 
sunk  in  1869,  the  last  in  1893,  nearly  a  quarter  of  a  century. 

Slight  repairs  to  old  work  were  made  in  1893.  Two  pockets  of  the 
portion  built  in  1873  were  empty,  their  filling  having  been  washed  out 
on  the  lake  side.  An  outward  wall  of  12  by  12  inch  timbers,  set  ver- 
tically, and  well  crowded  down  to  the  rock  at  the  bottom,  was  built, 
and  bolted  to  the  lake  wall  of  the  superstructure.  Then  thfe  xx>cket8 
were  filled  with  large  rock  and  the  deck  replaced.  Similar  repairs  are 
now  in  progress  at  pockets  emptied  during  the  winter.  A  number  of 
deck  plank  were  replaced,  and  some  200  4-inch  oak  plank  were  spiked 
as  sheathing  on  the  h^bor  side  to  cover  screw-bolt  heads.  The  material 
was  on  hand,  the  labor  was  hired,  and  the  total  cost  was  $935.78. 

The  concrete  portion  of  the  breakwater  shows  no  signs  of  wear  or  of 
settlement.  Vessels  knock  oft'  edges  in  places,  and  there  are  a  few 
small  holes  to  be  filled  ere  long. 

The  timber  part  is  in  good  condition;  minor  repairs  will  maintain  it 
for  years. 

^hore  arm. — At  the  end  of  the  last  fiscal  year  Dimnelly  Bros.,  of 
Buft'alo,  had  sunk  four  cribs  under  their  contract  for  the  outward  800 
feet  of  this  work.  They  pushed  their  work  with  great  energy,  and  had 
finished  all,  save  a  few  pieces  of  the  framing,  and  all  material  was  on 
hand  at  the  breakwater,  so  that  but  little  remained  to  complete  their 
stretch.  On  October  14  and  15  there  occurred  a  severe  storm  from  the 
southwest,  which  for  more  than  twenty-four  hours  displayed  a  wind 
velocity  of  over  40  miles  i)er  hour,  and  reached  a  maximum  of  60. 
During  the  storm  the  entire  structure  of  the  shore  arm  was  wrecked. 
The  800  feet  of  the  Donnelly  contract,  and  350  feet  of  cribs  under  the 
Farnsworth  contract,  making  1,150  feet  in  all  of  crib  work,  broke 
through  the  thin  •^^ hard  pan"  of  the  lake  bed,  and  sank  varying 
amounts,  from  4  feet  to  22  feet,  down  through  the  softer  material  below. 
The  cribs  canted  in  all  directions,  inwardly  or  outwardly,  and,  in  two 
cases,  in  the  direction  of  the  structure  itself.  As  the  cribs  of  the  outer 
end  sank,  the  rock  filling  of  the  sui)erstructare  was  emptied,  and  350 
feet  broke  oft*  in  four  i)ieces  and  floated  ashore.  The  remaining  450 
feet  of  the  superstructure  of  the  Donnelly  contract  yet  remain.  The 
Farnsworth  contract  for  800  feet,  next  to  Donnelly  Bros'.,  inshore,  had 
not  been  pushed,  and  when  the  storm  occurred  only  seven  cribs  had 
been  sunk  and  a  part  of  the  superstructure  built,  but  none  finished. 
A  piece  of  this,  about  50  feet  long,  was  carried  ashore;  the  rest  remains, 
and  the  cribs  are  where  they  sunk.  But  little  change  has  occurred  in 
the  wreck  during  the  winter,  though  a  critical  examination  has  not  as 
yet  been  nuvde.  The  greatest  sinking  and  distortion  occurred  on  the 
outer  400  feet  of  the  Donnelly  contract,  a  portion  that  had  given  no 
sign  at  any  time  of  weakness  in  the  foundation.  This  part  was  only 
102  feet  distant  from  the  Churchyard  extension,  which  did  not  sufter 
and  has  not  sunk  since  that  time. 

Ihe  borings  taken  by  the  Board  of  1874  do  not  seem  to  have  devel- 
oped the  weakness  of  this  line.  In  i)oint  of  fact  there  appears  to  be  a 
sharp  dividing  line  between  the  good  and  bad  foundation,  and  the  shore 
arm  appears  to  have  been  located  on  the  very  northern  edge  of  the  bed 
of  the  preglacial  river  formerly  running  through  Buftalo  Creek  and 
the  *'Tiirt  Farm."  Developments  made  since  1874,  and  especially  those 
arising  in  connection  with  the  making  of  the  Lehigh  Valley  Eailroad 
harbor  in  South  Buffalo,  make  it  probable  that  there  is  a  width  of  about 
3  miles  to  the  south  from  the  end  of  the  present  breakwater,  having 
the  same  character :  A  crust  of  2,  3,  or  4  feet  overlying  soft  material, 
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at  least  20  feet  tliick;  then  there  is  a  thin  layer  of  hard  material  (clay 
probably),  good  as  far  as  it  goes,  and  beneath  this  it  is  again  soft  mud 
or  clay  and  sand  mixed.  The  rock  is  not  less  than  CO  feet  deep  and 
not  more  than  70.  Nothing  but  careful  borings  can,  however,  deter- 
mine the  exact  character  of  this  foundation.  These  borings  should  be 
made  about  500  feet  apart  on  a  line  from  the  south  end  of  the  break- 
water to  Stony  Point.  They  can  best  be  made  next  winter  through 
the  ice.  Whatever  the  result,  it  is  clear  in  my  mind  that  there  is  a 
large  area  here  unfitted  to  sustain  on  the  narrow  foundation  given  it 
the  heavy  weight  of  cribs  and  superstructure.  This  weight  is  applied 
in  the  most  disadvantageous  manner  possible  for  such  a  foundation, 
since  there  is  no  bond  between  the  cribs.  Possibly  a  continuous  struc- 
ture could  sustain  itself,  but  this  is  not  a  desirable  or  a  necessary  solu- 
tion of  the  problem. 

Should  it  prove  desirable  to  extend  the  breakwater  farther  in  this 
direction,  it  is  possible  that  a  foundation  coulA  be  made  75  feet,  or 
more,  in  width,  by  the  use  of  mattresses  of  the  ordinary  forest  tree,  in 
sizes  from  1  foot  in  diameter  at  the  butt  to  6  inches  at  the  point,  laid 
in  alternate  layers  for  bonding,  and  well  weighted  with  riprap  or  smaller 
rock.  Mats  thus  used  can  furnish  a  comparatively  flexible,  yet  really 
ami^ly  stiif,  foundation  for  not  too  great  a  weight.  If  laid  in  depths 
not  less  than  12  leet,  storms  will  not  affect  them.  For  the  mass  of  the 
breakwater  concrete  bags  of  large  size,  deposited  plastic,  placed  end  on 
to  the  seas,  can  be  used.  After  allowing  ample  time  for  settlement  the 
structure  could  be  built  up  in  layers.  Finally  tlie  whole  can  be  raised 
to  a  level  and  to  the  desired  height.  When  finished  there  would  be  a 
structure  that  would  be  comparatively  permanent,  and  repairs  for  dis- 
placed bags  or  for  settlement  would  be  easy  to  make.  My  own  figures 
give  a  stable  and  permanent  work  at  a  less  cost  than  that  for  crib  work. 

No  further  construction  should  be  carried  on  until  the  question  of  the 
foundation  and  the  method  to  be  followed  be  fully  understood. 

The  cost  of  strengthening,  repairing,  and  refilling  three  pockets  of 
the  superstructure  of  the  breakwater,  of  the  portion  built  in  1873-75, 
has  been  $442.18.  This  work  was  done  in  May  and  June  by  hired 
labor.  Nearly  all  of  the  material  used,  save  spikes  and  some  deck 
plank,  was  on  hand. 

Statement  of  appropriations  and  allotments  made  for  improving  harbor  at  Buffalo,  X.  F., 

from  May  26,  1826,  to  the  present  time. 


Mav  26, 1826 $15, 000. 00 

May  ,19, 1828 34,  206. 00 


June  10, 1872    t$98,485.04 

March  3, 1873 75,  000. 00 


April23,1830 15,488.00  I  February  23, 1874 20,000.00 

March2,1831 12,900.00  '  June  23, 1874 75,000.00 

Jnly3,1832 10,300.00  March  3,  1875 100,000.00 

Mafoh2,1833 31,700.00  I  August  4, 1877 85,000.00 

June  28,  1834..... 20,000.00  I  June  18, 1878 80,000.00 

July  7, 1838 "68,500.00  ,  March  3,  1879 100,000.00 

June  11,  1844 40,000.00  '  June  14, 1880 90,000.00 

August  30,  1852 14,000.00  I  March  3, 1881 90,000.00 


March  3, 1853 349.  05 

March  2,  1855 452.32 


August  2, 1882 125, 000. 00 

Julys,  1884 100,000.00 


Juno  28, 1864 tl5,000.00     August  5, 1886 112,500.00 

July  2,isat 37,500.00  j  August  11,1888 225,000.00 

June2.3,1866 131,000.00     September  19, 1890 300,000.00 

March  2,  1867 100,000.00  '  July  13, 1892 300,000.00 


Apri  1  10,  1 869 1 89,  100.  00 

July  10,  1870 80,  000.  00 

March  :\  1«71 100,  000.  CO 


Total 2,791,480.41 


*  ''1^, 


Two  ap]»ropriations. 
t  Allotment  from  general  bill. 
t  Includes  $23,485.04  which  had  reverted  to  the  Treasury  and  was  reappropriated. 
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Money  statement. 

Jaly  1,  1893,  balance  unexpended $321,871.37 

Juiie  30,  1894,  amount  expended  during  fiscal  year 247, 604. 64 

July  1, 1894,  balance  unexpended 74, 266. 73 

July  1, 1894,  outstanding  liabilities 1,050.00 

July  1, 1894,  balance  available 73,216.73 

Amount  (estimated)  required  for  completion  of  existing  project 146, 223. 17 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  J  une  30,  1896  146, 223. 17 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


Breakwater  construqtion. — Begun  in  1869;    continued  as  shown  in 
table. 


Year. 


1869. 
1870. 
1871. 
1872. 
ISTA. 
1874. 
1875. 
1876. 
1877. 
1878. 
1879. 
1880. 

1881. 
1882. 


1883. 

1884. 

1885. 

1891. 
1893. 


Pounda- 

tion  fln* 

ished. 


Feet. 
150 
950 
1.711 
2.136 
2.399 
2.499 
2,515 
2,765 
2,915 
3,074 


350 
500 
200 

300 

450 
800 
450 
200 
450 
800 


Super- 

Btructure 

laid. 


Feet. 


400 
783 
870 
231 
415 


200 
200 


3,436 
3,926 
4, 126 

4,437 

4,891 
5,696.9  I 
6, 146. 9 
6.  349.  8 

6,  802.  4 

7.  608.  7 


150 
350 


504 

504 

454 

806.9 

200 

452.9 

452.  6 

806.3 


Total  com- 
pleted 
len^fa. 


Feet. 


400 
l,18n 
1.853 
2.U48 
2,499 
2,515 
2,715 
2,924 


3,076 
3,426 


4,437 

4,891 
5.696.9 
5,896.9 
6.  :U9. 8 
6.  8U2. 4 
7,608.7 


In  compliance  with  special  instructions  from  the  Chief  of  Engineers 
a  compilation  is  making  of  data  for  a  new  edition  of  the  Lake  Survey 
charts  covering  Buffalo  and  the  head  of  the  Niagara  Hiver.  To  C4>in- 
jdete  thi:s  \vork  surveys  of  certain  areas  have  been  made  from  the  head 
of  the  river  as  far  south  as  the  southern  end  of  the  breakwater. 

Great  care  has  been  taken  to  locate  the  soundings  precisely  and  to 
collect  data  for  a  map  that  may  be  of  reference  for  the  future  to  detect 
changes  in  the  depths  of  the  harbor  and  its  vicinity. 

Beginning  the  second  week  in  April,  ab(mt  three-fourths  of  the  field 
work  was  done  by  July  1.     It  may  be  summed  thus: 

Aii«cl«s  read  by  traiiHit 2,  407 

Verniers  retul 5,  646 

Buoys  placed  to  mark  souoding  lines 654 

Soundings  taken 20,  482 
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COXniERCIAL   STATISTICS   OF    BUFFALO   HARBOR,  NEW  YORK. 

Arrivals  and  departures  of  vessels  for  the  year  ending  December  31  j  189S, 


Vessels. 

Arrivals  from — 

Departures  to- 

Home  ports. 

Foreign  ports. 

Home  ports. 

Foreign  ports. 

Steamers 

No.     1       T(m8. 
3, 104       3.  913,  848 

1, 179           599, 448 

No.           Ton*. 
390           136, 310 

643           109. 456 

No. 
3,289 

1,114 

Tons. 
3, 969, 875 

620,  525 

No. 
317 

619 

Tim*. 
50.744 

04  419 

Sailing  vessels  aiid 
barges  ........... 

Total 

4,283       4,513,296 

1 

1,033 

245,766 

4,403 

4,  590, 400 

936             145, 187 

Receipts  for  the  years  1890,  1891,  1892,  and  1893. 


Articles. 


Barley 

Corn 

Flour 

Oats   

Rye 

Wheat 

Flaxseed 

Feed 

Malt   f. 

Oatu  ••al 

( )il  <ake 

Peasr 

Se«'(lH 

Luinbor 

Tinilt«T 1 f 

La  t  hs 

Shiuy,l('S 

I'OSt  8 

Tiirt 

Staves 

Stavt>  bolts 

(.'oppiT 

(^ojiper  matte 

I ron  ore  

Iron , pig 

Lt*a<l ,  pig."* 

S])elter,  plates 

(xliicose 

Lard   

Pork 

W(ol 


1890. 


1891. 


Tom. 

127, 977 

1,  279,  963 

612,  067 

221,  772 

35,886 

746,  059 

75,093 

76,853 

11,585 

1,527 

38, 333 

1,069 

3,266 

502,  835 

471,  450 

8,562 

8,  820 

1,200 

14,  783 

388 

10,  496 

39,  636 

40,000 

551,940 

35, 910 

23,350 

6,265 

1,179 

65,010 

5,590 

3,505 


Tom. 

104, 955 

858,876 

695, 147 

199,  266 

156,  895 

2.  308,  379 

J  77.  030 

89,119 

11,919 

890 

30,653 

6,  575 

3,375 

159,  7';  6 

857,  170 

1,  378 
5,  38!) 

2,  249 
17,  893 

170 

14,608 

50,934 

26,420 

421,  890 

30,  730 

27,938 

'     5,894 

12,600 

18,123 

4,821 

13,841 


1892. 


Ton$. 

110,423 

938,  956 

955, 120 

264,  004 

36,  863 

2,  347,  307 

163,337 

110.  671 

8.502 

3.869 

41,  952 

2,015 

5,599 

523,215 

630,  000 

3,363 

•    5,060 

700 

23,438 

""il,846 

34,860 

16.950 

224,  720 

46,160 

25,309 

6,202 

38,310 

20,784 

3,440 

6,954 


1893. 


Ton*. 

138,995 
1, 175,  659 
1, 035,  085 

331, 202 

18,049 

2, 047, 313 

136, 542 

122,  300 
9,391 


20, 051 

2.030 

6,397 

501,  814 

336,  000 

3,813 

6,097 

168 

18, 975 

"i6,'i28 

64,930 

13,770 

243,442 

3^,  950 

34,488 

9,002 

43,262 

15.  559 

1,354 

2,390 


Receipts  by  lake  in  tons  and  percentages  during  the  year  ending  December  31  j  1893, 


Articles. 


Tons. 


liarley  and  malt 

Corn 

( )atH  and  rye 

\V  Ilea  t 

Flour 

V\  xs«»'<l,  stM'd,  .ind  pi^ase , 

F(  ?d  and  oil  cakti 

LnnilMT 

Copp«'i-,  iron,  lead,  and  zinc 

Glucosr,  lard,  pork,  and  wool 


Percent' 
ages. 


148,  386 

2.3 

1, 175,  659 

18.5 

349,  251 

5.5 

2, 047,  313 

32.1 

1, 035,  085 

16.1 

144,969 

2.3 

143,  251 

2.3 

876, 995 

13.8 

400,482 

6.1 

62,565 

1.0 
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Shipments  by  lake  from  Buffalo  Harbor  far  the  years  1890-1893, 


Articles. 


Coal 

Cement 

Salt 

Railroad  iron 
Sugar 


1890. 


Ton». 

2, 157, 810 

91, 146 

25,260 

34, 287 


1891. 


Tons. 

2,  365, 895 

81, 578 

24,680 

9,055 


1892. 


Tons. 

2, 852, 330 

88,936 

21,688 

13,235 


1883. 


Tons. 

2,703,678 

66,156 

87,361 

7,317 

119.426 


Shipments  by  lake  frmn  Buffalo  Harbor j  in  tons  and  percentages,  during  the  year  ending 

December  31,  1893. 


Articles. 


Coal 

Cement 

Salt 

Kailroad  iron 
Sugar 


Tons. 


Percent- 


2,  703,  673 

ftt.18 

65, 156 

2.23 

37,361 

1.27 

7.317 

0.25 

119, 426 

4.06 

Decrease  of  vessels  from  last  year. 634 

Decrease  of  tonnage  from  last  year .'. 56, 276 

VcBsels  enrolled  at  the  port  of  iinffalo  in  1893 346 

Tonnage  enrolled  at  the  port  of  Buffalo  in  1893 178, 605. 10 

Amount  of  revenue  collected  at  the  port  of  Buffalo  in  1893 $753. 800. 04 

Amount  of  revenue  collected  at  the  port  of  Buffalo  in  1892 '. $877, 673. 04 

Value  of  exports  in  1893 $4,506,375 

Value  of  imports  in  1893 $3,270,360 


OO5. 


IMPJiOVEMENT    OF   TONAWANDA    HARBOR   AND   NIAGARA    RIVER,  NEW 

YORK. 

# 

Object, — To  provide  a  navigable  cbannel  from  the  entrance  to  the 
Niagara  River  at  Lake  Erie  to  the  north  end  of  Tonawauda  Harbor, 
and  to  dredge  that  liarbor  to  a  depth  permitting  its  use  by  vessels 
with  16-foot  draft. 

Project — To  remove  obstructionis  so  as  to  make  a  channel  400  feet 
wide  and  18  feet  deep,  which  includes  work  at  the  following  places: 

1.  On  the  reef  known  as  "Horseshoe  Reef"  at  the  entrance  of 
Niagara  River. 

2.  On  the  shoal  place  at  the  head  of  Strawberry  Island. 

3.  A  few  shoal  places  abreast  of  the  lower  end  of  Rattlesnake  Island. 

4.  The  full  widtii  of  the  river  between  Tonawanda  Island  and  the 
mainland  along  the  entire  front  of  Tonawanda. 

This  project  was  approved  in  1888. 

Operations  during  the  fiscal  year, — Under  contract  with  Hingston  & 
Woods  dredging  was  had  at  both  Strawberry  Island  and  the  Horseshoe 
Reef.  At  the  former  place  a  very  careful  survey  was  made  in  April 
and  May,  1893,  in  which  the  vsoundings  were  taken  at  points  25  feet 
ai^art,  marked  by  tags  on  lines  stretched  from  two  scows  securely 
anchored  on  either  side  of  the  channel.  The  positions  of  the  scows 
wore  freciuently  obtained  by  transit  readings  from  the  shore.  The 
entire  length  of  the  intended  channel  was  thus  gone  over,  and  then  the 
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dredge  dug  tlie  material  from  the  limited  areas  found  not  to  have  the 
full  depth  of  IC  feet  desired  for  the  first  dredging.  In  this  way  3,150 
cubic  yards  of  sand,  clay,  and  gravel,  measured  in  place,  and  125  cubic 
yards  of  rock  were  excavated.  In  addition  to  this  a  dredge  and  tug 
were  employed  six  hours  removing  a  spot  in  the  channel  excavated  in 
prior  years. 

Total  cost  of  this : 

3,150  cubic  yards  saud,  clay,  and  gravel,  at  70  cents $2,  205. 00 

125  cubic  yards  rock,  at  $3.70 462.50 

6  hours'  dredging,  at  $7 42.00 

6  hours'  tug  hire,  at  $3 18.00 

Total 2,727.50 

The  channel  at  Strawberry  Island  is  now  400  feet  wide,  and  has  the 
full  dei)th  of  16  feet.  The  next  step  will  be  to  deepen  it  to  18  feet. 
Three  buoys  were  placed  by  the  light-house  department  on  the  east 
side  of  this  channel  in  the  fall  of  1893,  and  no  reports  reach  me  of  any 
trouble  in  this  vicinity  when  vessels  keep  the  channel. 

Horseshoe  Reef. — The  drill  boat  and  one  dredge  were  at  work  on  the 
two  principal  shoals  here  at  the  beginning  of  the  fiscal  year.  A  second 
dredge  was  set  at  work  August  10,  1893,  and  these  three  machines 
worked  during  the  season  when  the  weather  permitted.  The  drill 
stopped  work  October  19.  The  dredges  continued  till  November  29. 
As  only  a  portion  of  this  is  reported  in  my  last  year's  report,  I  will  give 
here  the  entire  results  of  the  season: 

Hours'  work  of  drill-hoat  iu  1893 2, 165^ 

Holes  drilled  and  blasted 2,620 

Hours  of  dredges 1,  683^ 

Cubic  yards  dredged  and  dumped,  scow  measure 12, 500 

Total  earnings  of  contractors  during  the  season $37,  307. 25 

In  1894  the  area  to  be  dredged,  and  that  had  been  dredged,  was 
very  carefully  surveyed  iu  April,  2,400  soundings  having  been  taken 
12  J  feet  in  one  direction  and  16  feet  apart  in  the  other.  The  first  week 
in  May  a  dredge  was  set  on  the  central  shoal,  and  continued  on  it 
during  the  remainder  of  the  year,  dredging  3,320  cubic  yards  rock 
measured  iu  the  scow.  This  shoal  is  almost  entirely  removed,  only 
the  final  (^leaning  up  remaining.  In  the  second  week  in  May  a  drill 
boat  was  placed  on  the  western  shoal  spot  and  has  continued  on  it  till 
the  clo.<e  of  the  year.     For  1894  the  work  may  be  summarized  thus: 

Hours'  work  of  drill  boat,  May  and  June 714^^ 

Holes  drilled  and  blasted 968 

Hours  of  dredges 439 

Cubic  yards  dredged  and  dumped,  scow  moasuro 3,  320 

Total  earnings  of  contractors  in  1894 $11,  274 

An  obstacle  with  only  12  feet  of  water  on  it  that  had  been  struck  by 
the  steamer  Newaygo  has  been  located  in  the  main  channel  about  1,000 
feet  above  the  inlet  pier.  It  was  buoyed,  and  an  attempt  will  be  made 
to  remove  it.  A  sounding  scow  was  ma<le  under  contract,  costing  $633, 
for  use  on  the  river,  and  proves  to  be  a  great  convenience. 

Statemenl  of  appropriationn  made  for  improving  Tonawanda  Harbor  and  Niagara  River, 

from  August  11,  18S8,  to  the  present  time, 

August  11,1888 $100,000 

September  19,1800 75,000 

July  13,1892 75,000 
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Money  statement, 

July  1, 1893»  balance  unexpended $73, 263. 49 

June.^,  1894,  amount  expended  during  fiscal  year 45, 853. 33 

July  1, 1894,  balance  unexpended 27, 410. 17 

July  1, 1894,  outstanding  liabilities $6,  953. 00 

July  1, 1894,  amount  covered  by  uncompleted  contracts 18, 492. 00 

25,445.00 

July  1, 1894,  balance  available 1,965.17 


'  Amount  (estimated)  required  for  completion  of  existing  project I,  008, 090. 16 

Amount  that  can  be  profitably  expeude<l  in  fiscal  year  ending  June 

30,  1896 200,000.00 

Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 

harbor  acts  of  1866  and  1867  and  of  sundry  civi^act  of  March  3, 1893. 


1 


Abstract  of  proposals  for  sounding  scow,  opened  hy  Maj.  E.  R.  Rnffner^  Corps  of  Engi- 

neersy  at  Buffaloj  N.  F.,  at  2 p»  w.,  January  SO,  1894. 


"So. ;  Name  and  liddroHS  of  bidder. 


^"bw"*''^!  Remarks. 


I 


1  Union  Thr  DockCo.,  by  Etlward  (raskin,  suiMrrint-endent,  $633. 00     (viiarantee  incomplete. 

Buffalo:  N.  Y. 

2  Wilson  E.  Skinner,  Buffalo.  N.Y >  1.100.00  i 

3  KiU'V  and  I$owen,  Buffalo,  N.  Y '  1 ,  725. 65  | 

4  Tho  Mills  Drv  Dock  Co.,  by  Hamilton  J.  Mills,  treasurer,  1,200.00     Only  2  proponals. 
I      Buffalo,  N.Y. 

5.  George  B.  Drake,  Buffalo,  N.  Y 1,125.00 


Bid  No.  1  iH  recora'»'en<led  for  ac»  eptauce. 
Baljinco  available,  .$.34,491. 

Abstract  of  proposals  for  the  hire  of  dredges  and  a  drill  hoat^  for  use  on  the  Niagara 
Ixivvr,  opened  h]i  Maj.  E.  IJ.  Uuffner,  Corps  of  Engineers ^  at  Buffaloy  X,  V.,  February 
8,  lS9fj  in  response  to  adrertisement  of  January  8,  1894. 


No.  Name  and  addreHH  of  bidder. 


.1- 
I 


1  !  Hinjrston  6c  Woods.  Buffalo.  N.  Y. 

I 

i 


Prices  bid. 


Dredge,   $56;  drill  bo»t,  $56,  and  X\\^  $24  per 
8-hour  day. 


No  othor  bids  received. 

Amount  available $34,000 

Allotnu'Ut 30, 000 


COMMERCIAL  STATISTICS   OF   TONAWAXDA   HARBOR  AND   NIAGARA   RIVER,  NEW  YORK. 

VvhhvIh  entered  and  cleared  during  the  year  ending  December  SI,  1893, 

Entered  from  homo  ports 848 

Entered  from  foreign  ports 61 

Cleared  from  home  ])ort8 839 

Cleared  from  foreign  ]>ortH 53 

Entered 909 

Cleared 894 

Entered  and  cleared 1,  803 

Duties  collected  on  foreign  lumber $8, 048. 59 
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< 

Xujnher  of  vesseh  and  rafU  passing  the  international  bridge  in  the  years  I890-189S, 

1890 12,351 

1891 13,202 

1892 14,044 

1893 11,641 

The  decrease  of  the  passin*:^  vessels  in  1893  is  attributed  to  the  labor  troubles  at 
Tonawaiida,  and  to  the  diversion  of  pleasure  traffic  from  Grand  Island  to  Lake  Erie 
resorts. 

Principal  receipts  during  the  year  ending  December  SI,  189S. 


Articles. 


Lumber 

Shinj:lc.*( 

Lath 

Kailroad  ties 

Iron  ore 

V\\i  ir«ni 

Pulp  wood  . . 
Lirarrttoue... 


1893. 

1892. 

■ 

1891. 

TonM. 

Tont.    ; 

Ton*. 

752.  936 

871,508  1 

884,646 

3,031 

5.137  1 

6,307 

3,308 

1,561  ' 

2,052 

5, 152 

21,333 

8.092 

66,017 

85, 772 

70.  840 

1,460 

1.440 

2.850 

15,770 

900  . 

15.  824 

10.374  j. 

Total  receipts  in  tons  and  percentages  during  the  year  ending  December  31  ^  1893. 


Lumber,  shingle,  lath,  and  tie.s 

Iron  ore  and  ]iijj[  iron 

Pul]>  wood 

Linn  stone 


Tons. 


764, 427 
68,077 
15,770 
15,  824 


Per  cent. 


88.5 
7.8 
1.8 
1.9 


O  O  6. 


impk()vp:mi:nt  of  Niagara  river  from  tonawanda  to  port  day, 

NEW  YORK. 

All  ai)propriation  of  $20,000  was  made  for  this  improvement  in  the 
river  and  luirhor  act  of  1892.  The  project  is  based  upon  a  preliminary 
re])()rt  nuule  by  Major  Stickney  on  February  28,  1802,  found  in  House 
Doc.  07,  Fifty-secoi  d  Congress,  first  session.  The  limitation  to  6  feet 
dei)th  of  ])r()posed  cliannel,  as^iven  in  the  act,  really  altered  the  intent 
and  ])rqjcct  of  tlie  survey  and  made  an  incidental  estimate  the  main 
fen  tine,  wliich  lias  j)roved  not  to  be  a  practicable  scheme,  since  the 
navi^iition  of  boats  drawing  more  than  6  feet  has  been  established 
since  the  date  of  the  survey  between  Buffalo  and  Schlosser  Dock, 
within  a  mile  of  Port  Day,  of  the  bill,  and  at  the  upper  end  of  prop- 
erty owikmI  by  one  (corporation  as  far  down  as  Port  Day. 

it  has  been  sliown  by  a  special  report  that  a  channel  of  12  feet  depth 
can  be  establislied  to  this  dock  by  passing  to  the  west  of  Grand  Island 
and  excavatiiifif  only  throup^h  the  shoal  at  the  head  of  Conners  Island, 
for  the  Slim  of  }?80,(M)0;  and  it  is  further  shown  that  an  additional 
expenditure  of  «140,749  would  make  an  inside  route  from  Tonawanda 
to  this  ])oint  wliich  would  accommodate  vessels  drawing  not  more  than 
12  feet  of  water.  It  seemed  unadvisable  to  expend  the  $20,000  on  the 
lesser-de]>th  channel,  and  hence,  under  the  authority  of  the  Secretary 
of  War,  the  matter  was  held  for  the  further  action  of  Congress. 
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Money  sfatemenf. 

July  1,  1893,  balance  nnexpended $20, 000. 00 

July  1,  1894,  balance  unexpended 20, 000. 00 

{Amonnt  (efltimated)  required  for  completion  of  existing;  project 470,  000. 00 
Araountthatcanbeprofitably  expended  in  fiscal  year  ending  June  30, 1896    80, 000.00 
Submitted  in  compliance  with  re^^juireraents  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL   STATISTICS. 

AttivaU  and  departures  of  vcasela  at  Port  Day  for  the  year  ending  December  31,  I89S. 


j  Arrivals  from —  Departnros  to— 

VeMsels.  •  - 

Homo  ports.     ;  Foreign  ports.       Home  port«.       Foreign  porta. 

II 
No.        Tons.     !  No.        Tons.        No.   ■     Tons.        No.    ,     Tons. 
oi«amor» I     233         47,610  2  440       233'      47,610  |        2  440 

Greatest  draft  of  vessels feet . .  7 


O  O  7. 

IMPROVEMENT  OF  WILSON  HARBOR,  NEW  YORK. 

Object, — To  obtain  a  12-foot  channel  from  Twelve-mile  Creek  to  Lake 
Ontario. 

Project — The  present  project  was  submitted  in  1873,  and  proposes  to 
extend  piers  to  tlie  12-foot  curve  in  the  Lake  Ontario,  and  to  dredge  a 
channel  12  feet  deep  between  the  piers,  and  for  a  width  of  100  feet 
from  the  shore  end  of  the  piers  to  the  deep  water  in  the  creek. 

Present  icorks. — The  piers  are  prolongations  of  piers  built  by  private 
l)arties  in  1840.  At  present  the  west  pier  is  832  feet  long  and  the 
east  pier  is  850  feet  long.  There  is  also  a  shore  protection  for  the  east 
])ier.  This  is  300  feet  long,  The  channel  has  an  available  depth  of 
0.5  feet  for  a  width  of  100  feet  from  the  west  pier. 

CONDITION    OF    THE    WORKS. 

For  several  years  a  detailed  estimate  has  been  submitted  of  the 
repairs  needed  to  put  the  piers  in  good  condition.  This  estimate  aggre- 
gated 813,304.20.  Should  an  appropriation  be  made  for  this  harbor  it 
w^ould  not  be  wise  to  exi)end  it  in  continuation  of  the  original  project 
before  making  these  repairs.  Probably  the  estimate  made  iu  iSlM) 
would  not  cover  the  needed  repairs  to-day,  and  not  less  than  •*ir),000 
would  be  needed  for  this  purpose. 

The  chnnneh — This  remains  in  fairly  good  condition  for  the  craft 
which  can  pass  it,  but  as  this  is  only  8.5  feet  no  mercantile  vessel  cau 
use  the  harbor.  The  dredging  operations  developed  a  quantity  of  rock 
greater  than  was  looked  for  when  the  project  was  made,  and  an  esti- 
mate of  4,200  ('ubic  yards  of  rock,  in  place,  was  made  of  the  amount 
to  be  removed  before  the  12  feet  desired  c(mld  be  secured.  In  addition 
to  this  is  an  increasing  amount  of  sand  accumulating  constantly  iu  the 
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channel.    No  dredging  has  been  done  since  1889,  when  nearly  25,000 
yards  were  removed. 

Estimated  cost  of  2corl\ — In  order  to  complete  the  i)resent  jiroject 
there  remain — 

4,200  cubic  yards  rock  excavation,  at  $3  per  cubic  yard $12, 600 

700  cubic  yards  dredgiug,  at  30  cents  per  cubic  yard 210 

12, 810 
Contingencies  ( 10  per  cent) 1, 281 

14,091 

But,  as  the  needed  repairs  to  the  piers  exceed  this  amount,  an  appro- 
priation, intended  to  complete  the  project  and  repair  the  piers,  should 
include  the  $15,000  additional  required  for  the  second,  or  main,  item. 
The  whole  work  could  be  done  in  one  season,  and  the  amount  neces- 
sary to  put  the  port  in  the  condition  intended  when  its  improvement 
began  is  $29,091. 

There  being  no  funds  on  hand,  nothing  is  intended  at  present. 

Sta temen t  of  appropriations. 

March  3,  1875 $10,000 

August  14,  1876 10,000 

June  14, 1880 10,000 

March  3, 1881 10,000 

August  2,  1882 10,000 

August  5,  1880 10,000 

August  11,  1888 5,000 

Total 65,000 

Money  statement, 

July  1, 1893,  balance  unex]>endcd $21.49 

July  1,  1894,  balance  unexpended , 21.49 

f  Amount  (Ohtiniated)  rec(uired  for  completion  of  existing  project 13,978.49 

Amount  tliat  can  be  profitably  expended  in  fiscal  year  ending  J  una  30, 1896    29, 091. 00 
Submitted  in  conii)liaucc  wiih  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,1893. 


COMMKIJCIAL    STATISTICS. 


\rrivnl  and  dvpariurc  of  vesHch  for  the  year  (tiding  December  31,  ISOfi. 


Vessels. 

KtcnnuTfl 

Sailing  vessels 

T(.tal 

Arrivals  froii\     Departures  to 
foreign  i)ort8.  |  foreign  ports. 


Xo,   ' 
47  1 
5 

Tons. 
17, 740 
368 

Xo. 
47 

Tout. 
17, 746 

......  

52 

18,114 

47 

17, 746 

Amount  of  revenue  collected  (luring  1  he  year  ending  December,  1893 $410.55 

Value  of  exports  same  year ! .$33.00 

Value  of  imports  same  year $2,848.00 

Imtreaseof  tonnage  sanjcyear 7,020 

Greatest  draft  of  vessels.  T feet..  9 

Vessels  enrolled  at  this  port,  none. 

New  lines  of  transportation  established,  none. 

Principal  im]>orts,  lumber;  principal  exports,  fruit. 
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O  O  8. 

IMPROVEMENT  OF  OLCOTT  HARBOR,  NEW  YORK. 

Object — To  obtain  a  protected  channel  13.5  feet  deep  at  mean  lake 
level  from  Lake  Ontario  to  the  bridge 'crossing  Eighteen  Mile  Creek  at 
Main  street. 

Project, — The  first  project  for  this  work  was  submitted  in  184G,  but 
it  was  not  executed.  The  present  project  was  adopted  in  June,  1801,  and 
is  substantially  the  project  of  1860,  with  some  enlargements.  Iti)rovides 
for  two  piers  extending  into  the  lake,  with  a  channel  between  them. 
The  piers  are  nearly  parallel  to  each  other,  about  200  feet  apart.  The 
east  pier  is  850  feet  long  and  the  west  pier  873  feet.  Between  the  piers 
the  channel  is  about  180  feet  wide,  the  limiting  lines  being  10  feet  from 
the  piers,  and  from  the  shore  end  of  the  piers  it  decreases  to  98  leet  in 
width  at  the  Main  street  bridge.  The  channel  depth  is  13.5  feet, 
measured  from  mean  lake  level. 

Present  works, — East  and  west  piers  and  the  channel  between  them. 

Condition  of  tcorhs, — Both  piers  are  in  good  condition,  and  the  chan- 
nel has  the  full  depth  between  the  limits  as  given. 

Proposed  operations, — The  project  for  this  harbor  is  completed,  and 
the  renmining  funds  will  be  used  for  maintenance. 

statement  of  approitnations  made  for  improriny  harbor  at  Ohott^  X.  y.,from  March  2 ^ 

JS07f'to   the  present  time. 


Maroli  2,1867 $60,000 

July  11,  1870 10,000 

March  3, 1871 5,000 


March  3, 1875 $10,000 

March  3, 1881 3,000 

August  5,1886 10,000 


June  10,  1872 10,000  |  August  11,1888 5,000 

March  3,  1873 10,  000  ;  September  19, 1890 30, 000 

Juun  23,  1871 10,000  i"  

Total 163, 000 

3/o n  ey  s  ta  tern  en  t, 

July  1,  1893,  balance  unexpended $5, 436. 23 

June  30,  1891,  auu^unt  expended  during  fiscal  year 60. 00 

July  1,  1894,  balance  unexpended 5,  370.  23 

July  1,  1894,  outstanding  liabilities 16.00 


July  1.  1894,  balance  available 5,360.23 


COMMEKCI A L   STATISTICS. 

Arriral  and  departure  (>f  vessels  for  the  year  ending  December  SI,  JSD3. 


,      Arrivals 
VohhcIh.  '  from  loreijjn 

I         iM)rte. 


■    Xo.  i    Tons. 

Steamers 2  '        580 

Sailing  vcssi'ls 4  267 


I 


Ti.tal '        0  !        817 


Pepai-tures 

to  foreign 

ports. 

« 
Xo.  I    Tons. 
'2  I  &80 

4  I  267 


S47 


Amount  of  reveniu"  collcctod  diiriuji  tho  year  rn<lni}j  Drrrmbor,  1K93 $12.25 

Value  of  imports  same  year .' $25.00 

GreaTcat  draft  of  vessel's feet..  0 

Principal  imports,  potatoes;  ))rincii>al  exj>ort8,  fruit. 
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OO  9. 

IMPROVEMENT  OF  OAK  ORCHARD  HARBOR,  NEW  YORK. 

Object, — To  furnish  a  protected  channel  200  feet  wide  and  12  feet 
deep  from  deep  water  in  the  Lake  Ontario  to  deep  water  in  Oak 
Orchard  Creek. 

Project — Tlie  original  plan  for  this  improvement,  adopted  in  1836, 
consisted  in  contracting  the  mouth  of  the  creek  to  200  feet  by  two 
breakwaters  running  from  the  shore,  one  on  each  side,  and  a  chaunel 
between  two  i)arallel  piers  from  the  12-foot  curve  in  the  creek  to  the 
same  curve  m  the  lake.  This  project,  except  as  to  the  breakwaters,  is 
still  in  force. 

Present  icorlc, — The  present  works  are  the  east  and  west  piers  and  a 
shore  protection.  The  ])iers  extend  to  the  12-foot  curve  in  the  lake. 
The  shore  protection,  beginning  at  the  shore  end  of  the  east  pier,  was 
built  in  1889,  and  ?s  01  feet  long.  The  channel  has  a  depth  of  13.5 
feet  at  mean  lake  level  for  the  whole  width  between  the  piers,  except- 
ing 10  feet  along  each  pier. 

Condition  of  the  icorJcs. — The  east  pier  and  the  shore  protection  are 
in  good  condition  and  need  but  slight  repairs.  The  west  pier  has  set- 
tled for  a  length  of  130  feet  about  2^  feet  on  the  harbor  side,  where  the 
pier  intersects  the  shore  line;  also,  on  the«outer  end  toward  the  lake. 
Both  settlements  were  caused  by  very  rough  weather  in  the  fall  of 
1801,  during  the  low  stage  of  water,  2.2  feet  below  mean  lake  level, 
undermining  tlibse  places.    The  channel  is  in  good  condition. 

Proponed  operations, — The  project  of  this  harbor  has  been  completed, 
but  a  certain  amount  of  hioney  should  be  appropriated  to  keep  it  in 
rei)air. 

Statement  of  appropriationa  made  for  improving   harbor  at   Oak  Orchard,  X.  Y.jfrom 

July  4,  JS36,  to  the  present  time. 


July  4,1836 $5,000 

March  3, 1837 5,  000 

Julv7,  1838 5,000 

Juiiell,  1844 5,000 

August  30,  1852 10, 500 

March  2, 1867 87,000 

July  11,1870 8,000 

March3,  1871 10,000 

Juuo  11),  1872 2,500 

March  3,  1873 10,000 

June  23,  1874 10,000 

March  3,  1875 10.000 


August  14,  1876 S2,000 

Juno  18,  1878 2,000 

March  3, 1879 1,000 

Juno  14,  1880 500 

Augu8t2,  1882 3,000 

Julys,  1884 5,000 

Augusts,  1886 12,500 

August  11, 1888 6,000 

September  10,  1890 5, 000 

Total 205,000 


Money  statement. 

July  1.  1893,  balance  unexpemled $492.34 

,U\uv  30,  1894,  amount  expended  during  fiscal  year 30.00 

July  1,  1*91,  balance  unexpended 462.34 

July  1,  1894,  outstanding  liabilities 8.00 

J  uly  1 ,  189-1,  balance  available 454. 34 
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COMMERCIAL   STATISTICS  FOR   OAK   ORCHARD.    X.    Y. 

Arrivals  and  departures  of  vessels  for  the  year  ending  December  ,31,  1893, 


Ve8»«'l8. 


Arrivals 

from  foreign 

porU). 


Departures 

to  home 

porta. 


Sailing  vc8S«49 


Xo. 
4 


Ton$. 
239 


Ko. 


Tons. 
239 


Amonnt  of  rovenno  collected  during  the  j-car  ending  December  31,  1893 $231. 20 

Value  of  ImportH  same  year $2, 373. 00 

Greatest  draft  of  vessels feet. .  12 

Principal  inijiorts,  lumber,  laths,  shingles,  uud  posts. 


O  O  10. 


report  of  board  of  engineers  on  harbor  lines  at  squaw 

island,  niagara  river,  new  york. 

Army  Building, 
Neic  Yorl'j  July  16y  1894. 

General:  TheBoard  of  Engineer  Officers  appointed  by  Special  Order 
No.  27,  Headquarters,  Corps  of  Engineers,  dated  May  29, 1894,  to  con- 
sider and  report  upon  the  proposed  docks  at  JSquaw  Island,  Niagara 
liiver,  lias  performed  the  duties  assigned  it  and  lias  now  the  honor  to 
submit  tlie  foHowing  report: 

The  Jioard  assembled  at  Jkiflf'alo  on  June  IS,  1894,  x^resentaU  the  mem- 
bers, and  lield  a  duly  advertised  public  meeting  at  the  engineer  office 
in  that  city.    The  record  of  proceedings  is  appended,  marked  (AA*). 

During  the  recess  the  Board,  accompanied  by  Maj.  E.  II.  Ruflfuer, 
Corps  of  Engineers,  the  oflicer  in  charge  of,  the  district,  insi>6ct«d  the 
site  of  the  proposed  docks  and  noted  the  velocities  and  How  of  the  cur- 
rents in  the  vicinity.  The  draw  of  the  International  bridge  is  situated 
adjacent  to  the  island.  The  draw  si)an  next  the  shore  is  shoal  and 
large  vessels  arc  compelled  to  make  use  of  the  other  span  at  present. 
This  difficulty,  it  is  claimed,  will  be  removed  by  the  dredging  necessary 
to  open  a  passage  way  to  the  proi)osed  docks. 

The  only  reason  for  apprehending  obstruction  to  navigation  from  the 
proposed  docks  arises  from  this  unfortunate  posit  ion  of  tlie  draw.  Ves 
sels  lying  at  the  pier  heads  might  occupy  space  needed  for  safe  passage. 
Moreover,  the  (iirrent  otthe  river  sweeping  past  the  docks  will  render 
dropping  down  and  swinging  into  the  slij)sa  slow  process,  and  while  so 
doing  the  vessels  might  interfere  with  tows  approaching  the  draw  from 
above.  Careful  inciuiries  were  made  as  to  this  matter  of  river  men 
present  at  the  meeting  and  others  familiar  with  St.  Lawrence  naviga- 
tion, and  the  opposing  interests  represented  appeared  to  be  satisfied 
that,  with  the  shortening  of  the  piers  near  the  bridge  indicated  on  the 
accompanying  drawing,  no  serious  interference  with  the  shipping  inter- 
ests below  the  island  need  be  feared. 

So  far  as  navigation  is  concerned  the  whole  matter  resolves  itself  into 
establishing  harbor  lines  along  the  river  side  of  Squaw  Island.  In  order 
to  detine  such  lines  a  survey  of  the  site  was  necessary.  Such  a  survey 
has  been  made  by  Mi\jor»lvutruer  on  application  of  this  Board.     The 

•Omit  toil. 


APPENDIX    O  O REPORT   OF   MAJOR   RUFFNER.  2453 

accompanying  drawing  is  based  on  tliis  survey,  wbicli  indicates  also 
the  piers  and  slips  desired  by  the  company  and  tbo  modifications  con- 
sidered by  the  board  to  be  needful  to  carry  into  efl'ect  the  views  above 
stated.  The  definite  arrangements  of  piers  and  slips  proposed  by  the 
company  have  not  been  considered,  it  being  deemed  that  all  reasonable 
demands  of  navigation  will  be  met  by  restricting  the  length  and  mode 
of  construction  by  the  condition  that  no  extension  of  solid  filling 
beyond  the  designated  bulkhead  line,  and  no  extension  of  open  pier 
work  beyond  the  designated  pier-head  line,  shall  be  permitted.  The 
following  is  the  proposed  definition  of  these  two  lines,  which  are  also 
clearly  shown  on  the  accompanying  drawing:* 

DEFINITION   OF   PIER  HEAD   AND   BULKHEAD   LINES. 

The  bulkhead  line  defines  the  limit  beyond  which  solid  filling  may 
not  be  extended.  The  pier-head  line  defines  the  limit  to  which  open- 
piled  structures  may  be  built. 

Bulkhead  line, — Starting  from  the  axis  of  the  International  bridge 
prolonged  (said  to  make  an  angle  with  the  true  meridian  of  north  76° 
8-  30''  east),  and  at  a  distance  of  230.6  feet  from  the  w  est  face  of  the 
abutment  pier  on  the  American  side  and  measuring  distances  in  a 
southerly  direction  on  a  straight  line  there  drawn  perpendicular  to 
said  bridge  axis  prolonged,  the  bulkhead  line  recommended  for  approval 
Ibllows  a  straight  course  from  the  eastern  face  of  the  abutment  pier  to 
a  point  7G9.9  feet  distant  from  said  axis,  285.5  feet  distant  from  said 
straight  line;  thence  it  extends  in  a  straight  course  to  a  point  1,770 
feet  distant  from  said  axis  iind  219.G  feet  from  said  straight  line;  thence 
it  extends  in  a  straight  course  to  a  point  2,494.8  feet  distant  from  said 
axis  and  112  feet  from  said  straight  line;  thence  following  a  straight 
course  in  prolongation  of  the  last-named  extension  it  extends  to  the 
southern  boundary  prolonged  of  the  property  on  Squaw  Island  owned 
by  the  Kiagara  liiver  Hydraulic  Company. 

Again  starting  from  the  point  above  defined  on  the  axis  of  the  Inter- 
national bridge  prolonged,  and  measuring  distances  as  before,  but  in  a 
northerly  direction,  the  bulkhead  line  recommended  for  approval  fol- 
lows a  straight  course  from  the  eastern  face  of  the  abutment  pier  to  a 
point  747.5  feet  distant  from  said  axis  and  1C5  feet  distant  from  said 
straight  line;  thence  it  extends  to  a  point  distant  1,319.9  feet  from  said 
axis  and  247.3  feet  from  said  straight  line;  thence  it  extends  to  a  point 
distant  1,796.7  feet  from  said  axis  and  283  feet  from  said  straight  line; 
thence  it  extends  to  a  point  distant  2,096.7  feet  from  said  axis  and  223 
feet  from  said  straight  line;  thence  it  follows  a  straight  course  in  pro- 
h)ngation  of  the  last-named  extension  to  the  northern  boundary  pro- 
longed of  the  projierty  on  Squaw  Island  owned  by  the  Niagara  River 
ilydraulic  Company. 

Ficr-hcad  line, — Except  as  hereinafter  specified,  the  pier-head  line 
recommended  for  approval  lies  on  a  straight  line  perpendicular  to  the 
axis  of  the  International  bridge  at  its  intersection  with  the  axis  of  the 
eastern  rest  pier  along  the  entire  front  of  the  property  on  Squaw  Island 
owned  by  the  Niagara  Hydraulic  Company. 

For  a  distance  of  675  feet  on  each  side  of  the  axis  of  the  Interna- 
tional bridge  said  pier- head  line  lies  on  a  straight  line  perpendicular  to 
said  axis  at  a  point  measured  on  said  axis  50  feet  to  the  eastward  of 
the  axis  of  the  rest  pier  of  tlie  draw.  From  the  two  terminal  points 
thus  determined  the  pier-head  line  recommended  for  approval  lies  on 

*  Omitt^c* 
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straight  lines  exteuded  to  two  points  respectively  lying  on  the  general 
pierhead  line  above  defined  at  distances  of  1,250  feet  from  the  axis  of 
the  International  bridge. 

With  this  report  is  a  tracing*  of  the  survey  made  by  Major  HufEiier, 
showing  the  bulkhead  and  pier-head  lines  recommended  for  approval; 
also  the  record  of  proceedings*  of  the  Board,  marked  AA,  with  0 
accompanying  documents,*  marked  respectively  from  A  to  I  inclusive; 
also  a  blue  print*  showing  the  international  bridge,  furnished  to  the 
Board  by  Major  liuffner,  marked  BB. 
Respectfully  submitted. 

Henry  L.  Abbot, 
•    Colonel  of  Engmeer 8^ 

Bvt.  Brig,  Gen.,  JJ.  S.  A. 

C.  B.  COMSTOCK, 

Colonel  of  Engineers^ 

Bvt.  Brig.  Gen.,  IT,  8.  A. 
Dan  C.  Kingman,  « 

Captain,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

C hief  of  Engineers,  U.  S.  A. 

[First  iudorsemcnt.] 

Office  Chief  of  Engineers, 

U.  S.  Army, 

July  20,  1894. 
Kespectfully  submitted  to  the  Secretary  of  War. 
,  The  Board  of  Engineers,  constituted  by  authority  of  the  Secretary  of 
War  to  consider  and  report  on  the  application  of  the  Niagara  River 
Hydraulic  Company  for  permission  to  construct  docks  at  Squaw  Island, 
submits  the  within  report,  to  which,  and  to  its  accompanying  papers, 
attention  is  respectfully  invited. 

The  Board  is  of  the  opinion  that  the  questions  presented  by  the  appli- 
cation can  better  be  met,  so  far  as  the  demands  of  navigation  arc  con- 
cerned, by  the  establishment  of  harbor  lines  along  the  river  side  of 
Squaw  Island,  thus  restricting  the  length  and  mode  of  construction  of 
the  proposed  docks,  by  the  condition  that  no  extension  of  solid  filling' 
beyond  the  designated  bulkhead  line  and  no  extension  of  open  pier 
work  beyond  the  designated  pier-head  line,  shall  be  permitted. 

The  Board  has  accordingly  caused  a  survey  to  be  made,  and  presents 
the  accom])anying  drawing,  on  which  are  delineated  the  bulkhead  and 
l)ier-head  lines  recommended  for  adoption. 

I  concur  in  the  views  expressed  by  the  r>oard,  and  recommend  that 
the  harbor  lines  be  approved,  and  that  the  Secretary  place  his  approval 
both  upon  this  report  and  upon  the  drawing. 

Thos.  Lincoln  Casey, 
BrUj,  Gen,,  Chief  of  Engineers. 

[Second  indorseincnt.] 

War  Department,  July  23, 1894. 

Approved,  as  recommended  by  the  Chief  of  Engineers. 

Daniel  S.  Lamont, 

Secretary  of  War. 

*  Omitted. 
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IMPROVEMENT    OF    HARBORS    ON    LAKE    ONTARIO    EAST    OF    OAK    OR- 
CHARD, NEW  YORK. 


UEPORr  OF  CAPT.  DAN  C,  KINGMAN,  CORPS  OF  ENGINEERS,  OFFICER 
IN  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1894,  WITH 
OTHER   DOCUMENTS  RELATING   TO   THE    WORKS. 


IMPROVEMENTS. 


1.  Ifarbor  at  Charlotte,  N.  Y. 

2.  Pultiieyville  Harbor,  New  York. 

3.  Harbor    at   Groat    Sodus   Bay,    New 

York. 


4.  Harbor    at    Little   Sodus    Bay,  New 

York. 

5.  Oswego  Harbor,  New  York. 

6.  Harbor  at  Sacketts  Harbor,  N.  Y. 


United  States  Engineer  Office, 

Oswego^  N.  T.,  July  10,  IB94. 

General:  I  have  the  honor  to  transmit  herewith    *    »    •     my 
iinnuiil  report  for  the  following  works  in  my  charge. 

I  liave  tlie  honor  to  be,  very  respectfully,  your  obedient  servant, 

Dan  C.  Kingman, 

Captain  of  Enyineers. 
Drig*.  (ren.  Thomas  L.  Casey, 
"  Chief  of  Engineers,  U.  8.  A. 


P  P  I. 


LMPROVEMENT  of  harbor  at  charlotte,  new  YORK. 

OBJECT. 

To  socnre  a  navigable  channel  at  the  mouth  of  the  Genesee  Eiver  on 
Lake  Ontario. 

Charlotte  Harbor  is  the  port  of  the  city  of  Kochester,  which  is  situ- 
ated 2  miles  above  the  head  of  the  navigable  part  of  the  river  forming 
the  li arbor. 
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rilOJECT. 

1829, — To  obtain  a  channel  480  feet  wide  and  12  feet  deep,  formed 
and  protected  by  parallel  piers  extending  to  deep  water  of  the  lake, 
executed  in  1834. 

1881. — To  secure  and  maintain,  by  pier  extension  and  dredging,  a 
channel  of  navigable  width  and  15  feet  depth  at  extreme  low  water. 
No  dredging  has  heretofore  been  done,  the  channel  having  been  formed 
and  kept  open  with  12  feet  depth  by  the  current  of  the  Genesee  Eiver. 

The  foUowing  approiiriations  have  been  made  for  this  work: 


May  23,  1828 $300.00 

March  2,  1829 10,000.00 

March  3,  1829 13,335.00 

March  2,  1831 16,670.00 

February  24,  1832 16, 000. 00 

March  2,  1833 15,000.00 

Juno  28,  1834 20,000.00 

March  3,  1835 2,390.00 

July  2,  1836 20,000.00 

March  3. 1837 10,000.00 

July  7,  1838 25,000.00 

Juno  11,  1844 10,000.00 

August  20, 1852 20.  000.  00 


April  10,  1869.  allotment $1, 000.  GO 

July  11,  1870 12,000.00 

March3,  1»71  ...    10,000.00 

March3, 1875 5,000.00 

Juno  18,  1878 1,000.00 

March  3,  1879 1,000.00 

Juno  14,  1880 5,000.00 

March  3,  1881 2,500.00 

August  2,  1882 35,000.00 

July5,  1884 20,000.00 

Augu8t5,  1886 26,250.00 

August  10,  1888 45,000.00 

September  19,  1890 25, 000. 00 


March  3,  1853 176.10     July  13,  1892 25,000.00 

Juno28,  1864 25,000.00  |  

June23,  1866 75,607.30                Total 494,328.40 

July  25,  1868,  allotmcn  t 1, 100.  00 

PRESENT   WORKS. 

The  piers  which  define  and  maintain  the  channel  are  formed  of  cribs 
of  timber,  20  feet  wide  and  30  feet  h)ng,  sunk  end  to  end  in  as  close 
contact  as  practicable  by  filling  witli  loose  stone. 

The  cribs  forming  the  original  work  were  built  of  logs  hewed  flat, 
and  were  allowed  to  settle  into  the  natural  sand  bottom  upon  which 
they  were  jdiiced,  each  ('rib  having  2  to  4  oak  guide  piles  driven  on 
each  side  of  it  to  keep  the  crib  in  line  while  settling  into  the  sand.  A 
continuous  timber  superstuctnre  was  then  built  upon  the  cribs  for  the 
full  width  ot*  20  feet,  and  3  to  5  feet  in  height  above  the  mean  lake  level. 
The  whole  was  then  filled  with  loose  stone  and  decked  with  3-inch  plank. 
Th(»  cribs  being  below  water  and  not  subject  to  decay  were  built  of 
liemlock  timber,  fastened  together  with  tie  heads  and  driftbolts,  while 
the  continuous  superstrncture  was  built  of  white  pine  timber  and  plank  « 
sindlarly  fastened.    The  latter  has  a  life  of  about  15  years. 

[1)  lVV.sf  ]}in\ — This  has  a  total  length  of  :),(>22  feet,  in  addition  to  a 
shore  return  of  137  feet.     It  is  composed  of  the  following  parts : 

Section  A,  from  the  shoulder  angle  of  the  return  at  the  shore  line  of 
1820,554:  feet  northward  toward  the  lake.  It  was  built  in  1829  and 
last  repaii*ed  in  18G7.  Owing  to  the  fact  that  the  shore  line  has 
advanced  beyond  it  further  repairs  are  not  considered  necessary. 

Section  13,  50 4  feet  long,  built  in  1829-1834  and  last  repaired  in  1885 
by  the  Ontario  Beach  Improvement  Company,  by  whom  it  is  used  as  a 
wharf.    It  is  within  the  present  shore  line. 

Section  0,  1,402  feet  long,  built  in  1829-1834  and  last  repaired  in 
1887— '88 

Section  1),  235  feet  long,  built  in  1829-1834  and  last  repaired  in  1891. 

Section  E,  303  feet  long,  built  in  1883,  not  since  repaired. 

Section  F,  3(55  feet  long,  built  in  1893,  not  since  repaired. 

{2)  East  P/m— This  has  a  total  length  of  2,890  feet,  in  addition  to 
an  abandoned  shore  connection  402  feet  in  length,  upon  which  the 
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siiporstructurc  lias  not  been  removed  since  its  original  construction  in 
1820-1831,  and  which  is  now  destroyed  to  nearly  the  level  of  the  sur- 
rounding bottom,  only  its  guide  piles  showing  above  low  water.  The 
width  was  originally  20  feet  throughout,  the  substructure  being  of 
separate  cribs  and  the  superstructure  of  continuous  timber  work, 
similar  in  detail  to  the  west  pier.  It  is  composed  of  the  follo^^ing 
parts: 

Section  A,  .*32r)  feet  long,  measuring  towjird  the  lake,  built  in  1829- 
1834,  last  repaired  in  1867.  It  is  well  within  the  shore  line,  and  further 
repairs  by  the  United  States  are  not  considered  necessary.  The  super- 
structure was  renewd  in  1894  by  the  Summerville  Beach  Improvement 
Company. 

Section  B,  100  feet  long,  built  in  1829-1834,  last  repaired  in  1887  by 
the  U.  S.  Life  Saving  Service,  of  whose  station  it  forms  the  water 
front. 

Section  C,  225  feet  long,  built  in  1829-1834,  last  repaired  in  1889. 

Section  D,  797  feet  long,  built  in  1829-1834,  last  repaired  in  18S6-1887. 

Section  E,  995^  feet  long,  built  in  1829-1834  and  last  repaired  in  1890. 

Section  F,  303  feet  long,  built  in  1883  and  not  since  repaired. 

Section  G,  150J  feet  long,  built  in  1884-'85  and  not  since  generally 
repaired. 

CHANNEL. 

The  original  project  of  1829  proposed  to  obtain  a  channel  480  feet 
wide  and  12  feet  deep,  protected  by  parallel  jetties,  and  extending  from 
deep  water  within  the  mouth  of  river  to  deei)  water  in  the  lake.  It 
was  entirely  successful;  the  channel  was  formed  and  maintained  with 
the  desired  depth  by  the  scouring  action  of  the  river  alone  from  the 
time  of  building  the  jetties  in  1829. 

r>ut  in  1881,  in  compliance  with  the  increasing  demands  of  commerce, 
it  was  proposed  to  secure  and  maintain,  by  extending  the  jetties  and 
dredging,  a  channel  15  feet  deep  at  extreme  low  water.  No  dredging 
had  ever  been  necessary  to  maintain  the  12-foot  depth.  In  pursuance 
of  tliis  enlarged  project  some  1,220  feet  of  jetties  have  been  built,  which, 
however,  does  not  extend  them  to  the  required  depth  in  the  lake,  and  a 
lar^c  amount  of  dredging  has  been  done. 

The  lirst  dredging  was  done  in  1888,  and  it  was  continued  as  means 
were  provided  until  the  fall  of  1892.  About  270,000  cubic  yards  of 
material,  mostly  sand,  were  removed,  and  a  channel,  380  feet  wide 
throughout  and  not  less  than  15  feet  deep  at  extreme  low  water  was 
formed  between  the  jetties.  Fifty  years'  experience  had  conclusively 
sliowii  that  the  river  could  not  of  itself  remove  this  material.  Xow  that 
it  had  been  dredged  out  it  remained  to  be  seen  whether  the  current 
w  ould  be  suflicient  to  keep  it  from  filling  up  again; 

The  results  of  a  recent  survey  at  this  place  would  seem  to  answer  this 
(luestion  in  the  negative.  The  Genesee  liiver  has  been  subject  to  very 
nmisual  Hoods  dnring  the  past  spring.  It  has  overflowed  its  valley, 
eroded  its  banks  extensively,  and  even  shifted  its  channel  in  places. 
Consequently  its  water  has  been  loaded  with  silt,  a  part  of  which  has 
been  deposited  in  the  jetty  channel,  and  a  very  material  shoaling  has 
been  tlie  result.  The  till  has  amounted  to  more  than  4  feet  in  places, 
and  tlie  channel  is  seriously  impaired.  Thereis  still  a  navigable  water- 
way of  not  less  than  15  feet  at  the  ordinary  summer  stages  of  the  lake, 
but  tlie  (luantity  of  material  deposited  between  the  jetties  can  not  be 
less  than  00,000  cubic  yards. 

Ill  view  of  the  iact  that  this  is  a  silt-bearing  stream  for  at  least  two 
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or  tlirec  months  of  the  year,  ivdcI  has  very  little  current  for  the  remain- 
ing nine  or  ten  months,  it  would  perhaps  be  too  much  to  expect  that  a 
15-f()ot  channel  as  wide  as  3S0  feet  could  be  maintained  without  period- 
ical dredging:.     The  1881  ])rqiect  is  silent  nixm  this  point. 

The  river  above  the  drawbridg:e,  where  its  condition  is  remarkably 
stable,  has  a  width  of  about  300  feet,  a  maximum  depth  of  about  27 
feet  at  the  i)resent  sta<?e  of  water  and  an  average  depth  of  something 
over  17  feet,  and  an  area  of  cross  section  of  about  5,500  square  feet. 
This  shows  how  large  a  channel  the  river  can  create  and  maintain  for 
itself.  The  channel  between  the  jetties  had,  after  dredging,  an  area 
of  cross  section  of  about  7,500  S(piare  feet.  Filling  in  would  seem 
inevitable  if  the  river  brings  down  much  silt. 

It  seems  necessary,  therefore,  to  decide  now  whether,  in  order  to 
carry  out  the  existing  project,  resort  shall  be  had  to  periodical  dredg- 
ing, or  to  some  suitable  contraction  of  the  channel  between  the  jetties 
by  the  construction  of  S])urs,  as  was  done  at  the  South  Pass  of  the  Mis- 
sissii)i)i  Kiver  and  elsewliere. 

OPERATIONS. 

The  work  of  extending  the  west  jetty  was  in  i)rogress  at  the  begin- 
ning of  the  iiscal  year.  Four  cribs  of  an  aggregate  length  of  alK)ut 
480  feet  had  been  built,  and  the  foundation  had  been  prepared  by 
dredging  a  trench  about  40  feet  wide  and  4  feet  deep  and  tilling  it  with 
stone.  All  of  this  had  been  done  during  the  previous  season.  The 
cribs  were  moored  in  the  river  duririg  the  winter.  Some  labor  had 
been  necessary  to  protect  them  from  the  ice  during  the  spring  freshet 
They  suftered  no  injury,  however.  The  prepared  foundation  was  care- 
fully sounded,  and  when  necessary  it  was  leveled  up  by  the  addition 
of  nion^  stone.  During  the  month  of  July  the  lirst  crib  was  success- 
fully sunk.  The  other  cribs  rapidly  foHowed,  the  last  one  being  put  in 
place  on  the  25th  of  August.  On  the  morning  of  the  21)th  of  August, 
before  tlie  work  of  filling  the  last  crib  was  completed,  a  storm  of 
almost  unprecedented  violence  occurred,  which  wrought  great  damage 
to  ])roperty  on  the  lakes. 

Tht»  last  crib  t'ontained  at  this  time  54,'^  cubic  vards  of  stone  and  fur- 
nace  slag.  But  this  weight  ])roved  insuflicient  to  hold  it.  The  wind 
blew  lirst  from  the  northeast  and  then  shifted  suddenly  to  the  north- 
west and  the  sea  was  very  high.  The  crib  finally  yielded  to  the  force 
of  the  waves,  the  sides  and  interior  braces  were  torn  loose  from  the 
grillage  which  formed  the  bottom,  the  timbers  were  cracked  and  split 
about  50  feet  from  the  shore  end,  and  the  crib  was  lifted  oft'  the 
grillage  and  floated  up  the  river,  where  it  was  caught  and  secured. 

An  examination  of  the  bottom  where  the  crib  had  been  sunk  indi- 
cates that  the  grillage  is  still  in  place,  and  shows  that  the  stone  tilling 
of  the  crib  has  been  so  leveled  off  by  the  waves  that  it  will  form  no 
obstruction  to  rei>lacing  the  crib. 

The  crib  itself  is  generally  sound,  except  about  50  feet  from  the  inner 
end  where*,  the  side  and  interior  longitudinal  timbers  are  pretty  badly 
cracked.  These*  timbers  can  be  fished  and  the  crib  turned  over  in  the 
water  and  a  new  grillage  bottom  placed  in  it. 

This  was  not  attem[)te(l  last  fall.  A  sui)erstructure  of  the  ai)proved 
form  was  built  on  the  .'>  remaining  cribs,  thus  forming  an  extension  of 
the  west  jetty  of  305  feet. 

A  recent  i!isi)ecti()n  of  this  piece  of  work  shows  that  it  is  standing 
iu,l)erfect  line  and  without  any  appreciable  settlement. 
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Minor  repairs  were  iiuide  to  the  jetties  when  ueeded,  brokeu  planks 
being  replaced ,  etc.  And  on  the  22d  of  October  work  was  suspended 
for  the  season. 

During  the  month  of  June,  1894,  numerous  soundings  were  made  in 
the  channel  between  the  jetties,  in  the  mouth  of  the  river,  and  in  the 
lake  in  the  vicinity.  The  results  have  been  plotted  upon  a  map,  whicli 
is  submitted,  and  it  is  recommended  that  it  bo  published  in  the  Annual 
Ile])ort. 

There  has  been  expended  for  labor  and  material  in  connection  with 
this  work,  87,873.77;  for  engineering  and  office  expenses,  $1,5()4.31;  for 
the  examination  and  survey,  $124.21,  and  $600  for  services  ofAvatch- 
man,  who  also  read  the  gauge  and  collected  the  commercial  statistics. 

REMARKS. 

1  would  recommend  that  the  jetties  be  extended,  according  to  the 
project,  to  the  15  foot  contour  as  rapidly  as  the  means  provided  will 
allow,  and  I  would  also  recommend  that  the  method  of  maintaining 
the  i)rescribed  depth  of  15  feet  at  low  water  between  them  be  fully 
considered  and  made  the  subject  of  a  definite  project. 

The  choice  must  be  between  periodical  dredging  and  channel  con- 
traction, for  the  present  width  is  so  great  that  the  river  current  can 
not  of  itself  maintain  the  required  depth  of  15  feet. 

It  is  proper  to  invite  attention  to  the  fact  that  the  United  States  has 
constructed  some  7,057  linear  feet  of  jetty  work  at  this  place,  of  which 
4,975  is  valuable  and  necessary  to  the  maintenance  of  the  harbor.  The 
rest  of  it  has  been  absorbed  by  the  advance  of  the  shore  line,  and 
further  repairs  will  probably  not  be  required. 

Five  thousand  feet  of  jetty  in  round  numbers,  therefore,  must  be  kex>t 
in  good  order.  As  elsewhere  explained  it  is  composed  of  timber  cribs 
tilled  with  stone.  The  part  that  is  below  the  general  level  of  the  water 
it  not  subject  to  decay,  and  only  needs  repairs  when  it  is  damaged  by 
collisions  or  storms — accidents  of  infrequent  occurrence. 

But  the  timber  that  is  above  water  and  which  forms  the  super- 
structure is  in  a  situation  very  unfavorable  to  its  durability.  Its  use- 
ful life  is  from  twelve  to  fifteen  years.  It  is  not  wholly  decayed  at  the 
end  of  this  period,  but  it  ought  to  be  renewed  before  its  strength  is  too 
much  impaired,  otherwise  it  might  give  way  in  a  severe,  storm  and 
great  damage  result  to  the  whole  structure. 

The  cost  of  the  superstructure  of  the  kind  used  here  is  about  $11  a 
running  foot.  There  is  now  605  feet  of  it  here  that  is  more  than  eleven 
years  old.  It  needs  renewal,  and  will  cost  $6,666.  This  sum  is  not 
included  in  the  amount  required  to  complete  the  existing  project. 

Nniiio  of  liarbor,  Charlotte,  New  York,  collectiou  district,  Genesee,  N.  Y.  (at  Char- 
lotte). A  lixed  lifijht  of  the  fourth  order  on  crib  380  feet  inside  of  outer  end  of  west 
]»ier.  A  rau<;o  light  of  three  fixed  lights,  2  red  and  1  white,  60  feet  high,  at  inner  end 
of  west  pi<T. 

Forts  Niaj^ara  and  Ontario,  N.  Y.,  are  the  nearest  works  of  defense. 

Money  statement. 

July  1,  1893,  balance  unexpended $12,793.93 

Juno  oO,  1894,  amount  expended  during  fiscal  year 10,162.29 

July  1,  1894,  balauce  unexpended .• 2,  631.64 

Ainouut  (estimated)  required  for  completion  of  existing  project 109, 650. 00 

Amouutthatcan  be  profitably  expended  in  fiscal  year  ending  June  30, 189G    75, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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COMM KUCIAI.    STATISTICS. 

Charlotte  JJarhor,  New  Yorl',  during  fiscal  year  ending  June  30,  1S94, 

ARRIVALS. 


Trade  engaged  in. 


Home . . . 
Foroiirn . 


Total 


Ameriiran  owned. 
Canadian  owned . 


Steamers. 

Sailin 

g  yesfiels. 

Barges. 

Num- 
ber. 

440 
241 

Registered 
tonnage. 

64,734 
113,170 

Num- 
ber. 

33 
213 

Registered 
tonnage. 

4,212 
43,310 

Num- 
ber. 

86 
138 

liegistered 
tonnage. 

32,485 
47,494 

.    081 

177,904 

246  1          47,522 

226 

79,079 

232 
449 

66,502 
111.402 

32  i            4,967 
214            42, 555 

178 
48 

64,806 
15,673 

Slim  total,  1,153  arrivals;  305,405  registered  tonnage. 

DEPARTURKS. 


Home... 
Foreign . 


Total 


445 
233 


69, 221 
108, 486 


30 
216 


678 


177,  707 


246 


3,433 
44,081 


151 


27.145 
51,721 


47,  514 


223  I 


Sum  total,  1,147  dei)artures;  304,087  registered  tonnage. 


Greatest  draft  of  vessels feet . 

(jroatest  tonnage  of  vessels registered  tonnage. 

Greatest  load  of  vessels uet  tons. 


78,866 


16 
1.613 
1,814 


UeceiptH  and  shipments  hy  lake  at  Charlotte  Ifarhor,  Xeic  York,  during  fiscal  year  ending 

June  30,1894. 


Re<ciptH. 


Sliipment.s. 


Tradi 


Passen-I , ,  _ .    '    ,  ^J' 


Live  Poles  Posts !  Lum-  i>Q„a„„    Mer-  ' 

ani-  i  and  j   and  i  ber,    ^.^J]:      <lia"-  Grain.    Oil. 
dl»e.  '  mals.'  ties.  wood,    etc       *"       '     dise. 


Coal. 


Home  on  lake  . . 
Foniirn  on  lake. 


AX        yet  !    yet  Xet      Net      Net                  .  Xet        Xet       Xet        Xet 

tone.     tonn.  '  tons.  tons.    tons.    tons.                   tons.     tons.     tons.  '  ton*. 

0,  1 72     3,  459       r)2.'»  2       221» '       470  5,  940       53:» ' :  137. 045 

10,3121        4121        CO 1,409   3,957    3,100  0.451 43       102  195,934 


Total 10,484     3,871 


591 


2  1.638  3,957  3,570  15,391'   535 


43,   102  332,979 


Navigation  closed  DcremlxT  5, 181)3;  navigation  oi)ene(l  April  5, 1894. 

For  the  purp(»sc  of  reduction  to  tons  weight,  the  following  is  assumed,  viz:  Seven 
harrcls  of  oil  equal  1  ton ;  20  crates  of  fruit  e(iual  1  ton;  4  live  animals  equal  1  ton; 
1,()00  feet  lumber  equal  l.Mons;  1  cord  wood  and  posts  equal  1^  tons;  12  railroad 
ties  and  poles  equal  1  ton. 


P  P  2. 

IMPKOVEMEXT  OF  HARBOR  AT  rUETNEYVILLE,  NE\y  YORK. 

OBJECT. 

To  i'urnisli  a  protected  channel  of  navigable  width  and  not  less  than 
10  feet  depth  at  the  mouth  of  Sahnoii  Creek,  Wayne  County,  N.  Y., 
which  is  situated  21  miles  east  of  the  Genesee  liiver. 


PROJECT. 


The  present  project  of  lcS72  provides  for  a  breakwater  running  330 
feet  eastward  from  the  west  side  of  the  creek,  a  west  pier  or  jetty  thence 
northward  into  the  hike,  and  an  east  pier  or  jetty  about  200  feet  east- 
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ward  from  the  west  pier  and  parallel  to  it;  also  a  dredged  channel 
between  the  i)iers  and  behind  the  breakwater,  and  extending  about 
400  feet  up  the  creek. 

After  this  work  was  done,  at  a  total  expenditure  of  $71,000,  it  was 
found  that  the  waves  from  the  lake,  when  driven  by  a  gale  from  the 
northwest,  would  strike  the  east  pier  in  such  a  way  as  to  be  reflected 
upon  the  beach  within  the  harbor,  and  that  in  receding  they  would 
sweep  the  gravel  and  sand  from  the  beach  into  the  excavated  channel 
along  the  harbor  side  of  the  breakwater,  where  it  would  lodge  across 
the  mouth  of  the  creek. 

Accordingly  it  was  further  proposed  in  1884,  in  order  t/O  make  dredg- 
ing of  permanent  value  and  effect,  to  build  a  sand-tight  structure  5TO 
feet  in  total  length  parallel  to  the  breakwater  and  ab6ut  100  feet  from  it, 
between  it  and  the  harbor  beach,  so  as  to  arrest  this  movement  of 
material. 

A  part  of  this  structure  av  as  built  in  1892. 

Tlie  following  appropriations  have  been  made  for  this  work: 

May  23,  1828,  an  act  appropriating  for  survey  of  shore  between  Oswego  and 
Charlotte,  with  a  view  to  improvement  of  harbors • $400 


July  11, 1870 $5,000 

March  3, 1871 5,000 

.June  10,1872 10,000 

March  3,1873 10,000 

Juno  23,1874 10,000 

March  3, 1875 10,  000 

Aunjust  14,1876 3,000 

JuiiC  18,1878 5,000 


March  3, 1879 $4,000 

June  14, 1880 3,000 

March  3, 1881 2,000 

August  2,1882 4,000 

September  19, 1890 2,000 

July  13,  1892 1,000 

Total / 74,000 


PRESENT    WORKS. 

West  hreakicater. — This  has  a  total  lengtli  of  330  feet,  and  is  formed 
as  follows*: 

Section  A,  from  the  west  shore  line  eastward  150  feet  in  length  and 
ir>  feet  in  widtli,  formed  by  cribs  of  flatted  round  logs  built  at  local  ex-. 
l)en.se  before  tlie  General  Government  undertook  the  improvement  of 
the  liarbor  in  18G7,  $30,000  having  been  thus  expended  before  that  year, 
it  was  last  repaired  by  the  United  States  in  1877,  but  is  now  in  a  half- 
ruiiied  condition.     It  received  some  trifling  repairs  in  1893. 

Section  B,  180  feet  long,  built  by  the  United  States  in  1871,  has  not 
since  been  repaired,  and  is  very  much  decayed  above  water  level. 

West  2)icr, — Uas  a  total  length  of  558.J  feet,  and  consists  of  the  fol- 
lowing pa its: 

Section  A,  222  feet  long,  built  in  1874-75,  and  not  since  repaired. 

Section  B,  93i  feet  long,  built  in  1880 5  no  subsequent  repairs. 

Section  C,  183  feet  long,  built  in  1881,  and  repaired  slightly  in  1884. 

Section  I),  00  feet  long,  forms  the  end  of  this  pier,  built  in  1883;  not 
siii((^  repaired.  The  outer  end  has  been  breached  and  much  stone  has 
escaped.    It  will  soon  be  destroyed  unless  the  end  is  rebuilt. 

East  pier, — Tliis  has  a  total  length  of  571^  feet;  it  was  built  between 
the  years  1872-1880,  and  consists  of  the  following  parts: 

Section  A,  beginning  140  feet  from  the  shore  line  (at  the  end  of  a 
private  wharf,  sinc^e  destroyed)  and  extending  85J  feet  northward  into 
the  lake.     It  was  built  in  1880,  and  has  not  since  been  repaired. 

Section  B,  02  feet  long,  built  in  1877,  and  not  since  repaired. 

Section  C,  30  feet  long,  built  in  1877,  and  not  since  repaired. 

Section  D,  92  feet  long,  built  in  1873,  and  not  since  repaired. 

Section  K,  180  feet  long,  built  in  1872,  and  not  since  repaired. 

Section  F,  122  feet  long,  built  in  1873,  and  not  since  repaired. 
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Ill  all  these  sections  the  cribs  are  sound,  but  the  superstructure  needs 
renewal,  without  which  the  whole  will  bo  Avrecked. 

Sheet  piling, — Of  the  structure  to  arrest  sand  drift  from  the  harbor 
beach  to  the  channel  into  the  creek,  which  was  proposed  in  1884,  200 
linear  feet,  from  the  east  side  of  the  creek  outlet  eastward  toward  the 
land  end  of  the  east  jetty,  was  built  in  1891-'92.  The  structure  is  sand> 
tight,  being  formed  of  the  Wakefield  patent  sheet  piling.  Its  oak  wale 
pieces  are  below  the  line  of  no  decay,  and  they  are  tied  back  by  iron 
rods  to  logs  buried  in  the  bottom,  upon  which  the  accretion  will  prob- 
ably form,  so  that  the  structure  may  be  expected  to  be  a  permanent 
one.  It  of  itself  produced  an  effect  in  causing  a  scour  of  the  shoal 
between  it  and  the  breakwater,  but  dredging  was  necessary  to  make  a 
navigable  channel.  *  Experience  shows  that  this  bulkhead  is  not  wholly 
efficient  in  its  incomplete  condition:  It  seems  desirable  to  exjtend  it,  in 
accordance  with  the  project,  as  rapidly  as  the  money  supplied  will 
allow. 

CHANNEL. 

Dredging  was  done  in  1873,  1875,  and  1880,  to  secure  a  channel  of 
navigable  width  and  about  9  feet  deep  between  the  jetties  along  the 
west  breakwater  and  several  hundred  feet  up  the  creek.  The  channel 
was  not  permanent  throughout  its  length,  but  at  two  or  three  points  it 
shoaled  rapidly,  particularly  at  the  mouth  of  the  creek,  at  the  entrance 
to  the  inner  harbor.  Here  the  depth  in  every  case  was  soon  reduced 
to  2  or  3  feet.  This  was  due  to  the  washing  of  sand  from  the  harbor 
beach  by  waves  that  struck  the  shore  obliquely. 

It  was  to  stop  this  drift  of  material  that  the  sand-tight  bulkhead 
was  erected.  The  fact  that  it  of  itself  caused  a  deepening  of  this  por- 
tion of  the  channel  encourages  the  belief  that  it  will  fully  protect  the 
cut  that  has  since  been  formed  by  dredging.  The  bulkhead,  however, 
is  hardly  long  enough,  being  only  about  200  feet  in  length,  and  there  is 
still  some  shoaling  to  the  east  of  it,  near  the  shoulder  angle  of  the 
breakwater. 

OPERATIONS. 

No  operations  of  any  consequence  were  possible  during  the  year, 
because  no  money  Avas  available. 

The  channel  was  examined  during  the  month  of  June,  1894.  It 
showed  that  the  i)ortion  protected  by  the  sand-tight  bulkhead,  and  also 
that  within  the  mouth  of  the  creek,  was  maintaining  itself  in  a  satis- 
factory manner,  while  the  remaining  portion  evinced  a  tendency  to  fill 
with  sand,  thus  showing  that  the  bulkhead  in  its  unfinished  condition 
was  not  wholly  effective. 

A  map  of  this  harbor  has  been  prepared  embodying  the  results  of 
this  survey,  and  is  submitted  with  the  recommendation  that  it  be  pub 
lished  with  the  Annual  Keport. 

K  EM  ARKS. 

The  entire  superstructure  of  the  works  at  this  place  is  in  a  most 
wretched  condition.  The  marvel  is  that  it  has  held  together  so  long. 
One  thousand  four  hundred  and  sixty  linear  feet  of  piers  and  jetties 
have  been  built  here  by  the  United  States,  all  of  which  is  valuable  and 
necessary  to  the  maintenance  of  the  harbor. 

As  elsewhere  explained,  it  is  comj)osed  of  timber  cribs  filled  with 
stone.    The  part  that  is  below  the  general  level  of  the  water  is  not 


^ 
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subject  to  decay,  and  only  needs  repairs  when  it  is  damaged  by  colli- 
sions or  storms,  accidents  of  infrequent  occurrence. 

But  the  timber  that  is  above  water  and  which  forms  the  superstruc- 
ture is  in  a  situation  very  unfavorable  to  its  durability.  Its  useful  life 
is  from  twelve  to  fifteen  years.  It  is  not  wholly  decayed  at  the  end  of 
this  period,  but  it  ought  to  be  renewed  before  its  strength  is  too  mu(th 
impaired;  otherwise  it  might  give  way  in  a  severe  storm,  and  great 
damage  result  to  the  whole  structure.  The  cost  of  the  superstructure 
of  the  kind  used  here  is  about  811  a  running  foot. 

All  of  this  superstructure  is  more  than  eleven  years  old,  and  most  of 
it  is  over  twenty.  It  will  cost  to  renew  it  $15,000,  in  round  numbers. 
This  sum  is  not  included  in  the  amount  given  as  required  to  complete 
the  existing  project. 

Naiut'  of  harbor,  Pultneyville,  N.  Y.     Collection  district,  Genesee,  N.  Y.     Nearest 
light-honse.  Great  Sodus,*New  York.     Nearest  work  of  defense;  Fort  Ontario,  N.  Y. 

Money  statemenU 

July  1,  1893,  balance  unexpended $62. 91 

.Iniio  30, 1894,  amount  expended  during  fiscal  year  ...> 38.24 

July  1,  1894,  balance  unexpended 24.  67 

Amount  (estimated)  required  for  completion  of  existing  project 9,  000.00 

Amount  that  can  be  profitably  expended  in  iiscal  year  ending;  June  30, 1896      9, 000. 00 
Submitted  in  compliance  with  requirements  oi*  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMERCIAL  STATISTICS. 

Pultiivyville  Harbor,  Xitv  York,  during  fiscal  year  ending  June  SO,  1S94. 

ARRIVALS. 


Trade  engaged  in. 


Homo,  on  lake  . . 
Foreign ,  on  lake 


Total 


Aincriran  owne<l 
(.'auadian  owned. 


Stoainers. 


Num-  ;  Regis  Icred 


Sailing  vcshcIb. 
Nnm-    Registered 


ber.        tonnage,   i    ber.     '    tonnage. 


131 


131 


131 


16 

7 


231 
404 


2{ 

18 
5 


U34 

411 
22J 


Sum  total,  20  arrivals  7<>5  registered  tonnage. 

DEPARTURES. 


Home,  on  lake  . . 
Foreign,  on  lake 


Total 


131 


10 
6 


131 


22 


262 
2l»0 


Sum  total,  2'»  departures;  089  registered  tonnage. 

(Jreatest  draft  of  vessel feet. 

(ireatest  tonnage  of  vessel registered  tonnage. 

Greatest  load  of  vessel tons. 


558 


8 
76 
97 
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Receipts  ami  shipments  by  lake  at  FuUnenviUe  Harbor,  Xcw  York,  during  fiscal  year  end- 
ing June  30  y  1S94. 


Trade. 


Receipts. 


PasRcn-  iMcrclian-  Lumbor,  'Posts  and 


gers. 


disc. 


Iloim', on  lake.. 
Foreign,  on  lake 


!  Net  tons. 
40  I  63 

5 


I 


Total. 


40 


68 


otc. 

Tons. 

12 

267 


wood. 


Cords. 
198 
93 


Shipments. 


Passen- 
gers. 


Fruit. 


Tons. 


!  Merohan- 
I     dise. 


58 


Tons. 


6 


291 


58 


6 


For  tbo  purpose  of  reduction  to  tons  weight  the  following  is  assumed :  Barrels  oil. 
7  equal  1  ton ;  M  lumber,  1  equals  1^  tons ;  crates  of  fruit,  20  equal  1  ton ;  railroad 
tics  and  poles,  12  equal  1  ton;  cords  wood  and  posts,  1  equals  1|  tons;  live  animals, 
4  equal  1  ton. 

Navigation  closed  December  5,  1893;  navigation  opened  April  5,  1894. 


P  P  3. 

IMPROVEMENT  OF  HARBOR  AT  GREAT  RODUS  BAY,  NEW  YORK. 


OBJECT. 

To  secure  a  navigable  cbauuel  from  Lake  Ontario  to  Cheat  Sodas 
Bay  with  a  depth  of  15  feet. 

(Ireat  Sodus  Bay  is  5  miles  long,  2  to  3  miles  wide,  is  deep  and  land- 
locked, and  is  situated  midway  between  Oswego  and  the  Genesee  River. 
It  is  tlie  coal-sliip])ing  port  on  Lake  Ontario  for  the  Pennsylvania  Rail- 
road. 

PROJECT. 

1S2S. — To  contract  tlie  entrance  to  (Jreat  Sodus  Bay  to  470  feet  by 
breakwaters  extending  from  east  and  west  sliores  and  to  define  and 
])iotect  a  channel  470  feet  wide  by  i)iers  extending  to  deep  water  in 
Lake  Ontario. 

1S82. — To  ext(Mid  the  piers  to  tlie  15-foot  curve  in  the  lake  and  to 
dredge  the  channel  between  them  to  15  feet  depth  at  extreme  low  water. 

The  following  appropriations  have  been  made  for  this  work; 

^lay  JIJ.  1S28.  an  act  a])i)roj)riati]ig  lor  survey  of  shore  l>et\veoii  Charlotte 

mid  Oswego  witli  a  view  t(»  iiiquovement  oi'  liarbors $400.  00 


March  2,  1S2;) $12,  r>00.  00 

March  'X  1821) 15,  280.  00 

March  2,  18:U 17,  450.  00 

February  21,  1832 17,  000.  00 

March  2,  1833 ir»,  000.  00 

Juno  28, 1834 15,  000.  00 

[March  3, 1835 11,  790.  00 

July  2,  1836 12,  600.  00 

^larcli  3, 1837 12,  0()0.  00 

July  7, 1838 10,  000.  00 

.June  1 1, 1811 5,  000.  00 

Aujrust  20, 1852 10,  000.  00 

.Juno  23,1866 53,  151.80 

Marcli  2, 18()7 80,  000. 00 

July  11, 1870 5,  000. 00 

June  10, 1872 15,  000.  00 


.June  23,  1874 $15,000.00 

March  3,  1875 10, 000. 00 

August  14,  1876 5,000.00 

June  18, 1S78 5, 000. 00 

March  3, 1879 2, 000. 00 

Juno  14, 1880 3,  000. 00 

March  3, 1881 5,  000. 03 

August  2,  1882 25,  000. 00 

July  5,  1884 10. 000.  00 

August  5,  1886 16,  875. 00 

August  10,  1888 24,  000.  0.) 

September  19, 1890 10.  (XK).  00 

July  13,  1892 15,  000.  OU 

Total 452,646.80 
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PRESENT  AVORKS. 

The  project  has  been  completed,  excei)t  that  the  east  jetty  lacks  800 
feet  of  reacliing  tlic  curve  of  15  feet  at  extreme  low  water,  and  that  the 
chainiel  has  not  been  dredged  to  15  feet  for  its  full  width. 

The  dredging  formerly  done  at  this  place  (which  has  been  quite  large 
in  amount)  was  all  done  parallel  to  and  near  the  west  jetty.  Thedritt- 
ing  sand  ui)on  tliis  side  of  the  jetties  has  formed  an  enormous  dej)osit, 
building  out  the  shore  in  front  of  the  west  breakwater  and  Jigainst  the 
west  Jetty.  This  sand  is  carried  over  the  jetty  by  tiie  wind,  and  per- 
haps through  it  to  some  extent  by  the  waves,  and  in  this  manner  has 
found  its  way  to  the  channel.  It  is  estimated  that  not  less  than  142,000 
cubic  yards  of  sand  was  carried  into  the  space  between  the  jetties  from 
1870  to  180l\  Most  of  the  sand  falls  near  the  Avest  jetty  at  its  inner 
end.  Theretorc  the  dredging  done  last  year  was  upon  a  line  crossing 
the  channel  diagonally  from  the  outer  end  of  the  Avest  jetty  to  the  inner 
end  of  the  east  one.     It  is  found  that  this  work  is  more  permanent. 

The  piers  and  jetties  which  contract  the  entrance  and  define  and 
shelter  the  channel  were  originally  built  in  1829-1834.  They  were 
started  from  the  west  and  the  east  sides  of  the  entrance  naturally 
about  4,000  feet  wide,  and  were  extended  toward  the  center  where  they 
were  continued  northward  by  i)araliel  jetties,  470  feet  across  the  S-foot 
bar,  from  deep  water  in  the  bay  to  deep  water  in  the  lake. 

These  i)iers  and  jetties  defining  and  sheltering  the  channel  were  built 
in  1820-1834,  and  were  composed  of  cribs  of  timber,  each  18  feet  wide 
and  30  feet  long,  sunk  end  to  end  upon  the  natural  sand  and  gravel 
bottom  in  as  close  contact  as  iiracticable  by  filling  them  with  loose 
stones. 

The  cribs  were  formed  of  logs  hewed  fiat,  framed  together  and  bolted 
with  iron  driftbolts  and  wooden  treenails.  They  appear  to  have  had 
fioors  of  slabs,  and  were  allowed  to  settle  into  the  natural  sandy  bot- 
tom for  part  of  the  season  before  building  ui)on  them  the  continuous 
superstructure  of  hewed  timber.  These  old  cribs,  in  part  or  whole,  arc 
still  in  place  and  are  sound  below  mean  Avater  IcA'cl. 

The  ditterent  portions  of  the  Avork  may  be  described  as  follows: 

West  hrcalxicatcr, — This  has  a  total  length  of  2,200 feet.  It  was  built 
18  feet  wide,  with  a  superstructure  of  same  width  in  1820-1834. 

The  (jribs  were  each  18  feet  wide  and  30  feet  long,  and  starting  at  the 
beach  line  gradually  increased  in  depth  to  8  feet,  Avhere  they  joined  the 
jetty. 

Section  A,  1,()93  feet  long  from  the  west  shore  eastward,  built  in 
1829-1834,  has  never  been  repaired,  and  was  long  since  covered  by  the 
accretion  of  the  beach,  and  its  maintenance  is  now  unnecessary.  Sec- 
tion J>,  241  feet  long,  built  in  1829-1834.  It  has  never  been  repaired 
by  the  Tnited  States,  and  its  condition  is  the  same  as  the  i)receding 
section.  Its  superstructure  was,  however,  repaired  by  the  owner  of  the 
adjacent  land  in  1888. 

Section  0,  2(J0  feet  long,  built  in  1829-1834,  and  last  repaired  in 
1877-'78. 
•    IVr.sf  jetty, — This  is  1,580  feet  long  and  18  to  20  feet  Avide,  as  follows: 

Section  A,  from  the  shoulder  angle  northward  975  feet,  built  in  1829- 
1834,  and  last  repaired  in  1877  and  1880. 

Section  1),  285  feet  long,  built  in  1829-1834,  and  last  repaired  in  1889. 

Section  C,  134  feet  long,  built  in  1809,  and  last  repaired  in  1889. 

Section  1),  185  feet  long,  built  in  1883.  It  has  received  no  general 
repairs  since,  but  in  1891  it  was  renewed  at  the  outer  end  in  conse- 
quence of  injuries  it  had  received  from  a  barge  striking  it. 

ENOr  91 155 


2466      REPORT   OF   THE   CHIEF   OF   ENGINEERS,  U.  8.  ARMY. 

East  hreakwater. — This  lias  a  total  length  of  1,651  feet  from  Charles 
Point,  on  the  east  side  of  the  bay,  westward  to  join  the  east  jetty.  It 
is  made  ii})  as  follows: 

Section  A,  from  Cliarles  Point  westward  215  feet,  built  in  1884,  and 
not  since  repaired. 

Section  B,  511  feet  long,  built  in  1820-1834,  and  last  repaired  in 
1877-'78. 

Section  C,  415  feet  long,  built  in  1820-1834,  and  last  repaired  in 
1877-78. 

Section  D,  172  feet  long,  built  in  1820-1834,  and  last  repaired  in  1870. 

Section  E,  2(54  feet  long,  built  in  1820-1834,  western  81  feet,  repaired 
in  1801,  the  rest  not  since  1876. 

Section  F,  74  feet  long,  to  east  jetty,  built  in  1820-1834,  and  last  re- 

ired  in  1801. 

East  jetty. — This  is  1,201  feet  long  from  its  junction  vdth  the  east 
oreakwater  northward  to  the  lOJ-foot  curve  of  extreme  low  water  in 
the  lake.    Its  details  are  as  follows : 

Section  A,  from  the  angle  of  the  breakwater  440  feet  northward,  built 
in  1820-1834,  and  last  repaired  in  1801. 

Section  B,  500  feet  long,  built  in  1834,  last  repaired  in  1800. 

Section  i%  154  feet  long,  built  in  1883,  and  not  since  repaired. 

Section  D,  200  feet  long,  built  in  1885,  and  not  since  repaired. 

In  1877  50  running  feet  of  sheet  piling  was  driven  along  the  west  jetty 
northward  from  a  point  150  feet  north  of  the  shoulder  angle  with  a  view 
to  make  it  sand-tight.  In  1877-1888  this  work  was  extended  612  feet. 
It  all  consisted  of  4  by  12  inch  oak  plank,  20  feet  long,  strengthened  by 
a  G  by  12  inch  oak  wale-piece,  bolted  through  into  the  crib  timbers. 

To  arrest  sand  movement  into  the  channel  there  was  also  built  in 
1877  and  18S0,  upon  the  west  sand  beach,  where  it  has  formed  again 
against  the  west  jetty,  a  system  of  overlapping  sand-catch  fences  of  a 
total  length  of  7G0  feet.  These  fences  have  been  effective,  but  they  can 
not  be  maintained  beyond  high  water  line,  and  there  is  generally  a 
wide  s])ace  of  sand  between  them  and  the  water,  from  Avhich  the  pre- 
vniling  westerly  wind  blows  the  sand  across  the  jetty.  This  is  the 
source  from  which  comes  a  considerable  portion  of  the  sand  which  tends 
to  refill  the  cliannel. 

These  fences  are  not  very  durable  and  are  troublesome  to  keej)  in 
repair,  and  this  season  an  etfort  has  been  nmde  to  induce  a  growth 
of  willow  trees  which  will  in  time  take  the  place  of  the  fences.  About 
800  good -sized  trees  were  planted  in  the  spring  of  1803. 

A  recent  inspection  shows  that  they  are  nearly  all  alive  and  have 
made  good  growth. 

CHANNEL. 

J8;J!J. — The  space,  470  feet  wide,  between  the  jetties  had  a  natural 
depth  of  8  feet  in  October,  1820.  This  was  the  actual  depth  at  that 
time  when  the  water  level  nuist  have  been  at  least  1  foot  and  was  prob- 
iibly  2  fert  above  extreme  low  water,  this  being  the  average  stage  of 
lake  level  at  this  time  of  year.  Xo  plane  of  reference  of  lake  level  Avas 
established  until  1S,'>7,  when  the  i)resent  accepted  extreme  low-water 
level  was  determined  at  Oswego  and  lixed  as  the  zero  of  the  gauge, 
whose  readings  have  since*  been  daily  observed  in  feet  and  huudreths 
above  this  zero.  The  records  of  channel  depths  in  the  various  reports 
are  innch  confused  during  recent  years  as  well  as  formerly  by  variously 
stating  the  depths  as  at  ordinary  low  water  level,  or  at  ordinary  water 
level,  or  as  the  actual  depth  at  a  given  date.     In  this  report  all  such 
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reference  will  be  reduced  to  the  plane  of  extreme  low- water  level  with- 
out coiumeut. 

1S3G. — The  first  dredging  was  done  at  Great  Sodus  Harbor  in  1836, 
and  was  continued  during  1837  and  1838,  $45,390  being  thus  expended. 

183S. — The  result  was  to  form  a  channel  100  feet  wide,  1,500  feet  long 
with  11^  feet  depth,  by  removing  about  30,000  cubic  yards  of  gravel  and 
sand. 

1814, — In  August,  1844,  this  channel  was  foupd  to  have  shoaled  to 
9  feet  depth. 

1856, — The  next  dredging  was  done  in  1856,  when  6,233  cubic  yards 
of  sand  was  removed  at  a  cost  not  stated. 

1867. — Nothing  more  was  done  until  1867,  when  renewal  of  the  jetty 
was  begun  and  dredging  was  done  under  its  shelter;  9,200  cubic  yards 
were  then  dredged  at  24  cents  per. yard. 

1868-69, — The  dredging  was  continued  in  1868  and  1869,  completing 
a  channel  by  removing  about  40,000  cubic  yards  additional. 

1870, — In  1870  the  sand  had  again  drifted  into  this  200-foot  channel 
to  such  an  extent  as  to  reduce  it  to  8  feet  depth  for  its  west  half  and  4 
to  5  feet  depth  for  its  east  half,  the  undredged  eastern  270  feet  of  the 
space  between  the  jetties  varying  from  2  feet  at  the  inner  end  to  7  feet 
at  the  outer  end. 

1873, — In  1873,  19,000  cubic  yards  of  sand  were  removed,  at  35  cents 
l)er  cubic  yard,  measured  in  position,  again  making  the  channel  9  feet 
deep  for  150  feet  next  the  west  jetty,  and  this  was  continued  in — 

1874, — By  removing  44,977  cubic  yards  of  sand,  at  22^  cents,  scow 
measurement,  and  again  making  the  200-foot  channel  9  to  11  feet  deep. 

1881, — No  further  dredging  was  done  until  1881,  when  the  channel 
had  again  shoaled  to  a  governing  depth  of  8  feet,  and  dredging  was 
resumed. 

7WX>. — During  1881  and  1882,  42,050  cubic  yards  were  removed,  at 
23  cents  per  cubic  yard,  in  scows,  making  a  channel  2,300  feet  long,  120 
feet  wide  next  the  west  jetty,  and  11 J^  feet  deep. 

1886, — In  1886  dredging  was  again  needed,  and  13,224  cubic  yards 
were  removed,  at  16  cents  per  yard,  making  a  channel  50  feet  wide  and 
12  feet  deep. 

1887, — In  1887  the  depth  was  iigain  reduced  to  9  feet,  and  a  centrif- 
ugal pump  was  employed  to  take  the  sand  from  the  channel  and  deliver 
it  on  the  other  side  of  the  west  jetty.  Thirteen  thousand  cubic  yards 
of  sand  were  thus  removed,  at  124  cents  per  cubic  yard,  making  lOJ 
feet  deptli  for  50  feet  width. 

18S!)-90, — In  1889  and  1890  a  dipper  dredge  was  again  employed; 
40,!)42  cubic  yards  of  sand,  gravel,  and  cobblestones  were  removed,  at 
18  cents  per  cubic  yard,  scow  measurement,  and  a  navigable  channel  was 
again  jnade  100  feet  in  width,  2,000  feet  long,  and  15  feet  deep,  located 
30  feet  from  the  west  jetty. 

189::!, — In  1S02  this  cut  had  again  shoaled  to  8^  feet,  and  the  United 
States  dredging  plant  was  employed  during  the  month  of  June  in 
deepening  it.  Eleven  thousand  two  hundred  and  nineteen  cubic  yards 
of  sand  were  removed  at  this  time. 

All  of  this  serves  to  show  that  the  channel  has  been  a  troublesome 
one  to  maintain;  and  this,  as  before  stated,  has  been  largely  due  to 
the  extensive  beach  to  the  westward,  from  which  the  sand  is  carried  by 
the  wind  over  the  jetty  and  dropped  into  the  channel. 

A  comparison  of  the  results  of  a  survey  made  in  1870  with  those  of 
another  similar  survey  made  in  1892,  by  the  same  assistant  engineer, 
indicates  that  not  less  than  142,000  cubic  yards  of  sand  has  found  its 
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way  into  tlic  c'haunel  in  this  manner.  This  would  be  at  the  rate  of 
about  G,500  cubic  yards  a  year,  wliicli  does  not  seem  an  unreasonable 
amount  to  one  who  has  seen  the  clouds  of  sand  that  are  lifted  by  every 
westerly  gale.  In  1877-'80,  sand  fences  were  erected  to  stop  this  drift. 
They  have  no  doubt  been  of  considerable  service;  but  it  has  not  been 
possible  at  all  times  to  keep  them  in  thorough  repair,  and  they  are  not 
sufficient  in  extent  to  entirely  effect  their  purpose. 

Last  year  about  800. good-sized  Avillow  trees  were  planted,  and  it  is 
hoped  that  aj5  they  grow  they  will  prove  much  more  durable  and 
efficient  than  the  sand  fences. 

Owing  to  this  tendency  of  the  channel  to  fill  up  near  the  inner  end 
of  the  west  Jetty,  all  dredging  subsequent  to  1892  has  been  upon  a  line 
that  runs  diagonally  from  the  outer  end  of  the  west  jetty  to  the  inner 
end  of  the  east  one. 

1S93. — During  the  fiscal  year  ending  tlune  30,  1894,  94,071  cubic 
yards  have  been  removed  along  the  new  line;  t^0,106  yards,  scow  meas- 
ure, were  dredged  under  contract  at  11^  cents  a  yard,  and  the  remainder 
by  the  plant  owned  by  the  United  States  at  about  the  same  actual 
cost. 

OPERATIONS. 

As  only  about  $2,400  was  available  for  this  work  at  the  beginning 
of  the  fiscal  year,  but  little  could  be  undertaken.  The  United  States 
dredging  i)laut  was  engaged  here  at  the  beginning  of  the  year  in  deep- 
ening the  channel.  It  Avas  kept  here  until  August  10,  Avhen  work  was 
suspended,  owing  to  lack  of  funds.  During  this  period  16,379  cubic 
yards  of  sand  was  removed  from  the  channel  at  a  cost  of  $1,834.49,  or 
at  the  rate  of  11]  cents  a  cubic  yard. 

During  the  month  of  June,  1894,  the  channel  was  carefully  sounded. 
The  results  show  that  the  sand  between  the  jetties  has  been  to  some 
extent  leveled  oif  by  the  action  of  the  waves  and  currents,  whereby  the 
depth  in  the  dredged  cut  has  been  reduced  in  the  narrowest  i^art  to 
about  13  feet  at  extreme  low  water,  or  ]5i  feet  at  the  present  stage  of 
the  lake.  This  result  is  to  be  expected  until  the  great  body  of  the 
sand  has  been  removed  from  between  the  jetties. 

From  the  notes  of  the  survey  a  maj)  has  been  i)repared  which  shows 
much  better  than  any  existing  one  the  present  conditions.  It  is  sub- 
mitted with  the  recommendation  that  it  be  imblished  in  the  Annual 
Ke])ort. 

IIKMARKS. 

In  regard  to  this  channel  I  think  that  the  piers  should  be  extended 
to  the  15-foot  depth  as  rajiidly  as  possible,  and  the  channel  should  be 
dredged  to  its  full  width  in  the  manner  before  described. 

It  is  proper  to  invite  attention  to  the  fact  that  the  United  States  has 
constructed  some  8,722  linear  feet  of  jetties  and  breakwaters  at  this 
place,  of  which  G,788  feet  is  valuable  and  necessary  to  the  maintenance 
of  the  harbor.  The  rest  has  been  absorbed  by  the  advance  of  the  shore 
line,  and  further  repairs  to  it  will  probably  not  be  required. 

Six  thousand  eight  hundred  feet  of  jetty  work,  in  rolind  numbers, 
therefore  must  be  kept  in  good  order.  As  elsewhere  explained,  it  is 
composed  of  timber  cribs  filled  with  stone.  The  part  that  is  below 
water  is  not  subject  to  decay,  and  only  needs  repairs  Avhen  it  is  injured 
by  collisions  or  storms,  accidents  of  unfrequent  occurrence. 

But  the  timber  whicli  is  above  water  and  which  forms  the  super- 
structure is  in  a  situation  very  unfavorable  to  its  durability. 
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Its  useful  life  is  from  twelve  to  fifteen  years.  It  is  not  wholly 
docayed  at  the  eud  of  this  period,  but  it  ought  to  be  renewed  before  its 
strength  is  too  much  impaired,  otherwise  it  is  liable  to  give  way  in  a 
severe  storm  and  great  damage  result  to  the  whole  structure. 

The  cost  of  the  superstructure  of  the  kind  used  here  is  about  $11  a 
running  foot.  There  is  now  1,426  feet  of  it  here  that  is  from  eleven  to 
sixteen  years  old.  It  needs  renewal  now,  and  will  cost  $16,000.  This 
sum  is  not  included  in  the  amount  required  to  complete  the  existing 
project. 

Name  of  liarbor,  Great  Sotlus  Bay,  New  York.  Collodion  district,  Oswego,  N.  Y. 
Nearest  light-bouse,  IJig  Hodus,  New  York;  a  fixed  white  light  of  the  fourth  order, 
varied  hy  a  white  flasli  every  two  minutes,  on  a  bluff  three-fifths  mile  west  of  the 
entrance  to  the  bay ;  a  fixed  white  light  of  the  sixth  order  180  feet  inside  of  the 
outer  end  of  the  west  pier,  and  a  fixed  red  light  of  the  sixth  order  at  elbow  of  west 
pier. 

Nearest  work  of  defense,  Fcrt  Ontario,  N.  Y. 

Money  statement, 

.July  1,  1893,  l>alance  unexpended $3, 610. 39 

.June  30,  1894,  amount  expended  during  fiscal  year 3,578.40 

July  1,  1894.  balance  unexpended 31. 99 

(  Amount  (estimated)  required  for  completion  of  existing  project 43, 000. 00 

J  Amouuttbatcanbeprofitably  expendedinfiscalyoarendingJune30, 1896    40,  000.00 
1  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
1^     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL   STATISTICS. 

(irvitt  Sodas  Harbor,  Xeiv   York,  during  fiscal  year  ending  June  30,  1S94. 

ARRIVALS. 


.Steamers. 


Sailing  vessels. 


Barges. 


Tr.a(le 
Iloiiie,  on  lake  . . . 

on 

It 

age 

(I 

in 

Num- 
ber. 

28 

Foreiijii,  (»ii  lake -   -  -     

4 

Total 

32 

AiiM'riraii  owno<l 

29 

Caiiadiau  owned . 

3 

Registered'  Xum-    Registered 
tonnage.   |    ber.    |    tonnage. 


1,348 
336 


37 


1,246 
5,  292 


1.684 


1,389  I 
295  I 


71 

~5 
GG 


6,538 


570  I 
5,968 


Sum  total,  117  arrivals;  1 1,98G  registered  tonnage. 

DEPARTURES. 


Homo,  on  lake  . . 
Fon-ijin,  on  lako 

Total 


31 
3 


34 


1,546 
214 


31 
39 


1,760 


70 


1,113 
5,518 


G,6:jl 


Num- 
ber. 

6 

8 

Registered 
tounage. 

1,730 
2,034 

14 

3,764 

8 
6 

2, 082 
1,682 

10 
4 

2,  753 
1,011 

14 

3,  764 

Sum  total,  118  departures :  12,155  registered  tonnage. 


Ci  roateat  <lra ft  of  vossol feet. .     11^ 

Greatest  tonnage  of  vessel registered  tons..  336 

Greatest  load  of  vessel net  tons..  064 
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Receipts  and  ahipmenis  h\j  lake  at  Great  Sodun  Uarhor,  Xexo  lorA*,  during  fiscal  year  end- 
ing June  SO,  1804. 


Trade. 


Iloino,  on  lake. .. 
Foreign,  on  lake. 


Total. 


liOceipta. 


Shipments. 


Passen- 
gers. 


Mer- 
clian- 
disc. 


Grain, 


;  Poles 
I    and 
.railroad     ber. 
:    ties.    ; 


:         I 

Lum-    Passen-    Liim 


gers. 


ber. 


j    Mer- 
:  chan- 
'    dise. 


Coal. 


'Set  torn  Net  tons    Tont. 

546  ■  5  1        557  j 

40 


Tons. 


582  ; 


■Net  tons  Net  ton9\Nei  tons 


006 


546 


5 : 


557 


40 


■  I 


18 


582 


606 


18 


997 
12.064 


13,061 


Navif?atiou  closed  November  20,  1893.    Navigation  opened  April  8,  1894. 

For  the  j^urpose  of  reduction  to  tons  weight  the  following  is  assumed: 

Barrels  oil,  7  equal  1  ton;   M  lumber,  1  equals  1^  tons:  crates  fruit,  20  eqaal 

1  ton;  railroad  ties  and  poles,  12  equal  1  ton;   cords  wood  and  poles,  1  equals  1^ 

tons;  live  animals,  4  equal  1  ton. 


P  P  4. 

IMPROVEMENT  OF  HARBOR  AT  LITTLE  SODUS  BAY,  NEW  YORK. 

OBJECT. 

To  secure  a  channel  from  Lake  Ontario  into  Little  Sodus  Bay  of 
navigable  width  and  of  depth  not  less  than  15  feet  at  extreme  low 
water. 

Littlt^.  Sodus  Bay  is  2  miles  long,  three-fourths  of  a  mile  wide,  is  deep 
and  landk)cked,  and  is  situated  midway  between  Oswego  and  Great 
Sodus,  or  13  miles  west  of  Oswego.  It  is  the  coal-shipping  port  on 
Lake  Ontario  for  the  Lehigh  Valley  Eailroad. 


PROJECT. 

To  contract  by  breakwaters  the  entrance  to  the  bay  to  a  width  of 
250  feet  and  maintain  a  channel  200  feet  wide  and  15  feet  deep  at 
extreme  low  water  by  parallel  piers. 

Th(»  following  appropriations  have  been  made  for  this  work : 

^lay  2I>,  1S28,  an  act  appropriating  (for  survey  of  sliore  between  Charlotte  and 

Oswego  with  a  view  to  iinprov(;mcnt  of  harbors) $400. 00 


August  JO,  isr>2 $10,  000.  00 

Ai)ril  J),  IHGl 1,  778.  3() 

April  1),  1H(U 2,  224.  00 

April  1),  18G1   0.0.  00 

.June  23,  ISOG :«,  810.  41 

Marcli  2.  18(17 50,  000.  00 

April  10,  1800 1,  500.  00 

.Jiilv  11,  1S7() .5,000.00 

Mairh  :$,  1871 15,  000.  00 

Juno  10.  1S72 1.5,  000.  00 

Mnrcli ;{.  1S73 15,  000.  00 

.Jnn('2:!.  1S74 1.5,000.00 

March  ;j,  1875 10.000.00 


August  14, 1876 $5,000.00 

June  18,1878 10,000.00 

March  3.  1879 5,000.00 

Juno  11,  1880 20,  000. 00 

March  3,  1881 20,000.00 

August2.  1882 25,000.00 

Juh  5,  1884 10,000.00 

August  5.  1880 12,  500.  (X) 

August  10. 1888 10,  000. 00 

Scptouibor  19,  1890 13,  000.  00 

Julv  13,  1892 6, 000. 00 


Total 310,941.77 


PRESENT    WORKS. 


The  project  has  ])eeu  comph^cd,  except  that  the  west  and  the  east 
Jetties  lack  200  feet  and  405  feet,  respectively,  of  reaching  tbc  15-foot 
curve  and  that  the  whole  of  the  cliannel  between  the  jetties  has  not 
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been  dredged  to  15  feet,  12  feet  at  extreme  low  water  being  the  govern- 
iug  depth. 

A  narrow  channel  was  dredged  through  the  hardpan  bar  last  fall, 
in  which  there  is  a  depth  of  not  less  than  15  feet  at  low  water.  This 
channel  is  about  40  leet  wide,  and  is  parallel  to  the  west  jetty  and 
about  30  feet  from  it. 

With  this  exception  the  undredged  part  of  the  channel  is  the  outer 
500  feet  of  the  space  between  the  present  jetties  and  200  feet  additional 
beyond  the  end  of  the  west  jetty.  The  material  is  tough  hardpan, 
requiring  blasting  before  it  can  be  dredged. 

The  breakwaters  and  jetties  which  contract  the  entrance  and  define 
and  shelter  the  channel  were  begun  in  1854,  though  the  works  now 
forming  the  harbor  were  built  since  1867.  They  consist  of  crib- work 
breakwaters  extended  from  the  west  and  the  east  sides  of  the  entrance 
(naturalJy  2,500  feet  wide  in  1867)  upon  the  gravel  bar,  which  is  char- 
acteristic of  this  and  of  all  the  bays  on  the  south  shore  of  Lake 
Ontario. 

The  breakwaters  were  built  to  the  sides  of  the  natural  cut  through 
the  bar  (which  was  IJ  feet  deep  in  1853  and  5 J  feet  deep  in  1866)  s]ind 
were  thence  extended  north  to  deep  water  in  the  lake  by  parallel  jetties 
250  feet  apart. 

Tliese  structures  were  formed  of  cribs  each  20  feet  wide  and  30  feet 
long,  sunk  end  to  end  upon  the  natural  bottom  in  as  close  contact  as 
practicable  by  filling  them  with  loose  stone  gathered  frpm  the  shores 
of  the  bay  and  lake  and  by  dredging  gravel  and  dumping  it  into  them. 

The  cribs  were  formed  of  sawed  hemlock  timber  12  inches  square 
and  10  by  12  inches,  which  was  framed  together  and  bolted  with  iron 
bolts.  The  cribs  had  tight  plank  floors,  and  the  earlier  ones  were 
allowed  to  settle  into  the  natural  gravel  and  sand  bottom  for  part  of 
the  season  before  building  the  continuous  superstructure  of  12  by  12 
inch  pine  timber,  also  filled  with  loose  stone.  For  the  later  cribs  a 
foundation  was  prepared  by  dredging  a  trench  or  by  depositing  riprap. 

At  each  side  of  the  bay  the  junction  of  the  breakwaters  with  the 
shore  was  eft'ected  by  stake  and  fascine  structures,  intended  to  aid  the 
accretion  of  drift. 

The  different  i)ortions  of  the  work  are  described  as  follows: 

In  every  case  where  depth  of  water  is  mentioned  in  this  report  the 
depth  at  extreme  low-water  level,  or  at  the  zero  of  the. Oswego  gauge, 
is  meant. 

(/)  West  breakwater, — The  original  structure  was  built  in  1868,  and 
was  a  peculiar  one,  specially  designed  for  this  place.  It  was  of  tri- 
angular cross  section,  with  13  feet  base  and  13  feet  sides,  built  in  sepa- 
rate sections,  2iTfeet  long,  of  6  by  6  inch  hemlock  frames,  planked  inside 
with  2inch  hemlock  plank,  the  whole  filled  with  loose  stone  and  sunk 
upon  the  crest  of  the  bar  at  a  depth  of  half  a  foot  to  2  feet.  Its  total 
length  from  the  west  shore  to  the  west  jetty  was  650  feet.  The  break- 
water v>  as  built  in  1868  and  was  destroyed  the  same  year. 

In  1870-71  the  present  rectangular  crib-work  structure,  469  feetlong 
and  1 0  feet  wide,  was  built  30  feet  outside  of  and  parallel  with  the  origi- 
nal  one.  It  is  still  in  place,  though  much  decayed.  All  but  90  feet 
adjoining  the  west  jetty  is  buried  beneath  the  accretion  of  the  west 
beach,  and  this  90  feet  was  repaired  in  1887. 

(i^)  West  pier  or  jetty. — This  is  1,960  feet  long  and  20  feet  wide,  extend- 
ing across  the  bar  north  to  deep  water  in  the  lake. 

The  structure  is  made  up  of  the  following  parts: 

Section  A,  186  feet  long,  which  was  built  in  1854.     It  has  never  been 
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repaired.    A  beach  having  formed  outside  of  it,  it  is  no  longer  neces- 
sary to  maintain. 

Section  B,  50  feet  long,  built  in  1854,  last  repaired  in  1867. 

Section  0,  800  feet  long,  built  in  18C7-'G8,  last  repaired  in  1889. 

Section  D,  150  feet  long,  built  in  1870-'71,  last  repaired  in  ISSO-'DO. 

Section  E,  242  feet  long,  built  in  1881,  has  not  been  renewed. 

Section  F,  272  feet  long,  built  in  1883,  has  not  been  repaired. 

Section  G,  200  feet  long,  built  in  1885,  has  not  been  repaired. 

(3)  Eant  brealicatcr. — This  is  1,850  feet  long,  consisting  of  1,080  feet 
of  shallow  crib  work,  is  20  feet  wide,  placed  upon  the  crown  of  the  bar, 
in  depth  varying  from  half  a  foot  above  extreme  low  water  to  2J  feet 
below  the  same  plane.  It  extends  from  near  the  east  side  of  the  bay 
to  the  east  jetty,  its  junction  with  the  east  shore  being  effected  by  170 
feet  of  stake  and  fascine  work. 

Its  details  are  as  follows: 

Section  A  is  170  feet  long  and  8  feet  wide,  and  was  built  in  1885  from 
the  east  shore  to  the  crib-work  breakwatei,  which  it  Joins  50  feet  west 
of  the  east  end. 

It  consists  of  stakes  and  wire-bound  fascines,  made  from  the  trunks 
and  branches  of  hard-wood  brush,  the  whole  paved  with  stone  gath- 
ered from  the  lake  shore.  It  has  stood  without  attention  and  is  cov- 
ered by  the  accretion  of  sand  and  gravel. 

Section  B  is  150  feet  long  and  20  feet  wide,  and  was  built  in  1878, 
forming  the  east  end  of  the  breakwater.  It  has  not  since  been  renewed, 
except  its  western  50  feet,  which  was  included  in  the  portion  rebuilt  in 
parapet  form  in  1891. 

Section  O,  750  feet  long,  built  in  1875,  last  repaired  in  1891. 

Section  D,  540  feet  long,  built  in  1874,  last  repaired  in  1889-90. 

Section  E,  240  feet  long,  built  in  1873,  last  repaired  in  1889-'90. 

EaHtjHiy, — This  is  1,510  feet  long  from  the  west  end  of  east  break 
water  across  the  bar  to  llA  feet  of  water  in  the  lake.     It  is  parallel  to 
the  west  jetty,  and  250  feet  from  it.     The  details  are  as  follows : 

Section  A,  512  feet  long,  built  in  1872-'73,  last  repaired  in  1887. 

Section  I>,  757  feet  long,  built  in  1881-'82,  has  not  been  renewed. 

Section  ( ',  241  feet  long,  built  in  1883,  has  not  been  repaired. 

Section  D.  This  jetty  still  lacks  about500  feet  of  its  proposed  length. 
A  full  history  ol  this  work  was  published  in  the  Annual  lieport  of  the 
(3hief  of  Engineers  for  1892. 

(  IIANNEL. 

Prior  to  beginning  the  construction  of  jetties  there  was  no  permanent 
natural  channel  across  the  bar  which  closed  the  entrance  to  the  bay. 

The  general  width  of  this  bar  from  dee])  water  AV^thin  the  bay  to 
deep  water  in  the  lake  outside  was  from  GOO  to  900  feet  between  0-Voot 
curves,  about  2,000  feet  between  12foot  curves,  and  2,000  feet  between 
15-foot  curves.  These  Jind  all  depths  stated  in  this  report  are  at 
extreme  low-water  level,  which  coincides  with  the  ])lane  of  zero  of  the 
Oswego  gauge,  which  was  established  at  extreme  h)w-water  level  in 
1837. 

The  natural  de])ths  uimii  the  <*rest  of  the  bar  and  in  the  channel 
across  it  varicMl  from  time  to  time. 

In  1828  and  in  1815  the  crest  of  tiie  bar  was  above  water  for  most  of 
the  distance  across  the  bay,  the  channel  (at  the  same  i)lacc  as  the 
l)resent  one)  being  stated  in  the  Annual  Ttei)ort  for  1847  *'  to  have  but 
2  feet  of  water.  If  this  meant  the  actual  depth,  which  seems  probable^ 
its  rediurtion  to  extreme  low- water  level  would  ijive  but  half  a  foot. 
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In  1853,  just  before  the  first  jetty  coustriictiou,  the  depth  was  IJ  feet 
below  extreme  low  water,  which  was  in  1854  increased  by  dredging 
under  the  shelter  of  the  west  jetty  to  0  feet.  The  amount  of  material 
then  removed  to  make  the  channel,  which  appears  to  have  been  about 
450  feet  long  and  80  feet  wide,  must  have  been  about  4,000  cubic  yards. 

In  ISOG,  wlien  the  next  work  of  improvement  was  begun,  a  detailed 
survey  showed  this  cut  to  be  5i  feet  deep. 

Dredging  in  the  channel  was  resqrted  to  in  1868-'01>,  and  again  in 
1871,  and  suflicient  material  was  removed  from  the  channel  to  secure  a 
depth  of  10  feet  between  the  jetties. 

in  1875,  a  shoal  about  100  ieet  wide  had  formed  across  the  channel 
by  sand  drift  around  theouter  end  of  the  west  jetty,  which  then  extended 
only  to  the  9  foot  curve.  This  shoal  had  8  feet  depth,  and  1,592  cubic 
yards  were  dredged  from  it  at  25  cents  per  cubic  yard  to  make  a  pass- 
age 80  feet  wide  next  to  the  west  jetty.  An  exceptionally  high  stage 
of  water  i)revailed  in  the  lake  in  1870,  and  no  further  dredging  was 
done  until  1871),  when  deepening  the  channel  to  15feetdepth  atextreme 
low  water  was  begun.  J)uring  1870  and  1880  and  1881  there  were 
removed  25,031  cubic  yards  of  gravel,  sand,  and  mud,  at  18  cents  per 
cubic  yard,  scow  measurement,  and  the  work  was  continued  in  1881  at 
17^  cents  per  yard.  At  the  latter  rate  43,5G2  cubic  yards,  scow  meas- 
urement, were  removed  up  to  December  1,  1881,  making  15  feet  depth 
at  extreme  low  water  for  200  feet  width  and  1,700  feet  length.  This  car- 
ried the  excavation  out  as  far  as  the  west  jetty  then  extended,  242 
feet  beyond  the  lighthouse  pier  head.  The  jetty  was  extended  472 
feet  farther  in  1883  and  1885,  but  no  attempt  was  made  to  extend  the 
excavated  channel,  as  the  fact  was  developed  that  the  material  com- 
posing the  remainder  of  the  bar  was  a  tough  hardpan,  instead  of  gravel 
and  sand,  as  the  rest  had  been,  and  money  for  its  removal  was  not 
available,  20,000  cubic  yards  being  the  excavation  required  to  make  15 
feet  depth,  tlie  estimated  cost  being  $1  per  cubic  yard. 

In  1801  the  space  between  the  jetties  had  gradually  shoaled  to  about 
12  feet  by  the  deposit  of  loose  sand  and  mud. 

In  1801  7,257  cubic  yards  of  sand  and  541  cubic  yards  of  hardpan 
was  removed  from  between  the  jetties  by  the  United  States  dredging 
plant;  and  in  1893, 12,590  cubic  yards  of  sand  and  1,777  yards  of  hard- 
pan  were  removed  by  the  same  means,  with  the  result,  as  before  stated, 
of  making  a  narrow  channel  of  the  required  depth  through  the  hardpan 
bar  to  deep  water  in  the  lake. 

OPERATIONS. 

The  United  States  dredging  plant  was  sent  to  Little  Sodus  on  the 
11  th  of  August,  1893,  and  began  work  at  once.  It  is  here  that  the  hard- 
l)an  bottom  is  found.  It  lies  near  the  outer  end  of  the  jetties,  forming 
a  bar  across  the  entrance,  upon  which  there  is  but  12  feet  depth  at  low 
water.  The  width  of  the  bar  is  800  feet.  The  material  is  too  hard  to 
be  dredged  economically.  A  good  dredge  can  only  get  up  30  or  40 
yards  a  day,  and  to  do  this  the  dipper  has  to  be  armed  with  very  large 
and  powerful  steel  teeth,  and  these  wear  down  so  fast  that  they  have  to 
be  taken  otf  and  sharpened  every  second  day.  To  assist  the  dredge 
in  breaking  up  this  hard  material,  resort  was  had  to  surface  blasting. 
High  grade  Atlas  powder  was  used  in  charges  of  25  pounds.  It  was 
feared  that  larger  charges  would  injure  the  jetties.  The  cartridges 
that  made  up  the  charge  were  placed  together  in  a  bag,  sunk  to  the 
bottoai  in  the  proper  place,  and  lired  by  an  electric  exploder.    The explo- 
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S'ons  all  seemed  to  be  sharp  and  complete,  and  the  water  tamping, 
owing  to  the  stage  of  the  lake,  was  about  14  feet.  Nevertheless  the 
effect  on  the  bottom  seemed  to  be  almost  nothing.  The  material  was 
just  about  as  hard  to  dig  as  before,  and  careful  soundings  made  imme- 
diately after  a  shot  failed  to  reveal  even  a  moderate  depression  at  the 
point  where  the  charge  had  rested. 

An  Ingersoll  steam  rock  drill  was  then  mounted  on  a  scow,  and  sent 
to  Little  Sodus  to  try  the  effect  of  the  explosive  when  fired  in  drilled 
holes,  (xreat  dilliculty  was  experienced  in  drilling,  owing  to  the  tool 
very  frequently  becoming  jammed  between  the  hard  round  bowlders 
that  were  thickly  embedded  in  the  hardpan.  Many  delays  also  occurred 
from  bad  weather,  for  most  of  the  work  had  to  bo  done  outside  the 
shelter  of  the  jetties,  and  a  very  moderate  sea  on  the  lake  was  suffi- 
cient to  stop  drilling.  However,  some  85  holes  about  5  feet  deep  and  8 
or  10  ieet  apart  were  drilled  and  fired  along  the  proposed  cut.  The 
charged  used  was  abo.ut  5  i)()unds  to  the  hole.  The  material  was 
undoubtedly  loosened  some^vhat  by  these  shots,  but  the  effect  was  less 
than  one  would  have  expected — less,  certainly,  than  it  would  have 
been  in  ordinary  rock. 

On  the  17th  of  November  the  whole  plant  was  brought  back  to 
Oswego  and  laid  up  for  the  winter.  During  the  time  it  was  employed 
the  dredge  removed  12,590  cubic  yards  of  sand  and  1,777  cubic  yards 
of  hard  material  from  the  channel. 

There  was  exi)ended  in  connection  with  the  work  at  this  place  for 
labor  and  material  $5,841.90,  and  for  engineering  and  office  exx)enses 
$400.23. 

REMARKS. 

The  completion  of  the  ])rqject  recpiires  about  005  linear  feet  of  jetty 
extension  and  the  dredging  of  some  18,500  cubic  yards  of  hard 
material.  As  all  the  material  from  the  outer  end  of  the  jetties  to  the 
15- foot  curve  in  the  lake  a])pears  to  be  hardpan,  it  is  reasonable  to 
expect  that  a  cut  once  dredged  through  it  would  remain  open,  unless 
it  was  lillcd  hy  sand  moving  out  beyond  the  ends  of  the  jetties  from 
the  l)(*ach. 

There  is  no  evidence  that  tlu^  beach  sand  is  moved  out  as  far  as  this. 
Even  if  the  sand  does  move  out  and  deposit  in  the  cut  in  moderate 
(juantities,  it  might  be  chc^aper  to  maintain  the  channel  by  occasional 
(Iredging  than  it  would  be  to  keej)  the  increased  length  of  jetties  in 
re])air. 

It  is  ])ro|)er  to  invite  attention  to  the  fact  tiiat  the  United  States  has 
constructed  some  5,78!)  linear  feet  of  j(^tties  and  breakwaters  at  this 
l)lac(%  of  which  l,tK)4  i'Qvt  is  valuable  and  necessary  to  the  maintenance 
of  the  harbor.  The  rest  has  been  absorbed  by  the  advance  of  the 
shore  line,  and  furtiier  rei)airs  to  it  will  probably  not  be  reijuired. 

Four  thousand  nine  hundred  fe(^t  of  jetty  work,  in  round  numbers, 
th(M"efore,  must  be  kept  in  good  order.  As  elsewhere  explained,  it  is 
(toniposed  of  tim])er  cribs  iilled  with  stone.  The  part  that  is  below  the 
water  is  not  subi<'ct  to  decay  and  only  needs  rei)airs  when  it  is  injureil 
by  collisions  or  stoinis — accidents  of  unfrecjuent  occurrence. 

r>ut  the  timber  whicli  is  above  water  and  which  forms  the  super- 
stincture  is  in  a  situation  very  unfavorable  to  its  durability.  Its  use- 
ful life  is  IVoiii  twelve  to  fifteen  years.  It  is  not  wholly  decayed  at  the 
end  of  this  jKM'iod,  l)nt  it  ought  to  be  renewed  before  its  strength  is 
too  nuicli  im|)aired,  otiierwisc*  it  is  liable  to  give  way  in  a  severe  storm 
and  great  damage  result  to  the  whole  struc'ture. 

The  cost  of  the  superstructure  of  the  kind  used  here  is  about  $11  a 
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ruiming  foot.  There  is  now  1,G92  feet  of  it  liere  that  is  from  eleven  to 
sixteen  years  old.  It  needs  renewal  now,  and  will  cost  $19,000.  This 
sum  is  not  included  in  the  amount  required  to  complete  the  existing 
project. 

Name  of  harbor,  Little  Sodus  Bay,  New  York.  Collection  district,  Oswego,  X.  Y. ; 
nearest  light-house,  Fair  Haveu,  N.  Y. ;  a  iixed  white  light  of  the  fourth  order  near 
the  head  of  the  west  pier,  a  fog  bell  attached;  a  mast  range  light  at  the  inner  end 
of  west  pier.     Nearest  work  of  defense,  Fort  Ontario,  N.  V. 

Money  statement. 

July  1,  1893,  balance  unexpended $0,430.35 

June  30,  1894,  amount  cxi>ended  during  liscal  year 6,  308.  19 

July  1,  1894,  balance  unexpended 122. 16 

«  - 

{Amount  (estimated)  required  for  completion  of  existing  project 52,500.00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896    40, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMEKCIAL    STATISTICS. 

Little  Sodas  Jlarhor^  Nexo  Yorky  during  fiscal  year  ending  June  30,  1S94. 

ARRIVALS. 


Trade  engagwl  in. 


Homo,  on  lake  .. 
Korcif^n,  on  lake 


Total 


AnK'rioan  owncxl. 
Canadian  owned. 


Sailing  vessels. 


Registered 
tonnage. 

2.546 
8,656 


Barges. 


Num- 
ber. 


17 
82 


Registered 
tonnage. 


5,760 
22, 099 


11,202 


1,845 
9,357 


99 


-L 


27,  859 


14 
85 


5, 179 
22,680 


Sum  total,  2U  arrivals;  43,238  registere*!  tonnage. 

DEPARTURES. 


IIo!iU',  on  lako  .. 
Foreign,  on  lake 

Total 


20 
26 


46 


1.482 
2,695 

4 

65 

4.177 

69 

421 
10,  781 


11,202 


4 
95 


1.795 
26,064 


99 


27,859 


Sum  total,  2U  departures;  43,238  registered  tonnage. 

( Jrcatost  draft  of  voasel feet . .     12. 6 

(Ireatest  tonnage  of  vessel registered  tonnage. .      679 

(Jrcati'st  load  of  vessel net  tons  coal. .  1, 107 


Jicccipfs  ((rid  shipments  by  lake  at  Little  Sodus  Harhor,  New  York,  during  the  fiscal  year 

ending  June  30,  1894. 


Receipts. 

Shipments. 

Trade. 

Merclian-      ^.  , 
dise.           ■^'*''- 

Net  tons.    Xet  tons. 
232 

Railroad 
ties. 

Posts. 

Lumber, 

Merchan- 
dise. 

Coal. 

Home,  on  lake    

Tons. 

Tons. 

Tons. 
9 

Net  tons.    Xet  tons. 
2  I        1  T-W 

l''orei;^n,  on  lake 

2,141 

247 

02, 165 

r                                       —"4 

1 

Total 

2                24 

2, 141              247 

9 

63,922 

Navitxation  closed  November  30, 1893;  navigation  opened  April  9, 1894. 

For  tho  ])urpt)S(;  of  reduction  to  tons  weight  the  followingis  assumed:  Barrels  oil, 
7  equals  1  ton ;  M  lumber,  1  equals  1^  tons;  crates  of  fruit,  20  equals  1  ton;  railroad 
ties  and  poles,  12  equals  1  ton;  cords  of  wood  and  posts,  1^  equals  1  ton;  live  ani- 
mals, 1  equals  1  ton. 
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PP5. 

IMPROVEMENT  OF  HARBOR  AT  OSWEGO,  NEW  YORK. 

OBJECT. 

To  provide  a  basin  sufficient  for  the  needs  of  commerce  at  the  mouth 
of  the  Oswego  Kiver,  New  York,  on  Lake  Ontario,  and  to  secure  and 
maintain  a  navigable  channel  into  said  basin  and  river. 

PROJECT. 

1827. — To  inclose  by  breakwaters  a  western  basin  of  11  acres  area 
outside  the  bulkhead  line,  and  an  eastern  basin  of  0  acres  outside  the 
bulkhead  line,  and  t(5  jirotect  the  entrance  channel  by  piers.  (Com- 
pleted 1829;  pier  extended  1869.) 

1870. — To  inclose  by  a  breakwater  of  crib  work  filled  with  stone  a 
western  basin  of  100  acres  area  outside  the  9-feet  curve  and  the  existing 
western  breakwater.     (Completed  in  1882.) 

1882. — To  build  an  eastern  breakwater  on  the  alignment  of  the  west- 
ern, sheltering  an  eastern  basin.  But  little  work  was  done  upon  this 
structure,  and  in  1888  this  portion  of  the  project  was  abandoned  and 
the  few  cribs  that  had  been  sunk  were  removed. 

1883. — To  build  spurs,  projecting  from  lake  face  of  western  break- 
water for  the  purpose  of  breaking  the  accumulated  and  reflex  waves 
occasioned  by  that  breakwater,  which  have  rendered  the  entrance 
exceptionally  difficult  and  dangerous  during  storms.  (Completed  in 
1889.) 

1801. — To  make  permanent  and  to  shelter  tlic  western  entrance  to  the 
outer  harbor. 

1803. — To  improve  the  inner  harbor  by  the  removal  of  rock  so  as  to 
afford  a  depth  of  15  feet  at  extreme  low  water  for  a  distance  of  several 
hundred  feet  up  the  river. 

The  following  appropriations  Iiave  been  made  lor  this  work. 


March  20, 1820 

March  2,  1«27 

May  19,  1828 

March  8, 1829 

March  2,  1S:^1 

March2, 18:n 

March  2,  1831 

March  2,  1881 

February  24, 1882 

March  2, 1888 

Junc28,  1884 

July  2,  18:^() 

March8,  1887 

July  7.  1888 

Juiicll,  1844 

Angust20, 1852 

August,  18(30,  allot  lucnt 
transferred  from  Light- 
houKO  

June  28, 1864,  allotment 

June  28,  18()0 

March  2,  18(37 


$20().  00 

38,  348.  U 

J),  588.  89 

7, 472.  00 

2,  812.  92 

18, 600.  00 

519. 00 

84.  92 

19,  000.  00 
8,  400.  00 

80,  000.  00 

20,  000.  00 
15,  000.  00 
4(3.  0(37.  00 
20,  000.  00 
40,0(K).00 


80,  0(X).  00 
25,  000.  00 
45, 000.  00 
(30, 000.  00 


$20, 
90 


July  25,  1868,  allotment. . . . 
Ai»ril  10, 18G9,  allotment. . . . 

April  10, 1869,  allotment 6, 

July  11,  1870 50, 

March  8,  1871 100, 

Juno  10,  1872 100, 

Marcli  8,  1878 100, 

Juno  28,  1874 75, 

March  8,  1875 90, 

August  14,  187() 90, 

Juno  18,  1878 90, 

March  8,  1879 90, 

June  II.  1880 90, 

Marcli  8, 1881 50, 

August2,1882 80, 

July  5,  188t 80, 

August  6,  1886 71, 

August  10,  1888 100, 

September  19,  1890 30, 

July  18,  1892 40, 


000.00 
275. 00 
000.00 
000.00 
000.00 
000.00 
000.00 
000.00 
000.00 
000.00 
000  00 
000.00 
000.00 
000. 00 
000.00 
000. 00 
250. 00 
000.00 
000.  00 
000.00 


Total 1,805,612.87 


niESENT    WORKS. 


The  ])resent  wcnks  consist  of — 

(1)  The  inner  west  breakwater,  which  lies  wholly  within  the  outer 
breakwater,  by  which  it  has  been  superseded. 


APPENDIX  P  P REPORT  OF  CAPTAIN  KINGMAN.    247? 

« 

(2)  The  inner  east  breakwater,  which  has  been  private  property  since 
1852. 

(3)  The  fort  wharf,  which  constitutes  a  storage  place  for  harbor 
material. 

(4)  The  outer  west  breakwater,  whose  maintenance  constitutes  the 
principal  work. 

(5)  The  detached  spurs  outside  the  outer  breakwater,  two  of  which 
have  been  built,  and  of  which  two  more  are  proposed  to  shelter  the 
l^resent  western  opeuiuji^. 

(G)  The  deepening  of  the  entrance  and  river  channel  in  the  inner 
harbor. 

These  works  are  described  as  follows: 

(1)  The  inner  west  hrcaltcater. — This  is  1,993  feet  long,  of  masonry 
and  crib  work  of  varying  widths,  and  was  built  between  1827  and  1837. 
It  is  composed  of  the  following  parts: 

Section  A,  the  shore  arm,  is  250  feet  long,  30  feet  wide,  and  has  a 
crib-work  base  built  in  1828,  with  superstructure  reconstructed  of  cut 
limestone  masonry,  in  paraijet  form,  in  1837-'38.    In  fair  preservation. 

Section  B,  from  the  angle^stward,  110  feet.  The  same  description 
as  the  last,  except  that  its  condition  is  ruinous. 

Section  C,  located  back  of  Section  B,  overlapping  it  and  extending 
past  it  a  distance  of  138.8  feet,  including  a  10-foot  passage  for  boats  cut 
through  its  cast  end  in  1884, 

This  section  is  of  crib  work,  22  feet  wide,  built  back  of  the  ruined 
masonry  structure  in  1854.  Its  superstructure  was  rebuilt  on  its  south 
or  harbor  face  in  1887,  and  on  its  lake  face  in  1891.  It  serves  to  shelter 
the  United  States  reservation  slip,  where  the  United  States  boats, 
scows,  and  dredge  are  moored,  and  to  provide  storage  places  for  timber 
needed  for  repairs. 

Section  D  is  838.2  feet  long,  in  prolongation  of  the  line  of  the 
masonry  portion  of  the  lake  arm  eastward,  and  extends  to  the  light- 
house pier  head. 

It  was  built  in  1828-'29,  and  its  superstructure  was  rebuilt  and 
repaired  in  1844,  1854,  18G0,  18G7,  1874,  and  was  burned  in  the  great 
fire  of  1881. 

It  was  transferred  to  the  Light-House  Department  in  1880  and  was 
rebuilt  by  the  Light-House  Department  in  1889,  in  parapet  form.  The 
superstructure  is  built  of  12  by  12  inch  pine  timber,  filled  with  loose 
stone  and  decked  with  3-inch  ])ine  plank.  It  is  27  feet  wide,  founded 
upon  the  original  crib  work  30  feet  wide.  At  the  west  end  of  this  sec- 
tion a  small  crib-work  jetty  has  just  been  built  in  1892, 12  feet  wide  and 
48  feet  long,  to  shelter  the  passageway  for  boats  from  the  outer  to  the 
inner  harbor.  The  jetty  is  formed  of  a  piece  of  parapet  and  of  old 
timber  from  the  1884  breach  in  the  outer  breakwater,  and  its  super- 
structure is  of  blocks  of  stone  taken  from  the  adjoining  lake  bottom. 
A  bridge  crosses  the  passageway  high  enough  to  permit  the  passage  of 
the  Life-Saving  Service  boat  at  extreme  high  water. 

Section  E  is  the  light-house  pier  head  of  irregular  form,  extending 
92  feet  on  prolongation  of  the  line  of  the  breakwater  and  132  feet  at  a 
right  angle  to  it  northward.  Upon  a  mass  of  loose  stone,  inclosed  by 
the  cribs  forming  the  pier-head  substructure,  stands  the  masonry  light- 
house which  was  built  in  183G.  The  cribs  were  built  in  1835,  audits 
superstructure  was  repaired  and  rebuilt  repeatedly  until  the  transfer 
to  the  light-house  department  in  1880,  by  which  department  it  was 
last  repaired  in  1889. 
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Section  F  is  432  feet  long  in  prolongation  northward  into  the  lake  of 
the  pier  head  and  is  30  feet  wide.  It  is  not  inclnded  in  the  transfer  to 
the  lighthouse  department.  It  was  built  in  18G9-1871,  and  is  now 
undergoing  thorough  repair  for  the  first  time. 

(^)  The  inner  east  breakwater. — This  is  750  feet  long,  30  feet  wide, 
and  is  located  on  the  prolongation  eastward  of  the  line  of  the  inner 
west  breakwater,  from  whose  pier  head  it  is  distant  357  feet.  The 
Oswego  lliver  flows  between  them  into  the  lake. 

From  this  point  the  breakwater  extends  to  the  east  shore,  beneath 
Fort  Ontario.  It  was  built  in  1828-'29  in  the  same  manner  as  the  west 
breakwater.  It  was  repaired  in  1844,  and  1852  was  transferred  to 
Gerrit  Smith,  esq.,  whose  estate  since  185!i  has  owned  and  maintained 
it,  building  under  its  shelter  wharf  property  which  for  many  years 
was  very  valuable,  but  which  is  now  not  so  much  used  as  formerly.  In 
consequence,  the  breakwater  has  not  been  properly  maintained  for 
some  years  past,  and  it  is  now  in  a  damaged  state. 

(3)  The  fort  wharf. — This  is  the  landing  in  the  inner  harbor  for 
Fort  Ontario,  and  forms  a  part  of  the  United  States  reservation  per- 
taining to  that  fortification.  It  has  been  ^  value  in  connection  with 
the  harbor  improvement  as  a  storage  place  for  timber  and  stone  and 
for  framing  and  launching  cribs.  It  has  a  water  front  of  about  250 
feet,  with  an  area  of  about  100  feet  by  200  feet.  The  crib  work  forming 
its  water  front  was  built  in  1839,  when  the  fort  was  built;  was  repaired 
in  18G3,  when  the  fort  was  reconstructed,  and  has  recently  been  repaired 
above  line  of  no  decay  for  use  on  the  harbor  work.  It  is  now  in  good 
order. 

(i)  Outer  icest  breakwater. — This  is  G,033  feet  long,  inclosing  100  acres 
outside  the  9-foot  curve  of  what  was  formerly  the  open  lake  front  of 
the  city  and  of  the  inner  harbor.  It  starts  from  the  lake  shore,  nearly 
a  mile  westward  from  the  river  outlet,  and  extends  eastward  upon  a 
line  generally  parallel  to  the  lake  front  and  1,200  feet  from  it  to  a  i)oint 
opposite  the  entrance  to  the  inner  harbor. 

The  breakwater  is  formed  of  timber  crib  work  filled  with  loose  stone 
and  is  35  feet  wide  throughout. 

Its  substructure  is  formed  of  cribs,  each  35  feet  long  and  35  feet 
wide,  a  few  of  those  built  last  being  of  double  this  length.  Its  super- 
structure is  also  timber,  and  is  now  in  i^arapet  form.  Its  height  on 
the  shore  arm  is  9|^  feet  above  extreme  low- water  level;  on  the  lake 
arm,  13.^  feet. 

The  original  survey  for  the  location  of  this  breakwater  was  made  in 
September,  18G9,  the  plan  was  approved  by  the  board  of  engineers 
March  30, 1870,  and  the  work  of  construction  was  begun  on  July  5, 1871. 
It  was  completed  in  July,  1882.  Its  details  are  as  follows,  all  of  the 
cribs  being  built  ui)on  essentially  the  same  plan  as  tliose  of  the  shore 
arm  next  (lescribed : 

The  shore  arm  is  91G;\  feet  long,  from  a  liMlge  of  rock  forming  the 
shore  northeastward  into  the  lake  to  18  feet  depth  at  extreme  low 
water. 

Se(^tion  A  from  the  shore  84G|^  feet  was  built  in  1871-'72  of  cribs  each 
35  feet  long  and  wide,  sunk  in  contact  with  eacli  other  upon  the  natural 
bottom,  tiie  cribs  being  built  to  fit  the  irregular  ledges  of  reckon  which 
most  of  tliem  vrere  placed.  The  cribs  were  formed  of  12  by  12  inch 
hemlock  timber,  all  the  sticks  being  of  the  same  length — 35  feet. 

The  continuous  superstructure  built  the  same  season  upon  these 
cribs  was  formed  of  12  by  12  inch  pine  timber,  7  courses  in  height,  with 
horizontal  deck  8  feet  above  extreme  low  water,  of  3-inch  pine  plank 
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laid  crosswise,  3  inches  apart,  upon  G  by  12  inch  i^ine  joists,  loose  stone 
of  random  sizes  being  filled  in  to  the  top  of  the  joists.  The  planks  were 
fastened  by  9  by  ^  inch  spikes,  and  by  six  longitudinal  bands  of  2  by  J 
incli  flat  iron.  Their  deck  was  maintained  by  annual  repairs  of  varying 
extent  every  year  from  the.  first  until  the  rebuilding  of  the  super- 
structure upon  a  radically  different  model  in  1887.  It  has  required  no 
repairs  since. 

Section  B  is  70  feet  long  in  prolongation  of  the  last  section  to  the 
angle  of  the  lake  arm.  It  was  built  in  1871-'72,  at  the  same  time  and 
in  the  same  manner  as  the  last  section.  Its  superstructuie  had  the 
same  frequent  repairs  until  1884,  when  with  the  following  section  the 
superstructure  was  renewed  in  parapet  form  of  the  1884  model. 

It  has  received  some  repairs  during  the  year  1802,  and  the  super- 
structure on  the  exposed  face  needs  repairs  below  water. 

Section  C  of  the  lake  arm  is  2,910  feet  long  from  the  angle  eastward. 
Points  upon  the  lake  arm  are  described  by  naming  their  distances  from 
the  angle,  measuring  along  the  axis.  It  was  built  in  1872-1877  of  cribs 
each  35  feet  long  and  wide*,  of  depths  varying  from  18  to  30  feet.  The 
cribs  were  sunk  upon  the  natural  bottom  of  the  lake,  and  about  30  of 
the  first  ones  settled  more  or  less  irregularly  into  the  sand.  The  bot- 
tom upon  which  the  rest  stood  was  of  stones  and  gravel,  and  very  little 
settlement  took  place,  generally  about  1  to  2  feet  on  the  lake  surface. 

In  1884  tbe  entire  superstructure  was  renewed  in  parapet  form.  On 
December  8, 1884,  the  waves  of  an  exceptionally  severe  northwest  gale 
drove  140  feet  of  the  superstructure  through  into  the  harbor,  with  parts 
of  the  superstructure  down  to  9  feet  depth,  leaving  bulkheads  at  each 
side  of  the  break. 

The  opening  thus  made  through  the  breakwater  caused  so  marked 
an  improvement  in  the  sanitary  condition  of  the  inclosed  space  within 
the  harbor,  and  was  so  convenient  an  entrance  for  vessels  and  tugs,  that 
it  has  not  been  rebuilt,  and  will  be  made  a  permanent  opening.  Since 
the  building  of  the  1884  parapet  upon  this  section  of  2,910  feet  it  has 
received  damage  to  many  points  and  has  had  considerable  repair, 
though  much  less  than  required  by  the  original  flat  superstructure. 

The  part  of  the  breakwater  which  is  in  a  condition  needing  close 
attention,  and  which  may  need  radical  repairs,  is  that  near  the  1884 
breach.  The  actual  breach  was  limited,  as  above  described,  to  140 
feet,  and  it  has  not  since  extended.  But  the  superstructure  was 
strained  and  its  joints  opened  for  100  feet  farther  on  each  side,  and  it  has 
only  been  maintained  by  closely  watching  it  and  by  putting  in  screw 
bolts  and  steel  plates  to  check  indicated  yielding.  The  exposed  face  of 
all  the  cribs  of  the  substructure  below  w^ater  from  the  angle  eastward  for 
about  700  feet  (including  the  140  feet  breach)  is  more  or  less  shaken, 
and  shows  signs  of  weakness. 

Secition  1)  is  570  feet  long  in  prolongation  of  the  last  section  east- 
ward. It  was  built  in  1877-1879  with  its  cribs  placed  upon  the  natural 
bottom,  some  being  double  the  usual  length,  and  with  continuous 
superstructure,  which  was  8  feet  high  with  a  flat  deck.  The  super- 
structure received  repairs  at  various  times,  and  in  1800-'91  it  was 
renewed  in  parapet  form,  in  connection  with  the  following  section. 

Section  E  is  9U0  feet  long,  in  continuation  of  the  lake  arm.  Its  cribs 
were  built  in  1880  and  differ  from  all  the  preceding  ones  in  that  they 
had  a  foundation  prei^ared  by  dredging  a  trench  in  the  natural  sand 
bottom  »>  to  0  feet  and  55  feet  wide,  and  then  filling  it  with  random 
stone.  Its  superstructure  was  renewed  with  that  of  the  last  section  in 
1891. 

Section  F  is  490  feet  long,  in  continuation  of  the  lake  arm  to  the 
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eastern  angle.  The  cribs  were  built  in  1880-'82,  and  founded  upon 
random  stone  placed  in  a  trench  3  to  10  feet  deep  and  oIj  feet  wide. 
The  cribs  were  about  18  feet  deep,  and  the  original  superstructure  was 
built  eight  courses  high  with  a  flat  deck.  In  1884  the  parapet  super- 
structure was  built  upon  the  other,  all  of  white  pine,  without  the 
creosote  in  the  deck  and  supports  which  was  used  in  Section  C. 

It  was  damaged  by  a  schooner  which  was  wrecked  against  the  break- 
water in  1885,  but  the  shaken  timbers  held  together  until  1891,  when 
the  injury  was  repaired  in  an  effective  manner  by  screw-bolting  a  large 
steel  plate  to  the  face,  below  water,  and  filling  back  of  it  with  grout  of 
clear  cement. 

This  carries  the  description  to  the  east  end  of  the  lake  arm,  where  the 
channel  arm  extends  southward,  inclosing  the  beacon  crib. 

Section  G,  the  channel  arm,  is  246  feet  long  from  the  south  side  of  the 
lake  arm,  with  which  it  makes  about  a  right  angle  and  extends  inward. 
It  was  built  in  1882,  its  cribs  being  placed  upon  a  foundation  of  random 
stone,  filling  a  trench  dredged  4  to  10  feet  in  the  natural  sand  bottom, 
where  the  depth  of  water  was  20  feet  and  the  sand  15  or  more  feet 
deeper. 

The  superstructure  on  the  first  02  feet  next  the  lake  arm  had  origi- 
nally a  flat  deck  G  feet  above  extreme  low  water,  and  the  parapet  was 
added  in  1882,  like  that  on  the  preceding  section.  The  inner  184  feet 
has  still  the  flat  deck,  but  its  change  to  parapet  form  is  part  of  the 
project. 

Its  inner  angle  was  cut  into  12  feet  below  water  by  a  barge  in  1891, 
requiring  extensive  repairs. 

The  detached  spurs, — Under  the  project  of  1883  two  or  more  detached 
spurs  outside  of  the  outer  breakwater  were  provided  for.  Of  these  two 
have  been  built;  one,  situated  250  feet  west  of  the  eastern  end  of  the 
breakwater,  was  built  in  1885;  the  other,  situated  midway  of  the  length 
of  breakwater,  was  built  in  1889.  The  first  one  consists  of  a  single  crib 
100  feet  long,  40  feet  wide,  and  25  feet  deep,  with  4-inch  close  floors  4 
feet  above  the  bottom  and  with  vertical  sides  to  mean  water  level.  It 
is  placed  with  its  long  axis  at  a  right  angle  to  the  face  of  the  break- 
water, and  is  separated  from  the  latter  by  a  space  of  10  feet. 

The  natural  bottom  at  the  place  was  of  sand  15  or  more  feet  deep,  and 
a  trench  was  dug  for  each  side  and  each  end  of  the  crib  10  feet  deep  and 
15  feet  wide  at  bottom,  and  this  trench  was  filled  with  random  stone. 

The  riprap  base  thus  formed  extended  10  feet  outside  of  the  crib  line 
all  around.  It  was  leveled  at  21  feet  below  extreme  low  water,  and  the 
crib  sunk  ui)on  it.  It  wns  undermined  by  the  wave  action  along  the 
west  face,  and  in  1888  the  west  side  had  settled  to  7  or  8  feet  lower 
than  the  east  side.  It  now  stands  in  this  position.  Large  amounts  of 
dnMlge  material,  stone,  gravel,  etc.,  have  been  deposited  along  the  west 
side,  filling  it  up  to  10  feet  depth,  and  the  structure  appears  secure 
from  further  settlement.     It  has  not  since  been  repaired. 

The  second  detached  spur,  built  in  1889,  was  located  2,G00  feet  west- 
ward of  the  eastern  end  of  the  breakwater,  about  midway  of  its  length. 
It  {di>o  is  placed  with  its  long  axis  at  a  right  angle  to  the  breakwater 
face  from  which  a  10- foot  s])ace  separates  it.  Its  length  is  150  feet, 
with  a  bottom  width  of  40  feet,  a  surface  width  of  26J  feet,  and  a  top 
width  of  14  feet. 

The  sides  slope  regularly  from  5  feet  above  the  bottom  to  the  top  of 
the  superstructure.     It  has  not  since  been  repaired. 

It  now  needs  some  additional  stone  filling,  as  a  recent  examination 
shows  that  the  upper  i)ortion  is  emi)ty,  probably  due  to  settlement  of 
its  filling. 
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nARBOR   DREDGING   AND   RIVER   CHANNEL. 

1847. — The  first  dredging  of  which  there  is  record  was  done  in  1847, 
when  a  gravel  bar  which  liad  formed  across  the  river  channel,  appar- 
ently about  1,000  feet  inside  the  breakwater,  was  removed  at  private 
expense. 

1855. — Xhe  next  was  in  1855,  when  the  United  States  dredge,  under 
direction  of  the  engineer  in  charge,  was  engaged  in  deepening  the 
entrance  to  the  river  near  the  head  of  the  upper  island  at  the  expense 
of  the  city. 

1801. — This  dredge  was  sold  in  1801,  for  lack  of  funds  to  maintain  it. 
No  other  dredging  is  reported  up  to  this  date  and  it  is  not  likely  that 
any  had  been  done,  as  the  harbor  and  its  entrance  had  a  general  depth 
in  excess  of  the  draft  of  the  lake  vessels. 

1866-^69. — In  18GG  the  inner  harbor  adjoining  the  west  breakwater 
was  too  shoal  to  accommodate  the  increased  draft  of  vessels  to  12  feet, 
and  its  dredging  was  commenced.  The  quantity  and  price  of  excava- 
tion is  not  stated,  but  $29,451  was  thus  expended  to  June  30, 1867, 
when  about  $12,000  was  estimated  as  the  cost  of  completing  it.  The 
work  was  continued  and  finished  in  1868  and  1809,  12  feet  depth  at 
extreme  low-water  level  being  reported  in  the  west  inner  harbor. 

1881. — No  further  dredging  was  done  until  June,  1881,  when  work 
under  contract  was  begun  for  deepening  the  river  channel  from  the 
entrance  near  the  light-house  to  the  head  of  the  island  at  the  foot  of 
Schuyler  street,  for  a  length  of  1,426  feet  and  a  width  of  125  feet. 
This  deepened  to  15  feet  below  extreme  low-water  level  the  west  half 
of  the  river  channel,  outward  from  the  south  line  of  Schuyler  street, 
exceptiug  a  small  area  next  the  upper  island  wharf,  where  bed  rock 
prevented  dredging  below  12  feet.  Twenty  three  thousand  one  hun- 
dred and  ninety  two  cubic  yards,  at  70  ceats  per  yard  in  scows,  were 
removed  in  1881.  The  material  taken  out  was  gravel  and  stones,  with 
nmiiy  large  pieces  of  bed  rock,  brought  down  by  ice  from  the  riverbed 
in  the  rapids  above  the  city,  the  thickness  of  the  layer  worked  upon 
by  the  dredge  varying  from  1  to  6  feet.  Before  beginning  work  many 
borings  were  nmde  in  the  area  to  be  worked  upon,  to  determine  whether 
the  channel  could  be  made.  Bed  rock,  with  12  feet  depth,  was  found 
beneath  the  loose  deposit,  extending  out  50  feet  into  the  channel  from 
the  east  and  west  island  wharves,  just  north  of  Schuyler  street.  No 
attempt  was  made  to  remove  this. 

1883-84. — In  September,  1883,  dredging  was  resumed  to  deepen  the 
east  half  of  the  channel.  This  was  done  at  30  cents  per  cubic  yard  in 
scows,  and  was  completed  in  July,  1884;  34,123  cubic  yards  were 
removed.  The  material  consisted  of  gravel,  stone,  and  rock,  and  was 
dumped  upon  the  ])rolongation  eastward  of  the  line  of  the  east  break- 
water to  serve  as  a  foundation  for  the  proposed  eastern  extension  of 
that  work.  The  depth  which  was  made  increased  from  15  feet  at  the 
upper  end  to  17  feet  at  the  lower  end  to  allow  for  rise  and  fall  of  waves. 

1883. — In  1883,  without  cost  to  the  United  States,  there  was  also 
dredged  from  the  inner  west  harbor  5,000  cubic  yards  of  gravel  for 
wharf  filling. 

1887. — Up  to  this  time  the  draft  of  vessels  had  been  limited  to  12 
feet  by  the  depth  that  could  pass  the  Welland  Canal,  but  in  1887  this 
was  increased  to  14  feet,  and  the  inner  harbor,  above  the  limit  of  the 
dredging  of  1884,  was  too  shallow,  except  at  a  high  stage  of  the  lake. 

1890. — During  1890  and  1891  rock  excavation  to  10  feet  depth  was 
done  at  private  cost  to  extend  the  channel  above  described  up  to  the 
Marine  elevator  (the  most  northern  one  on  the  east  side)  and  to  the 
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!N^cw  York,  Ontario  and  Western  Eailroad  coal  trestle  on  the  upper 
east  island  wharf.  This  at  once  increased  the  available  depth  of  the 
harbor  to  10  feet,  and  large  steamers  came  to  use  it  before  the  work  was 
fully  complete. 

1891, — In  1891  the  clearing  off  of  loose  material  from  the  bed  rock 
was  continued  by  the  United  States  up  to  the  north  line  of  Cayuga 
street,  a  farther  distance  of  900  feet  for  240  feet  width,  leaving 
undredged  100  feet  next  the  wharves  on  each  side.  Over  this  area  the 
effective  depth  was  increased  2  or  A  feet,  the  rock  shoaling  from  15 
feet  at  the  north  end  of  the  work  to  T^.feet  at  the  south  cud.  Sixteen 
thousand  eight  hundred  and  forty-five  cubic  yards  were  removed  at 
33J  cents  in  scows.  In  addition  there  were  many  pieces  of  ledge  rock 
which  the  dredge  could  not  raise  which  were  taken  out  by  the  United 
States  hired  labor  with  a  derrick  boat.  The  aggregate  was  about  78 
cubic  yards,  costing  an  average  of  $7.58  per  yard.  After  completing 
this  the  ridges  of  gravel  and  stones  were  leveled  off  by  dragging  a  bar 
of  railroad  iron  over  the  bottom. 

189^, — In  1892  the  United  States  dredge  was  employed  to  remove  a 
ridge  of  sand  20  to  50  feet  wide  which  had  formed  in  the  outer  harbor 
jilong  the  harbor  face  of  the  outer  breakwater  by  the  material  washed 
over  and  through  it.  This  work  began  at  Station  3075,  and  extended 
thence  westward  to  Stati(m  1400.  The  deposit  had  reiluced  the  origi- 
nal depth  of  about  17  feet  to  10  or  12  feet,  and  its  removal  required  the 
dredging  of  10,010  cubic  yards,  including  385  cubic  yards  of  stone  crib 
filling,  which  was  saved.  The  dredge  also  reopened  in  1892  the  boat 
passage  which  wjis  originally  dredged  through  the  inner  old  breakwater 
to  the  outer  harbor  in  1S84. 

1893, — Tlie  act  of  Congress  api)roved  March  3,  1893,  authorized  the 
unexpended  balance  of  tlie  current  appropriation  to  be  applied  to  the 
removal  of  rock  within  the  harbor  lines  to  a  uniform  depth;  and  in  pur- 
suance thereof  3,170  cubic  yards  of  solid  rock,  measui*ed  in  i)lace,  was 
drilled,  blasted,  and  removed,  at  a  cost  of  $8,957.50.  During  the  same 
season  a  dredging  plant  was  hired  tor  131i  hours  to  remove  a  shoal 
near  the  light-house  at  the  entrance  to  the  inner  harbor,  2,800  cubic 
yards  of  gravel  and  loose  stone  were  removed  at  a  total  cost  of  $986.25. 

OPEKATIONS. 

The  project  approved  Ai)ril  14,  1893,  for  the  removal  of  about  3,000 
cubic  yards  of  solid  rock  from  the  inner  harbor  near  the  river  mouth 
was  in  ])rocess  of  execution  at  the  beginning  of  tiie  fiscal  year.  The 
object  of  this  improvement  was  to  secure  in  this  iKution  of  the  harbor 
a  uniform  <lepth  of  not  less  than  15  feet  at  low  water,  which  would 
enable  vessels  of  this  draft  to  reach  certain  grain  elevators  and  coal 
trestles  at  any  stage  of  the  lake. 

The  firm  of  Ilingston,  Rogers  ^  O'Brien,  of  Buffalo,  N.  Y.,  were 
hired  to  do  this  work.  They  were  paid  $2.75  a  cubic  yard,  measured 
in  i^lace,  for  all  rock  removed  from  within  the  given  area.  No  payment 
was  made  for  roc^k  whi<*h  it  was  necessarv  to  remove  below  the  15  foot 
plane  in  order  to  secure  the  required  d(*i)th  throughout,  nor  for  any  loos<». 
material  that  was  lying  on  to])  of  the  solid  rock.  The  work  was  begun 
by  th(^  contractor  on  May  4,  1893,  and  completed  in  the  following  Sep- 
tember; 3,170  cubic  yards  of  solid  rock  were  removed  by  drilling, blast- 
ing, and  dredging.  The  cost  of  this  work  was  $8,957.50,  exclusive  of 
engineering  and  oflice  expenses,  of  which  sum  $5,730  were  expended 
during  the  present  fiscal  year. 
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The  result  of  this  work  was  to  extend  the  deep  water  about  300  feet 
up  the  river.  It  ought  to  be  extended  farther,  but  even  as  it  is  the 
effect  has  been  very  beneficial  to  the  commerce  of  Oswego.  ^STotwith- 
standing  the  general  business  depression,  the  shipment  of  antliracitc 
coal  from  tliis  port  during  the  past  year  has  been  larger  than  ever 
before,  and  the  increase,  1  am  informed,  has  been  mainly  from  the  tres- 
tles benefited  by  this  improvement.  It  is  an  interesting  fact  that  the 
shipment  of  coal  during  the  last  month  of  the  fiscal  year  was  greater 
than  that  of  any  previous  month  in  the  history  of  the  port,  and  the 
shipment  on  the  last  day  of  the  year,  which  was  over  10,000  net  tons, 
was  greater  than  that  on  any  previous  day. 

It  is  also  worthy  of  note  that,  as  another  result  of  this  improvement, 
several  cargoes  of  wheat  have  been  received  here  direct  from  Duluth 
for  through  shipment  to  New  York,  being  the  first  *'  through  wheat,''  as 
I  am  informed  by  shippers,  that  has  com6  here  for  more  than  ten  years. 
I  am  also  informed  that  wheat  is  now  being  carried  from  Duluth  to 
New  York  by  lake  and  canal  via  Oswego  for  4J  cents  a  bushel,  a  rate 
which  certainly  must  enable  this  route  to  command  a  fair  share  of  the 
business. 

By  authority  of  the  Chief  of  Engineers,  the  dredging  plant  belong- 
ing to  Edward  J.  Kingston  was  hired  at  the  rate  of  $7.50  an  hour  to 
remove  a  shoal  near  the  light-house  at  the  entrance  to  the  inner  har- 
bor, which  shoal  was  proving  an  obstruction  to  navigation.  Work  was 
begun  on  the  31st  of  August  and  completed  on  the  19th  of  September; 
131^  working  hours  were  required  to  accomplish  the  desired  result; 
2,800  cubic  yards  of  gravel  and  loose  rock  were  removed,  which  gave 
a  depth  of  channel  of  17  feet  at  low  water.  This  dredging  developed 
the  fact  that  the  work  done  here  under  contraet  in  1883  had  not  secured 
a  depth  of  11  feet  throughout  the  channel,  as  was  generally  supposed; 
for  bed  rock  was  discovered  in  certain  places  near  the  edge  of  the 
channel  at  a  depth  of  13  feet,  and  this  rock,  of  course,  never  could 
have  been  removed.  No  attempt  was  made  to  remove  it  at  the  present 
time,  for  there  is  sufficient  width  of  channel  having  the  required  depth 
for  the  i>resent  requirements  of  commerce.  The  cost  of  removing  the 
shoal  was  $98(i.25. 

Repair  of  breal'water, — A  bad  place  was  discovered  in  the  outer 
breakwater  at  a  point  just  west  of  the  second  spur  crib.  The  35  foot 
crib  that  formed  substructure  at  this  place  was  in  a  very  bad  condi- 
tion. Several  sticks  of  timber  had  been  torn  away  from  the  lake  face 
of  the  crib,  forming  an  opening  about  5  feet  high  and  20  feet  long  at 
and  below  the  water  line.  Through  this  opening  a  large  amount  of 
stone  filling  had  escaped,  comi)letely  emptying  two  pockets  of  the 
superstructure,  and  partly  emptying  a  third. 

To  rei)air  this  break,  two  large  blocks  of  concrete,  each  about  8  feet 
by  10  feet,  by  14  feet  high,  were  constructed  to  fill  the  pockets.  The 
concrete  was  mixed  on  the  top  of  the  parapet,  and  was  deposited  in 
suitable  molds,  made  of  4-inch  plank.  These  molds  were  suspended 
over  the  pockets,  and  were  gradually  lowered  with  jackscrews  as  the 
concrete  was  built  up.  So  the  upper  surface  of  the  concrete  was 
always  kept  above  water.  The  finished  blocks  weighed  about  90  tons 
each.  These  two  blocks  are  still  in  place,  though  they  have  settled 
down,  due  to  the  stone  filling  escaping  from  beneath  them,  some  4 or 
5  feet.  Three  attempts  were  made  to  place  a  similar  block  in  the 
partly  emptied  pocket,  but  each  time  t  he  block  was  utterly  destroyed 
by  a  storm  before  it  had  time  to  set.  Owing  to  the  lateness  of  the 
season  and  the  extreme  cold  weather  work  was  necessarily  suspended. 
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In  the  meantime  the  condition  of  the  foundation  crib  has  become  worse 
and  worse.  Several  more  courses  of  timber  have  broken  away  from 
it  oil  the  lake  face,  and  the  hole  in  it  is  now  35  feet  long,  the  full  length 
of  the  crib,  and  much  more  stone  has  gone  out  of  it. 

The  superstructure,  which  is  now  a  mere  shell  at  this  point,  spans 
the  opening  like  a  bridp^e.  It  has  only  been  prevented  from  being 
breached  by  the  waves  by  the  inertia  of  the  massive  concrete  blocks 
before  described.  As  soon  as  these  blocks  settle  a  little  lower  they 
will  no  longer  afford  any  support  to  the  superstructure,  which  will  then 
doubtless  be  broken  through  by  the  first  heavy  storm,  and  a  complete 
breach  will  be  formed  in  the  breakwater.  It  is  a  marvel  to  me  that 
this  has  not  occurred  already. 

Complete  and  thorough  repairs  will  be  required  at  this  place.  The 
wreck  of  the  submerged  crib  will  have  to  be  entirely  dredged  up,  and 
a  new  crib  built  and  sunk  in  its  place.  Upon  tbis  a  new  super- 
structure will  have  to  be  built  and  bonded  into  the  superstructure  on 
each  side  of  the  break.  These  repairs  will  cost  $10,000.  The  neces- 
sity for  this  expenditure  was  not  foreseen  at  tlie  time  of  making  my  last 
annual  report.  But  the  matter  has  been  brought  to  the  notice  of  the 
Committee  on  llivers  and  Harbors  at  a  special  hearing  that  they 
accorded  me  in  April,  1894. 

In  addition  to  these  repairs  made  or  attempted  to  be  made,  as  before 
described,  minor  repairs  have  been  made  to  the  breakwater  from  time 
to  time  as  they  were  required;  broken  x>lank  were  replaced  and  stone 
filling  added  when  needed.  The  total  amount  expended  for  repairs 
was  $1,984.60. 

The  plant  belonging  to  the  work  has  been  cared  i'or  and  repaired  as 
required.  The  timber  on  hand,  which  began  to  sliow  some  signs  of  the 
discoloration  which  precedes  decay,  was  all  replied  this  spring.  In 
order  that  the  upper  line  of  the  rock  excavation  in  the  inner  harbor 
might  be  plainly  visible  to  the  pilots  of  vessels,  I  caused  it  to  be  marked 
by  two  large  wooden  spar  buoys. 

The  amount  expended  for  care  and  repair  of  plant,  eto.,  is  $1,099.23, 
and  for  all  engineering  and  office  expenses,  $2,895.40. 

UKMARKS. 

The  removal  of  what  had  been  built  of  the  east  breakwater,  thus 
abandoning  that  i)ortion  of  the  i)roject  which  called  for  an  eastern 
basin,  leaves  the  whole  in  a  rather  unsatisfactory  condition. 

The  entrance  to  the  western  basin,  which  would  have  been  sheltered 
by  the  east  breakwater,  is  now  exj^osed  to  the  full  force  of  the  north- 
east gales,  and  at  the  same  time  it  is  almost  impossible  for  a  sailing 
vessel,  unaided  by  steam,  to  enter  the  west  basin  at  all  when  driven 
by  a  strong  wind  from  the  northwest. 

1  am  of  the  opinion  that  the  east  breakwater  will  liave  to  be  built 
either  as  originally  proposed  or  else  in  some  modified  form  before  the 
harbor  will  be  entirely  safe  and  satisfactory. 

The  present  project  i)ermits  the  break,  140  feet  long  in  the  outer 
breakwater  near  the  shore  arm,  to  be  left  open,  and  i)roposes  the  con- 
struction of  two  properly  located  spur  cribs  to  i^rotect  the  entrance. 
The  cribs  adjacent  to  the  break  are  considerably  shaken  and  need 
extensive  repairs,  and  the  spur  cribs  should  be  built  as  soon  as  i)ossible. 

The  whole  w^ork  will  cost  about  $75,000. 

It  is  proper  to  invite  attention  to  the  fact  that  the  United  States  has 
constructed  seme  8,770  linear  feet  of  i)iers  and  breakwaters  at  this 
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place,  of  which  6,465  feet  is  valuable  and  necessary  to  the  maintenance 
of  the  harbor.  The  rest  has  been  superseded  by  the  construction  of 
new  breakwater,  or  disposed  of  to  other  departments  of  the  Govern- 
ment or  to  private  individuals,  and  further  repair?  to  it  will  probably 
not  be  required.  Six  thousand  eight  hundred  feet  of  pier  work,  in 
round  numbers,  therefore,  must  be  kept  in  good  order.  As  elsewhere 
explained,  it  is  comi^osed  of  timber  cribs  filled  with  stone.  The  part 
that  is  below  water  is  not  subject  to  decay,  and  only  needs  repairs 
when  it  is  impaired  by  collisions  or  storms,  accidents  of  unfrequent 
occurrence.  But  the  timber,  which  is  above  water  and  which  forms  the 
superstructure,  is  in  a  situation  very  unfavorable  to  its  durability.  Its 
useful  life  is  from  twelve  to  fifteen  years.  It  is  not  wholly  decayed  at 
the  end  of  this  period,  but  it  ought  to  be  renewed  before  its  strength 
is  too  much  impaired,  otherwise  it  is  liable  to  give  way  in  a  severe  storm 
and  great  damage  result  to  the  whole  stnicture. 

The  cost  of  the  superstructure  of  the  kind  used  here  is  about  $40  a 
running  foot.  There  is  now  3,716  feet  of  it  here  that  is  from  eleven  to 
sixteen  years  old.  It  needs  renewal  now  and  will  cost  $150,000.  This 
sum  is  not  included  in  the  amount  required  to  complete  the  existing 
project. 

Name  of  harbor,  Oswego.  N.  Y. ;  coUoction  district,  Oswego,  N.  Y. ;  nearest  ligbt- 
house,  Oswego,  N.  Y. ;  a  fixed  white  light  of  the  third  order  at  the  eastern  end  of 
the  old  west  breakwater;  a  fixed  red  light  of  the  fourth  order  on  the  eastern  end  of 
the  outer  west  breakwater;  a  fog  bell  attached.  Nearest  works  of  defense.  Fort 
Ontario,  N.  Y. 

Money  statement. 

July  1,  1803,  balance  unexpended $18, 818. 12 

June  30,  1894,  amount  expended  during  fiscal  year 13,  295. 54 

July  1,  1894,  balance  unexpended 5, 522. 58 

July  1,  1894,  outstanding  liabilities 120.12 

July  1,  1894,  balance  available 5,402.46 

{Amount  (estimated)  required  for  completion  of  existing  project 85, 000. 00 
Amountthat  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896    85, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMEKCIAL   STATISTICS. 

Oswego  UarhoVj  Xew  Yorkj  for  fiscal  year  ending  June  SO,  1S04. 

ARRIVALS. 


Trade  mgsigeil  iu. 


StcajQers. 


Barges. 


I    Sailing  vessels. 


Home,  on  lake 

Homo,  on  river 

Foreign,  ou  lake 

Total 

Anwriean  ownetl 

Canadian  owned » 


337 
102 
413 


852 


573 
279 


On  lake. 


Xo      Registered  j   -..      I  Kegistered  j  ^ 
^^'       tonnage,    j   ^^-  \    tonnage.       ■^**- 


209 


86,980 

11,118  ' 

93,727  I     620 


25,619       114 
i25,'360T  39i" 


191, 825       829 


150,985  i     505 


138,016  I     258 
53,809  I     569 


49,763  !    224 
101,222  1    281 


Registered 
tonnage. 

25,908 


103, 215 


129, 123 


46,  434 
82,689 


Sum  total,  2,776  arrivals;  554,53.T  registered  tonnage. 

Arrivals,  1892,  2,791 ;  tonnage,  510,960.    Arrivals,  1893,2,697;  tonnage,  543,023. 


0 
Xo. 

n  river. 

Registered 
tonnage. 

590 

82,600 

590 

82,600 

590 

82,600 
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Oswego  Harbor,  New  York,  for  fiscal  year  ending  June  30,  1894 — Continued. 

DEPARTURES. 


Trade  cn/^aged  in. 


Steamers. 


No. 


Home,  on  lake  . . 
Home,  on  river  . 
Foreign,  on  lake 


407 
102 
341 


Total 


850 


Registered 
tonnage. 


Sailing  vessels. 


119.837 
11,118 
56,  701 


No. 

235 
585' 


Registered 
tonnage. 


38,843 
i  16,*  519 


187,656 


820 


149, 362 


Barges. 


On  lake. 


No. 


72 


391 


Registered 
tonnage. 


17, 819 


107,  655 


463 


125,474 


On  river. 


No. 

Registered 
tonnage. 

590              82,600 

500 


82.600 


Sum  total, 2,723  departures;  545,092  registered  tonnage. 

Greatest  draft  of  vessel feet. .    15. 4 

Greatest  tonnage  of  vessel registered  tonnage. .  1, 319 

Greatest  load  of  vessel net  tons. .  1, 7M 

Receipts  and  shipments  hy  lake  and  ricer  at  Oswego,  X.  Y.,for  the  fiscal  year  ending 

June  SO,  1894, 


Receipts. 

Shipments. 

Trade. 

Pas- 
sen- 
gers. 

Grain. 

Net 
tons. 
37. 595 
1,746 
5,507 

iMer- 

Coal. '  chan- 

j  dise. 

Fish. 

Oil. 

Net 
tons. 

5 



Lum- 
ber, 
etc. 

Tom. 
4,559 
328 
161,530 

Pas- 
sen- 
gers. 

Grain    Coal. 

1 

Mer- 
chan- 
dise. 

Oil. 

Lum- 
ber. 

Home, on  lake.. 
Home,  on  river. 
Foreign,  on  lake 

1,272 

■i,*4i9 

Net      Net 
tons.   tons. 

2,442 

10,47911,780 
982 

Net 
tons. 
69 

"ise 

2,024 
1,013 

Net 
tons. 

i5,'963 
308 

Net 
tons. 

227,093 
5,180 

388.  317 

Net 

tons. 
1.689 
8,404 
2,350 

Net 

tons. 
50 

"32 

Tons. 
16,500 
44,688 

Total 2,691 

44,848 

10,  479 15, 204 

215 

5 

166,  417 

3,037 

16, 211 

620,  590 

12,443 

88 

61.188 

Navigation  closed  December  8,  1893;  navij^ation  opened  March  30,  1894. 

For  the  purpose  of  reduction  to  tous'  weight  the  following  is  assumed:  Barrels 
oil,  7  equal  1  ton;  1,000  feet  lumber  equal  1^^  ton.s;  crates  fruit,  20  equal  1  ton; 
railroad  tics  and  poles,  12  equal  1  ton;  cords  wood  and  posts,  1  equals  Ih  tons;  live 
animals,  4  equal  1  ton. 


P  P  6. 

IMPROVEMENT  OF  HARBOR  AT  SACKETTS  HARBOR,  NEW  YORK. 

OBJECT. 

To  deepen  the  natural  harbor  formed  by  Ship  Ilouse  Point  over  an 
area  of  about  15  acres  to  12  feet  at  extreme  low  water.  This  project 
was  adopted  in  1881.  Previous  to  this,  in  182G-'28,  $6,000  had  been 
expended  for  the  same  purpose. 


PRESENT   PROJECT. 

To  limit  the  excavation  to  an  area  of  about  G  acres  and  to  define  the 
entrance  and  provide  a  mooring  place  by  building  a  crib  18  feet  square 
upon  the  point  of  the  shoal  extending  into  the  harbor  from  the  end  of 
Ship  House  Point. 

Also  to  check  shore  drift  by  extending  a  Jetty  across  the  end  of 
Ship  House  Point  from  the  crib  above  described  to  the  bay  outside 
the  point. 
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The  following  appropriations  have  been  made  for  this  work: 

May  20, 1826 $3,000 

May  23, 1828 3,000 

August  2, 1882 7,000 

August  11, 1888 2,000 

Total   15,000 

PRESENT   WORKS. 

A  crib  18  feet  square  has  been  built,  as  proposed  in  the  project;  a 
jetty  of  stake  and  fascine  work,  loaded  with  stone,  has  been  completed 
for  a  distance  of  164  feet,  and  about  24,000  cubic  yards  of  material 
have  been  dredged  from  the  sheltered  area,  giving  a  depth  of  12  feet 
at  extreme  low  water. 

OPERATIONS. 

None  other  than  the  collection  and  reporting  of  commercial  statis- 
tics. 

REMARKS. 

This  harbor  is  formed  by  a  natural  spur  of  loose  rock  and  gravel,  about 
800  feet  in  length,  extending  in  an  easterly  direction  from  the  shore,  so 
as  to  form  a  small  sheltered  bay,  and  the  value  of  the  harbor  depends 
upon  the  preservation  of  this  natural  spur  or  breakwater. 

During  the  war  of  1812  the  United  States  began  the  construction  of 
a  large  naval  vessel  upon  this  spur.  The  vessel  was  never  launched, 
work  on  it  having  been  stopped  by  the  treaty  of  peace;  but  the  vessel 
was  cared  for  for  a  great  many  years,  and  incidentally  the  site  on  which 
it  stood  was  prevented  from  washing  away,  due  to  wave  action.  A  few 
years  ngo  the  vessel  was  sold  and  broken  up,  and  since  then  this  spur 
has  not  been  cared  for,  and  consequently  is  slowly  being  destroyed  by 
the  seas.  It  is  not,  however,  exposed  to  very  heavy  waves,  and  can  be 
l)rotected  by  a  rough  wall  of  blocks  of  stone  of  one  or  more  tons  in  weight 
built  parallel  to  it  and  from  50  to  100  feet  in  advance  of  it,  where  the 
water  is  about  6  feet  deep.  This  stone  can  be  advantageously  obtained 
from  quarries  in  the.  neighborhood,  and  it  is  estimated  that  it  can  be 
put  in  for  about  $3  a  cubic  yard.  Five  thousand  dollars  could  be 
advantageously  applied  to  this  purpose  and  would  be  sufficient  to  com- 
plete the  proposed  wall.  No  more  dredging  seems  to  be  necessary  at 
present. 

Name  of  harbor,  Sacketts  Harbor,  N.  Y. ;  collection  district,  Cape  Vincent,  N.  Y, ; 
nearest  light-house,  Sacketts  Harbor,  N.  Y.;  a  fixed  white  light  of  the  fifth  order  on 
Horse  Island,  i^  miles  west  of  town;  nearest  works  of  defense,  Fort  Ontario,  N.  Y. 

Money  statement, 

July  1, 1893,  balance  unexpended $411. 26 

June  30, 1894,  amount  expended  during  fiscal  year 93.52 

July  1, 1894,  balance  unexi)ended 317.  74 

{Amount  (estimated)  required  for  completion  of  existing  project 5,  000.00 
Amount  that  can  be  profitably  expendeil  in  fiscal  year  ending  June  30, 1896      5,  000. 00 
Submitted  in  compliance  with  rciiuirements  of  sections  2  of  river  and 
harbor  acts  of  186G  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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COMMERCIAL   STATISTICS.  . 

Sacletfs  Harbor  J  X.  1'.,  duriiiif  fiscal  year  ending  June  .10,  1801. 

ARRIVALS. 


H(»nic  on  lake  . . 
Voreign  on  lake 


Total 


American  o\vne<l 
Canadian  owned . 


Steamers. 


Sailing  vessels. 


Trade  engaged  in. 


i    -V 

!  JSum- 
!    ber. 


41 

36 
5 


Registered     Nuni-  I  Registered 
tonnajrc.        ber.        tonnage. 


36  I 
5 


1,760 
461 


2, 221 


1,714  : 

507  : 


86 
4 


90 


86  I 

4  I 


2,772 
448 


3.220 


2,772 
448 


Snni  total,  131  arrivals;  5,441  registered  tonnage. 

DEPAUTrRES. 


Homo  on  lake  . . . 
Foreign  on  lake. 


Total 


37 
4 


41 


1,911 
310 


2,221 


87 
3 


00 


2,888 
332 

3,220 


Sum  total,  131  departures;  5,441  registered  tonnage. 

Greatest  draft feet. .    10 

Greatest  tonnage registered  tonnage . .  197 

Greatest  load net  tons. .  224 

Receipts  and  shipments  by  lake  at  Sackeits  Harbor,  X.  Y.,  during  fiscal  year  ending  June 

30,  1S04. 


I{eteii)ts. 


Trade 


Passen- 
gers. 


Posts  [    Mer- 

and     I   eiian- 

wood,  i    dise. 


Uay 


Coal. 


!   Lum- 
i     ber. 


Home  on  lake.. . 
Foreign  on  lake. 


;  .>><  tons.  Set  tons.  Set  tons,  i  Set  tons. '.   Tons. 


H09       1,853 
432  ' , 


Total 


1,241  I     1,853 


3.711 


425 


3,711  \        425 


Shipments 


Passen- 
gers. 


Mer 

cban- 

dise. 


Set  toils. 
686  .  30 

235  111 


921 


141 


Navigation  closed,  December  1,  1893;  navigation  opened,  March  28,  1894. 

For  tlie  pnrpose  of  reduction  to  tona  weight  the  following  is  assumed  :  Barrels  oil, 
7  equal  1  ton;  M  lumber,  1  equals  1|  tons;  crates  fruit,  20  equal  1  ton;  railroad 
ties  and  poles,  12  equal  1  ton ;  cords  wood  and  i)08t8,  1  equals  lA  tons;  live  animals, 
4  equal  1  ton. 
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IMPROVKMENT  OF  RIVERS  AND  HARBORS  IN  VERMONT  AND  NORTHERN 

NEW  YORK. 


REPORT  OF  CAPT.  SMITH  S.  LEACH,  CORPS  OF  EXOINEERS,  OFFICER 
IX  CHAROF,  FOR  THE  FISCAL  YEAR  EyOIXC  JUNE  30,  ISOi,  WITH 
OTHER  DOCUMENTS  RE  LATINO  TO  THE  WORKS, 

IMPIIOVEMENTS. 

1.  Shoals    between    Sister  Islands   and     5.  Plattsburg  Harbor,  New  York. 

Cross-over    Light,     St.     Lawrence  ;  G.  Burlington  Harbor,  Vermont. 
River,  New  York.  .  7.  Otter  Creok,  Vermont. 

2.  Ogdensburg  HarVior,  New  York.  I  8.  Ticonderoga  River,  New  York. 

3.  Breakwater    at    Rouse    Point,    Lake  '  9.  Narrows  of    Lake    Champlain,   Now 

Cham  plain,  New  York.  |  York  and  Vermont. 

4.  Great  Chazy  River,  Now  York,  ' 


Knited  States  Engineer  Office, 

Burlington^  Vt.^  July  i,  1894, 

(iENERAl:  I  have  tlie  honor  tx>  transmit  herewith  annual  reports  for 
the  river  and  harbor  works  under  my  charge  during  the  fiscal  year 
ending  June  30, 1894. 

Very  respectfully,  your  obedient  servant, 

S3IITH  S.  Leach, 
Captain  J  Corps  of  Engineers, 
Brig.  Gen.  Thomas  L.  Casey. 

Chief  of  Engineers^  U,  S,  A, 


QQi 

IMPROVEMENT  OF  SHOALS  BETWEEN  SISTER  ISLANDS  AND  CROSS-OVER 

LIGHT.  ST.  LAWRENCE  RIVER,  NEW  YORK. 

The  project  for  this  improvement  resulted  from  a  survey  and  report 
made  in  compliance  with  a  provision  in  the  river  and  harbor  act  of 
August  11, 188S,  directing  a  survey  of  the  shoals  between  Sister  Islands 
and  Cross  over  Light  to  be  made.  The  report  was  submitted  July  2, 
1889,  and  printed  in  the  Report  of  the  Chief  of  Engineers,  1889,  pp.  2403 
and  2404. 
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The  estimate,  as  below,  provided  for  the  removal  to  a  depth  of  18  feet 
at  low  water  of  three  shoals,  the  first  or  lower  one  situated  a  little  above 
the  entrance  to  Blind  Bay ;  the  second,  or  middle  one,  near  Dark  Island; 
the  third,  or  upper  one,  about  1 J  miles  above  Dark  Island,  the  distance 
between  the  lower  and  upper  shoal  being  about  4  miles. 

ESTIMATE. 

Removing  162  ciihic  yards  of  rock,  lower  slioal,  at  $20  per  cubic  yard '$3, 240 

Reiiioviug  1,830  cubic  yards  of  rock,  middle  shoal,  at  $18  per  cubic  yard 32, 940 

Removing  85  cubic  yards  of  rock,  upper  shoal,  at  $25  per  cubic  yard 2, 125 

Contingencies 5, 000 

Aggregate 43, 306 

The  discovery  of  three  outlying  spurs  of  the  upper  or  "Haskell" 
Shoal,  the  removal  of  which  was  necessary  to  free  the  locality  from  dan- 
gerous obvStructions,  called  for  a  revised  estimate,  which  was  submitted 
in  the  last  annual  report  as  follows : 

ICKVISED  ESTIMATE,  1893. 

Removing  2,627  cubic  yards  of  rock,  at  $20.85 $54, 772 

Appropriations  of  $5,000  in  the  act  of  September  19, 1890,  and  $10,000 
in  the  act  of  July  13, 1892,  have  been  expended  under  contract  and  have 
resulted  in  the  renjoval  of  the  upper  and  lower  shoals,  leaving  the  middle 
or  Dark  Island  Shoal,  estimated  to  require  $32,940,  yet  to  be  removed. 

At  the  beginning  of  the  present  fiscal  year  the  first  appropriation  and 
about  $3,000  of  the  second  had  been  expended,  and  a  contract  was 
pending  with  Willard  Johns  )n,  of  Fulton,  N.  Y.,  for  the  removal  of 
235  cubic  yards  from  the  upper  shoal,  at  $10.75  per  cubic  yard.  This 
contract  was  satisfactorily  executed  during  the  month  of  September, 
1893.  The  actual  quantity  of  rock  taken  out  was  277  yards  and  the 
cost,  including  inspection  and  other  necessary  charges  against  the 
a])proi)riation  during  the  year,  was  $3,524.51,  leaving  a  balance  now 
available  of  $3,180.50. 

Moneij  Htatement. 

.July  1,  18!)3,  l>alanco  unexpended $6,  711. 01 

.June  150,  1891,  amount  expended  during  fiscal  year 3,  524.  51 

July  1 ,  181M,  balance  unexpended 3, 186.  50 

{Anionnt  (estimated)  required  for  completion  of  existing  ]>roject 39, 772. 00 
Amount  tliat  can  be  ])rolitabIy  expended  in  fiscal  year  ending  J  uno30,1896    39,  772. 00 
Submitted  in  compliance  with  reciuirttinents  of  sections  2  of  river  and 
harbor  acts  of  18(56  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMKKCIAL    STATISTICS. 

Nearly  the  entire  commerce  of  the  St.  Lawrence  Kiver  parses  over  or  near  those 
shoals.     Tbe  nearest  light-house,  Cross-over  Light.     Greatest  draft  of  vessels,  16  feet. 

Amount  of  commvrvc  which  pasncd  ova'  the  nhoaU  of  the  St.  Lawrence  liirer  between  Sister 
Ishinda  and  CroHH-orer  Light  during  the  calendar  year  180,'i. 

Entered  and  cleared  at  Ogdensburg  from  and  to  i>oint3  west  (see  reports       Tona. 
for  Ogdensburg  J f arbor) 925,  364 

Passed  through  Cardinal  canals  and  down  (ialops  Rapids  (from  data 
courteously  furnished  by  .John  H.  Balderson,  secretary  department  of 
railways  and  canals,  Ottawa 754, 563 

Total   tonnage  passing  the  section  of  river  under  improvement  in 
1803 1,679,927 
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QQ  2. 

IMPROVEMENT  OF  OGDENSBURG  HARBOR,  NEW  YORK. 

The  object  of  this  improvement  has  been  the  formation  of  a  channel 
along  the  wharf  frontage  of  the  port  of  Ogdensburg  of  adequate  width 
and  depth,  with  entrances  connecting  this  channel  with  deep  water  in 
the  St.  Lawrence  liiver.  The  work  has  been  carried  on  under  three 
successive  i)rojects,  adopted  in  1868,  1882,  and  1890.  These  projects 
have  covered  substantially  the  same  areas,  but  have  provided  for  a  pro- 
gressive deei)ening  from  the  original  depths  of  5  to  12  feet  to  proposed 
depths  of  12,  15,  and  16J  feet  respectively. 

The  project  of  1890  was  adopted  while  that  of  1882  was  still  incom- 
plete, and  was  estimated  to  cost  $158,950.  The  act  of  1890  appropriated 
^42,000,  which  was  expended  under  contract  in  part  execution  of  the 
project.  After  extension,  at  contractor's  cost,  work  was  completed  on 
June  8,  1893,  giving  a  channel  of  the  proposed  depth  and  150  feet  in 
width  from  the  lower  end  of  the  harbor  nearly  to  the  lower  side  of  the 
Oswegatchie  Eiver,  with  two  entrances  from  the  St.  Lawrence. 

The  appropropriation  in  the  act  of  1892,  $40,000,  has  been  expended 
under  contract,  and  has  resulted  in  the  extension  of  the  150-foot  chan- 
nel to  and  across  the  mouth  of  the  Oswegatchie  River,  with  narrow 
cuts  extending  along  the  sides  of  that  stream,  to  reach  the  coal  wharves 
and  the  grain  elevator,  to  both  of  which  full  cargoes  can  now  be  car- 
ried. Further  appropriations  for  this  project  will  be  expended  in 
widening  the  channels  already  made,  which  are  too  narrow  for  con- 
venient use.  If  the  commerce  of  the  port  does  not  demand  greater 
depth  in  the  near  future,  the  amount  of  the  present  estimate  will  give 
all  needed  relief. 

Money  statement, 

July  1,  1893,  balance  unexpended $44, 694. 01 

June  30,  1894,  amount  expended  during  fiscal  year 43,  746. 91 

July  1,  1894 ,  balance  unexpended 947. 10 

{Amount  (estimated)  required  for  completion  of  existing  project 76, 950. 00 
Amount  that  can  be  profitably  expeudedin  fiscal  year  ending  JuneSO,  1896    76, 950. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


COMMERCIAL   STATISTICS. 


Name  of  harbor,  Ogdensburg,  N.   Y.;  collection  district,  Oswegatchie;  nearest 
light-house,  Ogdensburg,  N.  Y. 

Tonnage  of  vessels  entered  and  cleared,  foreign  ports  and  coastwisCy  1S9$, 


East  of  Ogdensburg. 

West  of  Ogdensburg. 

American  vessels. 

Foreign  vessels. 

American  vessels. 

Foreign  vessels. 

Entered. 

Cleared. 

Entered. 

Tons. 
29, 080 

Cleared. 

Entered. 

Cleared. 

Tons. 
10,000 
386,953 

Entered. 

Cleared. 

Foreign  ports 

Coastwise 

Tons. 
9,833 
3,500 

Tons. 
5.337 
3,600 

Tons. 
22,606 

Tons. 
30.000 
358,350 

Tons. 
70,001 

Tons. 
70,060 
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Merchandise  received  and  shipped f  foreign  poris. 


ArtirleH. 


Tons. 


I^iiin*»«r  — 
Barley,  etc 


Hay 


MiticcllancouH  freight 
Shii>tN.><l : 


Coat 

ChccHC 

Oil 

M  iHi'i'llancouH  freif(ht 

Wheat,  rye,  oatfl,  and  corn 
Sugar  


Total. 


114,50 

11,562 

3,000 

1,600 

77,5a 

2.580 

8,912 

18,345 

71,019 

2.803 

i      306,966 


Merchandise  reeeived  and  shipped^  coastwise. 


ArticU's. 


KcjHMvrd : 

Lumber 

(train 

Flour 

Coal 

MiHcellaneouH  freight 

Bran 

Shipped: 

Miricellancous  freight 


Total 


Tons. 

70,085 
231,140 

26,860 

161,709 

1,930 

51,383 

57,985 

601,092 

T()tal  duties  collected $140, 098. 11 

Total  fecH  collected 2, 678. 10 

Value  of  importH 2, 126,  535. 00 

Value  of  exports 4. 022,  838. 00 

ValiK?  of  merchandise  entered  for  warehouse  and  trauH8hip|>od  in  bond 45, 418. 00 

Value  of  iMcrchandiso  entere<l  for  transshipniont  and  exi)ort   340,  506. 00 

Amount  of  duties  on  the  above ■* 148,348.91 


Merchandise  received  under  consular  seal  from  foreign  ports,  ISO;!. 


Artiih'H. 


Tea 

( 'urios 

Kaw  fiilk 

Silk  goodrt 

Straw  braid 

ChineKo  groceries 

Confectioneries 

Copper  matte pounds 

i''kina 


MiHcellaiioouH  articlCH 
Kice 


I*a<kaj;e8. 


87,  920 

3,002 

3, 442 

1,031 

5,488 

2,331 

420 

in.  311, 922 

74 

1,350 

1,120 


Value, 


Total 


Kstiniutcd  duties  on  above 


$781, 

105, 

1.484. 

605. 

78, 

21. 

16. 

636, 

24, 

39, 

4. 


492.  69 
109.94 
12t.65 
724.87 
597.32 
336.84 
577.07 
410.93 
733.55 
745.88 
908. 30 


3,798.801.04 


443, 955. 62 


QQ  3. 


HKEAKWATKR  AT  KOl'SE  POINT,  T.AKK  CHAMIM.AIN,  NEW  YORK. 

The  project  for  this  improvement  was  adoi)te(l  in  1885,  and  contem- 
plated the  construction  of  a  straight  breakwater  extending  from  Stony 
Point  in  a  southeasterly  direction  to  the  18-foot  curve  in  the  lake,  a 
distaiK'e  of  about  2,000  feet,  at  an  estimated  cost  of  $110,000,  or  ^55  a 
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liuear  foot.  The  all  stone  type  of  structure  was  adopted,  consisting  of 
a  rubble  foundation  and  a  superstrflcture  or  parapet  of  rubble,  faced 
with  large  stones,  laid  with  moderately  close  joints  and  in  fairly  true 
lines  and  surfaces. 

Under  appropriations  of  1885,  1886,  1888,  and  1890,  aggregating 
$83,500,  contracts  were  made  and  executed  resulting  in  the  completion 
of  1,700  feet  of  the  breakwater.  It  was  then  found  that  the  18-foot 
curve  was  125  feet  from  the  unfinished  end,  and  it  was  decided  to  close 
the  work  with  an  extension  of  135  feet.  The  act  of  1892  appropriated 
$15,000  for  making  such  extension,  which  was  placed  under  contract. 

Work  was  begun  in  the  fall  of  1892,  resumed  on  the  opening  of  navi- 
gation in  1893,  and  completed  in  October,  1893.  The  breakwater  is 
now  completed,  at  a  cost  per  foot  slightly  less  than  the  estimate  and  at 
a  total  cost,  owing  to  reduced  length,  of  $98,434.29,  against  $110,000 
estimated. 

Money  statement 

July  1,  1893,  balance   uuoxpcnded $10,269.11 

June  30,  1894,  amount  expended,  during  tiscal  year 1^203^  40' 

July  1,  1894,  balance  unexpended %  65. 71 


COMMERCIAL   STATISTICS. 


Name  of  harbor,  Rotise  Point,  N.  Y.     Collection  district,  Champlain. 
light-house,  Windmill  Point. 

Vessels  entered  and  cleared,  ISOJ, 


Nearest 


Entered. 
Cleared . 


Tonnage. 


75,408 
56,815 


l)ntie«  collected $292, 925. 14 

Duties  assessed  on  merchandise  entered  for  warehouse  and  transportation  to  other  ports. .    115, 809. 92 

Tonnage  tax  collected 2, 362. 64 

Fees  collected 7, 878. 27 

Miscellaneous  collections 4, 712. 06 


Total  collected  and  assessed 423, 688. 03 

Xumhcr  of  tons  shipped  and  arrived,  House  Point,  X.  Y.,  IS 93. 


Articles. 


Boards,  deals,  plank,  etc. 

Other  lunilwT 

Coal 

Miscellaneous  articles  . . , 


Total 


Shippetl. 


Tons. 
95. 142 
31. 718 
85.  000 
52,042 


Arrived. 


263, 902 


Tons. 

105,478 
33,744 
87. 180 
53,764 


280,166 


QQ4. 


IMPROVEMENT  OF  GREAT  CHAZY  RIVER,  NEW  YORK. 

The  project  for  this  improvement,  adopted  in  1889,  w«as  based  on  a 
survey  made  in  accordance  with  the  river  and  harbor  act  of  1888.  It 
was  proposed  to  dredge  a  channel  40  feet  wide  and  5  feet  deep  at  low 
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water  from  the  5-foot  curve  in  the  lake  to  Champlain  village,  a  distance 
of  5^  miles,  at  an  estimated  cost  of*$  18,000. 

An  appropriation  of  $10,000  in  the  act  of  1890  was  expended  by  con- 
tract, in  part  execution  of  this  project,  and  to  secure  the  neatest  bene- 
fit from  the  work  done,  it  was  determined  to  make  a  single  cut  over  the 
entire  length.  This  was  nearly  accomplished.  The  dredging,  begin- 
ning at  the  lake,  had  reached  the  lower  part  of  the  village,  when  the 
funds  were  exhausted,  giving  for  the  length  worked  over  a  channel 
something  more  than  half  the  proposed  width  and  of  the  full  depth. 

The  appropriation  of  $5,000  in  the  act  of  1892  has  been  expended  under 
contract  in  widening  the  channel  at  some  i)oints,  and  in  extending  the 
single  cut  to  within  500  feet  of  the  bridge,  which  limits  the  project.  The 
contractor  did  not  complete  the  work  on  time,  and  the  contract  was 
extended,  at  his  cost,  to  June  30, 1894.  The  work  was  completed  dur- 
ing the  months  of  May  and  June.  The  balance  due  under  the  estimate, 
$3,000,  will  suffice  to  complete  the  project. 


Moiiey  atatcmenL 

July  1,  iS93,  balance  unexpended $4, 909. 83 

Jane  30,  18S4;  amonut  exi>cnded  during  iiBcal  year 4, 630. 48 


July  1,  1891,  balance  unexpended 


339.35 


'Amount  (estimated)  required  for  completion  of  oxistinp:  project 3, 000. 00 

Amount  that  can  be  ^)roiitably  expended  in  fiscal  year  ending  June  30, 1896    3, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1^. 


COMMERCIAL   STATISTICS. 


Name,  Great  Chazy  River,  New  York.     Collection  district,  Champlain.     Nearest 
Ugiit-huiise,  Isle  La  Motte. 

Feaseh  arrived  and  departed,  ISOS. 


Character  of  craft. 


Steam  vesrtdH. 
I.'anni  boatn. .. 


Arrived. 

Deportod. 

No. 
94 
SI 

Ton$. 

218 

1,615 

No. 
94 
24 

Tont. 
218 
1,000 

CarjiOfH : 

Value  of  arrivnlH $9,295 

Value  of  flepartnros 960 

Number  of  ions  arrived  and  shippedy  1893. 


Articles. 


Iron, 
t  'oal 


<ieiieral  nicn'liandiBe 


Shipped. 
Ton*. 


300 


Arrived. 


TOHM. 


100 

1,485 

310 
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QQs. 

IMPROVEMENT  OF  PLATTSBURG  HARBOR,  NEW  YORK. 

The  original  project  for  the  improvement  of  this  harbor  was  adopted 
probably  in  1836,  the  date  of  the  first  appropriation,  and  proposed  the 
construction  of  a  breakwater  about  1,000  feet  east  of  the  steamboat 
docks. 

There  were  1,250  linear  feet  of  breakwater  consti-ucted  betweelr  the 
years  1836  and  1875. 

The  modification  of  1870  provided  for  an  extension  of  Ihe  former 
structure  southeastward,  the  dredging  of  some  shoal  areas  within  the 
breakwater,  and  the  protection  of  a  portion  of  the  adjacent  beach  by 
a  revetment. 

Operations  were  ex)nfined  to  necessary  repairs  and  the  dredging  of 
limited  areas  near  the  steamboat  docks  after  the  completion  of  the  proj- 
ect of  1870  until  the  act  of  September  19, 1890,  made  provision  for  a 
northward  extension  to  the  breakwater  300  feet,  and  for  replacing  by 
a  stone  parapet  the  crib  superstructure  of  the  older  part. 

Under  the  appropriation  of  $32,500  in  the  act  of  1890  this  final  proj- 
ect was  completed,  operations  having  been  closed,  as  stated  in  the  last 
annual  report,  on  January  17,  1893: 


Money  statement. 


July  1, 1893,  balance  unexpended - 

July  1, 1894,  balance  unexpended i 


$267. 97 
267. 97 


COMMERCIAL   STATISTICS. 


Name  of  harbor,  Plattsburg,  N.  Y.    Collection  district,  Champlain.    Nearest  light 
house,  Cumberland  Head ;  two  beacon  lights  on  the  Plattsburg  breakwater. 

Arrival  and  departure  of  vessels,  1893. 


Character  of  craft. 


Steam  vessels. 
Sail  vessels... 
Canal  boats . . . 


Total 


Departures. 


Tons. 
541, 780 
5.  327 
69,  585 

616,  698 


Value  of  goods  shipped $289,  416 

Value  of  goods  arrived 105,710 

Number  of  tons  arrived  and  shipped,  Plattsburg  Harbor,  New  York,  1S93. 


Articles. 


!  Shipped.    Arrived. 


Iron  ore  . 
Potatoes. 
Coal 


Tons. 
11,840 
4.675 


Lumber 

General  merchandise 
Iron 


7,480 

1,850 

800 


Tons. 

"ii.'iio 


6,500 
13,  755 


Vessels  enrolled  at  Plattsburg  Harbor,  New  York,  December  31,  ISUS. 

Number 330 

Gross  tonnage 33, 428.  73 

Net  tonnage 3 1 ,  374. 05 
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Q  Q  6. 

IMPROVEMENT  OF  BURLINGTON  HARBOR,  VERMONT. 

The  first  project  for  the  improvement  of  this  harbor  was  probably 
adopted  in  183G.  Modifications  of  the  original  project  have  been  made 
from  time  to  time  so  as  to  afiord  adequate  protection  to  the  increasing 
commercial  and  shipping  interests  of  the  harbor. 

In  1874  an  extension  2,000  linear  feet  northward  was  proposed  and 
canied  outj  in  1884:  the  officer  then  in  charge  proposed  an  extension  to 
the  southward ;  and  again,  in  1886,  a  plan  for  further  extension  at  both 
ends  of  the  breakwater  was  considered  by  the  Board  of  Engineers  and 
received  its  authoritative  sanction  in  regard  to  distance  from  shore. 
A  200  foot  opening  recommended  at  the  north  end  of  the  existing 
structure  in  prolonging  the  breakwater  in  that  direction  also  received 
approval. 

It  is  now  proposed  to  gradually  withdraw  the  ends  of  the  breakwater, 
in  prolonging  it,  from  water  'Sii  and  39  feet  deep  into  water  about  30 
feet  deep,  and  then  to  keep  at  a  distance  of  about  1,000  feet  from  the 
docks  in  constructing  new  work,  so  as  to  reduce  the  cost. 

The  construction  of  3G0  feet  northward  extension  to  the  breakwater, 
with  stone  superstructure,  fully  described  in  the  annual  report  for  1892 
for  this  district,  Mas  the  last  new  work  at  this  harbor. 

The  older  parts  of  the  timber  superstructure  are  now  much  decayed, 
and  in  view  of  the  success  which  has  attended  the  application  of  stone 
parapets  on  subaqueous  cribs,  it  does  not  seem  profitable  to  attempt 
any  repairs,  except  by  replacement  of  the  timber  by  stone.  The  sys- 
tematic renewal  of  the  superstructure  on  this  plan  should  begin  at 
once,  in  order  to  keep  pace,  with  reasonable  appropriations,  with  the 
progressive  decay  of  the  parts  built  in  successive  years.  A  length  of 
1,000  feet  at  the  south  end  should  be  first  undertaken,  to  accomplish 
which  an  appropriation  of  $10,000  is  asked,  to  be  used  in  conjunction 
A'ith  the  balance  now  on  hand. 

. 

Money  aiatemvnt, 

Jiily  1,  1893,  balance  unexpended $15,  691.  83 

June  30,  1894,  amount  expended  <lurin«^  liscal  year 126. 18 

July  1,  189-1,  balance  unexpended 15,565.65 

f  Amount  (estimated)  required  for  completion  of  existin^.project 129, 000. 00 
Amountthatcan  be  jirofitably  expended  in  fiscal  ycarendingJuue30, 1890    25,  000.00 
Submitted  in  compliance  witli  requirements  of  sections  2  of  river  and 
harbor  acts  of  1800  and  18G7  and  of  sundry  civil  act  of  March  3,  1893. 


COMMKRCIAL    .sTATlSTK  S. 

Name  of  harbor,  IJurlington,  Vt.     Nearest  li«]jht-houRe,  Juniper  Island.    Collection 
district,  V  rmont;  two  Ix^acon  li«^hts  on  the  Burlington  breakwater. 

Avrlrah  and  depart nr en  of  ve»sel»,  LSO.l. 

_____  _  ..  ^  ^-    _ 

I         ArrivalH.  Denartnrea. 

_      _  _  ^.  ^  . 

j     A'o,  Tons.  No.     \     Ton*. 

From  ninl  lo  l:.kr  jiorta 1,859       r.G5.  745       1,880;      r>68,473 

From  ami  to  Caiiadiau  ports i        111         14,  219  I  81;        11,008 


Total !     1, 970  !     579,  964  i     1,  961  ;      579, 481 


I 

I  I  I 
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Merehandiae  rea-ired  and  shipped. 


Articles. 


;  Quantity,  j    Value. 


RKCEIVED. 

Lnrabor feet 

Pickets pieces 

Laths <lo. 

Sljingles do . 

Kailroad  ties 

Iron  nipe tons 

Via  iron «lo. 

MoldiiigHaud do. 

Stono do. 

(travel do. 

Hay \ do. 

Scrap  iron do. 

Sand do. 

Limestone do. 

Cedar  posts pieces 

Hrick  and  tile do. 

Jicau.s bushels 


19,906.959 

2,  472,  455 

a,  212,  400 

1,851,000 

2,400 

240 

245 

500 

3,900 

1,500 

400 

100 

100 

125 

1,200 

15,  000 

100 


$191,238 

14,  468 

4,925 

2,977 

300 

15,600 

4.900 

2.000 

1,500 

500 

4,800 

1.750 

50 

500 

85 

1,000 

200 


Articles. 


RECEIVED— continued. 

Oats  bushels . 

Apples barrels . 

Firo  woo<l cords . 

Furniture,  nulinishcd  ... 
Timber,  hard  iiine  ..feet. 

Coal tons. 

Gencralnierchandise.do. . 


Quantity.       Value. 


500 
G75  I 
150  ' 


150,  OlM) 
56,  500 
11.500 


$175 

1,300 

500 

1.125 

4.500 

226,000 

1,000,000 


Totiil i i  1 ,  480. 453 


SHIPPED. 

Lumber feet . 

Coal tons . 

(jravel do.. 

General  merchandise,  do. . 


Total. 


1,  500, 000 

500 

100 

4,636 


30.000 

2,500 

50 

30,000 


62,550 


The  above  commercial  statistics  were  supplied  by  the  collector  of  customs  in 
response  to  the  usual  request  for  them.  » 


Q  Q  7. 

IMPROVEMENT  OF  OTTER  CREEK.  VERMONT. 

The  object  of  this  improvemeut  is  to  afford  a  chaniiel  of  navigable 
width  and  a  depth  of  8  feet  at  low  water  from  the  town  of  Vergennes, 
Vt.,  to  Lake  Champlain.  The  original  project  was  adopted  in  1872,  and 
was  estimated  to  cost  $58,14G.  In  1882  surveys  developed  the  fact  that 
rock  in  situ  would  be  encountered  within  the  proposed  limits  of  width 
and  dei)th  and  the  estimate  was  increased  to  $73,748.40.  In  1884  a  relo- 
cation of  the  channel  at  Bull  Brook  Bend  avoided  part  of  the  rock  exca- 
A'ation,  reducing  the  cost  by  about  $500,  and  the  lower  prices  which  have 
l)revailed  in  recent  years  have  insured  the  completion  of  the  project 
for  less  than  the  revised  estimate  of  1882. 

Occasional  exi)endituie8  for  maintenance  will  doubtless  be  required. 
It  has  been  found  necessary  to  repeat  operations  at  Bull  Brook  Bend, 
«and  it  is  quite  probable  that  accretions  will  again  occur  on  the  shoals 
there  and  elsewhere  during  the  season  of  freshets.  Such  cost  of  main- 
tenance will  not,  it  is  believed,  be  excessive  in  relation  to  the  first  cost 
of  the  improvement,  and  they  will  be  very  small  as  compared  with  the 
traftic  benefited. 

Under  the  act  of  1892,  which  appropriated  $10,000  for  this  work,  a 
contract  was  entered  into  with  Kogers  «&  Fitzpatrick,  of  Plattsburg, 
N.  Y.,  for  the  excavation  of  2,000  yards  of  rock  at  $4.44  per  cubic  yard. 
Operations  under  this  contract  began  iu  July,  1893,  and  were  completed 
in  January,  1894.  The  projected  channel  is  now  open  to  the  public 
landing  and  within  500  feet  of  its  upper  terminus.  Above  this  point 
i]\G  channel  was  dredged  to  rock  during  the  season  of  1891 .  To  complete 
the  project  this  length  must  be  excavated  to  the  proposed  depth  of  8 
feet  below  low  water.  The  volume  of  rock  to  be  taken  out  is  3,700  cubic 
yards.  In  addition  to  this  a  large  bowlder  at  Bull  Brook  Bend  should 
be  removed  and  a  cut  made  through  a  hard  shoal  at  the  mouth  of  the 
creek  to  avoid  a  very  abrupt  turn. 

Appro])iiations  aggregating  $51,500  have  been  made  for  this  work, 

EN(i  94 157 
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whicli,  deducted  from  the  revised  estimate  of  $73,748.40,  leaves  a  bal- 
ance due  the  improvement  of  $22,248.40. 

Money  Htatemcni, 

July  1,  1893,  balance  unexpeiKled $9,  740.  ^ 

JuiH^  .SO,  1894,  amount  expended  during  fiscal  year 8, 188. 88 

July  1,  1894,  balance  unexpended 1,  551.37 

{Amount  (estimated)  required  for  completion  of  existinjLj  project 20,  000. 00 
Amount  tliatcan  be  profitably  expended  in  fiscal  year  ending  Juno  30,1896     20,000.00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMKUCIAL   STATISTICS. 


Name,  Otter  Crock,  Vermont;  nearest  light-house,  Split  Rock;  collection  district, 
Vermont 

Arrival  and  departure  of  reaaehf  1S03. 


(.'barartiT  of  fraft. 


T'iiri^;je«l 

saii.rr. 

steam  tiigs  . . 
Steam  vesseln 


Arrivals. 


Departures. 


Xo. 

Tons. 

Xo. 

Ton9, 

57 

6,750 

57 

6,750 

5 

300 

5 

300 

303 

2.493 

300 

2,469 

604 

5,254 

604 

5.254 

Total  tons  of  merchandise  arrived  and  shipped,  7S0J. 


Art  if  ]«.'«. 


Co:il.... 
Jnm  . . . . 
J^iiiiil»<i- 


.tOTlfl, 

..do., 
.feet, 


Xaiirt    tons. 

Kaolin do.. 

(lOiwral  iiunliMiiiiisf do.. 

S  iiulaml  gravel do, . 


Shijjped.  I  Arriveil. 


500 

75 

400 


500 

800 

1.  350.  OOO 


300 


Q  Q  8. 


IMPROVEMKNT  OF  TICOXDHROOA   KIVEU,  NEW   YORK. 


The  project  ibr  this  iniproveineiit  was  adopted  in  1801,  its  object 
oeiiip:  the  Ibrination  of  a  ehaiinel  of  navigable  width  aud  a  least  deptli 
of  «S  feet  at  h)w  water  between  the  falls  of  Tieonderoj>a  and  Lake  (.'ham- 
jdain,  a  distanee  of  about  2  miles.     (See  lieport  of  Chief  of  Engineers, 

1801,  p.  7L»(>.) 

The  improvement  was  estimated  to  cost  s4l>^5ir),  of  which  amount 
$1(),500  liave  been  appropriated  and  82(),01()  are  still  due  the  improve- 
ment. The  appropriation  of  September  10,  ISOO,  was  expended  under 
contract  dated  January  12, 1801 ,  with  Willard  Johnson,  of  Fulton,  X.  Y., 
in  dredgin;!;'  8,1.'}2  cubic  yards  from  shoal  places  near  the  mouth  of 
the  river.     ()])eiations  commenced  May  7  and  were  completed  May  21, 

1802.  In  order  to  carry  out  the  scheme  of  improvement  the  existing 
channel  will  recpiire  very  general  widening  and  deepening. 
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Money  statement. 

Amount  (estimated)  required  for  complotion  of  existing  project $26, 016. 00 

Amount  that  can  be  profitably  expended  in  (iBcal  year  ending  Juno  30, 1896    26,  016. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


Q  Q  9. 

IMPKOVEMEXT    OF   NARROWS    OF   LAKE   CHAMPLAIN,  NEW  YORK  AND 

VERMONT. 

The  original  project  for  tliis  work  Avas  adopted  iu  1885,  and  had  for 
Whitehall,  N.  Y.,  and  a  point  a  mile  below,  known  as  the  Elbow,  as 
its  object  the  removal  of  such  obstructions  in  the  channel  between 
would  afford  a  least  depth  of  12  feet  with  a  least  width  of  150  feet, 
and  the  dredging  of  the  channel  along  Cedar  Mountain  and  across 
Kenyon  Bay  so  as  to  afford  a  least  depth  of  12  feet  and  a  width  of  200 
feet.    The  estimated  cost  was  $80,000. 

In  188(»  and  1888  appropriations  aggregating  $45,000  were  made,  with 
wliich  sum,  owning  to  very  low  prices,  the  project  was  completed,  leav- 
ing a  balance  in  hand  of  over  $2,500. 

In  the  winter  of  1889-'90  a  survey  was  made  from  Whitehall  to  Ben- 
son Landing,  on  which  was  based  a  supplementary  project  involving 
92,000  cubic  yards  of  dredging  at  an  estimated  cost  of  $21,000,  distrib- 
uted among  three  points,  known  as  South  Bay,  Beacon  No.  3,  and 
Chiltons  Bends.  In  the  act  of  July  13,  1892,  the  sum  of  $18,500  was 
appropriated,  making,  with  the  balance  in  hand,  substantially  the 
amount  estimated  for  the  execution  of  this  project.  Bids  for  the  work 
were  opened  September  8,  1892,  and  the  award  made  to  Lynch  &  Han- 
nan,  of  Ogdensburg,  the  lowest  responsible  bidders,  at  the  rate  of  15 
CQnts  per  cubic  yard.  Operations  commenced  in  July  and  were  com- 
pleted iu  October,  1893.  The  total  amount  of  material  removed  was 
89,818  yards. 

Money  statement, 

July  1,  1893,  balance  unexpended $20,  76L  16 

Juno  30,  1894,  amount  expended  during  fiscal  year 15, 162. 35 

July  1,  1894,  balance  unexpended 5,  598.  81 


COMMERCIAL  vSTATISTICS. 

Number  of  hoais,  tows,  and  tonnage  that  passed  into  and  out  of  Whitehall  Harbor,  Xcio 

York,  during  the  year  1S93. 

Whole  number  of  tows 220 

Averapje  number  of  boats  in  a  tow 21 

Total  boats  towed 4,658 

Number  tons  to  a  boat 145 

Total  tons  carried 675, 410 

Value  of  cargoes: 

Arrived $t,  200, 000 

Departed 3,675,000 
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IMPROVEMENT  OF  OAKLAND  HARBOR,  CALIFORNIA. 


REPORT  OF  COL,  G,  H.  MENDELL,  CORPS  OF  ENGINEERS,  OFFICER  IN 
CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1894,  WITH  OTHER 
DOCUMENTS  RELATING  TO  THE  WORKS, 


IMPKOVEMKXT. 


1.  Oakland  Harbor,  Califoruia. 


IIAUBOR   LINES. 


2.  Eastern  shore  of  Sau  Francisco  Bay, 
from  Point  San  Pablo  southward  in 
front  of  Oakland  and  Alameda,  Cal. 


3.  Oakland  Harbor,  California. 


United  States  Engineer  Office, 

San  FranciscOj  Cal.,  July  5, 1894. 

General  :  1  have  the  honor  to  transmit  herewith  annual  report  upon 
Avork  of  improving  harbor  at  Oakland,  CaL,  for  the  year  ending  June 
30,  1894. 

Very  respectfully,  your  obedient  servant, 

G.  H.  Mendell, 
(Jolonelj  Corps  of  Engineers. 
lirig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U.  S.  A. 


R  R  I. 

IMPROVEMENT  OF  OAKLAXI)  HARBOR,  CALIFORNIA. 


OPERATIONS  OF  THE  YEAR. 

Operations  in  the  field  were  directed  by  Assistant  Engineer  L.  J.  Le 
Conte,  assisted  by  one  and  at  times  two  inspectors. 

The  field  work  consisted  in  laying  out  and  supervising  work  of  con- 
tractors, in  monthly  measurements  and  estimates,  in  a  hydrographi^ 
survey  at  the  close  of  the  year,  and  in  miscellaneous  services. 
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•No  contracts  were  entered  into  during  the  year.  The  work  performed 
during  the  year  was  under  two  contracts,  made  in  the  previous  year,  as 
follows,  namely: 

1.  Contract  with  Patrick  O'Neil,  made  October  3,  1892,  for  supply- 
ing from  Angel  Island  20,000  tons  of  stone,  placing  it  on  the  western 
end  of  the  south  jetty,  and  for  laying  up  about  00,000  square  feet  of 
dry  masonry  on  this  jetty.  The  time  allowed  for  performance  of  the 
work  was  extended  to  December  4.  The  contract  was  fulfilled  on 
December  4,  having  been  delayed  by  stress  of  weather  and  other  causes. 
Amount  of  stone  furnished  under  contract  is  19,867.8  tons,  of  which 
12,260  tons  were  delivered  during  the  year.  Amount  of  masonry  laid 
during  the  contract  is  48,890  square  feet,  of  which  28,206  square  feet 
were  laid  during  the  year.  The  length  of  jetty  faced  and  finished  is 
2,465  feet.  The  price  paid  per  ton  was  83  cents,  and  for  facing  12 
cents  per  square  foot. 

2.  A  contract  with  John  Hackett  for  two  separate  pieces  of  channel, 
dated  October  8, 1892. 

(1)  For  channel  in  front  of  Brooklyn,  which  work  was  nearly  finished 
at  the  close  of  the  last  fiscal  year,  and  was  fulfilled  on  July  24, 1893. 
The  amount  of  dredging  was  196,261  cubic  yards,  and  the  price  was 
12  cents.    The  amount  dredged  during  the  year  is  35,089  cubic  yards. 

(2)  For  channel  in  front  of  city  of  Oakland,  extending  from  Webster 
street  downstream  for  a  distance  of  4,300  feet,  250,000  cubic  yards,  more 
or  less,  at  40  cents  per  cubic  yard,  to  be  begun  on  or  before  June  15, 1893, 
and  to  be  fulfilled  April  15,  1894.  It  was  begun  IN^ovember  16, 1893, 
and  at  close  of  the  year  it  was  not  half  finished. 

The  time  for  fulfillment  has  been  extended  to  October  15, 1894.  The 
price  is  40  cents  per  cubic  yard.  The  deptli  required  is  20  feet.  The 
de])th  of  dredging  varies  from  2  to  6  feet.    The  width  is  300  feet. 

The  material  is  a  hard,  sandy  clay,  holding  an  occasional  cobble- 
stone, and  in  some  places  blue  clay,  which  is  comparatively  easy  to 
handle.  It  was  found  necessary  to  devise  new  arrangements  in  order 
to  dig  the  harder  clay,  and  at  first  progress  was  extremely  slow.  After- 
wards 40  to  50  cubic  yards  were  dredged  to  the  engine  hour.  The 
amount  dredged  during  the  year  is  109,765  cubic  yards. 

MEASUREMENT. 

Measurement  of  dredging  is  made  in  place.  The  method  of  measure- 
ment consists  in  calculations  based  upon  comparative  surveys  made 
before  the  ground  is  attacked  and  at  the  close  of  the  month.  The 
results  of  these  surveys  arc  platted  on  maps.  Each  month  work  thereon 
is  shown  separately.  The  calculations  are  made  by  the  assistant  engi- 
neer, upon  whose  report  the  monthly  payment  is  made.  At  the  close 
of  the  contract  these  calculations  are  independently  revised  by  the 
assistant  engineer  and  by  the  engineer  assistant  in  the  office.  Upon 
the  result  of  this  revision  final  payment  is  made.  In  addition,  the 
oflicer  in  charge,  before  settlement  with  the  contractor,  goes  over  the 
ground  and  checks  the  results  reported  by  his  assistants.  The  inspector 
also  goes  over  each  day's  work  on  the  next  day,  sounding  with  a  pole 
to  note  shoal  places,  to  which  he  calls  the  attention  of  the  assistant 
engineer. 

Measurement  of  stone  is  made  by  displacement,  noted  on  four  gauges 
made  fast  to  the  barge.  The  values  of  displacement  are  experimentally 
determined  by  weigliing  a  barge  load  by  scales  and  noting  displace- 
ments due  to  dift'erent  weights. 
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ENGINEERING  METHODS. 

Dredging  work,  including  deposit  ashore  behind  bulkheads  or  levees, 
was  done  by  the  Von  Schmidt  pump  dredge.  This  machine  has  been 
described  in  detail  in  former  reports.  The  improvements  introduced 
since  that  date  consist  in  having  ball  joints  on  the  pontoon  train  lead- 
ing to  the  shore  line  and  in  adding  a  system  of  steel  knives  to  the 
original  cutting  apparatus.  These  knives  vary  in  size  and  shape  to 
suit  the  character  of  the  material.  The  material  excavated  is  forced 
through  1,200  to  1,500  feet  of  20-inch  wrought-iron  pijic  by  means  ofa 
centrifugal  pump,  which  is  capable  of  throwing  a  stream  equal  to  30,000 
gallons  per  minute  of  clear  water. 

The  delivery  of  stone  on  the  jetty  was  done  by  means  of  light-draft 
barges,  or  lighters,  the  distance  of  towage  being  about  G  miles  from 
the  quarry  to  the  site  of  the  jetties.  The  quantity  of  stone  on  each 
barge  load  was  determined  by  means  of  displacement.  The  laying  up 
of  dry  stone  masonry  facing  is  done  with  floating  derricks  having  a  60- 
foot  boom.  The  largest  stones  from  the  quarry  are  kept  for  the  facing 
work.  The  stones  are  all  laid  as  headers,  i.  e.,  the  longest  dimension 
at  right  angles  to  the  slope,  and  fitted  closely  together  by  hfind  labor, 
and  all  the  voids  well  chinked  up  with  small  stone.  The  facing  stones 
on  this  contract  generally  average  from  one-half  to  3  tons  in  weight. 

The  crest  of  the  outer  section  of  the  south  jetty  is  6  feet  wide;  the 
weather  slope  1  on  2,  down  to  low- water  line.  The  foot  of  the  slope  is 
held  flrml}'  by  a  massive  riprap  foot  wall,  10  feet  wide,  made  of  large 
stone  only,  the  crest  being  placed  at  1  foot  above  low  water. 

The  other  slope  of  the  jetty,  next  to  the  jetty  channel,  is  not  subject 
to  heavy  seas,  and  the  slope  adopted  is  a  natural  one  made  of  large  size 
riprai). 

The  depth  of  water  along  this  section  varies  from  6  to  12  feet  at  low 
tide. 

MINOR   OPERATIONS. 

For  some  years  there  has  been  a  growing  accretion  of  sand  on  the 
south  side  of  the  south  jetty,  near  its  shore  end,  which  has  begun  to 
overtop  the  stone  line  and  flow  into  the  harbor.  This  point  needed 
attention,  and  during  the  year  1,410  tons  of  stone  were  placed  on  the 
line,  covering  a  distance  of  1,035  feet,  bringing  it  up  to  full  high-water 
mark.  The  cost  per  ton  was  83  cents.  The  work  was  done  in  Decem- 
ber and  January. 

DAMAGE    BY    STORMS. 

The  facing  of  the  south  jetty  was  injured  to  a  small  extent  dnring  a 
southeast  gale  by  impingement  of  heavy  driftwood  and  wreckage. 

PRESENT   CONDITION   OF   THE   WORK. 

The  condition  of  the  harbor  channels  is  shown  by  the  result  of  a 
hydrographic  survey  recently  made,  extending  from  the  eastern  end  of 
the  harbor  to  a  point  in  San  Francisco  Bay  1,000  yards  west  of  the 
western  ends  of  the  jetties,  a  distance  of  nearly  0  miles.  This  condition 
is,  that  at  the  eastern  end  there  is  a  slight  shoaling,  reducing  the  depth 
from  8  to  7 J  feet.  With  this  exception  the  channels  have  maintained 
themselves  during  the  year,  aftbrding  14  feet  at  low  water  from  San 
Francisco  to  Webster  street.  This  permits  a  vessel  of  19  feet  draft  to 
reach  Oakland  at  high  water,  by  a  channel  300  feet  in  width.  The 
porticm  of  the  channel  in  front  of  the  city  of  Oakland,  for  nearly  a  mile 
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in  length,  is  now  undergoing  dredging,  and  i^resents  depths  between 
14  and  20  feet  at  low  water.  Upon  fulfillment  of  the  contract  now  in 
process  of  fulfillment  it  is  expected  that  there  will,  over  this  part  of 
the  channel,  be  a  depth  of  20  feet  at  low  water. 

THE   JETTIES. 

The  north  Jetty  has  not  received  attention  during  the  year.  It  is 
completed^  with  the  exception  of  facing  its  terminal  mound.  Its  length 
is  9,203  feat.  The  present  length  of  the  south  jetty  is  12,108  feet,  all 
of  which  is  finished  and  faced  except  150  feet  at  its  western  end.  This 
jetty  is  to  be  extended  550  feet,  making  its  final  length  12,568  feet. 

FUTURE    OPERATIONS. 

There  remain  for  completion  of  the  project  to  deepen  the  channel  by 
dredging  to  20  feet  at  low  water,  there  being  now  14  feet  over  a  length 
of  4,900  yards 5  to  exca^fate  the  canal,  to  build  a  dam  at  mouth  of  San 
Lesindro  estuary,  and  to  extend  the  soutli  jetty  for  a  distance  of  558  feet. 

With  adequate  appropriations  several  of  these  separate  works  could 
be  Qjarried  on  simultaneously.  Otherwise,  operations  will  have  to  be 
confined  to  one  or  two  of  these  heads.  Extension  of  deei)  water  to  San 
Francisco  Bay  is  regarded  as  of  the  greatest  relative  importance,  and 
together  with  it,  completion  of  the  jetties. 

Appropriations  for  improving  harbor  at  Oakland,  Cat. 

.Juno  23,  1874 $100,000  i  July  5,  1881 $139,600 

March  3, 1875 100,000     Augusta,  1886 60,000 

August'!,  1876 75,000  .  August  11,  1888 350,000 

.Juno  18,  1878 80,  000     September  19, 1890 250,  000 

March  3, 1879 60,  000  ,  Julv  13,  1892 150,  000 

.Juno  11,  1880 60,000           "                                                  

March  3,  1881 60,  000                 Total  1,  ()84,  600 

August  2,  1882 200,  (XX) 

Money  Htaiemeni. 

July  1,  1893,  balance  unexpended $132,  955.  >^ 

June  30,  1894,  amount  expended  during  iiscal  year 67,  965.  95 


July  1 ,  1894 ,  balance  unexpended 64,  989. 91 

July  1,  1894,  outstanding  liabilities $9,008.68 

July  1,  1894,  amount  covered  by  unc^omplcted  contracts 51,094.00 

63, 102. 68 


Julv  1,  1894,  balance  available 1,887.23 


{Aujount  (estimated)  required  for  completion  of  existing  project 811,000.00 
Amount  that  can  be  profitably  expended  in  Iiscal  year  ending  June  30, 1896  3(X),  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


CDM.MEliClAL    SIATISTICS. 


The  following  tables,  compiled  by  Assistant  L.  J.  Le  Conte,  show  the  respective 
volumes  of  business  ])assing  between  the  jetties  in  the  years  named.  The  freight 
carried  by  ferry  steamers  lepresents  miscellaneous  freight  ditlicult  to  classify,  and 
includes  the  San  Francisco  trade  over  the  main  system  of  the  Southern  Pacilic  Rail- 
roa<l.  The  classified  freight,  embracing  staples,  <'arriod  by  sail,  amounts  to  306,865 
tons,  com]>osed  as  follows: 
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Coal 116,600 

Iron 1,500 

Grains B,  500 

Lniuber 96,145 

Other  building  materials 80, 120 

Misci-llaneoiiH 8, 000 

The  grosH  aiuoiuit  is  less  tliaii  iu  1893,  owinff,  doubtleiw,  to  reduced  activity  iu 
buBiursH.  Tho  K^eat  iucrpase  in  passenger  travfl  is  ilue  t»  reiluetion  of  fares  and 
the  establish  men  t  of  additional  ferries. 
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5.^00 
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ESTABLISHMENT  OF  HARBOR  LINES  ON  EASTERN  SHORE  Ol'  SAN  FRAN- 
CISCO HAY,  FROM  POINT  S.\N  PABLO  SOIJTHWAKP.  IN  FRONT  OK  OAK- 
LAND AND  ALAMEDA,  CALIFORNIA. 

Uhhed  States  ENUisEEit  Office, 

San  Franeiisco,  Cal.,  October  3, 1893. 
General:  1  liavc  the  honor,  on  tite  i)art  of  the  Board  of  Kiigiueer 
Oflicers  constituted  by  Special  Orders  No.  5,  Headquarters,  Corps  of 
Engineer!!,  October  11,1888,  to  forward  herewith,  for  tlio  consideration 
of  the  War  Department,  a  traeiiig"  sbowiug  harbor  lines  on  the  shore 
of  San  Francisco  ISay,  opposite  to  this  city,  adopted  by  tlie  Board  for 
recominendatioti  iit  a  session  held  this  day. 

Very  rcKi)e<!t fully,  your  obedient  servant, 

(j.  ]l.  Mendell, 
ColoHfl,  Corps  o/  J'Juf/hicerK, 
Briy.  (ieiL.  Thomas  L.  Casey,  Chairman  of  Jionril. 

Chief  of  EngiHeern,  V.  S,  A. 

'Not  printed. 
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[First  indorsement.] 

Office  Chief  of  Engineers, 

IT.  S.  Army, 
October  10^  1893. 

Eespectfully  submitted  to  the  Secretary  of  War  with  reeommeDda- 
tion  that  the  lines  proposed  by  the  Board  of  Engioeers  constituted  by 
paraf:raph  2,  Special  Orders  ]^o.  51,  Headquarters  Corps  of  Engineers, 
October  11, 1888,  for  harbor  lines  on  eastern  shore  of  San  Francisco 
Bay,  in  front  of  Oakland  and  Alameda,  and  shown  on  the  accompany- 
ing tracing,  be  approved. 

It  is  furtlier  recommended  that  the  approval  be  placed  both  on  this 
paper  and  the  tracing  submitted. 

Thos.  Lincoln  Casey, 
Brig,  Gen,^  Chief  of  Engineers. 

[Second  indorsement.] 

War  Department,  October  11, 1893. 

Approved  as  recommended  by  the  Chief  of  Engineers. 

Daniel  S.  Lamoijt, 

Secretary  of  War. 


R  R  3- 

establishment  of  HARBOR  LINES  IN  OAKLAND  HARBOR,  CALIFORNIA. 

United  States  Engineer  Office, 
&an  Francisco^  CaL,  September  20^  1893. 

General  :  I  have  the  honor  to  forward,  in  a  separate  roll,  a  tracing* 
exhibiting  the  harbor  lines  of  Oakland  estuary,  recommended  by  the 
Board  of  Engineer  Ofticers  constituted  by  Special  Orders  No.  51.  Head- 
quarters, Corps  of  Engineers,  October  11, 1888,  at  a  session  hehl  on  the 
18th  instant.  The  description  of  the  lines  may  be  found  on  the  tracing 
by  references  to  estabHshed  streets  in  the  city  of  Oakland. 

«  «  •  «  «  #  * 

Very  respectfully,  your  obedient  servant, 

G.  II.  Mendell, 
Colonel.,  Corjhy  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U,  S.  A, 

[First  iiulorscineut.] 

Office  Chief  of  Engineers, 

U.  S.  AUMY, 
September  27 ^  1893. 

Kespectfully  submitted  to  the  Secretary  of  War  with  reeommenda 
tion  that  the  harbor  lines  i^roposed  by  the  Board  of  Engineers  and 
shown  on  the  accompanying  tracing  be  approved. 

It  is  further  recommended  that  the  approval  be  placed  both  on  this 
paper  and  the  tracing  submitted. 

Tiios.  Lincoln  Casey, 
Br ig.  G en.^  Ch ief  of  Engin ecrs. 

War  Department,  September  29,  1893. 

Approved.  Daniel  S.  Lamont, 

Secretary  of  War. 

*  Not  priuteil. 


APPENDIX  S  S. 


IMPROVEMENT  OF  RIVERS  AND  HARBORS  IN  SOUTHWESTERN  ARIZONA 
AND  IN  CALIFORNIA  SOUTH  OF  SAN  FRANCISCO. 


REPORT  OF  LIEUT,  COL,  W.  H.  H,  BENYAURD,  CORPS  OF  ENGINEERS, 
OFFICER  IN  CHARGE,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  SO,  1894, 
WITH  OTHER  DOCUMENTS  RELATING  TO  THE  WORKS, 


IMPROVEMENTS. 


1.  Napa  River,  California. 

2.  Redwood  Creek,  California. 

3.  San  Luis  Obispo  Harbor,  California. 

4.  Wilmington  Harbor,  California. 


5.  San  Diego  Harbor,  California. 

6.  Colorado  and  Gila  rivers,  at  Vuma, 

Ariz. 


HARBOR    LINES. 

t 

7.  Napa  River,  at  Napa,  Cal. 


United  States  Engineer  Office, 

San  FranciscOj  Gal.,  July  7, 1894. 

General  :  I  have  the  honor  to  transmit  herewith  reports  upon  the 
works  of  river  and  harbor  improvements  under  my  charge  for  the  fis- 
cal year  ending  June  30, 1894. 

Very  respectfully,  your  obedient  servant, 

W.  H.  fl.  Benyaurd, 
Lieut.  Col.,  Corps  of  Engineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  S.  A. 


S  S  I. 

improvement  of  NAPA  RIVER,  CALIFORNIA. 

The  project  upon  which  the  improvement  of  this  river  has  been  car- 
ried on  contemplates  the  removal  of  snags  and  leaning  trees  dangerous 
to  navigation  and  the  deepening  of  the  channel  over  the  bars  between 
Carr  Bend  and  Vernon  Mills,  in  the  immediate  vicinity  of  Napa  City. 

Work  has  been  suspended  for  several  years,  owing  to  the  fact  that  no 
appropriations  have  been  made  for  continuing  the  improvement.  The 
last  work  was  done  in  1891,  when  the  river  was  cleared  of  snags  and  a 
good  channel  was  dredged  through  the  bars  from  Carr  Bend  to  the 
highway  bridge  at  Third  street.  A  survey  made  in  August  last  for  the 
purpose  of  establishing  harbor  lines  at  Napa  City  showed  that  the 
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dredged  channel  had  been  to  a  great  extent  refilled,  due  to  material 
brought  down  from  the  uplands  during  the  winter  floods.  It  is  consid- 
ered that  no  improvement  of  a  permanent  character  can  be  effected,  as 
a  channel  dredged  one  year  is  liable  to  be  entirely  obliterated  by  the 
floods  of  the  succeeding  winter. 

In  Napa  Eiver  ordinary  tides  rise  about  5  feet  and  spring  tides  about 
7^  so  that  under  these  favorable  conditions  it  is  possible,  with  a  compar- 
atively small  amount  of  dredging  each  year,  to  maintain  the  river  in  a 
good  navigable  condition  for  the  class  of  vessels  engaged  in  the  trade. 
The  difficulty  has  been  that  the  small  appropriations  made  for  the  work 
have  been  insufficient  to  meet  the  requirements,  as  it  was  not  possible  to 
induce  any  contractor  to  undertake  the  dredging  except  at  a  figure 
entirely  too  high  for  the  amount  of  work  needed  for  the  improvement 
that  season.  The  last  contract  let  for  dredging  was  at  44  cents  per 
cubic  yard,  which  permitted  only  a  small  amount  of  work  to  be  done. 
With  liberal  appropriations  all  needed  work  could  be  done  at  reason- 
able cost. 

On  June  5,1803,  the  Napa  Valley  Wine  Company  requested  that  har- 
bor lines  be  established  in  front  of  Napa  City,  and  a  Board  of  Engineer 
Officers  was  constituted  for  the  purpose  by  Special  Orders  No.  28,  from 
Headquarters,  Corps  of  Engineers,  July  14, 1893.  The  Board  submitted 
its  report,  with  map  showing  lines  recommended,  which  received  the 
approval  of  the  Secretary  of  War  October  18,  1893. 

The  estimated  cost  of  the  first  improvement,  made  in  1885,  was  $27,500, 
of  which  $17,500  has  been  appropriated  as  follows: 

Act  of — 

August  11, 1888 $7,  500 

Se])tenil>er  19, 1890 10, 000 

The  total  amount  expended  to  cIofc  of  fiscal  year,  including  out 
standing  liabilities,  is  $17,480.05. 

Mo n ey  s ta tern cnt, 

July  1,  1893,  balance  unexpended $19.  35 

July  1,  1894,  balance  unexpended 19.  35 

Amount  (estimated)  required  for  completion  of  existing  project (J,  000. 00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896      6,000.  00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  act  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


(  OMMKIU  lAI.   STATISTICS. 


[FuniiHhotl  by  Capt.  N.  H.  WullV,  Xapa  City,  Cal. 


1HS4. 


1893. 


Mercliaiuliflo,  general,  n  reived  ami  Hhii»i)e<l tons. 

Coal  received do . . . 

Hay,  received  and  8liii)i»ed do. .. 

(train,  feed,  and  Hour  received  and  shipped    do. . . 

Lumber  received do. .. 

AVine  received  and  »hipped do. .. 

MiHcelluueous  freight  received  and  shipiK'd i[o. .. 

Total 

Steamera 

Tonnage 

Trips  by  schooners 


22.  800 
5.000 
2,000 
3,000 

18,  333 
7.500 
5,936 

04. 569 


176 


12. 100 
26,700 
4,500 
8,450 
5, 243 
17,250 
4.350 


78, 593 

2 
430 
337 


No  new  lines  of  transportation  were  establislu'd  <luring  the  year. 
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S  S  2. 

IMPROVEMENT  OF  REDWOOD  CREEK,  CALIFORNIA. 

The  project  contemplates  providing  a  channel  50  feet  wide  and  3 
feet  deep  at  mean  low  tide  from  the  lower  end  of  the  Tannery  Bend  to 
the  wharves  at  Kedwood  City,  a  distance  of  about  C,000  feet.  From 
the  Tannery  Bend  to  the  Bay  of  San  Francisco  there  is  at  all  stages  of 
tide  a  channel  of  sufficient  depth  for  the  class  of  vessels  engaged  in  the 
trade. 

No  work  was  done  during  the  past  year  and  none  is  contemplated 
for  the  coming  season.  Under  appropriations  made  for  Redwood  Har- 
bor and  Redwood  Creek  the  channel  has  been  dredged  several  times, 
but  has  refilled,  owing  to  local  causes.  It  is  possible  to  maintain  the 
channel  only  by  constant  dredging.  Appropriations  will  be  needed  in 
the  future  for  this  improvement,  should  the  commerce  of  Redwood  City 
justify  the  expenditure. 

No  appropriation  is  asked  for  the  next  fiscal  year. 

The  total  amount  appropriated  for  dredging  at  Redwood  is  $23,400, 
as  follows : 

Redwood  Harbor: 

Act  of  July  5,  1884 $3,000 

Act  of  August  5, 1886 5,000 

Actof  August  11, 1888 7,400 

Redwood  Creek : 

Act  of  September  19, 1890 8, 000 

The  total  amount  expended,  including  outstanding  liabilities,  to  the 
close  of  the  fiscal  year,  is  $23,386.49. 

This  work  is  in  the  collection  district  of  Sau  Francisco. 

Money  statement. 

July  1, 1893,  balance  unexpended / $13. 51 

July  1, 1894,  balance  unexpended 13.  51 


S  S3. 

SAN  LUIS  OBISPO  HARBOR,  CALIFORNIA. 

The  approved  project  is  to  construct  a  breakwater  on  Whaler  Keef 
at  Port  Harford  extending  from  Point  San  Luis  to  Whaler  Island,  and 
thence  to  a  point  where  the  reef  at  its  outer  point  rises  above  high 
water.  Its  total  length  when  completed,  including  the  island,  will  be 
about  2,300  feet.  The  breakwater  will  rise  to  a  height  of  about  G  feet 
above  high  water,  with  a  thickness  on  top  of  20  feet,  and  with  such 
side  slopes  as  will  be  assumed  under  the  action  of  the  sea. 

At  the  coninienceraent  of  the  fiscal  year  operations  were  in  progress 
upon  the  construction  of  the  breakwater  under  contract  with  A.  A. 
Polhamus.  At  that  time  the  structure  had  been  practically  completed 
between  Point  San  Luis  and  Whaler  Island,  a  length  of  about  300  feet, 
and  the  part  beyond  the  island  had  been  carried  a  further  length  of 
about  340  feet.  Operations  were  continued  until  October  12,  when 
heavy  seas  completely  wrecked  the  contractor's  outfit  for  handling 
stones  on  the  breakwater,  and  caused  a  suspension  of  operations  for 
the  winter.     The  breakwater  had  at  that  time  been  extended  to  a  point 
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507  feet  beyond  the  island  and  had  reached  the  shallowest  part  df  the 
reef.  .The  outer  portion  of  the  structure  was  in  an  unfinished  condi- 
tion and  the  seas,  striking  first  the  unprotected  end,  moved  the  stones 
inwardly  toward  the  harbor  side,  and  as  the  destruction  gradually 
extended  backward,  the  last  100  feet  wjis  thrown  slightly  out  of  line. 
The  remainder  of  the  breakwater  was  practically  uninjured.  It  seems 
probable.that  most  of  the  damage  to  the  wall  could  have  been  averted 
had  the  end  been  fortified,  as  was  the  intention  to  do  at  the  completion 
of  the  season's  work.  During  the  winter  several  severe  storms  occurred 
with  but  little  additional  damage  to  the  outer  wall.  Some  of  the  stones 
in  that  portion  between  the  point  and  the  island  were  displaced,  and 
some  slight  gaps  were  made  in  the  work,  but  without  any  danger,  it  is 
thought,  to  its  stability.  In  future  operations  it  is  intended  to  first 
repair  these  breaks. 

As  the  contractor  was  unable  to  continue  work,  he  applied  for  and 
received  an  extension  of  nine  months'  time  to  complete  his  contract. 
Work  was  resumed  on  the  23d  of  June  and  continued  to  the  end  of  the 
year.  During  the  past  season's  operations  9,620.5  tons  of  stone  were 
delivered  and  i)laced  upon  the  breakwater. 

The  damage  to  the  outer  work  has  caused  the  material  near  the  end 
to  form  a  broader  base,  upon  which  it  is  possible  to  erect  a  stronger 
superstructure  and  at  the  same  time  correct  the  alignment  in  the  work. 
Operations  will  be  carried  on  with  this  view  to  the  end  of  the  present 
contract.  The  contractor  has  yet  to  deliver  about  4,000  tons  of  rock, 
which  will  complete  the  breakwater  to  the  point  reached  when  the 
storm  of  October  12  struck  it. 

The  breakwater  as  far  as  constructed  has  added  to  the  security  of 
vessels  lying  at  the  anchorage  and  wharf  at  Port  Uarford.    During 
the  October  storm  steamers  laid  at  the  wharfand  unloaded,  when  with- 
out the  protection  of  the  breakwater  and  under  the  sea  conditions  pre- 
vailing they  would  have  been  obliged  to  go  to  moorings  for  safety. 

The  conditions  of  heavy  seas  and  winds  and  the  fact  that  no  rock 
suitable  lor  the  construction  can  be  obtained  in  the  immediate  vicinity 
adds  greatly  to  thedifliculties  of  carrying  on  the  work  at  Port  Uar- 
ford with  the  amounts  that  usually  have  been  appropriated.  It  is 
not  possible  under  the  circumstances  to  induce  contractors  to  under- 
take the  work  except  at  high  figures,  as  *the  funds  made  available 
would  not  justify  such  extensive  i)lants  as  are  really  needed  to  i>erforni 
the  work  in  a  proper  manner.  The  result  has  been  that  the  contracts 
have  usually  gone  to  bidders  who  have  had  to  resort  to  makeshift 
devices  to  carry  out  their  contracts,  at  expense  to  the  work  and  delays 
in  its  execution.  It  is  recommended,  as  has  been  done  on  former  occa- 
sions, that  suitably  large  a])propriations  be  made  for  the  work. 

Appro})riations  in  the  future  will  be  applied  to  further  extension  and 
re})airs  of  the  breakwater. 

The  total  amount  appropriated  for  this  improvement  is  $05,000,  as 
follows  : 

Act  of — 

Alienist  11,  1888 $25,000 

So]>t(Mnber  11),  1890 40,000 

July  i:^,  1892 30,000 

And  the  total  amount  expended,  including  outstanding  liabilities,  is 
$84,90().48. 

The  amount  that  can  be  profitably  expended  during  the  fiscal  year 
ending  June  30,  1890,  is  $150,000. 
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Money  statement, 

July  1,  1893,  balance  unexponded $28,916.26 

J iiiie  30,  1894,  amount  expended  during  fiscal  year 17,  739. 87 

July  1,  1894,  balance  unexpended 11,176.39 

July  1,  1894,  outstanding  liabilities ^ $1,082.87 

July  1,  1894,  amount  covered  bv  uncompleted  contracts 10,  021. 43 

11,104.30 

July  1, 1894,  balance  available 72. 09 

Amount  that  can  be  profitably  oxpendeain  fiscal  yeai  ending  June  30,1896  150, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  Marcli  3, 1893. 


COMMERCIAL   STATISTICS. 
[Statistics  for  both  years  fiimishod  by  tho  Pacific  Coast  Eailway.] 


Vessfls : 

Steam number. 

Sailing ., do... 

Total 


Toiinajjo 

Draft,  groatost feet. 

Merchaiulise,  gcucral tons. 

Coal do. . 

Lumber feet. 

Grain tons . 

IJitnminou.'*  rock ..do.. 

Dairy  i)roduce do. . 

Live  stock do.. 

Chrome  ore do.. 

Aaphaltum do . . 


Year  the  improvement  i  Year  cndiuu  December 
began  (1888).  I  31,1893. 


Incoming. 


603 
34 


637 


Outgoing.  I  Incoming.    Outgoing. 


603 
34 


I 


508 
12 


637 


520 


508 
12 


520 


452, 149. 34 

18 

8,802 

2,985 

8, 884, 400 


452, 149. 34 


397, 450 


5,669 


23,305 
15,342 


9,725 

500 

5,  752, 400 


397,450 


4,480 


30,264 

0,016 

1,685 

2,968 

149 

133 


Tons. 

Total  amount  of  freight  entered  and  cleared  in  1888 68, 425 

Total  amount  of  freight  entered  and  cleared  in  1893 64, 867 

No  now  lines  of  transportation  have  been  established  during  the  year. 


S  S  4. 

IMPROVE5IENT  OF  WILMINGTON  HARBOR,  CALIFORNIA. 

The  present  project  contemplates  gaining  a  depth  of  IG  feet  at  mean 
low  tide  at  the  entrance  and  in  the  inner  harbor.  For  this  purpose 
Jetties  have  been  constructed  from  Rattlesnake  Island  and  Timms  Point 
on  the  easterly  and  westerly  sides  of  the  harbor,  respectively,  and  a 
certain  amount  of  dredging  has  been  done  in  the  inner  basin. 

Previous  to  the  commencenient  of  operations  in  1871,  there  was  a 
depth  of  less  than  2  feet.at  the  entrance  at  mean  low  tide.  The  oper- 
ations of  jetty  extension  and  dredging  have  resulted  in  securing  a 
dei)th  of  10  feet  and  over  in  the  inner  harbor  at  mean  low  tide  and 
about  14  feet  at  the  entrance. 

Work  was  continued  during  the  fiscal  year  from  July  to  November  in 
raising  the  east  jetty  between  Deadmans  Island  and  the  double  timber 
work,  in  extciidiiig  the  east  jetty  about  425  feet  seaward  beyond  Dead- 


2512       REPORT    OF    THE    CHIEF    OF    ENGINEERS,  U.  S.  ARMY. 

niaus  island,  and  in  raising  and  extending  the  west  jetty.  The  stone 
for  the  past  season's  work,  amounting  to  12,385  tons,  was  delivered 
under  contract  made  the  previous  year,  and  the  work  of  placing  same 
in  i)osition  upon  the  jetties  was  done  by  hired  labor  with  the  plant 
owned  by  the  Governnlent. 

While  these  operations  were  in  progress  a  series  of  current  observa- 
tions were  conducted,  and  a  number  of  borin-gs  were  made  at  the 
entrance  to  determine  the  character  of  the  underlying  strata  at  that 
locality  with  a  view  to  tlic  consideration  of  further  projects  for  improv- 
ing the  harbor.  A  survey  of  the  inner  harbor  as  far  as  the  head  of 
Smiths  Island  was  also  made  in  connection  with  work  proposed  for 
deepening  the  channel  between  harbor  lines. 

A  survey  made  after  the  close  of  operations  showed  a  ciepth  of  about 
14  feet  at  mean  low  tide  at  the  entrance.  Advices  lately  received  indi- 
cate a  deepening  at  this  locality,  but  to  what  extent  can  not  be  defi- 
nitely stated,  but  sufficient  to  warrant  the  belief  that  the  channel  is 
undergoing  some  change  for  the  better.  On  May  15  the  ship  Forrest 
Queen,  drawing  18.9  feet,  entered  the  harbor  easily,  the  stage  of  tide 
being  5.G  feet.  Owing  to  shallow  depth  along  the  wharf  front  where 
she  intended  to  make  her  berth  she  was  unable  to  unload  except  at 
high  stages  of  tide.  This  latter  circumstance  indicates  the  necessity 
of  measures  being  adopted  to  increase  the  depth  of  the  inner  harbor  at 
various  points  so  as  to  accommodate  the  class  of  vessels  that  can  x>ass 
the  entrance.  If  the  depth  of  16  feet  at  mean  low  tide  at  the  latter 
I)oint  be  gained  it  will  permit  vessels  drawing  from  20  to  22  feet  to  enter 
at  high  tide,  and  provision  should  be  made  for  this  circumstance.  The 
changes  of  depth  at  the  entrance,  due  to  the  extension  of  the  jetties, 
take  place  very  slowly,  and  it  is  possible  that  the  ultimate  depth  of  16 
feet  will  be  obtained  without  any  further  addition  to  the  works.  Should 
this  not  occur  it  might  be  desirable  to  resort  to  dredging,  as  theiemoval 
of  a  comparatively  small  amount  of  material  would  give  the  reciuired 
depth,  and  this  could  be  maintained  at  moderate  expense. 

The  inner  harbor  was  dredged  several  yenrs  ago  to  the  depth  of  16 
feet  at  moan  low  tide  from  the  wharves  to  Deadmnns  Island  over  a 
channel  width  of  300  feet.  The  survey  shows  that  this  depth  has  been 
maintained  and  that  no  deterioration  of  the  channel  has  taken  place 
due  to  material  brought  into  the  harbor  during  the  tidal  How.  It  is 
therefore  believed  that  ecjually  good  results  can  l)e  obtained  and  main- 
tained by  further  dredging.  Along  the  wharf  fronts,  which  are  on  the 
harbor  lines,  it  is  found  that  shoal  places  exist  which  prevent  vessels 
from  unloading  at  all  stages  of  tide.  At  the  northerly  wharves  on  the 
westerly  side  of  the  harbor  the  depth  decreases  to' about  It  feet  at 
mean  low  tide,  and  along  the  entire  wharf  front  of  the  easterly  side  of 
the  harbor  depths  not  exceeding  12  feet  are  found  at  same  stage. 
These  shallow  depths  indicate  the  necessity  of  dredging  operations  to 
accommodate  the  commerce  of  the  harbor,  when,  as  shown  above,  ves- 
sels drawing  nearl}^  10  feet  have  passed  the  entrance.  Appropriations 
made  in  the  future  will  be  expended  in  increasing  the  depths  at  the 
entrance  and  in  dredging  the  interior  basin  between  harbor  lines. 

Tlie  total  amonnt  api)ropriatedfor  this  harbor  is  .^055,000,  as  follows: 

March  3,  1871 $200,  0(H)  Marcli  3,  ISSl  $33,  000 

Juno  10,  1872 75,000  August  2,  18S2 100,000 

Marcli  3, 1873 M50,  OQT)  July  5,  1884 50,  000 

March  3, 1875 30,  000  Aiisust  5,  188() 75,  000 

.TnnelS,  1878 20,000  Angnst  11,  1888 90,000 

March  3, 1879 12,  000  September  19,  185)0 34,  000 

June  11,  1880 35,000  July  13,  1892 51,000 
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The  total  amount  exi)emle(l  to  close  of  fiscal  year,  including  out- 
standing liabilities,  is  $950,213.08. 

Money  statetnent. 

July  1 ,  1893,  balauce  unexpended $38, 880. 48 

June  80, 1894,  amount  expended  during  tiscal  year 3-i,  019. 16 

July  1,  1894,  balance  unexpended 4,  861. 32 

July  1,  1894,  outstanding  liabilities 75.00 

July  1,  1894,  balance  available 4,786.32 


COMMERCIAL   STATISTICS. 


Commercial  statistics  for  the  year  the  improvement  began  {1871). 


Ste.iiu number. . 

.Sailiug do.. .'. 

Total 

Frei;;ht tons . . 

Lumber feet.. 


Incoming. 


160 
65 


225 


25, 3i:i 
10, 038,  336 


Outgoing. 


160 

65 


225 


9,575 


Statistics  of  commerce  for  the  year  ending  December  SI,  1893. 
[Furnishml  by  the  collector  of  cuHtoma  at  Wilmington,  Cal.J 


VcHsels : 
Steam . . 
Sailing. 


Total 


Foreign  commerce 
(outer  harbor). 


Incoming. 


4 
34 


38 


Outgoing. 


4 
23 


Tonnage 

Draft,  greatest j 

Merrhaudise,  general tons . . 

Coal do I 

Cement do 

Lumber feet..' 


239,090  I 
26 


86,  439 
4,  295 


223,  649 

14 

4, 102 


Domestic  commerce. 


Incoming.     Outgoing 


203 
165 


293 
162 


458 


455 


18J 
15,244 


13, 372 


,  78,  045,  000 


The  total  amount  of  revenue  collected  at  the  port  during  the  year  ending  Decern 
ber  31,  1893,  was  $140,858. 

The  rates  on  freights  have  been  reduced  since  tlio  first  expenditure  for  the  improve 
ment  of  this  harbor  from  $7.50  to  62^  cents  ])er  1,000  feet  on  I'umber,  and  from  $i 
to  75  cents  per  ton  on  general  merchandise  from  the  outer  harbor. 

Tons. 

Total  amount  of  freight  entered  and  cleared  in  1871 50,  059 

Total  amount  of  freight  entered  and  cleared  in  1893 231, 757 


$5 


Increase 181,  698 

No  new  lines  of  transportation  were  established  during  the  year. 

ENa  94 158 
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S  S  5. 

IMPROVEMENT  OF  SAN  DIEGO  HARBOR,  CALIFORNIA.' 

The  approved  project  for  tlie  improvement  of  San  Diego  Harbor  con- 
templates the  construction  of  a  jetty  on  Zanin^^a  Shoal  at  the  entrance 
to  the  harbor;  the  maintenance  of  a  channel  of  24  feet  depth  at  mean 
low  water  through  the  middle  ground;  and  the  repair  of  the  dike  built 
across  the  mouth  of  the  San  Diego  Eiver  to  divert  the  waters  of  that 
stream  into  False  Bav. 

JMy. — It  is  intended  to  construct  a  jetty  about  7,500  feet  in  length, 
extending  from  Coronado,  North  Island,  along  Zuninga  Shoal,  with  a 
view  of  gaining  26  feet  at  mean  low  tide  over  the  outer  bar  where  now 
there  is  a  depth  of  about  21  feet  at  same  stage.  Zuninga  Shoal  projects 
out  from  Coronado,  North  Island,  parallel  to  Point  Loma  Peninsula,  the 
line  of  its  crest  being  about  1,400  feet  eastward  of  the  entrance.  In  its 
natural  condition  it  has  the  ai)pearance  of  a  submerged  jetty,  with  an 
average  depth  along  its  crest  of  about  3  feet  at  mean  low  water.  Before 
the  commencement  of  operations  there  was  a  littoral  channel  along  the 
shore  end,  having  a  depth  of  about  11  feet  at  same  stage.  The  align- 
ment of  the  jetty  will  be  along  the  crest  of  the  shoal,  and  the  structure 
will  be  simply  a  mound  of  stone  on  a  brush  fcmndation  and  carried  to 
about  high-water  mark,  which  will  have  the  oifect  of  raising  the  shoal 
to  that  height. 

SpecilLcations  were  issued  and  proposals  were  invited  for  the  con- 
struction of  so  much  of  the  jetty  as  the  funds  available  would  permit. 
A  contract  was  entered  into  August  30,  1893,  with  Silas  E.  Smith,  the 
lowest  bidder  for  work,  at  the  following  prices :  Trestle,  $5.91  per  linear 
foot;  brush  mattresses  in  place,  at  82.53  i)er  cubic  yard;  stone,  $l.C2i 
per  ton  of  2,240  pounds;  and  ofiice  building  at  8550.  Work  was  com" 
menced  in  Septend)er,  but  owing  to  the  insutticient  plant  provided  by 
the  contractor  but  little  progress  was  made.  In  January  of  this  year 
a  change  was  made  in  the  outfit,  and  operations  since  have  been  con- 
ductiMl  in  a  satisfactory  manner.  Owing  to  the  delays  occasioned  in 
the  earlier  oi^erations,  the  contractor  was  unable  to  complete  the  work 
in  the  stipulated  time,  and  accordingly  an  extension  of  three  months 
was  granted  him. 

The  oi)erations  consisted  tirst  in  revetting  the  shore  iov  a  length  of 
about  1,000  feet  from  the  point  selected  for  root  of  tiie  jetty  westward 
to  the  entrance  channel,  and  afterwards  in  commencing  the  construc- 
tion of  a  trestle  from  which  the  mattress  and  rock  could  be  deposited 
on  the  line  of  the  jetty.  The  line  selected  is  well  back  from  the  approach 
to  the  entrance  so  as  to  afl'oid  considerable  latitude  for  building  spurs 
and  keeping  the  channel  from  the  main  strintture  and  so  avoid  dangers 
from  undermining. 

The  masses  of  stone  for  the  revetment  and  for  the  jetty  proper  were 
deposited  upon  a  Ibundation  of  brush  and  stone.  The  mattresses  for 
the  former  were  simply  laid  in  i^lace  u])on  the  beach;  those  for  the 
jetty  were  built  ui)on  the  trestle  and  dropped  into  position.  The 
details  of  the  mattress  construction  and  methods  of  sinking  are  given 
fully  in  the  accompanying  report  of  the  assistant  in  local  charge  of  the 
work.  The  specilicaticnis  called  for  the  construction  of  a  trestle  with 
3-pile  bents,  ])ut  owing  to  the  depths  of  water  in  the  littoral  channel 
and  to  the  heavy  rolling  stock  used  the  contractor  constructed  84 
bents  with  4  piles  each,  and  71  bents  as  specified.  These  latter  were 
found  to  possess  all  needed  stillness  required  in  the  construction.     As 
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the  trestle  advanced  seaward  its  height  was  increased  from  16  to  20 
feet  above  low  tide  # 

At  the  close  of  the  fiscal  year  the  contractor  had  completed  the  fol- 
lowing amount  of  work:  1,000  feet  of  shore  revetment;  2,46-1.5  feet  of 
double-track  trestle;  1,860  feet  of  jetty  to  a  height  of  high  water;  194 
feet  additional  to  low  water;  and  the  brush  and  stone  foundation  course 
a  further  distance  of  418  feet.  To  complete  the  contract  will  require 
about  4^600  tons  of  stone  yet  to  be  deposited  on  the  line  of  the  jetty. 
It  is  expected  that  this  work  will  be  done  during  July. 

In  conducting  the  operations,  instead  of  pushing  the  work  bodily 
forward  the  foundation  course  and  lower  portions  of  the  jetty  proper 
were  built  a  considerable  distance  in  advance  of  any  completed  portion, 
60  as  to  disturb  as  little  as  possible  the  existing  conditions. 

There  was  but  little  local  scour  in  front  of  the  trestle  and  advanced 
work.  The  completed  work  shows  as  yet.  no  influence  upon  the  bar 
depth,  and  it  is  not  expected  that  any  change  will  be  observed  until 
the  jetty  has  been  advanced  a  considerable  distance.  The  only  observ- 
able change  in  the  natural  conditions  is  in  the  shore  line  near  the  root 
of  the  jetty.  To  the  eastward  the  low- water  line  has  advanced  sea- 
ward about  350  feet,  and  ordinary  high-water  line  about  300.  The 
shore  line  for  a  length  of  about  2,100  feet  shows  the  effect  of  this 
filling;  on  the  line  of  the  jetty  the  vertical  depths  of  the  filling  over 
the  part  affected  is  from  8  to  11^  feet.  On  the  channel  side  some  fill- 
ing is  observed,  due  to  sand  carried  through  the  wall  from  the  east- 
ward and  dropped  into  still  water.  A  shoal  that  existed  to  the  west- 
ward of  the  jetty  line  before  work  was  commenced  has  disappeared 
since  the  littoral  channel  has  been  tilled.  Aside  from  the  shore  drift 
there  is  apparently  but  a  small  movement  of  sand  at  the  locality;  this 
is  particularly  observable  by  reason  of  the  slowness  in  which  the 
brush  mattresses  silt  up.  Some  of  these  constructions,  which  were 
only  a  foot  thick,  showed  but  little  evidence  of  filling  even  after  a  sub- 
mersion of  two  or  three  months. 

Middle  ground, — No  work  was  done  upon  the  shoal  at  this  point  dur- 
ing the  past  year.  The  depth  remains  about  the  same  as  last  reported, 
viz,  16^  feet.  Xo  work  is  contemplated  until  the  jetty  work  shall  liave 
been  advanced  sufilciently  to  cut  oft*  the  movement  of  sand  over  Zuninga 
Shoal  and  thereby  permit  dredging  of  the  middle  ground,  with  some 
prospect  of  maintaining  a  permanent  channel. 

IHlce, — This  work,  completed  in  1876,  had  for  its  object  the  preserva- 
tion of  the  navigation  of  the  bay,  which  was  threatened  by  the  deposi- 
tion of  material  brought  down  by  the  San  Diego  Eiver  during  flood 
stages.  The  river  was  turned  from  its  course  and  caused  to  empty  into 
False  Bay.  This  was  accomplished  by  building  a  dike  across  the  mouth 
of  the  river  and  excavating  a  new  channel.  The  dike  is  in  good  condi- 
tion. If  repairs  are  found  necessary  they  are  made  by  making  a  small 
allotment  for  the  purpose  from  the  appropriations  for  the  harbor. 

Work  will  be  continued  upon  the  jetty  as  now  designed  to  the  extent 
of  the  funds  made  available.  An  appropriation  of  $200,000  is  asked 
for  the  fiscal  year  ending  June  30,  1896. 

The  total  amount  appropriated  for  San  Diego  Harbor  since  1875  is 
8192,500,  as  follows: 

Act  of— 

March  3,  1875 $80,000 

March  3,  1879 1,000 

Angnst  11,  1888 1,000 

September  19,  1890 60, 500 

.Inly  13,  1892 50,000 
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Tlie  total   ainouut  expended,  including  outstanding  liabilities,  is 
$174,41KJ.48. 

Tliis  work  is  in  the  coUoctioii  district  of  8nn  Diego. 

Money  statement. 

July  1, 1893,  balance  unexpended Jf^.  732.  1') 

.1  uiio  30, 1894.  amount  expended  during  liscal  year rvK^JlO. 5) 

July  1,  189J,  balance  unexpended 32,921.63 

July  1,  1894,  outstanding- liabilities $14,915.13 

July  1,  1891,  amount  coyered  by  uncompleted  contracts 15,  148.34 

30,OG3.47 

July  1,  1894,  balance  available 2,858.18 

Amount  that  can  be  i)rolitably  expended  in  liscal  year  ending  J  une  30, 1896  200,  000. 00 
Subniitte<l  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  18(5(5  and  1807  and  of  sundry  civil  act  of  March  3, 1893. 


Abstract  of  hlda  for  hndding  a  jetty  at  San  Diego  Harbor,  California,  called  for  by 
adrertisement  dated  June  77,  ISOS,  and  opened  at  11  a.  in.  Jnhj  ..'/,  i<s\9.),  ?>//  Lieut, 
Charles  L.  Potter,  Corps  of  Entjinecrn,  in  absence  of  Lieut.  Col.  JV,  H,  H,  lienjjanrd. 


No.  Name  of  bidder. 


Tr.wfli>     ^I"^^r<«H  StoiKMier 

I         '     i"  pl'"M',      toil  of         (»m<-c 
per  linear  j^^^j.  j.,jj^.^.      ^  .,^y      :  biiihliu-. 

yard.  pounds. 


1  John  H.  Quinton $t5. 56  $J.78  $*J.  33  $500.00 

2  Kimball  (i.  EaHton U.  44  LMT)  2.21  5  ) ».  <K) 

W      W.JacobHon r..l7  1.07  2. 09  H»)l».  UJ 

4  Darbv  La\<lon 7.28  4.75  2.75  775.  iK) 

5  Silas'U.  .Siuitli 5.  iU  2.5  5  1.02.^  550.  (M 

C     ,1.  1'.  M.  IMiillip.s 11.50  4.  no  !          a.  OO'  (iOo.  i»0 

7  Ileulv,  Tibbi'ts  ^  Co G.  50  2.  40  |  2.  :{0  60vl.  00 

8  A.  A.  Polliajuu.s 10.00  a.5<»  2.48  550.  «H) 


UKroKT    OF    Mli.    V.    C.    TIKNKK,    ASSISTANT    KXiJINKKK. 

COUOXAIX)  N(»UTII    I.SLAM),  (.'aliioiinia,  Juhj  ..',   1S94. 

CoLONKL:  I  have  the  honor  to  submit  the  following  rej)ort  of  work  upon  the  Jetty 
at  San  Diego  Harbor  for  the  fiscal  year  ending  .luiio  oO,  1891 : 

Work  b(;gan  under  the  ccuitract  with  S.  R.  Smith  in  Se])tember,  1893,  but  was  not 
vigorously  i)rosocutcd  until  the  contractor  re<'eived  linaiurial  help  from  Mr.  W.  S. 
Waterman.     In  January,  1891,  the  quarry  was  changed,  and  since  then,  with  the 
exieption  (»f  three  delays  to  brush  and  tresthi  work  by  reason  of  the  nonarrival  of 
piling  and  lumber,  the  work  has  been  eontinmms  and  active. 

The  work  done  up  to  .lune  30  is  as  follows: 

All  oOico  building  has  been  erected;  a  40-ton  Howe  railway  scale  put  in  ])lace  on 
a  concrete  foundation;  1,(KX)  feet  of  tiie  shore  revetted  with  rock  and  brush;  2,464.5 
feet  of  double-track  trestle  built;  tlH5  Jetty  built  to  high  water  for  a  distance  of 
1,800  feet,  to  about  low  wat^r  for  194  feet  more,  and  a  brush  and  stone  foundation  course 
for  418  feet  more,  the  total  length  of  fouinlation  coiirs«^  being  2,472  feet,  or  a  half 
bent,  8  feet,  beyond  the  trestle.  Besides  this  Avork,  Avhich  was  ])aid  for  by  the  United 
States,  the  contractor  has  had  the  ('oronado  Kailroad  extended  a  mile  and  a  half  so 
as  to  reach  the  Jetty,  and  has  built  the  necessary  approaches,  embankments  and  side 
track.  aii<l  started  a  wharf  on  the  bay  side. 

The  gi'ucral  plan  of  the  work  was  to  build  1,000  feet  of  shore  reA'etment  from  the 
root  of  the  J<'tty  westward  to  the  entrance  clianiiel,  after  which,  on  February  2,  a 
high-tide  Jetty  was  started  out  along  Zuninga  Shoal.  The  location  is  well  back  from 
the  channel  so  as  to  give  consiflerable  latitude  for  building  spurs  an<l  keeping  the' 
cuirent  from  the  main  structure,  the  distance  of  the  axis,  prohmged  straight  to 
the  shore,  fnmi  the  entran^'o  to  the  bay  l)eing  400  yards.  The  Jetty  starts  on  a  10° 
curve  concav«^  to  the  channel,  in  order  to  ^'  refuse^'  the  root  of  th(^  work  from  wave 
attack  during  construction  in  case  of  storms,  and  also  to  bring  the  work  all  opposite 
land  owned  by  the  United  States.     The  curve  ellects  a  saving  of  about  1,400  tone  of 
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rock  and  280  cubic  yards  of  brush,  by  reason  of  shorto'uing  the  sboro  revetment  350 
feet,  while  not  affecting  th6  voUuno  in  the  jetty  proper.  The  tangent  in  the  jetty 
proh)nged  eouvergert  toward  the  chaniiol,  and  breakers  are  outsi<ie  of  it  at  the  end  of 
th(^  shoal,  considerable  change  having  taken  place  since  the  last  survey,  so  that  the 
direction  will  probably  need  changing  about  5^  to  thecrast  to  give  the  ch(;ape.st  con- 
struction. 

With  the  completion  of  this  contract,  under  which  about  4,600  tons  more  of  rock, 
about  three  weeks'  work,  is  still  to  be  ])laced,  the  foundation  course  will  liave  been 
carried  to  nearly  a  third  of  its  ])ro]»o8ed  length,  the  wall  some  200  yards  less;  but 
<  wing  to  the  existcnc(j  of  a  channel  close  to  the  shore  about  250  yards  wide  and  hav- 
ing a  depth  of  10  feet,  while  the  greater  part  seaward  of  it  consists  of  a  shoal  with 
hut  a  third  as  great  depths  along  the  axisof  the  jetty  line,  the  volume  actually  tilled 
is  a  much  larger  [>ercentage  of  the  whole  work,  that  is,  on  the  basis  of  the  present 
depths.  With  halting  intermittent  work  considerable  scour  is  likely  to  occur,  aud 
greatly  increjise  the  amount  of  nuiterial  needed. 

1  he  ertccts  of  the  work  done,  as  iar  as  observed,  are  only  local,  aud  little  else  is 
likely  to  oc<ur  until  the  jetty  has  been  extended  1,000  feet  farther.  The  shore  line 
has  built  out  at  the  root  of  the  jetty,  advancing  the  low-water  mark  118*yards  and 
the  (»rdiuary  high-water  mark  from  90  to  9.5  yards,  the  vertical  dej)ths  of  tilling 
being  from  8  to  lU  feet.  On  the  east  side  the  shore  lino  curves  ba(!k  gently  from 
the  jetty,  the  shore  being  ati'ected  for  about  700  yards,  but  the  west  side  has  built 
up  by  the  sand  coming  through  the  wall  from  the  east  and  droi»ping  into  dead  water, 
forming  a  crtiscent-shaped  beach  in  the  angle  between  the  jetty  and  the  revetment, 
aud  a  steep  bank  along  the  inside  of  the  wall  solving  to  8treugth«;n  that  si<le  also. 
It  is  thought  that  this  tendency  to  till  will  continue  along  the  whole  w(»rk  and  the 
bank  remain,  if  the  spurs  be  built  out  to  the  channel.  A  shoal  on  the  west  side  of 
the  jetty,  which  was  bare  at  a  foot  of  tide,  has  scoured  since  the  littoral  channel  was 
closed,  so  that  but  a  small  ))ateh  is  exposed  only  when  the  tide  falls  below  zero. 
Aside  from  the  shore  drift  the  movement  of  sand  in  this  protected  place  and  calm 
latitude  has  been  inconsiderable.  At  times  the  water  becomes  exceedingly  clear, 
and  the  edges  of  the  brush  mattresses  can  be  seen  still  unsandod  over  after  two  and 
three  monthw'  8ubmei*sion,  though  they  are  only  about  a  foot  thick.  A  small  local 
scour  has  occurred  at  the  end  of  the  shore  ri'vetmeut  wall,  ^nerely  wave  swash.  No 
tendency  t<»  widen  the  entrance,  as  is  ultimately  expected,  has  yet  been  observetl. 

In  view  of  the  general  ox])eiience  of  the  coast  jetty  work  of  a  <-onsideral»lo 
jMlvance  scour,  the  general  principle  has  been  observed  in  the  work  of  disturbing 
existing  conditions  a  niinimnm  until  an  inerodable  foundation  had  been  laid.  The 
tirst  mile  of  the  shoal  being  well  protected  behind  Point  Loina  and  the  outlying 
kelp,  the  sea  is  very  mild.  There  prol)ably  is  no  place  where  the  local  weather  is 
so  mild  and  uniform,  even  in  the  winter.  As  a  result  the  formation  mats  were  cov- 
ered only  with  small  rock,  and  the  mats  were  only  a  foot  or  less  thi«k,  and  were 
projected  out  rapidly  so  that  at  one  time  they  were  1,200  feet  ahead  of  the  mound. 
The  average  thickness  of  the  foundation  course  was  from  2^  to  3  feet.  In  building 
the  wall  the  littoral  channel  was  keptoi)en  for  most  )Kirt  until  the  mats  had  all  been 
laid.  The  actual  scour  has  been  very  small,  averaging  not  over  a  foot,  ex<e])t  on  the 
lines  of  the  ])iling,  a  pothole  from  Oto  18  inches  deej)  usnally  cutting  round  each  pile. 
TlKunaximum  scour  was  at  the  end  where  the  mat  was  dropj)ed  in  5^  and  (>  feet  of 
water,  while  the  soundings  before  beginning  work  were  '2}  and  3,  a  scour  of  3  feet. 
The  smallness  of  the  scour  is  due,  it  is  thought,  to  this  being  the  tirst  work,  to  the 
mild  weather,  to  the  location  of  the  jetty  outside  of  the  crest  of  the  shoal,  and  to  the 
methods  pursued  in  doing  the  work. 

The  depths  actually  built  in  varied,  beyond  tht)  shore,  from  10  and  11  feet  in  the 
littoral  channel  to 4  feet  on  the  shoal,  the  original  depths  before  doing  much  work 
being  9  ami  10  feet  in  the  chanu(d  aud  2 J  and  3  feet  least  depth  on  the  »ihoal. 

The  trestle  8]>ecilied  had  a  double  track  upon  bents  of  3  i)iles,  bents  l)eing  16 
feet  apart  between  centers,  the  level  of  the  to])  of  the  stringer  being  16  feet  below 
low  water.  But  owing  to  a  clause  in  the  specificati(ms  stating  that  it  was  designed 
for  light  rolling  stock,  the;  contractor  drove  bents  of  4  piles  f<»r  84  out  of  a  total  of 
158  bents,  the  outer  74  bents  being  as  s])ecified.  Cars  weighing  75,000  pounds  gross 
have  been  run  (jver  these  3-])ile  bents.  So  sway  bracing  has  been  used  and  the  tres- 
tle was  amply  stitf  without  it,  oven  before  drop])ing  the  mats,  and  with  a  height  of 
26  ieet  jibove  the  ground.  The  ])iles  in  the  3-pile  bents  were  driven  usually  from 
11  to  13  feet  deep,  but  one  inside  pile  in  a  few  of  the4-pile  bents  was  allowed  lobe 
driven  less  than  the  specilied  10  feet.  All  ]»iles  were  driven  with  a  droj)-hamnier,  over- 
hanging skid  <lriver.  The  watir  jet  was  tried.  buttheai>paratus  was  not  wcdl  adapted 
to  that  i)rocess,  the  ])iles  went  down  crooked,  and  it  was  finally  given  up  after  a  few 
trials.  The  bottom  was  medium  sand.  The  usual  jjeuetration,  with  a  blow  from  a 
hammer  weighing  1,800  pounds  and  falling  24  feet,  the  rope  fixe<l  and  overhauling 
the  drum,  was  from  1^  to  U  inches,  the  average  pile  being  blunt-pointed,  about  10 
inches  in  diameter  at  the  small  end  and  about  13  inches  in  diameter  at  the  butt.    With 
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everything  niuuiug  smoothly,  a  crew  of  eight  men  could  drive  aud  cap  3^  of  the 
4-pile  bentH  iu  eight  hours,  aud  at  times  drove  4.  When  driving  Lents  of  3  piles,  the 
stringers  were  i»ickcd  up  from  a  raft  by  means  of  a  pair  of  shearlcgs  on  tho  rear  end 
of  the  driver,  and  with  this  work  added  tho  speed  was  tho  same  as  before  ^th 
4-pile  bents.  With  delays  and  accidents  the  average  was  much  less  than  tho  rate 
given.  The  toj)  work  of  sizing  and  bolting  the  stringers  and  putting  in  tho  spread- 
ers was  kept  up  by  4  carpenters.  On  account  of  the  r:ipid  progress  and  the  suiall 
amount  of  scour,  the  pile-driver  was  not  held  back  to  the  degree  specified,  but  was 
allowed  to  get  at  one  time  150  yards  ahead  of  the  finished  foundation  course,  and 
usually  was  from  60  to  8i)  yards  iu  advance,  thus  giving  more  room  for  the  cari)enter8 
and  mattressmen.  Piles  Keldom  stood  more  than  from  4  to  5  days  before  tho  mat 
was  dropp«."d  around  them.  It  was  decided,  after  starting  work,  to  increase  the 
height  of  tho  trestle  from  16  feet  to  20  feet  above  low  water.  The  trestle,  accord- 
ingly, is  on  a  grade,  or  rather  two  grades,  with  a  short  level  between,  on  account  of 
the  lengths  of  pihfs  the  contractor  had  on  hand,  the  short  level  between  grades 
having  the  appearance  of  a  sag.  The  last  52  bents  are  20  feet  above  low- water  level. 
The  brush  mattresses  which  form  the  foundation  course  are  composed  of  two  lay- 
ers of  brush  laid  at  right  angles  and  compressed  between  top  and  bottom  grillages 
of  2  by  3-iu<h  ]»ino  scantling,  and  tied  with  No.  10  black  annenlediron  wire.  Owing 
to  the  prevalent  idea  of  the  scarcity  and  high  jirico  likely  to  be  bid  for  brush,  the 
mats  wtTo  spreified  very  tliiu.  In  aetnal  work  it  was  found  dilticult  to  get  a  close 
mat  murh  less  than  a  foot,  which  was  tho  average  thickness  made,  except  with  very 
fine  brush.  All  but  the  last  mattress  were  made  in  one  ])iece  under  the  trestle,  in 
lengths  of  4  bents  each,  and  varied  according  to  the  depth  of  water  from  25  to  52 
feet  in  width.  The  end  mat  was  69  feet  wide  and  2i  bents  long,  projecting  a  half 
Ijcnt  beyond  the  trestle.  The  widths  arc  enough  to  allow  of  a  projecting  apron  or 
berm  of  4  to  G  feet  beyond  the  toe  of  the  rot-k  Avail  on  each  side.  The  brush  was  a 
gor<l  quality  of  willow,  fairly  straight,  and  with  butts  usually  between  ^  inch  and 
2  inches  diameter,  and  was  delivered  <m  cars  in  bundles  about  8  inches  thick  and 
from  (>  to  20  feet  long — usually  about  15  or  16  iwt  in  length.  About  a  sixth  of  the 
amount  ranio  from  tho  Sweetwater  River,  the  rest  from  the  Tia  Juana  River,  about 
160  acnis  being  rleared,  I  was  told,  in  obtaining  some  4,000  yards  from  this  latter 
localitv. 

The  niethoils  usrd  in  making  and  drop])ing  the  mattresses,  dc^vised  by  Mr.  W.  S. 
Rnssi'll  and  Mr.  (ieorge  F.  Bryant,  were  modeled  alter  the  methods  in  vogue  at  the 
jetties  at  Tam])ie(),  M«'xico,  and  for  these  exceptionally  thin  an«l  light  mats  worked 
excellently,  not  one  })eing  Inst  nor  badly  injured.  As  the  mats  were  much  wider 
than  (•a]>s,  the  latter  were  ext<Mided  ]>y  outrigg«"rs  of  6  by  10-inch  l>ine,  held  to  tho 
ca})  by  a  bolt  going  through  both  caj)  aud  outrig«j:er  and  fastened  with  nut  aii<l 
washer,  in  the  ease  of  thy  end  mat.  (W  feet  wide,  tht^  ,'JO-l'oot  ea])  was  extended  by 
two  or  a  donbh?  ontrijL^ger  on  (mcIi  si<le,  a  second  one  bolted  to  the  en<l  of  tho  lirst. 
it  is  thought  that  this  mat  is  th(^  wi<lest  ever  di'opjx'd  from  this  witlth  of  trestle. 
From  thes<^  outriggers  and  ca]>8  4  ])i(!(  es  of  ',>  by  S-ineh  i)ine  15  feet  long  are 
hung,  about  'A  feet  below  the  l)ottom  of  the  caps,  to  act  as  suspenders,  upon 
which  to  lay  the  grillage  and  build  tln^  mattress.  The  outside  ends  of  the  outer 
Hiispend«'rs  ami  the  inside  end  of  the  ]Kur  iu  the  middle;  of  the  trestle  hung  by  single 
ro])es  fixed  to  ])oth  suspendi-r  and  cap  or  outrigger,  in  case  of  the  outer  pieces;  but 
the  outer  ends  hung  in  the  bight  of  a  rop«'  of  whieh  (»no  end  was  tied  to  the  caj), 
and  the  other,  litt(Ml  with  an  eye,  was  held  in  a  light  iron  trip  hook,  which  also 
hung  to  the  cap;  there  being  2  trip  hooks  to  each  hent.  or  10  to  a  mattress.  When 
rea<ly  the  mattress  is  dropped  by  the  levers  ot  these  trip  books  being  i)ulled  simul- 
taneously at  a  given  signal,  tin-  two  outer  su8i)enders  swinging  to  the  outside,  and 
the  two  inner  ones  pulling  uj)  throuixh  the  mi<ldle  of  the  mattress.  I'pcm  tho  sus- 
penders the  lower  grillage  islaid,  eonsisting  of  2  by  IUu<di scantling  in  32-foot  lengths, 
placed  on  e<lgo  parallel  to  the  axis  of  tin*  j<'tty  and  3  leet  apart,  and  erossed  by 
scantling  5  feet  ai)art.  the  crossings  being  fastened  by  nails.  The  end  of  a  5-foot 
pie(?o  of  Xo.  10  annealed  black  inui  wire  is  wound  around  each  gri  11. -igi*.  crossing, 
and  the  Avire  allowe«l  to  projict  u])  about  3A  i\'r\.  The  bundles  of  brush  are  then 
laid  in  alt«'rnately  butt  and  end,  cut  o]»en  and  sj)rea<l,  carc^  being  taken  to  keep  the 
wires  projecting  above  it.  after  which  the  t<»p  grillage',  similar  to  the  bottom,  is  put 
on  and  tlie  mattn-ss  compressed  and  ti«'«l  by  heaving  on  tin*  ends  of  the  wires  with 
mat  levers,  iron  bars  with  a  corrugated  toggle  at  the  en«l,  and  liaAing  a  6-iuch  ful- 
crum w«dded  on  about  5  inches  from  the  en<l.  Th(»  wires  are  se<'ured  by  taking  a  turn 
round  the  grillage  crossing  and  twisting  the  end  al)oul  a  half-driven  nail,  the  nail 
finally  Ijeing  <lriven  Inwue.  the  wire  being  held  taut  during  1his  operation  in  a  pair 
of  tongs. 

About  two-tiiirds  of  the  mat  tress<s  wi're  <Iropped  light,  but  toward  the  end  the 
incn'ased  .^well  ma<le  it  advisabb*  to  ]»ut  on  a  ]neliminarv  loading  of  small  rock. 
The  mattn'sses  being  so  thin,  th<^  buoyancy.  i»articularly  with  green  brush,  was  so 
small  it  r(Miuire«l  but  from  4  to  6  tons  to  sink  a  mattress  containing  from  100  to  120 
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cubic  yards.  With  a  foreman  and  10  moii  a  mat  of  this,  the  usual  ilize,  would  be 
Buuk  iu  from  six  to  uino  minutes  after  dropping.  With  light  preliminary  loading  it 
usually  took  from  two  to  four  minutes,  and  when  well  covered  about  one  minute  to 
one  and  one-fourth  minutes  to  settle  securely  on  the  ground. 

On  the  basis  of  a  mat  of  100  cubic  yards,  about  63  feet  long,  43  feet  wide,  and  a 
foot  thick,  the  labor  would  approximate  90  hours,  or  with  foreman,  say  one  hour 
per  cubic  yard  of  compressed  mattress.  This  was  distributed  about  as  follows: 
Thirty  hours  on  outriggers,  suspenders,  and  lower  grillage ;  forty  hours  laying  brush ; 
and  twenty  hours  putting  on  top  grillage,  tying,  and  compressing;  or  iu  money 
t^rms  at  $1.50  per  day,  foreman  $3,  the  frame  woiud  cost,  per  cubic,  yard,  6.6  cents, 
brush  filling  8.8  cents,  tying  4.4  cents,  or  about  20  cents  in  all.  The  material,  with 
the  waste  lumber,  wire,  and  nails,  costs  about  35  cents,  and  with  brush  at  $1  per 
cubic  yard  at  the  trestle,  makes  the  total  mat,  ready  for  dropping  cost  about  $1.55 
per  cubic  yard.  This  is  the  average  for  1,212.2  cubic  j^ards  of  brush  which  took 
1,050 hours  besides  foreman's  time;  but  takes  no  account  of  expense  for  locomotive, 
preliminary  preparations,  and  plant;  and  delays  and  accidents  also  bring  the  aver- 
ago  total  cost  much  higher.  I3ut  it  will  be  seen  that  the  thinness  of  the  mattresses 
does  not  increase  the  cost  as  much  as  might  be  thought.  If  the  thickness  were 
doubled  the  grillage  would  need  bo  heavier,  at  least  2  by  4  inches,  or  33  per  cent; 
and  the  labor  Avould  bo  increased  nearly  as  much,  making  the  cost,  aside  from  the 
brush  and  the  labor  of  stowing  it,  which  would  change  little,  about  31  to  32  cents 
per  cubic  yard,  instead  of  46  cents,  a  probable  cheapening  of  but  14  to  15  cents  per 
cubic  yard. 

Considering  the  fact  that  the  sand  moA'es  so  slowly  in  this  locality  in  the  absence 
of  storms,  that  thick  mats  are  unlikely  to  be  sanded  up  from  teredo  attack  for  many 
months;  that  the  difference  in  cost,  jier  volume,  of  roclc  and  brush  is  now  m  favor 
of  rock,  and  is  not  likely  to  ])0  very  much  the  other  way  in  future  contracts,  espe- 
cially if  the  specifications  allow  considerable  latitude  in  the  sizes  of  rock,  and  also 
taking  into  account  the  advantages  gained  by  having  a  thin  advance  foundation 
course — for  scour  hereafter  will  be  much  greater  than  heretofore — it  would  seem 
advisable  to  continue  the  use  of  brush  merely  as  a  foundation  course  or  "carpet," 
and  not  as  a  material  to  fill  the  heart  or  core  of  the  Jetty,  despite  its  possible  greater 
tightness.  That  the  use* of  some  brush  is  needed  as  a  foundation  would  appear  to 
boindicated  by  theexperieuco  on  the  revetment  wall.  During  the  contractor's  change 
of  ])lans  a  considerable  quantity  of  rock  which  had  been  thrown  off  the  cars  upon 
the  beach  and  on  the  line  of  the  intended  wall,  had  buried  into  the  sand,  making  it 
tedious  and  difficult  to  pick  up  and  place  properly  on  the  brush.  Th(!refore  the  con- 
tractor requested  to  leave  it  and  have  a  de<luction  estimated,  which  was  done.  In 
consequence  of  this,  experiment  was  tried  of  leaving  out  the  brush  foundation  for 
100  feet.  Th(f result  was  that  during  rough  water  and  high  tide  this  portion  of  the 
wall  sunk  down  2|  and  3  feet  below  the  rest  of  the  wall,  making  a  deep  sag.  This 
is  not  a  conclusive  test  of  a  small  stone  foundation,  however,  as  there  was  not  a  full 
generous  layer  of  small  rock  on  the  sand,  only  rock  from  100  to  250  pounds;  but  it 
may  bo  claimed  that  it  was  as  well  covered  as  would  be  practicable  to  count  upon 
under  Avater  on  the  lino  of  the  jetty  proper,  unless  there  was  a  largo  quantity  of 
small  rock  available,  as  in  case  of  the  Catalina  Island  quarries,  for  instance. 

The  first  1,800  tons  of  rock  delivered  last  fall  came  from  the  Sweetwater  Valley 
and  is  a  hard  porphyry — locally  socalled — containing  crystals  of  iron  pyrites  and 
weighing  168  pounds  per  cubic  feet.  It  was  brittle  and  splintered  iu  quarrying. 
Seeing  the  likelihood  of  a  largo  amount  of  small  stone,  which  Avas  excellent  for  cov- 
ering the  mattresses  but  useless  outside,  rock  below  the  specified  50  pounds  weight 
was  rejected.  The  quarry  Avas  changed  to  a  coarse-grained  granite  quarry  at  Fos- 
ters, after  Mr.  Waterman  took  hold  in  January.  This  rock  cleft  large,  and  in  order 
to  obtain  small  stone  for  sinking  the  mattresses  a  porphyry  quarry  had  to  be  opened 
at  Spring'  Valley,  and  was  oi)erated  several  weeks.  The  large  rock  was  unloaded 
into  the  middle  of  the  trestle  by  means  of  a  chain  and  trip  hook  and  a  car  fitted  up 
with  a  derrick  and  hoisting  engine.  After  some  practice  2,000  tons  a  week,  forty- 
eight  hours,  were  readily  unloaded  by  the  crew  of  7  men,  and  the  attending  loco-  ' 
motive  and  its  engineer,  if  they  were  not  kept  waiting,  and  the  stone  averaged 
fairly  large.  One  man  rock  is  the  cheapest  handled— about  40  to  50  per  cent  cheaper 
than  the  derrick.  Rock  from  500  pounds  to  2,000  pounds,  I  judge,  can  bo  most  easily 
handled  by  crowbars,  if  loaded  in  separate  cars.  All  rock  was  delivered  on  ordi- 
nary 20- ton  railroad  flat  cars,  there  being  about  50  regularly  in  the  service.  The 
loads  averaged  from  16  to  18  tons,  but  varied  up  to  a  maximum  of  25  tons  (2,240 
pounds).  The  jetty  wall  has  been  formed  by  dropping  the  rock  between  the  tracks 
and  allowing  it  to  take  its  own  slope,  Avhich  is  nearly  one  to  one  on  account  of  the 
heaviness  and  large  sizes — from  2  to  3  tons  on  tho  average,  but  running  up  to  6  and 
7  tons — of  the  rock  and  the  mildness  of  the  sea,  there  not  having  been  a  storm  since 
the  start.  Several  piles  have  been  knocked  out  from  under  the  caps  and  had  to  bo 
pulled  back  and  rebolted,  and  tho  caps  and  stringers  have  been  much  scarred  by 
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the  falling  rock.  The  20-f()ot  drop  is  severe  on  the  rock  also  and  many  piccca  bre-ak. 
A  wider  space  than  16  feet  between  track  centers  would  give  bett<?r  opportunity  for 
trinuning  the  wall. 

In  general,  the  .jetty  mound  was  built  in  three  stages.  First,  the  foundation  course 
was  laid;  next,  the  wall  built  to  between  low  an<l  half  tide  and  small  rock  thrown 
over  it  to  chink  up  spaces  and  tighten  it,  and  then  the  wall  was  built  up  to  high 
water.     A  final  trimming  u])  will  be  necessary  after  this  last  operation. 

With  present  ])rices  of  jj?1.6lir)  ]>er  long  ton  for  rock  and  $2.53  per  cubic  yard  for 
brush  mattresses,  assuming  a  cubic  yard  of  jrtty  to  take  1^  tons  of  rock,  the  cost  per 
cul,ic  yard  for  stone  and  for  brush  would  be  as  5?2.17  to  $2.53,  or  the  stone  14  per  cent 
the  cheaper.  The  r(»ck  wall  may  not  be  so  tight  as  the  brush  core,  but  by  chinking  up 
liberally  with  small  rock,  and  after  the  anticipated  sanding  up  has  taken  place,  it  is 
thought  there  will  be  no  practi<'al  dillerence  in  this  respect.  With  cheaper  brush, 
as  may  possi])ly  ha])pen  tt)  be  the  case,  the  aspect  would  be  ditferent. 

All  rock  and  brush  have  been  delivered  by  the  Coronado  Railroad,  which  skirtH 
the  southern  shore  of  the  bay,  and  the  8an  Diego,  Cuyamaca  and  Eastern  Railway, 
the  total  distance  from  the  quarry  at  Fosters  to  the  jetty  being  about  51  miles, 
nearly  ecpially  divided  between  the  two  roads. 

One  man  has  b(?en  killed  at  the  (piarry  by  a  bowlder  rolling  upcm  him,  and  several 
have  been  injured.  Three  men  have  been  hurt  at  the  jetty  in  handiing  rock,  and  two 
hav(^  fallen  from  the  trestle  but  without  being  hurt. 

Since  the  brush  work  stoiiped  on  May  23,  from  8  to  12  men  have  been  employed  at 
the  jetty,  nud  from  50  to  60  at  the  quarry. 

The  inaterial  us«h1  has  been  1,723.2  cubic  yards  of  compressed  brush,  and  27,769.8J* 
long  tons  of  rock.    About  4,600  tons  more  rock  will  be  delivered  under  this  eont-ract, 
which  will  take  about  three  weeks. 
Verv  respectfullv, 

F.  C.  TrHXKR, 

Assivtant  Engineer, 

I.ieUt.  Col.   W.  11.   11.    HKNYAt'HI), 

Corps  of  Engineers f  U.  S.  A. 


C(>mmp:kcial  statistics. 


Commercial  HtatiHtics  for  the  year  the  improvement  began. 


VcsselH.  ;  Fn.'is:ljt. 


Kiitorcd 




No. 
201 
195 

Tons. 
24,KOa 
ll.«47 

The  vessels  (inclu<liug  1(K>  steamers)  had  an  aggn^gate  tonnage  of  122,311  tons. 

Comnwrcial  NtatisticH  for  the  gear  ending  December  .?/,  ASVy.?. 
[FurnislH'fl  by  Mr.  A.  K.  Hi^^j^ins,  Hp<*oial  dt'puty  rolh'otor.] 


Striiiii niimlKT. 

Sailing «1(». .. 

Total 


Tonnafie 

Draft,  irn-atest foot, 

M<'rflian(Ii8<>,  frenoral.  donp'stic tons, 

(.'oal i\u. ., 

Liiiiilx-r f<»et , 

(jlrain tons. 

Mcrrhaiwliso,  gnicral.  forriun,  f  valtu'tl  at 


iTU'ominjj.*  Oii(jj(»in.ir, 


242 


241 
88 


.T35 


.'{29 


:'»:!.  217 
24 

(*) 


253,  074  I 

24 
2.5,  770 
SO.  MW    . 

10.820,  000    

8. 7;« 

$3«J0.  668  1273.  W3 


*  <.'ouM  not  fiiriiiHli  ilijmoM. 

t  No  n'corii  is  ki'i>t  ol  the  nnuiunt  in  tons  oxjwrtod  or  itn])orted. 
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Amount  <>f  revemui  collected  at  the  port  during  the  year  ending  DerenihtT  .''1.  1893, 
$91,812. 

'i'oilH. 

Total  amount  of  freight  entered  and  cleared  in  1870 ;io,  456 

Total  amount  of  freight  entered  and  cleared  in  1893,  exclusive  of  fon  igu 
merchandise Ho,  908 

Increase 107,  452 

No  new  lines  of  transportation  were  established  during  the  year. 


S  S  6. 

IMPROVKMKNT  OY  COLORADO  AND  GILA  RIVERS  AT  YUMA,  ARIZONA. 

The  section  of  the  river  and  harbor  act  of  July  13,  1892,  niakinjj:  an 
api)ropriatiou  of  $10,000  for  improving  the  Colorado  Kiver  called  for 
*'tlie  construction  of  a  levee  along  the  Gila  River  near  its  junction  with 
the  Coh)rado  so  as  to  confine  the  waters  to  the  channels  of  said  rivers.'' 

A  survey  of  tlie  locality  having  been  made,  and  the  necessary  condi- 
tions to  meet  the  required  object  having  been  determined,  specifications 
were  issueci  and  proposals  invited  for  the  construction  of  the  levee. 
Previous  to  issuing  these  specifications  the  right  of  way  had  been 
obtained  from  the  different  property  owners  free  of  ex]>ense  to  the 
United  States  and  the  deeds  therefor  had  been  i)laced  upon  record  at 
Yuma. 

Proposals  for  the  work  were  opened  September  4  last,  and  a  contract 
was  entered  into  September  19  with  Baker  &  McKeown  for  the  con- 
struction of  the  levee  at  a  i)rice  of  12i  cents  per  cubic  yard. 

The  levee  was  commenced  in  October,  189.'5,  and  completed  the  follow- 
ing January.  It  has  a  length  of  about  3,400  i^i^X^  with  a  <*rown  of  8 
feet,  and  slopes  inside  and  outside  of  1  on  2  and  1  on  3,  respectively.  It 
rises  to  a  height  of  2i  feet  above  the  flood  of  1891  in  the  Gila,  the 
average  height  being  10  feet.  The  total  amount  of  material  placed 
in  the  work  was  53,807  cubic  yards. 

The  line  extends  from  Penitentiary  Hill  to  the  embankment  of  the 
Southern  Pacific  liailroad,  near  Seventh  and  Gila  streets,  following  for 
the  greater  portion  of  its  length  the  westerly  bank  of  a  slough  alongthe 
easterly  boundary  of  Yuma.  In  adopting  this  line  advantage  was 
taken  of  a  levee  of  light  profile  thrown  up  by  the  village  authorities 
several  yeary  befoie,  as  the  object  t^  be  fulfilled,  viz,  the  protection  of 
Yuma  against  floods,  could  be  obtained  at  less  cost  by  following  this 
line  rather  than  a  longer  one  along  the  bank  of  the  Gila  proper.  The 
work  is  in  good  condition. 

The  total  amount  appropriated  for  this  improvement  is  $10,000,  and 
the  total  amount  ex])ended  is  $9,040.09. 

An  abstract  of  bids  received  is  appended. 

Money  statement, 

July  1,  1893,  balance  unexpended $0,503.07 

June  80,  1894,  amount  expended  during  fiscal  year 9, 143. 16 

July  1,  1894,  l>alaiic«'  unexpended 359. 91 
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Abstract  of  bids  for  building  a  levee  at  Yuma,  Jri^.,  called  for  by  advertisement  dated 
July  Qoj  J80S,  and  opened  at  11  a.  m.  September  -/,  ISOSy  by  Lieut.  Col.  W,  H,  H. 
lienyaurdj  Corps  of  Engineers. 


No. 


Bidder. 


1  ,  Patrick  J.  McConnick 

2  Grant  Bros t 

3  I  J.  S.  Aiit^incllo  A:  (;o 

4  j  Humphrey  McKoowii  and  Johu  Uaker 

5  1  Uudolf  Axinan 

6  ;  iiedinoiid  Tooliey  and  Henry  Goorgw... 


Prico  per 
cubic 
yard. 

Cvntv. 
13 
14 
39 

IC 


S  S  7. 

ESTABLISHMENT   OF   HARBOR    LINES   IN   NAPA    RIVER    AT   NAPA,    CAL- 
IFORNIA. 

Kapa  Valley  Wine  Company, 

San  Francisco^  June  5,  1893. 

Dear  Sir:  Being  the  owners  of  property  in  East  Xapa,  between 
Sixth  and  Seventh  streets,  having  a  frontage  of  about  300  feet  on  the 
cast  shore  of  the  Napa  Creek,  we  are  quite  interested  in  the  preserva- 
tion and  protection  of  navigation  and  harbor  in  Napa  City. 

In  former  years  wharves  and  bulkheads  were  only  needed  and  used 
in  West  Napa,  but  lately  manufactories  of  various  kinds  have  been 
established  on  the  east  side,  and  make  the  building  of  wharves  and 
bulkheads  a  necessity. 

The  continuons  changes  in  the  creek  make  it  diflTicnlt  to  ascertain  the 
lines  whore  the  erection  of  wharves  and  bulkheads  is  justifiable;  and 
as  the  increased  trallic  as  well  as  the  value  of  property  makes  it  nec- 
essary to  define  the  different  personal  rights,  we  would  like  to  make 
manifest  to  you  that  the  establishment  of  harbor  lines  between  the 
Third  street  bridge  and  the  foot  of  Oak  street  is  essential  to  the  preser- 
vation and  i)rotection  of  the  harbor  of  Napa;  and  we  respectfully 
leciuest  you  to  cause  such  lines  to  be  established  beyond  which  no  piers, 
wharves,  bulkheads,  or  other  works  shall  be  extended,  or  deposits 
made,  c^xcept  under  such  regulations  as  may  be  prescribed  by  you. 
Respectfully,  yours, 

Napa  Valley  Wine  Company, 

E.  C.  Priber, 

Manager, 
Hon.  Daniel  S.  Lamont, 

Secretary  of  War, 

[Si'conil  indorsonniit.] 

Office  Chief  of  Engineers, 

r.  S.  Army, 

Jinie  13,  1893. 

lU^spectfully  referred  to  Lieut.  Col.  W.  II.  II.  r>enyaurd.  Corps  of 
Engineers,  for  investigation  and  report. 

If,  in  Colonel  IJenyaurd's  opinion,  the  establishment  of  harbor  lines  is 
essential  to  the  preservation  and  i)rotection  of  the  harbor  he  will  please 
submit  to  this  office  a  ma])  showing  the  harbor  lines  which  in  his  judg- 
ment should  be  established  by  tlie  Secretary  of  War. 
By  <*(mim;:nd  of  I>rig.  (leu.  Casey: 

II.  M.  Adams, 
Major,  Corps  of  Engineers, 
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[Tliinl  imlorHonicnt.] 

U.  S.  Engineer  Office, 
San  Francisco^  CuL,  June  30,  1893, 

Respectfully  returned  to  the  Chief  of  Engineers,  U.  S.  Anny,  with 
accompanying  report. 

W.  11.  n.  J^ENYAURD, 

Lieut.  CoL,  Corps  of  Engineers. 

[Fourth  inilorseiuent.  1 

Office  Chief  of  Engineers, 

U.  S.  Army, 

Jultj  12,  1893. 

Respectfully  returned  to  the  Secretary  of  War. 

Application  has  been  made  by  the  Napa  Valley  Wine  Company, 
owners  of  property  fronting  on  Napa  River,  at  Napa  City,  Cal.,  for  the 
establishment  of  harbor  lines  at  that  locality. 

Attention  is  respectfully  invited  to  therei)ort,  dated  the  30th  ultimo, 
from  Lieut.  Col.  W.  H.  H«  Benyaurd,  Corps  of  Engineers,  to  whom  the 
application  was  referred.  He  is  of  the  opinion  that  the  narrowness  of 
the  channel,  the  small  depth  of  channel  when  not  intiuenced  by  tide 
and  other  attendant  circumstances  do  not  warrant  the  establishment  of 
harbor  lines,  and  suggests  that  encroachments  upon  the  navigable  chan- 
nel can  be  controlled  under  the  provisions  of  section  3  of  the  act  of 
Congress  of  July  13,  1892. 

I  do  not  concur  in  the  conclusions  reached  by  Colonel  Benyaurd. 

In  my  opinion  the  narrowness  of  the  channel,  insteiid  of  constituting 
an  objection,  is  rather  an  argument  as  to  the  necessity  of  establishing 
harbor  lines.  To  a  growing  and  progressive  industrial  city,  situated 
upon  a  narrow  river,  the  preservation  and  protection  of  its  water  front 
from  encroachments  that  tend  to  diminish  the  water  space  is  a  matter  of 
vast  importance.  And  it  is  of  essential  moment  to  the  owners  of  property 
bordering  on  such  a  river  to  have  their  individual  rights  as  to  the  exten- 
sion of  wharves  and  other  structures  defined  and  settled  by  law.  When 
harbor  lines  have  been  established  under  the  provisions  of  section  12  of 
the  act  of  September  19, 1890,  the  interests  of  the  public  in  the  preserva- 
tion of  the  navigable  channel  are  protected,  and  the  rights  of  individual 
riparian  owners  are  fixed  so  that  all  are  on  the  same  footing,  and  a  person 
on  one  side  of  the  stream  can  not  extend  his  wharf  or  pier  out  to  an 
unreasonable  distance  to  the  injury  of  the  owner  of  property  on  the 
opposite  side. 

Section  3  of  the  act  of  July  13,  1892,  simply  forbids  the  erection  of 
structures  that  may  impede  navigation,  but  a  structure  may  offer  no 
obstruction  to  navigation  and  yet  be  decidedly  injurious  to  a  harbor. 
The  objects  intended  to  be  accomplished  by  the  law  providing  for  the 
establishment  of  harbor  lines  and  the  law  forbidding  the  erection  of 
structures  obstructive  of  navigation  are  by  no  means  identical. 

I  therefore  recommend  that  the  matter  of  the  establishment  of  harbor 
lines  at  Napa  City  be  referred  to  a  Board  of  Engineer  Officers  to  con- 
sist of  Lieut.  Col.  W.  11.  II.  Benvaurd,  Maj.  W.  H.  lleuer,  and  Lieut. 
C.  L.  Potter. 

With  the  san(!tion  of  the  Secretary  the  order  constituting  the  Board 
will  be  issued  from  this  office. 

Thos.  Lincoln  Casey, 
Bri(j.  Gen,,  Chief  of  Enyineers. 
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[  PHfth  indor.siMiient.  ] 

War  Department,  July  13^  18f^3. 

Approved  as  recoiniii ended  by  the  Chief  of  Engineers. 
By  order  of  the  Acting  Secretary  of  War : 

John  Tweedale, 

Chief  Clerk. 


report   of   LIEUT.    COL.    W.  II.  H.  RENVAl  RD,  CORPS    oF   ENGINEERS. 

United  States  Enciineer  Office, 

San  Francisco,  CaL,  June  SO,  JS!)3. 

General:  I  hjive  the  honor  to  present  tlie  foHowing  report  on  the 
matter  of  tlie  establishment  of  harbor  lines  at  Napa  (3ity,  Gal.,  called 
for  in  yonr  indorsement  on  letter  of  E.  G.  Priber  herewith. 

The  widtli  between  banks  of  Napa  River  at  Napa  City,  Gal.,  varies 
but  slightly  from  a  mean  of  100  feet.  The  banks  are  somewhat  bluff, 
and  when  the  channel  way  is  not  encroaclied  iipon  by  bars  the  ^idth 
is  very  nearly  the  same  at  high  and  low  stages  of  tide.  The  rise  of 
ordinary  tides  is  about  5  feet  and  of  spring  tides  about  7  feet.  The 
river  is  subject  to  considerable  freshets  which  bring  down  froni  the 
uplands  floating  trees  and  detritus  composed  partly  of  gravel,  which 
setthis  in  the  channel  and  forms  shoals.  The  channel  way  has  been 
dredged  through  the  worst  of  these  shoals,  but  owing  to  the  causes 
just  mentioned,  the  dredged  j)ortions  have  been  partially  refilled.  In 
all  these  changes,  however,  the  banks  have  remained  stable.  Only 
small  steamers,  two  in  number,  with  a  draft  of  4  feet,  and  small  sailing 
vessels  of  like  draft,  are  engaged  in  navigating  the  river,  and  even 
for  these  vessels  continuous  navigation  is  only  i)Ossible  during  the 
higher  stages  of  tide.  Arrivals  and  departures  are  timed  to  take 
advnntiige  of  this  condition.  The  narrowness  of  the  river  between 
banks  necessarily  ])recludes  the  erection  of  extensive  whaives.  Where 
these  latter  are  built  for  tli(^  accommodation  of  business,  they  extend 
but  a  f<'W  feet  from  the  banks.  Tin*  narrowness  of  the  channel 
between  banks,  the  small  de])th  of  channel  when  notintiuenced  by  tide, 
the  changes  in  the  channel  way  and  other  attendant  circumstances 
a]>penr  to  me  not  to  warrant  the*  establishmejit  of  the  harbor  lines 
asked  for.  No  wharf  can  be  projected  to  any  length  without  interfer- 
ing with  navigation  and  vsuch  encroachment  can  be  easily  contrcdled 
under  the  ju'ovisions  of  the  river  and  harbor  act  of  July  13, 1802.  The 
fact  is,  that  the  matter  seems  to  be  a  personal  one  between  the  Napa 
Valley  Wine  (^)m])any  and  A.  Ilatt,  the  owner  of  property  on  the 
oi)])osite  bank  of  the  river.  The  applicant  in  a  personal  interview 
asked  for  the  establishmentof  the  lines,  but  considering  tln^  views  just 
expressed  as  the  [)robable  n^ason  for  the  rcipiest,  1  dctline  to  consider 
the  subject. 

The  letter  of  Mr.  Priber  is  returned  herewith. 
Very  respectfully,  your  obedient  servant, 

W.    II.    II.    liKXVArRI), 

Lirnf,  fV>/.,  (-orpH  of  Etujincvrs, 
lirig.  (icn.  Thomas  L.  Casey, 

Chief  of  Enginvcni,  U,  iS,  A, 
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KEPOKT  OF  BOARD  OF  ENGINEERS. 

San  Francisco,  Cal.,  October  5, 1893. 

General:  The  Board  of  Engiueer  Officers  constituted  by  Special 
Orders  Ko.  28,  from  Ueadquarters,  Corps  of  Engineers,  Wasliington,  D. 
( ■.,  «Iuly  14,  181)3,  to  consider  the  subject  of  harbor  lines  at  Napa  City, 
Cnl.,  Las  th(^  honor  to  recommend  for  adox)tioii  the  following-described 
lilies  along  the  east  and  west  banks  of  Kapa  Eiver  in  the  immediate 
vicinity  of  Napa  City : 

^VcHl  side. — 15e«i:inning  at  a  point  on  railroad  bridge  of  the  Southern  Pacific;  Com- 
pany at  Lawrcnc'o  Btreot  and  distant  15  feet  from  east  side  of  Water  street;  thence 
piirulk'l  to  Water  street  to  the  cast  Une  of  Ednionston  street  prolonjje*!^  thence  to  a 
]K)int  on  the  west  side  of  the  public  landing  at  a  distance  of  I'M  feet  east  of  First 
street;  thence  parallel  to  First  street  for  a  distance  of  75  feet;  thence  to  the  north- 
enst  corner  of  Knapp's  npjjcr  lumber  wharf;  thence  along  the  front  of  this  wharf  to 
its  southeast  corner;  then<eto  the  north  corner  of  the  United  States  Winery  (upper); 
thence  along  the  brick  wall  and  front  of  the  wharf  of  this  winery  to  the  north 
line  of  Fourth  street ;  thence  to  the  northeast  corner  of  Knapp's  lower  lumber  wharf; 
thence  along  the  front  of  this  wharf  to  the  lower  end  of  the  old  portion  of  this 
wharf;  thence  to  the  ui)per  end  of  the  line  of  piling  in  front  of  Hatt's  warehouses; 
thence  along  this  line  of  piling  to  its  lower  end;  thence  to  the  northeast  corner 
of  Hatt's  Wharf;  thence  along  the  face  of  this  wharf  to  its  lower  end  near  Main 
street;  thence  on  a  line  toward  the  most  easterly  point  of  the  United  States  Winery 
(lower),  until  the  line  of  the  front  of  the  Emma  Landing  is  reached;  thence  along 
the  line  of  that  front  to  the  lower  end  of  the  landing;  thence  to  the  upper  end  of 
th«^  Caroline  Landing  (Zinfandcl  now) ;  thence  along  that  front  and  the  front  of  the 
Hope  Landing  to  the  lower  end  of  the  latter  landing;  thence  in  the  same  straight 
line  till  it  intersects  a  line  parallel  to  the  middle  line  of  the  levee  and  20  feet  out- 
side of  it;  thence  along  this  line  until  it  intersects  the  north  line  of  Laurel  street 
extended. 

East  side—  Beginning  at  a  point  on  the  bridge  of  the  Southern  Pacific  Company 
140  feet  eastward  of  the  point  of  commencement  of  the  westerly  pier-head  line; 
thence  in  a  straight  line  to  the  intersection  of  the  northerly  line  of  Kdmonston  street 
l)rolonged,  and  distant  190  feet  from  the  westerly  side  of  Water  street;  thence  par- 
allel to  Water  street  to  the  intersection  with  the  southerly  lino  of  the  public  land- 
ing exteinled;  thence  to  the  west«'rly  end  of  the  wooden  bulkhead  near  wagon 
bridge  at  Third  street ;  thence  along  the  bulkhead  and  the  face  of  the  east  abutment 
of  the  bridge,  and  along  the  bulkhead  below  the  bridge  and  continuation  of  that 
line  until  it  intersects  the  line  of  the  front  of  the  woolen  mill  wharf;  thence  along 
this  line  to  the  lower  end  of  the  woolen  mill  wharf;  thence  on  a  line  i>arallel  to 
D'Hcmmecourt  street  to  a  point  70  feet  northof  the  north  side  of  Sixth  street;  thence 
to  a  point  on  the  west  sideof  D'llemmecourt  street  40  feet  north  of  the  south  side  of 
J^ixth  street;  thence  to  a  point  on  the  line  of  the  face  of  the  wharf  of  the  Napa  Val- 
lej'  Wine  Company  extended  northerly,  50  feet  from  the  northerly  corner  of  wharf; 
thence  along  said  line  and  face  of  wharf  until  it  intersects  the  extended  line  of  the 
south  cud  of  the  building  at  Emma  Landing;  thence  in  a  straight  line  projected 
toward  the  southerly  end  of  the  Hojie  Lauding  for  a  distance  of  90  feet;  thence  in 
a  straight  line  parallel  to  the  front  of  the  Caroline  and  Hope  landings  for  a  dis- 
tance of  125  feet;  thence  parjillel  to  Hrown  street  until  it  intersects  the  bank  of  the 
river. 

Xo  bulkhead  lines  are  submitted  as  the  Board  considers  that  no  fill- 
ing should  be  permitted  beyond  the  lines  of  the  natural  banks. 
Eespectfully  submitted, 

W.  H.  H.  Benyauki), 
Lieut,  CoL^  Corps  of  EnffineerH, 

W  II.  Heuek, 
Major ^  Corps  of  Enfjinecrs, 

Chas.  L.  Totter, 
First  Lieutenant  of  Enginvers, 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers^  U,  S,  A. 
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[First  indor8eniont  ] 

Office  Chief  of  Engineers, 

U.  S.  Army, 

October  17^  1893. 

Respectfully  submitted  to  the  Secretary  of  War. 

The  within  report  of  the  Board  of  Engineers  constituted  by  authority 
of  the  Secretary  of  War  to  consider  and  repoyt  upon  the  subject  of 
harbor  lines  at  Napa  City,  Cal.,  is  recommended  for  approval. 

The  lines  suggested  by  the  Board  are  described  in  the  within  report 
and  shown  on  the  map*  inclosed,  and  it  is  recommended  that  the  Sec- 
retary place  his  approval  both  upon  this  paper  and  the  tracing  sub- 
mitted. 

Previous  papers  herewith. 

Tnos.  Lincoln  Casey, 
Brig.  Gen»j  Chief  of  Engineer's. 

[Second  indor»cmout.] 

War  Department,  October  18,  1893. 

"  Approved. 

Daniel  S.  Lamont, 

Secretary  of  War, 


Omitted. 


APPENDIX  T  T. 


IMPROVEMENT  OF  SAN  JOAQUIN  AND  SACRAMENTO  RIVERS  AND  TRIB- 
UTARIES, AND  OF  RIVERS  AND  HARBORS  IN  CALIFORNIA  NORTH  OF 
SAN  FRANCISCO 


REPORT  OF  MAJ.  W.  R.  HEUER,  CORPS  OF  ENGINEERS,  OFFICER  IN 
CHARGE,  FOR  THE  FISCAL  TEAR  ENDING  JUNE  SO,  1894,  WITR  OTHER 
DOCUMENTS  RELATING  TO  THE  WORKS, 


IMPKOVEMKXTS. 


1.  San  Joaquin  River,  California. 

2.  Mokelumue  River,  California. 

3.  Sacramento  and  Feather  rivers,  Cali- 

fornia. 


4.  Petalama  Creek,  California. 

5.  Humboldt  Harbor  and  Bay,  California. 


United  States  Engineer  Office, 

San  Francisco^  CaL,  July  5,  1894, 

General  :  I  have  the  houor  to  transmit  herowitli  my  annual  reports 
for  the  fiscal  year  ending  June  30, 1894. 

Very  respectfully,  your  obedient  servant, 

W.  H.  Heuer, 
Major^  Corps  of  Engineers, 
Brig.  (jcu.  Thomas  L.  Casey, 

(Jhief  of  Engineers^  TI,  8.  A. 


TT  I. 

improvement  OF  SAN  JOAQUIN  RIVER,  CALIFORNIA. 

Description. — The  San  Joaquin  liiver  flows  in  a  general  northwesterly 
direction  from  Firebaugh  to  its  mouth.  It  empties  into  Suisun  Bay,  near 
the  mouth  of  the  Sacramento.  During  its  high- water  stage  the  river 
is  navigable  for  light-draft  boats  to  Hills  Ferry  nearly  100  miles  above 
Stockton,  and  sometimes  even  to  Firebaugh,  nearly  100  miles  farther; 
but  during  this  period  of  high  water  there  is  but  little  freight  availa- 
ble for  boats,  while  during  low- water  periods  there  is  not  enough  water 
in  the  upper  river  for  navigation  purposes.  The  lower  river  is  practi- 
cally an  estuary. 

Original  condition. — Before  improvement  the  low-water  channel  to 
Stockton  was  only  about  6  feet  in  depth,  while  the  upper  river,  above 
Stockton,  was  navigable  to  Hills  Ferry  for  but  few  months  in  the  year, 
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(luring  the  lii^h-water  stage,  and  then  only  for  boats  drawing  2  feet  of 
\vat(?r  or  less. 

Work  prior  to  Jvne  30,  1893, — The  project  for  tlie  improvement  was 
adopted  in  1877,  and  slightly  modified  in  1881  and  1888.  Its  objeet  is 
to  secure  and  maintain,  by  dredging,  a  channel  9  feet  deep  at  low  water 
and  100  feet  wide  through  the  tidal  portions  of  the  river  and  Stockton 
Slough  to  Stockton,  and  a  channel  4  feet  deep  at  low  water  and  100  feet 
wide  to  Miller's  warehouse,  in  Mormon  Slough ;  to  secure  the  tem]>orary 
improvement  of  the  low-water  channel  by  dredging,  scraping,  and  small 
wing  dams,  and  to  eflect  the  closure  or  partial  closure  of  Paradise  Cut 
and  Laird  Slougli. 

Ul)  to  18S7  all  the  work  on  this  river  was  done  by  contract,  and  the 
cost  of  dredging  varied  from  45  to  l^"*  cents  j)er  cubic  yard.  In  1887  a 
dredge  was  built  by  the  (xovernment,  and  since  that  time  the  cost  has 
averaged  less  than  10  cents  ])er  cubic  yard. 

In  I)ec(Mub(M',  1888,  a  dam  for  the  partinl  closure  of  Paradise  Cut  was 
ccnnpleted.  During  the  excessive  floods  of  1800  this  dam  was  injured 
b(\vond  repair,  and  was  accordingly  rebuilt  in  the  fall  of  1891.     , 

A  dam  was  constructed  across  Laird  Slough  during  August  and  Sep- 
tember, 1801.  Owing  to  damage  by  floods  it  became  necessary  to 
rebuild  it  in  part  in  the  fall  of  1892. 

Paradise  (Uit  Dam  was  again  repaired  in  1892. 

Dredging  has  been  in  ])rogress  each  year,  and  the  river  has  also 
been  straiglitened  by  several  cut-offs  with  great  benelit  to  navigation. 
Wlunever  cut-otts  have  been  made  they  have  been  self-maintaining. 

Amount  expended  and  results  ohtainrd  to  June  30^  J>'^f)3. — The  amount 
expended  on  the  San  Joaquin  liiver  up  to  June  .'^0, 1893,  was  8280,705.85. 
The  constant  work  of  improvemcMit  had  given  and  maintained  a  low- 
water  channel  of  9  feet  to  Stockton,  and  rendered  steamboating  to  that 
city  conii)aratively  easy  and  safe  all  the  year  round. 

While  tIl(^  upper  river  had  been  improved  by  the  partial  closure  of 
Paradise  Flat  and  Laird  Slough  the  annual  time  of  navigation  was  not 
materially  lengthened. 

ArriioruiATioNs. 

Aujrust  14, 187() $20,  ()()0i  Au^^iist  11,  1888 $25,000 

Jinio  11,18^0 20,  (K)0  i  Sci)teiiibrr  li).  18!K) 75,000 

March  .'{,  1881 10,000     July  13,  1892 65,000 

A  n^Mist  2.  1882 40,  000  

JiilvT),  1881 20.000  ;  Total 323,750 

An«,nist  T),  1880 18,  7r>0  1 

Jxeport  of  operjiitionH  dnrhuj  the  past  fiseal  i/ear. — In  September,  1893, 
th(»  San  .Joaquin  IJiver  had  fallen  so  as  to  render  dredging  again  nec- 
essary, the  Tnited  States  dredge  was  accordingly  put  to  work  on  Sep- 
tember \^  at  Wakeiield  Landing,  alxmt  5  miles  below  Stockton,  where 
a  bad  sand  bar  had  fcnnied.  This  was  ri'inoved  to  a  depth  of  9  feet 
below  low  water,  which  necessitated  the  exc^avation  of  22,812  cubic 
yards  of  material.  The  dredge  was  then  moved  to  a  hardpan  bar  nearly 
opiK)site  Kaggi  Landing.  Tliis  bar  became  an  obstacle  to  navigation 
by  reason  of  the  new  double  cut-oif  at  the  narrows,  causing  boats  to 
tak(»  a  ditferent  course  to  the  one  form(»rlv  used.  It  also  was  removed 
to  a  depth  of  9  feet  below  h)w  water,  re(| airing  the  excavation  of  4,110 
cubic  yards  of  material,  all  hardpan.  After  this  was  done  the  dredge 
was  removed  into  Stockton  Sh)ugh,  where  work  was  carried  on  until  the 
end  of  December  when,  the  channel  being  in  a  fair  condition  an<l  the 
funds  ])ractically  exhausted,  the  dredge  was  laid  up  near  Stockton.  In 
Stockton  Sh)ugh  the  dredge  made  cuts  aggregating  3,585  feet  in  length. 
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50  feet  wide,  to  a  depth  of  9  feet  below  low  water,  to  do  which  32,964 
cubic  yards  of  material  were  excavated  and  placed  on  shore.  The 
dredge  was  at  work  altogether  during  this  season  for  one  hundred  and 
five  days,  and  removed  and  placed  on  shore  an  aggregate  of  59,916 
cubic  yards  of  material.  The  total  cost  of  the  dredging  was  $4,771.57,  or 
7.9  cents  per  cubic  yard.  Much  delay  was  caused  by  repairs  which 
became  necessary  to  the  dredge  during  the  work,  and  it  is  probable  that 
it  will  have  to  be  extensively  repaired  before  work  is  again  resumed. 

On  July  5,  1893,  bids  were  opened  for  dredging  a  double  cut-off  in 
the  San  Joaquin  River,  below  Stockton.  The  following  bids  were 
received : 

i  Cents  per  cubic  yard. 

(1)  .John  H:ickett,  San  Francisco,  Cal 15 

(2)  Ferris  &  Williams,  San  Francisco,  Cal 18 

On  July  23,  1893,  a  contract  was  entered  into  with  John  Hackett. 
He  began  work  on  August  12,  and  completed  the  cut-off  on  September 
11.  There  were  110,093  cubic  yards  of  material,  consisting  of  peat  and 
clay,  excavated  and  i)laced  on  shore  behind  levees.  The  cut  is  1,900 
feet  in  length  and  150  feet  in  width.  The  bottom  of  the  cut  is  horizon- 
tal and  9  feet  below  mean  low  tide.  The  average  width  of  the  riverin 
the  vicinity  is  175  feet.  Besides  avoiding  two  sharp  bends  three- 
tenths  of  a  mile  is  saved  to  vessels  by  the  cut. 

On  September  4,  1893,  bids  were  opened  for  making  a  double  cut-off 
at  Twenty-one  Mile  Slough,  San  Joaquin  Eiver.  The  following  bids 
were  received : 


Ko.  ■  Name  and  addresH  of  bidder. 


1  j  San  Francisco  Bridge  Company,  San  Francisco 

2  :  John  W .  Ferris,  i>an  Francisco 

3  •  John  Hackett,  San  Francisco 


Prirnnpr^     Amount 
cuirc     I  f»^  200.000 


yard. 


Cents. 
8.74 
11 
10 


cubic 
yards. 


$17,480 
22,000 
20,000 


On  September  14,  1893,  a  contract  was  entered  into  with  the  San 
Francisco  Bridge  Company.  Tlie  contractors  began  work  on  Septem- 
ber 10,  and  completed  the  cut-off  satisfactorily  on  October  17.  The 
material  excavated,  amounting  to  204,422  cubic  yards,  and  consisting 
of  peat  and  mud,  was  deposited  behind  levees  along  the  bank,  50  feet 
back  from  the  edges  of  tlie  cut.  The  cut  is  100  feet  in  width  at  bot- 
tom, with  slopes  averaging  1  on  1.  The  bottom  is  horizontal,  and  9 
feet  below  the  level  of  mean  low  water.  The  east  portion  of  the  cut  is 
l,2i50  feet  long,  and  the  west  portion  2,525  feet.  The  average  width  of 
the  river  in  the  vicinity  is  300  feet,  with  a  considerably  larger  cross- 
sectional  area  than  that  of  the  cut.  The  size  of  the  cut  would  have 
been  increased  had  funds  permitted.  Vessels  began  to  pass  through 
the  cut  as  soon  as  completed,  thus-  avoiding  two  sharp  bends  in  the 
river,  and  shortening  their  route  by  1.4  miles. 

A  bridge  over  the  San  Joaquin  Kiver  at  Gjirwood  Ferry  was  com- 
pleted during  the  year.    It  is  not  an  obstruction  to  navigation. 

Amount  expended  and  results  obtained  during  the  past  fiscal  year, — 
The  amount  expended  on  the  San  Joaquin  Eiver  during  the  past  fiscal 
year  was  $40,554.59,  making  the  total  amount  thus  far  expended 
$321,2()0.  A  low  water  channel  of  9  feet  to  Stockton  has  been  main- 
tained, and  navigation  has  been  rendered  easier  by  the  cut  offs  made. 

Future  operations, — When  funds  i>ermit,  the  cut-oft'  previously  made 
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at  Head  Reach  could  be  increased  in  width  and  depth  with  advantage 
to  navigation.  The  estimated  cost  of  this  is  $.'57,350.  There  is  an 
obstruction  to  navigation  near  the  county  bridge  just  above  the  entrance 
to  Stockton  Channel,  formed  bj'  an  old  corduroy  road  built  to  a  ferxy 
Avhich  was  abandoned  when  the  county  bridge  was  built.  This  forms  a 
serious  sand  bar,  and  makes  it  extremely  difficult  for  boats  to  x>ass.  It 
can  be  removed  at  an  estimated  cost  of  $5,000.  Annual  dredging  will 
be  necessary  to  keep  Stockton  Slough  in  a  navigable  condition ;  in  fact, 
without  it  steamboats  would  bo  unable  to  reach  Stockton. 

With  any  future  approi)riation8,  dei)ending  on  the  amount  and  the 
requirements  of  commerce,  it  is  x)roposed  to  continue  work  in  the  fol- 
lowing order,  unless  Congress  should  otherwise  direct: 

1.  Drodj^iiiff  to  maiutnin  9  feet  depth  to  Stockton $35, 000 

2.  Iiiorciwing  cut-off  at  Head  Reach,  in  -width,  depth,  or  both 37,  750 

3.  Renjovin«;  obstruction  near  county  bridjje  above  Stockton  Slough 5, 000 

4.  IncreaKinj;  cut-off  at  Twenty-one  Mile  Slouj^h  in  width,  depth,  or  both..  20,  030 

5.  Snagging,  wing-dame,  etc 1 10, 000 

Total 107,750 

All  of  the  above  amounts  can  be  advantageously  expended  in  one 
fiscal  year. 

Remarlis. — The  trade  ])etween  San  Francisco  and  Stockton  is  very 
important.  There  are  two  regular  lines  of  steamers  running  steam- 
boats every  week  day  between  the  two  cities.  The  commerce  of  the 
river  is  now  carried  on  12  steamboats  of  from  1)8  to  880  tons  and  draw- 
ing from  1.5  to  7  feetof  water,  and  on  14  barges  of  from  KM)  to  660  tons, 
averaging  300  tons. 

While  it  can  not  be  asserted  that  the  improvements  made  have 
caused  any  reduction  in  freight  or  insurance  rates,  it  is  almost  certain 
that  if  they  were  not  continued  there  would  soon  be  a  material  increase. 

Money  ataiemeni. 

July  1,  1893,  balance  unexpended $43,  044. 15 

June  30,  1894,  amount  exjiended  during  liscal  year 40, 554. 59 

July  1 ,  1894,  balance  unexpended 2, 489. 56 

{Amount  (estimated)  required  for  completion  of  existing  project (* ) 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  J nne 30, 1896  107,  750. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


STATISTICS    OK   TRADE. 

The  following  statement  of  the  freight  carried  on  the  San  Joaquin  River  by  the 
boats  and  barges  of  the  California  Navigation  and  Improvement  Company  wan  fur- 
nished by  Capt.  Corcoran,  the  manager  of  the  company: 

On  the  upper  ricvr,  above  Stockton. 
Down-river  freight:  Torn*. 

Wool 188 

Cord  wood 1,500 

Wheat 18,900 

Total 20,588 

Up-river  freight,  niiscellaucouH 3,000 

''Indeterminate. 
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Tho  following;  freight,  which  is  tlio  aniouut  carried  on  tho  Tnolumne  River  (luring 
the  pnst  year,  ])a.sso8  over  tho  Upper  San  Joaquin  River  to  reach  the  Tnolnmne.  It  is 
therefore  given : 

Tons. 

Down  river  freight,  wlieat 1,849 

Ui)  river  froi.ich t,  miscellaneous 2,  500 

Total 4,349 

Tho  following  freight  was  carried  on  tho  river  between  Stockton  and  San  Fran- 
cisco Bav : 

Tons. 

Wheat 79,400 

Lum1)er 19,200 

Coal 20,500 

Mill  stuffs 65,000 

Wool,  wine,  paper,  and  manufactured  products 53, 000 

Produce 14, 000 

Pulp,  hides,  and  other  raw  materials 13, 000 


Total 264,100 

Passengers,  103, 000. 

Tho  following  freight  was  carried  on  the  river  by  the  steamer  Ellen f  Capt.  A.  F. 
Williams,  owner: 

Tons. 

Grain 8,130 

Lumber,  coal,  and  cord  wood 5, 420 

Miscellant^ous  freight 5,  007 

Total 18,557 

Tho  following  statement  of  the  freight  carried  on  the  San  Joaquin  River  by  tho 
boats  of  the  Union  Transportation  Company  was  furnished  by  Capt.  C.  M.  Keuis- 
ton,  the  secretary  of  tho  company.  These  boats  only  run  between  Stockton  and 
San  Francisco,  calling  at  way  landings : 

Tons. 

General  merchandise 18,  000 

Flour  and  mill  stulls 10, 000 

Grain 3,000 

Coal 3,000 

Produco 1,  500 

Total 35,500 

Passengers,  51,509. 

Which  makes  a  total  for  this  river  (as  reported  by  tho  carriers) :  Freight,  ;U6,094 
tons;  passengers,  154,509. 


T  T  2. 

IMPROVEMENT  OF  MOKELUMNE  RIVER,  CALIFORNIA. 

Description. — Tbe  Mokeliunue  Eiver  is  a  tributary  of  the  Sau  Joaquin, 
which  it  enters  about  20  miles  above  the  mouth  of  the  latter.  In  the 
lower  part  of  its  course  it  is  subject  to  tidal  influence  and  is  always 
navigable  to  Xew  Hope  Landing.  Although,  in  seasons  of  high  water, 
boats  go  a  few  miles  farther  upstream,  New  Hope  Landing  is  practi- 
cally the  head  of  navigation.  At  this  point  the  channel  separates  into 
the  north  and  south  forks,  which  unite  again  about  4  miles  before  reach- 
ing the  San  Joaquin.  The  length  of  the  north  fork  is  9  miles  and  of  the 
south  fork  14  miles. 

Original  condition, — Before  improvement  navigation  on  this  river 
was  dangerous  and  difificult,  on  account  of  numerous  snags  and  over- 
hanging trees. 
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Work  prior  to  June  30,  1893. — A  project  for  the  improvement  of  this 
river  was  made  in  1884,  having  for  its  object  the  removal  of  the  trees 
and  snags  obstructing  navigation.  Both  forks  of  the  river  were  cleaned 
out  in  1884, 1885,  1886, 1887,  and  1888,  rendering  steaniboating  to  the 
head  of  navigation  easy  and  safe.  This  completed  the  i)roject  as  out- 
lined, and  since  then  no  work  of  improvement  has  been  done  on  the 
river. 

Amount  expended  and  resnlta  obtained  to  June  30 j  1893, — The  amount 
expended  on  this  river  up  to  June  30,  1893,  was  $12,480.70.  Results 
previously  obtained  were  not  permanent.  Since  1888  snags  have 
reformed,  trees  regrown,  and  the  channel  again  requires  cleaning. 
Another  obstruction  is  a  point  of  land  jutting  out  into  the  channel  near 
New  Hope  Landing  This  landing,  at  the  junction  of  the  two  forks,  is 
the  most  important  one  on  the  river.  The  south  fork,  which  is  bridge<l 
at  this  i)oint,  is  hardly  navigable  for  1^  miles  below.  The  river  proper 
and  the  north  fork  make  a  junction  which  is  nearly  a  right  angle.  The 
point  of  land  referred  to  being  a  tongue  between  the  river  and  the 
north  fork  is  constantly  extending  into  the  fork,  increasing  the  curva- 
ture of  the  bend,  and,  in  consequence  of  the  current,  making  it  very 
difticult  for  a  boat  to  get  to  the  landing  at  New  Hope. 

APPROPRIATIONS. 

July  5,  1884 $8,500 

Augusts,  1886 2,500 

August  11,  1888 2,0U0 

July  13,1892 2,500 

Total 15,500 

Amount  expended  and  result h  obtained  during  the  past  fiscal  year. — No 
work  was  done,  no  money  was  expended,  and  no  further  results 
obtained. 

Future  operations. — To  make  the  above- described  landing  easy  and 
safe  and  give  a  more  direct  entrance  for  the  river  into  the  north  fork, 
the  point  referred  to,  which  contains  about  two- thirds  of  an  acre,  should 
be  removed  to  a  depth  of  G  feet  below  low  water. 

The  estimated  cost  of  this  imjuovement  is  as  follows: 

Renioviug  Huags  and  o verhauging  trees $3, 000 

Kemoving  sand  bar  caused  by  canal,  50,000  cubic  yards,  at  10  cents  per  yard.     5, 000 
Cutting  off  point  near  New  Hope  Landing,  including  grubbing  and  purchase 
of  land 1,100 

Total 9,100 

All  of  the  above  work  could  be  advantageously  done  in  one  fiscal 
year. 

The  act  of  July  13, 1892,  appropriating  $2,500  for  the  improvement 
of  this  river,  contained  a  proviso  that  no  part  of  the  amount  should  be 
expended  until  the  drainage  canal  cut  by  private  parties  near  New 
Hoi)e  Landing  was  closed.  This  has  at  last  been  done,  and  when  the 
stage  of  water  ])ermits  work  can  be  resumed. 

Jiemarl's. — The  statistics  of  trade  furnished  by  the  California  Trans- 
I)ortation  Company  for  the  year  from  June  1,  1893,  to  May  31,  1894,  are 
as  follows : 

Freifilit tons..  38,812 

Passengers 3,  (K>9 

This  commerce  is  carried  on  one  stern- wheel  steamer,  the  Constance 
(385  tons,  draft  li^ht  2.5  feet,  loaded  (\  feet),  which  makes  one  to  three 
round  trips  per  week. 


Live  stock 35 

Conl  wood 80 
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Tbe  steamer  IJllen  (01  tons),  which  makes  occasional  trips  into  this 
river,  furnishes*  the  following  statistics  for  the  year  from  June  1,  1893, 
to  May  31,  1894: 

Tons.  Tons. 

Potatoes 364 

Hav 614 

AVhVjit  and  l»:irlev 2,176 

Lumber 430  Total 3,699 

While  it  can  not  be  asserted  that  the  improvements  have  caused  any 
reduction  in  the  rates  of  freight  or  insurance,  it  is  certain  that  the 
maintenance  of  navigation  on  this  river  is  of  the  greatest  benetit  to 
the  neighboring  <oinniunity.  The  rate  of  freight  by  the  river  is  $1 
]>er  ton  less  than  by  railway  from  competing  points,  so  on  the  above 
freight  there  is  a  saving  to  the  shippers  of  this  district  in  one  year  of 
over  *42,009. 

Money  aiatement, 

July  1, 1893 ,  balance  iiuoxpeiided $3,  019. 30 

J  Illy  1 ,  1894,  balance  unexpended 3,  019. 30 


I  Amount  (estimated)  required  ibr  completion  of  existing  project (*) 
Amouutthatcanbeprofitably  expended  in  iiscal  year  ending  June30, 1896      9, 100. 00 
Submittt'd  'u\  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1806  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


IMPROVEMENT   OF   SACRAMENTO   AND   FEATHER  RIVER8,  CALIFORNIA. 

Description, — The  Sacramento  Kiver  is  a  navigable  stream  as  far  as 
Ked  Bluff,  about  275  miles  above  its  mouth.  For  twenty  years,  how- 
ever, after  the  railroads  were  put  in  operation,  boats  did  not  lind  it 
ccmimercially  profitable  to  go  above  JVIcIntosh  Landing,  about  45  miles 
below.  In  189 J  they  went  as  far  as  Tehama,  about  10  miles  below  Red 
Bluff. 

The  Feather  Kiver  is  a  tributary  of  the  Sacramento,  entering  it  about 
If)  miles  above  the  city  of  Sacramento.  It  is  a  navigable  stream  for 
about  30  miles  above  its  mouth  to  its  junction  with  the  Yuba  Kiver  at 
the  town  of  Marysville. 

Oriijinal  condition, — Before  improvement  was  begun  navigation  was 
difticulton  account  of  numerous  bad  snags,  shallow  bars,  and  rapids, 
but  the  exorbitant  rates  that  could  be  charged  for  freight  and  i^assage, 
owing  to  there  being  no  competition,  made  steamboating  profitable. 

Work  prior  to  June  30,  181^3. — In  1874,  a  project  was  made  and 
api)roved  for  the  improvement  of  both  rivers.  It  had  for  its  object  the 
tempoiary  improvement  of  the  low- water  channels  by  removing  snags, 
scrapirjg  bars,  and  building  wing  dams.  Work  has  been  continuous  on 
this  project  ever  since  whenever  funds  permitted. 

The  liver  and  harbor  act  of  September,  1890,  provided  for  a  Board  of 
Engineers  to  examine  and  re]>oit  on  the  Sacramento  and  Feather 
rivers  with  a  view  to  their  future  improvement.  In  their  report  (see 
Annual  Keport  of  the  Chief  of  Engineers,  1891,  p.  2900)  the  following 
approjn'iations  are  recommended: 

(1)  A  specitic  yearly  ai)propriation  of  $25,000  for  snagging,  building 
wing  dams,  etc.,  above  the  city  of  Sacramento. 

*  Indeterminate. 
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(2)  A  specific  appropriation  of  $275,(K)0  for  removal  of  obstructions 
in  the  Lower  Sacramento  Eiver,  and  §25,000  for  the  clbsure  of  Jacob 
Sloufib. 

(.5)  A  specific  ai)i)ro])riation  of  $300,000  lor  the  treatment  of  the 
Ynbe  liivcr  near  aiul  above  Marysville. 

(4)  A  si)ecific  annual  a[)propriation  of  >t20,000  for  improving  the 
inivigable  channel  of  the  Feather  liiver. 

In  1S02  thei)roject  was  mmlified  and  increased  to  include  the  <dosure 
of  Jacob  Slough,  a  large  crevasse  above  the  city  of  Sacramento,  the 
maintenance  of  navigation  on  the  Feather  liiver  by  means  of  wing 
dams  to  remove  shoals,  and  the  treatment  of  the  Yuba  River  near  and 
above  Mar^'svillc. 

In  181)2  snags  were  removed  and  the  channel  of  the  Upper  Sacra- 
mento put  in  good  (condition  from  the  mouth  of  the  river  to  Tehama. 
A  survey  of  Jacob  Slough,  a  crevasse  in  the  left  bank  of  the  Sacra- 
mento Itiver  about  12  miles  above  the  city  of  Sacramento,  was  made 
in  November,  1892,  and  a  plan  for  its  closure  made  and  apx)roved.  The 
work  was,  however,  delayed  until  the  next  fiscal  year,  as  it  could  only 
be  done  ec()nomi<'ally  at  the  low  stage  of  the  river. 

A  survey  of  the  junction  of  the  Yuba  and  Feather  rivers  was  ma<le 
and  a  plan  pre[)ared  and  approved  for  cutting  a  new  channel  for  the 
mouth  of  the  Yuba,  and  thus  secure  a  more  harmonious  confluence  of 
the  two  rivers.  Work  on  this  plan  was  not  begun  until  the  next  liscal 
year. 

The  flood  stage  in  1802  was  far  above  that  of  average  years  and 
of  unusually  long  duration.  There  werenuiLerous  breaks  in  the  levees 
in  consecjuence,  which  caused  heavy  losses  to  the  farmers,  but  did  not 
materially  injure  navigation. 

Amount  expended  and  rcanltH  obtained  to  June  30^  1893, — The  amount 
expended  on  the  Sacramento  and  Feather  rivers  to  June  30,  1803,  was 
$504,537.48.  The  snagging  previously  done  was  of  great  benefit  to 
navigation;  without  it,  in  fact,  steamboating  in  the  Upper  Sacramento 
would  not  have  been  possible.  Boats  in  1892  went  as  far  as  Tehama, 
IG  miles  below  lied  Bluff.  Freight  and  insurance  rates  were  greatly 
reduced. 

APIMtOPIUATIONS. 

March  3, 1875 $15,000     July  5.1884 ^0,000 

Juno  18,1878 15.  000  :  Aii«:u8t  11.1888 iK),000 


Mardi  3.  1879 20,  000 

Juno  14, 1880 45,  000 

March  3. 1881 00,000 

August  2, 1882 2.30,  000 


Sopteniber  19, 1890 30, 000 

July  13,1892 150,000 


Total 645.000 


Report  of  operationn  during  the  past  fiscal  year, — The  Sacramento 
Eiver  having  reached  a  comparatively  low  istage,  the  snag  boat  Seizer 
started  on  ^luly  12, 1803,  up  the  river.  Tehama  was  reached  on  August 
26,  and  the  task  of  opening  the  liver  to  Red  Bluflf*  was  begun.  This 
was  a(;complished  by  September  13,  on  which  day  the  snag  boat 
arrived  at  lied  Bluflt',  being  the  second  steamboat  to  visit  that  town  in 
over  twenty  years.  A  railroad  bridge,  built  without  a  draw,  crosses 
the  river  at  Ked  Bluff.  The  snag  boat  then  descended  the  stream, 
reaching  Sacramento  on  October  23,  1893.  It  was  then  taken  to  the 
lower  river  for  a  few  days'  work,  and  on  0(;tober  28  was  ])ut  out  of  com- 
mission and  laid  up  at  Sacramento.  During  the  season's  work  on  the 
ui>i)er  river,  wliich  lasted  one  hundred  and  three  days,  the  boat  ran  1,403 
miles,  removed  030  snags  and  4  trees,  fired  131  blasts,  using  841  i)ounds 
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of  giant  powder,  and  built  270  linear  feet  of  wing  dams.  During  5 
days'  work  on  the  lower  river,  98  miles  were  run,  22  snags  removed, 
G  blasts  fired,  and  (>2  pounds  of  giant  powder  used.  The  total  cost  of 
the  work,  which  was  of  the  greatest  benefit  to  navigation,  was 
$12,S9G.21. 

The  snagging  during  the  fiscal  year  was  under  tlie  charge  of  Assist- 
ant Engineer  H.  L.  Demeritt,  civil  engineer,  and  the  work  has  been 
well  done  and  very  satisfactory. 

At  the  end  of  the  fiscal  year,  the  water  having  again  fallen,  the  snag 
boat  was  put  in  commission  and  sent  to  the  Upper  Sacramento  River. 

Contract  for  closing  Jacob  Slough,  bids  for  which  were  opened  bu 
Juno  20  of  the  last  fiscal  year,  was  entered  into  with  Robert  Tibbitts 
on  July  8,  1893.  A  levee  was  built  2,090  feet  long,  15  feet  wide  on  the 
top,  with  slopes  of  1  on  3  on  the  river  side  and  1  on  2  on  the  opposite 
side,  the  top  being  4  feet  above  high  water.  This  levee  was  built 
around  the  crevasse,  and  was  joined  to  the  ends  of  the  old  broken 
levee.  A  little  over  1,200  feet  of  the  new  levee  was  i>rotected  on  the 
river  side  by  a  pile  and  brush  revetment  formed  by  two  rows  of  piles 
filled  in  with  brush,  the  rows  being  5  feet  apart  and  the  piles  in  eacli 
row  10  feet  apart.  The  river  slope  of  the  remainder  of  the  levee,  about 
1,4€0  feet,  is  revetted  with  a  brush  mattress  about  1  foot  in  thickness. 
The  completed  work  contained  6,606  linear  feet  of  piles,  or  240  piles, 
25,260  cubic  yards  of  earth,  3,053  cubic  yards  of  brush  placed  between 
the  piles,  and  1,150  cubic  yards  of  brush  used  in  revetment.  The  total 
cost  of  the  work  was  $10,732.99. 

Bids  for  making  a  new  mouth  for  the  Yuba  Kiver  at  its  continence 
"with  the  Feather  were  opened  on  August  15, 1893.  The  following  were 
received : 

Califoruia  Constmction  Company,  San  Francisco,  Cal. : 

236,000  cubic  yards  of  excavation,  at  17J  cents $^11,  890 

2,500  cubic  yards  of  mattresses,  at  $1 2, 500 

1,000  tons  of  rock,  at  $3.40 3,400 

Total 47,790 

WiUiam  EUiott,  Marysville,  Cal. : 

23fi,000  cubic  yards  of  excavation,  at  17^  cents 41,  300 

2,500  cubic  yards  of  mattresses 2, 500 

1,000  tons  of  rock,  at  $6 6,000 

Total 49,800 

Joseph  E.  Smith,  Portland,  Greg. : 

236,000  cubic  yards  of  excavation,  at  19^  cents 46,  020 

2,500  cubic  yards  of  mattresses,  at  56  cents 1, 400 

1,000  tons  of  rock,  at  $3.75 3,750 

Total 51,170 

Jared  Cook  Frasier.  Grand  Island,  Cal. : 

23i>,000  cubic  yards  of  excavation,  at  24f  cents 58,  410 

2,500  rul)ic  yards  of  mattresses,  at$l 2,500 

1,000  tons  of  rock,  at  $4 4,000 

Total 64,910 

California  Hrid«::o  and  Construction  Company,  San  Francisco,  Cal.: 

236,000  cubic  yards  of  excavation,  at  39  cents 92, 040 

2,500  cubic  yards  of  mattresses,  at  $1.95 4,875 

1,000  tons  of  rock,  at  $2 2, 000 

Total 08,915 
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Tli4;  1iJ<J  of  t.li<;  ^JaliforDiH  (.'on .struct ion  Coinpauy  was  accepted,  and 
i'jtuMwt  i'MU'.ri'il  into  with  tliein  on  Aii^st  '2rl.  1893.  They  comineuced 
work  at  oiici;,  t)jc  river  being  at  a  low  and  favorable  stage,  pasbed  it 
vJicorriij.sIy,  iind  C5^irni>leted  it  on  November  20, 18U3-  The  cut  is  about 
2,«VKf  U'A'X  in  len;;tli,  oO  f>;et  in  width  on  the  bottom,  and  330  feet  iu 
widtli  on  the  t^>|i,  witli  sloping  sides.  Longitudinally  the  bottom  of  the 
cut  was  made  to  .sloi>e  from  a  i)oint  2  feet  below  low-i^ater  level  on  the 
Vulia  Kiver  to  a  point  li  feet  below  low-water  level  on  the  Feather 
Kivcr,  wliich  ainoiinted  to  a  total  fall  of  0.5  feet,  equivalent  to  a  little 
over  »\  inrJies  to  100  feet.  Within  a  f**w  days  after  the  cut  was  com- 
pletfMl  a  Hconr  of  1  f>ot  1^  inches  hud  taken  place.  In  making  the  cut 
2.'J^,000  cubic  yards  of  earth  were  excavated,  2,163  cubic  yards  of  brush 
mattress,  and  10 J  tons  of  rock  used  in  revetment  of  the  banks.  The 
t'lt.al  cost  was  845,:i01.7o. 

Surveys  and  borings  were  made  in  the  bed  of  the  Yuba  River  above 
Marysville  to  enable*,  plans  for  additional  improvements  to  be  made  as 
t.liey  become  necessary. 

Sniveys  were  also  made  in  the  Sac^ramento  River  at  various  shoal 
places  lM»«twe('n  its  mouth  and  the  city  of  Sacramento  to  furnish  data 
\{)V  tlie  location  of  win;;  dams.  Such  a  marked  improvement  was 
shown  that,  with  the  single  excei)tiou  of  Heacock  Shoals,  10  miles 
below  Mie  <-.ity  of  Sa<!ramento,  no  wing  dams  will  be  required  to  obtain 
the  desired  depth  \\\.  low  water. 

Amount  (wpnidvd  and  rrsults  obtained  during  the  past  fiscal  year. — 
The  amount  «»xpeu<UMl  on  th(i  Sacnunento  and  Feather  rivers  during 
t  lu^  past  llscal  year  was  J?7.'J,777. 14,  nuiking  the  total  amount  thus  far 
expended  *."i7S,.<l.|.*)l». 

Tht»  snagging  has  been  of  the  greatest  benetit  to  navigation.  The 
river  is  now  in  good  navigable  condition  to  Ked  Rlulf,  the  head  of  nav- 
igation. 

The  cut  made  to  provi<lc  a  now  mouth  for  the  Yuba  Kiver  has  been 
successful,  not  only  in  making  a  more  harmonious  contln<^nce  of  the 
Feather  nnd  Vul>a  ii\ers.  l)ut  also  as  a  relief  in  carrying  otf  the  tlood 
\>atersof  the  hitter  stream. 

Snr\e\s  on  the  SncranuMiio  !\iver  showed  a  marked  improvement; 
the  e  is  now  no  impe«liinent  to  nnvigation  e\ce]>t  at  Ileacock  Shoals. 

Ixrnnirhs,  "flir  c«»mmerc(M>f  the  SacrauuMito  Kiver  is  carried  on  8 
steamers.  Hi  grain  barges,  and  7  brick  ]»arg«vs  belonging  to  the  Sacra- 
mento Transportatitm  (\unpau\  ;  ."»  steamers  and  7  barges  belonging  to 
the  (\ditorni:i  Transporlalitui  Company,  and  -  steanjcrs  belonging  to 
tlu*  Southern  Parilii'  CompauN.  The  sU^uners  vary  in  si/e  from  IS.'^  to 
(ilM  Ions.  a\  erasing  .UK^  tons,  and  the  barges  iVom  IIS  to  S(M)  tons, 
averaging  (iOO  tons.  The  larger  o\'  the  steamers  only  go  a  >hort  distance 
ui>  the  ri\er.  the  connnerce  o\^  the  up]>er  river  benii:  carried  t»n  barges 
to>\ed  1\\  light  draft  >tt^nnbi»ats. 

O  ]  the  Featlicr  l»i\era  small  steamer,  1*17  ton>  gross  tonna.i:r.  l-.-iong- 
inj:  to  :he  SonthcMi  Paiific  (\>m])auy.  makes  one  n^nnd  trip  pi*;  w«»ek 
with  a  barc^'.  and  canies  all  the  freight  that  t^tb-is. 

/*.'..;  f  i'l't  •.•?.i»>/v.  -The  recommeudatious  ol  the  Im^uiI  ol"  Kncineors 
of  l>*Mi  ha\r  been  tarried  t»ul  as  far  as  ihc  i  l^^sin^:  (»f  ,laiol»  Slough  i^J 
conrcrned.  aiv/l  tlic  t'ovmalitMi  ot  a  new  mor.ih  t«'v  \]iv  Yuba  Ki\er. 
SuaCi:i:'g  ar.d  ilie  luiildinc  of  >\  iuj;  dams  ha\o  bit'-i  canictl  on  each 
Ncai  in  v.iea^is  of  t  lie  Fnitt^l  Slates  sua;:  bi^a:  >.'*:^-.  This  woik  if  is 
pi',>>uw;.r:  :^  ronti^Mie.  a.id  \x -uu  dams  xx  ill  pri»baM\  be  Iniill  at  Heac«H*k 
Shiga's  il.riiic  '^le  next  lis*  al  vear  at  the  hn\  st^ice  of  tlu-  livri.     Vt 
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the  ainouuts  recomuiended  by  the  Board,  the  wliole  of  items  1  and  4, 
$5,000  of  item  2,  aud  $5,000  of  item  3  can  be  advaiitaifreoiisly  expended 
in  the  fiscal  year  ending  June  30,  1896. 

Money  statement, 

July  1, 1893,  balance  unexpended $140, 462. 52 

J  uue  30, 1894,  amount  expended  durinjf  fiscal  year 73, 777. 44 

Julvl.  1894,  balance  unexpended 66,6S5.08 

July  1,  1894,  outstanding  liabilities 1,500.00 

July  1,  1894,  balance  available 65,185.08 

{Amount  (estimated)  retiuired  for  completion  of  existing  project (*) 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  J  une  30, 1896    55, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


STATISTICS    OF    TRADH. 

Th<^  following  statistics  were  kindly  furnished  by  the  auditor  of  the  Southern 
Pacific  Company  for  their  boats  plying  between  San  Francisco  and  Sacramento,  Cal. : 

Tons. 

North  bound 50, 107 

South  bound 30,322 


Total 80,429 

The  California  Transportation  Company  make  the  following  statement  of  the 
freight  carried  by  their  boats  between  San  Francisco  and  points  on  the  Sacramento 
River  below  Sacramento : 

Tons. 

Merchandise,  fruit,  produtte,  grain,  and  coal 78, 592 

Lumber 9,000 


Total 87,592 

Passengers,  13,000. 

The  owners  of  the  steamer  J*^Uett  make  the  following  statement : 

Tons. 
Wood 1,244 


Ton  8. 

Grain 1,161 

Merchandise 290     Lumber 1,221 

Hay 700  I  

Horses 104  '  Total 4,720 

The  following  statement  of  the  freight  carried  on  the  Sacramento  River  by  the 
boats  and  barges  of  the  Sacramento  Transportation  Company,  during  the  year  from 
June  1,  1893,  to  June  1, 1894,  was  furnished  by  Capt.  J.  H.  Roberts,  president  of  the 
company : 

Tons. 

Prod  uce 4, 500 

Wool 450 

Livestock .• 800 


Total 185,273 


Tons. 

Coal 10,  409 

Luml>er 23,  750 

I^rick 33.  000 

Merchauilise 34,  218 

Wheat 66,  946 

Cord  wood 11,200 

Then?  is  included  in  the  above,  6,144  tons  of  wheat,  which  is  the  amount  reported 
as  brought  from  Mcintosh  Lauding  and  points  above  during  the  year,  aud  709  tons 
of  nicrchan<lis(>,  which  is  the  amount  reported  as  taken  to  points  above  Mcintosh 
I  an  ding  di'ring  th(^  same  y»eriod. 

The  total  tonnage  of  the  Sacramento  River,  as  reported  by  the  tran.si)ortation 
conipanicH,  is  358,014  tons. 

"  Indeterminate. 
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Tlio  .Soiitlieni  P.icilic  Company  i\\^>  makes  tlio  following  fitatemont  of  freight 
carried  on  its  boat  from  Sacramento  to  Marysville  over  the  Feather  River: 

Tons. 

North 7,845 

South 10,951 

Total 18,796 


T  T  4. 

IMPH0V?;MHNT  of  PETAT.UMA  C^REEK,  CALIFORNIA. 

Description. — Petaluma  Creek,  which  is  really  an  estuary,  extends 
from  San  Pablo  Bay  to  the  town  of  Petaluma,  about  IG  miles,  and  is 
the  outlet  for  a  larj^e  amount  of  freight  from  a  rich  agricultural  district. 

Original  condition, — Before  improvement  the  channel  was  very 
crooked  and,  in  places,  dry  at  low  water,  making  navigation  difficult 
and  uncertain. 

Work  prior  to  June  30,  1893, — In  1880  a  project  for  its  improvement 
was  adopted,  Avhich  had  for  its  object  to  obtain  by  dredging  a  channel 
/)()  feet  wide  and  3  feet  deep  at  low  water,  and  to  straighten  it  by  cut- 
oflfs.  Contracts  were  let  for  this  purpose,  and  work  carried  on  in  1880, 
1881,  1882,  and  1884,  when  the  project  was  completed  by  the  removal 
of  89,(>1)2  cubic  yards  of  material  at  a  cost  of  827,(350.01.  As  the  creek 
receives  the  drainage  of  a  highly  cultivated  region  of  considerable 
area,  the  channel  is  constantly  refilling.  In  1888  the  channel  was 
again  dredged  to  a  width  of  40  feet  an<l  depth  of  1  foot  below  low 
water.  This  cost  $2,11(»..*50,  and  i)artially  relieved  the  immediate  wants 
of  navigation.  The  channel  again  filled  up  and,  w^hen  funds  became 
available  in  1801,  a  contract  was  let  to  redredge  it.  This  resulted  in  a 
clianiK^l  0,800  feet  long  by  40  to  45  feet  wide,  with  a  depth  of  from  3 
feet  to  'M)  incjhes  below  low  water.  This  time  37,005  cubic  yards  of 
material  wore  excavated  at  a  cost  of  85,840..'U).  As  this  exhausted  the 
avaihibh^  funds,  work  was  then  stopped.  In  1802,  another  appropria- 
tion having  been  made,  the  creek  was  surveyed  and  a  project  sub- 
mitted ior  its  improvement.  This  ])rqject,  which  contemplated  the 
excavation  of  a  channel  50  feet  wide  and  as  long  and  deep  as  funds 
wouhf  ])ermit,  was  approved,  and  work  under  it  commenced  on  May  2, 
180;^,  near  Haystack  Landing,  about  3  miles  below  the  town  of  Peta- 
luma. Work  was  prosecuted  upstream,  and  at  the  end  of  the  fiscal 
year,  37,171  cubic  yards  of  material  had  been  excavated  and  pumped 
on  shoie  at  a  cost  of  84,184.03,  or  11.2  cents  per  cubic  yard. 

Amount  expended  and  resulfs  ohtnined.  to  June  3f\  JS!)3. — The  amount 
exi)ende(l  on  Petaluma  Creek,  up  to  June  30,  1803,  was  J^41, 287.03. 
At  tlie  end  of  the  fiscal  year  a  channel  5,107  feet  long,  50  feet  wide, 
and  3  to  4  feet  dec^)  had  been  comi)leted. 

Aprnori:iATioNs. 

.Tunc  11,  1S80 $8,  (X)0  Sojitembor  19,  1K90 $4,000 

March  .'5,  ISSl S,  000  Julv  13, 1S92 10,000 

August  L',  1882 11,000  

August  11,  1S8S 2,0(^0  Total 443,000 

Report  of  operations  dnrnuj  thejiseai  year, — At  the  beginning  of  the 
fiscal  year  dredging  was  in  i)rogress,  and  was  C!)ntinued  until  Sei)tem- 
ber  10,  180.*),  when  the  funds  were  exhausted.     By  this  time  50,804 
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cubic  yards  of  materiiil  trad  been  excavated  and  x)la(!ed  o.i  sliore  by  tbe 
U.  S.  (iovernmont  dredge.  The  total  number  of  cubic  yards  of  mate- 
rial excavated  to  dredge  the  cliannel  from  Haystack  Landing  to  Peta- 
luma  was  88,035,  Avhich  was  done  at  a  cost  of  0.0  cents  per  cubic  yard 
(including  all  oflice,  engineering,  and  contingent  expenses).  A  consid- 
erable amount  of  the  nnvterial  excavated  was  hardpan,  and  near  the 
town  of  Petaluma  a  large  quantity  of  paving  blocks  were  met  with, 
which  occasioned  great  delay  and  consi< I erably  increased  the  expense. 

Amount  expended  and  results  obtained  durhuj  the  past  fiscal  year, — 
The  amount  exjiended  during  the  past  fiscal  year  was  $4,570.12,  making 
the  total  amount  thus  far  expended  $45,858.05.  During  the  i)ast  fiscal 
year  the  length  of  channel  dredged  was  5,073  feet;  this  was  dug  50  feet 
wide  and  to  a  depth  of  3  or  4  feet  below  low  water.  The  channel  now 
reaches  the  town  of  Petaluma,  and  is  of  the  greatest  benefit  to  com- 
merce. 

Remarks. — The  commerce  of  Petaluma  Creek  is  carried  on  one  steamer, 
the  Goldy  204  tons,  which  makes  six  round  trips  per  week,  also  on 
numerous  small  schooners,  which  carry  the  heavier  freight. 

The  commerce  of  a  large,  flourishing,  and  constantly  increasing  agri- 
cultural community,  as  well  as  of  several  manufacturing  industries,  is 
carried  on  this  creek,  which  considerably  influences  railroad  freight 
rates,  not  only  from  points  actually  on  the  creek,  but  also  from  all 
points  within  hauling  distance. 

The  commerce  is  large,  important,  and  increasing,  as  shown  by  the 
statistics  herewith,  and  to  properly  accommodate  it  a  channel  should 
be  dredged,  with  a  dei)th  of  5  feet  at  low  water,  to  the  head  of  naviga- 
tion. This  would  require  the  removal  of  214,173  cubic  yards  of  material, 
much  of  which  is  hardpan.  The  estimated  cost  of  this  is  $53,543.  It 
could  be  done  in  one  fiscal  year.  As  this  channel  is  not  self-maintain- 
ing, dredging,  at  an  estimated  cost  of  $4,000,  would  be  required  about 
once  in  everv  two  years. 

Money  statement. 

July  1, 1893,  balance  unexpended $4,  712. 07 

J  line  .30,  1894,  amount  expended  during  li8cal  year 4, 570. 12 

.July  1,  1894,  balance  unexpended 141.  95 

{Amonni  (estimated)  required  for  completion  of  exintinpf  project ( * ) 
Amount  thatcan  be  profitably  expended  in  fiscal  year  ending. June  30, 189(5    .53,  543.  00 
Submitted  in  compliance  witli  requirements  of  sections  2  of  river  and 
harbor  acts  of  18G6  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


STATISTICS    OF   TRAD2. 


The  followinfij  statistics  of  the  trade  on  Petaluma  Creek  durinfx  the  year  ending 
May  31,  l^!94,  Avero  collected  by  a  committee  appointed  by  the  board  of  trustees  of 
the  towji  of  retaluma  for  the  ]iurpose.  The  report  was  compiled  by  them  from 
information  furnished  by  owners  and  agents  of  vessels  doing  business  on  the  creek, 
and  by  tlie  ])rincipal  merchants,  manufacturers,  and  business  houses  in  the  town: 


Co'-.Muodity.  Tons.  V'.'iluc.      ]  Commodity.  I     Tons.  Value. 


Gcnernlmenbauaise.. 16,500     $8. 250, 000      Mill  stuff ,       10,000  '        $270,500 

Grain 20,}^C0.        510,060,    Livestock '        2.650,  218,200 


Coal 1.845  1  10,005 


lUiihliiig  material 2,  288 

Lumber 7,  315 

AVool  nn«l  \voo1»»ti  pMxIs 1,  540 


28,704 
17:;.  364 
.308,  000 


Wood  and  tan  bark 987  3,  825 


Apriculturnl  priwlucts !      20,  503  855,  212 

( -annerv  iiroducls 50  10,000 

Mi8ccllauwi:» 12,500  781,005 


Total 110,034        11,442,145 


Nnmbor  of  i)asscn'z»irM.  12,126;  faro  paid,  $G.0C3. 


ludetemiinatc. 
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TT  5, 

IMPROVEMENT  OF  HUMBOLDT  HARBOR  AND  BAY,  CALIFORNIA. 

Dencription. — Humboldt  Bay,  which  is  230  miles  m)rth  of  San  Fran- 
cisco, in  latitude  40^  46',  is  an  estuary  about  14  miles  in  len|[i:th,  with 
its  largest  dimension  parallel  to  the  0(!ean.  It  is  separated  from  the 
sea  by  two  narrow  tongues  of  land,  which  extend  to  high  land  both  on 
the  north  and  south,  and  between  which  lies  the  channel  which  com- 
municates with  the  sea.  The  high-water  area  of  the  bay  is  about  24 
square  miles,  and  the  low- water  area  about  13  square  miles.  The  mean 
rise  and  fall  of  the  tide  is  4.4  feet,  becoming  8  feet  or  more  at  springs, 
and  less  than  3  feet  at  neaps.  The  average  tidal  discharge  per  second  is 
about  100,000  cubic  feet.  Humboldt  Bay  is  the  only  inclosed  harbor 
in  California  north  of  San  Francisco,  and  is  the  most  important  lumber 
port  in  the  State. 

Orujinal  condition. — Before  imi^rovement,  entrance  to  the  harbor  was 
obstructed  by  a  bar,  the  channel  through  which  was  variable  in  posi- 
tion (from  southwest  to  north-northwest,  1^  miles  ai)art  at  the  sea  ends), 
variable  in  depth  (from  9  feet  to  25  feet),  and  variable  in  width  (from 
2,200  feet  to  4,200  feet).  There  were  also  numerous  shoals  in  the  har- 
bor, rendering  it  difficult  for  vessels  to  reach  Eureka,  Areata^  and 
Hookton. 

Work  prior  to  June  oV>,  1(^^93, — In  1881  a  project  was  adoi)ted  with  the 
object  of  securing  a  channel  13  feet  deep  and  200  feet  wide  to  the  head 
of  Eureka  wharves,  and  one  10  feet  deep  and  100  feet  wide  to  Areata 
and  Hookton.  This  portion  of  the  project  was  completed  in  1884,  at  a 
cost  of  $90,001.55.  These  channels  have  since  silted  up  somewhat,  but 
not  sufficiently  to  seriously  impede  commerce. 

In  1882  an  additional  project  was  adoi)ted  with  the  view  of  increas- 
ing the  depth  over  the  bar  at  the  entrance  to  the  harbor.  This  was  to 
be  done  by  constructing  a  low-ti<le  stone  jetty,  extending  seaward  from 
the  south  spit  for  a  distance  of  6,000  feet.  Tiie  estimated  cost  of  this 
was  )?J()00,000.  As  the  money  a])propriated  was  not  available  until  cer- 
tain land  re(|uired  was  obtained  free  of  expense  to  the  Government, 
nothing  could  be  done  until  1888,  when  a  c(mtract  was  let  under  the 
above  project.  Operations  were  begun  in  1889,  and  carried  on  uutil 
October,  1890,  when  the  contractor  failed.  Under  this  contract  the 
south  jetty  was  built  out  2,767  feet,  900  feet  of  this  b»ngth  being  raised 
to  high -water  level. 

In  ()(5tober,  1890,  a  Board  of  Engineers  recommended  two  high-tide 
stone  and  brush  jetties,  starting  from  the  north  and  south  spits  respec- 
tively, and  extending  seaward  to  the  18-foot  ccmtour.  The  north  jetty 
was  not  to  be  begun  until  the  completion  of  the  south.  The  estimated 
cost  of  the  two  jetties  was  .$1,957,615. 

This  i)roject  was  adopted,  and  in  May,  1891,  work  was  begun  under 
another  (H>ntra(!t  and  continued  until  December,  1891.  Under  this  con- 
tract 300  linear  feet  of  brush  mattress  and  stone  protection  work  was 
built  to  arrest  erosion  of  the  north  spit,  the  north  jetty  was  carried  out 
to  a  distance  of  1,480  feet,  aiul  the  south  jetty  was  extended  (UK)  feet, 
making  it  3,699  feet  long.    This  completed  the  contract. 

Owing  to  insufficient  iunds  no  work  was  done  from  December,  1891, 
to  April,  1893. 

On  account  of  the  continued  erosion  of  the  north  spit  the  project 
was  again  slightly  modified  in  1892,  as  suggested  by  a  Board  of  Engi- 
neers, so  as  to  make  the  previously  built  (like  part  of  the  jetty.  The 
north  jetty  was  relocated,  and  its  construction  authorized  out  to  a 
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point  sufficient  to  arrest   erosion,  without  waiting  for  the  completion 
of  the  south  jetty. 

Funds  having  been  approimated  by  the  river  and  harbor  act  of  July 
13,  1892,  and  the  improvement  placed  under  the  so  called  continuous 
contract  system,  proposals  for  the  work  were  invited.  On  December 
16, 1892,  a  contract  was  entered  into  with  John  C.  Bull,  jr.,  the  lowest 
bidder.  After  completing  his  preparations  he  began  work  on  the  north 
spit  in  accordance  with  the  latest  project,  delivering  the  first  load  of 
stone  on  April  14,  1893.  By  the  end  of  the  fiscal  year  the  work  done 
amounted  t^  832  feet  of  trestle,  4,779  cubic  yards  of  brush  mattresses, 
and  14,224  tons  of  rock.  This  made  the  north  jetty  2,293  feet  long. 
Nothing  was  done  on  the  south  jetty. 

The  total  amount  earned  by  the  contractor  up  to  June  30, 1893,  was 
$39,890.60. 

Amount  expended  and  results  obtained  to  June  30 j  1893, — The  amount 
expended  on  jetty  work  up  to  June  30,  1893,  was  $338,893.31.  Owing 
to  the  incomplete  condition  of  the  jetties,  no  conspicuous  improvement 
had  occurred  in  the  depths  over  the  bar;  a  channel  18  feet  in  depth 
had  been  maintained,  however,  and  no  vessels  were  delayed  on  account 
of  insufficient  depth  of  water.  The  old  inside  channel,  close  to  the 
north  shore  i)rotection  work,  remained  practically  closed  to  navigation. 
The  Bucksport  Channel,  which  had  opened  while  the  other  was  closing, 
showed  a  least  depth  of  9  feet  of  water.  A  large  quantity  of  saiid 
had  been  arrested  by  the  south  jetty,  roughly  estimated  at  upward  of 
2,000,000  cubic  yards. 

APPROPRIATIONS. 


September  19,1890 $80,000 

Jiilvl3, 1892 150,000 

March  3, 1893 522,000 


March  3,  1891 $40,000 

August  2,  1882 40,000 

Jnly5,1881 62,500 

AugUKt  5, 1886 75,  000 

August  11,1888 125,000  Total 1,004,500 

Uvport  of  operatlonn  durimj  the  past  Jiftcal  year. — At  the  beginning  of 
the  tis(;al  year,  July  1,  1893,  work  was  in  progress  under  the  contract 
of  December  10,  1892,  with  John  C.  Bull,  jr.;  Mr.  D.  E.  Hughes, assist- 
ant engineer,  being  in  local  charge.  Lieut.  Herbert  Deakyne,  (^orps 
of  Engineers,  assumed  local  charge  August  3,  Mr.  Hughes  being 
retained  under  his  orders. 

North  Jetty. — The  contractor's  progress  was  not  satisfactory,  the 
monthly  delivery  of  rock  for  July,  August,  and  September  falling  con- 
siderably short  of  the  specifications.  On  August  10  the  i)ile  driving 
temporarily  ceased,  in  order  that  the  completed  jetty,  which  was  about 
1,000  feet  behind  the  pile  driver,  could  be  imshed  to  within  about  000 
feet  of  the  end  of  the  trestle. 

Eviclences  of  scour  beginning  to  appear  in  the  vicinity  of  bent  100, 
a  nnittress  and  rock  spur  was  built  in  the  vicinity  of  bent  92  during 
August  to  deflect  the  ebb  current.  This  spur  had  to  be  built  up  again 
in  Janunry,  1894.     Its  total  cose  was  about  $550. 

IMle  driving  was  resumed  on  October  2,  the  completed  jetty  having 
been  brought  to  within  040  feet  of  the  end  of  the  trestle. 

In  October  a  crossover  on  the  trestle  between  the  two  tracks  was 
built  at  a  cost  of  $250.75.     It  was  a  great  convenience  in  hauling  rock. 

By  a  storm  on  November  24  the  contractor  lost  0  bents  of  trestle,  a 
mattress  containing  150  cubic  yards  of  brush,  part  of  a  pile  driver, 
and  some  minor  articles.  This  accident  left  5  bents  separated  from 
the  rest  of  the  trestle  by  a  gap  of  112  feet.  They  stood  Avithout  dam- 
age until  the  gai>  htul  been  repaired.    One  additional  bent  was  then. 
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driven,  wlioii  pile  driving  stopped  and  the  work  was  confineil  to  com 
plet in g  the  Jetty  to  bent  li25.  The  bents  are  16  feet  apart  and  num- 
bered consecutively.  All  work  ceased  on  February  2,  1894,  and  was 
not  resumed  until  the  hitter  part  of  A^iril.  From  that  time  until  the 
end  of  the  fiscal  year  the  regular  work  of  Jetty  extension  was  carried  on 
withont  intermission.  During  June  a  crossover  between  tlie  two  tracks 
was  constructed.  By  the  end  of  the  fiscal  year  x)iles  had  been  driven 
to  bent  323,  a  length  of  5,178  feet;  mattress  work  had  been  extended 
abont  8  feet  beyond  bent  311,  a  length  of  4,993  feet;  the  trestle  had 
been  <ompleted  to  bent  311,  and  the  completed  Jetty  extended  to 
bent  235. 

During  the  fiscal  year  the  work  done  on  the  north  jetty  amounted  to 
2,(j74  feet  of  trestle,  14,343  cubic  yards  of  brush  mattresses,  and  72,483 
tons  of  rock.  The  north  jetty  is  now  5,178  feet  long,  and  comi)leted  for 
a  length  of  3, 707  feet. 

South  jetty, — From  soundings  during  the  summer  near  the  south  jetty 
it  was  learned  that  the  channel  was  encroaching  on  the  Jetty.  To  stop 
this  it  was  decided  to  build  spurs.  The  first  spur  was  built  August  18, 
1893,  opix)site  bent  80.  Spurs  of  brush  and  rock  Avere  also  built  at 
bents  100, 120,  135,  and  150.  They  averaged  about  36  by  25  feet  in 
plan,  the  longer  dimension  perpendicular  to  the  Jetty,  and  3.3  feet  in 
thickness.  At  bents  165  and  190,  spurs  were  built  of  rock  alone. 
These  spurs  cost  from  8500  to  S900  each.  Beyond  the  construction  of 
Binirs,  no  other  work  was  done  on  the  south  jetty  during  the  season  of 

1893,  except  tilling  up  some  gaps  and  some  preparatory  work. 
During  December,  1893,  11  bents,  consisting  of  piles  and  trackway, 

were  lost  owing  to  storms,  making  a  total  of  22  bents  lost  on  this  jetty. 

During  May  and  June  15,836  tons  of  rock  were  placed  in  the  south 
jetty,  being  used  to  revet  a  porticm  of  the  slope  on  the  channel  side. 
The  revetment  was  completed  to  bent  184. 

During  the  fiscal  year  the  work  done  on  the  south  jetty  amounted  to 
555.23  cubic  yards  of  brush  and  19,758  tons  of  rock.  The  south  jetty 
is  now  3,699  feet  long. 

The  total  amount  earned  by  the  contractor  during  the  fiscal  year  is 
$179,251.04. 

For  further  detailed  information  I  refer  to  the  appended  report  of 
Lieut.  Herbert  Deakyne,  Corps  of  Engineers. 

Avwunt  expended  and  results  obtained  during  the  past  fiscal  year. — The 
amount  expended  during  the  fiscal  year  ending  June  30,  1894,  was 
$162,725.18,  making  the  total  amount  thus  far  expended  $576,483.50. 

Three  surveys  of  the  entrance  were  made  during  the  fiscal  year,  one 
completed  in  August,  1893,  one  in  December,  1893,  and  one  in  May, 

1894.  The  last  survey  showed  a  channel  over  the  bar  24  feet  deep,  with 
a  least  width  of  950  feet. 

No  vessels  were  prevented  from  (Tossing  the  bar  on  ac<K)nnt  of  inad- 
equate depth  of  water,  though  delays  occasionally  occurred  owing  to  the 
roughness  of  the  sea. 

The  efiect  of  the  spurs  on  the  south  Jetty  has  been  to  cause  a  con- 
tinuous sand  bank  to  accumulate  on  the  channel  faceof  the  jetty  out  to 
bent  150.  A  large  amount  of  sand  was  impounded  on  the  north  side  of 
the  north  Jetty. 

Future  operations. — The  amount  of  money  at  present  available  for  the 
work  is  $517,386.41.  The  existing  contract  requires  that  $475,000  worth 
of  work  be  completed  by  the  end  of  the  present  working  season,  of  this 
$219,130  has  been  earned  up  to  the  end  of  this  fiscal  year. 
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In  additiou  to  the  amounts  already  appropriated  for  this  work,  $225,- 
000  can  be  advantageously  expended  during  the  fiscal  year  ending 
Juno  30,  1896. 

Money  statement, 

July  1.1893,  balance  unoxpendod $680,741.59 

Juue  30,  1894,  amount  expended  during  fiscal  year 162,  725. 18 

July  1,  1894,  balance  unexpended 518,  016. 41 

July  1,  1894, outstanding  liabilities $630.00 

July  1,  1894,  amount  covered  by  uncompleted  contracts...  517,386.41 

518,016.41 


'Amount  (estimated)  required  for  completion  of  existing  project 1,  043, 115.  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June 

30,  1896 225,000.00 

Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 

harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


report  of  lieut.  uerbert  deakyxe,  corps  of  engineers. 

United  States  Engineer  Office, 
San  FranciacOj  Cal.j  February  20^  1894. 

Sir  :  I  have  the  honor  to  submit  the  following  report  of  operations  for  the  improve- 
ment of  the  entrance  to  Humboldt  Bay,  California,  dnring  the  season  beginning 
March,  1893,  and  cuding  February,  1894. 

At  the  beginning  ot*  the  season  the  south  Jetty  had  been  extended  to  bent  230,  a 
length  of  3,699  feet.  The  trestle  of  this  jetty  was  all  standing,  and  had  suffered  no 
injuries  of  any  importance.  On  the  north  side  of  the  entrance  a  dike  had  been 
built  out  in  a  soutlierly  direction  for  92  bents,  a  length  of  1,480.5  feet.  There  were 
a  number  of  piles  broken  out  in  various  places  along  this  dike.  A  part  of  the  shore 
track  on  the  North  Spit  had  been  carried  away. 

The  work  in  contemplation  was  the  extension  of  the  south  jetty  to  the  bar  and 
the  construction  of  a  jetty  on  the  north  side,  starting  from  the  outer  end  of  tbe  dike 
and  extending  to  the  l»ar.  During  the  season  of  1893  it  was  intended  to  push  the 
north  jetty  as  far  as  possible  with  the  expenditure  of  $175,000,  the  amount  specified 
for  the  first  season's  work ;  then  work  to  be  pushed  on  both  jetties  if  conditions 
were  favorable. 

The  work  was  done  by  John  C.  Bull,  jr.,  under  contract  of  December  16,  1892.  It 
began  in  March  with  the  laying  out  of  the  curves  for  the  shore  track  on  the  North 
Spit.  This  Avas  done  by  Mr.  A.  J.  Butler,  civil  engineer,  acting  for  Mr.  D.  E.  Hughes, 
assistant  engineer.  The  shore  end  of  the  track  on  the  dike  was  moved  to  one  side 
and  about  1  foot  was  sawed  off  the  inner  ends  of  the  iirst  stringers  of  this  track. 
This  will  partly  account  for  any  discrepancy  in  the  length  of  this  trestle  now,  as 
compared  with  the  length  of  the  dike  at  the  North  Spit  given  in  previous  reports. 
When  the  last  bent,  92,  of  the  dike  was  put  in  repair  beK>re  the  commencement  of 
new  work,  the  length  of  the  span  from  91  to  92  was  shortened  about  half  a  foot. 
Hence  the  old  work  at  the  North  Spit  is  now  1,479  feet  long,  instead  of  1,480.5  as 
formerly.  The  length  of  new  track  as  paid  for  is  1,479.5  feet,  but  this  comes  from  a 
gain  of  0.5  foot  in  a  reversed  curve  where  double  track  begins,  the  track  being  0.5 
foot  longer  than  the  trestle. 

Mr.  Hughes  arrived  at  Eureka  on  April  2,  1893,  and  took  charge  of  the  work  the 
next  day.  The  contractor  began  constructing  shore  track  during  the  firet  week  in 
April.  ( )n  April  12  tlic  work  of  repairing  trestle  began.  The  first  load  of  rock  arrived 
at  tlie  North  Spit  April  14,  and  was  dumped  the  next  day  from  bent  25  to  bent  44  of 
the  north  dike. 

At  ii  point  651  feet  from  the  shore  end  of  the  trestle  on  the  North  Spit,  a  double 
track  was  begun.  From  this  point  to  bent  91  the  double  track  was  laid  on  the  old 
trestle  work.  Bent  92  had  moved  both  horizontally  and  vertically,  so  new  piles  were 
driven  for  this  bent. 

On  May  10  new  work  began.  Seven  bents  of  piles  were  driven  by  May  13.  The 
last  five  of  these  were  tied  together  by  2-inch  plank  spiked  on  each  cud  of  the  caps. 
By  Monday  morning,  May  15,  the  scour  had  become  so  great  (11  feet  in  some  places) 
that  the  pile-driver  was  withdrawn  from  the  end  of  the  trestle.  That  same  day,  the 
sea  being  rough  and  the  tide  high,  two  piles  were  carried  away  from  bent  94.  They 
were  replaced  that  day,  but  that  night  two  more  were  lost  in  94  and  two  in  95.     On 
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the  next  day  bents  97,  98,  and  99  were  lost.  During  that  week  all  the  new  work 
lost,  together  with  a  mat  at  bent«  92  and  93,  which  was  dropped  while  incomplete. 
The  loss  to  the  contractor  was  'SO  piles  and  other  material,  as  caps,  stringers,  poles, 
and  brush. 

After  this  accident  the  pile-driver  was  remodeled.  It  was  mounted  on  a  4- wheeled 
truck  running  on  the  inside  rails  of  the  two  tracks.  This  was  a  great  improvement 
over  the  method  of  supporting  the  driver  by  skids,  as  was  doue  at  first. 

Beginning  at  cap  91  the  jetty  was  built  in  the  form  of  a  curve  of  394  feet  radios. 
This  curve  extends  to  bent  111,  where  another  curve  begins  having  a  radius  of  780 
feet.  The  third  curve  begins  at  bent  148  and  has  a  radius  of  2,500  feet.  The  foorth 
and  last  curve  begins  at  bent  2G2  and  has  a  radius  of  about  30,000  feet.  According 
to  the  present  project  the  entire  remaining  portion  of  the  jetty  will  be  on  this  cnrve. 
The  plan  for  getting  the  piles  driven  in  their  proper  places  while  building  a  carved 

Sortion  of  the  jetty  is  as  follows :  A  driftbolt  is  placed  in  each  end  of  a  cap,  12^  feet 
istant  from  the  middle,  and  is  allowed  to  project  a  few  inches  above  the  cap.  The 
distance  each  pile  of  the  next  following  bent  must  bo  from  each  of  the  two  drift- 
bolts  of  the  last  driven  bent  is  computed.  Two  chains  are  made  with  these  len^hs 
specially  marked  by  large  links.  These  two  chains  are  attached  to  the  pile-dnver 
so  that  they  meet  at  the  point  occupied  by  the  center  of  a  pile  standing  in  the  gins 
ready  for  driving.  To  get  the  driver  into  position  for  any  pile  the  proper  links  are 
slipped  over  the  driftbolts  of  the  last  cap  and  the  driver  hauled  forward  and 
revolved  till  both  chains  are  tight.  The  driver  is  then  chocked  in  this  position,  a 
trip  loosens  the  chains  so  that  they  are  out  of  the  way  till  wanted  again,  and  the 
pile  is  driven.    The  whole  operation  is  ciuick,  accurate,  and  satisfactory. 

During  May  the  shore  end  of  the  trestle  was  protected  by  laying  brush  in  bnndles 
under  the  trestle  and  dumping  rock  on  top  of  it.  This  was  to  prevent  sand  from 
being  carried  away  fnmi  the  trestle  by  the  swell  at  very  high  tides.  No  more  trouble 
was  experienced  at  this  place.  In  April  a  careful  survey  ot  the  entrance  was  begun 
by  Mr.  Hughes.  A  base  line  was  laid  out  on  the  south  jetty.  This  base  line  is 
known  A  B  in  tho  system  of  triangulation.  A  is  marked  by  an  8-penny  wire  nail  on 
the  south  edge  of  the  north  stringer  at  a  distance  of  534  feet  from  the  initial  point 
(bent  0)  of  the  jetty ;  B  is  marked  by  a  broken  wire  spike  on  the  south  edge  of  the 
north  stringer  at  bent  190.  This  line  was  found  by  measurement  with  a  500-foot 
steel  tape  to  bo  2,504.20  feet  long.  It  is  the  basis  of  all  the  instrumental  work  done 
during  the  season.  The  survey  was  pushed  as  tho  weather  permitted;  the  work 
inside  the  jetties  was  completed  in .)  une ;  the  spundings  outside  could  not  be  obtained 
till  later  in  the  summer,  when  the  bar  became  smooth  enough  for  work.  Thesnrvey 
up  to  the  end  of  June  showed  a  practicable  channel  of  9  feet  along  the  east  side  of 
the  bay,  known  as  the  Bucksport  Channel.  There  was  a  very  deep  channel  (over  60 
feet  in  some  places)  extending  from  the  junction  of  the  Bucksport  Channel  and  the 
South  Bay  Channel  out  to  the  end  of  the  south  jetty.  From  the  south  jetty  out  over 
the  bar,  no  soundings  have  been  taken :  the  tugboat  captains  gave  the  depth  in  the 
Northwest  Channel  over  the  bar  as  16  feet.  The  channel  inside  the  entrance  close 
to  the  North  Spit,  known  as  the  west  channel,  was  entirely  closed  up.  The  best 
water  in  the  shoalest  place  in  it  was  only  4  feet. 

By  an  examination  of  the  profile  of  the  n<»rth  jetty,  it  will  bo  seen  that  the  depth 
of  water  usually  changed  after  the  driving  of  the  piles  and  before  the  sinking  of  the 
mattresses.  Up  to  J  une  30  the  ])ilcs  in  the  new  work  had  been  driven  in  depths  vary- 
ing from  1  foot  to  13  feet  below  zero ;  the  average  scour  between  time  of  driving 
piles  and  sinking  mats  was  0.2  feet.  The  maximum  scour,  5  feet,  took  place  at  bent 
114.  There  was  a  considerable  length  of  the  jetty  where  a  till  took  place  after  the 
piles  were  driven ;  the  maximum  till  was  5  feet  at  bent  121.  The  penetrations  of  the 
piles  varied,  according  to  tho  depth,  from  9  to  18  feet;  in  every  case  a  penetration  at 
lesist  equal  to  the  depth  of  water  was  secured.  The  average  penetration  was  about 
12  feet. 

The  chief  difficulty  met  with  in  the  construction  of  mattresses  was  the  weakness 
of  the  poles,  especially  those  of  alder,  which  broke  very  badly  on  being  struck  by 
rock.  This  caused  the  loss  of  consideral^le  brush  by  the  contractor.  To  partly 
obviate  this  the  contractor  was  allowed  to  use  rock  of  20  pounds  weight  for  sinking 
mats;  later  on  he  discontinued  tho  use  of  alder  ])oles  altogether. 

The  cars  used  by  the  contractor  for  transporting  rock  were  of  two  kinds,  box 
cars  and  flat  cars.  The  box  cars  had  floors  of  a  hog-back  shape,  giving  an  inclined 
surface  on  which  tho  rock  rested.  By  the  use  of  crowbars  most  of  the  rock  loaded  in 
these  cars  could  bo  dumped  with  little  difficulty.  The  flat  cars,  however,  had  hori- 
zontal bottoms,  audit  was  found  very  difTicult  to  move  tho  large  masses  of  4and5  tons 
that  came  on  them  occasionally.  Mr.  Butler,  who  was  ouiployed  as  engineer  by  the 
contractor  after  the  arrival  of  Mr.  Hughes,  devised  an  improvement  that  greatly 
increased  the  usefulness  of  tho  flat  cars.  It  consisted  in  using  a  tackle,  by  means  of 
which  largo  rock  in  a  car  standing  on  one  track  could  bo  pulled  from  the  car  by  a 
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loroniotive  rnnniug  on  the  otlier  track.  Tbis  metho«l  was  afterwards  applied  to  the 
box  ears  when  the  rock  in  thorn  could  not  be  dumped  easily  by  band. 

The  first  injuries  to  the  trestle  of  the  south  Jetty  occurred  April  4,  when  two  piles 
and  a  strinjjcr  went  out  at  bent  225.  More  went  out  about  the  middle  of  May  and 
more  about  the  10th  of  June,  m.iking  in  all  10  bents  lost  up  to  the  end  of  .June. 

At  fche  close  of  the  fiscal  year  the  condition  of  the  improvements  was  as  follows: 
The  south  jetty  remained  as  at  the  bo<]rinning  of  the  season,  with  the  exception  of  the 
10  bents  of  trestle  lost  as  just  mentioned.  The  trestle  of  the  north  jetty  had  been 
extended  to  bent  152,  a  length  of  2,439  feet;  mattresses  had  been  sunk  to  8  feet 
beyond  bent  142.  a  length  of  2,287  feet. 

Work  on  the  north  jetty  was  still  in  progress.  The  depth  of  water  in  which  piles 
were  being  driven  at  that  time  was  3  feet;  mattresses  were  being  sunk  in  5  feet. 

The  r«^ute  followed  by  ocean  vessels  leaving  the  harbor  was  along  the  east  side  of 
the  bay  in  the  Bucksport  Channel,  to  its  Junction  with  the  South  Bay  Channel,  near 
the  South  Spit;  thence  along  the  South  Spit  and  the  south  jetty  to  tbe  end  of  the  lat- 
ter; tbenee  in  a  north wtisterly  direction  over  the  bar.  The  worst  part  of  this  route 
was  in  the  Bucksport  Channel,  near  Beacon  No.  7,  where  there  was  a  stretch  of  about 
500  feet  having  a  depth  of  less  than  12  feet,  the  least  depth  in  a  practicable  channel 
being  9  feet. 

The  chief  items  in  the  work  done  by  the  contractor  uj)  to  this  time  were  as  follows: 

Rock tons..  14,224 

Brush cubic  yards. .  4, 780 

Trestle,  complete feet. .  832 

Shore  track do. . .  1, 781 

New  single  track  on  trestle do. . .  8^ 

The  total  earned  under  the  contract  up  to  the  end  of  the  fiscal  year  1893  was 
$39,896.60. 

On  July  1  (the  beginning  of  the  fiscal  year  1894)  work  on  the  north  jetty  was  still 
in  progress  under  the  contract  of  December  16,  1892,  with  John  C.  Bull,  jr.,  of 
Areata,  Cal.  Mr.  D.  E.  Hughes,  assistant  engineer,  remained  in  charge  of  the 
work  until  August  3,  on  which  date  I  assumed  local  charge,  Mr.  Hughes,  however, 
remaining  on  tne  work  under  my  orders. 

The  delinquency  on  the  part  of  the  contractor  in  regard  to  rock  delivery  con- 
tinued. Promises  were  freely  made,  but  they  were  not  kept.  The  monthly  deliv- 
ery of  rock  for  July,  August,  and  September  fell  below  the  amount  delivered  in 
June,  although  this  latter  was  over  1,(KX)  tons  short  of  the  least  amount  required 
by  the  specifications.  The  rock  in  the  quarry  was  broken  up  into  small  pieces, 
probably  by  injudicious  blasting;  hence  there  was  a  large  amount  of  rock  too 
small  even  for  mattress  sinking,  all  of  which  d<Sbris  had  to  be  moved  while  accept- 
able rock  was  being  loaded. 

On  August  10 the  pile-driving  was  stopped  in  order  that  completed  jetty,  which 
was  about  1,600  feet  behind  the  pile-driver,  could  be  pushed  to  within  500  to  700  feet 
of  the  en<l  of  the  trestle. 

The  last  bent  driven  wa«  211.  The  contractor  drove  two  piles  in  bent  212  and 
left  his  pile-driver  in  advance  of  211  while  the  mattress  enclosing  211  was  being 
built.  The  contractor  was  then  directed  to  furnish  a  large  proportion  of  large 
rock,  under  penalty  of  being  restricted  to  large  rock  alone  in  the  near  future,  while 
pile-driving  was  suspended.  However,  he  continued  to  furnish  about  equal  pro- 
portions of  large  and  small  rock  till  the  1st  of  September,  after  which  he  was 
restricted  to  large  rock  until  resumption  of  pile-driving. 

During  .July  evi<lences  of  scour  began  to  appear  in  the  vicinity  of  bent  100,  north 
jetty.  This  was  due  to  the  ebb  current  following  the  deep  channel  along  the  west 
side  of  the  bay  and  striking  the  projection  formed  by  the  bend  in  the  jetty.  Sound- 
ings taken  July  31  showed  a  depth  of  16  feet  below  0  at  a  distance  of  17  feet  from 
the  outside  pile  of  the  trestle  at  bent  90,  and  a  half  foot  less  at  bent  95.  This  condi- 
tion was  <leemed  serious  enough  to  call  for  an  attempt  to  stop  the  scour,  hence  it 
was  decided  to  build  a  spur  at  bent  92  to  deflect  the  ebb  current.  The  contractor 
drove  two  piles  about  17  feet  from  tbe  outer  rail  and  about  16  feet  apart. 

A  mattress  wius  eonstrueted  with  these  two  piles  and  the  main  trestle  as  a  support. 
On  the  18th  of  August,  when  the  mattress  was  about  half  done,  the  cap  on  the  two 
extra  piles  broke,  dropping  the  mattress  to  the  water,  together  with  several  men 
working  on  it. 

One  man  was  severely  injured  by  being  struck  by  a  12  by  14-inoh  stringer.  This 
was  the  most  serious  accident  that  occurred  on  the  jetties  during  the  whole  season. 
After  the  accident  the  mat  remained  lying  on  the  water;  a  top  grillage  was  arranged, 
part  of  the  lashings  were  made  fast,  and  the  mat  was  sunk.  It  was  sufficiently  com- 
plete to  serve  its  purpose,  if  properly  sunk  and  loaded  with  rock.  That  night  the 
mat  and  the  two  extra  piles  were  carried  away,  presumably  by  the  strong  ebb  tide. 
The  piles  were  driven  about  15  feet  in  the  sand;  the  depth  where  they  were  driven 
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was  al>oiit  12  feet.  There  must  have  l)een  a  scour  reachin*;  down  to  within  aboat 
3  feet  of  the  bottoms  of  the  piles  before  they  went  out,  hence  there  must  have  lieen 
a  depth  of  24  feet  below  0  at  a  point  15  feet  from  the  out^T  piles  of  the  trestle.  The 
obstruction  having  been  removed  the  holo  quickly  filled  up. 

Another  mat  was  huilt  and  sunk  by  an  entirely  <litferent  method.  The  mat  was 
built  on  the  brush  scow  and  launched  from  it.  Three  stringers,  each  12  ht  14  inches 
by  32  feet,  were  placed  longitudinally  on  the  scow  about  10  feet  apart  between  cen- 
ters. One  cud  of  each  stringer  was  at  the  bow  of  the  scow  and  rested  on  the  deck; 
the  other  end  was  elevated  about  1  foot.  On  each  stringer  were  placed  several 
wooden  rollers  about  8  or  10  inches  in  diameter,  on  top  of  which  a  plank  was  laidaa 
a  support  for  the  lower  grillage  of  the  mat.  The  mat  was  prevented  from  rolling  off 
the  scow  prematurely  by  chocks  under  the  rollers  and  ropes  fastened  to  the  planks 
and  ma<le  fust  at  the  stem  of  the  scow.  The  mat  was  built  as  usual,  except  that  a 
layer  of  rock  was  placed  in  the  mat  near  the  top,  over  which  bnish  was  placed. 
This  rock,  being  placed  in  the  mat,  could  not  roll  off  if  the  mat  should  happen  to 
have  a  steep  inclination  while  being  launched.  When  the  mat  was  completeumore 
rock  was  placed  on  top  of  it  by  hand,  and  the  scow  was  towe<lout  to  bent  92,  and  its 
bow  placed  toward  the  Jetty.  Guy  ropes  attached  to  the  corners  of  the  mat  next  to 
the  trestle  were  made  fast  to  the  trestle  with  sufficient  slack  to  allow  the  mat  to  sink 
where  desired. 

The  chocks  were  then  taken  from  the  rollers,  the  ropes  at  the  stem  of  the  barge 
loosened,  and  the  barge  pulled  from  under  the  mat  by  a  towboat.  The  mat  went 
down  successfully.  Rock  was  then  dumped  on  it  from  the  trestle,  and  the  spnr  was 
built  up  till  the  part  next  to  the  trestle  was  as  high  as  the  finished  jetty. 

The  mat  for  the  spur  was  sunk  on  the  23d  of  August.  The  effect  of  the  spar  couTd 
be  seen  plainly  during  ebb  tide;  the  current  was  deflected,  and  an  eddy  was  formed 
on  the  downstream  side  of  the  spur.  On  August  15,  eight  days  before  the  mat  was 
finally  put  down,  the  depth  at  30  feet  from  the  center  of  the  trestle  at  bent  90  waa 
13.5  feet.     On  August  29,  six  days  after  the  mat  was  sunk,  the  depth  at  the  same 

Slace  was  8  feet.     There  was  not  yet  any  improvement  at  bents  95  and  100,  but  a 
ecideil  deposit  of  sand  was  formed  here  later  on.    This  new  sand  was  not  all  perma- 
nent, however;  some  of  it  was  washed  away  by  the  strong  ebb  tides  late  in  the  fall. 

But  up  to  the  time  of  closing  work  in  February,  1894,  the  depth  at  no  point  aion^ 
that  part  of  the  jetty  was  great  enough  to  cause  alarm.  The  spur  required  period- 
ical renewal.  The  rock  appeared  to  roll  off  the  edge  of  the  mat;  it  is  probable  that 
the  edges  of  the  mat  were  undermined  from  time  to  time  by  the  sconr  of  the  ebb 
tide. 

The  spur  was  built  up  in  November  and  again  in  January,  1894.  The  material 
used  in  this  spur  up  to  the  end  of  the  season's  work  was  80  yards  of  bra.sh,  200  tons 
of  rock  in  August,  80  tons  iu  November,  and  50  tons  in  January.  The  total  cost  of 
the  s])ur  was  about  $550. 

On  August  28  the  mat  at  the  end  of  the  trestle  then  standing  was  snnk  in  13  feet 
of  water.  Before  pile-driving  was  resumed  in  October  some  sconr  had  taken  place 
here,  so  that  the  driving  of  piles  in  the  fall  was  begun  in  deeper  water  than  had 
been  usual  during  the  summer,  and  the  scour  around  the  end  of  the  trestle  kept  the 
water  deep  ahead  of  the  pile  driver. 

During  September,  Mr.  D.  J.  Flanigan  assnmed  the  general  superintendence  of  the 
t  contract  work.  He  introduced  some  improvements  which  increased  the  rock  deliv- 
ery. The  chief  of  these  were  the  telephone  from  the  North  Spit  to  Flauigan's  Mill, 
at  Eureka,  putting  the  jetty  in  communication  with  the  quarry;  the  introduction  of 
an  electric  light  iu  the  quarry  for  night  work,  and  the  regulation  of  the  amount  of 
powder  used  iu  blasting.  The  effects  of  these  improvements  were  manifested  in 
October  and  November,  during  each  of  which  months  over  10,000  tons  of  rock  were 
delivered. 

Pile  driving  was  resumed  October  2,  the  completed  jetty  having  been  brought  to 
within  fi40feet  of  the  end  of  the  trestle. 

The  depth  was  then  16  feet.  The  piles  wore  required  to  be  driven  to  a  penetra- 
tion of  at  least  15  feet,  and  a  record  was  kept  showing  the  penetration  of  each  pile. 

The  average  penetration  of  the  i>iles  in  the  trestle  built  after  this  time  was  15.2 
feet. 

The  average  depth  in  which  the  piles  were  driven  was  12.7  feet. 

In  this  depth  and  at  this  time  of  year  the  work  of  pile-driving  could  not  go  on 
rapidly.  It  was  usually  smooth  enough  to  work  on  the  ebb  tide,  but  it  was  excep- 
tional for  the  water  to  be  smooth  enough  for  pile-driving  on  the  Hood  tide.  The 
scour  that  took  ]>lace  after  the  piles  were  driven  increased  the  depth  so  that  the 
mattresses  in  this  part  of  the  work  were  sunk  iu  an  average  depth  of  17  feet.  The 
mattresses  in  this  part  of  the  work  were  thiuner  than  in  the  earlier  work.  They 
had  to  be  kept  as  high  as  possible  during  construction,  in  order  to  keep  them  ont  of 
roach  of  the  sea,  so  the  sling  poles  were  put  2  feet  higher  and  the  mats  bnilt  np  to 
the  caps.    The  method  adopted  for  sinking  mats  under  the  present  conttact  is 
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worthy  of  remark.     Formerly  on  this  work  trips  were  useil,  but  they  sometimes 
failed  to  operate. 

llie  method  used  diirin^j^  the  past  season  was  as  follows : 

The  sJing  poles  on  which  the  lower  j^rillage  rested  were  suspended  from  the  caps 
by  wire  cable.  A  thimble  was  put  in  each  end  of  a  wire  cable  about  IG  feet  long; 
the  cable  was  passed  under  the  sling  polo  and  tho  two  thimbles  were  placed  about  6 
inches  apart  on  top  of  a  cap  and  lashed  together  with  several  thicknesses  of  ratline. 
When  the  mat  was  to  bo  sunk,  tho  ratlino  was  cut  with  an  ax  at  a  signal  given  by 
the  foreman.  To  prevent  tho  loss  of  the  cables  each  time  a  mat  was  suuk,  one  end 
was  secured  to  the  cap  with  a  chain.  The  other  end  pulled  through  tho  mat  as  the 
latter  fell. 

Beginning  August  10,  the  contractor  used  annealed  wire  of  about  tho  same  strength 
as  18-thread  ratline  for  lashing  tho  mats.  There  is  probably  little  advantage  in  the 
use  of  wire  except  its  cheapness. 

A  crossover  between  tho  two  tracks  of  the  north  jetty  was  built  early  in  October. 
It  was  placed  between  bent  16-1  and  bent  171.  It  was  a  great  convenience  in  hand- 
ling roclk,  as  part  of  a  car  of  large  rock  was  usually  dumped  from  one  track,  then  the 
car  put  on  the  other  track  and  the  remainder  dumped. 

Before  the  construction  of  the  crossover  the  train  had  to  go  back  to  the  beginning 
of  the  double  track  to  pass  from  one  track  id  the  other.  Tho  cost  of  the  crossover 
was  $250.75. 

There  was  a  slight  amount  of  rain  late  in  September  and  early  in  October ;  tho 
greater  part  of  the  fall  was  very  favorable,  however. 

Tho  first  great  storm  began  on  November  22.  There  was  a  slight  rain  that  day  and 
the  next ;  the  next  following  day,  the  24th,  was  very  stormy.  At  this  time  the  trestle 
extended  to  bent  264;  mats  were  sunk  to  bent  255;  a  mat  was  completed  and  was 
hanging  on  256  and  257.  It  was  ready  to  be  dropped  late  on  ti\o  2M,  but  by  ono  of 
the  slips  so  common  during  the  season,  the  rock  failed  to  arrive,  so  the  mat  hung 
over  night.  This  was  tho  time  of  spring  tides,  high  tide  occurring  a  little  before 
noon.  At  9:45  a.  m.  on  tho  24th,  a  heavy  sea  struck  tho  suspended  mat  and  broko 
out  bents  256  and  257,  on  which  it  hung;  a  few  seconds  later  tho  lloating  d6bris  of  the 
mat  and  trestle  broke  out  bents  254  and  255,  and  the  contractor's  pile-driver,  which 
had  been  hauled  back  to  bent  253  for  safety,  ran  forward  and  pitched  into  the  ocean. 

About  half  an  hour  lator  bents  258  and  259  w(5re  broken  out  by  tho  sea.  They  had 
each  a  sling  pole  suspended  from  tho  cap,  perpendicular  to  tho  jetty,  for  tho  8U])port 
of  tho  next  mattress.  Tho  sling  x)ole,  on  bent  258,  was  on  tho  inside  of  the  jiiles  of 
tho  bent;  that  of  bent  259  was  on  the  outside  or  toward  the  sea.  When  a  heavy  sea 
came  the  sling  pole  on  bent  258  swung  away  from  the  piles,  but  tho  sling  pole  on 
bent  259,  being  on  tho  outside,  was  driven  hard  against  the  piles  when  struck.  It 
would  have  been  supposed  that  bent  258  would  be  carried  away  before  259,  tho 
former  being  nearest  the  break  and  already  weakened  in  some  of  its  joints,  and  having 
nothing  behind  it  to  support  it.  But  bent  2^9,  doubtless  on  account  of  tho  addition:!! 
surface  exposed  to  the  sea  by  the  sling  pole  (about  12  inches  in  diameter  and  50  feet 
long),  gave  way  first.  A  heavy  sea  forced  tho  cap  loose  from  the  stringers  and  broke 
off  all  four  piles  without  breaking  any  of  them  loose  from  the  cap.  The  cap  and  piles 
fell  inward  against  bent  258,  and  tho  next  sea  carried  it  away  in  like  manner.  The 
pile-driver  was  carried  by  the  waves  and  the  tide  to  a  point  just  to  the  west  of  the 
cross  channel  between  tho  jetties,  where  it  grounded  on  tho  sand.  The  bottom  frame- 
work, the  truck  on  which  tho  driver  was  mounted,  and  tho  engine,  were  saved  almost 
uninjured.     The  hammer  and  tho  gins  were  lost. 

By  this  storm  tho  contractor  lost  6  bents  of  trestle,  1  mattress  containing  about 
150  cubic  yards  of  brush,  a  pile-driver  hammer,  a  j»art  of  a  pile-driver  framework, 
and  some  tools  and  ropes,  the  whole  amounting  to  upwards  of  $1,000. 

This  accident  left  5  bents  of  trestle,  260  to  264,  standing  alone,  without  any  mat- 
tress or  rock  around  them,  and  separated  from  tho  rest  of  tho  trestle  by  a  gap  of  112 
feet.  They  stood  for  two  weeks  without  any  serious  damage.  They  were  shifted 
in  position,  but  not  enough  to  introduce  any  considerable  crook  into  the  jetty.  The 
pile-driver  was  rebuilt,  a  now  hammer  was  obtained,  and  the  work  of  repairing  the 
gap  began  on  December  12.  Bents  254  and  255  had  to  be  redrivcn  throngh  small  rock 
and  mattress  work,  but  this  was  don©  readily  and  the  gap  was  soon  closed. 

Ono  additional  bent,  265,  was  driven;  pile-driving  was  then  stopped.  Mattress 
work  was  extended  7.5  feet  beyond  the  last  bent  of  piles,  and  a  layer  of  2  feet  of 
rock  was  placed  on  tho  last  two  bents  of  mattress  work.  The  work  was  then  con- 
ftned  to  completing  tho  jetty  to  bent  225,  and  building  up  the  si  ope  from  there  to  the 
outer  end  to  a])proximately  a  uniform  grade. 

Owing  in  bad  weather  this  work  X)roceeded  slowly.  It  was  finally  finished  Feb- 
ruary 2,  1894. 

About  tho  middle  of  January,  1894,  a  largo  log,  85  feet  long,  reached  the  north 
jetty  on  the  west  side  near  tho  shore  end  and  broke  off  7  piles,  as  follows:  One 
each  in  bents  55,  56,  57,  58,  and  59,  and  2  in  bent  60.     As  the  contractor's  pile- 
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driver  was  (lisiiiantlod  for  tho  winter,  he  was  uotified  that  these  piles  could  be 
replaced  at  his  ex]ien8e  in  the  spriiiji;,  instead  of  before  close  of  the  work. 

Cross  sections  at  every  fifth  bent  of  the  north  jetty  and  a  side  elevation  of  tho 
crest  of  tho  rock  in  the  north  jetty  were  taken  just  before  the  close  of  the  work. 
Tho  f(dlowing  elevations  of  tho  tops  of  the  caps  above  tide-gauge  zero  will  give  aii 
idea  of  the  grade  of  the  track  on  the  trestle : 

Feet.  Feet. 

Bent  0 12.t)8      Bent  150 22.49 

Bent  25 17.29      Bent  175 22.80 

Bent50 18.:^  ,  Bent  200 23.17 

Bent75 18.84  I  Bent  225 23.44 

Bent  KK) 19.29  I  Bent  250 23.96 

Bent  125 21. 93  i 

The  outer  end  of  the  north  jetty  was  left  in  the  following  condition  for  the  winter: 

In  the  last  bent  an  extra  driftuolt  of  l|-inch  round  iron  2  feet  long  was  driven 
int^>  enrh  ]yi\e  through  the  cap.  An  extra  cap  was  placed  across  the  last  bent  on  top 
of  tho  stringers  and  a  S-iuch  round  iron  screw  bolt  was  put  through  cap,  each  stringer, 
and  extra  cap,  and  secured  with  a  nut.  Tho  next  2  bents  from  the  end  had  one 
extra  If-inch  driftbolt  placed  in  additioYi  to  each  driftbolt  of  the  regular  construc- 
tion.    The  next  12  bents  were  simply  doubly  driftbolted  with  |-iuch  driftbolts. 

The  exiierience  with  the  south  jetty  has  shown  that,  with  comjiaratively  shoal 
water  ahead  of  a  trestle,  the  chief  danger  is  from  drift  logs  that  break  the  piles  loose 
from  tho  caps  and  stringers  and  then  break  the  piles  off. 

Anything  that  will  prevent  the  piles  from  being  broken  from  the  caps  and  stringers 
will  make  them  muchjiarder  to  break  off. 

t'Vom  soundings  taken  at  various  times  during  tho  summer  near  the  south  jetty  it 
was  leariuHl  that  the  channel  was  encroaching  on  the  jetty.  To  stop  this  it  was 
decided  to  build  spurs. 

The  lirst  spur  was  built  August  18  on  the  sand  opposite  bent  80.  It  was  located 
as  far  out  as  could  be  done  consistently  with  allowing  it  to  be  built  in  place  on  the 
sand.  It  was  loaded  with  small  rock.  The  mattress  was  57  by  25  feet  in  plan,  the 
longer  dimension  ])erpendicular  to  the  jetty,  so  rock  had  to  be  <'arried  out  to  the  oater 
end  of  it.  Spurs  of  brush  and  rock  were  built  at  bents  100,  120.  135,  and  150.  The 
mattresses  were  built  and  launched  as  previously  described  for  tho  spur  at  bent  92, 
north  jetty. 

They  averaged  about  36  by  25  feet  in  plan,  the  longer  dimension  perpendicular  to 
the  jelty,  and  3.3  feet  in  thickness.  Tho  small  rock  was  carried  out  to  the  middle  of 
the  spurs  by  a  chute  made  of  plank.  To  get  the  largo  rock  out  to  the  outer  ends  of 
the  spurs  a  steam  crane  running  on  the  trestle  track  was  used.  The  large  rock  was 
dum])ed  off  the  out^^ide  of  the  track  till  a  heap  was  made,  then  the  crane  picked  it 
up  piece  by  piece  and  swnng  it  out  to  the  outer  end  of  the  spur.  At  bents  165  and 
190  si)urs  were  built  of  rock  alone.  It  was  impracticable  to  put  mats  under  these 
spurs;  the  water  was  deep  and  rough,  and  tho  sand  so  steep  that  there  would  have 
been  no  certainty  of  getting  the  mats  where  they  were  wanted.  The  rock  was 
simply  dumped  off  from  one  bent  and  allowed  to  take  its  natural  slope.  The  cost  of 
these  7  spurs  on  tho  south  jetty  was  as  follows:  The  spur  at  bent  80  contained  122 
cubic  yards  of  brush  and  245  tons  of  small  rock;  cost,  $492.  The  spur  at  100  con- 
tained 98  cubic  yards  of  brush,  3.53  tons  of  small  and  24  tons  of  large  rock ;  cost,  $636. 
Tho  spur  at  120  contaiued  105  cubic  yards  of  brush,  426  tons  of  small  and  36  tons  of 
largo  rock;  cost,  $760.  The  s])ur  at  135  contained  119  cubic  yards  of  brush,  338  tons 
of  small  and  85  tons  of  large  rock;  cost, $726.  The  spur  at  iSO  contaiued  111  cubic 
yards  of  brnsh,  414  tons  of  small  and  147  tons  of  largo  rock ;  cost.  $900.  The  spur  at 
165  contained  386  tons  of  small  and  293  tons  of  large  rock;  cost,  $910.  The  spur  at 
190  contained  310  tons  of  small  and  372  tons  of  large  rock ;  cost,  $913. 

The  effect  of  these  spurs  was  to  cause  a  continuous  sand  bank  to  form  out  to  bent 
150.  Bijyond  that  point  there  was  no  perceptible  benefit  derived  from  the  spars. 
Before  the  end  of  the  season  the  spurs  at  165  and  190  had  subsided  very  noticeably, 
and  the  large  tides  during  the  fall  had  caused  between  these  two  points  anincreasea 
scour  and  a  greater  depth  than  during  the  summer.  .Just  beyond  bent  150  a  decided 
settlement  of  rock  occurred  in  the  main  jetty.  This  was  all  confined  to  one  bent, 
but  it  went  down  about  3  feet.  It  shonld  be  noted  that  at  bent  94,  north  jetty.  Just 
outside  of  the  spur  at  bent  92,  a  similar  thing  occurred.  No  satisfactory  explana- 
tion of  this  has  been  reached;  it  may  be  due  to  an  eddy  formed  just  on  the  down- 
stream side  of  the  s])ur,  which  undermines  the  jetty  at  that  point. 

Besides  the  construction  of  spurs,  no  other  work  was  done  on  the  sonth  jetty 
except  filling  up  some  gaps  in  the  jc^tty  and  the  necessary  preparatory  work,  sach  as 
laying  track  on  the  trestle  and  repairing  shore  track.  After  the  completion  of  the 
spurs,  extra  driftbolts  were  placed  in  the  last  14  bents,  206  to  219  inolusive.     (Bent 
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220  had  been  carried  away  early  in  July.)     The  object  of  this  was  to  make  the  tres- 
tle stroDg  enough  to  Btaud  the  coming  winter. 

It  stood  all  right  until  the  Htorm  or*  November  24,  referred  to  above;  then  the  last 
cap  was  disjd  ccd  slightly.  Struts  were  then  placed  from  the  piles  of  the  outer  bent 
back  to  the  cap  of  the  next  bent.  These  <lid  not  avail,  however.  The  stormy  weather, 
acting  in  conjunction  with  the  high  tides,  carried  out  8  bents  on  the  21st  of  December, 
leaving  bent  211  the  last  one  8tan<ling.  Bent  209  was  injured  at  the  same  time  by 
having  2  piles  broken  out.  Three  days  later  bents  209,  210,  and  211  went  out.  The 
destruction  of  this  trestle  at  this  time  was  doubtless  due  to  the  increased  depth  of 
water  ahead  of  it.  It  was  built  in  shoal  water.  During  the  past  season  the  water 
ahead  of  it  became  40  to  50  feet  deep;  hence  the  sea,  instead  of  being  broken  by  the 
shoals,  reaches  the  jetty  with  full  force. 

On  January  3  the  last  3  bents  then  standing,  206,  207,  and  208,  were  re<Miforced 
by  pntting  If-inch  driltbolts  in  piles,  caps,  and  stringers.  No  more  trestle  was  lost 
up  to  the  time  of  closing  work,  although  some  bents  a  short  distance  from  the  end 
were  damaged  by  drift  logs. 

The  total  loss  to  the  Government  on  this  jetty  has  been  22  bents  of  trestle  and  a 
few  piles,  the  number  probably  not  exceeding  10. 

The  sun* ey  of  the  entrance,  begun  in  April,  was  not  fully  completed  till  August.. 
The  soundings  showed  a  channel  of  21.5  feet  over  the  bar,  extending  in  a  north- 
westerly direction  from  the  opening  between  the  jetties. 

About  the  1st  of  August  there  were  signs  tbat  the  old  west  channel  was  aboat 
to  open.  The  spring  survey  had  shown  a  depth  of  12  feet  as  f\ir  as  bent  120,  north 
jetty,  but  there  was  no  practicable  outlet  into  the  main  channel  near  the  sonth 
jetty.  On  August  6  a  depth  of  8  feet  was  found  in  this  channel;  August  15,  10  feet 
was  found.  No  further  increase  in  depth  occurred  at  this  time;  in  fact,  by  October 
20  the  channel  had  shoaled  to  8  feet,  but  9  feet  was  found  on  Octi^ber  30.  'The  tug- 
boats had  already  begun  to  use  this  channel  for  towing  light  vessels  into  harbor, 
and  shortly  after  this  time  another  increase  took  place  and  the  San  Francisco 
steamers  began  to  use  it.  The  channel  was  not  surveyed  after  the  middle  of  Decem- 
ber, when  a  depth  of  10  feet  existed,  but  the  tugboat  men  reported  about  the  1st  of 
February  a  depth  of  15  feet  in  this  channel.  Practically  all  of  the  commerce  of  the 
harbor  was  passing  through  the  channel  at  this  time. 

A  general  survey  of  the  entrance  and  bay  was  made  during  November  and  Decem- 
ber, 1893.  The  survey  showed  a  depth  of*  10  feet  in  Bucksport  Channel,  a  depth  of 
10  feet  in  the  west  channel,  and  two  channels  over  the  bar — one  the  same  channel 
that  was  found  in  the  summer,  moved  farther  north  in  ])Osition,  and  the  other 
extending  from  the  deej)  water  near  the  end  of  the  south  jetty  in  a  southwesterly 
direction  over  the  bar.  The  former  had  a  depth  of  19  feet  and  the  latter  18  feet, 
but  the  latter  was  preferred  by  the  captains  of  the  tugs  because  it  was  a  shorter 
route  over  the  bar,  and  because  it  was  an  easier  channel  to  tow  in,  on  account  of  its 
direi'tion  with  respect  to  the  prevailing  winds.  The  most  common  winds  in  Hum- 
boldt Bay  are  the  northwest  and  the  southeast.  With  either  of  these  a  vessel  has  a 
beam  wind  when  i>a8Sing  through  the  southwest  channel  over  the  bar  in  either 
direction. 

By  comjiaring  the  map  of  November  and  December  with  that  of  April  to  August 
it  will  be  seen  that  the  most  noticeable  changes  in  the  harbor  were  the  opening  of 
the  west  channel  inside  the  entrance  and  the  opening  of  the  southwest  channel  over 
the  bar. 

Besides  the  opening  of  these  two  channels  it  will  be  noticed  that  the  northwest 
channel  over  the  bar  became  shoaler  and  that  it  moved  to  the  northward.  The 
high-water  line  on  the  ocean  side  of  the  north  jetty  had  pushed  out  about  300  feet: 
the  low-water  line  remained  almost  exactly  as  before,  except  that  a  tongue  of  sana 
500  feet  wi<h)  reached  out  in  a  southerly  direction  to  the  jetty  at  bent  170.  The 
high-water  line  on  the  south  side  of  the  south  jetty  pushed  out  200  feet;  no  great 
change  in  the  low-water  line  took  place  here.  There  was  but  little  change  in  the 
high  and  low  wat<*r  lines  on  the  bay  side  of  either  jetty. 

During  the  season  a  channel  of  at  least  16  feet  was  maintained  over  the  bar  and  a 
channel  of  9  feet  within  the  bay.  No  vessels  were  prevented  from  leaving  the  har- 
bor on  account  of  lack  of  depth  on  the  bar,  although  on  a  few  occasions  ihey  were 
prevented  from  doing  so  by  rough  sea. 

The  route  usually  followed  by  vessels  at  the  close  of  the  work  for  the  season  was 
along  the  west  side  of  the  bay  to  the  sharp  curve  of  the  north  jetty,  then  across 
toward  the  end  of  the  south  jetty  to  the  deep  channel,  thence  southwesterly  across 
the  bar. 

During  September  a  series  of  current  observations  was  taken  in  the  entrance. 
The  currents  were  observed  by  rod  floats  made  of  wood,  about  8  feet  long  and  2  inches 
in  diameter.  Four  sets  were  taken  one  for  the  flood  and  one  for  the  ebb  along  each 
jetty.    Each  set  consisted  of  six  floats  started  from  a  rowboat.    They  were  observed 
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'With  A  transit  and  the  paths  plotted  on  a  map.  In  tho  weAt  channel  inside  the 
ontranto  a  uiaximum  velocity  of  3  feet  per  second  was  observed  on  the  Aood  tide  and 
a  velocity  of  5  feet  i>er  second  on  tho  ebb  tide.  In  tho  deep  channel  along  the  south 
jetty  maximum  velocities  of  6.1  feet  per  second  on  tho  11  cod  and  of  7.4  feet  per 
second  on  tho  ebb  tide  were  observed. 

For  the  ]>nrpo9o  of  investig^ating  the  action  of  t-eredo  in  this  locality,  two  of  the  . 
stray  i>iles  that  had  remained  standing  after  the  destruction  of  tho  outer  11  bents 
of  the  south  .jetty  trestle  in  the  spring  were  broken  otf,  cut  up,  and  examined  in 
October.      They  showed  the  presence  of  teredo,  but  not  in  sufficient  numbers  to 
materially  weaken  the  piles. 

On  December  26  the  trno  meridian  was  located  by  an  observation  of  Polaris  at 
cnlmination.  This  nieri<linn  is  plotted  on  the  map  containing  the  results  of  the 
sur\'ey  of  November  and  December. 

On  December  28  the  self-registering  tide  gauge  was  movod  from  the  South  Spit  to 
the  North  Spit  and  set  up  on  the  light-house  wharf. 

During  the  season  a  large  amount  of  sand  was  impounded  on  the  north  side  of  the 
north  jetty.  At  tho  end  of  tho  season  this  sand  was  bare  at  0  tide  out  as  far  as  bent 
170.  Inside  of  this  point,  however,  from  bent  105  to  bent  130  there  was  an  area  still 
under  water.  Sand  also  accumulated  on  the  south  side  of  tho  north  jetty  from  the 
sharp  curve  out  for  some  distance.    This  sand  was  above  0  from  bent  125  to  bent  170. 

At  tho  closo  of  the  season  the  north  jetty  had  a  length  of  265  bents,  4,248.6  feet-,  of 
which  3,608  feet  were  completed  up  to  -flO  feet,  the  height  of  the  highest  storm 
tide  on  record.  The  south  jetty  remained  as  before,  3,699  feet  long;  the  trestle 
remained  standing  to  bent  208,  a  length  of  about  3,340  feet. 

Tho  progress  of  tho  work  during  the  season  was  as  follows : 


April 

May 

■Tiuie 

July 

An^riiHt.... 
September 

Ot^ber 

NoveinlKT  . 
Decern  bor.. 


1893. 


1894. 


January  . 
February 


Total 


Now  trestle 
completed,  >     Brush, 
north  jettj-. 


,Cubie  yards. 


497. 52 
4, 282. 06 
3, 704. 02 
2. 110.  36 

432.83 
1,  955. 74 
1. 467. 29 

596.62 


131.27 


2.  769. 0  I     15,  237. 71 


Rock. 


Tons. 

744 

4.572 

8.907 

7,916 

8.205 

8.451 

11.252 

10,030 

6  347 


5,642 
624 


PovndM, 
1,040 
820 
GOO 
1, 170 
1.595 
1.725 
1.570 
1.220 
1,700 


2,200 
730 


-72.696 


930 


*  There  were  3G,043j>,'Vo  tons  of  largo  rock  and  36,C532'3'V),  tons  ol  small  rock. 

The  amount  earned  during  the  season  was  $156,639.21. 

In  order  to  ascertain  the  cost  of  jetty  construction  in  different  depths,  tho  follow- 
ing data  havo  been  prepared  Irom  the  records: 


Bent. 


188 
107 
223 
215 


Depth 

Thick- 

Small 

under 
mat. 

ness  ot 
mat. 

rock. 

Feet. 

Feet. 

Tons. 

5 

3.22 

128 

10.8 

4.16 

137 

16.3 

2.89 

340 

21 

2.73 

466 

Large 
rock. 


Cost  of     Cost  per 
bent      ,    foot  of 
complete,     jetty. 


Tons. 

'193  ;  9057.98 

174  I  681.07 

208  I  1,094.34 

281  ;  1,241.96 


$41. 12 
42.57 
68.40 
77.62 


Tlic  approximate  equality  of  the  cost  of  bents  188  and  107  is  rather  surprising. 
On  its  I'iU'oit  would  indicate  that  tho  jetty  could  be  built  almost  as  cheaply  in  10 
Jcrt  of  water  as  in  5  feet. 

It  may  be  noted  that  at  bent  107  the  mattress  was  44  foet  wide,  while  at  188  it  was 
only  30  feet  wide.  It  may  be  that  at  the  latter  bent  some  of  tho  rock  rolled  off  the 
mattress  and  was  buried  in  the  sand.  There  was  not  a  very  great  difference  in  the 
cost  in  16  feet  of  water  and  in  21  feet.  In  the  latter  depth  only  about  100  tons  of 
rock  per  bent  were  required  in  addition  to  the  amount  necessary  in  the  former  depth. 
As  the  jetty  progresses  the  exposure  to  the  sea  increases,  making  necessary  the  use 
of  mora  rock  to  replace  that  beat  down  by  the  sea. 


APPENDIX  T  T REPORT  OP  MAJOR  HEUER.      2561 

# 

I  desire  to  express  my  appreciation  of  tbo  careful  and  constant  attention  paid  to 
the  work  by  Mr.  D.  E.  Hngnes,  assistant  engineer,  and  Messrs.  Frank  G.  Swall  and 
Floyd  Moultou,  inspectors.     The  advice  and  assistance  of  Mr.  Hughes  were  espe- 
cially valuable  in  the  management  of  the  work. 
Very  respectfully,  your  obedient  servant, 

Herbert  Deakyne, 
Second  Lieut.,  Corps  of  Enginecn, 
Maj.  W.  H.  Heuer, 

Coiys  of  Engineers,  U.S.  A. 


STATISTICS   OF  TRADE. 

The  following  complete  statistics  of  trade  of  Humboldt  Bay  for  the  year  from  June 
1,  1893,  to  May  31,  1894,  were  collected  and  furnished  by  the  Humboldt  Chamber  of 
Commerce,  Eureka,  Cal. 

Movement  of  vcssch,  titelvi'  months  ending  June  30, 1S94. 

Tonnage. 


Arrivals 238  285        15.1,409 

Clearances 237  285         152,:30l 


Total  crossing  bar 


1 

■  steam. 

Sail. 

238 
;        237 

285 
285 

!        475 

1 

570 

305. 713 


Passenger  movement. 

Arrivals  per  steamers 7, 737 

Departures  per  steamers 7, 4G4 

Total  crossing  bar 15,  201 

Exports. 

Tons.       j  Tons. 

Timber  products 210,815     Oats 1,073 

Butter % 1,528  |  Leather .S25 

Wool 327  !  Miscellaneous 1, 575 

Produce 1,445'  

Fish 453  Total 217,541 

Imports. 

There  were  no  imports  direct  from  foreign  countries  during  the  period  under 
review,  and  tlie  statistics  of  importation  from  domestic  ports  are  not  obtainable 

Draft  of  vessels. 

The  uiaximnni  draft  of  vessels  entering  the  harbor  during  the  year  was  19  feet.    Tho 
average  draft  of  laden  vessels  is  perhaps  13  feet. 

The  following  statement  of  the  freight  carried  by  the  steamer  Humboldt  between 
Eureka  and  Sfiu  Francisco  was  furnished  by  the  agent  of  the  steamer: 

Tons. 

San  Francisco  to  Eureka 7, 625 

Eureka  to  San  Francisco 3,  332 


Total 10,957 

The  following  statement  of  the  freight  and  passengers  carried  on  the  steamer 
North  Fork  between  Eureka  and  8an  Francisco  was  furnished  by  Capt.  Charles  Nel- 
son, the  agent  of  the  steamer: 

General  merchandise  from  San  Francisco tons..     4,640 

General  merchandise  to  San  Francisco do ... .         870 

Lumber  to  San  Francisco do 16,800 


Total 22,310 

Passengers  from  San  Francisco 388 

Passengers  to  San  Francisco 3ai 
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Tlio  foUowiiiff  Htnti*iiieut  of  th«  freight,  treasure,  and  ])aHsoiiger8  received  and 
delivered  at  Humboldt  Hay  from  ,Inne  1,  1893.  to  May  31,  18iM,  by  the  Kti>aiuor8  of  the 
Pacifio  Coast  SteuniMhin  Company  was  supplied  by  Messrs.  Goodall,  Perkins  &  Co., 
the  general  agents  of  tlie  oompauy : 

Received  at  Humboldt  Bay: 

Freight,  in  tons  8, 471 

Treasnre $101, 743 

Passengers 4, 206 

Delivered  at  Humboldt  Hav: 

Freight,  in  tons T 5,«3I 

Treasure $179,(155 

Passengers 4 .  4 15 
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IMPROVEMENT     OF     CERTAIN     RIVERS     AND      HARBORS     IN     OREGON, 

WASHINGTON,    AM)   IDAHO. 


REPORT  FOR  THE  FISCAL  YEAR  ENDlNa  JUNE  30,  1894,  WITH 
OTHER  DOCUMENTS  RELATISG  TO  THE  WORKS.  OFFICERS  IN 
CHARGE,  CAPT.  THOMAS  W.  SYMONS  AND  LIEUT,  FRANCIS  R,  SHUNK, 
CORPS  OF  ENGINEERS. 

IMPKOVKMKNTS. 


1.  Coqiiillo  River,  Oregon. 

2.  Coqnille  River,  Oregon,  between  Co- 

il uille  City  and  Myrtle  Point. 

3.  Entrance  to  Coos  Bay  and  Harbor, 


11.  Columbia  River  between  head  of  Rock 

Island  Rapids  and  foot  of  Priest 
Rapids,  Washington. 

12.  Willapa  River  and    Harbor,  Wash- 


Oregon.  I  ington. 

4.  IJmptiua  River,  Oregon.  I  13.  Grays  Harbor   and   Chehalis  River, 

5.  Mouth  of  Siuslaw  River,  Oregon.  Washington. 

6.  Yaquina  Bay,  Oregon.  14.  Chehalis  River,  Washington, 

7.  Tillamook  Bay  and  Bar,  Oregon. 

8.  Entrance  to  Nehalem  Bay,  Oregon. 

9.  Upper  Snake  River,  Idaho,  between 

Hnntington  bridge  and  Seven  Dev- 
ils Mining  District. 
10.  Upper  Columbia  and   Snake  rivers, 
Oregon  and  AVashington. 


15.  Harbor  at  Olympia,  Wash. 

16.  Swinomish  Slough,  Washington. 

17.  Puget  Sound  and  its  tributary  waters, 

Washington. 

18.  Everett  Harbor,  Washington. 


HARBOR   JJNK8. 

19.  Evertitt  Harbor,  Washington. 


United  States  Engineer  Office, 

Portland,  Oregon^  July  10,  1894. 

General:  I  have  the  honor  to  forward  herewith  »  *  »  annual 
reports  for  the  year  ending  June  M)^  1804,  for  the  works  of  river  and 
harbor  improvement  under  my  charge. 

Very  respectfully,  your  obedient  servant, 

T.  W.  Symons, 
Gaptain,  Corpn  of  Engineers. 
Brig.  Gen.  Thomas  L.  ('asey, 

Chief  of  Engineers,  U.  8.  A. 


U  U  I. 

IMPROVEMENT  OF  COQUILLE  RIVER,  OREGON. 
general  IMPROVEMENT. 

Description  of  original  condition. — At  the  time  the  work  of  improve- 
ment was  begun  the  entrance  to  the  Coquille  River  was  considered  very 
dangerous.    It  was  by  a  long,  tortuous,  and  narrow  channel  skirting 
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the  south  hoadlaud  and  studded  with  rocks  from  beyond  ibe  bar ou  the 
outside  to  a  distance  of  ono-half  mile  inside.  The  depth  at  low  water 
was  only  about  3  feet,  and  the  i)osition  of  the  bar  channel  was  con- 
stantly shifting.  The  channel  sometimes,  at  lon^  intervals  apart,  broke 
through  the  north  spit,  and  ran  directly  out  to  sea  just  south  of  llack- 
lilfe  Ivock,  but  did  not  remain  long  in  this  position.  The  entrance  at 
such  times  was  comi>aratively  safe,  and  the  channel  was  at  its  very 
best.    The  mean  rise  of  tide  was  4.1  feet. 

Plan  of  improvnnnii, — The  plan  of  the  improvement  is  to  construct 
two  i)arallel  high  tide  stone  Jetties,  GOO  feet  ai)art,  running  out  to  sea  a 
suilicient  distance  to  open  and  maintain  a  channel  over  the  bar  with  a 
least  depth  of  8  feet  at  low  water,  the  north  jetty  starting  from  Rack- 
liffo  Kock  and  the  south  jetty  from  a  point  on  the  left  bank  inside  the 
entrance.  The  cost  of  this  work,  as  estimated  in  1878  by  Maj.  J.  M. 
Wilson,  is  8104,200.  The  law  of  August  11,  1888,  authorized  in  addi- 
tion $5,000  to  be  expended  for  snagging  between  Coquille  City  and 
Myrtle  I^oint. 

The  law  of  September  19,  1890,  authorized  an  amount  not  to  exceed 
$3,000  to  be  used  in  snagging. 

IJnder  date  of  May  8, 1891,  the  plan  of  improvement  was  changed  to 
provide  for  an  entrance  width  of  GOO  feet  instead  of  800  feet. 

A  careful  estimate  of  the  cost  of  completing  the  works  at  the  entrance 
to  the  Cocpiille  in  accordance  with  the  plan  of  improvement  given  above 
was  made  in  1892,  and  it  was  found  to  be  $180,000.  The  correspondence 
on  this  subject  is  given  nnder  the  head  of  "  Kecommendations  and 
remarks,"  p.  2GG3,  Report  of  Chief  of  Engineers,  1892. 

Up  to  this  time  $105,000  had  been  appropriated  for  the  work.  This 
makes  the  total  estimated  cost  of  the  work  $285,000. 

APPUOPRIATIONS. 
Act  of — 

Julv  11,  1880 $10,000 

Au«,nist  2,  1882 10,  000 

Julv  5,  1884 10,000 

August  5,  1886 20,000 

Angnstll,  1888 25,000 

SopUMiiber  19,  1890 30,000 

July  13,  1892 25,000 

Total 130,000 

The  estimated  cost  of  completing  the  project  is  $155,000. 

Amovnt  expended  to  June  30^  1S03. — The  amount  which  had  been 
expended  on  the  project  for  tlie  imjirovement  of  the  mouth  of  the 
Coquille  to  June  30, 1893,  was  $112,233.G7,  and  the  amount  expended 
for  snagging  was  $(),883.90,  a  total  of  $119,117.57. 

UesnUfi  obtained  to  June 30^  1SD3. — The  entrance  has  for  considerable 
periods  been  straight,  and  with  a  depth  of  from  8  to  10  feet  at  low 
water,  but  winds  and  currents  have  at  otlier  times  heaped  the  movable 
sands  into  the  channel,  causing  the  waters  to  spread  out  over  a  wide 
angle,  or  the  channel  to  break  away  to  the  northward,  shallow  in  depth 
and  bad  in  direction.  A  study  of  the  various  changes  at  the  month  of 
the  Coquille  led  to  the  belief  that  the  best  result;^  could  not  be  attained 
unless  the  channel  was  kept  from  breaking  away  to  the  north  and  the 
northern  sands  were  kept  from  encroaching  on  the  channel. 

To  this  end  the  north  jetty  was  commenced,  and  it  was  extended  a 
length  of  510  feet  seaward,  as  far  as  it  could  be  done  with  the  appro- 
priation of  September  19, 1890.    The  result  was  to  considerably  beuedt 
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tlie  cliaiinel  by  piolouging;  the  i>eriocls  wben  the  eiitraiico  is  in  good 
condition. 

The  work  douo  during  the  fiscal  year  ending  Juno  30,  1893,  was 
almost  entirely  confined  to  completing  in  a  substantial  and  permanent 
manner  the  incomplete  and  damaged  work  of  former  years. 

As  regards  the  condition  of  the  entrance,  the  results  obtained  are 
practically  the  same  as  stated  for  the  preceding  years. 

Amou7it  expended  during  fiscal  year  ending  June  30y  1894. — The  amount 
expended  during  the  fiscal  year  ending  June  30,  1894,  was  $8,868.03. 

Results  obtained  to  June  30,  1894. — The  work  during  the  year  was 
confined  to  strengthening  the  south  and  north  jetties.  Neither  jetty 
Mas  extended,  and  the  condition  of  the  entrance  is  about  as  previously 
reported. 

Report  of  operations. — Work  of  repairing  and  strengthening  the 
south  jetty  continued  during  July,  August,  and  September,  1893.  Up 
to  September  30,  3,G21  cubic  yards  of  rock  were  quarried  from  the 
Tupper  Quarry,  and  deposited  along  the  south  jetty.  On  September 
30  the  work  ceased.  During  November  the  north  jetty  tramway  was 
seriously  injured  by  drift.  This  was  repaired  during  November  and 
December. 

On  account  of  the  great  amount  of  drift  at  the  mouth  of  the  Coquille, 
constant  watchfulness  and  care  have  to  be  exercised  over  the  jetties  to 
prevent  the  tramways  being  destroyed. 

Recommendations  and  remarJcs. — The  completion  of  the  Coos  Bay, 
Roseburg  and  Eastern  Railroad  from  Coos  Bay  to  Coquille  City  and 
Myrtle  Point  will  enable  the  Coquille  Valley  to  receive  many  of  its 
supplies  and  ship  many  of  its  products  by  way  of  the  railroad  and  Coos 
Bay.  This  will  tend  to  detract  from  the  old-time  importance  of  the 
Coquille  entrance. 

It  is  proposed,  with  any  new  money  that  may  become  available,  to 
extend  the  south  jetty,  changing  the  character  of  the  work  from  a  close 
pile  and  stone  jetty  to  an  open  pile- work  tramway,  from  which  a  stone 
jetty  will  be  built,  as  at  other  coast  points. 

Nearly  all  the  last  appropriation  has  had  to  be  expended  in  repairs 
to  old  work.  It  is  hoped  that,  these  rei)airs  being  made  and  the  change 
of  plan  adopted,  a  marked  advance  can  be  made  with  any  new  funds 
that  may  become  available. 

An  appropriation  of  $50,000  is  recommended  as  the  amount  of  money 
that  can  be  profitably  expended  during  the  next  fiscal  year. 

Future  operations, — With  any  new  funds  that  may  become  available 
it  will  be  proposed  to  extend  the  south  letty  as  far  toward  completion 
as  })racticable. 

The  report  of  Capt.  R.  S.  Littleficld,  in  personal  charge  of  the  work, 
is  herewith. 

Money  statement, 

July  1,  1893,  balance  unexpended $10,933.^5 

Juno  80,  1894,  amount  expended  during  liscal  year 8,868.03 

July  1,  1894,  balance  unexpended 2,065.92 

July  1,  1894,  on tstandiuir  liabilities 600. 00 

July  1,  1891,  balauic  available 1,465.92 


/ 


Amount  (estimated)  re<juired  for  completion  of  existinp^  project 155, 000. 00 

Amouutthat  can  bei>rolitably  expended  in  fiscal  yearendinpj.lune30, 1896    50, 000. 00 
Submitted  in  conii)lianco  with  rofpiirements  of  sections  2  of  river  and 
harbor  at  ts  of  18<>6  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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UKPORT   OF   R.    S.    LITTLEFIELD. 

IJandon,  Oreg.,  June  15,  1894, 

Captain  :  I  have  the  hoDor  to  nubmit  the  following  report  of  operations  "improv- 
ing Coquille  River,  Oregon,"  for  the  year  ending  June  30,  1894: 

Work  of  quarrying  and  dumping  stone  for  the  south  jetty  was  carried  on  during 
July,  August,  aud  September,  when  active  o])crations  were  suspended  on  account  of 
exhaustion  of  the  funds  available.  No  new  constructions,  such  as  extension  of  jetty 
or  track  building,  were  made,  but  a  locomotive  house  was  built,  mainly  from  old 
materials  on  hand  and  from  what  was  left  of  the  one  demolished  by  a  blast  in  May 
of  the  previous  year. 

The  quarrying  was  done  on  a  spur  of,  or  detached  ma«s  from,  the  Tuppor  Rock, 
which  mass  was  nearly  all  used,  its  base  being  about  35  feet  below  the  level  of  the 
bluff  on  which  th^  Tupper  Rock  stands,  which  deptli  went  to  the  base  of  the  spur. 
Considerable  stripping  into  the  bluff  was  necessary  to  work  the  rock,  the  dirt  fall- 
ing by  caving,  which  dirt  was  readily  got  rid  of,  swinging  it  in  boxes  by  the  derrick 
and  dumi)iiig  same  on  the  side  slope  of  the  hill  where  tlu?  derrick  stood.  During  the 
winter  the  bents  of  the  double-track  incline  lejiding  to  the  level  jetty  tramway,  170 
feet  in  length,  moved  downward  at  its  feet  by  a  gradual  slide  of  the  hill  of  4  to  6 
feet.  The  side  slope  leading  to  the  blufl'  has  a  strata  of  blue  clay  near  the  surface, 
is  springy,  which,  coupled  with  an  unusually  heavy  rainfall  last  winter,  accounts  for 
this  movement. 

Quarryiny  and  dumping  rock. — A  total  of  3,()21  cubic  yards  were  placed  as  follows: 

Tarda. 

Inside  piling  compartments,  near  jetty  end 513 

Along  channel  side,  open  .and  close  piling  parts  of  jetty,  1,597  feet,  and  for  316 

feet  inshore  from  jetty  end.  on  south  side 3, 108 

That  dunqied  outside,  or  along  faces  of  the  jetty,  was  mainly  large  rock  in  pieces 
ranging  from  one-lourth  of  a  ton  to  10  tons,  and  the  quality  of  the  rock  for  weight 
is  such  that  seas  do  not  toss  it  about. 

The  south  jetty  is  now  pretty  well  enrocked  on  its  north  or  channel  side,  the  only 
side  necessary,  as  on  the  scuth  side,  for  the  greater  x>art  of  its  length,  it  is  banked  by 
the  accretion  formed  during  progress  seaward  of  the  work.  On  channel  side  of  the 
open  pile-work  part  of  the  jetty  the  rock  ranges  from  H  to  10  feet  below  the  track, 
and  Jilong  th(i  close  ]»iling  part  about  '2  feet  lower.  At  close  of  operations,  in  Sep- 
tember, the  general  level  of  the  dumi)  was  marked  on  ])ilesof  the  jetty  adjacent,  and 
examination  now  made  shows  no  settlenn'ut  to  the  mass  of  stone  forming  the  dump, 
excei)ting  that  just  at  the  end  of  the  jetty,  and  for  about  fifty  feet  back  on  both 
sides  the  dump  has  tlattened,  bringing  the  top  about  two  feet  below  the  marks  at 
point  of  greatest  exposure  to  S(;a  force. 

Four]»iles  were  carried  away  at  extreme  end  of  the  jetty.  Some  slight  repairs 
were  made  to  th(^  south  jetty  piling  by  rtibolting  piles,  etc.,  where  at  a  former  high- 
tide  line  they  had  been  knocked  inward  by  drift,  hut  the  work  generally  has  stood 
intact.  A  <lay  beacon,  KJfcet  highab<»ve  the  jilane  of  the  jetty,  8  feet  s<|uare  at  base, 
an<l  3  feet  sciuare  at  to]),  was  built  near  end  of  the  work  as  an  aid  to  vessels  in  enter- 
ing the  harbor. 

X<n'th  Ji'ftif. — In  November,  by  a  freshet  in  th«'  river,  drift  in  great  masses,  com- 
prising whole  trees,  came  down,  which,  after  ])assing  into  the  ocean,  a  large  portion 
was  thrown  by  seas  back  of  or  to  the  north  side  of  the  jetty,  the  deposit  extending 
miles  up  the  b(\'ich.  The  ]>art  coming  in  contac^t  with  the  jetty  piling  during  suc- 
cessive high  watt'rs  had  the  etlcM-t  of  wearing  the  piles  so  some  of  them  were  easily 
broken.  Successive  repairs  were  made  to  this  north  side  piling  during  November, 
December,  February,  an<l  March;  the  repairs  consisting  of  repla<'ing  piles  with]>ost« 
let  into  the  ground  and  secured  by  wale  pieces  bolted  through  and  through.  IJnder 
the  constant  motion  of  th(^  drift,  however,  during  the  freshet  months  the  outside 
wal(^  timbers  wore  and  were  split  off,  thns  requiring  renewals  of  such  work,  and  at 
this  date  most  of  the  posts  are  punched  out,  a  result  of  drift  by  recent  high  tides. 
The  worst  efl'ect  was  along  the  foreshore,  high-water  line  to  near  low,  where  on 
north  row  of  jiiles  the  longitudinal  cap  timber  is  raised  t  to  8  inches  for  a  length  of 
105  feet.  On  south  row  of  the  piling  the  ]>iles  are  nninjured,  and  only  one  length, 
15  feet  cap  timber,  is  slightly  raised  fr(un  the  i)iles.  From  i)resent  high  bank  of 
deposit  and  drift — 250  feet  shorewards  from  end — (»n  the  north  side  of  the  jetty  the 
drift  mass  is  2  to  4  fe<'t  higher  than  the  jetty. 

Drift  from  this  riv<;r  seems  interminable  during  the  larger  freshets;  attimesitlies 
in  acreage  masses  at  and  otf  the  bar,  to  extent  of  t>lockading  the  bar,  tugboat,  and  all 
navigation — a  condition  of  the  harbor  here  usual  to  the  winter  season,  and  likely  to 
be  for  some  years,  or  until  the  timber  along  the  river  and  at  its  headwaters  is  removed. 

Conditions  about  the  Jetties. — The  high-tide  liiu',  north  side  of  the  north  jetty,  is 
250  feet  in  from  end  with  the  low-water  line  at  end  and  passing  the  end  in  a  north- 
westerly direction  to  a  rounded  point  200  feet  seaward  of  the  end. 
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On  sontli  side  of  the  north  jetty  the  high- water  lino  is  340  feet  inshore  from  the 
end,  while  the  line  of  low  water  runs  to  end  where  the  rock  dump  shows  16  to  18  feet 
below  the  top  of  work.  A  shoal  channel,  1  to  3  feet  deep,  runs  along  near  the  work, 
leaviug  an  oblong  island  at  low  water  extending  far  beyond,  between  the  wash 
channel  and  the  shix)  channel,  to  the  bar.  Along  the  north  or  channel  side  of  the 
south  jetty  a  bermo  of  sand  and  gravel,  commencing  at  outer  end  of  the  open  piling 
work,  runs  along  the  whole  of  the  close  piling  part  of  the  jetty;  it  is  40  to  60  feet  la 
width,  and  rounds  to  a  point  120feet  seaward  of  the  jetty  end,  where  the  low-water 
line  takes  a  southeasterly  course  and  forms  the  low-waier  line  of  the  beach  south  of 
the  work,  where,  in  contact  with  the  work,  the  material  forming  the  berme  generally 
covers  the  rock  dump  and  slopes  sharply  to  the  channel.  The  rock  dumped  on  sonth 
side  of  south  jetty  and  along  curve  ot  the  (juarry  track,  316  feet  inshore  from  end,  is 
generally  tilled  over  with  driit  and  deposit,  except  from  present  high-water  bank, 
80  feet  in  from  end,  from  which  point  to  low- water  line  the  beach  is  steep.  There 
was  no  extensive  deposit  made  through  this  jetty  this  year  like  that  of  February, 
1893,  crowding  the  channel  over  the  bar  northward — an  effect  which  was  probably 
stopped  by  the  high  dump  made  along  north  side  of  the  jetty. 

The  bar  channel  has  been  maintained  steadier  in  one  position — parallel  to  the 
direction  of  the  north  jetty — than  for  any  year  previous,  with  less  vessel  detention 
aud  a  better  average  depth  to  the  Wffter. 

The  reference  to  low-water  beach  lines  is  to  extreme  low  of  a  spring  tide,  or 
about  2  feet  below  mean  low  water  for  this  harbor. 

Shipbuilding, — There  were  built  on  the  river  the  following-named  vessels:  Sealing 
schooner  IVinchestery  112  tons;  at  Myrtle  Point,  on  the  upper  river,  the  small  screw 
mail  steamboat  Myrlj  not  yet  measured,  but  to  go  into  commission  on  July  1. 

Creameries. — Except  one  at  Dairyville,  16  miles  down  the  coast  from  Bandon,  they 
are  located  on  the  Upper  Coquille  River  and  its  branches,  and  properly  belong  to  the 
commercial  statistics  of  that  part.  The  product  of  the  Dairyville  creamery  was  as 
follows : 

Butter  ( 19i  tons) $7, 800 

Hogs 525 

Total 8,  325 

There  are  many  dairies  down  the  coast  tributary  to  this  harbor  where  butter  is 
made  by  hand.  Coos  County,  lying  west  of  the  Coast  Range  Mountains,  where  the 
precipitation  is  large  and  constant,  primarily  from  rains  and  fo;L»8  aud  dews,  is  des- 
tined to  become  a  great  butter-making  country  when  the  laud  is  cleared.  An  effect 
of  the  creameries  established,  coupled  with  the  very  favorable  climatic  conditions 
and  soil,  is  to  turn  attention  in  increasing  ratio  to  this  industry. 

The  woolen  mill  projected  last  year  for  this  place  is  now  completed,  except  for 
some  parts  of  the  machinery,  and  is  intended  to  be  put  in  operati<m  by  July  20  next. 
The  main  building — 3  stories — is  150  feet  by  50  feet;  steam  plant, 75-horse  power,  to 
run  640  spindles.  Arti<*le8  manufactured  are  to  bo  blankets,  flannels,  cassimeres, 
and  buggy  robes.     Number  of  men  to  be  employed — 40  to  50  hands. 

The  Coos  Bay  and  Rosebur^  Railroad  was  extended  this  year  from  Coquille  City 
to  Myrtle  Point,  but  its  operation  was  much  impeded  during  the  winter  of  1893-'94  by 
the  freshets,  which  necessitated  rebuilding  portions  of  the  roadbed  three  times.  No 
extension  beyond  Myrtle  Point  is  yet  in  i>rogress  this  year,  but  it  is  reported  that 
resumption  of  operations  is  contemplated. 

Respectfully  submitted. 

R.    S.    LlTTLEKIELD. 

Capt.  T.  W.  Symons, 

Catys  of  EnyiveeiHj  V.  S.  A. 


COMMEKCIAL     STATISTICS. 


The  Coquille  River  is  in  the  collection  district  of  southern  Oregon.  Empire  City, 
on  Coos  Bay,  is  the  port  of  entry.  The  nearest  light-house  is  on  Capo  Arago,  12 
miles  northward. 


The  following  returns  reLative  to  the  commerce  of  the  Coquille  River  are  fur- 
nished by  Capt.  R.  S.  Littletield,  in  personal  charge  of  the  work,  and  are  for  the  fis- 
cal year  ending  June  30,  1894: 
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Arrirals  and  departures  of  rcmtels. 
CoaHt\v:.<«4>  Htoani  and  sail  vcftsebt. 


I 


Xamber. 


I 


Arrivals  ... 
Departnres. 

Total 


G4 


127 


AgiT«g»te 
tomuige. 

6,M9.49 
6, 548. 29 


13,197.78 


Cut  of  this  total  the  stenni  srbooncr  Jiandorille  inado  22  round  trips;  the  steam 
schooner  W.  H.  Harrison  1  round  ti-ip,  and  the  remainder  of  the  arrivals  and  depart- 
ures were  schooners  and  other  sail  vessels. 

Maximum  draft  of  loaded  vessels,  9  feet. 

One  schooner,  the  IFinckester,  was  built  at  Parkersburg  durini;  the  year,  her  reg- 
istered tonnage  being  116. 

Exports  and  imports. 


Articles. 


Quantity.  •• 


Articled. 


EXPORT.S. 

Apples tonn . . 

Butter do 

Broom  hnnUlea do 

Che<'80 do 

Cliineso  coo<l8 do 

Chitt  im  bark do 

Cliickeiin dozenfl.. 

(irnerai  inerchnndi»o tonH.. 

JlouBcliold  grMxlH do 

IlidtM do 

HorwB 

Lumber  (5,142,500  feet,  B.  M.)  .  .toiiH. . 

Latha do 

IIopi  (live) 

Mmiiijj  inntcrials tons 

Miitchwood do 


29. 

67. 

233. 

8 

1 
44 
53 
90. 
18. 
13 

3 

10,285 

73 

20 

5 

i:)3 


Potatoes tons.. 

Stave  bolts do 

Salmon  (fresh) do 

Salmon  (cases) do 

Wool do.... 

Total do 

IMPOSTS. 

General  morchandiso tons.. 

Cannery  supplies do 

Machinery  lor  woolen  luill do 

Flour do. . . . 

Household  goods do 

Total do 


Qoantitj. 


M 
5 

26 

190 

8 


11,286L5 


2,294.0 

333 

189 

115 

40 


2,893.6 


SUMMARY. 


Tons. 


I 


I 


Totnl  ex  port  H  , 
Total  imports. 


11,286.5 
2,  893.  0 


Estimated 
value. 


$129,795 
144,650 


UU    2. 


IMPKOVKxMKNT    OF    COQUILLE    RIVER,    ()KE(iON,    IJETWEEN    COQUILLE 

CITY  AM)  MYRTLE  POINT. 

Di'Hcription  of  orUjinal  condition, — Tho  CJoqiiille  is  one  of  the  principal 
streams  of  soutlieru  Orefi^on.  It  is  navigated  by  coasting  vessels  from 
its  mouth  for  25  miles  to  ('oquille  ('ity.  Tliis  x^ortion  of  the  river  has 
been  obstructed  at  times,  more  or  less,  by  snags,  but  no  serious  shoals 
have  formed. 

From  Ooipiille  City  to  Myrtle  Point,  a  distances  of  12  miles,  the  river 
is  navigated  by  river  craft.  In  this  portion  tliere  has  always  been  great 
trouble  experien(;ed  in  keeping  the  river  navigable,  owing  to  snags  and 
bars.  The  various  forks  of  the  Cotpiille  drain  densely  timbered  terri- 
tory, and  at  every  freshet  many  tre(^s,  stuin])s,  etc.,  are  brought  down. 
Some  of  thes(»  lodge  at  different  points,  forming  isolated  snags  or  are 
grouped  together  into  jams.  Tlies(»  snags  and  Jams  in  turn  cause  deposits 
of  sand  and  gravel,  forming  shoals. 

Plan  of  iniprorrmoif. — 1'he  ])lan  of  iminovement  ado])ted  is  toremove 
all  bad  snags  obstructing  navigation  "and  tending  to  form  bars  in  the 
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portion  of  tbo  river  between  Coquille  City  and  Myrtle  Point,  and  to 
contract  the  river  into  a  channel  50  feet  in  width  at  certain  points 
where  shoals  have  formed,  in  order  to  cause  these  shoals  to  scour  out 
and  to  maintain  the  desired  navigable  depth. 
The.  estimated  cost  of  the  work  was  $26,000. 

APPROPRIATION. 

Aetof  July  13,  1892 $5,000 

In  this  connection  it  seems  proper  to  note  that  previous  appropria- 
tions have  been  made  for  this  portion  of  the  river  by  making  certain 
sums  appropriated  for  the  improvement  at  the  mouth  of  the  river  availa- 
ble for  the  work  on  the  upper  river. 

The  act  of  August  11, 1888,  appropriated  $25,000  and  contained  the 
following:  "  Of  which  $5,000  is  authorized  to  be  expended  for  snagging 
between  Coquille  City  and  Myrtle  Point." 

The  act  of  September  19, 1890,  appropriated  $30,000,  "  not  exceeding 
$3,000  of  which  may,  with  the  approval  of  the  Chief  of  Engineers,  be 
used  for  snagging.'^ 

On  these  authorizations  $6,883.90  was  expended. 

Amount  expended  to  Jtme  30,  1893, — The  amount  expended  under  the 
project  to  June  30, 1893,  was  $5,000. 

Results  obtained  to  June  30, 1893. — The  work  with  the  appropriation 
was  confined  to  fitting  up  a  snag  boat  and  doing  snagging  on  the  river 
between  CoquiHe  City  and  Myrtle  Point  and  building  a  small  wing 
dam  at  Roberts  Island,  designed  to  throw  more  water  into  the  main 
left  channel. 

The  results  immediately  subsequent  upon  the  completion  of  the 
snagging  operations  were  gratifying,  as  the  removal  of  the  snags  was 
accompanied  by  more  or  less  scouring.  It  was  found,  however,  that 
since  the  survey  and  preparation  of  plans  made  in  1891  a  heavy  deposit 
has  been  made  in  the  upper  portion  of  the  stretch  between  Myrtle 
Point  and  Coquille  City.  At  the  time  of  the  survey  there  were  deep 
pools  between  the  bars,  which  latter  in  some  instances  were  dry,  as  far 
as  navigation  was  concerned,  at  low- water  stages.  These  pools  have 
to  a  great  extent  filled  up  with  alluvial  deposit  since  the  survey  was 
made. 

Amount  expended  during  the  fiscal  year  ending  June  30,  1894, — No 
money  was  expended  during  the  fiscal  year  ending  June  30, 1894. 

Results  obtained  to  June  30,  1894, — No  work  was  done  during  the 
fiscal  year,  and  no  results  other  than  those  enumerated  above  for  the 
previous  fiscal  year  \vere  attained. 

Recommendations  and  remarJcs. — The  river  between  Coquille  City  and 
Myrtle  Point  is  being  rapidly  filled  up  with  sediment,  snags,  etc.,  so 
that  an  estimate  made  years  ago  for  its  improvement'  to  give  4  feet 
of  water  is  not  indicative  of  what  the  improvement  will  cost  now. 
The  navigation  interests  can  be  somewhat  benefited  by  a  system  of 
small  appropriations,  but  the  river  can  not  be  put  into  shape  to  keep 
itself  open  unless  the  whole  amount  of  the  appropriations  required  to 
complete  the  work  is  given  in  one  sum.  Even  then  it  is  certain  that 
the  river  would  require  constant  work  to  remove  the  snags  which  will 
accnmulate  after  every  freshet. 

Small  appropriations  do  not  reduce  the  total  amount  required  to  con- 
struct the  needed  contraction  works. 

It  is  to  be  remarked  that  the  Coos  Bay  and  Roseburg  Railroad  is 
built  and  in  operation  between  Coquille  City  and  Myrtle  Point.  This 
railroad  must  of  necessity  decrease  the  navigable  importance  of  the 
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river  between  the  two  towns,  wliicli  is,  and  must  always  bev 
river  to  navigate  at  low  water. 

A  recent  examination  of  the  river  shows  that  a  large  DVBlMer  «£ 
snags  have  accumnlated.  Ca])tain  Littlefield  counted  27  pLainljr  riuiMe 
from  Koberts  Landing  to  Coquille  City,  and  doubtless  there 
invisible. 

The  sum  of  $5,0(K)  will  suffice  to  keep  tlie  river  thoroagbly 
for  two  years.    If  deemed  best  to  carry  out  the  original  projeec  tte 
balance  of  the  estimate,  821, iKKl,  sliould  be  given. 

Future  operationH, — Future  operations  will  dei>end  upon  the 
of  money  a]»pro]>ria ted.     If  a  small  sum  is  appropriated  as 
the  pending  bill,  the  river  will  be  freed  from  snags,  and  perhaps 
contraction  work  done  at  the  worst  places. 


Money  Htatement. 

Amorint  '^rsiiiiiaOMl;  r*r^|iiirwl  for  completion  of  fxistinji:  project ^l.iiKWL4t 

Airiorint  that  ran  be  profitably  expended  in  fi.scal  year  ending  .June  30, 1896    21,  filMidt 
\  .^ribinitted  in  c<;m(»liauee  with  re<|iiirementM  of  sections  2  of  river  and 
LarUir  aet-»  of  \i9!)l6  and  1867  and  of  sundry  civil  act  of  March  3.  18^. 


COM M K KC  lA L   >TATISTI« .S. 

Inform. itlon  relative  to  the  rommerce  of  the  T'pper  Coqnille  River  between  CoqiuHt 
f.'itj  and  Myrtle  Point  for  the  tiscal  year  eniling  June  'M),  1^!^.  has  lieen  collecteti  by 
Cape.  K.  S.  Littletield.  in  local  charge  of  works  on  that  river,  from  owners  of  cicas- 

erien  and  th»:  steamboat  line,  and  is  as  follows: 
The  'oriirnerte  of  the  I'pper  foquillc  in  acconinio<lated  by  one  ^teamb<>at.   x}» 

Aifrt.  7*1  ton-»  •  aparify.  and  n:aking  one  round  trip  each  day  lietween  Co«^TitIIe  City 
ar.ii  M.^rtie  f'omt.  '.arrj  mj^  pa^fjeriL'er-i  and  t'r»-i'^ht  and  T'uited  States  mall. 

VtA\*j.^\ixi  L-j   the  arnofint  of  Ircight  carried  during  the  year  betwc^rn  the  two 


!>»  S". rii'r.i'U  o:  irtr^ht. 

to  Mvrtli- 
;      p. .in-. 

Hir-i-rin    m.b  h:nerv.  iznl  z*^^'  ral  mervb.in«!:*»? 

W«/f.i     .-.i'TMr  ''^-.-fT-**-    bd.'OU.ftt: 

T.U4. 

I  ■:^l 

474 
i3 

M.  A  f.  r.  -:..;i.^r:t:*   

Luni#t:.-     

'  -4 

Tijrjl 

- :  1  :o 

3o7 

IM»r->rRlE.S. 

/*»*9<f«i**  •)/  i.Tfiuiiierieii. 
Arajio  ^r-rAfi-iery: 

■f7  .oTi-f  Ii  jr.r^r $13.  4 JO 

jt;  r..,:..*  .!j.:^>?e 4.  3jd8 

^  r.., :.*:;■  ^  h"-^^ 2.672 

Co*,  i.'i.'-  * .  T*'.;lI: . *' r V  : 

Jh '*  T.,,n*  b  jrrer 13.  4i» 

•S  r.or.  •  i,  T..  l.4fjr*i    t^Xi 

y(:  c*.i**.  i'';:ar.  '.ream^try.  -"^  c»-ns  b:irtrr 2.  iS5 

Ora  •:!  i''',r'i  '.reaui^try. .;..!  Zau-i  buor 1.  7;i^ 


Tocal . 


38.6^ 
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Of  the  creamery  products  only  5  tons  (butter)  was  shipped  by  rail,  via  Coos  Bay, 
to  San  Francisco ;  the  remainder  went  to  the  mouth  of  the  river  via  river  steamboats 
and  ocean  steamer  BandoHUe,  the  latter  navigating  to  Coquille  Creamery  to  receive 
freight. 

Owing  to  a  continuous  high  stage  of  river,  the  Alert  made  her  daily  trips  to  Myrtle 
Point  from  November  to  the  middle  of  April.  Except  for  a  rise  in  the  river  for  a  few 
days,  due  to  rains,  the  head  of  navigation  is  at  Roberts  Landing,  about  1  mile  below 
Myrtle  Point,  the  usual  summer  stopping  place. 

Xeiv  industry, — At  Coquille  City  last  year  J.  S.  Kancmatz  started  an  experi- 
mental station  for  raising  silkworms  with  the  result  thus  far  of  receiving  a  gold 
medal  on  his  sample  of  raw  silk  sent  to  the  World's  Fair  at  Chicago.  A  mulberry 
orchard  has  been  planted,  and  the  conditions  of  climate  are  deemed  very  favorable 
to  such  industry. 

Summary. — Total  river  freight,  1 ,692  tons ;  estimated  value,  $150,000.  This  includes 
value  of  creameries  output,  $38,684. 


U  U  3. 

IMPROVEMENT  OF  ENTRANCE  TO  COOS  BAY  AND  HARBOR,  OREGON. 

Description  of  original  condition. — The  obstructions  which  existed  at 
the  eutrance  to  this  liarbor  before  the  works  of  improvement  were 
begun,  consisted  first,  of  the  outer  bar  which  is  of  sand  and  is  shifting 
in  character;  and  second,  of  the  inner  shoals  formed  by  the  sands  which 
accumulate  in  the  spring,  summer,  and  autumn,  during  the  times  when 
the  northwesterly  winds  prevail. 

Under  the  action  of  these  winds  the  spit  on  the  north  side  advanced 
toward  the  south,  contracting  the  navigable  passage  under  Coos  Head 
to  a  very  narrow  width,  and  usually  making  the  outer  channel  follow 
the  west  side  of  the  spit  in  a  long  and  tortuous  course  across  the  bar. 

The  channel  had  at  times  broken  through  the  north  spit  on  a  line,  the 
general  direction  of  which  is  from  Fossil  Point  to  a  point  just  to  the 
north  of  Coos  Head.  It  was  then  direct,  the  depth  of  water  was  great- 
est, and  vessels  could  enter  or  go  out  without  trouble.  The  mean  rise 
of  the  tide  above  the  plane  of  reference  was  5.6  feet. 

Plan  of  improvemfiut — The  project  for  this  improvement,  adoi)ted  in 
1879,  was  to  construct,  at  an  estimated  cost  of  $r)0(),0()0,  a  jetty  of  wood 
and  stone  as  might  be  found  best,  from  a  point  250  yards  below  the 
northern  extremity  of  Fossil  Point  on  a  line  toward  the  east  end  of 
Coos  Head,  this  line  in  plan  curving  so  as  to  be  directed  at  its  outer 
end  to  the  head  or  a  little  to  the  north  of  it. 

The  object  was  to  prevent  accretion  to  the  south  end  of  the  sand  spit 
on  the  north  side  of  the  entrance  and  to  open  and  maintain  a  deeper 
and  more  direct  channel  across  the  bar. 

The  present  plan,  adopted  in  1889,  under  which  operations  are  pro- 
gressing for  the  improvement  of  the  entrance  to  Coos  Bay,  consists  in 
the  abandonment  of  any  further  work  on  the  Fossil  Point  jetty  and  the 
building  of  two  high  tide  jetties  of  stone,  one  from  Coos  Head  and  one 
from  the  southern  end  of  the  north  spit,  out  toward  the  bar,  ending  at 
a  distance  apart  of  about  1,500  feet. 

In  addition  to  this  the  project  includes  the  reclamation  and  holding  of 
the  sands  of  the  north  spit,  to  prevent  as  far  as  possible  their  blowing 
over  into  the  harbor. 

The  estimated  cost  of  the  work  as  approved  is  J?2,40(],412.20. 

ENG  94 161 
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APPROPRIATIONS . 

I.'itiicr  ol<l  project  of  1879: 
Act  of— 

M:iit1i3,  1879 ^0,0(» 

March  :J,  1881 30,000 

Aiif,niKt:>,  1882 30,000 

-  JiilvH,  1884 30,000 

AuKUHtr),  1886 33,750 

Aii^uHt  11,  1888 50,000 

Touil 213,750 

rmlrf  iii'W  i»roJ<«<'t  of  1889: 

Art  «»r— 

Si'pteinbrr  19,  1890 113,000 

July  la,  1892 210,000 

JoUl 335,000 

Aniiitint  expended  fo  June  30,  1893, — The  total  ainoiint  expended  in 
ijji|»rovin^^  tho  ontraiicc  to  Coos  Bay  to  June  *]0,  1893,  \7as  $424,782.10. 
i)i  lliiH  jmioiiiit  $210,337.74:  was  expended  on  the  old  project  and 
jif'Jl  1, 1 1 1.;{(»  on  tho  new  project. 

liiHuUn  obtained  io  June  30, 1893, — During  the  fiscal  year  tho  jetty 
trjiinvvjiy  was  cxtiMided  a  length  of  4,432  feet,  making  a  total  length 
from  the  wharf  of  9,232  feet.  Center  mattresses  were  laid  over  a 
liMij^lh  of  1,112  feet  of  the  new  work.  A  total  length  of  6,800  feet  of 
hJHi*  mjittrcsses  was  placed. 

Then*  w('i(»  iist'd  on  the  work  3,loG  cords  of  brush  fascines  and  6,207 
|»oh's,  and  <linni)ed  upon  tlie  work  4G,000  tons  of  stone. 

Thnn  remained  about  1,088  feet  of  tramway  yet  to  be  built  to  com- 
jilrlc  1  ho  jetty  to  its  full  len<rth. 

'I'hr  const  rn<'tion  of  the  jetty  brought  about  the  impounding  of  a  vast 
iiMiniuit  of  sand.  Tho  high-water  line  advanced  along  the  jetty  about 
l,/»n()  Irot. 

Honndin^^s  taken  on  the  bar  June  7,  1803,  by  Mr.  J.  IS.  Polhemus, 
hlio\v<d  ji  mininuini  dopthof  12  feet  at  mean  low  water,  with  adirectioii 
of  t  hr  rhaiiiu'l  niMrly  due  west  and  head  on  to  the  seas.  The  tug  mas- 
liifi  ill!  rrportcd  tliat  during  the  winter  of  1892-93  there  was  a  greater 
diplh  on  Ihr  bar  than  reported  above. 

\mninit  r.rfHndrd  during  the  Jisval  year  ending  June  30^  1S91. — The 
anionnl  oxpontlod  during  the  liscal  year  ending  June  30,  1894,  was 
J?'lhi,o;;7..s9. 

It'tsults  idttained  fo  June  30,  1^'Ji, — The  work  of  oonstmction  was  con- 
linrd  to  t  ht'  nort  h  jetty.  Tho  tramway  was  extended  during  July,  1893, 
a  dl.>.lan(•^^  of  2SS  foot,  when  it  was  stopped.  The  total  length  of  the 
I  mm  way  is  9,r»L*0  foot.  This  was  mattressod  throughout  with  center 
and  f  iih^  mattrossos. 

'I  \\v.  wtnk  i>f  onrooking  tho  jotty  was  carried  on  throughout  the  year, 
iuid  a  total  of  117,310.7  tons  of  rook  were  placed. 

hnring  tho  summer  and  fall  of  1S93,  the  doi)th  on  the  bar  remained 
a  I  ton  I  as  ns\ial  boforo  improvomont — about  IG  to  20  foot  at  high  water. 

I  hiring;  tho  winter,  a>*  tho  enrookment  slowly  grew,  a  marked  change 
look  phut'  in  th(^  bar  ohannol,  and  a  depth  of  2SA  f<»et  at  ordinary  liigh 
wah  r  was  att:iinod,  A  bar  do])thof  24  to  2S  feet  has  been  maintained 
v\  t  r  f-inoo. 

Hn  rInn^^  II,  1S91,  Mr.  rolhomiis,  on  tho  ir/vV/Z/f,  made  a  survey  of 
Mm-  l»ar  thannol,  tho  n»sults  of  which  are  shown  on  the  map  sent  hore- 
w  ii  li.  This  indicates  an  oxoolh^it  direction  to  t^***  '*hannel,  and  a  niini- 
mnm  ilcjitli  of  L*0  foot  at  tho  moan  of  tho  lower  rs. 


^ 
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While  it  is  not  proper  to  regard  these  depths  produced  by  a  single 
jetty  as  altogether  permanent,  they  are  very  encouraging  as  indicative 
of  what  may  be  expected  permanently  when  the  work  is  completed. 

Report  of  operations, — At  the  beginning  of  the  fiscal  year  the  work  of 
jetty  extension  was  going  on  in  all  its  ramifications.  In  July,  1893, 
the  tramway  was  extended  288  feet,  750  linear  feet  of  center  mattress 
and  816  linear  feet  of  side  mattresses  were  put  in  position,  and  10,3G8 
tons  of  rock  were  received  xind  deposited. 

This  tramway  extension  carried  the  work  as  far  as  it  was  deemed 
safe  with  the  existing  api)ropriation,  and  it  ceased  with  the  total  length 
attained  of  9,520  feet. 

The  mattress  work  went  on  until  October,  1893,  when  it  was  finally 
completed  for  the  length  of  tramway  constructed.  After  this  was  fin- 
ished the  \Tork  done  consisted  in  receiving  and  placing  stone  in  the 
jetty,  w^hicli  continued  throughout  the  year.  In  order  to  facilitate  the 
impounding  of  sand  in  the  vicinity  of  the  old  swash  channel,  a  sand 
catch  was  made  by  planking  up  the  tramway  between  bents  209  and 
281.  Old  and  cheap  lumber  was  used  for  this  purpose.  The  result  was 
very  satisfactory.  A  high  bank  was  established  which  forms  the  basis 
for  a  high-level  accumulation  seaward  at  a  sufficient  elevation  for  the 
establishment  of  plant  growth. 

During  the  year  a  survey  was  made  of  the  south  heads  with  a  view 
of  determining  the  proper  location  for  the  wharf  and  approaches  to  the 
south  jetty.  The  result  of  the  survey  was  to  show  the  great  difficulty 
and  expense  which  would  be  encountered  in  carrying  the  tramway 
approach  over  the  heads,  and  it  was  finally  determined  that  the  cheapest 
and  best  location  would  bo  along  the  bluffs  at  the  entrance  to  the  bay. 
This  its  necessarily  exposed  to  heavy  seas  and  to  drift,  but  the  aggregate 
expense  of  constructing,  protecting,  and  repairing  it  will  be  less  than 
would  be  the  case  if  the  line  over  the  heads  were  adopted.  This  line 
over  the  heads  would  involve  crossing  a  summit  IIG  feet  above  high 
water,  and  for  permissible  grades  would  require  a  cutting  of  50  feet  or 
a  great  development  with  sliarp  curves. 

The  plat  herewith  shows  in  a  heavy  broken  line  the  location  finally 
fixed  upon  for  the  south  jetty  and  its  wharf  and  ax)i)roach. 

During  the  fall  of  1893  a  great  cigar  shaped  raft  of  piles  was  con- 
structed in  Coos  Bay  to  be  taken  to  San  l^rancisco,  Cal.  This  raft  was 
G12  feet  long  and  drew  10  feet  of  water.  It  contained  3,500  piles  from 
60  to  100  feet  hmg,  bound  together  with  fifty  stout  chains. 

On  November  19  an  effort  was  made  to  take  this  raft  to  sea,  but 
owing  to  delays  it  did  not  get  upon  the  bar  until  the  tide  had  fallen 
considerably.  While  being  handled  by  the  tugs  it  took  a  sheer  and 
grounded  on  the  south  spit  just  inside  the  bar.  Here  it  was  left,  and 
during  the  high  night  tide  it  floated  off  and  across  the  channel,  Jiround 
the  end  of  the  jetty,  and  lodged  against  thetramway,  where,  under  the 
action  of  the  waves,  it  acted  as  a  battering  ram  and  knocked  out  Ji  num- 
ber of  piles.  This  continued  until  I^ovember  22,  when  under  favorable 
conditions  it  was  towed  off  and  taken  into  the  bay  for  repairs.  The 
damage  done  to  the  tramway  by  the  raft  cost,  to  repair,  about  $700. 

The  raft  was  afterwards  safely  taken  to  sea,  but  while  being  towed  to 
San  Francisco  was  wrecked  by  a  storm  off  Cape  Mendocino  and  the 
piles  scattered  all  along  the  coast. 

Besides  the  regular  jetty  rock,  which  is  required  to  be  of  large  size, 
there  was  received  from  the  contractors  during  the  year  981.3  tons  of 
small  rock,  which  was  purchased  at  25  cents  ])er  ton.  This  was  used  to 
protect  the  shore  in  the  vicinity  of  the  wharf  and  root  of  the  jetty. 
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After  the  stone  contractor  bad  delivered  the  maximum  amount  called 
for  by  his  contract,  150,000  tons,  it  was  found  that  the  funds  available 
would  permit  12,000  tons  additional  to  be  purchased,  which  was  accord- 
ingly done  at  the  contract  price. 

The  steamer  Gen,  H,  G,  Wright  was  kept  in  commission  all  the  year 
for  handling  materials  and  transporting  men  and  supplies. 

The  following  are  the  amounts  of  the  principal  materials  used  in  the 
jetty  construction  received  for  each  month  during  the  year. 

The  rock  cost  53i  cents  per  ton  delivered  on  scows  at  the  jetty  wharf, 

Tlie  brush  cost  from  $1.75  to  $2  per  cord  on  barges. 

The  piles  cost  4^  and  4f  cents  per  foot  in  the  boom  at  Yarrow. 

The  poles  cost  17*^  cents  each  on  barges. 

The  small  '^one-man  rock"  cost  25  cents  jjer  ton  on  scows  at  the 
jetty  wharf. 


Month. 


July 

August  . . . 
September 
Octobi'r  ... 
November. 
December . 


1893. 


January. 
February 
March  ... 

April 

May 

Juno 


1894. 


Tt  tj»l 1 10.  359.  4 


Kock. 

Brush. 

Cords. 
314.  5 
473 
377 

Piles. 

Feet. 
11,218 
8,  422 

Poles. 

Small 
rock. 

Tom. 
10.  368. 4 

247 

1,718 

596 

Tons. 

11.747.7 
14, 164. 4 

12.  558.  G 

10. 162. 4 

7.  790.  7 

5,  944.  3 

3,833 

6, 509.  3 

9,  455.  2 

13,401. 1 

236.8 

10.  823.  7 

744  7 

3,  433.  6 

110.359.4 

1,164.5 

23,  473 

2,561 

981.3 

The  following  rein'cseiits  the  mattress  work  done  up  to  the  end  of  the 
iiscal  year. 

All  the  mattresses  are  20  feet  wide,  so  where  a  center  mattress  and 
one  side  mattress  are  placed  the  mattress  foundation  is  40  feet  wide, 
and  where  a  center  mattress  and  two  side  mattresses  are  placed  the 
foundation  is  GO  feet  wide. 

The  center  mattresses,  3  feet  thick,  are  on  the  porticm  of  the  jetty 
nearest  the  point  of  beginning.  In  tiie  outer  deep-water  i)ortion  these 
center  mattresses  were  invariably  5  feet  thick. 

Feet 

Center  mattress,  3  feet  thick,  20  feet  wide,  leiij^rth 3,360 

Center  mattress,  5  feet  thick,  20  feet  wide,  len^tli 4,  864 

Center  mattress,  5  f(;et  thick,  20  feet  wide,  on  ^roin,  length 280 

Channel  side  mattress,  3  feet  thick,  20  feet  wide,  length 8,464 

Sea  side  mattress,  3  feet  thick,  20  ieet  wide,  length 2, 064 

Shore  revetment  mattress,  3  feet  thick,  20  feet  wide,  kMigth 760 

1  send  herewith  a  plat  which  gives  a  longitudinal  profile  of  the  jetty 
tramway  and  enrocknient,  a  typical  cross  section  near  the  outer  end  of 
the  jetty,  and  an  index  ])lat  showing  the  mattress  location,  etc.  The 
tramway  is  constructed  as  shown  and  as  has  been  ])reviously  described 
in  former  reports  on  the  Coos  Bay  iniprovenient.  In  one  important 
])articular,  however,  a  departure  from  old  methods  has  been  made;  this 
is  the  omission  of  sway  brac(\s  in  the  most  exposed  part  of  the  tram- 
way. In  this  outer  ])(>rtion  ])iles  SO  feet  long  were  used;  driven  25  to 
30  feet  into  the  sand,  they  stood  up  in  water  and  air  about  50  feet. 
The  tramway  when  fully  completed  swayed  greatly  under  the  action  of 
the  waves,     it  was  believed  that  such  braces  as  could  be  used  conveu- 
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iently  would  •tend  to  weaken  rather  than  strengthen  the  tramway  by 
exi)osing  a  greater  surface  to  the  action  of  the  waves,  and  consequently 
they  were  omitted.  Additional  strength  was  given  to  the  tramway  by 
double  drift  bolting  the  caps  to  the  piles,  and  by  tying  the  caps  to  the 
outer  piles  by  iron  straps.  The  tramway  as  constructed  has  stood 
without  accident. 

No  additional  efibrts  were  ma<Ie  during  the  year  toward  the  reclama- 
tion of  the  sand  dunes  and  flats  of  the  North  Spit.  The  only  success 
which  we  have  had  with  anything  has  been  with  the  Holland  grass, 
the  roots  of  which  were  i)rocured  from  San  Francisco.  This  has  grown 
and  thickened,  and  will  soon  be  capable  of  subdivision  into  smaller 
roots  and  the  planting  of  larger  areas. 

For  further  details  of  operations,  attention  is  invited  to  the  report 
of  Mr.  J.  S.  Polhemus,  assistant  engineer,  herewith. 

Recommendations  and  remarks. — With  the  existing  appropriation  it 
was  considered  advisable  to  stop  the  tramway  of  the  north  jetty  848 
feet  short  of  its  i)redetermined  entire  length,  in  order  that  the  portion 
built  could  more  certainly  be  secured  by  the  enrockment. 

When  work  starts  under  a  new  appropriation  the  first  thing  to  be 
done  will  be  to  complete  the  tramway  to  the  end,  and  all  money 
remaining  will  then  be  expended  in  bringing  the  enrockment  to  its 
required  condition,  or  as  near  thereto  as  practicable. 

It  is  in  the  highest  degree  in  the  interest  of  economy  that  this 
enrockment  should  be  completed  during  the  life  of  the  pile  tramway, 
and  it  is  on  this  account  that  liberal  appropriations  for  this  work  are 
specially  recommended. 

The  completion  of  the  Coos  Bay,  Koseburg  and  Eastern  Kailroad 
from  the  bay  to  Coquille  City  and  Myrtle  Point,  on  the  Coquille  liiver, 
adds  much  to  the  commercial  importance  of  Coos  Bay,  making,  as  it 
does,  the  whole  Coquille  country,  with  its  wealth  of  coal,  lumber,  and 
agricultural  resources,  more  or  less  tributary  to  the  bay.  The  fine 
results  accomplished  by  the  north  jetty  in  deepening  the  bar  channel 
temporarily  indicate  very  clearly  what  may  be  expected  permanently 
when  both  jetties  are  completed.  The  good  accomplished  can  only  be 
partial  until  both  jetties  are  acting  together. 

An  appropriation  of  $000,000  is  recommended  as  the  amount  which 
can  be  profitably  expended  during  the  next  fiscal  year. 

Future*operations, — Work  is  in  progress  in  overhauling  the  plant  and 
putting  it  in  order,  so  that  when  the  new  appropriation  is  available  there 
will  be  no  delay  in  going  on  with  the  work.  It  is  probable  that,  with 
the  new  appropriation,  work  will  be  confined  to  the  north  jetty. 

The  report  of  Mr.  J.  S.  Polhemus,  assistant  engineer  in  local  charge 
of  the  work,  is  herewith : 

Money  statement, 

July  1,  1893,  balance  unexpended $123,993.76 

June  30,  1894.  amount  exjiended  durini^  fiscal  year 116,037.89 

July  1,  1894,  balance  unexpended 7,  9r)5. 87 

July  1,  1894,  outstanding  liabilities 2,500.00 

July  1,  1894,  balance  availal)le 5,  455.  87 

f  Amount  (estimated)  required  for  completion  of  existing  project 2, 131,  412. 20 

I  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June 

^      30,  1896 600,  000. 00 

I  Submitted  in  compliance  with  requirements  of  sections  2(>f  river  and 
I     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 
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UEPOKT   OF    MH.    J.    S.    POLIIEMUS,    ASSISTANT   ENGINEER. 

Empike  City,  Greg.,  June  15, 1894. 

Captain:  I  liavo  tlio  honor  to  submit  the  followiug  report  of  operations  on  the 
work  of  improving  the  entrance  to  Coos  liay  and  harbor,  Oregon,  for  the  fiscal  year 
ending  Juno  30,  1894. 

At  the  date  of  the  last  annual  report  work  on  the  north  jetty  was  in  full  progress, 
and  it  BO  continued  without  intermission  throughout  the  year  until  Jnne  12,  1894, 
when  active  operations  ceased  for  lack  of  funds,  the  apj>roi)riation  being  nearly 
exhausted. 

The  principal  features  of  the  work  in  the  past  year  consist  of  a  slight  extension 
of  the  jetty  tramway  seaward,  tlio  placing  of  center  and  side  foundation  mattresses 
for  more  than  a  quarter  of  a  milo  at  the  outer  end,  but  chiefly  in  receiving  and  plac- 
ing on  the  jetty  nearly  121,000  tons  of  rock. 

No  imi)ortant  additions  were  made  to  the  plant.  The  work  on  the  jetty  was  per- 
formed by  hired  labor,  the  men  working  eight  hours  per  day  and  being  subsisted  by 
the  Government  at  an  average  cost  of  42  cents  per  day's  ration.  The  number  of  the 
total  force  at  the  North  Spit,  including  foremen,  mechanics,  and  laborers,  varied  from 
60  to  30  men. 

Most  of  the  rock  was  furnished  under  contract  and  the  other  materials  of  con- 
struction purchased  in  open  market,  including  11,869  tons  of  rock  purchased  in  open 
market  from  Jdr.  Kern,  at  53 i  cents  per  ton,  and  delivered  in  May  and  part  of  June; 
also  981.3  tuns  of  *' one-man  rock"  and  quarry  spalls,  purchased  from  John  Kieman 
at  25  cents  j»er  t<m. 

KxtcHHion  of  jetty  tramway. — The  north  jetty  tramway  was  extended  in  the  fiscal 
year  from  trestle  bent  577  to  bent  595,  a  distance  of  288  feet,  and  on  July  11  tlue  pile- 
driver  was  hauled  in  and  dismantled,  as  it  was  judged  as  much  tramway  Lad  oei^n 
built  as  could  be  ))roi)erly  secured  before  the  storms  of  winter  would  bo  upon  it. 

Fifty-three  trestle  bents,  or  848  feet,  remain  to  bo  built  to  complete  the  project,  as 
far  as  the  extension  of  the  north  jetty  is  concerned. 

All  the  necessary  materials  for  this,  including  piles  and  timbers  and  rails,  have 
been  j>urcha8ed  and  paid  for  and  are  stored  on  the  gridirons  ready  for  use.  The 
jetty  i)ile-drivcr  is  equipped  and  in  good  order  for  service. 

The  dei)th  of  water  throughout  the  last  752  feet  varied  from  20 1:)  26  feet  at  n:ean 
lower  low  water. 

The  tramway  was  built  precisely  as  described  in  the  last  annual  report.  The 
bents  contain  4  piles  each,  and  are  sj»aced  16  feet  apart,  the  ca])s  are  12  by  12-inch 
square  lir  timbers,  22  feet  long,  driftbolted  with  two  24-inch  bolts  of  l^-inch  round 
iron  in  each  pile.  Tour  longitudinal  12  by  16  inch  by  32  feet  lir  stringers,  fastened 
to  the  ca])s  by  1-inch  driftbolts,  carry  the  30-pound  steel  track  rails. 

The  gauge  is  3  feet  and  there  are  two  tracks  13  feet  apart,  center  to  center.  'Ihe 
elevation  of  the  outer  end  is  27  feet  above  mean  lower  low  water. 

The  ])iles  used  are  of  fir,  16  to  22  inches  in  diameter  at  the  butt,  and  about  75  feet 
long.  They  were  hydrauliced  into  the  sandy  bottom  by  two  li-inch  water  jets  sup- 
plied by  the  10  by  6  by  10- inch  Worthington  steam  pump  attached  to  the  i)ilc- 
driver,  the  weight  of  the  5,000-])ound  hammer  assisting  in  settling  them  in  place. 
They  were  not  sawed  oil',  but  driven  carefully  to  grade. 

No  sway  braces  have  been  used  and  the  tramway  d(»es  not  appear  to  require  any. 
Tlie  ])iles  were  purchased  in  <)])cn  market  from  John  Voakam.  at  from  4  to  4;^^  cents 
per  linear  foot,  according  to  the  length. 

The  timber  was  purcliase<l  from  the  North  IJend  mill  and  from  E.  H.  l>ean  A-  Co., 
at  $9  ])er  M,  delivered  free  on  board  scow  at  mill.  This  portion  of  the  tramway 
cost  $=3.95  i)er  linear  foot. 

The  <aps  of  the  tramway  for  th<»  outer  2,000  feet  were  double  bolted,  and  furihei 
secured  by  two  straps  of  t- inch  by  2.i-incli  tlat  iron  to  e;;ch  I  ent  pa.^sing  over  thec;.p8 
and  spiked  to  the  ]»iles. 

Jinmh  mnlircxs  irork. — The  center  fonn«lation  mattres>.  5  feet  in  thickness  and  20 
fe«'t  wide,  was  laid  from  bent  491  to  bent  595  (the  tuiter  <'nd),  a  distnnceof  1,616  feet. 

The  channel  side  mattress  3  ftut  by  20  fc<'t  was  laid  Irom  bent  500  to  the  end,  a 
distaiK  <•  of  1,.''»20  fe<-t :  also  aside  mattress  on  the  other  side  from  bent  490  to  bent 
595  ahe  end  ',  a  distan<e  of  1,680  feet. 

All  inattros  work  dosed  Se])tember  16, 1893. 

The  center  mattress(  s  were  built  on  grillages  of  lir  poles  su-^i  ended  from  the  track 
strin;;eis  and  lowi-red  and  sunk  to  jda<'t»  with  sn»all  r«)ck. 

The  si<le  mattresses  were  built  on  tlat  cars,  hauled  out,  dumped,  and  sunk  in  place 
with  small  rock. 

Considerable  ditliculty  wa>  <  xp<'rienced  in  gettin:::  the  mattresses  safely  down  in 
tb<'  deej)  water,  especially  when  the  sea  was  the  least  rough.  They  would  some- 
times turn  over  if  not  loaded  exactly  right  and  be  carried  away  or  broken  up  by  the 
s<a.     We  probably  lost  in  this  way  altogether  a  do/eu  mattresses  20  feet  long. 
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The  fascines  composing  the  mattresses  were  of  fir  brush,  about  1  foot  in  diameter 
and  20  feet  long,  bound  with  4  ties  of  three-ply  bale  rope.  They  were  purchased 
in  open  market,  chiefly  from  0.  A.  Metlin  and  William  Ross,  and  cost  $1.90  per  cord 
free  on  board  our  scows,  which  were  towed  to  the  works  by  the  Government  steamer 
Gen.H.  G.  WnghU 

The  poles  were  obtained  in  the  same  way  as  the  brush,  and  cost  171  cents  apiece. 
They  were  of  fir,  24  feet  long  and  8  inches  in  diameter  at  the  butt,  and  were  spaced 
4  feet  apart  in  the  mattresses. 

The  mattresses  were  lashed  together  with  12-throad  manila  rope.  The  center  mat- 
tresses were  generally  sunk  in  sections  as  long  as  two  and  three  trestle  bents. 

The  cost  was  $1.78  per  linear  foot  for  center  mattresses  and  $1.65  per  linear  foot 
for  sido  mattresses,  including  m<'iterials  and  labor. 

Rock  supply. — Daniel  Kern,  under  his  contract  of  September  19,  1892,  delivered  to 
us  in  the  fiscal  year  406  scow-loads  of  rock,  which  weighed  about  109,000  tons.  The 
contract  price  was  53^  cents  per  net  ton  delivered  at  the  works,  he  using  our  scows. 

He  did  the  towing  with  the  small  propeller  Tonquin ,  and  obtained  the  stone  from  the 
Government  quarry,  purchased  the  preceding  year  from  Mr.  Anson  Rogers,  on  South 
Coos  River,  1  mile  .above  the  forks  and  19  miles  from  our  wharf.  The  quarry  turned 
out  very  well.  The  rock  is  a  soft  gray  sandstone  of  a  specific  gravity  of  2.35,  and 
according  to  contract  was  delivered  in  i)icce8  averaging  2  tons  each  in  weight,  the 
largest  piece  weighing  as  much  as  12  tons. 

The  rock  was  measured  by  disi)lacement  of  scows,  the  maximum  load  being  about 
300  tons,  but  the  average  load  for  all  the  scows  was  about  270  tons.  Mr.  Kern  oper- 
ated 3  derricks  at  the  Rogers  quarry,  and  for  a  short  time  one  at  a  quarry  leased  by 
himself  from  Mr.  Carpenter,  about  1  mile  farther  up  the  river. 

He  delivered  the  last  load  May  6,  1894,  and  completed  his  contract  of  the  150,000 
tons  in  a  very  satisfactory  manner. 

At  the  close  of  Mr.  Kerii's  contract,  there  being  sufiicient  funds  available,  we  pur- 
chased an  additional  11,869  tons  of  rock  from  him  in  open  market  at  the  same  ])rice. 
We  also  purchased  in  open  market  from  John  Kiernau,  4  scow  loads  of  quarry  spawls 
(981  tons  of  ** one-man  rock"),  which  was  used  to  enrock  shore  protection  mattresses 
and  the  2  jetty  groins. 

At  our  receiving  wharf  all  the  rock  was  hoisted  with  2  derricks,  with  which  we 
have  unloaded  as  much  as  800  tons  in  eight  hours.  The  rock  received  in  the  fiscal 
year  was  run  out  on  cars  and  dumped  by  the  2  brakcmcn  on  the  jetty,  from  trestle 
bent  300  to  the  outer  end. 

At  the  present  writing  the  crest  of  the  jetty  cnrockmcnt  is  not  below  ordinary 
high  tide,  as  far  as  bent  300;  between  that  and  bent  450  its  elevation  is  equal  to 
half  tide;  beyond  and  to  the  end  the  enrockment  is  more  or  less  above  mean  lower 
low  water  (see  profile  herewith). 

It  cost  for  labor  and  fuel  about  9^  cents  per  net  ton  to  unload  and  dump  the  rock, 
not  including  the  first  cost  of  plant  or  general  superintendence. 

Plant, — Our  plant  consisted  of  the  same  engines,  scows,  and  appliances  as  enu- 
merated in  last  year's  report,  viz,  1  revolving  jetty  pile-driver,  originally  from  the 
mouth  of  the  Columbia  River,  and  used  to  build  the  jetty  tramway ;  1  small  steamer, 
the  Gen,  H.  G,  Wright j  of  45  tons,  employed  in  towing  scows  of  brush,  lumber,  and 
coal,  and  rafts  of  piles,  and  to  tend  on  the  works  generally,  2  11-ton  locomotives, 
20  geared  dump  cars  for  carrying  the  rock,  6  flat  cars,  4  push  cars,  1  liaud  car,  2 
15-ton  derricks  on  the  receiving  wharf,  and  2  powerful  double-cylinder  Lidger- 
wood  hoisting  engines,  7  large  rock  scows,  and  4  smaller  scows  for  brush  and  lum- 
ber, besides  small  boats,  anchors,  chains,  ropes,  and  multifarious  tools  and  appliances. 
A  12-foot  Aermotor  windmill  furnished  the  water  supply  from  a  well  in  the  sand 
near  by.  It  would  cost  to  replace  the  plant  new  about  $75,000.  It  is  in  fairly  good 
condition,  but  I  estimate  will  require  about  $2,500  to  put  it  in  complete  order;  this 
is  now  being  done  and  will  occupy  us  for  a  couple  of  months. 

The  number  of  stone  scows  being  too  small  for  most  cfTicitnt  work,  the  3  stone 
scows  from  the  Siuslaw  River  were  borrowed  from  that  work  after  active  operations 
ceased  there,  and  were  towed  around  to  Coos  Bay  by  the  tug  liobarts  in  August  last, 
and  after  receiving  a  recalking,  were  added  to  our  fleet. 

We  used  555  tons  of  Coos  Bay  coal  for  fuel  during  the  year,  at  $3  per  ton  on  board 
scows  at  the  bunkers,  and  300  ricks  of  short  stove  and  engine  wood  at  $1.50  per  rick. 

Reclamation  of  sand  dunes. — No  work  was  attempted  last  year  toward  the  reclama- 
tion of  the  sands  of  the  North  Spit.  Nearly  all  of  the  young  marine  pine  and  willow 
trees  died.  The  Holland  grass  {Anindo  arenaria),  planted  two  and  three  years  ago, 
continues  to  grow  and  spread  slowly,  and  promises  to  be  the  most  eflectual  means 
of  accomidishing  the  work  of  reclamation  when  undertaken  on  a  sufliciently  exten- 
sive scale. 

Condition  of  the  bar  and  general  results  aecomplished. — The  end  of  the  jetty  is  now  at 
bent  595,  about  9,520  feet  from  the  receiving  wharf,  and  the  crest  of  the  enrockment 
is  nowhere  below  the  plane  of  mean  low  tide.     Of  course  the  ridge  of  enrockment  is 
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not  yet  brought  to  its  full  width  on  top  and  is  much  too  peaked.  It  will  no  donbt 
beat  down  considerably  under  the  influence  of  the  breakers. 

The  bar  channel  runs  in  a  westerly  course  straight  to  sea,  and  has  a  least  depth 
at  mean  lower  low  tide  of  about  20  feet,  being  by  far  the  best  depth  recorded  hepe. 

When  Lieut.  Francis  R.  Shunk  was  here  last,  23d  of  February,  we  took  soundings 
on  the  bar  from  our  steamer  Gen.  JVrightf  and  found  a  least  depth  of  22|  feet  at  mean 
lower  low  water. 

It  is  a  common  occurrence  for  vessels  drawing  16  feet  to  be  towed  out  on  half  tide, 
and  on  June  12  the  barkentiue  Tarn  O* Shunter  was  towed  to  sea  loaded  with  piles 
and  drawing  18  feet. 

The  bar  has  only  moved  slightly  seaward,  but  there  has  been  a  vast  accumulation 
of  sjind  to  the  north  of  the  jetty,  which  coutiuuea  to  increase.  The  sands  in  the  bay 
have  changed  very  little. 

Miscclhitu'OHs.— The  San  JYancisco  Bridge  Company  constructed  last  summer  a 
large  cigar-shaped  raft  of  3,500  long  piles,  bound  together  with  heavy  chains.  It 
was  620  feet  long,  45  feet  beam,  and  drew  16  to  17  feet  of  water.  In  attempting  to 
tow  it  to  sea  on  November  18  it  stuck  on  the  south  spit.  The  next  morning  fonnd 
it  behind  and  against  the  jetty  on  the  north  side,  Avith  its  inner  end  at  bent  426. 

It  injured  57  trestle  bents  of  our  tramway  by  breaking  oil'  71  piles.  It  threatened 
much  more  serious  damage,  but  fortunately  was  towed  out  of  its  perilous  position 
by  two  tugs  November  22!  It  was  again  towed  to  sea  December  16,  but  broke  up 
and  went  to  i>ieces  on  its  way  down  to  San  Francisco. 

Eighty  new  ])ile8,  50  feet  long,  w»^re  purchased,  and  on  F^'ebruary  23  we  commenced 
to  ri'pair  the  damage  to  the  tramway,  wliich  we  linishoil  March  21.  We  were  very 
successful  in  driving  the  new  piles  from  6  to  17  feet  through  the  enrockment  witn 
our  jetty  driver.  \\e  replaced  72  piles  and  repaired  tho  tramway  as  good  as  new  at 
an  expense  of  about  $700. 

I  am  glad  to  be  able  to  report  no  accidents  on  the  work  during  the  year  except  the 
sinking  of  a  leaky  scow  at  the  North  Spit  wharf,  with  part  of  a  load  of  stone;  the 
scow  was  raised  Avithout  much  loss  and  the  stone  saved. 

No  men  were  injured  on  the  works  during  the  year. 

Mr.  John  Eldridge  was  the  overseer;  Mr.  Morton  L.  Tower,  timekeeper  and  gen- 
eral assistant;  Mr.  Charles  K.  (Jetty,  foreman  of  pile-driA'er,  and  Major  Morton  tower 
inK])ector  at  tho.  quarry.  I  have  to  thank  them,  and  all  the  force,  for  attention  to 
duty  during  tho  past  year. 

In  closing  a  summary  of  the  total  Avork  accomplished  on  the  North  Spit  may  be  of 
interest. 

Two  appr<»i)riatiou8  have  been  made  for  the  new  project  to  date,  viz: 

Hv  act  approved  Se]>tenil>er  19,1890 $125,000 

W'y  act  approved  July  13,  1892 210,000 


'I' 


Total 335, 000 

With  this,  Avork  Avas  lirst  coninienccd  on  the  North  Si)it  in  thesjjring  of  1891.  We 
have  to  date  accomplished  tho  folloAving: 

lMireliase<l  and  installed  a  good  and  <'fticient  plant  and  bought  a  good  cjuarry  site; 
built  a  reeeiA'ing  Avharf  and  erei'ted  the  neeessarv  l)uildin«xs  lor  tin;  accommodation 
of  the  crew,  etc.;  extended  the  j<*tty  tramway  from  the  wharf  about  9.500  feet,  or 
Avitliin  848  fi'ct  of  the  projcjeted  end  of  the  north  jetty;  laid  all  the?  necessary  brush 
nuittresses  throughout  this  distance,  including  7.872  linear  feet  of  center  mattresses 
and  1(),5j8  linear  feet  of  side  mattresses,  consnuiiug  5.975  cords  of  brush  and  10,972 
]»ole8. 

Wo  have  received  and  dumped  on  the  jetty  the  folloAving  amount  of  rock: 

Tonn. 

From  W.  K.  Haines 23,  923 

From  Daniel  Kern 161,869 

From  ,Iohn  Kiernan 981 

I  send  the  following  sketches  to  accompany  this  report,  viz:  A  map  showing  jetty 
construction  and  shore  lines  to  date,  a  proiilc  of  the  jetty,  and  a  cross  section  at 
bent  560. 

Very  respectfully, 

J.  S.  roLiiEMi's, 
AfiSisttnit  Knqinecr. 
Capt.  T.  W.  SvMONS, 

Corps  of  EnyimerSj  U.  S,  A, 
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COMMERCIAL  STATISTICS. 

Coos  Bay  is  in  the  collection  district  of  southern  Oregon.  Empire  City,  on  the 
bay,  is  the  port  of  entry.  The  nearest  light-house  is  at  Cape  Arago,  on  the  south  side 
and  west  of  tbe  entrance. 

The  following  returns  are  furnished  by  Mr.  J.  S.  Polhemus,  assistant  engineer  iu 
charge  of  works  at  Coos  Bay,  and  are  for  the  fiscal  year  ending  .June  30, 1894  : 


\ 


Arrirah  and  departures  of  vessels. 


Coa»twiHO  8team  au<l  sail  vesHels. 


Arrivals 

Departures  . 

Totals 


Aj^gregate 
toniiage. 

64,922.43 
64, 794. 84 

129, 716.  £7 


Of  the  above  arrivals  88  were  sailing  vessels  and  98  werti  steam  vessels. 

Passengers  arrived  by  sea 1, 167 

Passengers  departed  by  sea 1, 138 

Vennels  built, — Schooner  GenH  J.  M.  Sigliny  90  tons  register,  built  at  Marshtield. 

Exports  and  imports. 


Articles. 


EXPORTS. 

Apples tons . 

Butter do.. 

Beef  in  barrels do. . 

Broom  bandies do. . 

Box  material do. . 

Borax do . . 

]ioat  sjiars number . 

Coal tons . 

Clieeso do. . 

Chickens dozens. 

Cranberries tons. 

Chittim  bark do. , 

Egps do. . 

Firewoo*!  and  matchwood do. . 

Hogs  (live) do.. 

Hoops  and  staves do. . 

Hides  and  furs do.. 

Laths do., 

LeatluT do. . 

Lumlier  (21,763.455  feet,  B.  M) . .  .do. . 
Miscellaiieoua  freight do.. 


Quantity. 


Articles. 


1.1 


H 
5 


65. 
1. 
32 
23:{.  2 
50 
37 
35.  665 
55.5 
8 
16 
6.2 
1.3 
2,263 
25 

153.5 
4.6 
769.8 
64 
43, 526 
1,603 


EXPORTS— continued. 

Pickets tons . . 

Pork  (barrels) do. . . 

I'otatoes do . . . 

Piles  (5.  967) 

Poles,  telegraph 

Salmon  (barrels) 

Salmon  (eases) 

Specie 

Vvool tons . . 

Total tons.. 

IMPORTS. 

General  merchandise tons. . 

Steel  rails do... 

Salmon  cans  (empty) do... 

Stone  barges number. . 

Specie 

Total tons.. 


Quantity. 


39.9 

.8 

729 

15,000 

125 

48.4 

70 

$19,022.13 

26.5 

100,  576. 1 

7,645 

929 

102 

3 

$10, 697 

8,676 

SUMMARY 


Tons. 


Total  exports I     lOO,  576. 1 

Total  imports 8, 576 


Estimated 
value. 


$974, 494 
473,  801 


U  U4. 


IMPROVEMENT  OF  UMPQIJA  RIVEll,  OREGON. 

Description  of  original  condition, — Just  below  Bcottsburg,  the  head 
of  navij^atiou  on  the  Umpqua  liiv  er,  are  five  sandstone  bars  or  led^jes, 
12  to  15  feet  wide  and  submerged  from  1  foot  to  2  feet  at  low  tide  ou  a 
low-liver  sta^e.  They  are  separated  by  pools  about  150  feet  wide  and 
from  5  to  10  feet  deep  at  low  water. 


• 
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Flan  of  improvement. — The  honorable  Secretary  of  War  Laving 
authorized  the  expenditure  of  the  balance  remaining  of  the  appropria- 
tion of  Marcli  3,  1871,  viz,  $4,685.89,  in  improving  the  river  below 
Scottsburg,  a  project  was  submitted  and  approved  in  1885  for  making, 
at  an  estimated  cost  of  $4:,05(i,  a  channel  50  feet  wide  and  3  feet  deep 
at  low  water  through  the  rock  ledges  above  described  by  drilling  and 
blasting  the  rock  and  removing  the  broken  pieces  to  deeper  wa^r  in 
the  i)ools. 

In  September,  1889,  a  survey  was  made  of  the  Umpiiua  Eiver  Irom 
Scottsburg  to  its  mouth,  and  a  project  prepared  for  its  improvement, 
which  was  submitted  January  10,  1890.  Tliis  project  provides  for  thii 
removal  of  rock  bowlders  and  ledges  in  the  wharf  basin  at  Scottsburg 
and  below  this  basin  with  the  view  of  opening  a  channel  Avay  50  feet  in 
width  and  4  feet  in  depth  at  low  water.  The  project  was  approved 
under  date  of  October  28,  1890. 

The  estimjited  cost  of  completing  the  project  was  $9,000.  This  cost 
has  been  recstimated  at  $15,000. 

AITROPRIATIONS. 
Act  of — 

March  3,  1871 $22,500 

August  11,  1888 2,000 

September  19,  1890 9, 000 

Total 33, 500 

Amount  expended  to  June  30^  1893, — The  amount  expended  on  the 
project  to  June  30,  1893,  was  $14,245.10. 

ReHults  obtained  to  June  30, 1893. — A.  large  amount  of  rock  had  been 
removed  and  the  work  was  being  vigorously  prosecuted,  when  the  river 
suddenly  rose  and  became  vso  muddy  that  it  liad  to  be  left  in  an  uncom- 
plete condition. 

Amount  expended  during  the  fiscal  year  ending/  June  30,  ISOi. — There 
was  expended  during  the  liscal  year  ending  June  .'50,  ISOl^,  the  sum  of 
$1,233.15. 

Results  obtained  to  June  :)(),  IS!) I. — There  wer(»-  removed  from  the  reef 
below  Scottsburg  252^  tons  of  rock,  when  the  appropriation  being 
about  exhausted  work  ceased. 

The  channel  4  feet  deei)  and  50  feet  wide  has  not  yet  been  completed. 

Report  of  operations, — The  work  of  impioving  the  Umpipia  lliver 
was  placed  in  charge  of  Lieut,  (iraham  J).  L^itcli,  (N)i'X)s  of  Engineers, 
who  arrived  in  Scottsburg  July  20,  1893,  and  organized  his  force  and 
proceeded  with  the  work  of  rock  removal. 

lie  removed  252i  tons  of  roi'k  by  blasting,  hoisting  on  scows  with 
the  help  of  a  diver,  and  depositing  ui)()n  the  livcr  bank.  When  this 
was  done  it  was  found  to  be  necessary  to  snspeiid  operations  for  finan- 
cial reasons,  although  the  work  was  not  completed. 

Lieutenant  Fitch  made  a  snrvey  of  the  rocks  and  reefs  alpng  the  pro- 
jecte<l  channel  and  found  that  there  was  abont  500  cubic  yards  yet  to 
be  ren:oved  before  the  channel  conld  be  considered  as  completed. 

Reeommeuddfions  and  remarks. — From  the  Ibregoing  it  is  evident  that 
the  money  ai)i)roi)riate(l  for  this  work,  and  which  c()ries])onds  in  amount 
with  the  estimates,  is  exhansted  and  the  work  is  still  nncompleted. 

The  original  estimate  lor  the  work,  dated  January  10,  1890,  was  as 
follows : 

R'Miioval  of  1,200  rubi<"  yjirds  of  rock,  at  $(>  per  cubic  yurd $7»  200 

Contijii^encics,  .su])t'riHten(lciico,  etc 1,  800 

Total 9,  000 
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Up  to  the  present  time  700  cubic  yards  of  rock  have  been  removed  at 
a  cost  of  $8,788.42,  or  about  §12.50  per  cubic  yard. 

There  are  yet  500  cubic  yards  to  6e  renM)ved  to  provide  a  channel  50 
feet  wide  and  4  feet  deep  at  low  water. 

It  is  estimated  that  it  will  cost  $12  per  cubic  yard  to  remove  tliese 
500  yards,  or  $G,000. 

I  am  compelled,  therefore,  to  make  this  supplementary  additional 
estimate  of  $G,000  to  complete  the  project  adopted  for  the  improvement 
of  the  Umpqua  River. 

The  discrepancy  between  the  actual  cost  of  doing  the  work  and  the 
estimated  cost,  necessitating  this  supplemental  estimate,  can  only  be 
explainedby  stating  that  in  making  the  original  estimate  the  difficulties 
in  the  way  of  doing  the  work  were  not  fully  appreciated.  The  work  is 
situated  in  a  remote  region  difficult  of  access,  to  which  it  was  expensive 
to  supply  men,  materials,  and  tools,  and  devoid  of  facilities  to  aid  in  the 
operations.  There  was  about  4  feet  of  tide  to  contend  with,  and  all  the 
rock  removed  had  to  be  handled  by  a  diver.  The  work  has  to  be  done 
when  the  water  is  clear,  and  any  storm  in  the  watershed  of  the  river 
interfered  with  operations  by  muddying  the  water.  The  work  was  well 
under  way  at  one  time  when  the  river  rose  suddenly  and  became  per- 
manently muddy  for  the  season,  compelling  a  cessation  of  operations. 
This  caused  the  dispersal  of  the  entire  outtit,  the  storage  of  tools  and 
supplies,  and  the  renewal  of  all  operations  another  year. 

The  cost  of  collecting  men,  tools,  and  supplies,  and  dispersing  and 
disposing  of  them  on  two  occasions  was  an  important  function  in  the 
discrepancy  between  the  estimated  and  actual  cost. 

The  work  on  the  Umpqua  is  left  in  such  a  condition  that  that  which 
is  done  can  be  of  little  benefit  until  the  whole  channel  is  completely 
excavated.  I  would  therefore  recommend  that  $6,000  be  appropriated 
to  complete  the  work  on  the  Umpqua  lliver. 

Money  statement, 

July  1,  1893,  balance  nnexpencled $1,443.46 

June  30,  1894,  amount  expended  during  fiscal  year 1,  233. 15 

July  1,  1894,  balance  unexpended 210. 31 

{Amount  (estimated)  required  for  completion  of  existing  project 6,  000. 00 
Amount  that  can  be  profitably  expeuded  in  fiscal  year  ending  June  30, 1896      6,  000. 00 
Submitted  in  compliance  witli  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  aot  of  March  3,  1893. 


The  following  is  the  report  of  Lieut.  Graham  D.  Fitch,  Corps  of 
Engineers,  who  was  in  local  charge  of  the  work : 

KEPOKT   OF   FIRST   LIEUT.    GRAHAM    D.    FITCH,    CORPS   OF   ENGINEERS. 

Portland,  Oreo.,  October  4,  1S93. 

Captain:  I  have  the  honor  to  submit  the  following:  report  of  operations  on  the^ 
improvement  of  the  Umpqua  River  during  the  past  summer: 

On  July  26  I  arrived  at  Scottsburg.  A  week  was  consumed  in  the  preliminary 
operations  of  getting  the  plant  from  Gardiner  to  Scottsburg,  hiring  meu  and  scows, 
erecting  derrick,  assembling  hoisting  engine,  etc.,  and  on  August  3  active  work  was 
begun. 

When  operations  ceased  in  November,  1891,  a  largo  number  of  Iioles,  which  had 
been  drilled,  had  not  been  fired.  These  holes  had  been  left  i)lugged  and  were  found 
without  difficulty.     It  was  therefore  unnecessary  to  do  any  drilling  until  August 
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24.  By  that  time  249  oi  tlidso  holes  had  beeu  loaded  with  852  pounds  of  dynamite 
and  tired  in  several  blasts  by  fuse  and  sympathetic  detonation,  and  208.5  tons  of 
rock  had  been  raised  by  means  of  a  diver  and  a  steum  hoisting  engine  and  damped 
•by  hand  along  the  river  bank.  The  time  from  August  24  until  September  1  was 
spent  in  drilling  with  an  IngersoU  steam  drill  to  an  average  depth  of  4  feet,  69 
holes  in  a  reef  which  had  been  partly  drilled  in  1891.  One  hundred  and  thirty -two 
holes  in  this  rsef  (63  drilled  in  1891)  were  then  loaded  with  460  pounds  of  dj'^namite 
and  the  reef  blasted.  Ninety  pounds  of  dynamite  were  used  afterwards  in  breaking 
up  fragments  too  large  to  be  lifted.  Forty-four  tons  of  rock  had  beeu  removed 
from  this  reef  and  dumped,  making  252.5  tons  in  all,  when  orders  were  received  on 
September  13  to  close  operations  immediately  on  account  of  insufficient  funds. 
This  was  done  at  once,  and,  in  accordance  with  your  instructions,  everything  worth 
transporting  was  taken  to  Gardiner  and  arrangements  were  made  to  have  it  shipped 
to  Coos  Bay  at  the  first  opportunity.  A  few  things  were  stored  with  Mr.  P.  P.  Pal- 
mer, at  Scottsburg. 

In  order  to  determine  the  present  condition  of  the  channel  a  survey  was  made 
shortly  before  operations  ceased.  Having  no  surveying  instruments  I  adopted  the 
following  method:  At  intervals  of  100  feet  along  the  river  bank  I  drove  stakes  and 
marked  their  approximate  positions  on  the  map  of  1889.  Opjjosite  each  of  these 
stakes,  and  wherever  deemed  advisable,  opposite  points  midway  between  them,  I 
took  at  intervals  as  nearly  equal  as  possible  a  series  of  soundings  across  the  river 
from  a  boat  which  was  rowed  at  a  slow  and  uniform  rate.  To  obtain  a  greater  num- 
ber of  Honndings  in  the  channel  itself  I  then  established  two  lines  of  buoys,  each 
25  feet  from  the  center  of  the  channel,  and  sounded  along  these  lines  and  along  the 
center  of  the  channel. 

A  gauge  agreeing  with  the  gauge  at  the  Scottsburg  wharf  and  established  at  a 
convenient  ])oint  was  frequently  read,  and  all  soundings,  before  being  plotted,  were 
reduced  to  the  zero  stage  or  plane  of  low  water. 

When  I  began  operations  I  expected  to  find,  in  agreement  with  statements  in  the 
office  records  at  Portland,  that  all  the  reefs  had  been  removed,  and  that  the  only 
work  required  to  complete  the  project  consisted  in  the  removal  of  points  of  rock 
and  edges  of  cuts.  This  was  not  the  case,  however,  and,  .is  reported  above,  no  work 
was  done  this  season  except  on  reefs  (previously  drilled  wholly,  or  in  part,  but  not 
blasted);  and  owing  to  the  early  cessation  of  work,  rendered  nec<»ssary  by  lackof 
funds,  only  a  portion  of  the  rock  from  the  last  reef  blasted  could  be  raised  and 
dumped.  One  reef,  marked  *' drilled'' on  the  map  of  1889,  and  which  1  am  told 
was  drilled  eight  years  ago,  is  still  intact.  This  reef  is  marked  *'A"  on  the  accom- 
panying map.  Above  ''A"  to  the  Scottsburg  wharf  the  channel  fulfills  all  require- 
ments. From  '*A''  for  a  distance  of  about  1,200  feet  downstream  there  are  only  a  very 
few  places  that  will  have  to  be  deepened;  then  for  about  400  feet  the  obstructions 
are  (|uite  numerous,  and  consist  partly  of  rocks  that  will  reciuire  to  be  blasted  and 
partly  of  loose  rock  blasted  tliis  season  but  not  removed  from  the  channel. 

Below  this  latter  stretch  the  channel  again  improves,  though  a  number  of  places 
need  deepening.    Altogether  about  500  cubic  yards  of  rock  will  have  to  be  removed, 
if  a  channel  .50  feet  wide  and  4  feet  deep  is  to  be  secured. 
Very  resjiectfuUy,  your  obedient  servant, 

Gkaham  D.  Fitch, 
First  Lieut.,  Corps  of  Engineers, 

Capt.  T.  W.  Symons, 

Corps  of  Engineci'Sy  U.  S,  A. 


COMMEKCIAL    STATISTICS. 

Umpqua  Kiver  is  in  the  collection  district  of  southern  Oregon.  Empire  City,  Coos 
Bay,  is  the  nearest  ])ort  of  entry.  The  nearest  light-house  is  situated  about  half  a 
mile  south  of  the  entrance;  it  is  a  brick  structure,  and  but  recently  completed. 

Tlie  following  returns  are  kindly  furnished  by  Mr.  O.  B.  Hinsdale,  of  Gardiner, 
Umpqua  liiver,  Oregon,  and  are  for  the  tiscal  year  ending  .June  30,  1894: 

VcsneU  arrived  and  cleared. 

The  number  of  vessels  of  all  descriptions  crossing  in  over  the  bar  during  the  year 
was  73;  the  number  crossing  out  was  73;  of  this  number  37  were  steamers  and  36 
were  sail  vessels. 

Maximum  draft  of  loaded  vessels  was  14.0  feet. 
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Exports  and  Impwts. 


Articles. 


EXPORTS. 

Lumber  (10,000,000  ft.,  B.  M.) 

Latl)8 

\Vo(»l 

Leather 

Hides  and  fura 

Grain ; 

Hops 

Salmon,  canned , 

rotatoes  

PViiit 

I -utter  and  cheese 

(;hittini  bark 

Salt  pork  and  beet*,  .barrels. 

Total 


Quantity. '    Value. 


Tona. 

20,  000 

750 

1 

5 

4 

235 

2 

420 

20 

3 

5 

5 

60 


$130, 000 

7.500 

300 

3,000 

2,000 

5,750 

450 

60,000 

400 

100 

2,000 

400 

600 


Articles. 


IMPORTS. 

General  merchandise 

Machinery  for  sawmill  and 
cannery  

Agricultural  implements. . 

Salmon,  canning  material, 
including  box  stutf,  cans, 
nets,  and  twine 

Total 


21,510  '    212,500 


Quantity. 


Value. 


T07lt.        I 

1,000  I    $100,000 


25 
75  1 


10,000 
5,000 


50  !        25,000 


140,000 


i'mpqua  River  traffic. 

Steamer  Juno  (propeller),  22.28  registered  tonnage,  runs  between  Gardiner  and 
Scottsbiirg: 

Passengers  carried  during  tlie  year 2, 076 

Freight  carried  during  the  year tons . .  1, 200 

Stenmcv  It  est  less  (.s4ern- wheeler),  101.02  registered  tonnage,  runs  Ix'tween  Gar- 
diner and  Sulphur  Springs: 

Passengers  carried  during  the  year  *. 847 

Freight  carried  during  the  year tons . .       600 

SUM  M  All  V. 

Total  exports  (21,510  tons) $212, 500 

Total  imports  ( 1, 150  tons) 140, 000 

There  were  no  vessels  built  on  the  river  during  the  past  year. 


U  Us. 

IMPROVEMENT  OF  MOUTH  OF  SlUSLAW  RIVER,  OREGON. 

DeHcription  of  orUjinal  condition, — The  Sinslaw  Iliver  enters  the  ocean 
in  the  midst  of  a  vast,  shifting,  sandy  beach,  without  any  headland  or 
fixed  ijoiut  to  determine  the  location  of  the  entrance  channel. 

The  niKionfined  channel  has  a  range  of  about  1  mile,  over  which  it 
wanders  in  making  connection  with  the  ocean.  In  ccmsequence  of  this 
wandcringand  spreading  out  of  the  outgoing  and  incoming  waters,  the 
bar  at  times  shoals  very  badly,  while  at  other  times  it  has  a  depth 
equal  to  the  controlling  depth  inside  the  entrance.  The  dei>th  in  the 
bar  channel  varies  from  5  to  12  feet  at  low  water,  and  the  channel 
changes  very  much  in  position  and  direction. 

At  times  a  channel  is  develo])ed  inside  the  bar,  which  runs  nearly 
parallel  with  the  coast.  This  channel  is  narrow,  badly  defined,  and  dan- 
gerous, as  boats  have  to  pass  through  it  in  the  trough  of  the  sea.  At 
other  times  there  are  two  channels. 

Flan  of  improrcmcnt, — The  plan  of  improvement  lor  the  entrance  to 
the  Siuslaw  is  to  confine  the  outgoing  and  inc<)ming  waters  between 
liigli  tide  stone  jetties,  so  located  as  to  direct  the  currents  upon  the 
ocean  bar  in  a  direction  ]>iaetically  peri)endicular  to  the  coast,  these 
jetti(*s  to  converge  till  they  are  (iOO  feet  apart  at  the  crest  of  the  bar. 

The  location  of  the  jetties  is  approximately  shown  upon  the  map 
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publisiiexl  witli  the  annual  report  from  this  office  for  1891  (Eeport  of 
Chief  of  Engineers,  1891,  page  3178)  and  for  1893  (Report  of  Chief  of 
Engineers,  1893,  page  3340). 

The  north  jetty  leaves  the  mainland  about  half  a  mile  north  of  Can- 
nery Hill,  and  is  1,500  feet  long.  The  south  jetty  extends  from  the  end 
of  the  sandy  peninsula  and  is  3,200  feet  long. 

The  wharf  for  the  north  jetty  is  located  just  below  Cannery  Hill, 
and  the  approach  to  the  jetty  is  3,000  feet  long. 

The  wharf  for  the  south  jetty  is  opposite  the  north  jetty  wharf,  and 
the  approach  is  2,400  feet  long. 

The  jetties  are  to  be  built  of  brush  and  stone  from  a  pile  tramway. 
The  esthnated  cost  of  the  work  was  $700,000. 

API'UOPUIATIOXS. 

Act  of^ 

Sei)toinbcr  19, 1890 $50, 000 

July  13,1892 20,000 

Total 70,000 

A  mount  expended  to  June  30^  1893, — The  amount  expended  to  Jane  30, 
1893,  was  $05,044.70. 

Results  obtained  to  June  30,  1893. — The  plat  published  with  my  last 
year's  report  indicates  the  extent  to  which  the  work  of  jetty  building 
had  been  carried.  As  all  work  stopped  with  the  close  of  the  fiscal  year 
1892-'93,  this  shows  that  the  work  had  to  stop  just  as  the  real  jetty 
construction  commenced.  The  work  has  not  i)rogressed  sufficiently  far 
to  produce  any  results  of  importance  on  the  bar. 

Amount  expended  durhuj  the  fiscal  year  ending  June  30,  1894. — The 
amount  expended  during  the  liscal  year  ending  June  30,  1894,  was 
$3,()0G.38. 

Results  obtained  to  June  30, 1891, — No  work  upon  the  i)roject  was  dono 
during  the  year  and  there  was  no  advancement  of  the  project.  'V\\'' 
only  results  were  of  a  negative  character,  the  i)artial  destruction  of  ilu 
tramway  and  wharf  by  wind,  wave,  and  slides. 

Report  of  operations, — At  tlic  close  of  the  fiscal  year,  June  30,  1803, 
all  active  work  stopped  and  tlie  plant  was  put  in  good  order  for  the 
long  i)eri()d  of  idleness  until  another  apx)rox)riation  should  become 
available. 

Everything  of  an  easily  removable  character  was  left  at  the  mouth 
of  the  river  under  charge  of  a  watchman.  The  scows  were  left  at  the 
quarry  under  chaige  of  another  watchman. 

These  scows  were  afterwards  taken  to  Coos  Bay  for  temporary  use, 
and  the  services  of  the  quarry  watchman  dis])ensed  with. 

During  the  winter  of  1893-'04,  the  jetty  tramway  suiiered  considera- 
ble damage,  chieily  where  it  was  built  against  the  side  of  the  sandy 
bluff.  In  this  porticm  short  pieces  of  piling  were  used  with  slight  i^ene- 
tratioi].  During  the  winter  the  side  of  the  bluflt'  has  been  washed 
away  and  the  tramway  in  many  places  left  without  support.  The  north 
track  between  bents  111  and  120  sags,  until  at  bent  115  it  almost 
touches  the  ground. 

Coin])aratively  little  damage  has  been  done  by  drift.  From  bent 
\H)  to  bent  197,  the  space  between  the  piles  is  filled  with-h)gs  of  all 
sizes  which  are  alioat  at  high  water.  In  this  portion  only  one  pile  has 
gone,  and  one  is  knocked  loose.  Altogether  there  have  been  (accord- 
ing to  Lieutenant  Shunk's  inspection  in  March,  1894)  85  inles  earned 
away  or  damaged. 
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The  windmill  erected  to  furnish  a  water  supply  was  blown  down  and 
destroyed. 

The  channel  has  moved  much  to  the  north  of  its  position  in  June, 
1893,  and  is  more  nearly  in  the  position  shown  by  the  survey  of  Sep- 
tember, 1891.    The  opening  over  the  bar  changes  after  each  storm. 

Recommendations  and  j^emarlcs. — When  the  work  at  the  Siuslaw  was 
commenced  the  channel  was  in  its  southern  position.  It  has  been 
working  north  ever  since,  until  now  it  is  nearly  in  its  most  northerly 
position.  When  work  is  resumed  we  will,  unless  in  the  meantime 
the  channel  shifts  to  its  southerly  position,  be  confronted  with  the 
necessity  of  driving  the  jetty  directly  across  the  main  entrance  channel. 

A  good,  and  for  the  time  being  sufficient,  plant  being  on  hand,  all 
auxiliary  structures  built,  the  quarry  opened  and  in  working  order, 
any  further  appropriations,  after  repairing  the  ravages  of  time  and  the 
elements,  will  be  available  for  jetty  construction  perse. 

It  is  estimated  that  the  sum  of  $50,000  can  be  profitably  expended 
upon  the  project  during  the  fiscal  year  ending  Juno  30,  1896. 

Money  statement, 

July  1,  1893,  balance  unexpended $4,  955.  30 

J  uno  30,  1894,  amount  expended  during  fiscal  year 3, 606.  38 

July  1,  1894,  balance  unexpended 1,  348. 92 

July  1,  1894,  outstanding  liabilities 600. 00 

July  1,  1894,  balance  available 748.  92 

{Amount  (estimated)  required  for  completion  of  existing  project 630,  000. 00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  J  uno  30, 1896    50,  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acta  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL    STATISTICS. 

The  Siuslaw  River  is  in  the  collection  district  of  Yaquina.  The  nearest  port  of 
entry  is  Yaquina  City  on  Yaquina  Bay. 

The  nearest  light-house,  recently  completed,  is  at  Hecata  Head,  about  8.V  miles  to 
the  north  of  the  entrance  to  the  Siuslaw  River. 

The  following  returns  are  furnished  by  Mr.  James  Fairweathcr,  of  Florence,  Lane 
County,  Oreg.,  and  are  for  the  fiscal  year  ending  June  30,  1894: 

Arrivals  and  departures  of  vessels. 


Coastwise  stoam  and  sail  vessels. 


Arrivals. . . 
Departures 


Total 


Xumbcr.lA^eresalo 


tounago. 


59  3. 477 

58  3,407 


117  :  6,884 


Of  tills  number  74  wore  steam  A-essels  and  43  were  sail  vessels,  the  lattor  bringinjj  in  merchandise 
and  clearing  with  lumber,  and  the  former  bringing  in  merchandise,  supplies,  etc.,  and  clearing  with 
produce  and  cannery  output. 


2^76       REPORT   OF   THE   CHIEF    OF   ENGINEERS,  U.  S.  ARMY. 


Exports  and  imports. 


Articles. 


Qtumtity. '    Value. 


Articles. 


EXPOKTS. 

Lumber  (2,085,000  feet,  11.  M) 

Salmuu  (ciHes) 

Snlmon  (barrels) 

Hides  and  furs 

Wool 

Chittim  bark , 

i*otatoe8  

Butter 

MiscellaueouH 


To  in. 

5,  :J70 

500 

140 

6 

5 

42 

32 

2. 

415 


$32,  220 

45,  O'.iO 

12.800 

950 

1,000 

2,  520 

320 

1,000 

41,500 


IMPORTS. 

General  merckaudise 

Hardware 

Flour  and  feed 

Cannery  Hupplies 

Total 


Quantity.  [    Yaliie. 


ToflM. 

91 1 
140 
250 
237 

1,538 


Total. 


6,512.5       137,310 


$36,440 

6,750 

10.000 

17.680 

70,870 


SUMMARY. 


Tolal  exports. 
Total  import.s. 


Tons. 

EBtirostMl 
value. 

6. 512. 5 
1,538 

$137,310 
70.870 

Hirer  traffic. — The  followin*^  steamboats  make  daily  trips  from  Florence  to  Acme, 
Point  Terrace,  and  Seaton,  20  miles  and  retnru,  hut  during  winter  months  biweekly 
trips  only  are  made : 

►Steamer  CooSj  draft  3  feet,  registered  tonnage  53.5. 

Steamer  Minky  draft  2  feet,  registered  tonnage  5. 

Steamer  LilUaUy  draft  G  feet,  registered  tonnage  25.5. 

The  two  former  boats  carry  merchandise,  produce,  and  passengers,  and  average 
about  2  tons  each  trip.  The  lAUiau  is  engaged  princij)ally  in  towing  on  the  river. 
The  bar  service  is  attended  to  by  the  I'oharta, 

lesaeh  built  durinf/  year.— Ouii  schooner  was  built  at  Florence  ior  the  San  Fran- 
cisco liay  trade.  Slie  will  register  about  140  tons  and  has  iu)t  yet  b<;en  named.  She 
is  now  loading  for  the  latter  ])ort. 

Xciv  industries. — One  sawmill  built  since  date  of  last  report;  its  eajjacity  is  25,000 
feet,  H.  M.,  per  day. 


U  U  6. 
IMPROVEMENT  OF  YAQUINA  BAY,  ORKGON. 

Description  of  original  condition. — The  usual  i)revailiug*  depths  over 
tli(i  biir  at  low  water  before  iinproveineut  were  froiu  7  feet  to  8  feet. 
Three  distinct  cliaiiiiels  existed,  known  as  the  north,  middle,  and  south 
ehaunels.  The  south  channel  was  tlie  one  mostly  used,  but  was  ren- 
dered dangerous  by  the  presence  of  rocks.  The  inid<lle  channel,  though 
free  from  rocks,  was  usually  tlie  slioalest  of  the  three,  and  so  was  little 
used.  The  north  channel,  besides  being  long  and  tortuous,  was  so 
studded  with  rocks  as  to  be  c<msidercd  unnavigable.  Owing  to  the 
shifting  nature  of  the  bar  these  channels  were  constantly  changing  both 
ill  position  and  depth. 

The  mean  rise  of  tide  was  7.1  feet. 

Plan  of  improrement. — The  project,  adopted  in  1881,  was  to  run  out  a 
dike  or  jetty  on  the  south  side  of  the  entrance,  so  as  to  cause  the  south 
channel  to  shoal  up  and  the  flow  to  be  deflected  northward,  with  a  view 
to  opening  and  maintaining  the  central  channel  with  a  least  depth  of  17 
feet  at  high  water. 

As  originally- i)rojected,  the  dike  was  to  start  from  near  low- water 
line  and  run  out  into  the  sea  a  distance  of  2,000  feet,  and  w^as  to  rise  to  2 
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*  feet  above  mean  low  water.  The  beach  on  the  line  of  the  jetty  from 
liigh-water  level  was  to  be  protected  by  sinking  gabions  in  the  beach 
with  sand  heaped  over  them  and  by  covering  the  snrface  with  a  layer 
of  mattresses  and  stone. 

The  stone  for  the  jetty  was  to  be  deposited  in  place  from  barges,  and 
cribs  were  to  be  used  if  practicable.  It  was  found,  however,  that  cribs 
could  not  be  used,  on  account  gf  the  strong  currents  and  high  seas,  and 
that  the  ocean  swell,  even  in  quiet  weather,  was  too  great  to  permit  the 
use  of  stone  barges.  Accordingly,  the  jetty  had  to  be  built  from  the 
shore  end  by  carrying  the  stone  out  over  a  tramway,  and  was  begun  at 
high-tide  line  instead  of  at  low-tide  line,  thus  making  the  total  projected 
length  of  the  jetty  in  1881  3,700  feet.  ^ 

In  1884  the  jetty  was  extended  shoreward  a  distance  of  31G  feet,  to 
close  a  gap  that  had  been  washed  out  by  the  sea,  making  the  total  i^ro- 
jected  length  at  that  time  about  4,000  feet. 

The  present  project,  adopted  in  1888,  is  to  raise  the  south  jetty  to  full 
high  water  without  extending  it  seaward,  thus  making  its  total  length 
3,748  feet,  and  to  construct  a  mid-tide  jetty  on  the  north  side  of  the 
entrance,  about  2,300  feet  in  length,  extending  from  the  north  head 
along  and  behind  the  reef,  putting  out  from  the  head  to  a  i^oint  opposite 
the  end  of  the  south  jetty,  and  distant  from  it  about  1,000  feet. 

The  project  of  1888  was  modified  in  1892  by  the  requirement  that  the 
north  jetty  be  raised  to  full  high  tide,  and  that  five  groins  be  built  from 
the  south  jetty  channelwards  in  order  to  prevent  the  currents  under- 
mining the  jetty. 

APPROPKIATIONS. 

Act  of — 

Juno  14,1880 $40,000 

March  3, 1881 10,000 

August  2, 1882 60,000 

Julys,  1884 ^ 50,000 

August  5, 1886 75,000 

August  11, 1888 150,000 

September  19, 1890 165,000 

July  13, 1892 85,000 

Total 035,000 

Amount  expended  to  June 30^  1893. — The  amount  expended  on  the  proj- 
ect to  June  30, 1893,  was  $600,849.84. 

Results  obtained  to  June  30^  1893, — The  north  jetty  had  been  built  to 
its  full  length,  but  was  not  finally  completed.  The  south  jetty  tramway 
had  been  repaired  and  the  groins  authorized  had  been  partially  com- 
pleted. 

As  stated  in  my  report  last  year,  while  the  condition  of  the  entrance 
had  been  very  satisfactory,  a  new  complication  had  arisen  in  the  shape 
of  an  inner  bar  about  2,000  feet  inside  the  ends  of  the  jetties.  During 
the  winter  of  1892-'93  this  inner  bar  s-hoaled  to  a  depth  of  7  to  8  feet 
at  low  water,  and  the  steamer  Willamette  Valley  touched  npon  it  several 
times  when  going  in  or  out  at  a  high-water  stage.  It  caused  a  great 
deal  of  apprehension,  and  was  carefully  watched.  During  the  summer 
of  1893  the  bar  gradually  disappeared. 

Amou7it  expended  during  fiscal  year  ending  June  30, 1894, — The  amount 
expended  on  the  project  during  the  fiscal  year  ending  June  30, 1894, 
was  825,398.93. 

Results  obtained  to  June  30, 1894, — The  results  were  practically  the 
same  as  for  the  preceding  year.  A  good  bar  depth  and  location  of 
channel  were  kept  uninterruptedly  during  the  year. 
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The  inner  bar,  whicli  gradually  disappeared  during  the  sammer  and 
autumn  of  1893,  reestablished  itself  in  its  farmer  location  and  propor- 
tions during  the  winter  and  spring  just  passed  (1893-'94).  This  has 
not  as  yet  been  any  actual  detriment  to  commerce,  although  there  are 
grave  apprehensions  that  it  may  become  so. 

Report  of  operations. — At  the  beginning  of  the  fiscal  year  the  work 
of  comi)leting  the  south  jetty  and  the  groins  extending  out  therefrom 
was  in  progress.  This  continued  until  the  end  of  September,  when  it 
was  deemed  wise  to  move  over  to  the  north  side,  and  dump  as  much 
rock  as  possible  witli  the  available  appropriation  in  the  gap  lefb  in  the 
north  jetty. 

In  all  16,332  tons  of  fock  were  dumped  on  the  south  jetty  and  its 
groins  and  5,494  tons  on  the  north  jetty. 

Work  ceased  on  October  31,  and  all  property  was  stored  and  every- 
thing laid  up  until  more  funds  should  become  available. 

During  September  and  October  a  survey  of  the  bar  and  the  bay  in 
the  vicinity  of  the  jetties  was  made. 

ReeommendationH  and  remarks. — The  work  at  Yaquina  Bay,  accord- 
ing to  the  project  which  has  been  adopted  for  its  improvement,  is 
nearly  completed.  The  only  work  remaining  is  to  add  stone  enough 
to  the  jetties  to  insure  their  stability.  If  the  project  is  in  no  wise 
extendeil  or  modified,  it  is  believed  that  the  sum  named  for  Yaquina  in 
the  pending  river  and  liarbor  bill,  $35,000,  will  be  sufficient  to  folly 
comi)lete  the  work. 

The  work  of  improvement  has  been  successful  in  giving  a  good 
depth  of  12  to  14  feet  at  low  water  on  the  bar  at  the  entrance  to  the 
bay,  but,  as  stated  in  my  last  annual  report,  an  inner  bar  has  formed, 
which  threatens  to  become  a  serious  detriment.  This  inner  bar  forms 
during  the  winter  and  spring,  and  gradually  disappears  during  the 
summer  and  autumn. 

It  was  on  account  of  the  known  existence  of  this  inner  bar  and  a 
contemplation  of  the  complications  whicli  might  arise  therefrom,  neces- 
sitating changes  in  the  project  and  increased  expenditure,  that  in  my 
last  annual  report  I  recommended  an  appropriation  of  8120,000,  the 
bahince  of  the  estimated  cost  of  the  ])rqject. 

The  inner  bar  having  reappeared  during  the  past  winter  and  spring, 
and  the  matter  having  been  carefully  studied,  I,  on  the  30th  of  March 
last,  submitted  a  re])ort  advocating  a  change  in  the  existing  project, 
which  1  believe  would  do  away  with  the  inner  bar. 

Colonel  Mendell,  the  Division  Engineer,  to  whom  the  report  was 
submitted,  indorsed  it  to  the  effect  that  it  appeared  expedient  to  defer 
for  the  present  the  work  proposed,  hoping  that  time  would  cure  the 
existing  defects  in  the  channel.  The  correspondence  on  the  subject 
is  herewith : 

lktteu  of  capt.  t.  w.  symons,  coups  ot  kxgixeer8. 

^  United  States  Engineer  Office, 

Portland,  Orcg.,  March  SOy  1894. 

General:  I  deem  it  iny  duty  to  invito  attention  to  the  condition  of  affairs  at 
Yaquina  JJay  with  referonco  to  tho  improvement  of  that  harbor.  The  work  under 
tlio  present  project  is  now  nearing  completicm ;  both  jetties  have  been  built  to  their 
full  len<rth,  and  it  only  remains  to  ad<l  snflicient  stone  to  bring  the  enrockment  to 
a  condition  of  practically  i)ermanent  stability  at  hi«^h-tide  level. 

The  effect  so  fir  has  been  to  make  an  effective  and  ])ennanent  bar  channel  of  12 
to  1 1  feet  depth  at  the  mean  of  the  lower  low  waters,  but  a  new  complication  has 
arisen  in  the  formation  of  au  inner  bar  inside  of  the  outer  ends  of  both  jetties. 
Tho  first  time  I  was  made  aware  of  this  inner  bar  was  during  the  winter  of  1892-93, 
when  word  came  that  the  steamer  WiUametie  Vallerj,  drawing  about  12-  feet, 
dragged  on  tlie  bottom  at  a  nearly  high-tide  stage.     As  soon  thereafter  as  practi- 
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cable  souDcliDgs  were  takeu  to  determine  the  nature  and  extent  of  the  slioaling,  and 
these  soundings  have  been  repeated  as  often  as  practicable  ever  since,  and  the 
character  and  changes  of  the  shoal  have  been  studied. 

During  the  early  part  of  the  year  1893,  while  active  operations  on  the  jetties  were 
in  progress,  it  was  practicable  to  make  soundings  on  this  inner  bar  frequently  and 
determine  the  changes,  and  it  was  found  that,  as  the  year  wore  away,  this  inner  bar 
gradually  disappeared,  and  it  was  hoped  that  this  disappearance  would  bo  perma- 
nent. It  has,  however,  been  found  that  during  the  past  winter  this  inner  bar  has 
again  developed  to  an  extent  equally  as  bad  as  that  of  the  previous  winter. 

There  being  no  steam  vessel  plying  on  the  bay,  it  has  been  impracticable  since 
the  cessation  of  work  to  make  surveys  on  this  inner  bur  as  often  as  formerly,  but 
recently  a  survey  was  made  during  a  calm  day  with  a  small  boat  which  indicates 
the  rc-1'ormation  of  this  bar.  A  plat  is  herewith,  which  shows  in  black  the  condi- 
tion during  1893,  and  in  red  are  given  the  soundings  in  March,  1894. 

1  also  send  herewith  a  plat  of  the  lower  portion  of  the  bay  from  the  survey  of 
August  and  September,  1892,  with  the  jetty  work  up  to  date,  and  on  the  same  siieet 
are  given  the  profiles  of  the  soundings  taken  in  the  channel,  and  all  reduced  to 
the  same  datum,  the  plane  of  the  lower  low  waters. 

With  the  small  boat  it  was  impracticable  to  go  farther  than  indicated  by  the  full 
black  line  in  March,  1894.  These  profiles  indicate  the  great  and  rapid  changes 
which  take  place  in  the  portion  of  the  harbor  lying  between  the  jetties,  and  sound- 
ings made  on  Hood  and  ebb  tides  indicate  that  the  inner  bar  is  built  np  by  the  flood 
and  scoured  down  by  the  ebb,  sometimes,  as  much  as  4  feet  on  a  single  tide. 

It  is  also  the  concurrent  testimony  of  all  making  use  of  the  harbor  that  this  inne; 
bar  is  not  so  bad  in  summer  as  during  the  stormy  times  of  winter  and  spring. 

It  is  altogether  probable  that  unless  something  is  done  to  prevent  it  this  inner 
bar  will  build  up  and  become  a  serious  obstruction  to  navigation  during  the  winter 
season,  possibly  preventing  the  use  of  the  harbor  at  times  by  vessels  which  could 
cross  the  outer  bar. 

Having  outlined  the  existent  conditions  and  after  making  a  study  of  the  i)roblem 
I  deem  it  my  duty  to  submit  my  views  as  to  the  cause  of  the  trouble  and  its  cure. 

The  map  herewith  shows  that  the  entrance  to  Yaquiua  Bay  lies  in  a  bight,  that 
the  general  direction  of  the  coast  line  is  due  north  and  south,  and  that  tlie  jetties 
open  out  toward  the  southwest.  I  have  drawn  a  lino  through  the  end  of  the  south 
jetty  parallel  with  the  general  coast  line,  and  this  cuts  the  north  jetty  650  feet  in 
from  its  end. 

Now,  it  is  my  opinion  that  it  is  to  this  extension  of  the  north  jetty  farther  beyond 
the  coast  line  than  the  south  jetty  that  the  formation  of  the  inner  bar  is  due,  cither 
wholly  or  in  great  part.     In  8upj)ort  of  this  opinion  I  beg  to  state  that — 

First.  Previous  to  the  extension  of  the  north  jetty  for  this  last  650  feet  there  were 
no  indications  of  the  inner  bar.  The  survey  of  June,  1891,  when  the  north  jetty 
was  about  700  feet  short  of  its  present  length,  shows  a  depth  of  24  and  25  feet  in 
the  channel  where  is  now  situated  this  inner  bar. 

Second.  During  the  winter  season  the  prevailing  storms  are  from  the  south  and 
southwest,  and  the  heavy  seas  caused  by  these  storms  have  a  direct  entrance  to  the 
harbor  between  the  jetties,  enabling  them  to  exercise  a  maximum  elTect  upon  any 
slioals  met  with. 

Third.  These  southerly  and  southwesterly  storms  create  northerly  storm  currents 
along  the  shore,  and  these  currents  are  loaded  Avith  the  sand  stirred  up  by  the  wave 
action.  If  we  imagine  the  tide  flooding  and  these  storm  currents,  sand  laden,  mov- 
ing northerly  ]>a8t  the  end  of  the  south  jetty,  meeting  the  projecting  end  of  the 
north  jetty,  and  being  thus  deflected  into  the  harbor,  we  can  see  how  the  inner  bar 
is  supplied  with  its  sand. 

This  action  could  readily  be  seen  during  the  spring.  A  sand  spit  was  built  out 
from  the  south  shore  and  tailed  out  to  the  north  in  advance  of  the  end  and  beyond 
the  line  of  the  south  jetty  prolonged.  This  sand  spit  was  receiving  constant  accre- 
tion, but  was  kept  from  any  great  extension  northward  by  the  currents  ebbing  and 
flooding  from  and  into  the  harbor. 

The  remedy  which  suggests  itself  for  the  conditions  is  to  extend  the  south  jetty 
so  that  its  end  shall  be  as  far  from  the  general  shore  line  as  the  north  jetty,  or  some- 
what beyond  it. 

If  the  south  jetty  be  extended  500  feet  its  end  would  be  in  advance  of  the  north 
jetty,  and  the  northerly  sand-laden  storm  currents  would  to  a  much  greater  extent 
be  carried  X)ast  the  north  jetty  and  not  to  so  great  an  extent  bo  deflected  into  the 
harbor.  This  extension  would  in  addition  bo  somewhat  of  a  protection  against  the 
southerly  and  southwesterly  swells  coming  into  the  harbor. 

Such  an  extension  would  reproduce  to  a  great  extent  the  conditions  previous  to 
the  formation  of  an  inner  bar. 

Based  upon  the  foregoing,  it  is  my  recommendation  that  the  south  jetty  be 
extended  500  feet  beyond  its  present  end. 

The  etjtimated  cost  of  this  extension  is  $50,000. 
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The  only  objection  which  I  can  sco  to  this  extension  of  the  south  jetty  is  that  it 
will  probably  throw  the  outer  bar  more  toward  the  outlyinj;  reef,  and  the  oat«r 
bar  would  bo  deprived  somewhat  of  the  protection  coming  from  this  reef.  The 
extension  is  not  sufficient,  however,  to  drive  the  outer  bar  far  enough  seaward  to 
deprive  it  of  the  protection  of  this  reef. 

I  do  not  propose  this  extension  of  the  south  jetty  in  the  full  and  certain  convic- 
tion that  it  will  prove  a  complete  remedy  against  the  formation  of  the  inner  bar, 
but  rather  as  an  experiment,  which  the  chances  of  success,  in  my  opinion,  justify. 

In  this  connection  I  beg  to  state  that  in  my  annual  report  I  made  an  estimate  of 
$120,000  for  Yaquina  Bay.  In  making  this  estimate  I  had  in  mind  the  existence  of 
this  inner  bar  and  the  fact  that  some  measures  would  undoubtedly  be  necessary  to 
do  away  with  its  obstructive  character.  The  estimated  amount  of  $120,000  will  be 
amply  sufficient  to  complete  the  existing  jetties  and  to  extend  the  south  jetty  500 
feet,  if  it  can  bo  made  available  while  the  south  jetty  tramway  is  still  in  a  condi- 
tion for  use. 

Very  respectfully,  your  obedient  servant, 

TnoMAS  W.  Symoxs, 
Captain  J  Corps  of  Engineers, 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  EngineerSy  V,  S.  J. 

(Through  Col.  G.  II.  Mendell,  Division  Engineer.) 


Okfick  of  the  Chief  of  Engineers, 

United  Statp:s  Army, 
IVasJtingtoUj  D.  C,  April  18,  1894, 

Captain:  Your  letter  of  the  30tli  ultimo,  reporting  formation  of  an  inner  bar  at 
Ya<£uiiia  Bay,  Oregon,  and  recommending  extension  of  the  south  jetty  at  that  local- 
ity at  an  estimated  cost  of  $50,000,  is  received. 

The  following  copy  of  indorsement  of  the  Division  Engineer  forwarding  your 
letter  is  furnished  for  your  information: 

(First  indorsement.  1 

U.  s.  En(jineer  Office, 

533  Kearny  Street, 
*SV(H  VranviscOj  Cat.,  April  11,  1S94. 

Respectfully  forwarded  to  the  Chief  of  Engineers,  U.  S.  A. 

The  jetty  channel  was  for  years  maintained  in  good  shape  as  to  width  and  depth 
between  sand  banks  that  during  this  period  were  tixed.  In  1891-^92  they  began  to 
change.  The  map  of  1S92  showed  a  shoalincr,  which  has  since  become  worse.  The 
channel  was  shifted  to  the  south,  so  as  to  threaten  the  south  jetty.  The  width  of 
waterway  has  been  increased  and  the  waters  scattered.  These  changes  occurred 
during  the  period  of  extension  of  the  north  jetty.  It  is  natural  to  attribute  the 
changes  to  this  ])rominent  circumstance. ,  Yet,  apart  from  coincidence  in  occurrence, 
no  detinite  relation  between  these  circumstances  havS  been  established. 

The  shoaling  does  not  ai)pcar  to  interfere  witli  navigation  to  any  great  extent. 
There  is  no  present  emergency.  Perhaps  all  those  changes  may  turn  out  to  be  steps  in 
a  readjustment  wliiclj,  when  established,  may  give  a  settled  channel  as  good  as 
existed  before.     In  the  meantime  we  may  get  new  light. 

It  appears  to  be  expedient  to  defer  for  the  present  the  question  whether  or  not 
the  south  jetty  shall  bo  extended  as  recommended  by  Captain  Symons. 

G.  11.   Mendell, 
Colonel,  Corps  of  Enginars,  Division  Engineer. 

By  (ommand  of  Brig.  Gen.  Casey: 

Very  respectfully,  your  obedient  servant, 

II.  M.  Adams, 
Major,  Corps  of  Engineers. 

Capt.  T.  W.  SvMoNs, 

Corps  of  Engineers,  l'.  S.  A. 


As  the  amount  named  in  the  pending  river  and  harbor  bill  will  be 
sufficient  to  complete  the  work  as  projected,  and  as  the  question  of 
modification  of  the  project  to  meet  the  difficulty  of  the  inner  bar  has 
been  deferred,  I  make  no  recommendation  for  further  appropriation  at 
the  present  time. 
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Future  operations. — Property  will  be  cared  for  until  a  new  appropri- 
ation is  available,  and  when  this  occurs  the  work  of  adding  rock  to  the 
north  and  south  jetties  will  commence. 

Tlie  report  of  ^Mr.  J.  G.  Holcombe,  assistant  engineer  in  local  charge 
of  the  work,  is  herewith. 

Money  statement. 

July  1,  1893,  balance  uiiexpcuded $34,  305. 59 

Juiio  30, 1894,  amount  expended  during  tiscal  year 25,  398. 93 


• 


July  1, 1894,  balance  unexpended 8, 906. 66 

July  1, 1894,  outstanding  liabi lities 100. 00 

July  1, 1894,  balance  available 8, 806. 66 

(  Amount  (estimated)  required  for  completion  of  existing  project 120,  000. 00 

\  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867. 


REPORT   OF   MR.    J.    G.    IIOLCOMBK,    ASSISTANT  ENGINEER. 

Newport,  Lincoij^  County,  Oreg.,  June  10 ^  1894, 

Sir:  I  have  the  honor  to  submit  the  following  annual  report  of  operations  on  the 
work  of  improvement  of  Yaquina  Bay,  Oregon,  for  the  year  ending  June  30,  1894: 

Local  charge, — During  the  entire  year  I  have  been  in  local  charge  of  all  opera- 
tions. 

Duration  of  work. — Active  operations  were  carried  on  as  follows:  On  the  north 
jetty,  from  October  1  to  November  1,  1893;  on  the  south  jetty,  from  July  1  to  Sep- 
tember 30, 1893 ;  at  the  quarry,  from  Jnly  1  to  October  30, 1893 ;  by  the  tug  JUchardson, 
engaged  in  towing  between  the  quarry  and  jetties,  July  1  to  November  2,  1893. 
Surveys  of  the  bar  and  channel  between  the  jetties  were  made  September  6  to  Octo- 
ber 31,  1893,  and  on  March  21  and  May  18,  1894.  Care  and  protection  of  public 
property  at  Newport  and  the  Government  quarry,  July  1,  1893,  to  June  30, 1894. 

Inspections. — Official  inspections  were  made  during  the  fiscal  year  by  Colonel  Men- 
dell  on  October  12  and  13,  1893;  by  Captain  Symons,  on  September  2  and  3, 1893;  by 
Lieutenant  Shunk,  on  October  12  and  13,  November  1  and  2, 1893,  and  March  17, 1894; 
and  by  the  Hon.  Binger  Hermann,  July  6,  1893. 

Condition  of  north  jetty  June  SO,  1893. — At  the  end  of  last  year  all  work  had  been 
suspended  on  this  jetty  since  January  10,  1893.  When  operations  ceased  on  that 
date  a  low  place  was  left  in  the  enrockment  between  bents  No.  67  and  No.  103.  As 
the  top  of  the  enrockment  was  below  high  tide,  it  was  deemed  advisable,  before  clos- 
ing down  the  works,  to  build  this  gap  up  to  and  above  high  tide,  thus  practically 
bringing  about  the  conditions  of  the  completed  project  as  far  as  the  length  and 
height  of  the  jetties  were  concerned. 

Opci'ations. — The  crew  was  transferred  to  the  north  jetty  on  October  1,  and  the 
dumping  of  rock  was  resumed  between  bents  67  and  103.  At  the  end  of  October, 
1893,  all  operations  ceased  for  the  year. 

The  gap  was  filled  to  the  required  height.  During  the  one  month  there  were 
placed  on  the  jetty  5,494  tons  of  stone,  making  the  total  amount  of  rock  expended 
on  this  jetty  up  to  date  131,126  tons. 

During  the  year  the  cost  for  rock  on  this  jetty  was  as  follows: 

Labor  of  unloading  and  dumping  on  the  jetty $1,  182. 22 

Supplies  and  fuel 155. 88 

Quarrying  of  stone 1, 997. 11 

Towing  from  quarry  to  jetty 500. 00 

Total 3,835.21 

This  is  the  cost  of  5,494  tons  of  rock  in  place,  or  $0,698  per  ton.  This  does  not 
include  the  cost  nor  depreciation  of  plant,  but  does  include  the  office  expenses 
incurred  at  Newport. 

Sand  fence. — The  beach  north  of  the  jetty  having  filled  in  to  a  height  near  the  top 
of  the  enrockment,  it  was  determined  to  build  a  fence  on  the  north  side  of  the  jetty 
along  the  beach  between  high  and  low  water,  using  the  old  foot  planks  from  the 
abandoned  track  on  this  jetty.  These  planks  were  spiked  to  the  piles  forming  the 
north  side  of  the  tramway.     The  fence  as  built  was  about  1,000  feet  long  and  5  fe^t 
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high.  Tlio  labor  was  furniabed  by  tbo  crew  of  iho  surveying  boat  when  the  weather 
prevented  work  on  the  bar.  Besides  this,  the  cost  of  labor  and  stores  was  $84.75. 
The  fence  has  answered  its  purpose,  which  was  to  prevent  the  sands  iillingin  behind 
the  jetty  from  bein^  carried  over  into  the  channel.  About  400  feet  of  the  outer  or 
sea  end  of  the  fence  were  carried  away  by  the  storms  of  the  last  winter.  Back  of 
this  it  is  in  good  shape,  and  is  being  backed  up  with  sand  and  drift,  which  will 
cause  the  remaining  fence  to  stay  in  place. 

Water  8Hpi)hj. — As  reported  in  my  last  annual  report,  the  winter  of  1893  froze  and 
bursted  the  pipe  lino  from  tlio  tank  at  the  spring  to  the  engine  house  on  the  dock. 
Before  beginning  operations  in  October,  the  entire  line  was  repaired  by  the  carpenter 
employed  on  the  works,  working  at  odd  times  when  nothing  of  immediate  impor- 
tance was  in  hand.    No  cost  for  now  material  was  incurred. 

Accidents. — No  serious  accidents  are  reported  to  men,  plant,  or  jetty  during  the 
past  year;  the  storms  of  the  past  winter  did  some  damage,  but  nothing  to  call  for 
special  mention. 

MiseeUancous. — The  miscellaneous  work  done  on  this  side  during  the  year  was  of  a 
minor  character,  and  consisted  in  giving  the  hoisting  engine  on  the  dock  an  over- 
hauling and  putting  it  in  good  order.  On  this  engine,  Detroit  sight- feed  lubricators 
were  substituted  for  the  old  tallow  cups,  and  new  tubes  were  placed  in  the  boiler 
where  the  tubes  had  burned  out  or  failed  from  any  cause.  No  other  repairs  were 
made  to  the  plant  of  this  jetty. 

Condition  of  south  jetty  June  30,  1S03. — At  the  end  of  last  j'car  tho  works  were  in 
the  following  stage  of  progress:  The  pile  driver  had  completed  the  tramway  for 
the  live  groins  and  had  about  completed  rebuilding  the  main  tramway  to  its  final 
end  under  the  present  modified  project,  and  was  engaged  in  building  the  spur  tracks 
to  enlarge  the  stone  mound  at  its  end;  the  rock  crew  were  placing  rock  upon  the 
main  jetties  and  lilling  in  the  groins,  five  in  number. 

Vile  driver, — The  driver  completed  all  work  called  for,  including  the  building  of 
a  beacon  at  the  end  of  the  jetty,  and  was  hauled  back  to  its  turnout  by  July  3,  and 
the  crew  laid  otV. 

Rock  crew. — During  the  last  year,  this  crew  were  employed  from  July  1  to  Septem- 
ber 30  in  })lacing  rock  upon  the  main  jetty  and  groins,  and  in  that  time  they  placed 
16,393  tons  of  rock,  making  the  enrockment  at  all  points  above  high  tide. 

The  cost  for  the  enrockment  during  the  year  was  as  follows:  Labor  of  unloa<liug 
and  dumping  in  place,  $3,728.82;  supplies  and  fuel,  Jf=578.36;  quarrying  of  stone, 
$5,^^90.95;  towing,  from  quarry  to  jetty,  $1,500;  making  a  total  of  $11,698.13  for 
16,393  tons  of  rock  in  the  jetty,  or  $0,714  per  ton.  This  docs  not  include  the  cost 
nor  de])r<?ciation  of  plant,  but  does  include  the  oftice  expenses  incurred  at  Newport. 

Urpuirs  to  trumuuy. — The  tramway  of  this  jetty  is  old  and  needed  constfint  atten- 
tion and  rc])airs  to  make  it  safe  for  the  rock  trains.  These  were  made  over  its 
entire  length,  and  cost  an  follows:  Labor,  $538.73;  material,  $75.32;  total,  $611.05. 
Tliis  is  an  avernge  of  about  $204.68  per  month.  With  the  exception  of  one  place 
beyond  groin  Xo.  5,  where  the  storms  of  the  i)ast  winter  spent  the  force  of  the  waves, 
it  is  now  in  a  fair  condition  and  will  not  need  further  repairs  for  some  little  time; 
beyond  groin  No.  5  the  rei)airing  will  cost  about  $400  to  make  it  safe  for  the  trains 
and  driver. 

Accidents. — No  accidents  to  the  force  are  reported.  To  the  plant,  the  only  one  of 
note  is  tliat  the  mast  of  the  derrick  on  the  receiving  wharf,  while  lifting  a  large  rock, 
gave  way  on  July  12,  1893.  This  was  replaced  by  a  new  mast  and  the  work  was 
resumed.  The  storms  of  the  past  winter  have  left  the  jetty  as  a  whole  in  fair  con- 
dition, Avith  the  exception  as  noted  above,  beyond  groin  No.  5. 

The  angle  between  the  jetty  and  groin  receives  the  whole  force  of  the  waves  and 
C(mfine8  the  damage  to  about  150  feet  of  jetty  beyond  the  groin,  where,  if  it  were 
not  there,  the  waves  would  race  along  the  entire  jetty  and  the  damage  would  extend 
the  entire  length,  as  in  former  years. 

Miscellaneous. — The  miscellaneous  work  on  this  side  during  the  past  year  consisted 
in  the  repairing  of  ])l:int,  for  which  work  a  carpenter  and  blacksmith  were  con- 
stantly em])loyed;  besides  the  minor  repairs  to  cars  and  scows  that  were  being 
constantly  made,  a  mast  for  the  derrick  was  made  and  erected;  a  new  set  of 
tubes  were  placed  in  tlie  boiler  of  the  hoisting  engine  on  the  receiving  wharf;  a  new 
tube  sheet  j)ut  in  the  locomotive  lire  box;  and  the  engine  for  the  quarry  altered  and 
repaired  before  it  was  sent  to  tln^  cjuarry  for  use  on  the  new  land  derrick.  In  this 
work  of  making  lepairs,  it  has  been  the  aim  to  do  all  possible  work  by  the  regular 
force.  This  has  resulted  in  a  saving  of  time  and  money,  as  it  did  not  re<|uire  any 
of  the  working  ]»lant  to  b(^  removed,  and  advantage  could  be  taken  of  Sundays  and 
nights  to  make  the  re]>airs  on  ]dant  in  use. 

Condition  of  tjuarrjf  Junc.U/,  lS!f3. — At  the  end  of  last  year  the  work  at  the  quarry 
was  in  artive  o])eration  and  i)re}>arations  were  beingmade  to  erect  a  land  derrick  at 
the  lower  end  of  the  (juarry. 

Jloch-. — During  the  year  the  ipiarry  furnished  to  the  jetties  91  scow  loads,  or  21,887 
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tous  of  rock.  lu  gettiug  this  quantity  of  rock  it  was  necessary  to  remove  by  train 
9,127  cars  of  dc'^bris,  or  about  one-half  ton  of  debris  to  a  ton  of  rock  sent  to  U\e  jetties. 

Tlio  cost  during  the  year  for  this  part  of  the  work  was  as  follows :  Labor  of  quarry- 
injr,  rcn  oval  of  debris,  and  loading  on  scows,  $6,681.50;  fuel,  stores,  and  material, 
$481.5;];  total,  $7,166.03.  This  is  the  cost. of  21,887  tons  of  rock  sent  to  the  jctticH,  or 
about  $0,327  per  ton  loaded  on  scows  at  the  quarry.  This  does  not  include  the  cost 
nor  depreciation  of  plant,  but  does  include  the  oflQce  and  incidental  expenses  incurred 
at  Newport. 

Accidenls. — No  accidents  to  the  force  or  plant  are  reported  for  the  year.  The  plant 
is  in  fair  condition. 

Miscellaneous. — During  July  a  new  land  derrick  was  erected  at  the  lower  end  of  the 
quarry,  to  replace  the  one  wrecked  by  the  slide  of  December.  1892.  An  engine  that 
was  stored  at  Newport  was  altered  and  connected  to  this  derrick,  Avhere  it  gives  sat- 
iolaction, 

SomjD  prospecting  was  done  at  a  place  about  1  mile  above  the  present  quarry  to  see 
if  a  better  class  of  rock  could  not  Imj  found.  After  a  small  amount  of  work  was  done 
it  jvroved  to  bo  of  the  same  quality  as  that  which  the  present  quarry  furnishes,  and  no 
further  work  was  done  at  this  site. 

The  mess  house  during  the  past  year  was  run  by  Jacob  Valaer,  who  gave  satisfac- 
tion, no  complaints  having  reached  this  oflQce.  The  food  was  abundant  and  of  excel- 
lent quality. 

Towing. — The  towing  during  the  past  year  was  done  by  the  tugboat  T.  M.  Bichard- 
8011  y  under  a  monthly  contract  for  $500  per  month.  The  cost  of  this  part  of  the  work 
was  $2,000,  and  during  the  four  months  that  work  was  in  progress  she  handled  91 
scows  of  rock,  or  21,887  tons,  making  the  cost  about  $21.98  per  scow  load  of  rock,  or 
$0.09  per  ton,  sent  to  the  jetties.  In  addition  to  this  she  did  all  the  incidental  work 
of  transportation  reouired  on  the  bay.  She  has  given  excellent  service,  and  at  no 
time  during  the  year  nave  we  been  out  of  rock  at  the  jetties. 

Scows. — The  scows  used  last  year  are  the  property  of  the  Government,  and  are  eight 
in  number,  being  numbered  as  follows :  7,  8, 9, 10, 11, 12, 13,  and  14.  They  are  in  fair 
condition,  but  from  constant  use  they  need  hauling  out  and  recalking.  With  this 
done  they  will  be  good  for  several  years.  Repairs  were  made  to  the  sides  and  rakes 
when  necessary.  There  are  six  other  scows  on  the  works,  five  of  them  being  old  and 
unfit  for  work  and  are  not  used  at  all. 

JCxamination  for  rock. — During  December,  1893,  under  instructions,  1  made  an  exami- 
nation and  reported  on  all  possible  quarry  sites  along  the  Oregon  Pacific  Railway, 
tho  company  having  kindly  placed  a  locomotive  at  my  disposal  to  enable  me  to  make 
a  complete  examination. 

Sfirvejf. — During  September  and  October,  1893,  a  complete  survey  of  the  bar  and 
harbor  between  the  jetties  was  made.  This  survey  showed  some  changes  from  tho 
survey  of  the  previous  year,  but  little  of  note  beyond  the  fact  that  the  channel  over 
the  bar  is  farther  to  the  south.  This  survey  has  been  supplemented  by  surveys 
between  tho  jetties  on  March  21  and  May  18.     The  maps  of  all  have  been  sent  to  you. 

To  make  the  survey  on  the  bar,  the  Oregon  Pacific  Railroad  kindly  placed  the  bar 
tug  liesohUe  at  the  service  of  the  Government,  and  we  found  it  of  value  in  enabling 
us  to  work  wlien  otherwise  a  small  boat  would  not  have  been  able  to  go  out. 

Commei'ce. — I  append  to  this  report,  as  usual,  the  commercial  statistics  of  this  port. 
In  this  connection  I  wish  to  call  attention  to  the  fact  that  they  are  small  ])ecause  of 
the  troubles  of  the  railroad,  legal  and  otherwise ;  but  lately  developments  have  taken 
place  in  this  immediate  country  that  are  destined  to  make  very  material  alterations 
in  tho  exports  of  this  bay  and  not  depending  on  tho  railroad  being  extended.  One 
of  them  is  the  working  of  the  Pioneer  Stone  Quarry,  the  proprietors  of  which  have 
begun  the  shipment  of  sandstone  to  San  Francisco  and  other  markets.  The  sales  of 
this  building  stone  have  been  only  limited  by  the  ability  to  quarry  it  fast  enough  to 
meet  the  demand.  The  comi)any  arc  now  putting  in  modern  quarry  machinery  and 
have  a  steamship  engaged  in  taking  full  cargoes  to  San  Francisco. 

Coal. — During  the  last  year  active  work  has  been  going  on  in  the  development  of 
the  coal  lands  in  this  section.  Coal  of  good  quality  Avas  found,  and  it  is  thought  to 
be  in  paying  quantitj^.  lam  told  that  contracts  have  been  let  for  a  diamond  drill 
outfit,  and  a  thorough  examination  will  be  made  of  the  field.  It  is  hoped  that  the 
day  is  not  far  oif  when  this  port  will  yet  ship  products  of  its  own  production  and 
render  the  improvements  already  made  here  productive  of  further  good  to  the  State 
and  General  €rovcrnment. 

Results. — Tho  improvements  under  tho  present  project  are  all  but  completed,  and 
the  results  have  been  very  satisfactory.  Before  the  works  were  connnenced  there 
were  but  7  feet  on  the  b^r  at  low  water.  To-day  there  is  14,  and  there  has  not  been  a 
vessel  bar-bound  for  two  years.  During  the  past  winter  the  ITomer  came  in  during 
the  hardest  and  roughest  storm  of  the  season,  and  it  is  a  common  thing  for  vessels 
calling  at  this  port  to  come  in  at  low  tide.  This  a  few  years  ago  would  not  have 
been  thought  of. 
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Before  closing  this  report,  I  wish  to  express  my  thanks  to  Mr.  M.  W.  Davies,  clerk 
and  timekeeper;  George  Williams,  foreman  at  the  jetties,  and  Arthur  Roebester, 
^  foreman  at  tlie  quarry,  for  the  efficient  and  faithful  services  rendered  by  them  in 
icarrying  out  the  details  connected  with  this  work. 
Very  respectfully, 

J.   G.   HOLCOMBE, 

A88itftani  Engineer. 
Capt.  Thomas  W.  Symons, 

CorpH  of  Engineers. 


COMMERCIAL   STATISTICS. 

Yaquina  Bay  is  in  the  collection  district  of  Yaquina.  Yaquina  City  is  the  j^rt  of 
entry.    The  nearest  light-house  is  at  Yaquina  Head,  4^  miles  north  of  the  entrance. 

The  following  returns  are  furnished  hy  Mr.  J.  G.  llolcombe,  assistant  engineer  in 
local  charge  of  work  at  Yaquina  Bay ;  they  are  for  the  fiscal  year  ending  Juno  30. 
1894: 

AtTivals  and  depariurca  of  reaaels. 


Name  au<l  rig. 


Steamship  TVillametto  Valley. 

Steamsbip  lloincr 

Steanisliip  Del  Norte 

SteamsLip  Scotia 

SteamRbip  Hanzanita* 

Steamship  Columbine  * 

Steam  schooner  Bandorille  . . . 
TugKobart* 


Total 


;  Xet  ton- 
nage. 

Draft 
(loaded). 

Arrirals. 

tares. 

Ft.  in. 

742.09 

13    0 

15 

10 

331.04 

J4    0 

11 

11 

270.66 

12    5 

3 

8 

132.73 

11    4 

1 

1 

450 

10    6 

t 

424. 13 

12    8 

3 

9 

06.33 

8    0 

6 

6 

24.18 

7    5 

32 

83 

73 

74 

1 

Lijlbt-botise  tender. 


Total  aj;gregatc  tonnage  of  arrivalM  and  departures,  39,297 .0.'). 

StcamhoaiH  rnnning  on  the  bag  and  rivei' 


Xanio, 


i  Tonnage.   Draft. 


Kcsolutc 

Volanta 

T.  M.  Kicbardson 


44.92 
44.24 
2t.53 


Ft.  in. 

10  8 
3  G 
5    0 


Service. 


Oregon  Pacific  Eailroad  bar  tug. 
Passenger  boat,  Newport  to  Yaquina. 
Towing  rock  scows,  Government  M-ork-s. 
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Exports  and  imjyoris. 


Articles. 

EXPORTS. 

Agricultural  implements  . 

Apples 

Bran  and  feed 

JiU|io;io8 

Clntiim  bark 

Excelsior 

Eugs.... 

Flour 

G  ranite 

General  merchandise 

Household  goods , 

Hay 

Hides  and  leather , 

Lumber  (62,500  feet,  B.  M.) 

Oats 

Oysters 

old  iron 

Potatoes  and  roots 

Salmon 

Ship  knees 

iStavo  bolts 


Articles. 


EXPORTS — continued . 

Stone 

AVheat 

Woolen  goods 

Wood 

Total 

IMPORTS. 

General  merchandise  and  groceries 

Machinery 

Malt 

Coal 

Sulphur 

Grain  bags 

Dry  goods 

Hartlware 

Tin  plate 

Iron  (pig,  rod,  sheet,  and  pipe) 

Misccilaueous 

Total 


Quantity. 


Tons. 
305 
6,82U 

1G.5 
1,827 


18,274.3 

3, 210. 7 

20.5 

140 

105.5 

18 

66 

62 

326.3 

24 

217.5 

880.6 

5,071.1 

SUMMARY. 


Total  exports. 
Total  importfl 


Tons. 


18, 274. 3 
5,071.1 


Estimated 
value. 


$n03, 000 
28C,  500 


Passengers  aiTive<l  by  sea  during  year 565 

Passengers  departing  by  sea  during  year 657 

Horses  exjwrted  by  sea  during  year 32 

One  small  schooner,  named  LealiCj  of  4  feet  draft  and  9.89  gross  tonnage,  was 
built  at  Newport  during  the  year. 


U  U  7. 


IMPROVEMENT  OF  TILLAMOOK  BAY  AND  BAR,  OREGON. 

Description  of  original  condition, — Tillamook  Bay  is  an  indentation  of 
the  Oregon  coast  about  50  miles  to  the  south  of  the  Columbia  Eiver. 
It  has  a  tidal  area  of  about  13.5  square  miles,  with  a  mean  rise  and  fall 
of  the  tide  of  G.5  feet.    The  usual  bar  exists  at  the  entrance  to  the  bay. 

The  channel  over  the  bar  is  direct  and  shifts  in  position  but  little 
in  comparison  with  the  changes  in  many  of  tbe  Pacific  coast  bars. 
Changes  in  position  and  depth  are,  however,  effected  with  great 
rapidity. 

The  bay  at  low  tide  consists  of  three  channels  running  through  sand 
and  mud  flats.  These  channels  are  of  fair  depth  near  the  entrance, but 
gradually  shoal  up,  giving  depths  of  only  1  or  2  feet  near  the  head  of 
the  bay.  Tillamook  City,  the  principal  town  of  the  region,  is  situated 
on  a  tidal  slough  above  tlie  head  of  the  bay,  and  can  only  be  reached 
by  hght-draft  vessels  at  high  tide.  To  reach  Tillamook  City  it  is 
necessary  to  use  the  middle  channel  of  the  bay.  The  only  other  places 
of  any  importance  on  the  bay  are  situated  along  its  north  shore,  and 
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access  to  theui  is  by  the  north  channel.  There  is  no  navigable  connec- 
tion between  the  north  and  middle  channels  except  very  near  the 
eutran<;e  to  the  bay.  In  consequence  of  this,  vessels  entering  the  bay 
and  going  to  points  along  the  north  shore  in  order  to  reach  Tillamook 
City  are  conipelled  to  retrace  their  course  nearly  to  the  entrance  and 
then  go  up  the  middle  channel. 

Plan  of  improvement. — The  plan  of  imiirovement  covered  by  the  ex- 
isting and  approved  project  is  to  make  a  navigable  pass  from  the  north 
to  the  middle  channel,  so  that  boats  can  go  to  points  along  the  north 
shore  of  the  bay  and  then  keep  right  on  up  to  the  head  ot  the  bay, 
and  up  Iloqnarton  Slough  to  Tillamook  City.  This  involves  the  im- 
provement of  Junction  Bar,  near  the  head  of  the  bay,  by  bnilding  a 
dike  of  piles,  brush,  and  stone  to  deflect  the  waters  from  the  soath 
channel  into  the  middle  channel  and  the  improvement  of  Dry  Stock- 
ing ]>ar  in  lloquarton  Slough  by  closing  one  of  the  two  channels  which 
exist  there. 

The  estimated  cost  of  the  work  approved  was  $100,000. 

Besides  the  work  covered  by  the  existing  project,  other  work  has  been 
done  with  the  former  appropriations,  aggregating  $5,700. 

APPROPRIATIONS. 

Act  of — 

August  11,  1888 $5,200 

September  19,  1890 500 

July  13,  1892 15,000 

Total : 20.700 

Amount  expended  to  June  30^  1893, — The  amount  expended  to  June  30, 
1893,  was  $5,990.18. 

Results  obtained  to  June  30,  1893, — The  work  under  the  existing  proj- 
ect done  up  to  June  30,  1893,  consisted  in  the  letting  of  a  contract  to 
build  dikes  at  Junction  and  Dry  Stocking  bars  to  John  E.  Howard. 
The  a(;tive  ()[)erations  under  the  contract  consisted  in  getting  out  i>iles 
and  brush  and  in  building  the  necessary  scows  for  carrying  on  the  work. 

Amount  c.rpended  during  fiscal  year  ending  June  30, 189 L — The  amount 
of  money  expended  during  the  fiscal  year  ending  June  30,  1894,  was 
$10,700.72. 

Results  obtained  to  June  30,  189 L — The  results  accomplished  to  June 
30,  1894,  were  the  complete  construction  of  the  Dry  Stocking  Bar  Dike, 
900  feet  in  length,  and  the  construction  of  1,200  feet  of  the  Junction 
Bar  Dike  from  Dicks  Point  northward. 

Report  of  operations, — The  actual  work  of  dike  construction  was 
begun  by  the  contractor  in  July,  1893.  The  extremely  inclement  weather 
prevented  an  earlier  commencement. 

The  first  work  done  was  at  Dry  Stocking  Bar.  Uere  an  old  dike  had 
been  built  in  former  years,  which  consisted  of  a  single  row  of  piles, 
with  ])lanking.  Most  of  this  had  been  carried  away,  but  350  feet  in 
length  was  standing,  with  the  i)iles  in  good  condition.  These  old  piles 
were  made  use  of  in  the  construction  of  tlie  new  dike,  which  consisted 
of  a  dcmble  row  of  i)iles  thoroughly  tied  together  longitudinally  and 
laterally  and  lilled  with  brnsh  and  stone  between  the  rows,  and  the 
whole  surmonnting  a  mattress  sill  of  brush  and  stone. 

This  Dry  Stxjcking  Dike  was  completed  in  November,  1893. 

Work  on  the  Junction  Bar  Dike  commenced  in  August,  1893,  and 
was  completed  in  December,  1893.  Its  construction  was  the  same  as 
the  Dry  Stocking  Dike. 

The  material  entering  into  the  Dry  Stocking  and  elunction  Bar  dikes 
and  their  cost  is  as  follows: 
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Piloa.... 
Lumber 
Bolts  . . . 
Spikes . . 
Bmsh  .. 
Wire  ... 
Stone . . . 


Uuit. 


Total 


Feet 

Feet,  B.  M 

Eacli 

Pounds . - . 

Conls 

Pounds . .  - 
Tons 


Price 
per  unit. 


$0.08 
.12 
.16 
.04 
2.50 
.035 
.58 


DryStockiug  Dike. 


Junction  Bar  Dike. 


Quantity. 


5, 532. 5 
18,894 

220 

900 

535.78 
1,380 
2, 560.  28 


Cost. 


I 


$442.60 

226.73 

36.16 

36.00 

1,339.45 

48.51 

1, 484.  97 

3,614.42 


Quantity. 

9,974 
26,213 

405 
2,010 

635.49 
2,079 
3, 567.  07 


Cost. 


$797. 92 

314.56 

64.80 

80.40 

1, 588. 73 

72. 7C 

2,  068. 90^ 


4,988.07 


Mr.  Howard's  contract  required  the  completion  of  the  work  by  Sep- 
tember 1, 1893,  but  owing  to  bad  weather  and  the  force  and  violence  of 
the  elements  the  time  of  completion  was  extended  to  December  1, 1893. 

It  was  not,  however,  completed  until  December  20, 1893,  and  filial 
settlement  was  made  by  the  contractor  being  charged  with  the  expenses 
of  inspection  in  December. 

The  work  was  under  the  personal  charge  and  supervision  of  Mr. 
Philip  G.  Eastwick. 

Recommendations  and  remarJcs, — At  its  head  Tillamook  Bay  receives 
the  waters  of  four  rivers — the  Kilchis,  Wilson,  Trask,  and  Tillamook — 
besides  several  tidal  sloughs.  It  is  about  these  rivers  and  sloughs  that 
is  situated  the  rich  agricultural  country  tributary  to  Tillamook  Bay  and 
frona  which  the  principal  demands  of  commerce  emanate.  The  chief 
commercial  center  of  the  region  is  Tillamook  City,  situated  on  Hoquar- 
ton  Slough.  Hoquarton  Slough  and  the  Trask  and  Tillamook  riv^ers 
unite  and  form  the  main  middle  channel  of  the  bay;  farther  down  the 
Wilson  comes  in,  and  still  farther  the  Kilchis.  It  is  observed  that  the 
troublesome  bars  are  formed  where  these  rivers,  sloughs,  and  channels 
unite  or  diverge,  and  the  main  object  to  be  kept  in  view  in  designing 
the  improvement  of  Tillamook  Bay  is  the  unification  of  the  navigable 
channel  through  the  bay  by  cutting  off  the  secondary  channels  and 
uniting  with  this  navigable  channel  the  other  rivers  and  sloughs  in  the 
manner  best  calculated  to  do  away  with  the  tendency  to  form  bars.  AU 
work  so  far  done  has  had  this  in  view. 

The  completion  of  the  through  channel  along  the  north  shore  and 
thence  direct  to  Tillamook  City  will  be  a  great  advantage  to  the  com- 
munity, and  it  is  recommended  that  funds  be  provided  for  its  accom- 
plishment at  as  early  a  date  as  practicable. 

It  is  estimated  that  $50,000  can  be  profitably  expended  upon  the  proj- 
ect during  the  fiscal  year  ending  June  30, 1890. 

Future  operations, — With  any  further  appropriation  the  first  work 
proposed  would  be  the  extension  of  the  Junction  Bar  Dike.  Work  in 
addition  to  this  would  depend  on  the  result  produced  by  that  already 
done. 

Money  statement, 

July  1, 1893,  balance  unexpended $14,  703. 82 

June  30,  1894,  amount  expended  during  fiscal  year 10,  700.  72 

July  1, 1894,  balance  unexpended 4,  003.  10 

r  Amount  (estimated)  required  for  completion  of  existing  project 85,  000. 00 

j  Amountthatcanbeprofitablyexpendedinfiscalyearending  June30, 189G    50,000.00 
I  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
!      harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3. 1893. 

COMMERCIAL   STATISTICS. 

Efforts  have  been  made  to  secure  the  commercial  statistics  of  Tillamook  Bay,  but 
"Without  success.     If  any  are  received  at  a  later  date  they  will  be  forwarded. 
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U  U  8. 
IMPROVEMENT  OF  ENTRANCE  TO  NEHALEM  BAY,  OREGON. 

Description  of  original  condition. — Xebalem  Bay,  at  liigli  water,  is 
about  2  miles  long  by  IJ  miles  wide  at  widest  part,  and  is  connected 
with  the  ocean  by  a  narrow  channel  extending  in  a  southerly  direction 
about  3  miles.  This  channel  varies  in  width  from  1,0U0  to  2,000  feet  at 
high  tide.  A  low  sandy  peninsula,  about  2.J  miles  long  and  one- fourth 
mile  wide,  lies  to  the  west  of  tliis  channel  and  separates  it  from  the 
ocean. 

The  southern  end  of  this  peninsula  forms  the  northern  shore  of  the 
entrance.  Between  this  and  main  shore,  which  limits  the  entrance  on 
the  south,  is  a  distance  of  1  mile.  The  entrance  channel  shifts  within 
these  limits  of  1  mile,  occupying  sometimes  a  southerly  position  and 
sometimes  a  northerly  one,  and  sometimes  there  are  two  channels,  sep- 
arated by  a  sand  island,  bare  at  low  water.  At  the  time  of  the  survey 
of  June,  1889,  a  depth  of  6  feet  was  found  on  the  bar  at  the  northern 
channel.  The  ordinary  bar  depth  may  be  stated  to  be  about  5  to  6  feet 
at  low  water. 

rian  of  improvement, — The  plan  of  improvement  recommended  by 
Captain  Young  was  to  build  two  high-tide  stone  jetties  converging  until 
the  distance  apart  is  about  500  feet,  and  then,  if  necessary,  running 
out  to  sea  i)arallel  to  each  other  to  such  distance  as  will  insure  a  low- 
water  depth  on  the  bar  of  at  least  8  feet,  the  north  jetty  to  rest  on  the 
end  of  the  sandy  peninsula  and  the  south  jetty  upon  the  mainland, 
the  object  being  to  hold  the  channel  in  its  southerly  position. 

The  cost  of  the  work,  as  estimated  by  Capt.  W.  Young,  Corps  of 
Engineers,  was  $325,927.50. 

Subsequent  estimates,  made  in  May,  1891,  show  that  the  cost  was 
underestimated  by  Captain  Y^oung,  and  that  the  work  will  cost  $712,388. 

ApruoruiATiON. 
Act  of  ScptniilxT  19,  18JM),  •'  for  coininciiccnu'iit  of  jetty  ((nistrnction" $10,000 

Amount  expended  to  June  30, 1893. — The  amount  expended  to  June  30, 
1893,  was  $415.08. 

Results  obtained  to  June  30, 1S93. — No  work  other  than  the  making  of 
a  survey  was  done  and  no  results  were  obtained. 

Amount  expended  during  fiscal  year  ending  June  30^  1894. — There  was 
no  money  exi^ended  during  the  fiscal  year  ending  June  30,  1894.  No 
work  was  done  and  no  results  obtained. 

Report  of  operations. — On  July  22,  1892,  in  accordance  with  instruc- 
tions, the  money  on  hand  .pertaining  to  the  iini>rovement  of  Nehalem 
Bay  was  turned  into  the  United  States  Treasury.  This  leaves  in  the 
Treasury,  available  for  the  work  whenever  started,  $9,584.92. 

Recommendations  and  remarls, — No  project  for  the  improvement  of 
the  Nahalem  having  been  definitely  and  formally  decided  upon,  and  no 
work  of  construction  having  been  authorized  or  commenced,  I  refrain 
from  making  any  rec(mimen(lations  as  to  future  appropriations  or  as  to 
the  amount  that  could  be  profitably  expended  upon  the  work  during 
the  next  fiscal  year. 

Money  statement. 

July  1, 1»0:^,  balance  unoxpoiidoil ^l«9,  584.92 

July  1,  lHy4,  bMlance  iiiu-xpcuacd 9,584.92 
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COMMERCIAL   STATISTICS. 

Nehalem  Bay  is  in  the  collection  district  of  Oregon.  The  port  of  entry  is  Astoria. 
The  nearest  light-house  is  at  Cape  Meares,  13  miles  distant. 

The  following  returns  relative  to  the  commerce  of  Nehalem  Bay  and  river  are 
furnished  by  Mr.  Edward  G.  E.  Wist,  of  Nehalem.  They  are  for  the  fiscal  year  end- 
ing June  30, 1894. 

Arrivals  and  departures  of  vessels. 

The  number  of  vessels  crossing  in  over  the  bar  during  the  year  was  35;  the  number 
crossing  out  was  35.     Of  this  number  23  were  steamers  and  12  were  sailing  vessels. 
Maximum  draft  of  loaded  vessels  was  9  feet  4  inches. 

Exports  and  imports. 


Articles. 

Quantity. 

6,000 

10 

280 

15 

3 

200 

I 

Value. 

EXPORTS. 

Box   and   other   lumber 
(3,000,000ft.,  B.M.).tOD8.. 

Salmon  (barrels) do . . . 

Salmon  (cases) do. . . 

Butter do . . . 

Hides  and  furs do... 

Elk  horns pairs.. 

Dressed  veal  and  beef,  tons . . 
Spars , 

$40,000 

800 

40,000 

6,000 

600 

1,000 

200 

500 

Total 

6,309 

89, 100 

Articles. 

Quantity. 

Value. 

IMPOKTS. 

General  mercband  iso .  tons . 
Machinery  and  agricultu- 
ral implements tons. . 

Cannery  supplies do. . . 

Miscellaneous do... 

500 

40 

150 

10 

$35,000 

1,000 

12,000 

1,000 

Total 

700 

49,000 

SUMMAKY. 


Tons. 


Estimated 
vaiuc. 


Total  exports. 
Total  imports . 


6,  309 
700 


$89, 100 
49,000 


No  vessels  were  built  on  the  bay  during  the  year.  During  the  previous  fiscal  year 
the  amount  of  box  lumber  exported  from  Nehalem  Bay  amounted  to  only  150,000  feet, 
B.  M.  This  year  the  exports  for  box  and  other  manufacturedglumber  foots  up  to 
3,000,000  feet,  B.  M. 


U  U  g. 


IMPROVEMENT  OF   UPPER  SNAKE   RIVER,  IDAHO,  BETWEEN  HUNTING- 
TON BRIDGE  AND  SEVEN  DEVILS  MINING  DISTRICT. 

The  first  approi^riatioii  for  this  work  was  made  ia  the  river  and  harbor 
bill  approved  July  13,  1892. 

Description  of  original  condition, — The  Snake  Eiver  from  Huntington 
bridge  to  the  Seven  Devils  mining  district  flows  through  a  deep  canyon, 
and  is  a  river  generally  swift,  broken  by  rapids  and  studded  with  rocks, 
rendering  navigation  practically  impossible.  The  bed  and  banks  of  the 
river  are  generally  of  hard  basaltic  rock  and  granite. 

Plan  of  improvement — The  plan  of  improvement  consists  in  removing 
obstructing  rocks  and  reefs  from  a  selected  channel  150  feet  wide  and 
putting  in  ring  bolts  and  iron  posts  for  the  convenience  of  loaded  boats 
lining  up  over  the  worst  rapids.  The  estimated  cost  of  the  work  is 
$80,000. 

APPKOPRIATION. 

Act  of  July  13,  1892 $20,000 
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Afnount  expended  to  June  30^  1893. — Tbe  amount  expended  to  June  30, 
1893,  was  $17,998.46. 

Results  obtained  to  June  30 j  i8^5.--The  result  obtained  to  Juno  30, 
1893,  was  the  removal  of  a  large  amount  of  rock  from  the  upper  i)or- 
tion  of  the  river  next  below  Huntington  bridge. 

Amount  expended  during  fiscal  year  ending  June  30^  1891, — The  amount 
expended  during  fiscal  year  ending  June  30, 1894,  was  $1,252.66. 

Results  obtained  to  June  30,  1894, — No  work  was  done  on  the  river 
during  the  fiscal  year. 

Report  of  operations, — The  only  operations  were  the  care  of  property. 

Recommendations  and  remarlcs. — A  large  part  of  the  last  appropria- 
tion had  to  be  expended  in  procuring  the  requisite  outfit  of  drill  scows, 
boats,  tools,  and  plant  generally.  With  the  amount  of  money  avail- 
able for  actual  work  a  good  start  was  made  toward  putting  the  river 
into  a  passably  navigable  condition.  The.  work  was  confined  to  the 
upper  i)ortion  of  the  river,  known  generally  as  Whisky  Eapids,  which 
form  the  worst  obstruction  in  the  stretch  between  Huntington  and  the 
Seven  Devils  country. 

The  steamer  Norma,  which  was  built  for  running  on  this  portion  of 
the  liver,  has  made  but  one  attempt  at  running  the  river,  and  this  was 
in  the  summer  of  1892,  before  the  work  of  improvement  commenced. 
This  trip  apparently  resulted  in  convincing  her  owners  that  the  naviga- 
tion of  the  river  in  its  natural  condition  was  impracticable,  for  she  has 
been  tied  up  ever  since. 

There  is  absolutely  no  commerce  carried  on  on  the  river,  and  the  nav- 
igation of  the  river  must  always  be  difficult  and  dangerous,  in  spite  of 
all  that  can  be  done  in  the  way  of  regularizing  it. 

An  api)ropriati()n  of  $25,000  can  be  profitably  expended  in  carrying 
on  the  wo)  k  during  the  year  ending  June  30,  1896. 

Future  operations, — Future  operations  will  be  to  continue  the  work 
of  rock  removal  with  any  money  available. 

Money  statement, 

July  1, 1803,  baliince  uiicxpeniled $2,  001. 5-i 

June  liO,  lHi)i,  amount  exi)t»nde(l  durini^  fiscal  year 1,  252.  66 

July  1, 1<S()1,  balance  unexpended 748.  88 

{Amount  (estimator )  re(iuirod  for  «>ompletion  of  existing  project 60,  000.  00 
Aniounttliat  canl)e])rolitablyexpendedin  fiscalyearending  June 30,181)6    25,  000.00 
Submitted  in  compliancjo  witli  r<*(iuirements  of  sections  2  of  river  and 
barbor  acts  of  1866  and  1867  andof  sundry  civil  act  of  Marcb  3,  1893. 


tOMMKKCIAL    STATISTICS. 

Tliero  is  no  commerce  on  tliis  jiortion  of  tbe  Snake  1^1  ver. 


U  U  10. 


IMPROVEMENT  OF  T/I'PER  COLUMBIA  AND  SNAKE  KIVEKS,  OREGON  AND 

WASHINGTON. 

Description  of  original  condition, — l-ndcrthe  above  head  it  has  been 
deemed  proper  to  olilcially  include  the  continuous  Columbia  and  Snake 
rivers  from  Cclilo,  Oreg.,  at  the  head  of  The  Dalles,  to  Asotin,  Wash., 
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situated  on  the  Snake  about  7  miles  above  its  junction  with  the  Clear- 
water. 

The  Upper  Columbia  and  Snake  form  a  continuous  line  of  navigable 
river,  but  broken  by  many  rapids,  rendering  navigation  difficult  and 
dangerous. 

These  rapids  are  in  nearly  every  instance  caused  by  rocky  bars,  with 
occasional  bowlders,  and  the  channels  are  crooked  and  narrow. 

Before  improvement  the  ruling  depth  at  low  water  was  2  to  3  feet  on 
many  of  these  bars,  some  of  which  were  practically  impassable  at  low 
water. 

The  Columbia  was  navigable  all  the  year  round,  except  when  closed 
by  ice.  The  Snake  was,  however,  only  navigable  during  high  water 
and  from  three  to  four  months  in  the  spring  of  the  year.     ' 

Flan  of  improvennent, — Previous  to  1877  $120,000  had  been  appropri- 
ated for  the  work  of  improvement,  aud  had  been  expended  in  surveys 
8«id  rock  removal  at  the  principal  rapids. 

In  1877  Maj.  J.  M.  Wilson  made  a  project  for  the  improvement  of  the 
Upper  Columbia  and  Snake  rivers,  consisting  of  removing  rock  bowlders 
and  rocky  reefs  and  scraping  gravel  bars  in  the  Columbia  and  Snake  as 
far  as  Lewiston.    The  estimated  cost  of  this  work  was  $132,000. 

The  present  project  or  plan  of  improvement  consists  in  removal  of 
bowlders,  gravel  bars,  and  rock  ledges,  and  putting  in  such  contraction 
works  as  may  be  necessary. 

The  estimated  cost  of  the  work  has  not  yet  been  accurately  deter- 
mined because  of  the  lack  of  full  and  continuous  surveys,  and  because, 
from  the  nature  of  things,  it  can  not  be,  as  many  of  the  obstructions 
which  it  is  necessary  to  remove  are  continually  recurring. 

By  the  terms  of  the  river  and  harbor  act  of  July  13, 1892,  the  upper 
limit  of  work  under  this  head  was  extended  from  Lewiston,  Idaho,  to 
Asotin,  Wash.,  a  distance  of  7  miles. 

Ari'UOPKIATIONS. 

Upper  Columbia  River,  act  of — 

June  10,  1873 $50,000 

June  23,  1874 20,000 

March  3,  1875 35,000 

Total 105,000 

Upper  Columbia  and  Snake  rivers,  act  of — 

August  14,  1876 •. 15,000 

June  18,  1878 20,000 

March  3,  1879 20,000 

June  14,  1880 15,000 

March  3,  1881 15,000 

August  2,  1882 6,000 

July  5,  1884 20,000 

Augusts,  1886 10,000 

August  11,  1888 10,000 

September  19,  1890 20,000 

July  13, 1892 15,000 

Total 166,000 

Aggregate 27 1, 000 

Amount  expended  to  June  30,  1893, — Tlie  amount  expended  on  the 
project  to  June  30,  1893,  was  $1G2,1)G5.98. 

Results  obtained  to  June  30,  1893, — The  results  obtained  to  June  30, 
1893,  have  been  the  effectual  clearing  out  of  all  the  worst  obstructive 
rocks  and  reefs  between  liiparia  and  Asotin  in  existence  before  work 
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ceased,  besides  the  work  of  rock  removal,  dikes  were  built,  in  accord- 
ance with  the  approved  i)rqject,  at  Wild  Goose  Island  and  Log  Cabin 
Kapids.  These  dikes  had  not  been  fully  completed,  but  work  was  in 
progress  at  the  close  of  the  year.  The  portions  already  built  had  a 
good  effect  in  deepening  the  water  on  the  bars. 

Amotmt  expended  during  fiscal  year  ending  June  30, 1S94, — ^The  amount 
expended  during  the  fiscal  year  ending  June  30,  1894,  was  $2,743.98. 

Results  obtained  to  June  30, 1891, — As  the  only  work  done  to  tbo  river 
was  adding  some  stone  to  the  Wild  Goose  Island  Dike  during  July, 
1893,  the  results  obtained  differed  very  little  from  those  above  reported 
for  the  preceding  year. 

Report  of  operations. — The  work  of  dumping  stone  on  the  Wild  Goose 
Island  13ike  continued  until  July  31,  1893,  when  the  force  was  dis- 
banded, and  the  boats  and  property  left  in  charge  of  a  watchman. 
During  July,  9  scow  loads  of  rock  were  added  to  the  dike. 

The  boats  and  all  property  connected  therewith  were  taken  to  Lew- 
iston  and  left  in  charge  of  a  watchman. 

Recommendations  and  remarks. — The  river  between  liiparia  and  Aso- 
tin is  an  important  highway  of  commerce.  Besides  the  permanent 
work  of  dike  construction  andregularization,  there  is  and  always  will 
be  work  required  on  this  river  of  a  temporary  character,  consisting  of 
the  removal  of  water  and  ice-borne  bowlders,  which  lodge  in  the  shal- 
lowest portions  of  the  channel  and  cause  dangerous  obstructions,  and 
which,  even  if  known  and  avoided,  limit  materially  the  loads  that  can 
be  carried  on  the  steamboats  plying  on  the  river.  The  work  done  on 
the  river  between  Lewiston  and  Asotin  in  removing  these  bowlders  has 
doubled  the  carrying  capacity  of  the  steamers  employed. 

It  is  recommended  that  an  appropriation  of  $20,000  be  made  for  the 
Upper  Columbia  and  Snake,  as  this  amount  can  be  profitably  expended 
during  the  fiscal  year  ending  June  30, 1896. 

Money  statement, 

July  1 ,  1893,  balance  unoxpeniled $3, 1S9. 46 

Juno  30,  1894,  amount  expoudeil  during  fiscal  year 2, 743. 98 

July  1 ,  1894,  babmce  unexpended 445. 48 


'Amount  (estimated)  required  for  completion  of  existing  project IndefiAite. 

Amount  that  can  b«  profitably  expended  in  fiscal  year  ending  June  30, 1896    20, 000. 00 
Submitted  in  compliance  "with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  Marcb  3, 1893. 


COMMERCIAL   STATISTICS. 

The  following  returns  are  furnished  by  Capt.  B.  K.  IVgram,  Kuperintendent  of 
"water  lines,  Union  Pacific  system : 

Shipping. — Following  are  the  names  of  steamers  operated  by  Union  Pacific  Rail- 
road Company  upon  Snake  Kivcr,  between  Kiparia  and  Lewiston  and  intermediate 
landings,  during  the  fiscal  year  ending  Juno  30,  1894,  together  "with  their  tonnage, 
draft,  and  amount  of  freight  carried : 


XaiiK*. 


Spokane. 
AlmotA  . 


Xet  tou- '    Dr»fL     i  Freisht 
uasre.    ',  loaded,      carried. 


I     Feet. 

531.  C8  ,  4 

395. 24  4. 5 


Total. 


Tmu, 
2.215 

7,' 


ft,8M 


Total  freight  carried,  9,854  tona;  e8timatt^d  value  of  $225,000.    Total  number  of  paMCBgcra  earried. 
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U  U  II. 

IMPROVEMENT  OF  COLUMBIA  RIVER  BETWEEN  HEAD  OF  ROCK  ISLAND 
RAPIDS  AND  FOOT  OF  PRIEST  RAPIDS,  WASHINGTON. 

Description  of  original  condition, — The  portion  of  the  Columbia  from 
the  head  of  Rock  Island  Eapids  to  the  foot  of  Priest  Eapids  is  about 
60  miles  in  length.  The  river  flows  generally  through  a  deep  canyon. 
The  banks  for  the  greater  part  of  the  way  are  nearly  precipitous  bluffs 
from  1,000  to  3,000  feet  high,  composed  of  columnar" black  basalt.  The 
country  bordering  the  river  is  rocky  and  sterile. 

The  three  principal  obstructions  to  the  navigation  of  this  portion  of 
the  river  are  Rock  Island,  Cabinet,  and  Priest  rapids.  At  Rock  Island 
Rapids  the  river  has  cut  around  both  sides  of  a  large  island  of  rock. 
The  channel,  however,  on  each  side  is  very  much  obstructed  with  reefs, 
rocks,  and  points  sharply  projecting  from  the  shore.  The  result  is  a 
waterway  so  much  restricted  at  all  stages  aa  to  dam  up  the  waters  to 
such  an  extent  that  they  escape  over  lines  of  very  steep  slope,  and 
amidst  great  masses  of  reef,  rocks,  and  high  projecting  islands.  A 
great  reef  is  found  a  short  distance  above  the  head  of  the  island  which 
has  caused  extensive  deposits  of  gravel,  nearly  choking  the  channel  at 
low  water. 

The  river  here  has  a  fall  of  10  feet  in  3,000  feet,  and  12 J  feet  in  8,000 
feet  at  a  stage  as  nearly  as  can  be  ascertained  of  4  feet  above  low  water. 

At  Cabinet  Rapids,  a  mass  of  basaltic  rock  projected  from  the  left 
shore  nearly  two-thirds  across  the  channel  of  the  river,  deflecting  the 
current  and  causing  it  to  impinge  upon  the  nearly  vertical  basaltic  rocks 
of  the  right  bank.  Other  masses  of  rock  existed  in  the  channel  in  and 
about  the  main  rapids.  The  fall  here  is  10  feet- in  a  distance  of  8,000 
feet. 

At  Priest  Rapids  there  are  seven  principal  rapids  extending  over  a 
length  of  10  miles  of  river. 

The  total  fall  in  this  distance  is,  at  low  water,  72  feet,  and  at  high 
water  about  C3J  feet. 

In  all  these  rapids  the  river  runs  through  and  over  hard,  rough,  and 
jagged  basaltic  rocks. 

Pla7i  of  improvement, — The  plan  of  improvement  under  which  work 
has  ieeu  carried  on  consists  in  removing  obstructing  rocks  at  Priest, 
Cabinet,  and  Rock  Island  rapids,  and  putting  in  at  all  locations  where 
they  would  be  convenient  iron  posts  and  ringbolts  to  which  ascending 
boats  could  make  fast  their  lines  and  then  wind  themselves  up  over  the 
rapids  by  means  of  their  steam  capstans,  with  which  all  such  boats 
would  naturally  be  provided. 

The  estimated  cost  of  the  work  proposed  was  $550,000,  but  subse- 
quent study  and  consideration  are  convincing  to  the  fact  that  neither 
this  nor  any  other  sum  in  reason  will  be  sufficient  to  attain  the  object 
aimed  at,  of  giving  a  commercially  practicable  navigation  past  these 
obstructions  under  the  existing  plan  and  project. 

In  addition  to  this  a  survey  of  the  Columbia  from  the  head  of  Rock 
Island  Rapids  to  the  international  boundary  line  was  authorized. 

APPirOPKlATlOX. 

Act  of  September  19,  1890,  $70,000,  of  which  $10,000,  or  so  much  thereof  as  may  be 
necessary,  may  be  used  in  the  survey  of  the  Columbia  River  from  the  international 
boundary  line  to  Rock  Island  Kapids. 

Amount  expended  to  June  30, 1893, — The  amount  expended  to  June 
30,  1893,  was  $61,789.08,  divided  as  follows: 

ENG  94 1C3 
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For  survey  of  river  from  international  boundary  lino  to  Rock  Island 

Rapids 110,000.00 

For  improyemeut  of  river  at  Priest,  Cabinet,  and  Rock  Island  rapids 51, 789.08 

Besxilts  obtained  to  June  30,  1893, — At  Priest  Rapids  a  large  amount 
of  rock  had  been  removed  from  the  channel  selected  for  improvement, 
without,  however,  benefiting  navigation  to  any  marked  degree. 

At  Cabinet  Eapids  a  number  of  projecting  rocks  along  the  right 
bank  had  been  removed,  and  some  rocky  island  masses  near  the  left 
bank  were  honeycombed  with  drifts  and  drill  holes,  loaded  with  dyna- 
mite and  blasted,  dividing  the  rock  into  small  fragments,^  whiek  it  is 
expected  will  be  washed  away  by  subsequent  high  waters. 

]f  this  is  the  case  Cabinet  Eapids  will  be  improved  to  as  great  an 
extent  as  appears  necessary  in  the  way  of  rock  removal. 

A  number  of  ringbolts  have  also  been  put  in  at  various  points  along 
the  river  for  convenience  of  boats  lining  over  the  rapids,  if  any  should 
attempt  it. 

The  work  at  Hock  Island  Eapids  was  conducted  with  the  object  in 
view  of  removing  obstructions  which  existed  to  boats  lining  up  along 
the  right  bank  during  the  higher  stages  of  the  river,  and  which  endan- 
gered  boats  in  running  down. 

That  which  has  been  done  at  both  Cabinet  and  Eock  Island  rapids 
would  be  of  benefit  to  navigation  if  any  existed. 

The  survey  of  the  river  from  the  international  boundary  line  to  the 
mouth  of  the  Okanogan  was  completed. 

Amount  expended  during  fiscal  year  ending  June  30  j  1894, — The  amount 
expended  during  the  fiscal  year  ending  June  30,1894,  was  $200.31,  in 
connection  with  office  expenses  and  care  of  property. 
^  Results  obtained  to  June  30,  1894, — As  no  work  was  done  to  the  river 
in  the  way  of  improvement,  the  results  obtained  do  not  vary  from  those 
above  reported. 

The  survey  authorized  by  the  appropriation  has  been  completed 
and  the  results  published  in  my  last  annual  repoit. 

Report  of  operations, — No  work  in  connection  with  the  improvement 
was  done  during  the  year. 

Recommendations  and  remarhs, — I  desire  to  invite  attention  to  the 
statements  under  this  head  in  my  annual  report  for  1891  on  the  "Upper 
Columbia  from  the  head  of  Eo(*k  Island  Eapids  to  the  foot  of  Priest 
Eapids,''  and  the  "Upper  Columbia  and  Snake,"  pp.  3212  and  3226, 
Eeport  of  Chief  of  Engineers,  I  J.  S.  Army. 

As  the  improvement  of  this  river  by  any  system  of  regultmzation  to 
give  practicable  navigation  appears  to  be  chimerical,  and  as  there  is 
no  navigation  of  the  river,  no  further  appropriation  is  suggested  for 
the  work. 

Money  statement. 

July  1. 1893,  balance  unexpended $8,  210. 92 

.June  30, 1894,  amount  expended  during  liscal  year 200. 31 

July  1, 1894,  balance  unexpended 8, 010. 61 


COMMKRCIAL    STATISTICS. 


Tliere  is  no  commorco  of  any  kind  on  the  portion  of  the  Upper  Columbia  from  the 
foot  of  Priest  Hapids  to  tlie  bead  of  Rock  Island  Rapids.  Above  Rock  Island  Rap- 
ids steamers  are  runninj^  from  tbe  Great  Northern  Railway  to  the  Okanogan. 

Tbe  followiu<:f  information  relative  to  tbe  commerce  of  that  portion  of  the  Up^r 
Columbia  is  furnisbed  by  tbe  Weujitcheo  and  Okanogan  Transportation  Company: 
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Following  are  the  names  of  steamboats  running  between  Rock  Island  Rapids  and 
the  month  of  the  Okanogan  and  Lntennediato  landings,  with  amount  of  freight  car- 
ried by  same  during  fiscal  year : 

iSteamer  Ciiif  of  Ullensburg  runa  from  Wenatchee  to  Virginia  City,  making  two 
round  trips  a  week.    Avcj^-age  amount  of  freight  carried  on  round  trip,  65  touw. 

Steamer  Nixon  runs  from  Wenatchee  to  Virginia  City,  makug  irregular  round 
trips.    Average  amount  of  freight  carried  on  round  trip,  400  ions. 

Average  number  of  passengers  carried  by  each  boat  on  the  up  trip,  10. 

Nature  of  cargo  on  up  trips,  lumber  and  general  merchandise. 

Nature  of  cargo  on  down  trips,  hides  and  ore. 

Total  amount  of  freight  carried  during  year,  5,000  tons. 

Eatimated  value  of  same,  $150,000. 


U  U  12. 
IMPROVEMENT  OF  WILLAPA  RIVER  AND  HARBOR,  WASHINGTON. 

The  first  appropriation  for  this  work  was  made  in  the  river  and  har- 
bor act  approved  July  13,  1892. 

Description  of  original  condition. — Willapa  Harbor,  formerly  known 
as  Shoalwater  Bay,  connects  with  the  Pacific  Ocean  28  miles  to  the 
north  of  the  entrance  to  the  Columbia  Eiver.  The  only  portion  of  the 
harbor  to  which  any  consideration  in  the  way  of  improvement  has  been 
given  is  that  in  the  vicinity  of  South  Bend,  the  principal  city  of  the 
hai'bor,  and  the  terminus  of  the  railroad  from  the  main  line  of  the 
Northern  Pacific  at  Chehalis, 

South  Bend  is  situated  very  near  the  mouth  of  the  Willapa  liiver. 
Just  at  the  upper  limits  of  the  town  the  river  divides  into  a  main  chan- 
nel and  a  secondary  channel,  known  as  Mail  Boat  Slough.  This  divi- 
sion of  the  waters  caused  bars  to  form  in  the  main  channel  at  both  the 
upper  and  lower  ends  of  the  slough.  There  were  also  several  bars  in 
the  river  proper  between  South  Bend  and  Willapa  City. 

Flan  of  improvement, — The  plan  of  improvement  adopted  consists  in 
building  a  dike  of  piles,  brush,  and  stone  across  the  head  of  Mail  Boat 
Slough,  in  order  to  concentrate  the  ebbing  and  flooding  currents  into 
the  main  channel,  and  thereby  produce  as  great  a  scour  as  possible  on 
the  shoals  at  the  head  and  foot  of  the  slough.  Also  to  dredge  a  chan- 
nel 100  feet  wide  and  8  feet  deep  at  low  water  through  the  reef,  just 
below  Willapa  City,  and  to  close  Louderback  Slough  with  ai)ile,  brush, 
and  stone  dike,  with  the  object  of  compelling  the  currents  to  scour  a 
channel  through  the  bar  in  the  river  at  its  lower  end.  The  estimated 
cost  of  the  work  is  $31,350. 

APPROPRIATION. 

Actof  July  13,  1892 $18,000 

The  language  of  the  appropriation  is  as  follows :  ''  Improving  Willapa 
Biver  and  Harbor,  Washington,  $18,000,  of  which  $8,000  may  be  used 
for  closing  Mail  Boat  Slough." 

Amount  expended  to  June  30j  1893, — The  amount  expended  to  June 
30, 1893,  was  $11,658.72,  of  which  $0,318.73  was  expended  in  building 
the  Mail  Boat  Slough  dikes  and  $5,339.99  in  the  work  of  excavating 
the  shoal  bar  below  Willapa  City. 

Results  obtained  to  June  30^  1893. — The  Mail  Boat  Slough  dikes  were 
completed  and  the  excavation  of  the  shoal  just  below  WiUajm  City  was 
about  one-third  completed. 

The  building  of  the  Mail  Boat  Slough  dikes  compelled  a  much 
stronger  current  in  the  main  river  along  the  South  Bend  water  front 
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and  a  deepening  of  the  water  over  the  bar  at  the  lower  end  of  the 
slough. 

Soundings  taken  when  the  dike  was  completed  show  a  deepening  of 
the  water  over  this  bar,  akeady  brought  about  by  the  action  of  the 
dike  and  a  marked  widening  of  the  deep  channel  across  it. 

Amount  expended  during  fiscal  year  ending  June  30 ^  1894. — The  amount 
of  money  expended  during  the  fiscal  year  ending  June  30, 1894,  .was 
$5,842.66. 

Results  obtained  to  June  30, 1894. — The  Mail  Boat  Slough  dikes  had 
been  completed  at  the  close  of  the  last  fiscal  year  and  a  channel  was 
completed  through  the  Willapa  City  shoal.  This  channel  was  not 
completed  to  the  full  width  called  for  by  the  project  owing  to  the  lack 
of  funds.  I 

Report  of  operations. — At  the  beginning  of  the  fiscal  year  the  work 
of  removing  the  Willapa  City  shoal  was  in  progress.  This  was  con- 
tinued until  August,  when  work  ceased,  owing  to  lack  of  money.  There 
were  removed  altogether  3,256.9  cubic  yards,  leaving  772  cubic  yards 
yet  to  be  removed  to  complete  the  shoal  to  the  width  and  depth  called 
for  by  the  approved  project. 

This  work  was  done  by  contract  with  Mr.  D.  D.  Clarke.  This  con- 
tract required  the  completion  of  the  work  by  July  1, 1893,  but  owing 
to  bad  weather  and  the  extreme  difficulty  of  the  work  he  was  unable 
to  complete  it  on  time,  and  the  contract  was  extended  to  September 
1, 1893. 

Recommendations  and  remarks. — The  amount  named  in  the  river 
and  harbor  bill  which  has  passed  the  House  will  be  ample  to  complete 
the  project  outlined  for  Willapa  River  and  Harbor,,  and  no  further 
appropriation  is  therefore  recommended. 

Future  operations. — With  any  new  appropriations  it  will  be  recom- 
mended to  repair  the  Mail  Boat  Slough  dikes  if  found  necessary,  finish 
the  excavation  for  the  channel  through  the  shoal  just  below  Willapa 
City,  and  close  Louderback  Slough  with  a  dike,  leaTing  a  gap,  protected 
by  a  mattress  sill,  for  the  passage  of  boats,  logs,  etc. 

Money  statement, 

July  1,  1893,  balance  luicxpeiidod $6, 341. 28 

June  30,  18ii4,  amount  expended  during  liMcal  year 5, 842. 66 

July  1, 1894,  balance  unexpendcil 498. 62 

{Amount  (estimated)  required  Tor  completion  of  existing  project 13,350.00 
Amount  that  can  be])roiital)l.y  ex])endedin  liscalyearendiugJuue30, 1896    13,  350.00 
Submitted  in  com])lianco  with  requirements  oi'  sections  2  of  river  and 
harbor  acts  of  18GG  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 
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Willapa  Harbor  is  in  the  collection  district  of  Puget  Sound.  South  Bend  is  the 
8ub])ort  of  entry.  The  nearest  light-house  is  on  Toke  Point,  at  the  north  side  of  the 
entrance. 

The  following  returns  relative  to  the  connnerce  of  Willapa  Harbor  and  River  arc 
furnished  by  Deputy  Collector  A.  J.  Ferrandiui,  of  the  suliport  of  South  Bend;  they 
are  for  the  iiscal  year  ending  June  30,  1891. 

Arrivals  and  (hpartarcs  of  vcnseh. — The  number  of  vessels  arriving  iu  Willapa 
Harbor  during  the  year  was  342;  the  number  departing  was  342.  Of  this  number, 
280  were  steamers  and  62  were  sail  vessels.  Maximum  draft  of  loaded  vessels  was 
20i  feet. 
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ExporU  and  imporls. 


Arllcla. 
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K,»0 
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si  WO 
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3,  mo 

1B0,D00 

C«nb«rrto»  n.a  oilier  Iniit . 
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U  U  13. 

IMPROVEMENT  OF  GRAYS  HARBOR  AND  CHEHALIS  RIVER,  WASHINGTON. 

The  first  appropriation  for  this  work  was  made  iu  the  river  and  har- 
bor act  approved  July  13, 1892. 

Description  of  original  condition. — The  Chehalis  Eiver  ia  the  principal 
tributary  of  Grays  Harbor.  From  the  town  of  Montesauo  to  the  bay 
the  river  has  generally  sufficient  water  to  enable  coasting  vessels  to 
reach  Montesauo,  but  there  are  four  shoals  which  seriously  inconimode 
navigation.  At  the  bead  of  Grays  Harbor  the  waters  divide  into  two 
channels,  one  running  down  the  north  and  the  other  down  the  south 
Bide  of  the  bay.  There  is  also  a  middle  channel  connecting  the  north 
and  south  channels.  In  consequence  of  the  division  of  the  waters- 
shoals  exist  near  the  head  of  the  bay,  seriously  Incommoding  and  lim- 
iting navigation. 

Plan  of  improvement. — The  plan  of  improvement  adopted  is  to  remove 
the  shoals  from  the  river,  so  as  to  give  a  depth  of  16  feet  at  half  tide, 
by  dredging  and  closing  side  sloughs  and  channels,  and  iu  the  bay  to 
build  dikes  of  piles,  brush,  and  stone  to  partially  close  the  south  chan- 
nel, leaving  a  passageway  1,000  feet  wide  and  about  8  feet  deep,  and 
wholly  close  the  middle  channel,  with  the  object  of  compelling  more  of 
the  ebbing  and  flooding  waters  to  flow  through  the  north  channel  and 
scour  away  the  existing  bars. 

The  estimated  cost  of  the  whole  work  proposed  is  $150,000, 


Act  of  July  13,  1892 J50, 000 

Amount  expended  to  June  30,  1893. — The  amount  expended  to  June 
30,1893,wa8«5,672.97. 
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Results  obtained  to  June  30^  1893. — Up  to  the  close  of  the  fiscal  year 
the  works  had  but  fairly  been  started.  They  had  not  progressed  far 
enough  to  produce  any  appreciable  effect  in  deei)ening  the  water  at 
the  troublesome  shoals. 

Amount  expended  during  the  fiscal  year  ending  June  30^  1894. — The 
amount  expended  during  the  fiscal  year  ending  June  30, 1894,  was 
$43,901.94. 

Results  obtained  to  June  30^  1894. — The  plat  herewith  shows  the 
location  of  the  dikes  built  for  the  improvement  of  Grays  Harbor,  as 
they  were  actually  constructed.  The  Upper  Dike  from  the  south  shore 
of  the  bay  to  Kennies  Island  was  completed  and  the  dike  crossing  the 
middle  channel  was  partially  completed.  In  this  dike  all  the  piles 
were  driven,  the  mattress  laid,  and  brush  and  stone  added  in  sufScient 
quantities  to  bring  the  mass  up  to  a  low-water  level,  and  in  some  places 
above. 

Work  ceased  January  19, 1894,  funds  being  exhausted. 

Just  before  the  completion  of  the  work  a  survey  was  made,  the  results 
of  which  are  shown  on  the  accompanying  plat. 

The  results  of  the  completed  work  are  very  gratifying,  as  the  water 
has  deepened  fully  two  feet  over  Cow  Point  bar,  near  the  head  of 
Kennies  Island,  and  the  channels  across  the  bar  below  Hoquiam  have 
been  readjusted  and  deepened  materially. 

Report  of  operations. — As  stated  in  my  ls\pt  annual  report,  the  con- 
tract for  doiug  the  work  at  Grays  Harbor  was  awarded  to  Mr.  John  B. 
Howard,  of  Killgaver,  Oreg. 

Mr.  J.  M.  Olapp  was  appointed  inspector  and  in  local  charge  of  the 
work. 

Active  operations  began  April  2,  1893,  and  continued  until  January 
19,  1894. 

The  plat  herewith  shows  the  location  of  the  dikes  as  they  were  actually 
constructed,  with  longitudinal  sections  of  the  dikes  and  channels  crossed 
by  them,  together  with  illustrative  drawings  of  the  dikes  constructed. 

The  total  length  of  dike  and  mattress  sill  constructed  was  10,786  feet, 
or  over  2  miles.  Mr.  Clapp's  report,  which  is  herewith,  gives  an  account 
of  the  operations  more  in  detail  and  si>ecifies  the  amount  of  material 
put  into  the  work  and  its  cost. 

Recommendations  and  remarks. — It  is  believed  that  the  sum  of  $5,000 
will  be  sufficient  to  complete  the  dikes  in  Grays  Harbor,  including  such 
repairs  as  may  be  found  necessary.  The  balance  of  any  appropriation 
that  may  be  made  will  then  be  available  for  expenditure  in  improving 
the  Chelialis  Kiver  in  accordance  with  the  project,  which  calls  for  clos- 
ing certain  sloughs  and  secondary  channels,  and  dredging  existing  bars 
to  secuie  a  depth  of  10  feet  at  half  tide. 

It  is  quite  probable  that  the  closure  of  the  sloughs  and  secondary 
channels  may  result  in  deepening  the  water  at  the  shoal  place.s,  and 
thus  reduce  the  amount  of  dredging  required  to  secure  the  depth  aimed 
at. 

To  carry  out  the  project  it  is  recommended  that  $50,000  be  appropri- 
ated, as  this  sum  can  be  advantageously  expended  during  the  next 
fiscal  year. 

Future  operations. — The  operations  with  anew  appropriation  will  con- 
sist in  completing  the  dike  across  the  middle  channel,  and  making  any 
repairs  that  may  be  necessary  on  the  Upper  Dike,  and  in  making  a 
survey  to  determine  the  extent  of  the  channel  changes  produced  by 
these  (likes.  The  small  dikes  in  the  upper  river  will  then  be  built  and 
the  money  remaining  used  for  dredging. 

The  report  of  Mr.  J.  M.  Clapp,  in  local  charge  of  the  work,  is  herewith. 
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Money  Htateinent. 

July  1,  1893,  balaucc  unexpended $44, 327. 03 

Juno  30,  1894,  amount  expended  during  fiscal  year 43,  901. 94 

July  1 ,  1894,  balance  unexpended 425. 09 

{Amount  (estimated)  required  for  completion  of  existing  project 100,000.00 
Anion  nt  that  can  be  profitably  expended  i  n  fiscal  year  ending  J  luie  30,1896    50,  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  nnd 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


REPORT  OF  MR.   J.    M.   CLAPP. 

Portland,  Oreg.,  January  26,  1894, 

Captain:  I  have  the  honor  to  make  the  following  report  of  the  construction  of 
the  dikes  built  in  Grays  Harbor,  Washington,  during  the  past  year: 

Grays  Harbor  is  an  arm  of  the  Pacific  Ocean,  situated  about  40  miles  north  of  the 
mouth  of  the  Columbia  River  and  abont  100  miles  south  of  Cape  Flattery,  Ijnng 
wholly  within  the  St^te  of  Washington. 

Its  principal  tributary  is  the  Chehalis  River,  and  at  the  point  where  this  river 
joins  the  harbor  obstructions  to  navigation  occur.  These  are  caused  by  the  Chehalis 
Kiver  forking  and  forming  two  channels;  the  one  called  the  ''north"  channel,  the 
other  called  the  "south"  channel.  These  two  channels  are  connected  at  a  point 
about  3  miles  downstream  by  a  middle  channel. 

Two  shoals  present  themselves,  wliich  cause  the  obstructions  to  navigation,  the- 
one  called  the  lower  shoal  being  in  the  vicinity  of  the  junction  of  the  middle  chan- 
nel with  the  north  channel.  The  other,  or  upper  shoal,  being  in  the  vicinity  of  the 
place  of  forking  of  the  Chehalis  River,  and  is  commonly  known  as  Cow  Point  Bar. 

It  was  with  a  view  of  removing  these  shoals  so  that  ocean-going  craft  drawing 
16  feet  of  water  might  be  able  to  cross  them  at  a  half  stage  of  the  tide  that  the 
works  of  improvement  were  undertaken.  The  average  rise  of  the  tide  at  these 
points  is  about  8.5  feet. 

The  project  for  the  improvement  as  adopte<l  was  to  construct  two  dikes  of  piles, 
brush,  and  stone,  the  one  partially  closing  the  south  channel  in  the  vicinity  of  Cow 
Point,  the  other  wholly  closing  the  middle  channel. 

In  the  Cow  Point  Dike  a  water  passage  way  of  1,000  feet  was  to  be  left,  having  a 
governing  depth  of  water  over  the  same  of  about  8  feet,  which  depth  was  to  be 
retained  by  tne  construction  of  a  continuous  mattress  sill  of  brush  fascines,  woven 
together  by  annealed  iron  wire,  and  sunken  and  held  in  position  by  weighting  it 
with  rock. 

The  object  of  this  project  was  to  compel  more  of  the  ebbing  and  flooding  waters 
to  pass  through  the  north  channel,  and  by  so  doing  scour  away  the  above-men- 
tioned shoals,  which  are  believed  to  be  composed  of  sand  and  other  sedimentary 
deposits,  aided,  perhaps,  by  dredging. 

The  river  and  harbor  act  of  July  13,  1892,  contained  an  appropriation  of  $50,000 
for  the  improvement  of  this  harbor. 

The  contract  for  the  building  of  the  above-mentioned  dikes  was  awarded  to  John 
E.  Howard,  of  Killgaver,  Oreg,  his  being  the  lowest  of  the  several  bids  offered. 

The  aggregate  amount  of  this  bid  was  $44,086.50.  The  original  length  of  dike  as 
iixjendcd  was  7,500  feet.  The  original  length  of  mattress  sill  as  intended  was  1,000 
feet.     Total,  8,500  feet.     Of  this  length  2,000  feet  were  to  close  the  middle  channel. 

Acting  under  your  instructions,  I  proceeded  to  Hoquiam,  Wash.,  and  assumed 
local  charge  of  the  works  in  this  harbor  as  inspector  March  27, 1893.  Active  opera- 
tions began  April  2,  1893,  the  first  work  being  the  driving  of  the  temporary  piles 
along  the  site  of  the  mattress  sill,  round  and  about  which  the  mattress  sill  was 
ccmstructed,  the  pile-driving  and  mattress-making  going  on  simultaneously. 

Coiistntciion  of  mnf tress  sill. — By  the  ai:l  of  two  floats,  constructed  of  logs  and 
planks,  one  placed  on  either  side  of  the  row  of  temporary  piles  and  directly  o])po»ite 
each  other,  the  mattress  sill  was  constructed.  The  length  of  these  floats  was  70  f*eet, 
and  they  were  made  up  of  two  parts,  each  part  35  feet  long.  Brush  was  laid  on 
these  floats  at  right  angles  to  the  line  of  sill,  the  width  from  outside  to  outside  being 
about  30  feet.  This  brush,  which  was  in  the  shape  of  bundles  or  fascines  (securely 
tied  in  three  places  by  tarred  rope),  was  woven  together  in  five  places  by  No.  12 
annealed  iron  wire. 

A  second  tier  or  layer  of  bundle^f  of  fascines  was  placed  on  top  of  this  bottom 
layer  at  right  angles.     Like  the  bottom  layer,  it  was  securely  woven  together  by  No. 
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12  annealed  iron  wire,  and  this  layer  was  securely  fastened  to  the  bottom  or  first 
layer. 

A  third  layer  w^as  placed  in  the  same  manner  as  the  first  layer,  transverse,  and  on 
top  of  the  scond  layer;  a  fourth  layer,  in  the  same  manner  as  the  second  layer,  on 
top  of  the  third  layer ;  and  a  fifth  layer,  placed  identical  and  parallel  with  the  first 
layer,  on  the  top. 

The  mattress  was  made  in  this  manner  the  full  length  of  the  floats  (70  feet).  One 
part  of  the  float  on  either  side  of  the  row  of  piles  at  the  starting  end  was  then 
removed,  floated  out  from  under  the  constructed  mattress,  and  brought  in  position 
in  front  of  the  part  of  the  float  still  supporting  the  mattress,  this  moved  part  now 
becoming  the  advance  part. 

As  these  parts  became  loaded  with  the  completed  mattress  the  hindemiost  part  of 
the  float  was  advanced,  and  it  in  turn  became  the  advance  float.  This  method 
was  repeated  until  the  mattress  sill  was  completed.  It  will  thus  be  seen  that  the 
mattress  sill  is  composed  of  five  layers,  each  layer  being  composed  of  bandies  of 
brush,  each  bundle  about  9  inches  in  diameter,  securely  fastened  together  by  No.  13 
annealed  iron  wire,  the  whole  thing  being  continuous. 

This  mattress,  as  a<lvancement  permitted,  was  sunken  into  position  by  means  of 
bags  filled  with  about  200  pounds  of  sand  placed  along  the  sides  of  the  mattress 
and  down  the  center.  These  bags  of  sand  were  placed  long  way  with  the  line  of  sill 
touching,  and  each  bag  securely  tied  to  the  mattress  with  wire.  Rock  was  then 
idaced  upon  this  mattress  sill  of  brush,  securely  weighting  it. 

The  temporary  piles  driven  to  aid  in  the  construction  of  this  sill  wereleft  in  place, 
holding  the  weighted  mattress  for  a  period  of  about  three  months,  after  which  time 
they  wero  pulled  out.  This,  I  am  of  opinion,  was  most  beneficial,  as  they  held  this 
mattress  in  safety  until  it  had  been  partly  buried  by  sediment  and  saud  it  mnst 
have  arrested  in  that  time. 

Dikes. — The  main  dike  is  located  in  the  vicinity  of  Cow  Point  Bar,  and  consists  on 
a  series  of  straight  parts  intersecting  adjacent  parts,  and  changin^i^  diroetiof 
gradually.  Each  part  is  called  a  tangent,  and  numbered  consecutively  Tangent 
No.  1,  No.  2,  No.  3,  and  No.  4.  Tangent  No.  1  is  that  part  of  the  dike  on  the  extreme 
oast,  its  east  end  being  connected  with  the  shore  on  the  south  side  of  the  river.  At 
this  point  the  shore  is  protected  by  a  mattress  of  brush  staked  to  a  graded  bank  and 
covered  12  inches  deep  with  stone.  The  length  of  this  protection  is  about  200  feet. 
The  west  end  of  this  tangent  joins  the  uiaTtress  sill.  The  length  of  Tangent  No.  1  is 
2,581  feet.     The  length  of  shore  protection  is  200  feet. 

This  part  of  the  dike  was  built  in  every  detail  according  to  the  plan  and  specifica- 
tions of  the  contract,  with  the  following  exceptions: 

(1)  At  a  distance  of  about  1,200  feet  from  the  shore,  along  the  tangent,  it  was 
observed  that  the  piles  could  not  be  driven  deeper  into  the  bottom  of  the  river  than 
8  or  0  feet,  the  last  foot  of  penetration  being  slow  and  dillicult.  The  depth  of  water 
at  this  point  varied  from  7  to  0  feet.  When  this  was  observed  I  suspended  the  work 
of  pile-driving  and  reported  the  matter  to  First  Lieut.  Francis  I?.  Shunk,  Corps  of 
Fngineers,  later  receiving  his  approval  to  continue  the  driving  if  tho  ))enetration 
did  not  become  less  tlian  8  feet  and  the  water  not  greatei  than  9  iecU  with  instruc- 
tions to  strengthen  llie  dike  at  this  ])oint  by  the  addition  of  brace  piles. 

Work  was  then  resumed  and  continued  according  to  this  jilan,  the  water  gradually 
deepening  and  the  ])enetration  gradually  becoming  greater. 

1  am  of  opinion  that  this  part  of  the  tangent  since  constructed  is  now  a.s  secure 
and  substantial  as  any  other  ])art  of  the  work,  the  penetration  being  into  a  moie 
solid  material.  The  water  being  shallow  and  the  dike  supported  by  brace  piles 
every  24  feet  makes  this  part  as  strong  as  could  bo  desired. 

(2)  Tho  filling  between  tho  rows  of  piling  was  made  wholly  of  brush  fascines,  no 
slab  wood  or  edgings  being  available  on  the  harbor. 

Tangent  No.  2  is  tliat  ]>art  of  the  dike  adjacent  to  the  mattress  sill,  its  eastern  end 
starting  from  tho  Avestern  end  of  this  sill  and  running  westward  for  a  distance  of 
1,950  feet.     The  construction  of  this  tangent  was  similar  to  that  of  Tangent  No.  1. 

Tangent  No.  3  is  that  i)art  of  the  dike  adjacent  to  Tangent  No.  2,  .and  runs  in  con- 
tinuation of  this  dike  for  a  distance  of  1,335  feet,  the  direction  being  northwesterly. 

Tangent  No.  4  is  that  ])art  of  the  dike  on  the  extreme  Avest,  its  length  being  1,420 
feet,  its  direction  westerly,  and  its  western  end  making  connection  w4tli  the  head 
of  Kennie's  Island. 

Tangents  Nos.  3  and  1  rnn  along  the  mud  flats  at  the  head  of  Kennies  Island,  which 
location  necessitated  the  adoi>tion  of^a  section  different  from  that  used  in  the  con- 
struction of  tangents  Nos.  1  and  2. 

This  section  difiers  in  so  far  that  the  panels  of  vertical  2-incli  by  12-inch  lumber 
lining  the  dike  were  discontinued,  and  longitudinal  pieces  of  3-inch  by  8-inch  plank 
spiked  to  the  inside  of  the  rows  of  ])iles  suhstituted. 

In  every  other  particular,  save  that  the  mattress  is  more  shallow,  the  construction 
of  these  tangents  is  similar  to  that  of  tangents  Nos.  1  and  2. 
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The  settlement  along  tangents  1  and  2  Las  been  considerable,  the  filling  in  places 
having  been  repeated  four  times ;  in  others,  three  times  before  settlement  appeared 
to  have  stopped. 

This  dike  was  fully  completed  about  November  17,  1893,  the  workmen  then  being 
transferred  to  the  middle  channel  for  work  on  the  dike-building  across  this  channel. 

Middle  Channel  Dike,— Th\B  dike  is  2,300  feet  long,  and  was  intended  to  close  the 
middle  (channel  entirely  to  a  height  of  4  feet  above  mean  lower  low  water.  The  depth 
of  water  it  crosses  being  so  much  greater  than  that  along  the  main  dike  at  Cow 
Point,  especial  care  was  taken  to  make  this  dike,  if  possible,  stronger  in  every  par- 
ticular. With  this  end  in  view  the  piles  forming  the  dike  were  driven  a  distance  of 
from  17  to  21  feet  into  the  bottom  of  the  river,  the  penetration  of  the  piles  in  the  Cow 
Point  Dike  being  from  12  to  14  feet. 

The  mattress  of  this  dike  consists  of  live  tiers  of  brush  (woven  together  in  the 
manner  explained  above),  the  mattress  at  Cow  Point,  where  the  water  is  more 
shallow,  consisting  of  three  tiers.  This  mattress  was  sunk  by  means  of  sand  bags, 
as  explained  above,  and  weighted  with  rock.  This  dike  is  in  an  incomplete  state, 
although  protected  in  such  a  manner  as  to  stand  the  storms  of  winter. 

The  work  of  completing  this  dike  should  be  easy  and  simple,  consisting  of  a  con- 
tinnation  of  the  work  as  alread}*^  advanced. 

The  work  from  November  17,  1893,  until  the  time  of  suspension  was  most  slow  and 
tedious.  The  continued  rains  caused  the  Chehalis  River  and  its  tributaries  to  become 
much  swollen,  the  fresh  water  from  which  allowed  but  small  run-outs  at  low  tide. 
Added  to  this  were  prevailing  wind  storms,  which  caused  the  rivor  to  be  very  rough 
a  great  part  of  the  time. 

The  work  of  bolting  the  dike  together  and  the  filling  in  between  the  rows  of 
piling  with  brush  went  along  interruptedly  until  January  19,  1894,  on  which  date 
this  dike  had  taken  such  shape  that  it  was  considered  to  be  in  a  condition  to  be 
safely  left  for  the  winter,  its  present  state  being  about  as  follows: 

The  total  length  of  the  dike  is  2,300  feet;  of  this  length  about  600  feet  (300  feet  at 
either  end  where  the  dike  joins  the  mud  flats)  is  fully  completed,  being  filled  with 
brnsh  to  the  proper  height  and  weighted  with  rock.  One  thousand  feet  of  the 
remaining  portion  was  fully  filled  and  weighted  with  rock,  which  drove  the  filling 
below  the  low-water  surface  and  necessitated  a  second  filling,  which  was  done  and 
again  weighted,  the  crest  of  which  filling  now  stood  at  a  level  aboat  4  feet  above 
mean  lower  low  water. 

This  portion  of  the  dike  was  lined  with  3  by  8  inch  planks  running  longitudi- 
nally;  two  such  strips  being  s^iikcd  to  the  piles  8  inches  apart  and  below  the  inside 
top  wales. 

The  high  stage  of  the  water  would  not  admit  of  this  lining  being  carried  lower. 

About  400  feet  of  the  then  remaining  part  was  filled  with  brush  to  a  height  of 
about  2  feet  above  mean  lower  low  water.  For  a  part  of  this  length  the  dike  is 
lined  with  one  strip  of  3  by  8  inch  planks  spiked  to  the  piles,  parallel  iind  8  inches 
below  the  top  inside  waling  piece.  The  remainder  of  the  dike  is  unliued.  This 
filling  was  weighted  with  rock,  its  crest  being  then  about  level  with  mean  lower  low 
water. 

This  leaves  the  remaining  part  of  the  dike,  about  300  feet,  unfilled,  the  mattress 
only  covering  this  part. 

The  average  depth  of  water  originally  at  this  place  (the  unfilled  gap)  was  about 
10  feet;  the  thickness  of  the  mattress  is  about  5  feet,  thus  leaving  about  5  foot  of 
water  on  top  of  the  mattress  at  a  mean  lower  low-water  level. 

The  continued  rough  weather,  causing  the  heavy  swells  to  break  at  the  dike,  has 
caused  the  rock  weighting  this  filling  to  fall  oif  the  filling  to  the  mattress  below 
the  surface  of  the  water.   ^ 

The  filling  is  now  quite  water-logged  and  heavily  impregnated  with  sediment  and 
sand,  which  destroy  its  buoyancy  and,  save  a  few  loose  bundles  on  top,  does  not 
float.  To  further  insure  this  dike  against  spreading,  cross-ties  of  4  by  4  inch 
lumber,  8  feet  lone,  were  spiked  with  8-inch  boat  spikes  to  the  pile,  the  brace  being 
transverse  to  the  line  of  dike.     These  braces  occur  at  6  feet  intervals. 

These  braces  serve  a  secondary  purpose,  that  of  holding  the  brush  filling  from 
being  pounded  out  of  the  dike  by  the  action  of  the  waves. 

A  bolt  pasfees  through  both  the  outside  and  inside  wales  at  intervals  of  6  feet; 
each  bolt  also  passing  through  a  pile.  This  bolt  is  of  best  (luality  ordinary  iron, 
three-quarters  inch  in  diameter,  fitted  with  the  ordinary  head  and  nut. 

The  bolting  securely  binds  the  ])iles  in  each  row  to  the  adjacent  piles,  which  rows 
are  secarely  tied  by  cross  braces  of  4  by  4  inch  lumber  every  6  feet. 

The  bolts  passing  through  these  wales  also  prevent  heavy  drift  which  might 
strike  the  dike  from  ripping  oft"  tlie  lumber,  and  also  helps  the  s]>ikes  support  any 
drift  which  might  lodge  on  top  of  the  dike  until  it  is  carried  oft'  by  the  succeeding 
high  tide. 

This  is  the  condition  in  which  the  dike  closing  the  middle  channel  was  left, 
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which,  in  my  judgment,  is  such  that  n<»  serious,  if  any,  damage  can  be  done  to  ity 
except  by  some  unnatural  cause. 

The  following  table  shows  the  amount  of  material  received  and  used  in  the  con- 
struction of  the  dikes  in  Grays  Harbor,  from  April  1, 1893,  to  January  21, 1894,  with 
the  cost  of  the  same : 


Articles. 


Piling 

Fasciues , 

Rock , 

Wire 

Santl  bn^s 

Half-incTi  chain. 

Luinbor 

Spikes 

Bolts 


Total 


Unit. 


Linear  feet 

Cords 

Tons 

Pounds 


Quantity. 


77, 524 
11,008 
13, 236. 
17, 353 
5,3G2 

Pounds 563 

Foet.B.  M I  213,314 

Fotmds '    12,600 

!      3,130 


08 


Rate  per 
unit. 


$0.08 

2.45 

.59 

.029 

.08 


10.50 
.03 
.18 


Amonnt. 


$6.20L93 

2«,97a7» 

7,800.27 

503.29 

428.90 

49.90 

2,230.70 

378.00 

503.40 


45.145.23 


It  is  estimated  that  to  fully  complete  the  middle  channel  dike,  and  to  repair  any 
possible  damage  which  may  have  been  done  during  the  winter,  the  sum  of  $6,000  is 
necessary. 

The  following  shows  the  length  of  dike  begun  on  Grays  Harbor: 

Feet. 

Tangent  No.  1  of  main  dike  (completed) 2, 581 

Tangent  No.  1  of  shore  protection  (completed) 200 

Tangent  No.  2  of  main  dike  (completed) 1,950 

Tangent  No.  3  of  main  dike  (completed) 1, 335 

Tangent  No.  4  of  main  dike  (completed) 1,420 

Mattress  sill  of  main  dike  (completed) 1, 000 

Middle  channel  dike  ^incomplete) 2,300 

Total  longtii  of  structure 10,  786 

Total  cost  of  structure  to  January  21,  1894 $45, 145. 23 

Estimated  cost  of  coiupleted  structure 5, 000. 00 

Total  cost  of  completed  structure 50,  145.  23 

Total  length  of  dike,  10,786  feet. 
Total  cost  per  foot  of  structure,  .$4.65. 

The  above  is  the  cost  of  thts  material  in  place,  and  does  not  include  any  expenses 
for  engineering,  superiiiteudenct",  or  office. 

In  conclusion  I  have  the  honor  to  s])eak  of  the  work  and  ways  of  the  contractor. 
This  work  dragged  along  mucli  longer  than  it  should  have  done,  tbe  contractor  lieing 
away  from  the  work  about  J^5  per  cent  of  the  time  and  leaving  no  one  in  charge  who 
had  the  authority  to  increase  or  diminish  the  force  of  workmen.  This  being  the  case, 
the  force  of  workmen  was  not  increased  at  a  time  when  everything  was  favorable  for 
work,  namely,  during  the  summer  months.  This  was  a  serious  mistake  on  the  part 
of  tlie  contractor,  and  made  through  mismanagement  or  i«;norance,  or  both,  and 
undoubtedly  cost  him  many  dollars.  The  worknu'u  employed  were  nearly  all  of  a 
ow  grade  of  intelligence,  whoso  chief  aim,  as  in  such  cases,  was  to  do  as  little  work 
as  they  ]K)S8ibly  could,  and  without  care  as  to  the  manner  of  doing  it. 

The  chief  object  of  the  C(m tractor  ai)peared  to  be  simply  to  unload  and  get  rid  of 
the  material  as  ra])idly  as  possible,  totally  regardless  of  care  in  placing  it  where 
re(|uin'd  and  in  the  proper  ]dace.  This  spirit  made  the  duties  of  the  inspector 
greater,  and  necessitated  greater  vigilance  about  the  work. 

The  material  furnished  and  the  work  done  is  in  every  respect  first-class. 

The  work  was  liually  suspended  January  20,  1894. 

Sttrvetf. — In  September,  1893,  I  made  a  survey  of  the  river  and  harbor  in  the  Tioin- 
ity  of  the  dikes  for  the  ])urpose  of  noting  the  then  existing  character  of  the  bottom 
of  the  river,  and  for  a  record  to  use  for  comparison  with  future  surveys. 

The  etfe(;t  on  the  river  caused  by  the  construction  of  these  dikes  can  thos  be 
determined. 

The  following  changes  are  noted  in  the  river  and  harbor  since  April,  1893,  eepe> 
cially  at  Cow  Point  Har  shoal. 

In  Ai)ril,  1893,  the  ruling  depth  of  water  over  this  bar  at  a  zero  stage  of  the  tide 
was  6  feet,  tlio  bottom  of  the  river  being  soft.  Soundings  taken  over  this  same  bar 
in  January,  1894,  show  the  ruling  depth  of  wat.*r  to  be  about  8.5  feet,  the  bottom 


}• 
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then  being  quite  hard,  indicating  its  character  as  that  of  compact  sand.    Below  the 
month  of  the  Hoqniam  River  the  channels  have  veiy  decidedly  changed. 

At  this  point  the  north  channel  forks  and  causes  two  channels,  one  called  the 
north  channel,  the  other  called  the  south  channel  of  the  north  channel. 

In  April,  1893,  the  north  channel  was  the  deeper  channel  by  about  2  feet.  In  Sep- 
tember of  that  same  year,  it  was  found  that  the  south  channel  of  the  north  channel 
was  2  feet  deeper  than  the  north  channel. 

This  is  indicative  of  a  greater  volume  of  water  passing  up  and  down  this  channel 
than  formerly.  The  closing  of  the  middle  channel  has  caused  a  stronger  flood  tide 
to  pass  up  this  channel,  and  no  doubt  is  largely  the  cause  of  the  deepening  of  the 
water  at  this  point. 

The  completion  of  the  dike  at  Cow  Point  Bar  has  had  the  effect  of  turnins  a  great 
volume  of  water,  hitherto  passing  to  sea  by  way  of  the  south  and  middle  cnannels, 
into  the  north  channel,  the  effect  of  which  on  Cow  Point  Bar  has  been  above  shown. 

Behind  the  tangents  of  this  dike,  and  at  the  head  of  Rennies  Island,  deposits  of 
sand  and  sediment  are  being  made. 

Drift  which  hitherto  passed  down  the  south  channel  is  now  noticed  to  pass  almost 
entirely  down  the  north  channel.  It  is  claimed  by  some  of  the  steamboat  men  that 
the  time  of  high  water  is  longer  and  that  the  height  of  high  water  is  a  foot  greater 
than  formerly.  I  h.ave  no  way  of  verifying  this,  however,  as  there  are  no  records 
showing  the  heights  that  have  occurred  at  Hoqniam  or  Aberdeen,  the  two  cities  in 
the  vicinity  of  the  works. 

Feet. 

Highest  water  observed  at  Hoqniam -f-14. 2 

Lowest  water  observed  at  Hoqniam —  3. 1  ^ 

Difference  between  highest  and  lowest  waters 17.  3 

A  tide  gauge  was  established  at  Hoqniam,  Wash.,  the  zero  of  which  Is  the  mean 
of  the  lower  low  waters,  the  same  plane  of  reference  as  adopted  by  the  U.  S.  Coast 
and  Geodetic  Survey. 

The  zero  of  this  gauge  was  arrived  at  by  a  series  of  low- water  readings  taken  for 
two  weeks  in  September,  1893,  the  necessary  corrections  for  time  and  height  being 
applied  as  given  for  this  point. 

Very  respectfully,  your  obedient  servant, 

J.  M.  Clapp. 
Capt.  Thomas  W.  Symons, 

Corps  of  Engineers,  U,  S,  A, 


COMMERCIAL   STATISTICS. 

Grays  Harbor  is  in  the  collection  district  of  Puget  Sound.  Aberdeen  is  a  subport 
of  eutry.  The  nearest  light-house  is  at  Toke  Point,  Cape  Shoalwater,  14^  miles 
south  of  the  entrance.  The  site  for  a  new  light-house  has  recently  been  selected  on 
Petersons  Point  at  south  entrance  to  the  harbor. 

The  following  returns  relative  to  the  commerce  of  Grays  Harbor  and  Chehalia 
River  are  furnished  by  Mr.  W.  B.  Mack,  secretary,  Aberdeen  Chamber  of  Commerce, 
and  are  for  the  fiscal  year  ending  June  30,  1894. 

In  sending  the  estimate  of  imports  no  details  were  sent,  and  Mr.  Mack  states  that 
no  record  was  kei)t  of  separate  items.  The  quantity  and  value  of  imports  is  proba- 
bly excessive. 

Arrivals  and  departures  of  vessels, — The  number  of  vessels  of  all  descriptions  cross- 
ing in  over  the  bar  during  the  year  was  251;  the  numler  crossing  out  was  255. 
Miiximum  draft  of  loaded  vessels,  17.5  feet.  Minimum  draft  of  loaded  vessels,  12 
feet.     Of  the  clearances,  nearly  one-half  of  the  above  number  carried  lumber. 
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Exports  and  imports. 

Quantity. 


Articles. 


Value. 


Remarks. 


EXPORTS. 

Lumber  (8G,500,000  feet,  B.  M.) tons.. 

Salmon,  fresh * - do... 

Salmon,  barrels do. . . 

Salmon,  canned do . . . 

Shingles do . . . 

Votfttoes,  fruit,  and  forage do. . . 

Hides do... 

Basket  material  and  manufactured  stock tons. . 

Total do... 

IMPORTS. 

General  merchandise,  machiuerj-,  pig  iron,  etc.. tons. 


$865, 000 

10.000 

1,100 

71,400 

165,  200 

4, 500 

2,800 

22,000 


1, 148. 000 


2, 073,  500 


Vessel  shipments. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 


SUMMARY. 


Total  exports. 
Total  imports 


Etttimated 
value. 


233,802  •    $1,148,000 
68,300         2,073,500 


Chehalis  Hirer  trafflc. — The  number  of  river  and  bay  steamers  plying  on  the  Che- 
halls  River  and  Grays  Harbor  during  the  year  was  7,  exclusive  of  tugs. 

Average  amount  of  freight  carried  bv  each  boat  per  day  was  5  tons.  This  does 
not  include  lumber,  cordwoodj  live  stock,  etc.,  delivered  on  scows. 

Estimated  number  of  passengers  carried  by  steamers  on  the  river  and  harbor  dur- 
ing year,  30,000. 

No  vessels  were  built  since  last  report,  but  plans  for  a  schooner  are  now  being 
prepared. 

iVY'Ji'  indiiHtries  (reported  by  Mr.  Mack). — One  basket  factory,  a  number  of  shingle 
mills,  a  tub  and  pail  factory,  a  smoked-fish  factory,  and  one  sawmill  have  been 
added  during  the  past  year.  Nearly  all  of  the  mills  have  taken  advantage  of  the 
dull  times  and  lower  wages  to  make  extensive  improvements  to  their  plant,  and  a 
general  revival  of  business  will  show  a  largo  increase  of  lumber  and  shingle  ship- 
ments. 

The  inner  harbor  has  been  greatly  improved  by  the  system  of  dikes  recently  con- 
structed by  the  Government. 

The  steamers  I'oint  Lama  and  CosmopoJis  make  regular  semimonthly  trips  between 
Gr«ays  Harbor  and  San  Francisco,  carrying  freight  and  passengers. 

The  coastwise  steamers  Tillamook^  S^ewsboy,  and  Del  Xorte  also  run  to  this  harbor, 
bringing  in  general  merchandise  and  carrying  out  lumber. 

Only  a  small  amount  of  agricultural  and  farm  produce  is  at  present  shipped  ont. 


U  U  14. 

IMPROVEMENT  OF  CHEHALIS  RIVER,  WASHINGTON. 

Description  of  original  condition, — The  portion  of  the  Chehalis  Kiver 
that  it  is  possible  to  iiavif^ate  is  about  90  miles  in  length  from  Claquato 
to  its  mouth.    This  may  well  be  considered  in  three  sections: 

1.  From  the  mouth  to  Montesano,  a  distance  of  15  miles,  there  is 
about  18  feet  of  water  at  high  water,  and  coasting  vessels  traverse  this 
portion  of  the  river. 

2.  From  jVFontesano  to  Elma,  10  miles,  the  river  is  slightly  affected 
by  the  tides,  and  has  in  general  sulllicient  water  for  light-draft  boats. 
But  navigation  is  obstructed  by  logs  and  fallen  trees  and  in  summer 
by  a  scarcity  of  water  on  the  bars. 
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3.  Above  Elma  the  river  is  practically  blockaded  during  the  summer 
aud  fall  by  snags  and  a  general  lack  of  water.  At  this  time  the  river 
is  a  succession  of  shoals  and  pools.  On  many  of  the  shoals  the  depth 
is  reported  to  be  only  from  6  to  12  inches. 

Plan  of  improvement. — The  plan  of  improvement  contemplates 
removal  of  snags,  overhanging  trees,  jams,  drift  heaps,  shoals,  and 
other  obstructions  to  navigation  which  may  from  time  to  time  accumu- 
late. 

The  cost  of  the  work  is  indefinite. 

APPROPRIATIONS. 

Act  of —    . 

August  2,  1882 $3,000 

Julys,  1884 2,500 

August  5,  1886 2,500 

August  11,  1888 2,000 

September  19,  1890 3,000 

Total 13,000 

Amount  expended  to  June  SOj  1893. — The  amount  expended  to  June 
30,  1893,  was  $10,848.43. 

Results  obtained  to  June  SO,  1893. — The  river  from  Montesano  to  its 
mouth  was  kept  open  and  free  from  troublesome  snags. 

Amount  expended  during  fiscal  year  ending  June  30 j  1894. — The  amount 
expended  during  fiscal  year  ending  June  30, 1894,  was  $1,654.73. 

Results  obtained  to  June  30^  1891. — During  September  and  October, 
1893,  the  river  from  its  mouth  to  Montesano  was  cleared  of  troublesome 
snags. 

Report  of  operations. — When  the  river  reached  a  proper  stage  in  the 
fall  of  1893  arrangements  were  made  to  go  over  the  river  and  remove 
the  snags  which  had  accumulated  during  the  past  year.  The  work 
was  put  in  charge  of  Mr.  John  Zug,  who  proceeded  to  Hoquiam,  Wash- 
ington, on  the  6th  of  September,  and  during  the  next  two  days  made 
an  examination  of  the  river  as  far  up  as  Montesano,  and  found  the  chan- 
nel obstructed  in  many  places  by  snags,  stumps,  and  overhanging  trees. 
Arrangements  were  made  for  the  use  of  the  steamer  Montesano  to  do 
the  work,  and  it  was  accordingly  fitted  up  for  the  purpose  with  the 
necessary  tools  and  appliances.  A  10-horse  power  donkey  engine  was 
mounted  on  the  forward  deck  to  furnish  the  necessary  power  for  hoisting. 

The  following  method  of  removal  was  adopted:  A  heavy  iron  chain 
with  links  1  inch  in  diameter  was  placed  around  the  snag  and  one  end 
passed  through  a  ring  in  the  other  end.  The  snag  was  thus  held  tightly 
by  the  chain  which  was  then  attached  to  an  iron  hook  at  the  end  of  a 
5-inch  line  made  fast  to  a  bit  in  the  bow  of  the  steamer.  The  propel- 
ling power  of  the  steamer  was  in  most  cases  sufficient  to  loosen  the 
snag.  The  bight  of  the  line  was  then  passed  through  a  snatch  block, 
which  was  made  fast  to  a  tree  or  stump  on  shore,  and  the  snag  thus 
hauled  up  on  the  bank. 

Several  snags  by  reason  of  their  great  size  or  inaccessibility  could 
not  be  removed  by  the  above  method.  It  was  necessary,  therefore,  to 
break  them  up  by  blasting.  From  20  to  50  pounds  of  No.  2  giant  pow- 
der was  used  with  success  in  each  case,  the  broken  fragments  usually 
floating  away  with  the  current.  Several  overhanging  trees  which 
obstructed  the  river  by  accumulating  and  holding  drift  w(5re  removed. 

T}iere  is  no  navigation  of  the  river  above  Montesano,  so  no  work  was 
done  above  that  point.  The  most  obstructive  and  dangerous  snags 
were  in  a  sharp  bend  of  the  river  j  ust  below  Montesano.  These  required 
much  care  and  time  for  their  removal,  as  they  could  not  be  found  except 
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at  low  tide.  There  were  also  quite  a  number  of  snags  in  the  vicinity  of 
the  Chehalis  Boom,  which  is  about  midway  between  Montesano  and 
Oosmopolis.  Other  solitary  snags  were  found  in  various  places  as  far 
down  as  Grays  Harbor  City. 

Low  tides  and  fine  weather  favored  the  progress  of  the  work,  during 
most  of  the  time.  The  actual  work  accomplished  occupied  twenty- 
three  days,  namely,  from  the  19th  of  September  to  the  14th  of  Octob^Mr, 
exclusive  of  Sundays.  The  river  was  left  free  of  snags  and  like  obstruc- 
tions. 

Recommendations  and  remarks, — The  Chehalis  Eiver  is  a  highway  of 
commerce  which  is  so  situated  that  it  must  necessarily  from  time  to  time 
become  obstructed  by  snags.  To  keep  it  open  and  remove  dangers  to 
navigation,  it  is  necessary  to  go  over  it  once  a  year  and  remove  these 
obstructions.  Some  years  these  amount  to  but  little,  but  if  violent 
freshets  have  prevailed  dangerous  snags  may  accumulate  in  great 
numbers. 

There  has  been  no  appropriation  for  the  Chehalis  River  since  1890, 
when  $3,000  was  appropriated. 

An  appropriation  of  $2,000  is  recommended  for  this  work,  which  it 
is  believed  can  be  profitably  expended  during  the  fiscal  year  ending 
June  30,  1896. 

Future  operations, — It  is  exx)ected  that  if  money  is  available  during 
the  fall  of  1894,  to  go  over  the  river  again  and  remove  any  bad  snags. 

Money  statement, 

Jnly  1,  1893,  balance  unexpended $2, 151. 57 

Juno  30,  1894,  amount  expended  during  fiscal  year 1,  f»54. 73 

July  1,  1894,  balance  unexpended 496. 84 

{ Amount  (estimated)  required  for  completion  of  existinjo;  project Indefinite. 
Amount  that  can  be  profitably  expended  in  fiscal  j'ear  ending  June  30, 1896      2,  000.00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  Miirch  3,  1893. 


COMMKRCIAL   STATISTICS. 


The  commercial  statistics  of  the  Chehalis  River  are  given  in  the  report  on  *'  Improv- 
ing Grays  HarlK)r  and  Chehalis  Kiver,  Washington." 


U  U  15. 

IMPKOVEMENT  OF  HARBOR  AT  OLYMPIA,  WASHINGTON. 

The  first  appropriation  for  this  work  was  made  iir  the  river  and  har- 
bor act  approved  July  13, 1892. 

Description  of  original  condition. — Olympia  is  situated  at  the  head  of 
Budd  Inlet.  Tlie  upper  end  of  this  inlet  is  badly  shoaled.  The  shoals 
extend  from  the  heart  of  the  city  at  Fourth  street  bridpre  for  a  distance 
of  8,750  feet  to  a  depth  of  12  feet  at  low  water  in  Budd  Inlet.  This 
has  necessitated  the  building  of  long  wharves  out  to  the  deep  water, 
the  maintenance  of  which,  due  to  the  ravages  of  the  teredo,  is  very 
expensive.  The  alternative  of  this,  i.  e.,  boats  coming  and  going  only 
at  high  tide,  causes  great  inconvenience. 


APPENDIX    U  U REPORT    OF    CAPTAIN   SYM0N8.  2607 

Plan  of  improvement. — It  is  proposed  by  tlie  plan  of  improvement 
adopted  to  dredge  a  channel  250  feet  wide  and  12  feet  deep  at  the  mean 
of  the  lower  low  waters  from  the  vicinity  of  the  Fourth  street  bridge  to 
deep  water  in  Budd  Inlet. 

The  estimated  cost  of  the  work  is  $275,000. 

APPROPRIATION. 

Act  of  July  la,  1802 $35,000 

Amount  expended  to  June  30,  1893. — The  amount  expended  to  June 
30, 1893,  was  $2,313.26. 

Results  obtained  to  June  30, 1893. — The  active  work  of  dredging  was 
commenced  June  2, 1893,  and  was  in  progress  at  the  end  ol  the  year. 
No  results  other  than  the  commencement  of  the  work  had  been  obtained. 

Amount  expended  during  fiscal  year  ending  June  30, 1894. — The  amount 
expended  during  the  fiscal  year  ending  June  30, 1894,  was  $32,669.47. 

Results  obtained  to  June  30, 1894. — A  channel  6  feet  deep  at  low  water 
has  been  dredged  from  Fourth  street  bridge  to  deeper  water  in  Budd 
Inlet.  This  channel  as  dredged  is  7,645  feet  long,  and  generally  125 
feet  wide.  For  1,500  feet  at  the  upper  or  city  end  of  the  channel,  the 
width  was  reduced  to  105  feet  in  order  to  keep  the  amount  of  dredging 
within  the  limit  allowed  by  the  appropriation.  The  Capitol  Waterway 
was  excavated  to  the  width  of  90  feet  as  far  as  the  bridge. 

A  plat  is  herewith  which  shows  the  situation  at  Olympia  and  the 
channel  dredged.  In  reality  the  channel  as  dredged  is  10  to  20  feet 
wider  than  as  shown.   * 

Report  of  operations. — The  dredging  operations  were  in  progress  at  the 
beginning  of  the  fiscal  year  and  continued  until  September  15, 1893. 
In  all  237,805.73  cubic  yards  were  excavated  from  within  the  designated 
limits.  The  work  was  done  with  a  Bowers  dredge,  and  most  of  the 
material  was  deposited  under  and  near  the  Long  Wharf.  The  material 
from  the  upper  end  was  deposited  under  some  of  the  neighboring  wharves 
behind  bulkheads  built  by  the  owners  for  their  retention. 

Recommendations  and  remarks. — The  plan  for  the  work  at  Olympia 
calls  for  a  channel  250  feet  wide  and  12  feet  deep  at  low  water  from  the 
vicinity  of  the  Fourth  street  bridge  to  deep  water  in  Budd  Inlet.  The 
estimated  cost  of  the  work  is  $275,000. 

This  estimate  was  based  ui>on  a  price  of  20  cents  per  cubic  yard  for 
dredging.  As  a  much  lower  price  has  been  obtained  for  doing  the  work 
already  let,  and  as  it  is  fair  to  suppose  that  this  lower  price  will  bo  main- 
tained, it  is  hoped  and  believed  that  the  entire  work  can  be  completed 
at  a  cost  considerably  less  than  the  first  estimate. 

Olympia  is  the  capital  of  Washington,  a  growing  and  thriving  city 
and  a  distributing  point  by  water  for  many  points.  The  State  is  about 
to  build  a  new  and  expensive  capitol  building,  which  will  require  the 
transportation  of  a  large  amount  of  material.  The  completion  of  the 
channel  to  its  full  width  and  depth  in  the  shortest  time  practicable  is 
desirable  in  the  interest  of  commerce. 

It  is  estimated  that  $100,000  can  be  profitably  expended  on  the  work 
during  the  coming  fiscal  year. 

Future  operations. — With  any  future  appropriations  the  first  work 
done  should  be  the  completion  of  the  channel  to  the  full  width  of  125 
feet  at  the  upper  end  and  the  excavation  of  a  basin  to  enable  boats  to 
turn,  all  to  the  depth  of  6  feet  at  low  water. 

The  report  of  Mr.  John  E.  Savage,  assistant  engineer,  in  personal 
charge  of  the  work,  is  herewith. 


2608       EEPORT    OF   THE    CHIEF    OF    ENGINEERS,  U.  S.  ARMY. 

Money  statetnent, 

July  1,  1893,  balance  unexpemled $33,686.74 

June  30,  1894,  amount  expended  during  fiscal  year 32,669.47 

July  1,  1894,  balance  unexpended 17. 27 

{Amount  (estimated)  required  for  completion  of  existing  project 240, 000.00 
Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,1896  100, 000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


BEPORT  OF   MR.    JOHN   K.    SAVAGE,    ASSISTANT    ENGINEER. 

Portland,  Oreg.,  February  3,  1894, 

Captain  :  I  have  the  honor  to  submit  herewith  the  report  of  operations  in  impror- 
ing  Olympia  Harbor,  AVashington,  during  the  present  fiscal  vear,  under  the  Tjppro- 
priation  of  $35,000  by  the  river  and  harbor  bill  of  July  13,  1892. 

On  June  22,  1893,  was  submitted  the  report  of  operatioiis  for  the  fiscal  year  ending 
June  30,  1893,  in  which  the  preliminary  survey  for  the  computation  of  quantities  was 
described  ns  also  the  means  used  in  locating  the  channel,  together  with  a  brief 
description  of  the  operations  of  the  Bowers  dredge,  No.  3,  during  the  month  of  June, 
1893. 

Geiger  «fc  Zabriakie  proposed  and  contracted  to  construct  a  dike  and  do  the  neces- 
sary dredging  at  the  rate  of  13  cents  per  cubic  yard  measured  in  place.  The  Bowers 
Dredging  Company  in  turn  entered  into  a  contract  with  Geiger  &  Zabriskie  to 
assume  their  obligations  and  do  the  dredging  required.  In  view  however  of  the 
ability  of  the  Bowers  dredge  to  remove  the  excavated  material  to  considerable  dis- 
tances, it  was  decided  to  relievo  the  contractors  from  the  necessity  of  building  the 
dike,  in  consideration  of  their  placing  the  excavated  material  under  the  Long  wharf 
of  Olympia,  which  is  on  an  average  about  720  feet  from  the  center  of  the  dredged 
channel. 

From  the  south  line  of  Second  street,  in  Olympia,  the  soutlicrn  boundary  of  the 
main  waterwav,  to  the  (juter  or  north  end  of  the  dredged  channel  is  a  distance  of 
7,090  feet. 

The  work  of  dredgin*' was  started  Juno  2,  1893,  on  tlio  outer  end  of  this  cut,  the 
the  dredge  working  to  tiio  south  or  toward  the  city  of  Olympia.  In  this  portion  of 
the  channel— from  op])osito  the  end  of  the  Long  wharf  to  the  north  end  of  the 
channel — the  dredged  material  was  carried  on  i)ontoon8  about  700  feet  to  the  east  of 
the  channel,  which  made  the  place  of  deposit  about  on  a  line  with  the  Long  wharf. 
As  soon,  how("ver,  jis  tlio  pii)e  I'liie  would  reach  to  the  Long  wharf,  the  excavated 
material  was  deposited  under  and  around  the  wharf. 

As  .1  very  considerable  portion  of  the  excavated  material  consisted  of  broken 
shells  and  heavy  black  sand,  the  dunii)  heaps  were  of  a  very  solid  nature  and  mode 
very  fine  iilling  around  the  old  and  worn-out  })iles  of  the  Long  wharf. 

liy  means  of  water  levels  from  the  gauges  established  on  Pereival's  dock  and  the 
Long  wharf,  known  heights  or  levels  were  designated  on  the  survey  or  channel  piles, 
and  thus  the  dredging  gauges  were  set. 

The  comjiutation  of  the  amount  of  dredging  required  for  a  channel  6  feet  deep  at 
extreme  low  water  and  12.')  feet  wide  at  the  bottom,  from  the  south  line  of  Second 
street  north,  showed  211,221.33  cubic  yards,  which  at  13  cents  per  cubic  yard  would 
cost  $31,3.')8.77.  Now.  $31,000  was  the  amount  designated  to  be  expended  upon 
dredging,  thus  it  will  l)<^.seen  that  the  above  amount  of  dredging  could  not  bo  done, 
hence  it  was  necessary  to  narrow  the  channel.  It  was  also  desired  to  excavate  the 
Capitol  waterway  from  Second  street  to  the  Fourth  street  bridge,  hence  the  bottom 
width  of  the  channel  was  made  105  feet,  instead  of  125  feet,  on  the  1,500  feet  of  the 
channel  north  of  the  south  side  of  Second  street,  tlio  east  side  of  the  channel  all 
ahmg  being  at  the  east  side  of  the  main  waterway. 

From  the  south  side  of  Seccmd  street  to  the  north  side  of  Fourth  street,  the  Cap- 
itol waterway  was  excavated  with  a  bottom  widtli  of  90  feet,  the  cast  side  of  the 
dredged  channel  being  on  the  east  line  of  the  waterway.  The  total  amount  of 
dredging  on  the  lines  as  described  above,  was  2.S7,8()5.73  cubic  yards. 

The  work  of  dredging  was  started  June  2,  1893,  and  from  that  date  until  its  com- 
])leti()n,  September  15,  the  work  was  prosecuted  almost  continuously,  Sundays,  of 
course,  excepted.  The  progress  of  the  work  was  often  delayed  by  the  hardness  of 
the  material,  but  fortunately  these  hard  places  seemed  only  to  be  in  spots,  outside  of 
which  no  better  cutting  could  be  desired  as  the  material 'was  then  mostly  sand  and 
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mild.  The  sand  was  generally  heavy  and  black,  covered  with  about  2  feet  of  mud, 
and  all  through  the  sand  was  encountered  a  large  quantity  of  broken  shells.  In 
some  places  where  these  shells  were  especially  numerous,  they  seemed  to  become 
cemented  and  formed  the  hard  spots  spoken  of  above.  These  spots  were  generally 
from  3,000  to  5,000  feet  north  of  the  south  side  of  Second  street. 

The  cutter  used  on  the  end  of  the  suction  pipe  was  not  adapted  to  the  breaking 
up  of  such  hard  material  and  hence  the  hard  bank  could  not  be  removed  as  rapidly 
as  it  should  have  been.  In  fact  at  one  time  the  delay  was  so  great  that  it  was 
attempted  to  break  up  this  hard  material  by  exploding  charges  of  dynamite,  but  the 
attempt  was  not  successful,  principally,  I  think,  because  the  dynamite  was  not  used 
and  placed  properly. 

The  dredge  continued  to  work  south  until  August  20,  by  that  date  excavating 
6,550  feet  of  the  channel,  and  on  August  21,  the  excavation  between  Hoar's  and  Ellis's 
docks,  from  Third  to  Fourth  streets,  was  started  and  the  excavated  material  used  for 
filling  some  of  the  neighboring  wharves,  for  which  the  Bowers  Dredging  Company 
received  a  small  amount,  supposed  to  be  about  6  cents  per  cubic  yard,  but  as  no  close 
account  was  kept  of  the  yardage  the  payments  were  usually  so  much  for  the  job. 

Upon  the  completion  of  the  above  portion  of  the  Capitol  waterway,  the  dredge 
was  faced  north  and  the  work  continued  toward  the  place  where  the  dredging 
stopped  August  20. 

The  following  shows  tho  yardage  excavated  per  month  and  the  length  of  the  chan- 
nel completed : 


Month. 


June 

July 

August 

Sepi  ember  1  to  15. 

Total 


Excavation. 


Cubic  yard*. 
70,000 
75,500 
66,500 
25, 805. 73 

237, 805. 73 


Length  of 

channel 
completed. 

Feet. 

3,400 

1,860 

1,820 

565 

7,645 


In  these  four  months  the  dredge  worked  ninety-one  days  and  excavated  237,805.73 
cubic  yards,  whence  the  average  excavation  per  day  was  2,613  cubic  yards.  This 
average  really,  I  suppose,  was  about  2,700  cubic  yards  per  day,  as  several  days  were 
lost  by  minor  breakdowns  aud  in  moving  around.  Considerable  delay  also  ensued 
by  reason  of  the  pontoons  and  floats  going  aground,  which  usually  necessitated  the 
stoppage  of  the  main  pump. 

The  amout  of  excavation  with  which  the  contractors  are  credited  does  not  amount 
to  more  than  75  per  cent  of  the  actual  amount  of  material  removed ;  this  extra 
amount  being  due  to  the  fact  that  the  cut  was  both  wider  and  deeper  than  the  con- 
tract called  for.  It  was  considered  more  economical  to  do  this  extra  amount  of  work 
than  to  risk  the  necessity  of  going  over  the  work  and  trimming  up  the  shoal  spots. 
Where  the  contract  called  for  a  channel  125  feet  wide  at  the  bottom,  the  Bowers 
Dredging  Company  left  one  150  feet  in  width,  and  wliero  105  feet  was  called  for,  the 
breadth  was  similarly  25  feet  greater,  and  in  almost  every  part  of  the  length  of  this 
dredged  channel  the  depth  is  from  1  to  2  feet  greater  than  called  for. 

Retaining  dredged  material. — In  retaining  some  of  the  dredged  material  used  for 
filling  some  of  the  docks  and  wharves  in  01>  mpia,  a  cheap  and  effective  bulkhead 
was  used  which  some  time  might  be  useful  in  retaining  dredged  material  at  this  or 
other  places.  It  consisted  merely  of  a  row  of  piles  about  8  feet  apart,  behind  which, 
as  the  fill  raised,  were  placed  the  tops  of  young  evergreen  trees.  The  bottom  width 
was  made  equal  to  the  height  intended  and  the  brush  was  always  kept  just  a  little 
higherthaa  the  fill,  the  brush  being  weighted  with  the  sand  to  keep  it  in  place.  At 
times  it  was  necessary  to  use  hay  or  straw  to  stop  leaks  or  to  make  the  retaining 
wall  tighter.  In  this  manner  lots  and  docks  were  filled  as  much  as  10  feet  and  the 
cost  of  this  retaining  levee  did  not  exceed  $2  per  linear  foot.  The  construction 
should  last  several  years,  in  Olympia  at  least,  where  the  teredo  is  not  nearly  so 
destnictive  as  at  other  points  on  Puget  Sound. 

Completion  of  project, — The  project  for  the  improvement  of  Olympia  Harbor,  Wash- 
ington, as  designei  September  19,  1891,  is  not  exactly  conformable  with  the  present 
state  of  affairs,  as  since  that  date  harbor  lines  have  been  established,  but  the  main 
features  of  the  project  can  be  easily  adjusted  to  the  present  conditions.  The  pro- 
ject calls  for  a  channel  12  feet  deep  at  low  water  to  Fourth  street  bridge,  with  a 
bottom  width  of  250  feet.  The  project  also  includes  a  basin  1,600  feet  long,  500  feet 
wide  at  its  southern  end,  thence  tapering  to  250  feet,  1,600  feet  distant. 

From    computations  based  upon  the  U.  S.  Coast   and  Geodetic  Survey  map  of 
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01.viii|iiB  lUrhoT  of  1<>>;>I.  nnil  fWvm  Ilip  mirrp.r  lor  th«  dcteniii nation  of  qiuntltaM 
iiitii1i>  111  Miiy,  IK'S,  I  liavf'  pHtiiiintml  tlint  it  vi\[  bp  nerMsnr.v  to  remove  640,000«ihia 
vaitlii  ti>iiiiii)i1i>t(' tlii'prujoct,  nliii'h  with  thv  j:rr.Afi.T3  culiii'  Tarda  removed  nnte 
till'  ii]iiin>iiTini  iuii  of  July  13,  IS*-.',  inukcs  a  total  of  1.077  .H05, 73  enbic  yards  of  nn- 
VAtixH  TOtiiiirwl  for  tk^  whole  nroievt.  m  aniiast  ihu  estimate  of  1.1J1.575  cnbic  jaidi 

«rfSl.-llIflllUTll>.  l«'l. 

'rhi>  pri-Arnl  i-hanurl  was  dredged  to  a  depili  of  G  fret  nt  extreniP  low  wat«r  whiA 
U  ihf  Miino  nn  tlio  t*.  S.(.\>ast  and  (leudelic  Snrvoy  datum  pluneof  ItfOl.  of  the  idnb 
iif  «  few  itrln-Ird  li>wr«t  low  natrrs.  Ttti!>dainm  plane  is  3.2  fret  abore  the  nn 
4tf  flip  V.  !^.  WMin  and  UoHlvtie  Surv.'y  tide  it:ii!  of  IHOI,  a  description  of  whid, 
with  beni-h  inarku,  is  oli  lilo  in  th;it  oltii-o. 

To  i-i>iupleta*  the  i»Mji-i'i  totlto  depth  of  the  present  channel  (ti  feet  at  extimiMlinr 
watcr^  willreiiuitv  the  followius  ainonntd  i>f  (Irediiiug : 

Cubit  ;Bii. 

iDlhebaiiia 19a,m 

Vwm  t>jKi»  ti>  deci>  waiot ISLMI 


Xiw',::s-.!iiS  ill*  .tV.-ii'  ilti>.!i;iiii:  !o  I'odoiit.  !■'  roMii-li-t*  the  remaindei  to  gii 

f!:'.l  iV.'iii  i>;  1'2  iwi  Ai  eilrt'iUi'  low  wjier  will  iv.,uire  the  following 

ilt>fo.i:-.sc; 

\-M\i%-.U':  »*-,>rw.,v 14 Hi 

»;■  •.'.■.■■•■.*•:         l\l.m 


I<. 
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Exports  and  imports — Continued. 
SUMMARY. 

Estimated 
value. 


Total  exports 46,038  $200,000 

Total  imports 9,110  221,325 


Passengers  arrived  by  water  during?  year 15, 000 

Passengers  departed  bj'  water  during  year 15, 000 

Neio  indusiriea. — The  Olympia  Door  and  Lumber  Company  is  now  building  a  new 
Sawmill  on  the  oast  channel  of  Olympia  HaVbor  whose  daily  capacity  will  be  50,000 
feet,  B.  M.     The  bulk  of  this  output  will  probably  be  shipped  by  water. 


U  U  i6. 

IMPROVEMENT  OF  SWINOMISH  SLOUGH,  WASHINGTON. 

The  first  appropriation  for  this  work  was  made  in  the  river  and  har- 
bor act  approved  July  13,  1892. 

Description  of  oriffinal  condition. — Swinomish  Slough  is  a  tidal  slough 
connecting  the  waters  of  Saratoga  Passage  and  Skagit  Bay  on  the 
soutli  with  Padilla  Bay  on  the  north.  It  is  an  important  water  high- 
way furnishing  the  most  easterly,  the  shortest,  and  safest  route  for  the 
smaller  class  of  steamboats  between  the  northern  and  southern  waters 
of  Puget  Sound.  It  skirts  the  Skagit  delta,  the  richest  and  most  exten- 
sive agricultural  region  of  western  Washington.  It  is,  however,  shal- 
low and  crooked  in  some  portions,  and  the  approaches  to  it  are  across 
the  shallow  flats  of  Padilla  Bay  on  the  north  and  Skagit  Bay  on  the 
south. 

Swinomish  Slough  is  the  ordinary  meeting  place  of  the  tides,  although 
at  times  the  tides  run  in  one  direction  entirely  through. 

The  ordinary  rise  and  fall  of  the  tides  in  the  slough  is  about  8  feet. 
As  a  general  thing  throughout  the  slough  there  was  an  abundant  depth 
of  water.  Opposite  La  Conner  there  was  10  to  15  feet  at  low  water; 
just  south  of  La  Conner  this  increased  to  31  feet,  while  at  the  northern 
entrance  to  the  "Hole  in  the  Wall "  there  was  a  depth  of  40  feet  at  low 
water. 

Where  the  slough  widens  out,  and  especially  where  the  Indians  have 
been  in  the  habit  of  putting  fish  traps,  this  depth  decreases  so  that 
there  is  not  over  2  feet  at  low  watei*  in  any  practicable  channel.  What 
channel  there  is  is  very  crooked. 

At  the  northern  end  the  slough  opens  out  into  the  flats  forming  the 
southern  portion  of  Padilla  Bay,  in  the  midst  of  diked  land  and  marshes. 

At  the  southern  end  of  the  slough  there  are  two  passages  connecting 
the  shmgh  with  the  waters  of  Skagit  Bay.  These  passages  are  sepa- 
rated by  a  rocky  island  called  McGlinns  Island. 

The  east  passage  is  wide  and  shallow,  having  nowhere  more  than  2 
feet  of  water  at  low  water.  The  west  passage  between  McGlinns  and 
Fidalgo  islands  is  at  the  narrowest  place  220  feet  wide,  with  an  ample 
depth  of  water  for  all  purposes. 

This  short  and  crooked  passage  is  so  situated  with  high,  rocky  bluffs 
on  either  side  that  one  can  not  see  through  from  one  end  to  the  other. 
On  account  of  its  character  it  has  received  and  is  known  by  the  very 
descriptive  title  of  the  ''Hole  in  the  Wall." 

This  is  the  passage  used  almost  exclusively  by  steamers. 
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Flan  of  improvement. — The  plan  of  improvement  adopted  is  to  dredge 
a  channel  4  feet  deep  and  100  feet  wide  from  deep  water  in  Saratoga 
Passage  across  the  Skagit  Flats,  through  the  shoals  of  the  slough  proper, 
and  across  the  flats  of  Padilla  Bay  to  deep  water,  and  to  build  pile- 
wattled  dikes  in  Skagit  and  Padilla  bays  to  direct  the  ebbing  and  flood- 
ing waters  through  tlie  dredged  channels. 

The  estimated  cost  of  the  work  is  $122,000. 

APPROPRIATION. 

Actof  July  13,  1892 $25,000 

Amount  expended  to  June  30,  1893. — The  amount  expended  to  June 
30,  1893,  was  $393.98. 

Results  obtained  to  June  30,  1893. — The  work  of  dredging  and  dike- 
building  to  the  extent  allowed  by  the  appropriation  was  under  contract, 
but  ha<l  not  yet  been  commenced. 

Amount  expended  d tiring  the  fiscal  year  ending  June  30,  1894, — The 
amount  expended  during  flscal  year  ending  June  30,  1894,  was 
$23,380.57. 

Results  obtaiTied  to  June  30,  1894. — A  wattled  pile  dike  was  con- 
structed 6,180  feet  long,  extending  from  a  point  400  feet  west  from  the 
entrance  to  the  "Hole  in  the  Wall''  to  a  point  300  feet  distant  from  the 
northwest  point  of  Goat  Island. 

Also  a  channel  was  dredged  6,120  feet  long,  having  the  specified 
depth  of  4  feet  at  mean  lower  low  water,  or  2  feet  at  extreme  low  water, 
and  a  bottom  width  of  100  feet. 

Tbis  channel  extends  from  the  '*  Hole  in  the  Wall"  westwardly,  pass- 
ing just  north  of  Goat  Island. 

Report  of  operations. — The  work  was  done  under  contract  with  Geiger 
&  Zabriskie,  of  Tacoma,  Wash.  The  wattled  pile  dike,  6,180  feet  long, 
was  commenced  July  24,  1893,  and  completed  Kovember  16,  1893.  It 
consists  of  i)iles  driven  6  feet  apart,  between  centers,  driven  to  or  cut 
off  at  mean  high  water,  between  and  around  these  piles  fir  poles 
about  .*>  inches  in  size  at  the  butt  were  woven,  the  wattling  extending 
from  the  bottom  to  an  elevation  of  6  feet  above  mean  lower  low  water. 

The  dredging  was  done  by  the  Bowers  Dredging  Company.  The 
material  excavated  was  carried  to  the  north  side  of  the  svattled  dike 
and  deposited  from  100  to  150  feet  therefrom,  making,  as  far  as  pos- 
sible, a  uniform  bank. 

Tlie  dredging  commenced  September  24,  1893,  and  was  completed 
January  20, 1894.  The  long  time  occupied  in  the  work  was  due  to  the 
bad  weather  and  the  wrecking  of  the  dredge  in  a  storm.  The  total 
amount  of  excavation  within  the  piescribed  limit  was  86,585  cubic 
yards. 

Full  details  of  the  oj^erations  are  given  in  the  report  of  Mr.  John  K. 
Savage,  assistant  engineer,  herewith. 

The  accompanying  tracing  shows  the  work  done  duiing  the  year 
and  that  which  it  is  i)r()posed  to  do  with  subsequent  appropriations. 

In  June,  1894,  6  piles  with  whitened  cross  arms  were  driven  to 
mark  the  crooked  natural  channel  from  the  end  of  the  dredged  chan- 
nel to  Saratoga  Passage. 

Reeommendations  and  rcmarls. — Swinomish  Slough  is  an  important 
liighway  for  commerce,  connecting  the  northern  and  southern  portions 
of  Puget  Sound,  forming  the  shortest  and  safest  route  between  them. 
It  passes  through  what  is  probably  the  most  fertile  and  productive  por- 
tion of  the  State  of  Washington.  Upon  it  is  situated  the  town  of  La 
Conner.  Very  great  inconvenience  is  experienced  by  boats  using  the 
slough,  due  to  shallow  water. 
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It  is  very  desirable  that  the  sloufjli  be  fully  opened  with  the  least 
delay  practicable,  and  it  is  therefore  recommended  that  the  full  amount 
to  complete  the  i)roject  be  appropriated,  namely,  $97,000,  This  would 
be  diminished  by  any  amount  ai>propriated  during  the  present  session 
of  Congress. 

Future  operations. — With  future  appropriations,  the  work  which  it 
will  probably  be  found  most  advantageous  to  do  first  will  be  the  build- 
ing of  an  intercepting -pile  dike  from  Goat  to  Ika  islands,  and  the  recti- 
fication of  the  channel  from  the  "Hole  in  the  Wall"  to  La  Conner. 
This  will  require  a  channel  to  be  dredged  from  McGlinns  Island  to 
Gallahers  Point  on  the  main  shore,  and  the  building  of  a  dike  to  retain 
the  dredged  material  and  to  shut  off  the  channel  east  of  McGlinns 
Island. 

If  suflficient  money  is  available  it  will  also  "be  used  to  complete  the 
dike  and  channel  hitherto  constructed  out  to  deei)  water  in  Saratoga 
Passage. 

The  report  of  Mr.  John  K.  Savage,  assistant  engineer,  in  personal 
charge  of  the  work,  is  herewith. 

Money  statement. 

July  1,  1893,  balance  unexpended $24,  606. 02 

June  30,  ISSk,  amount  expended  during  iiscal  year 23,  380. 57 

July  1,  1894,  balance  unexpended 1,  225. 45 

{Amount  (estimated)  required  for  completion  of  existing  project 97,  000. 00 
Amountthatcan  be  profitably  expendediufi8calyearendingJune30,1896    97,  000.  00 
Submitted  in  compliance  with  re((uirement8  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


REPORT  OF   MR.  JOHN  R.  SAVAGE,  ASSISTANT   ENGINEER. 

Portland,  Orkg.,  February  16, 1S94. 

Captain  :  I  have  the  honor  to  submit  herewith  the  report  of  operations  in  improv- 
ing Swinomish  Slough,  Washington,  during  the  present  Iiscal  year  under  the  appro- 
priation of  $25,000  by  the  river  and  harbor  bill  of  July  13,  1892. 

The  original  contract  entered  into  November  28, 1892,  between  Capt.  Thomas  W. 
Symons  and  Geiger  &  Zabriskie,  to  do  certain  dredging  and  dike  construction  in 
the  northern  part  of  Swinomish  Slough  and  in  Padilla  Bay,  was  so  modified  April 
21, 1893,  that  the  location  of  the  work  was  changed  to  the  southern  end  of  the 
slough  and  the  Skagit  Bay  Flats  adjoining  thereto. 

In  the  latter  part  of  May,  1893,  a  careful  survey  was  made  of  the  locality  where 
the  channel  was  likely  to  bo  located  and  the  lines  of  the  channel  and  dike  in  Skagit 
Bay.  as  decided  upon,  are  shown  on  the  map  herewith.  The  plane  of  reference  of  the 
soundings  shown  thereon  is  that  of  the  U.  S.  Coast  and  Geodetic  Survey,  viz,  the 
mean  of  a  few  seh^cted  lowest  low  waters,  which  is  practically  extreme  low  water. 

The  mean  of  tlie  lower  low  waters  was  found  to  be  2.2  feet  above  this  datum  used 
and  it  was  decided  to  make  thife  depth  of  the  dredged  channel  2  feet  below  the  U.  S. 
Coast  and  Geodetic  Survey  datum  used,  which  dc^pth  was  assumed  to  be  4  feet  below 
mean  lower  low  water,  the  odd  two-tenths  of  a  foot  being  disregarded. 

The  (like. — The  dike  as  laid  down  extends  in  a  straight  line  from  a  point  about  400 
feet  west  of  the  entrance  to  the  "  Hole  in  the  Wall,"  to  a  point  about  300  feet  dis- 
tant from  the  northwesternmost  point  of  Goat  Island.  The  dike  is  built  of  piles,  6 
feet  apart  between  centers,  between  and  around  which  are  woven  poles  or  brush. 

The  tops  of  the  piles  are  driven  to  mean  high  water  as  determined  by  the  U.  S. 
Coast  and  Geodetic  Survey  to  be  12.5  feet  above  their  datum,  and  no  part  of  the 
pile  above  this  mean  high  water  is  paid  for.     When  the  plan  and  specifications  wore 

fotten  up  for  this  work,  there  were  no  data  in  this  office  regarding  the  tides  in 
kagit  Bay  or  thereabouts,  and  mean  high  wat^r  was  assumed  to  be  8  feet  above 
mean  lower  low  water,  this  from  tidal  observations  taken  in  the  slough.  But  as 
stated  above,  the  tops  of  the  piles  were  driven  to  10.3  feet  above  mean  lower  low 
water,  or  12.5  feet  above  extreme  low  water,  or  to  mean  high  water,  as  all  along 
intended. 


2614      REPORT   OF   THE    CHIEF    OF   ENGINEERS,  U.  S.  ARMY. 

The  wattling,  however,  was  carried  to  the  height  as  specified  in  the  contract,  viz, 
to  6  feet  above  mean  lower  low  water. 

QuafiHtiea,  progresSy  etc. — From  the  survey  made  in  May,  1893,  the  estimate  of  quan- 
tities for  the  dike  6,000  feet  long  as  laid  down  was  25.000  linear  feet  of  piling, 
and  41,425  square  feet  of  wattling. 

I'pon  the  completion  of  the  dike  the  actual  quantities  for  which  the  contractors 
were  paid  were  30,670.3  linear  feet  of  piling  and  45,056.2  sriuare  feet  of  wattling. 

During  the  survey  in  Mav,  1893,  the  line  of  dike  had  been  marked  by  a  few  stakes 
driven  by  hnnd,  and  everytliiug  being  in  readiness,  the  work  on  the  dike  was  started 
July  24,  1893,  by  driving  piles.  The  start  was  made  about  in  the  middle  of  the 
dike  and  piles  driven  thence  west  to  the  end,  and  upon  the  completion  of  that  x>or- 
tion  the  driving  was  resumed  at  the  extreme  eastern  end  of  the  dike  and  work  con- 
tinneil  till  the  gap  was  dosed. 

The  reason  for  this  procedure  was  to  permit  the  steamers  to  use  the  channel  as 
long  as  powsible.  The  east  end  of  the  dike  was  not  connected  with  the  shore  of 
Fidalgo  Island,  a  small  space  being  left  for  the  passage  of  small  boats  and  canoes. 

The  piles  were  measured  just  ])reviou8  to  driving,  and  any  projection  of  the  pile 
above  mean  high  water  was  subserjuently  determined  and  the  amount  deducted  from 
the  summation  of  the  measured  lengths.  The  piles  were  a  rather  uneven  lot  as 
regards  size,  and  some  30  or  40  were  thrown  out  for  nonconformity  to  specifications. 
In  all  1,031  ])iles  were  driven  in  the  dike  proper,  but  5  more  were  also  driven  in 
November  to  form  a  dolphin. 

In  .July,  1893,  340  piles  were  driven  and  by  August  20  the  work  of  driving  the 
remaining  691  piles  was  completed.  The  piles  were  furnished  by  the  originalcou- 
tractors,  (ieiger  &  Zabriskie,  but  driven  by  King  &.  Marrinan,  of  Seattle,  to  whom 
was  also  sublet  the  work  of  wattling,  and  by  them  in  turn  sublet  to  McKiunon  & 
Kerr,  also  of  Seattle. 

Wattling. — The  work  of  wattling  was  started  August  12, 1893,  having  been  delayed 
somewhat  by  the  nouarrival  of  the  brush  or  poles.  This  work  was  started  at  the  east 
end  of  the  dike,  the  idea  being  to  deflect  as  much  as  possible  of  the  current  to  util- 
ize it  in  scouring  out  the  channel  to  be  dredged.  The  rrcws  at  work  on  the  wattling 
were  all  new  to  it,  foremen  and  all,  and  several  methods  of  putting  the  poles  in 
place  were  tried,  but  the  neatest  and  most  ettective  work  was  done  by  placing  the 
butts  of  the  poles  at  the  back  of  the  dik<^  and  all  pointing  in  one  direction,  in  this 
case  east.  The  poles  were  put  in  in  courses,  quite  a  long  stretch  of  the  diko  ]»eing 
wattled  at  a  time.  The  poles  were  wired  at  their  Joints  in  ac(M)rdanoe  with  the 
specifications,  and  also  weighted  witl^  stone.  In  this  way  al)out  39  «M)ils  of  No.  12 
annealed  iron  wire  were  used,  the  weight  of  which   aggregated  about  2,5()0  pounds. 

The  first  lot  of  poles  received  was  uearly  all  of  large  size.  3  and  4  inches  at  the 
butt,  but  it  was  found  almost  impossible  to  weave  such  sizes  in  between  ])ile8  6  feet 
from  center  to  center,  es]>ecially  if  the  piles  were  at  all  larg(>  in  8iz<''.  Consequently 
all  future  lots  of  brush  were  from  2  to  3  inches  in  diameter,  which  smaller  sizes  were 
fouiul  to  work  fairly  well. 

The  sub-siibcontract(u*s  soon  wearied  of  the  wattling  and  left  the  job  on  the 
hands  of  King  *fc  Marrinan,  who  thenceforth  prosecute<l  the  work  with  a  crew  of 
six  men — all  they  could  very  well  liaudh;  on  account  of  the  delays  experioiu'ed  in 
receiving  the  poles.  The  work  of  furnishing  these  poles  was  also  farmed  out  by 
Geiger  A-.  Zabriskie  to  several  i)arties,  very  few  of  whom  carried  out  their  agree- 
ments with  any  sort  of  satisfaction  or  promptitude. 

The  work  of  wattling  dragged  along  with  cousid<'rable  lost  tiuie  <m  account  of 
receiving  brush,  etc.,  till  November  16,  when  the  dike  was  completed. 

The  wattliug  on  the  easternmost  2,000  feet  of  the  dike  was  originally  driven  down 
to  the  bottom,  but  the  velocity  of  tlie  current  in  this  vicinity  scoured  out  the  sand 
frcuu  under  the  brush,  and  in  some  ]»]acesleft  the  wattling  3  and  4  feet  from  tin*  bot- 
tom. A  large  portion  of  the  sand  thus  scoured,  however,  has  been  deposited  in  the 
form  of  bank  in  behind  the  dike,  which  it  materially  aids  in  the  defied  ion  of  the 
curn^nts. 

The  crew  doing  the  wattling  lived  on  board  a  pile-driver,  and  the  weight  of  the 
hammer  was  sometimes  used  to  force  tlie  wattling  down  to  the  bottom. 

In  i)lacing  the  poles  for  the  wattling,  the  contractors  constructed  floats  of  logs 
from  which  the  ]>oles  were  woven  into  place.  One  thousand  poles  was  the  greatest 
number  put  in  place  in  any  one  day,  but  500  may  be  consi<lered  as  a  very  good  (lay's 
work  on  account  of  the  tidal  conditions,  winds,  etc.,  which  are  fre<iuently  unfavorable, 
causing  delays.  The  wiring  was  usually  done  on  the  long  runouts,  previous,  of 
course,  to  driving  down,  and  tlie  weighting  with  stone  at  almost  any  time.  The 
stones  of  the  re«iuired  size,  .50  pounds  or  over,  were  easily  obtained  on  any  of  the 
rocky  beaches  near  by.  McKinnon  &  Kerr  paid  their  men  working  on  the  wattling 
$2  i)er  day,  and  King  &  Marrinan  averaged  $2.50,  having  a  much  better  gang  of 
men. 

Using  round  numbers  the  area  of  the  wattling  was  45,000  square  feot,  to  construct 
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which  24,000  poles  from  2  to  3  inches  at  the  butt  were  used,  and  also  2,500  pounds 
of  No.  12  annealed  iron  wire.  *  From  which  we  derive  the  followinfj  quantities  (dis- 
regarding stone)  in  each  100  scjuare  feet  of' wattling:  53J^  poles,  20  feet  long,  2  to 3 
inches  butt;  SJ  pounds  No.  12  annealed  iron  wire.  The  average  length  of  piles  waa 
about  30  feet. 

Recommendation 8  a9  to  dike. — The  plan  of  subletting  the  contract  and  each  portion 
thereof,  while  it  was  profitable  to  the  contractor,  resulted  in  great  delay  and  incon- 
venience to  the  progress  of  the  work,  and  besides  by  such  a  system  the  work  is  liable 
to  be  not  nearly  so  well  done,  as  the  parties  doing  the  work  received  so  small  an 
amount  therefor  that  naturally  their  tendency  was  to  slight  the  work  as  much  as 
possible.  If  in  the  construction  of  further  wattled  dikes  it  would  be  possible  to 
make  sure  that  only  one  party  should  drive  the  piles,  furnish  and  place  the  brush, 
and  otherwise  complete  the  dike,  I  am  satisfied  that  the  progress  would  be  much  more 
rapid,  and  that,  as  a  whole,  the  work  would  be  much  more  satisfactory. 

Owing  to  the  very  great  difliculty  experienced  in  weaving  the  brush  in  between 
the  piles,  I  would  suggest  that  in  the  future  tiie  piles  beplacedwith  7  or  8  feet  centers, 
instead  of  6,  as  here  used,  so  that  a  larger-sized  brush,  say  3  to  4  inches  nt  the  butt, 
could  be  used,  and  the  work  thus  be  completed  at  less  cost  and  with  considerably 
more  dispateh  and  strength.  Of  course  the  brush  would  then  have  to  be  23  or  26 
feet  in  length,  but  that  would  make  little  or  no  difference  in  the  cost,  and  by  the  use 
of  larger  brush  the  dike  would  be  stronger  and  better  able  to  withstand  the  fioating 
logs,  some  of  very  large  size,  that  abound  in  these  waters,  especially  during  periods 
of  high  water  by  river  or  tide.  During  the  high  tides— December  20  to  26,  1893 — 
Skagit  Bay  would  sometimes  be  almost  black  with  these  floating  logs  en  route  from 
the  mouth  of  the  SkagitandStillaguamish  rivers  to  Decepticm  Pass,  passing  between 
Goat  and  Ika  islands,  and  bearing  directly  for  the  dike.  Many  passed  over  the  dike, 
but  some  would  lodge  and  hang  around  for  a  day  or  two,  doing  considerable  damage 
to  the  wattling. 

1  would  also  suggest  that  the  size  of  the  piles  be  limited  to  from  12  to  15  inches  at 
the  butt  (inside  the  bark).  Piles  of  this  size  will  bo  plenty  large  enough,  as  there 
is,  practically  speaking,  no  pressure  on  the  piles,  and  it  has  been  found  that  piles  of 
more  than  15  inches  diameter  cause  great  difficulty  in  weaving  the  poles  in  place. 

DKEDGING. 

Survey  preliminary  to  dredging. — The  survey  for  the  determination  of  the  quantity 
of  dredging  to  be  done  was  made  with  the  wattled  pile  dike,  whose  location  waa 
known,  as  a  bavse.  A  line  of  piles,  200  feet  apart,  parallel  to  the  dike  and  275  feet" 
distant  therefrom,  was  driven  by  the  Bowers  Dredging  Company,  for  use  as  *^swing- 
ing  piles."  It  was  at  first  attempted  to  take  the  soundings  by  running  a  line  of 
soundings  at  right  angles  to  the  dike  with  a  boat,  getting  the  required  distance  from 
the  dike  by  means  of  a  graduated  wire,  but  owing  to  the  swiftness  of  the  currents 
it  was  found  impossible  to  do  this,  as  the  boat  could  not  be  kept  on  line.  The  floats 
formerly  used  at  Olympia  were  then  brought  into  use,  one  being  extended  along  the 
dike  and  the  other  being  made  fast  between  the  two  swinging  piles  opposite.  Then, 
by  means  of  a  graduated  wire  from  float  to  float,  which  could  bo  moved  along  from 
place  to  place,  the  points  where  soundings  were  desired  were  accurately  located,  and 
it  was  an  easy  matter  for  a  boat  to  go  along  and  ascertain  the  de])ths.  In  this  way 
the  section  of  the  channel  opposite  the  floats  was  soon  sounded,  whereupon  the 
floats  were  moved  up  another  200  feet.  The  lines  of  soundings  were  usually  20  feet 
apart  and  the  soundings  taken  at  every  10  feet  on  these  lines  and  referred  to  the  Cioat 
Island  gauge,  by  means  of  which  the  soundings  were  reduced  to  the  V.  S.  Coast  and 
Geodetic  Survey  datum  of  the  mean  of  a  few  selected  lowest  low  waters. 

We  started  sounding  on  September  21,  1893,  and  finished  on  the  28th,  covering  a 
distance  of  6,200  feet  in  six  and  one-half  days,  although  delayed  considerably  by  the 
flats  going  bare. 

In  all,  318  lines  of  soundings  were  run  and  4,770  soundings  taken;  these  .soundings, 
referenced  to  the  dike,  are  plotted  on  a  scale  of  60  feet  t  o  1  inch.  Each  line  of  sound- 
ings or  each  cross  section  was  plotted  on  cross-section  paper  for  computation,  and 
is  herewith. 

From  the  survey  of  May,  1893,  the  required  amount  of  dredging  to  the  end  of  the 
dike  as  now  constructed  was  91,691  cubic  yards,  and  from  the  more  accurate  survey 
just  described,  the  amount  was  86,385  cubic  yards.  In  the  May  estimate  particular 
xjare  was  taken  to  make  the  amount  sufficiently  large. 

Dredging. — The  Bowers  dredge  No.  3  arrived  at  Goat  Island,  September  19,  1893, 
and  got  in  place  the  following  day  at  the  eastern  end  of  the  dredged  channel,  near 
the  entrance  to  the  "  Hole  in  the  Wall,"  but  did  not  begin  to  work  until  September 
25,  as  there  was  considerable  work  to  be  done  previously  in  getting  things  in  shape 
to  run.  Previously  to  starting,  I  had  given  levels  on  the  swinging  piles  by  which 
to  set  the  dredging  gauges — this  by  means  of  water  levels  from  the  Goat  Island  gauge. 
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For  description  of  the  method  of  procedure  of  the  dredge,  would  refer  to  my  report 
on  Olympia^  dated  June  23, 1893. 

Starting  in  September  25, 1893,  the  dredge  worked  almost  continuously  to  the  end 
of  the  month,  and  also  three  days  in  October,  in  which  time  2,400  feet  of  the  channel 
was  dredged,  the  excavated  material  being  deposited  about  100  feet  north  of  the 
dike;  during  this  time  the  contractors  received  credit  for  removing  19,000  cubic 
yards  of  material.  During  the  early  part  of  October,  up  to  the  6th,  the  dredge  lost 
three  days  on  account  of  the  windy  southeast  weather,  and  on  the  night  of  the  6ih 
there  was  a  regular  gale  from  the  southeast,  in  consequence  of  which  the  dredge  wu 
considerably  damaged,  the  spud  frame  bein^  torn  off,  the  cutter  shaft  broken,  and 
considerable  other  damage  done  to  the  suction  pipe.  Besides  this,  several  pontoons 
were  smashed  up  and  a  ifoating  blacksmith  shop  destroyed.  The  dredge  crew  at 
once  started  in  to  gather  up  the  debris  and  to  prepare  to  leave  for  Taconia,  where 
the  dredge  was  to  be  repaired,  but  it  was  the  14th  of  October  before  they  could  get 
away. 

The  damage  financially  wa«  not  such  a  serious  feature  as  was  the  delay  caused  by 
this  breakdown,  and  notwithstanding  the  fact  that  the  repairs  were  pushed  aa  fast 
as  possible,  it  was  the  29th  day  of  November  ere  the  dredge  got  back  to  Goat  Island, 
during  which  time  several  spells  of  very  fine  weather  were  unavoidably  missed,  and 
December  1  the  dredge  once  again  got  to  work. 

This  accident  cost  the  Bowers  Dredging  Company  about  $5,000,  not  to  mention 
the  delay.  The  accident  was  undoubtedly  due  to  trying  to  hold  the  dredge  broad- 
side to  the  storm  with  solid  connections  like  spuds  and  cutter,  in  consequence  of 
which  both  were  broken.  Subsequently  to  this  accident,  in  case  of  a  blow  the 
dredge  made  fast  to  the  swinging  piles  and  raised  both  cutter  and  spuds,  and  in 
such  fashion  she  rode  out  several  severe  blows  in  safety. 

On  December  1  the  work  was  resumed  where  the  accident  took  place,  viz,  2,400  feet 
from  the  eastern  end  of  the  dike,  and  the  dredging  continued  westward  till  the  13tii 
of  December  (with  loss  of  four  days),  when  in  consequence  of  the  stormy  weather 
the  dredge  was  moved  to  the  west  end  of  the  cut,  and  work  started  eastward  on 
December  16,  but  on  the  21st  of  December,  as  the  weather  was  good,  the  dredge  was 
taken  back  to  its  eastern  position  and  started  working  westward  again.  While 
working  east  about  1,000  feet  of  the  channel  was  completed.  From  December  21, 
1893,  till  January  11, 1894,  the  dredge  worked  west,  and  on  the  latter  date  completed 
the  main  cut,  but,  on  account  of  a  severe  and  long-continued  southeast  gale,  was 
obliged  to  wait  until  .Tanuary  20,  1894,  before  completing  the  dredging,  some  little 
trimming  being  required. 

The  foUowing  table  shows  the  rates  of  progress  during  thc^  months  the  dredge  was 
working : 


Month. 


September,  1893 
Octobor,  lS9:i . . 
December.  1893. 
January,  1894  ., 

Total 


Working 
ilavs. 


6 

3 

23 

11 


Excavation. 


Len|irtbof 
channel 
dredged. 


Cubic  udg. 

9,  000 

10,000 

48. 000 

19,  585 


Feet. 

1,4M 

8» 

2,7« 

1,1(» 


43 


86. 585 


6,19 


From  the  above  we  get  an  average  daily  excavation  of  2,OLS.O  cubic  yards,  or, in 
round  numbers,  2,000  cubic  yards  per  day.  The  divisor — the  number  of  days — includes 
merely  those  days  on  which  the  dredge  worked. 

The  material  excavated  was  at  nearly  all  times  very  easy  of  removal,  consisting 
mostly  of  sand  brought  down  from  the  rivers  near  by.  In  one  or  two  places  the 
sand  was  extra  compact  and  sometimes  mixed  with  a  little  clay,  which  made  the 
removal  slightly  njore  difficult,  but  not  enough  so  to  cause  any  material  delay.  The 
excavated  luateiial  was  deposited  to  the  north  of  the  dike,  usually  from  100  to  150 
feet  distant  therefrom,  and  it  was  deposited  so  as  to  make  as  far  as  possible  a  uni- 
form fill.  Toward  the  western  portion  of  the  dredged  channel  the  excavated  mate- 
rial was  deposited  very  close  to  the  dike,  the  depth  of  water  and  th«^  general  direc- 
tion of  the  currents  permitting  this  to  be  done. 

Currenta. — The  currents  in  the  portion  of  Skagit  Bay  where  this  work  was  done 
are  very  uncertain  quantities,  as  their  actions  and  directions  are  governed  very 
largelj'  by  local  conditions.  Owing,  however,  to  the  influence  of  the  North  Fork  of 
the  Skagit  River,  the  current  usually  runs  out  along  the  dike  for  about  two-thirds 
of  the  time.  At  high  water  the  direction  of  the  current  is  usually  about  at  right 
angles  to  the  direction  of  the  dike — in  particular  that  portion  near  Goat  Island. 

Condition  at  completion, — Similarly  to  the  dredging  done  in  Olympia,  the  channel 
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when,  completed  by  the  Bowers  Dredging  Compauy  was  at  least  125  feet  wide  at 
the  bottom,  instead  of  100  feet  as  called  for  by  the  contract,  and  was  on  an  average 
at  least  1  foot  deeper  than  required.  In  this  way  the  dredger  received  credit  for 
only  about  75  per  cent  of  the  excavation  actiially  done. 

The  dredged  channel  is  parallel  to  the  wattled  dike,  from  which  the  center  of  the 
channel  is  distant  125  feet.  Its  specified  depth  is  4  feet  at  mean  lower  low  water  or 
2  feet  at  extreme  low  water,  and  with  a  bottom  width  of  100  feet.  The  length  of  the 
channel  dredge<l  is  6,120  feet. 

There  is  very  little  doubt,  I  think,  but  that  the  dredged  channel  will  stay  open,  as 
the  velocity  and  direction  of  the  low- water  currents  will  render  liliing  well  nigh 
impossible. 

Completion  oy project. — The  project  for  improving  Swinomish  Slough,  Washington, 
calls  for  a  channel  100  feet  wide  at  the  bottom  and  4  feet  deep  at  mean  lower  low 
water  from  deep  water  iu  Saratoga  Passage  through  Skagit  Bay,  Swinomish  Slough, 
and  across  the  nats  of  Padilla  Bay  to  deep  water  m  the  same,  with  dikes  at  certain 
parts  to  insure  the  permanence  of  the  channel  dredged  or  to  retain  the  excavated 
material. 

Under  the  appropriation  contained  in  the  river  and  harbor  bill  of  July  13,  1892, 
the  project  has  beeu  completed  to  the,  extent  of  dredging  the  channel  and  building 
a  wattled  pile  dike  from  the  entrance  to  the  *'  Hole  in  the  Wall''  to  the  northwest 
•nd  of  Goat  Island — a  distance  of  about  6,200  feet. 

I  have  computed  that  to  complete  the  project  the  following  amounts  of  dredging 
and  diking  will  be  required : 

Dredging :  Cubic  yards. 

Skagit  Bay 42,000 

Swinomish  Slough 133,000 

Padilla  Bay 90,000 

Total 265, 000,  at  20  cents,  $53,000 

Wattled  and  brush  retaining  dike:  Feet. 

Skagit  Bay 7,270 

Swinomish  Slough 5,  330 

Padilla  Bay 6,000 

Total 18,600,  at$l,  18,600 

Pile  brush  and  stono  dike : 

Swinomish  Slough 1,000,  at  $6,  6,000 

Total 77,600 

Add  10  per  cent  for  contingencies,  etc 7,  760 

Total 85,360 

In  making  the  original  estimate  an  allowance  of  18,000  cubic  yards  at  30  cents  per 
yard  was  made,  the  advance  in  price  being  made  to  cover  the  cost  of  removal  of  the 
excavated  material,  but  in  the  above  estimate  I  have  disregarded  such  an  allow- 
ance, as  I  am  sati.slied  that  20  cents  per  yard  should  bo  ample  for  the  work  as  a 
whole,  for  no  more  desirable  dredging  could  be  asked  for,  as  the  material  to  be 
removed  is  either  sand  or  mud.     I  am  satistied  no  hard  material  will  be  encountered. 

Future  operntionH. — With  the  next  ap])ropriati(m  tliat  becomes  available  1  would 
recommend  the  completion  of  the  project  as  far  as  La  Conner  if  possible,  and  upon 
the  completion  of  tliat  I  would  suggest  that  the  work  of  dredging  be  then  continued 
north  through  the  slough  as  far  as  the  funds  available  will  permit. 

The  dike  between  (ioat  and  Ika  islands  should,  I  think,  be  built  first  of  all,  as  it  is 
essential  that  the  present  dredged  channel  between  the  "Hole  in  the  Wall"  and 
(ioat  Island  should  have  some  protection  from  the  southeast  storms  that  sweep  in 
almost  i)erpendi('ularly  to  the  line  of  the  dredged  channel. 

Upon  the  completion  of  the  dre<lging  in  January,  1894,  there  was  a  good  natural 
channel  leading  Irom  the  end  of  the  wattled  dike  to  deep  water  in  Saratoga  Pas- 
sage, in  which  the  depth  of  water  was  within  a  foot  or  two  of  the  dredged  depth.  In 
case  the  next  appropriation  by  Congress  for  this  work  should  not  be  sufttcient  to 
C(miplete  the  project  as  I'ar  as  La  Conner,  and  in  case  the  above  natnral  channel 
retains  its  dei)th,  most  good  will  be  done  by  improving  the  portion  of  the  slough 
between  the  *'Hole  in  the  Wall"  and  Gallahers  Point,  subsequently,  of  course,  to 
the  construction  of  the  dike  between  Goat  and  Ika  islands.  It  will  be  sufficient,  I 
think,  to  build  this  dike  merely  of  a  row  of  piles  about  4  feet  between  centers  and 
extending  up  to  extreme  high  water,  so  as  to  catch  all  the  drift  from  the  Skagit  and 
Stillaguamish  rivers  and  to  cause  the  lodgment  of  the  same.  Such  a  row  of  piles 
will  very  materially  break  the  force  of  the  currents  and  seas,  and  I  think  it  is  safe 
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to  say  that  in  time  a  vast  amount  of  drift  will  accumulate,  which  will  praciically 
make  a  connecting  link  between  the  two  islands. 

The  original  project  has  been  slightly  modified  by  the  proposed  use  of  a  Tlike 
between  McGlinns  Island  and  Gallaliers  Point,  with  a  channel  to  be  dredged  fol- 
lowing the  lino  of  the  dike  and  50  or  75  feet  distant  therefrom. 

For  about  500  feet  from  either  end  of  this  dike  it  will  be  necessary  to  build  ft 
brush  and  stone  dike  similar  to  those  use<l  at  Willapaand  Grays  harbors,  but  in  the 
intermetliate  1,100  feet  I  think  a  wattled  dike  to  extreme  high  water  will  answer 
equally  well.  With  this  dike  built  to  extreme  high  water,  a  large  amount  of  drift 
would  be  collected,  which  would  reinforce  the  dike  and  its  action. 

To  complete  the  project  as  far  as  La  Conner  will  require:  • 

Dredging,  Skagit  Bay  and  Swinomish  Slough,  68, 200  cubic  yards,  at  20  cents.  $13,  640 

Diking,  Skagit  Bay  and  Swinomish  Slough,  8,370  feet,  at  $1 8, 370 

Brush  and  stone  dike,  Swinomish  Slough,  1,  000  feet  at  $6 6, 000 

Total 28,010 

Add  10  per  cent  for  contingencies,  etc 2,801 

Total - 30,811 

Or  to  complete  the  dike  between  Goat  and  Ika  islands,  and  the  diking  and  dredg- 
ing between  McGlinns  Island  and  Gallahers  Point,  will  require: 

Dredging,  Swinomish  Slough,  26,  200  cubic  yards,  at  20  cents $5, 240 

Diking,  Swinomish  Slough  and  Skagit  Bay,  5,  200  feet,  at  $1 5, 200 

Brush  and  stone  dike,  Swinomish  Slough,  1,  000  feet,  at  $6 6, 000 

Total 16,440 

Add  10  per  cent  for  contingencies,  etc 1, 644 

Total 18,084 

Very  respectfully,  J.  R.  Sa\^aoe. 

Capt.  Thomas  \V.  Symoxs, 

Corps  of  Enyinccra,  U.  S.  A. 


COMMERCIAL    STATISTICS. 

Swinoinisli  Slough  it*  in  th(;  collection  district  of  Pugct  Sound.  The  n<'arest  port 
of  entry  is  Port  Townseiid. 

The  follow  inn  information  n^lative  to  the  c()iuin<;roe  of  Swinomish  Slough,  Wash- 
iu«2:toii,  is  for  the  iiscal  year  ending  June  30,  1894,  and  was  furnished  by  Mr.  K.  0. 
Welts,  of  La  Conner: 

Shipj)big. — There  is  1  daily  ]»ass(_'nger  steamer  and  1  triweekly  steamer  running 
between  La  Conner  and  Seattle 

Duriiig  the  fall,  when  the  hay  and  grain  are  8hij)ped,  there  is  a  large  lleet  of 
steamers  and  scows  runniu'^  b«'tween  various  points  in  Swinomish  Slough  and  the 
commercial  and  luml)er  centers  on  the  Sound.     Of  these  no  record  is  kc-jit. 

Exports  and  imports. 


Articles. 


Quantity.       \'jihie. 


Articles. 


iQuiiutity.      Value. 


EXPORTS. 

Hops 

Fruit 

Oata 

Hay 

Live  stock,  pork,  und  meat 
Sahnoii,  iu  bulk 

Tot^il 


•JOO 
100 

3r>,  000 

23, 000 


250 


$()(),  (M)0 
30.  000 

700,000  ; 

207.000  I 
40.000  I 
25,  000  I 


IMPORTS. 


General  inorchauiliso  ... 

M  acliiiiery , 

Live  Htocfc  (new  breeds) 


Total, 


58,550       1,0611,000  ,. 


To  Hit. 
5,  ,')00 


I 


5,500 


$400,000 

125,  000 

50,000 

575.000 


Large  quantities  of  lumber,  ])otatoes,  butter,  hides,  and  vegetables  shipped.     Xo  reconl  kept. 

SUMMAKY. 


Total  exports. 
Total  imports. 


Value. 


$1,  062, 000 
575,000 
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U  U  17. 

IMPROVEMENT  OF  PUGET  SOUND  AND  ITS   TRIBUTARY  WATERS,  WASH- 
INGTON. 

The  old  title  of  tbis  appropriation  was  "  improvement  of  Skagit, 
Stillaguamisb,  Nooksack,  Snohomish,  and  Snoqualmie  rivers,  Washing- 
ton." 

Under  date  of  August  4, 1892,  the  change  to  the  new  title  was  approved 
and  all  money-  and  property  on  hand  were  transferred  and  thereafter 
accounted  for  under  the  new  title. 

Description  of  original  condition. — In  their  original  condition  the  navi- 
gable streams  flowing  into  Puget  Sound  carried  water  enough  for  the 
purpose  of  steamer  navigation,  but  were  obstructed  by  snags,  fallen  trees, 
and  logjams.  They  were  the  great  highways  of  the  country,  traveling 
on  land  being  almost  impossible  on  account  of  the  heavy  timber,  dense 
iind^brush,  and  fallen  logs.  . 

About  their  mouths  there  are,  in  every  instance,  large  areas  of  shallow 
water  with  tortuous  channels,  and  these  are  often  obstructed  by  drift. 

Plan  of  improvement. — The  plan  of  improvement  contemplates  the 
removal  of  snags,  logs,  trees,  and  other  obstructions  to  navigation. 
For  this  purpose  a  snag  boat  with  an  outfit  of  tools  and  appliances  has 
been  provided.  This  boat  passes  from  one  river  to  another,  doing  serv- 
ice in  each  as  far  as  the  necessities  of  its  commerce  require  and  as  the 
amount  of  the  funds  appropriated  will  admit. 

With  the  funds  that  have  been  appropriated  this  snag  boat  and  out- 
fit have  been  provided  and  a  large  number  of  snags,  jams,  overhang- 
ing trees  and  other  obstructions  to  navigation  removed.  These,  with 
the  trees  that  from  time  to  time  fall  into  the  rivers,  will  furnish  constant 
employment  for  the  snag  boat  for  an  indefinite  period. 

APPROPRIATIONS. 

Act  of— 

June  14,  1880 $2,500 

All  gust  2,  1 882 20,  000 

Julys,  1884 10,000 

August  5,  1880 10,000 

August  11,  1888 15,000 

September  19,  1890 12,000 

July  13,  1892 15,000 

Total 84,500 

Amount  expended  to  June  30 j  1893. — The  amount  expended  to  June 
30,  1893,  was  $75,493.86. 

Results  obtained  to  June  30, 1893. — In  this  class  of  work  no  permanent 
results  are  aimed  at  or  obtained.  The  continually  recurring  snags  and 
fallen  trees,  etc.,  require  to  be  constantly  removed.  The  rivers  have 
been  kept  open  for  traffic,  and  many  of  the  perils  of  navigation  have 
been  removed. 

Amount  expended  during  fiscal  year  ending  June  30, 1894. — The  amount 
expended  during  the  fiscal  year  ending  June  30,  1894,  was  $6,554.32. 

Results  obtained  to  June  30, 1894. — As  shown  more  in  detail  in  Captain 
Jefferson's  report,  a  large  amount  of  work  was  done  in  the  x)rincipal 
rivers  tributary  to  Puget  Sound  in  removing  snags  and  leaning  trees, 
and  navigation  thereby  was  greatly  benefited. 

Report  of  operations. — The  snag  boat  was  fitted  out  in  August,  1893, 
upon  the  subsidence  of  the  summer  floods  and  continued  at  work  until 
December  11,  1893,  when  she  was  laid  uj)  in  the  Duwamish  River. 
During  this  period  operations  were  carried  on  in  the  Duwamish,  Sno- 
homish, Stillaguamish,  Skagit,  and  Nooksack  rivers,  and  in  Sullivan 


•  • 
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Slough.    A  total  of  1,313  suags,  G3  Icauing  trees,  and  two  steamboat 
wrecks  were  removed. 

Capt.  E.  H.  Jeii'ersoii  has  coutinued  in  charge  of  the  snag  boat 
Besides  his  work  in  connection  with  snagging,  Captain  Jefferson  has 
rendered  valuable  assistance  to  this  office  in  many  questions  which 
have  arieen  concerning  bridging  and  obstructing  the  waters  of  Puget 
Sound  and  its  tributaries. 

His  report,  which  is  herewith,  gives  full  data  as  to  the  operations  of 
the  snag  boat. 

in  November,  1893,  Captain  Jefferson  had  occasion  to  discharge  three 
deck  hands  for  misconduct  of  various  sorts.  These  men  went  before  the 
United  States  district  attorney  and  the  grand  jury  at  Seattle  aod 
made  complaint  against  him  for  violation  of  tlie  eight-hour  law.  The 
grand  jury  found  a  true  bill  against  Captain  Jefferson  and  issued  a& 
order  for  his  arrest  about  December  28.  He  was  tried  before  Judge 
Hanford  by  a  jury  during  January,  1894,  and  acquitted,  the  jury  recog- 
nizing the  propriety  of  the  decision  of  the  War  Department  that  the 
law  is  not  applicable  to  the  crews  of  steamboats,  snag  boats,  etc. 

Recommendations  and  reynarks, — The  work  of  the  snag  boat  SJcagiiiA 
of  great  importance  in  keeping  the  rivers  tributary  to  Puget  Sound  in 
a  navigable  condition  so  that  steamers,  scows,  lighters,  etc.,  can  aa- 
cend  and  descend,  and  that  logs,  lumber,  wood,  etc.,  can  be  floated  down. 

The  Skagit  was  built  in  J  882,  and  has  had  very  hard  usage  ever  since, 
and  the  time  has  now  come  when  it  is  absolutely  necessary  to  rebuild 
her.  Her  hull  is  rotten  and  weak  and  so  water-logged  that  she  draws 
too  much  water  for  use  on  the  rivers  during  the  periods  in  which  she 
can  be  used  to  the  best  advantage.  She  is  so  water-logged  and  down 
by  the  stern  that  it  is  almost  impossible  to  steer  her. 

She  is  now  12  years  old,  which  is  more  than  the  average  life  of  Puget 
Sound  fir  when  exposed  to  air  and  water. 

The  boat  in  going  from  river  to  river  has  to  traverse  the  open  waters 
of  Puget  Sound,  and  this  in  her  present  weak  condition  is  dangerous. 
The  machinery  of  tlie  boat  is  good.  Experience  also  demonstrates  that 
certain  changes  and  additions  are  needed  to  make  tlie  snag  boat  what  it 
should  be.  For  instance,  she  should  be  provided  with  a  strong  "spud" 
or  *' grouser''  to  hold  her  in  place  in  a  swift  current,  and  she  should 
have  a  force  pump  to  enable  the  sand  to  be  washed  away  from  snags 
so  that  they  can  be  taken  hold  of. 

To  rebuild  the  boat  and  make  the  requisite  additions  will  cost,  it  is 
estimated,  $12,000.  It  is  recommended  that  this  amount  be  api)ropri- 
ated  in  addition  to  the  amount  required  to  operate  the  boat,  $20,000, 
making  $:V2,000  in  all. 

Future  operations. — With  the  balance  of  the  appropriation  remain- 
ing the  boat  will  be  put  at  work  as  soon  as  the  sumuier  floods  are  over 
and  kept  at  it  while  the  waters  of  the  rivers  remain  in  proper  condition 
therefor. 

The  report  of  Capt.  E.  11.  Jefferson,  master  of  the  Government 
snag  boat  Skagit^  is  herewith. 

Money  statement. 

July  1,  1803,  balance  iinexpcncled $9,  006. 14 

June  30,  1894,  amount  expended  during  fiscal  year 6,  554. 32 

July  1,  1894,  balance  unexpended 2,  451. 82 

July  1, 1894,  outstanding  liabilities 50.00 

July  1,  1894,  balance  available 2,401.82 
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Amonnt  (estimated)  required  for  completiou  of  existing  project Indefinite* 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  Juno  30, 1896  $32,  000. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  rivet  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


REPORT  OP   CAPT.  E.  H.  JEFFERSON,  MASTER   OP   SNAG   BOAT. 

Seattle,  Wash.,  May  10,  1894. 

Sir:  I  have  the  honor  to  submit  the  following  annual  report  of  operations  of  the 
United  States  snag  boat  Skagit  at  improvement  of  Puget  Sound,  Washington ;  also 
some  commercial  statistics  of  the  various  rivers  in  this  district. 

On  August  10,  1893,  after  the  passing  of  the  regular  summer  floods,  commenced 
gettinfi^  the  boat  ready  for  service  at  her  moorings  in  the  Duwamish  River.  On  the 
12th  tne  boat  was  taken  down  the  river  to  Seattle,  where  some  minor  repairs  were 
made  and  supplies  taken  on  board. 

August  17,  everything  being  in  readiness  for  work,  departure  was  taken  for  the 
Snohomish  River  and  operations  commenced  there  the  same  day  and  continued 
between  mouth  of  river  and  city  of  Snohomish,  removing  snags  that  had  been  depos- 
ited by  recent  floods  till  the  22d,  on  which  date  left  the  Snohomish  River  for  the 
Skaffit,  via  the  Stillaguamish,  working  near  the  mouth  of  the  latter  till  the  evening 
of  the  28th;  then  ran  over  to  the  Skagit. 

JVorked  on  the  Skagit  between  its  mouth  and  Mount  Vernon  till  noon  of  Septem- 
ber 6.  The  river  then  being  a  little  too  high  and  the  water  too  much  discolored  for 
further  effective  work,  left  on  the  last-named  date  for  the  Nooksack  River,  arriving 
and  commencing  work  on  the  7th.  Operations  were  conducted  on  this  stream  till  and 
including  October  5  and  the  river  pretty  thoroughly  cleaned  of  obstructions  as  far 
up  as  Lynden,  the  head  of  navigation,  during  which  time  the  stage  of  water  was  at 
times  so  low  that  the  boat  could  scarcely  float  in  places,  and  had  to  be  hauled  over 
with  the  aid  of  lines  and  the  steam  capstans. 

October  6,  left  the  Nooksack  River  and  returned  to  the  Skagit,  where  work  was 
continued  till  the  30th,  on  which  date  r.in  over  to  Sullivan  Slough  and  removed  the 
wrecks  of  two  burned  steamboats,  which  were,  in  their  wrecked  and  sunken  condi- 
tion, a  serious  obstruction  to  the  navigation  of  the  slough  by  steamers  and  barges 
which  had  occasion  to  go  there  for  cargoes  of  hay  and  grain.  After  finishing  this 
work,  returned  again  to  the  Skagit  River  on  November  1  and  resumed  snagging 
operations,  working  from  mouth  up  to  a  point  called  the  **  Cut-ofi*,"  farther  than  the 
regular  steamers  generally  go. 

At  a  point  called  ** Sterling  Bend"  more  than  25  large  fir  stumps  were  removed. 
Some  of  these  stumps  being  as  much  as  7  and  8  feet  across  the  top  and  as  firmly 
embedded  in  the  bottom  of  the  river  as  they  originally  were  in  their  native  soil. 

Large  quantities  of  giant  powder  was  required  to  remove  them.  There  are  yet 
more  of  the  same  kind  to  be  removed  when  funds  are  available  and  stage  of  water 
favorable. 

On  November  28  left  the  Skagit  River  for  the  Snohomish,  where  operations  were 
continued  until  December  4,  the  stage  of  water  being  then  too  high  for  effective  and 
profitable  work  except  at  short  intervals.  Departure  was  then  taken  for  Seattle, 
with  the  intention  of  placing  the  boat  in  winter  quarters.  Some  necessary  work  of 
removing  a  drift  jam  in  the  Duwamish  River  was  done,  and  on  December  11  the 
boat  was  laid  up  at  her  mooring  pljice  and  the  crew  discharged. 

The  snag  boat  is  getting  old  and  water-logged  and  is  becoming  quite  difficult  to 
handle,  having  now  a  greater  draft  of  water  than  is  desirable  in  order  to  ascend 
these  rivers  at  their  low  stages,  which  is  undoubtedly  the  best  time  to  do  snag- 
ging. She  was  built  in  the  year  of  1882  and  will  soon  need  some  pretty  extensive 
repairs,  as  much  of  her  timber  below  deck  is  affected  with  "dry  rot."  New  hog 
]>osts,  new  cylinder  timbers,  new  plank  shears,  and  other  extensive  repairs  will 
undoubtedly  be  required  before  a  great  while,  which  I  would  not  advise  making  on 
an  old  and  unsuitable  hull. 

At  present  it  is  not  safe  to  trust  the  boat  out  in  any  open  water  nnless  it  be  per- 
fectly smooth,  and  great  care  has  to  be  exercised  in  going  from  river  to  river  that 
bad  or  rough  weather  is  not  encountered. 

1  think  a  new  hull  should  be  built,  one  of  more  modem  design  and  improvements; 
and  with  the  present  machinery,  with  the  addition  of  a  big  force  pump  to  cut  and 
wash  the  sand  away  from  embedded  snags,  a  very  effective  snag  boat  could  be  had. 
If  anew  hull  is  built  provision  can  be  made  for  the  use  of  a  spud  or  grouser,  by 
moans  of  which  the  boat  can  be  held  steady  on  shoal  swift  water  riffles,  while  chain 
slings  are  adjusted  to  obstructions  and  the  sediment  cut  and  washed  away  by  force 
pump,  an  appliance  that  is  very  much  needed. 
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K  the  present  machinery  were  put  into  a  new  hull  of  modern  build  a  very  effectlTe 
snag  boat  could  be  had. 
Following  is  a  summary  of  the  snag  boat's  operations  for  the  x)eriod8  stated : 

Snags  and  drift  removed — 

Du  wamish  River 78 

Snohomish  River 50 

Stillaguamish  River *89 

Skagit  River 763 

Sullivan  Slough 3 

Nooksack  River 330 

Total  1,313 

Largest  diameter feet . .  8 

Smallest  diameter inches..  4 

Total  length feet..  35,363 

Leaning  trees  chopped  from  the  banks — 

Nooksack  River 30 

Skagit  River 19 

Snohomish  River 14 

Total 63 

Largest  diameter feet . .  3| 

Smallest  diameter inches..  4 

Total  length feet..  3,152 

Wrecks  of  steamboats  removed,  Sullivan  Slough 2 

Wood  manufactured  by  crow  for  fuel cords. .  4^ 

Additional  operations  consisted  of  the  usual  amount  of  work  required  to  keep  the 
boat,  her  tackle,  gear,  etc.,  in  order. 

The  dull  tiuicH  and  the  conipetiou  of  railroads  has  had  the  eflfect  of  greatly  dimin- 
ishing the  buKJness  of  the  st(\imboat8  on  these  rivers,  yet  the  work  of  the  snag  boat 
could  hardly  be  dispensed  with.  The  dilVereut  streams  need  annual  snagging,  other- 
wise they  would  soon  become  so  obstructed  that  steamers  could  not  navigate  them 
for  any  ilistjiiice  with  any  degree  of  safety. 

The  work  done  by  the  snag  boat  is  not  only  a  benefit  to  the  steamboats,  but  is  to 
logging  as  well,  which  is  a  very  important  industry  on  all  of  these  rivers. 

On  the  Snohomish  River  route  from  Seattle  there  is  but  one  regular  steamer  plying 
now.  Two  small  steamboats  do  a  protitablo  passenger  l)usiness  between  Everett 
and  the  city  of  Snohomish,  making  three  or  four  trips  daily. 

Two  little  steamboats  are  n^gularly  em])loye(l  on  the  Sno(iualmie  River  from  the 
city  of  SnohomiHli  up  to  the  head  of  navigation  when  business  and  stage  of  water 
permits. 

The  Nooksack  River  lias  but  one  steamer  at  present  engaged  in  business  on  its 
waters  and  she  does  not  tind  regular  employment. 

On  the  Duwamish  River  there  is  no  reguler  boat  running,  but  largo  quantities  of 
hay  and  hops  are  fre([uently  freighted  from  this  and  its  tributary,  the  White  River, 
by  jobbing  boat^s  and  light«M*s. 

The  usual  ditli^ulty  of  obtaining  anything  like  accurate  commercial  statistics  of 
these  rivers  is  met  with  again  this  season.  There  ap])ears  to  be  no  regular  method 
of  keeping  a  record  of  the  business.  After  considerable  research  the  fcdlowing 
figun»s  are  submitted  as  re|)resenting  the  business  done  by  the  steamboats  on  the 
ditierent  rivers  in  this  district  at  the  i)resent  time.  Number  of  tons  and  passengers 
given  re]>reseut  the  business  done  monthly,  which  would  probably  be  a  fair  average 
during  the  present  depression  in  business: 


Route. 


Skaffit  Rivor  via  Stillaguamiah 2, 000  300 

No<)K8ack  River 100  50 

SnohomiHh  River 800  300 

Snoqiialmio  River 195  126 

Between  Everett  and  Snohomish  via  Lowell 30  2, 400 


Paasen* 
gers. 
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Freight  handled  by  these  steamers  consists  of  general  merchandise  on  np  trips, 
and  hay,  grain,  hops,  and  other  farm  produce  down,  as  well  as  manufactured  paper 
and  nails  from  the  mills  at  Lowell  and  Everett. 

Traffic  in  manufactured  lumber  and  shingles  and  in  hay,  grain,  etc.,  from  the 
various  tidal  sloughs  around  the  mouths  of  the  diiferent  rivers  is  principally  done 
by  jobbing  boats  and  barges,  of  which  no  account  can  be  procured,  and  does  not  enter 
into  the  figures  stated  above. 

Very  respectfully,  your  obedient  servant, 

E.  H.  Jefferson, 
Capt.  T.  W.  Symons,  Master  of  Snag  Boat, 

Corps  of  Engineers,  U.  S,  A. 


COMMERCIAL   STATISTICS. 

As  stated  by  Captain  Jefferson,  anything  like  accurate  commercial  statistics  of  the 
rivers  tributary  to  Puget  Sound  are  difficult  to  obtain,  as  there  is  no  system  of  keep- 
ing records.  He  states  in  a  general  way  the  number  of  boats  employed  upon  the 
principal  rivers.  But  besides  the  commerce  carried  on  by  boats,  these  rivers  are 
used  for  the  trausportatiou  of  enormous  quantities  of  logs  which  are  taken  down  to 
be  converted  into  lumber,  shingles,  and  paper. 

The  multiplication  of  railways  is  changing  very  materially  the  relative  impor- 
tance of  these  rivers  in  respect  to  certain  commodities  and  lines  of  business,  and  the 
country  is  in  such  a  transition  state  that  accurate  commercial  statistics,  if  obtain- 
able, would  have  little  value  in  enabling  these  rivers  to  be  assigned  their  proper 
places  in  the  world  of  commerce. 


U  U  i8. 


PLAN  FOR  IMPROVEMENT  OF  EVERETT  HARBOR,  WASHINGTON. 

[Printed  in  Senate  Ex.  Doc.  No.  139,  part  2,  Fifty-third  CongrosB,  second  session.]  * 

War  Department, 
Washington  Ciiyy  July  25^  1894, 

Sir:  Eeferring  to  resolution  of  the  Senate  dated  June  20,  1894,  con- 
curred in  by  the  House  of  Representatives  June  27, 1894,  directing  the 
Secretary  of  War  to  cause  a  survey  and  estimate  to  be  made  of  the 
cost  of  dredging  the  bar  at  Everett,  in  the  State  of  Washington,  so  as 
to  make  a  fresh  water  harbor  in  or  near  the  river  with  the  greatest 
depth  of  water  practicable,  and  to  the  partial  reply  of  this  Department, 
dated  the  12th  instant,  to  the  resolution,  I  have  the  honor  to  transmit 
herewith  a  letter  from  the  Chief  of  Engineers,  dated  the  24th  instant, 
submitting  a  copy  of  a  report  of  Capt.  Thomas  W.  Symons,  Corps  of 
Engineers,  dated  the  9th  instant,  on  the  subject.  The  estimated  cost 
of  the  work  mentioned  is  8372,000. 
Very  respectfully, 

Joseph  B.  Doe, 
Acting  Secretary  of  War, 

The  President,  United  States  Senatb. 


letter  of  the  chief  of  engineers. 

Office  of  the  Chief  of  Engineers, 

United  States  Army, 
Washington^  D.  C,  July  24y  1894. 

Sir  :  Referring  to  my  letter  of  the  11th  instant,  in  partial  response 
to  resolution  of  June  20  of  the  Sjnate,  concurred  in  by  the  House  of 
Representatives,  respecting  survey  ana  estimate  of  the  cost  of  dredg- 
ing the  bar  at  Everett,  in  the  State  of  Washington^  so  as  to  make  a 


ii^ 
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fresh- water  harbor  in  or  near  the  river  with  the  greatest  depth  d 
water  practicable,  I  have  now  to  submit  the  accomi)anying  copy  d 
report  of  July  0,  1894,  on  the  subject  from  Oapt.  Thomas  W.  Symonif 
Corps  of  Engineers. 

Captain  Symons  submits  an  estimate  of  the  cost  of  the  work  men- 
tioned, amounting  to  $372,000,  and  states  that  the  harbor  will  furnisk 
ample  accommodations  for  deep-sea  ships  at  all  stages  of  the  tide  and 
the  inlet  channel  will  furniiih  facilities  for  the  passage  of  sound  aud 
river  steamers  around  the  peninsula  and  into  the  Snohomish  at  all 
stages  of  the  tide  and  ibr  vessels  drawing  18  to  20  feet  at  high  tide. 
Very  respectfully,  your  obedient  servant, 

Tnos.  Lincoln  Casey, 
ByHg.  Gen.j  Chief  of  Engineer%. 
Hon.  Daniel  S.  Lamont, 

Secretary  of  War. 


I 
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report  of  capt.  thomas  w.  symons,  corps  of  engineers. 

United  States  Engineer  Office, 

Portland^  Oreg.j  July  .9,  1894. 

General:  I  have  the  honor  to  submit  the  following  rei)ort  iu  ooifr 
])liance  with  instructions  contained  in  a  telegram  received  June  27, 
1894,  which  reads  as  follows: 

Captain  Symons, 

IVorccster  lUoc.kj  OS  Third  Street j  Portland,  Oreg,: 

You  will  mako.  and  submit  to  tliis  oflioe  as  soon  as  possibl**  a  survey  and  estimate 
of  «ost  ol'dredginj^  the  bar  at  Evorett,  Wash.,  ho  as  to  make  a  fresh- water  harbor  ii 
or  nefir  the  river  with  the  greatest  <lepth  of  water  jiractieable. 

Casey, 
Chic/  of  Knginefft. 

Tnder  date  of  November  4,  l.St)3,  the  honorable  Secretary  of  War 
approved  a  plan  pro])()sed  by  the  Everett  Land  ('omi>any  for  making 
certain  changes  in  tlie  channels  of  the  delta  mouths  of  tlie  Snohomish 
River,  and  building  locks,  tide  gates,  bulkheads  and  dams,  and  dredg- 
iiig  across  tlie  ti<le  iiats  and  in  the  Old  Itiver  to  make  a  fresh-water 
comniential  harbor  at  I'^verctt,  Wash. 

Also  on  November  28,  189:>,  the  honorable  Secretary  of  War  approved 
the  harbor  lines  for  the  harbor  surrounding  the  Kveiett  Peninsul»i         ! 
which  harbor  lines  accord  with  the  harbor  plans  proposed  by  the  Eve- 
rett Land  Company  and  ai>i)roved  by  the  Secretary  of  War,  above  nieu- 
tioned. 

Tlie  corres])ondence  in  re<:^ard  to  this  subjecrt,  with  the  instruments 
of  approval,  are  given  in  Senate  Vj\.  Doc.  No.  5.>,  Fifty-third  Congress, 
seccmd  session,  and  to  tliis  document  attention  is  inviled  for  informa- 
tion in  regard  to  the  general  situation  at  Everett  and  the  approved 
harbor  plan. 

It  is  taken  for  granted  that  the  above-mentioned  harbor  plan  and  ij 
harlxu'  lines  shall  govern  in  making  the  estimates  and  furnishing  the  ;• 
information  called  for  in  my  telegrapliic  instructions. 

It  was  not  considered  necessary  to  make  any  surveys  in  order  to  pre- 
pare the  estimates  and  furnish  the  inlormatioii  called  for.  The  map  of 
the  Everett  Land  Comi)any,  showing  the  harbor  plan  and  hai'bor  lines 
approved,  contains  all  data  needed,  and  this  having  been  prepared  bf 
an  engineer  of  known  ability  and  integrity,  formerly  connected  wili 


* 
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this  office,  is  relied  upon.  A  copy  of  a  i)ortion  of  this  map*  reduced 
one-half  in  scale,  together  with  vicinity  map,*  is  herewith ;  upon  it  is 
^hown  the  harbor  plan  and  harbor  lines  approved,  and  upon  it  is  shown 
the  work  estimated  for  further  on  in  this. report. 

In  order  *^to  make  a  fresh- water  harbor  in  or  near  the  river  with  the 
greatest  depth  of  water  practicable,"  it  is  necessary  to  do  three  things, 
i.e.:  First,  to  excavate  a  harbor  basin  in  the  shallows  and  tide  lands 
adjoining  deep  water  near  the  river's  mouth;  second,  to  dredge  a  chan- 
nel for  this  through  the  tide  flats  and  the  Old  Eiver  to  deep  fresh 
water  in  the  Snohomish  River,  this  channel  being  designed  to  bring 
fi^esh  water  to  the  harbor  basin  and  to  aflford  facilities  for  navigation 
about  the  peninsula;  and,  third,  to  protect  and  maintain  this  harbor 
and  channel  across  the  tide  flats  by  a  bulkhead  interposed  between 
them  and  the  open  waters  of  the  sound. 

HARBOR. 

It  is  possible  to  give  this  fresh-water  harbor  almost  any  depth,  but 
it  is  believed  that  a  depth  of  23  feet  at  extreme  low  tide,  corresponding 
Jto  a  depth  of  26  feet  at  the  mean  of  the  lower  low  waters  and  29  feet 
at  mean  low  water  will  be  ample,  and  is  therefore  considered  as  fulfilling 
the  condition  of  giving  a  harbor  with  the  greatest  depth  practicable,  as 
called  for  in  my  instructions.  The  estimate  is  based  upon  this  assumed 
de]>th  in  the  harbor  basin  x^roposed. 

In  dimensions  this  harbor  basin  could  well  be  limited  in  length  by 
Hie  deep  water  of  Old  Port  Gardner  on  the  south  and  Fourteenth  street 
on  the  north,  near  the  line  of  which  are  situated  the  sawmills  and  pulley 
factory  shown  on  the  map.  This  would  be  a  length  of  5,300  feet.  A 
Width  of  200  feet  would  give  ample  accommodation  for  the  present  for 
>8hips  to  reach  any  portion  of  the  dredged  basin  or  the  wharves  built 
out  to  ft. 

The  most  suitable  location  for  this  long  basin  would  be  along  and 
adjacent  to  the  eastern  pier- head  line  in  the  waterway  reserved  to  the 
public.  This  would  enable  piers  and  wharves  to  be  built  out  to  it  from 
the  main  shore,  which  could  be  readily  reached  by  the  existing  railroads. 

The  amount  of  excavation  required  to  make  this  harbor  6,300  feet 
'  long,  200  feet  wide,  and  23  feet  at  extreme  low  tide,  with  side  slopes  of 
one  on  one,  is  840,000  cubic  yards. 

FRESH-WATER    INLET    CHANNEL. 

In  order  that  the  harbor  just  described  shall  receive  fresh  water  from 
the  Snohomish  River  and  the  accompanying  benefits  therewith,  it  will 
be  necessary  to  dredge  a  channel  through  the  tide  flats  and  the  shal- 
lows of  the  Old  River  to  the  deep  water  in  the  river  at  Steamboat 
Blough.  The  bottom  of  the  Old  River  and  the  tide  flats  have  an  aver- 
l^e  elevation  of  about  5  feet  at  low  tide,  so  that  if  no  inlet  channel  were 
dredged  water  from  above  could  not  reach  the  dredged  channel  except 
at  the  first  of  the  ebb,  and  this  would  be  mainly  saltwater.  If  a  good 
free  channel  be  dredged  across  the  bar  of  the  tide  flats  and  in  the  Old 
Kiver  to  6  feet  depth  at  low  tide,  the  water  from  above  would  run  out 
through  it  during  the  entire  ebb,  and  the  water  would  be  comparatively 
ftesh.  Such  a  channel  would,  besides,  furnish  a  convenient  watery 
Jhighway  about  the  peninsula  with  a  navigable  depth  at  low  water  of  6 

Iteet  and  at  high  water  of  21  feet. 

i^ 

\]:  *  Omitted. 

BNG  94 165 


262&      REPORT  OF   THE  CmEF   OF  ENGINEERS,  U.  S.  ARMY. 

The  estimate  provides  for  this  fresh- water  inlet  and  navigable  chan- 
nel 6  feet  deep  at  extreme  low  water  and  100  feet  wide  at  the  bottom, 
with  side  slopes  of  one  on  one. 

This  cbannel  from  Fourte^th  street  aronnd  to  the  head  of  Old 
Eiver  would  be  29,151*  feet  long  and  the  amount  of  excavation  involved 
would  be  1,100,000  cubic  yards, 

BULXHEAD. 

m  order  to  protect  the  dredged  harbor  and  channel  across  the  tide 
flats  from  being  tilled  by  the  sands  stirred  up  by  the  waves  coming  in 
from  the  deep  water  of  the  sound,  to  quiet  the  water  at  high  tide,  and 
to  better  control  the  flow  of  the  ebb  and  flood  through  the  channel,  it 
is  necessary  to  construct  a  dike  or  bulkhead  along  the  west  or  open- 
water  side  of  the  channel.  This  dike  can  be  composed  of  the  material 
dredged  from  the  harbor  and  channel  deposited  behind  and  supported 
by  a  bulkhead  of  piles  and  brush.  This  bulkhead  should  be  built  on  the 
western  bulkhead  line  of  the  approved  harbor  plan.  This  should  be 
built  to  an  elevation  of  full  high  water.  There  would  be  15,000  feet 
to  be  built  in  water  averaging  10  feet  deep  at  high  tide  from  the  lower 
end  of  Smiths  Island  to  the  low- water  line,  and  2,300  feet  from  the  low- 
water  line  out  to  a  depth  of  10  feet  at  low  tide. 

ESTIMATE. 

Dredging  in  harbor,  840,000  cubic  yards,  at  13  cents $109,  200 

Bredging  in  inlet  channel,  1,100,000  cubic  yards,  at  13  cents 143,  000 

Pile  and  brash  bulkhead,  15,000  feet,  at  $4^50 67,500 

Pile  and  brush  bulkhead,  2,300  feet,  at  $8 18,400 

338,  100 
Contingencies,  engineering,  etc.,  10  per  cent 33,  810 


Total 371,910 

In  round  numbers 372,000 

The  work  outlined  to  be  done  and  covered  by  the  estimate  is  a  part 
of  the  general  plan  of  the  harbor  prepared  by  the  Everett  Land  Com 
paiiy  and  approved  by  the  Secretary  of  War. 

The  harbor  will  furnish  ample  accommodations  for  deep-sea  ships 
at  all  stages  of  the  tide,  and  the  inlet  channel  will  furnish  facilities  for 
the  passage  of  sound  and  river  steamers  around  the  peninsula  and 
into  the  8nohomish  at  all  stages  of  the  tide  and  for  vessels  drawing 
18  to  20  feet  at  high  tide. 

Very  respectfully,  your  obedient  servant, 

Thomas  W.  Symons, 
CaptaiUj  Corps  of  UiKjineers. 
Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineer's,  U,  S,  A, 
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U  U  19. 

establishment  of  harbor  lines  in  everett  harbor,  washington. 

Office  Everett  Land  Company  of  Washington, 

Uverett,  Wash.j  Augunt  0^  1893. 

Dear  Sir:  I- have  the  honor  to  forward  herewith  a  letter  of  the 
attorney  for  the  city  of  Everett,  inclosing  a  resolution  of  the  council 
of  said  city,  which  represents  that  the  protection  and  i)reservati(m  of 
the  harbor  here  requires  the  establishment  of  harbor  lines  at  this  place. 

The  Everett  Land  Company,  of  which  I  am  vice-president  and  general 
manager,  is  the  owner  of  more  than  three-fourths  of  all  the  upland  abut- 
ting upon  said  harbor,  and,  being  personally  familiar  with  all  of  the 
£Eicts  stated  in  the  inclosed  resolutions,  I  take  pleasure  in  indorsing  the 
request  of  the  said  city  council,  believing  that  the  interests  of  public 
commerce  and  the  preservation  and  i)rotection  of  the  harbor  at  Everett 
require  such  action. 

And  in  further  supi^ort  of  what  the  council  have  stated  in  their  reso- 
lution I  desire  to  call  your  attention  to  the  fact  that  a  transcontinental 
railroad,  to  wit,  the  Great  Northern  Railway  Company,  has  constructed 
its  main  line  across  the  continent,  first  touching  the  tide  waters  of  the 
Pacific  at  this  city,  and  that  the  Everett  and  ^lonte  Cristo  Railroad, 
which  by  traffic  arrangement  does  the  business  of  the  Northern  Pacific 
Railroad  at  this  point,  has  its  terminus  at  this  city,  and  that  large  ter- 
minal improvements  are  contemplated  by  said  railway  c()mi)anies:  and 
that,  for  the  purpose  of  preserving  the  harbor  so  that  it  will  best  sub- 
serve the  interests  of  these  two  companies,  together  with  the  large 
general  commerce  now  centering  here,  it  is  highly  imi>ortant  that  the 
U.  S.  Government  should  lay  liarbor  lines,  including  a  waterway 
across  certain  extensive  tide  fiats  in  front  of  said  city,  from  the  deep 
waters  of  Puget  Sound  to  the  mouth  of  the  Snohomish  River,  which  is 
a  large,  navigable  fresh-water  stream  for  a  distance  of  about  20  miles 
from  said  sound,  and  borders  on  said  city  on  the  north  and  east  sides. 

I  attach  hereto  a  map*  of  the  city  of  Everett,  together  with  its  har- 
bor, which  will  show  you  the  situation,  and  from  which  you  will  readily 
see  the  importance  of  the  request  herein  contained. 

Very  respectfully,  Schuyler  Dubyee, 

Ywe-President  and  General  Manager^ 

The  Everett  Land  Company, 

The  Secretary  of  War. 

[Second  indorHcment.] 

Office  Chief  of  Engineers,  U.  S.  Army, 

October  </,  1893. 

Eespectfully  referred  to  Oapt.  Thos.  W.  Symons,  Corps  of  Engineers, 
for  report. 

If,  in  Captain  Symons's  opinion,  harbor  lines  should  be  established  at 
this  locality  under  provisions  of  section  12  of  the  river  and  harbor  act 
of  August  11, 1888,  as  amended  and  reenacted  by  section  12  of  the  river 
and  harbor  act  approved  September  19, 1800,  he  will  please  submit  to 
this  office  a  map  showing  the  harbor  lines  which,  in  his  judgment,  should 
be  establislied  by  the  Secretary  of  War. 

To  be  returned  through  the  division  engineer. 

By  command  of  Brig.  (ien.  Casey:  ^^   ^   Adams 

Afajorj  Corps  of  Engineers, 

*  Omitted. 
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[Third  indorsement.] 

U.  S.  Enghtekb  Opfick, 
Portland^  Oreg.j  October  10, 1893. 

Eespectfally  returned  to  the  Chief  of  Engineers,  U.  S.  Army  (through 
Col.  G.  H.  Mendell,  division  engineer),  with  report  of  this  date. 

T.  W.  Symons, 
CaptatHj  Corps  of  Engineers. 

[Fourth  indorsement.] 

U.  S.  Engineer  Office, 
San  FranciscOj  CaL,  October  21, 1893. 

Kespectfully  forwarded  to  the  Chief  of  Engineers,  U.  S.  Army. 
The  \iews  expressed  by  Capt.  Symons  in  report  dated  the  10th 
instant,  herewith,  are  concorred  in. 

G.  H.  Mendell, 
Colonel,  Corps  of  Engineers, 

Ditision  Engineer. 


LETTER  OF  MR.  H.  D.  COOLEY,  CITY  ATTORNEY. 

Everett,  Wash.,  A%igus1  P,  1893. 

Dear  Sir  :  1  have  the  honor  herewith  to  transmit  a  ex>py  of  resolu- 
tions passed  by  the  council  of  the  city  of  Everett,  and  in  compliance 
with  said  resolutions  request  that  you  cause  an  order  to  be  entered 
directing  the  establishment  of  harbor  lines  in  the  harbor  front  of  and 
surrounding  said  city,  for  the  reasons  therein  stated. 
Very  respectfully,  yours, 

H.   D.   COOLEY, 

City  Attorney, 
The  Secretary  of  War. 


RESOH'TION'S    PASSED    BY    THE    COTNCIL    OF    THE    CITY    OK    EVEKKTT,    WASH. 

Wherc'as  there  is  a  large  and  increasing  commerce  at  tbe  city  of  Everett,  in  the 
State  of  Washington,  amounting  in  the  aggregate  to  about  20,0<X)  tons  per  month ;  and 

Wliereas  there  are  numerous  sawmills.  lunib«T  manufacturing  mills,  and  smelting 
works  within  or  adjacent  to  the  limits  of  said  city,  and  at  the  mouth  of  the  Snoho- 
mish River,  causing  a  large  amount  of  debris  and  other  waste  products,  which  are 
being  cast  into  the  said  harbor  in  a  manner  detrimental  to  said  harbor:  and 

Whereas  wharves  and  docks  are  being  constructed  by  private  owners  in  such  a 
way  as  to  cause  an  irregular  line  of  wharfage,  and  in  such  a  way  as  to  block  up  said 
di^bris  and  waste  products;  and 

Whereas  no  harbor  lines  have  ever  been  established  in  front  of  said  city  of 
Everett  or  in  the  harbor  surrounding  said  city:  Therefore,  be  it 

JieMolred,  By  the  council  of  the  incorporated  city  of  Everett,  that  the  preservation 
and  ])rotection  of  the  harbor  of  said  city  requires  the  establishment  and  laying  out 
of  harboT  lines  and  waterways  under  the  direction  and  by  authority  of  the  W"ar 
Dc^partment  of  the  United  States:  and  be  it 

Further  resolred.  That  the  said  council  of  the  city  of  Everett  call  the  attention  of 
the  Secretary'  of  War  to  said  conditions  recited  hereinbefore,  and  do  hereby  request, 
for  the  ]»ur])ose  of  preserving  and  protecting  said  harbor,  that  he  cause  harbor  lines 
in  front  of  said  city  to  be  permanently  and  delinitely  established;  and  be  it 

Further  renoh-edy  That  a  copy  of  these  resoluti(ms  be  properly  attested  by  the 
mayor  and  clerk  of  said  city  and  the  city  attorney  be  requested  to  communicate 
with  the  Secretary  of  War  and  procure  such  orders  as  are  proper  in  the  premises. 

Passed  at  a  regular  session  of  the  council  this  15th  day  of  August,  A.  D.  1893. 

Tnos.  DwYER. 

Mayor, 

Attest : 

C.  P.  Clark, 

City  Clerk, 

[corporate  seal.J 
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bepobt  op  capt.  t.  w.  symons,  corps  of  engineers. 

United  States  Engineer  Office, 

Portland.,  Oreg.j  October  lOy  1893. 

General:  I  have  the  honor  to  submit  the  following  report  upon  the 
subject  of  harbor  lines  at  Everett.  The  general  statements  contained 
in  the  request  of  the  mayor  of  Everett  and  the  vice-president  and  general 
manager  of  the  Everett  Land  Company  I  know  to  be  true.  It  is  my 
opinion  that  harbor  lines  should  be  established  at  Everett. 

This  is  necessary,  particularly  in  the  Upper  Snohomish  Eiver,  back 
of  Everett,  where  a  number  of  wharves  have  been  built  jutting  out  into 
the  stream.  Bere  the  stream  is  comparatively  narrow,  and  the  encroach- 
ments by  wharves,  etc.,  should  be  strictly  limited.  The  same  is 
true  farther  up  the  river  than  is  shown  on  the  lithograph  ♦  map  here- 
with, at  Lowell,  now  a  part  of  Everett. 

In  connection  with  this  subject  of  harbor  lines,  I  beg  to  invite  atten- 
tion to  the  papers  returned  herewith,  containing  the  request  of  tlie 
Everett  Land  Company  for  authority  to  construct  a  harbor  at  Everett, 
with  my  report  thereon.  The  .location  of  harbor  lines  at  Everett  is 
largely  dependent  upon  what  action  is  taken  in  regard  to  this  request. 

The  present  deep-water  frontage  of  Everett  is  confined  to  a  short 
stretch  near  the  Puget  Sound  Wire,  Xail  and  Steel  Company's  works. 
Just  north  of  this  point  the  tide  flats  of  the  Snohomish  commence  and 
break  away  out  2  miles  to  the  westerly,  and  northerly  to  the  Tulalip 
Indian  Reservation,  with  shallow  channels  across  leading  into  the  river. 

The  establishment  of  harbor  lines  at  this  deep-water  frontage  and  the 
building  of  a  lock  and  harbor  basin,  as  proposed  by  tlie  Everett  Land 
Company,  are  so  intimately  correlated  that  one  can  not  be  properly  set- 
tled upon  and  fixed  without  the  other,  if  both  are  ultimately  located. 

If  the  request  of  the  Everett  Land  Company  be  approved,  as  recom- 
mended by  me,  then  it  would  be  desirable  to  establish  the  waterway 
across  the  tide  flats  in  front  of  the  Everett  peninsula  mentioned  by  Mr. 
Duryee.  If  it  is  not  approved  I  can  see  no  reason  for  establishing  the 
waterway,  as  requested,  unless  it  be  to  provide  for  a  similar  plan  in  the 
future. 

Upon  the  assumption  that  the  plan  and  request  of  the  Everett  Land 
Company  be  approved  the  lines  which,  in  my  judgment,  should  be 
established  by  the  Secretary  of  War  are  approximately  shown,  as  far 
as  the  map  goes,  upon  the  large  blue  print*  sent  with  my  report  upon 
that  request,  and  may  be  thus  described: 

Within  the  inclosed  harbor,  in  tlie  Old  River,  across  the  tide  flats, 
and  in  the  habor  basin,  the  lines  should  be  the  *'pier  head"  lines  of  the 
harbor  channel  and  the  bulkhead  lines  of  the  harbor  basin. 

In  the  deep  water  outside  the  harbor  the  pier  head  line  should  be 
extended  each  way  from  the  harbor  basin,  as  shown  in  red.  Above 
the  head  of  Old  River,  in  the  Snohomish  River  i)roper,  i)ier  head  lines 
Bhould  be  located  providing  for  the  widest  possible  channel,  due  regard 
being  had  for  existing  wharves  and  the  rights  of  property  owners*  to 
erect  others. 

I  have  not  sufficient  data  at  present  to  enable  me  to  accurately  locate 
these  lines,  which  should  extend  up   a  little  above  Lowell,  but  the 
general  idea  of  the  lines  recommended  is  indicated  in  red. 
Very  respectfully,  your  obedient  servant, 

T.  W.  Symons, 

Brig.  Gen.  Thomas  L.  Casey,  ^«^^«^^'  ^^^^^^  ^^'  ^^Oineers. 

Chief  of  Engineers  J  U.  S,  A. 

*  Omitted. 
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[First  indorsement.] 

Office  Chief  of  Engineers, 

U.  S.  Army, 
November  25^  1893. 

Eespectfnlly  submitted  to  the  Secretary  of  War. 

In  the  matter  of  the  application  of  the  city  of  Everett,  Wash.,  and 
of  the  Everett  Land  Company  for  the  establishment  of  harbor  lines  at 
that  place,  attention  is  invited  to  the  within  report  of  Capt.  Thomas  W. 
Symons,  Corps  of  Engineers,  to  whom  the  subject  was  referred. 

Captain  Symons  has  given  the  matter  careful  consideration,  and  rec- 
ommends the  establishment  of  harbor  lines  as  described  in  the  report 
aud  as  shown  in  red  on  the  accompanying  map. 

I  concur  in  his  recommendation. 

Thos.  Lincoln  Casey, 
Brig.  Oen.,  Chief  of  Etigineers. 

War  Department, 

November  28  J  1893. 

Approved  as  recommended  by  the  Chief  of  Engineers. 

Daniel  S.  Lamont, 

Secretary  of  War. 


APPENDIX  V  V. 


IMPROVEMENT  OF  WILLAMETTE   AND   LOWER  COLUMBIA  RIVERS  AND 
THEIR  TRIBUTARIES,  OREGON  AND  WASHINGTON. 


BEPOBT  FOB  THE  FISCAL  TEAR  ENDING  JUNE  SO,  1894,  WITH  OTHER 
DOCUMENTS  RELATING  TO  THE  WORKS,  OFFICERS  IN  CHARGE, 
MAJORS  THOMAS  H.  HANDBURY  AND  JAMES  C,  POST,  AND  LIEUT. 
SABBY  TA  YLOB,  COBPS  OF  ENGINEEBS, 


IMPROVEMENTS. 


1 .  Month  of  Colambia  River,  Oregon  and  j  5.  Willamette  River  above  Portland,  and 

Washington.  Yamhill  River,  Oregon. 

2.  Columbia  River  between  Vancouver,     6.  Cowlitz  River,  Washington. 
Wash.,  and  month    of    WUlamette  |  7.  Yonngs  audKlaskuine  rivers,  Oregon. 
River.  8.  Ganging  waters  of  Columbia  River, 


3.  Canal  at  the  Cascades,  Columbia  River, 

Oregon. 

4.  Columbia  and  Lower  Willamette  riv- 

ers below  Portland,  Oreg. 


Oregon  and  Washington. 


United  States  Engineer  Office, 

Portland^  Oreg.,  July  9,  1894. 

General:  I-havethe  honor  to  transmit  herewith  annual  reports  of 
the  works  of  river  and  harbor  improvement  in  my  charge  for  the  fiscal 
year  ending  June  30, 1894. 

Very  respectfully,  your  obedient  servant, 

Jas.  C.  Post, 


Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engmeers,  U.  8.  A. 


Major,  Corps  of  Engineers. 


V  V  I. 


IMPROVEMENT  OF  THE  MOUTH  OF  THE  COLUMBIA  RIVER,  OREGON  AND 

AVASHINGTON. 

The  project  for  this  work  was  adopted  in  1884,  and  contemplated 
seenring  and  maintaining  a  navigable  channel  30  feet  deep  across  tlie 
bar  at  the  mouth  of  the  river  by  concentrating  the  ebb  currents,  dis- 
tributed over  the  bar,  from  Fort  Stevens  to  Cape  Disappointment,  a 
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distance  of  10  miles,  measured  on  the  bar.  These  currents  some  years 
produced  one  good  channel,  and  during  others  two  or  three  channels 
across  the  bar,  neither  of  which  was  good.  To  accomplish  the  desired 
results  a  jetty  that  was  to  extend  from  the  shore  near  Fort  Stevens 
across  Clatsop  Spit  toward  a  point  about  3  miles  south  of  Cape  Dis- 
appointment and  slightly  convex  to  the  north  was  proposed.  The 
height  and  length  of  the  jetty  were  to  be  finally  determined  as  the  work 
progressed  by  the  effect  produced,  but  it  was  to  be  kept  as  low  and  as 
short  as  was  consistent  with  the  object  to  be  attained,  both  for  reasons 
of  economy  and  to  prevent  its  being  an  unnecessary  obstruction  to 
the  inflowing  tides.  The  jetty  was  to  be  built  of  firmly  constructed 
mattresses  covered  with  rubble  and  afterwards  with  random  blocks  of 
stone  of  large  size. 

In  the  latter  part  of  1884  the  necessary  preparations  for  commenc- 
ing the  work  were  made,  and  early  in  1885  active  operations  began. 
These  consisted  in  the  construction  of  wharves,  buildings,  etc.,  and  an 
elevated  railway  over  the  site  of  the  jetty  from  which  the  mattresses 
were  to  be  lowered  in  place  and  the  stone  covering  dumped  upon  them. 
As  the  elevated  railway  advanced  the  mattresses  were  laid  and  ballasted, 
and  these  operations  were  continued  until  the  work  was  extended  4^ 
miles,  to  a  point  3  miles  south  of  Cape  Disappointment.  The  portions 
of  the  jetty  inshore  were  also  raised  as  the  work  advanced.  In  March, 
1893,  the  results  obtained  being  satisfactory,  action  was  taken  to  deter- 
mine the  height  to  which  the  work  should  be  raised  to  secure  its  per- 
manence and  maintain  the  capacity  of  the  newly  formed  channel.  This 
question  was  referred  to  a  Board  who  recommended  that  the  height  of 
the  work  in  its  completed  state  should  be  12  feet  above  datum  at  the 
shore  and  sloi)e  to  10  feet  at  station  122  (1.8  miles)  and  continue  to  slope 
from  thence  to  4  feet  above  datum  at  the  outer  end.  Datum  is  taken 
as  the  mean  of  the  observed  lower  low  waters.  This  Board  also  recom- 
mended, as  an  additional  protection  to  the  work,  the  construction  of  4 
groins  on  the  channel  wside  of  the  jetty  to  add  to  the  permanence  of  the 
sands  accumulating  there. 

At  the  close  of  the  last  fiscal  year  the  work  had  been  raised  to 
mean  high  tide  for  a  distance  of  2  miles  from  shore,  and  beyond  this 
to  4  feet  above  mean  low  water,  and  a  straight  channel  across  the  bar 
29  feet  deej)  at  mean  low  water  had  been  formed,  containing  within  it  a 
narrow  depression  uniting  the  30- foot  contours.  The  distance  between 
the  30  foot  contours  on  the  outside  and  inside  of  the  bar,  independent 
of  this  depression,  was  about  one-half  mile,  or  2,G40  feet. 

The  width  of  the  27-foot  channel  was  about  three-quarters  of  a  mile, 
and  that  of  the  25-foot  channel  about  1^  miles. 

OPEKATIONS  DURING  THE  YEAR. 

The  delivery  of  rock  was  continued  until  the  middle  of  December, 
when  the  work  was  suspended  owing  to  severe  weather.  About  the 
middle  of  February  the  delivery  was  resumed  and  continued  until  the 
end  of  March,  when  operations  were  again  suspended  by  tlie  comple- 
tion of  the  contract  for  the  rock  and  the  near  exhaustion  of  the  funds 
available  for  the  work. 

During  the  year  115,733.8  tons  of  rock  were  received,  the  two  outer 
groins,  Nos.  1  and  2,  were  constructed  and  the  work  was  raised  from 
its  outer  end  to  station  150,  or  10,000  feet,  to  the  completed  height; 
from  150  to  105  to  7.5  feet  above  low  water,  or  average  high  water; 
from  105  to  95  it  rises  gradually  from  7.5  to  9  feet  above  mean  low 


APPENDIX   V  V — REPORT   OF   MAJOR   POST.  2633 

watery  from  95  to  40  it  rises  gradually  from  9  to  10  feet,  and  from  40 
to  the  shore  it  is  at  the  comi)Ieted  height.  From  the  shore  to  station 
106  the  height  has  been  attained  by  dumping  the  rock  in  a  narrow 
ridge.  This  was  considered  advisable  for  greater  security  against 
drift,  as  it  was  unknown  how  long  the  work  would  be  obliged  to  stand 
before  other  appropriations  were  made.  It  is  possible  that  the  height 
of  this  portion  of  the  work  may  in  future  be  reduced  by  heavy  seas. 
The  unusual  height  of  the  water  in  the  Columbia  liivcr  during  the 
recent  rise  produced  enormous  quantities  of  drift,  which,  without  the 
prc^/Eution  taken  of  giving  increased  elevation  to  the  work,  and  the 
greatest  care  on  the  part  of  those  in  charge,  would  have  probably 
wrecked  a  large  portion  of  the  railway  over  the  work.  During  the 
heavy  gales,  from  October  to  December,  about  4,000  tons  of  rock  were 
washed  off  the  outer  end  of  the  jetty,  reducing  its  height  over  the 
outer  1,400  feet  to  low  water,  and  from  thence  to  station  228,  an  addi- 
tional distance  of  800  feet,  to  3  feet  above  low  water.  Inside  of  this 
station  theife  has  been  practically  no  disturbance  of  the  rock.  The 
outer  1,800  feet  of  the  railway  was  also  practically  destroyed.  The 
rock  on  groin  No.  1  settled  2  feet  during  the  storms  referred  to.  This 
was  afterwards  raised  to  its  proper  height,  and  it  has  again  settled  2 
feet. 

During  May  and  June  soundings  were  made  over  the  outer  bar  and 
the  shoals  in  the  vicinity  of  the  work  and  also  upon  the  Jetty  to  ascer- 
tain what  changes,  if  any,  had  taken  place  during  the  past  year.  The 
condition  of  the  jetty  at  the  end  of  the  year  has  already  been  stated. 
The  shoals  on  both  sides  of  the  work  have  greatly  increased  both  in 
height  and  area,  as  will  be  seen  by  reference  to  the  drawing  inclosed, 
which  gives  the  position  of  the  shoals  as  they  existed  a  year  ago  and 
at  the  present  time.  The  survey  of  the  bar,  a  copy  of  which  is  also 
inclosed,  shows  practically  no  change  in  the  channels.  The  3()-foot 
depression  across  the  bar  has  disappeared  while  the  20-foot  channel  is 
somewhat  wider,  and  the  distance  measured  across  the  bar  between  the 
30-foot  contours  has  been  reduced  to  1,500  feei.  Apparently  this  has 
been  caused  by  the  inward  movement  of  the  outer  contour.  The  width  of 
the27-foot  channel  has  increased  tolj  miles,  andthatof  the25-footchan- 
nel  to  2J  miles.  In  front  of  the  end  of  the  jetty  the  24  foot  contour  has 
moved  seaward  about  2,000  feet,  and  inside  this  contour  toward  the 
jetty  the  depth  has  fteen  reduced  5  to  10  feet  by  drifting  sand.  On  the 
north  side  of  the  channel  the  24-foot  contour  extends  about  the  same 
distance  seaward  as  before  but  it  has  moved  somewhat  toward  the 
north. 

The  original  estimate  of  the  cost  of  this  work  was  $3,710,000,  and  up 
to  the  present  time  $1,687,500  have  been  appropriated.  This  leaves  to 
the  credit  of  the  work  on  the  original  estimate  $2,022,500.  The  prog- 
ress made,  together  with  the  results  desired,  were  so  advanced  in  1893 
that  the  Board  of  Engineers  estimated  that  the  work  cimld  be  com- 

$leted  for  a  sum  of  $338,180  in  addition  to  that  already  approi)riated. 
'his  anticipation  still  seems  likely  of  fultillnient  if  the  necessary  funds 
are  supplied  at  an  early  date,  and  if  it  is  accomplished  the  total  cost 
of  the  work  will  be  only  .^2,025,080,  and  thus  a  saving  of  nearly  one- 
half  the  original  estimate  will  be  made.  The  present  extremely  satis- 
factory condition  has  resulted  mainly  from  continuous  operations  upon 
the  work  which  have  been  possible  by  the  later  appropriations  being 
of  sufficient  size  to  enable  the  work  to  be  carried  on  without  delay,  and 
the  present  is  the  first  time  during  five  years,  except  for  twenty  days  in 
1890,  that  the  funds  have  become  exhausted  and  operations  have  been 
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suspended  for  that  reason.  If  this  suspension  be  long  continued  it  will 
add  materially  to  the  amount  necessary  for  the  completion.  The  greater 
portion  of  the  railway  over  the  work,  from  decay,  is  nearing  the  period 
when  it  will  not  be  safe  unless  extensively  repaired,  and  the  cost  of  its 
maintenance  will  therefore  be  greatly  increased,  even  if  it  does  not 
have  to  be  entirely  renewed.  Should  the  latter  prove  necessary,  it 
would  be  attended  with  much  difficulty  and  large  expense,  for  the 
piling  to  sustain  the  track  must  be  driven  through  the  rock  and  mat- 
tresses  constituting  the  jetty.  There  is  therefore  great  need  of  an 
immediate  and  sufficient  appropriation  to  complete  the  work,  and  it  is 
earnestly  recommended  that  the  whole  of  the  $338,180  be  made  avail- 
able for  the  fiscal  year  ending  June  30, 1896. 

Mr.  G.  B.  Hegardt  has  continued  in  local  charge  of  the  work  and 
has,  as  heretofore,  performed  his  duties  zealously  and  intelligently. 
His  report  is  inclosed  and  contains  additional  details  of  the  yearns 
operations. 

APPROPRIATIONS.  ^ 

Act  of— 

July  5,  1884 $100,000 

August  5,  1886 187,500 

August  11,  1888 500,000 

February  22,  1890 75,000 

September  19,  1890 475,000 

July  13,  1892 350,000 

Total 1,687,500 

Money  statement. 

July  1,  1893,  balance  unexpended $188,810.98 

June  30,  1894,  amount  expended  during  fiscal  year 170,  642.  08 

July  1,  1894,  balance  unexpended 18, 168. 90 

July  1,  1894,  outstanding  liabilities 415. 00 

July  1,  1894,  balance  available 17,753.90 

{Amount  (estimated)  required  for  completion  of  existing  project 338, 180.00 
Amountthat  can  be  profitably  expended  in  fiscal  year entfiug, June 30, 1896  338, 180. 00 
Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,1893. 


report  of  g.  b.  iiegardt,  assistant  engineer. 

Office  of  United  States  Assistant  Engineer, 

Fort  Stevens,  Oreg.,  June  30y  1894. 

Major:  I  have  the  honor  to  submit  the  following  report  of  operations  on  the 
improvement  of  the  mouth  of  the  Columbia  River,  Oregon  and  Washington,  for  the 
fiscal  year  ending  June  30,  1894. 

jetty  tramway. 

No  extension  to  the  tramway  was  made  during  the  year. 

Repairs  to  and  the  care  of  the  tracks,  for  the  running  ot  rock  ti^ains,  has  been  the 
principal  work  done. 

The  period  from  the  latter  part  of  October  to  about  April  1  was  a  succession  of 
violent  storms  and  gales  and  the  tramway  was  damaged  to  a  great  extent,  and  par- 
ticularly so  at  its  outer  end. 

I  have  been  told  by  the  bar  pilots  it  was  the  stormiest  season  experienced  during 
the  last  sixteen  to  twenty  years. 

November  23  to  26  unusually  heavy  gales  prevailed,  accompanied  by  high  tides 
and  heavy  sea,  and  the  outer  end  of  the  tramway  sufl^ered  a  great  deal.  No  exami- 
nation of  the  tracks  beyond  Station  235  could  be  made  until  a  few  days  later, 
because  the  spray  of  the  breakers  was  fiying  across  the  tracks  even  at  low  water. 
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It  was  found  that  the  damage  done  at  this  time  was  the  washing  away  of  the 
entire  tramway  struotare  hetween  Stations  241-60  and  245-44,  a  distance  of  384  feet. 
From  Station  245-44  to  Station  250-00,  the  original  end  of  the  jetty,  the  tracks 
remained  intact  with  the  exception  of  a  few  hents  at  the  very  end.  lUtween  Sta- 
tions 241-60  and  239-00  piles  were  hrokeu  off  in  several  hcuts,  hut  inside  from  Sta- 
tion 230-00  the  tracks  were  not  in  the  loast  disturbed. 

Where  the  break  occurred  is  the  most  exposi'd  part  of  the  jetty,  and  we  have  had 
trouble  to  hold  the  tracks  there  every  winter  since  the  tramway  was  constructed. 

As  soon  as  the  sea  had  subsided  sufficiontly  to  allow  of  work  being  carried  on,  steps 
were  at  once  taken  to  reenforce  and  strengthen  the  tracks.  The  caps  and  stringers 
were  extra  driftbolted,  longitudinal  braces  put  in,  and  |-inch  by  2.^-inch  iron  straps 
placed  over  both  the  caps  and  the  stringers  for  a  distance  of  several  hundred  feet 
nishore  from  Station  239-00,  and  no  further  damage  was  occasioned  by  the  storms 
until  December  20  to  23,  when  another  scries  of  gales  of  almost  greater  severity  than 
those  in  November  again  occurred. 

Tho  damage  done,  nowevcr,  was  not  so  serious  as  in  November,  and  only  .an  addi- 
tional number  of  bents  washed  away  between  Stations  238-00  and  241-60.  The  whole 
atmctnro  between  these  stations  had  been  so  weakened  by  the  constant  beating  of 
the  heavy  sea  against  it  that  nothing  in  tho  way  of  repairs  could  be  done  to  secure 
tlie  tracks  and  to  prevent  further  damage  to  the  standing  and  uninjured  portion  of 
the  tramway;  the  tracks  were  cut  adrift  at  Station  238-40,  and  the  tracks  inshore 
from  this  station  strengthened  in  the  same  manner  as  before  described. 

A  large  number  of  piles  from  Station  150-00  and  out  were  knocked  loose  and  out 
of  place,  but  were  secured  before  they  were  broken  off.  About  the  middle  of  Janu- 
ary the  worst  storm  of  the  season  struck  this  place  and  continued  for  live  days,  the 
Telocity  of  the  wind  during  these  days  being  from  70  to  90  niihis  per  hour.  This 
time  more  damage  was  done,  and  a  number  of  bents  wivshiMlaway  from  tho  standing 
end  of  the  tramway,  and  it  again  became  necessary  to  cut  adrift  the  damaged  portion 
of  the  tracks  at  Station  235-00. 

In  February  and  March  more  piles  were  broken  off  as  far  in  as  to  Station  233-48, 
but  since  that  time  no  damage  hjuj  been  donci  to  the  tramway  tracks  by  the  storms. 

The  original  end  of  the  tramway  was  at  Station  250-40,  but  the  last  two  bents 
were  carried  away  shortly  after  the  rock  had  been  placed, so  that  Station  250-00 has 
been  considered  as  the  end  of  the  jetty  and  the  tramway. 

It  will  be  seen  that  nearly  2,000  feet  of  track  have  either  been  entirely  washed 
away  or  badly  damaged  since  November  last,  Station  232-48  being  now  the  end  of 
the  tramway. 

Portions  of  the  damaged  tracks  are  still  standing  and  the  entire  x>«'^»'t  l)etween 
Stations  249-88  and  246-84.  This  is  where  a  third  track  had  been  added  to  the  tram- 
way and  the  mattress  work  made  70  feet  wide  and  a  very  large  auutunt  of  rock 
placed. 

Before  the  winter  storms  sot  in  tho  rock  in  the  jetty  had  already  been  raised  to  the 
height  established  by  the  Hoard  of  Enyjineers,  from  the  outer  (Mid  and  inshore  for  a 
distance  of  1.89  miles,  and  this  ])art  of  the  .',etty  cousidert?d  as  completed,  and  tho 
damage  to  the  tramway  was  not  of  so  serious  a  nature  as  it  would  have  been  had  it 
occurred  at  an  earlier  (late. 

The  rails  on  the  outer  part  of  the  tramway  had  l)een  taken  ui»  for  use  in  the  groin 
tracks,  from  tho  north  track  between  Stations  235  and  250  and  frcmi  the  south  track 
between  Stations  242  and  250,  so  that  comiKiratively  few  rails  were?  lost. 

During  the  unprecedented  freshet  in  the  Columbia,  in  the  early  part  of  June, 
immense  quantities  of  drift  were  brought  down  and  large  portions  lodged  against 
the  Jetty.  By  constant  wat^jhfulness  and  tho  sawing  up  and  pulling  out  of  the  drift, 
the  only  damage  done  to  the  tramwav  was  the  breaking  off  of  one  ])il(^  near  Station 
207-00. 

Fortunately  southerly  winds  prevailed  during  the  greater  part  of  the  time  during 
which  the  most  of  the  drift  came  down  and  kept  it  away  from  the  jetty. 

The  usual  yearly  straightening  of  the  tracks  had  to  be  attended  to  and  w;is  done 
during  suspension  of  rock  delivery  in  January. 

From  the  shore  and  (mt  to  Station  15()-0()  the  rails  were  taken  U])  and  relaid  for 
the  greater  part  of  tho  distance,  and  the  lirst  2,000  leet  entirely  respiked. 

A  hew  railroad  crossing  was  put  down  where  the  i)iJe-dnver  tracks  join  the  main 
tracks,  the  old  one  being  in  bad  condition. 

While  running  rock  trains  it  had  been  necessary,  as  henjtofore,  to  euii)loy  three 
men  to  take  up  the  creeping  of  the  rails  and  keej)  the  tracks  in  good  order. 

The  first  part  of  the  tramway  has  now  been  standing  since  1880,  and  during  the 
last  three  j-ears  received  extensive  rej>j»irs. 

Its  condition  of  course  beccmies  worse  with  (^verv  vear,  and  will  not  be  safe  to  use 
much  longer  without  being  practically  rebuilt.  The  rails,  from  the  constant  <?xpo- 
Bureto  the  salt  air  and  spray  from  the  sea,  are  getting  badly  corroded  and  are  about 
zeady  to  be  condemned  as  unfit  for  further  use. 
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« 

JETTY, 

The  mattress  work  was  completed  in  1892,  and  no  mat-sinking  in  the  jetty  proper 
haa  been  done  during  the  year. 

The  amount  of  rock  received  and  placed  on  the  jetty  and  groins  diiring  the  fiscal 
year  was  115,733.8  tons,  and  was  furnished  by  Maxwell  &  Huber,  Spokane,  Wash., 
under  contract  of  March  6,  1893. 

The  rock  received  was  distributed  over  the  jetty  and  on  the  groins  at  the  follow- 
ing places:'  Between  Stations  150  and  250,  the  end  of  the  jetty,  57,462  tons;  between 
Stations  30  and  150,  49,750  tons;  in  groin  No.  1,  at  Station  228-00,  5,283  tons,  and  in 
groin  No.  2,  at  Station  156-00,  3,238.8  tons. 

By  the  revised  project  of  the  Board  of  Engineers,  approved  Jnne  9,  1893,  the  jetty 
when  considered  as  completed,  the  top  at  the  shore  end,  Station  25-80,  should  be  at 
reference  12  above  datum  plane,  and  should  slope  thence  to  reference  10  at  Station 
122-00,  1.8  miles;  thence  to  the  reference  4  at  the  outer  end. 

The  rock  received  during  the  iiscal  year  has  been  placed  in  accordance  with  the 
project,  and  the  jetty  between  Stations  150-00  and  250-00,  10,000  feet,  raised  to  the 
established  references,  and  is  considered  as  completed. 

The  jetty  between  Stations  25-80  and  150-00  has  been  raised  to  the  following 
heights :  From  Station  25-80  to  Station  40-00  the  rock  is  up  to  reference  12  above 
datum  plane,  mean  lower  low  waters;  from  Station  40-00  to  Station  95-00  it  is  prac- 
tically up  to  within  2.5  feet  of  the  established  height  for  the  entire  distance,  and 
from  Station  95-00  the  rock  slopes  from  reference  9  to  reference  7.5,  viean  high  water, 
at  Station  10.5-00.  From  station  105-00  to  Station  150-00  the  top  of  the  jetty  is  prac- 
tically up  to  n.ean  high  water. 

Th(;  crest  of  the  jetty  from  Station  25-80  to  Station  105-00  is,  however,  very  narrow, 
because  the  rock  placed  here  during  the  last  months  of  rock  delivery  was  dumpea 
to  increase  the  height  as  much  as  possible  without  increasing  the  base. 

Kock  delivery  for  the  winter  was  suspended  on  December  16,  and  nearly  the  whole 
force  discharged,  only  suflicient  number  of  men  being  retained  to  make  necessary 
repairs  to  the  plant  and  tramway  tracks. 

There  still  remained  at  this  date  28,615.2  tons  of  rock  to  be  taken  on  contract  of 
March  6,  1893.  On  February  14  delivery  of  rock  was  again  resumed,  and  all  the 
rock  taken  and  contract  completed  March  30,  and  all  hands  laid  off,  with  the  excep- 
tion of  a  small  party  retained  for  surveying  iuir])oscs  and  two  watchmen. 

Buring  the  month  of  March  19,584.3  tons  of  rock  was  received  and  discharged,  and 
was  the  largest  amount  received  in  any  one  mouth  during  the  year,  de8])ito  the  unus- 
ually rough  weather,  and  this  amount  has  been  exceeded  only  twice  during  the 
progress  of  the  work,  September,  1891,  21.868  tons,  and  October,  1891,  20,255  tons. 

At  Stations  52  and  88,  the  locations  of  the  two  groins  still  to  bo  constructed  for  a 
distance  of  about  300  feet  at  each  i>lace,  the  rock  in  the  jetty  had  been  left  low  to 
permit  of  the  driving  of  the  connection  piles  of  the  groins  with  the  main  tracks  with 
greater  ease,  the  driving  next  to  the  jetty  being  through  the  rocks. 

Duringthe  suspension  of  rock  delivery  in  January,  the  necessary  piles  were  driven 
to  allow  the  ''crossing  "  timbers  of  the  groins  to  be  placed,  and  when  rock  was  again 
received,  in  February,  these  low  places  were  lilled  up  and  the  rock  raised  to  the 
established  height,  as  the  putting  in  of  the  railroad  crossings  for  the  groin  tracks 
would  ])revent  additional  rock  to  bo  placed  there. 

All  the  rock  placed  during  the  year  between  Stations  25-80  and  52-00  was  dumped 
on  the  north  or  river  side  of  the  tracks,  because  the  bents  of  the  tramway  between 
these  stations  are  only  10  feet  .apart  and  do  not  admit  of  large  blocks  being  dumped 
between  the  tracks,  as  is  done  where  the  bents  are  16  feet  apart,  and  also  because  it 
affords  the  best  protection  against  the  logs  and  drift  carried  down  by  freshets  in  the 
river. 

This  drift  lodges  mostly  against  this  stretch  of  the  jetty,  and  when  there  is  any 
swell  on  either  breaks  the  i)ile8  off  or  knocks  them  out  of  place. 

The  drift  brought  down  by  the  freshet  in  the  Columbia,  during  the  early  part  of 
June,  was  the  heaviest  yet  experienced,  andbut.for  the  increased  height  of  the  rock 
in  the  jetty  considerable  damage  to  the  tracks  would  no  doubt  have  been  done. 

As  has  elsewhere  been  stated,  the  fall  and  winter  months  were  a  succession  of 
storms  of  unusual  severity.  During  these  storms  the  outer  end  of  the  jetty  was 
subjected  to  the  full  fone  of  the  sea  and  a  large  amount  of  rock  was  washed  off. 

Where  the  jetty  is  protected  by  the  .large  sand  spit  on  the  south  side  the  waves 
are  broken  and  their  force  spent  belbre  reaching  the  jetty.  It  may  bo  said  that 
inshore  from  Station  210  no  disturbance  to  the  rock  work  has  taken  place,  and  only 
to  a  small  extent  between  Stations  220  and  230. 

From  Station  2.S0  and  out  to  the  end,  however,  the  storms  caused  a  large  amount 
of  rock  to  be  washed  off  the  top  of  the  jetty,  audit  is  estimated,  from  cross  sections, 
that  the  rock  thus  washed  off  amounted  to  in  the  neighborhood  of  4,000  tons. 
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Inshore  from  Station  225  the  rock  remains  practically  as  it  was  at  the  time  of  plac- 
ing it,  some  of  the  top  rocks  only  having  oeen  strept  off  in  a  few  places  hetween 
Stations  210  and  225.  From  Station  230  and  out  to  the  end  the  rock  is  now  only  np 
to  ahout  1  foot  above  datum  plane,  or  practically  at  the  height  it  was  after  the  win- 
ter storms  of  1892-'93,  so  that  the  rock  placed  on  the  jetty  this  year  outside  of  Sta- 
tion 230  was  washed  off  by  the  storms  in  October-December. 

No  disturbance  of  the  rock  work  has  taken  place  since  January,  it  being  found, 
from  measurements  taken  for  cross  sections  of  the  jetty,  to  be  at  the  present  time 
at  the  same  height  as  it  was  on  December  19. 

Frequent  measurements  have  been  taken  during  the  year  of  the  height  of  the  rock 
in  the  jetty,  but  there  have  been  no  signs  of  settling  or  sinking  of  the  rock. 

The  sands  on  each  side  of  the  jetty  were  located  in  June,  by  sextants,  on  a  run-out 
of  the  tide,  of  abdht  2  feet  below  datum  plane,  and  show  considerable  increase  in 
area  since  last  year. 

On  the  south  side  the  spit  has  extended  toward  the  end  of  the  jetty  and  now  joins 
it  at  about  Station  230,  and  at  its  lower  end  there  is  an  addition  of  about  3,000  feet 
to  the  south. 

At  its  lower  end  it  has  also  moved  about  600  feet  nearer  to  the  low- water  shore 
line  of  the  beach,  leaving  a  channel,  ac  extreme  low  water,  about  600  feet  wide 
between  the  spit  an<l  the  beach.  This  channel,  from  some  distance  north  of  the 
Point  Adams  Light-House  to  near  its  lower  end,  carries  from  10  to  16  feet  of  water, 
with  strong  currents  running  through  it,  and  particularly  so  on  ebb  tide.  At  certain 
stages  of  the  tide  this  channel  is  the  only  outlet  for  the  flood  water  from  the  large 
pocket  near  the  root  of  the  jetty. 

At  the  lower  end  of  the  spit  this  channel  is  nearly  closed  by  a  sand  bar  with  a 
depth  of  only  a  couple  of  feet  at  low  water. 

The  large  pocket  of  water  south  of  the  jetty  and  near  its  root  has  about  the  same 
dep'Ui  as  at  the  time  last  survey  was  made,  October,  1893,  though  the  spit  itself  has 
made  out,  reducing  the  area  of  the  pocket. 

The  soiithern  limit  of  the  large  sand  spit,  on  the  south  side  of  the  jetty,  toward 
its  lower  end,  has  been  forced  several  hundred  feet  to  the  north,  caused  probably  by 
the  heavy  surf  constantly  beating  against  it  at  its  junction  with  the  beach  for  the 
larger  portion  of  the  winter  and  spring,  and  no  doubt  accounts  for  the  large  exten- 
sion of  the  spit  below  this  point. 

Though  this  spit  has  not  greatly  increased  in  area,  it  has  built  in  height  consider- 
ably and  shows  a  much  larger  area  bare  at  a  certain  stage  above  low  water.  Parts 
of  it  are  bare  at  an  elevation  of  6  feet  above  the  plane  of  reference,  mean  lower  low 
water,  and  the  largest  portion  of  it  at  5  feet. 

On  the  north  side  of  the  jetty  the  accumulation  of  sand  also  shows  a  decided 
increase  and  makes  a  practically  continuous  spit  from  Station  110  and  out  to  Station 
220.  At  its  widest  ])art,  opposite  Station  120,  the  spit  has  moved  out  about  700  feet, 
as  compared  with  last  year. 

Since  the  jetty  ha«  been  raised  to  its  present  height  the  tendency  of  the  tide  to 
flow  with  great  velocity  across  the  line  of  the  jetty,  which  trouble  was  experienced 
principally  in  the  first  mile  and  one-half,  has  been  practically  checked,  with  the 
exception  of  on  the  first  of  the  ebb,  on  tides  above  the  average  height. 

The  ebb  water  now  flows  nearly  parallel  to  the  jetty  and  the  currents  from  it  have 
oansed  some  scouring  away  of  the  sand  near  the  jetty,  from  its  root  and  out  to  about 
Station  50  and  between  Stations  80  and  100,  but  does  not  exceed  3.5  feet  in  the  deepest 
place  and  a  little  over  2  feet  on  the  average. 

The  construction  of  the  two  remaining  groins,  at  Stations  52  and  88,  will  no  doubt 
obviate  this  difliculty  and  cause  a  decided  shoaling  near  the  jetty. 

The  accumulation  of  sand  between  the  two  groins  already  constructed  has  been 
more  rapid  than  elsewhere.  The  sand  has  filled  in  close  up  to  the  jetty  and  in  places 
is  up  to  the  level  of  the  rock. 

GROIX8. 

According  to  the  project  of  the  l^oard  of  Engineers,  approved  June  9, 1893,  four  low 
groins  were  to  be  built  out  from  the  main  jetty — one  nejir  Station  52-00,  1,000  feet 
long;  another  near  Station 88-00,  1,000  feet;  another  near  Station  151-00,  600 feet 
long,  and  the  fourth  near  Station  228-00,  500  feet  long.  All  to  slope  on  the  top 
firom  datum  level  at  the  jetty  to  the  bottom  of  the  river  at  the  outer  end.  The  rock 
to  rest  upon  brush  mattresses  about  2^  feet  thick  and  40  feet  wide. 

For  convenience  the  groins  have  been  numbered  1,  2,  3,  and  4,  No.  1  being  near  the 
outer  end  of  the  jetty  and  No.  4  the  one  next  to  the  shore. 

Groins  1  and  2  were  completed  last  fall. 

The  one  projected  to  be  built  out  from  Station  151-00  was  put  in  at  Station  156-00 
to  get  it  in  deeper  water,  the  sand  spit  at  Station  151-00  having  built  up  so  rapidly  as 
to  be  bare  at  low  water,  close  up  to  the  jetty,  at  the  time  the  construction  of  the 
groin  was  to  be  commenced. 
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As  soon  aa  the  material  for  the  oonstmction  of  the  two  onter  groins  was  recerred 
the  pile-driver  was  at  <!nce  ran.  cnt  and  set  to  work.  July  26. 

Groin  No.  1  was  the  one  first  commenced,  bat,  owing  to  its  exposed  position  to  the 
heavy  sea  running  in  over  the  spit  at  the  end  of  the  jetty,  driving  was  very  slow, 
and  it  was  not  until  September  1  that  the  tracks  were  completed  and  ready  for  tlie 
sinking  of  the  mattresses. 

The  pile-driving  for  groin  No.  2  commenced  on  September  8  and  was  completed  in 
the  early  part  of  October.     The  last  mattress  for  this  groin  was  sunk  November  8. 

Tlie  construction  of  the  groin  was  greatly  retarded  by  the  bad  weather  ctxperir 
enced. 

The  average  cost  per  linear  foot  of  the  tracks  for  groins  1  and  2  was  $8.69 ;  for 
groin  No.  1  it  was  nearly  $10  per  foot,  or  double  that  of  the  main  tracks. 

The  cost  of  the  mattress  work  for  both  groins  was  $5  per  linear  loot. 

In  the  construction  of  the  two  groins  were  used  690  cords  of  fascines  and  8,521j8 
tons  of  rock;  of  the  latter  5,283  tons  in  groin  No.  1  and  3,238.8  tons  in  groin  No.  2. 

The  mats  in  groin  No.  1  were  sunk  in  an  average  of  6  feet  of  water,  at  low  water, 
and  those  in  groin  No.  2  about  one-third  in  8  feet  of  water  and  one- third  on  the  saada 
bare  at  zero. 

After  the  storms  in  October-December  the  rock  in  groin  No.  1  showed  a  settle- 
ment or  washing  off  of  about  2  feet,  and  in  February  200  tons  of  rock  was  damped 
on  it  to  bring  it  to  its  original  height. 

Measurements  taken  iu  groin  No.  1  in  the  early  part  of  June  showed  a  farther 
settlement  of  about  2  feet,  caused  probably  by  scour  from  the  strong  currents  daring 
the  freshet  in  the  Columbia. 

The  rock  in  groin  No.  2  remains  at  the  same  height  as  at  the  time  of  placing  it. 

For  groins  3  and  4  the  first  twelve  piles  were  driven  at  each  place,  which  permits 
of  the  railroad  crossings  being  put  down  and  the  constructions  of  the  groin  tn^cks  to 
proceed  without  interruption  to  the  running  of  rock  trains  when  the  work  m  again 
started  up. 

The  effect  of  the  groins  already  constructed  has  been  to  cause  the  sands  to  boild 
up  and  increase  in  area,  and  notably  so  below  No.  2  groin. 

Fourteen  piles  were  washed  away  from  near  the  end  of  groin  No.  1  daring  the 
winter  storms.     These  have  not  yet  been  replaced. 

SHORE  trp:stlk. 

No  work  was  required  to  be  done  to  this  during  the  year,  with  the  exception  of 
the  ordinary  care  of  the  tracks. 

WHARVES. 

The  storms  in  December  and  January  were  followed  by  extreme  high  tides,  with 
very  heavy  swell,  and  the  wharves,  tracks,  and  connections  were  damaged  to  some 
extent. 

A  larfjje  number  of  ])ile8  in  the  tracks  were  undermined  and  washed  away  or  broken 
off  by  floating  log«j  Jiud  the  gridiron  for  storing  the  small  rock  used  in  sinking  mat- 
tresses destroyed. 

This  gridiron  was  built  in  August  in  connection  with  the  mattress  work  for  the 
groins,  and  was  21  by  (JO  feet. 

In  tlio  connection  between  the  new  and  the  old  wharves  one  bent  of  piles  was  car- 
rie<l  away. 

The  necessary  repairs  were  made  before  rock  delivery  was  resumed  in  February. 

SHORE    REVETMENT. 

In  November  about  800  feet  of  the  track  were  either  washed  away  or  undermined, 
and  the  liei^lit  of  the  rock  lowere<l  several  feet  in  places. 

The  piles  for  tliis  track  in  the  portion  damaged  had  only  been  dug  into  the  ground, 
and  in  antici])ation  of  ]>o88ible  iujnry  to  it  tlie  rails  had  been  taken  U])  to  be  used 
elsewhere. 

No  attempts  have  been  made  during  the  last  two  years  to  keep  this  track  in  repairs. 

PLANT. 

1  he  whole  plant  has  been  ke])t  in  good  repair  during  the  year.  All  repairs  to  the 
plant  have  been  ma<le  on  the  work  and  in  the  workshop  of  the  place. 

Dump  cars. — Five  of  the  geared  dump  cars  had  the  ironwork  scraped,  after  which 
this,  as  well  as  the  woodwork,  was  thoroughly  painted.  Twenty-six  new  car  boxes 
were  ma<le  and  a  large  number  repaired.  The  woodwork  in  the  swing  frame  of  the 
geared  cars  had  become  badly  worn,  and  had  to  be  renewed  in  19  cars. 

Locomotives. — The  ordinary  running  repairs  during  the  working  season  were 
attended  to. 
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Dnrinff  the  snapension  of  rock  delivery  in  Jannary,  locomotives  Nos.  2  and  3  were 
orerhaafed  and  put  in  good  repair.  These  locomotives  also  had  new  trailing  tmck 
springs  made  for  them  and  pnt  in. 

Fonr  locomotives  had  new  smokestacks  made  or  the  old  ones  practically  renewed. 

Derricks. — These  have  been  kept  in  good  repair  and  painted.  In  January  two  of 
the  derricks  were  taken  down  to  have  the  ironwork  examined  and  painted.  One 
new  boom  and  mast  were  made  as  a  reserve  in  case  of  breakdown. 

The  wooden  frictions  of  the  hoisting  engines  were  tnrned  off  and  trued  and  the 
machinery  slightly  repaired. 

Pile-drivei'. — The  engines  of  the  driver  were  given  some  small  repairs  before  set  to 
work  on  the  groin  tracks,  and  the  pump  used  to  hydraulic  down  the  piles  thoroughly 
overhauled. 

Tug. — In  January  the  steam  tug  George  H.  Mendell  was  laid  up  for  four  days  for 
general  overhauling  and  the  cleaning  of  the  machinery  and  boiler. 

Canvas  was  put  under  the  pilot  house  to  stop  the  leakage  of  rain  water  in  the  cabin 
underneath. 

The  tug  was  put  on  the  beach,  and  the  bottom  of  the  hull  scraped  and  given  a 
coat  of  copper  paint. 

A  hand  rail  was  put  round  the  whole  upper  deck,  principally  as  a  safeguard  when 
using  the  tug  for  surveying  on  the  bar. 

Barges, — All  the  barges  were  more  or  less  repaired  while  engaged  in  carrying  rock 
from  the  quarry,  the  minor  repairs  being  mostly  to  the  decks  and  ^ards. 

The  four  small  and  oldest  barges  received  extensive  repairs  during  the  year.  All 
of  them  had  practically  new  decks  put  on,  and  two  of  them  were  hauled  out  in  Port- 
land for  the  calking  of  the  bottom  and  sides  below  water  line. 

Before  commencing  to  take  rock  in  February  last,  it  was  found  necessary  to  haul 
out  two  of  the  large-size  barges,  Nos.  7  and  9,  to  be  calked  before  they  could  be 
pat  on  the  run. 

New  sheathing  on  the  decks  was  put  down  on  barges  Nos.  8  and  10,  besides  the 
patching  of  all  the  others. 

Quarters  and  buildings. — The  foundations  of  the  barracks  and  the  mess  storehouse 
had  to  be  reinforced,  as  they  showed  signs  of  settling.  The  quarters  and  other 
houses  around  the  parade  ground  were  whitewashed. 

SI'RVEYS. 

Since  April  1  the  only  work  carried  on  has  been  that  of  surveying,  and  this  has 
occupied  the  time  of  a  small  party  up  to  the  end  of  the  fiscal  year.  The  first  sur- 
veying done  was  the  locating  of  the  fish  traps  bordering  on  the  channel  lines  in 
Bakers  Bay.  Later  on,  ranges  were  established  to  define  these  channel  lines,  and 
consist  of  dolphins  driven  sit  convenient  distances  on  the  lines  of  the  channel. 

Soundings  were  also  taken  in  the  channel  inside  of  Sand  Island,  Bakers  Bay,  and 
out  through  what  is  (tailed  the  "cut-ofF,"  between  the  lower  end  of  the  island  and 
Cape  l)isa])poiutnieut. 

Some  shoaling  has  taken  place  at  the  head  of  the  island,  but  the  greatest  change 
has  occurred  in  the  **  cut-oil"."  As  late  as  last  November  there  was  a  good  13-foot 
channel  at  low  water,  but  this  was  practically  closed  by  the  winter  storms,  and  in 
February  carried  only  5  to  G  feet  at  low  water. 

The  swell,  which  during  the  winter  btornis  breaks  with  great  violence  upon  Peacock 
Spit,  wns  this  past  winter  re])orted  to  have  been  much  greater  than  during  any  pre- 
vious year  and  forced  the  sand  over  into  the  channel  and  reduced  its  depth  by  7  to 
8  feet. 

In  April  this  channel  gave  indications  of  opening  up  again,  and  soundings  taken 
in  May  showed  a  very  narrow  channel  with  9  feet  at  low  water,  and  has  since 
increased  in  depth,  and  some  in  width,  until  there  now  is  over  10  feet. 

The  location  of  the  present  channel,  however,  is  nearly  one-half  mile  farther  to 
the  eastward  than  that  of  last  year. 

Lines  of  soundings,  perpendicular  to  the  axis  of  the  jetty  and  500  feet  apart  on 
the  north  side,  were  run  as  far  out  as  to  the  channel  buoys. 

ConsKJering  separately  the  stretch  from  the  wharf  to  the  large  sand  spit  opposite 
Station  lOO-(H)  of  the  Jetty,  where  the  greatest  changes  have  taken  place,  the  8oun<l- 
ings  show  an  increase  in  depth,  as  compared  with  similar  lines  of  soundings  taken 
in  1892. 

This  increase,  in  depth  is  noticeable  mostly  in  the  portion  nearer  to  the  wharf,  and 
in  places  amounts  to  as  much  as  10  feet,  but  the  scour  decreases  as  the  sand  spit  is 
approached. 

'Ihis  refers  to  the  area  about  1,000  feet  away  from  the  jetty,  as  inside  of  this  dis- 
tance a  decided  shoaling  has  Occurred  in  places. 

There  still  remains  the  narrow  space  along  the  north  side  of  the  jetty,  where  the 
water  is  deeper  than  farther  away. 
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Below  the  sand  spit  and  ont  toward  the  end  of  the  jetty  the  sands  are  now  close  up 
to  the  rock  in  a  continuous  spit  to  Station  210-00,  and  outside  of  this  great  shoaling 
has  taken  place,  due,  no  doubt,  in  part  to  the  two  groins. 

Near  the  outer  end  of  the  jetty  the  soundings  show  deeper  water  by  from  5  to  10 
feet,  though  at  its  very  end  it  has  shoaled  some.  For  the  whole  distance  fh>m  the 
wharf  to  the  endof  the  jetty  the  water  near  to  the  buoys  has  deepened  cousiderablji 
moving  the  24  and  30  foot  curves  slightly  nearer  to  the  jetty. 

On  tne  south  side  the  winter  storms  have  banked  the  sand  higher  up  and  nearsr 
to  the  jetty,  closed  up  the  space  which  existed  last  year  all  the  way  out  irom  Station 
155-00  and  made  a  continuous  sand  '=pit,  which  now  joins  the  jetty  at  Station  230-00. 

Near  the  end  of  the  jetty  the  depth  near  it  is  greater  than  it  was,  but  only  by  a 
few  feet,  though  it  has  shoaled  farther  away. 

Compariug  the  present  bar  survey  with  that  of  last  iiscal  year,  great  changes  an 
found  to  have  taken  place  iu  the  spit  in  prolongatiou  of  and  southwest  of  the  jetty. 
The  soundings  show  a  great  shoaling,  and  over  a  large  portion  of  it  by  from  5  to  10 
feet,  and  more  so  on  its  outer  or  westerly  side  than  nearer  to  the  jetty. 

A  little  distance  from  the  end  of  the  Jetty  there  is  a  small  space  not  covered  by 
soundings.  The  water  here  is  very  shoal  and  can  not  exceed  a  few  feet  at  low  water. 
Attempts  were  made  to  take  soundings  there  in  the  surf  boat  of  the  Life-Saving 
Service  here,  but  it  had  to  be  given  up,  the  sea  breaking  there  at  all  times. 

In  the  channel  itself,  across  the  bar,  there  is  very  little  change  as  compared  with 
last  June.  There  W(is  at  that  time  a  very  narrow  strip  through  which  there  was  90 
feet  of  water,  with  29  and  28  feet  soundings  on  each  side  of  it. 

The  present  survey  gives  a  channel  depth  of  29  feet,  at  the  average  of  the  lowest 
low  waters,  with  a  distance  of  about  1,500  feet  between  the  tSO-foot  curves  on  either 
side  of  the  bar,  or  practically  the  same  distance  which  existed  last  year,  with  the 
exception  of  through  the  narrow  strip  wliore  these  curves  met. 

There  is  very  little  change  in  the  24  and  30  foot  curves  on  the  bar.  The  southerly 
storms,  which  prevailed  for  such  a  long  time  last  winter,  have  slightly  forced  the  30- 
foot  curve  to  tiie  north,  near  the  channel,  and  banked  u])  the  sands  on  the  spit  to  the 
right  of  the  channel,  moving  the  24-foot  curve  about  2,000  feet  to  the  westward. 

Taking  into  ctmsideratfon  the  unusual  severity  of  the  winter  and  spring,  with 
almost  continuous  southerly  gales  for  more  than  three  months  and  the  exposure  to  the 
full  force  ol*  the  ocean,  I  think  it  is  a  remarkably  good  showing  that  the  depth  over 
the  bar  has  practically  maintained  itself. 

Despite  the  severity  of  the  weather  during  the  fall  and  winter  months,  the  time  of 
the  arrival  and  departure  of  the  greatest  number  of  ships,  there  was  no  detention  or 
delay  caused  to  the  shipping. 

Slow  progress  was  made  with  the  bar  survey  on  account  of  the  great  freshet  in  the 
river,  the  current  not  being  sufliciently  checked  to  take  soundings  exce])t  during  two 
or  three  hours  before  high  water. 


MISCKLLANKOUS. 


To  accompany  this  report  the  following  drawings  are  sent: 

Plan  an<l  ]>rolile  showinjr  the  extent  ot  jetty  construction  Juno  30,  1894,  and  sur- 
vey of  the  mouth  of  the  Columbia  Kiver,  made  during  May  and  .June. 
Very  rtispectfully,  your  obedient  servant, 

(i.  H.  Hkgardt, 


Maj.  .James  C.  Post, 

(■orp  H  of  Ei\  (J  i  n  eern,  I '.  S.  A . 


Assistant  Engineer. 


COMMERCIAL   STATISTICS. 

The    following    statistics   bearing   upon   the    improvement  of  the  mouth  of  the 
Columbia  Kiver  have  been  collected  from  the  sources  indicated: 

[From  collector  of  onatoiiiH,  Asloriu.  Ort'g.] 

Arriral  tind  rlcaranves  of  vessels  at  J«/orirt,  Oriuf.,  during  the  year  ending  December  31, 
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Vommtrct  for  gear  fading  Vccember  31, 1893. 
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Shipments  from  Portland  via  Columbia  and  Willamette  rivers  during  the  year  ending 

December  31,  1898, 


Articles. 


Floar barrels. 

Wheat bushels . 

Oats do... 

Barley do. . . 

Millstuffs 

Salmon caste. 

Wool iwiinds . 

Bides do. . , 

Flaxseed do... 

Hops do. . . 

Lumber M  feet. 


Total 


Number. 


497, 629 

6,889,877 

131,362 

56,158 


118,303 

3.039,833 

2, 382, 469 

714, 924 

303.  (67 

27,977 


Tons. 


49.763 

206,606 

1,970 

1,689 

3,545 

3,943 

1,520 

1,191 

357 

151 

41.965 


t 


312,790 


In  addition  to  the  above,  miscellaneous  commodities  of  a  total  value  of  $373,884  were  shipped  by 
river  from  Portland  in  1893. 


V    V    2. 


IMPROVEMENT    OF    COLUMBIA   RIVER    BETWEEN    VANCOUVER,   WASH- 
INGTON, AND  MOUTH  OF  WILLAMETTE  RIVER. 

The  project  for  tlie  improvement  of  this  portion  of  the  river,  adopted 
in  1892,  provides  for  the  constmction  of  a  dam  connecting  the  head  of 
Hay  den  Island  with  the  Oregon  shore.  At  low  water  about  36  per  cent 
of  the  volume  of  the  river  passes  behind  the  island,  and  the  dam  was 
to  be  built  to  a  height  of  4  feet  above  this  stage  to  increase  the  vol- 
ume ill  tlie  main  channel,  and  by  the  additional  scour  to  remove  a  bar 
opposite  the  island  upon  which  there  was  but  9  feet,  so  that  vessels 
drawing  20  feet  or  more  could  ascend  to  Vancouver. 

The  construction  of  the  proposed  dam  was  undertaken  during  the 
previous  fiscal  year  under  a  contract  with  Borthwick  &  Davison, 
entered  into  in  September,  1892.    The  dam  was  to  be  2,900  feet  long, 
and  be  given  a  maximum  width  of  30  feet  at  the  base  and  C  feet  at  the 
top.    The  contract  required  the  completion  of  the  work  January  6, 1893. 
The  contractors,  failing  to  prosecute  the  work  with  the  necessary 
energy  and  proper  management,  had  not  completed  the  dam  in  the  fol- 
lowing April,  when  the  summer  rise  in  the  Columbia  began,  and  the 
work  was  flooded.    At  this  time  the  bank  revetment  and  all  but  60  feet 
of  the  dam  next  the  island  was  completed.    The  work  remained  sub- 
merged until  October,  when  the  water  receded  sufficiently  to  expose 
the  top  of  the  dam.    An  examination  was  then  made  and  it  was  ascer- 
tained that  the  incomplete  portion  of  the  dam  had  been  destroyed,  that 
the  head  of  the  island  had  been  carried  away,  and  that  there  existed 
a  gap  between  the  completed  portion  of  the  dam  and  the  island  470- 
feet  wide,  and  from  30  to  39  feet  deep.    It  might  here  be  stated  1 
the  head  of  the  island  was  washing  away  before  this  work  was  c 
menced,  and  it  was  hoped  that,  by  the  constructiou  of  the  di 
revetment  extending  125  feet  on  each  face,  the  scour  might  be     r 
and  the  head  of  the  island  be  made  permanent. 

The  contract  with  Borthwick  &  Davison  was  annulled  by  i 
of  the  Chief  of  Engineers,  February  9, 1894.    The  total exp 
this  time  was  $25,177.36,  leaving  a  balance  of  $7,822.64  i      5 
tinuation  of  the  work.    This  amount  being  insuffideot  to  close 
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that  had  been  formed,  it  was  considered  advisable,  in  order  to  prevent 
further  scour  while  awaiting  additional  funds,  to  expend  the  balance 
on  hand  in  tlioroughly  revetting  the  head  of  the  island  and  in  laying  a 
sill,  or  foundation  of  a  dam,  across  the  gap  from  the  end  of  the  com- 
pleted part  of  the  dam  to  the  island.  For  this  purpose  bids  were 
requested,  and  after  being  duly  opened  a  contract  was  made  with 
Kobert  Smith,  February  17,  1894.  Work  was  commenced  March  4, 
and  continued  to  April  12,  when  operations  were  closed  by  high  water. 
Up  to  this  time  27  piles  had  been  driven  in  the  line  of  the  dam,  and  the 
head  of  the  island  was  revetted  for  a  distance  of  200  feet  on  the  main 
channel  side  of  the  island,  and  for  a  distance  of  500  feet  on  the  side  next 
the  dam.  This  revetment  was  composed  of  brush,  heavily  weighted 
with  stone,  and  extended  from  the  top  of  the  island  to  the  bottom  of 
the  channel  alongside  it.  A  portion  of  the  top  of  the  island  at  the 
head  was  also  covered. 

At  the  close  of  the  year  the  entire  work,  including  the  island,  was 
covered  by  water  to  a  depth  of  from  15  to  18  feet,  and  it  is  impossible 
to  ascertain  its  condition.  Under  these  circumstances  no  estimate  is 
submitted  for  closing  the  gap,  as  the  necessary  data  can  not  now  be 
obtained.  The  Columbia  Eiver  during  the  months  of  May  and  June 
has  been  greater  in  volume  than  ever  heretofore  known,  and  it  is  not 
improbable  that  the  unfinished  work  has  suffered  further  damage,  and 
that  there  has  been  increased  scour.  As  soon  as  the  condition  of  the 
work  can  be  ascertained,  after  the  water  has  receded,  a  plan  and  esti- 
mate for  completing  this  work  will  be  submitted. 

This  work  is  in  the  coUectiou  district  of  Willamette.  The  nearest  port  of  entry  is 
Portland,  Oreg.,  17  miles  distant  by  Avater,  5  miles  by  land.  The  nearest  light-honse 
and  works  of  defense  are  at  the  mouth  of  the  Columbia  KiA^cr,  103  miles  distant. 

ArPHOrUIATlON. 

Aft  of  July  13,  181*2 J|533,  000 

Money  statement, 

July  1,  1893,  balance  unexpended $8,  094.  24 

June  30, 1894,  amount  expended  during  fiscal  year 3,  973.  41 

J uly  1,  1894,  balance  unexpended 4, 120.  83 


Ahslract  of  proposals  for  repairing  dam  at  head  of  slough  behind  Hayden  Jnland^  Colum- 
bia Jllvcr,  received  and  opened  by  Lieut.  Harry  Taylor^  Corps  of  JCngineers,  on  the  ilOth 
day  of  January  J  IS  94, 


No.        Xaiue  and  address  of  bidder. 


Si 

G  I 

1 
8 

»l 

I 

10  ; 


John  Kiernan,  Portland,  Orcg 

Pacific  Jiridj'e  Co.,  Portland,  Ore*;. 

]iobert  Sraitli.  Portland,  Oreg 

Joscpli  l*a<|uet,  I'ortbmd,  Oreg 

Perry  Ilinkle,  Portland.  Oreg 

John  E.  Howard,  Portland,  Oreg  . . 
Bronnou  Sc  Autonello,    Portland, 

Oreg 

Ewin;^  &  Norniile,  Portland.  Oreg. 
American   Bridge    and   Contract 

Coni])any,  Portland,  Oreg 

J.  li.  ]iobt'ft8on   &.  Co.,  Portland, 

Oreg 


7,240  linear 
feet  pi  lea. 


Per 
foot. 


C<!nts. 
8 
11 
7} 

10 
12 

13 
9 

1.3 


Total. 


$570.  20 
796.  40 
561.10 
687.80 
724.  00 
808.  80 

941.20 
G51.G0 

941.  20 

506.  80 


16.450  feet,  U. 
M.,  lumber. 


181  b(dts. 


Per  M.I  Total.  ,  Each. 


$16.  00 
12.00 
11.  oa 
12.00 
12.00 
15.00 


$263.  20 
I  197.40 
,  180.95 

197.40 
I  197.40 

246.75 


16.00      26.3.20  i 
12.00      197.40  I 

I  I 

13.00      213.85  J 

12.00  ^  197.40  ! 


Cents. 
20 
14 
13 
21 
20 
18 

28 
2i 


Total. 


$36.  20 
25.  34 
23.  53 
38.01 
36.  20 
32.  58 

50.  68 
43.44 


334  ])Ouiids 
\vasher8. 


Per 

l)OUlnl 


Cents. 
4 

3 

3 

3 
•  » 

0 
4 


•JO        47.00  0^ 

15  i     27. 15  2J 


Total. 


$13.  36 
10.35 
10.02 
10.02 
10.02 
G.  68 

20.  04 
13.36 

21.  71 
8.  35 
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Abstract  of  proposaU  for  repairing  dam  at  head  of  slough  behind  Hayden  Island,  Colum- 
bia River f  etc. — Continued. 


No. 
1 

2 
3 
4 
5 
6 
< 

8 
9 

10 


Xaiuo  niid  address  of 
bidder. 


1000  pounds  j    900  pounds      3,400  tons  rock, 
boat  spikes.  '         wire.  .>,-«"v  luuo  n^^ji.. 


850  cords 
fascines. 


I    Per 
pound. 


John    KJernan,    Port-     Cent* 
land,  Ore§ 5 

Pacific     Bridge     Co., 
Portland,  Oreg 

Robert    Smitb.    Port- 
land, Oreg 

Josepli  Paquet,  Port- 
land. Oreg 

Perry  Hinklc,  Portland, 


Oreg. 

Jobn  E.  Howard,  Port- 
land, Oreg 

Bronnou  &  Antonello, 
Portland,  Ore^ 
or 

R 

American  Briage  and 
Contract  Co.,  Port- 
land, Oreg 

J.  L.  Kobertson  &  Co., 
Portland,  Oreg 


eg 

Ewing  &.  Normilc,  Port 


t 


land,  Ore£ 


33 

3 

4 

4 

3 

7 


Total. 

150.00 
37.50 
30.00 
40.00 
40.00 
30.00 
70.00 
45.00 

05.00 
30.00 


Per 
pound. 


Cent*. 
4 


Total. 


Per 
ton. 

Cents. 


Total. 


$36.  00 
3^1  31.50 


2i 
4 

4 
6 

I 

3i 
3 


24.75 
36.00 
36.00 
54.00 

63.00  I 

I 
29.25 

! 

58.50  ! 

! 

27.00  1 


74   $2,516.00  ,f2.90 


54  !  1,836.00  i  2.55 

I 

55  '  1,870.00  I  2.25 

I 
60     2,040.00     2.70 

62^1  2, 125. 00  2. 40 

65  j  2,210.00  2.95 

75  1  2,550.00  2.05 

58     1,972.00  2.35 


65     2,210.00 


65 


2, 210. 00 


2.73 
2.35 


$?,  465. 00 


2, 167. 50 
1, 912.  50 
2, 295. 00 
2, 040. 00 
2, 507. 50 
2,  507. 50 
1,  997. 50 

2, 320. 50 
1.997.50 


Aggre. 

gate 
ot^bid. 


$5, 958. 06 
5, 102. 49 
4, 612.  85 
5, 344.  23 
5, 208. 02 
5, 956. 31 
6,465.62 
4, 949.  55 

5, 877.  82 
5,004.20 


Contract  awjirtled  to  Robert  Smith  and  executed  under  date  of  February  17, 1894. , 


COMMKUCIAL   STATISTICS. 

The  following  statement  of  traffic  on  the  Columbia  River,  between  the  mouth  of 
the  Willamette  River  and  Cascade  Locks,  has  been  compiled  from  reports  of  the 
various  steamers  and  transportation  companies  doing  business  on  this  part  of  the 
river  during  the  calendar  year  1893: 

Tons. 

Grain 5,281 

Lumber  (2,127,550  feet) 3,191 

Cattle 9,168 

Sheep  and  hogs 1, 889 

Coal U 

Wool 39 

Merchandise 26,813 

Passengers  (159,254) 9, 951 

Total 56,346 


V  V3. 

CON8TRIJCTIOX     OF    CANAL     AT     THE     CASCADES,    COLUMBIA     RIVER, 

OREGON. 

The  Columbia  Eiver  in  making  its  way  through  the  Cascade  Moun- 
tain range  is  forced  into  a  narrow  rocky  gorge  for  a  distance  of  4J  miles. 
At  the  head  of  the  gorge  the  rocks  extend  entirely  across  the  river, 
closing  the  channel  completely  and  causing  a  fall  over  them  of  24  feet 
in  the  low-water  stage  of  the  river.  This  is  known  as  the  Cascades. 
I>elow  this  point,  throughout  the  remainder  of  the  distance,  the  chan- 
nel was  obstructed  by  bowlders  and  projecting  rocks,  and  the  fall  is  so 
great  that  the  river  becomes  rapids  that  are  navigable  at  low  water. 
The  current  in  these  rapids  increases  as  the  river  rises  until,  at  the 
higher  stages  of  the  water,  it  is  imi)racticable  for  steamers  to  make 
headway  against  them. 
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The  project  for  improving  this  locality  was  adopted  iu  1877  and 
modified  in  1880,  and  was  again  changed  slightly  in  1886.  Tins  con- 
templates the  construction  of  a  canal  and  lock  to  overcome  the  difficul- 
ties at  the  Cascades  and  the  improvement  of  the  river  channel  through 
the  rapids  below  to  provide  a  navigable  depth  of  8  feet  at  low  water. 
The  length  of  the  canal,  including  the  lock,  to  be  3,000  feet,  the  length 
of  the  lock  462  feet  and  its  width  90  feet,  with  a  lift  of  24  feet.  The 
lock  was  calculated  to  be  available  for  vessels  at  all  stages  of  the  river 
up  to  20  feet  above  low  water,  and  the  general  design  of  the  work  per- 
mitted, with  slight  modifications,  the  passage  of  boats  to  a  stage  of  32 
feet  above  low  water,  should  it  be  required  in  the  future. 

The  improvement  of  the  river  channel  through  the  rapids  has  now 
been  completed,  and  steamers  ascend  freely  to  the  foot  of  the  Cascades 
at  the  lower  stages  of  the  river. 

Under  the  authority  of  Congress  contained  in  the  river  and  harbor 
act  of  July  13, 1892,  a  contract  was  made  and  afterwards  approved 
under  date  of  January  24, 1893,  with  J.  G.  &  I.  N.  Day  for  the  com- 
pletion of  the  canal  and  lock.  This  provided  that  as  much  of  the 
Government  plant  as  might  be  required  for  the  prosecution  of  the  work 
w^s  to  be  turned  over  to  the  contractors,  and  that  the  amount  appro- 
priated for  the  work  was  to  be  earned  within  one  year  from  the  date  of 
approval  of  the  contract,  or  within  one  year  from  the  date  of  the  act 
appropriating  each  amount. 

Subsequently  the  sundry  civil  act  of  March  3^  1893,  provided  as  fol- 
lows: "For  impro\4ng  canal  at  the  Cascades  of  the  Columbia  River, 
Oregon,  continuing  improvement,  one  million  two  hundred  and  thirty- 
nine  thousand  six  hundred  and  fifty-three  dollars."  This  act  further 
provided  that  not  more  than  three-fourths  of  the  appropriation  shall  be 
expended  during  the  fiscal  year  ending  June  30, 1894. 

The  estimate  for  completing  the  work  made  in  June,  1892,  was 
$1,745,500,  and  the  act  of  July  13,  1892,  which  appropriated  $326,250, 
authorized  the  entire  work  to  be  put  under  contract  and  limited  the 
liability  to  be  thus  incurred  to  an  additional  sum  of  $1,419,250,  or  a 
total  of  $1,745,500,  the  amount  of  the  estimate.  The  sundry  civil  act  of 
March  3, 1893,  as  already  stated,  further  appropriated  $1,239,653,  which, 
a<lded  to  the  $326,250  before  mentioned,  gave  a  total  of  $1,565,903 
available  for  the  work  under  the  contract.  The  nominal  amount  cov- 
ered by  the  contract  is  $1,521,625,  these  figures  being  based  upon  the 
estimated  quantities  of  material  required  for  completing*  the  work.  It 
is  liiglily  i)robable,  however,  that  the  actual  quantities  required  will  in 
many  cases  exceed  this  estimate,  and,  as  a  result,  that  the  liability 
niider  the  contract  will  be  materially  increased  and  extend  to  the  full 
amount  ])erniitted  under  the  act  of  July  13, 1892.  Should  this  occ*ur, 
additional  appropriations  will  be  needed  to  meet  this  liability  and  cover 
the  contingent  engineering  expenses  of  the  work. 

During  the  early  part  of  1893  the  weather  proved  exceeding  'y  unfa 
vorable  for  work,  and  the  contractors  did  not  begin  laying  masonry 
before  the  spring  rise  began.  The  water  soon  covered  the  incomplete 
walls  of  the  lock,  rendering  work  upon  them  impossible  until  the  water 
should  subside  again  and  the  lock  be  pumped  out.  Tlie  ineliniinary 
work  of  opening  the  quarry  was  commenced  in  March,  and  followed  by 
the  delivery  of  stone  at  the  end  of  May.  Stonecutting  began  early  iii 
June,  and  was  continued  to  the  end  of  the  fiscal  year. 

At  the  beginning  of  the  present  year  the  lock  was  still  under  water, 
and  this  condition  continued  until  the  latter  part  of  August,  when  the 
lock  was  pumped  out.    The  sediment  was  then  removed,  concrete  mixers 
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put  in  order  and  derricks  erected,  and  finally  the  work  of  cons.truction 
was  be^n  October  12.  This  was  continued  until  March  31,  when  the 
high  water  of  the  river  again  submerged  the  lock  and  remained  over  it 
until  the  close  of  the  fiscal  year.  There  has  been,  therefore,  only  five 
and  one-half  months  during  the  year  that  construction  work  has  been 
carried  on.  This  period  might  have  been  increased  a  month  or  more 
had  the  contractors  been  ready  to  begin  the  work  as  soon  as  the  water 
subsided  in  August  last. 

The  provisions  of  the  contract  in  regard  to  payments  were  modified 
by  supplemental  articles  of  agreement,  dated  August  2  and  approved 
August  IG,  1893,  to  permit  the  payment  of  not  to  exceed  three-fourths 
the  contract  price  for  nonperishable  material  fully  prepared  to  be  put 
in  i^lace.  The  time  for  earning  the  sums  appropriated  for  the  work  was 
also  extended  to  March  3,  1895,  by  authority  of  the  Chief  of  Engineers, 
January  16, 1894. 

The  high  water  mentioned  as  submerging  the  work  in  March  finally 
culmiuated  in  June  in  the  highest  water  ever  known  in  the  Columbia 
Eiver.  In  1876  the  river  reached  reference  139.7  on  the  upper  gauge, 
and,  as  this  was  the  highest  water  heretofore  known,  the  top  of  the 
completed  work  was  given  reference  142  to  be  above  all  high  waters. 
This  year  the  river  rose  to  reference  145.7,  or  6  feet  higher  than  in  1876, 
and  nearly  4  feet  higher  than  the  top  of  the  completed  work  would 
have  been  at  reference  142.  This  remarkable  rise  shows  the  necessity 
of  giving  the  top  of  the  work  additional  height  if  it  is  not  to  be  sub- 
merged under  similar  conditions  to  those  existing  this  year.  The  dan- 
ger from  such  a  submergence  readily  appears  when  it  is  considered  that 
even  when  the  water  was  at  its  highest  point  there  was  a  head  of  14 
feet  of  water  against  the  bulkhead  closing  the  upper  entrance  to  the 
canal.  Some  damage  was  done  at  the  lower  end  of  the  canal  by  the 
violenl  waves  and  currents  during  the  high  water,  and  a  statement  of 
this,  as  well  as  the  modifications  made  necessary  by  reason  of  the  recent 
experience,  will  be  the  subject  of  a  special  report  as  soon  as  the  water 
falls  sufiBcieiltly  to  ascertain  the  condition  of  the  entire  work. 

During  the  year  2,575  cubic  yards  of  masonry  and  15,634  cubic  yards 
of  concrete  have  been  laid,  and  20,785  cubic  yards  of  rock  and  35,267 
cubic  yards  of  loose  material  have  been  excavated.  Work  on  the  steel 
guard  and  lock  gates  has  been  commenced,  and  though  neither  of  them 
has  been  completed,  a  considerable  portion  of  most  of  them  has  been 
delivered.  Lieut.  Edw.  Burr,  Corps  of  Engineers,  formerly  assistant 
in  local  charge  of  the  Cascades  Canal  and  lock,  and  who  made  the 
drawings  and  calculations  for  these  gates,  has  had  supervision  of  their 
construction  at  Sparrows  Point,  Md.,  where  they  are  being  made. 

Lieut.  Harry  Taylor,  Corps  of  Engineers,  has  been  in  local  charge  of 
the  Cascades  Canal  during  the  year,  and  his  report  herewith  con- 
tains many  interesting  details  concerning  the  work. 

This  work  is  in  the  conection  district  of  Willamette.  The  nearest  port  of  entry  is 
Portland,  Oreg.,  65  miles  distant  by  river.  The  nearest  li^ht-house  and  works  of 
defense  arc  at  the  mouth  of  the  Columbia  River,  156  miles  distant. 

ArrUOPUIATIONS. 


Act  of — 

June  14,  1876 $90,  000 

June  18,  1878 150,000 

March  3,  1879 200,000 

Juno  14,  1880 100,000 

March  3,  1881 100,000 

August  2,  1882 ,  ....  265,000 

Julys,  1884 150,000 

Augusts,  1886 187,500 


Act  of — 

August  11, 1888 $300,000 

September  19,  1890 435, 000 

July  13,  1892 326,250 

Sundry  civil  act,  approved 

March  3,  1893 1,239,653 

Total 3,443,403 
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Money  statement. 

July  1,  1893,  balance  unexpended $1, 564, 338. 33 

June  30,  1894,  amount  expended  during  fiscal  year 330, 984. 95 

July  1,  1894,  balance  unexpended 1,233,353.38 

July  1,  1894,  outstanding  liabilities $6,  357. 87 

July  1,  1894,  amount  covered  by  uncompleted  contracts. .  1,  202,  450. 19 

1,208,808.06 

July  1,  1894,  balance  available 24,545.32 


keport  of  jjkut.  iiaruv  taylok,  cokps  of  enginkeks. 

United  States  Engineer  Office, 
Cascade  Locks,  Oregon j  June  SO,  1S94, 

Sir:  I  have  tbe  honor  to  submit  the  following  report  of  operations  for  *' Improv- 
ing Columbia  River  at  the  Cascades,  Oregon,"  for  the  year  ending  June  30, 1894 : 

The  work  during  the  year  has  all  been  done  under  the  terms  of  the  contract,  dated 
December  27, 1892,  with  Messrs.  J.  G.  &  I.  N.  Day,  for  the  completion  of  the  canal 
as  authorized  by  act  of  Congress  approved  July  13,  1892. 

When  the  contractors  assumed  charge  of  the  work  in  February,  1893,  the  lock  pifc 
was  full  of  water  an<l  snow  covered  the  ground  to  a  depth  of  6  to  8  feet  on  a  level, 
making  active  work  at  that  time  impracticable.  The  snow  gradually  disappeared, 
but  rainy  weather  during  the  spring  interfered  somewhat  with  work,  and  no  attempt 
was  ma(lo  to  pump  out  the  lock  pit  or  do  other  work  than  quarry  and  cut  stone  until 
after  the  regular  summer  high  water.  Stone  cutting  was  begun  in  June,  1893,  and 
the  little  stone  cut  during  that  month  was  the  only  work  done  under  the  contract 
previous  to  the  present  year^ 

At  the  beginning  of  the  year  the  regular  summer  freshet  in  the  river  Mas  on,  the 
water  was  over  the  lower  bulkhead,  and  the  only  work  in  progress  was  quarrying 
and  cutting  stone.  The  cutting  was  being  carried  on  with  a  force  of  about  50  cut- 
ters. The  river  was  falling  and  went  below  the  top  of  the  lower  bulkhead  on 
August  15.  Pumping  out  the  pit  began.  August  25.  After  the  pit  was  pumpfed  out, 
prcj)arations  were  made  toward  cleaning  the  sediment  and  dobns  out  of  the  pit  and 
putting  in  the  masonry  in  the  north  lock-chamber  wall.  One  <lerrick  had  been  sot 
up  and  was  in  use  lifting  the  mud  and  sediment  out  of  the  bottom  of  the  pit  on 
September (»,  and  3  more  were  at  work  hy  the  27th.  September  30  the  bed  rock  under 
the  north  lock-chamber  wall  had  been  prepared  for  a  length  of  about  300  feet  to 
receive  the  concrete.  The  first  concrete  was  laid  October  12,  and  the  first  stone 
October  10.  On  December  15  a  stretch  of  the  north  chamber  wall  about  3(X)  feet  in 
length  had  been  linished  to  the  coping.  During  October  and  November  work  had 
also  been  carried  on,  excavating  and  preparing  the  foundations  of  the  upper  lock- 
gate  masonry  and  of  the  extensions  of  the  lock-cliamber  walls  necessary  to  complete 
them,  each  about  80  feet  in  length.  Laying  concrete  in  the  extension  of  tlie  south 
wall  was  begun  on  January  4,  1894,  and  in  the  north  wall  February  7,  and  work  was 
continued  on  this  portion  of  the  masonry  until  the  rising  river  came  over  the  lower 
bulkhead,  March  31,  and  caused  a  suspension  of  all  masonry  work  on  tht^  walls.  When 
work  was  stopped  the  south  wall  and  abutment  had  been  raised  20  feet  and  the 
north  waJl  and  abutment  12  feet,  out  of  a  total  of  46  feet  for  the  walls  and  of  64  feet 
for  the  abutments. 

In  addition  to  the  masonry  work,  excavation  was  carrie<l  on  during  the  winter  ami 
spring  in  the  canal  between  the  upper  lock-gate  masonry  and  the  uj)p(  r  bulklnad 
and  on  the  outside  of  the  upper  bulkhead. 

The  excavation  during  the  year  ])ractically  completed  the  excavation  in  tlie  canal 
between  the  upper  lock  gate  and  the  upper  guard  gate,  partly  completed  the  exc.i- 
vatioii  between  the  upper  guard  gate  and  the  upper  bulkhead,  and  made  a  begin- 
ning in  the  upper  entrance.  The  excavation  for  the  year  was  distributed  as  follows : 
In  the  lock  chamber  and  at  the  ui>per  lock  gate.  6.940  cubic  yards  of  rock  and  7,004.2 
cubic  yards  of  loose  material ;  between  tb'  'Kik  gate  and  the  upper  bulkhead, 

12,6.30.5  cubic  yanls  of  rock  and  6,384  en'  loose  iiir*'>rial8 ;  and  on  the  out- 

side of  the  upper  bulkhead,  1,214.5  cub  *^  ap^  '  ^bic  yards  of  loose 

material. 

The  physical  conditions  during  the  '  this  locality. 

During  the  fall  the  weather  was  exc-  prk,  but  <lur- 

ing  the  winter  more  than  the  averaf  ape  was  very 

little  cold  or  freezing  weather,  and  i  Vidvercame 
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on  nearly  a  month  earlier  than  usual.  Much  valuable  time  was  lost  during  the  early 
(all  through  lack  of  proper  iireparation.  Preparation  should,  have  been  made  to 
begin  pumping  out  the  pit  as  soon  as  the  water  fell  sufficiently,  and  for  cleaning  up 
the  pit  and  laying  concrete  as  soon  as  possible  after  the  water  was  out.  Instea<l  of 
this,  pumping  was  not  begun  for  ten  days  after  the  i>roper  tiuie  (five  days  were  lost 
at  this  time  because  after  everything  was  ready  there  were  no  belts  to  run  the  pumps 
with),  and  after  the 'water  was  out  nearly  a  month  was  lost  making  preparations 
Avhich  should  have  l)een  made  before,  such  as  overhauling  the  sanfl.  washers  and  eon- 
trcto  mixers,  building  trestles,  etc.,  in  places  where  the  water  had  never  been. 
Instead  of  laying  the  first  concrete  October  12,  as  was  actually  the  case,  concrete 
laying  should  have  been  begun  not  later  than  September  1.  Had  the  work  been 
begun  at  the  proper  time  and  pushed  properly  during  the  winter,  both  the  upper 
lock-gate  masonry  and  upper  guard-gate  masonry,  on  which  nothing  had  been  done, 
would  have  been  sufficiently  advanced  to  have  been  above  the  high  Avater  during 
April  and  could  have  been  completed  during  the  present  summer.  As  it  is,  nothing 
more  can  be  done  on  either  i)iece  of  masonry  until  the  river  goes  down  in  the  fall. 

The  following  table  gives  a  summary  of  the  amounts  of  the  different  estimates  of 
the  work  done  during  the  year : 


Excavation,  dry 

Kock  excavation,  dry 

Basalt  dimension  stone,  cut  and  laid. 

Basalt  face  stone,  cut  and  laid 

Granite  or  basalt  stone,  laid 

Concrete  laid 

Basalt  dimension  stone,  cut 

Basalt  face  stone,  cut 

(Jranite  dimension  stone,  cut. 
iiasalt  quarry-face  stone,  cut . 


1893. 


To  July 
31.   ^ 


August. 


C«.  yd*.     Cti.  yd». 


Sopteni- 
bcr. 


Oil.  ydi. 
1,627 
572 


October. 


Cti.  yds. 
3, 14U.  5 
2,033 
34 
255.9 
98.64 
2,536 
161.94 
492.76 
61.85 


Xovenj- 
bfer. 


Cu.  yds.  ' 
2,659  I 
3, 769        I 

90.19 
527.78 

13.89 
4,661 

74.10 
498.65 

12.79  I 


Decem- 
ber. 


Cu.  yds. 

4,367 

2,634 
104. 37 
210. 94 


671 

121. 03 
344. 62 


Janu- 
ary. 


Febru- 
arj-. 


1894. 


Marcb.   '  April. 


May 


Excavation,  dry 5, 868 

Kock  excavation,  dry '3, 567 

Basalt  (limension  stone,  cut  and  laid .  |      42. 53 

Basalt  face  stone,  cut  and  laid 11.  08 

Granite  or  basalt  stone,  laid I      74. 88 

('oucreto  laid >    512 

Basalt  dimension  stone,  cut 1 12 

Basalt  face  stone  cut 151. 0 

Granite  dimension  stone,  cut 121. 05 


Cu.yds.  1  Cn.yds. 


4, 808. 7 
2, 165 
84.98 

110.  45 

169 
2,347 

221 

153, 


Cu.yds.\ 
10 


09 


51 
93 


I  Cu.  yds.    Cti.  yds 
12,747        1 

5.503  482 

1      240.92    1     17.93 

'       240.37  ' ' 

I      229.05  ! ! 

4,032 
I       547. 29 
68.05 


Juno. 


Cu.yds. 


580. 
11. 
5. 


49 
04 
33 


Basalt  quarry- face  stone,  cut , 8. 32 


270 

273.  33 

77.81 

7.36 

3.97 

12.21 

17.25 

47.25 

131.64 

Total. 


Cu.  yds. 
35, 267. 2 
20,785 

614.92 

1, 374. 52 

585.55 

15,  634 

3, 239. 02 

2, 850.  80 

476 

187.21 


In  addition  to  the  items  given  in  the  above  table,  3,979  pounds  of  iron,  under  the 
head  of  ^'Snubbing  hooks,"  was  built  into  the  work  and  ])aid  for,  and  33,920  pounds 
forged  steel,  2,016  pounds  wrought  iron  nuts,  17,621  pounds  cast  iron,  under  the 
head  of  **  Gate  anchorages;"  51,517  pounds  cast  steol,  6,274  pounds  steel  plates, 
2,390  pounds  wrought  iron,  under  the  head  of  ''Other  connections  between  gates  and 
gate  anchorages,"  and  913  jiounds  forged  steel,  36,600  pounds  east  iron,  and  932 
pounds  bronze,  under  the  head  of  ''Valves  and  frames  for  culverts,*'  were  received. 

The  last  four  items  in  tlie  table  and  all  the  iron  except  the  snubbing  hooks,  were 
estimated  for  under  the  terms  of  the  supplemental  contract  dated  August  2,  1893, 
which  allows  ])ayment  on  '-nonperishable  material  prepared  in  advance  of  the  time 
when  it  may  be  put  in  the  work." 

Cement  tests. — The  cement  used  during  the  year  has  been  the  Josson  &  Co.'s  "Neil 
on  Kui)eir'  brand,  and  North's  "Condor"  brand.  These  have  been  subjected  to  the 
usual  tests  for  tensile  strength,  fineness,  time  of  setting,  and  swelling.  One  barrel 
lias  been  tested  in  about  ten.  used.  The  regular  tests  for  tensile  strength  have 
been  made  with  neat  bricjucttes  broken  at  the  ages'of  seven  days,  twenty-eight 
days,  and  six  months.  Tests  with  sand  in  tlie  proportion  of  1  i»art  cement  to  3 
farts  of  sand  were  also  fretjuently  made.  Every  precaution  po.ssible  Avas  used  to 
re  all  briquettes  made  alike.  The  cement  was  always  weighed,  the  water  meas- 
le  mixing  thoroughly  done,  and  all  neat  briquettes  were  moulded  with  a 
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hydraulic  press  which  gave  a  uniform  pressure  on  each  briquette.  The  water  used 
in  mixing  was  kept  between  60°  F.  and  7(P  F.  and  the  briquettes  were  kept  in  a 
room  the  temperature  of  which  was  kept  as  nearly  constant  as  possible  at  7(P  F. 
The  briquettes  were  broken  on  a  Riehld  machine  and  showed  the  usual  variation.ia 
strength,  some  showing  nearly  twice  the  strength  of  others  in  the  same  lot  made  at 
the  same  time.  The  percentage  of  bad  breaks  was,  however,  very  small.  A  break 
was  considered  "bad"  when  the  fracture  was  so  far  from  the  center  of  the  briquette 
that  the  area  of  the  cross  section  was  10  per  cent  or  more  greater  than  at  the  center. 
This,  I  believe,  was  due  to  the  method  of  molding. 

In  addition  to  the  regular  tests  some  special  tests  were  made  to  determine  the 
effect  of  sifting  the  cement,  both  neat  and  when  mixed  with  sand,  to  determine  the 
effect  of  mixing  with  fine  or  coarse  sand,  and  for  other  purposes,  and  a  few  tests 
were  also  made  of  different  brands  of  cement,  samples  of  which  were  furnished  for 
testing  purposes. 

The  results  for  the  year  arc  summarized  in  the  following  tables : 

Tablk  I. 

JOSSON  &,  CO.'S. 


Month. 


1893. 

To  July  31 

August 

September... 

October 

November 

December 

1894. 

January 

February 

Marcli 

April 

May 

Juno 

Total 


Total 

briqaettes 

made. 


3,255 

1,572 

1,834 

641 

958 

545 


212 
470 
722 
739 
557 
878 


7  days. 


Ape  when  broken. 
28  days. 


No. 


618 
412 
556 
340 
228 
112 


20 


290 
340 
184 
146 


12,  383       3,  246 


Tensile 
strength. 


443.2 
480.2 
472.0 
503.3 
448.4 
471.1 


421.2 


No. 


486.4 
540.  7 
532.6 
502.4 


567 
52 
468 
676 
112 
288 


94 


Tensile 
strength. 


482.2       3,198 


592.1 
610.1 
596.9 
609.3 
642.4 
607.5 


306 

647. 

9 

'       :J21 

651 

8 

314 

655. 

1 

6  months. 


No. 


40 
214 


623.3 

I  440 

!  054 

!  214 

I  288 

'  10 


018.4        1,806 


Tensile 
strength. 


737.8 
666.4 


717.6 
688.4 
728.2 
710.1 
745.  7 


702.  3 


NORTH'S. 


To  July  31. 
August 


Month. 


1893. 


Ajio  when  broken. 


dayh 


28  days. 


No. 


Tensile 
strength. 


No. 


Tensile  | 
strength. 


6  months. 
■    Tensile 


No. 


strength. 


Sepleniber. 

October 

November  . 
Uecomber . . 


20 


532.4 


20 


626.0 


January  . 
February 
Mareli  . . . 

April 

May 

Juiio 


Total 


24 


1894. 


22  560. 6 


44  4.".0. 8 


42  .'■.91. 8 


2 
10 

12 


762. 0 
718.2 


72,'>.5 
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Table  II. 


[All  briquettes  made  from  1  barrel  Josson  Sc  Co.  cement.] 


Age  in  months. 

• 

Bri- 
quettes 
broken. 

Tensile  strength. 

Highest. 

Lowest. 

Average. 

1 

25 
25 
25 
25 
25 
25 
25 
25 
25 
25 
22 
25 

630 
688 
780 
736 
742 
746 
740 
790 
842 
776 
762 
740 

896 
442 
476 
342 
332 
470 
440 
480 
540 
410 
486 
484 

525.04 

2     

575.20 

3                

589.20 

4           

532 

5         

596  48 

6 

623.60 

7       

612.32 

8                                    

689.68 

9     .                     

701.20 

10     

049.28 

11      

622.27 

12  

641.28 

Table  HI. 
[Josson  Sc  Co.  cement.] 


Age  in  days. 

Hetained  on 
"50  "sieve. 

Passed  "50," 

retained  on 

"90." 

Passed  "90" 
sieve. 

Passed  "90" 

sieve  mixed 

with  three 

parts  sand. 

No. 

Tensile 
strength. 

No. 

Tensile 
strength. 

No. 

Tensile 
strength. 

No. 

Tensile 
strength. 

7 

3 

297.3 

10 
10 

261 
353.4 

30 
30 

546.9 
593.1 

14 
14 

1* 

170.1 

28 

207.0 

Table  IV. 
[Josson  &.  Co.  cement.] 


Cement  iu  normal  state 

Portion  retained  on  "  90  "  sieve ? 

Portion  passed  "  90  "  sieve 5 

Portion  passed  "90"  sieve  and  retained  on 

"175"  sieve 

Portion  partsed  "175"  sieve 

Portion  retained  on  "90  "  then  ground  and 

and  passed  "90"  sieve 

CA. 

Cement  in  normal  state <  B  . 

(C. 


Propor- 
tions. 


tN. 

tN. 

*1:3 

*N. 

*1:3 

tl:3 
tl:3 

tl:3 
tl:3 
:i:3 
:i:3 


Age  when  broken. 


1  month. 


No. 


25 
25 
24 
25 
24 

6 
10 

10 
10 
10 
10 


3  months. 


Tensile 

No. 

strength. 

671.3 

25 

185 

25 

32.3 

24 

653 

25 

212.5 

24 

94 

275.4 

10 

171.6 

10 

258 

10 

236 

10 

246.8 

10 

Tensile 
strength. 


750.2 
251.4 
47.7 
684.5 
281.8 


334.4 

233 
377 
320 
308.8 


6  months. 


No. 


25 
25 
23 
25 
24 

6 
10 


Tensile 
strength. 


*  Cement  sample  1. 
t  Cement  sample  2. 
J  Cement  sample  3. 

A.  The  sand  in  these  briqnettes  passed  the  "10"  sieve  and  was  retained  on  the  "20"  sieve. 

B.  Sand  passed  "20"  ana  retained  on  "50"  sieve. 

C.  Sand  passed  "20  "  sieve  only. 


765.2 
332.2 
69.7 
690.1 
323.3 

156.3 
395.6 
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Table  V 


[Samples  K.  B.  &.  S.,  but  of  different  pimlings.] 


B 


D 


Per 
cent 
retain- 
ed on— 


Sieve. 


B2. 


S.  ¥.  (} 


.069 

20 

5.46 

50 

15.05 

90 

0 

20 

1.40 

50 

18.73 

90 

0 

20 

7.68 

50 

17.19 

90 

0.46 

20 

9.72 

50 

17.31 

90 

0 

20 

1.34 

50 

10.10 

90 

1.03 

20 

3.55 

50 

15. 49 

90 

0.15 

20 

6.30 

50 

13.66 

90 

0 

20 

.34 

50 

12.96 

90 

Propor- 
tion. 


1  ^- 

1:3 

1:3 

N. 
1:3 

N. 
1:3 

N. 
1:3 

N. 
1:3 

N. 
1:3 

X. 

1:3 


Ago  when  broken. 


3  days. 


No. 

8 
0 


Tensile 
strength. 


467.5 


327.9 


10 
9 


10 
10 


297.2 


236.0 


7  days. 

j^      I   Tensile  ; 
•""•    strength. 


1  month. 


392.6 


438.4 


8 
10 

9 
10 
10 
10 

0 
10 
10 

10  ; 

10  > 
10 


578 

98 
432.2 

89.2 
482.8 
103.4 
348.4 

71 

562.8 
186.4 
556 
159 


No. 

8 
10 

9 
10 
10 
10 

9 

8 
10 
10 
10 
10 


Tensile 
strength. 


3  months. 


074.8 

152.2 

633.6 

142.  8  I 

684.5  i 

157.6 

576.7 

117.8 

720.6 

210.2 

646.2 

200 


No. 

8 
10 

9 
10 
10 
10 

9 
10 
10 
10 
10 
10 


Tensile 
strength. 


712 

212.8 

650.4 

181.4 

780.0 

229.0 

642.9 

190.4 

796.4 

207 

71&4 

236.0 


10 


103.6 


10 


143.8 


10 


80.2  ;       10  137 


Tahlk  VI. 


llruiid. 


Ago  when  broken. 

3  days.  7  days.  1  month.  3  months.         0  monthn 

i-'S    !   c    •     g      v.»     Tensih'  v-^     I'^nsile  x'«.     Tensile   v«     Tensile   v«     '^ 
^5    I  -^   i     ^      ^^"-  strength.  ■^'''  strenyth.'^**-  strength. '^**'  strength.  ^^**   8t 


■^  c 


c 

.2 

«^ 

u 

o 

P. 


Ti-nsile 
retigth. 


(libbscV:  Co. 


.  ;u     20  ^  V    !  -n 

9.94  ,  50  ,  i  '^-    ••■•, *"" 

20.10     90  I    Ira    20 


362.3  .  50 


70. 7      20 


(         .12     20  •  ^  -..    I 
On-sham  ....<      0. 22     50     3  "^ '   ; 
(     1").  14     90  '    1:3    . 


8         471.5       8  ■ 
10 


505.  5 


8 


.'>02. 0    .')0 

97.  8  ' 

58').  0  :     8         673.  8    . . . . 


561.6 


129.8     10 


172. 4     10 


21.-..  8 


III  the  above  tables  ''N''  indicates  neat  briquettes,  and  "1:3''  1  part  cement  to  3 
parts  sand,  the  sand  used  being  in  all  cases,  except  when  specially  mentioned,  sand 
which  has  been  passed  through  the  *' 20"  sieve  only.  The  ^'saud'' is  the  regular 
sand  IVoiu  the  8and])it  where  the  sand  for  making  the  concrete  is  ol>tained,  and  is  a 
line  gravel  with  a  little  loam  mixed  with  it.  All  sand  used  either  for  testing  or  for 
concrete  is  washed  before  use.  Tests  of  this  ''  sand"  showed  that  42.1  per  cent  failed 
to  ])ass  the  ''  10"  sieve,  2r».l  ])er  cent  to  pass  the  *'20,"  leaving  the  remainder,  or  32.8 
l>er  cent,  to  pass  the  "20'' sieve. 

Fineness  tests  of  the  Josson  cement  showed  that  an  average  of  2.32  per  cent  failed 
to  pass  the  "  50''  sieve,  and  17.74  per  cent  failed  to  pass  the  "iH)"  sieve.  Tiiis  means 
that  out  of  1,000  grs.  23.2  were  retained  on  the  **50"  sieve,  and  an  additional  amount 
of  177.4  grs.  were  retained  on  the  "90"  sieve,  or  a  total  of  200.6  grs.  failed  to  pass 
the  "!)0''  sieve.  In  the  same  way  in  .sample  "  D,"  K.  H.  &  S.,  4.6  grs.  out  of  1,00:) 
grs.  were  retained  on  tho  "20*'  .sieve,  97.2  grs.  additional  on  the  "50,"  and  173.1 
more  on  the  "90,"  so  that  the  total  which  failed  to  pass  the  "IK)''  would  bo  274.9 
grs.  Of  the  North  cement,  1.21  per  cent  failed  to  pass  the  "50."  and  an  additional 
12.88  per  cent  the  "90"  sieve. 

J5oth  the  Jo.sson  and  the  North  cements  are  extremely  slow  setting.  The  (iresham 
set  very  quickly.     The  other  brands  and  samples  were  moderately  slow. 

None  of  the  cements  tested  developed  any  perceptible  tondcu«\v  to  swell  or  blow 
when  made  into  thin  pats. 

All  briquettes  are  kept  one  day  in  air  and  tbe  remainder  of  tho  time  in  water. 
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Steel  work. — The  contractors  are  having  the  gates  and  other  steel  work  built  by 
the  Maryland  Steel  Company,  at  Sparrows  Point,  Md.  The  material  thus  far 
received  includes  the  anchorages  for  the  upper  lock  and  guard  gates,  the  trunnion 
blocks  for  the  main  culvert  valves,  and  part  of  the  wall  brackets  for  carrying  the 
meeting- face  plates  on  the  wall.  I  visited  Sparrows  Point  June  6,  andsaw  noth 
leaves  of  the  lower  guard  gate  nearly  ready  to  ship.  Good  progress  had  been  mado 
on  all  the  other  gates,  valves,  and  other  parts  to  be  manufactured  there.  It  waa 
anticipated  that  all  gates,  etc.,  would  bo  shipped  during  the  coming  fall. 

On  June  6,  1894,  the  water  reached  a  stage  at  the  head  of  the  canal  of  145.7  which 
is  6  feet  higher  than  the  high  water  of  1876,  the  highest  of  which  there  is  any  record 
heretofore,  and  with  reference  to  which  the  levels  of  the  top  of  the  different  parts 
of  the  work  have  been  fixed. 

The  revetted  slope  walls,  where  finished,  have  been  built,  reference  (142)  at  the 
upper  or  cast  end  of  the  canal  and  on  the  north  or  river  side  of  the  canal  to  refer- 
ence (130)  near  the  lower  or  west  end.  The  top  of  the  upper  bulkhead  was  at 
about  (142).  As  the  river  rose  this  was  raised  and  kept  above  the  water  level,  thus 
preventing  the  river  breaking  through  and  doing  great  damage  to  the  work  already 
finished  as  there  was  imminent  danger  of  its  doing  for  several  days.  At  the  lower 
end  of  the  cnual  the  water  poured  over  the  protection  wall  on  tho  north  side  and 
finally  tore  down  the  lower  end  for  a  distance  of  about  350  feet.  From  16  to  18  feet 
of  the  top  of  tho  wall  is  entirely  gone,  but  how  much  or  how  badly  the  lower  por- 
tion is  damaged,  if  at  all,  can  not  be  told  until  tho  river  falls  more  than  it  has  to 
date,  as  it  is  still  running  over  the  broken  portion.  On  the  south  side  of  the  canal 
about  300  feet  of  the  revetted  slope  was  completely  torn  out,  or  damaged  so  badly 
it  will  have  to  be  torn  down,  by  the  heavy  waves  and  powerful  current  striking 
directly  against  it  after  tho  north  wall  was  carried  away.  Nearly  opposite  the 
upper  lock  gate  a  stream  of  water  came  through  into  the  canal  and  took  out  a  small 
piece  of  the  revetted  sloi)e.  The  water  ran  between  the  point  of  rock  outside  the 
canal;  known  as  *' Powder  House"  point,  and  the  made  ground  on  the  river  side  of 
the  canal,  completely  carrying  away  the  earth  fill  near  the  point  and  to  within  90 
feet  of  the  top  of  the  slope  of  the  canal  wall.  At  one  place  there  is  a  strip  of  tho 
fill  only  70  feet  wide  left  between  the  canal  and  the  river.  Farther  down,  opposite 
the  middle  of  the  canal,  where  the  fill  was  about  350  feet  wide,  the  tremendous 
current  carried  away  a  strip  120  feet  wide  in  spite  of  great  efforts  to  save  it,  and  I 
believe  was  only  prevented  from  cari'yiug  away  the  whole  fill  by  a  pile  of  stone 
spalls  which  the  contractors  had  thrown  out  of  their  stone  sheds. 

Tho  unprecedented  high  water  of  this  summer  and  the  damage  it  did,  and  still 
more  the  far  greater  damage  so  narrowly  escaped,  show  a  necessity  for  making  some 
changes  in  the  heights  of  the  walls  of  the  canal,  for  giving  the  revetment  a  greater 
resisting  power,  and  for  protecting  the  outer  slope  of  the  fill  on  the  river  side  of  tho 
canal  from  the  wash  of  tlie  waves.  These  changes  need  not,  however,  be  of  such  a 
character  or  extent  as  to  delay  tho  opening  of  the  canal  a  day. 

The  contractors  have  been  furnished  detailed  plans  of  all  the  masonry  work  of  the 
lock  gates  and  upper  guard-gate  masonry,  including  stonecutters'  diagrams  of  all 
dimension  stones,  detailed  shop  drawings  of  the  gates,  main  culvert  valves,  gate 
engines,  valve  engines,  and  all  accessories  outside  the  power  house.  Plans  of  an 
accumulator  are  also  nearly  finished. 

The  State  portage  railroad  continued  in  operation  during  such  parts  of  the  year 
as  the  boats  running  in  connection  with  it  could  reach  the  landing  places.  Ixom 
July  1  to  December  7, 1893,  tho  boats  made  one  trip  a  day  each  way.  From  December 
8,  1893,  to  April  2,  1894,  they  made  a  trip  up  one  day  and  down  the  next,  as  one  trip 
a  day  each  way  from  April  3  to  May  16,  when  they  began  transferring  from  below 
Sheridan  Point,  about  2  miles  down,  on  account  of  the  difficulty  of  rounding  the 
point  during  the  high  water.  On  July  1,  1893,  the  river  was  35.4  and  on  May  16, 
1894,  was  34.8  feet  above  low  water  on  gauge  No.  2.  The  high  water  of  the  present 
month  carried  away  the  lower  incline  of  the  portage  road  and  otherwise  badly 
damaged  it. 

The  following  table  gives  a  summary  of  the  meteorological  and  gauge  record  for 
the  year: 


Month 


1893. 

July 

Au^ist 

September 

October 

November 

December 


KaJDfall. 


Days 
on  whicli 

rain 
or  snow 

fell. 


0.15 

3 

0.16 

2 

O.IG 

13 

5.03 

15 

15.70 

17 

1        13. 37 

24 

Highest  readings 

Lowest  ] 

readings 

Average 

of  gauges.. 

of  gauges. 

temper- 

atuie. 
at  12  M. 

Head  of 

Foot  of 

Head  of 

Foot  of 

canal. 
121.1 

canal. 
107.4 

canal. 

canal. 

71.7 

115.3 

100.3 

75.4 

114.6 

99.8 

105.1 

85.8 

63.0 

104.0 

85.4 

100.6 

78.8 

53.5 

1C3.0 

82.4 

99.9 

77.7 

47.5 

104.3 

84.5 

100.0 

77.8 

44.8 

107.2 

89.0 

101.0 

79.6 
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Month. 


1894. 


January.. 
February. 
March — 

April 

May 

June 


Total. 


• 

DavB 
on  which 

RainfaU. 

rain 

or  snow 

feU. 

21.80 

29 

10.70 

20 

16.52 

22 

7.76 

18 

2.31 

7 

2.73 

11 

106. 30 

181  ! 

Average 
temper- 
ature, 
at  12  M. 


40.0 
38.3 
48.3 
57.4 
63.7 
65.9 


Highest  readings 
of  gauges. 


Head  of 
canal. 


55.8 


107.1 
102.3 
111.2 
120.3 
140.8 
145.7 


Foot  of 
canal. 


89.3 

81.8 

95.1 

106.6 

126.7 

131.7 


I 


Lowest  readings 
of  gauges. 


Head  of 
canal. 


90.5 

98.3 

99.8 

110.0 

115.9 

128.8 


Foot  of 


77.8 
75.4 
77.8 
95.2 
101.8 
114.6 


Highest  reading  at  head  of  canal  during  the  year 145.7 

Highest  reading  at  foot  of  canal  during  the  year 131.7 

Lowest  reading  at  head  of  canal  during  the  year 98.3 

Lowest  reading  at  foot  of  canal  during  the  year 75.4 

KoTE. — Heading  of  adopted  low  water  at  head  of  canal  is  96,  reading  of  adopted  low  water  at  foot 
of  canal  is  72. 

A  tracing  showing  the  details  of  tho  Iiydraulic  briquette  molding  press  is  trans' 
mittod  herewith. 

Very  respectfully,  your  obedient  servant, 

Harry  Taylor, 
First  Lieut,  Corps  of  Engineers, 
Maj.  James  C.  Post, 

Corps  of  Engineer's f  U,  S.  A, 


V  V4. 

IMPROVEMENT  OF  COLUMBLA.  AND  LOWER  WILLAMETTE  RIVERS  BELOW 

PORTLAND,  OREGON. 

The  present  project,  adopted  in  1891,  for  the  improvement  of  these 
rivers  from  Portland  to  the  sea,  which  includes  12  miles  of  the  Wil- 
lamette liiver  and  98  miles  of  the  Columbia  River,  contemplates  secur- 
ing and  maintaining  a  navigable  channel  having  a  low-water  depth  of 
25  feet.  The  original  i)roject,  that  of  1877,  which  was  somewhat  modi- 
iicd,  had  for  its  object  a  channel  20  feet  in  depth.  The  original  depth 
in  the  shoalest  places  was  from  10  to  15  feet  at  low  water,  and  previous 
to  the  adoption  of  this  project  the  money  appropriated  and  allotted 
was  expended  in  dredging  these  shoals. 

The  project  of  1877  included  contraction  works  or  dikes,  bank  revet- 
ment, dosing  sloughs,  and  auxiliary  channels  or  chutes,  as  well  as 
dredging.  Under  this  project  works  were  constructed  in  the  Wil- 
lamette Eiver  at  Swan  Island  Chute,  Willamette  Slough,  along  the 
left  bank  of  the  river  to  the  Columbia  River,  and  also  at  other  sloughs 
and  channels  at  the  junction  of  the  Willamette  and  Columbia  rivers. 
Works  were  placed  in  the  Columbia  River  at  St.  Helens,  Burke  Slough, 
and  Martin  Slough.  The  results  of  these  works,  aided  by  the  dredging 
had  in  1891,  attained  a  depth  of  19  feet. 

The  present  project  proposes  by  the  erection  of  other  dikes  and 
dredging  to  gain  an  additional  depth  of  6  feet,  or  25  feet  at  low  water. 
Dikes  have  been  built  at  St.  Johns  and  Post  Office  Bar  in  the  Wil- 
lamette River  and  at  Walkers  Island  and  Cathlamet  Bay,  or  Snag 
Island,  in  the  Columbia  River.  The  dike  at  St.  Helens  has  also  been 
extended,  and  a  dike  has  been  built  at  Martin  Island  Bar.  At  the  last 
two  places  mentioned  the  work  has  been  done  by  the  United  States. 
At  the  others  the  Port  of  Portland,  in  furtherance  of  the  approved 
project,  constructed  the  works  at  its  expense. 
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The  total  amount  appropriated  by  the  United  States  for  this  improve- 
ment is  $1,030,365.  Of  this  sum  $221,780.40  was  expended  prior  to 
adoption  of  the  project  of  1877.  Under  this  project,  which  was  extended 
in  1891,  the  net  expenditure  has  been  $803,210.59,  leaving  a  balance  of 
$5,373.95  to  the  credit  of  the  work. 

The  following  extract  taken  from  the  report  of  the  Chamber  of  Com- 
merce of  Portland  for  1893  gives  an  itemized  statement  of  the  dikes 
constructed  and  the  dredging  done  upon  the  river  by  the  Port  of  Port- 
land to  the  close  of  1893,  and  the  cost  together  with  the  location  of  the 
work : 

"The  Port  of  Portland"  vas  organized  a  mnnicipal  corporation  by  act  of  the  leg- 
islative assembly  of  the  State  of  Oregon  in  February ,  1891,  its  object  being  to  pro- 
vide and  maintain  a  ship  channel  of  at  least  25  feet  in  depth,  in  the  Willamette  and 
Colombia  rivers,  between  the  city  of  Portland  and  the  Pacific  Ocean;  the  vrork  to 
be  conducted  in  harmony  with  and  auxiliary  to  that  prosecuted  by  the  Government 
of  the  United  States  having  the  same  object  in  view. 

The  work  done  under  the  auspices  and  with  funds  available  for  the  uses  of  the 
commission  to  the  close  of  1893  has  been  as  stated  below : 

DIKE   CONSTRUCTION. 


At  St.  Johns,  Willamette  River 

At  Post  Office  Bar,  Willamette  River. 
At  Walkers  IsIadu,  Columbia  River  .. 

At  Snag  Island,  ColumbiA  River 

Engineering  expenses 


Total  for  dikes. 


Linear 
feet. 


4,000 

6,300 

13,000 

19,700 


43.000 


Cost  of 
dikes. 


$34, 445. 80 

48, 362.  »9 

115, 700. 50 

160,  380.  51 

9, 181. 19 


368, 070. 99 


DREDGING  OPERATIONS. 
In  the  Willamette  River —  Cubic  yardh  dredged. 

At  and  above  Swan  Island 04,701 

At  Post  Office  Bar *  40,205 

,     134,906 

In  the  Columbia  River— 

At  mouth  of  the  Willamette 5,355 

At  St.  Helens 32,030 

At  Martins  Island 23,935 

At  Walkers  Island '. : 24,650 

At  Cathlamet  Bay , , 33,939 

120,509 

Total  d rodging 255, 415 

Total  cost  of  dredging,  including  repairs  of  dredger $38, 263. 24 

Total  cost  of  diken 368, 070. 99 

Paid  for  interest  on  bonds  and  temporary  loans 22, 214. 51 

Paid  for  general  expenses,  including  attorue3*8,  etc 3, 215. 28 

Total  expenditures 431, 764. 02 

This  work  was  done  under  tbe  authority  of  the  Secretary  of  War 
with  tbe  express  understanding — 

That  the  expenditure  of  the  funds  of  the  Port  of  Portland  shall  not  bo  made  by  the 
Government  engineer,  neither  shall  he  exercise  authority  over  said  works  or  their 
execution,  and  that  the  United  States  shall  not  incur  any  liability  on  account  of  said 
works;  and  provided  further,  that  the  officers  of  said  Port  of  Portland  shall  per- 
mit the  officers  of  the  Corps  of  Engineers,  War  Department^  in  charge  of  work  on 
the  Willamette  and  Columbia  rivers,  to  cxamitic  the  work  done,  to  see  that  the 
whole  is  carried  on  in  accordance  with  the  approved  Government  plans.  And,  fur- 
ther, it  shall  be  distinctly  understood  that  the  War  Department  does  not  counsel, 
advise,  or  encourage  the  expenditure  proposed  by  the  Port  of  Portland. 
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WORK  DONE   DURING   THE   FISCAL   YEAR  ENDING  JUNE  30,  1894. 

The  operations  during  the  last  year  were  confined  to  dredging  to  aid 
in  establishing  the  channels  that  it  is  proposed  in  the  project  to  main- 
tain by  the  various  works  that  have  been  constructed,  and  also  to  pro- 
vide for  the  immediate  requirements  of  navigation  to  the  degree  neces- 
sary in  advance  of  the  formation  of  the  new  channels  contemplated. 

At  the  beginning  of  the  year  the  hydraulic  dredge  William  8.  Ladd 
was  employed  upon  the  shoal  opposite  Tongue  Point,  which  deep-draft 
vessels  had  difficulty  in  crossing.  She  was  then  transferred  to  the  pro- 
posed new  channel  at  Snag  Island,  on  the  Columbia  Eiver;  afterwards 
to  the  mouth  of  the  Willamette  Eiver,  which  was  dredged  to  the  depth 
of  23  feet  at  low  water,  to  Post-Office  Bar  on  the  Willamette;  to  the 
shoals  at  Pillar  Eock  in  the  Columbia  Eiver,  which  were  also  dredged 
to  23  feet  at  low  water;  and  back  again  to  the  new  channel  at  Suag 
Island.  About  the  middle  of  March,  the  appropriation  for  this  improve- 
ment being  nearly  exhausted,  the  dredge  was  laid  up. 

The  following  table  gives  the  amount  of  material  removed  at  each  of 
the  places  named : 

J)r€dffiny  Columbia  and  Lower  Willamette  rivers  for  year  ending  June  SO,  1894, 


1  Willamette  Rivor. 


Mouth. 


Po8t- 

Offico 

Bar. 


At 
mouth. 


July 

AugUHt 

SepteinbcT. 

October 

Novomher  . 
December  . 


1893. 


!  Ow.  yds.  '  Cu.  yds. 


Columbia  River. 


Pillar 
Rock. 


Cu.  yds. 


Sna«: 
Island. 


Tongue 
Point. 


Total. 


1,727 
16,  111 


Cn.  yds.  '  Cn.  yds. 
17^650  '  13,000 
48, 284    


00, 579 
10,811 


January. 
February 
March  ... 


1894. 


38,  689 
47, 557 


03, 995 
39,  009 
14, 570 


T(.t:;l 


13,918  ;       17,838         77,390       269,754 


13,  000 


Cu.  yds. 
30,650 
50,011 
30,  029 
60,579 
55,  500 
47.557 


63,995 
39,009 
14,  570 

391,900 


It  will  be  observed  that  this  dredge  lias  removed  .'301,000  cubic  yards 
of  material  from  five  diftereiit  places,  which  are  separated  by  a  distance 
between  the  extreme  points  of  SG  miles,  during  the  eight  and  one-half 
months  she  Avas  at  Avork.  At  the  beginning  of  the  year  the  dredge 
was  still  new,  and  the  crew  were  also  unaccustomed  to  this  method  of 
dredging,  and  the  amount  of  work  done  during  the  iirst  month  (July) 
Avas  coniparatiA'ely  small.  The  cost  of  operating  the  dredge  for  seven 
months  ending  Avith  February  Avas  $10,027.07,  and  340,080  cubic  yards 
of  material  Avas  removed,  making  the  cost  of  the  dredging  about  oj 
cents  per  cubic  yard.  This  included  all  kinds  of  material  encountered, 
line  sand  Avith  silt,  which  Avas  difUcult  to  retain  in  the  bins,  as  Avell  as 
coarse  sand  that  Avas  rapidly  loaded.  During  January  03,005  cubic 
yards  of  coarse  sand  were  remoA'cd  from  the  new  channel  at  Snag  Island 
at  an  expense  of  $2,803,  this  latter  being  the  average  i)er  month  of  the 
cost  of  running  the  dredge  for  the  seven  months,  and  for  this  month  the 
material  was  remoA'cd  at  about  l.\  cents  per  cubic  yard. 

In  addition  to  the  work  already  mentioned  the  Port  of  Portland 
removed  30,740  cubic  yards  of  material  from  the  Swan  Island  Channel, 
Willamette  Kiver,  and  33,033  from  the  new  channel  at  Snag  Island, 
Oathlamet  Bay.     These  amounts  are  included  in  the  foregoing  extract 
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from  the  report  of  the  Chamber  of  Commerce.  The  total  amount 
expended  to  the  present  time  by  the  Port  of  Portland  is,  as  stated 
therein,  $431,704.02. 

Surveys  were  made  in  August  and  September  of  the  Walker  Island 
and  Martin  Island  bars,  and  the  results  show  a  great  improvement  in  the 
channel  over  these  bars,  due  no  doubt  to  the  dikes  that  have  been  con- 
structed at  these  localities.  Some  slight  repairs  due  to  ^amage  during 
high  water  were  made  to  Martin  Island  Dam. 

During  September,  for  the  first  time,  deep-draft  vessels  were  able 
to  pass  fully  loaded  from  the  docks  of  Portland  to  the  sea,  and  the 
heavy  expense  of  lightering,  that  has  heretofore  been  necessary,  was 
avoided.  This  is  conclusive  proof  of  the  substantial  results  that  have 
been  produced  by  the  river  improvements. 

The  past  year  has  been  remarkable  for  the  almost  continuous  high 
water  that  has  prevailed  in  the  Willamette  and  Columbia  rivers.  The 
lowest  reading  of  the  gauge  at  the  Government  moorings  at  Portland 
was  1.4  feet  above  low  water,  and  it  recorded  this  height  for  two  days 
in  ]N"ovember,  and  the  water  remained  below  3  feet  above  low  water  for 
but  five  days  in  that  month.  During  the  last  two  weeks  of  September 
and  the  first  ii\e  days  of  October  the  water  varied  between  1.9  and  2.8 
feet  above  low  water,  and  was  the  longest  period  of  low  readings  duf- 
ing  the  year.  GaugelN"o.  2  at  the  Cascades,  Columbia  Eiver,  has  not 
recorded  less  than  3.4  feet  above  low  water,  and  the  water  remained 
below  4  feet  above  low  water  only  three  days  during  the  year.  There 
appears  to  have  been  a  succession  of  rises  In  tlHi  waters  of  both  rivers, 
covering  the  entire  year,  preventing  the  usual low-waterseason.  This 
hasbeen  caused  by  the  unusual  amountof  rain  and  snow  that  has  fallen 
during  the  year  upon  the  area  drained  by  these  rivers,  especially  that 
of  the  Columbia.  The  melting  of  the  accummulated  snow  and  the  effect 
of  these  rains  finally  culminated  in  the  most  extraordinary  rise  ever 
known.  On  June  7  the  gauge  at  the  Government  moorings  recorded 
the  unprecedented  height  of  33.11  feet.  The  highest  reading  upon  the 
same  gauge  of  any  previous  high  water  was  in  1890,  28.4  feet.  The 
continued  high  water  has  rendered  it  impossible  to  make  an  intended 
examination  of  the  localities  improved,  to  ascertain  the  degree  to  which 
the  desired  depth  had  been  attained  at  the  close  of  the  fiscal  year. 

ESTIMATE   FOR   THE   FISCAL   YEAR   ENDING   JUNE  30,  189G. 

The  original  estimate  for  procuring  a  25-foot  channel  was  $772,464. 
Of  this  sum  $150,000  has  been  appropriated  by  the  United  States  and 
$400,334  has  been  contributed  by  the  Port  of  Portland,  leaving  $216,130 
yet  to  be  appropriated,  all  of  which  sum  can  be  profitably  expended 
during  the  fiscal  year  ending  Juno  30,  1890. 

The  accomplishment  of  this  imi)rovement  is  of  the  greatest  impor- 
tance to  the  entire  northwestern  section  of  the  country,  the  inhabitants 
of  whieli  find  the  natural  outlet  for  their  productions  through  the  valley 
of  the  Columbia.  To  Portland  in  her  position  as  the  converging  center 
of  this  immense  territory  and  the  head  of  the  proposed  deep-water 
navigation,  which  she  has  contributed  so  largely  to  secure,  it  possesses 
vital  interest.  These  facts  establish  the  great  value  of  the  improve- 
ment, and  especially  commend  it  as  worthy  of  liberal  consideration  by 
the  Government. 

This  work  is  in  the  collection  districts  of  Willamette  and  Oregon.  Tlni  ])orts  of 
entry  are  Portland  and  Astoria,  Ore;^.  The  nearest  light-house  and  works  of 
defense  are  at  tbc  month  of  the  Columbia  River. 

K>a  94 107 


2658       REPORT   OF    THE    CHIEF    OF    ENGINEERS,  U.  8.  ARMY. 

APPROPRIATIONS. 

Act  of — 

June  23,  1866  (Lower  Willamette) $15,000 

March  2,  1867 30,000 

July  25,  1868  (allotted) 21,000 

April  10,  1869  (allotted) 13,365 

July  11,  1870 31,000 

June  10,  1872 50,000 

$160,365 

March  3,  1873  (Lower  Willamette,  from  Portland  to  the  sea)..     20, 000 

Juno  23, 1874 20,000 

March  3,  1875 20,000 

Augnut  14,  1876 20,000 

June  18,  1878 30,  COO 

March3,  1879 45,000 

155,000 

June  14, 1880  (Lower  Willamette  and  Columbia  from  Portland 

to  the  sea,  including  bar  at  the  mouth  of  the  Columbia) 45, 000 

March  3,  1881 45,000 

August  2,  1882 100,000 

190, 000 

July  5, 1884  (Columbia  and  Lower  Willamette,  below  Portland, 

Oreg.) 100,000 

Augusts,  1886 75,000 

175, 000 

August  11, 1888  (Columbia  and  Lower  Willamette  rivers,  below 

Portland) 100,000 

September  19,  1890 100,000 

July  13,  1892 150,000 

350,000 

Total 1,030,366 

Money  statement, 

July  1,  1893,  balance  unexpended $42,827.42 

Juno  cJO,  1894,  amount  ex2>ended  during  liscal  year 38,  073.  29 

Julv  1,  1894,  balance  unexpended 4,  754. 13 

July  1,  1894,  outstanding  liabilities 28.80 

July  1,  1894,  balance  available 4,725.33 

{Amount  (estimated)  required  for  completion  of  existing  project 216, 130. 00 
Aniountthatcan  be  profitably  expended  in  tiscal  year  ending  June  30, 1890  216, 130. 00 
Submitted  in  compliance  with  reqnirenn*nts  of  sections  2  of  river  and 
harbor  acts  of  18t)6  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMKRCIAL   STATISTICS. 

The  following  statement  of  traffic  on  the  Columbia  and  Lower  Willamette  rivers 
has  been  compiled  from  reports  of  the  various  steamers  and  transportation  com- 
])anios  doing  business  on  these  rivers  during  the  calendar  year  1893.  It  dt>es  not 
include  tonnage  carried  in  deep-sea  vessels: 

Ions.  Jona. 

Passengers (l,7iO,:38(>) !()<),  881  Wool 1. 78:^ 

(irain 89,  862  '  Merchandise 627,  902 

Lnnib<'r  (lLM,r)()2,5:U  feet) 186,754  Shingles 5,000 

Livestoik 3,273  Logs  (11,170,446  feet) 285,426 

Shcfj)  and  liogs 389 

Coal 596                  Total 1,310,866 
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List  of  steamers  plying  on  the  Upper  Willamette,  Lower  TFillamette,  Columbia,  and  Cowlitz 
rivers,  Oregon  and  Washington,  during  the  calendar  year  1893. 


Xamo  of  Teasel. 


Au^sta 


bina 


AUianc^ 

Anco  V 

Argonaut 

Astoria 

Astorian 

Altona 

Alarm 

IJaileyGatzcrt 

lirazee 

Brisk 

Bandovillo 

BisDiark 

C.  M.  Xielshaw 

City  of  FiankfOTt. 

C.W.Kich 

Carrie  F 

Chllkat 

Columbia 

Do 

Cygnet 

Cyclone 

Dispatch 

D.S.Baker 

Dalles  City 

Dolphin 

Electric 

Enterprise 

E.  L.  Dwyer 

Escort  No.  2 

Emma  Hay  ward  . . 

Edith 

El  wood 

Egalite 

iMjlipse 

Engene 

Fannie 

George^W.  Shaver. 

Gov. Newell 

Hassalo 

Hattio 

Hay  tlen  Republic . 

Hustler 

HattieBell 

Harvest  Queen 

Harvest  Moon 

Iralda 

lone 

Ilwaco 

Inland  Star 

Irma 

Joseph  Kellogg  ... 
James  B.  Stephens. 

J.Ordway 

Kehani 

La  Camas 

Louise  Vaughn 


Tons. 


40.90 

85.26 

213. 52 

41.28 

20.35 

76.16 

234.  24 

189.68 

16.08 

444.32 

4.90 

L05 

99.36 

250.00 

14.20 

183.47 

17. 07- 

10.64 

106.45 

70.41 

1, 746. 14 

2.86 

19.06 

13.47 

666.22 

296.  38 

60.36 

16.51 

137. 41 

24.44 

72.92 

456.57 

37.01 

420.  54 

82.38 

25.03 

350.84 

276; 41 

276. 15 

134. 43 

129.58 

2.92 

779.  53 

129.58 

129.  49 

697.04 

56.15 

36.84 

213.  40 

62.03 

21.87 

6.15 

272. 12 

26.40 

194.  74 

85.41 

9.66 

21.64 


Depth. 


Ft.  in. 

7    0 

4 
12 

4 
10 
12 

2 

2 

5 

8 


11 

4 
5 
7 
5 
4 
7 
11 


5 

7 
8 
4 
8 
5 
12 
7 
7 
7 
4 
5 


20 
7 
4 
6 
1 
6 
2 
6 


2 
5 
4 
4 

4 


0 
0 
8 
0 
2 
0 
5 
3 


20    0 


5    6 


0 
0 
7 
7 
3 
9 
0 
5 
6 
0 
0 
2 


5  0 
2  4 
1  6 

6  0 


7 
0 
5 
0 
6 
0 
0 
0 


2 
4 
0 
0 
0 


6    0 


Name  of  vesscL 


Lurline 

Lena , 

Maid  of  Oregon 

Maria 

Milwaukee 

Messenger 

Mascot.... 

Mayflower 

Mocloc 

No  Wonder 

Northwest 

N.  S.  Bentley... 

Ocean  Wave 

Occident 

Oswego 

Ocklanama 

O.K 

Oregon 

Orient 

Polar  Bear 


Queen 

Ouinnat 

Kestless 

Rowena 

R.Miler 

R.P.£lmoro 

Kemona 

R.  R.  Thompson 

Regulator , 

Sophia . 

State  of  California 

Sea  Foam 

Sakana 

Sarah  Dixon 

Salem 

Stark  Stroe  Ferry.. 

S.G.Reed 

Telepnone 

Tacoma 

T.J.Potter 

Toledo 

Three  Sisters 

Toiwo 

Undine 

Vancouver 

Victorian , 

Vulcan 

Wallowa 

Willamette  Chief  . 
W.H. Harrison  .... 

Waterwitch , 

Wm.M.Hoag 

Wenatchie , 

Western  Queen 

Wauna 

Wenona 

Young  America 


lions. 


338. 38 

23.72 

01.88 

184.  58 

29.70 

54.53 

190.46 

23.90 

337.  55 

235.30 

301.98 

401.  42 

607.34 

2.95 

21.43 

394.19 

47.76 

1. 612.  28 

429.  76 

28.80 

23.75 

4.20 

18.75 

4.50 

41.30 

42.76 

114. 14 

912.06 

334.38 

4.00 

1,  260.  06 

4.95 

3.84 

278.84 

240.08 

299.36 

607.28 

443.24 

1,311.81 

589.60 

206.  72 

327.33 

6.27 

280.48 

157. 14 

809.17 

219.  72 

92.05 

523.92 

62.80 

5.50 

431. 13 


Depth. 


Ft.  in. 
6  0 
0  10 
5  9 
3 
2 
3 
3 
6 
5 
3 
1 
1 


74.72 

3.10 

34.67 

42.10 


0 
0 
0 
0 

n 

0 
0 
8 

« 


9  0 
6   4 


3 
6 

4 

20 

5 

6 


6 
0 
6 
0 
0 
4 


6  2 


5    2 


0 

8 
5 


2 

0 
0 


10    6 
6    5 


24    4 


6    5 

1  8 

2  10 
8    0 


4 
11 
9 
1 
1 
4 
3 


0 
7 
0 
5 
1 
0 
0 


4    0 

11    6 

6    0 

0    8 


1    G 


6    2 


6    4 
4    5 


VV5. 


IMPROVEMENT  OF  WILLAMETTE  RIVER  ABOVE  PORTLAND,  OREGON. 

The  project  for  this  improvemeiit  was  adopted  in  1878.  It  consists 
of  the  removal  of  snags  and  other  obstructions  and  the  contraction  of 
the  river  in  wide  places,  with  the  object  of  securing  a  navigable  channel 
for  light-draft  boats  from  Portland  to  Eugene  City,  Oreg.,  a  distance 
of  172  miles.  When  the  work  was  commenced  the  mouth  of  the  Yam- 
hill River,  40  miles  above  Portland,  was  the  head  of  low-water  navi- 
gation, with  a  draft  of  2 J  feet;  only  a  draft  of  1  foot  could  be  carried 
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above,  and  the  channel  was  greatly  obstructed  by  snags,  gravel  bars, 
etc.  Daring  recent  low  waters  boats  drawing  15  inches  could  ascend 
as  far  as  Albany,  100  miles. 

The  total  amount  appropriated  since  the  adoption  of  the  project  is 
$151,000,  exclusive  of  the  $3,000  allotted  from  the  appropriation  of  July 
13, 1892,  to  the  Yamhill  Kiver. 

WORK   DONE   DURING    THE   PAST   YEAR. 

At  the  beginning  of  the  year  the  snagboat  Corvallis  was  between 
Eugene  City  and  Corvallis  engaged  in  removing  snags,  etc.,  and  was 
moving  down  the  river  as  the  work  progressed.  This  work  was  con- 
tinued, and,  in  addition,  several  wing  dams  or  dikes  were  constructed 
to  contract  the  low- water  channel  and  enable  boats  to  pass  over  the 
shoal  places.  The  first  dike  constructed  was  between  Corvallis  and 
Salem,  at  Luckiamute  Bar,  and  was  built  from  the  left  bank  with  an 
inclination  downstream  a  length  of  800  feet.  It  was  given  a  base  of 
16  feet,  with  a  height  of  5  feet  above  low  water,  and  was  constructed 
with  piles,  brush,  gravel  in  sacks,  and  loose  gravel.  Depth  over  bar 
when  dike  was  commenced  was  30  inches  and  depth  on  completion  was 
28  inches,  the  water  in  the  meantime  having  fallen  18  inches  in  the 
river. 

Upon  the  completion  of  this  dike  snagging  operations  were  resumed, 
and  the  snag  boat  worked  downstream  to  Matheneys  Bar,  below  Salem, 
where  a  dike  of  similar  construction  was  built.  This  dike  extended 
from  the  right  bank  into  the  river  a  distance  of  362  feet.  It  was  16 
feet  wide  at  the  base  and  extended  to  4J  feet  above  low  water.  The 
depth  of  water  over  the  bar  when  work  commenced  was  16  inches,  and 
when  the  dike  was  completed  was  32  inches,  the  river  having  risen  in 
the  meantime  6  inches. 

Upon  the  completion  of  the  work  the  snag  boat  was  transferred  to 
the  Columbia  River  for  a  few  weeks.  The  last  of  September  work  was 
resumed  upon  the  Willamette,  and  the  construction  of  a  dike  at  Weston 
Bar  was  commenced.  This  work  was  soon  interrupted  by  a  rise  in  the 
river,  and  the  snag  boat  then  continued  the  removal  of  snags.  A  few 
weeks  later,  when  the  water  had  fallen  sufficiently,  an  attempt  was 
made  to  resume  work  upon  this  dike,  but  another  rise  occurred  and  this 
has  been  followed  by  others,  and  the  water  at  no  time  during  the 
remainder  of  the  year  has  been  sufficiently  low  for  the  dike  to  be  com- 
pleted. Snagging  operations  were  continued  on  the  river  until  the 
beginning  of  April,  with  the  exception  of  the  month  of  December,  when 
the  snag  boat  was  engaged  upon  the  Cowlitz  and  Yamhill.  The  snag 
boat  was  also  upon  the  Yamhill  the  greater  portion  of  the  mouth  of 
April,  after  which  she  was  laid  up,  the  water  being  too  low  in  the 
Y'^amhill,  and  the  appropriation  for  the  Willamette  being  too  nearly 
exhausted,  to  warrant  keeping  her  in  commission  for  further  work. 

During  the  year  there  were  removed  from  the  Upper  Willamette  by 
the  snag  boat  1,059  snags  and  from  the  banks  775  trees  and  stumps. 
The  water  continuing  to  fall  during  the  month  of  May,  advantage  was 
taken  of  this  favorable  opportunity  to  remove  such  snags  as  had  become 
obstructions  to  navigation.  A  party  of  men  supplied  with  a  small  boat 
was  sent  out  for  this  puroose,  and  53  snags  were  taken  from  the  channel 
and  41  trees  cut  from  the  banks  during  the  month.  A  few  additional 
snags  that  were  seriously  obstructing  the  channel  were  removed  during 
the  latter  part  of  June  in  the  same  manner. 
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YAMHILL    HIVKE, 

The  balance  ($1,473.78)  of  tlie  $3,000  allotted  for  the  improvement  of 
Yamliill  Kiver  liaa  beeu  practically  expended  in  removing  snags  and 
other  obstructions  from  the  cliaunel.  The  snag  boat  Corvallis  was 
engaged  upon  this  river  from  December  17  to  20;  again,  navigation 
liaving  become  obstructed  by  land  slides,  snags,  and  drift,  she  was 
retonied  in  April  and  operated  nntil  the  water  in  the  river  became  too 
low  for  the  work  to  be  continued.  The  party  of  men  removing  suags 
from  the  Willamette  were  transferred  to  the  Yamhill  Juno  1,  aad  com- 
pleted the  reopening  of  tlie  river  to  McMiiinvUle. 

The  snag  boat  removed  201  snags Troni  the  channel  and  171  trees  and 
stumps  from  the  banks.  The  party  operating  with  a  small  boat  removed 
35  snags  from  the  channel  and  12  trees  and  stumps  from  tlie  banks. 

There  remained  unexpended  at  the  end  of  the  year  a  balance  of 
J92.35  of  the  «3,000  allotted  to  thi.s  river. 

BSTIMATK  FOE   THK   FISCAL  YKAR  KNDINlf  JUNE   30,  1806. 

Heretofore  the  greater  portion  of  the  appropriation  has  been  expended 
in  clearing  the  river  of  obstructions,  which  are  renewed  each  high 
water,  and  but  little  progress  lias  been  made  in  the  part  of  the  project 
intended  to  be  permanent;  that  is,  the  construction  of  the  wing  dams 
or  dikes.  As  there  are  a.  number  of  places  upon  the  Upper  Willamette 
where  such  works  are  required,  it  would  greatly  expedite  the  beneficial 
results  it  is  expected  to  obtain  for  navigation  if  appropriations  were 
made  of  sufficient  size  tQ  permit  the  dikes  to  be  built  at  an  early  date. 

With  this  end  in  view,  and  also  considering  the  economical  prosecu- 
tion of  the  work,  it  is  considered  that  $60,000  can  be  profitably  expended 
upon  this  improvement  during  the  fiscal  year  ending  June  30, 189G, 
Of  this  sum  $3,000  might  be  economically  expended  in  removing  obstruc- 
tions in  the  Yamhill  Kiver. 


mouth  of  tbe  Columbia  Rirei 


Act  of— 

March  3, 1871 SIG.OOO 

March  3, 1873 3, 000 

June  as,  1874 7,500 

March  3, 1875 25,000 

August  14. 1876 20,000 

AugiiBt  18,  1878 20,  000 

Maich  3,1870 12,000 

.Tunol4,1880 12,000 

Marcli3,1881   15,000 


August  3,1882... 
July  5, 1884 

August  5, 1886... 
August  11, 1888.. 
"     iteniher  19, 18S 


$5,000 
10,000 
10,000 


Septenihe; 
July  13,  li 


Money  statement. 


uilablc. 


boprofilablycspcmleiUn  fi seal  year  entl in 

ire  with  rc([uirciiient8  of  sections  2  of  rivei 
in<l  1867  aud  of  auudry  civil  act  of  March  3, 

t  is  to  be  used  in  improving  Yamhill  Ri 


3,276.03 

:Jnne30,1896    60,OCO.OO 
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COMMERCIAL  STATISTICS. 


'The  following  statement  of  traffic  on  the  Willamette  River  above  Portland  has 
been  compiled  &om  reports  of  the  various  steamers  and  transportation  companies 
doing  business  on  this  part  of  the  river  during  the  year  ending  December  31, 1893: 


Tons. 

Passengers  (148,144) 9, 259 

Grain 51,230 

Lumber  (1,550,350  feet) 23, 254 

Live  stock 659 

Sheep  and  hogs 57  i  Total 245,506 


Tons. 

Wool 1,879 

Merchandise 158, 951 

Coal 217 


V  V6. 
IMPROVEMENT  OF  COWLITZ  RIVER,  WASHINGTON. 

The  Cowlitz  Eiver  is  a  tributary  of  the  Columbia  Kiver  and  flows  into 
it  from  the  north  about  64  miles  above  the  moutli  of  the  Columbia. 
The  project  for  the  improvement  of  this  river  was  adopted  in  1882,  and 
contemplated  the  removal  of  sandbars,  rocks,  snags,  and  other  obstruc- 
tions from  the  channel  for  50  miles  above  its  junction  with  the  Colum- 
bia River.  The  minimum  depth  to  Toledo,  30  miles  above  the  mouth, 
prior  to  the  commencement  of  the  improvement,  was  from  12  to  14 
inches  at  low  water.  The  effect  of  the  improvement  has  been  to 
increase  the  low- water  depth  over  this  i)ortion  to  30  inches,  and  the 
season  of  navigation  is  now  increased  an  additional  month  each  year. 
To  maintain  this  depth  it  is  necessary  after  each  period  of  high  water 
to  remove  the  snags  and  other  obstructions  that  have  drifted  into  the 
river. 

The  original  estimate  for  this  improvement  was  $5,000  for  the  first 
year  and  an  expenditure  of  $2,000  each  subsequent  year.  The  total 
amount  that  hns  been  appropriated  is  $22,000. 

As  soon  as  the  snag  boat  Corvallis  could  be  spared  from  other  imi>or- 
tant  work  upon  which  she  was  engaged,  which  was  early  in  December 
last,  she  was  sent  to  remove  the  snags,  drift,  etc.,  that  had  como  into 
the  channel  of  the  river  during  the  previous  high  waters.  Soon  after 
the  arrival  of  the  boat  the  river  began  to  rise  again  and  by  the  17th 
was  too  deep  for  profitable  work  and  she  was  withdrawn.  During  the 
brief  time  she  was  engaged,  77  snags  were  taken  out  and  71  projecting 
trees  and  stnmi)S  tliat  either  obstructed  the  channel  or  were  liable  to 
fall  into  it  were  removed.  The  very  unusual  condition  of  almost  con- 
tinued high  water  since  the  snag  boat  was  withdrawn  in  December 
until  the  present  time  has  made  but  little  additional  Avork  necessary 
during  the  remainder  of  the  fiscal  year.  Seven  snags  have  been 
removed  from  the  channel  and  7  from  the  banks  in  Toledo  bend,  1  snag 
was  taken  from  the  channel,  and  2  overhanging  trees  were  cut  from  the 
bank  near  Meikles  Jjanding,  and  9  snags  were  taken  from  the  channel 
near  IMimphreys  Landing.  These  were  removed  to  accommodate  the 
steamers  in  making  their  landing,  and  the  work  was  done  by  the  cap- 
tain of  the  principal  steamboat  running  upon  the  river,  who  was  fur- 
nished with  the  necessary  powder  from  this  oflBce. 

It  is  highly  probable,  after  the  i)resent  excei)tionally  prolonged  period 
of  high  water,  that  when  the  river  falls  the  channel  will  be  found 
obstructed  with  snags,  logs,  etc.,  to  an  unusual  degree.  The  removal 
of  tlie  obstructions  heretofore,  and  the  consequent  improvement  in  the 
navigation  of  the  river,  has  been  of  great  benefit  to  the  inhabitants  of 
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the  fertile  valley  througli  which  it  flows.  It  is  also  of  great  importance 
to  themthat  this  improved  condition  be  maintained,  and  an  additional 
appropriation  is  therefore  recommended. 

It  is  estimated  that  $3,000  can  be  profitably  expended  during  the 
fiscal  year  ending  June  30,  1896,  upon  the  improvement  of  this  river  in 
accordance  with  the  present  project. 


APPROPRIATIONS. 


Act  of — 

Juno  14, 1880 $2,000 

March  3, 1881 1,000 

August  2, 1882 1,000 

July5,1884 2,000 

August  5, 1886 2,000 


Act  of — 

August  11, 1888 $3,000 

September  19, 1890 !    8, 000 

July  13,1892 3,000 


Total 22,0C0 


Money  statement. 

July  1, 1893,  balance  unexpended $2, 272. 76 

June  30, 1894,  amount  expended  during  fiscal  year 652. 37 

July  1, 1894,  balance  unexpended 1,  620.  39 


(  Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1896      3,  000. 00 
<  Submitted  in  compliance  with  requirements  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3, 1893. 


COMMERCIAL   STATISTICS. 


The  following  statement  of  traffic  on  the  Cowlitz  River  has  been  compiled  from 
reports  of  the  various  steamers  and  transportation  companies  doing  business  on  this 
river  during  the  year  ending  December  31,  1893: 


Tods. 


Merchandise 28,  000 

Grain 6,060 

Shingles  (200,000  bundles) 5,  000 

Lumber  (1,200,000  feet) 18,  000 

Logs  (90,000,000  feet) 225,  000 


Tons. 


Live  stock _  _ 1, 162 

Passengers  (35,334) 2,208 

Sheep  and  hogs 16 


Total 2t5,446 


VV7. 

IMPROVEMENT  OF  YOUNGS  AND  KLASKUINE  RIVERS,  OREGON. 

Youngs  lliver  is  one  of  the  southern  tributaries  of  the  Columbia  and 
joins  this  river  at  Youngs  Bay,  near  its  mouth;  the Klaskuine empties 
into  Youngs  Eivcr  C  miles  above  Youngs  Bay.  The  project  contem- 
plated the  removal  of  obstructions  in  Youngs  Kiver  for  a  distance  of  7 
milesabove  its  mouth,  and  from  the  Klaskuine  from  its  mouth  to  Kammo 
wharf,  a  distance  of  2  miles. 

The  estimated  cost  of  this  improvement  was  $1,G00,  and  this  sum 
was  appropriated  by  the  river  and  harbor  act  of  September  19, 1890. 

During  the  fiscal  year  ending  June  30,  1891,  the  sum  of  $1,206.79 
was  expended  on  this  improvement,  securing  a  channel  depth  of  7  feet 
•at  high  tide  to  the  limits  named.    No  further  appropriation  is  recom- 
mended. 

Money  statement, 

July  1,  1893,  balance  unexpended ^ $393. 21 

June  30,  1894,  amount  expended  during  fiscal  year 15.68 

July  1,  1894,  balance  unexpended 377. 53 
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V  V8. 

GAUGING  WATERS  OF   COLUMBIA  RIVER,  OREGON  AND  WASHINGTON. 

The  object  of  this  gauging  is  the  collection  of  valuable  and  important 
data  for  use  in  connection  with  the  river  improvements,  and  also  to 
supply  information  to  those  interested  in  the  navigation  of  the  river. 
Gauges  for  this  purpose  have  been  established  and  maintained  at  suit- 
able places  along  the  river. 

During  the  past  year  the  appropriation  for  this  work  having  been 
practically  exhausted,  all  the  gauges  were  abandoned,  except  that  at 
Astoria,  Oreg.,  which  is  self-registering.  This  gauge  being  a  necessary 
adjunct  of  the  work  of  imi^rovement  at  the  mouth  of  the  river,  the 
expense  of  its  maintenance  has  been  paid  out  of  the  appropriation  for 
that  work. 

As  heretofore,  the  daily  readings  of  the  gauge  have  been  publicly 
exhibited  in  Astoria  for  the  benefit  of  commerce.  The  daily  bulletin 
also  stated  whether  the  water  on  the  bar  was  smooth  or  rough.  The 
small  balance  available  July  1.  1893,  was  exhausted  upon  the  Astoria 
gauge. 

It  is  estimated  that  $1,000  can  be  profitably  exi>ended  on  this  work 
in  the  fiscal  year  ending  June  30,  1896. 

APPROPBIATIONS. 

Act  of— 

Angn8t2,  1882 $500 

July  5,  1884 1,000 

Augusts,  1886 1,000 

August  11 ,  1888 2,  500 

Total T),  000 

Money  statement, 

•July  1,  1893,  balanro  unexpended $6.32 

.June  30,  1894,  amount  expended  during  fiscal  year 6.  32 

(  Amount  that  canbcprotitablyoxpcndod  in  fiscal  year  ending. June  30, 1896      1,  000.  00 
<  Submitted  in  compliance  Avith  requirements  of  sections  2  of  river  and 
(     harbor  acts  of  1866  and  1867  and  of  sundry  civil  act  of  March  3,  1893. 


V  Vg. 

REPORT  OF  HOARD  OF  ENGINEERS  ON  PLAN  FOR  OVERCOMING  OR 
REMOVING  OBSTRUCTIONS  TO  NAVKJATION  IN  COLUMBIA  RIVER 
BETWEEN  THREE  MILE  RAPIDS  AND  CELILO  FALLS,  OREGON  AND 
WASHINGTON. 

[PrintcU  in  Senate  Kx.  Doc.  No.  7,  Fifty-tliinl  ('on;;r('SH,  first  seHsiou.] 

New  York,  April  i;?,  1S93. 

The  r>oai(I  of  Kngineers  constituted  by  KSi)eciiil  Orders  Xo.  177,  July 
20,  1892,  iVom  the  War  Department  lias  the  honor  to  report: 

The  l>oard  was  a]>pointed  iu  eompliance  with  the  river  and  harbor 
act  approved  July  i;5, 1892,  which  authoiized  the  President  '-to  appoint  ' 
a  I>oard  of  Engineers,  to  consist  of  seven  members,  of  whom  three 
sliall  be  from  civil  life,  whose  duty  it  shall  be  to  thoroughly  examine 
the  obstructions  to  navigation  in  the  Columbia  River,  in  that  portion 
from  the  navigable  waters  thereof  below  Three  Mile  Kapids  to  the  navi- 
gable waters  above  Celilo  Falls,  and  report  as  soon  as  they  conveniently 
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can  to  tlie  Secretary  of  War  such  i)lau  for  overcoming  or  removing 
said  obstructions  as  in  tbeir  opinion  is  most  feasible  and  best  adapted 
to  tlie  necessities  of  commerce,  together  with  a  statement  as  to  the 
usefulness  of  such  improvement  to  navigation,  its  relation  and  value  to 
commerce,  and  the  most  desirable  location  therefor,  the  cost  of  con 
struction  and  of  the  right  of  way,  including  the  necessary  land  therefor, 
being  considered.  They  shall  also  report  the  details  of  such  plan,  witb 
estimates  of  its  cost." 

The  Board  was  directed  to  meet  in  San  Francisco.on  or  about  Octo- 
ber 17,  1892. 

The  Board  met,  as  directed,  in  San  Francisco,  on  the  17th  of  Octo- 
ber, examined  the  hydraulic  lifting  dock  of  the  Union  Iron  Works  on 
the  18th  and  19th,  and  took  train  for  Portland,  Oreg.,  on  the  evening 
of  the  19th,  arriving  on  the  morning  of  the  21st.  On  the  following 
day  (October  22)  they  proceeded  to  Dalles  City,  stopping  on  the  way 
to  examine  the  canal  and  locks  now  building  by  the  United  States  at 
the  ''  Cascades,"  and  the  portage  railway  built  by  the  State  of  Oregon 
to  transfer  freights,  etc.,  pending  the  completion  of  the  canal.  On  the 
23d  and  24th  the  obstructions  to  navigation  at  Three  Mile  Rapids,  the 
Dalles,  and  Celilo  Falls  were  examined,  and  a  conference  was  had  with 
the  principal  business  men  of  Dalles  City.  The  Board  then  went  to 
Wallawalla,  in  the  heart  of  the  wheat  district,  where  a  public  meeting 
was  held,  at  which  the  opinions  and  wishes  of  the  people  were  expressed 
by  the  leading  residents  of  the  place.  Returning  to  Portland  by  the 
2Gth,  maps  and  plans, were  examined,  persons  skilled  in  the  construc- 
tion of  steamboats  and  in  the  navigation  of  the  river  were  consulted, 
the  subjects  to  be  considered  were  discussed,  and  the  Board  adjourned 
to  meet  in  New  York  City  after  the  completion  of  the  necessary  surveys, 
the  preparation  of  plans,  and  the  collection  of  needed  information. 

Mr.  Bogue,  member  of  the  Board,  was  requested  to  take  charge  of 
the  surveys  and  the  estimates  upon  them,  and  they  were  made  under 
his  direction  and  supervision. 

On  the  15th  of  February,  1893,  the  Board  met  in  the  city  of  Kew 
York.  Revised  plans  of  the  boat  railway  and  car  were  submitted, 
maps  and  profiles  of  the  surveys  were  presented  and  examined,  reports 
of  committees  received  and  discussed,  estimates  were  revised,  and  the 
different  plans  suggested  were  carefully  considered.  On  the  1st  of 
March  the  Board,  having  formulated  its  conclusions,  adjourned  sine  die. 

The  navigation  of  the  Columbia  is  first  interrui)ted  by  the  "Cas- 
cades," G3  miles  from  Portland  and  IGO  miles  from  the  river's  mouth. 
A  short  canal  with  locks  is  now  in  process  of  construction  by  the  United 
States,  which  will,  when  completed,  provide  fully  for  all  the  require- 
ments of  navigation.  Pending  its  completion  a  portage  railway,  tfve- 
eighths  of  a  mile  in  length,  transfers  passengers  and  freights  from  the 
river  below  the  Cascades  to  the  unobstructed  river  above  them.  From 
the  Cascades  to  Dalles  City,  53  miles  by  the  river,  navigation  is  good 
at  all  times.  Near  Dalles  City  the  numerous  obstructions  begin  upon 
which  this  Board  is  directed  to  report.  In  the  sj)ace  of  12  miles  we 
have,  first,  the  Three  Mile  Rapids,  a  crooked  channel  1,500  feet  in 
length,  narrow  and  much  obstructed  by  rocks  and  currents;  then  Five 
Mile  Rapids — the  Dalles — where  for  a  mile  and  a  half  the  river  rushes 
with  great  velocity  between  precipitous  walls  of  basalt  150  to  300  feet 
apart.  This  great  contraction  of  the  river  beds  acts  in  high  water  as 
a  dam,  ^'  drowning  out"  all  the  rapids  and  falls  above  it  to  the  level  of 
the  river  at  Celilo.  Next  comes  the  Ten  Mile  Rapids,  a  similar  gorge, 
but  only  half  a  mile  in  length,  and  last  of  all  Celilo,  with  a  sheer  fall 
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of  liO  feet.     lu  this  12  miles  of  river  tlie  total  fall  is  aboat  80  feet  in 
low  water,  and  in  lugli  stages  60  feet. 

From  Celilo  to  Wallula,  115  miles  by  river,  a  navigation  fairly  good 
exists.  Thence  to  the  mouth  of  Snake  Kiver,  about  10  miles,  naviga- 
tion is  much  impeded  at  low  water.  From  the  mouth  of  Snake  to  Priests 
Rapids  there  is  again  good  water.  Priests  Eapids  cover  about  10  miles 
of  river  with  a  fall  of  about  70  feet  and  are  not  navigable  for  comjner- 
cial  purposes.  Until  improved,  they  will  form  the  head  of  navigation 
on  the  Columbia  as  dependent  on  the  Dalles  improvement.  From 
Priests  Eapids  to  tiie  boundary  of  British  Columbia  there  is  a  naviga- 
tion much  obstructed  by  rocks  and  rapids  and  too  inaccessible  to  be 
considered  with  this  improvement. 

The  Snake  River  enters  the  Columbia  125  miles  above  Celilo.  For 
about  53  miles  from  its  mouth  the  Snake  River  is  obstructed  by  numer- 
ous rocks  and  ra]>ids,  and  is  unnavigable  during  the  period  of  low 
water,  the  seasons  at  which  the  movement  of  grain  is  most  active.  From 
Riparia  to  Lewiston,  77  miles,  the  river  is  navigated  at  all  times  by 
steamboats  of  light  draft,  which  now  deliver  their  freights  to  the 
railroad  at  Riparia,  the  point  of  contact.  Small  steamboats  are  also 
running  from  Huntington  into  the  Seven  Devils  mining  country  in  con- 
nection with  therailways,  but  the  navigation  is  not  continuous.  During 
good  stages  of  the  river,  the  Snake  may  be  navigated  for  40  miles 
above  Lewiston,  Idaho,  and  the  Clearwater,  which  enters  the  Snake  at 
Lewiston,  for  30  miles,  but  neither  of  them  can  be  said  to  have  good 
navigation  during  low  water.  When  the  Lower  Snake  is  made  naviga- 
ble, it  will  add  200  miles  to  the  navigation  to  be  afiected  by  any  improve- 
ment at  Celilo  and  the  Dalles. 

The  first  steamboats  were  placed  upon  the  Columbia  above  the  Dalles 
in  1858,  and  from  that  time  until  1880  all  freights  to  and  from  the 
"inland  empire-'  were  transported  by  the  river.  Portage  railways 
were  built  at  the  Cascades  and  from  Dalles  City  to  Celilo,  the  latter 
13  miles  in  length,  and  by  them  freights  were  transferred  from  boats 
on  the  smooth  waters  above  the  obstructions  to  others  on  the  reach 
below,  find  inversely  for  ascending  freights. 

In  1879  or  1880  the  Oregon  Railway  and  Navigation  Company  ac- 
quired the  rights  and  property  of  the  Oregon  Steam  Navigation  Com- 
pany, and  immediately  commenced  the  construction  of  a  continuous 
line  of  railway  from  Portland  to  the  eastern  boundary  of  the  State. 
The  i)ortage  road  from  Dalles  City  to  Celilo  was  absorbed  and  discon- 
tinued, and  navigation  on  the  upper  river  above  Celilo  ceased.  Below 
the  Cascades,  the  open  river  permitted  private  parties  to  compete  with 
the  railway  lines. 

In  1878  the  General  Government  commenced  the  construction  of  the 
Cascades  Canal.  In  181)0  the  people  of  Oregon,  impatient  of  the  delay 
in  the  completion  of  the  canal,  obtained  from  their  legislature  a  grant 
of  §00,000  for  the  construction  and  operation  of  a  portage  railway  at 
the  Cascades,  to  be  maintained  until  the  completion  of  the  Governn>ent 
works.  This  road  was  completed  in  1891  and  has  permitted  the  revival 
of  steamboat  navigation  to  Dalles  City  and  extended  to  that  point  com- 
petitive  rates. 

In  1875  the  Oregoiv  Steam  Navigation  Company  transported  over 
18,(M)0  tons  of  freight;  in  1877  the  "  passengers  and  freight  were  greatly 
in  excess  of  last  year;"  in  1878  the  "passengers  and  freight  transported 
over  the  portage  road  at  the  Cascades  were  largely  in  excess  of  the 
jimount  transported  last  year,  and  the  company  .added  four  large  steam- 
ers.- In  1880  there  were  on  this  section  seven  boats,  whose  aggregate 
measurement  was  over  4,600  tons. 
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The  demand  for  the  open  navigation  of  the  Columbia  Kiver  comes 
from  the  wheat-growing  districts  east  of  the  Cascade  range.  Those 
portions  which  would  now  be  affected  by  the  improvements  at  the  Dalles 
lie  chiefly  south  and  east  of  the  Columbia,  115  miles  to  Wallula,  and  on 
both  sides  of  it  to  Priests  Eapids,  83  miles  above,  with  a  portion  of  the 
rich  Wallawalla  district.  The  improvement  of  the  lower  section  of 
the  Snake  will  open  to  the  sea  200  miles  of  navigation  through  the 
heart  of  the  wheat  lands  of  the  "inland  empire."  Other  large  tracts, 
tributary  to  it  but  now  considered  barren,  will  doubtless  be  made  pro- 
ductive in  the  not  distant  future  when  water  for  irrigation  is  supplied. 

The  wheat  crop  of  eastern  Oregon.and  Washington  probably  exceeds 
400,000  tons.  In  1890  the  railways  were  not  able  to  transport  the  crop 
to  market  within  a  reasonable  time,  presumably  for  want  of  rolling 
stock.  The  acreage  of  1891  exceeded  that  of  1890,  and  it  was  feared 
that  the  railways  would  not  be  able  to  move  the  crop  before  the  next 
one  would  be  harvested.  (See  '^Memorial  of  the  Columbia  and  Snake 
Rivers  Auxiliary  Waterway  Association,"  Wallawalla,  February,  1891.) 

The  quantity  of  wheat  and  other  cereals  received  at  Portland  from 
the  country  east  of  these  obstructions  in  1891,  was  nearly  8,000,000 
bushels.  The  total  receipts  of  agricultural  i)roducts  from  eastern 
Oregon  and  Washington  were  271,000  tons.  From  the  information 
the  Board  has  been  able  to  obtain,  it  is  probable  that  in  1891  about 
15,000,000  bushels  of  wheat  were  shipped  to  the  Pacific  coast  from 
the  country  which  would  be,  to  a  greater  or  less  extent,  affected  by  the 
removal  of  these  obstructions  at  the  Dalles.  Statistics  for  1892  have 
not  been  available. 

The  rei>ort  on  the  internal  commerce  of  the  United  States  for  1890 
estimates  that  the  lands  tributary  to  Tacoma  and  Portland  were  capa- 
ble of  producing  2,000,000  tons  (more  than  65,000,000  bushels)  of  wheat 
per  year. 

These  figures  merely  show  the  recent  production  of  the  country,  which 
is  rapidly  increasing  both  in  population  and  in  production. 

Along  the  Columbia  River  the  lands  now  productive  are  not  imme- 
diately upon  the  borders  of  the  stream,  and  the  area  which  can  reach 
the  river  is  at  present  limited  by  the  distance  it  will  ''pay''  to  haul 
the  grain  in  wagons.  It  is  not  so  upon  the  Snake;  the  Wallawalla 
district  on  the  south  and  the  Palouse  country  on  the  north  extend 
almost,  if  not  quite,  to  the  river's  bank.  There  is  in  the  minds  of  the 
members  of  the  Board  no  doubt  that  the  improvement  of  the  lower 
Snake  will  follow  the  removal  of  the  obstruction  of  the  Dalles  and  the 
reestablish m en t  of  navigation  on  the  upper  Columbia. 

A  number  of  short  railways  have  been  built  from  the  wheat  centers 
to  points  on  tlie  main  lines  of  transportation,  and  others  will  doubtless 
be  constructed  to  the  river  if  the  navigation  should  assume  sufficient 
proportions. 

The  effect  of  water  competition  upon  the  cost  of  transportation 
betweenDallesCity,  the  present  head  of  navigation,  and  Portland,  which 
has  been  rendered  possible  within  the  last  two  years  by  the  construction 
of  the  State  portage  railway  at  the  Cascades,  has  been  to  reduce  the 
rates  by  rail  oii  general  merchandise  from  67  cents  per  100  pounds  to 
37  cents,  and  by  water  to  still  lower  rates.  For  instance,  wheat,  of 
which  1,500,000  bushels  are  shipped,  pays  11  cents  percental  by  water 
against  17  cents  by  rail;  wool,  which  reaches  6,000,000  pounds,  costs 
20  to  25  cents  per  cental  by  water  and  50  cents  by  rail.  The  water 
rates  include  40  cents  per  ton  paid  to  the  State  of  Oregon  for  the  port- 
age at  Cascades. 

These  preliminary  remarks  may  be  summed  up  as  follows: 
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The  upper  Columbia  is  navigable  198  miles  to  the  foot  of  Priests 
Eapids,  except,  in  extreme  low  water,  10  miles  at  themouthof  the  Snake. 

At  low  water  the  lower  Snake  is  unnavigable  for  53  miles,  the  imi^rov- 
mentofwhichandofthe  rapids  below  would  open  about  200  miles  addi- 
tional of  the  Snake  and  the  Clearwater  to  continuous  navigation. 

There  is  now  no  commerce  to  tide  water  on  either  stream  by  reason 
of  the  insuperable  barriers  at  Celilo  and  the  Dalles. 

The  removal  or  overcoming  of  these  obstructions  will  open  for  these 
rivers  an  outlet  to  the  sea. 

The  fertile  country  within  reach  of  these  streams  sends  most  of  its 
product  to  the  Pacific  coast. 

Free  navigation  means  free  competition  and  a  reduction  of  transpor- 
tation rates. 

The  methods  of  overcoming  these  obstructions,  in  a  commercial  sense, 
arc  these: 

First,  by  a*  portage  railway  extending  from  Celilo  to  a  point  below 
the  Three  Mile  Eapids. 

This  railroad  will  be  comparatively  inexpensive  and  can  be  quickly 
built,  giving  the  immediate  relief  demanded  by  the  wheat-growers  of 
the  interior.  It  does  not  overcome  obstructions  in  the  sense  of  passing 
the  vessel,  but  involves  transshipment  at  each  end.  Its  capacity,  as 
determined  by  experience,  is,  with  hand  labor  and  one  incline  at  each 
ondy  1,600  tons  per  day,  Vvhich  can  be  doubled  by  the  duplication  of  the 
inclines.  It  mny  also  be  considerably  increased  at  small  cost  by  the 
use  of  machinery. 

Second,  by  a  boat  railway,  by  which  the  steamboat  or  barge  would  be 
lifted  by  hydraulic  power  from  the  water  on  a  car  with  wheels,  which, 
upon  arriving  at  the  proper  elevation,  would  be  run  upon  a  railway 
track,  hauled  by  locomotives  to  the  other  terminus,  and  lowered  by 
hydraulic  lifts  to  the  water  below.  The  maximum  lift  at  Celilo  is  47 
feet  and  at  Big  Eddy  77  feet. 

The  Board  regards  the  boat  railway  as  feasible  with  curvature  not 
exceeding  one  degree  (or  a  minimum  radius  of  5,730  feet)  and  with  the 
modified  form  of  car  proposed.  It  is,  however,  as  yet  experimental,  and 
has  certain  disadvantages  as  compared  with  a  canal. 

The  railway  and  car,  as  projected,  will  pass  the  flat-bottomed  boats 
usually  employed  on  these  rivers,  when  in  good  condition,  weighing, 
with  cargo,  up  to  000  tons,  and  not  exceeding  108  feet  in  length  by  38 
teet  in  breadth. 

The  maximum  capacity  of  the  system,  with  the  estimated  equipment 
(two  cars  and  four  locomotives),  is  sixteen  boats  each  way  per  twenty-four 
liours ;  with  a  full  equipment,  at  an  additional  cost  of  half  to  three  quar- 
ters of  a  million,  the  maximum  capacity  has  been  estimated  at  forty 
boats  each  way  per  day. 

Third,  by  a  canal.  From  i^revious  estimates  upon  partial  canals  at 
these  points,  and  from  other  information,  the  Board  had  derived  the 
impression  that  a  continuous  canal  was  inadmissible  by  reason  of  its 
great  cost.  Under  this  impression  the  funds  at  its  disposal  were  appro- 
priated to  surveys  and  i)lans  for  a  portage  railway  and  a  boat  railway, 
and  none  remained  for  the  survey  of  a  canal.  That  nothing  should  be 
neglected,  however,  an  estimate  was  made  from  such  former  surveys 
and  other  data  as  were  available,  sui)plemented  by  personal  observa- 
tions upon  the  ground,  the  result  of  which  was  so  favorable  as  to  modify 
materially  the  opinions  of  the  Board. 

This  estimate  was  necessarily  not  exact,  but  the  nuijority  of  the 
lioard  are  of  opinion  that  a  canal  of  capacity  to  })ass  boats  of  the 
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dimensions  for  which  the  boat  railway  provides  will  not  greatly  exceed 
$4,000,000.  This  sum  is  considerably  in  excess  of  the  cost  of  a  boat 
railway,  but  the  cost  of  operation  of  a  canal  will  be  less,  its  capacity 
greater,  and  its  limitations  less  upon  the  character  and  condition  of  the 
boats.  The  width  of  the  proposed  canal  is  100  feet  at  bottom  and  its 
depth  6  feet.  Its  length  is  sensibly  the  same  as  that  of  the  boat  rail- 
way, about  8  J  miles,  the  location  like  it,  on  the  Oregon  side  of  the  river, 
and  the  termini  the  same  or  nearly  so  at  Celilo  and  Big  Eddy.  The 
lift  of  the  lock  at  Celilo  is  at  low  water  20  feet,  raising  the  boat  above 
all  ordinary  river  iioods.  At  Big  Eddy  the  height  above  low  water  is 
72  feet,  which  can  most  speedily  be  overcome  by  a  hydraulic  lift  or  ele- 
vator, carrying  a  caisson,  in  which  the  boat  remains  afloat.  Interme- 
diate are  two  locks,  with  lifts  of  15  feet.  With  greater  expenditure  of 
water,  time,  and  irttendance,  a  flight  of  locks  may  take  the  place  of  the 
lift  at  the  Big  Eddy. 

The  water  supply  will  be  by  a  feeder  13,000  feet  in  length  from  the 
river  Des  Chutes. 

The  drifting  sands  which  occur  at  the  same  points  on  all  these  lines 
will  be  a  source  of  expense  in  maintenance  of  either  system,  as  they 
now  are  to  the  Union  Pacific  Railway,  adding  a  certain  sum  to  the  cost 
of  its  operation.  The  high  wind  generally  prevailing  in  this  gorge  will 
also  obstruct  the  movement,  affecting  particularly  the  boats  on  a  canal. 

Location. — While  a  portage  railway  may  be  aligned  with  advantage 
upon  the  Washington  or  northern  bank  of  the  Columbia,  the  boat 
railway,  owing  to  necessary  restrictions  as  to  curvature,  and  also  to 
the  fact  that  its  construction  would  materially  interfere  with  the  proj- 
ects of  the  Columbia  Railway  and  Navigation  Company,  now  said  to 
be  on  the  point  of  development,  would,  if  placed  on  the  north  bank, 
involve  largely  increased  expenditure  and  a  doubtful  issue.  For  these 
reasons  it  has  appeared  to  the  Board  expedient  to  confine  its  location 
to  the  Oregon  bank. 

Estimate, — The  portage  railways  considered  are  two  in  number.  They 
both  extend  from  Celilo  to  Dalles  City,  and  are  both  about  12J  miles 
in  length.  They  have  not  the  same  alignment.  One  is  to  be  built  upon 
the  lines  and  grades  of  the  boat  railway  from  Celilo  to  Big  Eddy,  so  as 
to  form,  with  its  roadway,  a  portion  of  the  wider  roadbed  of  the  larger 
work.  The  cost  of  this  line  is  $682,301.  It  requires  that  the  line  of 
the  Union  Pacific  Railroad  should  be  shifted  at  several  places,  the  cost 
of  which,  together  with  a  right  of  way,  is  included  in  the  estimate. 
The  sum  of  $429,705  expended  on  this  line  would  be  directly  applicable 
to  the  boat  railway  if  subsequently  built.  The  ultimate  cost  of  the 
portage  road  and  the  boat  railway  when  built  would  be  $2,517,063. 

The  cost  of  the  boat  railway  alone  would  be  $2,264,467,  which  includes 
the  sum  of  $170,000  for  the  improvement  of  the  channel  at  Three  Mile 
Rapids. 

The  other  alignment  of  the  portage  railway  was  made  without  regard 
to  a  boat  railway  and  with  a  view  to  the  least  expenditure  for  construc- 
tion. It  would  cost  $454,390,  of  which  $156,285  would  be  a])plicable  to 
a  boat  railway  from  Celilo  to  Big  Eddy. 

In  all  these  estimates  the  sum  of  $30,000  is  included  for  right  of  way. 

As  already  stated,  the  cost  of  the  canal  will  not,  it  is  believed,  exceed 
$4,000,000. 

In  considering  these  projects  with  a  view  to  selecting  the  one  ''best 
adapted  to  the  necessities  of  commerce,"  the  Board  is  embarrassed  by 
the  diflBculy  of  forecasting  future  commerce  on  the  river. 

At  present  there  is  no  commerce  on  the  Columbia  above  Celilo.    It 
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can  not  bo  doubted  that  when  the  obstructions  to  navigation  near  the 
Dalles  shall  be  removed  there  will  be  a  commerce,  although  the  extent 
of  its  development  can  not  bo  foreseen. 

There  is  no  fuel  supply  in  the  wheat  districts.  Boats  on  the  Snake 
are  now  supplied  with  wood  cut  100  miles  to  the  westward  and  trans- 
ported to  the  river  by  rail.  This  circumstance,  together  with  the  dis- 
tance of  the  wheat  lands  from  the  river,  and  the  number  of  rapids  in 
the  Columbia,  is  not  favorable  to  a  cheap  transportation  on  the  upper 
river.  But  whatever  may  be  the  extent  of  the  navigation  in  the  future, 
it  may  be  said  that  when  the  great  obstructions  at  the  Cascades  and 
the  Dalles  shall  have  been  overcome,  the  fact  of  an  unobstructed  water- 
way to  the  sea  will  act  as  a  corrective  of  excessive  rates  of  transporta- 
tion by  rail. 

In  view  of  these  facts,  the  Board  is  of  opinion  that  a  portage  railway 
will  meet  the  urgent  demands  of  the  wheat  district,  will  supply  the 
present  necessities  of  commerce,  and  be  useful  in  the  construction  here- 
after of  a  canal.  Believing  that  the  boat  railway,  although  feasible,  is 
as  yet  experiuieutal  and  has  certain  disadvantages  as  compared  with  a 
canal,  believing  also  that  a  canal  can  be  built  within  reasonable  limits 
as  to  cost,  the  Board  respectfully  reports : 

First.  That  the  obstructions  to  navigation  in  the  Columbia  Itiver 
from  the  navigable  waters  t?iereof  below  Three  Mile  Eapids  to  the 
navigable  waters  above  Celilo  Falls  can  be  overcome  in  the  most  feasi- 
ble, speedy,  and  economical  manner,  and  in  that  best  adapted  to  the 
present  necessities  of  commerce  and  to  its  future  development,  by  the 
construction  of  a  portage  railway,  of  standard  gauge,  on  the  south 
side  of  the  Columbia  River,  from  Celilo  to  Dalles  City,  the  cost  of  which 
is  estimated  to  be  8454,390. 

Second.  When  the  necessity  shall  arise  for  accommodation  greater 
than  can  bo  furnished  by  a  portage  railway,  this  Board  recommends 
that  the  construction  of  a  canal,  located  on  the  Oregon  side  of  the 
river,  be  undertaken. 

The  usefulness  of  this  work  to  navigation  arises  from  the  fact  that  it 
opens  a  free  conununication  from  the  upper  rivers  to  tidewater,  a  merit 
common  to  all  methods  of  overcoming  the  obstructions  about  the 
Dalles. 

Its  value  to  commerce  consists  in  permitting  a  line  of  transportation 
by  water,  upon  which  competition  shall  be  absolutely  free. 

The  eti'ect  of  this  competition  may  or  may  not  be  to  divert  large 
quantities  of  traftic  from  the  railways  to  the  water  lines,  but  all  experi- 
ence shows  that  the  possible  competition  will  be  a  great  regulator  of 
railway  rates,  not  only  at  competing  x)oints,  but  by  their  reaction  upon 
the  general  transportation  rates  of  the  surrounding  country. 

The  question  of  the  right  of  way  was  investigated  by  a  spectial  com- 
mittee of  the  Board.  The  surveys  having  shown  that  the  south  bank 
of  the  river  is  in  all  respects  to  be  preferred  to  the  north  bank  for  the 
location  of  a  portage  railway,  a  boat  railway,  or  a  canal,  it  became 
unnecessary  to  consider  the  cost  of  interfering  with  the  location  and 
rights  of  the  (■olunibia  Ivailway  and  Navigation  Company,  which  occu- 
])ies  the  available  ground  on  the  north  bank.  On  the  south  or  Oregon 
side  ])rivate  owners  of  property  have  promised  to  gi\e  the  right  of  wa^' 
for  either  inii)rovemeiit,  upon  being  paid  for  actual  damage  to  buildings, 
orchards,  etc.  The  more  important  interference  is  with  the  Union 
Pacific  Kaihvay,  successor  to  the  Oregon  Bailwayand  Navigation  Coni- 
l)any.  The  right  of  way  of  this  company  Is  generally  100  feet  in  width 
on  each  side  of  its  center  line,  and  either  improvement  must  encroach 
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upon  it  for  considerable  distances.  In  addition  to  the  encroachment, 
either  of  these  projects  would  also  require  the  track  of  the  railway  to 
be  shifted  to  the  south  in  several  places  to  a  greater  or  less  extent,  to 
make  room  for  the  proposed  construction.  These  changes  would 
improve,  rather  than  injure,  the  line  and  grades  of  the  Union  Pacific, 
and  their  cost,  which  would  not  be  great,  is  included  in  the  estimates 
of  the  several  projects.  Aside  from  these  changes,  the  cost  of  right  of 
way  for  eitlier  project  is  estimated  at  $30,000,  as  given  above. 

The  Union  Pacific  Eail way  Company,  being  asked  if  it  would  permit 
the  proposed  construction  to  be  made  upon  being  paid  in  full  for  all 
necessary  alterations  of  its  line  or  works,  declines  to  make  a  specific 
reply  until  more  definite  information  shall  have  been  furnished.  It  sug- 
gests, however,  that  if  the  construction  of  a  railway  of  ordinary  type 
(a  portage  railway)  is  contemplated,  its  own  line  should  be  used  in  con- 
nection with  the  navigation  of  the  river  above  and  below  the  points 
referred  to,  Celilo  and  Dalles  City. 

In  the  opinion  of  the  Board  this  suggestion  is  totally  inadmissible. 

The  suggestion  of  a  dam  at  the  head  of  the  Dalles  to  pond  the  water 
back  to  the  foot  of  Celilo  Falls  has  been  presented  to  the  Board,  and  has 
been  favorably  considered,  but  the  data  are  not  available  and  can  not 
be  obtained  at  this  time  to  justify  its  recommendation.  The  project 
requires  a  short  canal,  with  locks  at  Celilo,  and  another  from  the  head 
of  the  Dalles  to  Big  Eddy,  and  is  not  free  from  objection  on  the  score 
of  interference  with  water  righ  ts  and  fishing  interests.  The  Board,  how- 
ever, suggests  that  the  necessary  surveys  be  made,  so  that  when  an 
enlarged  improvement  shall  become  necessary  this  plan  may  receive 
consideration  as  an  alternative  proposition. 

Respectfully  submitted. 

ChAS.    11.   SUTER, 

Lieut,  CoL  of  Ungineers, 
W.  R.  King, 

Lieut,  Col,  of  Engineers, 
Chas.  J.  Allen, 

Major  of  Engineers.' 

Wm.   R.   HUTTOl^, 

Civil  Engineer, 

YlRGIL   G.  BOGUE, 

Civil  Engineer, 


United  States  Engineer  Office, 

San  Francisco^  Gal.,  May  29 j  1893, 

The  undersigned  recommends  a  boat  railway  from  Celilo  to  Big  Eddy 
on  the  Oregon  side  of  the  river.  In  other  respects  he  concurs  in  this 
report,  with  the  (lualiilcation  that  the  portage  railway  therein  recom- 
mended be  aligned  and  constructed  in  such  manner  that  it  may  be,  for 
most  of  its  length,  a  component  i)art  of  a  boat  railway  to  be  subse- 
quently constructed. 

The  cost  of  the  portage  railway  from  Celilo  to  Dalles  City,  as  thus 
buat,  will  be  $082,301,  of  which  amount  $429,705  will  be  directly  appli- 
cable to  the  boat  railway,  which  will  require,  in  addition,  for  its  com- 
pletion $1,834,762.  The  cost  of  improvement  of  Three  Mile  Rapids, 
estimated  to  be  $170,000,  is  included  in  this  sum. 

Lieut.  Edward  Burr,  Corps  of  Engineers,  secretary  of  the  Board,  to 
wliom  was  assigned  the  duty  of  preparing  a  design  for  a  boat  carriage, 
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jjives  iu  Appendix  1  a  description  of  tlie  boat  railway  and  appliances  as 
tbey  are  recommended. 

This  method  of  transferring  boats,  while  nowhere  used  as  here  pro- 
posed, is  feasible,  and  as  projected  its  capacity  is  saflBcient  for  anticipated 
needs  of  commerce.  In  cost  of  construction  it  comes  much  less  than  a 
canal,  and  it  is  well  adapted  to  local  conditions  existing  at  the  Dalles. 

There  is  a  groat  advantage  in  constructing  the  boa^  railway  at  this 
point  by  parts — with  an  interval  of  several  years. ,  The  track  first 
built,  used  as  a  portage  road,  will  serve  to  develop  commerce,  now  non- 
existent, on  the  upper  river.  It  will  thus  determine  the  classes  of  boats 
and  barges  best  adapted  for  profitable  service  under  the  peculiar  cir- 
cumstances of  navigation  there  existing.  From  these  data,  the  dimen- 
sions of  cars,  lifts,  and  locks  required  to  transport  boats  become  fixed, 
and  the  transportation  system,  when  completed,  is  then  proportioned  to 
needed  requirements. 

For  want  of  better  information  the  boat-railway  project  has  been 
proportioned  for  the  largest  boats  used  some  years  ago,  when  naviga- 
tion on  the  upper  river  existed.  But  it  would  unquestionably  be  the 
part  of  prudence  to  defer  construction  of  lifts  and  cars  until  new  con- 
ditions of  production  and  commerce  shaft  have  determined  future 
dimensions  of  boats,  which  will  probably  be  larger  than  they  were  a 
few  years  ago. 

The  considerations  also  apply  to  the  locks  and  lifts  of  a  canal,  if  this 
mode  of  transfer  bo  preferred. 

Respectfully  submitted. 

G.  H.  Mendell, 
Colonel,  Corps  of  Engineers, 

President  of  the  Board. 


The  undersigned  concurs  in  the  statements  and  conclusions  of  the 
majority  of  the  Board,  except  in  so  far  as  they  hold  forth  a  high-level 
canal  as  even  probably  feasible,  at  a  cost  which  ^' will  not  greatly  exceed 
four  million  dollars;"  and  that  the  maintenance  and  operation,  in  this 
particular  location,  of  such  a  canal,  if  built,  would  upon  the  whole  pos- 
sess any  material  advantages  over  the  very  much  cheaper  x)rqject  of  a 
boat  railway.  This  dissent  is  based  principally  upon  peculiar  local  con- 
ditions applying  here,  but  which  would  not  fipply  to  ordinary  estimates 
of  cost  of  either  building,  maintaining,  or  ^operating  canals  elsewhere, 
even  made,  as  this  estimate  is,  without  full  surveys. 

Those  peculiar  conditions  arc  found  in  the  basaltic  clitt's,  lull  of  seams 
and  lissuros,  through  which  the  construction  must  take  place;  in  the 
rapidly  and  everlastingly  drifting  sands,  which  may  be  kept  off  railway 
embankments,  and  quite  easily  removed  from  railway  cuts,  but  which, 
falling  in  the  water  of  the  canal,  at  times  fast  enough  to  fill  its  bed  at 
l)laoos  in  a  day,  could  only  be  taken  out  by  dredges  and  lighters;  and 
also  in  the  violent  winds  from  the  Pacific,  which  almost  incessantly 
swoop  through  the  gap  there  formed  by  the  river  in  the  mountain  wall. 

The uudorsignod  is  also  unwilling  to  rocouimond  such  an  indefinite 
])<)stponement  of  the  extension  of  unbroken  transportation  by  boat  to 
the  large  territory,  and  to  the  increasing  commerce  to  be  benefited  by 
it,  as  must  result  from  the  recommendation  of  the  majority,  of  a  mere 
portage  railroad  and  additional  surveys  with  a  view  to  a  canal  in  the 
distant  future.  Especially  and  xiarticularly,  also,  he  would  point  out 
that,  while  the  right  of  Avay  may  now  be  secured  for  a  small  sum,  it  will 
year  by  year  become  more  ditticult  to  obtain,  and  very  much  more 
expensive.    The  banks  will  be  more  and  more  thickly  occui)ied  with 
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railroad  tracks,  salmon  fisheries,  and  other  improvements.  Even  the 
numerous  water  poAvers  may  be  utilized  for  distant  transmission  by  elec^ 
tricity,  and  ground  essential  to  either  a  canal  or  a  boat  railway  be  thus 
occupied  by  private  enterprises  which  it  would  be  very  expensive  to 
remove  after  they  are  once  established. 

As  to  the  project  for  damming  the  river  at  the  head  of  the  Dalles,  to 
drown  out  the  obstructions  above,  the  undersigned  considers  that  its 
destruction  of  the  salmon  fisheries  and  the  water  i)owers  above,  is  alone 
sufticient  to  eliminate  it  from  further  consideration. 

This  report  is  accompanied  with  a  complete  and  carefully  studied 
project  for  a  boat  railway,  with  all  appurtenances  and  equipment,  and 
careful  estimates  of  cost  based  upon  actual  survey  and  location  on  the 
ground.  (8ee  Appendix  No.  1.  \  The  Board  unanimously  regard  it  as 
entirely  feasible,  and  say  of  it:  ^'The  railway  and  car  as  projected  will 
X)assthe  fiat-bottomed  boats  usually  employed  on  these  rivers,  when  in 
good  condition,  weighing  with  cargo  up  to  600  tons,  and  not  exceeding 
108  feet  in  length  by  38  feet  in  breadth." 

The  Board  also  unanimously  estimate  the  entire  cost  of  the  same  as 
$2,264,467,  which  includes  cost  of  right  of  way  and  damages,  and  also 
a  desirable  improvement  of  the  Three  Mile  Bapids.  Its  capacity,  at 
that  cost,  would  be  16  boats  each  way  per  day,  but  capable  of  expan- 
sion at  moderate  cost  to  40  boats  each  way  per  day,  as  set  forth  in  the 
above  rei)ort. 

The  undersigned,  believing  such  results  to  be  at  once  a  satisfactory 
solution,  and  the  only  economical  solution  of  a  problem  of  peculiar  and 
increasing  difiiculties,  now  recommends  that  this  project  be  adopted  as 
the  i)roject  for  final  execution. 

Meanwhile,  also,  as  its  complete  construction  will  require  several 
years,  under  the  ordinary  conditions  attending  such  work  by  the  Gov- 
ernment, and  as  even  such  a  partial  ^'overcoming  of  the  obstructions" 
as  can  be  afforded  by  a  portage  railroad  will  produce  beneficial  results 
to  commerce  more  than  commensurate  with  the  expense  involved,  and 
8ufti(!ient  for  present  necessities,  the  undersigned  further  recommends 
that,  while  the  right  of  way  for  the  full  project  shall  be  at  once  secured 
and  held  in  possession,  only  one  of  the  two  tracks  necessary  to  the  full 
l)roject  shall  be  constructed  at  present,  and  that  instead  of  erecting 
the  hydraulic  lifts  at  Oelilo  and  Big  P^ddy  a  portage  extension  of  this 
track  shall  be  made  from  Big  Eddy  to  Dalles  City,  and  proper  inclines 
and  equipment  provided,  in  order  that  the  line  maybe  utilized  speedily 
as  a  portage  road,  and  worked  as  such  until  the  increasing  demands  of 
commerce  require  the  completion  of  the  full  project.  Of  course,  also, 
when  that  time  arrives  all  of  the  details  of  this  project  would  have  the 
benefit  of  whatever  advances  and  improvements  the  experience  of  all 
kindred  enterprises  elsewhere  in  the  world  may  meanwhile  suggest. 
The  estimated  cost  of  this  present  constru(ition  and  equipment  here 
recommended,  with  right  of  way  for  the  full  project,  is  shown  in  the 
attached  exhibits,  based  on  actual  location,  as  $682,301.  Of  this  sum 
$429,705  would  operate  to  reduce  the  final  cost  of  the  full  project,  so 
that  its  future  completion  would  cost  but  $1,834,762,  a  grand  total  of 
$2,r)17,063. 

The  portage  road  prox)er,  recommended  by  the  majority  of  the  Board, 
is  estimated  to  cost  $454,390.  It  provides  only  present  and  i)artial 
relief,  leaving  the  future  to  care  for  itself,  and  holding  out  but  a  vague 
and  uninspiring  hope  that  further  surveys  may  show  that  ^'  not  much 
more  than  four  millions"  may  give  full  relief,  if  the  right  of  way  remains 
indefinitely  as  cheap  as  it  is  at  present. 
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The  recominendatiou  of  the  undersigned,  at  an  additional  present 
cost  of  but  $227,511,  provides  exactly  the  same  i)resent  relief,  takes 
ample  care  of  the  future  at  a  further  cost  of  much  less  than  two  mil- 
lions, and  takes  no  risk  of  future  cost  and  diflBculties  in  procuring  the 
i^ight  of  way. 

ll«si>ectfully  submitted. 

E.  P.  Alexander. 


SURVEYS   AND   ESTIMATES. 

The  surveys  and  estimates  of  various  lines  to  be  considered  were 
assigned  to  Mr.  V.  G.  Bogue,  C.  E.,  who  located  two  lines  for  boat  rail- 
ways, one  on  each  side  of  the  river  from  Celilo  Falls  to  Big  Eddy 
below  the  Dalles  Kapids. 

Extensions  of  these  lines  w^ere  run  partly  by  preliminary  survey  and 
partly  by  location,  to  obtain  information  lacking  to  a  good  knowledge 
of  the  possible  portage  lines. 

The  boat-railway  lines  have  maximum  curves  of  one  degree,  5,730  feet 
radius,  and  maximum  grades  of  13.2  feet  per  mile. 

The  portage  lines  arc  four  in  number. 

OREGON   SIDE. 

Line  1,  From  Celilo  to  Dalles  City, — Between  a  point  opposite  Big 
Eddy  and  Celilo  it  occupies  the  north  side  of  a  proposed  boat  railway, 
conforming  to  its  grades  and  alignments,  so  that  when  built  it  could 
bec'ome  a  component  part  of  a  boat  railway. 

IA7ie  Ji\  From  Celilo  to  Dalles  City, — Between  Celilo  and  Big  Eddy 
its  location  conlonns  in  part  to  the  line  of  the  proposed  boat  railway. 
Between  Big  Eddy  and  Dalles  City  it  coincides  both  in  grade  ami 
alignment  to  line  1.  This  is  the  least  expensive  route  for  a  i)ortage 
road  on  the  Oregon  side. 


WASIlINCiTOX    SnOllK. 


Lines,  From  Three  Mile  Rapids  to  a  point  opposite  Celilo, — This  line 
coincides  with  the  location  of  a  boat  railway  over  the  portion  between 
Big  Eddy  and  Celilo  Falls. 

Line  i.  Foot  of  Three  Mile  Rapids  to  a  point  opposite  Celilo. — This  llru' 
is  located  without  reference  to  use  as  a  ])art  of  a  boat  railway,  and 
simply  as  a  p.)i'tage  road.  West  of  Big  Eddy  it  coincides  with  line  ''. 
It  is  the  least  costly  line  having  a  terniinas  west  of  H\g  Eddy. 

For  reasons  stated  in  there[)ort  the  Board  found  it  expc<lient  to  con- 
fine its  recommendations  to  lines  on  the  Oregon  shore. 

The  locations  of  these  lines  are  shown  on  the  general  map. 

The  estimates  for  the  lines  on  the  Oregon  side,  as  modi  lied  by  the 
Board,  are  here  presented. 

The  buildings  are  estimated  as  of  wood. 

1.  Estimate  of  cost  of  line  7,  Oregon  side. — The  cost  of  a  single-track 
lK)rtage  railway,  standard  gauge,  from  Celilo  to  Dalles  City,  located 
and  built  to  be  a  part  of  a  l)t)at  railway  from  Celilo  to  Big  Kddy,  but 
used  lor  a  time  as  a  i)ortage  railway  with  "lO-pound  rails,  12.51)  miles  of 
main  line,  including  right  of  way  and  cost  of  changes  in  Union  Pacilic 
Baihvay,  e(iuii)nu»nt,  buildings,  wharf  boats,  and  inclines,  15  per  cent 
for  contingencies,  complete  in  every  respect  for  service,  is  estimated  to 
be  $(;82,3()1. 


APPENDIX    V  V REPORT    OF   MAJOR   POST.  2675 

Of  this  amount  the  sum  of  $429,705  is  applicable  to  a  boat  railway. 

2,  Estimate  of  cost  of  line  2^  Oregon  side, — The  cost  of  a  single-track, 
standard  gauge  railroad  from  Oelilo  to  Dalles  City,  on  Oregon  side,  56- 
pound  rails,  12.44  miles  in  main  line,  with  equipment,  telegraph  line, 
wharf  boats  at  each  end,  buildings  and  warehouses,  and  including 
necessary  clianges  in  Union  Pacific  line  and  right  of  way  and  15  per 
cent  for  contingencies,  complete,  ready  for  operation,  is  estimated  to 
be  «  454,390. 

This  road  is  located  without  relation  to  a  boat  railway,  and  is  the  line 
recommended  in  the  main  report. 

3,  Estimate  of  cost  of  a  boat  railway  from  Celilo  to  Big  Eddy  ^  on  Oregon 
side. — The  cost  of  a  boat  railway  from  Celilo  to  Big  Eddy,  on  Oregon 
shore,  8.75  miles  in  length  of  main  line,  90-pound  rails,  with  lifts  at 
Big  Eddy  and  at  Celilo,  and  two  transport  cars  for  boats  168  by  38  feet, 
right  of  way  and  changes  in  Union  Pacific  line,  telegraph  line,  build- 
ings and  equipment,  contingencies  15  per  cent,  complete  and  ready  for 
operation,  is  estimated  to  be  $2,094,467;  add  cost  of  improvement  of 
Three  Mile  Rapids,  $170,000;  total,  $2,204,467. 

i.  Estimate  for  a  boat  railicay^  built  by  parts  (the  first  part  being  used 
as  a  portage)  beticeen  Celilo  and  Big  Eddy, — Cost  of  a  boat  railway  from 
Celilo  to  Big  Eddy,  with  location  between  these  points  of  the  portage 
railway: 

Cost  of  portage  road  as  by  ostiinate $682,  301 

Cost  of  lifts,  additional  track  and  oqnipment,  inclnding  15  per  cent  con- 
tingencies, work  ready  for  operation 1,  664,  762 

Cost  of  improvement  of  Three  Mile  Rapids 170, 000 

Total 2,  517, 063 


Appendix  1. 

Dkscription  of  Boat  Railway  axd  Appliancks. 

[By  First  Lit'ut.  E<Ivrar(l  Burr,  Corps  of  Engineers.] 

The  object  of  this  jiro.ject  is  the  transfer  of  boats  and  barj^es  by  rail  from  above 
Celilo  Falls  to  below  the  Dalles  Rapids,  a  distance  of  about  9  miles,  in  a  rugged 
country. 

The  boats  are  of  the  ordinary  stern-wheel  type,  with  flat-bottomed  hulls,  molded 
toward  the  bow  and  stern,  and  rounded  at  the  lower  corners  of  the  midship  sec- 
tion«,  practically  strongly  built  boxes  of  small  height  as  com])ared  with  their 
length,  and  of  cr)nsiderable  longitudinal  flexibility  notwithstanding  a  trussing  of 
*^liog-chjiius."  The  maximum  dimensions  assumed  for  this  i)roject  are:  Length 
oveBall,165  feet;  brea«lth  over  all,  38  feet;  draft,  5  feet;  and  weight,  loaded,  600  tons. 

The  mjiin  ])()ints  to  be  considered  are  the  roadbed,  the  car,  and  the  lifts.  They 
will  be  taken  \\\\  in  the  ord<»r  in  whicl>  mentioned. 

The  roadbed. — The  difference  in  river  level  between  the  head  of  Celilo  Falls  and  the 
foot  of  the  Dalles  Rapids  is,  at  extreme  low  water,  80.15  feet,  and  at  extreme  high 
water,  41.84  feet.  The  extreme  rise  at  the  two  points  is  28.29  feet  and  66.6  feet, 
respectively.  The  plane  of  reference  is  8.01  feet  below  low  water  on  the  gauge  at 
Dalles  City.  The  references  of  extreme  high  and  extreme  low  water  at  the  foot  of 
the  Dalles  Rn])ids  are  75.9  and  9.3,  respectively,  and  at  the  head  of  Celilo  Falls  are 
117.74  and  89.45,  respectively. 

The  best  location  for  the  roadbed  has  been  found  to  bo  on  the  south  or  Oregon 
side  of  the  river,  and  extends  from  the  pool  above  Celilo  Falls  to  the.elbow  below 
Big  Eddy,  at  the  foot  of  the  Dalles  Rapids.  Owing  to  the  rugged  character  of  the 
locality,  an  alignment  rectilinear  throughout  is  impracticable.  An  alignment  com- 
posed of  tangents,  with  turntables  for  making  the  necessary  changes  of  direction, 
would  at  points  be  ditficult  of  constniction.  An  alignment  composed  of  tangents 
connected  by  curves  of  easy  curvature  is  possible  at  a  moderate  cost.  In  the  pres- 
ent project  the  curves  are  limited  to  a  maximum  of  1"  (5,730  feet  radius). 
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The  length  of  track  between  the  faces  of  the  lifts  is  43,020  feet.  A  transfer  table 
^or  passing  trains  midway  hetweeu  the  lifts  is  provided  and  turn-outs  at  each  lift  for 
passing  locomotives  around  the  cars. 

On  the  accompanying  protilo  is  shown  the  grade  lino  at  base  of  tie.  The  grade  line 
is  level  at  each  lift",  the  reference  being  125  at  the  Celilo  lift  and  7.5  at  the  Big  Eddy 
lift.  The  maximum  gradients  are  0.25  per  cent,  or  13.2  feet  per  mile.  Different  gra- 
dients are  «'(>nnected  by  vertical  curves,  such  that  the  middle  ordinate  for  a  chord  of 
165  feet  shall  not  exceed  a  (luarter  of  an  inch.  The  cars  and  boats  have  sufficient 
llcxibility  to  acconnnodate  themselves  to  this  deflection. 

Tlip  estimates  are  based  upon  slopes  of  4  on  1  in  rock  cuts  and  2  on  3  in  earth  cuts 
and  for  embankments.  Embankhients  of  earth  are  to  be  riprapped,  and  allowance 
has  ])cen  made  in  the  estimates  for  extra  work  in  forming  these  embankments.  Cut- 
tings are  estimated  with  a  bottom  width  of  45  feet  and  embankments  with  a  top 
width  of  38  feet.     Culverts  of  masonry  or  of  iron  pipe  are  provided  where  necessary. 

The  tracks  are  two  in  number  of  the  standard  4  foot  8A  inch  gauge,  placed  20  feet 
between  centers,  and  without  elevation  to  the  outer  rails  on  curves.  The  ties  are  of 
fir  timber,  8  inches  by  10  inches  by  10  feet,  2,992  per  mile  of  single  track.  Every 
fifth  tic  is  30  feet  long,  and  extends  across  both  tracks,  to  maintain  the  20-foot  gauge. 
The  rails  weigh  90  pounds  per  yard,  and  both  the  rails  and  their  fastenings  should 
be  of  the  most  approved  pattern  at  the  time  of  construction.  Two  feet  of  broken 
stone  ballast  is  estimated  for. 

The  roadbed  is  placed  above  extreme  high  water,  except  for  about  12,000  feet  at 
the  Big  Eddy  end,  where  it  is  subject  to  submergence  at  rare  intervals,  and  the  ties 
should  be  loaded  with  a  sufficient  weight  of  old  rails  or  other  material  to  maintain 
them  firmly  in  place. 

The  car. — It  is  required  of  the  car  that  it  shall  transport  with  safety  the  loaded  boat 
or  barge  and  have  sufficient  flexibility  to  pass  over  the  horizontal  and  vertical  curves 
of  the  above  line.     The  maximum  load  to  be  carried  is  estimated  at  600  tons. 

The  proposed  car  is  composed  of  a  platform  of  plate  girders  carried  upon  a  system 
of  4-wheel  trucks.  The  platform  is  166  feet  long  and  35  feet  wide.  It  is  braced  for 
lateral  stiff'ness,  and  its  comparatively  small  depth  gives  it  a  small  amount  of  ver- 
tical flexibility.  The  lateral  flexibility,  to  enable  the  car  to  pass  around  the  pro- 
posed curves,  is  obtained  by  the  arrangement  of  the  trucks.  There  are  34  tracks, 
placed  in  two  lines  of  17  each,  the  two  lines  being  20  feet  between  centers.  The 
trucks  in  each  line  are  spaced  9  feet  and  3  inches  between  centers  for  the  central 
111  feet  of  the  car.  At  tlie  ends  of  the  car,  where  the  loads  are  lighter,  the  inter- 
vals between  trucks  are  increased  to  10  feet  and  11  feet  6  inches.  In  each  line  the 
third  truck  from  each  end  is  supposed  to  be  pivoted  and  witliout  lateral  motion, 
giving  two  pairs  of  trucks  111  feet  apart,  which  serve  to  guide  the  car  on  the  rails. 
The  remaining  trucks  have  a  freedom  of  motion  laterally,  suflieient  in  amount  to 
permit  them  to  accommodate  themselves  to  the  alignment  of  the  track,  besides  being 
])ivoted  in  the  usual  manner.  This  freedom  of  motion  laterally  may  be  obtained  by 
the  use  of  any  of  the  swing-beam  or  other  lateral-motion  trucks  used  for  ordinary 
railroad  rolling  stock. 

The  truek  shown  on  the  drawings  herewith  is  modeled  after  a  roller-bearinc:  truck 
in  use  on  the  Northern  Paciflc  Kailroad.  It  is  of  the  ordinary  Bogie  type, with  arch- 
bar  frames.  The  springs  are  ]daced  directly  upon  the  truck  frames,  between  the 
wheels,  and  u])on  them  rest  the  roller  bearings  on  which  the  lateral  moti(m  takes 
plnee.  Each  bearing  consists  of  two  rollers,  10  inches  long  and  2h  or  3  inches  in 
diameter,  and  each  roller  works  in  a  sej)arate  seat  or  ])ocket.  The  form  of  thc^  seats 
or  ])ockets  may  be  sueh  as  to  give  any  desired  ease  of  motion.  As  the  truck  moves 
ort' the  center,  the  loading  of  the  springs  becomes  uneqnal,  and  for  a  motion  of  3^ 
inches  this  une(|ual  loading  causes  a  slight  ditterencein  thecomi)re8sion  of  the  springs 
on  the  two  sides  of  the  truck,  though  less  than  one-eighth  of  an  inch.  With  sym- 
metrical roller  seats  this  gives  a  slight  inclination  to  the  bolster,  but  with  roller 
seats  as  shown  the  bolster  may  be  kept  horizontal,  and  by  the  use  of  plane  surfaces 
pro])erly  adjusted  asto  inclination  any  desired  ease  of  motion  may  be  obtained,  with 
a  nearly  constant  resistance  to  motion  and  tendency  to  return  to  the  center.  The 
details  of  the  truck  may  be  found  on  the  drawings  lierewith. 

The  platform  of  the  car  has  a  length  of  l(i6  feet  and  a  width  of  .35  feet.  It  is  com- 
posed of  two  main  longitudinal  girders,  20  feet  between  centers  and  extending  the 
full  length  of  the  car,  one  over  the  center  of  each  line  of  trucks.  At  all  truck 
points,  and  at  the  ends  of  the  car,  these  girders  are  connected  by  transverse  ginlers, 
which  are  extended  beyouil  the  main  girders  to  the  full  width  of  the  platform.  The 
ends  of  th<'  transverse  girders  are  connected  by  a  channel  bar,  and  tlieir  centers  hy 
a  light  ]date  girder.  The  platform  is  braced  by  rods  in  each  rectangle,  for  lateral 
fititfness,  and  carries  a  set  of  closely  spaced  hmgitndinal  timbers  for  the  support  of 
the  boat.  One  set  of  bilge  blocks,  'so  designed  as  to  drop  below  the  top  of  the  plat- 
form and  not  obstruct  the  free  entrance  of  the  boat  over  the  car,  should  be  placed 
at  each  end  of  the  platform.     Drawbars  are  placed  in  each  end  of  the  main  longitn- 
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dinal  girders  for  attaching  tlie  locomotives.  If  considered  necessary,  arrangements 
can  be  readily  added  by  which  the  cciuallzed  traction  of  the  locomotives  can  be 
applied  to  the  center  of  the  car.  Reference  is  made  to  the  drawings  herewith  for  all 
details  of  construction. 

Owing  to  the  short  time  allotted  for  the  preparation  of  the  drawings,  many  of  the 
details  of  the  car,  such  as  the  journals  and  journal  boxes,  wheels,  B])rings,etc.,  have 
not  received  the  amount  of  consideration  necessary  before  definitely  deciding  upon 
the  best  form  for  them.  Their  tin al  consideration  should  be  left  to  the  engineer  in 
charge  of  the  project  at  the  time  of  its  construction.  On  account  of  this  incomplete- 
ness of  details,  it  is  not  possible  to  give  an  accurate  estimate  of  the  weight  of  the 
car,  but  it  will  not  vary  from  300  tons  by  more  than  a  few  per  cent. 

With  a  car  weighing  300  tons,  and  a  load  of  600  tons,  the  total  weight  becomes  900 
tons. .  Uniformly  distributed  between  13fe  wheels  and  over  158  feet  9  inclies  of  double 
track,  the  load  becomes  (5.6  tons  per  wheel,  and  2.8  tons  per  foot  of  single  track.  It 
is  not  assumed,  however,  that  the  load  is  uniformly  distributed,  but  that  it  is  greater 
at  the  center  of  the  car  than  at  the  ends,  with  resulting  loads  of  7.2  tons  per  wheel, 
and  3.1  tons  per  foot  of  single  tr.ack.  These  loads  are  practical)le  and  within  the 
limits  of  current  railroad  practice.  They  are  less  than  have  been  pro])osed  for  other 
projects  of  a  similar  character.  Provision  has  been  made  in  the  design  of  the  details 
of  the  car  for  the  derailment  of  one  truck  and  the  carrying  of  its  load  by  the  two 
adjoining  trucks  on  the  same  line  of  rails  with  an  increase  of  the  wheel  loads  of  those 
trucks  to  10  tons  per  wheel.  This  is,  however,  an  emergency  condition,  and  the 
maximum  of  10  tons  per  wheel  would  not  be  attained,  since  other  trucks  than  the 
two  adjoiniu"^  ones  on  the  same  line  of  track  would  carry  part  of  the  load  of  the 
derailed  truck. 

For  one-degree  curves  of  5,730  feet  radius  and  a  pivotal  distance  of  111  feet  the 
maximum  denection  of  thecenter  trucks  will  be  3^-  inches,  and  of  the  end  trucks  will 
be  3  inches,  diminishing  toward  the  pivots.  These  maximum  deflections  will  be 
diminished  appreciably  by  the  play  that  is  usually  found  in  the  journal  boxes  and  by 
making  the  gauge  of  the  wheels  one-half  inch  or  more  short  of  the  gauge  of  the 
track,  as  is  done  on  some  locomotives.  The  increase  in  load  on  the  wheels,  due  to 
the  shifting  of  th.e  load  from  the  center  of  the  truck,  will  not  be  more  than  0.7  ton 
per  wheel. 

The  roller-bearing  truck  described  herewith  is  recommended  as  being  better 
adapted  for  the  present  purposes  than  the  swing  beam  or  other  forms  of  lateral- 
motion  trucks  in  current  use.  With  it  th<i  desired  lateral  motion  can  be  had  with 
any  reasonable  ease  of  motion  and  with  less  resistance  than  with  many  of  the 
swing-beam  trucks  in  use.  It  has  given  satisfaction  in  actual  service,  and  being 
simpler  of  construction  and  having  fewer  parts,  it  is  less  subject  to  breakages  and 
will  cost  Jess  for  repairs. 

llie  lifts. — A  lift  is  recjuired  at  each  end  of  the  roadway,  with  a  capacity  to  raise 
a  live  load  of  1K)0  tons.  With  a  draft  of  boat  of  5  feet  and  a  height  of  car  of  5  feet 
at  extreme  low  water,  the  height  to  be  lifted  will  be  47  feet  at  the  Celilo  lift  and  77 
feet  at  the  Big  Eddy  lift.  Vertical  hydraulic  lifts  are  proposed,  and  the  hydraulic 
ship-lift  now  in  successful  o])erati()n  at  the  shipyards  of  the  Union  Iron  Works,  in 
i^an  Francisco,  Cal.,  has  been  used  as  a  model,  such  modifications  being  made  as 
were  called  for  by  the  diftVrences  in  locality,  load,  and  height  of  lilt,  or  as  wert  sug- 
gested ])y  the  operation  of  that  lift.  Full  detail  drawings  of  the  Big  Eddy  lift  were 
forwarded  with  the  report  of  Xovember  27, 1889,  of  the  Board  of  Engineers  ap])0inted 
by  Special  Orders  No.  38,  Head(iuarters,  Corps  of  Engineers,  series  of  1888,  and 
printed  in  Kx.  Doc.  No.  04,  House  of  KepresentatiX*es,  Fifty-first  Congress,  first  ses- 
sion.    Reference  is  made  to  these  drawings  for  the  details  of  this  lift. 

The  proposed  lift  consists  of  a  platform,  or  cradle,  supported  by  chains  from  the 
heads  of  a  series  of  hydraulic  rams  ]>Iaced  in  two  rows,  one  on  each  side  of  the  plat- 
form. The  cliains  are  so  arranged  over  sheaves  as  to  give  the  platform  a  speed  and 
movement  four  times  that  of  the  rams.  A  device  for  regulating  the  admission  of  the 
water  to  each  press  so  controls  the  movement  of  the  rams  as  to  maintain  them  at  a 
uniform  speed  and  the  platform  in  a  horizontal  position,  notwithstanding  any  dif- 
ferences in  tlie  loads  on  the  several  rams.  The  presses  and  rams  are  inclosed  in  a 
riveted  framework,  which  serves  to  steady  the  presses,  to  guide  the  rams  and  the 
platform  when  in  nuition,  to  carry  the  regulating  mechanism,  and  to  8U])port  the 
platform  at  the  level  of  the  tracks. 

In  the  Union  Iron  Works  8hij)-lift,  the  platform  is  suspended  from  each  ram  by  8 
steel  wire  cables,  and  the  stroke  of  the  rams  is  multiplied  by  two.  In  the  8ho))s  of 
the  conij)any  is  a  8ingle-<;vlinder,  hydraulic  overhead  crane,  With  a  lifting  caj)acity 
of  50  tons,  tht;  stroke  of  the  ram  being  multiplied  by  four.  A  similar  construction 
should  therefore  be  praf^ticable  for  a  load  per  ram  one-half  more.  The  details  of  the 
proposed  lifts  are  as  follows: 

There  are  16  rams,  placed  in  two  rows,  45  feet  11  inches  between  centers  of  rams. 
The  rams  in  each  low  are  22  feet  6 inches  between  cinters.     The  press  cylinders  are 
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31.5  inches  interior  diameter,  with  a  5-inch  thickness  of  metal,  and  are  cast  in  one 
piece.  Each  rests  upon  a  base-casting  weighing  13.1  tons,  which  also  carries  two  of 
the  chain  sheaves  and  supports  the  vertical  posts  of  the  framework.  To  the  top  of 
the  press  cylinder  is  bolted,  by  external  flanges,  a  guide  cylinder  3  feet  3  inches  long, 
which  is  also  braced  to  the  vertical  posts  of  the  framework  and  to  the  face  of  the 
rock  cut. 

The  rams  are  30  inches  exterior  diameter,  with  a  2.5-inch  thickness  of  metal,  and 
arc  cast  in  one  piece.  On  the  upper  end  is  bolted  a  top  casting  supporting  a  shaft 
which  carries  at  each  end  two  chain  sheaves  and  a  crosshead,  the  latter  working  in 
vertical  slides,  bolted  to  the  framework.  The  rams  and  presses  are  calculated  for  a 
working  pressure  of  1,000  pounds  per  square  inch,  and  should  bo  tested  to  2,000 
pounds  per  square  inch  before  erection. 

The  average  weight  suspended  from  each  ram  is  67.7  tons.  This  weight  is  carried 
by  two  2J-inch  chains,  each  of  which  should  be  100  tons  proof.  The  flxed  ends  of  the 
chains  are  attached  to  the  guide-cylinder  castings  and  the  running  ends  to  the  side 
trusses  of  the  platform,  three  sheaves  being  interposed  on  each  chain  to  give  the 
desired  multiplication. 

The  platform  is  composed  of  two  side  trusses  170  feet  long  and  forty  feet  between 
centers.  They  support  the  ends  of  the  transverse  trusses.  The  latter  are  11  feet  3 
inches  between  centers,  are  symmetrically  placed  with  regard  to  the  rams,  and  support 
four  stringers,  one  under  each  rail.  The  side  trusses  are  farmed  of  four  augles  5 
inches  by  5  inches  by  ^  inch;  two  cover  plates  at  both  top  and  bottom,  18  inches 
by  I  inch ;  and  a  web  plate  48  inches  by  i'^-  inch.  The  track  stringers  are  formed  of 
one  cover  plate,  top  and  bottom,  9  inches  by  |  inch;  four  angles  2^  inches  by  2J 
inches  by  f  inch ;  and  web  plate  18  inches  by  f  inch.  The  cross  girders  are  the  same 
as  tlie  side  trusses,  except  that  the  web  plate  is  45  inches  by  i',;  inch. 

The  framework  is  composed  of  vertical  posts  connected  at  their  centers  and  upper 
ends  by  horizontal  struts,  the  whole  being  braced  longitudinally  by  diagonal  tie- 
rods  and  laterally  by  inclined  struts  anchored  to  the  rock  in  place.     The  vertical 
columns  are  built  up  of  ^-iuch  plates,  4-inoh  by  4-inch  by  |-inch  angles,  and  12-inch 
channel  bars.     The  latticing  is  of  2|-inch  by  |-inch  bars,  and  the  whole  is  propor- 
tioned to  support  the  weight  of  the  platform  and  its  load.     The  upper  horizontal 
strut  is  a  hollow-built  beam,  without  bottom  plates,  and  is  formed  of  ^-in<'h  plates 
and  4-inch  by  3-inch  by  ^-inch  angles.     It  is  placed  above  the  extreme  position  of 
the  rams,  and  supports  the  hydraulic  pipes  and  the  shafts,  bearings,  and  valves  of 
the  regulating  mechanism. 

The  platfonu  is  supported  in  its  elevated  position  as  follows:  On  each  side  of  each 
ram  a  12-inch  rolled  I-beam  is])lace(l  horizontally  at  the  necessary  height.  The  inner 
end  is  siipported  by  the  vertical  posts  Just  mentioned.  The  outer  end  is  anchored  to 
the  rock  in  placte,  when  tlie  lattci  is  high  enough;  otherwise  it  is  supported  by  the 
inclined  lateral  struts  and  anchored  to  the  rock  by  vertical  rods.  This  I-beam  sup- 
])orts  a  movable  I-beam  or  chock,  the  outer  end  of  which  clam])s  ovt-r  the  lower 
beam  for  hohling  down.  The  entire  system  of  chocks  is  oi)erated  together.  Each 
chock  is  connected  to  the  center  arm  of  a  double  bell  crank.  Each  of  the  other  arms 
of  th(;  crank  is  attached  to  one  of  two  rods  which  extend  the  full  lengtli  of  the  lift. 
Each  of  these  rods  is  operated  by  a  small  hydraulic  ram,  by  means  of  which  the  line 
of  chocks  can  be  moved  into  plae<^  beneath  the  platform  or  withdrawn. 

Tin*  load  will  not  be  uuilbrmly  distributed  to  all  the  rams  of  the  lift,  and  the  ram 
with  the  smallest  load  would,  unless  controlled,  rise  f  ister  or  desccynd  slower  tlian 
any  otlier.  To  clause  all  the  rams,  independent  of  their  resp(U'tive  lo.uls,  to  move  at 
the  same  speed,  and  thus  maintain  the  platform  horizontal  and  free  from  undue 
strain,  is  the  object  of  the  regulating  mechanism. 

Mr.  (}.  W.  l)i(dYie,  the  designer  and  constructor  of  the  Union  Iron  Works  lift, 
devised  for  application  to  that  lift  a  regulating  me(dianism  that  has  givt;u  satisfac- 
tion. The  ])rinciple  of  this  device;  is  adopted  for  the  Dalles  lifts,  with  such  moiliti- 
cations  in  details  as  were  suggested  by  experience.  The  arraugenu'nt  of  this  <levice 
is  shown  on  th(;  drawings  witii  the  report  mentioneil  above,  and  is  as  follows: 

On  each  side  of  the  lift  a  horizontal  shaft  is  placed  in  bearings  on  tlu^  upper  hori- 
zontal strut  oi'tlie  framework.  The  shafts  extend  the  length  of  thii  lift,  are  g(;ared 
to  the  same  engines  shaft  and  at  each  ram  by  a  worm  ge  iring  to  a  vertical  shaft. 
The  latter  has  on  th(^  guide  cylinder  a  bearing  for  its  lower  <'nd  an<l  on  the  valve 
box  casting  a  bearing  for  its  upper  end.  The  bearings  and  gearing  permit  of  a 
small  vertical  motion  to  the  shaft.  It  is  screw-tiireailed  for  a  length  somewhat 
great(M'than  the  stroke^  of  the  ram,  and  has  threaded  upon  it  a  nut  or  shiove,  that  is 
carried  by  the  top  casting  of  the  rata.  The  sleeve  is  m  ide  in  two  parts,  drawn 
together  by  l>oUs  to  take  up  any  lost  mf)tiou  on  the  screw  thread.  The  upper  end  of 
the  vertical  shaft  is  attached  to  one  end  of  a  lever,  to  the  olh(;r  en<l  of  which  is 
attache<l  the  valv(^  stem.  The  v.ilve  is  of  the  ordinary  slide  patteru.  with  two 
ports — tlie  upper  in  couuecticm  with  tlie  return  or  exhaust  pipe  and  the  lower  with 
the  interior  of  the  press.  The  interior  of  the  valve  box  is  in  connection  with  the 
supply  pipe. 
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Power  is  furnislied  by  a  pair  of  direct- actio  "j  steam-pumpinff  engines  of  about  500 
total  horse  power.  The  stroke  is  36  inches,  the  disHnoters  of  the  steam  and  water 
cylinders  are  26  inches  and  8  inches,  respectively,  and  the  piston  rod,  4  inches  in 
diameter,  extends  through  both  heads  of  the  water  cylinder.  With  80  pounds  aver- 
age steam  pressure  and  30  revolutions  jier  minute  the  pumps  will  furnish  162,000 
cubic  inches,  or  700  gallons,  per  minute,  under  a  pressure  of  1.000  pounds  per  square 
inch. 

Sui)ply  pipes  deliver  the  water  at  all  points  and  return  pipes  bring  it  back  to  the 
tank.  S'alves  are  so  placed  that  any  porti<m  of  the  hydraulic  machinery  can  be  cut 
off  without  interference  with  the  rest  of  the  system.  An  accumulator  of  small  capac- 
ity is  connected  with  the  supply  pipes  to  receive  any  excess  or  !sui)ply  any  deficiency  ^ 
in  the  amount  of  water  lurnished  by  the  pumps.  It  also  automatically  controls  the 
speed  of  the  pumps,  through  a  connection  between  the  steam  throttle  and  the  ram 
of  the  accumulator,  such  as  to  open  the  throttle  as  the  ram  falls  and  to  close  it  as 
the  ram  rises. 

The  operation  of  the  pumping  plant  and  the  regulating  mechanism  is  as  follows: 
The  lift  being  at  rest,  the  position  of  the  regulating  valves  is  as  shown  on  the  draw- 
ing. The  connections  between  the  presses  and  both  the  supply  and  return  pipes  are 
closed  and  the  pumjis  furnish  only  water  to  supply  leakages.  To  raise  the  platform 
the  engine  of  the  regulating  mechanism  is  started  in  the  direction  to  wind  the  ver- 
tical screw- threaded  shafts  down  through  the  sleeves  on  the  ram  heads.  The  rams 
l)eing  at  rest,  the  shafts  are  carried  bodily  downward,  the  slide  valves  rise,  tholower 
ports  are  opened,  water  flows  into  the  presses,  jind  the  rams  move  upward,  carrying 
the  platform  4  feet  for  1  foot  of  movement  of  the  rams.  This  cimtinues  so  long  as 
the  ui)ward  speed  of  the  rams  is  the  same  as  the  speed  with  which  the  shafts  are 
wound  down  through  the  sleeves.  If  the  speed  of  the  rams  is  less  than  this  regulat- 
ing speed  the  shafts  are  carried  farther  down  and  the  ports  are  opened  more  fully. 
If  the  8i>eed  of  the  rams  is  greater  the  shafts  are  carried  upward  and  the  ports  are 
partly  closed.  Should  the  load  on  any  ram  be  less  than  any  other  the  water  will 
seek  that  i)res8  more  freely,  the  ram  will  rise  faster  than  the  others  and  than  the 
regulating  speed,  and  will  carry  the  shaft  upward,  partly  or  wholly  closing  the 
valve,'which  will  be  opened  again  when  that  particular  ram  is  again  in  unison  with 
the  others.     Similarly  for  an  overloaded  ram  the  valve  will  be  opened  more  fully. 

The  entire  operation  is  automatic,  outside  of  the  engine  of  the  regulating  mechan- 
ism, the  direction  and  the  speed  of  which  are  so  adjusted  as  to  give  the  desired  direc- 
tion and  speed  to  the  lift.  When  the  engine  is  started  for  raising  the  lift  the  valves 
open  and  water  is  drawn  from  the  accumulator.  The  ram  of  the  accumulator  falls, 
and  the  steam  throttle  of  the  pumps  is  opened,  until  an  equilibrium  is  established 
and  water  is  supplied  in  the  quantities  called  for  by  the  speed  of  the  regulating 
mechanism.  The,  entire  operation  is  under  the  control  of  the  regulating  engine,  of 
course  within  the  limit  of  the  capacity  of  the  pumps. 

The  ])latform  is  raised  slightly  above  the  track  level,  and  the  regulating  engine  is 
stoi)])ed.  The  chocks  arc  moved  into  position  under  the  platform  by  operating  the 
])roi)er  rams,  and  the  platiorm  is  gently  lowered  upon  them  by  reversing  the  regu- 
lating engine. 

To  lower  the  platform  it  is  first  raised  sufficiently  to  clear  the  chocks,  which  are 
then  withdrawn.  The  engine  is  reversed,  winding  the  vertical  shafts  up  through  the 
sleeves.  The  valves  are  carried  down,  connections  are  made  between  the  two  ports, 
the  water  flows  from  the  presses  through  the  return  pipes  back  to  the  tank,  and  the 
rams  descend  under  control,  as  in  rising.  The  operation  is  similar  to  that  of  raising 
the  platform,  except  that  the  pumpstake  nopart  in  it,  and  the  limit  of  speed  is  fixed 
by  the  ability  of  the  water  to  csca])e  through  the  valves  and  pipes.  Practically  the 
speed  in  lowering  is  considerably  greater  than  in  raising. 

The  i>latrorm  and  all  the  framed  porticms  of  the  lift  are  of  mild  steel  and  calculated 
for  a  maximum  strain  of  10,0(^0  pounds  per  square  inch.  Provision  is  made  in  the 
bide  trusses  for  carrying  the  load  totho  adjoining  rams  in  case  of  one  ram  being 
disabled.  The  weight  of  the  platform  is  184  tons.  The  weight  of  the  car  is  300tona 
and  of  the  boat  is  600  tons.  The  total  weight  suspended  from  the  chains  is  1,084 
tons,  and  the  average  weight  per  ram  is  67.75  tons.  The  weight  of  each  ram  and 
attachment  is  23.4  tons.  The  weights  rtf  car  and  platform  are  uniformly  distributed, 
but  the  weight  of  tlie  boat  is  not.  The  same  assumption  as  to  the  distribution  of 
its  weight  as  was  made  in  the  calculations  for  the  car  gives  as  the  maximum  load 
sus]>endedfroiu  the  center  rams  79.7  tons.  The  maximum  total  pressure  on  these 
rams  is  four  times  the  maximum  8us])ended  load,  79.7  tons,  with  an  addition  of  23.4 
tons  for  the  weight  of  the  ram  and  its  fixtures.  The  total  pressure  is,  therefore,  342.2 
tons,  and  the  maximum  pressure  per  square  inch  is  970  pounds.  The  speed  proposed 
for  the  ]>latform  is  4.5  feet  ])er  minute,  corresponding  to  a  speed  of  1.12  feet  per  min- 
ute for  the  rams. 

At  any  stage  of  the  river  all  the  portions  of  the  lifts  for  operating  at  that  stage 
will  be  above  the  water,  with  the  exception  of  the  lower  bearings  of  the  vertical 
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regitlatiiig  shafts  and  portions  of  the  rams  and  of  the  supply  pipes  leading  to  the 
presses.  The  platform  of  the  Dalles  lift  will  be  only  submerged  at  extreme  hi^h 
water,  a  stage  of  the  river  of  short  duration  and  of  rare  occnrrcnco.  The  engine 
and  boiler  houses  will  be  conveniently  located  and  above  all  stages  of  the  river. 

Kach  of  the  lifts  is  placed  iu  a  chamber  excavated  for  it,  with  an  entrance  from 
the  river  of  suitable  width  and  depth.  The  lift  chambers  will  be  lined  with  heavy 
masonry  walls  carried  up  to  the  bases  of  the  presses  of  the  lifts.  The  face  of  the 
lifts  will  be  lined  similarly  to  the  level  of  the  tracks.  Above  the  bases  of  the  presses 
the  Bides  of  the  chambers  will  be  excavated  to  a  suitable  slope  with  an  oflset  8  feet 
in  width  at  the  top  of  the  masonry  walls.  The  character  of  the  rock  may  prove  to 
be  such  as  to  modify  the  work  proposed. 

[Note.— The  maps  and  plans  accompanying  the  report  are  not  here  reprinted. 
Printed  in  Senate  Lx.  Doc.  No.  7,  Fifty-third  Congress,  tirst  session.] 
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SUPERVISION  OF  THE  HARBOR  OF  NEW  YORK. 


report  of  lieut.  commander  daniel  delehanty,  v.  s.  xavyy 
supervisor  of  the  harbor  of  new  york,  for  the  fiscal 
year  ending  june  30,  1s94. 

Office  of  the  Supervisor 
OF  THE  Harbor  of  New  York, 

New  York,  July  9,  1894. 

General:  I  have  the  honor  to  submit  herewith  a  report  of  the 
and  operations  of  this  office  for  the  fiscal  year  endinfj  June  30, 
181)4;  7!^  an  estimate  of  the  amount  required  for  the  fiscal  vear  ending 
June30,  ^89(>. 

On  Octooer  2  last  I  assumed  charge  of  the  supervisor's  office,  reliev- 
ing (Japt.  Frederick  Kodgers,  U.  S.  Navy. 

The  act  of  Cv>u^ess  approved  June  29,  1888,  creating  this  office  was 
urgently  demanOey^y  thcaijecessities  of  the  case.  The  millions  of  tons 
of  reliise  material,  consisting  of  dredgings  from  the  harbor,  from  exca- 
vations on  shore,  debris  from  city  improvements  and  city  refuse  of  all 
kind,  were  transported  over  the  waters  of  the  harbor  and  deposited  at 
the  convenience  of  the  contractors  with  an  utter  disregard  for  the 
maritime  interests  of  the  port,  notwithstanding  the  fact  that  the  prac- 
tice of  depositing  obstructive  and  injurious  material  in  these  tidal 
waters  has  been  since  1857  illegal  under  the  laws  of  the  State  of  New 
York  and  also  under  the  laws  of  New  Jersey  since  1882.  Earnest 
attempts  were  made  by  the  two  boards  of  commissioners  of  pilots  of 
New  York  and  New  .Jersey  to  protect  the  harbor  under  these  State 
laws,  but  with  inditterent  success,  owing  chiefly  to  a  lack  of  funds  to 
organize  an  efficient  patrol  and  to  a  divided  responsibility. 

The  ett'ect  of  this  office  is  shown  in  the  marked  abatement  of  illicit 
deposits.  It  has  so  far  been  impossible  to  rigidly  enforce  the  law,  for 
the  reasons  that  the  force  required  to  watch  the  large  area  over  which 
this  office  has  jurisdiction  is  inadequate,  and  the  laws  enacted  for  the 
I)rotection  of  the  harbor  have  be^n  found  to  be  so  defective  as  to  aftbrd 
abundant  means  of  escape  for  manifestly  guilty  parties. 

]\Iy  predecessors  for  the  past  four  years  have  earnestly  urged  the 
necessity  for  two  additional  tugs  for  patrol  duty.  A  renewal  of  this 
recommendation  is  now  under  consideration  by  Congress. 

The  importance  of  a  constant  and  vigilant  patrol  of  these  waters 
can  not  be  overestimated.  Unless  it  is  maintained  it  would  be  cheaper 
for  the  Government  to  relieve  the  contractors  of  the  expense  of  tawing 
and  do  the  work  for  them. 

The  cost  of  removing  the  enormous  amount  of  refuse  material  from 
tlu^  water  front  of  New  York  City,  Long  Island,  and  the  New  Jersey 
shores  of  the  harbor  to  a  necessarily  distant  point  of  deposit  is  a  large 
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item  of  the  cxpeuse  of  handling  it,  aud  the  temptation  to  dump  short 
is  til  ere  fore  great. 

Soon  after  assuming  charge  of  this  office  I  carefully  examined  all  the 
records  concerning  reports  of  violation  of  the  law  and  the  subsequent 
actions  of  the  law  authorities  on  the  same,  in  order  to  determine  the 
various  defects  in  the  laws  with  the  view  to  their  amendment.  As  a 
result  of  this  examination.  I  had  the  honor  to  submit  for  your  action 
the  accompanying  letter  and  memorandum  (marked  A),  which  received 
your  approval,  and  under  your  direction  a  draft  of  amendments  to  the 
act  approved  June  21),  1888,  entitled  ''An  act  to  prevent  obstructive 
and  injurious  deposits  within  the  harbor  and  adjacent  waters  of  New 
York  City,  by  dumping  or  otherwise,  and  to  punish  and  prevent  such 
offenses,^' was  made  from  the  accompanying  memorandum  and  sub- 
mitted to  the  honorable  Secretary  of  War  with  your  recommendation 
that  it  be  transmitted  to  Congress  "'  for  such  action  as  the  important 
interests  involved  demand."  The  amendments  were  favorably  acted 
n])on  by  the  House  of  Kepresentatives  and  are  now  under  considera- 
tion in  the  Senate. 

A  refuse  buoy  has  been  located  off  Coney  Island  for  many  years  to 
mark  the  point  for  the  deposit  of  all  city  refuse.  On  investigation  I 
found  the  character  of  the  refuse  deposited  there  to  be  largely  of  a 
heavy  material,  such  as  ashes,  which  w^as  working  a  serious  injury  to 
the  east  channel. 

On  Februaiy  2 1  addressed  the  mayor  of  New  York,  inviting  his  atten- 
tion to  tlie  matter,  and  explained  the  necessity  for  a  change  of  method 
of  disposing  of  the  refuse.     1  submitted  to  him  these  propositions: 

First.  Cremation  of  the  entire  city  refuse. 

Second.  Separation  of  garbage  from  otiier  refuse  and  the  deposit  of 
each  at  respectively  designated  points. 

Third.  The  deposit  of  all  the  refuse  in  deep  water  outside  of  Sandy 
Hook  Light -Sliij). 

No  delinite  action  having  been  taken  on  my  letter,  on  March  28  I 
notilied  the  city,  through  the  mayor,  that  on  and  after  A])ril  1,  1894, 
th(?  refuse  material  complained  of  must  be  deposited  outside  of  Sandy 
Hook  Lightship,  excepting  such  as  may  be  permitted  by  the  board  of 
health  to  be  used  for  tilling  purposes. 

Subsequently  a  similar  arrangement  was  made  with  the  mayor  of 
Brooklyn,  extending  for  that  city  the  time  of  its  taking  effect  until  May 
1,  after  which  date  the  rel'use  buoy  off  Coney  Island  was  removed. 

Through  the  courtesy  of  the  Light- 1  louse  J>oard  and  Capt.  W.  S. 
Schley,  17.  S.  Xavy,  the  inspector  of  the  third  light-house  district,  the 
keepers  of  the  Sandy  Hook  light  ship  were  directed  to  cooperate  with 
this  otlice  to  insure  a  comi)liance  with  its  regulations  concerning  the 
d;*])osit  of  refuse  in  vicinity  of  light-ship,  and  the  following  was  ])ro- 
muli^ated: 

J:K(;rLATI()XS  lioVEUNIXC.    THE  DEl'OSIT    OF    Iir.riSK  orTSIDj;  OF  SANDY  HOOK    I.KJllT- 

sHir. 

War  DKpARTMr.NT, 
Offki:  of  the  Supervisor  of  the  JIarhor  of  >f\v  York, 

KooM  AS,  U.  S.  Army  lUiii.DiNci,  3i)  Wimtfhall  Street, 

Xcw  York,  April  C,  7,V.9-/« 

On  and  after  tlic  lOtli  instant  all  niatoiial  containinjx  ^•arbaii:^  and  aU  refuse  wliii-h 
will  Hoat  on  the  water  ninst  be  deposited  to  tlio  southward  and  eastward  of  Sandy 
Hook  liiilit  shi]>  in  n(»t  less  than  15  fathoms  of  water. 

Time  of  deposit  must  he  from  one  hour  to  two  and  one-half  hours  after  liii^h  wat<'r 
at  Sandy  H<M>k.  The  time  of  hijj^h  water  at  Sandy  Hook  to  he  taken  from  the  tables 
IHiblished  by  the  I'.  S.  Coast  Survey,  New  York  standard  time. 
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If  any  cargo  is  only  partially  discharged  within  the  above  specified  time,  the 
remainder  shall  not  be  deposited  until  a  subsequent  ebb  tide  and  within  the  specified 
time. 

Fo^,  stress  of  weather,  or  any  other  cause  shall  not  operate  to  release  the  owners 
or  uijisters  and  employes  ol  scows  and  towboats  from  the  penalties  imposed  for  illegal 
dumping. 

No  scow  or  dumpers  shall  be  discharged  except  by  order  of  the  master  of  the  tug 
having  the  same  in  tow.  This  order  shall  be  signaled  by  four  sharp  blasts  of  the 
steam  whistle  when  the  tow  reaches  the  dumping  ground. 

The  permits  will  be  collected  by  the  patrol  boats  as  usual. 

Before  dumping,  the  tows  shall  pass  close  to  the  Sandy  Hook  light-ship,  having 
due  regard  to  safety,  call  the  attention  of  the  light-ship  by  steam  whistle  and  report 
the  name  of  tug,  and  not  proceed  until  directed  by  light-ship  to  *'go  ahead." 

D.  Delkhanty, 
Lieut.  Commander,  U.  S.  Navy,  Supervisor, 

While  the  result  of  this  change  was  a  marked  improvement  in  the 
condition  of  the  lower  bay,  the  nuisance  from  which  that  section  had 
for  so  long  a  time  suffered  was  not  abated,  and  it  became  apparent  that 
the  deposit  at  the  mud  buoy  of  what  is  technically  known  as  cellar  dirt, 
the  d<^bris  from  city  improvements,  was  largely  responsible  for  its  con- 
dition. Contractors  engaged  in  removing  this  material  were  notified 
that  their  applications  for  permits  to  deposit  cellar  dirt  at  the  mud 
buoy  must  be  accompanied  by  a  certificate  that  it  contained  no  floatable 
material.  This  regulation,  as  a  rule,  is  carefully  complied  with  and 
with  good  results.  The  practice,  however,  of  depositing  material  of 
any  kind  in  the  tidal  waters  is  to  be  greatly  deprecated.  Through  the 
action  of  the  currents  more  or  less  of  the  solid  matter  finds  its  way  to 
the  channels,  to  be  eventually  removed  at  Government  expense;  and  as 
it  seems  impossible  to  free  it  entirely  of  injurious  floatable  material,  it 
creates  a  perennial  nuisance  on  the  water  and  the  shores  of  the  off- 
lying  summer  resorts.  Its  proper  disposition  should  be  for  filling-in 
purposes  behind  properly  constructed  crib  work.  An  effort  is  now  being 
made  in  this  direction. 

A  largo  proportion  of  the  refuse  of  Kew  York  City  is  now  being  used 
to  fill  in  the  flats  of  Kikers  Island.  This  island  is  the  property  of  New 
York  City  and  is  located  in  the  East  liiver  near  the  entrance  to  Long 
Island  Sound.  The  city  has  authority  from  the  War  Department  to 
build  a  crib  work  on  the  shoal  at  the  12-foot  curve  and  to  till  in  behind 
it,  which  will  increase  the  area  of  the  island  nearly  400  acres.  The 
crib  work  around  the  shoal  on  the  west  side  of  the  island  is  completed 
and  the  city  is  depositing  within  it  daily  over  4,000  cubic  yards  of  ashes, 
garbage,  and  refuse  of  all  kinds.  The  odors  arising  from  this  refuse 
are  extremely  offensive. 

During  the  winter  I  made  a  personal  examination  of  the  various  city 
dumps,  and  it  was  clearly  evident  that  the  material  collected  at  these 
X)oints  was  unfit  for  filling-in  purposes.  In  the  summer  season  it  would 
prove  a  menace  to  the  public  health  and  an  intolerable  nuisance  in  the 
harboi*.  f  invited  the  attention  of  the  board  of  health  to  the  character 
of  the  refuse,  and  protested  against  its  use  for  filling-in  ])urposes.  I 
subn)it  the  correspondence,  marked  B,  which  will  show  the  efforts  of 
this  office  to  prevent  what  has  resulted  in  a  great  evil  in  the  harbor 
from  the  deposit  of  this  material. 

The  methods  of  loading,  transporting,  and  discharging  it  are  also 
highly  objectionable,  as  large  quantities  of  obstructive  and  floatable 
matter  get  overboard,  to  the  injury  of  the  channels  and  the  fouling 
of  the  waters  and  adjacent  shores.  Numerous  complaints  have  been 
made  against  these  evils  by  the  residents  in  the  vicinity  of  the  island, 
the  steamboat  captains  running  between  the  East  River  and  the  sound, 
and  by  the  deputy  inspectors  of  this  office.    This  matter  has  been 
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repeatedly  called  to  the  attention  of  the  local  authorities,  who  have 
prom[)tly  lespoiided  with  elibrts  to  correct  the  evils  complained  of,  but 
the  trouble  is  that  the  system  under  which  the  work  is  done  is  crude 
and  faulty. 

On  the  a])proach  of  the  summer  season  I  notified  the  commissioner 
of  the  department  of  street  cleaning  "that  improved  methods  for  dis- 
posing of  this  nmteiial  must  be  adopted  with  as  little  delay  as  ])ossibIe, 
otherwise*  our  respective  departments  will  be  subjected  to  severe  and 
just  criticism." 

The  mayor  and  commissioner  of  the  department  of  street  cleaning 
accompanied  me  on  a  tour  of  inspection,  during  which  the  defects  of 
the  system  employed  were  clearly  seen  and  an  earnest  endeavor  to 
make  a  radical  and  satisfactory  change  was  promised  on  their  part. 

The  following  propositiims  were  made  by  Mr.  Andrews,  commissioner 
of  street  cleaning  department: 

First.  To  use  dumpers  exclusively,  and  to  erect  at  each  dump  large 
bins  for  the  reception  of  the  refuse  from  which  to  load  the  dumpers 
through  chutes. 

This  would  prevent  the  fouling  of  the  slips  while  loading  and  the 
escape  of  the  matter  during  transportiition,  as  is  now  invariably  the 
case  with  the  deck  scows  in  use. 

Second.  To  dei)osit  the  material  behind  the  crib  by  means  of  pum]»s. 

Third.  To  establish  a  plant  on  the  island  at  once  to  disinfect  and 
deodorize  the  refuse. 

Fourth.  To  ])erm it  contractors  to  deposit  dredged  material  and  cellar 
diit  behind  the  crib  work  by  a  system  of  pumping.  This  would  serve 
as  a  cover  to  the  refuse  as  required  by  the  board  of  health,  which  is  a 
sanitary  measure  of  great  importance. 

The  adoption  of  these  ])roposed  changes  would  satisfactorily  solve  the 
main  problem  for  the  protection  of  this  harbor. 

Besides  the  advantages  above  enumerated,  the  city  would  save  on  all 
tows  from  the  North  liiver  20  miles  of  tow  age,  and  from  the  East  River 
from  20  to  50  miles;  and  to  the  cellar  dirt  and  dredging  contractors 
there  would  be  a  saving  of  10  to  30  miles  of  towage,  depending  on  the 
lo<*ation  of  the  point  where  loaded. 

This  w-ould  materially  lessen  the  temptation  to  dump  short. 

It  would  also  practically  confine  the  tows  to  the  rivers,  where  they 
could  be  more  closely  watched  than  in  the  open  waters  of  the  bays. 

It  would  be  a  decided  advantageto  discontinue  the  practice  of  deposit- 
ing material  off  the  entrance  to  the  harbor.  It  was  originally  permitted 
in  order  to  reduce  the  depth  in  a  hole  off  Coney  Island,  but  experience 
has  shown  that  a  large  proportion  of  this  material  finds  its  way  to  the 
chiuinels. 

The  depositing  of  material  of  any  kind  in  the  tidal  waters  of  this 
harbor  should  be  absolutely  prohibited. 

If  the  material  should  be  utilized  for  filling  in  the  numerous  shoals 
within  the  harbor  that  could  be  advantageously  reclaimed,  the  land 
made  in  this  way  would  be  of  great  value,  and  with  the  adoption  of 
some  such  method  as  was  employed  for  filling  in  at  League  Island  the 
coni|)arative  cost  would  be  trifling. 

Many  complaints  have  been  made  to  this  ofiice  of  the  frequent 
obstruction  to  the  ship  channels  by  numerous  small  craft  engaged  in 
raking  for  clains  to  the  serious  inconvenience  and  danger  to  the  large 
vessels  using  these  channels.  After  diligent  inquiry,  I  could  tiud  no 
legal  authority  for  abating  this  nuisance  to  the  commerce  of  the|>ort. 

In  consultation  with  some  of  the  principal  representatives  of  the 
shipping  interests  and  the  New  York  pilots  it  was  clearly  shown  that 
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it  had  become  a  necessity  to  procure  a  legal  remedy  for  the  evil,  and  I 
therefore  drcAv  up,  with  the  advice  of  the  i>arties  named,  the  following 
proi)Osed  amendment  to  the  law  approved  June  20,  1888,  which  was 
submitted  to  the  Department  with  the  request  that  it  be  forwarded  to 
the  Committee  on  Commerce,  which  committee  had  then  under  consid- 
eration the  river  and  harbor  bill  containing  other  i^roposed  amendments 
to  that  act: 

PROPOSED  AMENDilENT  t<»  an  a<;t  suppleuieiitary  to  an  act  approved  June  29,  1888,  ontitletl  "An 
act  lo  prevent  obstructive  and  injurioua  dejmaitB  within  the  harbor  and  adjacent  wati'ra  of  New 
York  City,  by  dumping  or  otherwino,  and  to  punish  and  x>revent  such  oflenses." 

•  It  sbjiU  bo  unlawful  for  any  x)er8on  or  persons  to  eng.age  in  fishing  or  dredging  for 
shell tisli  in  iiny  of  the  channels  leading  to  and  from  the  harbor  of  Now  York,  or  to 
interfere  in  any  Avay  with  the  safe  navigation  of  those  channels  by  ocean  steamships 
and  8hii)8  of  deep  draft. 

Any  person  or  persons  violating  the  foregoing  provisions  of  this  section  shall  be 
deemed  gnilty  of  a  misdemeanor,  and  on  conviction  thereof  shall  be  punished  by  fine 
or  imprisonment,  or  both,  such  fine  to  be  not  more  than  two  hundred  and  fifty  dol- 
lars nor  less  than  fifty  dollars,  and  the  imprisonment  to  bo  not  more  than  six  months 
nor  less  than  thirty  days,  either  or  both  united,  as  the  judge  before  whom  conviction 
is  obtained  shall  decide. 

It  shall  bo  the  duty  of  the  United  States  supervisor  of  the  harbor  to  enforce  this 
act,  and  the  deputy  inspectors  of  the  said  supervisor  shall  have  authority— 

1.  To  arrest  and  take  into  custody,  with  or  without  process,  any  person  or  persons 
who  may  commit  any  of  the  acts  or  offenses  prohibited  by  this  act:  Providedj  That 
no  person  shall  be  arrested  without  process  for  any  offense  riot  committed  in  the 
presence  of  the  supervisor  or  his  insjiector  or  deputy  inspectors,  or  either  of  them: 
And pioridcd  further ,  That  whenever  any  such  arrest  is  made  the  person  or  persons 
so  arrested  shall  be  brought  forthwith  before  a  commissioner,  judge,  or  court  of  the 
United  States  for  examination  of  the  offenses  alleged  against  nim;  and  such  commis- 
sioner, judge,  or  court  shall  ])roceed  in  res]>ect  thereto  as  authorized  by  law  in  case 
of  crimes  against  the  United  States. 

2.  To  go  on  board  of  any  vessel  guilty  of  a  violation  of  this  act,  and  to  seize  and 
hold  such  vessel  until  it  is  discharged  by  action  of  the  commissioner,  judge,  or  court 
of  the  United  States  before  whom  the  oft'ending  persons  are  brought. 

There  has  been  moved  and  deposited  into  the  waters  outside  the  har- 
bor at  properly  designated  phices  and  behind  bulkheads  in  the  neigh- 
borhood of  New  York,  during  the  fiscal  year  ending  June  30,  1894,  the 
amount  of  9,172,088  cubic  yards  of  material,  mud,  city  refuse,  garbage, 
cellar  dirt,  ashes,  acid,  lime,  and  other  material,  as  per  the  following 
recapitulation : 


IMaro  of  deposit. 


Kind  of  inatorial. 


Amount. 


I^riid  Buoy 

K<'fnse  Buoy 

Scotland  Light-Ship 

Sandy  Ho<»k  Ligul-Shi]) 

Lotifr  IkUiikI  Sound 

Casanova.  Lon^j  Ishnid  Sound 

HartH  IhLiikI,  Long  Ishuid  Sound. 
Rikors  Inland,  Long  Inland  Sound 
Korth  Uiver 


for  tilliu;;. 

East  Uivi'V 1 d<) 

do 


Mud,  otc 

City  refuse,  otc,  to  April  10 

Mu'd.  eti; 

City  reluso,  vW 

3rl  ud,  etc 

City  refuse,  etc.,  behind  bulkheads  for  filling  .. 

....!. do ;...i 

do ' 

Dirt,  ashes,  etc.,  behind  bidkh(»id.s  and  on  shore  , 


Harlem  liiver 

Karitan  Iviver 

Kew  York  Bay 

Passaic  Kiver 

Kowark  Bay 

Staten  Island  Sound. 

Jainiiica  Hay 

I* ri net's  B.iy 

Shrewsbury  liiver... 

Eli/.alM  th  fJiver 

Hackensnck  Kiver... 
Barren  Island 


Total 


do 

do 
.do 
.do 

do 
.do 
.do 
.do 
.d(» 

do 


Acids,  deiul  animals,  etc.,  on  shore  in  store. 


Cubic  yard*. 
4, 940,  322 
1,121.700 
383, 003 
245.  785 
587,383 
230. 325 
102,  800 
010,800 
439, 969 

94,960 

70.  940 

8,845 

13, 080 

25, 190 

132.  248 

19,860 

31,688 

28, 000 

4.522 

5,217 

550 

56,  321 

9,172,688 


Perniit.s  issued,  8,108. 
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From  the  foregoing  statement  it  will  be  seen  that  7,278,773  cabic 
yards  of  mud,  city  refuse,  etc.,  were  deposited  near  the  mouth  of  the 
harbor,  and  that  1,893,915  cubic  yards  of  dirt,  ashes,  and  other  inof- 
fensive material  were  used  for  filling-in  behind  bulkheads,  reclaiming 
land,  etc.,  for  which  spexjial  permits  were  issued. 

The  following  is  a  statemeiit  of  the  appropriations  made  for  "  i>re- 
vention  of  obstructive  and  injurious  deposits  within  the  harbor  and 
adjacent  waters  of  New  York  City,"  1894: 

For  pay   of  inspectors,  deputy  inspectors,  office  force,  and  ex- 
penses of  office $15, 000. 00 

Expcndodto  July  1,  1894 .' $13,270.32 

Outstanding  liabilities 1, 276. 78 

14, 547. 10  - 

Balance $452. 90 

For  ]>ay  of  crew  and  maintenance  of  steamer  2simrod 10, 000. 00 

Expended  to  July  1,  1894 9,348.39 

Outstanding  liabilities 639. 39 

9, 987. 78 


Balance 

For  pay  of  crew  and  maintenance  of  steamer  Arqus 8,  000. 00 

Expen«lod  to  .Inly  1,  1894 * 7,602.05 

OutRtanding  liabilities 358. 19 

7, 960. 24 


12.22 


Balance 


39.76 


Total  balance  of  appropriation  July  I,  1894 504.88 

The  following*  is  an  estimate  of  appropriation  required  for  service  of 
the  liscal  year  ending*  June  30,  189(>,  by  the  supervisor  of  the  harbor  of 
^\?\v  York: 


Estimated 


Amount 


Detailed  (ihjertH  of  exjieiiflitiiro  niul  explanations. 


amount  that   appropriated 
!     will  hero-     I     lor  H>«<'al 
qui, ed  for    ■  yoaron«linK 
pach  object.  >  Juno 3i),  1895. 


I^iovc]itif»n  of  obstructivo  and  injurious  <U'poKits  within  tljo  harbor  and 
adjiucnt  waters  of  New  Y(»rk  (.'ity  : 
For  i»ay  of  inspectors,  deputy  inspectors,  oflico  force,  and  exj»onses  . 

of  utlico 1 

For  pay  ofcn-w  and  luaiiitcuiinco  of  steamer  Niinrod I 

For  pay  «»f  crew  and  niaintenanreof  steam<'r  A  ;»/«« ' 

For  pay  of  eirw  and  inaiiitiinanccof  one  steam  tog  to  l)«^  purchased  j 

or  ei»nstruct«'d ' 

For  thf  pun  liase  or  constructiou  of  one  steam  tu^ 

For]):iy  of  crew  and  maintenance  of  oiu*  steam  tu;;  to  be  purchased  ' 

or  cMUst meted 

Total 


! 
$20,000 : 

10,000 
10.000  ! 

12.000  . 
45.000 

12.(00  ... 

$15,  000 
M.  000 
8.  00.) 

45,  000 

109.000 


70,000 


Very  rosjH'ctlully,  your  obedient  servant, 

Daniel  Deleiianty, 
Lieut,  Commander^  U,  /S'.  Navy^  IS iqycr visor. 

Bri<»'.  (Jen.  Thomas  L.  Casey, 

Cliirf  of  IJngineers,  U,  S,  A. 
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A. 

letteu  of  tue  supek visor  of  the  harbor  of  new  york.* 

War  Department, 
Office  of  the  Supervisor  of  the  Harbor  of  New  York, 

Nmo  Yorkf  November 24 y  189S 

General:  I  have  the  honor  to  invite  yonr  attention  to  some  of  the  difficulties 
attending:  the  enforcement  otthe  net  of  June  29, 1888,  for  *^  prevention  of  obstructive 
and  injurious  deposits  within  the  harbor  and  adjacent  waters  of  New  York  City." 

I  am  satisfied  that  this  hiw  is  repeatedly  violated,  tugboat  employes,  contractors, 
and  their  employes  taking  every  advantage  to  deposit  prohibited  material  in  the 
channels  of  this  harbor.  Many  cases  have  been  reported  and  investigated  by  this 
office,  tlioso  sustained  by  affidavits  being  forwarded  to  the  Dejtartment,  with  recom- 
meudations  that  proceedings  bo  instituted  against  the  parties  liable.  The  outcome 
has  almost  invariably  been  an  opinion  by  the  law  authorities  that  under  the  statutes 
a  prosecution  could  not  bo  sustained.  This  tends  to  produce  a  contempt  for  the  law 
on  the  part  of  those  whose  interest  lies  in  violating  it,  and  it  is  clear  to  me  that 
unless  the  law  is  amended  it  will  bo  impossible  to  properly  jirotect  these  waters 
against  illegal  dumi)ing. 

f  forward  herewith  suggestions  for  amendments  to  the  act,  with  an  appendix  of 
cases  bearing  on  each  proposed  clause,  and,  should  the  matter  meet  with  your 
approval,  I  respectfully  re(iuest  that  you  will  have  a  draft  of  amendments  prepared 
and  furnish  me  with  a  copy  of  same. 

It  is  earnestly  hoped  that  the  much-needed  amendments  to  the  present  law  may 
be  favorably  acted  upon  during  the  coming  session  of  Congress. 
Very  respectfully,  your  obedient  servant, 

D.  Delehanty, 
Lieut.  Commander  J  V.  S.  Navy^  Supervisor . 

Brig.  Gen.  Thomas  L.  Casey, 

Chief  of  Engineers,  U.  S.  J. 


Memorandum  ahowhirf  the  neceautif  of  certain  amendments  to  the  act  of  June  29j  ISSS^ 
chapter  490 f  to  prevent  injurious  deposits  in  the  harbor  and  adjacent  waters  of  Xeiv 
York. 

1.  Deputy  inspectors  to  have  authority  to  arrest  all  persons  guilty  of  illegal  dump- 
ing (see  case  F.  N.  Brown,  appendix,  p.  2690)  or  for  moving  prohibited  material  without 
a  permit,  and  authority  to  seize,  hold,  and  place  deputy  inspector  on  board  until 
action  be  had  by  the  courts.  If  these  officers  should  be  invested  with  this  authority 
I  believe  it  would  effectually  break  up  the  practice  of  illegal  dumping. 

2.  Penalty  for  tows  not  returning  to  office  of  supervisor  within  forty-eight  hours, 
such  permits  as  may  not  be  taken  up  by  inspectors.  Such  permits  must  bear  an 
indorsement  by  the  niMSter  of  tug,  or  the  owner  or  person  acting  in  such  capacity, 
staling  wliether  or  not  the  permit  has  been  used,  and  if  it  has  been  used,  the  time  and 
place  of  dumping. 

8.  Every  scow  or  dumper  engaged  in  the  transportation  of  dredgings,  earth,  sand, 
mud,  cellar  dirt,  garbage,  or  other  offensive  material  of  any  description  shall  have 
its  name  or  number  aud  owner's  name  painted  in  letters  and  numbers  at  least  14 
inches  hmg  on  both  sides  of  tlie  scow  or  dumper,  these  names  and  numbers  to  be 
kept  distinctly  legible  at  all  times,  and  the  deputy  inspector  to  have  authority  to 
pr(!vent  any  scov/  or  dumper  not  properly  marked  being  used  to  dump  any  such 
material. 

The  above  is  a  regulation  of  the  supervisor's  office,  but  as  it  has  not  the  authority 
of  law  it  is  difficult  to  enforce  it. 

4.  Deputy  inspectors  to  have  authority  to  arrest  witnesses  to  illegal  dumping,  such 
w  itnesses  to  be  released  under  proper  bonds.  (This  is  necessary  in  cases  of  eniployi'^s 
on  scows, .who  easily  escape,  and  generally  they  are  the  chief  offenders.) 

5.  IVualty  for  bribing,  or  attemjiting  to  bribe,  any  employ <S  of  the  supervisor's 
office  to  permit  or  overlook  illegal  dumping. 

6.  Penalty  for  masters  of  tugs  (revocation  of  license)  and  owners  (line  of 

dollars)  for  not  taking  out  permits   before  moving  prohibited  matter.     (8ee  cases 
Ceres,  appendix,  p.  2689,  and  C.  C.  Waite,  appendix,  p.  2689.) 

7.  It  is  important  that  a  law  should  be  enacted  covering  cases  showing  conclu- 
sively that  illegal  dumping  has  been  committed,  but  where  absolute  proof  cannot  be 
obtained  by  the  deputy  inspector. 

It  has  frequently  occurred   that  tows    bound  for  the    dumping  buoys  in  thick 

*  Printed  in  House  Ex.  Doc.  No.  57,  Fifty-third  Congress,  second  session. 


2688       REPORT    OF    THE    CHIEF    OF.  ENGINEERS,  U.  S.  ARMY. 

weather  pass  the  inspectors'  boats,  deliver  their  permits,  and  within  a  time  impos- 
sible for  them  to  have  readied  said  buoys  are  found  empty.  They  have  clearly 
been  illej^ally  dumped,  but  by  decisions  of  the  law  authorities  the  Government  has 
no  redress. 

Attorney-General  W.  H.  H.  Miller  says,  in  the  ease  of  the  tug  C.  C,  Waite  (appen- 
dix, p.  2689),  we  should  be  compelled  to  jirove  that  the  load  had  been  dumped.  This 
is  the  corpus  delicti  and  is  to  be  directly  and  not  inferentially  proved,  no  matter 
how  irresistible  the  inference. 

8.  Again,  offenders  have  escaped  prosecution  by  simply  claiming  that  the  illegal 
deposit  was  made  by  a  mistake  of  an  irresponsible  seowman.  (See  case  of  F.  JV. 
BroicHy  appendix,  p.  2690.)  I  am  satisfied  that  these  " mistakes"  are,  as  a  rule,  pre- 
meditated, and  would  practically  cease  it  it  were  understood  that  the  perpetrators 
were  liable  to  prompt  arrest  by  the  deputy  inspectors.  In  a  case  of  this  nature  it 
was  decided  by  the  court  *'that  neither  was  the  master  of  the  tug  'a  person  offend- 
ing within  the  meaning  of  the  act,  nor  was  the  tug  ^used  or  employed'  in  the  act 
of  the  scowmen."  (See  case  of  Emperor ,  appendix,  p.  2690;  also  case  of  F.  N,  Braum, 
p.  2690. ) 

9.  The  law  is  evaded  in  several  other  ways,  viz: 

(1)  By  claiming  that  the  dumping  was  necessary  through  defect  in  machinery  or 
accident  to  tug.  (See  case  of  S,  Decatur,  appendix,  p.  2691 ;  also  tug  Ceres,  appendix, 
p.  2692. ) 

(2)  Towing  scows  out  in  bad  weather  and  then  dumping,  pleading  that  it  was 
necessary  to  save  life  and  property.  (See  cases  of  Jl\  E.  Ferguson  and  Tcusoma, 
appendix,  p.  2692.) 

(3)  Taking  too  many  scows  in  tow,  losing  control  of  them,  or  deliberately  per- 
mitting them  to  go  aground,  and  then  dumping  on  the  plea  of  necessity.  (See  case 
of  tug  Howard  Carroll^  appendix,  p.  2691 ;  also  tug  liohert  Robinson,  appendix,  p.  2692.) 

10.  Authority  for  deputy  inspectors  to  enter  gas  and  oil  works  for  the  purpose  of 
discovering  the  disposition  made  of  the  sludge  acid.  It  has  been  allowed  to  run 
into  tlio  water  contrary  to  law,  and  it  is  presumed  that  in  some  cases  this  is  done  by 
means  of  underground  pipes. 

11.  It  has  been  reported  that  tramp  steamers  entering  this  port  fre<iue8tly  dis- 
charge their  ballast  just  outside  the  bar.  If  this  practice  continues  it  will  undoubt- 
edly in  time  prove  dangerous  to  navigation.  The  law  authorities  of  the  Government 
have  decided  that  the  United  States  has  no  jurisdiction  at  a  distance  of  more  than 
3  miles  from  the  shore  at  low-water  mark.  To  cover  this  ])()int  the  following  is  pro- 
posed : 

I*r(»p«Me<l  draft  of  au  act  to  prevent  the  (lumping  of  hallastor  other  hulkv  material  in  the  ai>proa<'.hos 

to  New  York  Harbor  and  Bay  oil'  Sandy  Hook. 

lie  it  enacted  bj/  the  Senate  and  Uouscof  Representatives  of  the  United  States  of  America 
in  Conf/ress  assembled.  That  any  vessel  or  vessels  from  which  may  be  dumped  or  dis- 
charged ballast  or  other  bulky  material  in  the  approaches  to  New  York  Harbor  and 
liay  within  fifteen  miles  of  the  Sandy  Hook  Light-Ship,  or  in  less  than  sixteen 
fathoms  of  water,  shall  not  bo  allowed  by  tlio  collectors  of  customs  to  receive  pas- 
sengers or  cargo,  or  clear  from  New  York  or  any  port  adjacent  to  New  York  Harbor 
and  liay  for  tln^  period  of  six  months  from  the  time  of  the  commission  of  such 
dum])ing  or  discharging  of  ballast  or  other  bulky  material. 

Skc.  2.  That  it  shall  be  tlie  duty  of  the  supervisor  of  the  harbor  of  New  York, 
api»(>inted  and  acting  under  the  provisiens  of  an  act  entitled  '*An  act  to  prevent 
obstructive  and  injurious  di'posits  within  the  liarbor  and  adjacent  waters  of  Now  York 
^'ity,  by  dumping  or  otherwise,  and  to  i)unish  ami  jirevent  such  offenses,'*  approved 
June  twenty-ninth,  eighteen  hundred  and  eighty-eight,  to  detect  by  proper  measures 
any  vessel  or  vessols  which  mav  dunin  or  discharge  ballast  or  other  bulkv  material 
Within  thelimits  specified  inthe  foregoing  section  of  this  act,  and  upon  being  satisfied 
of  the  connnission  of  such  act  or  acts  to  report  the  same  to  the  collectors  of  customs  at 
]>orts  a<ljaceiit  to  New  York  Harbor  and  Bay  for  action  by  them  in  pursuance  of  the 
provisions  in  the  said  foregoing  section;  and  the  provisions  of  the  said  act  approved 
. I  line  twenty-ninth,  eighteen  hundred  and  eighty-eight,  and  the  jurisdiction  of  the 
said  supervisor  of  the  liarbor  of  New  York  are  hereby  extended,  so  far  as  they  are 
applicable  and  consistent  with  the  ]»rovisions  of  this  act,  to  embrace  the  waters 
included  within  the  limits  specified  in  section  one  of  this  act. 

Si'X'.  '^.  That  the  collectors  of  customs  at  any  or  all  the  ports  adjacont  to  New  York 
Harbor  and  Bay,  upon  receipt  of  information  from  the  said  supervisor  of  the  harbor 
of  New  York  tluit  any  vessel  or  vessels  have  dumped  or  discharged  ballast  or  other 
bulky  material  within  the  limits  specified  in  section  one  of  this  act,  are  hereby  author- 
ized and  directed  not  to  allow  said  vessel  or  vessels  to  receive  passengers  or  cargo 
or  <'lear  from  the  r«'spcctivo  ports  within  six  months  from  the  lime  of  commisHion  of 
such  dumping  or  discharging  of  ballast  or  other  bulky  material,  as  provided  in  sec- 
tion one  of  this  act. 


APPENDIX  W  W REPORT  OF  LIEUT.  COMMANDER  DELEHANTY.     2689 

APPENDIX. 

CASES   AGAINST   THE   TUG   CERES. 

In  this  case  a  deputy  inspector  boarded  the  Ceres  and  demanded  to  see  the  permit 
for  moving-  tho  loaded  scows  then  comprising" her  tow.  The  Ceres  had  no  permit, 
and  the  deputy  inspector's  affidavit  to  that  effect  was  forwarded  to  the  Department 
with  recommendation  that  the  parties  liable  be  prosecuted  under  section  3  of  the  act 
of  June  29,  1888. 

Referring  to  this  case,  the  district  attorney  for  the  southern  district  of  New  York 
says : 

**I  have  considered  this  matter,  and  come  to  the  conclusion  that  no  prosecution 
can  be  sustained  under  section  3  against  the  master  of  the  Ceres  or  the  master  of  the 
dumper  for  their  failure  to  obtain  the  permit  as  required  by  such  section." 

Affidavits  by  a  deputy  inspector  stationed  at  the  Narrows  that  the  tug  Cei-es  passed 
through  the  Narrows,  outward  bound,  with  a  loaded  dumper  in  tow,  and  affidavit  by 
the  master  of  the  steamer  Nimrod  that  he  ran  alongside  said  tow  when  off  the  bell 
buoy  and  Coney  Island  Point  and  found  said  dumper  in  tow  of  the  Ceres  light,  and 
that  the  material  must  have  been  illegally  deposited  between  the  Narrows  and  the 
bell  buoy,  were  forwarded,  and  prosecution  of  the  parties  liable  recommended. 

In  reference  to  this  case  the  district  attorney  says: 

"The  defendant  was  discharged  on  the  ground  that  the  dumping  with  which  he 
was  charged  was  done  through  necessitj'  and  for  the  purpose  of  saving  the  scow." 

CASE   AGAINST   THE   TUG   C.    C.  WAITE. 

In  this  case  affidavit  by  the  deputy  inspector  stationed  at  the  Narrows  that  the  C. 
C  Waite  had  passed  the  Narrows,  bound  out,  with  a  tow  of  loaded  scows  without  a 
permit,  being  in  violation  of  sections  3  and  4  of  the  act  of  June  29,  18S8,  was  for- 
warded to  the  Department  for  opinion. 

The  following  opinion  was  rendered  by  the  honorable  Attorney-General,  W.  H.  H. 
Miller: 

**  The  supervisor  of  the  harbor  of  New  York,  in  his  letter  to  the  Chief  of  Engineers, 
states  that  the  tug  was  overhauled  by  the  patrol  boat  and  the  officers  requested  to 
show  their  permit  from  the  supervisor  to  dump  the  load  which  it  had  in  tow.  It 
was  found  that  they  had  no  permit,  and  you  therefore  recommend  action  under  sec- 
tions 3  and  4  of  act  of  June  29,  1888  (25  Stats.,  209).     Section  3  of  this  act  provides: 

***That  it  shall  be  the  duty  of  the  owner  or  master,  or  person  acting  in  such 
capacity,  on  board  of  snch  scows  or  boats,  before  proceeding  to  take  or  tow  the 
same  to  the  i>lace  of  deposit,  to  apply  for,  and  obtain  from  the  supervisor  of  the 
harbor  appointed  hereunder,  a  permit  detining  the  precise  limits  within  which  the 
discharge  of  such  scows  or  boats  may  be  made;  and  any  deviation  from  such  dump- 
ing or  discharging  place  as  specified  in  such  permit,  shall  be  a  misdemeanor  within 
the  meaning  of  this  act,  and  the  master  and  engineer,  or  person  or  persoris  acting  in 
such  capacity,  on  board  of  any  towboat  towing  such  scows  or  boats,  shall  be  equally 
guilty  of  such  offense  with  the  master  or  person  acting  in  capacity  of  master  of  the 
Bcow,  and  bo  liable  to  equal  punishment.' 

**  While  the  i)rovision  is  that  the  person  in  charge  of  the  tug  shall  obtain  a  permit, 
yet  his.failure  to  do  this  is  not  made  an  offenea,  and  I  do  not  think  that  the  evidence 
Ihat  he  had  in  tow  a  load  of  mud  to  be  dumped,  and  had  no  permit  to  show,  would 
be  evidence  to  prove  that  he  had  deviated  from  the  *  dumping  or  discharging  place 
as  specified  in  such  permit.'  We  should  be  compelled  to  prove  that  the  load  had 
been  dumped.  This  is  the  corpus  delicti^  and  is  to  be  directly,  and  not  infereutially, 
proved,  no  matter  how  irresistible  the  inference.  The  same  reason  would  api^ly  to 
the  offense  under  section  4,  and  the  papers  are  therefore  returned  with  the  recom- 
mendation that  unless  evidence  of  the  dumping  can  be  obtained  no  further  action  be 
taken. 

"W.    H.    n.    MiLLEH, 

**  Attorne)j-(reiieral.'* 
The  following  indorsements  are  filed  with  the  foregoing  o))inion: 

"  Oi'FiCK  OF  THE  Supervisor 

OF  iiiK  Harbor  of  New  York, 

"  Xcw  York,  November  ;2J,  1891, 

'*  The  records  of  this  office  show  that  the  scows  in  <iuestion  passed  the  inspector's 
boat  at  the  Narrows  at  11 :  10  p.  m.  of  the  I7th  of  October,  loaded  with  material  to 
be  dumped,  and  ]nissed  in  through  the  Narrows  at  4:45  a.  m.  of  the  18th,  empty. 
This  condusividy  shows  that  the  scows  wore  dumped  somewhere  outside  the  Nar- 
rows.    Whether  the  dumping  took  place  at  a  prohibited  spot  is  not  known. 
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**0n  tho  19th  of  October  the  owners  of  the  scows  apnliotl  at  this  office  through  an 
agent  for  a  permit  to  cover  this  clumping  which  had  taken  place  two  days  previously. 

"Appended  hereto  is  a  copy  of  a  statement  by  the  Atlantic  Dredging  Company 
and  au  additional  affidavit  by  Deputy  Inspector  Halliday  regarding  the  time  at 
which  the  tow  passed  in  empty." 

'*  Office  Chief  of  Engineers,  U.  S.  Army. 

''It  will  be  seen  from  the  letter  of  the  Attorney-General  that  tho  proof  of  dump- 
ing is  required,  and  it  is  regretted  that  the  Alei't  did  not  or  could  not  follow  the  C. 
C.  fVaite  and  thus  secure  the  evidence  desired  by  the  Department  of  Justice. 

"It  is  suggested,  for  consideration  by  Capt.  Kobeson,  whether  in  future  it  may  be 
practicable  for  the  inspectors  connected  with  his  office  to  follow  tugboats  when  it 
may  be  presumed  that  a  violation  of  the  law  is  intended.  Possibly,  iu  this  case^ 
tho  boat  in  charge  of  the  inspector  was  not  suitable  to  go  outside  the  bar.'* 

Tho  supervisor  in  reference  to  tho  foregoing  indorsement  replies: 

"In  regard  to  the  Alert  not  following  out  the  tug  C.  C.  Waite,  I  would  state  that 
neither  the  Active  nor  the  Alert  are  suitable  boats  to  go  to  sea,  except  in  smooth 
water.  They  are  open  boats,  with  low  freeboard,  and  of  but  little  steam  power. 
The  orders  from  this  office  to  the  inspectors  are  to  follow  the  tows  to  sea  as  far  as 
practicable,  whenever  the  weather  permits.  The  Ximrod  is  usually  stationed  off  Nor- 
tons  Point,  with  orders  to  follow  tows  to  sea.  This  she  can  do  under  all  conditions 
of  weather.  On  the  night  of  the  17th  of  October  I  find  that  she  was  laid  up  for 
slight  repairs,  and  tho  inspector  in  charge  of  the  Alert  informed  mo  that  the  weather 
was  too  rough  ibr  his  boat  to  go  outside  the  Narrows. 

"At  ])re8ent  tho  Nimrod  and  the  small  naphtha  launch  are  the  only  boats  avail.'ibie 
for  use  by  this  office  for  patrolling  purposes,  the  naphtha  launch  being  only  lit  for 
inside  work.'' 

CASE  AGAINST  THE   TUG   F.  N.  KROWN. 

In  thi3  case  affidavits  by  two  deputy  inspectors  in  regard  to  tho  illegal  dumping 
of  scow  No.  10,  in  tow  of  the  F.  N.  Brown,  when  off  Coney  Island  Point,  also  affidavit 
by  the  master  of  the  F.  N.  Brown  admitting  tho  illegal  deposit  of  material,  but 
claiming  that  tho  deposit  was  made  by  a  mistake  of  the  scowman,  were  forwarded 
to  the  Department  with  recommendation  that  proceedings  ])o  instituted  against  the 
partit'S  liable. 

Kofcrriug  to  this  case,  tho  district  attorney  for  tho  southern  district  of  New  York 
savs : 

"  1  beg  to  say  that  I  have  carefully  examined  into  this  matter  and  have  endeavored 
to  obtain  the  necessary  witnesses  to  show  that  the  scow  in  tow  of  tho  tug  F.  X. 
Brown  Avns  dumped  witliin  the  prohibited  limits,  but  have  been  unable  to  do  so,  so, 
iu  view  of  the  above,  it  seems  to  mo  that  it  is  inexpedient  to  prosecute  the  case." 

Tlui  p.ii)er.s  in  this  case  were  returned  to  tho  Department  with  the  following 
indorsement : 

"Office  of  the  Stpervisor 

OF  the  Harbor  of  New  York, 

''Xvw   York,  July  11,  1S93, 

"The  affidavits  of  the  deputy  inspectors  belonging  to  this  office  state  that  the 
niati^rial  was  illegally  deposited,  and  tho  deposit  of  the  material  at  some  other  ])Iace 
than  that  designated  iu  tho  permit  is  admitted  in  affidavit  by  the  master  of  the  /'. 
X.  Brown. 

"  If,  in  order  to  bo  competent  witnesses,  the  deputy  inspectors  must  see  the  deposit 
made,  it  will  be  extremely  difficult  for  this  office  to  furnish  sufficient  evidence  to 
warrajit  a  roconnnendation  to  prosecute,  as  the  material  is  deposited  through  tho 
bottom  of  dumpers  and  may  be  regulated  at  the  discretion  of  the  i)erson  in  charge.'' 

Second  case. 

On  July  8,  1892,  affidavit  by  a  deputy  inspi^ctor,  in  regard  to  illegal  dumping  by 
the  tug  /'.  X.  Brown  tit  some  point  between  Canal  street,  North  River,  and  the  Nar- 
rows, and  a  sworn  stateuient  by  the  master  of  the  tug  /'.  ^V.  Brown,  admitting  tho 
illegal  deposit,  and  claiming  that  the  scowman  had  acted  without  orders,  were  for- 
warded to  the  Department  with  the  following  rec^omuiendation : 

"As  this  case  seems  to  be  an  admitted  violation  of  the  act  of  June  29,  1888,  I 
reconiiuend  that  proceedings  be  instituted  against  tho  ])arties  liable." 

Acknowledged  by  Department  of  Justice  July  21,  1892. 

This  case  is  still  i)ending. 

(ASK    AfJAINST    the    TUG    EMPEIIOU. 

This  case  was  recommended  for  prosecution  July  29,  1891.  Affidavits  by  Deputy 
Inspector  Halliday  that  the  tow  had  passed  the  Narrows  fully  loaded,  and  by  Dep- 
uty Inspector  Quirk  and  Engineer  Bloomer  that  they  boarded  the  tow  off  Coney 
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jh^land  Point  and  found  the  sanio  li;Lrht,  nnd  tliat  tlio  material  muni  liavo  been  illo- 
■i^ly  deposite«l  between  tbe  NarrowH  and  Coney  Island  Point,  were  forwarded  to 
pgOe  Chief  of  Engineers,  U.  S.  Army. 

[Extract  from  Seaboard,  December  30,  1892.] 

1-  1.    United  States  v.  The  Emperor j  49  Fed.  Kep.,  751. 

^  The  act  of  June  29, 1888  (25  Stat.  L.,  p.  209),  provides  that  mud  shall  not  be  dum])cd 
5rithin  certain  limits  around  the  port  of  New  York ;  that  every  x)er8on,  firm,  or  eor- 
^Noration  engaged  in  removing  mud  shall  be  responsible  for  its  deposit  outside  of 
Juch  limits;  that  for  every  violation  of  the  law  the  i)er8on  offending  shall  bo  deemed 
U«iilty  of  an  ofi'ense  against  the  act;  and  that  any  boat  used  or  employetl  in  violafc- 
"!aig  the  provisions  of  the  act  shall  be  liable  to  a  penalty.  On  suit  brought  to 
"'■ecover  such  penalty  against  a  tug,  which,  with  scows,  was  on  her  way  to  the  <lump- 
jng  ground  in  the  usual  course,  and  well  out  to  sea,  but  still  within  the  ])rohibited 
limits,  when  the  scowmeu,  who  were  in  no  way  connected  with  the  tug,  with  their 
"rolition,  and  without  the  knowledge  of  those  on  the  tug,  and  contrary  to  her  caj)- 
"^in's  express  orders,  dumped  the  scows.  The  U.  S.  district  court  decides  that  neither 
"Iras  the  master  of  the  tug  a  ''person  offending,"  within  the  meaning  of  the  act,  nor 
*lra8  the  tug  "used  or  employed''  in  the  act  of  the  scowraen. 

■*  CASE   AGAINST  THE  TUG   HOWARD  CARROLL. 

m 

Affidavits  that  the  Howard  Cari'oU  had  illegally  deposited  the  contents  of  her  tow 

ibf  two  dumpers  at  the  mouth  of  Coney  Island  Channel,  forwarded  June  4,  1890, 

i^nclosing  affidavits  by  the  master  that  he  had  four  dumpers  in  tow,  two  of  which 

grounded  in  Coney  Island  Channel,  and  in  order  to  save  grounded  dumpers  they  were 

Snmped  by  his  orders,  and  afterwards  he  proceeded  to  sea  and  dumped  the  remaining 

fwo  at  the  mud  buoy. 

•  In  forwarding  the  papers  in  this  case  the  supervisor  says: 

•  *'  Masters  of  tugs  employed  in  towing  dumping  scows  take  more  scows  at  one  time 
^than  their  tugs  can  handle.  Consequently  when,  from  their  own  carelessness,  their 
'tows  get  in  difficulty  they  dump  their  loads  and  plead  necessity  as  an  excuse.  The 
■  only  method  to  check  this  habit  is  to  subject  them  to  the  trouble  and  cost  of  defend- 
^ing  suits  brought  against  them  for  illegal  action.  I  therefore  recommend  that  pro- 
*-eeedings  be  commenced." 

This  case  was  to  be  tried  October  24,  1892.- 


CASE   AGAINST  TUG   STEPHEN   DECATUR,   AUGUST   13,  1890. 

Reported  as  dumping  part  of  tow  in  Coney  Island  Channel. 

Sworn  statement  submitted  by  the  master  that,  owing  to  some  defect  in  the  machin- 
ery, the  dumper  in  tow  was  only  partly  emptied  at  the  mud  buoy,  and  on  the  return 
the  tug  was  disabled  and  had  to  anchor  in  Coney  Island  Channel,  where  motion  of 
sea  caused  scow  to  dump  remainder  of  her  load. 

The  supervisor  recommended  that  no  proceedings  be  instituted  in  this  case. 

CASE    AGAINST   TUG    STEPHEN    DECATUR,    JUNE   27,  1893. 

In  forwarding  five  affidavits  by  oystermen,  residents  of  Keyport,  N.  J.,  the  super- 
visor says : 

"I  am  of  the  opinion  that  frequent  attempts  are  made  to  avoid  the  conditions  of 
the  permits,  and  the  inclosed  affidavits  seem  to  me  to  substantiate  a  clear  violation 
of  the  act  of  .Juno  29,  1888.  I  therefore  recommend  that  proceedings  be  instituted 
against  the  parties  liable." 

Under  date  of  October  23,  1893,the  U.  S.  district  attorney  for  the  district  of  New 
Jersey  says: 

*'I  have  investigated  this  matter,  and  from  information  received,  and  which  infor- 
mation is  supported  by  affidavits  of  H.  H.  Pctz,  general  manager  of  the  Morris  and 
earnings  Dredging  Company ;  of  Samuel  Hart,  foreman  of  Devine  &  Betts's  ship- 
yard, and  of  Capt.  Briggs,  of  the  said  tugboat  Stephen  Decatur^  to  the  effect  that  the 
tug  at  the  time  complained  of  met  with  an  accident,  which  I  am  satisfied  made  it 
necessary  for  the  captain  to  do  as  he  did.  I  am  therefore  of  the  opinion  that  the 
chances  of  a  successful  prosecution  of  this  case  are  doubtful,  and  I  recommend  that 
upon  the  Morris  and  Cumings  Dredging  Company  pa^'ing  expenses  that  no  further 
action  be  taken." 

A  copy  of  this  letter  was  referred  to  the  supervisor  and  returned  with  the  follow- 
ing indorsement : 
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"October  30,  1893. 

"1  consider  it  most  unfortunate  if  the  action  in  this  case  be  abandoned.  I  regard 
it  as  a  strong  case  for  the  Government,  snpported  by  the  affidavits  of  five  different 
parties  that  they  saw  the  illegal  dumping,  and  also  admitted  by  the  master  of  the 
Stepheti  Decatur.  The  only  excuse  he  makes  was  accident  to  the  rudder  post,  which  he 
claims  made  it  necessary  for  him  to  dump  in  Raritan  Bay.  I  consider  this  no  valid 
reason  whatever.  The  tow  was  in  protected  waters,  and  could  have  rea<lily  been. 
l)laced  in  a  secure  position  imtil  another  tug  had  been  sent  to  replace  the  Stephen 
Decatur.  I  am  thoroughly  satisfied  that  there  is  much  illegal  dum]>ingdone  in  these 
waters,  and  that  a  conviction  in  this  case,  or  even  a  trial,  would  have  a  most  salu- 
tary effect  iu  deterring  others  from  violating  the  law.  My  experience  is  that  the 
masters  of  these  tugs  are  very  prolific  in  excuses,  and  if  a  conviction  cannot  be  ha^ 
»n  this  case  it  would  greatly  increase  the  difiiculty  iu  securing  conviction  in  any 


case." 


CASE    AGAINST   THE    TUG    ROBERT    ROBINSON,    Al  Gl'ST    26,  1890. 


Reported  by  deputy  inspector  that  he  noticed  tlui  tug  Robert  Bohinson  turn  round 
when  off  Coney  Island  Point  and  ran  alongside  and  fouud  tow  dumped. 

AlUdavitsby  the  master  of  the  Robert  Robinson  and  scowman  of  the  tow  that  the 
hawser  parted  while  off  Coney  Island,  and  before  another  could  be  got  to  them 
they  went  ashore  on  the  shoal  to  the  southward,  and  they  had  to  dumx>  contents  to 
save  scows. 

Prosecution  not  recommended. 

CASE   AGAINST   THE   TUG   CERES,  AUGUST,  1891. 

Affidavit  by  the  master  of  the  tug  Ceres  that,  between  Liberty  Light  and  Fort 
Hamiltim,  he  noticed  second  scow  of  his  tow  higher  out  of  water  tlian  when  he 
started,  and  upon  incjuiry  found  that  the  pin  holding  wheel  on  shaft  to  which  chains 
connecting  doors  of  scow  were  attached  had  broken  and  allowed  ouedoor  of  second 
forward  pocket  to  dump. 

Dismissed  by  supervisor  for  want  of  evidence. 

CASE    AGAINST   THE    TUG    W .    E.    FERGUSON,  NOVEMBER    15,  1892. 

Deputy  inspector  reported  having  boarded  this  tow  of  tliree  dumpers  iu  Graves- 
end  Hay,  and  found  dumper  No.  4  empty. 

Allidavit  by  scowman  on  scow  owned  by  K*oss  A:  Sandford  that  tlie  storm  and 
rou,i;h  sea  caused  the  Siows  to  collide,  and  that  No.  4  was  injured  so  badly  that  she 
was  in  danger  of  sinking,  nnd  to  save  his  life  he  was  compelled  to  diiiux)  the  mud. 

Investigated  by  supervisor. 

CASE    ACiAIXST    THE    TUti    TACOMA,  NOVKMUER    10,   1892. 

Reported  by  deputy  iiisi)e(;tor  as  having  dunip(!d  scows  in  the  mouth  of  the  Kast 
Channel. 

Affidavits  by  master  of  tug  that  the  weather  was  thick,  making  it   impossil"     ' 
see  either  8an<ly  Hook  or  range  lights,  he  <lecided   to  turn   eastward    to  (irav 
Kay,  and  t]»e  tow  brought  up   on   the  west  bank,  and  as   the  sea  was  heavy  ; 
strong  wind  blowing,  he  was  forced  to  duini)  scows  to  save  life  aud  property. 

Case  filed. 


B. 

letter  of  i.ikut.  commander  d.  deueiianty,  u.  s.  navy. 

Office  of  the  Bupehvisok  of  the  Harivok  of  New  York, 

N(HC  York,  Feb r nary  8,  1S94. 

Sir:  Applications  are  occasionally  made  to  this  ottice  for  i)ermits  to  use  garbage 
for  filling-ill  purposes. 

Will  you  i»]eas<^  inform  nie  if  there  are  any  objections  on  sanitary  grounds  for  such 
disposition  of  this  material. 
Very  respectfully, 

I)    Deleiianty, 
Lk'ul.  Commander^  l'.  S.  yavy,  Supervisor. 

The  President  of  The  Board  of  Health, 

A't'w  York  City. 
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LETTER   OF    EMMONS    CLAKK. 

Health  Department,  New  Yorky  February  P,  1894, 

Sir  :  Yours  of  the  8th  instant  to  the  president  of  this  department  has  been  received. 
The  board  of  heulth  does  not  permit  the  use  of  garbage  for  iilliug-iu  purposes.  Dur- 
ing the  winter  mouths  the  board  sometimes  permits  the  ashes  and  street  sweepings 
to  be  used  for  filling  low  grouuds  adjacent  to  the  city,  but  not  in  i^  built-up  portions. 
In  such  cases  there  is  more  or  less  garbage  in  the  material  used,  -which  it  is  required 
shall  bo  raked  out  from  the  contents  of  each  cart  when  dumped,  and  that  it  shall  be 
burned.  It  is  also  required  that  where  this  material  is  used  for  hliing,  the  space 
filled  shall  be  covered  with  at  least  6  inches  of  fresh  earth. 
Very  respectfully, 

Emmons  Clark, 

Secretary, 
D.  Delehanty,  Esq., 

Lieut.  Qpmmandery  U.  S.  Navy,  Superviaar,  Netv  York  City. 


letter   of    LIEUT.  COMMANDER   DANIEL   DELEHANTY,  U.  S.  NAVY. 

Office  of  the  Supervisor 
OF  THE  Harbor  of  New  York, 

New  Yorky  March  7,  1S94, 

Sir:  Referring  to  the  letter  of  the  board  of  health  of  the  9th  ultimo,  wherein  it  is 
stated:  '*The  board  of  health  does  not  permit  the  use  of  garbage  for  lilling-in  pur- 
poses. During  the  winter  months  the  board  sometimes  permits  the  ashes  and  street 
sweepings  to  be  used  for  tilling  low  grounds  adjacent  to  the  city,  but  not  in  its  built- 
up  portions.  In  such  cases  there  is  more  or  less  garbage  in  the  material  used,  which 
it  is  required  shall  be  raked  out  from  the  contents  of  each  cart  when  dumped,  and 
that  it  shall  be  burned.  It  is  also  required  that  where  this  material  is  used  for  fill- 
ing, the  space  filled  shall  be  covered  with  at  least  6  inches  of  fresh  earth.'*  I  under- 
stand this  to  mean  that  under  no  circumstances  shall  garbage  bo  used  for  fiUing-in 
purposes,  and  that  the  closing  sentence  of  the  board's  letter  refers  to  material  from 
which  garbage  has  been  eliminated. 

Applications  are  made  daily  at  this  office  for  permits  to  deposit  city  refuse  at 
Rikers  Island  and  Casanova.  I  have  made  a  personal  inspection  of  this  refuse  and 
find  it  composed  largely  of  gjirbage  and  sewer  excavations;  and  in  view  of  the  rules 
of  the  board  of  health  I  am  of  the  opinion  that  it  is  theduty  of  this  office  to  prohibit 
the  deposit  of  this  material  for  tilling-in  ])urposes. 

I  should  bo  pleased  to  have  you  and  the  members  of  the  board  of  health  accom- 
pany me  on  a  tour  of  inspection  at  your  convenience.  If  you  will  appoint  a  time  to 
make  this  inspection,  I  shall  have  a  boat  ready  to  convey  us  to  the  various  points  of 
interest. 

'     Very  respectfully, 

Daniel  Delehanty, 
Lieut.  Commander,  U.  S.  Navy,  Suj)ervisor. 

The  President  of  the  Board  of  Health, 

Netv  York  City. 


letter   of   EMMONS    CLARK. 

Health  Department, 

New  Yorky  March  6\  1894, 

Sir:  Yours  of  March  7,  addressed  to  the  president  of  the  board  of  health,  has 
been  received,  and  he  requests  me  to  state  in  reply  that  this  board  does  not  object 
to  the  use  of  ashes,  garbage,  and  street  sweepings  of  this  city  for  filiing-in  ])urpose8 
under  certain  circuuistances.  When  this  material  is  used  during  the  winter  mouths 
for  filling  vacant  and  sunken  lots,  not  in  the  built-up  portions  of  the  city,  the  board 
requires  the  garbage  to  be  raked  out  as  far  as  ]»08sible  and  burned,  but  of  course 
this  process  does  not  entirely  eliminate  the  garbage.  The  board  has  approved  the 
deposit  of  city  refuse  at  Kikei^s  Island  behind  cribs  ]»roperly  constructed  for  that 
purpose,  and  apjiroves  its  use  for  filling  in  at  any  place  where  it  can  be  deposited 
below  high-water  mark  and  secured  by  wall  or  crib,  or  at  such  distance  from  reBi- 
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tlenrfs  tliat  there  is  no  aniioyauce  or  detriment  to  health  from  the  oflTensive  odors  nec- 
essarily ])ertainin;^  to  such  material,  to  bo  covered,  when   the  tilling  is  completed, 
with  Iresh  earth  or  clran  ashes. 
Very  respectfully, 

Emmons  Clark, 
Lieut.  Commander  Daniel  Dklehanty,  U.  S.  N.,  Secretary, 

Supervisor,  etc.,  Xew  York  City, 


letter    of    LIEUT.  COMMANDER    DANIEL    DELEIIANTY,  U.  S.  NAVY. 

Office  of  the  Supervisor 
OF  THE  Harbor  of  New  York, 

2iew  York,  March  13,  1S94. 

Sir  :  As  an  ex-member  of  the  Board  of  Health  of  New  York  City,  you  are  no  doubt 
aware  of  the  fact  that  a  lar^e  proportion  of  the  city  refuse  is  used  for  filling  pur- 
poses at  liikers  Island.  This  reluse  is  largely  composed  of  garbage  and  other 
objectionable  matter,  and  it  is  clear  to  me  that  it  is  unlit  for  the  purpose  for  which 
it  is  used.  I  was  confirmed  in  this  opinion  by  the  view  held  by  the  board  of  health, 
as  expressed  in  accompanying  communications.  However,  when  I  proposed  to  pre- 
vent further  deposit  of  this  material  I  was  met  by  a  remarkable  change  of  front  on 
the  part  of  the  board  of  health,  which  has  compelled  me  to  defer  any  further  action 
for  the  present.  I  inclose  the  correspondence  between  the  board  and  this  office, 
which  I  shall  be  glad  to  have  you  read,  and  request  that  you  will  return  it  at  your 
convenience. 

My  object  is  to  induce  the  city  authorities  to  abandon  its  present  offensive  system 
of  final  <lispo8ition  and  adopt  one  of  the  many  modem  systems  that  are  working 
satisfactorily  in  various  cities  of  the  United  States. 

I  assume  that  you  are  interested  in  the  subject,  as  the  details  of  it  must  be  familiar 
to  you,  and  if  you  will  kindly  favor  me  with  your  views  and  otherwise  aid  in  attain- 
ing the  end  sought,  your  services  will  be  highly  appreciated. 
Very  respectfully, 

Daniel  Delehanty, 
Lieut.  Commander,  U.  S,  Navy,  Supervisor. 

Dr.  Daniel  M.  Stimson,  M.  D., 

New  York  City. 


letter    of    DANIEL   M.  STIMSON. 

New  York,  March  16 ,  1S94. 

Sir:  In  reply  to  your  communication  of  the  13th  instant  I  beg  leave  to  explain 
that  my  only  c(mnection  with  the  health  board  of  this  city  was  that  of  a  consulting 
surgeon  to  certain  of  its  hospitals,  and  that  I  am  not  in  anjwise  an  *'ex-nu"nibtr 
of  that  board;"  therefore  any  opinion  of  mine  upon  thesubject-mattcr  of  your  lettiM* 
would  have  no  specific  weight  from  my  former  official  relations  with  the  health 
de])artinent. 

However,  as  the  question  involved  is  of  such  broad  interest  to  the  citizen,  and  of 
such  i)articular  interest  to  medical  men,  presumably  ex-ojjivio  sanitarians,  I  will  ven- 
ture to  ex]>ress  the  opinion  that,  in  general,  scientific  theory  and  public  exi)eriiiiot' 
have  ]>roven  it  to  be  unwise  to  use  material  containing  any  considerable  pro])orti()n 
of  gail)a«ie  for  fiUing-in  purposes,  even  although  there  be  a  fair  amount  of  tide  water 
covering  it.  A  case  where  sanitrry  laws  would  not  demand  the  elimination  of  pra(;- 
tically  all  garbage  would  be  an  exception.  The  situation  as  you  present  it,  in  ])ar- 
ti<'nlar,  can  be  vic'wed  from  two  standpoints,  to  wit,  that  of  public  health  and  that 
of  public  eonifort. 

i\s  to  the  (irst  point,  I  can  not  now  recall  any  ease  in  which  the  public  health  has 
directly  sutTcrcd  frcmi  the  emanations  from  ground  made  of  filling  which  contained 
garbajio. 

On  tlie  other  hand,  as  to  the  second  point,  there  can  be  no  reasonable  doubt  that 
the  use  of  garbage  filling  is  almost  certain  to  become  a  public  nuisance  on  account 
of  the  noxious  odors  to  which  it  invariably  gives  rise. 

I  think  that  an  opinion  from  Dr.  E.  G.  Janeway,  of  West  Fortieth  street,  a  former 
coniniissioncr  of  health,  would  have  great  weight  with  reference  to  this  question, 
and  I  respectfully  suggest  that  you  consider  the  advisability  of  consulting  him. 
Very  respectfully,  yours, 

Daniel  M.  Stimson. 

Daniel  Delehanty, 

Lieut.  CommandeTj  U.  S.  Xavy,  etc. 
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lettell  of  lieut.  commander  daniel  delehanty,  u.  s.  navy. 

Office  of  the  Supekvisor 

OF  THE  Harbor  of  New  York, 

Neio  York,  March  17,  1S94, 

Sir:  I  desire  to  invite  j'our  atteiitiou  to  what  I  believe  should  bo  a  n»atter.of  great 
public  interest  and  of  especial  interest  to  members  of  your  profession,  tliat  is,  the 
use  of  garbage  by  the  city  for  filling-in  purposes. 

You  are^-no  doubt  aware  that  this  material,  together  with  sewer  excavations,  is 
largely  used  for  filling  in  at  Rikers  Island.  I  have  been  clearly  of  the  opinion  that 
this  practice  should  be  prohibited,  and  in  order  to  strengthen  my  posiiiou  before 
taking  action,  1  referred  the  matter  in  a  general  way  to  tlie  board  of  health  of  this 
city,  and  the  board  fully  confirmed  my  views;  but  when  I  proposed  to  take  acti(»n  in 
the  special  case  of  the  city,  I  was  notified  by  the  board  that  it  had  "approved  the 
deposit  of  city  refuse  at  Kikers  Island,  behind  cribs  properly  constructed  for  that 
purpose,  and  approved  its  use  for  filling  in  at  any  place  where  it  can  be  deposited 
below  high- water  mark." 

At  Rikers  Island  the  deposit  is  made  considerably  above  high-water  mark. 

1  inclose  the  correspondence  with  the  board  of  health,  which  I  hope  you  will  read, 
and  when  convenient  return  to  this  office. 

This  matter  is  of  such  importance  from  every  point  of  view  that  I  trust  you  will 
give  me  an  expression  of  your  opinion  regarding  it,  as  it  would  have  great  weight 
in  solving  the  problem  regarding  the  proper  disposition  of  the  city's  refuse. 
Very  respectfully, 

Daniel  Dklehanty, 
Lieut,  Covimandery  U.  S.  Navy,  Superviaor. 

E.  G.  Janeway,  M.  D., 

New  York  City, 


letter  of  lieut.  commander  daniel  delehanty.  v.  s.  navy. 

Office  of  the  Supervisor 

OF   THE    HaRROR  OF  NeW   YoRK, 

Neiv  York,  March  24,  1S94. 

Sir  :  Referring  to  our  conversation  of  yesterday  concerning  the  use  of  garbage  and 
*^'0  excavations  from  the  city  sewers  for  fill ing-in  purposes  at  Rikers  Island,  1  desire 
quote,  for  your  information,  a  paragraph  in  the  application  of  the  city  of  New 
t  ork  to  the  honorable  Secretary  of  War,  through  Mr.  Simon  Stevens,  dated  Septem- 
ber 22,  1892,  requesting  an  extension  of  the  harbor  lines  around  Rikers  Island : 

''The  accretion  of  land  thus  made  around  Rikers  Island  would  be  about  30  acres 
per  annum  for  some  ten  or  twelve  years.  Then,  when  the  filling  is  completed,  the 
inland  wJl  be  used  exclusively  for  charitable  purposes  by  the  erection  of  new  build- 
ings or  transferring  those  on  Blackwells  Island  to  their  new  home." 

From  this  it  is  clear  that  it  is  the  intenti(m  of  the  city  to  use  this  made  land  for 
n  sidcntial  ])urpo6es,  and  now  that  you  are  in  j)osses9ion  of  this  fact,  and  also  that 
the  material  which  goes  to  make  the  laud  is  largely  composed  of  garbage  and  objec- 
tionable matter  from  tl;e  sewers,  I  hope  you  will  have  no  objection  to  favoring  me 
with  an  expression  of  your  views  regarding  the  matter,  in  order  that  I  maj'  submit 
all  the  Tacts  in  the  case  to  the  honorable  Secretary  of  War. 

It  is  demanded  on  the  broad  grounds  of  the  public  health  and  comfort,  as  well  as 
for  the  protection  of  the  waters  of  this  harbor,  that  an  inoffensive  disposition  bo 
mnde  of  the  garbage  of  this  and  adjacent  cities.     Any  service  you  may  render  toward 
attaining  this  object  will  carry  great  weight  and  be  most  highly  appreciated. 
Verj'  resi)ectfully, 

Daniel  Deleiiantv, 
Lieut.  Commander,  U.  S.  2Cary,  Supervisor, 
E.  (J.  Janeway,  M.  D., 

New  York  City. 


LETTER  of   E.    G.  JANEWAY,  M.    D. 

Dear  Sir:  In  answer  to  your  communications  I  wo^^ld  say  that  I  regard  garbage 
and  sewer  accumulation  as  unfit  material  for  filling-in  purposes  if  the  ground  is  to 
be  u.sed  subsequently  for  residential  purposes.  The  ideal  disposition  of  the  garbage 
would  be  by  its  collection  separately  from  the  ashes,  and  then  its  incineration  at  sev- 
eral places.  I  regret  to  say  that  on  each  occasion  when  those  in  charge  of  the  street- 
cleaning  department  have  attempted  the  separate  collection  of  ashes  and  garbaire 
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that  failure  has  resulted.  To  clean  ashes  uo  objection  can  be  raised,  nor  would  seri- 
ous objection  be  raised  against  ashes  mixed  witli  such  a  small  portion  of  garbage  as 
could  be  removed  and  burnt.  The  emptyings  from  sewers  ouglit,  in  my  judgment, 
never  to  b^  placed  in  ground  over  which  residences  are  to  be  erected. 

lre«>ret  to  say  that  the  city  of  New  York  each  summer  establishes  and*creates  a 
nuisance  through  the  bureau  of  street  cleaniug,  in  that  the  refuse  removed  from  the 
city  by  boats  is  emptied  in  thu  ocean,  to  be  1>rought  by  currents  to  the  shore  of  Long 
Island  and  of  New  Jersey.  The  Now  York  Board  of  Health  has  definite  and  specitic 
laws  prohibiting  any  one  of  its  citizens  i'rom  doing  to  another  citizen  what  the  city  of 
New  York  does  to  its  neighbors.  Moreover  any  citizen  wlio  should  dump  such  refuse 
on  a  lot  or  street  as  is  brought  to  the  shores  of  Long  Island  and  New  .lersey  would 
be  arrested  and  punished.  It  seems  to  me  time  that  the  authorities  should  find  an 
uuinjurious  method  of  disposal,  and  cea«e  to  create  nuisances  on  the  premises  of  her 
neighbors. 

Yours,  trulj', 

E.  G.  Jankway. 

Lieut.  Commander  Danikl  Delehanty. 


INDEX. 


[The  references  in  Roman  are  to  part  (or  volume),  and  thoae  in  Arabic  to  page.] 

A. 

Acacia  (schooner),  removal  of  wreck  of i>  62, 611 

A^ate  Bay,  Minn.,  improvement  of  harbor  at i,  308 ;  IV,  2011 

Annapee  and  Western  Railway  Company,  bridge  of i,  428 

Ahnapee  Harbor,  Wis.,  improvement  of 1, 321 ;  iv,  2064 

Aiikerij  Kate  V.  (schooner),  removal  of  wreck  of I,  174 ;  ii,  1128 

AkerSf  Annie  W,  (schooner),  removal  of  wreck  of i»  63, 614 

Alabama  River,  Ala. : 

Bridge  near  Montgomery,  construction  of I,  425 

Improvement  of I,  205 ;  ii,  1277 

Alameda  Harbor,  Cal.,  establishment  of  harbor  lines I,  424 ;  iv,  2505 

Albemarle  Sound,  N.  C,  improvement  of  waterway  between  Norfolk  Harbor 

and I,  151;  ii,  983 

Allegheny  River,  Pa. : 

Bridge  at  Creighton,  construction  of I,  428 

Bridge  below  Tareutum,  construction  of i,  428 

Dam  at  Herr  Islan^  construction  of i,  fi92 ;  iii,  1918 

Improvement  of I,  292 ;  in,  1913 

Alio  way  Creek,  N.  J.,  improvement  of i,  116;  ii,  855 

Alma  (vessel),  removal  of  wreck  of I,  62, 609 

Alpena  Harbor,  Mich.,  improvement  of I,  354 ;  iv,  2241 

Altamaha  River,  Ga.,  improvement  of I,  178 ;  ii,  1169 

Alva  (steam  yacht),  removal  of  wreck  of i,  62, 604 

Amite  River,  LU.,  improvement  of I,  222 ;  in,  1354 

Anacostia  River,  D.  C,  improvement  of ! I,  138 ;  ii,  939 

Anderson,  Eliza  (schooner),  removal  of  wreck  of i,  82, 712 

Anderson,  G,  W.  (steamer),  removal  of  wreck  of i,  232 ;  ill,  1383 

Ann,  Cape,  Mass.,  improvement  of  harbor  of  refuge  at  Sandy  Bay i>  39, 536 

Apalachicola  Bay,  Fla. ,  improvement  of i,  196 ;  ii,  1249 

Apalachicola  River,  Fla.,  improvement  of i,  197 ;  ii,  1252 

Appomattox  River,  Va.,  improvement  of i,  149 ;  ii,  981 

Appo(xuinimink  River,  Del.,  improvement  of 1, 119;  ii,  875 

Aquia  Cre^k,  Va.,  improvement  of 1, 139 ;  n,  944 

Arkansas  River: 

Bridge  at  Little  Rock,  Ark.,  construction  of i,  425 

Improvement  of 1, 252 ;  in,  1531 

Removing  obstructions  in 1, 251 ;  in,  1529 

Arthur  Kill,  N.  Y.  and  N.  J.,  improvement  of 1,97,798 

Arthur,  Lake,  La. ,  improvement  of i,  227 ;  in,  1372 

Ashland,  Wis.,  improvement  of  harbor  at i,  311 ;  iv,  2023 

Ashley  River,  S.  C.  • 

Improvement  of 1, 172 ;  ii,  1114 

Removal^f  wreck  in 1, 174 ;  n,  1128 

Ashtabula  Harbor,  Ohio ; 

Improvement  of i,  376 ;  iv,  2420 

Removal  of  wreck  off •. .  i,378;  iv,2426 

Assateague  Bay,  Va. ,  removal  of  wreck  off  Popes  Island ii,  907 

Assistants  to  the  Chief  of  Engineers 1, 444 

Atlantic  and  North  Carolina  Railroad  Company,  bridge  of i,  431 

Atlantic  Ocean,  removal  of  wreck  off  Southampton,  N.  Y i,  82, 713 

Augusta,  Ga.,  bridge  across  Savannah  River  near,  protection  of,  etc i,  429 
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B. 

Back  Cove,  Portland,  Me.,  improvement  of  channel  in i,  31, 517 

Bagaduce  River,  Me.,  improvement  of , i,  24, 498 

B«altimoro  and  Ohio  Kailroad  Company,  bridge  of i,  430 

Baltimore  Harbor,  Md. : 

Defense  of if  6, 14 

Improvement  of  channel  to i,  132 ;  ii.  909 

Improvement  of  channel  to  Curtis  Bay i,  133 ;  ii,  914 

Sea  walls  at i,  14 

Bar  Harbor,  Me.,  construction  of  breakwater  from  Mount  Desert  to  Porcupine 

Island, , 1,23,496 

Parhei'j  G.  (schooner),  removal  of  wreck  of IV,  2124 

BarmorCf  E,  //.  (steamer),  removal  of  wreck  of 1, 232 ;  in,  1383 

Bamegat  Light,  N.  J.,  removal  of  wreck  opposite 1, 117 ;  ir,  861 

Barren  River,  Ky.,  operating  and  care  of  lock  and  dam  on i,  302;  iii,  1972 

Bartholomew,  Bayou,  La.  and  Ark.,  improvement  of i,  242 ;  in,  1471 

Bass  River,  Mass.,  removal  of  wreck  near I,  63,  620 

Battalion  of  Engineers 1,17,469 

Batteries 1, 5, 11, 12 

Bay  Ridge  Channel,  New  York  Harbor,  N  Y.,  improvement  of 1, 91, 764 

Bearses  Shoal,  Mass.,  removal  of  wrecki-  on i>  63,  616, 617 

Beaufort  Harbor,  N.  C.  : 

Improvement  of 1, 160;  ii,  1031 

Improvementof  waterway  between  Newbem  (on  Neuse  River)  and.  i,  159;  ii,  1030 

Improvement  of  waterway  between  New  River  and . .  /. ,  i,  161 ;  ii,  1034 

Beaufort  River,  S.  C,  improvement  of 1, 174;  ii,  1125 

Beaver  River,  Pa.,  dam  in  Ohio  River  below 1, 287 ;  ill,  1870 

Bedlocs  Island,  N.  Y.,  sea  wall  at i;  14 

Belfast  Harbor,  Mo.,  improvement  of i>  26, 503 

Bellaire,  Ohio,  establishment  of  harbor  lines  in  Ohio  River Iy423;  ill,  1894 

Bellamy  River,  N.  II.,  improvement  of 1, 34, 523 

Benton  Harbor,  Mich.,  improvement  of  harbor  at  (St.  Joseph  Harbor) .  i,  339 ;  iv,  2192 
Bergen  County,  N.  J.,  construction  of  bridge  across  Passaic  River  at  Passaic 

by....* •- 1,428 

Berwind,  Edith  (schooner),  removal  of  wreck  of i,  152 ;  ii,  987 

Big  Black  River,  Miss. : 

Bridge  at  Hankiusons  Ferry,  construction  of i,  430 

Improvcnieut  of i,  244 ;  in,  1482 

Big  Ilatchce  River,  Tenn.,  improvement  of i,  249 ;  in,  1516 

Big  Pigeon  Bayou,  La.,  removal  of  wreck  in i,  232 ;  in,  1383 

Big  Sandy  River,  W.  Va.  and  }^y. : 

Improvement  of i,  305 ;  ni,  1992 

Improvement  of  Lovisa  Fork  of.  K v i,  305 ;  in,  2001 

Ini]»rovenient  of  Tng  Fork  of....*. .* 1,306;  in,  2002 

Big  Sunilower  River,  Miss.,  inii>rovemcnt  of i,  248;  ill,  1513 

Bills  for  bridges,  examination  of 1, 20 

Biloxi  Bay,  Miss.,  improvement  of  harbor  at Ij216;  ii,  1325 

Biloxi  Harbor.  Miss.,  improvement  of I,  216 ;  ii,  1325 

Black  Lake  Harbor,  Mich.,  improvement  of ^^3^3;  iv, 2206 

Black  River,  Ark.  and  Mo.,  improvement  of 1, 254 ;  in,  1555 

Black  River,  La.,  improvement  of i,  241 ;  in,  1455 

Black  River,  Mich. : 

Im])rovemcnt  of,  at  Port  Huron i,  358 ;  iv,  2251 

Ini])rovoin('nt  of  mouth  of I,  358 ;  iv,  2253 

Black  River,  N.  C,  improvementof i,  163;  n,  1042 

Black  River  Harbor,  Ohio,  improvement  of i,  374 ;  iv,  2406 

Black  Rock  Harbor,  C<mn.,  improvement  of 1,72,663 

Black  Warrior  River,  Ala. : 

Improvement  of  (below  Tuscaloosa) I>212;  ii,  1311 

Improvement  of,  between  Tuscaloosa  and  Daniels  Creek \  211;  ii,  1310 

Block  Island,  R.  I.,  improvement  of  harbor  of  refuge  at 1, 59, 597 

Block  Island  Sound,  R.  L,  removal  of  Avreck  in 1,82,711 

Blood  River,  La',  improvementof i»221;  in,  1352 

Board  of  Engineers,  The : 

Members i,  15 

Members,  additional  duties  of : 1,16 

Personal  examinations i,  16 

Reports,  summary  of i,  15 

Board  on  Fortiticaiions  or  other  Defenses 1, 4 
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a 

BoDuf  River,  La.,  improvement  of i,  243;  in,  1475 

Bogne  Chitto,  La.,  improvement  of i,  218 ;  ii,  1331* 

Bogue  Falia,  La.,  improvement  of 1, 220 ;  ill,  1349 

Booth  Brothers  (scliooner),  removal  of  ^vIvck  of i,  1 17 ;  ii,  861 

Boston,  Mass.,  bridge  across  Chelsea  Creek,  by  city  of,  reconstruction  of 1, 428 

Boston  Harbor,  Mass. : 

Defense  of i,  5, 6, 7 

Grovers  Clift',  site  for  fortification i,  13 

Improvement  of * '. i»  4.4, 549 

Boyds  Ferry,  Tenu.,  constrnction  of  bridge  across  ttolston  River  i,  427 

Bradford,  Mass.,  alteration  of  city  bridge  obstructing  Merrimac  River  between 

Haverhill  and i,430      . 

Brandy  wine  Creek,  Del.,  removal  of  wreck  in i,  132 ;  ii,  9(7/ 

Brazoria  County,  Tex. : 

Construction  of  bridge  across  Brazos  River  by! i,  428 

Construction  of  bridge  across  San  Bernard  River  by i,  ,426 

Brazos  River,  Tex.,  construction  oF  bridge  at  Columbia :  1, 428 

.  Brazos  Santiago,  Tex.,  improvement  of  harbor  at i,  237 ;  in,  1413 

Breakwaters  built  by  the  United'States, occupancy  or  injury  of. . .  1, 20, 431 ;  vi,  3189 

Breeze,  Point,  Schuylkill  River,  removal  of  wreck  below  ..\ i,  118 ;  ii,  862 

Bridesburg,  Pa.,  removal  of  Avreck  in  Delaware  River  at i»  117 ;  ii,  861 

Bridgeport  Harbor,  Coun.,  improvement  of i,  71, 659 

Bridges : 

Construction  of,  across  navigable  waters i;  20, 424 

Examination  of  bills  of  Congress  for i,  20 

Examination  of  plans  and  locations  ot  proposed i,  20, 424 

Obstructing  navigation,  action  upon i,  20, 430 

Brigantino  Shoal,  N.  J.,  removal  of  wreck  from i,  117 ;  ii,  861 

Bristol  County,  Mass.,  construction  of  bridge  across  East  Branch  of  West- 
port  River  at  Westport  Point  by i,  429 

Broad  Creek  River,  Del.,  improvement  of '. i,  128 ;  if,  897 

Broadklln  River,  Del.,  improvement  of i,  123 ;  n,  883 

Browns  Creek,  Sayvillo,  N.  Y.,  improvement  of. , i,  81, 708 

Browns  Ledge,  Mass.,  removal  of  wreck  near i,  63, 619 

Brunswick  Harbor,  Ga. : 

Improvement  of i,  180 ;  ii,  1187 

Improvement  of  outer  bar  at i,  180 ;  n,  1193 

r.iiifalo,  N.  Y. : 

Improvement  of  channels  in  connecting  waters  of  Great  Lakes  between 

Chicago,  Duluth,  and i,361;  iv,2261 

Improvement  of  harbor  at -. i,  380 ;  iv,  2438 

KuiValo  Bayou,  Tex. : 

Bridge  at  Houston,  construction  of * i,  428 

Improvement  of i,  237;  in,  1409 

Burlington  Harbor,  Vt.,  improvement  of i,  390 ;  i v,  2496 

Buttermilk  Channel,  New  York  Harbor,  N.  Y.,  improvement  of i,  90, 761 

Cable  galleries i,  6 

Cache  River,  Ark.,  improvement  of i,  254 ;  in,  1554 

Cahaba  River,  Ala.,  improvement  of i,  209 ;  ii,  1298 

Calcasieu  River,  La.,  improvement  of  month  and  passes  of i,  228 ;  in,  1373 

California: 

Department  of,  report  of  engineer  officer '. i,  443 ;  vi,  3453 

Hydraulic  mining  and  mining  d<5bris  in i,  421 ;  vi,  3169 

California  Debris  Commission i,  421 ;  vi,  3169 

Caloosahatchee  River,  Fla.,  improvement  of 1, 190 ;  ii,  1233 

Calumet  Harbor,  111.,  improvement  of i,  332 ;  i v,  2138 

Calumet  River,  111.  and  Ind. : 

Bridge  at  South  Chicago,  alteration  of i.  430 

Bridge  at  South  Chicago,  construction  of i,  425 

Improvement  ot* i,  333 ;  i v,  2143 

Cambridge,  Md.,  construction  of  bridge  across  Cambridge  Harbor  at i,  429 

Cambridge  Harbor,  Md. : 

Constrnction  of  bridge  across,  at  Cambridge i,  429 

Improvement  of i»128;  ii,  895 

Camden  Harbor,  Me. ,  improvement  of 1, 26, 505 

Camden  Harbor,  N.  J. : 

Establishment  of  harbor  lines i,  423 ;  ii,  864 

Improvement  of 1,108,110;  11,827,836 
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CanalB,  etc. : 

Allegheny  River,  construction  of  dam  at  Herr  Island,  Pa  - . ; i,  292 ;  iii,  1918 

Barren   and  Green  rivers,    Ky.,  operating  and  care  of  locks  and  dams 

on 1,302;  in,  1972 

Big  Sandy  River,  construction  of  lock  and  dam  near  Louisa,  Ky.  i,  305;  in,  1992 
Chincoteague  Bay,  construction  of  temporary  bridge  across  canal  connect- 
ing Delaware  Bay  and i,  430 

Clubfoot  and  Harlowe  Canal,  improvement  of  waterway  via i,  159;  ii,  1030 

Columbia  River,  Oreg.,  constructioft  of  Cascades  Canal i,  415:  iv%  2645 

Coosa  River,  Ga.  and  Ala.,  operating  and  care  of  locks  and  dams  on.  i,  20o^  n,  1297 
Cumberland    River,    Tenu.    and   Ky.,    construction  of  locks   and  dams 

on 1,278;  m,  1804 

•       Fox  River  and  canal,  Wis.,  construction  of  bridge  across,  at  De  Pere i,  427 

Fox  River  and  canal.  Wis.,  construction  of  bridge  across,  at  Kaukauna i,  427 

Fox  River,  Wis.,  constructioil  of  bridge  across  lock  of  canal  at  Little  Chute,  i,  429 

Fox  River,  Wis.,  operating  and  care  of  locks  and  dams  on i,  330 ;  iv,  2111 

Galena  River,  111 .,  operating  and  care  of i,  263 ;  in,  1691 

Great  Kanawha  River,  W.  V  a.,  construction  of -locks  and  dams  on.  i,  297 ;  in,  1951 
Great  Kanawha  River,  W.  Va.,  operating  and  care  of  locks  and  dams 

on 1,299;  111,1962 

Green  River,  Ky.,  construction  of  Lock  No.  5 1, 302;  in,  1971 

Green  River,  Ky.,  reconstruction  of  Lock  No.  2  at  Rumsey i,  302 ;  in,  1968 

Green  and  Barren  rivers,  Ky.,  operating  and  care  of  locks  and  dams 

on ,.1,302;  in,  1972 

Illinois  and  Mississippi  Canal,  111.,  construction  of i,  336 ;  iv,  2162 

Illinois  River,  111.,  operating  and  care  of  La  Grange  and  Kampsville  locks 

and  dams p,  335;  iv,  2159 

Kentucky  River,  Ky.,  construction  of  locks  and  dams  on 1, 303;  m,  1980 

Kentucky  River,  Ky.,  operating  and  care  of  locks  and  dams  on.,  i,  304;  in,  1983 
Keweenaw  Point,  Mich.,  improvement  of  waterway  from  Lake  Superior 

to  Keweenaw  Bay i,  312 ;  iv,  2029 

»      Keweenaw  Point,   Mich.,  operating   and  care  of  waterway  from    Lake 

Superior  to  Keweenaw  Bay i,  313 ;  iv,  2029 

Little   Kanawha   River,  W.  Va.,  operating  and  care  of   lock  and  dam 

on I,  307 ;  in,  2007 

MiKsi.ssij>i)i  River,  construction  of  locks  and  dams  between  Minneapolis 

and  St.  Paul,  Minn in,  1640, 1681 

Mississippi  River,  operating  and  care  of  Des  Moines  Rapids  Canal  and  dry 

dock  1,263;  in,  1684 

Monongahohi  River,  construction  of  locks  and  dams  on i,  290;  in,  1903 

Monon^ahola    iiiver,    operating    and    care  of   locks    and    dams    Nos.  8 

and  9 i,  291 ;  in,  1908 

Monongahela  River,  purchase  of  Lock  and  Dam  No.  6 i,  291 ;  in,  1911 

Mnnongahela  River,  ])iirchase  of  Lock  and  Dam  No.  7 i,  291 ;  in,  1911 

Muskingum  River,  Ohio,  o])erating  and  care  of  locks  and  dams  on  i,  289;  in,  1876 

Ohio  River,  below  Beaver  River,  Pa.,  construction  of  dam i>287;  in,  1870 

Ohio  River,  location  of  Dam  No.  2 1,287 

Ohio  Kiver,  operating  and  care  of  Davis  Inland  Dam 1,287;  in,  1867 

Ohio  River,  operating  and  care  of  Louisville  and  Portland  Canal  i,  295;  in,  1935 

St.  Clair  Fhits  Canal,  Mich.,  improvement  of i,  365 ;  iv,  2371 

St.  Clair  Flats  Canal,  Mich.,  operating  and  care  of 1,366;  I v,  2373 

St.  Marys  Falls  Canal,  Mich.,  operating  and  care  of 1, 363 ;  iv,  2267 

St.  Marys  Falls  Canal,  Mich.,  water  levels 1,441;  vi,  3319,  3't30 

Sturgeon    Bay    and    Lake    Michigan    Ship    Canal,    Wis.,    improvement 

of '. I,  319 ;  IV,  2056 

Stur;::<M)n  Hay  and  Lake  Michigan  Ship  Canal,  Wis.,  improvement  of  harbor 

of  refuge  at  easttiiii  entrance i,  321 ;  i v,  2062 

Sturgeon  Bay  and  Lake  Michigan  Ship  Canal,  Wis.,  operating  and  care 

of 1,  320 ;  IV,  2058 

Tenn<'8seo  Kiver,  operating  and  care  of  Muscle  Shoals  Canal i,  284;  in,  1828 

Canapitsit  Channel,  Mass.,  ini]H'ovenient  of I,  54,  584 

Canarsie  Bay,  N.  Y.,  inijirovemeut  of I,  96.  795 

Caney  Fork'h'iver,  Tenn.,  improvement  of 1,282;  in.  1818 

Cape  Ann,  Mass.,  improvement  of  harbor  of  refuge  at  Sandy  Bay I,  39,  536 

Ca])e  Charles,  Va.,  removal  of  wrecks  off 1, 152 ;  n,  987 

Ca])e  Charles  City,Va.,  improvement  of  harbor  and  approaches  at i,  131 ;  n,  904 

Cajie  Fear  (North  East)  River,  N.  C,  improvement  of 1, 163 ;  ii,  1040 

Cape  Fear  River,  N.  (■. : 

Improvement  of,  above  Wilmington I,  164  ;  ii,  1044 

Improvement  of,  at  and  below  Wilmington 1, 164 ;  ii,  10-1:7 

Removal  of  wrecks  in  and  near  mouth  of i,  168 ;  n,  1065 
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Cape  Hatteras^  N.  C,  removal  of  wreck  near i,  168;  ii,  1065 

Cape  Lookout  light-house,  removal  of  wrecks  uear i,  168 ;  ii,  1065 

Carabelle,  Tallahassee  and  Georgia  Railroad  Company,  bridge  of i,  431 

Carriages,  disappearing i,  5, 12 

Cascades  Canal,  Columbia  River,  Oreg.,  construction  of i,  415 ;  iv,  2645 

Casemates,  mining 1, 6 

Cedar  Bayou,  Tex.,  improvement  of i,  236 ;  m,  1405 

Cedar  Keys,  Fla.,  improvement  of  harbor  at •!,  194 ;  ii,  1244 

Cedar  River  Harbor,  Mich.,  improvement  of I,  315 ;  iv,  2043 

Chauiplain,  Lake: 

Breakwater  at  Rouse  Point,  N.  Y i,  390;  iv,  2492 

Improvement  of  Narrows  of i,  392 ;  iv,  2499 

Charles,  Cape,  Va.,  removal  of  wrecks  at i,  152 ;  ii,  987 

Charles  River,  Boston  Harbor,  Mass.,  improvement  of i,  44, 552 

Charleston  Harbor,  S.  C. : 

Bridge  obstructing  cove  at  SuUivans  Island,  alteration  of I,  431 

Defense  of i,  6 

Improvement  of : i,  172 ;  ii,  1101 

Removal  of  wreck  in i,  174 ;  ii,  1128 

Sullivans  Island,  site  for  fortification. r,  13 

Charlevoix  Harbor,  Mich.,  improvement  of I,  352 ;  iv,  2233 

Charlotte  Harbor,  Fla.,  improvement  of ; i,  191 ;  ii,  1236 

Charlotte  Harbor,  N.  Y.,  improvement  of i,  383 ;  ii,  2455 

Charts,  Northern  and  Northwestern  Lakes,  correcting,  printing,  and  issuing 

of 1,438,440;  vi,3315 

Chatham,  Mass.,  removal  of  wreck  near i,  62, 611 

Chatham  Bar,  Mass.,  removal  of  wreck  from i,  49, 568 

Chatham  Harbor,  Mass. : 

Improvement  of i^^^,  566 

Removal  of  wrecks  off I,  49, 568 

Chatham  lights,  Mass.,  removal  of  wreck  near : i,  63, 618 

Chatham  Roads  (Old),  Mass.,  removal  of  wreck  in i,  63, 613 

Chattahoochee  River,  Ga.  and  Ala. : 

Improvement  of i,  200 ;  ii,  1258 

Improvement  of,  between  West  Point  and  Franklin,  Ga i,  201 ;  ii,  1261 

Cheat  River,  W.  Va.,  improvement  of i,  291 ;  iii,  1911 

Cheboygan  Harbor,  Mich.,  improvement  of i,  353 ;  iv,  2239 

Chefuncte  River,  La.,  improvement  of i,  220 ;  iii,  1349 

Chehalis  River,  Wash. : 

Improvement  of l,  411 ;  iv,  2604 

Improvement  of  Grays  Harbor  and i,  410;  iv,  2597 

Chelsea  Creek,  Mass.,  reconstruction  of  bridge  at  Boston i,  428 

Chesapeake  Bay,  removal  of  wrecks  in i,  132, 152 ;  ii,  906,  987 

Chester  l^iver,  Md.,  improvement  of,  from  Crumpton  to  Jones  Lauding,  i,  125;  ii,  889 
Chicago,  111. : 

Bridge  across  Chicago  River  between  Jackson  and  Van  Buren  streets,  con- 
struction of 1, 427 

Bridge  east  of  Wells  street,  across  Chicago  River,  construction  of i,  428 

Bridge  east  of  Wells  street  bridge,  across  Chicago  River,  construction  of.  1,429 
Bridge  of  city  across  Chicago  River  at  Van  Buren  street,  reconstruction  of.  i,  427 
Improvement  of  channels  in  connecting  waters  of  Great  Lakes  between 

Duluth,  Buffalo,  and i,  361 ;  iv,  2261 

Improvement  of  harbor  of 1, 331 ;  iv,  2127 

Chicago  River,  111. : 

Bridge  across  South  Branch  of,  at  Van  Buren  street,  reconstruction  of i,  427 

Bridge  across  South  Branch  of,  between  Jackson  and  Van  Buren  streets, 

construction  of i,  427 

Bridge  east  of  Wells  street  bridge,  Chicago,  construction  of i,  429 

Bridge  east  of  Wells  street,  Chicago,  construction  of 1, 428 

Chicago  (South),  111.: 

Alteration  of  bridge  across  Calumet  River i,  430 

Construction  of  bridge  across  Calumet  River i,  425 

Chickahominy" River,  Va.,  improvement  of i,149;  ii,  980 

Chickasahay  River,  Miss.,  improvement  of i,  215;  ii,  1322 

Chief  of  Engineers,  Ofl&ce  of  the i,  444 

Chincoteague  Bay : 

Bridge  (temporary)  across  canal  connecting  Delaware  Bay  and,  construc- 
tion of 1,430 

Improvement  of  inland  waterway  from  Delaware  Bay  near  Lewes  to.  i,  123;  ii,  884 
Chipola  River,  Fla.,  improvement  of i,  197 ;  ii,  1252 
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Chippewa  River,  Wis. : 

Improvement  of 1,266;  ill,  1718 

Reservoirs  at  sources  of,  surveys  for ui,  1736 

Chitto,  Bogue,  La.,  improvement  of i/2lS ;  n,  1331 

Choctaw hatcbee  River^  Fla.  and  Ala.,  improvement  of i . . . :.  i,  202 ;  ii,  1263 

Choptank  River,  Mtl.,  improvement  of i,  126 ;  ii,  891 

Christiana  River,  Del. : 

Improvement  of  Wilmington  Harbor 1, 118;  11,870 

Removal  of  wreck  in 1, 132;  ii,  906 

Cbnrcbills  Ferry,  Texas,  construction  of  brid^je  across  San  Bernard  River 1,426 

Cincinnati,  Ohio,  examination  and  survey  for  ico  harbors  at  mouths  of  Craw-    • 

fish  and  Mill  creeks ijStPS;  111,1890 

Clark  River,  S.  C,  improvement  of i»  170;  ii,  1079 

Clarke  County,  Wash.,  construction  of  bridfje  across  ^ast   Fork  of  Lewis 

River  by ..1,428 

Clarke  J  David  (steamer),  removal  of  wreck  of i,  182 ;  ii,  1209 

Clendennin,  W.  Va.,  construction  of  bridge  across  Elk  River 1,429 

Cleveland  Harbor,  Ohio,  improvement  of 1, 375;  iv,  2409 

Clinch  River,  Tenn.,  improvement  of 1, 277 ;  ill,  1801 

Clinton  Harbor,  Conn.,  improvement  of ii  ^,  640 

Clinton  River,  Mich.,  improvement  of 1,359;  lY,  2254 

Clubfoot  and  llarlowe  Canal,  N.  C,  improvement  of  waterway  via...  1, 159;  ii,  1030 

Clubfoot  River,  N.  C,  impiovcment  of  waterway  via 1,159;  11.1030 

Cocheco  River,  N.  H.,  improvement  of i>  34, 524 

CoH,  W.  W,  (steamer),  removal  of  wreck  of 1, 145 ;  ii,  971 

Colorado  River,  at  Yuma,  Ariz.,  improvement  of i,  397;  iv,2521 

Columbia,  Department  of  the,  report  of  engineer  officer 1, 443 ;  VI,  3452 

Columbia,  Tex.,  construction  of  bridge  across  Brazos  River  at 1,428 

Colum*bia  River,  Oreg.  and  Wash. : 

Construction  of  Cascades  Canal i,  415 ;  iv,  2845 

Examination   for  improvement  between  Three  Mile   Rapids  and  Celilo 

Falls 1,418;  iv,2664 

Gauging i,418;  iv,2664 

Improvement  of,  between  Rock  Island  Rapids  and  Priest  Rnpids .  i,  409:  iv,  2593 

Improvement  of,  between  Vancouver  and  Willamette  River i,  414 ;  iv,  2643 

Improvement  of  mouth  of 1, 413 ;  iv,  2631 

Improvement  of  Snake  River  and  upper  part  of i,  408 ;  i  v,  2593 

Improvement  of  Willamette  River  and,  below  Portlantl i,  416 ;  iv,  2651 

Common  Flats,  Old  Cliatham  Roads,  Mass.,  removal  of  wreck  on i,  63,  613 

Com]) ton  Creek,  N.  J.,  improvement  of 1, 105. 818 

Conecuh  River,  Ala.,  improvement  of i,  204;  ii,  1275 

Coii^areo  River,  S.  C,  improvement  of i,  171 ;  ii,  1092 

Conneaut  Harbor,  Ohio,  im]>rovenient  of I,  377;  iv,  2423 

Connecticut  River,  Mass.  and  Conn. : 

Improvement  of I,  65, 630 

Improvement  of,  above  Hartford i.  65,  630 

Improvement  of,  below  Hartford i,  66,  632 

Conteutnia  Creek,  N.  ('. : 

Bridge  near  Grifton,  construction  of i,  426 

Improvement  of i,  157 ;  ii,  1022 

Contin<;encie8,  examinations,  and  surveys  of  rivers  and  harbors,  estimates  for.  i,  419 

Coos  Bay  and  Harbor,  Oreg.,  im])rovement  of i,  403 ;  iv,  2561 

Coosa  River,  Ga.  and  Ala. : 

Improvement  of 1, 206 ;  ii,  1285 

Improvement  of,  between  Rome,  Ga.,  and  East  Tennessee,  Virginia  and 

(Georgia  Railroad  bridge I,  207 ;  ii,  1286 

Improvement  of,  between  Wetnmpka,  Ala.,  and  East  Tennessee,  Virginia 

a  lid  Georgia  Railroad  bridge I,  ^8 ;  ii,  1291 

Operating  and  care  ot  locks  and  dams  on 1,208;  11,1297 

Coquille  River,  Oreg. : 

Improvement  of,  at  the  entrance i,  402;  iv,  2,^53 

Improvement  of,  between  Coquille  City  and  Myrtle  Point 1,403;  iv,  2558 

Corney,  Bayon,  La.,  improvement  of i,  242;  in,  1468 

Cori)orations,  oecupancy  or  injury  of  public  structures  by...l...   1,20,431;  vx,  3189 
Corps  of  Engineers: 

Number  of  ottieers j. .       i, 3 

Changes  during  the  year i,  3 

Distribution  of  officers I,  3,  444 

Laws  of  Fifty-third  Congress,  second  session,  ati'ecting  the ^'i,  3455 

Oftieers  detached 1,4 
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Cos  Cob  Harbor,  Conn.,  improvoment  of i,  75, 681 

Conr tableau,  Bayoa,  La. ,  improvement  of i,  226 ;  ill,  1365 

Cow  Bayou ,  Tex.,  construction  of  bridge  of  Orange  County  across i,  426 

Cowlitz  River,  Wash.,  improvement  of 1, 417 ;  iv,  2662 

Crawfish  Creek,  Cincinnati,  Ohio,  examination  and  survey  for  ice  harbor  at 

mouth  of 1,289;  in,  1890 

Creighton  Bridge  Company,  bridge  of ^. ..... .  i,  428 

Creighton,  Pa.,  construction  of  bridge  across  Allegheny  River *. . .  i,  428 

Cross-over    Light,    St.    Lawrence    River,   N.    Y.,    improvement    of    shoals 

near i,389;  iv,2489 

Cumberland  River,  Tenn.  and  Ky. :.  .       . 

Construction  of  locks  and  dams  on i,  278 ;  iii,  1804 

Improvement  of .....: i,  278 ;  ill,  1804 

Improvement  of,  ab<4ve  Nashville,  Tenn i,  279 ;  in,  1807 

Improvement  of,  below  Nashville,  Tenn i,  278 ;  in,  1805 

Cumberland  Sound,  Ga.,  improvement  of i,  181 ;  il,  1200 

Current  River,  Ark.  and  Mo.,  improvement  of i,  254 

Currituck  Sound,  N.  C,  improvement  of  waterway  through i,  151 ;  ii,  983 

Curtis  Bay,  Md.^  improvement  of  channel  to.... i,  133;  ii, 914 

Cushfugs  Island,  Me.,  site  for  fortification i,  13 

Cut-off,  Apalachi<M>la  River,  Fla. ,  improvement  of i,  197 ;  ii,  1252 

•  Cuttyhunk,  Mass.,  removal  of  wreck  near ; . i,  63, 619 

D. 

Dams  and  locks.     See  Canals. 

D'Arbonne  Bayou,  La.,  improvement  of ■...  1, 242 ;  in,  1468 

Darien  Harbor,  Ga.,  improvement  of  i... i,  177;  ii,  1166 

Davids  Island,  N.  Y.,  sea  wall  and  embankment  at 1, 14 

Davis  Island  Dam,  Ohio  River,  operating  and  care  of. » ....   i,  287 ;  in,  1867 

Defenses.     Sec  Fortifications. 

De  Guerre  Point,  Cal.,  construction  of  dam  in  Yuba  River  at i,  421 ;  vi,  3174 

Delaware  Bay : 

Bridge  (temporary)  across  canal  connecting  Chincoteague  Bay  and,  con- 
struction of 1,430 

Ice  harbor  at  head  of,  improvement  of ^ i,  112;  ii,  849 

Inland  waterway  from  Chincoteague  Bay,  Va.,  to,  near  Lewes,  improve- 
ment of 1, 123;  11,884 

Pier  at  Lowes,  Del.,  construction  of i i,  113;  ii,  850 

Wreck,  removal  of.  .1 : ii,  862 

Delaware  Breakwater,  Del.y  improvement  of.  ^ i,  114 ;  ii,  852 

Delaware  River,  N.  J.  and.  Pa. : 

At  Camden,  N.  J.,  improvement  of 1,108,110;  n,  827, 836 

At  Philadelphia,  Pa.,  improvement  of i,  108, 110 ;  n,  827, 836 

Between  Philadel])hia  and  Camden,  improvement  of i,  110;  n,  836 

Harbor  lines  at  Philadelphia«and  Camden,  establishment  of i,  423 ;  ii,  864 

Ice  harbor  at  Marcus  Hook,  Pa.,  improvement  of i,  112 ;  n,  848 

Improvement  of i,  108 ;  ii,  827 

Mitfliu,  Fort,  Pa.,  sale  of  Government  land  in  vicinityiof i,  461 

Wrecks,  removal  of 1,117,118;  11,861,862 

De  Pere,  Wis.,  construction  of  bridge  across  Fox  River  and«canal  by  city  of.,  i, 427 

Depot,  engineer i,  18, 474 

Des  Moines  Rapids  Canal  and  dry  dock,  Mississippi  River,  operating  and 

care  of i,263;  in,  1684 

Des  Moines  Rapids,  Misaissippi  River,  improvement  of i,  263 ;  in,  1683 

Detroit  River,  Mich.,  improvement  of i,  367 ;  iv,  2376 

Disappearing  carriages i,  5, 12 

District  of  Columbia: 

Great  Falls,  Potomac  River,  use  of  water  power  for  electric  lighting. ..  vi,  3256 

Public  buildings  and  grounds 1,435;  vi,3265 

Washington  aqueduct ; 1,432;  VI,  3193 

Washington  monument i,  435 ;  vi,  3267 

Water  supply  of  Washington,  D.  C,  increasing i,  434;  vi,  3222 

Division  engineers i,  20 

Divisions,  engineer i,  20 

•Dog  River,  Ala.,  construction  of  bridge  across i,  426 

Dorchester  County,  Md.,  construction  of  bridge  across  Cambridge  Harbor  at 

Cambridge  by 1,429 

DoWf  Mary  E.  H.  G,  (schooner),  removal  of  wreck  of 1, 152 ;  ii,  987 

.Duck  Island  Harbor,  Conn.,  improvement  of  harbor  of  refuge  at h^t  ^^ 
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Duluth,  Minn. : 

Improvement  of  channels  in  connecting  waters  of  Great  Lakes  between 

Buffalo,  Chicago,  and 1, 361 ;  I v,  2261 

Improvement  of liarbor  at I,  309 ;  iv,  2014 

Dunkirk  Harbor,  N.  Y.,  improvement  of I,  379;  iv,  2434 

Dunnellon,  Fla.,  construction  of  bridge  across  Withlacoochee  Hiver i,  429 

E. 

Eagle  Harbor,  Mich.,  improvement  of i,  312 ;  i v,  2028 

East  Chester  Creek,  N.  Y.,  improvement  of i,  77, 688 

East  Liverpool  Bridge  Company,  bridge  of i,  425 

East  Liverpool,  Ohio,  construction  of  bridge  across  Ohio  River i,  425 

East  River,  N.  Y. :  ^ 

Improvement  of i,  87. 751 

Removal  of  wrecks  off  Sunken  Meadow i,  95, 785, 786 

Eastern  Branch  of  Potomac  River.     See  Anacostia  River. 

Edgartown,  Marthas  Vineyard,  Mass.,  improvement  of  inner  harbor  at 1,51,576 

Edisto  River,  S.  C,  improvement  of i,  173 ;  ii,  1119 

Elizabeth  River,  N.  J.; 

Improvement  of i,  100, 804 

Removal  of  wrecks  in 1, 108, 823 

Elizabeth  River,  Va.,  bridge  across  Western  Branch  of,  between  West  Norfolk 

and  Port  Norfolk,  construction  of 1, 429 

Elk  River,  Md.,  improvement  of 1, 124 :  ii,  888 

Elk  River,  W.  Va. : 

Bridge  at  Clendennin,  construction  of ,. I,  429 

Improvement  of ' i,  299;  ill,  1963 

Embankments i,  14 

Emplacements  for  guns  and  mortars i,  5, 11 

Enchantress  (schooner),  removal  of  wreck  of 1, 168 ;  ii,  1065 

Engineer  depot i»  18,  474 

Engineer  divisions 1,20 

Engineer  School,  United  States i,  17,  468 

Engineers,  battalion  of i»  17,  469 

Engineers,  Corps  of.     Sec  Corps  of  Engineers. 

Engineers,  division i,  20 

Engineers,  Office  of  the  Chief  of i,  444 

Engineers,  The  Board  of: 

Members 1, 15 

Members,  additional  duties  of I,  16 

Personal  examinations i,  16 

Reports,  summary  of I,  15 

Enterprise  (canal  boat),  removal  of  wreck  of i,  118 ;  ii,  862 

Erie  Harbor,  Pa. : 

Improvement  of i,  378 ;  i v,  2427 

Preservation  of  Prescpie  Isle  Peninsula I,  379 ;  I v,  2433 

Erie,  Lake: 

Seeaho  Northern  juul  Northwestern  Lakes. 

Removal  of  wreck  off  Ashtabula  Harbor,  Ohio i,  378 ;  iv,  2426 

Water  levels I,  441 ;  vi,  3430,  3431 

Escambia  River,  Fla.,  improvement  of I,  204;  ii,  1275 

Essex  River,  Mass.,  improvemont  of i»  39,  536 

Estimates: 

California  Ddbris  Commission VI,  3175 

Kn<;ineer  dei)()t I,  19 

Examinations,  surveys,  and  contingencies  of  rivers  and  harbors i,  419 

Fortifications I,  5,  15 

Great  Falls,  Potomac  River,  erection  of  lish ways  at 1,  435 

Maps,  publication  of .' 1,443 

Mississippi  River  Commission I,  421 

Missouri  River  (^'ommission i,  421 

New  York  Harbor,  supervision  of I,  420 

Northern  and  Northwestern  Lakes i,  441 

Public  buil(lin«;s  and  grounds,  and  Washington  znonument,  District  of 

Columbia j,  437 

Rivers  and  harbors I,  19 

Surveys  and  reconnaissances  and  publication  of  maps I,  443 

Washington  acjueduct i,  434 

Washington,  I).  (\,  increasing  water  suppl v  of i,  435 

Yellowstone  National  Park,  roads  and  bridges  in   1, 442 
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Everett  Harbor,  Wash. : 

Establishment  of  harbor  lines i,424;  iv,2627 

Improvement  of iv,  2623 

Examinations,  surveys,  and  contingencies  of  rivers  and  harbors,  estimates  for.  i,  413 
Explorations,  reconnaissances,  and  surveys  in  military  departments.,  i,  449;  vi,  3451 

F. 

Fairlee  Creek,  Md.,  improvement  of i>  125 ;  ii,  888 

Fairport  Harbor,  Ohio,  improvement  of i,  376 ;  iv,  2414 

F«lia,  Bogne,  Fla.,  improvement  of ' i,  220 ;  iii,  1349 

Falls  of  Ohio  River: 

Improvement  of,  Louisville,  Ky i,  293 ;  iii,  1929 

Improvemeyt  of  Indiaua  Chute I,  295 ;  iii,  1933 

Faitiswortlif  G,  M.  (schooner),  removal  of  wreck  of i,  63, 613 

Faulkners  Island,  Long  Island  Sound,  removal  of  wreck  near i,  82, 712 

Feather  River,  Cal. : 

Improvement  of i,  399;  iv,  2533 

Improvement  of,  and  tributaries i,  421 ;  vi,  3174 

Femandina,    Fla,,   improvement  of   inside    route  between   Savannah,    Ga., 

and ^ 1,182;  ii,  1206 

Fishing  Creek,  N.  C,  improvement  of 1, 156;  ii,  1018 

Fish  ways  at  Great  Falls  of  Potomac  River,  erection  of 1, 435 ;  vi,  3224 

Five  Mile  River  Harbor,  Conn.,  iinprovement  of i,  74, 674 

Flint  River,  Ga.,  improvement  of i,  198;  ii,  1255 

Flood  Rock  (U.  S.  dredge),  removal  of  wreck  of 1, 95,  785 

Flushing  Bay.,  N.  Y.,  improvement  of i,  80, 703 

Forked  Deer  River,  Tenn.,  improvement  of i,  250 ;  iii,  1519 

Fort  Point  Channel,  Mass.     See  Boston  Harbor. 
Fortifications: 

Allotments i,  6, 12 

Appropriations  •. i,  5 

Board  on,  or  other  defenses i,  4 

Estimates 1, 5, 15 

PrcHervation  and  repair  of i,  12 

Projects 1, 5 

Sites  for,  acquisition  of • i,  13 

Fourche  Le  Fevre  River,  Ark.,  improvement  bf i,  252 ;  in,  1544 

Fowl  River,  Ala.,  construction  of  bridge  across i,  426 

Fox  River,  Wis. : 

Bridge  at  De  Pere,  construction  of 1, 427 

Bridge  at  Kaukauna  across  river  and  canal,  construction  of i,  427 

Improvement  of i,  329 ;  i v,  2103 

Operating  and  care  of  locks  and  dams  on i,  330 ;  iv,  211 1 

Frankfort  Harbor,  Mich.,  improvement  of i,  351 ;  i v,  2230 

Fi'anklin  (schooner),  removal  of  wreck  of i»  63, 616 

French  Broad  River,  Tenn.,  improvement  of i,  276 ;  in,  1797 

G. 

Galena  River,  111.,  operating  and  care  of I,  263 ;  in,  1691 

Gfilleries,  cable i,  6 

Galveston  Bay,  Tex. : 

Improvement  of  channel  in  West  Galveston  Bay i,  235 ;  in,  1399 

Improvement  of  ship  channel  in 1, 234 ;  in,  1396 

Galveston  Harbor,  Tex.,  improvement  of  entrance  to i,  233 ;  in,  1389 

Gasconade  River,  Mo.,  improvement  of i,  259 ;  in,  1617 

Gauley  River,  W.  Va.,  improvement  of i,  3(X);  in,  1964 

Gedney  Channel,  New  York  Harbor,  N.  Y.,  removal  of  wreck  in i,  95,  785 

General  Grant  (canal  boat),  removal  of  wreck  of i,  117,   ii,^6) 

Genesee  River,  N,  Y.     See  Charlotte  Harbor. 

George,  Lake,  Fla.,  improvement  of  Volusia  Bar  at  head  of i,  186 ;  ii,  1220 

Georgetown  Harbor,  S.  C,  improvement  of 1, 166 ;  n,  1057 

Georgia,  improvement  of  inside  waterway  along  coast  of i,  182 ;  n,  1206 

Gila  River,  Ariz.,  improvement  of,  at  Yuma i,  397;  iv,  2521 

Gills  Landing,  Wis.,  construction  of  bridge  across  Wolf  River i,  427 

Glen  Cove  Harbor,  N.  Y.,  improvement  of i,  79,  700 

Gloucester  Harbor,  Mass.,  improvement  of i,  40,  539 

Gonsoulin,  Adrien,  bridge  of i,  429 

Goodyear,  C.  P.,  improvement  of  outer  bar  at  Brunswick,  Ga.,  by.. .  i,  180;  ii,  1193 
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Goslieii  Creek,  N.  J.,  improvement  of ,. ....  i,  117;  n»  859 

Governors  Island,  N.  Y.y  sea  wall  and  embankment  at * ..     I,  14 

Gowanus  Bay,  N.  Y.,  improvement  of ^ i,  91,    764 

Gowanus  Creek  Channel,  New  York  Harbor,  N.  Y.,  improvement  of i,  91,   764 

Grand  Haven  Harbor,  Mich.,  improvement  of i,  348 ;  i v,  2208 

Grand  Lake,  La.,  improvement  of i,  227 ;  ill,  1372 

Grand  Marais,  Mich.,  improvement  of  harbor  of  refuge  at i,  314;  iv,  2037 

Grand  Marais,  Minn.,  improvement  of  harbor  at i,  308 ;  i v,  2009 

Grand  River,  La. : 

Improvement  of i|224;  iii,  1361 

Removal  of  wreck  in i,  232;  lU,  1383 

Grand  River,  Ohio.     See  Fairport  Harbor. 

Grant,  General  (canal  boat),  removal  of  wreck  of. i,  117 ;  ii,  861 

Grays  Harbor,  Wash.,  improvement  of .,.  i,410;  iv,  2597 

Great  Chazy  River,  N.  Y.,  improvement  of .'.1, 390;  iv,  3493 

V  Great  Falls,  Potomac  River : 

Erection  of  fishways  at : i,435;  VI,  3224 

Use  of  water  power  of,  for  electric  lighting vi,  3256 

Great  Kanawha  River,  W.  Va. : 

Improvement  of 1,297;  ui,  1951 

Operating  and  care  of  locks  and  dams  pn i,  299  ;•  ill,  1962 

Great  Lakes : 

See  also  Northern  and  Northwestern  Lakes. 

Improvement   of   channels   in   connecting  waters  of,  between  Chicago, 

Duliith,and  Buffalo : i,361;  iv,2261 

Raft-towing  on,  and  connecting  waters 1, 368 ;  IV,  2378 

Great  Pedee  River,  S.  C,  improvement  of 1, 170;  ii,  1076 

Great  Sodns  Bay,  N.  Y.,  improvement  of  harbor  at i,  385;  iv,  2464 

Green  Bay,  Wis.,  water  levels... 1,441;  Viy3430 

Green  Bay  Harbor,  Wis.,  improvement  of l,  318 ;  iv,  2053 

Green  J  George  G,  (schooner),  removal  of  wreck  of i,  168;  li,  1065 

Green  Jacket  Shoal,  Providence  River,  R.  1.,  removal  of 1, 57,   592 

Green  River,  Ky. : 

Improvement  of,  above  mouth  of  Big  Barren  River  (Lock  No.  5).  i,  802;  III,  1971 

Operating  and  care  of  locks  and  dams  on i,  302 ;  in,  1972 

Reconstruction  of  Lock  No.  2,  at  Runisey i,  302 ;  in,  196vS 

Greenport  Harbor,  N.  Y. : 

Establishment  of  harbor  lines  ...:...* i,  422,  716 

Im])rovoment  of I,  78,  692 

Grifton,  N.  C,  construction  of  bridge  across  Contentnia  Creek  near 1, 426 

GroBsepoint  Channel,  Mich.,  improvement  of I,  366;  iv,  2376 

Grovers  Cliff,  Mass.,  site  for  fortification i,  13 

Gun  batteries i,  5,  11, 12 

Gun  eiiiplacemcnts i,  5 

Gun  platforms i,  12 

Guyandottc  River,  W.  Va.,  improvement  of i,  306 ;  in,  2004 

II. 

Hanii)ton  Roads,  Vn.,  defense  of 1, 6, 10 

Handkerchief  light-ship,  Mass.,  removal  of  wrecic  near I,  62, 612 

Han<lkerchiof  Shoal,  Mass.,  removal  of  wreck  in  slough  of I,  62,  608 

Hankinsons  Ferry,  ^Iiss.,  construction  of  bridge  acro.ss  Big  Black  River i,  430 

Harbor  lines,  establishment  of I,  20,  422 

Alameda  Harbor,  Cal i,  424 ;  iv,  2505 

Delaware  River,  Pa.  and  N.J 1,423;  ii,  864 

Everett  Harbor,  Wash i,424;  iv,2627 

Greenport  Harbor,  N.  Y i,  422,  716 

Harlem  River,  N.  Y i,  422, 786 

Missouri  River,  Kaus.  and  Mo i>423;  vi,  3159 

Napa  River,  Cal 1,424;  iv,2522 

Niagara  River,  N.  Y 1,424;  iv,  2452 

Oakland  Harbor,  Cal i,424;  iv,  2505,  2506 

Oconto   Harbor,  Wis 1,424;  iv,  2124 

Ohio  Hiver,Ohio 1,423;  in,  1891 

Patchogue  River,  N.  Y 1,422,719 

St.  Joseph  Harbor,  Mich 1, 424 ;  IV,  2258 

San  Francisco  Bay,  Cal i,  424 ;  iv,  2505, 2506 

Shrewsbury  River.  N.  J I,  423, 823 

Sui)erior  Bay,  Wis 1,423;  iv, 2039 

Westchester  Creek,  N.  Y 1,423,790 
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'HarboTs  aiul  rivers.    See  Kivcrs  and  harbors. 
Harlem  River,  N.  Y. : 

Improvement  of i,  86,741 

Moditicatioii  of  harbor  liuea -. i,422|786 

Harlowo  and  Clubfoot  Canal,  N.  C,  improvement  of  waterway  via. .  -  i,  159;  ii,  1030 

Harlowe  River,  N.  C,  improvement  of  waterway  via i,  159;  ii,  1030 

Harraseeket  River,  Me.,  improvement  of i,  29, 512 

Hartford,  Conn.: 

Improvement  of  Connecticut  River  above ii  65, 630 

Improvement  of  Connecticut  River  below i,  66, 632 

Hatteras,  Cape,  N.  C,  removal  of  wreck  near '. i,  168 ;  ii,  1065 

Haverhill,  Mass.,  alteration  of  city  bridgo  obstructing  Merrimac  River  between 

Bradford  and i,430 

HaYro  do  Grace,  Md.,  improvement  of  Susquehanna  River  in  vicinity  of  i,  124 ;  ii,  886 

Hay  Lake  Channel,  St.  Marys  River,  Mich.,  improvement  of i,  364 j  iv,  2367 

Hell  Gate,  East  River,  N.  Y.,  improvement  of •  1,87,751 

Hempstead,  N.  Y.,  construction  of  bridge  across  Nortons  Creek  by  town  of. ...  i,  427 
Hcnlopen  City,  Del.,  construction  of  temporary  bridge  near,  across  canal 

connecting  Chincoteague  and  Delaware  bays i,  430 

Herr  Island,  Pa.,  construction  of  dam  in  Allegheny  River  at i,  292;  lu,  1918 

Hillsborougli  River,  Fla.,  construcliou  of  bridgo  at  Tampa i,  426 

JBt//on,  */. -8.  (canal  boat),  removal  of  wreck  of 1^132;  ii,  906 

Hingham  Harbor,  Mass.,  improvement  of ." i^  46, 557 

Hiwasseo  River,  Tenn.,  improvcmen  t  of i,  275 ;  iii,  1795 

Holland  ( Black  Lake)  Harbor,  Mich.,  improvement  of i,  343 ;  iv,  2206 

Holston  River,  Tenn.,  construction  of  bridge  at  Boyds  Ferry,  near  Knoxville..  i,  427 

IfopkinSf  L.  F.  (schooner),  removal  of  wreck  of i,  63, 620 

Horseshoe,  the,  Chesapeake  Bay,  removal  of  wreck  on i,  152 ;  ii,  987 

Housatonic  River,  Conn.,  improvement  of 1, 71, 654 

Houston,  Tex.,  construction  of  bridge  across  Bufialo  Bayou  by  city  of i,  428 

Hudson  (barge),  removal  of  wreck  of ii,  907 

Hudson  River,  N.  Y.,  improvenicut  of .' i,  83,  723 

Humboldt  Harbor  and  Bay,  Cal.,  improvement  of i,  401 ;  iv,  2540 

Huntington  Harbor,  N.  Y.,  improvement  of i,  79, 698 

Huron  Harbor,  Ohio,  improvement  of  • i,  372 ;  iv,  2400 

Huron,  Lake : 

See  also  Northern  and  Northwestern  Lakes. 

Harbor  of  refuge  at  Sand  Beach,  Mich i,  356;  iv,  2247* 

Water  levels i,441;  vi,  3319, 3430 

Hyanuis,  Mass.,  improvement  of  harbor  of  refuge  at i 1,50,571 

Hyannis  Harbor,  Mass.,  removal  of  wrecks  in i»  63, 614, 615, 616 

Hydraulic  mining  in  California i,  421 ;  vi,  3196 

I. 

Illiuois  and  Mississippi  Canal,  111.,  construction  of 1,336;  iv,  2162 

Illinois  River,  111. : 

Improvement  of .•. i,  334 ;  iv,  2150 

Operating  and  care  of  La  Grange  and  Kampsvillo  locks  and  dams  .  i,  335 ;  i  v,  2159 

Indian  River,  Fla.,  improvement  of 1, 188;  ir,  1225 

Indiana  Chute,  Falls  of  Ohio  River,  improvement  of r,  295 ;  ui,  1933 

Individuals,  occupancy  or  injury  of  public  structures  by i,  20, 431 ;  vi,  3189 

Injury  to  structures  built  by  the  United  States i,  20, 431 ;  vi,  3189 

Inland  waterways.     See  Waterways. 

Inside  routes,  waterways,  etc.     See  Waterways. 

Ipswich  River,  Mass.,  improvement  of i,  38, 534 

J. 

Jamaica  Bay,  N.  Y.,  improvement  of, i»  93, 779 

James  River,  Va.,  improvement  of 1, 133 ;  ii,  915 

Jeffreys  Point  Channel,  Mass.     See  Boston  Harbor. 

Jekyl  Creek,  Ga.,  improvement  of i,  181 ;  ii,  1197 

Judith,  Poiut,  R.  I.,  improvement  of  harbor  of  refuge  at i,  58, 596 

Julia  (vessel),  removal  of  wreck  of 1, 62, 610 

Juliette  (vessel),  removal  of  wreck  of i»  62, 610 

K. 

Kampsvillo  lock  and  dam,  Illinois  River,  111.,  operating  and  care  of.,  i,  335;  iv,  2159 
Kanawha  County,  W.  Va.,  construction  of  bridge  across  Elk  River  at  Clen- 

dennin  by i,  429 
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Kansas  City,  Kans.,  establishment  of  harbor  lines i,  423 ;  vi,  3159 

Kansas  City,  Mo.,  establishment  of  harbor  lines i,  423 ;  vi,  3159 

Kaskaskia  River,  111.,  improvement  of i 1,260;  lU,  1624 

Kankauna,  Wis.: 

Construction  of  bridge  across  Fox  River  and  canal  by  city  of 1, 427 

Construction  of  bridge  across  lock  of  canal  at  Little  Chute  by  city  of i,  429 

Kelsei/f  John  F.  (schooner),  removal  of  wreck  of i,  62,  612 

Kennebec  River,  Me.,  improvement  of i,  28, 508 

Kenosha  Harbor,  Wis.,  improvement  of 1, 327 ;  iv,  2097 

Kensington  Rapid  Transit  Bridge  Company,  bridge  of i,  428 

Kent  Island,  Chesapeake  Bay,  removal  of  wreck  off i,  132 ;  u,  9%6 

Kent  (schooner),  removal  of  wreck  of i 1, 117 ;  ii,  861 

Kentucky  River,  Ky. : 

Improvement  of i,  303 ;  in,  1980 

Operating  and  care  of  locks  and  dams  on i,  304 ;  iii,  1983 

Kewaunee  Harbor,  Wis.,  improvement  of :  i,  322 ;  iv,  2066 

Keweenaw  Bay,  Mich.,  waterway  across  Keweenaw  Point  from  Lake  Superior 
to: 

Improvement  of i,  312 ;  iv,  2029 

Operating  and  care  of i,  313 ;  iv,  2029 

Keweenaw  Point,  Mich.,  waterway  across: 

Improvement  of i,312;  iv,2029 

Operating  and  care  of 1, 313 ;  I v,  2029 

Key  West  Harbor,  Fla.,  improvement  oi  northwest  entrance i,  189;  ii,  1230 

Koyport  Harbor,  N.  J.,  improvement  of 1, 104,815 

Kingston  Harbor,  Mass. , .improvement  of i,  47, 562 

Klaskuine  River,  Oreg.,  improvement  of 1, 418;  iv,  2663 

Knox  County,  Tenn.,  construction  of  bridge  across  Holston  River  by i,  427 

Knoxville,  Tenn.,  construction  of  bridge  across  Holston  River  near i,  427 

Ii. 

La  Center,  W^ash.,  construction  of  bridge  across  East  Fork  of  Lewis  River i,  428 

Lafourche,  Bayou,  La.,  improvement  of : I,  223 ;  in,  1356 

La  Grange  lock  and  dam,  Illinois  River,  111.,  operating  and  care  of. ..  i,  335;  iv,  2159 

Lake  Shore  and  Michigan  Southern  Railroad  Company,  bridge  of I,  425 

*  Lake  Street  Elevated  Railroad  Company,  bridge  of i,  429 

Lakes,  Great.     See  Great  Lakes  and  Nortlieru  and  Northwestern  Lakes. 
Lakes,  Northern  and  Northwestern.   •  See  Northern  and  Northwestern  Lakes. 

Larchmoiit  Harbor,  N.  Y.,  improvement  of i,  77,  686 

La  Trappc  River,  Md.,  improvement  of i,  126 ;  ii,  892 

Laws  of'Fifty-third  Congress,  second  session,  affecting  Corps  of  Engineers,   vi,  3455 

Lea,  Charles  (tugboat),  removal  of  wreck  of i,  132 ;  ii,  906 

Leaf  River,  Miss.,  improvement  of i,  216;  ii,  1323 

Leon  ( tug),  removal  of  wreck  of 1, 182 ;  ii,  1209 

Levisa  Fork  of  Big  Sandy  River,  Ky.,.imi»rovement  of i,  305;  ill,  2001 

Lewes,  Del. : 

Construction  of  pier  at i,  113 ;  ii,  850 

Improvciiunit  of  inland  waterway  from  Chincoteague  Bay,  Va.,  to  Delaware 

Bay  near i,  123 ;  1 1,  884 

Lewis  River,  Wash.,  construction  of  bridge  at  La  Center,  across  East  Fork  of. .   i,  428 
Lickinjx   River,    Ky.,    improvement    of,    between    Farmers    and    West    Lib- 
erty    1,304;  III,  1992 

Little  Cliute,  Wis.,  construction  of  bridge  across  lock  of  canal  at I,  429 

Litth;  Harbor,  N.  IL,  improvement  of  harbor  of  refuge  at 1,35,527 

Littb)  Kanawha  River,  W.  Va. : 

Improvement  of i,  307;  ill,  2006 

Operating  and  care  of  lock  and  dam  on I,  307;  ill,  2007 

Little  I'edec  River,  S.  ('.,  iniprovenu'nt  of I,  169;  ii,  1074 

Little  Pigeon  River,  Tenn.,  imiirovemeut  of i»277;  ill,  1800 

Little  Rock,  Ark.,  <onsirnction  of  bridge  across  Arkansas  River 1,425 

Little  Rock  Hridge  and  Terminal  Railwav  Company,  bridge  of 1,425 

Little  Sodns  Bay,  N.  Y.,  improvement  ofliarbor  at 1,386;  iv,  2470 

Liver])ool  (East),  Ohio,  construction  of  bridge  across  Ohio  River 1,425 

Livingston  Point,  Ky .,  preservation  of 1, 275 ;  ill,  1792 

Locks  and  dams.     See  Canals. 

Lock  woods  Folly  River,  N.  C,  improvement  of i,  166;  ii,  1056 

Logstown,  Pa.,  removal  of  wrecks  in  Ohio  River  at 1,289;  in,  1889 
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Long  Island,  channel  between  Nixs  Mate  and.    See  Boston  Harbor,  Mass. 

Long  Island  Soand,  removal  of  wrecks  in i,  82, 712, 714 

Long  Sand  Shoal,  Long  Island  Sound,  removal  of  wreck  near i,  82, 714 

Lookout,  Cape,  light-  house,  removal  of  wrecks  near i,  168 ;  ii,  1065 

Loreauville,  La.,  construction  of  bridge  across  Bayou  Teche  near. i,  429 

Louisa,  Ky.,  construction  of  lock  and  dam  in  Big  Sandy  Hiver  near.,  i,  305;  iii,  1992 

Louisville  and  Portland  Canal,  Ohio  River,  operating  and  care  of i,  295 ;  in,  1935 

Louisville,  Ky.,  Falls  of  Ohio  River  at: 

Improvement  of i,  293 ;  in,  1929 

Improvement  of  Indiana  Chute i,  295 ;  in,  1933 

Operating  and  care  of  Louisville  and  Portland  Canal i,  295 ;  in,  1935 

Lower  Chipola  Ri  ver,  Fla.,  improvement  of i,  197 ;  ii,  1252 

Lower  Machodoc  Creek,  Va. ,  improvement  of i,  141 ;  ii,  950 

Lubec  Channel,  Me.,  improvement  of I,  21, 491 

Ludington  Harbor,  Mich.,  improvement  of i,  348 ;  iv,  2220 

Lulu  (schooner),  removal  of  wreck  of ' i,  152 ;  n,  987 

Lumber  River,  N.  C.  and  S.  C,  improvement  of i,  169 ;  ii,  1071 

Lynn  Harbor,  Mass.,  improvement  of i,  42, 545 

M. 

McClary ,  Fort,  reservation,  Me. ,  site  for  fortification i,  13 

McHenry,  Fort,  Md.,  sea  wall  at i,  14 

Mclntyre,  Fla.,  alteration  of  bridge  obstructing  Ocklochonee  River i,  431 

Machodoc  (Lower)  Creek,  Va.,  improvement  of i,  141 ;  n,  950 

Mackeys  Creek,  N.  C,  improvement  of i,  155 ;  ii,  995 

Macon,  Bayou,  La. ,  improvement  of i,  244 ;  in,  1479 

Maiden  River,  Mass.,  imi)rovement  of i,  43, 547 

Manasquan  River,  N.  J.,  improvement  of 1, 107, 822 

Manatee  River,  Fla.,  improvement  of i,  192 ;  ii,  1238 

Manchac,  Bayou,  La.,  improvement  of i,  222 ;  in,  1354 

Manchester  Harbor,  Mass.,  improvement  of i,  41, 542 

Manistee,  Mich.,  construction  of  bridge  across  Manistee  River  by  city  of 1,427 

Manistee  Harbor,  Mich.,  improvement  of i,  348 ;  iv,  2223 

Manistee  River,  Mich.,  constructiou  of  bridge  at  Manistee i,  427 

Manistique,  Mich.,  improvement  of  harbor  at i,  315;  iv,  2042 

Manitowoc  Harbor,  Wis.,  improvement  of i,  323 ;  i v,  2072 

Manokin  River,  Md.,  improvement  of i,  130 ;  ii,  901 

Maps,  military  and  other i,  443  ' 

Marcus  Hook,  Pa.,  improvement  of  ice  harbor  at i,  112 ;  ii,  848 

Marquette,  Mich.,  improvement  of  harbor  at ♦ i,  313 ;  iv,  2035 

Marthas  Vineyard,  Mass. : 

Improvement  of  inner  harbor  at  Edgartown i,  51, 576 

Removal  of  wreck  near I>  63,  619 

Martins  Ferry,  Ohio,  establishment  of  harbor  lines  in  Ohio  River i,  423 ;  in,  1894 

Maryland  (steamer),  removal  of  wreck  of i,  118 ;  ii,  862 

Mattaponi  River,  Va.,  improvement  of i,  144 ;  n,  966 

Mattawan  Creek,  N.  J.,  improvement  of i,  104, 816 

Maumce  Bay,  Ohio.     See  Toledo  Harbor. 
Maunico  River,  Ohio.     See  Toledo  Harbor. 

Maurice  River  Cove,  Delaware  Bay,  removal  of  wreck  in n,  862 

Menominee  Harbor,  Mich,  and  Wis.,  improvement  of i,  316 ;  i v,  2045 

Menominee  River,  Mich,  and  Wis.,  improvement  of i,  316 ;  iv,  2047 

Memientau  River  and  tributaries,  La.,  improvement  of i,  227 ;  in,  1372 

Merrimac  River,  Mass. : 

Bridge  between  Haverhill  and  Bradford  obstructing,  alteration  of i,  430 

Improvement  of i,  37,  532 

Messevy  Laura  E.  (schooner),  removal  of  wreck  of i»  63, 617 

Metropolitan  West  Side  Elevated  Railroad  Company,  bridge  of i,  427 

Mianus  River,  Conn.,  improvement  of i,  75,681 

Michigan  City  Harbor,  Ind.,  improvement  of i,  337 ;  iv,  2188 

Michigan,  Lake: 

See  also  Northern  and  Northwestern  lakes. 

Dredging  harbors  on  oast  coast  of IV,  2237 

Water  levels i,441;  vi,  3430,  3435 

Middle  Ground  (Outer),  Chesapeake  Bay,  removal  of  wreck  on 1, 152 ;  ii,  987 

Mifflin,  Fort,  Pa.,  sale  of  Government  land  on  Delaware  River  in  vicinity  of.     i,^l 

Milford  Harbor,  Conn.,  improvement  of i;  70, 650 

Military  and  other  maps i,  443 
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Military  departments,  surveys,  reconnaissances,  and  explorations  in.,  i,  443;  vi,  3451 
Mill  Creek,  Cincinnati,  Ohio,  examination  and  survey  for  ice  harbor  at  mouth 

of 1,280;  111,1890 

Milton  (barge),  removal  of  Avreck  of i>  95,  786 

Milwaukee,  Wis. : 

Improvement  of  harbor  at i,326;  iv,2091 

Improvement  of  harbor  of  refuge  at  Milwaukee  Bay 1, 325;  i v,  2081 

Milwaukee  Bay,  Wis.,  improvement  of  harbor  of  refuge  at i,  325;  i v,  2081 

Mines,  submarine 1, 6 

Mingo  Creek,  S.  C,  improvement  of : ■. i,  170;  n,  1081 

Mining  casemates 1, 6 

Mining,  hydraulic,  in  California li  421 ;  ii,  3169 

Minnesotii  River,  Minn.,  improvement  of i,  267;  iii,1725 

Mispillion  River,  Del.: 

Improvement  of 1.122;  ii,881 

Removal  of  wreck  in i»132;  ii,906 

Mississippi  River: 

Bridge  at  Red  Wing,  Minn.,  construction  of 1, 425 

Bridge  at  South  St.  Paul,  Minn.,  construction  of 1, 425 

Des  Moines  Rapids,  improvement  of i,  263 ;  iii,  1683 

Dcs  Moines  Rapids  Canal  and  dry  dock,  operating  and  caro  of.,   i,  263;  iii,  1684 

Falls  of  St.  Anthony,  Minn.,  improvement  above i,  264 ;  ill,  1693 

Gauging,  and  tributaries i,  250;  ill,  1533 

Gauging,  at  St.  Paul,  Minn 1,269;  1X1,1732 

Minneapolis  to  Missouri  River,  improvement  from 1, 262 ;  iii,  1639 

Minneapolis  to  St.  Paul,  construction  of  locks  and  dams  from iii,  1640, 1681 

Ohio  River,  improvement,  surveys,  etc.,  below i,  420;  V,  2697 

Ohio  and  Missouri  rivers,  improvement  between i,  256 ;  III,  1577 

Plaqiiemine,  Bayou,  La.,  prevention  of  caving  at  mouth  of i,  232 ;  iii,  1385 

Qnincy  Bay,  111.,  improvement  of 1, 262 ;  m,  16J9 

Reservoirs  at  headwaters  of i,  264 ;  lu,  1696 

Reservoirs  at  sources  of,  surveys  for Ill,  1736 

St.  Louis,  Mo.,  improvement  at i,  258 ;  iii,  1615 

Snag  boats  and  dredge  boats  on  upper  river,  operating I,  261 ;  ill,  1627 

Snags  and  "wrecks  in  lower  river,  removing I,  256;  in,  1567 

South  Pass,  inspection  of  improvement  of i,  20, 219 ;  iii,  1333 

AValnut  Bend,  Ark.,  examination  for  prevention  of  cut  into  St.  Francis 

River i,  225;  m,  1560 

Missi88l])pi  River  CommisBion i,  420 ;  V,  2697 

Mississipi>i  Sound,  removal  of  wreck  in I,  232;  iii,  1384 

Missouri,  Department  of  the,  r(^)ort  of  engineer  oflicer i,  443;  vi,  3451 

Missouri  River: 

Bridge  at  Yankton,  S.  Dak.,  construction  of I,  425 

Establishment  of  harbor  lines  at  Kansas  City i,  423;  vi,  3159 

Examination  of,  between  Three  Forks  and  Canyon  Ferry,  Mont.,  to  deter- 
mine availability  of  water  power  I,  272;  III,  1775 

Improvement  of,  above  Sioux  City,  Iowa i,  270;  iii,  1739 

Improvement  of,  etc.,  below  Sioux  City,  Iowa i,  421;  vi,  3075 

Removing  snags  above  Sioux  City,  Iowa i,  271 ;  iji,  1772 

Missouri  River  Commission I,  421 ;  vi,  3075 

Alitvhi'U,  Katie  (schooner),  removal  of  wreck  of I,  63,  016 

Mobile,  Ala.,  alteration  of  bridge  across  Three  Mile  Creek  near i,  430 

Mobile  and  Birmingham  Railway  Company,  bridge  of i,  430 

Mobile  and  Dauphin  Island  Railroad  and  llarbor  Company,  bridges  of i,  426 

Mobih'  llarbor,  Ala.,  improvement  of i,  210;  ii,  1301 

Mobile  River,  Ala.,  removal  of  wreck  in 1,219;  ii,  1332 

Mokeluinno  River,  Cal.,  improvement  of j,  399;  iv,  2531 

Monomoy  Beach,  Mass. ,  removal  of  wreck  near I,  ^,  618 

Monomoy  life-saving  station,  Mass.,  removal  of  wreck  near 1, 62,  607 

Monomoy  Point,  Mass.,  removal  of  wrecks  at  and  near 1,62,63,606,  608 

Monomoy  Point  light-house,  Mass.,  removal  of  wrecks  near i,  63, 616,  617 

Mononi^ahcda  River,  W.  Va.  and  Pa. : 

Bridge  at  Pittsburg,  l*a.,  construction  of I,  426 

Construction  of  locks  and  dams  on i,  290;  ill,  1903 

Improvement  of 1, 290 ;  ill,  1903 

Operating  and  care  of  locks  and  dams  Nos.  8  and  9 1, 291 ;  m,  1908 

Purchase  of  Lock  and  Dam  No.  6 i,  291 ;  in,  1911 

Purchase  of  Lock  and  Dam  No.  7 i,  291 ;  ill,  1911 

Monroe,  Fort,  Va.,  water  8ui)ply  at 1, 14 

Monroe  Harbor,  Mich I,  368 ;  IV,  2383 
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MonroCf  Loring  (^caDal  boat),  removal  of  wreck  of ^ .. ^  .'....* .  i,  132 ;  ii,  907 

Moutgomery,  Ala.,  coostructiou  of  bridge  across  Alabama  River  neur 1,425 

Montgomery  Bridge  Company,  bridge  of i,  425 

Moon,  TV,  H.  (dreugo),  removal  of  wi*eck  of i,  232 ;  hi,  1383 

Meosabeo  Bar,  Me.,  improvement  of i,  21, 492 

MoiTistown,  N.  Y.,  construction  of  bridge  across  St.  Lawrence  River i,  425 

Mortar  batteries i,  5, 11, 12 

Mortar  platforms , . .  ^ . ,  i,  12 

Mount  Calvert,  Md.,  construction  of  bridge  across  Patnxent  River i,  428 

Mount  Dcsertj  Mc,  construction  of  breakwater  from  Porcupine  Island  to . . .  i,  23, 496 

Mount  Pleasant  and  Sea  view  Railroad  Company,  bridge  of i,  431 

Mount  Pleasant  shore,  Charleston  Harbor,  S.  C,  improvement  of i,  172^  ii,  1101 

Mount   Vernon  (schooner),  removal  of  wreck  of,  in  Maurice  River  Cove,  Dela- 
ware Bay II,  862 

Mount  Vomon  (schooner),  removal  of  wreck  of,  in  Root  River,  Wis.,  i,  330;  ly,  2124 

Mnrderkill  River,  Del.,  improvement  of i,  121 ;'  ii,  879 

Muscle  Shoals  Canal,  Tennessee  River,  Ala.,  operating  and  care  of . . . .  i,  284 ;  in,  1828 

Muskegon  Harbor,  Mich.,  improvement  of i,  345 ;  i v,  2211 

Muskingum  River,  Ohio : 

Construction  of  ice  harbor  at  mouth  of i,  288;  iii,  1874 

Improvement  of i,  288;  iii,  1875 

Operating  and  care  of  locks  and  dams  on i,  289 ;  in,  1876 

Mystic  River,  Conn.,  improvement  of i,  64, 622 

Mystic  River,  Mass.,  improvement  of i,  43, 547 

N.  and  W.  No.  4  (barge),  removal  of  wreck  of i>  62, 612, 

Nansemond  River,  Va.,  improvemen fc  of i,  148 ;  ii,  978 

Nantasket  Beach  Channel,  Mass.     See  Boston  Harbor. 

"Nantucket,  Mass.,  improvement  of  harbor  of  refuge  at i,  50, 573 

Nantucket  Sound,  Mass.,  removal  of  wrecks  in  and  near i,  62, 63, 604, 612,  020 

Napa,  Cal.,  establishment  of  harbor  lines i,  424 ;  iv,  2522 

Napa  River,  Cal. : 

Establishment  of  harbor  lines  at  Napa :  i,  424 ;  iv,  2522 

Improvement  of i,  393;  rv,  2507 

Narragansett  Bay,  R.  I : 

Defense  of 1,6,7 

Improvement  of i>  56, 589 

Narraguagus  River,  Me.,  improvement  of .<? ij  22, 494 

Narrows  of  Lake  Champlain,  N.  Y.  and  Vt.,  improvement  of i,  392 ;  iv,  2499 

Natalbany  River,  La.,  improvement  of v i,  221 ;  in,  1352 

Nautilus  Shoal,  Chesapeake  Bay,  removal  of  wreck  on ... ; i,  152 ;  u,  987 

Navigable  waters,  construction  of  bridges  across : i»  20, 424 

Navigation,  bridges  obstructing,  action  upon i,  20,  430 

Neches  River,  Tex.,  improvement  of i,  232 ;  in,  1381 

Nehalem  Bay,  Oreg.,  improvement  of  entrance  to i,  407 ;  i v,  2588 

Neuse  River,  N.  C. : 

Improvement  of i,  159 ;  ii,  1027 

Improvement  of  waterway  between  Beaufort  Harbor  and i,  159 ;  n,  1030 

New  Bedford  Harbor,  Mass.,  improvement  of .•. . .  i,  53, 582 

New  Castle,  Del.,  improvement  of  ice  harbor  at i,  119;  ii,  873 

Now  Haven  HiMrbor,  Conn. : 

Construction  of  breakwaters  in •. i,  69,  646 

Improvement  of i,  68,  642 

Removal  of  wreck  in i,  82, 712 

Now  Jersey,  channel  between  Staten  Island  and,  improvement  of i,  98,  799 

New  River,  N.  C: 

Improvement  of .,.     i,162;  ii,  1037 

Improvement  of  waterway  between  Beaufort  Harbor  and i>161;  n,  1034 

Improvement  of  waterway  between  Swansboro  and i,  161 ;  ii,  1037 

New  River,  Va.  and  W.  Va.,  improvement  of i,  301;  in,  1965 

New  York  Central  and  Hudson  River  Railroad  Company,  bridge  of i,  430 

New  York  Harbor,  N.  Y. : 

Arthur  Kill,  improvement  of i,  97, 798 

Bay  Ridge  Channel,  improvement  of i,  91, 764 

Bedloes  Island,  sea  wall  at 1 .     i,  14 

Buttermilk  Channel,  improvement  of 1, 90, 761 

Channel  l>etween  Staten  Island  and  New  Jersey,  improvement  of i,  98, 799 

Davids  Island,  sea  wall  and  embankment  at i,  14 
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New  York  Harbor,  N.  Y. — Continued. 

Defense  of 1,5,6,7,447,449 

East  River  and  Hell  Gate,  improvement  of • i,  87, 751 

Governors  Island,  sea  wall  and  embankment  at i,  14 

Gowanus  Bay,  improvement  of 1,91,764 

Go wanus  Creek  Channel,  improvement  of '» 91, 764 

Harbor  lines  in  Harlem  River,  modification  of i,  422,  786 

Harlem  River,  improvement  of i,  86,  741 

Harlem  River,  modification  of  harbor  lines  in i,  422,  786 

Improvement  of .- i,  92, 770 

Red  Hook  Channel,  improvement  of i?  91, 764 

Sea  walls  and  embankments i,  14 

Supervision  of 1,420;  iv,2681 

Wrecks,  removal  of 1,95,785,786 

Newbern,  N.  C. : 

Bridge  obstructing  Trent  River,  alteration  of i,  431 

Improvement  of  waterway  between  Beaufort  Harbor  and i,  159 ;  ii,  1030 

Newburyport  Harbor,  Mass.,  improvement  of ',36, 529 

Newport  Harbor,  R.  I.,  improvement  of i,  57, 593 

Newport  River,  N.  C . ,  improvement  of  waterway  via i,  159 ;  ii,  1030 

Newtown  Creek,  N.  Y.,  improvement  of i>  89, 757 

Niagara  Falls,  N.  Y.,  improvement  of  Niagara  River  to i,  381 ;  iv,  2447 

Niagara  River,  N.  Y. : 

Establishment  of  harbor  lines  at  Squaw  Island i,  424 ;  iv,  2452 

Improvement  of,  from  Tonawanda  to  Port  Day  (Niagara  Falls) . .  i,  381 ;  iv,  2447 

Improvement  of  Tonawanda  Harbor  and i,  381 ;  iv,  2444 

Nixs  Mate,  channel  between  Long  Island  and.     See  Boston  Harbor,  Mass. 

Nomiui  Creek,  Va.,  improvement  of \  i,  140 ;  ii,  948 

Nooksack  River,  Wash.,  improvement  of  (Puget  Sound  and  tributaries) .  i,  412 ;  iv,  2619 
Norfolk  Harbor,  Va. : 

Improvement  of,  and  approaches i,  146;  ii,  973 

Improvement   of   approach  to,  between  Lambert  Point  and  Fort  Nor- 
folk   1,147;  11,977 

Improvement  of  waterway  between  Albemarle  Sound  and i,  151 ;  ii,  983 

Norfolk,  Vii.,  improvement  of  approach  to  U.  S.  navy-yard  at i,  147;  ii,  977 

Norfolk  (West),  Va.,  construction  of  bridge  across  Western  Branch  of  Eliza- 
beth River i,  429 

North  East  (Cape  Fear)  River,  N.  C,  improvement  of i,  163 ;  ii,  1040 

North  Landing  River,  Va.  and  N.  C,  improvement  of i,  152 ;  ii,  986 

Northern  and  Northwestern  Lake%: 

Charts,  correcting,  printing,  and  issuing  of i,  438, 440 ;  VI,  3315 

Estimates i,  441 

Improvement  of  channels  in  connecting  waters  of 1, 361 ;  iv,  2261 

liiiit-to wing  on,  and  connecting  waters I,  368 ;  iv,  2378 

Surveys 1, 437 ;  vi,  3315 

.       Water  levels i,  441 ;  vi,  3319,  3430 

Northwestern  Elevated  Railroad  Company,  bridge  of I,  428 

N ortons  Creek,  X.  Y.,  construction  of  bridge  at  Hempstead 1, 427 

Noxubee  River,  Miss.,  improvement  of i,  214 ;  ii,  1318 

O. 

Oak  Orchard  Harbor,  N.  Y.,  improvement  of i,  383;  iv,  2451 

Oakland  Harbor,  Cal. : 

Establishment  of  harbor  lines 1,424;  IV,  2505,  2506 

liuprovenient  of 1,392;  iv,  2501 

0])ion  River,  Tenn.,  improvement  of i»273:  in,  1785 

Obstructions  to  navigation,  action  upon  bridges  constituting i>  20,  430 

()ceo(iuan  Creek,  Va.,  imjirovenient  of i,  138 ;  ii,  941 

Oceupaney  of  structures  built  by  the  United  States 1, 20, 431 ;  vi,  3189 

Ocean  Traveller  (schooner),  removal  of  wreck  of I,  62,  606 

Oeklawalia  River,  Fla.,  improvement  of ',187;  II,  1221 

Oeklochonee  River,  Fla.,  alteration  of  bridge  obstructing,  at  Mclntyre i,  431 

Ocmul^ee  River,  Ga.,  inipn)vementof 1, 179;  II,  1181 

Oconee  River,  Ga.,  improvement  of 1, 179 ;  ii,  1175 

Oconto  Harbor,  Wis. : 

Moditication  of  harbor  lines i,  424;  iv,  2124 

Imi)rovement  of 1, 317 ;  iv,  2049 

Ocracoke  Inlet,  N,  C,  improvement  of 1, 155 ;  u,  996 
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Office  of  the  Chief  of  Engineers 1, 444 

Officers  of  Corps  of  Engineers.     See  Corps  of  Engineers. 

Ogdensburg  Harbor,  N.  Y.,  improvement  of. i,  389;  IV,  2491 

Ohio  River: 

Beaver  River,  Pa.,  construction  of  dam  below .■ 1, 287 ;  ill,  1870 

Bridge  at  East  Liverpool,  Ohio,  construction  of i,  425 

Dam  No.  2,  location  of i,  287 

Davis  l8lan<l  Dam,  operating  and  care  of i,  287 ;  iii,  1867 

Falls  of,  Louisville,  Ky.,  improvement  of i,  293 ;  lU,  1929 

Harbor  lines  between  Martins  Ferry  and  Bellaire,  Ohio,  establishment 

of I,  423 ;  III,  1894 

Ice  harbor  at  mouth  of  Muskingum  River,  construction  of I,  288 ;  iii,  1874 

Ice  harbors  at  mouths   of    Crawfish  and  Mill  creeks,  Cincinnati,  Ohio, 

examination  and  survej'  for i,  289 ;  iii,  1890 

Improvement  of 1, 285 ;  ill,  1836 

Indiana  Chute,  imi)rovement  of 1, 295 ;  rii,  1933 

Louisville  and  Portland  Canal,  operating  and  care  of i,  295 ;  iii,  1935 

Snagboat  on,  operating i,  287 ;  iii,  1864 

Wrecks  in,  removal  of I,  289 ;  iii,  1889 

Olcott  Harbor,  N.  Y.,  improvement  of i,  382 ;  iv,  2450 

Old  Chatham  Roads,  Mass. ,  removal  of  wreck  in i,  63, 613 

Olympia.  Wash.,  improvement  of  harbor  at i»411;  iv,  2606 

Onancock  Harbor,  Va.,  improvement  of i,  130 ;  ii,  902 

Ontario,  Lake: 

See  also  Northern  and  Northwestern  Lakes. 

Water  levels i,441;  vi,  3430,  3436 

Ontonagon,  Mich.,  improvement  of  harbor  at i,  311 ;  iv,  2026 

Orange  County,  Tex.,  construction  of  bridge  across  Cow  Bayou  by i,  426 

Osage  River,  Mo.,  improvement  of i,  260;  iii,  1620 

Oswego  Harbor,  N.  Y.,  im])rovement  of 1, 386 ;  iv,  2476 

Otter  Creek,  Vt.,  improvement  of i,  391;  iv,  2497 

Ouachita  River,  Ark.  and  La.,  improvement  of i,  241 ;  iii,  1455 

Outer  Middle  Ground,  Chesapeake  Bay,  removal  of  wreck  on i,  152 ;  ii,  987 

P. 

Paducah,  Ky.,  preservation  of  Livingston  Point,  near i,  275;  iii,  1792 

Pamlico  River,  N.  C,  improvement  of i,  156 ;  ii,  1019 

Pamunkey  River,  Va.,  imjirovement  of i,  145 ;  ii,  968 

Panther  (steamer),  removal  of  wreck  of i»  82, 713 

Parkers  River,  Ma.ss. .  removal  of  wreck  near i,  63,  620 

Pascag')ula  River,  Miss.,  improvement  of 1, 215 ;  ii,  1319 

Pasquotank  River,  N.  C,  improvement  of i,  154;  ii,  994 

Passaic  County,  N.  .J.,  construction  of  bridge  across  Passaic  River  atPassaic  by.  i,  428 

Passaic,  N.  J.,  construction  of  bridge  across  Passaic  River i,  428 

Passaic  River,  N.  J. : 

Above  Newark,  improvement  of i,  100, 802 

Below  Newark,  improvement  of i,  ^,  801 

Bridge  at  Passaic,  construction  of i,  428 

Improvement  of i,  99, 801 

Patapsco  River,  Md. : 

Improvement  of,  and  channel  to  Baltimore 1, 132 ;  ii,  909 

Improvement  of  channel  to  (.'urtis  Bay i,  133 ;  ii,  914 

Patchogue  River,  N.  Y. : 

Establishmer t  of  harbor  lines i,  422,  719 

Improvement  of i?  81, 705 

Patuxent  River,  Md. : 

Bridge  at  Mount  Calvert,  construction  of i,  428 

Improvement  of i,  141 ;  ii,  953 

Pawcatuck  River,  R.  I.  and  ('onn.,  improvement  of 1,60,600 

Pawtucket  River.  R.  I. : 

lm])rovement  of 1,55,587 

Removal  <>f  wreck  in i,  63, 620 

Pawtuckef.  R.  I.,  removal  of  wreck  at 1,63,620 

Pearl  River,  Miss.,  im])rovement  of: 

Below  Jackson i,  217 ;  ii,  1326 

Between  Jackson  and  Carthage 1,217;  ii,  1328 

Between  Carthage  and  Edinburg i,  218;  ii,  1329 

Pease  Creek,  Fla.,  improvement  of i,  191 ;  ii,  1236 

ENG  94 2 
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Pelican  (schooner),  removal  of  wreck  of 1, 378 ;  IV,  2426 

Pennypack  Creek,  Pa.,  construction  of  bridge  across,  at  Philadelphia 1, 429 

Penobscot  River,  Me.,  iinprovcmeut  of .* i|  24, 499 

Pensacola  Harbor,  Fla. : 

Defense  of 1,6,10,11 

Improvement  of 1, 203;  ii,  1268 

Pensankee  Harbor,  Wis.,  improvement  of i,  318;  iv,2052 

Pentwater  Harbor,  Micb.,  improvement  of 1)347;  iv,  2218 

Perit  (steamer),  removal  of  wreck  of i,  49,  568 

Pei'veiCf  Asa  H,  (schooner),  removal  of  wreck  of !» 63, 618 

Petalnma  Creek,  Cal.,  improvement  of i,  400;  iv,  2538 

Petit  Jean  River,  Ark.,  improvement  of i,  253;  in,  1546 

Petoskey  Harbor,  Mieb.,  improvement  of 1, 353 ;  iv,  2235 

Philadelphia,  Pa.,  construction  of  bridgo  across  Pennypack  Creek  by  city  of.,  i,  429 
Philadelphia  Harbor,  Pa. : 

Establisbmeut  of  harbor  lines 1,423;  ii,  864 

Defense  of 1,6,9,11 

Improvement  of 1,108,110;  11,827,836 

Mifflin,  Fort,  sale  of  Ciovernn  « iit.  laud  in  vicinity  of i,  461 

Piers  built  by  the  United  States,  oiMupancj""  or  injury  of i^  20, 431 ;  vi,  3189 

Pigeon  bayous.  La. ,  improvement  of 1, 224 ;  ill,  1361 

Pittsburg,  Pa. : 

Bridge  across  Monougahela  River,  constmction  of,  by  city  of i,  426 

Davis  Island  Dam,  Ohio  River,  near,  operating  and  care  of i,  287 ;  in,  1867 

Herr  Island  Dam,  Allegheny  River,  near,  constmction  of 1,292;  in,  1918 

Wrecks  in  Ohio  River  below,  removal  of i,  289 ;  in,  1889 

Plaquemiue,  Bayou,  La. : 

Improvement  of 1, 224 ;  in,  1361 

Prevention  of  caving  at  niouth  of 1, 232 ;  in,  1385 

Platforms,  gun  and  mortar 1, 12 

Plattsburg  Harbor,  N.  Y.,  improvement  of i,  390;  iv,2496 

Plymouth  Harbor,  Mass..  improvement  of 1,47,560 

Point  Breeze,  Schuylkill  River,  removal  of  wreck  below I;  118;  11,862 

Point  Judith,  R.  I.,  improvement  of  barbor  of  refuge  at 1,58,596 

Point   San    I'ablo,   Cal.,    establishment  of   harbor    lines    in    San    Francisco 

Bay  at 1,424;  iv,2?W5 

Pollock  ivi])  Clinnnol,  Mass.,  removal  of  wreck  in i,  62,  604 

Pontcliartraiu,  Lake,  La.,  removal  of  wreck  in i»232;  in,  1383 

Pontehatoula  l?iver,  La.,  improvement  of i,  221;  in,  1352 

Popes  Island,  Va.,  removal  of  wreek  ofl* n,  907 

Porcni»iiie  Island,  Me.,  construction  of  breakwat.  r  from  Mount  Desert  to. .  i,  23,  49o 

Port  Cliesti  r  Harbor,  X.  Y.,  improvement  of i,  76,  68i* 

Port  Clinton  Harbor,  Ohio,  imi)rovement  of 1,370;  IV,  2394 

Port  ]>ay,  N.  Y.,  improvement  of  Niagara  River  to i,  381 ;  iv,  2447 

Port  Huron,  ^lieh.,  improvement  of  Black  River  at i,358;  iv,2251 

Port  Jefferson  Harbor,  N.  Y. ,  improvement  of I,  78,  694 

Port  Norfolk,  Va.,  construction  of  bridgo  across  Western  L. an ch  of  Elizabeth 

River 1,429 

Port  Royal  and  Augusta  Railway  Company,  bridge  of i,  429 

Port  Wasbiiiirton  Harbor,  Wis.,  improvement  of I,  325 ;  i  v,  2079 

Portage  Lake  and  Lake  Superior  ship  canals,  Mich: 

Inii)rovement  of 1,312;  I v,  2029 

Operating  and  care  of 1,313;  iv,  2029 

Portage  Lake,  Houghton  County,  Mich.,  waterway  across  Keweenaw  Point  via : 

Inii)rovenient  of * Ij312;  I v,  2029 

Operating  and  care  of 1,313;  iv,  2029 

Portage   Lake,   Manistee  County,  Micl»..  improvement  of   harbor  of   refuge 

at 1,350;  iv,2228 

Portage  River,  Houghton  ('ounty,  Mich.,  waterway  across  Keweenaw  Point  via : 

Improvement  of \ 1,312;  iv,  2029 

OptTating  and  care  of 1,313;  iv,  2029 

Portland  Harbor,  Me.: 

Cnshings  Island,  site  for  fortification i,  13 

Defense  of i,  6 

Improvement  of i,  30,  514 

Improvement  of  channel  in  Back  Cove I,  31, 517 

Portland,  Oreg.  : 

Defense  of  barbor  at I,  5 

Willamette  River  above,  imjirovcment  of i>417;  IV,  2659 

Willamette  River  below,  improvement  of ^7^16;  IV,  2654 
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Potomac  River : 

Eastern  Branch,  of  (Anacostia  River),  improvement  of i,  138 ;  ii,  939 

Great  F'alls,  erection  of  fish  "vrays  at i,  435 ;  vi,  3224 

Great  Falls,  use  of  water  power  for  electric  lighting vi,  3256 

Washington,  D.  C,  improvement  at i,  135;  ii,  925 

Wreck  in  Washington  Channel,  removal  of i,  145 ;  ii,  971 

Potsburg  Creek,  Fla.,  alteration  of  bridge  obstructing i,  431 

I'owow  River,  Mass.,  improvement  of i,  37, 533 

Presquo  Islo  Peu insula,  Erie  Harbor,  Pa.,  preservation  of i,  379 ;  iv,  2433 

Presqu'  Ho,  Mich.,  removal  of  wreck  in  harbor  of i,  361 ;  iv,  2257 

Providence  River,  R.  I. : 

Improvement  of i,  56, 589 

Removal  of  Green  Jacket  Shoal i,  57, 592 

Removal  of  wreck  in i,  62,  612 

Piovincetown  Harbor,  Mass. : 

Improvement  of i,  48, 564 

Removal  of  wreck  in i,  49,  568 

Public  buildings  and  grounds,  District  of  Columbia i,  435,  vi,  3265 

Public  works  of  the  United  States,  occupancy  or  injury  of 1,20,431;  vi,  3189 

Puget  Sound : 

Defense  of i,  5 

Improvement  of,  and  tributaries,  Washington i,  412 ;  i  v,  2619 

Pultney ville  Harbor,  N.  Y.,  improvement  of i,  384 ;  i v,  2460 

Q. 

Qiiiucy  Bay,  111.     See  Mississippi  River  improvement  between    Minneapolis   and 
mouth  of  Missouri  River. 

R. 

Racine  Harbor,  Wis. : 

Improvement  of i,  326 ;  i v,  2094 

*       Removal  of  wrecks  in  Root  River i,  330;  iv,  2124 

Raft-lowing  on  the  Great  Lakes  and  connecting  waters i,  368 ;  iv,  2378 

Rah  way  River,  N.  J.,  improvement  of i,  101, 807 

Rancociis  River,  N.  J.,  improvement  of i,  115;  ii,  854 

Rappahannock  River,  Va.,  improvement  of i,  142 ;  ii,  954 

Raritan  Bay,  N.  J.,  improvement  of i,  94,780 

Raritan  River,  N.  J.,  improvement  of i,  102,  808 

Baffmondf  Lizzie  (schooner),  removal  of  wreck  of 1, 82,  714 

Jiaymontfj  Stephen  (schooner), 'rem oval  of  wreck  of if  63,  615 

Reconnaissances,  explorations,  nnd  surveys  in  military  departments  i,  443;  vi,  3451 

Red  Hook  .Channel,  New  York  Harbor,  K.'Y.,  improvement  of i,  91,  764 

Red  River,  La.  and  Ark. : 

Improvement  of i,  238 ;  iii,  14 15 

Improvement  of,  above  Fulton,  Ark i,  240 ;  iii,  1452 

Red  River  of  the  North,  Minn,  and  N.  Dak.,  improvement  of i,  2C8;  ill,  1728 

Red  Wing,  Minn.,  construction  of  bridgo  across  Mississippi  River  by  city  of. ...     i,  425 

Redwood  Creek,  Cal.,  improvement  of i,  394 ;  i  v,  2509 

Rivers  and  harbors: 

Estimates  for  examinations,  surveys,  and  contingencies  of i,  419 

Estimates  for  improvement  of i,  19 

Improvement  of i,  19 

Roanoke  River,  N.  C,  improvement  of i,  153 ;  ii,  989 

Rockland  Harbor,  Me.,  improvement  of i,  27, 506 

Bogcis  (schooner),  removal  of  wreck  of i» 62, 608 

BokeSy  NeUie  V.  (schooner),  removal  of  wreck  of i>  62, 607 

Rondoiit  Harbor,  N.  Y.,  improvement  of i,  84, 736 

Root  River,  Wis.,  removal  of  wrecks  at  Raciue i,  330;  iv,  2124 

Rouge  River,  Mich. : 

improvcmen  t  of i,  360 ;  i v,  2255 

Turning  basin  in ^  I,  361 ;  i v,  2257 

Rough  River,  Ky.,  improvement  of i,  303 ;  iii,  1978 

Rouse  Point,  Lake  Champlain,  N.  Y.,  breakwater  at i,  390 ;  iv,  2492 

Rumsey,  Ky.,  reconstruction  of  Lock  No.  2,  Green  River,  at i,  302;  iii,  1968 
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Sabine  Pass,  Tex.,  improvement  of  harbor  at i,  230 ;  iii,  1376 

8abine  River,  Tex.,  improvement  of I,  231 ;  iii,  1379 

Sacketts  Harbor,  N.  Y.,  improvement  of  harbor  at i,  388 ;  iv,  2486 

Saco  River,  Me.,  improvement  of i,  32,519 

Sacramento  River,  Cal : 

Improvement  of 1, 399 ;  iv,  2533 

Improvement  of,  and  tributaries J>421;  vi,  3174 

Sa<?inaw  River,  Mich.,  improvement  of i,  355;  iv,  2243 

Saint  Augustine  Harbor,  Fla.,  improvement  of 1, 187;  ii,  1223 

Saint  Clair  Flats  Canal,  Mich. : 

Improvement  of i,  365 ;  iv,  2371 

Opcratinj^  and  care  of i,  366 ;  i v.  2373 

Saint  Croix  River,  Me.,  improvement  of i,  20,  489 

Saint  Croix  River,  Wis.  and  Minn. : 

Improvtment  of i,  266 ;  in,  1721 

Reservoirs  at  sources  of,  surveys  for in,  1736 

Saint  Francis  River,  Mo.  and  Ark. : 

Examination  of  Walnut  Bend,  Mississippi  River,  for  prevention  of  cut 

intotlie 1,225;  ni,  1560 

Imjiro vement  of,  in  Arkansas i,  255 ;  in,  1557 

Improvement  of,  in  Missouri I,  255;  in,  1564 

Saint  Georges  Creek,  Md.,  removal  of  wreck  in 1, 145 ;  ii,  970 

Saint  Georges  River,  Md.,  removal  of  wreck  in 1, 145;  ii,  970 

Saint  Johns  County,  Fla.,  bridge  of I,  431 

Saint  Johns  River,  Fla. : 

Improvement  of  (from  Jacksonville  to  the  ocean) i,  182 ;  ii,  1211 

Improvement  of  upper  river i,  185 ;  ii,  1218 

Improvement  of  Volusia  Bar i,  180 ;  n,  1220 

Saint  Joseph  Harbor,  Mich.: 

Establishment  of  harbor  line 1,424;  I v,  2258 

Improvement  of I,  339 ;  IV,  2192 

Saint  Jose^di  River,  Mich.,  improvement  of I,  340;  I v,  2197 

Saint  Lawroiico  Railway  Company,  bridge  of 1, 125 

Saint  Lawrcnco  h'iver.  N.  Y.  : 

Bridge  at  Morristown,  construction  of I.  425 

Improvement  of  shoals  between  Sister  Islands  and  Cross-over  Light  i,  389 ;  i  v,  2189 

Reexamination  of 1,440;  vi,  3^128 

Saint  Louis  Bay,  Wis.,  iinprovcment  of i,  310;  iv,  2019 

Saint  Louis  Harl)or,  Mo.,  improvement  of i,  258;  in,  1G15 

Saint  Marys  Falls  Canal,  Mich. : 

Oi)er:i'tin g  and  care  of i,  363 ;  I v,  2267 

AVater  levels  at  Snult  Ste.  Marie 1,441;  vi,  3319,  34,30 

Saint  Marys  l»iver,  Mich. : 

Improvement  of.  at  the  falls 1,363;  iv,  2287 

Improvement  of  llav  L;ike  Channel 1,364;  iv,  2367 

()l>erating  and  care  of  8t.  Marvs  Falls  Canal 1,363;  iv,2267 

Resurvey  of,  from  Whitelish  Bay  to  Detour  light-house i,  4,39;  vi,  3317 

Water  levels \ 1,441;  vi,  3319,  3430 

Saint  Paul,  Minn.,  ganging  Mississippi  l\*iver  nt i,  269;  III,  1732 

Saint  Paul  (South),  Minn.,  construction  of  bridge  across  Mississippi  River  ...    1,425 

fc>alem  Harbor,  Mass.,  improvement  of I,  41,  543 

Snlcm  River,  Is^  .J. : 

Imi)roveineut  of 1, 116;  II,  8.57 

l\*emov:il  of  wreck  in  I)el;iware  River  at  entrance  to I,  118;  ll,  862 

Salkaiiatchie  I'iver,  S.  C,  improvenn^nt  of I,  173;  ii,  1121 

San  Bernard  I'ivcM-.  Tex.,  construction  of  bridge  at  Churchills  I'erry I,  426 

San  IHego,  Cal.,  defense  of ' 1,5 

San  Dic^go  Harbor,  Cal.,  inii)rovenient  of I.  396;  iv,  2514 

San  Francisco  Buy,  Cal.: 

Defense  of  San  Irancisco  Harbor 1,5,  6,  10,  465 

Kstablishment  of  harbor  lines 1,424;  I v,  2505,  2.506 

Im])roveinent  of  Oakl.-iml  Harbor I,  392;  iv,  2.501 

San  I'rancisco  Harbor.  Cal.: 

Defense  of 1,5,6,10,465 

Kstablishment  of  harbor  lines I,  424;  iv,  2505 

San  Joa!|nin  River,  Cal.: 

Imj)rovenunit  of I,  398;  iv,  2527 

Improvement  of,  and  tributaries I,  421;  vi,  3174 
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San  Luis  Obispo  Harbor,  Cal.,  improvement  of i,  394 ;  i  v,  2509 

San  Pablo,  Point,  Cal.,  establishment  of  harbor  lines  in  San  Francisco  Bay 

at I,  424;  IV,  2505 

Sand  Beach,  Lake  Huron,  Mich.,  improvement  of  harbor  of  refuge  at.  i,  356 ;  iv,  2247 

Sandusky  Harbor,  Ohio,  improvement  of i,  371 ;  iv,  2396 

Sanihisk y  River,  Ohio,  improvement  of i,  372 ;  i v,  2398 

Sandy  Bay,  Cape  Ann,  Mass.,  improvement  pf  harbor  of  refuge  at i»  39, 536 

Santco  Kiver,  S.  C,  improvement  of i,  170;  ii,  1084 

Sarasota  Bay,  Fla.,  improvement  of i,  191 ;  ii,  1237 

Saugaturk  Harbor,  Mich.,  improvement  of i,  341 ;  iv,  2201 

Saugatuck  Kiver,  Conn.,  improvement  of i,  73,667 

Saugerties  Harbor,  N.  Y.,  improvement  of 1,84,734 

Savannah,  Florida  and  Western  Railway  Company,  bridge  of 1, 426 

Savannah,   Ga.,   improvement    of   inside  route   between   Fernandina,    Fla., 

and 1,182;  ii,  1206 

Savannah  Harbor,  Ga. : 

Defense  of I,  6, 10 

Inil)rovemeut  of i,  174;  ii,  1129 

Removal  of  wrecks  in i,  182 ;  ii,  1209 

Savannah  River,  Ga. : 

Bridge  near  Augusta,  protection  of,  etc 1, 429 

Improvement  of,  above  Augusta 1, 177 ;  ii,  1164 

Improvement  of,  between  Augusta  and  Savann.ah i,  176 ;  ii,  1158 

Improvement  of  Savannah  Harbor 1, 174;  ii,  1129 

Removal  of  wrecks  in  Savannah  Harbor i,  182 ;  ii,  1209 

Sayville,  N.  Y.,  improvement  of  Browns  Creek i,  81,  708 

Schuylkill  River,  Pa. : 

Improvement  of I,  111 ;  II,  846 

Removal  of  wreck  in i,  118 ;  ii,  862 

Sale  of  Government  land  at  mouth  of,  in  vicinity  of  Fort  Mifflin i,  461 

Scituato  Harbor,  Mass.,  improvement  of i>  46,  558 

Sea  liright,  N.  J.,  establishment  of  harbor  lines  in  Shrewsbury  River  near  i,  423,  823 
Sea-coast  defenses.     See  Fortiiications. 

Sea  Shore  Road  Company,  bridge  of i,  428 

Sea  walls 1, 14 

^havnoii,  /*.  H.  (vessel),  removal  of  wreck  of i,  62, 609 

Sh<d>oygan  Harbor,  Wis.,  improvement  of i,  324 ;  iv,  2075 

Sheepshead  Bay,  N.  Y.,  imjirovement  of 1,96,796 

Ship  Island  Harbor,  Mississippi  Sound,  removal  of  wreck  in i,  232;  in,  1384 

Shoal  1  larbor,  N.  J.,  improvement  of i,  105, 818 

Shovelful  Shoal,  Mass.,  removal  of  wreck  on j-  I,  62, 606 

Shrewsbury  River,  N.  J. : 

Establishment  of  harbor  lines  near  Sea  Bright i,  423, 823 

Imi)rovement  of i,  106,  819 

Silver  Springs,  Ocala  and  Gulf  Railroad  Company,  bridge  of 1, 429 

Sister  Islands,  St.  Lawrence  River,  N.  Y.,  improvement  of  shoals  near,  i,  389;  iv,  2489 

Siuslaw  River,  Oreg.,  improvement  of  mouth  of i,  405 ;  iv,  2573 

Skagit  River,  Wash.,  im])rovement  of  (Pu^et  S(mnd  and  tributaries),  i,  412;  iv,  2619 

Skamokawa  Creek,  Watih.,  construction  ot  bridge  across i,  429 

Smith  Island,  Delaware  River,  removal  of  wreck  above i,  117 ;  ii,  861 

Smyrna  River,  Del.,  improvement  of i,  120;  ii,876 

Snake  River,  Wash,  and  Idaho: 

lm])rovement  of,  between  Huntington   Bridge  and  Seven  Devils  mining 

district I,'i07;  iv,  2589 

Improvement  of  Upper  Columbia  River  and i,  408 ;  iv,  2590 

Snohomish  County,  Wash.,  construction  of  bridge  across  Stillaquamish  River 

by 1,429 

Snohomish     River,     Wash.,     improvement    of     (Puget    Sound     Jind     tribu- 
taries)   1,412;  IV,  2619 

Snocpialmie     River,    Wash.,    improvement    of     (Puget    Sound     and    tribu- 
taries)     1,412;  IV,  2619 

South  Chicago,  111. : 

Alteration  of  bridge  across  Calumet  River i,  430 

Constru(!tion  or  bridge  across  Calumet  River i,  425 

Soutii  Haven  Harbor,  Mich.,  improvement  of i,  341 ;  IV,  2198 

South  Pass,  Mississippi  River,  inspection  of  improvement  of i,  20, 219;  in,  1333 

South  River,  N.  .L,  imi>rovement  of i,  103,  813 

South  St.  Paul  Belt  Railroad  Company,  bridge  of 1,425 

South  St.  Paul,  Minn.,  construction  of  bridge  across  Mississippi  River i,425 

Southampton,  N.  Y.,  removal  of  wreck  ott' 1,82,  713 
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Spnyten  Duyvil  Creek,  N.  Y.,  reconstruction  of  bridge  across 1,430 

»Squan  Kiver,  N.J.     Sec  Manasqnau  Kiver. 

Squaw  Island,  N.  Y.,  ostaldishment  of  harbor  lines 1*424;  iv,  2452 

Stamford  Harbor,  Conn.,  improvement  of i»  75, 677 

Staten  Island  and  New  Jersey,  improvement  of  channel  between I»98, 799 

Steele  liayon,  Miss. ,  improvement  of I,  248 ;  iii,  1511 

Stillaguaniisli  River,  Wash. :     ' 

Improvement  of  (Puget  Sound  and  tributaries) i,  412 ;  iv,  2619 

(v'onstruction  of  bridge  across 1, 429 

Stillaquamish  River,  Wash.     See  Stillaguamish  River. 

Ston ington,  Conn .,  improvement  of  harbor  of  refuge  at i,  61, 602 

Structures  built  by  the  United  States,  occupancy  or  injury  of i,  20,  431;  vi,  3189 

Sturgeon  Baj',  Wis.,  construction  of  bridge  across i,  428 

Sturgeon  Bay  and  Lake  Michigan  Ship  Canal,  Wis. : 

Improvement  of i,  319 ;  I v,  2(^ 

Improvement  of  harbor  of  refuge  at  eastern  entrapce i,  321;  iv,  2062 

Operating  and  care  of 1,320;  IV,  2058 

Submarine  mines   1,6 

Sullivans  Island,  S.  C. : 

Jiridgo  obstructing  cove  at,  alteration  of 1,431 

Improvement  of 1, 172 ;  ii,  1101 

Site  for  fortification 1, 13 

Sumpawanus  Inlet,  N.  Y.,  improvement  of 1,95,794 

Sunken  Meadow,  East  River,  N.  Y.,  removal  of  wrecks  ofi' i,  95, 785,  786 

Superior  Bay,  Wis. : 

Improvement  of 1,310;  I v,  2019 

Modification  of  harbor  lines 1,423;  IV,  2039 

Superior,  I^ake: 

See  also  Northern  and  Northwestern  Lakes. 

Improvement  of  waterway  across  Keweenaw  Point  from  Kcweonaw 

Bay 1,312;  iv,2029 

Operating  and  care  of  waterway  across  Keweenaw  Point  from  Keweenaw 

Bay 1,313;  iv,2039 

Water  levels i,  441 ;  vi,  3430 

Supervisor  of  the  harbor  of  New  York i?420;  iv,  2681 

Surveys,  examinations,  and  contingencies  of  rivers  and  harbors,  estimates  for.  i,  419 
Surveys,  reconnaissances,  and  explorations  in  military  departments  .  i,  4i3;  vi,  3451 
8ns(iiiehnnna  River,  vicinity  of  llavre  de  Grace,  Md.,  improvement  of.  1, 124;  ii,  886 
Sussex  County,  Del.,  construction  of  temporary  bridge  across  canal  connect- 
ing (liincotcaguo  and  Delnwarc  bays  by I,  430 

Snw.-nieo  K*iver,  Fla.,  iinprovenient  of 1, 195;  II,  1246 

Swaiisboro,  N.  C\,  iui])rovcment  of  waterway  between  New  River  and.  1,161;  ii,  1037 

Sw.'ish  Cliaunel,  Charleston  Harbor,  S.  C,  removal  of  wreck  in i,  174;  u,  1128 

Swiiiouiish  Slougb,  Wash.,  imi^rovemcnt  of i>412;  iv,  2611 

T. 

Tacomn,  Wash.,  construction  of  bridge  across  ship  channel  by  city  of i,  426 

Talisman  (tug),  removal  of  wreck  of I>  95,  785 

Talljihatcheo  River,  Miss  ,  improvement  of J,  247;  ill,  1508 

Tampa,  Fla.,  construction  of  bridge  across  liyisborough  River I,  426 

'rain])a  Bay,  Fla..  imiirovemcnt  of 1, 193;  ii,  1241 

Tar  River,  N.  C,  iminovement  of i,  156 ;  ii,  1019 

Tareutum,  Pa.,  construction  of  bridge  across  Allegheny  River  below i,  428 

Taiintou  River,  Mass.,  improvement  of i»  54,  586 

Telieruiicte.  River,  La.,  improvement  of i,  220;  iii,  1349 

Tchula  L.'jke,  Miss.,  improvement  of i,  247;  ill,  1506 

TeclH\  Bayou,  La. : 

Biidgo  near  Loreauville,  construction  of i,  '12i* 

Jmprovement  of 1,226;  ill,  1368 

Tenuesseo  River: 

Iiiil)roveinent  of 1,273;  iir,  1787 

Improv^nicnt  ol*,  above  Chattanooga,  Tenn i»273;  ill,  17S7 

Inij)r()vement  of,  at  Livingston  Point,  Ky 1,275;  ill,  1792 

Iiiil)rovement  of,  below  Bee  Tree  Shoals,  Ala 1,274;  iii,  1790 

Imi)rov(^nient  of,  between  Chattanooga,  Tenn.,  and  foot  of  lieo 

Tree  Shoals,  Ala 1,282;  iii,  1821 

Operating  and  care  of  Musclo  Shoals  Canal,  Ala 1,284;  in,  1828 

Tensas  I\*iver,  La.,  improvement  of i,  244;  iii,  1479 

Terrel)onno,  l^ayou,  La.,  improvement  ol* 1,223;  ill,  1360 
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Thames  Ki vcr,  Conn.,  improvement  of i,  64, 624 

Thomas^  ISamucl  W,  Cscbooucr),  removal  of  wreck  of i,  145 ;  ii,  970 

Three  Mile  Creek,  Ala.,  alteration  of  bridge  near  Mobile i,  430 

Thnntler  Bay  Harbor,  Micb.,  improvement  of i,  354 ;  iv,  2241 

Thnndcr  hay  River,  Mich.,  improvement  of i,  354 ;  I v,  2241 

Tickfjiw  River,  La.,  and  tributaries,  improvement  of i,  221 ;  iii,  1352 

Ticondoroga  River,  N.  Y.,  improvement  of -. i,  391 ;  iv,  2498 

Tillamook  15ay  and  Bur,  Oreg. ,  improvemcn  t  of i,  406 ;  i  v,  2585 

Toledo  Harbor,  Ohio,  improvement  of I,  369 ;  i v,  2385 

Tombigbee  River,  Ala.  and  Miss.,  improvement  of i,  212;  ii,  1311 

Below  Demopol is,  Ala i,  212 ;  1 1, 1313 

Between  Demopolis,  Ala.,  and  Columbus,  Miss i,  213 ;  n,  1315 

Between  Columbus  and  Fulton,  Miss I,  213 ;  ii,  1316 

Between  Fulton  and  Walkers  Bridge,  Miss i,  214 ;  ii,  1317 

Tonawanda  Harbor,  N.  Y.,  improvement  of i,  381 ;  i  v,  2444 

Tradewater  River,  Ky.,  improvement  of i,  301 ;  iii,  1967 

Trent  River,  N.  C. : 

Bridge  obstructing,  at  Newbern,  alteration  of i,  431 

Improvement  of i,  158 ;  ii,  1025 

Trinity  River,  Tex.,  improvement  of i,  235;  in,  1401 

Tug  Fork  of  Big  Sandy  River,  W.Va.  and  Ky.,  improvement  of i,306;  iii,2002 

Two  Rivers  Harbor,  Wis.,  improvement  of i,  323 ;  iv,  2069 

U. 

Umpqua  River,  Oreg.,  improvement  of 1, 404 ;  i v,  r569 

Undive  (bark),  removal  of  wreck  of i,  182;  ii,  1209 

United  States  Engineer  School i,  17,4()8 

Un ite*l  States  structures,  occupancy  or  injury  of ii  20,  431 ;  vi,  3189 

Urbana  Creek,  Va.,  improvement  of .* 1, 143;  ii,  959 

Use  of  structures  built  by  Iho  United  States i,  20,  431 ;  vi,  3189 

V. 

Vancouver,  Wash.;  jjiprovement  of  Columbia  River  near i,  414 ;  i v,  2643 

Vermillion,  Bayou,  bay,  and  passes,  La.,  improvement  of i,  227 ;  in,  1370 

Vermillion  Harbor,  Oliio,  improvement  of 1,373;  iv,  2403 

Vineyard  Haven,  Mass. ; 

Improvement  of  harbor  at i,  o2, 578 

Removal  of  wrecks  in ij  62,  609 

Vineyard  Haven  Harbor,  Mass. : 

Improvement  of i,  52, 578 

Removal  of  wrecks  in i,  62, 609 

Volusia  Bar,  Fla.,  improvement  of i,  186;  n,  1220 

W. 

Wabash  River,  Ind.  and  111. : 

Improvement  of I,  296 ;  iii,  194:» 

Improvement  of,  above  Vincennes,  Ind i,  296 ;  in,  1946 

Improvement  of,  below  Vincennes,  Ind i,  296;  in,  1943 

Waccamaw  River,  N.  C.  and  S.  C,  improvement  of i,  168 ;  n,  1067 

Wahkiakum  County,  Wash.,  construction  of  bridge  across  Skamokawa  Creek 

by 1,429 

Walnut  Bend,  Mississippi  River,  examination  for  prevention  of  cut  into  St. 

Francifi  River i,225;  in,  1560 

Wappingcr  Creek,  N.  Y. ,  improvement  of i,  85, 740 

Wappoo  Cut,  8.  C,  improvement  of i,  173 ;  ii,  1116 

Warebam  Harbor,  Mass.,  improvement  of i>  52, 580 

Warren  County,  Miss.,  construction  of  bridge  across  Big  Black  River  by i,  430 

Warrior  River,  Ala. : 

Improvement  of  (below  Tuscaloosa) i,  212 ;  ii,  1311 

Improvement  of,  between  Tuscaloosa  and  Daniels  Creek i,  211 ;  ii,  1316 

Warwick  River,  Md.,  improven^ent  of i,  127 ;  n,  894 

Washington,  1).  C. : 

Anacostia  River,  improvement  of i,  1S8 ;  ii,  939 

Defense  of 1, 6, 10 

Great  Falls,  Potomac  River,  nso  of  water  power  for  electric  lighting  ...  vi,  3256 

Potomac  River  at,  improvement  of i,  135 ;  ii,  925 

Public  buildings  and  gronnds I,  435 ;  vi,  3265 

Washington  aqueduct 1,432;  vi,  3193 
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Washington,  D.  C. — Continued. 

Wasliington  monument „ 1, 435 ;  vi,  3267 

Water  supply,  increasing i,  434 ;  vi,  3222 

Wasbingtou  and  Chesapeake  Beach  Railway  Company,  bridge  of i,  428 

Washington  aqueduct,  Washington,  D.  C i,  432 ;  vi,  3193 

Wnsliington  Bayou,  Miss.,  improvement  of 1,^48;  ill,  1511 

Washington  monument,  Washington,  D.  (' i,  435 ;  vi,  3267 

Watorec  River,  S.  C,  improvement  of i,  171 ;  ii,  1089 

Waterways: 

Between  Beaufort  Harbor  and  Newbern  (on  Neuse  River),  N.  C  ..   i,  159;  ii,  1030 

Between  Beaufort  Harbor  and  New  River i,  IGl ;  ii,  1034 

Between  Chincotea^ue  Bay,  Va.,  and  Delaware  Bay,  near  Lewes,  Del., 

construciion  of  bridge  across  canal  connecting i,  430 

Between  Chincoteague  Bay,  Va.,  and  Delaware  Bay,  near  Lewes,  Del., 

iniprovemeut  of 1, 123 ;  ii,  884 

Between  New  River  and  Swansboro i?  161 ;  I'j  1037 

Between  Norfolk  Harbor,  Va.,  and  Albemarle  Sound,  N.  C i,  151;  ii,  983 

Between  Savannah,  Ga.,  and  Fernandina,  Fla i,  182 ;  ii,  1206 

From  Keweenaw  Bay  to  Lake  Superior,  across  Keweenaw  Point,  improve- 
ment of 1,312;  IV,  2029 

From   Keweenaw  Bay  to  Lake  Superior,  across  Keweenaw  Point,  operat- 
ing and  care  of 1,313;  iv,2029 

Waukegji ii  Harbor,  III.,  improvement  of I,  328 ;  i v,  2100 

WelHleet  Harbor,  Mass.,  improvement  of i,  48,563 

West  (i.ilveston  Bay,  Tex.,  improvement  of I,  235;  iii,  1399 

West  Norfolk,  Va.,  construction  of  bridge  across  Western  Branch  of  Elizabeth 

River I,  429 

West  Norfolk  and  Port  Norfolk  Drawbridge  Company,  bridge  of i,  429 

Westchester  Creek,  N.  Y.,  establishment  of  harbor  lines 1, 423,  790 

Wcstport  Point,  Mass.,  construction  of  bridge  across  East  Branch  of  Wcstport 

K  i  ve  r I,  429 

Westport  River,  Mass.,   construction    of   bridge    across    East    Branch  of,  at 

Wcstport  Point 1, 429 

Weymoiith  River,  Mass.,  improvement  of r,  45,  556 

White,  Hfirry  (.seh(muer).  removal  of  wreck  of I,  82,  711 

White  Lake  llarhor,  Mich.,  in>i)rovement  of I,  346;  iv,  2215 

White  I'iver,  Ark.,  imi>rovement  of I,  253;  ill,  1547 

White  l\iver,  liid.,  imi>rovement  of I,  297;  Hi,  1948 

Whitehall  llarhor,  N.  Y.,  improvement  of 1,392;  iv,  2499 

Wicomico  l»iver,  M<1.,  improvement  of 1, 129;  ii,  899 

IVildfirc  (schofjuer),  removal  of  wreck  of i.  49,  568 

V/ilhimette  River,  Oreg. : 

Defense  nf  Porthmd I,  5 

lm])rovement  of,  above  Portland i>  ^17 ;  IV',  2659 

Im[)rovenient  of,  below  Porthmd i>4^16;  I v,  2654 

AVillapji  River  and  Harbor,  Wash.,  improvement  of i,  409;  I v,  259.5 

Willets  Point,  N.  Y. : 

Kn<xineer  l)e])ot i,  18,  471 

P(  >st  o  f 1,17,  467 

Wilmington  and  W(hlon  Railroad  Company,  bridge  of i,  426 

Wilmington  Harbor,  Cal.,  improvement  of i,  395;  iv,  2511 

Wilmington  Harbor.  Del.,  imiirovement  of 1, 118;  II,  870 

Wilmington  Harl)()r,  N.  C: 

1  )ef<'nso  of I,  6 

Improvement  olCape  Fear  River  above 1, 164;  II,  1044 

lmi)rovement  of  Cape  Fear  I^iver  at  and  below 1, 164 ;  ii,  1047 

K*emoval  of  wreck  in i,  168;  ii,  1065 

Wilson  Harbor,  N.  V.,  improvem«'nt  of i,382;  iv,  2148 

Wilsons  Point  Harbor.  Conn.,  im])rovement  of i,  73,  671 

Wintlirop  Harbor,  Mass.,  improvement  of I,  43,  517 

Winyaw  I'liy,  S.  C,,  improvement  of I,  167;  i|,  1(>5!) 

Wisconsin  Central  Railroad  Com])any,  bridge  of I,  427 

Wisconsin  River,  \\'is.,  snrveys  for  reservoirs  at  sources  of HI,  17. »6 

Withlacoof  hee  K'iver,  11a.:  • 

Bridge  at  I^nnnellon,  construction  of I,  A'2^ 

Improvementof i,  193;  ii,  1212 

Wolf  K'iver,  Wis.,  constrnction  of  bridge  at  (iills  Landing 1,427 

Wrecks,  removal  of I,  19 

Ashiev  River,  S.  C i.  174;  ir,  1128 

As!it.ib:!la  Harbor,  Obio 1,078;  I v,  2126 
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Wrecks,  removal  of— Continued. 

Barnegat  Light.  N.  J.,  opposite i,  117;  ii,  861 

Big  Pigeon  Bayou,  La i,232;  m,  1383 

Block  Island  Sound,  R.  1 1,82,711 

Brandvwine  Creek,  Del i,  132;  ii,  907 

Bride8burg,ra...: 1,117;  ii,  861 

Brigantiue  Shoal,  N.  J 1,117;  u,861 

Browns  Ledge,  Mass. ,  near ii  63, 619 

Capo  Fear  Kiver,  N.  C.,  in  and  near  month  of i,  168;  ii,  1065 

Charles,  Cape,  Va.,  at ^ i,152;  ii,  987 

Charleston  Harbor,  S.  C i,174;  ii,  1128 

Chatham,  Mass.,  near I,  62,611 

Chatham  Bar,  Mass 1, 49,  568 

Chatham  Harbor,  Mass 1,49,568 

Chath am  Roads  (Old),  Mass I,  63, 613 

Chesa]>eake  Bay 1,132,152;  11,906,987 

Christiana  River,  Del 1^132;  ii,906 

Delaware.  Bav,  in li,  862 

Delaware  River,  Pa.  and  N.  J 1, 117, 118 ;  ii,  861,  862 

East  River,  N.  Y 1,95,785,786 

Elizabeth  River,  N.J 1,108,823 

Faiilkners  Island,  Long  Island  Sound,  near '. i,  82,  712 

Ge<lney  Chanuel,  New  York  Harbor 1, 95, 785 

Grand  River,  La 1,232;  ill,  1383 

Haudkerchief  light-ship,  Mass.,  near i,  62, 612 

Hatteras,  Cape,  N.  C. ,  near 1, 168 ;  ii,  1065 

Hyanuis  Harbor,  Mass 1,63,614,615,616 

Kent  Island,  Chesapeake  Bay,  off i,  132;  ii,  906 

Logstown,  Pa i,289;  iii,  1889 

Long  Island  Sound,  in I,  82,  712,  714 

Long  Sand  Shoal,  Long  Island  Sound,  near i,  82,  714 

Lookout,  Cape,  light-house,  near 1, 168 ;  ii,  1065 

Maurice  River  Cove,  Delaware  Bay,  in ii,  862 

Mispillion  River,  Del i,132;  ii,906 

Mobile  River,  Ala 1,219;  ii,  1332 

Monomoy  Beach,  Mass.,  near i,  63,618 

Monomoy  life-saving  station,  Mass.,  near i,  62,  607 

Monomoy  Point,  Mass.,  at  and  near i,  62, 63, 606, 608 

Monomoy  Point  light-house,  near i,  63,  616,617 

Nantucket  Sound,  Mass.,  in  and  near I,  62,  63,  604, 612, 620 

Nautilus  Shoal,  Chesapeake  Bay,  on 1, 152;  ii,  987 

New  Haven  Harbor,  Conn i,  82,  712 

New  York  Harbor,  N.  Y 1,95,785,786 

Ohio  River  below  Pittsburg 1,289;  ill,  1889 

Outer  Midillo  Ground,  Chesapeake  Bay,  on 1, 152;  ii,  987 

Parkers  River,  Ma*8.,  near 1,63,620 

Pawtucket,  R.  I   1,63,620 

Pittsburg,  Pa.,  below i,289;  in,  1889 

Point  Breeze,  Schuylkill  River,  below 1, 118;  ii,  862 

Pollock  Rip  Channel,  Mass 1,62,604 

Pontehartrain,  Lake,  La 1,232;  ill,  1383 

Popes  Island,  Va.,  oft* ii,  907 

Potomac  River,  D.  C i,  145 ;  ii,  971 

Presqu'Ile  Harbor,  Mich 1,361;  iv,2257 

Providence  River,  R.  I i,  62, 612 

Provincetown  Harbor,  Mass , i,  49, 568 

Root  River,  Racine,  Wis i,  330;  iv,  2124 

St.  Georges  Creek,  Md  i,  145 ;  ii,  970 

St.  Georges  River,  Md i,  145;  ii,  970 

SavannaTi  Harbor,  Ga i,  182 ;  ii,  1209 

Schuylkill  River,  Pa.,  below  Point  Breeze i,  118 ;  ii,  862 

Ship  Island  Harbor,  Mississippi  Sound i,  232 ;  in,  1384 

Smith  Island,  Delaware  River,  above i,  117 ;  ii,  861 

Southampton,  N.  Y.,  oft' i,  82,  713 

Sunken  Meadow,  p:ast  River,  N.  Y.,  oft' i,  95,  785,  786 

Vineyard  Haven  Harbor,  Mass i,  62, 609 

Y. 

Yamjiill  River,  Oreg.,  improvement  of 1,417;  iv,  2661 

Yankton,  S.  Dak.,  eonstruction  of  bridge  across  Missouri  River i,  425 
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Yankton  Bridge  Company,  bridge  of i,  425 

Yaquina  Bay,  Dreg.,  improvement  of i,  405 ;  iv,  2576 

Yazoo  River,  Miss. : 

Improvement  of i,  245 ;  ill,  1483 

Improvement  of  mouth  of i,  246;  lu,  1488 

Yellow  Banks,  Wis.,  improvement  of i,266;  ill,  1718 

Yellowstone  National  Park,   construction   and  improvement  of  roads  and 

bridges  in i,441;  vi,  3439 

Yellowstone  River,  Mont,  and  N.  Dak.,  improvement  of i,  272;  iii,  1784 

York  Harbor,  Me.,  improvement  of i,  33,  522 

York  River,  Va.,  improvement  of i,  143;  ii,  961 

Youngs  Bay,  Orog.,  construction  of  bridge  across i,  428 

Youngs  River,  Oreg.,  improvement  of i,  418 ;  i V,  2663 

Yuba  River,  Cal.,  improvement  of i»421;  vi,  3174 

Ynin'a,  Ariz.,  improvement  of  Colorado  and  Gila  rivers  at i,  397 ;  iv,  2521 

Z. 

Zuuiuga  Shoal,  San  Diego  Harbor,  Cal i,  396;  iv,  2514 


